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OPINION  OF  THE  PRESS. 

"The  task  Professor  Baker  has  set  before  himself  is  not  a  simple  one,  ak 
the  subject  is  complex  and  calls  for  a  considerable  amount  of  discussion  o% 
detail;  but  every  point  has  received  adequate  treatment,  and  the  result  is  the 
production  of  a  volume  of  great  usefulness  and  of  outstanding  merit.  The 
author  is  an  American,  and  the  book  deals  primarily  with  the  conditions  met 
with  in  America;  but  practically  the  whole  contents  are  as  applicable  in  Greal 
Britain  and  in  Europe  generally  as  in  the  United  States,  and  we  have  no 
hesitation  in  recommending  the  work  to  British  engineers.  Part  I  is  devoted 
to  country  roads,  and  opens  with  a  very  interesting  chapter  on  road  economics. 
It  would  be  very  easy  for  any  one  who  has  an  axe  to  grind  to  make  out  a  highly 
satisfactory  case  in  dealing  with  this  phase  of  the  subject,  but  the  author  has  not 
adopted  a  partisan  attitude.  We  particularly  recommend  careful  consideration  of 
the  author^s  remarks  in  Chapter  II,  and  again  later  in  the  volume,  in  discussing 
grades,  on  the  effect  of  saving  distances,  and  the  elements  to  be  considered 
in  that  connection.  *  *  *  In  Part  II  we  are  brought  to  city  streets,  where  good 
construction  is  still  more  important  than  in  country  roads,  for  the  sanitary 
aspect  of  the  question  becomes  prominent  and  the  traffic  to  be  borne  is  much 
heavier.  In  this  section  of  the  work  a  chapter  on  economics  of  the  subject  again 
serves  as  an  introduction  to  the  discussion  in  detail,  and  it  is  followed  by  a 
valuable  chapter  on  street  design.  Professor  Baker  deserves  great  praise 
for  the  thoroughness  with  which  he  has  treated  a  most  important  branch  of 
engineering,  and  we  commend  his  work  to  all  who  have  any  connection  with,  or 
interest  in,  the  construction  of  good  roads  and  streets.**— £f>ft»Mrt»^.  London. 

"  Professor  Baker  has  well  sustained  the  reputation  gained  by  his  book 
on  *  Masonry  Construction.*  There  have  been  several  excellent  books  on  the 
general  subjects  embraced  in  the  title  of  this  book,  which  have  appeared  recently, 
some  of  which  have  treated  particular  parts  of  the  field  more  thoroughly  and 
completely  than  this  book,  but  none  give  so  complete  a  survey  of  the  entirct 
subject.  A  number  of  chapters  are  upon  topics  never  before  properly  treated 
in  a  book.  *  *  *  As  a  whole  the  book  is  the  most  comprehensive  treatment  o( 
its  subject  which  has  appeared  and  will  undoubtedly  take  its  place  as  the  bzsiA 
for  any  detailed  study  of  pavements.  It  contains  the  results  of  a  number  of 
valuable  experiments  made  by  and  under  the  direction  of  the  author  and  makcft 
some  positive  and  original  additions  to  the  knowledge  of  the  world  on  this 
iuhject.*^— Municipal  Engifutring,  Indianapolis. 

'*It  is  probably  the  best  American  text-book  for  students,  and  containu 
material  that  should  be  helpful  to  every  practical  road-builder.**— (roocf  Roads 
Magaaing,  New  York  City. 

'*This  work  is  a  notable  addition  to  the  literature  of  roads  and  pavements. 
As  a  whole,  the  book  is  a  most  creditable  production,  and  it  can  not  fail  to  add 
to  the  alreiuly  high  repuU>tion  of  Professor  Baker  as  a  writer  upon  engineering 
subjects.**— /{atlroaJ  GautU,  New  York  City. 

**  We  believe  the  work  of  the  author  extremely  well  done.  We  also  believe 
that  enough  new  matter  and  new  ideas  have  been  introduced  fully  to  warrant 
this  addition  to  the  already  large  number  of  similar  works  devoted  to  this  general 
subject.**— ScMvurr.  New  York  City. 

"  In  this  volume  of  650  pages  the  author  has  produced  the  most  thorough 
and  practical  book  on  the  making  of  country  roads  and  city  pavements  that 
has  thus  far  appeared  in  the  United  States.  •  ♦  •  Professor  Baker*s  work  can 
not  be  too  highly  commended  for  its  judicial  tone,  its  comprehensive  knowledge, 
and  its  practical  helpfulness.  The  volume  is  liberally  illusuated  with  cuts  and 
diagrams.**— Rccorcf-Htfralef,  Chicago. 
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OPINIONS  OF  THE  PRESS. 

"  This  is  a  most  excellent  work,  reflecting  great  credit  upon  its  author,  who  has  the 
gift  of  writing  good  practical  text  books,  suitable  for  students,  but  readable  and  instructive 
Sir  the  seasoned  veterans  also.  The  distinguishing  merits  of  the  author's  treatise  on  masonry 
ooDStmction,  which  we  had  occasion  to  compliment  highly  when  published,  are  visible  also 
in  this  work.  It  is  up  to  date;  it  is  full  of  sound  practical  hints  which  did  not  come  from 
other  books,  but  were  personally  gathered;  it  gives  plentiful  records  of  the  results  of  actual 
experience.  It  is  also  more  than  its  name  implies.  It  is  not  merely  nor  chiefly  a  treatise  on 
the  anatomy  of  field  instruments.  It  is  rather  a  Manual  of  Instrumental  Field  Work.  .  .  • 
The  copious  notes  scattered  through  the  volume,  on  the  degree  of  precision  attained  in  prac- 
tice, by  various  ways  of  using  the  various  instruments,  are  alone  of  great  value  and  interest" 
^Engimering  News^  New  York  City. 

*<This  is  a  second  and  greatly  enlarged  edition  of  a  very  useful  book.  .  .  .  The 
chapter  on  barometers  is  particularly  good,  presenting  a  very  concise  r^um^  of  the  subject, 
including  the  reduction  01  observations  and  a  good  discussion  of  barometric  formulas.  The 
jook  will  be  of  value  to  several  classes  of  persons;  to  makers  of  instruments,  ...  to  those 
interested  in  the  purchase  of  instruments,  .  .  .  and  to  those  who  handle  instruments."—- 
Railroad  Gazette^  New  York  City. 

"We  are  pleased  to  see  a  book  of  this  character  appear.  .  .  .  We  recommend  Pro- 
fessor  Baker's  book  also  for  ihe  clearness  and  conciseness  with  which  it  is  written.  It 
contains  much  serviceable  matter  to  the  student  and  to  the  practitioner,  well  expressed."— 
Jour,  of  the  Franklin  Institute^  Philadelphia. 

**  The  student  will  find  it  a  valuable  work,  and  the  engineer  a  very  useful  additioii  (o 
\\%  (ibrary." — Amer,  Engipteerim  and  /*.  R.  Journal,  New  York  City. 
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PREFACE    FOR    FIRST    EDITION 


The  present  volume  i>?  an  outgrowth  of  the  needs  of  the  author's 
own  class-room.  The  matter  is  essentially  that  presented  to  his 
classes  for  a  number  of  years  past,  a  considerable  part  having  been 
used  in  the  form  of  a  blue-print  manuscript  text-book.  It  is  now 
published  for  the  greater  convenience  of  his  own  students,  and  with 
the  hope  that  it  may  Ix)  useful  to  othei*s.  The  author  knows  of  no 
work  which  treats  of  any  considerable  part  of  the  field  covered  by 
this  volume.  Nearly  all  of  the  matter  is  believed  to  be  entirely  new. 
The  object  has  been  to  develop  principles  and  methods  and  to 
give  such  examples  as  illustrate  them,  rather  than  to  accumulate 
details  or  to  describe  individual  structures.  The  underlying  prin- 
ciples of  ordinary  practice  are  explained;  and,  where  needed,  ways 
are  pointed  out  whereby  it  may  be  improved.  The  common  theories 
are  compared  with  the  results  of  actual  practice;  and  only  those  are 
recommended  which  have  been  verified  by  experiments  or  experi- 
ence, since  true  theory  and  good  practice  are  always  in  accord. 
The  author  has  had  the  benefit  of  suggestions  and  advice  from  prac- 
tical masons  and  engineers,  and  believes  that  the  information  here 
presented  is  reliable,  and  that  the  (examples  cited  represent  good 
practice.  The  structures  illustrated  are  actual  ones.  The  accredited 
illustrations  are  from  well-authenticated  copies  of  working  drawings, 
and  are  presented  without  any  modification  whatever;  while  those 
not  accredited  are  representative  of  practice  so  common  that  a  single 
name  could  not  properly  be  attached. 

In  the  i)reparation  of  the  book  the  endeavor  has  been  to  observe 
a  logical  order  and  a  due  proj)ortion  l)etween  different  parts,  (ireat 
care  has  been  taken  in  classifying  and  arranging  the  matter.  It 
will  be  helpful  to  the  r(»ad(»r  to  notice  that  th(»  volume  is  divided 
succe.<*sively  iiito  parts,  cha})ters,  articles,  s<'ctions  having  small- 
capital  black-face  side-heads,  sections  having  lower-case  black-face 
side-heads,  sections  having  lower-case  italic  side-heads,  and  .^^ections 
©I  having  simply  the  serial  number.  In  some  cases  the  major  subdivi- 
^  sions  of  th(i  sections  are  indicated  by  small  numerals.  The  constant 
^  aim  has  been  to  present  the  subject  clearly  and  concisely. 


vi  Preface  for  First  Edition. 

Ever>'  precaution  has  been  taken  to  present  the  work  in  a  fomi 
for  convenient  practical  use  and  i-eady  reference.  Numerous  cross 
references  are  given  by  section  number;  and  whenever  a  figui'e  or  a 
table  is  mentioned,  the  citation  is  accompanied  by  the  number  of 
the  page  on  which  it  may  be  found.  The  table  of  contents  shows 
the  general  scope  of  the  book;  the  running  title  assists  in  finding 
the  different  parts;  and  a  very  full  index  makes  everything  in  the 
book  easy  of  access.  There  are  also  a  niunber  of  helps  for  the 
student,  which  the  experienced  teacher  will  not  fail  to  recognize 
and  appreciate. 

Although  the  book  has  been  specially  arranged  for  engineering  and 
architectural  students,  it  is  hoped  that  the  information  concerning 
the  strengths  of  the  materials,  the  data  for  facilitating  the  making 
of  estimates,  the  plans,  and  the  costs  of  actual  structures,  will  prove 
useful  to  the  man  of  experience.  Considering  the  large  amount  of 
practical  details  presented  and  the  great  difference  in  the  methods 
employed  by  various  constructors,  it  is  probable  that  practical  men 
will  find  much  to  criticise.  The  views  here  expressed  are,  however, 
the  results  of  observation  throughout  the  entire  country,  and  of 
consultation  and  correspondence  with  many  prominent  and  practical 
men,  and  represent  average  good  practice.  The  experienced  en- 
gineer may  possibly  also  feel  that  some  subjects  should  have  been 
treated  more  fully;  but  it  is  neither  wise  nor  possible  to  give  in  a 
single  volume  minute  details.  These  belong  to  technical  journals, 
proceedings  of  societies,  and  special  reports  of  particular  work. 

No  pains  have  been  spared  in  verifying  data  and  checking 
results.  Should  any  error,  either  of  printer  or  author,  be  discovered 
— as  is  very  possible  in  a  work  of  so  much  detail,  despite  the  great 
care  used, — ^the  writer  will  be  greatly  obliged  by  prompt  notification 
of  the  same. 

The  author  gratefully  acknowledges  his  indebtedness  to  many 
engineers  for  advice  and  data,  and  to  his  former  pupil  and  present 
co-laborer,  Prof.  A.  N.  Talbot,  for  many  valuable  suggestions. 

Champaign,  III.,  July  9,  1889. 
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The  first  edition  of  this  volunu^  appeared  in  1889,  but  develop- 
ments in  the  manufacture  and  testing  of  portland  cement  and  the 
increasing  use  of  concrete  made  a  revision  necessary  in  1899;  and 
now  the  extensive  use  of  plain  concrete  and  the  introduction  of 
reinforced  concrett^  mak(*  a  further  revision  necessary.  Therefore 
it  has  been  decided  to  r(*-write  the  entire  book  to  the  end  that  it 
may  be  brought  up  to  daU?  in  various  mattei's  and  that  numerous 
modifications  may  be  made  in  the  text.  The  size  of  the  vohime  has 
been  increased  by  adding  to  the  size  and  the  number  of  the  pages. 
Numerous  changes  nnd  additions  have  been  made  throughout  the 
book,  but  the  most  of  the  entirely  new  matter  will  b(»  found  in  the 
chapter  on  Plain  Concrete*  and  in  the  three  new  chapters  on  Rein- 
forced ConcreU*,  Concrete  Building-Blocks,  and  Elastic  Arch,  and 
also  in  connection  with  the  new  structures  illustrated.  The  number 
of  structures  described  has  been  materially  increased,  and  it  is  be- 
lieved  that  those  presenter!  represent  th(»  latest  practice  of  leading 
engineers.  The  author  is  under  obligations  to  many  engineei's  for 
the  use  of  drawings  in  preparing  illustrations,  and  has  tried  to 
acknowledge  each  in  its  proper  place.  This  edition  contains  all  of 
the  elements  which  made  former  editions  convenient  for  practical 
use  and  ready  reference. 

Ch.\mpaign,  III.,  August  15,  1909. 
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MASONRY    CONSTRUCTION 


INTRODUCTION 

Masonry  may  be  defined  as  any  construction  formed  of  inorganic 
non-metallic  material  in  which  the  parts  are  so  fitted  together  as  to 
form  a  single  united  whole.  In  this  broad  sense  it  includes  all  kinds 
of  stone  masonry,  every  variety  of  brick  work,  and  all  of  the  mono- 
lithic work  commonly  called  concrete.  "Masonry,  the  most  perma- 
nent form  of  construction  which  man  can  make,  the  only  material 
suitable  for  those  works  which  assume  a  monumental  character 
and,  enduring  from  one  epoch  to  another,  transmit  to  future  ages 
the  actual  work  of  today — masonry  respected  for  its  antiquity, 
admired  for  its  enduring  futurity,"  is  the  subject  of  this  volume. 

Under  the  general  head  of  Masonry  Construction  will  be  dis- 
cussed the  subjects  relating  to  the  use  of  stone  and  brick  as  employed 
by  the  engineer  or  architect  in  the  construction  of  buildings,  retaining 
walls,  bridge  piers,  culverts,  arches,  etc.,  including  the  foundations 
for  the  same.  For  convenience,  the  subject  will  be  divided  as 
follows: 

Part     I.  Description  and  Characteristics  of  the  Materials. 
Part    II.  Methods  of  Preparing  and  Using  the  Materials. 
Part  III.  Foundations. 
Part  IV.  Masonry  Structures. 


"The  first  cost  of  masonry  should  be  its  only  cost.      Though  Buperstructures 

decay  and  drift  away,  though  embankments  should  crumble  and  wash  out,  masonry 

should  stand  as  one  great  mass  of  solid  rock,  firm  and  enduring." 

— Anonymous. 


PART   I 

THE    MATERIALS 


ERRATA. 

Page    76,  in  the  heading  of  Table  11,  /or  Sand  Mortars,  put 
a  1:3  Mortar.  ^  ^ 

Page  165,  Figure  16,  the  title  of  the  unmarked  Une  should 
be:   Run  of  Bank. 

Page  317,  Table  64,  third  column,  instead  of  f  put  ♦  ,  in 
two  places. 

Page  386,  §766,  1st  line,  far  For  the,  read  The. 

Page  602,  line  10,  for  dropping  grains,  read  grains  dropping. 


Art.  1.     Requisites  for  Good  Building  Stone. 

2.  The  qualities  which  are  most  important  in  stone  used  for 
construction  are  cheapness,  durability,  strength,  and  beauty.  The 
relative  importance  of  these  different  qualities  varies  greatly  with 
the  nature  of  the  structure  and  with  the  personal  opinion  of  the 
engineer  or  architect. 

3.  Ohbapness.  The  factor  which  usually  determines  the  value  of 
a  stone  for  structural  purposes  is  its  cheapness.  The  items  which 
contribute  to  the  cheapness  of  a  stone  are  abundance,  proximity  of 
quarries  to  place  of  use,  facility  of  transportation,  and  the  ease  with 
which  the  stone  is  quarried  and  worked. 

The  wide  distribution  and  the  great  variety  of  good  building 
stone  in  this  country  are  such  that  suitable  stone  should  everywhere 
be  cheap.  That  such  is  not  the  case  is  probably  due  either  to  a 
lack  of  the  development  of  home  resources  or  to  a  lack  of  confidence 
in  home  products.  The  several  State  and  Government  geological 
surveys  have  recently  done  much  to  increase  our  knowledge  of  the 
building  stones  of  this  country. 
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Natural  Stone.  [Chap.  1. 


''The  lack  of  confidence  in  home  resources  has  very  frequently 
caused  stones  of  demonstrated  good  quality  to  be  carried  far  and 
wide,  and  frequently  to  be  laid  down  upon  the  outcropping  ledges 
of  material  in  every  way  their  equal.     The  first  stone  house  erected 
in  San  Francisco,  for  example,  was  built  of  stone  brought  from 
China;   and  even  in  18S0  the  granites  mostly  employed  there  were 
brought  from  New  England  or  from  Scotland.     Yet  there  are  no 
stones  in  our  country  more  to  be  recommended  than  the  California 
granites.     Some  of  the  prominent  public  and  private  buildings  in 
Cincinnati  are  constructed  of  stone  that  was  carried  by  water  and 
railway  a  distance  of  alx)ut  1500  miles.     Within  150  miles  of  Cin- 
cinnati, in  the  sub-carboniferous  limestone  district  of  Kentucky, 
there  are  ver>'  extensive  deposits  of  dolomitic  limestone  that  afford 
a  l)eautiful  building  stone,  which  can  l)e  quarried  at  no  more  expense 
than  that  of  the  granite  of  Maine.     Moreover,  this  dolomite  is  easily 
carved,  and  requires  not  more  than  one  third  the  labor  to  give  ft 
a  surface  that  is  needed  by  granite.     Experience  has  shown  that  the 
endurance  of  this  stone  under  the  influence  of  weather  is  very  great; 
yet  l)ecause  it  has  lacked  authoritative  indorsement  there  has  been 
little  market  for  it,  and  lack  of  confidence  in  it  has  led  to  the  trans- 
portation half-way  across  the  continent  of  a  stone  little,  if  any, 
superior  to  it.'* 

Development  of  local  resources  follows  in  the  wake  of  good 
infornuition  concerning  them,  for  the  lack  of  confidence  in  home 
j)r()(lucts  can  not  l)C  attributed  to  prejudice. 

The  facility  with  which  a  stone  may  l>e  quarried  and  worked  is 
an  (»l(»mcnt  affecting  cheapness.  To  be  cheaply  worked,  a  stone 
must  not  only  bo  as  soft  as  durability  will  allow,  but  it  should  have 
no  flaws,  knots,  or  hard  ciystals. 

4.  DURABILITT.  Next  in  importance  after  cheapness  is  durability. 
Hock  is  supposed  to  be  the  type  of  all  that  is  unchangeable  and 
lasting;  but  the  truth  is  that,  \Hiless  a  stone  is  suited  to  the  con- 
ditions in  which  it  is  j)laco(l,  there  are  few  substances  more  liable 
to  (lecjiy  and  utter  failure.  The  durability  of  stone  is  a  subject  upon 
which  there  is  very  little  reliable  knowledge.  The  question  of  endur- 
ance u!ul(M*  the  action  of  weather  and  other  forces  can  not  be  readily 
(IctcM'inined.  The  external  aspect  of  the  stone  may  fail  to  give  any 
cliu*  to  it ;  nor  can  all  the  tests  we  yet  know  determine  to  a  certainty, 
in  tiu'  iai)oratory,  just  how  a  given  rock  will  withstand  the  efifect  of 
our  vjirial)l(»  rliniate  and  the  gases  of  our  cities.  If  our  land  were 
what  is  known  ns  a  rainless  country,  and  if  the  temperature  were 
unifonn  throughout  \\\v  year,  the  selection  of  a  durable  building 
stone  would  hv  nuich  simplified.  The  i'itit^s  of  northern  Europe  are 
full  of  failures  in  the  stomas  of  iiui)ortant   structurea.    Tha  moat 


Art.  2.]  Tests  of  Building  Stone. 


costly  building  erected  in  modem  times,  perhaps  the  most  costly 
edifice  reared  since  the  Great  Pyramid, — the  Parliament  House  in 
London, — was  built  of  a  stone  taken  on  the  recommendation  of  a 
committee  representing  the  best  scientific  and  technical  skill  of  Great 
Britain.  The  stone  selected  was  submitted  to  various  tests,  but  the 
corroding  influence  of  the  London  atmosphere  was  overlooked.  The 
great  structure  was  built,  and  now  it  seems  questionable  whether 
it  can  be  made  to  endure  as  long  as  a  timber  building  would  stand, 
so  great  is  the  effect  of  the  gases  of  the  atmosphere  upon  the  stone. 
This  is  only  one  of  the  numerous  instances  that  might  be  cited  in 
which  a  neglect  to  consider  the  climatic  conditions  of  a  particular 
locality  in  selecting  a  building  material  has  proved  disastrous. 

"The  great  difference  which  may  exist  in  the  durability  of  stones 
of  the  same  kind,  presenting  little  difference  in  appearance,  is  strik- 
ingly exemplified  at  Oxford,  England,  where  Christ  Church  Cathedral, 
built  in  the  twelfth  or  thirteenth  century  of  oolite  from  a  quarry 
about  fifteen  miles  away,  is  in  good  preservation,  while  many  colleges 
only  two  or  three  centuries  old,  built  also  of  oolite  from  a  quarry 
in  the  neighborhood  of  Oxford,  are  rapidly  crumbling  to  pieces.^'* 

6.  Strength.  The  strength  of  stone  is  in  some  instances  a  cardi- 
nal quality,  as  when  it  is  to  form  piers  or  columns  to  support  great 
weights,  or  lintels  that  span  considerable  intervals.  It  is  also  an 
indispensable  attribute  of  stone  that  is  to  be  exposed  to  mechanical 
violence  or  unusual  wear,  as  in  steps,  sills,  jambs,  etc. 

6.  Beaxtty.  This  element  is  of  more  importance  to  the  architect 
than  to  the  engineer;  and  yet  the  latter  can  not  afford  to  neglect 
entirely  the  element  of  beauty  in  the  design  of  his  most  utilitarian 
structures.     The  stone  should  have  a  durable  and  pleasing  color. 

Art.  2.     Tests  of  Building  Stone. 

7.  As  a  general  rule,  the  densest,  hardest,  and  most  uniform 
stone  will  most  nearly  meet  the  preceding  requisites  for  a  good 
building  stone.  The  fitness  of  stone  for  structural  purposes  can  be 
determined  approximately  by  examining  a  fresh  fracture.  It  should 
be  bright,  clean,  and  sharp,  without  loose  grains,  and  free  from  any 
dull,  earthy  appearance.  The  stone  should  contain  no  "dr>'s,''  i.e., 
seams  containing  material  not  thoroughly  cemented  together,  nor 
*' crow-foots,"  i.e.,  veins  containing  dark-colored,  uncemented 
material. 

The  more  formal  tests  employed  to  determine  the  qualities  of  a 
building  stone  are:  (1)  weight  or  density,  (2)  hardness  and  tough- 
ness, (3)  strength,  (4)  durability. 

♦  Xianklne's  Civil  Engineering,  p.  362. 
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1.    Weight  of  Stone. 

8.  Weight  or  density  is  an  important  property,  since  upon  it 
depends  to  a  large  extent  the  strength  and  durability  of  the  stone. 

If  it  is  desired  to  find  the  exact  weight  per  cubic  foot  of  a  given 
stone,  it  is  generally  easier  to  find  its  specific  gravity  first,  and  then 
multiply  by  62.4 — the  weight,  in  pounds,  of  a  cubic  foot  of  water. 
This  method  obviates,  on  the  one  hand,  the  expense  of  dressing  a 
sample  to  regular  dimensions,  or,  on  the  other  hand,  the  inaccuracy 
of  determining  the  volume  of  a  rough,  irregular  piece.  Notice,  how- 
ever, that  this  method  determines  the  weight  of  a  cubic  foot  of  the 
solid  material,  which  will  be  a  little  more  than  the  weight  of  a  cubic 
foot  of  the  stone  as  used  for  structural  purposes.  In  finding  the 
specific  gravity  there  is  some  difficulty  in  getting  the  correct  dis- 
placement of  porous  stones, — and  all  stones  are  more  or  less  porous. 
There  are  various  methods  of  overcoming  this  difficulty,  which  give 
slightly  different  results.  The  following  method,  recommended  by 
General  Gillmore,  is  most  frequently  used: 

All  loose  grains  and  sharp  comers  having  been  removed  from 
the  sample  and  its  weight  taken,  it  is  immersed  in  water  and  weighed 
there  after  all  bubbling  has  ceased.  It  is  then  taken  out  of  the  water, 
and,  after  being  compressed  lightly  in  bibulous  paper  to  absorb  the 
water  on  its  surface,  is  weighed  again.  The  specific  gravity  is  found 
by  dividing  the  weight  of  the  dry  stone  by  the  difference  between 
the  weight  of  the  saturated  stone  in  air  and  in  water.  Or  expressing 
this  in  a  formula. 


Specific  Gravity  = 


W. 


W,  —  W/ 

in  which  W^  represents  the  weight  of  dry  stone  in  air,  W^  the  weight 
of  saturated  stone  in  air,  W^  the  weight  of  stone  immersed  in  water. 

The  following  table  contains  the  weight  of  the  stones  most 
frequently  met  with. 

TABLE  1. 
Weight  of  Building  Stones. 


Kind  or  Stone. 

Mean 
Specific 
Gravity. 

Pounds  per  Cubic  Foot. 

Min. 

Max. 

Mean. 

Granites 

2.67 
2.53 
2.72 
2.22 

2.78 

161 
146 
157 
127 
160 

178 
174 
180 
151 
175 

167 

Limestones 

158 

Marbles 

170 

Sandstones 

139 

Slates 

174 
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2.    Hardness  and  Toughness. 

9.  The  apparent  hardness  of  a  stone  depends  upon  (1)  the  hard- 
ness of  its  component  minerals  and  (2)  their  state  of  aggregation. 
The  hardness  of  the  component  minerals  is  determined  by  the 
resistance  they  offer  to  being  scratched;  and  varies  from  that  of 
talc  which  can  easily  be  scratched  with  the  thumb-nail,  to  that  of 
quartz  which  scratches  glass.  Many  rocks  composed  of  hard 
materials  work  readily,  because  their  grains  are  loosely  coherent; 
while  others  composed  of  softer  materials  are  quite  tough  and  diffi- 
cult to  work,  owing  to  the  tenacity  with  which  the  particles  adhere 
to  each  other.  Obviously  a  stone  in  which  the  grains  adhere  closely 
and  strongly  one  to  another  will  be  stronger  and  more  durable  than 
one  which  is  loose  textured  and  friable. 

The  toughness  of  a  stone  depends  upon  the  force  with  which  the 
particles  of  the  component  minerals  are  held  together. 

Both  hardness  and  toughness  should  exist  in  a  stone  used  for 
stoops,  pavements,  road-metal,  the  facing  of  piers,  etc.  No  experi- 
ments have  been  made  in  this  country  to  test  the  resisting  power  of 
stone  when  exposed  to  the  different  kinds  of  service.  A  table  of  the 
resistance  of  stones  to  abrasion  is  often  quoted,  but  as  it  contains 
only  foreign  stones,  which  are  described  by  local  names,  it  is  not  of 
much  value. 

3.    Strength. 

Under  this  head  will  be  included  (1)  crushing  or  compressive 
strength,  (2)  transverse  strength,  (3)  shearing  strength,  (4)  elasticity. 
Usually,  when  simply  the  strength  is  referred  to,  the  crushing  strength 
is  intended. 

10.  Obubhino  Stbxnoth.  The  crushing  strength  of  a  stone  is 
determined  by  applying  measured  force  to  prisms  until  they  are 
crushed.  The  results  for  the  crushing  strength  vary  greatly  with  the 
details  of  the  experiments.  Several  points,  which  should  not  be 
neglected  either  in  planning  a  series  of  experiments  or  in  using  the 
results  obtained  by  experiment,  will  be  taken  up  separately,  although 
they  are  not  entirely  independent. 

11.  Fonn  of  Test  Specimen.  Experiments  show  that  all  brittle 
materials  when  subjected  to  a  compressive  load  fail  by  shearing  on 
certain  definite  angles.  For  brick  or  stone,  the  plane  of  rupture 
makes  an  angle  of  about  60^  with  the  direction  of  the  compressing 
force.  For  this  reason,  the  theoretically  best  form  of  test  specimen 
would  be  a  prism  having  a  height  of  about  one  and  a  half  times  the 
least  lateral  dimension.    The  result  is  not  materially  different  if 
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the  height  is  three  or  four  times  the  least  lateral  dimension.  But 
if  the  test  specimen  is  broader  than  high,  the  material  is  not  free  to 
fail  along  the  above  plane  of  rupture;  and  consequently  the  strength 
per  unit  of  bed  area  is  greater  than  when  the  height  is  greater  than 
the  breadth. 

However,  notwithstanding  the  fact  that  theoretically  the  test 
specimen  should  be  higher  than  broad,  it  is  quite  the  universal 
custom  to  determine  the  crushing  strength  of  stone  by  testing  cubes; 
and  this  practice  is  likely  to  continue  so  that  the  results  may  be 
comparable  with  those  hitherto  obtained  and  published.  Theo- 
retically the  strength  of  a  cube  of  stone  is  about  9  per  cent  greater 
than  that  of  a  prism  one  and  a  half  times  as  high  as  broad. 

12.  Size  of  the  Cube.  Although  the  cube  is  the  form  of  test 
specimen  generally  adopted,  there  is  not  equal  unanimity  as  to  the 
size  of  the  cube;  ])ut  it  has  l^een  conclusively  proved  that  the  strength 
per  square  inch  of  bed  area  is  independent  of  the  size  of  the  cube, 
and  therefore  the  size  of  the  test  specimen  is  immaterial.  A  two- 
inch  cul)e  is  most  fre<|uently  used  in  compression  tests. 

(Jeneral  (lilimore,  in  1S75,  made  two  sets  of  experiments  which 
he  claimed  proved  that  the  relation  V>etween  the  crushing  strength 
and  tlio  size  of  the  cube  can  l)e  expressed  by  the  formula 

ill  which  y  is  the  total  crushing  pressure  in  pounds  per  square  inch 
of  bed  area,  a  is  tiic  crushing  pressure  of  a  1-inch  cube  of  the  same 
material,  and  x  is  the  longtli  in  inches  of  an  edge  of  the  cube  under 
trial.  For  two  samples  of  Herea  (Ohio)  sandstone,  a  was  7000  and 
1)500  11).,  respect ivcl v.*  Hut  the  testing  machine  was  too  crude,  the 
experiments  wore  insufficient  in  number,  and  the  cubes  were  too 
small  and  too  nearlv  the  same  size  to  establisii  anv  such  law.  Results 
by  other  obscirvers  with  better  machines,  particularly  by  General 
(lilimore  himself  t  with  the  large  and  accurate  testing  machine  at 
the  Watertown  (Mass.)  Ai-senal,J  uniformly  show  this  supposed  law 
to  ]k5  without  anv  foundation.  Unfortunatelv  the  above  relation 
between  strength  and  bed  area  is  frequently  quoted,  and  has  found 
a  wide  acceptance  among  engineers  and  architects,  notwithstanding 
the  fact  that  it  is  not  true. 

*  UeiH)rt  on  Stn.'iigtli  of  Huilding  Stoiic,  Ap]M*ii(Iix.  Ke|H)rt  of  Chief  of  Engincero  of 
U.  S.  A.  for  1S75. 

t  Notes  on  the  Compn'ssive  Ke.sistaiici' of  I''n»<».stonc*,  Hriok  Piers,  Hydraulic 
CVinent**,  Mortars,  ami  ('onerr-te,  (^.  A.  (iillnion'.  John  Wilev  <fc  Sons,  New  York, 
1888. 

X  Report  on  the  "Tests  of  Metals,"  etc.,  for  the  year  endinf;  June  'M),  18S4.  p.  126, 
166.  167,  197.  212,  213.  215;  the  .same  being  Sen.  Ex.  Doc.  No.  35.  40th  Cong.,  l»t 
Session.  For  a  discussion  of  these  data  by  the  author,  see  Engineering  Xru's.  vol.  xix, 
p.  511-512. 
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IS.  Dreasing  the  Cube.  It  is  well  known  that  even  large  stones 
can  be  broken  by  striking  a  number  of  comparatively  light  blows 
along  any  particular  line,  in  which  case  the  force  of  the  blows 
gradually  weakens  the  cohesion  of  the  particles.  This  principle 
finds  application  in  the  preparation  of  test  specimens  of  stone. 

The  position  of  the  test  specimen  with  reference  to  the  bedding 
planes  of  the  rock  in  its  native  position  has  a  very  important  relation 
to  the  strength  of  the  stone.  The  direction  in  which  a  stone  splits 
most  easily  is  called  the  rift,  and  the  next  easiest  the  grain,  while  the 
direction  in  which  the  resistance  to  splitting  is  the  greatest  is  called 
the  head.  The  test  specimen  will  be  the  strongest,  if  the  pressure 
is  applied  perpendicular  to  the  rift.  In  most  cases  the  rift  is  hori- 
zontal, i.e.,  is  parallel  to  the  natural  bed;  but  in  some  cases  the  rift 
makes  an  angle  with  the  natural  bed.  Horizontally  bedded  stones 
are  quarried  by  blasting  or  wedging  along  the  natural  lines  of  cleavage, 
or  by  channeling  and  wedging  along  the  laminations;  but  if  the  rift 
is  not  horizontal,  it  is  common  practice  to  cut  out  blocks  without 
reference  to  the  natural  seams,  since  the  quarrying  machines  run 
most  easily  upon  horizontal  tracks,  and  since  it  is  desirable  to  main- 
tain a  level  quarry  floor.  In  the  last  case,  then,  there  is  a  difference 
between  the  rift  and  the  "natural  bed";  and  in  preparing  test 
specimens  care  should  be  taken  to  have  two  sides  of  the  cubes  par- 
allel to  the  rift,  which  should  be  marked  so  that  the  pressure  may  be 
applied  on  these  faces.  It  is  not  sufficient  to  have  the  faces  of  the 
cubes  parallel  and  perpendicular  to  the  broadest  face  of  the  original 
block,  for  the  latter  may  not  have  been  cut  out  with  reference  to  the 
rift.  The  rift  can  be  determined  by  a  careful  examination  of  the 
block.  The  failure  to  apply  the  pressure  perpendicular  to  the  rift 
doubtless  accounts  for  part  of  the  large  difference  in  strength  of 
different  specimens  found  by  most  experiment'Crs. 

If  the  specimen  is  dressed  by  hand,  the  concussion  of  the  tool 
greatly  affects  its  internal  conditions,  particularly  with  test  specimens 
of  small  dimensions.  With  2-inch  cubes,  the  tool-dressed  specimen 
usually  shows  only  about  60  per  cent  of  the  strength  of  the  sawed 
sample.  The  sawed  sample  most  nearly  represents  the  conditions 
of  actual  practice.  Unfortunately,  experimenters  seldom  state 
whether  the  specimens  were  tool-dressed  or  sawed.  The  disintegrat- 
ing effect  of  the  tool  in  dressing  is  greater  with  small  than  with  large 
specimens.  This  may  account  for  some  of  the  difference  in  strength 
of  different  sizes  of  test  specimen  as  seems  to  be  shown  by  some 
experiments. 

14.  Cnshions.  Homogeneous  stones  in  small  cubes  appear  in 
all  cases  to  break  as  shown  in  Fig.  1.  The  forms  of  the  fragments 
a  and  b  are,  approximately,  either  conical  or  pyramidal.     The  more 
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or  Ic88  disk-shaped  pieces  c  and  d  are  detached  from  the  four  sides  of 
the  cul)e  with  a  slight  explosion.  In  the  angles  e  and  /,  the  stone 
is  generally  found  crushed  and  ground  into  powder.  This  general 
form   of  breakage  occurs  also  in  non-homogeneous  stones   when 

crushed  on  their  beds,  but  in  this  case  the 
modification  which  the  grain  of  the  stone 
produces  must  l^  taken  into  account. 

The  nature  of  the  material  in  contact 
with  the  stone  while  under  pressure  is  a 
matter  of  great  moment.  If  the  materials 
which  press  upon  the  top  and  bottom  of  the 
specimen  are  soft  and  yielding  and  press  out 
sidewise,  they  intn)duce  horizontal  forces 
!«',„  I  which     materially    diminish    the    apparent 

crushing  st  I'cngt h  of  t  he  stone.  If  the  pressing 
Hurfaces  are  hard  and  unyielding,  the  resistance  of  these  surfaces 
adds  considerably  to  the  apparent  strength. 

Formerly  steel,  wood,  lead,  and  leather  were  much  used  as 
pressing  surfaces.  Under  certain  limitations,  the  relative  crushing 
strengths  of  stones  with  these  different  pressing  surfaces  are  100, 
SO,  05,  and  02  respect ively.* 

Tests  of  the  strength  of  blo(;ks  of  stone  are  useful  only  in  com- 
paring <lifferent  stones,  and  give  no  idea  of  the  strength  of  structures 
iuiilt  of  such  stone  (see  S  ()22)  or  of  the  crushing  strength  of  stone 
in  large  masses  in  its  native  ])C(l  (see  §  057).  Then,  since  it  is  not 
possible  to  have  the  stone  under  the  same  conditions  while  being 
tested  that  it  is  in  the  actual  structure,  it  is  l:)est  to  test  the  stone 
under  conditions  that  can  be  accurately  descril)ed  and  readily  dup- 
licated. Therefore  it  is  rapi<lly  coming  to  be  the  custom  to  test  the 
stone  }>ctween  niotjd  pressing  surfac(»s.  Under  these  conditions  the 
strength  of  the  specimen  will  vary  greatly  with  the  degree  of  smooth- 
ness of  its  bed  surfaces.  ] Icnce.  to  obt  ain  definite  and  precise  results, 
these  surfaces  should  be  nibbed  or  ground  perfectly  smooth;  but 
as  this  is  tedious  and  exj)eusive,  it  is  (juitc'  common  to  reduce  the  bed- 
surfaces  to  planes  by  j)lastcnng  tluMn  with  a  thin  coat  of  plaster  of 
paris,  and  inverting  the  cube  on  a  sluuit  of  plate  glass  or  allowing  the 
I)laster  to  set  under  a  small  pn^ssure  between  the  metal  pressing  sur- 
faces of  the  testing  machine.  With  the  stronger  stones,  specimens  with 
plastered  beds  will  show  less  strength  than  those  having  rubbed  beds, 
and  this  difference  will  var>'  also  with  the  length  of  time  the  plaster 
is  allowed  to  harden.  With  a  stone  having  a  strength  of  5,000  to 
6,000  pounds  per  square  inch,  allowing  the  plaster  to  attain  its 

♦  Report  on  Building  Stonos,  in  Report  (»f  Chief  of  Kngineers,  U.  S.  A.,  1875,  App. 
II;  alHo  bound  HCparately,  page  29. 
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maximum  strength,  this  difference  varied  from  5  to  20  per  cent,  the 
mean  for  ten  trials  being  almost  10  per  cent  of  the  strength  of  the 
specimen  with  rubbed  beds. 

The  testing  machine  should  be  provided  with  a  plate  having  a 
ball-and-socket  bearing,  to  secure  a  uniform  distribution  of  the  pres- 
sure; and  care  must  be  taken  to  place  the  test  piece  accurately  in  the 
axis  of  the  testing  machine.  If  the  specimen  spalls  of!  on  only  one 
side,  it  is  almost  certain  that  it  was  not  well  bedded  or  that  it  was  not 
placed  centrally  in  the  machine.  If  the  cube  is  well  bedded  and 
properly  placed  in  the  machine,  it  will  fail  suddenly  with  a  considerable 
report  and  the  pieces  will  fly  in  all  directions. 

16.  Effect  of  Water.  The  specimen  should  be  reasonably  dry, 
since  a  wet  stone  is  not  as  strong  as  a  dry  one  (see  }  79). 

16.  Data  on  Omshing  Strength.  Table  2  shows  the  results  of  all 
the  stones  tested  with  the  U.  S.  testing  machine  at  the  Watertown 
Arsenal  from  1883  to  1905,  except  two  stones  noted  below.  The 
quantities  in  the  columns  headed  ''Min.*'  represent  the  strength  of 
the  weakest  stone  of  each  particular  kind,  and  are  the  mean  of  three 
or  more  tests;  and  similarly  for  the  quantities  in  the  columns  headed 
*'Max." 

Two  samples  of  granite  were  tested  which  are  not  included  in 
Table  2.    The  results  in  the  table  are  for  test  specimens  prepared 


TABLE  2. 

Compressive  Strength  of  Stones. 
Cubes  set  in  plaster  of  paris. 


No.  of 
Quarries. 

No.  of 
Testa. 

Ultimatb  Cbusuinq  Strbnoth. 

Kind  ow 
Stonb. 

Pounds  per  Square  Inch. 

Tons  per  Square  Foot. 

Min. 

Max. 

Mean. 

Min. 

Max. 

Mean. 

Granite 

Limestone  .. 

Marble 

Sandstone. . . 

10 
15 
10 
19 

37 
35 
21 

84 

2  045 

3  634 
6  872 

4  353 

27  738 
24  121 
17  780 
15163 

19  379 
9.438 

12  709 
9  333 

147 
261 
495 
313 

1990 
1740 
1280 
1090 

1400 
680 
910 
670 

in  the  usual  way;  but  the  two  cubes  referred  to  were  dressed  out 
to  2i  inches  on  a  side  and  then  reduced  on  a  rubbing  bed  to  2  inches. 
The  average  for  six  tests  of  this  stone,  granite  from  Salisbury,  N.  C, 
was  49,467  pounds  per  square  inch,  the  maximum  for  a  single  cube 
being  61,990.*    The  results  for  this  stone  are  the  highest  known  to 

*  Tests  of  Metals,  etc.,  1905,  p.  421. 


12  Natural  Stone.  [Chap.  I.^ 

have  been  obtained  for  the  crushing  strength  of  any  stone  or  brick, 
and  are  probably  largely  due  to  the  manner  of  dressing  the  specimens 
and  also  to  unusual  care  in  selecting  the  sample  (§  13),  in  bedding 
the  cubes,  and  in  placing  them  in  the  testing  machine;  and  hence 
are  not  to  be  taken  as  representative. 

For  somewhat  similar  reasons  the  argillaceous  Umestone  from 
which  the  Rosendale  natural  cement  is  made,  gave  a  crushing 
strength  of  40,875  pounds  per  square  inch. 

17.  Omihing  Stren^^  of  Slabs.  Only  a  few  experiments  have 
been  made  to  determine  the  crushing  strength  of  slabs  of  stone,  that 
is,  of  specimens  less  in  height  than  in  width;  and  in  the  experiments 
most  of  the  specimens  had  a  thickness  proportionally  much  greater 
than  the  blocks  of  stones  employed  in  ordinary  masonry.  All  of  the 
experiments  show  that  the  strength  per  square  inch  of  bed  area  is 
considerably  greater  for  slabs  than  for  cubes. 

Prof.  J.  B.  Johnson  from  experiments  by  Bauschinger  deduces  the 
formula* 

^rengh_of^rkm  ^  ^^^^  ^  ^^22  i 
strength  of  cube  h 

in  which  6  =  the  least  lateral  dimension  of  the  prism  and  A  =  its  height. 
Eight  experiments  with  the  U.  S.  testing  machine  at  Watertown  f 
agree  reasonably  well  with  this  formula. 

18.  Transverse  Strength.  When  stones  are  used  for  lintels, 
etc.,  their  transverse  strength  l)ecomes  important.  The  ability  of  a 
stone  to  resist  as  a  beam  depends  upon  its  tensile  strength,  since 
that  is  always  much  less  than  its  compressive  strength.  A  knowledge 
of  the  relative  tensile  and  compressive  strengths  of  stones  is  valuable 
in  interpreting  the  effect  of  different  pressing  surfaces  in  compressive 
tests,  and  also  in  determining  the  thickness  required  for  lintels, 
sidewalks,  cover  stones  for  box  culverts,  thickness  of  footing  courses, 
etc. 

Owing  to  the  small  cross  section  of  the  specimen  employed  in 
determining  the  transverse  strength  of  stones, — usually  a  bar  1  inch 
square, — the  manner  of  dressing  the  sample  affects  the  apparent 
transverse  strength  to  a  greater  degree  than  the  compressive  strength 
(see  §  rS). 

The  following  formulas  are  useful  in  computing  the  breaking 
load  of  a  slab  of  stone.  Let  W  represent  the  concentrated  center 
load  plus  half  of  the  weight  of  the  beam  itself,  in  pounds;    and  let 

*  Johajsoii's  MatiTials  of  Construction,  p.  .31. 

tSee  Kei)ort  on  "Tests  of  Metals,  etc.,"  for  1.SK4.-  Son.  Ex.  Dor.  No.  35,  49th 
Cong.,  Ist  Session, — p.  126  and  212;  or  Notes  on  the  C(»nipres.sive  Resistance  of  Free- 
stono,  Brick  Piers  and  Hydraulic  Cements,  Mortars  and  Concretes,  Q.  .-V.  Gillraore,  p.  34, 
37,09. 


Art.  2.] 


Strength  op  Building  Stone. 


13 


bf  d,  and  I  represent  the  breadth,  depth,  and  length,  in  inches,  respect- 
ively. Let  R  =  the  modulus  of  rupture,  in  lb.  per  sq.  in.;  let 
C  =  the  weight,  in  pounds,  required  to  break  a  bar  1  inch  square 
and  1  foot  long  between  bearings;  and  let  L  =  the  length  of  the  beam 
in  feet.    Then 

The  equivalent  uniformly  distributed  weight  is  equal  to  twice  the 
concentrated  center  load. 

19.  According  to  tests  made  with  the  U.  S.  testing  machine  at 
Watertown,  the  transverse  strength  of  each  of  the  several  classes  of 
building  stones  in  terms  of  its  crushing  strength  is  as  follows:* 

Granite 8.7  per  cent 

Marble 15.2    ''      " 

Limestone 17.4    "      '* 

Sandstone 14.2    "      '* 

Each  result  is  the  mean  of  four  to  six  tests.  The  relatively  small 
transverse  strength  of  granite  is  evidence  of  the  "grain''  of  that 
stone,  the  property  which  makes  it  easy  to  quarry  prismoidal  blocks 
of  that  material. 

Table  3  gives  the  modulus  of  rupture  of  several  kinds  of  stone  as 
determined  with  the  testing  machine  at  the  U.  S.  Arsenal  at  Water- 
town,  Mass.,  from  1883  to  1905.  Each  result  is  the  mean  of  from 
one  to  four  tests. 


TABLE  3. 
Transverse  Strength  of  Stone. 


Rrf. 
No. 

Kind  of  Stone. 

Modulus  of  Rupture. 
PoundB  per  Square  Inch. 

Min. 

Max. 

Mean. 

1 

Bluestone.  North  River .' 

4  433 

1216 

253 

382 

495 

5  618 
2  610 
2  864 
2  293 
3009 

5026 

2 

Granite 

1849 

3 

Limestone 

1377 

4 

Marble  

1390 

5 

Sandstone 

1378 

6 

Slate — one  test 

7  671 

The  question  of  what  margin  should  be  allowed  for  safety  is 
one  that  can  not  be  determined  in  the  abstract ;  it  depends  upon  the 
accuracy  with  which  the  maximum  load  is  estimated,  upon  whether 

*  Tests  of  Metals,  etc.,  1895,  p.  319. 
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the  live  load  is  applied  with  or  without  shock,  upon  the  care  with 
which  the  stone  was  selected,  etc.  This  subject  will  be  discussed 
further  in  connection  with  the  use  of  the  data  of  the  above  table  in 
subsequent  parts  of  this  volume. 

20.  Sheabinq  Stbbnoth.  Only  occasionally  is  a  stone  used  in 
such  a  position  that  its  shearing  strength  is  of  any  moment;  but 
sometimes  the  shearing  strength  is  important,  for  example,  in  a  lintel 
or  in  a  corbel.  Not  many  experiments  have  been  made  on  the  shearing 
strength  of  stone,  partly  because  of  the  relative  unimportance  of  the 
matter  and  partly  because  of  the  diiBSculty  in  making  the  experiments 
to  obtain  a  failure  by  shear  independent  of  cross  breaking. 

The  average  of  seventeen  experiments  on  the  U.  S.  testing  machine 
at  Watertown  *  seems  to  show  that  the  shearing  strength  of  stone  is 
11.4  per  cent  of  its  crushing  strength,  the  range  being  from  7.9  to 
22.1;  while  the  average  of  eighteen  experiments  by  Bauschinger  f 
is  6.6  per  cent,  the  range  being  from  5.7  to  19.1.  The  difference 
between  the  two  sets  of  experiments  is  considerable;  and  is  probably 
partly  due  to  the  use  of  different  stones,  but  probably  largely  to 
differences  in  the  method  of  making  the  experiments.  In  this 
connection  see  f  408. 

Four  to  six  tests  upon  each  kind  of  stone,  each  test  specimen 
coming  from  a  different  quarry,  with  the  U.  S.  testing  machine  t  gave 
the  transverse  strength  in  terms  of  the  compressive  strength  as 
follows: 

Granite 1 1.8  per  cent 

Limestone 12.5    **      ** 

Marble 9.6    **      *' 

Sandstone 12.9    **      ** 

21.  Elasticitt.  The  modulus  of  elasticity  of  a  stone  is  of  value 
in  computing  the  distortion  under  load  of  a  monolith;  and  may 
throw  a  little  light  upon  the  distortion  of  stone  masonry  under  load, 
although  the  yielding  due  to  the  mortar  may  be  proportionally  very 
large.  The  modulus  of  elasticity  of  all  stones  varies  with  the  load, 
unlike  that  for  steel,  which  is  constant  for  all  loads  l)elow  the  elastic 
limit.  The  granites,  limestones,  and  marbles  are  nearly  perfectly 
elastic  for  all  working  loads,  but  the  sandstones  take  a  permanent 
set  for  the  smallest  loads.  Masoniy  is  not  usually  subjected  to  loads 
of  more  than  100  to  1.000  pounds  per  scjuare  inch;  and  hence  the 
values  of  the  modulus  of  elasticity  between  these  limits  are  given 
in  Table  4. 

♦Tests  of  Motals,  oic.,  1894.  p.  430-431.  \ 

t  Johnson's  MaterialM  o(  ("onstniction,  p.  643. 
i  Tests  of  Metals,  etc.,  1895,  p.  319-20. 
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TABLE  4. 

Modulus  of  Elasticity  op  Stone.* 
Between  limits  of  100  to  1,000  lb.  per  sq.  in. 


Rsr. 

Kind  of  Stons. 

Pounds  pkb  Square  Inch. 

No. 

Min. 

Max. 

Mean. 

1 

Granite 

1205000 
2439  000 
3640000 
1020000 

9800  000 
10  989  000 
12000000 

5714000 

4  639  000 

2 

LimeBtone 

4  675000 

3 

Marble 

6949  000 

4 

Sandstone 

2  212800 

4.    Durability. 

22.  "Although  the  art  of  building  has  been  practiced  from  the 
earliest  times,  and  constant  demands  have  been  made  in  every  age 
for  the  means  of  determining  the  best  materials,  yet  the  process  of 
ascertaining  the  durability  of  stone  appears  to  have  received  but 
little  definite  scientific  attention,  and  the  processes  usually  employed 
for  solving  this  question  are  still  in  a  very  unsatisfactory  state. 
Hardly  any  department  of  technical  science  is  so  much  neglected  as 
that  which  embraces  the  study  of  the  nature  of  stone,  and  all  the 
varied  resources  of  lithology  in  chemical,  microscopical,  and  physical 
methods  of  investigation,  wonderfully  developed  within  the  last 
quarter  century,  have  never  yet  been  properly  applied  to  the  selection 
and  protection  of  stone  used  for  building  purposes."  f 

Examples  of  the  rapid  decay  of  building  stones  have  already  been 
referred  to,  and  numerous  others  could  be  cited,  in  which  a  stone 
which  it  was  supposed  would  last  forever  has  already  begun  to 
decay.  In  every  way,  the  question  of  durability  is  of  more  interest 
to  the  architect  than  to  the  engineer;  although  it  is  of  enough  import- 
ance to  the  latter  to  warrant  a  brief  discussion  here. 

23.  Destruotive  AacMTS.  The  destructive  agents  may  be  clas- 
sified as  mechanical,  chemical,  and  organic.  The  last  are  unim- 
portant, and  will  not  be  considered  here. 

24.  Mechanical  Agents.  For  our  climate  the  mechanical  agents 
are  the  most  detrimental.  These  are  frost,  wind,  rain,  fire,  pressure, 
and  friction. 

The  action  of  frost  is  usually  one  of  the  main  causes  of  rapid 
decay.    Two  elements  are  involved, — the  friability  of  the  material 

♦Testa  of  Metals,  etc.,  1894,  p.  393-420;  ibid.,  1895,  p.  341-372. 

t  Tenth  (1880)  Census  of  the  U.  S.,  vol.  x,  Report  on  the  Quarry  Industry,  p.  364. 
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and  itfi  pc>wer  of  absorbing  moisture.  In  addition  to  the  alternate 
freezing  and  thawing,  the  constant  variations  of  temperature  from 
day  U}  day,  and  even  from  hour  to  hour,  give  rise  to  molecular  motions 
which  affect  the  durability  of  stone  as  a  building  material.  This 
effect  in  greatest  in  isolated  masses, — as  monuments,  bridge 
piers,  etc. 

The  effect  of  rain  depends  upon  the  solvent  action  of  the  gases 
which  it  contains,  and  upon  its  mechanical  effect  in  the  wear  of 
pattering  drops  and  streams  trickling  down  the  face  of  the  stone. 

A  gentle  breeze  dries  out  the  moisture  of  a  building  stone  and 
tends  to  preserve  it;  hut  a  violent  wind  wears  it  away  by  dashing 
sand  grains,  street  dust,  ice  particles,  etc.,  against  its  face.  The 
extreme  of  such  action  is  illustrated  by  the  vast  erosion  of  the  sand- 
stone in  the  plateaus  of  Colorado,  Arizona,  etc.,  into  tabular  m4sas, 
isrjlated  pillars,  and  grotesquely  shaped  hills,  by  the  erosive  force  of 
sand  grains  borne  by  the  u^inds.  The  effect  is  similar  to  that  of  the 
sand  blast  as  used  in  various  processes  of  manufacture.  A  violent 
wind  also  forces  the  rain-water,  with  all  the  corrosive  acids  it  con- 
tains, into  the  pores  of  stones,  and  carries  off  the  loosened  grains, 
thus  keeping  a  fresh  surface  of  the  stone  exposed.  Again,  the 
swaying  of  tall  edifices  by  the  wind  causes  a  continual  motion,  not 
only  in  the  joints  between  the  blocks,  but  among  the  grains  of  the 
stones  themselves.  Many  stones  have  a  certain  degree  of  flexibility, 
it  is  true;  and  yet  the  play  of  the  grains  must  gradually  increase,  and 
a  tendency  to  disintegration  results. 

Kxperience  in  great  fires  in  the  cities  shows  that  there  is  no  stone 
which  can  withstand  the  fierce  heat  of  a  mass  of  hurning  buildings. 
Sandstone  seems  to  }>e  the  least  affected  by  great  heat,  and  granite 
most. 

Friction  affects  sidewalks,  pavements,  etc.,  and  may  also  affect 
bridge  piers,  sea  walls,  docks,  etc. 

The  effect  of  pressure  in  destroying  stone  is  of  little  importance, 
provided  the  load  to  l>e  lx)rne  does  not  too  nearly  equal  the  crushing 
strength.  The  pressure  to  which  stone  is  subjected  docs  not  generally 
exceed  one  tenth  of  the  ultimate  strength  as  determined  by  methods 
already  described. 

26.  Ohemical  Agents.  The  principal  chemical  agents  of  destruc- 
tion are  acids.  Every  constituent  of  stone,  except  quartz,  is  sub- 
ject to  attack  by  acids;  and  the  carbonates,  which  enter  as  chief 
constituents  or  as  cementing  materials,  yield  very  readily  to  such 
action.  Oxygen  and  ammonia  by  their  chemical  action  tend  to 
destroy  stones.  The  sulphur  acids  and  carbonic  acid,  which  result 
from  the  combustion  of  gas,  coal,  etc.,  and  sometimes  from  certain 
kinds  of  manufactories,  have  a  very  marked  effect  upon  the  durability 
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of  stone.     The  nitric  acid  in  the  rain  and  the  atmosphere  exerts  a 
perceptible  influence  in  destroying  building  stone. 

26.  Resisting  Agsmts.  The  durability  of  a  building  stone  de- 
pends upon  three  conditions,  viz. :  the  chemical  and  mineralogical 
nature  of  its  constituents,  its  physical  structure,  and  the  character 
and  position  of  its  exposed  surfaces. 

27.  Ghemical  Composition.  The  chemical  composition  of  the 
principal  constituent  mineral  and  of  the  cementing  material  has  an 
important  effect  upon  the  durability  of  a  stone. 

A  siliceous  stone,  other  things  being  equal,  is  more  durable  than 
a  limestone;  but  the  durability  of  the  former  plainly  depends  upon 
the  state  of  aggregation  of  the  individual  grains  and  their  cementing 
bond,  as  well  as  on  the  chemical  relation  of  the  silica  to  the  other 
chemical  ingredients.  A  dolomitic  limestone  is  more  durable  than  a 
pure  limestone. 

A  stone  that  absorbs  moisture  abundantly  and  rapidly  is  likely 
to  be  injured  by  alternate  freezing  and  thawing;  hence  clayey  con- 
stituents are  injurious.  An  argillaceous  stone  Is  generally  compact, 
and  often  has  no  pores  visible  to  the  eye;  yet  such  will  disintegrate 
rapidly  either  by  freezing  and  thawing,  or  by  corrosive  vapors. 

The  presence  of  calcium  carbonate,  as  in  some  forms  of  marble 
and  in  earthy  limestones,  renders  a  building  material  liable  to  rapid 
attack  by  acid  vapors.  In  some  sandstones  the  cementing  material 
is  the  hydrated  form  of  ferric  oxide,  which  is  soluble  and  easily 
removed.  Sandstones  in  which  the  cementing  material  is  siliceous 
are  likely  to  be  the  most  durable,  although  they  are  not  so  easily 
worked  as  the  for/ner.  A  stone  that  has  a  high  per  cent  of  alumina 
(if  it  be  also  non-crystalline),  or  of  organic  matter,  or  of  protoxide 
of  iron,  will  usually  disintegrate  rapidly.  Such  stones  are  generally 
of  a  bluish  color. 

28.  Seasoning.  All  stones,  and  especially  limestones  and  sand- 
stones, when  first  quarried  contain  considerable  quarry  sap.  When 
full  of  sap  the  stone  works  considerably  easier  under  the  tool  than 
when  well  seasoned.  This  hardening  by  seasoning  adds  very  much 
to  the  durability  of  the  stone.  If  a  stone  freezes  while  full  of  quarry 
sap,  it  is  nearly  certain  to  crack;  but  if  it  is  first  allowed  to  season,  it 
is  not  likely  to  be  appreciably  damaged  by  a  single  freezing.  The 
cause  of  the  hardening  by  seasoning  has  not  been  experimentally 
determined;  but  it  is  supposed  to  be  due  to  the  fact  that  the  quarry 
sap  holds  in  solution  a  small  amount  of  calcareous  or  siliceous  matter, 
and  that  in  seasoning  this  material  is  drawn  to  the  surface  and  is 
deposited  in  the  pores  of  the  stone  by  the  e vaporization  of  the  sap. 
The  matter  in  solution  in  the  sap  thus  becomes  an  additional  cement- 
ing material  and  binds  the  grains  more  firmly  together. 
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No  determination  has  been  made  of  either  the  quantity  or  the 
composition  of  the  quarry  sap;  and  the  surprising  thing  is  that  an 
othensdse  inappreciable  amount  of  liquid  can  produce  such  a  marked 
effect. 

29.  Physical  Structure.  The  physical  properties  which  contribute 
to  durability  are  hardness,  toughness,  homogeneity,  contiguity  of  the 
grains,  and  the  structure — whether  crystalline  or  amorphous. 

Although  hardness  (resistance  to  crushing)  is  often  regarded  as 
the  most  important  element,  yet  resistance  to  weathering  does  not 
necessarily  depend  upon  hardness  alone,  but  upon  hardness  and  the 
non-absorbent  properties  of  the  stone.  A  hard  material  of  close  and 
firm  texture  is,  however,  in  those  qualities  at  least,  especially  fitted 
to  resist  friction,  and  is  therefore  suitable  for  use  in  stoops,  pave- 
ments, and  road  metal,  and  to  resist  the  wear  of  rain  drops,  dripping 
rain-water,  the  blows  of  the  waves,  etc. 

Porosity  is  an  objectionable  element.  An  excessive  porosity 
increases  the  layer  of  decomposition  which  is  caused  by  the  acids  of 
the  atmosphere  and  of  the  rain,  and  also  deepens  the  penetration  of 
frost  and  promotes  its  work  of  disintegration. 

If  the  constituents  of  a  rock  differ  greatly  in  hardness,  texture, 
solubility,  porosity,  etc.,  the  weathering  is  unequal,  the  surface  is 
roughened,  and  the  sensibility  of  the  stone  to  the  action  of  frost  is 
increased. 

The  principle  which  obtains  in  applying  an  artificial  cement, 
such  as  glue,  in  the  thinnest  film  in  order  to  secure  the  greatest 
binding  force,  finds  its  analogy  in  the  building  stones.  The  thinner 
the  films  of  the  natural  cement  and  the  closer  the  grains  of  the  pre- 
dominant minerals,  the  stronger  and  more  durable  the  stone.  One 
source  of  weakness  in  the  once  famous  brown-stone  of  New  York  City 
lies  in  the  separation  of  the  rounded  grains  of  quartz  and  feldspar 
by  a  superabundance  of  ocherous  cement.  Of  course  the  further 
separation  produced  by  fissure,  looseness  of  lamination,  empty  cavities 
and  geodes,  and  excess  of  mica  tends  to  deteriorate  still  further  a 
weak  building  stone. 

Experience  has  generally  shown  that  a  cr>'stalline  structure 
resists  atmospheric  attack  better  than  an  amorphous  one,  as  has  been 
abundantly  illustrated  in  the  buildings  of  New  York  City.  The 
same  fact  is  generally  true  also  with  the  sedimentary'  rocks,  a  crystal- 
line limestone  or  good  marble  resisting  erosion  better  than  earthy 
limestones.  A  stone  that  is  compactly  and  finely  granular  will 
exfoliate  more  easily  by  freezing  and  thawing  than  one  that  is  coarse- 
grained. A  stone  that  is  laminar  in  structure  absorbs  moisture 
unequally  and  will  be  seriously  affected  by  unequal  expansion  and 

traction, — especially  by  freezing  and  thawing.     Such  a  stone 
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will  gradually  separate  into  sheets.  A  stone  that  has  a  granular 
texture,  as  contrasted  with  one  that  is  crystalline  or  fibrous,  will 
crumble  sooner  by  frost  and  by  chemical  agents,  because  of  the  easy 
dislodgment  of  the  individual  grains. 

The  condition  of  the  surface,  whether  rough  or  polished,  influences 
the  durability, — the  smoother  surface  being  the  better.  The  stone 
is  more  durable  if  the  exposed  surface  is  vertical  than  if  inclined. 
The  lamination  of  the  stone  should  be  horizontal. 

30.  Methods  of  Testinq  Durability.  It  has  long  been  recog- 
nized that  there  are  two  ways  in  which  a  judgment  can  be  formed 
of  the  durability  of  a  building  stone,  and  these  may  be  distinguished 
as  natural  and  artificial. 

31.  Natural  Methods.  The  natural  methods  must  always  take 
the  precedence  whenever  they  can  be  used,  because  they  involve 
(1)  the  exact  agencies  concerned  in  the  atmospheric  attack  upon 
stone,  and  (2)  long  periods  of  time  far  beyond  the  reach  of  artificial 
experiment. 

A  study  of  the  surfaces  of  old  buildings,  bridge  piers,  monuments, 
tombstones,  etc.,  which  have  been  exposed  to  atmospheric  influences 
for  years,  is  one  of  the  best  sources  of  reliable  information  concerning 
the  durability  of  stone.  A  durable  stone  will  retain  the  tool  marks 
made  in  working  it,  and  preserve  its  edges  and  corners  sharp  and  true. 

Another  method  is  to  visit  the  quarry  and  observe  whether  the 
ledges  that  have  been  exposed  to  the  weather  are  deeply  corroded,  or 
whether  these  old  surfaces  are  still  fresh.  In  applying  this  test, 
consideration  must  be  given  to  the  modifying  effect  of  geological 
phenomena.  It  has  been  pointed  out  that  *Hhe  length  of  time  the 
ledges  have  been  exposed,  and  the  changes  of  actions  to  which  they 
may  have  been  subjected  during  fong  geological  periods,  are  unknown ; 
and  since  different  quarries  may  not  have  been  exposed  to  the  same 
action,  they  do  not  always  afford  definite  data  for  reliable  compara- 
tive estimates  of  durability,  except  where  different  specimens  occur 
in  the  same  quarry.''  North  of  the  glacial  limit,  all  the  products 
of  decomposition  have  been  planed  away  and  deposited  as  drift- 
formation  over  the  length  and  breadth  of  the  land.  The  rocks  are 
therefore,  in  general,  quite  fresh  in  appearance,  and  possess  only  a 
slight  depth  of  cap  or  worthless  rock.  The  same  classes  of  rock, 
however,  in  the  South  are  covered  with  rotten  products  from  long 
ages  of  atmospheric  action. 

32.  Artificial  Methods  of  Testing  Durability.  The  older  artificial 
methods  of  determining  durability  were  based  upon  the  assumption 
that  the  relative  durability  of  stones  is  proportional  to  their  crush- 
ing strength,  their  absorptive  power,  their  resistance  to  freezing, 
and  their  solubility  in  acids;  but  it  is  now  known  that  stones  differ 
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widely  in  durability  which  do  not  differ  much  if  any  in  one  or  more 
of  the  above  respects,  and  consequently  the  determination  of  the 
above  elements  for  several  building  stones  is  only  an  approximate 
method  of  determining  their  durability.  In  making  the  experiments 
each  element  acts  by  itself,  while  in  the  structure  the  stone  is  exposed 
to  the  combined  actien  of  all  the  methods  of  attack;  and  their  action 
may  be  very  different  separately  than  simultaneously. 

In  recent  years  it  has  been  claimed  that  the  best  artificial  method 
of  determining  the  probable  durability  of  a  stone  was  to  study  its 
surface  or  a  thin,  transparent  slice  under  the  microscope.  Undoubt- 
edly this  method  gives  valuable  information,  but  it  still  remains  true 
that  in  the  present  state  of  our  knowledge  the  methods  of  deter- 
mining the  durability  of  building  stones  by  laboratory  tests  are 
unsatisfactory  and  the  results  are  unreliable.  The  object  sought  is 
important,  and  therefore  the  difficulties  should  stimulate  greater 
care  in  making  the  experiments  and  in  interpreting  the  results. 

33.  In  a  general  way  the  weight  and  crushing  strength  throw 
some  light  upon  the  durability  of  a  stone. 

The  heavier  a  stone  the  more  dense  it  is,  and,  other  things  being 
the  same,  the  more  durable  it  is;  but  to  this  there  are  some  exceptions. 
The  more  dense  it  is,  the  less  water  it  will  absorb,  and  hence  it  is 
less  likely  to  be  affected  by  frost  and  the  acids  of  the  atmosphere. 
The  weights  of  the  several  classes  of  stones  are  given  in  Table  I, 
page  6. 

As  a  rule  .the  stronger  stones  are  the  more  durable,  but  there  are 
numerous  and  sometimes  marked  exceptions  to  this  rule.  The 
crushing  strength  of  building  stones  is  given  in  Table  2,  page  11. 

The  following  may  be  regarded  as  the  distinctive  tests  of  dura- 
bility: (1)  absorptive  power;  (2)  freezing  test;  (3)  Brard's  test; 
(4)  acid  test;  (5)  quenching  test;  (6)  resistance  to  fire;  (7)  chemical 
analysis;  and  (8)  microscopical  examination. 

34.  Absorptiye  Power.  Other  things  being  equal,  the  less  the 
absorption  the  more  durable  the  stone.  To  determine  the  absorptive 
power,  dry  the  specimen  and  weigh  it  carefully;  then  soak  it  in 
water  for  24  hours,  and  weigh  again.  The  increase  in  weight  will 
be  the  amount  of  absorption.  Table  5,  page  21,  shows  the  weight 
of  water  absorbed  by  the  stone  as  compared  with  the  weight  of  the 
dry  stone — that  is,  if  300  units  of  dry  stone  weigh  301  units  after 
immersion,  the  absorption  is  1  in  300,  and  is  recorded  as  1-300. 

Dr.  Hiram  A.  Cutting,  State  Geologist  of  Vermont,  determined 
the  absorptive  power  *  by  placing  the  specimens  in  water  under  the 
receiver  of  an  air-pump,  and  found  the  ratio  of  absorption  a  little 
larger  than  is  given  in  Table  5.     It  is  believed,  however,  that  the 

*Van  Nostrand's  Engin'g  liag.,  vol.  xxiv,  p.  491-05. 
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results  given  in  Table  6  more  nearly  represent  the  conditions  of 
actual  practice.  The  values  in  the  ''Max/'  column  are  the  means  of 
two  or  three  of  the  largest  results,  and  those  in  the  "Min."  column  of 
two  or  three  of  the  sjnallest.  The  value  in  the  last  column  is  the 
mean  for  20  or  more  specimens. 

TABLE  5. 
Absorptive  Power  of  Stone,  Brick,  and  Mortar. 


Kind  op  Material. 


Granites  . . 
Marbles . . . 
Limestones 
Sandstones 

Bricks 

Mortars . . . 


Ratio  of  Abbobption. 


Max. 


1-150 

1-150 

1-20 

1-15 

1-4 

1-2 


Min. 


0 

0 
1-500 
1-240 
1-50 
1-10 


Average. 


1-750 

1-300 

1-38 

1-24 

1-10 

1-4 


36.  Freesiiig  Test.  The  probable  effect  of  frost  upon  a  stone  may  be 
determined  by  freezing  and  thawing  a  specimen  several  times  while 
saturated  with  water,  and  then  either  measuring  the  amount  dis- 
integrated or  finding  the  loss  in  strength.  The  loss  in  weight  of  even 
a  poor  building  stone  after  any  reasonable  number  of  alternate 
freezings  and  thawings,  say  twenty-five,  is  too  small  to  furnish  any 
reliable  estimate  of  the  weathering  quality  of  the  stone.  The  deter- 
mination of  the  loss  of  strength  by  freezing  is  unsatisfactory,  since 
the  difference  before  and  after  freezing  is  quite  small,  and  since  the 
comparison  must  be  made  between  different  specimens;  and  hence 
a  reliable  result  would  require  a  large  number  of  tests,  and  even  then 
the  results  would  be  only  relative. 

The  test  should  be  made  with  cubes  of  the  same  size,  or  at  least 
with  specimens  having  the  same  superficial  area  per  unit  of  weight, 
as  the  disintegration  is  wholly  on  the  surface.  The  cubes  should 
first  be  brushed  to  remove  any  loose  grains,  and  then  weighed;  they 
should  next  be  immersed  in  water  for  24  hours,  and  afterwards  ex- 
posed to  alternate  freezing  and  thawing  for,  say,  twenty-five  times; 
finally  they  should  be  thoroughly  dried,  brushed,  and  again  weighed. 
The  loss  in  weight  is  supposed  to  measure  the  relative  durability. 

The  first  part  of  Table  6,  page  23,  shows  the  results  of  freezing 
and  thawing  each  sample  eight  times.*  The  results  are  tabulated  in 
the  order  of  the  losses  in  the  freezing  tests.    The  samples  were  tool- 

*  Trans.  Amer.  See.  of  CSvil  Engineers,  vol.  xxxiii,  p.  243L 
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dressed  to  rectangular  faces;    but  were  not  of  the  same  size,  and 
hence  the  results  are  only  approximate. 

36.  Brard's  Test.  Brard's  method  of  determining  the  effect  of 
frost  is  much  used;  and  although  it  does  not  exactly  conform  to  the 
conditions  met  with  in  nature,  it  seems  to  be  the  best  artificial  means 
yet  devised  for  determining  the  probable  resistance  of  a  stone  to 
weathering.  The  test  consists  in  weighing  carefully  some  small 
pieces  of  the  stone,  which  are  then  boiled  in  a  solution  of  sulphate  of 
soda,  and  afterwards  hung  up  for  a  few  hours  in  the  open  air.  It 
is  important  that  the  solution  be  saturated  only  at  or  below  80° 
Fahr.,  as  otherwise  undue  chemical  action  will  be  set  up.  The  salt 
crystallizes  in  the  pores  of  the  stone,  expands,  and  produces  an  effect 
somewfcat  similar  to  frost,  as  it  causes  small  pieces  to  separate  in  the 
form  of  dust.  The  specimens  are  again  weighed,  and  those  which 
suffer  the  smallest  loss  of  weight  are  the  best.  The  test  is  often 
repeated  several  times.  It  will  be  seen  that  this  method  depends 
upon  the  assumption  that  the  action  of  the  salt  in  crystallizing  is 
similar  to  that  of  water  in  freezing.  This  is  not  entirely  correct, 
since  it  substitutes  chemical  and  mechanical  action  for  merely 
mechanical,  to  disintegrate  the  stone,  thus  giving  the  specimen  a 
worse  character  than  it  really  deserves.  The  following  results  were 
obtained  by  this  method:  * 

Relative  Ratio  of  Loss. 

Hard  brick 1 

Light  dove-colored  sandstone  from  Seneca,  Ohio 2 

Coarse-grained  sandstone  from  Nova  Scotia 2 

Coarse-grained  sandstone  from  Little  Falls,  N.J 5 

Coarse  dolomitic  marble  from  Pleasantville,  N.  Y 7 

Coarse-grained  sandstone  from  Connecticut 13 

Soft  brick 16 

Fine-grained  sandstone  from  Connecticut 19 

Table  6  shows  the  results  of  a  series  of  tests  to  compare  the  losses 
by  the  artificial  freezing  t«st  with  those  by  the  sulphate  of  soda 
(Brard's)  test.  The  specimens  were  tool-dressed  and  had  only  ap- 
proximately rectangular  faces,  but  the  pieces  in  the  two  tests  were 
of  nearly  the  same  weight.  The  results  of  the  two  series  do  not  agree 
very  closely;  but  it  is  clear  that  the  action  of  the  sulphate  of  soda  16 
much  more  powerful  than  that  of  freezing  water. 

37.  Acid  Teat.  To  determine  the  effect  of  the  atmosphere  of  a 
large  city,  where  coal  is  used  for  fuel,  soak  clean  small  pieces  of  the 
stone  for  several  days  in  water  which  contains  one  per  cent  each,  of 
sulphurie  V and  hydrochloric  acids,  and  agitate  frequently.     If  the 

•A^nth  Census,  vol.  x,  Report  on  the  Quarry  Industry,  p.  385. 
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stone  contains  any  earthy  matter  likely  to  be  dissolved  by  the  gases 
of  the  atmosphere,  the  water  will  be  more  or  less  cloudy  or  muddy. 
The  following  results  were  obtained  by  this  method.* 

Relative  Ratio  of 

White  brick 1 

Red  brick 5 

Nova  Scotia  sandstone 9 

Connecticut  brown-stone 30 


TABLE  6. 
Results  of  the  Freezing  Test  and  of  Brard^s  Test. 


Rep. 

No. 


I 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 


Kind  or  Stone. 


•• 


Qranite,  coarse  grained 

medium  grained  red 

fine  grained  gray 

Au  Sable,  Norite 

Gneiss,  rather  fine  grained 

Limestone,  fine  grained 

Marble,  medium  crystalline  dolomiUc 
'*       coarse  crystalline  dolomitic  . 

Brick,  pressed 

Sandstone 

•*         very  fine  grained 


Freezing  Test. 


Original 
Weight. 
Grams. 


decomposed 
decomposed 


52 
83 
59 
44 
53 
55 
94 
64 
37 
20 
40 
22 
24 
38 


Loss, 

parts  in 

10  000. 


1.38 
1.76 

* 
* 

2.07 

2.30 

3.10 

6.86 

889 

10.63 

14.21 

25.31 

68.74 


Brabd's  Test. 


Original 
Weight, 
Grams. 


72 
56 
44 
35 
62 
67 
94 
72 
37 
24 
38 
28 
23 
39 


Loss, 

parts  in 

10  000. 


15.51 

6.55 

5.16 

3.84 

6.33 

25.99 

17  01 

10.78 

24.86 

57.78 

47.65 

145.18 

1  621.31 

482.12 


*  Very  slight,  about  same  as  No.  2. 

38.  Quenching  Test.  Some  experimenters  heat  the  specimens 
to  500*^  to  600°  F.,  and  plunge  them  while  hot  into  cold  water.  The 
results  are  supposed  to  show  the  relative  resistance  to  frost  action, 
and  also  to  indicate  something  as  to  the  fire  resisting  qualities  of  the 
stone.  The  following  comparative  results  were  obtained  by  this 
method:! 

Relative  Ratio  of  Loea. 

White  brick 1 

Redbrick 2 

Brown-stone  (sandstone  from  Connecticut) 5 

!  Nova  Scotia  sandstone 14 


♦Tenth  Census  of  the  U.  S.,  vol.  x,  Report  on  the  Quarry  Industry,  p.  385. 

fTenth  Censiis  of  the  U.  S.,  vol.  x.  Report  on  the  Quarry  Industry,  p.  384.  For 
a  table  showing  essentially  the  same  results,  see  Van  Noetrand's  Engin'g  Mag.,  vol.  xiv, 
p.  537. 
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39.  Resistance  to  Fire.  Stones  differ  greatly  in  their  ability  to 
resist  the  heat  of  a  burning  building.  Of  course,  the  injurious  effect 
of  a  conflagration  is  greater  in  proportion  as  the  temperature  is 
higher;  but  there  are  no  reliable  data  for  estimating  accurately  the 
effect  of  different  temperatures. 

Experiences  with  great  conflagrations  have  established  the  fact 
that  granite  is  less  fireproof  than  either  limestone  or  sandstone. 
The  susceptibility  of  granite  to  the  effect  of  heat  is  doubtless  partly 
due  to  the  fact  that  it  has  a  compact  and  complex  structure,  and  that 
each  of  its  constituent  minerals  has  different  degrees  of  expansibility; 
and  possibly  partly  also  to  the  water  in  minute  cavities  which  upon  be- 
coming highly  heated  is  converted  into  steam  and  causes  an  explosion. 

Up  to  the  point  at  which  limestones  and  marbles  are  converted 
into  quickHme,  i.e.,  between  about  900°  and  1,000°  Fahr.,  they  are 
not  much  injured  by  heat.  Limestones  and  marbles  seldom  crack 
from  heat  and  water;  but  crumble  when  water  is  thrown  on  them. 
It  should  be  remembered  that  the  sudden  cooling  of  the  surface  of  a 
heated  stone  due  to  repeated  dashes  of  cold  water,  often  has  more  to 
do  with  its  disintegration  than  heat  alone. 

Sandstones  are  not  usually  injured  by  a  conflagration,  except  for 
the  discoloration  caused  by  the  smoke.  The  great  durability  of 
sandstone  under  fire,  and  incidentally  the  relative  resistance  of 
sandstone  and  granite,  was  shown  at  the  burning  of  St.  Peter*s 
Church  at  Lamerton,  England.  *'The  church  itself,  which  was  built 
in  great  part  of  granite,  was  completely  ruined;  while  the  tower,  built 
of  local  sandstone,  around  which  the  heat  of  the  fire  was  so  great  as 
to  melt  six  of  the  bells  as  they  hung  in  the  belfr}%  w^as  left  intact, 
although  the  granite  window  jams  and  sills  were  destroyed.^'* 

40.  Chemical  Analysis.  A  chemical  analysis  of  a  stone  is  of  very 
little  value  in  itself,  since  the  analysis  alone  does  not  show  whether 
any  particular  constituent  is  contained  in  the  grains  whiere  it  is 
not  easily  attacked,  or  in  the  cement  that  holds  the  grains  together 
where  it  is  easily  attacked  by  the  acid  gases  of  the  atmosphere. 
But  sometimes  a  chemical  analysis  is  important  in  connection  with 
a  microscopical  examination. 

41.  Microscopical  Examination.  It  is  now  held  that  the  best 
method  of  determining  the  probable  durability  of  a  building  stone 
is  to  study  its  surface,  or  thin  transparent  slices,  under  a  micro- 
scope. This  method  of  study  in  recent  years  has  been  most  fruitful 
in  developing  interesting  and  valuable  knowledge  of  a  scientific  and 
truly  practical  character.  An  examination  of  a  section  by  means 
of  the  microscope  will  show,  not  merely  the  various  substances  which 
compose  it,  but  also  the  method  according  to  which  they  are  arranged 

♦American  Architect,  vol.  iv,  p.  80 
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and  by  which  they  are  attached  to  one  another.  For  example, 
"pyrites  is  considered  to  be  the  enemy  of  the  quarryman  and  con- 
structor, since  it  decomposes  with  ease,  and  stains  and  discolors  the 
rock.  Pyrites  in  sharp,  well  defined  crystals  sometimes  decomposes 
with  great  difficulty.  If  a  crystal  or  grain  of  pyrites  is  embedded  in 
soft,  porous,  light  colored  sandstones,  like  those  which  come  from 
Ohio,  its  presence  will  with  certainty  soon  demonstrate  itself  by  the 
black  spot  which  will  form  about  it  in  the  porous  stone,  and  which 
will  permanently- disfigure  and  mar  its  beauty.  If  the  same  grain 
of  pyrites  is  situated  in  a  very  hard,  compact,  non-absorbent  stone, 
the  constituent  minerals  of  which  are  not  rifted  or  cracked,  this  grain 
of  pyrites  may  decompose  and  the  products  be  washed  away,  leaving 
the  stone  untarnished." 

42.  Methods  of  Prbsebvino.  Vitruvius,  the  Roman  architect, 
two  thousand  years  ago  recommended  that  stone  should  be  quarried 
in  summer  when  driest,  and  that  it  should  be  seasoned  by  being 
allowed  to  lie  two  years  before  being  used,  so  as  to  allow  the  quarry 
sap  to  evaporate.  It  is  a  notable  fact  that  in  the  erection  of  St.  PauFs 
Cathedral  in  London,  England,  Sir  Christopher  Wren  required  that 
the  stone,  after  being  quarried,  should  be  exposed  for  three  years  on 
the  sea-beach  before  its  introduction  into  the  building. 

The  methods  of  dressing  a  stone  have  an  important  bearing  upon 
its  durabilitv.  If  the  surface  is  finished  with  a  tool  similar  to  the 
bush  hammer  (Fig.  44,  page  270)  or  the  patent  hammer  (Fig.  46,  page 
271),  the  heavy  blows  deaden  the  face  of  the  stone,  i.e.,  break  the 
grains  and  produce  minute  fissures,  and  render  it  much  more  suscept- 
ible to  the  action  of  frost.  Granite  and  other  compact  crystalline  rocks 
are  most  durable  with  a  rock-face  finish,  i.e.,  a  surface  untouched  by 
chisel  or  hammer;  while  the  softer  and  more  absorbent  stones  are 
usually  most  durable  when  finished  with  a  sawed  or  rubbed  surface. 

It  has  already  been  stated  that,  in  order  to  resist  the  effects  of 
both  pressure  and  weathering,  a  stone  should  be  placed  on  its  natural 
bed.  This  simple  precaution  adds  considerably  to  the  durability 
of  any  laminated  stone. 

43.  Many  methods  have  been  devised  for  preventing  or  checking 
the  action  of  the  weather  upon  building  stones;  but  none  of  them  are 
satisfactory  or  very  efficient.  These  preservatives  consist  of  some 
liquid  into  which  the  stone  may  be  dipped  or  which  may  be  applied 
with  a  brush  to  its  outer  surface,  to  fill  the  pores  and  prevent  the 
access  of  moisture.  Paint,  coal  tar,  linseed  oil,  paraflSne,  and  nu- 
merous chemical  preparations  have  been  used.* 

*For  an  elaborate  and  valuable  article  by  Prof.  Eggleston  on  the  causes  of  decay 
and  the  methods  of  preserving  building  stones,  see  Trans.  Am.  Soc.  of  C.  £.,  vol.  xv, 
p.  647-704 ;  and  for  a  discussion  on  the  same,  see  same  volume,  p.  705-16. 
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As  an  example  of  a  simple  and  comparatively  efficient  preparation 
used  for  this  purpose,  see  §  378  and  642. 

Another  method  of  treatment  consists  in  bathing  the  stone  in 
successive  solutions,  the  chemical  actions  bringing  about  the  forma- 
tion of  insoluble  silicates  in  the  pores  of  the  stone.  For  example,  if 
a  stone  front  is  first  washed  with  an  alkaline  fluid  to  remove  dirt, 
and  this  followed  by  a  succession  of  baths  of  silicate  of  soda  or  potash, 
and  the  surface  is  then  bathed  in  a  solution  of  chloride  of  lime,  an 
insoluble  lime  silicate  is  formed.  The  soluble  salt  is  then  washed 
away,  and  the  insoluble  silicate  forms  a  durable  cement  and  checks 
disintegration.  If  lime-water  is  substituted  for  chloride  of  lime, 
there  is  no  soluble  chloride  to  wash  away. 

44.  Bibliographical.  A  large  number  of  t^ts  have  been  applied 
to  the  building  stones  of  the  United  States.  For  the  results  and 
details  of  some  of  the  more  important  of  these  tests  see:  Report  on 
Strength  of  Building  Stone,  Gen.  Q.  A.  Gillmore,  Appen.  II,  Report 
of  Chief  of  Engineers,  U.  S.  A.,  for  1875;  Tenth  Census  of  the  U.  S., 
Vol.  X,  Report  on  the  Quarry  Industry,  p.  330-35;  the  several 
annual  reports  of  tests  made  with  the  U.  S.  Government  testing 
machine  at  the  Watertown  (Mass.)  Arsenal,  published  by  the  U.  S. 
War  Department  under  the  title  Report  on  Tests  of  Metals  and  Other 
Materials;  Transactions  of  the  American  Society  of  Civil  Engineers, 
Vol.  II,  p.  145-51  and  p.  187-92;  iimi..  Vol.  XXXIII,  p.  233-56;  Jour- 
nal of  the  Association  of  Engineering  Societies,  Vol.  V,  p.  176-79,  Vol. 
IX,  p.  33-43;  Engineering  News,  Vol.  XXXI,  p.  135  (Feb.  15, 1884)'; 
The  Materials  of  Construction,  J.  B.  Johnson,  John  Wiley  &  Sons, 
New  York,  1897,  p.  630-51 ;  Notes  on  the  Compressive  Resistance  of 
Freestones,  Brick  Piers,  and  Hydraulic  Cement  Mortars  and  Con- 
cretes, Gen.  Q.  A.  Gillmore,  John  Wiley  &  Sons,  New  York,  1888; 
and  the  reports  of  the  various  Stat<5  Geological  Surveys,  and  the 
commissioners  of  the  various  State  capitols  and  of  other  public 
buildings. 

By  way  of  comparison  the  following  reports  of  tests  of  building 

stones  of  Great   Britain  may  be  interesting:    Proceedings  of  the 

.Institute   of    Civil    Engineers,    Vol.    CVII    (1891-92),    p.    341-69; 

abstract  of  the  above,  Engineering  Neu^Sy  Vol.  XXVIII,  p.  279-82 

(Sept.  22,  1892). 

In  consulting  the  above  references  or  in  using  the  results,  the 
details  of  the  manner  of  making  the  experiments  should  be  kept 
clearly  in  mind. 
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Art.  3.    Classification  and  Description  of  Building  Stones. 

45.  Glassifioation.  Building  stones  are  variously  classified  ac- 
cording to  geological  position,  physical  structure,  and  chemical 
composition. 

46.  Geological  Classification.  The  geological  position  of  rocks 
has  but  little  connection  with  their  properties  as  building  materials. 
As  a  general  rule,  the  more  ancient  rocks  v.i'e  the  stronger  and  the 
more  durable;  but  to  this  there  are  many  exceptions.  According 
to  the  usual  geological  classification,  rocks  are  divided  into  igneous, 
metamorphic,  and  sedimentary.  Greenstone,  basalt,  and  lava  are 
examples  of  igneous  rocks;  granite,  marble,  and  slate,  of  meta- 
morphic; and  sandstone,  limestone,  and  clay,  of  sedimentary.  Al- 
though clay  can  hardly  be  classed  with  building  stones,  it  is  not 
entirely  out  of  place  in  this  connection,  since  it  is  employed  in  making 
bricks  and  cement,  which  are  important  elements  of  masonry. 

47.  Physical  Glassifioation.  With  respect  to  the  structural 
character  of  large  masses,  rocks  are  divided  into  stratified  and 
unst  ratified. 

In  their  more  minute  structure  the  unstraiificd  rocks  present, 
for  the  most  part,  an  aggregate  of  crystalline  grains,  firmly  ad- 
hering together.  Granite,  trap,  basalt,  and  lava  are  examples  of 
this  class. 

'  In  the  more  minute  structure  of  stratified  rocks,  the  following 
varieties  are  distinguished:  1.  Compact  crystalline  structure;  accom- 
panied by  great  strength  and  durability,  as  in  quartz-rock  and 
marble.  2.  Slaty  structure,  easily  split  into  thin  layers;  accom- 
panied by  both  extremes  of  strength  and  durability,  chiy-slate  and 
hornblende-slate  being  the  strongest  and  most  durable.  .3.  The 
granular  crystalline  structure,  in  which  crystalline  grains  either 
adhere  firmly  together,  as  in  gneiss,  or  are  cemented  into  one  mass 
by  some  other  material,  as  in  sandstone;  accompanied  by  all  degrees 
of  compactness,  porosity,  strength,  and  durability,  the  lowest 
extreme  being  sand.  4.  The  compact  granidar  stnicture,  in  which 
the  grains  are  too  small  to  l)e  visible  to  the  unaided  eye,  as  in  blue 
limestone;  accompanied  by  considerable  strength  and  durability. 
5.  Porous  granular  structure,  in  which  the  grains  are  not  crystalline, 
and  are  often,  if  not  always,  minute  shells  cemented  together; 
accompanied  by  a  low  degree  of  strength  and  durability.  6.  The 
conglomerate  structure,  where  fragments  of  one  material  are  embedded 
in  a  mass  of  another,  as  graywacke;  accompanied  by  all  degrees 
of  strength  and  durability. 

A  study  of  the  fractured  surface  of  a  stone  is  a  good  means  of 
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determining  its  structural  character.  The  even  fracture,  when  the 
surfaces  of  division  are  planes  in  definite  positions,  is  characteristic 
of  a  crystalline  structure.  The  uneven  fracture,  when  the  broken 
surface  presents  sharp  projections,  is  characteristic  of  a  granular 
structure.  The  slaty  fracture  gives  an  even  surface  for  planes  of 
division  parallel  to  the  lamination,  and  uneven  for  other  directions 
of  division.  The  conchoidal  fracture  presents  smooth  concave  and 
convex  surfaces,  and  is  characteristic  of  a  hard  and  compact  structure. 
The  earthy  fracture  leaves  a  rough,  dull  surface,  and  indicates 
softness  and  brittleness. 

48.  Ohemical  Glassification.  Stones  are  divided  into  three  classes 
with  respect  to  their  chemical  composition,  each  distinguished  by 
the  earth  which  forms  its  chief  constituent,  viz.:  siliceous  stones, 
argillaceous  stones,  and  calcareous  stones. 

Siliceous  Stones  are  those  in  which  silica  is  the  characteristic 
earthy  constituent.  With  a  few  exceptions  their  structure  is  crystal- 
line granular,  and  the  crystalline  grains  contained  in  them  are  hard 
and  durable;  hence  weakness  and  decay  in  them  generally  arise  from 
the  decomposition  or  disintegration  of  some  softer  and  more  perish- 
able material,  by  which  the  grains  are  cemented  together,  or,  when 
they  are  porous,  by  the  freezing  of  water  in  their  pores.  The  prin- 
cipal siliceous  stones  are  granite,  syenite,  gneiss,  mica-slate,  green- 
stone, basalt,  trap,  porphyry,  quartz-rock,  hornblende-slate,  and 
sandstone. 

Argillaceous  or  ( -layey  Stones  are  those  in  which  alumina,  although 
it  may  not  always  be  the  most  abundant  constituent,  exists  in  suf- 
ficient quantity  to  give  the  stone  its  characteristic  properties.  The 
principal  kinds  are  slate  and  graywacke-slate. 

Calcareous  Stones  are  those  in  which  carbonate  of  lime  pre- 
dominates. They  effervesce  with  the  dilute  mineral  acids,  which 
combine  with  the  lime  and  set  free  carbonic  acid  gas.  Sulphuric 
acid  forms  an  insoluble  compound  with  the  lime.  Nitric  and  muriatic 
acids  form  compounds  with  it,  which  are  soluble  in  water.  By  the 
action  of  intense  heat  the  carbonic  acid  is  expelled  in  gaseous  form, 
and  the  lime  is  left  in  its  caustic  or  alkaline  state,  when  it  is  called 
quicklime.  Some  calcareous  stones  consist  of  pure  carbonate  of 
lime;  in  others  it  is  mixed  with  sand,  clay,  and  oxide  of  iron,  or 
combined  with  carbonate  of  magnesia.  The  durability  of  calcareous 
stones  depends  upon  their  compactness,  those  which  are  porous  being 
disintegrated  by  the  freezing  of  water,  and  by  the  chemical  action  of 
an  acid  atmosphere.  Such  stones  are,  for  the  most  part,  easily 
wrought.  The  principal  calcareous  stones  are  marble,  compact 
limestone,  granular  limestone  (the  calcareous  stone  of  the  geological 
classification),  and  magnesian  limestone  or  dolomite. 
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49.  DS80BIPTI0N  OF  BUILDINO  ST0HE8.  A  few  of  the  more 
prominent  classes  of  building  stones  will  now  be  briefly  described. 

60.  Trap.  Although  trap  is  the  strongest  of  building  materials, 
and  exceedingly  durable,  it  is  little  used,  owing  to  the  great  diflBculty 
with  which  it  is  quarried  and  wrought.  It  is  an  exceedingly  tough 
rock,  and,  being  generally  without  cleavage  or  bedding,  is  especially 
intractable  under  the  hammer  or  chisel.  It  is,  however,  sometimes 
used  with  excellent  effect  in  cyclopean  architecture,  the  blocks  of 
various  shapes  and  sizes  being  fitted  together  with  no  effort  to  form 
regular  courses.  The  " Palisades''  (the  bluff  skirting  the  western 
shore  of  the  Hudson  River,  opposite  and  above  New  York)  are 
composed  of  trap-rock.  It  is  much  used  for  road-metal,  street 
pavements,  and  railroad  ballast. 

61.  Granite.  Granite  is  the  strongest  and  most  durable  of  all 
the  stones  in  common  use.  It  generally  breaks  with  regularity, 
^nd  may  be  quarried  in  simple  shapes  with  facility;  but  it  is  ex- 
tremely hard  and  tough,  and  therefore  can  be  wrought  into  elaborate 
forms  only  with  a  great  expenditure  of  labor.  For  this  reason  the  use 
of  granite  is  somewhat  limited.  Its  strength  and  durability  commend 
it,  however,  for  foundations,  docks,  piers,  etc.,  and  for  massive 
buildings;  and  for  these  purposes  it  is  in  use  the  world  over. 

The  larger  portion  of  our  granites  are  some  shade  of  gray  in  color, 
though  pink  and  red  varieties  are  not  uncommon,  and  black  varieties 
occasionally  occur.  They  vary  in  texture  from  very  fine  and  homo- 
geneous to  coarsely  porphyritic  rocks,  in  which  the  individual  grains 
are  an  inch  or  more  in  length.  Excellent  granites  are  found  in  New 
England,  throughout  the  Alleghany  belt,  in  the  Rocky  Mountains, 
and  in  the  Sierra  Nevada  Mountains.  Very  large  granite  quarries 
exist  at  Vinalhaven,  Maine;  at  Gloucester  and  Quincy,  Massachusetts; 
and  at  Concord,  New  Hampshire.  These  quarries  furnish  nearly 
all  the  granite  used  in  this  country.  An  excellent  granite,  which  is 
largely  used  at  Chicago  and  in  the  Northwest,  is  found  at  St.  Cloud, 
Minnesota. 

At  the  Vinalhaven  quarry  a  single  block  300  feet  long,  20  feet 
wide,  and  6  to  10  feet  thick  was  blasted  out,  being  afterwards  broken 
up.  Until  recently  the  largest  single  block  ever  quarried  and  dressed 
in  this  country  was  that  used  for  the  General  Wool  Monument,  now 
in  Troy,  New  York,  which  measured,  when  completed,  60  feet  in 
height  by  5^  feet  square  at  the  base,  being  only  9  feet  shorter  than 
the  Egytian  Obelisk  now  in  Central  Park,  New  York.  In  1887  the 
Bodwell  Granite  Company  took  out  from  its  quarries  in  Maine  a 
granite  shaft  115  feet  long,  10  feet  square  at  the  base,  and  weighing 
850  tons.  It  is  claimed  that  this  is  the  largest  quarried  stone  on 
record. 
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62.  Marbles.  In  common  language,  any  limestone  which  will 
take  a  good  polish  is  called  a  marble;  but  the  name  is  properly  applied 
only  to  limestones  which  have  been  exposed  to  metamorphic  action, 
and  have  thereby  been  rendered  more  crystalline  in  texture,  and 
have  had  their  color  more  or  less  modified  or  totally  removed. 
Marbles  exhibit  great  diversity  of  color  and  texture.  They  are  pure 
white,  mottled  white,  gray,  blue,  black,  red,  yellow,  or  mottled  with 
various  mixtures  of  these  colors.  Marble  is  confessedly  the  most 
beautiful  of  all  building  materials,  but  is  chiefly  employed  for  interior 
decorations. 

53.  Limestones.  Limestones  are  composed  chiefly  or  largely  of 
carbonate  of  lime.  There  are  many  varieties  of  limestone,  which 
differ  in  color,  composition,  and  value  for  engineering  and  building 
purposes,  owing  to  the  differences  in  the  character  of  the  deposits 
and  chemical  combinations  entering  into  them.  "If  the  rock  is 
compact,  fine  grained,  and  has  been  deposited  by  chemical  agencies^ 
we  have  a  variety  of  limestone  known  as  travertine.  If  it  contains 
much  sand,  and  has  a  more  or  less  conchoidal  fracture,  we  have  a 
siliceous  limestone.  If  the  silica  is  very  fine  grained,  it  is  horn- 
stone.  If  the  silica  is  distributed  in  nodules  or  flakes,  either  in  seams 
or  throughout  the  mass,  it  is  cherty  limestone;  if  it  contains  silica 
and  clay  in  about  equal  proportions,  hydraulic  limestone;  if  clay 
alone  is  the  principal  impurity,  argillaceous  limestone;  if  iron  is  the 
principal  impurity,  ferruginous  limestone;  if  iron  and  clay  exceed 
the  lime,  ironstone.  If  the  ironstone  is  decomposed  and  the  iron 
hydrated,  it  is  rottenstone;  if  carbonate  of  magnesia  forms  one  third 
or  less,  magnesian  limestone;  if  carbonate  of  magnesia  forms  more 
than  one  third,  dolomitic  limestone.^' 

The  light  colored  and  fine  grained  limestones  are  deservedly 
esteemed  as  among  our  best  building  materials.  They  are,  however, 
less  easily  and  accurately  worked  under  the  chisel  than  sandstones, 
and  for  this  reason  and  their  greater  rarity  are  far  less  generally  used. 
The  gray  limestones,  like  that  of  Lockport,  New  York,  when  ham- 
mer dressed,  have  the  appearance  of  light  granite,  and,  since  they 
are  easily  wrought,  they  are  advantageously  used  for  trimmings  in 
buildings  of  brick. 

Some  of  the  softer  limestones  possess  qualities  which  specially 
commend  them  for  building  materials.  For  example,  the  cream- 
colored  limestone  of  the  Paris  basin  (calcaire  grossier)  which  is  so 
soft  when  first  quarried  that  it  may  he  dressed  with  great  facility, 
hardens  on  exposure,  and  is  a  durable  stone.  Walls  laid  up  of  this 
material  are  frequently  planed  down  to  a  common  surface,  and 
ola))orately  ornamented  at  small  expense.  The  Topeka  stone,  found 
and  now  largely  used  in  Kansas,  has  the  same  qualities.     It  may  be 
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sawed  out  in  blocks  almost  as  easily  as  wood,  and  yet  is  handsome 
and  durable  when  placed  in  position.  The  Bermuda  stone  and 
coquina  are  treated  in  the  same  way. 

Large  quantities  of  limestones  and  dolomites  are  quarried  in 
nearly  all  of  the  Western  States.  These  are  mostly  of  a  dull  grayish 
color,  and  their  uses  are  chiefly  local.  The  light  colored  oolitic 
limestone  of  Bedford,  Indiana,  is,  however,  an  exception  to  this  rule. 
Not  only  are  the  lasting  qualities  fair  and  the  color  pleasing,  but  its 
fine  even  grain  and  softness  render  it  admirably  adapted  for  carved 
work.  It  has  been  very  widely  used  within  the  last  few  years.  This 
stone  is  often  found  in  layers  20  and  30  feet  thick,  and  is  much  used 
for  bridge  piers  and  other  massive  work. 

64.  Sandstones.  "  Sandstones  vary  much  in  color  and  fitness  for 
architectural  purposes,  but  they  include  some  of  the  most  beautiful, 
durable,  and  highly  valued  materials  used  in  construction.  What- 
ever their  differences,  they  have  this  in  common,  that  they  are  chiefly 
composed  of  sand — that  is,  grains  of  quartz — to  a  greater  or  less 
degree  cemented  and  consolidated.  They  also  frequently  contain 
other  ingredients,  as  lime,  iron,  alumina,  manganese,  etc.,  by  which 
the  color  and  texture  are  modified.  Where  a  sandstone  is  composed 
exclusively  of  grains  of  quartz  without  foreign  matter,  it  may  be 
snow-white  in  color.  Examples  of  this  variety  are  known  in  many 
localities.  They  are  rarely  used  for  building,  though  they  may  be  em- 
ployed for  that  purpose  with  excellent  effect.  They  have  been  more 
generally  valued  as  furnishing  material  for  the  manufacture  of  glass. 
The  color  of  sandstones  is  frequently  bright  and  handsome,  and 
constitutes  one  of  the  many  qualities  which  have  rendered  them  so 
popular.  It  is  usually  caused  by  iron;  when  gray,  ])lue,  or  green, 
by  the  protoxide,  as  carbonate  or  silicate;  when  brown,  by  the 
hydrated  oxide;  when  red,  by  the  anhydrous  oxide.  The  purple 
sandstones  usually  derive  this  shade  of  color  from  a  small  quantity 
of  manganese. 

*'The  texture  of  sandstones  varies  with  the  coarseness  of  the 
sand  of  which  they  are  composed,  and  the  degree  to  which  it  is  con- 
solidated. Usually  the  material  which  unites  the  grains  of  sand 
is  silica;  and  this  is  the  best  of  all  cements.  This  silica  has  been 
deposited  from  solution,  and  sometimes  fills  all  the  interstices  be- 
tween the  grains.  If  the  process  of  consolidation  has  l)een  carried 
far  enough,  or  the  quartz  grains  have  been  cemented  by  fusion,  the 
sandstone  is  converted  into  quartzite, — one  of  the  strongest  and  most 
durable  of  rocks,  but,  in  the  ratio  of  its  compactness,  difficult  to 
work.  Lime  and  iron  often  act  as  cements  in  sandstones,  but  both 
are  more  soluble  and  less  strong  than  silica.  Hence  the  finest  and 
most  indestructible  sandstones  are  such  as  consist  exclusively  of 


32  Natural  Stone.  [Chap.  I. 

grains  of  quartz  united  by  siliceous  cement.  In  some  sandstones 
part  of  the  grains  are  fragments  of  feldspar,  and  these,  being  liable 
to  decomposition,  are  elements  of  weakness  in  the  stone.  The  very 
fine  grained  sandstones  often  contain  a  large  amount  of  clay,  and 
thus,  though  ver>'  handsome,  are  generally  less  strong  than  those 
which  are  more  purely  siliceous. 

**The  durability  of  sandstones  varies  with  both  their  physical 
and  chemical  composition.  Sandstones  composed  of  nearly  pure 
silica  which  is  well  cemented  are  as  resistant  to  weather  as  granite, 
and  are  ver\'  much  less  affected  bv  the  action  of  fire.  Taken  as  a 
whole,  they  may  \ye  regarded  as  among  the  most  durable  of  building 
materials.  When  first  taken  fn)m  the  quarry  and  saturated  with 
quarr}'  water,  they  are  frequently  very  soft,  but  on  exposure  become 
much  harder  by  the  precipitation  of  the  soluble  silica  contained  in 
them. 

*'  Since  they  form  an  important  part  of  all  the  groups  of  sediment- 
ary rocks,  sandstones  are  abundant  in  nearly  all  countries;  and  as 
they  are  quarried  with  great  ease,  and  are  wrought  with  the  hammer 
and  chisel  \\nth  much  greater  facility  than  limestones,  granites,  and 
most  other  kinds  of  rocks,  these  qualities,  joined  to  their  various  and 
pleasing  colors  and  their  durability,  have  made  them  the  most 
popular  and  useful  of  building  stones." 

66.  The  United  States  is  abundantly  supplied  with  sandstones 
suitable  for  building  purposes.  The  following  are  some  of  the  most 
noted: 

1.  The  Brownstones  of  Connecticut  and  New  Jersev  were  formerlv 
much  used  in  buildings,  particularly  of  the  Atlantic  cities;  but 
experience  has  shown  that  they  ai'O  seriously  lacking  in  durability, 
since  their  cementing  material  is  readily  decomposed  by  the  acids 
in  the  atmosphere  of  cities.. 

2.  The  Bvrca  sandstone  is  derived  from  the  Berea  grit,  a  member 
of  the  Lower  Carboniferous  si^ies  in  Northern  Ohio.  It  is  frequently 
called  the  Cleveland  sandstone,  from  the  name  of  the  firm  controlling 
a  nuniluT  of  the  (juarries.  The  principal  quarries  are  located  at 
Amhei*st  and  Ui»n»a.  The  stone  fn>m  Amhei-st  is  generally  light 
drab  in  color,  vimv  homogeneous  in  texture,  and  composed  of  nearly 
pure  silica.  It  is  vt»ry  resistant  to  fire  and  weathering,  and  is,  on  the 
whole,  one  of  the  lu\st  and  handsomest  building  stones  known.  The 
Berea  stone  is  lighter  in  color  than  the  .\mherst.  but  sometimes 
contains  sulphide  of  iron,  and  is  then  liable  to  stain  and  decompose. 

3.  The  Wairrhf  sandstone,  also  derived  from  the  Lower  Car- 
boniferous series,  conies  fn>n\  Southern  Ohio.  This  is  a  fine  grained 
homogeniH)us  stone  of  a  light  drab  or  ilove  color,  which  works  with 
facihty,  and  which  is  very  handsome  and  durable.     It  forms  the 


Art.  3.]  Classification  and  Description.  33 

material  of  which  many  of  the  finest  buildings  of  Cincinnati  are 
constructed,  and  is,  justly,  highly  esteemed  there  and  elsewhere. 

4.  The  Lake  Superior  sandstone  is  a  dark,  purplish-brown  stone 
of  the  Potsdam  age,  quarried  at  Bass  Island,  Marquette,  Mich. 
This  is  rather  a  coarse  stone,  of  medium  strength,  but  homogeneous 
and  durable,  and  one  much  used  in  the  Lake  cities. 

5.  The  St  Genevieve  sandstone  is  a  fine  grained  sandstone  of  a 
delicate  drab  or  straw  color,  very  homogeneous  in  tone  and  texture. 
It  is  quarried  at  St.  Genevieve,  Missouri,  and  is  one  of  the  handsomest 
of  all  our  sandstones. 

6.  The  Medina  sandstone^  which  forms  the  base  of  the  Upper 
Silurian  series  in  Western  New  York,  furnishes  a  remarkably  strong 
and  durable  stone,  much  used  for  pavements  and  curbing  in  the 
Lake  cities. 

56.  Other  Names.  There  is  a  great  variety  of  names  of  more  or 
less  local  application,  derived  from  the  appearance  of  the  stone, 
the  use  to  which  it  is  put,  etc.,  which  it  would  be  impossible  to 
classify.  The  same  stone  often  passes  under  entirely  different 
names  in  different  localities;  and  stones  entirely  different  in  their 
essential  characteristics  often  pass  under  the  same  name. 

67.  LooATiON  OF  Quarries.  For  information  concerning  the 
location  of  quarries,  character  of  product,  etc.,  see:  Tenth  Census 
of  the  U.  S.,Vol.  X,  Report  on  Quarry  Industry,  p.  107-363;  Report 
of  Smithsonian  Institution,  1885-86,  Part  II,  p.  357-488;  Merrill's 
Stones  for  Building  and  Decoration,  p.  45-312 — substantially  the 
same  as  the  preceding;  — and  the  reports  of  the  various  State  geo- 
logical surveys. 

68.  OOST.     See  §  687. 


CHAPTER    II 
BUILDING  BRICK 

61.  Until  about  1901  the  word  brick  always  meant,  in  this 
country  at  least,  a  prism  of  burned  clay;  but  at  about  the  above 
date  a  brick  composed  of  sand  and  lime  was  put  upon  the  market, 
and  the  importance  of  the  latter  kind  of  brick  is  sufficient  to  require 
consideration  here.  AdolDe  bricks  are  sun-dried  blocks  of  loam  or 
clay,  and  are  an  important  building  material  in  many  arid  or  semi- 
arid  regions;  but  the  primitive  character  of  the  structures  built  with 
such  brick  does  not  justify  any  consideration  of  that  material  here. 
Recently  a  cement  brick,  i.e.,  a  block  of  about  the  size  of  an  ordinary 
brick  made  of  cement  mortar,  has  been  put  upon  the  market;  but 
it  is  not  in  common  use,  and  can  be  considered  better  after  cement 
has  been  studied,  and  hence  a  discussion  of  this  form  of  brick  will  be 
deferred  to  Chapter  XI. 

This  chapter,  then,  will  be  divided  into  two  parts,  viz.:  Art.  1, 
Common  or  Clay  Brick;  and  Art.  2,  Sand-Lime  Brick. 

Art.  1.     Clay  Brick. 

62.  Brick  is  a  most  vahial)le  building  material.  Its  comparative 
cheapness,  the  ease  with  which  it  is  transported  and  handled,  and 
the  facility  with  which  it  is  worked  into  structures  of  any  desired 
form,  are  its  valuable  characteristics.  It  is,  when  properly  made, 
nearly  as  strong  as  the  best  building  stone.  It  is  but  slightly  affected 
by  changes  of  temperature  or  of  humidity;  and  is  also  lighter  than 
stone. 

Bricks  are  much  used  in  architectural  construction,  but  pro- 
portionally much  less  in  engineering  structures,  notwithstanding 
their  good  qualities  which  recommend  them  as  substitutes  for  stone. 
In  former  editions  of  this  volume  arguments  were  given  why  brick 
under  certain  conditions  should  l)e  substituted  for  stone  in  engineering 
structures,  particularly  as  recent  improvements  in  the  process  of 
manufacture  had  decreased  the  cost  while  they  had  increased  the 
quality  and  the  uniformity  of  the  product;  but  at  about  the  time  of 
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the  improvements  in  the  quality  of  brick,  the  developments  in  the 
Portland  cement  industry  led  to  the  greatly  increased  use  of  concrete 
in  both  architectural  and  engineering  construction,  and  consequently 
brick  is  now  a  relatively  less  important  building  material  than 
formerly.  Nevertheless  brick  is  still  an  important  constructive 
material;  and  the  increasing  cost  of  lumber  is  likely  to  increase  the 
importance  of  brick  as  a  material  of  architectural  construction; 
but  concrete  owing  to  its  cheapness  and  strength  is  likely  to  be  used 
more  and  more  in  engineering  structures  where  brick  formerly  was 
employed. 

63.  There  are  two  kinds  of  clay  brick, — fire  brick  and  common 
brick.  Both  are  made  by  submitting  clay  which  has  been  prepared 
properly  and  moulded  into  shape,  to  a  temperature  which  converts 
it  into  a  semi-vitrified  mass. 

64.  Fire  Briok.  Fire  bricks  are  used  whenever  very  high  tem- 
peratures are  to  be  resisted.  They  are  made  either  of  a  very  nearly 
pure  clay,  or  of  a  mixture  of  pure  clay  and  clean  sand,  or,  in  rare 
cases,  of  nearly  pure  silica  cemented  with  a  small  proportion  of  clay. 
The  presence  of  oxide  of  iron  is  very  injurious,  and,  as  a  rule,  the  pres- 
ence of  6  per  cent  justifies  the  rejection  of  the  brick.  In  specifications 
it  should  generally  be  stipulated  that  fire  brick  should  contain  less 
than  6  per  cent  of  oxide  of  iron,  and  less  than  an  aggregate  of  3  per 
cent  of  combined  lime,  soda,  potash,  and  magnesia.  The  sulphide 
of  iron — pyrites — is  even  worse  in  its  effect  on  fire  brick  than  the 
substances  first  named. 

When  intended  to  resist  only  extremely  high  heat,  silica  should 
be  in  excess;  and  if  to  be  exposed  to  the  action  of  metallic  oxides, 
which  would  tend  to  unite  with  silica,  alumina  should  be  in  excess. 

Good  fire  brick  should  be  uniform  in  size,  regular  in  shape,  homo- 
geneous in  texture  and  composition,  easily  cut,  strong,  and  infusible. 

66.  BXTILDINO  Briok.  The  Olay.  The  quaUty  of  the  brick  de- 
pends primarily  upon  the  kind  of  clay  used.  Common  clays,  of  which 
the  common  brick  is  made,  consist  principally  of  silicate  of  alumina; 
but  they  also  usually  contain  lime,  magnesia,  and  oxide  of  iron. 
The  latter  ingredient  is  useful,  improving  the  product  by  giving  it 
hardness  and  strength;  hence  the  red  brick  of  the  Eastern  States  is 
often  of  better  quality  than  the  white  and  yellow  brick  made  in  the 
West.  Silicate  of  lime  renders  the  clay  too  fusible,  and  causes  the 
bricks  to  soften  and  to  become  distorted  in  the  process  of  burning. 
Carbonate  of  lime  is  certain  to  decompose  in  burning,  and  the 
caustic  lime  left  behind  absorbs  moisture,  prevents  the  adherence  of 
the  mortar,  and  promotes  disintegration. 

Uncombined  silica,  if  not  in  excess,  is  beneficial,  as  it  preserves  the 
form  of  the  brick  at  high  temperatures.     In  excess  it  destroys  the 
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cohesion,  and  renders  the  bricks  brittle  and  weak.     Twenty-five 
per  cent  of  silica  is  a  good  proportion. 

66.  Moulding.  In  the  old  process  the  clay  is  tempered  with 
water  and  mixed  to  a  plastic  state  in  a  pit  with  a  tempering  wheel, 
or  in  a  primitive  pug-mill;  and  then  the  soft,  plastic  clay  is  pressed 
into  the  moulds  by  hand.  This  method  is  so  slow  and  laborious 
that  it  has  been  almost  entirely  displaced  by  more  economical  and 
expeditious  ones  in  which  the  work  is  done  wholly  by  machinery. 
There  is  a  great  variety  of  machines  for  preparing  and  moulding  the 
clay,  which,  however,  may  be  grouped  into  three  classes,  according 
to  the  condition  of  the  clay  when  moulded:  (1)  soft-mud  machines, 
for  which  the  clay  is  reduced  to  a  soft  mud  by  adding  about  one 
quart<5r  of  its  volume  of  water;  (2)  stiff-mud  machines,  for  which  the 
clay  is  reduced  to  a  stiff  nuid;  and  (3)  dry-clay  machines,  with  which 
the  dry  or  nearly  diy  clay  is  forced  into  the  moulds  by  a  heavy 
pressure  without  having  been  reduced  to  a  plastic  mass.  These 
machines  may  also  l)e  divided  into  two  classes,  according  to  the 
method  of  filling  the  moulds:  (1)  Those  in  which  a  continuous  stream 
of  clay  is  forced  from  the  pug-mill  through  a  die  and  is  afterw^ds 
cut  up  into  bricks;  and  (2)  those  in  which  the  clay  is  forced  into 
moulds  moving  under  the  nozzle  of  the  pug-mill. 

67.  Burning.  The  time  of  burning  varies  with  the  character  of 
the  clav,  the  form  and  size  of  kiln,  and  the  kind  of  fuel.  With  the 
older  processes  of  burning,  the  brick,  when  dry  enough,  is  built  up 
in  soc^tions — by  brick-makers,  called  '*  arches," — which  are  usually 
about  5  bricks  (31  feet)  wide,  30  to  40  bricks  (20  to  30  feet)  long, 
and  from  35  to  50  courses  high.  Each  section  or  "arch"  has  an 
opening— called  an  "eye" — at  the  bottom  in  the  center  of  its  width, 
which  nms  entirely  through  the  kiln,  and  in  which  the  fuel  used  in 
])urning  is  placed.  After  the  bricks  are  thus  stacked  up,  the  entire 
pile  is  enclosed  with  a  wall  of  green  brick,  and  the  joints  between 
the  casing  bricks  are  carefully  stopped  with  mud.  Burning,  including 
drying,  occupies  from  (i  to  15  days.  The  brick  is  first  subjected 
to  a  moderate  heat,  and  when  all  moisture  has  been  expelled,  the 
heat  is  increased  sh)wly  until  the  "arch-brick,"  i.e.,  those  next  to 
the  "eye,"  attain  a  white  heat.  This  temperature  is  kept  up  until 
the  burning  is  complete.  Finally,  all  openings  are  closed,  and  the 
mass  slowly  cools. 

With  the  more  modern  processes  of  burning,  the  principal  yards 
have  permanent  kilns.  These  are  usually  either  a  rectangular  space 
surrounded,  except  for  veiy  wide  doors  at  the  ends,  by  permanent 
brick  walls  having  fire-boxes  on  the  outside;  or  the  kiln  may  be 
entirely  enclosed — al>ove  as  well  as  on  the  sides — with  brick  masonry. 
The  latter  are  usually  circular,  and  are  sometimes  made  in  com- 
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partments,  each  of  which  has  a  separate  entrance  and  independent 
connection  with  the  chimney.  The  latter  may  be  built  within  the 
kiln  or  entirely  outside,  but  a  downward  draught  is  invariably  secured. 
The  fuel,  usually  fine  coal,  is  placed  near  the  top  of  the  kiln,  and  the 
down  draught  causes  a  free  circulation  of  the  flame  and  heated  gases 
about  the  material  being  burned.  While  some  compartments  are 
being  fired  others  are  being  filled,  and  still  others  are  being  emptied 

68.  0LA8SIFI0ATION  OF  BuiLDlNO  Briok.  Bricks  are  classified 
according  to  (1)  the  way  in  which  they  are  moulded;  (2)  their  posi- 
tion in  the  kiln  while  being  burned;  and  (3)  their  form  or  use. 

69.  Olasflification  according  to  Method  of  Moulding.  The  method 
of  moulding  gives  rise  to  the  following  terms: 

Sofi-mud  Brick.  One  moulded  from  clay  which  has  been  reduced 
to  a  soft  mud  by  adding  water.  It  may  be  either  hand-moulded  or 
machine-moulded. 

Stiff-mud  Brick.  One  moulded  from  clay  in  the  condition  of 
stiff  mud.     It  is  always  machine-moulded. 

Pressed  Brick.     One  moulded  from  dry  or  semi-dry  clay. 

Re-pressed  Brick.  Usually  a  stiff-mud  brick  which  has  been 
subjected  to  an  enormous  pressure  to  render  the  form  more  regular 
and  to  increase  its  strength  and  density.  It  is  doubtful  whether  the 
re-pressing  increases  either  the  strength  or  the  density.  Occasionally 
in  the  East,  and  more  formerly  than  at  present,  a  soft-mud  brick, 
after  being  partially  dried,  is  re-pressed,  which  process  greatly 
improves  the  form  and  also  the  strength  and  the  density.  A  re- 
pressed brick  is  sometimes,  but  inappropriately,  called  a  pressed 
brick. 

Slop  Brick.  In  moulding  brick  by  hand,  the  moulds  are  some- 
times dipped  into  water  just  before  being  filled  with  clay,  to  pre- 
vent the  mud  from  sticking  to  them.  Brick  moulded  by  this  process 
is  known  as  slop  brick.  It  is  deficient  in  color,  and  has  a  compara- 
tively smooth  surface,  with  rounded  edges  and  corners.  This  kind 
of  brick  is  now  seldom  made. 

Sanded  Brick.  Ordinarily,  in  making  soft-mud  brick,  sand  is 
sprinkled  into  the  moulds  to  prevent  the  clay  from  sticking;  the 
brick  is  then  called  sanded  brick.  The  sand  on  the  surface  is  of  no 
serious  advantage  or  disadvantage.  In  hand-moulding,  when  sand 
is  used  for  this  purpose,  it  is  certain  to  become  mixed  with  the  clay 
and  occurs  in  streaks  in  the  finished  brick,  which  is  very  undesirable; 
and  owing  to  details  of  the  process,  which  it  is  here  unnecessary  to 
explain,  every  third  brick  is  especially  bad. 

Machine-^ade  Brick.  Brick  is  frequently  described  as  *'  machine- 
made";  but  this  is  very  indefinite,  since  all  grades  and  kinds  are 
made  by  machinery. 
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70.  dassification  according  to  Position  in  Kiln.  When  brick  was 
generally  burned  in  the  oldnstyle  up-draught  kiln,  the  classification 
according  to  position  was  important;  but  with  the  new  styles  of 
kilns  and  improved  methods  of  burning,  the  quality  is  so  nearly 
uniform  thn)ughout  the  kiln,  that  the  classification  is  less  important. 
Three  grades  of  brick  are  taken  from  the  old-style  kiln:  arch  brick, 
body  brick,  and  Kalmcm  brick. 

Arch  (ir  Clinker  Bricks.  Those  which  form  the  tops  and  sides  of 
the  arches  in  which  the  fire  is  built.  Iteing  over-burned  and  partially 
vitrified,  they  are  hard,  brittle,  and  weak. 

Bodif,  Chcrnjf  or  Hard  Bricks,  Those  taken  from  the  interior 
*)f  the  pile.     The  l)est  bricks  in  the  kiln. 

SaimoUy  Pali\  or  Soft  Bricks.  Those  which  form  the  exterior  of 
the  miwH.  Being  underburned,  they  are  too  soft  for  ordinary  work, 
urih^HH  it  l)e  for  filling.  The  terms  salmon  and  pale  refer  to  the  color 
of  the  brick,  and  hence  are  not  applicable  to  a  brick  made  of  a  clay 
Wild  does  not  burn  red.  Although  nearly  all  brick  clays  bum  red, 
yet  the  localities  where  the  contrary  is  true  are  sufficiently  numerous 
to  make  it  desirables  to  use  a  different  term  in  designating  the  quality. 
There  i.s,  nec(».sHJirily,  no  relation  l)etween  color,  and  strength  and 
density.  Hrick-nuikers  naturally  have  a  prejudice  against  the  term 
soft  brick,  which  doubtless  explains  the  nearly  universal  prevalence 
of  tlui  l(»HH  appro])riate  term — salmon. 

71.  Olasaification  according  to  Use.  The  form  or  use  of  bricks 
gives  vm*.  to  the  following  terms. 

('(tmfHiMs  Brick.  One  having  one  edge  shorter  than  the  other. 
I'si'd  in  lining  cin'ular  shafts,  etc. 

Froihrr-ctlfjr  Brick.  One  having  one  edge  thinner  than  the  other. 
I  's(mI  in  arches;  and  more  pmpcrly,  but  less  frequently,  called  voussoir 
brick. 

Face  Brick.  Those  which,  owing  to  uniformity  of  size  and  color, 
are  suitable  for  the  face  of  the  wall  of  buildings.  Sometimes  face 
bricks  are  simply  the  best  ordinary  brick;  ])ut  generally  the  term  is 
ai)plie(l  only  to  re-i)resscd  or  pressed  l)rick  made  specially  for  this 
purpose. 

Srirer  Brick.     Ordinary  hard  )>rick,  smooth,  and  regular  in  form. 

PavitKj  Brick.  Very  hard,  ordinary  brick.  A  vitrified  clay 
l)lock,  verj"  much  larger  than  ordinary  brick  (see  §  8:^),  is  sometimes 
used  for  paving,  and  is  called  a  paving  brick,  but  more  often,  and 
more  properly,  a  brick  paniig-block. 

Vitrified  Brick.  The  introduction  of  brick  for  street  pavements 
about  1890  led  to  a  new  grade  of  building  brick,  viz.,  vitrified  brick, 
one  ])urncd  to  the  point  of  vitrifaction  and  then  annealed  or  toughened 
by  slowly  cooling.     Vitrified  brick  and  paving  blocks,  though  origi* 
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nally  made  for  paving  purposes,  are  now  much  used  in  building  and 
engineering  structures. 

72.  TI8T8  FOR  Briok.  The  tests  usually  applied  to  determine  the 
quality  of  brick  are  those  for:  (1)  form,  (2)  texture,  (3)  absorptive 
power,  (4)  crushing  strength,  (5)  transverse  strength.  Brick  are  so 
common,  and  the  requisites  for  good  building  brick  are  so  obvious, 
and  it  is  so  easy  to  determine  whether  any  particular  lot  of  brick 
has  the  desirable  qualities,  that  there  is  not  much  need  of  laboratory 
tests  of  building  brick.  However,  the  several  tests  enumerated 
above  will  be  briefly  considered. 

73.  Form.  A  good  brick  should  have  plane  faces,  parallel  sides, 
and  sharp  edges  and  angles.  In  regularity  of  form  re-pressed  brick 
ranks  first,  dry-clay  brick  next,  then  stiff-mud  brick,  and  soft-mud 
brick  last.  Regularity  of  form  depends  largely  upon  the  quality  of 
the  clay  and  the  method  of  burning.  A  good  brick  should  not  have 
depressions  or  kiln  marks  on  its  edges  caused  by  the  pressure  of  the 
brick  above  it  in  the  kiln. 

74.  Texture.  A  good  brick  should  have  a  fine,  compact,  uniform 
texture;  and  should  contain  no  fissures,  air  bubbles,  pebbles,  or  lumps 
of  lime.  It  should  give  a  clear  ringing  sound  when  struck  a  sharp 
blow  with  a  hammer  or  another  brick.  A  brick  which  gives  a  clear 
ringing  sound  is  strong  and  durable  enough  for  any  ordinary  work. 

The  compactness  and  uniformity  of  texture,  which  greatly  influence 
the  durability  of  brick,  depend  mainly  upon  the  method  of  moulding. 
As  a  general  rule,  hand-moulded  bricks  are  best  in  this  respect,  since 
the  clay  in  them  is  more  uniformly  tempered  before  being  moulded; 
but  this  advantage  is  partially  neutralized  by  the  presence  of  sand 
seams  (§  69).  Machine-moulded  soft-mud  bricks  rank  next  in  com- 
pactness and  uniformity  of  texture.  Then  come  machine-moulded 
stiff-mud  bricks,  which  vary  greatly  in  durability  with  the  kind  of 
machine  used  in  their  manufacture.  By  some  of  the  machines,  the 
brick  is  moulded  in  layers  (parallel  to  any  face,  according  to  the  kind 
of  machine),  which  are  not  thoroughly  cemented,  and  which  separate 
under  the  action  of  the  frost.  In  compactness,  the  dry-clay  brick 
comes  last.  However,  the  relative  value  of  the  products  made  by  the 
different  processes  varies  with  the  nature  of  the  clay  used. 

76.  Absorptive  Power.  Formerly,  it  was  believed  that  the 
absorptive  power  of  a  building  brick  had  an  important  effect  upon 
its  ability  to  resist  destruction  by  frost;  but  experiments  and  a  more 
careful  study  of  experience  has  shown  that  the  absorptive  power  of 
a  brick  has  little  or  nothing  to  do  with  its  durability.  Apparently 
there  are  two  reasons  for  this:  (1)  the  pores  of  the  brick  are  not 
entirely  filled  with  water,  and  consequently  the  expansion  of  the  water 
in  freezing  is  cushioned  by  the  air  in  the  pores;  and  (2)  with  the  more 
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|smMi8  hrirka,  the  water  freezes  in  the  pores  without  any  destructive 
«^fTiHM  much  as  water  freezes  in  a  large-necked  bottle,  and  with  the 
mon>  donw  bricks  the  strength  of  the  burned  clay  is  greater  than  the 
<^\|vnnsivo  (oTVQ  of  the  water.  The  absorptive  power  varies  with  the 
x'Wmionl  coniposition  of  the  clay,  and  there  seems  to  be  no  close 
tvl,^tion  )H'tw<>en  the  al^sorptive  power  and  the  strength  of  a  brick 
^^r  0\^  Kvw  of  HtrenKth  by  freezing.* 

?•»  Thtm^  are  different  methods  in  use  for  determining  the  amount 
vMf  x^siior  tnkoii  up  by  a  brick,  and  these  lead  to  slightly  different 
w^uhjt,  S^>mo  experimenters  dry  the  bricks  in  a  hot-air  chamber, 
>^^^U*  ^Mi\(^  dry  them  simply  by  exposing  them  in  a  drj'  room;  some 
^\»vHiut^ntt»rH  immerse  the  bricks  in  water  in  the  open  air,  while 
v^^Wv^  uniuorNO  them  under  the  receiver  of  an  air-pump;  some 
M^u\^o^^9ii\  whnln  brick,  and  some  use  small  pieces;  and,  again,  some 
^«\  lUo  vtiirfuiM)  with  bibulous  paper,  while  others  allow  the  surface 
l>^  xlvv  by  iwiiporation.  Air-drying  represents  the  conditions  of 
*vU\j^|  i^xpimim)  ill  muscmry  structures,  since  water  not  expelled  in 
<Ha^  \Viv>'  In  no  diffuM^d  as  to  do  no  harm  in  freezing.  Immersion 
^H  th^^  \\\HH\  air  more  nearly  represents  actual  practice  than  immersion 
J^^  i^  N  ^o\unii.  'rh«  conditions  of  actual  practice  are  best  represented 
•^  ^^v«hug  wholo  brick,  since  some  kinds  have  a  more  or  less  imper- 
MnMih  nklit.  Dryirif^  the  surface  by  evaporation  is  more  accurate 
'"*^*^  urviim  It  with  paper;  however,  neither  process  is  capable  of 
*^>^^^A  nuUlifMiialical  accuracy. 

TT,  Hut\  umli«r-l)!irned  brick,  such  as  are  frequently  used  in  filling 
^>^  Mjo  UUiM'tur  (»f  wiiIIh,  will  absorb  from  30  to  35  per  cent  of  their 
>^>M»\h!  \\(  WHli«r;  Hi)rne  grmd  dryK'lay  or  pressed  brick  have  an 
A«'^M|^Uuu  iif  IT)  to  20  iHtr  cent,  while  others  run  from  5  to  10  per 
N'^HXt,   m\\\  Nutiio  vitrificrl  brick  absorb  only  1  to  2  per  cent.f 

▼•.  Qrtiihing  Strength.  The  crushing  strength  of  brick  is  valuable 
^^T  W^  **'*''>P"»*lnK  cjiffftrcnt  brands;  and  gives  no  idea  of  the  strength 
V4  NNHlU  Imlh.  of  Hiich  brirkrt  (see  §  622).  The  crushing  strength  of 
K  ^fclk  ^*  ^^^  I'^'ltHivi'ly  jrmH  iiiifK)rtance  than  that  of  stone,  since  owing 
2^!kA  ''^^''^^Ivnly  Hrnallcr  size  of  the  brick  and  consequently  the 
^W^^i^Wly  liir^t«r  pro|Hirtion  of  mortar,  the  strength  of  brick  masonr>' 
^*^^^^V  tl««|NiiMlM,t,  upon  the  strength  of  the  mortar  than  is  stone 
•^WW^^M'V       *rbn  Nt  r^ngth  of  the  brick  is  of  relatively  small  importance 


.  !  "•*»»•^»ir  JH  nearly  as  strong  as  the  brick  (see  §  622);  and 
2^j*  W  Unvnr  Ww  caw;  unless  a  rich  port  land-cement  mortar  is  used, 

jjy^^**  •'»•*!.  ill  ordinary  brick  masonry  the  crushing  strength  of 
^^y?L  *''  ^'nall  inif)ortance  provided  a  reasonably  good  quality 

*ijnilaM  l(«#y«i  Kxp«»riinont  Station.  Thoninduatrie,  Zeitung,  No.  74, 1905. 
W  MmftU,  i,U-.,  1804,  p.  448;  ifnd.,  1895,  p.  435-36;  ibid.,  1896,  p.  347. 
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It  has  already  been  explained  (§  10-15)  that  the  results  for  the 
crushing  strength  of  stone  vary  greatly  with  the  details  of  the  experi- 
ments; but  this  difference  is  even  greater  in  the  case  of  brick  than 
in  that  of  stone.  In  testing  stone  the  uniform  practice  is  to  test 
cubes  (§  11)  whose  faces  are  carefully  dressed  to  parallel  planes. 
In  testing  brick  there  is  no  established  custom.  (1)  Some  few 
experimenters  test  cubes;  but  nearly  all  of  the  tests  that  have  been 
published  have  been  made  with  some  form  of  specimen  other  than 
the  cube.  With  stone  it  is  necessary  to  specially  prepare  a  test 
specimen,  and  the  cube  is  as  easy  to  prepare  as  any  form;  but  with 
brick  it  is  not  equally  necessary  to  specially  prepare  a  test  specimen, 
and  hence  it  has  become  the  custom  to  use  a  half  or  a  whole  brick 
in  making  the  compression  test.  (2)  Some  experimenters  grind  the 
pressed  surfaces  to  exact  planes,  and  some  level  up  the  surfaces  by 
putting  on  a  thin  coat  of  plaster  of  paris,  while  others  do  nothing 
to  prepare  the  bedding  surfaces — particularly  with  pressed  brick. 
(3)  Sometimes  brick  are  tested  on  end,  sometimes  on  edge,  and  some- 
times flatwise,  the  last  being  the  more  common  practice  with  the 
testing  machine  at  the  U.  S.  Watertown  Arsenal. 

79.  Soaking  a  brick  in  water  decreases  its  compressive  strength, 
apparently  because  the  water  acts  as  a  lubricant  on  the  plane  of 
rupture.  In  a  series  of  experiments  with  the  U.  S.  testing  machine 
at  Watertown,  of  thirty  tests  upon  ordinary  building  brick  from  ten 
localities,  all  but  two  showed  a  loss  of  strength  due  to  immersion  in 
water  for  one  week;  and  the  wet  half  of  a  brick  gave  an  average 
strength  of  only  85  per  cent  of  the  strength  of  the  dry  half. 

80.  Some  experiments  with  the  testing  machine  at  the  U.  S. 
Arsenal  at  Watertown,  to  determine  the  relative  strength  of  hard- 
burned  face  brick  tested  flatwise,  edgewise,  apd  endwise,  gave  aver- 
ages for  four  tests  each  as  follows  rf 

Flatwise 11 174  lb.  per  sq.  in.  =  100  per  cent. 

Edgewise 8978"       "       "      =    80 

Endwise 6972"       "       "      =    62 

The  pressed  surfaces  were  set  in  plaster  of  paris.  Other  tests  with 
common  brick  gave  approximately  the  same  results,  f 

According  to  the  formula  of  §  17,  a  brick  tested  flatwise  would  be 
32  per  cent  stronger  than  when  tested  as  a  cube. 

Bricks  sent  to  the  World's  Columbian  Exposition  at  Chicago  in 
1893  from  several  States,  and  afterwards  tested  at  the  Watertown 
Arsenal  flatwise  with  the  pressed  surfaces  set  in  plaster  of  paris,  gave 
the  results  in  Table  7. 

♦Tests  of  Metals,  etc.,  1894,  p.  439. 
fibid.,  1885,  p.  1158-59. 
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TABLE  7. 

Compressive  Strength  of  Brick  Sent  to  the  World's 

Columbian  Exposition.* 


Rbf. 
No. 


1 
2 
3 
4 
5 
6 
7 
8 
9 
10 

11 
12 


State. 


Arkansas  . . 
Florida .... 

Idaho  

Illinois 

Iowa 

Minnesota  . 
S.  Dakota  . 

Utah 

Washington 
Wyoming. . 

Japan  

Sweden 


Poundi  per  Square  Inefa. 


Loweei. 


3465 
2  477 
7  393 
3966 
5828 
1311 
3648 
3202 
2405 
11060 

4782 
5000 


Hicbest. 


9469 

5077 

22  561 

12  280 

12  269 
7402 
8936 

4  362 
13137 

13  077 

5  529 
22  955 


For  bricks  sent  to  the  Louisiftna  Purchase  Exposition  at  St. 
Louis  in  1904,  and  afterwards  tested  at  Watertown  flatwise,  the 
surfaces  being  set  in  neat  port  land-cement  mortar,  the  average  of 
five  tests  is  as  shown  in  Table  S.f 


TABLE  S. 
Compressive  Strkm^th  of  Brick  Manufactured  by  Different 

PrOCKSSKS  at  DlFFKRKNT  PLACES. 


Rrf 

No. 


I 
•> 

mm 


4 

5 

{\ 

t 

s 


Kind  op  Brick. 


CoifPRBasiTB  Stbsngth. 
Pounds  per  Square  Inch. 


Min. 


■-  I- 


i  Fai'K  Hkick:  ' 

Stiff-mud 1  S  9;K) 

nn'-pn\s«*iHl 8  9:» 

Ui^pn^siscil  si>ft-inud 5  770 

(\^MMON    Bku'k: 

Hrtni-buriu\i.  8i>ft-mud.Cainbriilgt> 9  140 

BnvkfieW 4  340 

Mt^chjinicsville o  110 

MtHiium-buriuHl.iU^ft-imui.  Oambridj^*  .  ..  4  610 
BriH^ktioia 4  200 


Max. 

15  330 

17  990 

7560 

14  750 

4580 

6  730 

8590 

6850 

Mean. 


12  766 

11  190 

6  780 


11340 

4  475 
5808 
6590 

5  248 


♦  r»»st*  of  MotnK  etc..  1S*M.  p.  4o6-6S. 
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Five  samples  each  of  fourteen  lots  of  Hudson  River  brick  gave 
an  average  crushing  strength  of  3,943  lb.  per  sq.  in.  for  half  bricks 
tested  flatwise,  the  range  for  the  averages  of  the  several  lots  being 
from  2,701  to  5,416,  and  the  range  for  the  individual  brick  being 
from  1,607  to  8,944.* 

The  highest  known  crushing  strength  of  any  brick  is  38,446  lb. 
per  sq.  in.,t  and  as  the  brick  was  tested  on  end  the  result  is  exceed- 
ingly remarkable. 

81.  TranBverse  Strength.  A  brick  is  not  often  used  where  it  is 
subjected  to  a  direct  bending  stress,  but  the  method  of  failure  of  brick 
piers  (§  618)  shows  that  the  transverse  strength  of  the  brick  indi- 
rectly affects  the  compressive  resistance  of  brick  masonry.  The 
experiments  necessary  to  determine  the  transverse  strength  of  brick 
are  easily  made  (§  18),  and  give  definite  results,  as  well  as  furnish 
important  information  concerning  the  practical  value  of  the  brick; 
and  hence  the  determination  of  the  transverse  strength  is  one  of  the 
best  means  of  judging  the  quality  of  a  brick. 

According  to  experiments  made  with  the  U.  S.  testing  machine  at 
Watertown  upon  sixteen  different  grades  of  brick  from  six  factories, 
the  transverse  strength  is  13.5  per  cent  of  the  compressive  strength 
of  half  brick  tested  flatwise.J  From  1883  to  1905  there  were  made 
with  the  U.  S.  testing  machine  thirty-seven  determinations  of  the 
transverse  strength  of  brick  from  eleven  factories,  the  lowest  being  308 
pounds  per  square  inch,  the  highest  being  2,589,  and  the  mean,  1,002. 

The  transverse  strength  of  shale  paving  or  building  brick  is 
considerably  larger  than  any  of  the  above,  being  from  2,500  to  4,000 
lb.  per  sq.  in. 

82.  Shearing  Strength.  The  shearing  strength  of  nine  specimens 
of  brick  from  five  factories  tested  on  the  U.  S.  testing  machine  in  1894 
gave  a  shearing  strength  equal  to  10.1  per  cent  of  the  crushing  strength 
flatwise;  and  sixteen  samples  from  six  factories,  tested  in  1895,  gave 
14.7  per  cent.  In  the  first  lot  the  range  was  from  7  to  17  per  cent; 
and  in  the  second  from  8  to  30  per  cent.  Apparently  a  higher  com- 
pressive strength  is  accompanied  by  a  proportionally  lower  shearing 
strength;  but  the  tendency  is  not  very  marked. 

83.  Size.  The  size  of  common  brick  varies  widely  with  the 
locality  and  also  with  the  maker,  and  with  the  same  maker  the  brick 
are  likely  to  be  larger  as  the  working  season  advances,  owing  to  the 
wear  of  the  moulds  or  the  die.  Hard-burned  bricks  are  smaller  than 
soft-burned  ones,  owing  to  the  greater  shrinkage  in  burning;  and 
this  diflference  varies  with  the  different  kinds  of  clays. 

*  Engineering  News,  vol.  liii,  p.  384. 
t  Tests  of  Metals,  ct<;.,  1907,  p.  286. 
X  Ibid.,  1895,  p,  323. 
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In  England  the  legal  standard  size  for  brick  is  8}X4}X2|  inches. 
In  Scotland  the  average  size  is  about  9^  X  4^  X 3^  inches;  in  Germany, 
9JX4}X2}  inches;  in  Austria,  lliX5iX2f  inches;  in  Cuba,  11X5^ 
X2f  inches;  and  in  South  America,  12jX6jX2J  inches. 

In  the  United  States  there  is  no  legal  standard,  and  the  dimen- 
sions vary  greatly.  In  1887  the  National  Brick  Makers'  Association 
adopted  standard  sizes  for  brick,  but  in  1893  modified  them  slightly 
and  in  1899  re-affirmed  the  latter  dimensions,  which  are: 

Common  Brick 8}  X4 Xi    inches. 

Paving  Brick 8ix4x2i  inches. 

Pressed  Brick 8|X4X2}  inches. 

Roman  Brick 12  X4xli  inches. 

Norman  Brick 12  X4x2|  inches. 

Paving  blocks  are  occasionally  used  as  building  bricks.  The 
blocks  range  in  size  from  9X4X3  to  9X5X4  inches,  the  former  being 
much  the  more  common. 

84.  Large  brick  are  worth  more  per  thousand  than  small  ones, 
a  seemingly  small  difference  in  the  size  of  the  individual  brick  making 
a  greater  difference  in  the  volume  of  a  thousand  bricks  than  is  usually 
supposed.  If,  reckoned  according  to  the  cubic  contents,  brick 
8X4X2  inches  is  worth  $10  per  thousand,  brick  8JX4JX2J  is 
worth  $12.33  per  thousand,  and  8iX4iX2i  is  worth  $15  per  thou- 
sand. In  the  first  case  a  difference  of  i  inch  on  each  dimension  is 
worth  $1.16  per  thousand,  and  in  the  second  case,  $1.25. 

Further,  where  bricks  are  laid  by  the  thousand,  small  bricks  are 
doubly  expensive. 

85.  OOST.  In  1905  the  average  selling  price  of  brick  in  the  several 
States  was  as  in  Table  9.*  Prices  have  been  gradually  rising  for 
eight  years. 


TABLE  9. 

Average  Selling  Price  of  Clay  Brick  in  the 

Several  States. 


Ref. 

No. 

Kind. 

Average  Selunq  Pbicb 
PER   1  000. 

Least. 

Highest. 

Mean. 

1 

Common 

$4.28 
7.58 
8.58 

$9.48 
19 .  23 
26.15 

$6.25 

2 

Pavinjjj 

10.07 

3 

Pressed  (Face^ 

13.12 

♦Mineral  Resources  of  the  I'.  S.,  1905,  p.  957. 
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Art.  2.    Sand-Lime  Brick. 

86.  Sand-lime  brick  consist  of  a  mass  of  sand  cemented  together 
with  lime.  There  are  two  classes  of  sand-lime  brick:  one  in  which 
the  binding  material  is  carbonate  of  lime^  and  the  other  in  which  the 
binding  material  is  silicate  of  lime. 

The  first  is  virtually  a  brick  made  of  ordinary  lime  mortar, 
moulded  as  are  soft-mud  clay  brick,  and  hardened  in  the  open  air 
or  in  an  atmosphere  rich  in  carbon  dioxide  (CO,),  either  with  or 
without  pressure.  This  form  may  properly  be  called  a  lime-mortar 
brick.  It  is  the  older  form  of  sand-lime  brick,  and  was  formerly 
made  in  a  small  way  where  sand  and  lime  were  cheap  and  clay  and 
fuel  were  expensive;  but  the  brick  is  so  weak  and  friable  that  it  has 
not  given  satisfaction,  and  needs  no  further  consideration  here. 

The  second  kind  of  sand-lime  brick  is  made  from  a  mixture  of 
sand  and  lime  which  is  moulded  in  a  press  and  hardened  by  being 
subjected  to  steam  under  pressure.  In  this  case  the  binding  material 
consists  chiefly  of  hydrosilicate  of  lime.  Probably  part  of  the  lime 
is  converted  into  carbonate  by  absorbing  carbon  dioxide;  but  the 
most  of  the  lime  combines  with  the  silica  of  the  sand  and  forms 
hydrosilicate  of  lime,  a  stable  and  comparatively  strong  cementing 
material.  This  form  is  the  only  one  to  which  the  term  sand-lime 
brick  is  now  applied;  but  in  consulting  the  past  literature  on  the 
subject,  a  careful  distinction  should  be  made  between  the  two  forms 
of  so-called  sand-lime  brick.  This  form  of  sand-lime  brick  was  first 
manufactured  in  Germany  about  1880,  and  has  been  used  there  to 
a  considerable  extent.  It  was  introduced  into  this  country  about 
1901.  Although  the  number  of  sand-lime  brick  manufactured  here 
is  quite  small  in  comparison  with  the  number  of  clay  brick  made, 
the  number  is  so  large  and  is  increasing  so  rapidly  as  to  require  a 
discussion  here  of  this  form  of  brick. 

87.  The  Materials.  The  Sand.  Any  sand  can  be  used,  but  the 
best  results  are  obtained  with  a  pure  silica  sand,  not  containing  too 
many  coarse  grains,  properly  graded  so  as  to  leave  the  smallest 
possible  interstitial  spaces.  If  the  grains  are  coarse,  the  surface  of 
the  brick  will  not  be  as  smooth  as  though  the  grains  were  finer;  and 
unless  there  are  a  good  many  fine  grains,  there  will  not  be  sufficient 
surface  to  allow  the  most  complete  combination  of  the  lime  and  the 
silica.  If  the  size  of  the  sand  grains  is  not  properly  graded,  too  much 
lime  will  be  required  to  fill  the  voids  or  interstitial  spaces,  which  will 
needlessly  add  to  the  cost  without  any  compensating  advantage. 

88.  Tlie  Lime.  The  quantity  of  lime  used  varies  from  4  to  10 
per  cent  according  to  the  per  cent  of  voids  in  the  sand,  and  according 
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to  the  preference  of  the  manufacturer.  Either  a  high-calcium  lime  or 
a  magnesian  lime  (see  {  105)  may  be  used,  although  the  former 
appears  to  make  the  stronger  brick. 

The  lime  must  be  reduced  to  a  paste  or  p>owder  before  being  mixed 
with  the  sand,  and  there  are  four  ways  of  doing  this:  (1)  wet  slaking, 
(2)  dry  slaking,  (3)  acid  slaking,  and  (4)  grinding.  In  the  first 
process  the  lime  is  slaked  to  a  paste  in  the  usual  way  by  drenching 
with  water  and  by  agitation  (§  220) ;  in  the  second  the  lime  is  slaked 
to  a  dry  powder  by  adding  only  enough  water  that  the  heat  of  the 
chemical  reaction  will  just  dry  the  hydrate;  in  the  third  method, 
after  the  slaking  has  begun,  a  small  amount  of  hydrochloric  acid  is 
added  to  accelerate  the  slaking  process;  in  the  fourth  method  the 
quicklime  is  ground  to  a  powder,  and  in  mixing  with  the  sand  only 
enough  water  is  added  to  make  it  possible  to  work  the  mixture  in 
the  press. 

89.  Moulding.  The  mixture  of  sand  and  lime  is  thoroughly  mixed, 
and  is  then  forced  into  moulds  under  ver>'  high  pressure,  very  much 
as  dry-clay  brick  are  moulded.  The  higher  the  pressure  the  stronger 
and  more  dense  the  brick. 

90.  Hardening.  The  bricks  are  hardened  by  being  exposed  in  a 
closed  cylinder  to  a  steam  pressure  of  1(X)  to  150  lb.  per  sq.  in.  for 
from  12  to  4  hours,  respectively.  As  a  rule  the  bricks  are  moulded 
during  the  day,  and  are  left  in  the  hardening  cylinder  over  night. 
As  soon  as  the  bricks  come  from  the  hardening  cylinder  they  can  be 
used;  but  it  is  l)etter  to  allow  them  to  stand  a  day  or  two,  as  when 
they  dry  out  they  l>ecome  harder. 

91.  OHARAonBUTios  OF  Sand-limi  Briok.  The  makers  of 
sand-lime  brick  usually  claim  that  their  product  is  equal  in  appear- 
ance and  quality  to  any  dry-clay  (pressed)  face  brick;  and  that  sand- 
lime  brick  will  gain  in  hardness  under  the  action  of  either  air  or  water. 

92.  Form  and  Oolor.  Sand-lime  brick  have  plane  faces,  free  from 
kiln  marks.  The  corners  are  square  and  sharp  iis  they  come  from 
the  prt\ss,  l)ut  are  likely  to  crumble  off  in  toeing  placed  in  the  harden- 
ing cylinder.  The  color  is  usually  white,  sometimes  pure  and  uni- 
form, and  sometimes  tinted  according  to  the  color  of  the  sand;  and 
it  is  easy  to  give  the  brick  almost  any  color  by  mixing  coloring  matter 
with  the  sanil  and  the  lime  before  moulding. 

93.  Omshing  Strength.  Three  whole  bricks  from  one  maker  in 
Arizona,  when  crushed  flatwise  with  pressed  surfaces  set  in  plaster 
of  paris,  gave  an  average  crushing  strength  of  3.000  lb.  per  sq.  in., 
the  variation  fmm  the  mean  l>eing  alH>ut  7  per  cent  each  way;  and 
four  other  bricks  from  West  Point,  X.  Y.,  gave  an  average  crushing 
strength  of  3,717  lb.  per  sq.  in.,  the  range  l>eing  fnmi  2,940  to  4,260.* 

•Tests  of  Metal*,  etc.,  1905,  p.  450-60. 
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Forty-five  half  brick  from  five  makers,  tested  under  the  author's 
direction,  flatwise  with  plastered  surfaces,  gave  an  average  crushing 
strength  of  3,693  lb.  per  sq.  in.,  the  range  for  the  different  makes  being 
from  2,412  to  6,123.* 

Five  tests  of  German  sand-lime  brick  hardened  under  high 
pressure  gave  an  average  crushing  strength  of  2,710  lb.  per  sq.  in., 
the  range  being  from  1,704  to  4,189;  and  three  samples  hardened 
under  low  pressure  gave  an  average  strength  of  1,199  lb.  per  sq.  in., 
the  range  being  from  850  to  l,353.t  No  details  are  known  as  to  the 
method  of  making  the  above  experiments. 

94.  Most  of  the  clay  brick  used  in  New  York  City  have  an  average 
crushing  strength  of  about  4,000  lb.  per  sq.  in.  for  half  brick  tested 
flatwise  (see  {  80) ;  and  brick  masonry  is  seldom  subjected  to  a  com- 
pressive stress  of  more  than  200  lb.  per  sq.  in.  (see  §  628-29).  There- 
fore the  above  results  show  that  sand-lime  brick  can  be  made  strong 
enough  for  use  in  any  ordinary  brick  work. 

95.  TranBYerse  Strength.  The  average  of  fifty-five  brick  from 
five  makers,  tested  under  the  author's  direction,  gave  an  average 
transverse  strength  of  571  lb.  per  sq.  in.,  with  a  range  for  the  different 
brands  from  420  to  766.* 

96.  AbBorption.  Sixty-six  samples  from  six  makers,  tested  under 
the  author's  direction,  gave  an  average  absorption  of  10.6  per  cent 
by  weight,  the  range  of  the  brands  being  from  8.5  to  13.5  per  cent.* 
The  absorptive  power  of  sand-lime  brick  seems  to  be  less  than  that  of 
equally  strong  clay  brick. 

97.  Resistance  to  Freeiiiig.  One-inch  cubes  of  sand-Ume  brick 
were  practically  disintegrated  after  being  frozen  and  thawed  daily 
for  twenty-nine  days.  J  Three  cubes  each  of  three  brands  when 
frozen  and  thawed  eighteen  times  gave  losses  by  weight  as  follows: 
100  per  cent,  13.2  per  cent,  2.7  per  cent.^f  Soft  pressed  clay  brick 
in  the  same  tests  lost  nothing.  Two  half  brick  after  freezing  and 
thawing  twenty  times  lost  14.3  and  5.3  per  cent  by  weight  respect- 
ively; and  a  soft  clay  brick  in  the  same  series  lost  nothing.* 

Apparently,  ordinary  sand-lime  brick  do  not  stand  frost  as  well 
as  equally  strong  clay  brick. 

98.  Effect  of  Weather.  Two  each  of  three  brands  of  sand-lime 
brick  were  placed  in  the  open  air  where  they  were  exposed  to  the  sun, 
wind,  and  rain  from  August  to  March  inclusive.  One  each  of  each 
brand  was  kept  in  a  closed  box  in  a  dry  place.  The  exposed  brick 
were  thoroughly  dried  and  tested.  The  average  modulus  of  rupture 
of  the  unexposed  brick  was  791  lb.  per  sq.  in.,  and  of  the  exposed 

*  Bachelor's  Thesis  of  L.  E.  Curfman,  '05,  University  of  Illinois  Library, 
t  Trans.  Amer.  Ceramic  Society,  11K)2,  p.  171. 
i  Enffineering  News^  voL  li,  p.  388. 
f  Clay  iUoordt  Jan.  16,  1905,  p.  35. 
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640 — a  loss  of  19  per  cent; — and  the  average  crushing  strength  of 
the  unexposed  sample  was  3,423  lb.  per  sq.  in.,  and  of  the  exposed 
3,115 — a  loss  of  9  per  cent.* 

99.  Effect  of  Fire.  In  three  tests,  made  under  the  direction  of  the 
author,  which  can  not  be  briefly  described,  no  one  of  the  six  brands 
of  sand-lime  bricks  seemed  to  stand  the  eflFect  of  fire  as  well  as  dry- 
clay  bricks  having  about  the  same  compressive  strength.  It  is  said 
that  many  of  the  fire  inspectors  of  Germany  have  pronounced  the 
fire-resisting  qualities  of  sand-lime  brick  satisfactory.  American 
manufacturers  of  sand-lime  bricks  claim  that  they  can  be  used  as 
fire  brick. 

100.  008T.  It  is  claimed  and  also  denied  that  under  equally 
favorable  conditions  sand-lime  brick  of  the  grade  of  dry-pressed 
clay  brick  can  be  made  as  cheaply  as  common  clay  brick;  but  the 
probabilities  are  that  the  sand-lime  brick  industry  is  too  new  to  have 
settled  the  controversy  definitely  either  way.  In  localities  in  which 
clay  or  fuel  is  scarce  and  in  which  lime  and  sand  are  plentiful,  sand- 
lime  brick  can  probably  be  made  cheaper  than  clay  brick. 

The  average  selling  price  of  common  sand-lime  brick  in  the 
United  States  in  1905  was  S6.44  per  thousand,  and  of  front  brick 
$9.42. t  Compare  these  prices  with  those  for  clay  brick  in  Table 
9,  page  44. 

♦  IWholor's  Thesis  of  L.  E.  Curfni&n,  *05,  University  of  lUinois  Library. 
t  MinenU  Re^ouires  of  the  U.  S.,  1905,  p.  1006. 


CHAPTER  III 
COMMON  AND  HYDRAULIC  LIME 

102.  Olassifioation  of  Lime  and  Oebcent.  Considered  as  ma- 
terials for  use  in  the  builders'  art,  the  products  of  calcination  of 
Hmestone  are  classified  as  common  lime,  hydraulic  lime,  and  hydraulic 
cement.  If  the  limestone  is  nearly  pure  carbonate  of  lime,  the  prod- 
uct is  common  lime,  which  will  slake  upon  the  addition  of  water,  and 
mortar  made  of  it  will  harden  by  absorbing  carbonic  acid  from  the 
air,  but  will  not  harden  under  water.  If  the  limestone  contains  from 
10  to  20  per  cent  of  clay  (silica  and  alumina)  the  product  is  hydraulic 
lime,  which  will  slake  upon  the  addition  of  water,  and  mortar  made 
of  it  will  harden  either  in  air  or  under  water  by  the  chemical  action 
between  the  hydraulic  lime  and  the  water  used  in  making  the  mortar. 
If  the  limestone  contains  from  20  to  23  per  cent  of  clay,  the  product 
is  hydraulic  cement,  which  will  not  slake  upon  the  addition  of  water 
but  must  be  reduced  to  a  paste  by  grinding,  and  which  will  set  either 
in  air  or  under  water  by  the  chemical  action  between  the  cement  and 
the  water  used  in  making  the  mortar. 

Common  lime  is  sometimes  called  air-lime,  because  a  paste  or 
mortar  made  from  it  requires  exposure  to  the  air  to  enable  it  to 
*'set,''  or  harden.  The  hydraulic  limes  and  cements  are  called  water- 
limes  and  water-cements,  from  their  property  of  hardening  under 
water.  Notice  that  common  lime  differs  from  hydraulic  lime  and 
hydraulic  cement  in  that  common  lime  will  not  set  or  harden  under 
water,  while  both  hydraulic  lime  and  hydraulic  cement  will  set  under 
water.  Common  lime  and  hydraulic  lime  differ  from  hydraulic 
cement  in  that  the  two  former  as  they  come  from  the  kiln  will  absorb 
water  and  crumble  to  a  powder,  and  if  more  water  is  added  will 
slake  or  reduce  to  a  paste;  while  cement  after  being  burned  is 
practically  unaffected  by  water  until  it  is  first  reduced  to  a  fine 
powder  by  grinding. 

Lime  and  cement  are  important  materials  of  engineering 
construction  since  they  are  the  only  substances  that  are  used 
to  bind  together  bricks  and  blocks  of  stone  to  form  masonry 
structures. 
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Art.  1.    CoimoN  Lime. 

103.  Discmimov.    Lime  is  produced  by  heating  a  pure  or  nearly 

pure  limestone  in  a  kiln  to  such  a  temperature  as  will  drive  off  the 
carbon  dioxide  and  leave  calcium  oxide.  When  fresh  lime  is  brought 
into  contact  with  water  it  ^-ill  rapidly  absorb  nearly  a  quarter  of  its 
weight  of  that  substance.  This  absorption  is  accompanied  by  a 
jrreat  rise  of  temperature,  by  the  evolution  of  a  hot  and  sli^tly 
caa^tic  vapor,  by  the  bursting  of  the  lime  into  pieces:  and  finally 
the  lime  is  reduced  to  a  powder,  the  volume  of  which  is  from  two  and 
a  half  to  three  and  a  half  times  the  volume  of  the  original  Erne — the 
increase  of  bulk  being  proportional  to  the  purity  of  the  limestone. 
In  thU  condition  the  lime  is  said  to  be  slaked,  and  is  ready  for  use  in 
making  mortar. 

On  exposure  to  the  air  a  paste  of  lime  absorbs  carbon  dioxide, 
the  oxide  of  calcium  slowly  changes  back  to  carbonate,  and  the 
mortar  sets  or  hardens. 

In  making  mortar,  sand  is  niixeii  vnXh  lime  paste  for  three  reasons: 
(I)  to  prevent  shrinkage  of  the  paste  through  the  drxing  out  of  the 
water:  (2)  to  cheapen  the  resultant  protluct:  and  (3)  to  subdivide 
the  lime  paste  into  thin  films  so  that  the  carbon  dioxide  in  the  air 
may  have  Ijetter  access  to  the  calcium  oxide.  Lime  mortar  hardens 
ver>'  slowly,  owing  to  the  small  amount  of  carlwn  dioxide  that  the 
calcium  oxide  can  absorb  from  the  air:  and  what  is  more  important 
from  a  builder's  point  of  view,  the  mortar  in  the  interior  of  the  wall 
never  fully  hardens,  as  only  the  expiiseil  portions  have  an  oppor- 
tunity to  absorb  carbon  dioxide.  (Lime  does  not  harden  at  all  under 
water.)  It  is  probable  that  a  certain  amount  of  chemical  action 
takes  place  between  the  lime  and  the  sand.  :vs  the  strength  of  sand- 
lime  brick  (see  §  S6^  is  chiefly  due  to  such  action:  hut  at  atmospheric 
pressure  and  temperature,  this  action  is  inapprei'iable  and  is  of  no 
practical  importance  in  const  met  ion. 

104.  Fat  TS.  Lean  Lime.  If  the  limestone  is  nearly  pure,  the 
rcisulting  lime  will  Ix)  nearly  white,  and  will  slake  to  an  unctuous 
pa.ste  that  i.s  impalpable  to  lx)th  sight  and  touch:  and  hence  such  lime 
is  called  a  fat  or  rich  lime.  If  the  limestone  contains  considerable 
irnpuriliffs,  a.s  .silica,  alumina,  iron  oxide,  etc..  the  resulting  lime  will 
not  l>e  white,  but  will  var\'  from  a  yellowish  wliite  to  a  gray  or  a 
brown,  according  to  the  amount  and  kind  of  the  impurities  present. 
Such  a  lime  is  known  as  a  lean  or  meager  lime,  and  exhibits  a  more 
moderate  rise  of  temy^erature,  evolves  less  vapor,  slakes  more  slowly, 
sfildom  reduces  to  an  impalpable  powder,  yields  a  thin  paste,  and 
expands  less  than  a  fat  lime. 
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106.  High-Oalcinm  ts.  Magnesian  Lime.  If  the  limestone  is 
nearly  a  pure  calcium  carbonate,  it  will  yield  nearly  pure  calcium 
oxide,  and  the  product  will  be  known  commercially  as  a  high-calcium 
lime;  but  if  the  limestone  should  contain  any  considerable  quantity 
of  magnesium  carbonate,  the  resulting  lime  will  be  a  mixture  of  the 
oxides  of  calcium  and  magnesium,  and  will  be  known  commercially 
as  magnesian  or  dolomitic  lime.  .Magnesian  limes  usually  slake 
more  slowly,  evolve  less  heat,  expand  less,  set  more  rapidly,  and 
make  a  stronger  mortar  than  the  high-calcium  limes.  The  differ- 
ences between  these  two  classes  of  limes  vary  with  the  amount  and 
nature  of  the  constituents  and  with  the  temperature  at  which  each 
is  burned.  The  two  classes  of  lime  shade  gradually  one  into  the 
other;  but  commercially  any  lime  containing  less  than  10  per  cent  of 
magnesium  oxide  is  known  as  pure  or  high-calcium  lime,  and  a  lime 
containing  more  than  10  per  cent  of  magnesium  oxide  is  known  as 
magnesian  or  dolomitic  lime.  The  high-calcium  limes  are  known 
as  "hot"  or  ** quick"  limes;  and  the  magnesian  limes,  as  "cool" 
or  "slow"  limes. 

106.  Table  10  shows  the  relative  strength  of  the  two  kinds  of 
lime.  Notice  that  the  magnesian  lime  sets  more  slowly,  but  finally 
gains  greater  strength  than  the  high-calcium  lime. 

TABLE  10. 
Tensile  Strength  of  Lime  Mortar  Briquettes.* 


Rsr. 

No. 


1 
2 
3 
4 
5 
6 


AOB    WHEN    TbSTBD. 


Four  weeks  . 
Eight  weeks  . 
Three  months 
Four  months 
Six  months  . . 
One  year  .... 


TCNSILB   StRBNOTH. 

Pounds  per  Square  Inch 


High  Calcium 
Lime. 


31 
36 
39 
39 
51 
45 


Maipesian 
Lime. 


29 
37 
51 
83 
93 


The  results  in  Table  10  are  for  briquettes  (§  167)  1  inch  square, 
with  all  sides  exposed  to  the  air;  and  consequently  in  actual  practice 
lime  mortar  does  not  gain  its  strength  as  rapidly  as  shown  in  Table  10. 
Further,  the  briquettes  were  composed  of  1  volume  of  slaked  lime 
to  2  volumes  of  sand,  and  were  probably  comparatively  porous; 
and  therefore,  for  this  reason  also,  the  briquettes  gained  strength 
faster  than  lime  mortar  is  likely  to  do  in  practice. 

*  Municipal  Engineering,  vol.  xxviii,  p.  6. 
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107.  Hydrated  Lime.  There  has  recently  been  put  upon  the 
market  lime  which  has  been  slaked  to  a  dry  powder  in  a  closed 
cylinder  and  which  is  called  hydrated  lime.  Its  chief  merits  are: 
(1)  it  is  perfectly  slaked,  and  therefore  will  make  a  maximum  of 
paste;  and  (2)  it  is  ready  for  immediate  use,  and  hence  no  time  and 
labor  is  lost  in  slaking  it.  It  usually  contains  two  or  three  per  cent 
of  uncombined  water.  Hydrated  lime,  unlike  unslaked  lime,  can  be 
kept  indefinitely  without  deteriorating  by  the  absorption  of  water 
from  the  air. 

108.  TB8TIN0.  Good  lime  may  be  known  by  the  following 
tests  which  can  readily  be  applied  to  any  sample: 

1.  The  lime  should  be  free  from  cinders  and  clinkers,  with  not 
more  than  10  per  cent  of  other  impurities, — as  silica,  alumina,  etc. 

2.  It  is  generally  stated  that  good  imslaked  lime  should  be  in  hard 
lumps  with  but  little  dust.  Ordinarily  lime  is  made  from  a  lime- 
stone, in  which  case  the  lime  should  be  in  lumps  when  freshly  burned, 
and  the  presence  of  any  considerable  amount  of  powder  or  dust 
indicates  that  it  has  been  exposed  to  the  air  so  much  since  burning 
that  air-slaking  has  begun;  but  partially  air-slaked  lime  does  not 
absorb  enough  water  to  fully  slake  it,  as  the  small  particles  are 
covered  with  a  fine  dust  which  prevents  them  from  slaking  perfectly 
when  water  is  added  later  (see  §  222-24).  However,  lime  made  from 
shells,  crystalline  marbles,  soft  chalk  or  shelly  limestones,  is  fre- 
quently in  small  fragments  when  fresh  from  the  kiln,  in  which  case 
dust  is  no  evidence  of  air-slaking. 

3.  The  lime  should  slake  readily  in  water,  forming  a  very  fine 
smooth  paste,  without  any  residue. 

4.  The  lime  should  dissolve  in  soft  water,  when  this  is  added  in 
sufficient  quantities. 

109.  Stobiko.  As  lime  abstracts  water  from  the  atmosphere 
and  is  thereby  partially  slaked,  which  is  a  detriment  to  its  perfect 
slaking  later,  it  should  be  kept  as  much  as  possible  from  the  air,  or 
at  least  from  draughts  of  damp  air.  If  the  lime  is  in  bulk,  it  is  im- 
possible to  prevent  it  from  air-slaking  for  any  considerable  time.  If 
it  is  in  barrels,  it  may  be  preserved  for  a  considerable  time  by  storing 
it  in  a  dry  place;  but  if  stored  for  a  great  while,  or  in  a  damp  place, 
the  lime  will  absorb  moisture  from  the  air  and  the  consequent  swelling 
will  burst  the  barrels. 

If  lime  is  exposed  to  the  air  in  a  thin  layer  on  a  dry  floor  and  is 
frequently  stirred,  it  will  finally  slake  perfectly  and  become  prac- 
tically a  dry  powder. 

110.  Lime,  when  mixed  to  a  paste  with  water,  may  be  kept  for 
an  indefinite  time  in  that  condition  without  deterioration,  if  pro- 
tected from  contact  with  the  air  so  that  the  water  will  not  dry  out. 
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It  is  customary  to  keep  the  lime  paste  in  casks,  or  in  the  wide, 
shallow  boxes  in  which  it  was  slaked,  or  heaped  up  on  the  ground, 
covered  over  with  the  sand  to  be  subsequently  incorporated  with  it 
in  making  mortar. 

111.  Cost.  Unslaked  lime  is  sold  by  the  barrel  (usually  about 
200  pounds  net)  or  by  the  bushel  (75  pounds).  The  price  of  un- 
slaked lime  in  bulk  in  car-load  lots  is  usually  50  to  60  cents  per 
barrel,  including  freight  for  100  to  200  miles;  and  in  barrels  the  cost 
is  from  20  to  25  cents  per  barrel  more  to  cover  the  cost  of  cooperage. 

Art.  2.     Hydraulic  Lime. 

112.  DI80BIPTION.  Hydraulic  lime  is  like  common  lime  in  that 
it  will  slake,  and  differs  from  it  in  that  it  will  harden  under  water. 
Hydraulic  lime  may  be  either  argillaceous  or  siliceous.  The  former 
is  derived  from  limestones  containing  from  10  to  20  per  cent  of  clay, 
homogeneously  mixed  with  carbonate  of  lime  as  the  principal 
ingredient;  the  latter  from  siliceous  limestones  containing  from  12 
to  18  per  cent  of  silica.  Small  percentages  of  oxides  of  iron,  car- 
bonate of  magnesia,  etc.,  are  generally  present. 

During  the  burning,  the  carbonic  acid  is  expelled,  and  the  silica 
and  alumina  entering  into  combination  with  a  portion  of  the  lime 
form  both  the  silicate  and  the  aluminate  of  lime,  leaving  in  the 
burned  product  an  excess  of  quick  or  caustic  lime,  which  induces 
slaking,  and  becomes  hydrate  of  lime  when  brought  into  contact 
with  water. 

Hydraulic  lime  is  slaked  by  sprinkling  with  just  sufficient  water 
to  slake  the  free  lime.  The  free  lime  has  a  greater  avidity  for  the 
water  than  the  hydraulic  elements,  and  consequently  the  former 
absorbs  the  water,  expands,  and  disintegrates  the  whole  mass  .while 
the  hydraulic  ingredients  are  not  affected.  Hydraulic  lime  is  usually 
slaked,  screened,  and  packed  in  sacks  or  barrels  before  being  sent 
to  market.  It  may  be  kept  without  injury  in  this  form  as  long  as  it 
is  protected  from  moisture  and  air. 

No  hydraulic  lime  was  ever  manufactured  in  the  United  States, 
and  none  is  now  used  here.  It  is  manufactured  in  several  localities 
in  Europe,  notably  at  Teil  and  Scilly,  in  France,  from  which  places 
large  quantities  were  formerly  brought  to  this  country. 
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HYDRAULIC  CEMENT 

113.  0LA88IFI0ATIOM.  The  Hioet  important  cements  are  the  prod- 
uct's of  the  ealcination  of  an  argillaceous  limestone,  i.e.,  are  a  com- 
bination of  lime,  silica,  and  alumina  (see  f  102).  Such  cements  may 
be  divided,  according  to  the  method  of  manufacture,  into  three  classes, 
viz.:  Portland  cement,  natural  cement,  and  pozzolan.  The  first 
two  differ  from  the  third  in  that  the  ingredients  of  which  the  first 
two  are  composed  must  be  roasted  and  then  pulverized  before  they 
acquire  the  property  of  hardening  under  water,  while  the  ingredients 
of  the  third  need  only  to  be  pulverized  and  mixed  mth  water  to  a 
paste. 

Whenever  cement  is  referred  to  as  a  material  of  construction,  one 
or  the  other  of  the  above  kinds  is  nearlv  alwavs  intended:  but  there 
are  two  other  forms  of  hydraulic  cement  that  are  of  enough  interest 
to  warrant  a  brief  mention  here. 

114.  Iron-Ore  Gement.  A  cement  has  recently  been  made  by 
using  limestone  and  iron  ore  instead  of  limestone  and  clay.  It  is 
known  as  iron-ore  cement.  Such  cement  if  ground  to  the  fineness 
of  commercial  portland  is  more  slow-setting,  but  ultimately  attains 
greater  strength  than  portland  cement  or  any  of  the  limestone-clay 
cements  mentioned  in  the  preceding  section.  If  iron-ore  cement  is 
ground  very  much  finer  than  ordinary'  portland  cement,  it  becomes 
as  quick-setting  as  the  latter,  and.  l^esides.  contains  70  to  80  per  cent 
of  active  material  as  against  the  30  to  40  per  cent  in  ordinary  port- 
land  cement  (J  139).  In  this  respect  iron-ore  cement  is  much  su- 
perior to  portland,  since  if  portland  cement  were  ground  extremely 
fine  it  would  l)ecome  too  quick-setting  for  practical  use.  It  is 
not  yet  pn>ved  that  with  present  grinding  machinery  it  is  eco- 
nomical to  grind  iron-ore  cement  fine  enough  to  make  it  as  quick- 
setting  as  portland  cement.  If  the  finer-ground  iron-ore  cement 
can  Ix^  made  commercially,  it  will  make  possible  the  use  of  either  a 
stwnger  mortar  or  a  leaner  mortar  than  at  present.  Iron-ore  cement 
is  superior  to  portland  also  in  that  it  is  not  injured  by  immersion  in 
sea  water. 

Iron-ore  cement  has  been  manufactured  on  a  commercial  scale 


Art.  1.]       Portland,  Natural,  and  Pozzolan  Cement.  55 

for  a  few  years  past  in  Hamburg,  Germany;  and  the  claim  is  that 
it  will  soon  be  made  in  the  United  States. 

N  115.  Magnesia  Oement.  A  mixture  of  magnesium  oxide  and 
magnesium  chloride  makes  the  strongest  hydraulic  cement  known. 
This  discovery  was  made  in  about  1853  by  Sorel,  a  French  chemist; 
and  the  cement  is  known  as  Sorel  or  magnesia  cement.  The  mag- 
nesium oxide,  or  magnesia,  is  prepared  either  by  calcining  magnesite, 
a  comparatively  rare  material,  or  from  sea-salt.  The  cement  is 
made  by  wetting  the  pulverized  magnesium  oxide  with  bittern  water, 
the  refuse  of  sea-side  salt  works,  which  contains  magnesium  chloride. 
Magnesia  cement  was  used  about  1870  to  a  considerable  extent 
in  making  emery  wheels  and  in  a  small  way  in  making  artificial  stone, 
Sorel  stone  (§529);  but  at  present  it  seems  not  to  be  in  use  owing 
to  its  great  cost,  quick  setting,  and  lack  of  durability. 

Art.  1.    Portland,  Natural,  and  Pozzolan  Cement. 

116.  Portland  Oemxnt.  Portland  cement  is  produced  by  cal- 
cining a  mixture  containing  from  75  to  80  per  cent  of  carbonate  of 
lime  and  20  to  23  per  cent  of  clay,  at  such  a  high  temperature  that  the 
silica  and  alumina  of  the  clay  combines  with  the  lime  of  the  limestone. 
To  secure  a  complete  chemical  combination  of  the  clay  and  the  lime, 
it  is  necessary  that  the  raw  materials  shall  be  reduced  to  a  powder 
and  be  thoroughly  mixed  before  burning,  and  it  is  also  necessary  that 
the  calcination  shall  take  place  at  a  high  temperature. 

In  a  general  way  portland  cement  differs  from  natural  cement  by 
being  heavier,  stronger,  and  usually  slower-setting. 

117.  Portland  cement  derives  its  name  from  the  resemblance 
which  hardened  mortar  made  of  it  bears  to  a  stone  found  in  the  isle 
of  Portland,  off  the  south  coast  of  England.  Portland  cement  was 
made  first  in  England  about  1827,  and  in  America  about  1874. 

Until  about  1897  more  portland  cement  was  imported  into  this 
country  than  was  made  here;  but  since  that  date  the  imports  have 
gradually  fallen  off  and  the  domestic  manufacture  has  increased  very 
rapidly,  so  that  in  1907  the  imports  of  portland  cement  were  less  than 
2  per  cent  of  the  domestic  manufacture.  The  production  of  domestic 
Portland  cement  increased  more  than  twenty-fold  from  1897  to  1907. 
The  domestic  consumption  per  capita  of  portland  cement  increased 
one  hundred-fold  from  1880  to  1905,  and  the  consumption  per  capita 
of  all  kinds  of  cement  increased  ten-fold  in  the  same  time.  In  1887 
only  about  one  fifth  of  the  cement  used  in  this  country  was  portland, 
in  1897,  one  third,  and  in  1907  over  nine  tenths  was  portland. 
The  best  American  portland  cement  is  better  than  the  best  imported, 
and  is  sold  equally  cheap  or  cheaper. 
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In  1905  Portland  cement  was  made  at  eighty-nine  works  in 
twenty-one  States;  but  nearly  one  half  of  the  production  comes  from 
the  Lehigh  Valley  in  northeastern  Pennsylvania  and  northwestern 
New  Jersey. 

118.  -Silica  dement.  Formerly,  when  portland  cement  was  more 
expensive  and  was  not  ground  as  fine  as  now,  some  manufacturers 
mixed  silica  sand  and  portland  cement  and  ground  the  mixture. 
Owing  to  the  effect  of  the  re-grinding  of  the  cement,  the  mixture  of 
sand  and  cement  gave  nearly  as  great  a  strength  as  the  original 
cement  neat,  and  hence  the  ground  mixture  could  be  used  as  cement. 
This  form  of  cement  is  not  now  made. 

119.  Natxxbal  Oemznt.  Natural  cement  is  produced  by  calcining 
at  a  comparatively  low  temperature  either  a  natural  argillaceous 
limestone  or  a  natural  magnesian  limestone  without  pulverization 
or  the  admixture  of  other  materials.  The  stone  is  quarried,  broken 
into  pieces,  and  burned  in  a  kiln.  The  burnt  cement  is  then  crushed 
into  small  fragments,  ground,  packed,  and  sent  to  market. 

In  the  process  of  manufacture  natural  cement  is  distinguished 
from  Portland,  in  using  a  natural  instead  of  an  artificial  mixture  and 
in  calcining  at  a  lower  temperature.  As  a  product,  natural  cement 
is  distinguished  from  portland  in  weighing  less,  being  less  strong, 
and  as  a  rule  setting  more  quickly. 

In  Europe  in  making  this  class  of  cement  argillaceous  limestone 
is  generally  used,  and  the  product  is  called  Roman  cement.  In  the 
United  States  magnesian  limestone  is  usually  employed  in  making 
natural  cement. 

120.  Natural  cement  was  first  made  in  this  country  in  1818 
in  connection  with  the  construction  of  the  Erie  Canal.  In  1905 
natural  cement  was  made  in  fifty-eight  works  in  sixteen  States; 
but  nearly  half  of  the  product  came  from  the  Rosendale  district, 
Ulster  County,  N.  Y.  The  domestic  production  of  natural  cement 
is  gradually  falling  off,  owing  to  the  greatly  increased  production  of 
Portland  cement. 

121.  Improved  Natural  Gement.  Some  manufacturers,  partic- 
ularly in  the  Lehigh  Valley  portland  cement  district,  mix  inferior 
Portland  cement  with  natural  cement,  and  sell  it  as  improved  natural 
cement,  or  sell  the  inferior  portland  as  natural  cement. 

122.  POZZOLAN.  Pozzolan  is  a  term  applied  to  a  combination  of 
silica  and  alumina  which,  when  mixed  with  common  lime  and  made 
into  mortar,  has  the  property  of  hardening  under  water.  There  are 
several  classes  of  materials  possessing  this  property. 

Pozzolan  proper  is  a  material  of  volcanic  origin,  and  is  the  first 
substance  known  to  possess  the  peculiar  property  of  hydraulicity. 
The  discovery  was  made  at  Pozzuoli,  Italy,  near  the  base  of  Mount. 
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Vesuvius, — hence  the  name.  Vitruvius  and  Pliny  both  mention 
that  pozzolan  was  extensively  used  by  the  Romans  before  their  day; 
and  Vitruvius  gives  a  formula  for  its  use  in  monolithic  masonry, 
which  with  slight  variations  has  been  followed  in  Italy  ever  since. 
It  is  as  follows:  "  12  parts  pozzolan,  well  pulverized;  6  parts  quartz- 
ose  sand,  well  washed;  and  9  parts  rich  lime,  well  slaked." 

Trass  is  a  volcanic  earth  closely  resembling  pozzolan,  and  is 
employed  in  substantially  the  same  way.  Ar^nes  is  a  species  of 
ocherous  clayey  sand  that  makes  a  fair  air-lime  mortar  by  adding 
water,  and  by  adding  also  fat  lime  it  makes  a  fair  hydraulic  cement. 

123.  Slag  Oement.  Slag  cement  is  by  far  the  most  important  of 
the  pozzolan  cements.  It  is  sometimes,  but  inappropriately,  called 
pozzolan  cement.  It  is  the  product  obtained  by  grinding  together 
powdered  slaked  lime  and  granulated  blast-furnace  slag,  without 
previous  calcination.  This  cement  is  likely  to  contain  so  much 
sulphur  in  the  form  of  sulphides  as  to  make  it  unfit  for  use  in  the  air, 
since  on  exposure  the  sulphides  change  to  sulphates  and,  in  so  doing, 
expand;  and  hence  such  cements  are  liable  to  destroy  the  structure. 
But  slag  cement  can  safely  be  used  under  water  and  generally  in  posi- 
tions where  constantly  exposed  to  moisture,  as  in  foundations,  sewers, 
etc.,  and  in  the  interior  of  heavy  masses  of  masonry  or  concrete. 
It  is  claimed  that  slag  cement  will  not  stain  the  stone  laid  with  it. 

Slag  cement  was  formerly  made  at  nine  works  in  seven  States, 
but  in  recent  years  most  of  the  mills  have  been  idle,  partly  because 
of  the  increased  manufacture  of  portland  cement  from  limestone  and 
clay,  and  partly  because  of  the  use  of  the  blast-furnace  slag  in  the 
manufacture  of  a  true  portland  cement. 

124.  A  careful  distinction  should  be  made  between  slag  cement 
as  defined  above  and  a  portland  cement  made  by  calcining  a  mixture 
of  slag  and  lime.  Notice  that  the  slag  cement  is  made  simply  by 
mixing  and  grinding  blast-furnace  slag  and  hydrated  lime,  while 
the  Portland  cement  is  made  by  mixing,  calcining,  and  grinding  the 
slag  and  the  lime.  Cement  made  in  the  last  way  differs  in  no  material 
respect  from  portland  cements  made  of  limestone  and  clay. 

Slag  cement  may  be  known  in  its  powdered  form  by  a  light  lilac 
color,  by  the  absence  of  grit  (due  to  fine  grinding  and  the  slaked 
lime),  and  by  its  low  specific  gravity  (see  §  136);  and  in  the  form  of 
hardened  mortar  it  may  be  known  by  the  intense  bluish-green  color 
in  the  fresh  fracture  after  long  submersion  in  water,  due  to  the 
presence  of  sulphides,  which  color  fades  if  exposed  to  dry  air. 

126.  Weight.  Cement  is  generally  sold  by  the  barrel,  although 
not  necessarily  in  a  barrel.  Imported  cement  is  always  sold  in 
barrels,  but  American  cement  is  sold  in  barrels,  or  in  bags,  or  less 
frequently  in  bulk. 
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Portland  cement  usually  weighs  400  pounds  per  barrel  gross, 
and  376  pounds  net.  A  bag  of  portland  usually  weighs  94  pounds, 
of  which  four  are  counted  a  barrel. 

Natural  cement  made  in  or  near  Rosendale,  N.  Y.,  formerly 
weighed  318  pounds  per  barrel  gross,  and  300  net.  Cement  made  in 
Akron,  N.  Y.,  Milwaukee,  Wis.,  Utica,  111.,  Louisville,  Ky.,  formerly 
weighed  285  pounds  per  barrel  gross,  and  265  net.  Cloth  bags 
usually  contain  one  third,  and  paper  bags  one  fourth  of  a  barrel. 

Slag  cement  formerly  weighed  from  325  to  350  pounds  net  per 
barrel. 

126.  In  1904  most  of  the  national  engineering  societies  adopted 
specifications  for  the  reception  of  cement,  which  require  that  a  bag 
of  cement  shall  weigh  94  pounds  net,  and  that  four  such  bags  shall 
constitute  a  barrel  of  portland  and  three  a  barrel  of  natural. 

127.  Cost.  Portland  Oement.  In  1905  the  average  selling  price 
of  portland  at  the  mills  was  94  cents  per  barrel  in  cloth  bags,  and  the 
average  price  in  the  Lehigh  Valley  district  was  81  cents,  not  including 
the  cost  of  the  bag  which  may  be  returned.  The  price  in  paper  bags 
is  usually  about  5  cents  per  barrel  more  than  in  cloth;  and  the  price 
in  wood  is  about  15  cents  per  barrel  more  than  in  cloth. 

Of  coui-se  the  cost  to  the  consumer  includes  freight,  but  during 
the  above  year  poilland  cement  could  be  had  in  car-load  lots  at 
almost  any  place  in  the  upper  Mississippi  Valley  for  $1.50  to  S1.75 
per  barrel  in  cloth. 

128.  Natural  Oement.  In  HK)5  the  average  price  of  natural 
cement  at  the  mill  was  54  cents  in  cloth,  not  including  the  cost  of  the 
bags,  the  lowest  average  for  a  State  being  40  cents  and  the  highest 
()9  cents.*  In  localities  where  there  was  sharp  competition  between 
different  natural-cement  manufacturei*s,  or  l)etween  natural  and 
portland  cement,  natural  cement  has  V)een  sold  at  the  remarkably 
low  price  of  (U)  cents  per  barrel  in  paper  bags,  including  freight  for 
100  to  200  miles. 

129.  Slag  Cement.  In  1905  slag  cement  sold  at  the  mill  at  from 
71  to  76  cents  per  barrel. 

Art.  2.     Tkstinc;  .Ckment. 

130.  Importance  op  Tests.  Of  all  tlie  materials  of  construction, 
cement  is  the  one  most  difficult  to  test,  and  also  the  one  subject  to  the 
greatest  variations  and  therefore  the  one  most  in  need  of  testing. 
Tiic  value  of  a  cement  varies  greatly  with  its  chemical  composition, 
the  temperature  of  calcination,  the  fineness  of  grinding,  etc.;  and 
from  the  moment  the  clinker  is  rcHluced  to  a  powder,  its  physical 

*  Mineral  Resources  of  the  U.  S.,  1905,  p.  034. 
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and  chemical  properties  are  constantly  undergoing  changes  which 
affect  its  quality  and  value  as  a  building  material,  and  even  after 
the  cement  has  been  made  into  a  mortar  and  become  a  part  of  the 
structure,  these  changes  may  continue.  Not  only  is  there  greater 
variation  in  cement  than  in  any  other  building  material;  but  un- 
fortunately the  results  of  the  tests  of  cement  depend,  to  a  greater 
extent  than  with  any  other  material,  upon  the  personal  equation 
of  the  one  making  the  tests  and  the  conditions  under  which  they  are 
made.  With  all  other  building  materials  the  tests  are  made  upon  the 
finished  product,  while  with  cement  the  test  is  made  upon  an  inter- 
mediate state  of  the  material;  and  further,  with  cement  the  most 
important  tests  are  made  upon  samples  fabricated  by  the  one  who 
makes  the  tests,  and  the  results  are  dependent  almost  wholly  upon 
the  manner  of  preparing,  storing,  and  testing  the  samples.  There- 
fore the  testing  of  cement  to  determine  its  fitness  for  the  use  proposed 
is  a  matter  of  very  great  importance. 

The  properties  of  cement  which  are  examined  to  determine  its 
constructive  value  are:  (1)  color,  (2)  thoroughness  of  burning, 
(3)  fineness,  (4)  soundness,  (5)  chemical  composition,  (6)  activity, 
(7)  strength. 

131.  OOLOB.  The  color  of  the  cement  powder  indicates  but  little 
as  to  its  quality,  since  it  is  chiefly  due  to  oxides  of  iron  and  man- 
ganese, which  in  no  way  affect  the  cementitious  value;  but  for  any 
given  brand,  variations  in  shade  may  indicate  differences  in  the 
character  of  the  rock  or  in  the  degree  of  burning. 

With  Portland  cement,  gray  or  greenish  gray  is  generally  con- 
sidered best;  bluish  gray  indicates  a  probable  excess  of  lime,  and 
brown  an  excess  of  clay.  An  undue  proportion  of  under-burned 
material  is  generally  indicated  by  a  yellowish  shade,  with  a  marked 
difference  between  the  color  of  the  hard-burned,  unground  particles 
retained  by  a  fine  sieve  and  the  finer  cement  which  passes  through 
the  sieve.  However,  there  has  recently  been  put  upon  the  market 
a  white  portland  cement.  It  is  sold  in  three  grades  according  to  the 
whiteness,  the  best  being  nearly  snow  white.  All  grades  of  the 
white  Portland  cement  are  too  expensive  for  ordinary  masonry  work, 
but  there  are  various  other  purposes  for  which  it  is  valuable.  Mortar 
made  of  it  is  said  not  to  stain  the  stone. 

Natural  cements  are  usually  brown,  but  vary  from  very  light  to 
very  dark. 

Slag  cement  has  a  mauve  tint — a  delicate  lilac. 

182.  Thobouohmess  of  Bubnino.  The  higher  the  temperature 
of  burning  the  greater  the  weight  of  the  clinker  (the  unground  cement). 
Two  methods  have  been  employed  in  utilizing  this  principle  as  a  test 
of  the  thoroughness  of  burning,  viz.:   (1)  determine  the  weight  of  a 
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unit  of  volume  of  the  ground  cement,  or  (2)  determine  the  specific 
gravity  of  the  cement. 

133.  Weight.  For  any  particular  cement  the  weight  varies  with 
the  temperature  of  burning,  the  degree  of  fineness  in  grinding,  and 
the  density  of  packing.  Other  things  being  the  same,  the  harder- 
burned  varieties  are  the  heavier.  The  finer  a  cement  is  ground  the 
more  bulky  it  becomes,  and  consequently  the  less  it  weighs.  Hence 
light  weight  may  be  caused  by  laudable  fine  grinding  or  by  objection- 
able imder-burning.  Further,  since  cement  absorbs  water  and 
carbonic  acid  from  the  air,  the  weight  decreases  with  the  exposure 
of  the  cement. 

The  weight  per  unit  of  volume  is  usually  determined  by  sifting 
the  cement  into  a  measure,  and  striking  the  top  level  with  a  straight- 
edge. In  careful  work  the  height  of  fall  and  the  size  of  the  measuring 
vessel  are  specified.  The  weight  per  cubic  foot  is  neither  exactly 
constant,  nor  can  it  be  determined  precisely;  and  is  of  very  little 
service  in  determining  the  value  of  a  cement.  However,  it  is  often 
specified  as  one  of  the  requirements  to  be  fulfilled.  The  determina- 
tion of  the  weight  of  a  cement  was  the  first  test  ever  made  of  a  hy- 
draulic cement. 

The  following  values,  determined  by  sifting  the  cement  with  a 
fall  of  three  feet  into  a  box  having  a  capacity  of  one  tenth  of  a  cubic 
foot,  may  be  taken  as  fair  averages  for  ordinary  cements.  The 
difference  in  weight  for  any  particular  kind  is  mainly  due  to  a  differ- 
ence in  fineness: 

Portland  75  to  90  lb.  per  cubic  foot,  or  94  to  112  lb.  per  bushel. 
Natural  50  to  56  lb.  per  cubic  foot,  or  62  to  70  lb.  per  bushel. 

The  weight  of  a  cement  is  not  now  used  as  a  test  of  quality;  but 
the  weight  is  of  considerable  value  in  reducing  proportions  given  by 
weight  to  equivalent  volumetric  proportions,  and  vice  versa.  Speci- 
fications for  the  reception  of  cement  frequently  specify  the  net 
weight  per  barrel;  but  this  is  a  specification  for  quantity  and  not 
quality,  while  only  the  latter  is  now  under  consideration. 

134.  Specific  Qravity.  The  determination  of  the  specific  gravity 
of  a  cement  was  once  believed  to  be  a  good  test  of  proper  calcination; 
but  the  test  is  not  of  much  value  for  that  purpose,  as  it  has  recently 
been  proved  that  after  ignition  to  expel  the  water  and  carbon  dioxide 
absorbed  from  the  air,  all  cements,  both  under-burned  and  over- 
burned,  are  so  nearly  identical  as  to  render  the  test  of  little  or  no 
value  as  an  indication  of  quality.*  Further,  the  specific  gravity 
of  a  cement  depends  upon  its  chemical  composition,  and  varies  with 

*Pr(M.-.  Inst,  of  C.  £.,  vol.  cvi,  p.  342-45;  summary  of  same  in  Engineering 
kccordf  vol.  Iv,  p.  17t).     Also  Proc.  Amer.  See.  Testiiig  Materials,  vol.  vii,  p.  d68-d8» 
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its  fineness  aAd  its  age.  Ordinarily  a  low  specific  gravity  is  due  to 
the  seasoning  of  the  cement  or  the  clinker,  either  of  which  is  beneficial. 
It  is  sometimes  claimed  that  the  specific  gravity  test  is  valuable 
in  detecting  adulteration;  but  the  test  is  not  of  much  value  for  this 
purpose,  unless  the  amount  of  adulterant  is  very  large  or  it  has  a 
specific  gravity  differing  greatly  from  that  of  the  cement.  The 
specific  gravity  is  of  some  value  in  determining  the  density  of  cement 
mortars  and  concretes  (see  §  233  and  290). 

135.  The  specific  gravity  is  determined  by  immersing  a  known 
weight  of  the  cement  in  a  liquid  which  will  not  act  upon  it  (usually 
turpentine  or  benzine),  and  obtaining  the  volume  of  the  liquid 
displaced.  The  latter  is  obtained  by  means  of  a  glass  bulb  having 
a  graduated  stem  above,  the  rise  of  the  liquid  in  the  tube  indicating 
the  volume  of  the  cement  introduced.  The  specific  gravity  is  equal 
to  the  weight  of  the  cement  in  grams  divided  by  the  displaced  volume 
in  cubic  centimeters. 

136.  To  be  of  any  value  for  any  purpose  the  test  must  be  very 
carefully  made.  As  cement  absorbs  moisture  from  the  air,  it  should 
be  heated  to  212**  Fahr.  to  drive  ofif  the  water;  and  the  cement  should 
be  cooled  to  the  temperature  of  the  air  before  proceeding  with  the  test. 

The  cement  should  be  passed  through  a  sieve  to  eliminate  lumps; 
and  it  should  fall  through  the  liquid  in  a  finely  divided  state  so  as  to 
allow  the  air  to  escape.  The  liquid  should  be  at  about  60**  Fahr., 
to  prevent  undue  evaporation;  and  the  bulb  should  be  immersed 
in  water  to  prevent  a  change  of  temperature  between  observations. 

The  specific  gravity  of  portland  cement  varies  from  3.00  to  3.25, 
usually  between  3.05  and  3.17.  Natural  cement  varies  from  2.75 
to  3.05,  and  is  usually  between  2.80  and  3.00.  The  specifications 
proposed  by  the  American  Society  of  Testing  Materials  and  adopted 
by  various  other  national  engineering  societies,*  which  may  properly 
be  called  the  Standard  American  Cement  Specifications,  require  that 
the  specific  gravity  of  portland  cement,  when  thoroughly  dried  at 
100°  C.,  shall  not  be  less  than  3.10,  and  of  natural  not  less  than  2.8 
(see  Appendix  I).  Slag  cement  has  a  specific  gravity  of  2.72  to  2.76. 
The  specific  gravity  of  cement  decreases  with  age  owing  to  the 
absorption  of  water  and  carbonic  acid  from  the  air. 

137.  Fineness.  The  question  of  fineness  is  wholly  a  matter  of 
economy.  Cement  until  ground  is  a  mass  of  partially  vitrified 
clinker,  which  is  not  affected  by  water,  and  which  has  no  setting 
power.  It  is  only  after  it  is  ground  that  the  addition  of  water  induces 
crystallization.  Consequently  the  coarse  particles  in  a  cement  have 
no  setting  power  whatever,  and  may  for  practical  purposes  be  con- 
sidered as  so  much  sand  and  essentially  an  adulterant. 

•Proc.  Amer.  Soc.  for  Testing  Materials,  vol.  v,  p.  75-78. 
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There  is  another  reason  why  cement  should  be  well  ground.  A 
mortar  or  concrete  being  composed  of  a  certain  quantity  of  inert 
material  bound  together  by  cement,  it  is  evident  that  to  secure  a 
strong  mortar  or  concrete  it  is  essential  that  each  piece  of  aggregate 
shall  be  entirely  surrounded  by  the  cementing  material,  so  that  no 
two  pieces  are  in  actual  contact.  Obviously,  then,  the  finer  a  cement 
the  greater  surface  will  a  given  weight  cover,  and  the  more  economy 
will  there  be  in  its  use. 

138.  Measuring  Fineness.  The  degree  of  fineness  is  determined 
by  weighing  the  per  cent  which  will  not  pass  through  sieves  of  a 
specified  number  of  meshes  per  square  inch.  Formerly,  three  sieves 
were  used  for  this  purpose,  viz.,  sieves  having  50,  75,  and  100  meshes 
per  linear  inch,  or  2,500,  5,625,  and  10,000  meshes  per  square  inch 
respectively;  but  at  present  only  two  sieves  are  used,  the  No.  100 
and  the  No.  200.  The  cliange  was  made  Ixicause  the  per  cent  left 
on  the  coarser  sieves  had  no  special  significance.  The  wire  cloth 
of  the  No.  100  sieve  should  be  made  of  wire  0.0045  inch  in  diameter; 
and  the  No.  200  of  wire  having  a  diameter  of  0.0024  inch.  As  it  is 
nearly  impossible  to  procure  cloth  absolutely  true,  it  has  been  agreed 
that  the  No.  100  sieve  may  have  from  96  to  100  meshes  per  linear 
inch  and  the  No.  200  sieve  from  180  to  200,  and  still  be  considered 
standard. 

Preparatory  to  beginning  the  test,  the  cement  should  be  put 
through  a  coarser  sieve,  say  a  No.  50,  to  remove  any  lumps  or  foreign 
matter.  It  is  difficult  to  get  the  cement  through  the  sieve,  but  a 
teaspoonful  of  moderately  fine  shot  placed  upon  the  sieve  with  the 
cement  will  materially  facilitate  the  sifting.  The  shot  should  be 
weighed  before  being  used,  as  otherwise  it  will  l>e  difficult  to  separate 
the  cement  and  the  shot  preparatory  to  weighing  the  former.  Un- 
fortunately the  shot  seriously  injures  the  sieve. 

139.  Specifications  for  Fineness.  The  specifications  of  the  Ameri- 
can Society  for  Test  Materials  (the  standard  American  specifications) 
recjuire  that  portland  cement  shall  not  leave  more  than  8  per  cent 
r)n  the  No.  100  sieve  and  not  more  than  25  per  cent  on  the  No.  200 
sieve;  and  that  natural  cement  shall  not  leave  more  than  10  per 
cent  on  the  No.  100  sieve  nor  more  than  80  per  cent  on  the  No.  200 
sieve  (see  Appendix  I). 

The  only  active  element  in  the  cement  is  the  impalpable  flour. 
Apparently  about  half  of  the  cement  passing  the  No.  200  sieve  is 
inert  and  acts  only  as  so  much  sand,*  although  the  exact  proportion 
of  flour  present  depends  upon  the  chemical  composition  of  the  cement 
and  the  method  of  grinding.     In  other  words  then,  only  about  40 

*  Spaokman  and  Ijesley  in  a  pa|>or  before  the  1907  Convention  of  the  Aasoe.  of 
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per  cent  of  standard  portland  cement  is  active.  If  it  were  ground 
fine  enough  for  all  to  be  active,  it  would  be  too  quick-setting  for 
practical  use. 

140.  Soundness.  Soundness  refers  to  the  ability  of  a  cement  to 
retain  its  strength  and  form  unimpaired  for  an  indefinite  period. 
The  test  to  determine  soundness  is  frequently  called  a  test  for  con- 
stancy of  volume. 

Soundness  is  a  most  important  element;  since  if  a  cement  ulti- 
mately loses  its  strength  it  is  worthless,  and  if  it  finally  expands  it 
becomes  a  destructive  agent.  A  cement  may  be  unsound  because 
of  the  presence  in  it  of  some  active  element  which  causes  the  mortar 
to  expand  or  contract  in  setting,  or  the  unsoundness  may  be  due  to 
exterior  agencies  which  act  upon  the  ingredients  of  the  cement. 
Most  unsound  cements  fail  by  swelling  and  cracking  under  the  action 
of  expansives;  but  sometimes  the  mortar  fails  by  a  gradual  softening 
of  the  mass  without  material  change  of  form.  The  expansive  action 
is  usually  due  to  free  lime  or  free  magnesia  in  the  cement,  but  may  be 
caused  by  sulphur  compounds.  The  principal  exterior  agencies 
acting  upon  a  cement  are  air,  sea-water,  and  extremes  of  heat  arid 
cold. 

The  presence  of  small  quantities  of  free  lime  in  the  cement  is  a 
frequent  cause  of  unsoundness.  The  lime  slakes,  and  causes  the 
mortar  to  swell  and  crack — and  perhaps  finally  disintegrate.  The 
degree  of  heat  employed  in  the  burning,  and  the  fineness,  modify 
the  effect  of  the  free  lime.  Lime  burned  at  a  high  heat  slakes  more 
slowly  than  when  burned  at  a  low  temperature,  and  is  therefore  more 
likely  to  be  injurious.  Finely  ground  lime  slakes  more  quickly  than 
coarsely  ground,  and  hence  with  fine  cement  the  lime  may  slake 
before  the  cement  has  set,  and  therefore  do  no  harm.  The  lime  in 
finely  ground  cements  will  air-slake  sooner  than  that  in  coarsely 
ground. 

Free  magnesia  in  cement  acts  very  much  like  free  lime.  The 
action  of  the  magnesia  is  much  slower  than  that  of  lime,  and  hence 
its  presence  is  a  more  serious  defect,  since  it  is  less  likely  to  be  detected 
before  the*  cement  is  used.  The  effect  of  magnesian  cement  is  not 
thoroughly  understood,  but  seems  to  vary  with  the  composition  of  the 
cement,  the  degree  of  burning,  and  the  amount  of  water  used  in 
mixing.  It  was  formerly  held  that  H  or  2  per  cent  of  magnesia  in 
Portland  cement  was  dangerous;  but  it  is  now  known  that  5  per  cent 
is  not  injurious*,  while  8  per  cent  may  produce  expansion.  Since 
many  of  the  natural  cements  are  made  of  magnesium  limestone,  they 
contain  much  more  magnesia  than  portland  cements;  but  chemists 
are  not  agreed  as  to  the  manner  in  which  the  different  constituents 
are  oombined,  and  consequently  are  not  agreed  either  as  to  the  amount 
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or  effect  of  free  magnesia  in  a  natural  cement.  Fortunately,  it  is 
not  necessary  to  resort  to  a  chemical  analysis  to  determine  the  amount 
of  lime  or  magnesia  present,  for  a  cement  which  successfully  stands 
the  ordinary  test  for  soundness  (§  143)  for  7,  or  at  most  28  days, 
may  be  used  with  reasonable  confidence. 

Seasoning  or  aging  improves  cement  in  that  the  lime  and  the 
magnesia  are  slaked  by  the  absorption  of  moisture  from  the  air. 
The  effect  of  lime  and  magnesia  seems  to  be  more  serious  in  water 
than  in  air,  and  greater  in  sea-water  than  in  fresh  water. 

141.  The  action  of  sulphur  in  a  cement  is  extremely  variable, 
depending  upon  the  state  in  which  it  may  exist  and  upon  the  nature 
of  the  cement.  Sulphur  may  occur  naturally  in  the  cement  or  may 
be  added  in  the  form  of  sulphate  of  lime  (plaster  of  paris)  to  retard 
the  time  of  set  (§  154).  Under  certain  conditions  the  sulphur  may 
form  sulphides,  which  on  exposure  to  the  air  oxidize  and  form  sul- 
phates and  cause  the  mortar  to  decrease  in  strength.  Many,  if  not 
all,  of  the  slag  cements  contain  an  excess  of  sulphides,  and  are  there- 
fore unfit  for  use  in  the  air,  particularly  a  very  dry  atmosphere, 
although  under  water  they  may  give  satisfactory  results  and  compare 
favorably  with  portland  cement. 

142.  Tests  of  Soundness.  Several  methods  of  testing  soundness 
have  been  proposed.  They  may  be  classified  as:  (1)  Pat  Test; 
(2)  Accelerated  Tests;   and  (3)  Expansion  Test. 

143.  Pat  Test.  The  ordinary  or  "normal"  method  of  testing 
soundness  is  to  make  small  cakes  or  pats  of  neat  mortar  3  or  4  inches 
in  diameter,  about  half  an  inch  thick  and  having  thin  edges,  upon  a 
clean  sheet  of  glass;  and  expose  one  in  the  air  at  ordinary  tempera- 
ture and  immerse  the  other  in  water  at  about  the  temperature  of  the 
air,  and  examine  both  from  day  to  day  for  28  days  if  possible,  to  see 
if  they  show  any  cracks  or  signs  of  distortion.  The  German  standard 
specifications  require  the  cake  to  be  kept  24  hours  in  a  closed  box 
or  under  a  damp  cloth,  and  then  stored  in  water.  The  French,  to 
make  sure  that  the  pats  do  not  get  dry  before  immersion,  recommend 
that  the  cakes  be  immersed  immediately  after  mixing  without  wait- 
ing for  the  mortar  to  set.  Some  really  sound  natural  cements  will 
disintegrate  if  immersed  before  setting  has  begun. 

The  amount  of  water  used  in  mixing  the  mortar,  within  a  reason- 
able limit,  seems  to  have  no  material  effect  on  the  results.  However, 
as  it  costs  but  little  more  time  and  trouble,  it  is  wise  to  use  mortar 
of  standard  consistency  (see  §  161). 

144.  To  examine  the  pat,  note  the  following: 

1.  Is  it  loose  from  the  glass?  For  the  very  best  results  the  pat 
should  remain  attached  to  the  glass;  but  being  loose,  in  either  the 
air  or  the  water,  is  not  considered  indicative  of  serious  unsoundness. 
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2.  Is  the  side  next  to  the  glass  flat  or  curved?  The  pats  are  more 
likely  to  curl  in  air  than  in  water,  and  a  moderate  curvature  in  air 
is  not  regarded  as  very  serious. 

3.  Is  the  glass  cracked?  Really  good  cements  frequently  crack 
the  glass  of  the  water  pats. 

4.  Are  there  any  radial  cracks?  Neither  pats  should  show  any 
radial  cracks,  wide  at  the  thin  edge  of  the  pat  and  narrowing  as  they 
go  toward  the  center.  These  cracks  should  not  be  confused  with 
irregular  hair-like  shrinkage  cracks,  which  appear  over  the  entire 
surface  when  the  pats  are  made  too  wet  or  diy  out  too  much  while 
setting. 

5.  Are  there  any  blotches  on  the  surface?  There  should  be  no 
blotches,  as  they  usually  indicate  an  unsafe  amount  of  sulphides. 
The  presence  of  sulphides  will  also  be  revealed  by  a  greenish  color 
of  the  interior  of  the  pat  exposed  under  water. 

146.  If  there  are  any  considerable  indications  of  sulphides,  before 
accepting  the  cement  a  chemical  analysis  should  be  made  to  determine 
the  amount  of  sulphur  and  the  probable  ultimate  action  of  the  cement 
(see  §  148). 

Another  excellent  method  of  examining  for  the  presence  of  sul- 
phides is,  in  making  the  test  for  tensile  strength  (§  157-79),  to  store 
part  of  the  briquettes  in  air  and  part  in  water.  Any  material  differ- 
ence in  strength  between  the  two  lots  is  sufficient  ground  for  rejecting 
the  cement  for  use  in  a  dry  place.  Of  course  due  consideration 
should  be  given  to  the  possible  effect  of  evaporation  of  water  from 
the  briquettes  stored  in  air. 

146.  Accelerated  Tests,  The  normal  or  cold-pat  test,  extending 
over  a  reasonable  period,  sometimes  fails  to  detect  unsoundness; 
and  many  efforts  have  been  made  to  utilize  heat  to  accelerate  the 
action,  with  a  view  of  determining  from  the  effect  of  heat  during  a 
short  time  what  would  be  the  action  in  a  longer  period  under  normal 
conditions.  Some  of  these  tests  have  been  fairly  successful,  but  none 
have  been  extensively  employed.  It  is  difficult  to  interpret  the 
tests,  as  the  results  vary  with  the  per  cent  of  lime,  magnesia,  sul- 
phides, etc.,  present,  and  with  their  proportions  relative  to  each 
other  and  to  the  whole.  There  is  a  great  diversity  as  to  the  value 
of  accelerated  tests.  Many  natural  cements  which  go  all  to  pieces 
in  the  accelerated  tests,  particularly  the  boiling  test,  still  stand  well 
in  actual  service.  This  is  a  strong  argument  against  drawing  adverse 
conclusions  from  accelerated  tests  when  applied  to  portland  cement. 

The  vxirm-vxiter  test,  proposed  by  Mr.  Faija,*  a  British  authority, 
is  made  with  a  covered  vessel  partly  full  of  water  maintained  at  a 
temperature  of  100^  to  115°  F.,  in  the  upper  part  of  which  the  pat 
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Ls  place^l  until  set.  When  the  pat  is  set,  it  is  placed  in  the  water  for 
24  hours.  If  the  cement  remains  firmly  attached  to  the  ^ass  and 
shows  no  cracks,  it  Is  very  probably  sound. 

The  hot-water  tefti,  proposed  by  Mr.  Maclay,*  an  American 
authority,  is  suVjstantially  like  Faija's  test  above,  except  that  Haclay 
recommends  195**  to  20CP  F. 

The  bailing  test,  suggested  by  Professor  Tetmajer,  the  Swiss 
authority,  consists  in  placing  the  mortar  in  cold  water  inmiediately 
after  mixing,  then  gradually  raising  the  temperature  to  boiling  after 
alxiut  an  hour,  and  boiling  for  three  hours.  The  test  specimen 
consists  of  a  small  ball  of  such  a  consistency  that  when  flattened 
to  half  its  diameter  it  neither  cracks  nor  runs  at  the  edges. 

The  flame  teM  is  made  by  placing  a  ball  of  the  cement  paste, 
af)out  2  inches  in  diameter,  on  a  wire  gauze  and  applying  the  flame 
of  a  Bunsen  burner  gradually  until  at  the  end  of  an  hour  the  tem- 
perature is  alx>ut  90^  C.  (194®  F.).  The  heat  is  then  increased 
until  the  lower  part  of  the  ball  becomes  red-hot.  The  appearance 
of  cracks  pn>bably  indicates  the  presence  of  an  expansive  element. 

The  kiln  test  coasists  of  exposing  a  small  cake  of  cement  mortar, 
after  it  has  set,  to  a  temperature  of  llO*'  to  120°  C.  (166°  to  248°  F.) 
in  a  drying  oven  until  all  the  water  is  driven  off.  If  no  edge  cracks 
appear,  the  cement  is  considered  of  constant  volume. 

The  chloride-of'lime  test  is  to  mix  the  paste  for  the  cakes  with 
a  solution  of  40  grams  of  calcium  chloride  per  liter  of  water,  allow 
to  set,  immerse  in  the  same  solution  for  24  hours,  and  then  examine 
for  checking  and  softening.  The  chloride  of  lime  accelerates  the 
hydration  of  the  free  lime.  The  chloride  in  the  solution  used  in 
mixing  causes  the  slaking  before  setting  of  only  so  much  of  the  free 
lime  as  is  not  objectionable  in  the  cement.  The  chloride  of  calcium 
has  no  effect  upon  free  magnesia. 

147.  Expansion  Test,  Various  experimenters  test  the  soundness 
of  cement  by  measuring  the  expansion  of  a  bar  of  cement  mortar. 
The  French  CJommission  recommend  the  measurement  of  the  expan- 
sion of  a  bar  32  inches  long  l)y  J  inch  square,  or  the  measurement  of 
the  increase  of  circumference  of  a  cylinder.  The  German  standard 
test  requires  the  measurement  of  the  increase  in  length  of  a  prism  4 
inches  long  by  2  inches  square.  The  apparatus  for  making  these 
tests  can  be  had  in  the  market.  The  tests  require  very  delicate 
manipulation  to  secure  reliable  results. 

148.  Ghemioal  Analysis.  Chemical  analysis  may  render  valu- 
able service  in  the  detection  of  adulteration  of  cement  with  consider- 
able amoimts  of  inert  material,  such  as  slag  or  ground  limestone.  It 
is  of  use,  also,  in  determining  whether  certain  constituents,  believed  to 
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be  harmful  when  in  excess  of  a  certain  percentage,  as  magnesia  and 
sulphuric  anhydride,  are  present  in  inadmissible  proportions. 

The  determination  of  the  principal  constituents  of  cement — 
silica,  alumina,  iron  oxide  and  lime — is  not  conclusive  as  an  indica- 
tion of  quality.  Faulty  character  of  cement  results  more  frequently 
from  imperfect  preparation  of  the  raw  material  or  defective  burning 
than  from  incorrect  proportions  of  the  constituents.  Cement  made 
from  very  finely-ground  material,  and  thoroughly  burned,  may 
contain  much  more  lime  than  the  amount  usually  present  and  still 
be  perfectly  sound.  On  the  other  hand,  cements  low  in  lime  may, 
on  account  of  careless  preparation  of  the  raw  material,  be  of  dan- 
gerous character,  Further,  the  ash  of  the  fuel  used  in  burning  may 
so  greatly  modify  the  composition  of  the  product  as  largely  to  destroy 
the  significance  of  the  results  of  analysis. 

"As  a  method  to  be  followed  for  the  analysis  of  cement,  that 
proposed  by  the  Committee  on  Uniformity  in  the  Analysis  of  Mater- 
ials for  the  Portland  Cement  Industry,  of  the  New  York  Section  of 
the  Society  for  Chemical  Industry,  and  published  in  the  Journal  of 
the  Society  for  January  15,  1902,  is  recommended."* 

149.  The  following  simple  chemical  tests  may  at  times  be  valuable 
for  testing  the  purity  of  a  portland  cement,  f 

To  test  for  the  presence  of  limestone  or  sand,  "put  into  a  test 
tube  as  much  cement  as  can  be  taken  on  a  nickel  five-cent  piece, 
moisten  it  with  half  a  teaspoonful  of  water,  and  cover  with  clear 
muriatic  acid  poured  slowly  upon  the  cement  while  stirring  it  with 
the  glass  rod.  Pure  portland  cement  will  eifervesce  slightly  and 
will  give  off  some  pungent  gas,  and  will  gradually  form  a  bright  yellow 
jelly  without  any  sediment.  Powdered  limestone  or  powdered 
cement-rock  mixed  with  the  cement  will  cause  a  violent  effervescence, 
the  acid  boiling  and  giving  off  strong  fumas  until  all  of  the  carbonate 
of  lime  has  l^een  consumed,  when  the  bright  yellow  jelly  will  form. 
Powdered  sand  or  quartz  or  silica  mixed  with  the  cement  will  produce 
no  other  effect  than  to  remain  undissolved  as  a  sediment  at  the 
bottom  of  the  yellow  jelly.  Reject  cement  which  has  either  of  these 
adulterants." 

To  test  for  the  presence  of  slag,  "  add  benzine  to  methylene  iodide 
(CHjIj),  which  has  a  specific  gravity  of  3.29,  until  the  specific  gravity 
of  the  mixture  is  2.95.  Put  a  half  inch  of  the  dry  cement  into  a  test 
tube,  and  pour  in  a  little  of  the  mixture,  stirring  to  a  thin  grout. 
Then  cork  the  tube  and  let  it  stand.  If  slag  is  present,  it  will  remain 
at  the  top  while  the  cement  will  settle  to  the  bottom.  The  separa- 
tion can  not  be  seen  if  coloring  matter  is  present." 

♦  Proc.  Amer.  Sor.  of  Civil  P^ngineers,  vol.  xxix,  p.  3. 
t  Judson's  City  Roads  and  Pavements,  p.  45-46. 
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"Coloring  matter  in  any  cement  will  show  itself  in  the  acid  test 
by  giving  a  black  or  gray  color  to  the  resultant  jelly  which  would 
otherwise  be  yellow.  The  coloring  matter  may,  or  may  not,  be 
injurious  in  itself;  but  its  presence  shows  that  the  manufacturer 
wished  to  disguise  the  cement,  which  should  be  rejected,  because 
there  are  plenty  of  good  cements  which  need  no  disguise." 

160.  AOTIVITT.  When  cement  powder  is  mixed  with  water  to  a 
plastic  condition  and  allowed  to  stand,  the  cement  chemically  com- 
bines with  the  water  and  the  entire  mass  gradually  becomes  firm 
and  hard.  This  process  of  solidifying  is  called  setting.  Cements 
differ  very  widely  in  their  rate  and  manner  of  setting.  Some  occupy 
but  a  few  minutes  in  the  operation,  while  others  require  several 
hours.  Some  begin  to  set  comparatively  early  and  take  considerable 
time  to  complete  the  process;  while  others  stand  considerable  time 
without  apparent  change,  and  then  set  very  quickly. 

A  knowledge  of  the  activity  of  a  cement  is  of  importance  both 
in  testing  and  in  using  a  cement,  since  its  strength  is  seriously  im- 
paired if  the  mortar  is  disturbed  after  it  has  begun  to  set.  Ordinarily 
the  moderately  slow-setting  cements  are  preferable,  since  they  need 
not  be  handled  so  rapidly  and  may  be  mixed  in  larger  quantities; 
but  in  some  cases  it  is  necessary  to  use  a  rapid-setting  cement,  as  for 
example  when  an  inflow  of  water  is  to  be  prevented. 

To  determine  the  rate  of  setting,  points  have  been  arbitrarily 
fixed  at  which  the  setia  said  to  begin  and  to  end.  It  is  very  difficult 
to  determine  these  points  with  exactness,  particularly  the  latter; 
but  an  exact  determination  is  not  necessary  to  judge  of  the  fitness 
of  a  cement  for  a  particular  use.  For  this  purpose  it  is  ordinarily 
sufficient  to  say  that  a  mortar  has  begun  to  set  when  it  has  lost  its 
plasticity,  i.e.,  when  its  form  can  not  be  altered  without  producing 
a  fracture;  and  that  it  has  set  hard  when  it  will  resist  a  slight  pressure 
of  the  thumb-nail.  Cements  will  increase  in  hardness  long  after 
they  can  not  be  indented  with  the  thumb-nail. 

To  obtain  uniform  results  the  mortar  should  have  a  definite 
plasticity,  and  to  obtain  results  comparable  with  those  found  by 
others,  mortar  of  a  standard  plasticity  should  be  employed.  For 
the  method  of  making  a  mortar  of  standard  plasticity,  see  §  161-65. 

161.  There  are  two  methods  or  forms  of  instruments  used  in 
making  this  test,  viz.:  Gillmore's  and  Vicat's.  The  former  is  more 
frequently  used,  apparently  because  of  the  cheaper  and  simpler 
apparatus  required;  but  the  latter  is  used  in  the  better  equipped 
laboratories.  Both  forms  of  apparatus  are  made  by  all  manufac- 
turers  of   cement-testing   appliances. 

162.  OillxDore'g  Test.  Mix  the  cement  with  water  to  a  plastic 
mortar  (see  §  161-65),  and  make  a  cake  or  pat  2  or  3  inches  in  diameter 
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and  about  i  inch  thick.  The  mortar  is  said  to  have  begun  to  set 
when  it  will  just  support  a  wire  -j^-inch  in  diameter  weighing  {  pound 
and  to  have  "set  hard'*  when  it  will  bear  a  -^-inch  wire  weighing  1 
poimd.  The  interval  between  the  time  of  adding  the  water  and  the 
time  when  the  light  wire  is  just  supported  is  the  time  of  beginning  to 
set^and  the  interval  between  the  time  the  light  wire  is  supported  and 
the  time  when  the  heavy  one  is  just  supported  is  the  time  of  setting, 

163.  Vieat'8  Test.  The  apparatus  consists  of  two  parts:  1.  A 
stand  supporting  an  arm  through  which  a  rod  weighing  300  grams 
(10.58  oz.)  slides  freely  and  carries  in  its  lower  end  a  penetrating 
needle  having  a  cross  section  of  a  square  millimeter  (0.0006  sq.  in.). 
The  rod  carries  an  index  which  moves  over  a  graduated  scale  and 
by  which  the  depth  of  penetration  is  read.  2.  A  vulcanite  ring  having 
a  height  of  4  centimeters  (1.57  inches),  and  a  diameter  at  one  end  of 
7  centimeters  and  at  the  other  of  6  centimeters. 

In  making  the  test,  not  less  than  500  grams  of  cement  are  mixed 
to  a  paste  of  the  normal  consistency  (see  §  161-65)  and  formed  into 
a  ball;  and  then  the  mixing  should  be  completed  by  tossing  the  ball 
six  times  from  one  hand  to  the  other,  a  distance  of  6  inches.  The 
ball  is  next  pressed  into  the  vulcanite  ring,  through  the  larger  open- 
ing, and  smoothed  off;  then  the  ring  is  placed,  small  end  up,  on  a 
glass  plate  and  the  top  is  smoothed  off  with  a  trowel.  The  paste, 
confined  in  the  ring  and  resting  on  the  glass  plate,  is  now  placed  on 
the  base  of  the  instrument  under  the  arm  carrying  the  sliding  rod, 
and  the  penetrating  needle  is  brought  into  contact  with  the  surface 
of  the  paste  and  quickly  released.  At  first  the  needle  will  penetrate 
to  the  glass,  in  which  case  the  index  should  read  zero,  provided 
glass  of  the  proper  thickness  has  been  used;  but  as  a  precaution  the 
index  should  be  read  and  recorded  when  the  needle  rests  upon  the 
glass.  The  set  is  said  to  have  commenced  when  the  needle  comes  to 
rest  5  milUmeters  above  the  glass;  and  the  cement  is  said  to  have 
"set  hard"  when  the  needle  no  longer  sinks  visibly  into  the  mass. 
Care  should  be  taken  to  keep  the  needle  clean,  as  the  collection  of 
cement  on  its  sides  decreases  the  penetration,  while  cement  on  the 
point  reduces  the  area  and  tends  to  increase  the  penetration. 

As  a  rule  the  values  by  the  Vicat  needle  are  only  about  two  thirds 
as  great  as  those  by  the  Gillmore  needles.  Usually  specifications  do 
not  say  which  method  is  to  be  employed.  However,  the  exact  time 
of  set  is  of  no  great  importance,  and  a  determination  by  either  method 
is  subject  to  a  considerable  error;  besides,  in  practice  mortars  are 
mixed  wetter  than  in  laboratory  practice  and  are  also  mixed  with 
sand,  and  for  these  two  reasons  the  mortar  used  in  ordinary  con- 
struction will  require  six  to  eight  times  as  long  to  set  as  that  em- 
ployed in  laboratory  tests. 
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164.  Elements  Affecting  Activity.  The  determination  of  the  time 
of  set  is  only  approximate,  since  it  is  affected  by  the  temperature 
of  the  mixing  water,  the  temperature  and  humidity  of  the  air  during 
the  test,  the  percentage  of  water  used,  and  the  amount  of  moulding 
the  paste  receives.  It  is  usually  specified  that  the  water  and  air 
shall  be  from  60**  to  65^  F.  The  higher  the  temperature,  the  more 
rapid  the  set.  The  test  pieces  should  be  stored  in  moist  air  during 
the  test,  either  by  being  placed  on  a  rack  over  water  contained  in  a 
pan  and  covered  with  a  damp  cloth,  the  cloth  being  kept  away  from 
the  test  pieces  by  a  wire  screen,  or  better  by  being  stored  in  a  moist 
box  or  closet. 

The  character  of  the  cement  materially  affects  the  time  of  set. 
Other  things  being  the  same,  the  finer  the  cement  is  ground  the 
quicker  it  sets.  Cements  usually  become  slower-setting  with  age, 
particularly  if  exposed  to  the  air. 

Sulphate  of  lime  (plaster  of  paris)  is  usually  added  to  portland 
cement  by  the  manufacturer  to  retard  the  time  of  set.  The  addition 
of  1  or  2  per  cent  is  suflBcient  to  change  the  time  of  setting  from  a 
few  minutes  to  several  hours.  Cement  which  has  been  made  slow- 
setting  by  the  addition  of  sulphate  of  lime,  usually  becomes  quick- 
setting  again  after  exposure  to  the  air;  and  cement  which  has  not 
had  its  time  of  setting  changed  by  the  addition  of  sulphate  of  lime, 
usually  becomes  slower-setting  with  age.  Cement  which  has  become 
slow-setting  by  the  addition  of  sulphate  of  lime  will  become  quick- 
setting  if  mixed  with  a  solution  of  carbonate  of  soda. 

Calcium  chloride  (chloride  of  lime)  in  the  water  used  in  mixing 
will  affect  the  time  of  set,  a  weak  solution  accelerating  the  set  and 
a  strong  solution  retarding  it.  A  10-per-cent  solution  will  cause 
ordinary  portland  cement  to  set  in  about  one  third  of  the  normal 
time.  Ordinary  carpenter^s  glue  dissolved  in  the  water  will  retard 
the  set.  Glue  equal  to  1  per  cent  of  the  dry  cement  about  doubles 
the  time  of  set — both  initial  and  final, — but  weakens  the  mortar 
about  20  per  cent. 

166.  The  standard  tests  for  activity  are  usually  made  on  neat 
cement  on  account  of  the  interference  of  the  sand  grains  with  the 
descent  of  the  needle.  The  rate  of  setting  of  neat  mortar  gives  but 
little  indication  of  what  the  action  may  ]ye  with  sand.  Sand  increases 
the  time  of  setting,  but  very  differently  for  different  cements.  With 
some  cements  a  mortar  composed  of  one  part  cement  to  three  parts 
sand  will  require  twice  as  long  to  set  as  a  neat  mortar,  while  with 
other  cements  the  time  will  be  eight  or  ten  times  as  long. 

166.  Time  of  Set.  A  few  of  the  quickest  natural  cements  when 
tested  neat  with  the  minimum  of  water  will  begin  to  set  in  5  to  10 
minutes,  and  set  hard  in  15  to  20  minutes;  while  the  majority  when 
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tested  with  the  standard  quantity  of  water  will  begin  to  set  in  20  to 
30  minutes  and  will  set  hard  in  60  to  100  minutes;  and  a  few  of  the 
slowest  will  not  begin  to  set  under  60  minutes. 

The  quickest  of  the  portlands  will  begin  to  set  in  20  to  40  minutes; 
but  the  majority  will  not  begin  to  set  under  60  to  90  minutes,  and 
will  not  set  hard  under  5  or  6  hours.  The  1887  standard  German 
specifications  reject  a  portland  cement  which  begins  to  set  in  less 
than  30  minutes  or  which  sets  hard  in  less  than  3  hours. 

167.  TunilLE  Stbenoth.  This  is  the  most  important  of  the  tests 
for  cement,  and  in  a  degree  it  includes  most  of  the  other  tests.  The 
strength  of  cement  mortar  is  usually  determined  by  submitting  a 
specimen  having  a  cross  section  of  1  square  inch  to  a  tensile  stress. 
The  reason  for  adopting  tensile  tests  instead  of  compressive  is  the 
greater  .ease  of  making  the  former  and  the  less  variation  in  the 
results.  Mortar  is  eight  to  ten  times  as  strong  in  compression  as  in 
tension. 

The  accurate  determination  of  the  tensile  strength  of  cement  is 
much  more  diflScult  than  at  first  appears.  Many  things,  apparently 
of  minor  importance,  exert  such  a  marked  influence  upon  the  results 
that  is  it  only  by  the  greatest  care  that  trustworthy  tests  can  be 
made.  The  variations  in  the  results  of  different  experienced  oper- 
ators working  by  the  same  method  and  upon  the  same  material  are 
frequently  very  large;  and  therefore  careful  attention  should  be 
given  to  the  standard  method  of  making  the  tests,  so  the  results 
will  be  comparable  with  those  obtained  by  others. 

158.  Neat  vs.  Sand  Tests.  Although  in  practice  it  is  the  almost 
universal  custom  to  mix  cement  with  sand,  tests  are  usually  made  of 
both  neat  cement  and  sand  mixtures.  There  are  two  serious  objec- 
tions to  testing  cement  neat.  1.  Most  neat  portland  cements 
decrease  in  tensile  strength  after  a  time.  The  strength  of  a  cement 
is  due  to  the  aluminates  of  lime  and  the  silicates  of  lime,  the  former 
being  responsible  for  the  setting  and  the  early  strength  and  the  latter 
for  the  final  strength.  The  strength  due  to  the  aluminates  is  not 
permanent,  but  decreases  after  about  28  days;  while  the  strength 
due  to  the  silicates  increases  slowly  and  does  not  overcome  the  loss 
due  to  the  aluminates  until  about  a  year — see  Fig.  7,  page  42. 
This  decrease  is  most  marked  with  high-grade  portlands  which  attain 
their  strength  rapidly.  There  is  no  loss  of  strength  in  natural  cements, 
probably  because  the  combination  of  the  lime  with  the  silica  and 
alumina  are  different  from  those  in  portland  cement.  2.  A  second 
objection  to  neat  tests  is  that  coarsely  ground  cements  show 
greater  strength  than  finely  ground  cements,  although  the  latter 
mixed  with  the   usual   proportion   of  sand   will   give   the  greater 
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On  the  other  hand,  more  skill  is  required  to  secure  uniform  re- 
sults with  sand  than  with  neat  cement. 

169.  The  Sand.  The  quality  of  the  sand  employed  in  the  tests 
is  of  great  importance,  for  sands  looking  alike  and  sifted  through  the 
same  sieve  give  results  varying  30  to  40  per  cent.  To  secure  uni- 
formity in  the  results,  it  is  necessary  to  adopt  some  particular  sand 
as  a  standard. 

The  Committee  of  the  American  Society  for  Testing  Materials, 
in  co-operation  with  similar  committees  from  various  other  national 
engineering  societies,  '*  recommends  the  natural  sand  from  Ottawa, 
111.,  screened  to  pass  a  sieve  having  20  meshes  per  linear  inch  and 
retained  on  a  sieve  having  30  meshes  per  linear  inch.  The  wires 
of  the  sieves  are  to  have  diameters  of  0.0165  and  0.0112  inches 
respectively,  i.e.,  half  the  width  of  the  opening  in  each  case.  Sand 
having  passed  the  No.  20  sieve  shall  be  considered  standard  when 
not  more  than  one  per  cent  passes  a  No.  30  sieve  after  one  minute 
of  continuous  sifting  of  a  500-gram  sample.  The  Sandusky  Portland 
Cement  Co.,  of  Sandusky,  Ohio,  has  agreed  to  undertake  the  prepara- 
tion of  this  sand,  and  to  furnish  it  at  a  price  only  sufficient  to  cover 
actual  cost." 

160.  Formerly  American  engineers  used  crushed  quartz,  such  as 
is  employed  in  the  manufacture  of  sand  paper;  but  it  did  not  prove 
satisfactory. 

The  standard  sand  employed  in  the  official  German  tests  is  a 
natural  quartz  sand  obtained  at  Freienwalde  on  the  Oder,  passing 
a  sieve  of  60  meshes  per  square  centimeter  (20  per  linear  inch)  and 
caught  upon  a  sieve  of  120  meshes  per  square  centimeter  (28  per 
linear  inch). 

The  sand  used  in  ordinary  building  operations  will  usually  give 
a  greater  strength  than  the  so-called  standard  sand,  since  usually 
the  former  consists  of  grains  having  a  greater  variety  of  sizes,  and 
consequently  there  are  fewer  voids  to  be  filled  by  the  cement  (see 
Table  19,  page  93). 

161.  Normal  Consistency.  The  amount  of  water  necessary  to 
make  the  strongest  mortar  varies  with  each  cement.  It  is  commonly 
expressed  in  per  cents  by  weight,  although  in  part  at  least  it  depenc^ 
upon  volume.  The  variation  in  the  amount  of  water  required  de- 
pends upon  the  degree  of  fineness,  the  specific  gravity,  and  the  chemi- 
cal composition.  If  the  cement  is  coarsely  ground,  the  voids  are  less, 
and  consequently  the  volume  of  water  required  is  less.  If  the 
specific  gravity  of  one  cement  is  greater  than  that  of  another,  equal 
volumes  of  cement  will  require  different  volumes  of  wateir.  The 
chemical  composition  has  the  greatest  influence  upnn 

of  water  necessary.     Part  of  the  water  is  required  * 
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ically  with  the  cement,  and  part  acts  physically  in  reducing  the 
cement  to  a  plastic  mass;  and  the  portion  required  for  each  of  these 
effects  differs  with  different  cements.  The  dryness  and  porosity  of 
the  sand  may  also  appreciably  affect  the  quantity  of  water  required. 
The  finer  the  sand,  the  greater  the  amount  of  water  required.  Again, 
the  same  consistency  may  be  arrived  at  in  two  ways — by  using  a 
small  quantity  of  water  and  working  thoroughly,  or  by  using  a 
larger  quantity  and  working  less. 

Various  methods  have  been  used  for  identifying  a  particular 
plasticity,  and  different  standards  of  consistency  have  been  pro- 
posed; *  but  none  are  without  objection.  The  attempt  is  to  adopt 
a  consistency  which  shall  be  a  compromise  between  that  which  will 
give  the  greatest  strength  and  that  which  will  give  the  most  uniform 
results.  Two  methods  of  obtaining  the  same  degree  of  plasticity 
will  be  described,  viz.:  1,  the  one  proposed  by  the  Committee  of  the 
American  Society  for  Testing  Materials,  which  has  been  generally 
adopted  in  this  country,  and  which  for  convenience  will  here  be 
called  the  penetration  method;  and  2,  a  method  somewhat  like  one 
frequently  employed  in  France,  and  which  will  here  be  called  the 
ball  method. 

162.  Penetration  Method,  A  paste  of  neat  cement  has  the  proper 
plasticity  when  a  rod  or  *' piston"  of  a  certain  diameter  and  weight 
will  penetrate  the  mass  to  a  certain  depth.  The  apparatus  required 
is  known  as  a  Vicat  penetration  apparatus,  and  consists  of  a  base 
supporting  an  arm  through  which  a  bar  weighing  300  grams  (10.57 
oz.)  slides  freely.  The  lower  end  of  the  bar  is  a  cylinder  1  centimeter 
(0.39  in.)  in  diameter.  To  the  bar  is  attached  an  index  which  moves 
over  a  graduated  scale.  The  paste  is  placed  in  a  conical  hard-rubber 
ring  7  centimeters  (2.76  in.)  in  diameter  at  the  base  and  4  centi- 
meters (1.57  in.)  deep.  This  is  the  same  apparatus  as  used  in 
making  the  activity  test  (§  153),  except  that  the  needle  is  replaced 
by  the  rod,  and  a  weight  on  the  top  of  the  sliding  bar  has  been 
changed  to  compensate  for  the  difference  in  weight  between  the  rod 
and  the  needle. 

The  paste  must  be  mixed  as  follows:  "The  material  is  weighed 
and  placed  on  the  mixing  table  and  a  crater  formed  in  the  center, 
into  which  the  proper  percentage  of  clean  water  is  poured;  the 
material  on  the  outer  edge  is  turned  into  the  crater  by  the  aid  of  a 
trowel.  As  soon  as  the  water  has  been  absorbed,  which  should  not 
require  more  than  one  minute,  the  operation  is  completed  by  vigor- 
ously kneading  ¥ath  the  hands  for  an  additional  one  and  a  half 
minuteSi  the  process  being  similar  to  that  used  in  kneading  dough. 

the9ih  edition  of  this  volume,  p.  69-71,  or  Taylor's 
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The  paste  should  then  be  quickly  formed  into  a  ball  with  the  hands, 
completing  the  operation  by  tossing  it  six  times  from  one  hand  to 
the  other,  maintained  6  inches  apart;  the  ball  is  then  pressed  into 
the  hard-rubl)er  ring,  through  the  larger  opening,  and  smoothed  off. 
The  ring  is  then  placed  on  its  large  end  on  a  glass  plate,  and  the 
smaller  end  is  smoothed  off  with  a  trowel.  The  paste,  confined  in 
the  ring  resting  on  the  plate,  is  placed  under  the  rod  bearing  the 
cylinder,  which  is  brought  into  contact  with  the  surface  and  quickly 
released.*'* 

The  paste  is  of  normal  consistency,  i.e.,  of  proper  plasticity,  if 
the  rod  penetrates  to  a  depth  of  10  millimet^jrs.  If  the  penetration 
is  not  the  correct  amount,  a  new  portion  of  cement  should  be  weighed 
out  and  mixed  with  more  or  less  water  as  the  case  may  require,  and 
a  new  trial  made.  For  any  particular  cement  the  exact  amount  of 
wat^r  required  to  produce  the  standard  degree  of  plasticity  can  be 
determined  only  by  experiment;  but  portland  cements  require  from 
18  to  24  per  cent,  usually  19  to  21,  and  natural  cements  from  30  to 
40  per  cent,  usually  from  34  to  37  per  cent. 

The  consistency  recommended  above  is  wetter  than  has  fre- 
quently l>een  employed  in  the  past;  but  is  believed  to  give  more 
uniform  results  than  a  dryer  mixture.  Some  specifications,  particu- 
larly those  of  the  U.  S.  Army  Engineers,  require  that  all  cements  be 
mixed  with  the  same  quantity  of  water;  but  this  is  not  generally 
considered  good  practice,  since  the  action  of  different  cements  is 
more  nearly  the  same  when  mixed  to  a  uniform  consistency  than 
when  mixed  with  a  uniform  quantity  of  water. 

With  the  usual  portland  cement  only  alx)ut  12  to  14  per  cent  of 
water  is  required  for  chemical  combination,  and  consequently  the 
water  required  to  produce  normal  plasticity  is  considerably  more 
than  is  required  for  the  hydration. 

163.  Bali  Method.  If  a  Vicat  apparatus  is  not  at  hand,  sub- 
stantially the  same  result  may  be  obtained  as  follows:  Mix  the 
paste  to  such  a  consistency  that  if  a  ball  of  mortar  about  2  inches 
in  diameter  be  dropped  upon  a  stone  slab  or  glass  plat^e  from  a 
height  of  20  inches,  it  will  not  crack  nor  flatten  to  more  than 
half  of  its  original  diameter.  This  is  a  simple,  rapid,  and  reason- 
ably accurate  method  of  identifying  a  certain  degree  of  plasticity, 
and  gives  a  consistency  formerly  much  employed;  but  to  secure 
the  normal  consistency  required  by  the  standard  American  speci- 
fication, first  determine  the  plasticity  by  the  ball  method,  and 
then  in  making  pastes  for  the  standard  tests  use  the  amount  of 
water  required  by  the  ball  method  plus  1  per  cent  of  the  wei^t  of 
the  dry  cement. 

*  Standard  American  SfM3cificationt}  for  Testing  Cement — see  Appendix  J*. 
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164.  Amount  of  Water  for  Sand  Mortars.  Neither  of  the  above 
methods  of  determining  plasticity  is  applicable  to  mixtures  of  sand 
and  cement, — the  first  because  the  sand  grains  interfere  with  the 
penetration  of  the  rod,  and  the  second  because  the  mortar  is  so 
deficient  in  cohesion  that  the  ball  will  not  hold  its  shape  when 
dropped  on  the  stone  slab.  The  only  method  of  determining  the 
normal  consistency  of  mortar  is  to  compare  it  by  the  eye  and  under 
the  trowel  with  neat  cement  paste  of  normal  consistency  determined 
as  above.  This  has  been  done  by  a  number  of  experts  under  the 
direction  of  the  Committee  on  Uniform  Tests  of  Cement  of  the 
American  Society  of  Civil  Engineers  with  the  results  shown  in  Table 
11,  when  the  percentage  for  neat  cement  has  been  determined  as 
described  in  {  162. 

TABLE  11. 

Standard  Percentages  of  Water  for  Sand  Mortars  of 

Normal  Consistency. 


Per 

Cent 

for 

Neat 

Cement. 

One  PrJt  Portland 

Cement  to  Three 

Part«  Standard 

Ottawa  Sand,  by 

Weight. 

Per 

Cent 

for 

Neat 

Cement. 

Ono  Part  Portland 

Cement  to  Three 

Part«  Standard 

Ottawa  Sand,  by 

Weight. 

Per 

Cent 

for 

Neat 

Cement. 

One  Part  Portland 

Cement  to  Three 

Parts  Standard 

Ottawa  Sand,  by 

Weight. 

15 

8.0 

23 

9.3 

31 

10.7 

16 

8.2 

24 

9.5 

32 

10.8 

17 

8.3 

25 

9.7 

33 

11.0 

18 

8.5 

26 

9.8 

34 

11.2 

19 

8.7 

27 

10.0 

35 

11.4 

20 

8.8 

28 

10.2 

36 

11.5 

21 

9.0 

29 

10.3 

37 

11.7 

22 

9.2 

30 

10.5 

38 

11.8 

165.  Table  11,  which  may  properly  be  called  the  American 
standard,  applies  only  to  a  1  :  3*  mortar;  but  it  sometimes  happens 
in  experimental  work  that  other  proportions  of  cement  and  sand  are 
used;  and  then  it  is  desirable  to  know  the  per  cent  of  water  required 
to  produce  normal  consistency.  In  this  case  Table  12  may  be  used. 
This  table  is  based  upon  a  formula  prepared  by  Fcrett,  and  was 
recommended  for  temporary  use  by  the  Committee  of  the  American 
Society  for  Testing  Materials  awaiting  the  results  of  further  investi- 
gations by  that  society.  Notice  that  Table  1 1  gives  slightly  smaller 
results  for  a  1  :  3  mortar  than  Table  12,  page  76. 

*  A  eotnmon  method  of  stating  the  comix>sition  of  a  mortar.    1  :  3  signifies  1  part 
cwnwnt  to  8  parti  maud.   The  quantity  of  cement  is  the  imit  and  is  always  given  first. 
t  OawnWoQ  dM  IMthodoi  d'Eaaai  dee  Mat^riaux,  1895,  vol.  iv,  p.  103. 
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TABLE  12. 

Feret's  Percentages  op  Water  for  Portland  Cement  Mortar 

OF  Standard  Consistency. 


Pbb  Cbnt  of 

Watbb 

in  Tbbms  of 

Pbb  Cbnt 

fobNbat 

Cbmbnt. 

Pbb  Cbnt  of 

Watbr 

IN  Tbrmb  of 

51s 

tf  •*  ^ 

thb  Cbmbnt  and  Sand 

■ 

thb  Cbmbnt  and  Sand. 

£t& 

1:1 

1:2 

1:3 

1:4 

1:5 

1:1 

1:2 

1:3 

1:4 

1:5 

18 

12.0 

10.0 

9.0 

8.4 

8.0 

33 

17.0 

13.3 

11.5 

10.4 

9.6 

19 

12.3 

10.2 

9.2 

8.5 

8.1 

34 

17.3 

13.6 

11.7 

10.5 

9.7 

20 

12.7 

10.4 

9.3 

8.7 

8.2 

35 

17.7 

13.8 

11.8 

10.7 

9.9 

21 

13.0 

10.7 

9.5 

8.8 

8.3 

36 

18.0 

14.0 

12.0 

10.8 

10.0 

22 

13.3 

10.9 

9.7 

8.9 

8.4 

37 

18.3 

14.2 

12.2 

10.9 

10.1 

23 

13.7 

11.1 

9.8 

9.1 

8.6 

38 

18.7 

14.4 

12.3 

11.1 

10.2 

24 

14.0 

11.3 

10.0 

9.2 

8.6 

39 

19.0 

14.7 

12.5 

11.2 

10.3 

25 

14.3 

11.6 

10.2 

9.3 

8.8 

40 

19.3 

14.9 

12.7 

11.3 

10.4 

26 

14.7 

11.8 

10.3 

9.5 

8.9 

41 

19.7 

15.1 

12.8 

11.6 

10.6 

27 

15.0 

12.0 

10.5 

9.6 

9.0 

42 

20.0 

15.3 

13.0 

11.6 

10.6 

28 

15.3 

12.2 

10.7 

9.7 

9.1 

43 

20.3 

15.6 

13.2 

11.7 

10.7 

29 

15.7 

12.5 

10.8 

9.9 

9.2 

44 

20.7 

15.8 

13.3 

11.9 

10.8 

30 

16.0 

12.7 

11.0 

10.0 

9.3 

45 

21.0 

16.0 

13.5 

12.0 

11.0 

31 

16.3 

12.9 

11.2 

10.1 

9.4 

46 

21.3 

16.1 

13.7 

12.1 

11.1 

32 

16.7 

13.1 

11.3 

10.3 

9.5 

166.  Mizing  the  Mortar.  The  sand  and  the  cement  should  be 
thoroughly  mixed  dry,  and  the  water  required  to  reduce  the  mass 
to  the  proper  consistency  should  be  added  all  at  once.  The  mixing 
should  be  prompt  and  thorough.  The  mass  should  not  be  simply 
turned,  but  the  mortar  should  be  rubbed  against  the  top  of  the 
slate  or  glass  mixing-table  with  a  trowel.  InsuJHBcient  working 
greatly  decreases  the  strength  of  the  mortar — frequently  one  half. 
With  a  slow-setting  cement  a  kilogram  of  the  dry  materials  should  be 
strongly  and  rapidly  rubbed  for  not  less  than  5  minutes,  when  the 
consistency  should  be  such  that  it  will  not  be  changed  by  an  addi- 
tional mixing  for  3  minutes. 

A  variety  of  machines  for  mixing  mortar  for  experimental  pur- 
poses have  been  devised,*  but  none  has  proved  even  fairly  successful. 

167.  Form  of  Briquette.  In  1885  a  Committee  of  the  American 
Society  of  Civil  Engineers  recommended  a  form  of  briquette  which 
has  been  the  standard  in  this  country  until  recently.  The  present 
standard.  Fig.  2,  is  the  same  as  the  former  one  except  that  the 
corners  of  the  briquette  are  rounded  off  to  facilitate  its  removal  from 
the  moulds.  Practically  the  same  form  is  used  in  England;  and 
the  form  employed  in  continental  Europe  is  somewhat  similar  to  the 

*  For  illustrations  of  several,  see  Taylor's  Practical  Cement  Testing,  p.  126-27;  or 
Meade's  Portland  Cement,  p.  340-41. 
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above,  except  that  the  section  is  5  square  centimeters  (0.8  square 
inch)  and  the  reduction  to  produce  the  minimum  section  is  by  very 
much  more  abrupt  curves.  The  continental  form  gives  only  70  to 
80  per  cent  as  much  strength  as  the  American  form. 

168.  The  Moulds.  The  moulds  should  be  of  brass  or  some  non- 
corrodible  material,  and  should  have  sufficient  metal  on  the  sides 
to  prevent  spreading  during  the  filling  of  the  moulds.  They  may 
be  single  or  multiple,  the  latter  being 
preferable  where  a  great  number  of  bri- 
quettes are  required,  since  the  greater 
quantity  of  mortar  that  can  be  mixed 
at  once  tends  to  produce  greater  uni- 
formity in  the  results.  The  moulds  are 
in  two  parts,  to  facilitate  removal  of  the 
briquette  without  breaking  it.  The 
moulds  should  be  cleaned  and  wiped 
with  an  oily  rag  before  being  used. 

169.  Moulding  the  Briquette.  Im- 
mediately after  having  worked  the  paste 
or  mortar  to  the  proper  consistency,  it 
should  be  placed  in  the  briquette  moulds 
by  hand.  "The  moulds  should  be  filled 
at  once,  the  material  being  pressed  in 
firmly  with  the  fingers  and  smoothed  off  with  a  trowel  without  ram- 
ming. The  material  should  be  heaped  up  on  the  upper  surface  of 
the  mould;  and,  in  smoothing  off,  the  trowel  should  be  drawn  over 
the  mould  in  such  a  manner  as  to  exert  a  moderate  pressure  on 
the  excess  material.  The  mould  should  then  be  turned  over  and  the 
operation  repeated.''  * 

"A  check  upon  the  uniformity  of  the  mixing  and  moulding  is 
afforded  by  weighing  the  briquettes  just  prior  to  immersion,  or  upon 
removal  from  the  moist  closet.  Briquettes  which  vary  in  weight 
more  than  3  per  cent  from  the  average  should  not  be  tested.*'* 

170.  Several  machines  have  been  made  for  moulding  the  bri- 
quettes ;t  but  all  are  very  slow,  and  none  permit  of  moulding  more 
than  one  briquette  at  a  time,  and  none  are  practicable  with  pastes 
or  mortars  of  the  consistency  recommended  for  American  practice. 

171.  Nnmber  of  Briquettes.  The  greater  the  number  tested,  the 
more  reliable  will  be  the  mean  of  the  results;  but  the  greater 
the  number,  the  more  time  required  to  make  the  test.     The  greater 


Fig.  2. 


*  Report  of  Committee  of  the  American  Society  of  Civil  Engineers,  on  Uniform 
Tests  of  Cement,  1904. 

t  For  illustrations  of  several,  see  Taylor's  Practical  Cement  Testing,  p.  127-29;  or 
UmMb  PortbAd  Cement,  p.  342-44. 
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the  skill  of  the  operator,  the  more  uniform  the  results,  and  hence  the 
fewer  briquettes  required  to  obtain  any  particular  degree  of  accuracy. 
The  accuracy  of  a  series  of  tests  is  expressed  numerically  by  the 
probable  error.*  **A  skilled  operator  should  be  able  to  obtain 
results  having  a  probable  error  for  a  single  determination  of  not  more 
than  4  per  cent  of  the  mean.^f  "An  expert  working  under  good 
conditions  may  expect  to  obtain  an  extreme  variation  between  the 
results  in  a  set  of  ten  briquettes  not  exceeding  20  per  cent  of  the 
mean,  and  a  maximum  variation  from  the  mean  not  exceeding  12 
per  cent."t 

The  inexperienced  person  should  make  preliminary  tests  to  de- 
termine his  degree  of  uniformity,  and  one  should  not  attempt  to  make 
tests  upon  which  to  accept  or  reject  cement  until  he  can  at  least 
approximately  approach  the  above  limits.  Some 'expert  operators 
always  make  ten  briquettes  for  each  test,  while  others  make  only 
three  to  five.  If  the  total  number  of  briquettes  made  of  any 
one  sample  of  cement  requires  a  larger  batch  of  mortar  than  can  be 
conveniently  mixed  at  one  time,  the  briquettes  for  each  period 
should  be  taken  equally  from  the  different  batches. 

172.  Storing  the  Briquettes.  During  the  first  24  hours  the  test 
specimens  should  be  kept  in  a  moist  chamber  or  under  a  damp  cloth 
to  prevent  them  from  drying  out.  The  moist  chamber  is  usually 
either  a  soapstone  or  slate  box  having  a  shallow  receptacle  at  the 
bottom  for  holding  water,  or  a  wooden  box  with  metal  Uning  and 
inside  of  that  a  lining  of  felt  which  is  kept  wet.  When  cloth  is  used, 
it  should  l)e  kept  from  coming  into  direct  contact  with  the  briquettes 
by  means  of  a  wire  screen  or  some  similar  device;  and  care  should  be 
taken  to  keep  the  cloth  uniformly  moist,  either  by  immersing  its 
ends  in  water  or  inverting  a  pan  over  the  cloth  and  the  briquette 
moulds. 

The  damp  cloth  is  in  more  common  use  than  the  moist  chamber, 
but  the  latter  is  much  the  better,  since  it  is  nearly  impossible  to 
prevent  the  cloth  from  drying  out  unequally. 

♦  The  probable  error  is  an  error  of  aueh  a  value  that  the  probability  of  the  real  error 
being  fjje^tt^r  than  it,  is  equal  to  the  probability  of  the  real  error  being  less  than  it. 


/  1(P 
Ai  n— 1 


The  probable  error  of  a  single  observation  is  Eg  =  0.6745-^/     _       in   which  d  is  the 

difference  between  any  one  determination  and  the  mean  of  the  scries,  2  a  sign  in- 
dicating the  sum  of  all  the  ^  <|uantities,  and  n  is  the  number  of  determinations.    The 

probable  error  of  the  arithmetical  mean  Is  Em  =  — 7^'     Approximately,  Em  ■=  0.84/, 

in  which  /  is  the  mean  of  the  errors. 

t  Taylor's  Practical  Cement  Testing,  p.  150. 
t  Sabin's  Cement  and  Concrete,  p.  137. 
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173.  After  24  hours  in  moist  air,  the  briquettes  to  be  broken  at 
one  day  should  be  taken  from  the  chamber  and  immediately  tested; 
and  those  to  be  broken  later  should  be  immersed  in  water  at  about 
70*^  Fahr.  The  volume  of  the  water  should  be  at  least  four  or  five 
times  the  volume  of  the  immersed  briquettes;  and  the  water  should 
be  renewed  about  every  seven  days  or  there  should  be  a  gentle 
current  through  the  storage  tank  all  the  time.  In  no  case  should 
the  water  be  allowed  to  l^ecome  "stale''  or  alkaline  by  the  absorption 
of  lime  and  salts  from  the  briquettes,  as  "stale"  water  may  reduce 
the  strength  of  the  briquettes  nearly  one  half. 

The  briquettes  should  be  labelled  or  numbered  to  preserve  their 
identity.  The  briquettes  may  be  marked  with  a  soft  lead  pencil  or 
be  stamped  with  steel  dies.  Neat-cement  briquettes  may  be  stamped 
with  steel  dies,  as  may  also  sand  briquettes  provided  a  thin  layer 
of  neat  cement  is  spread  over  one  end  in  which  to  stamp  the  number. 

174.  Age  when  Tested.  Since  in  many  cases  it  is  impracticable 
to  extend  the  tests  over  a  longer  time,  it  has  l)ecome  customary  to 
break  the  briquettes  at  one  and  seven  days.  This  practice,  together 
with  a  demand  for  high  tensile  strength,  has  led  manufacturers  to 
increase  the  proportion  of  lime  in  their  cements  to  the  highest  pos- 
sible limit,  which  brings  them  near  the  danger-line  of  unsoundness. 
A  high  strength  at  1  or  7  days  is  usually  followed  by  a  decrease  in 
strength  at  28  days.  Steadily  increasing  strength  at  long  periods 
is  better  proof  of  good  quality  than  high  results  during  the  first  few 
days.  The  German  standard  test  recognizes  only  breaks  at  28  days. 
In  all  cases  the  time  is  counted  from  the  instant  of  adding  the  water 
when  mixing  the  briquette.  The  briquettes  should  be  tested  as  soon 
as  taken  from  the  water,  as  drying  out  materially  lowers  their 
strength. 

170.  The  Testing  Machine.  There  are  three  types  in  common 
use.  In  one  the  weight  is  applied  by  a  stream  of  shot,  which  runs 
from  a  reservoir  into  a  pail  suspended  at  the  end  of  the  steelyard 
arm;  when  the  briquette  breaks  the  arm  falls,  automatically  cutting 
off  the  flow  of  shot.  In  the  second  type,  a  heavy  weight  is  slowly 
drawn  along  a  graduated  l)eam  by  a  cord  wound  on  a  wheel  turned 
by  the  operator.  The  third  type  is  simply  a  spring  balance.  The 
first  form  is  the  most  compact,  the  most  rapid,  and  the  most  common; 
the  second  is  the  most  accurate;  and  the  third  is  the  cheapest  and 
most  portable.  Each  type  is  made  by  each  manufacturer  of  cement- 
testing  appliances. 

176.  The  Clips,  The  most  important  part  of  the  testing  machine 
is  the  clips,  by  means  of  which  the  stress  is  applied  to  the  briquette. 
There  are  four  important  conditions  to  be  fulfilled.  1.  The  form 
must  be  such  as  to   grasp   the   briquette   on    four   symmetrical 
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surfaces.  2.  The  surface  of  contact  must  be  large  enough  to 
prevent  the  briquette  from  being  crushed  between  the  points  of 
contact.  3.  The  clip  must  turn  without  appreciable  friction  when 
under  stress.  4.  The  clip  must  not  spread  appreciably  while  sub- 
jected to  the  maximum  load. 

Fig.  3  shows  three  types  of  clips  in  common  use.  Type  1  is  the 
form  recommended  by  a  Committee  of  the  Americatt  Society  of 
Civil  Engineers  in  1904.  The  surface  of  contact  between  the  clip 
and  the  briquette  is  ]  inch  wide,  and  the  distance  between  the  centers 
of  the  surfaces  of  contact  of  a  clip  is  li  inch.  The  points  of  contact 
should  accurately  fit  the  briquette,  for  if  the  pressure  is  not  uni- 
formly distributed  over  this  surface  the  concentrated  pressure 
creates  a  tendency  to  break  in  the  clip.    At  best  a  considerable  pro- 


Trpte 

HOLDIKQ    BniqiJETTEa. 


portion  of  the  briquettes  do  break  in  the  clips;  and  several  devices 
have  been  introduced  to  prevent  it,  but  none  are  reasonably  success- 
ful. Type  2  is  a  roller-tiearing  clip,  which  permits  a  roiling  contact 
with  the  briquette,  and  has  a  rear  projection,  or  sometimes  a  solid 
back,  on  the  clip  to  aid  in  inserting  tiie  briquette  centrally.  Type 
3  is  a  self-adjusting  roller-bearing  clip  so  arranged  that  the  briquette 
may  receive  the  same  pressure  on  both  sides  as  it  adjusts  itself  to 
the  pull. 

Great  care  should  be  taken  to  center  the  briquette  properly  la 
the  clips,  as  cross  strains  lower  the  observed  breaking  strength.  An 
eccentricity  of  -^  inch  may  reduce  the  strength  20  per  cent, 

177.  The  Speed.  The  more  rapidly  the  load  is  applied  the 
greater  will  be  the  results  obtained.  For  a  number  of  years  the 
standard  rate  in  this  country  was  400  pounds  per  minute,  but  the 
recently  adopted  standard  specifications  (see  Appendix  I)  require 
a  rate  of  600  pounds  per  minute. 

The  French  and  German  standard  specifications  require  660 
pounds  per  minute. 
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178.  Data  on  Tensile  Strength.  The  specitications  adopted  by 
the  American  Society  for  Testing  Materials  in  1904,  and  adopted  also 
by  various  other  national  engineering  societies^  require  that  "the 
minimum  tensile  strength  of  briquettes  1  inch  square  in  cross  section 
shall  be  within  the  limits  shown  in  Table  13,  and  there  shall  be  no 
retrogression  in  strength  within  the  periods  specified. .  For  example, 
the  minimum  requirement  for  the  twenty-four  hour  neat-cement 
test  should  be  some  specified  value  within  the  limits  of  150  and  200 
pounds;  and  so  on  for  each  period  stated/' 

Specifications  for  strength  should  be  fixed,  within  the  limits  in 
Table  13,  to  suit  the  conditions  under  which  the  cement  is  to  be  used, 
and  also  in  accordance  with  the  personal  equation  of  the  one  who  is 
to  make  the  tests.  If  the  one  who  is  to  test  the  cement  is  not  already 
an  expert,  he  should  get  a  number  of  standard  brands  and  test  them 
to  determine  his  personal  equation  in  comparison  with  the  data  in 
Table  13,  and  then  write  the  specifications  accordingly. 


TABLE  13. 
Minimum  Requirements  for  the  Tensile  Strength  of  Cement. 


Aqb  of  Mortar  When  Tested. 

Average   Tensile   Strength 

IN  Pounds  per  Square 

Inch. 

Portland. 

Natural. 

Clear  Cement. 

1  day — 24  hours  in  moist  air 

7  days — 1  day  in  moist  air,  6  days  in  water 

28  days — 1  day  in  moist  air,  27  days  in  water    

1  Part  Cement,  3  Parts  Standard  Sand. 

7  days — 1  day  in  moist  air,  6  days  in  water 

28  days — 1  day  in  moist  air,  27  days  in  water 

150-200 
450-550 
550-650 

150-200 
200-300 

50-100 
100-200 
200-;K)0 

25-  75 
75-150 

179.  Table  14,  page  82,  shows  the  results  of  tests  of  7,000  bri- 
quettes of  783  samples  of  16  brands  of  portland  cement  tested  at  a 
single  laboratory  in  1905,  and  of  many  thousand  tests  of  twelve 
brands  of  natural  cements  made  at  two  laboratories  in  1905.  Com- 
pare these  results  with  those  in  Table  13  to  see  the  relation  between 
the  standard  requirements  and  the  ability  of  the  manufacturers  to 
meet  them. 

For  additional  data  on  the  strength  of  mortars  composed  of 
different  proportions  of  cement  and  sand  see  Fig.  4  (page  111), 
Fig.  7  (pagp  122),  and  Fig.  8  (page  123). 
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TABLE  14. 

Results  op  Tensile  Tests  op  Cement. 

PoundB  per  square  inch. 


I     Mm.     I    Mmd.     {     Min.      | 


Max.         heu. 


1  day. . . 
7  days. . 
28  days. . 


C1.EAR  Cement. 


I  3  Standakd  Sand. 


..I  124  I  290  I 
..I  165  I  368  I 
'rment  to  1  Stani 

::|  :::  I  :::  I 

Cement  to  2  Stanl 

::|  :::  I  :::  I 


I  :::  I  ::: 


1  Stanpakd  Sand. 


96     I 
168     I 


180.  Eqn&tinE    tho    Besnlta.     It    not    infrequently    occurs    that 

several  sftmples  of  cement  are  submitted,- and  it  is  required  to  deter- 
mine which  is  the  most  economical.  One  may  be  high-priced  and 
have  great  strength;  another  may  show  great  strength  neat  and 
be  coarsely  ground.  If  the  cement  is  tested  neat,  then  strength, 
finenes.'i,  and  cost  should  be  considered;  but  if  the  cement  is  tested 
with  the  proportion  of  Band  usually  employed  in  practice,  then  only 
strength  and  cost  need  to  be  considered, 

TABLE  15. 

Rklativk  Economy  of  Cemknta  Testkd  Neat  at  7  Dai's, 
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Table  15  shows  the  method  of  deducing  the  relative  economy 
when  the  cement  is  tested  neat;  and  Table  16  shows  the  method 
when  the  cement  is  tested  with  sand.  The  data  are  from  actual 
practice  in  1892,  and  the  cements  are  the  same  in  both  tables. 
Results  similar  to  the  above  could  Ire  deduced  for  any  other  age;  the 
circumstances  under  which  the  cement  is  to  \>e  used  should  deter- 
mine the  age  for  which  the  comparison  should  be  made. 

TABLE  16. 
Relative  Economy  of  Cements  Tested  with  Sand  at  7  Days. 


Tbnsilb  Stbenuth 

1  O.  TU  3  H. 

Cheapness. 

Relative  Economy. 

Ckmsntb. 

Poundfl  per 

Square 

Inch. 

Relative.  ' 

(/o»t  per 
Barrel. 

1 
Relative.   ' 

Product  of  Rela- 
tive Strength  and 
Relative  Coat. 

Rank. 

A 

168 

95.4 

1 

$2 .  30 

100.0 

95.40 

2 

B 

176 

100.0 

2.34 

98.3 

98.30 

1 

C 

166 

94.3 

2.40 

95.8 

90.33 

3 

D 

135 

76.7 

2.45 

93.8 

71.94 

4 

E 

135 

76.7 

2.47 

93.1 

71.40 

5 

The  above  method  of  equating  the  results  gives  the  advantage 
to  a  cement  which  gains  its  strength  rapidly  and  which  is  liable  to 
be  unsound;  and  therefore  this  method  should  1^  used  with  discre- 
tion, particularly  with  short-time  tests. 

181.  SpedfieationB.  Cement  is  so  variable  in  quality  and  intrinsic 
value  that  no  considerable  quantity  should  Ije  accepted  without 
testing  it  to  see  that  it  conforms  to  a  specified  standard.  A  careful 
study  of  Art.  2  preceding,  will  enable  any  one  to  prepare  such  speci- 
fications as  will  suit  the  special  requirements,  and  also  to  give  the 
instructions  necessary  for  applying  the  tests. 

•  For  specifications  that  may  properly   be  called  the  American 
standard  specifications  for  cement,  see  Appendix  I. 

182.  Bibliography  of  Gebsent.  For  additional  data  on  matters 
relating  to  the  manufacture,  the  chemical  composition,  and  the 
method  of  testing  lime  and  cement,  see  the  following: 

1.  Butler,  D.  B.,  Portland  Ckment,  Its  M.\nufacture, 
Testing,  and  Use;  E.  &  F.  N.  Spon,  London,  1899;  p.  360,  Sr  X 
H^".  A  British  book  descriiiinp;  English  methods  of  manufacture, 
and  treating  quite  fully  the  methods  of  testing. 

2.  Eckel,  Edwin  C,  Ck.mkxts,  Li.\ies,  and  Plasters,  Their 
Haterials,  Manufacture,  and  Properties;   John  Wiley  &  Sons, 
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New  York,  1905;  P-  712,  G'^X^'.  A  quite  full  account  of  the 
materials  and  methods  of  manufacture  of  limes,  portland  cements, 
natural  cements,  and  of  some  of  the  less  common  hydraulic  cements. 

3.  Falk,  Myron  S.,  Cements,  Mortars,  and  Concretes; 
M.  C.  Clark,  New  York,  1904;   p.  174,  6"X9^. 

4.  Meade,  Richard  K.,  Portland  Cement,  Its  Composition, 
Raw  Material,  Manufacture,  Testing,  and  Analysis;  The 
Chemical  Publishing  Co.,  Easton,  Pa.,  1906;  p.  385,  6''X9^.  A 
study  of  Portland  cement  chiefly  from  the  viewpoint  of  the  manu- 
facturer and  the  chemist. 

5.  Sarin,  Louis  Carlton,  Cement  and  Concrete;  McGraw 
Publishing  Co.,  New  York  City,  1905;  p.  507,  6''X9^.  Part  I 
(27  p.)  relates  to  methods  of  manufacture.  Part  II  (126  p.) 
gives  the  results  of  numerous  comparative  tests  of  portland  and 
natural  cements.  Part  III  (186  p.)  is  devoted  to  the  preparation 
and  properties  of  mortar  and  concrete.  Part  IV  (142  p.)  describes 
the  uses  of  mortar  and  concrete. 

6.  Taylor,  W.  Purves,  Practical  Cement  Testing;  M.  C. 
Clark  Publishing  Co.,  New  York  City,  1906;  p.  320,  6''X9^.  Thirty- 
three  pages  are  devoted  to  statistics,  composition,  and  manufacture; 
and  the  remainder  of  the  book  to  detailed  descriptions  of  the  methods 
of  testing.  The  book  is  fully  illustrated,  and  is  practically  a  labora- 
tory guide  to  testing  the  hydraulic  cements. 

7.  Waterbury,  Leslie  A.,  Cement  Laboratory  Manual; 
John  Wiley  &  Sons,  New  York,  1908;  p.  122,  S'^X  T,  A  detailed 
description  of  the  various  steps  in  testing  hydraulic  cements,  with 
illustrations  of  the  apparatus  employed. 


•  CHAPTER  V 
SAND,  GRAVEL,  AND  BROKEN  STONE 

183.  Sand  is  used  in  making  mortar;  and  gravel,  or  sand  and 
broken  stone,  in  making  concrete.  The  qualities  of  the  sand  and 
broken  stone  have  an  important  effect  upon  the  strength  and  the 
cost  of  the  mortar  and  the  concrete.  The  effect  of  the  variation  in 
these  materials  is  generally  overlooked,  even  though  the  cement  is 
subject  to  rigid  specifications. 

AuT.  1.    Sand. 

184.  Sand  is  mixed  with  lime  or  cement  to  reduce  the  cost  of 
the  mortar;  and  is  added  to  lime  also  to  prevent  the  cracking  which 
would  occur  if  lime  were  used  alone.  Any  material  may  be  used  to 
dilute  the  mortar,  provided  it  has  no  effect  upon  the  durability  of 
the  cementing  material  and  is  not  itself  liable  to  decay.  Pulverized 
stone,  powdered  brick,  slag,  or  coal  cinders  may  be  used;  but  natural 
sand  is  by  far  the  most  common,  although  fine  crushed  stone,  or 
*' stone  screenings,"  are  sometimes  employed  and  are  in  some  respects 
better  than  natural  sand. 

In  testing  cement  a  standard  natural  sand  or  crushed  quartz  is 
employed;  but  in  the  execution  of  actual  work  local  natural  sand 
must  be  employed  for  economic  reasons.  Before  commencing  any 
considerable  work,  all  available  natural  sands  and  possible  sub- 
stitutes should  be  examined  to  determine  their  values  for  use  in 
mortar. 

186.  Bbquisites  for  Good  Sand.  To  be  suitable  for  use  in  mortar, 
the  sand  should  be  sharp,  clean,  and  coarse;  and  the  grains  should 
be  composed  of  durable  minerals,  and  the  gradation  of  the  sizes  of 
the  grains  should  be  such  as  to  give  a  minimum  of  voids,  i.e.,  inter- 
stices between  the  grains. 

The  usual  specifications  are  simply:   "The  sand  shall  be  sharp 
clean,  and  coarse.'' 

186.  Durability.  As  a  rule  ocean  and  lake  sands  are  more  dur- 
able than  glacial  sands.  The  latter  are  rock-meal  ground  in  the 
geological  mill,  and  usually  consist  of  silica  with  a  considerable 
admixture  of  micai  hornblende,  feldspar,  carbonate  of  lime,  etc. 
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The  silica  is  hard  and  durable;  but  the  mica,  hornblende,  feldspar, 
and  carbonate  of  lime  are  soft  and  friable,  and  are  easily  decomposed 
by  the  gases  of  the  atmosphere  and  the  acids  of  rain-water.  The 
lake  and  ocean  sands  are  older  geologically;  and  therefore  are  as  a 
rule  nearly  pure  quartz,  since  the  action  of  the  elements  has  eliminated 
the  softer  and  more  easily  decomposed  constituents.  Some  ocean 
sands  are  nearly  pure  carbonate  of  lime,  which  is  soft  and  friable, 
and  are  therefore  entirely  unfit  for  use  in  mortar.  These  are  known 
as  calcareous  sands. 

The  glacial  sands  frequently  contain  so  large  a  proportion  of  soft 
and  easily  decomposed  constituents  as  to  render  them  unfit  for  use 
in  exposed  work,  as  for  example  in  cement  sidewalks.  Instead  of 
constructing  exposed  work  with  poor  drift  sand,  it  is  better  either 
to  ship  natural  silica  sand  a  considerable  distance  or  to  secure  crushed 
quartz.  Crushed  granite  is  frequently  used  instead  of  sand  in 
cement  sidewalk  construction ;  but  granite  frequently  contains  mica, 
hornblende,  and  feldspar  which  render  it  unsuitable  for  this  kind  of 
work. 

However,  as  a  rule  the  physical  condition  of  the  sand  is  of  more 
importance  than  its  chemical  composition. 

187.  Sharpness.  Sharp  sand,  i.e.,  sand  with  angular  grains, 
is  preferable  to  that  with  rounded  grains  because  (1)  the  angular 
grains  arc  rougher  and  therefore  the  cement  will  adhere  better;  and 
(2)  the  angular  grains  offer  greater  resistance  to  moving  one  on  the 
other  when  under  compression.  On  the  other  hand,  the  sharper 
the  sand  the  greater  the  proportion  of  the  interstices  between  the 
grains  (compare  line  4  of  Tabic  19,  page  93,  with  the  preceding 
lines  of  the  table),  and  consequently  the  greater  the  amount  of 
cement  required  to  produce  a  given  strength  or  density.  For 
crushing  strength  a  high  degree  of  sharpness  is  more  important  than 
a  small  per  cent  of  voids;  but  for  tensile  strength,  economy,  and 
water-tightness  a  small  per  cent  of  voids  is  more  important. 

The  sharpness  of  sand  can  be  determined  approximately  by 
rubbing  a  few  grains  in  the  hand  and  noting  whether  there  is  any 
cutting  action,  or  by  crushing  it  near  the  ear  and  noting  if  a 
grating  sound  is  produced;  but  an  examination  through  a  small 
lens  is  a  better  means.  Strictly  speaking,  the  grains  of  all  natural 
sand  are  rounded  rather  than  angular.  Sharp  sand  is  often  difficult 
to  obtain,  and  the  requirement  that  "the  sand  shall  be  sharp'' 
is  practically  a  dead  letter  in  most  specifications.  For  the  reasons 
given  in  the  preceding  paragraph,  sharpness  should  not  be  specified. 

188.  Cleanness.  Clean  sand  is  necessary'  for  the  strongest  mortar, 
since  an  envelop  of  loam  or  organic  matter  about  the  sand  grains 
will  prevent  the  adherence  of  the  cement.     The  cleanness  of  sand 
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may  be  judged  by  pressing  it  together  in  the  hand  while  it  is  damp; 
if  the  sand  sticks  together  when  the  pressure  is  removed,  it  is  entirely 
too  dirty  for  use  in  mortar.  The  cleanness  may  also  be  tested  by 
rubbing  a  little  of  the  dry  sand  in  the  palm  of  the  hand;  if  the  hand 
is  nearly  or  quite  clean  after  throwing  the  sand  out,  the  sand  is 
probably  clean  enough  for  mortar.  The  cleanness  of  the  sand  may 
be  tested  quantitatively  by  agitating  a  quantity  of  sand  with  water 
in  a  graduated  glass  flask;  after  allowing  the  mixture  to  settle,  the 
amount  of  precipitate  and  of  sand  may  l>e  read  from  the  graduation. 
Care  should  be  taken  that  the  precipitate  has  fully  settled,  since  it 
will  condense  considerably  after  its  upper  surface  is  clearly  marked. 

In  engineering  literature  but  few  definite  specifications  for  the 
cleanness  of  sand  can  be  found,  a  diligent  search  revealing  only  the 
following:  For  bridge  work  on  the  New  York  Central  and  Hudson 
River  R.  R.,  the  specifications  require  that  the  sand  shall  be  so 
clean  as  not  to  soil  w-hite  paper  when  rul)l>ed  on  it.  For  the  retaining 
walls  on  the  Chicago  Sanitary  Canal,  the  suspended  matter  when 
shaken  with  water  wjis  limited  to  0.5  per  cent.  For  the  dam  on  the 
Monongahela  River,  built  under  the  direction  of  the  U.  S.  A.  engi- 
neers, the  suspended  matter  was  limited  to  1  per  cent.  For  the  dam 
at  Portage,  N.  Y.,  built  by  the  State  Engineer,  the  "aggregate  of  the 
impurities"  was  limited  to  5  to  8  per  cent.  The  contamination 
permissible  in  any  particular  case  depends  upon  the  cleanness  of  the 
sand  available  and  upon  the  difficulty  of  obtaining  perfectly  clean 
sand.  Sand  employed  in  masonry  construction  frequently  contains 
5,  and  sometimes  10,  per  cent  of  suspended  matter. 

Under  no  consideration  should  the  sand  contain  any  leaves, 
straw,  paper,  shavings,  chips,  etc. 

189.  Effect  of  Clay.  The  effect  of  clay  in  tliesand  varies  with  the 
richness  of  the  mortar,  i.e.,  with  the  proportion  of  cement.  The 
strength  and  density  of  neat  cements  and  of  mortars  containing  1 
or  2  parts  of  sand,  are  decrefised  by  even  slight  additions  of  clay; 
but  the  strength,  and  also  the  density,  of  mortars  containing  three 
or  four  parts  of  sand  arc  usually  increased  by  the  addition  of  10  to 
20  per  cent  of  finely  pulverized  clay,  and  still  leaner  mortars  are 
improved  by  even  larger  per  cents  of  clay.  The  clay,  if  finely  pul- 
verized, helps  to  fill  the  voids  of  the  sand  and  causes  the  cementing 
material  to  coat  the  grains  Ixjtter  and  bind  thoni  together  moi-c 
strongly.  The  exact  effect  of  the  clay  depends  chiefly  upon  the 
fineness  of  the  sand  grains  and  upon  the  per  cent  of  the  voids  (§  193) 
in  the  clean  sand;  but  depends  also  upon  the  thoroughness  of  mixing 
and  the  amount  of  water  used,  for  if  the  clay  forms  a  coating  on  thp 
sand  grains  and  is  not  removed  in  the  mixing,  a  small  amount  of 
clay  18  very  deleterious. 


88  Sand,  Gravel,  and  Broken  Stone.  [Chap.  V, 

Lean  mortars  containing  clay  to  a  considerable  per  cent  of  the 
cement  are  more  plastic  and  work  better  under  the  trowel  than 
similar  mortars  made  of  clean  sand;  and  clay  is  sometimes  added 
to  produce  this  effect.  The  presence  of  the  clay  retards  the  setting 
of  the  cement — natural  usually  more  than  portland — ^and  makes 
the  mortar  more  susceptible  to  the  action  of  frost. 

190.  Washing  Sand.  Sand  is  sometimes  washed.  This  may  be 
done  by  placing  it  on  a  wire  screen  and  playing  upon  it  with  a  hose, 
or  by  placing  it  in  an  inclined  revolving  cylindrical  screen  and 
drenching  it  with  water.  When  only  comparatively  small  quan- 
tities of  clean  sand  are  required,  it  can  be  washed  by  shoveling  it 
into  the  upper  end  of  an  inclined  V-shaped  trough  and  playing  upon 
it  with  a  hose,  the  clay  and  lighter  organic  matter  floating  away  and 
leaving  the  clean  sand  in  the  lower  portion  of  the  trough,  from  which 
it  can  be  drawn  off  by  removing  plugs  in  the  sides  of  the  trough. 
Sand  can  be  washed  fairly  clean  by  this  method  at  an  expense  of 
about  10  cents  per  cubic  yard  exclusive  of  the  cost  of  the  water. 
For  a  sketch  and  description  of  an  elaborate  machine  for  washing 
sand  by  paddles  revolving  in  a  box,  see  Engineering  News,.Yo\,  xli, 
page  111  (Feb.  16,  1899).  By  this  method  the  cost  of  thoroughly 
washing  dirty  sand  is  about  15  cents  per  cubic  yard. 

Washing  may  or  may  not  improve  the  mortar-making  qualities 
of  a  sand.  The  washing  may  carry  away  only  the  finer  particles  of 
the  impurities,  and  thereby  increase  the  strength  of  the  mortar; 
or  the  washing  may  remove  all  the  impurities  and  also  the 
finer  sand  grains,  and  thereby  increase  the  per  cent  of  voids  and 
hence  weaken  the  mortar.  Before  deciding  to  wash  any  partic- 
ular sand,  a  test  should  be  made  of  the  effect  upon  the  strength  of 
the  mortar  of  any  particular  method  of  washing. 

191.  Fineness.  Coarse  sand  is  preferable  to  fine,  since  (1)  the 
former  has  less  surface  to  be  covered  and  hence  requires  less  cement ; 
and  (2)  the  coarse  sand  i*equires  less  labor  to  fill  the  interstices  wth 
the  cement.  The  sand  should  be  screened  to  remove  the  pebbles, 
the  fineness  of  the  screen  depending  upon  the  kind  of  work  in  which 
the  mortar  is  to  be  used.  The  coarser  the  sand  the  better,  even  if  it 
may  properly  be  designated  fine  gravel,  provided  the  diameter  of  the 
largest  pebble  is  not  too  nearly  equal  to  the  thickness  of  the  mortar 
joint. 

Table  17  gives  the  results  of  a  series  of  experiments  to  determine 
the  effect  of  the  size  of  grains  of  sand  upon  the  tensile  strength  of 
cement  mortar.  The  briquettes  were  all  made  at  the  same  time  by 
the  same  person  from  the  same  cement  and  sand,  the  only  difference 
being  in  the  fineness  of  the  sand.  The  table  clearly  shows  that 
coarse  sand  is  better  than  fine.     Notice  that  the  results  in  line  4  of 
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TABLE  17. 

Effect  of  Fineness  of  Sand  upon  the  Tensile  Strength  of  1  :  2 

Cemknt  Moktak. 


Tensile 

Strenoth 

,    IN    POUNDS   PER  SQUARE   INCH. 

Rsr. 

Sand  cauqut  betwkkn 

AFTER 

. 

THB  TWO  SIBVKS  STATED 
BELOW. 

No. 

7  Days. 
243 

1  Mo. 

3Moa. 

6Mo0. 

12Mofl. 

1 

No.   4  and  No.     8 

442 

539 

470 

665 

2 

"       8    "    *'       16 

269 

345 

473 

512 

572 

3 

"     16    "     "       20 

186 

250 

313 
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396 

4 

u    20    "    "       30 

211 

281 

322 

402 

440 

5 

"     30    "    *'       50 

149 

205 

238 

275 

318 

6 

"     50    "    *'       75 

122 

214 

260 

275 

308 

7 

*'     75    "    "     100 

98 

153 

211 

208 

253 

8 

Passing  No.  100 

98 

155 

161 

229 

271 

the  table  are  larger  than  those  in  line  3.  This  is  probably  due  to  the 
fact  that  the  sand  for  line  4  has  a  greater  range  of  sizes  and  conse- 
quently fewer  voids.  If  this  explanation  is  true,  the  coarse  sand 
is  relatively  better  than  appears  from  Table  17,  since  the  sand  in  each 
line  of  the  lower  half  of  the  table  has  greater  variety  of  sizes  than 
those  in  the  upper  half. 

Table  18  shows  the  fineness  of  natural  sands  employed  in  actual 
construction;  and  as  the  sands  were  to  all  appearances  of  the  same 

TABLE  18. 

Tensile  Strength  of  a   1  : 3  Cement  Mortar  with   Natural 

Sands  Diffkring  Chiefly  in  Fineness. 


Ref. 
No. 


1 
2 
3 

4 
5 
6 
7 
8 
9 


0 
0 
0 
0 
0 
0 
0 
0 
0 


Fineness. 


Per  Cent,  by  weight,  caught  on  Sieve  No. 


8 

16 
21 

26 

29 

29 

22 

21 

13 

15 

9 

10 

13 

15 

0 

0 

0 

0 

0 

0 

20 


16 

13 

11 

10 

6 

/ 

0 

0 
o 


30 


11 

10 

17 

19 

11 

8 

1 

0 

3 


50 


9 
12 
20 
33 
45 

;« 
() 

0 
15 


75 


s 

5 

8 
6 
15 
15 
69 
0 
45 


100 


1 
1 
1 
2 
4 
23 
6 


Per 
Cbnt 

PASSING 

No. 
100. 


2 
1 
1 
1 
1 
1 
2 
94 
5 


z 

H 

as 

ao 
U 

H 


9 

H 

A, 

n 


700 
447 
370 
341 
332 
309 
246 
200 
189 
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character,  this  table  also  shows  at  least  approximately  the  eflFect 
of  fineness  upon  tensile  strength.  This  table  agrees  with  the  pre- 
ceding in  showing  that  the  coarser  sand  makes  the  stronger  mortar. 
This  conclusion  is  perfectly  general. 

If  the  voids  are  filled  with  cement,  uniform  coarse  grains  give 
greater  strength  than  coarse  and  fine  mixed;  or,  in  other  words, 
for  rich  mortar  coarse  grains  are  more  important  than  small  voids. 
But  if  the  voids  are  not  filled,  then  coarse  and  fine  sand  mixed  give 
greater  strength  than  uniform  coarse  grains;  or,  in  other  words, 
for  lean  mortar  a  small  proportion  of  voids  is  more  important  than 
coarse  grains.* 

192.  Specifications  seldom  contain  any  numerical  requirement 
for  the  fineness  of  the  sand.  The  two  following  are  all  that  can  be 
found.  For  the  retaining-wall  masonry  on  the  Chicago  Sanitary 
Canal  the  requirements  were  that  not  more  than  50  per  cent  should 
pass  a  No.  50  sieve,  and  not  more  than  12  per  cent  should  pass  a 
No.  80  sieve.  For  the  Portage  Dam  on  the  (icncsee  River,  built  by 
the  New  York  State  Engineer,  the  spe(;ifications  were  that  at  least 
75  per  cent  should  pass  a  No.  20  sieve  and  be  caught  on  a  No.  40. 

The  fineness  of  the  sand  employed  in  several  notijd  works  is  as 
follows,  the  larger  figures  being  the  number  of  the  sieve,  and  the 
smaller  figures  preceding  the  number  of  the  sieve  l^eing  the  per  cent 
retained  by  that  sieve,  and  the  small  number  after  the  last  sieve 
number  teing  the  per  cent  passing  that  sieve:  Poe  Lock,  St. Mary's 
Fall  Canal,  ^20  ^30  *"*  40  ^;  concrete  for  pavement  foundations  in 
the  City  of  Washington,  T).  C,  ^T  6  ^S  "  10  =*  20  "^  40  '  60 '  80 ';  Gen- 
esee (N.  Y.)  Storage  Dam, '20 « 30^*50  ^  1(X)^  Rough  River  (Ky.) 
Improvement,  "20^30  ^50^^  St.  Regis  sand,  Soulanges  Canal, 
(^anada,  "20^  30 ''50";  Grand  Coteau  sand,t  Soulanges  Canal, 
Canada,  "  20  *»  30  ^  50  •^.  Tables  18  (page  SO)  and  19  (page  93)  show 
the  fineness  of  a  number  of  natural  sands  employed  in  actual  work. 

The  specifications  proi)()se(l  by  the  (lerman  Concrete  Society  J 
for  concrete  structures  designate  as  sand  any  grain  of  natural  sand 
or  crushed  stone  less  than  ().2S  inch  in  diameter,  material  having 
pieces  larger  than  this  being  called  pc])bles  or  broken  stone.  Many 
American  engineers  draw  the  line  between  sand  and  pebbles  or 
broken  stone  at  pieces  0.20  inch  in  diameter.  A  noted  American 
authority  says  a  good  sand  should  have  all  of  its  grains  less  than 

*  Report  of  ('hiof  of  Enpim^ors.  T'.  S.  A..  ISOf),  p.  2SG2.  or  Jour.  W'ost.  See.  of  Engra. 
vol.  ii,  p.  ,519;  and  Report  of  Operations  of  the  Kngineering  Department  of  the  District 
of  CV^lnmbia.  1890,  p.  195. 

t  A  1  :  2  mortar  with  thi«  pand  was  only  79  p<»r  (rent  as  strong  as  that  immediately 
preceding;  and  with  a  1  :  3  mortar  only  71  per  cent. — Tran.s.  Can,  See.  of  C.  E.,  vol. 
ix,  p.  297. 

X  Knginccrinfj  News,  vol.  liv,  p.  -178-81. 
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0.20  inch  in  diameter  and  should  have  not  less  tlian  30  |>or  cent  that 
will  pass  a  No.  40  sieve.* 

193.  Voids.  The  smaller  the  proportion  of  voids,  i.e.,  the  inter- 
stices between  the  grains  of  the  sand,  the  less  the  amount  of  cement 
required,  and  consequently  the  more  economical  the  sand. 

The  per  cent  of  voids  in  sand  may  \ye  determined  by  either  of 
two  methods,  which  for  brevity  will  here  be  designated  as  (1)  deter- 
mining voids  by  the  sixicific  gravity  method,  and  (2)  determining 
voids  by  direct  measurement. 

194.  Determinimj  Voids  by  Specific  Gravity  Metluxi.  This  method 
consists  in  determining  (1)  the  specific  gravity  of  the  sand  and  from 
that  computing  the  weight  of  a  cubic  unit  of  the  solid  material,  and 
(2)  the  weight  of  a  cubic  unit  of  the  sand.  The  difference  between 
the  first  weight  and  the  second  weight,  divided  by  the  first  weight, 
gives  the  proportion  of  voids,  or  expressed  in  percentages,  gives  the 
per  cent  of  voids. 

The  specific  gravity  of  siliceous  sands  is  quite  uniformly  2.65; 
but  glacial  sand  containing  fragments  of  limestone,  sandstone,  shale, 
and  slate  may  have  a  specific  gravity  of  2.60  or  even  a  little  less. 
However,  it  is  sufficient  to  assume  the  specific  gra\ity'  of  good 
siliceous  sand  at  2.65.  The  sand  shouUl  be  dried  at  a  temperature 
not  less  than  212°  Fahr.  until  there  is  no  further  loss  of  weight. 
The  weight  of  a  unit  of  sand  may  be  determined  for  the  sand  loose, 
shaken,  or  rammed,  and  the  per  cent  of  voids  will  be  for  the  corre- 
sponding condition.  It  is  probably  lK»tter  to  determine  the  voids 
for  the  sand  when  ranuned,  since  the  mortar  is  either  compres.sed 
or  rammed  when  used. 

196.  Detenninin<f  Voids  by  Direct  Measurcfneni.  The  proportion 
of  voids  may  1x5  determined  by  filling  a  vessel  with  sand  and  then 
determining  the  amount  of  water  that  can  be  poured  into  the  vesvsel 
^ith  the  sand.  The  quantity  of  water  poured  into  the  sand  divided 
by  the  amount  of  water  alone  wliich  the  vessel  will  contain  is  the 
proportion  of  voids  in  the  sand.  The  quantities  of  water  as  above 
may  be  determined  either  by  volume  or  by  weight.  The  proportion 
of  voids  may  be  determined  for  the  sand  loose,  shaken,  (»r  rammed, 
the  latter  condition  Ixiing  the  more  appropriate,  since  the  mortar  is 
either  compressed  or  rammed  when  used.  For  accurate  work  the 
simd  should  \ye  dried  to  expel  all  moisture,  as  moisture  affects  both 
the  weight  and  the  volume  of  the  sand.  })articularly  if  the  sand  is 
fine  (see  {  196).  Further,  even  though  the  sand  is  so  coarse  that 
its  volume  is  not  appreciably  affected  ])y  the  moisture  present,  the 
sand  should  be  dried  since  it  is  tiie  total  per  cent  of  voids  in  the  sand, 
and  not  of  the  air-filled  voids  alone,  that  is  desired. 

'HiQinpsoii,  in  Erujinciring  Sews,  vol.  lix,  p.  28. 
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The  above  method  is  subject  to  considerable  error,  since  it  is 
difl&cult  to  eliminate  the  air  bubbles, — ^particularly  if  the  sand  is 
fine  or  has  been  rammed.  Further,  if  the  sand  is  dirty  and  the  water 
is  poured  upon  it,  there  is  liability  of  the  clay's  being  washed  down 
and  puddling  a  stratum  which  will  prevent  the  water's  penetrating 
to  the  bottom.  If  the  bubbles  are  not  excluded,  or  if  the  water  does 
not  penetrate  to  the  bottom,  the  result  obtained  is  less  than  the  true 
proportion  of  voids. 

Hence,  to  determine  the  voids  more  accurately,  put  part  of  the 
water  into  the  vessel  and  sprinkle  the  sand  slowly  into  the  water, 
so  as  to  give  opportunity  for  the  air  bubbles  to  escape.  The  sand 
should  not  drop  through  any  considerable  depth  of  water,  as  there 
is  a  liability  that  the  sand  may  become  separated  into  strata  having 
a  single  size  of  grains  in  each,  in  which  case  the  voids  will  be  greater 
than  if  the  several  sizes  were  thoroughly  mixed.  Add  water  from 
time  to  time,  and  continue  to  drop  in  the  sand  until  the  vessel  is 
full  of  water  and  the  sand  is  at  the  top  of  the  water.  Finally,  as 
before,  the  quantity  of  water  in  the  vessel  with  the  sand,  divided  by 
the  amount  of  water  alone  which  the  vessel  will  contain,  is  the  pro- 
portion of  voids  in  the  sand. 

196.  Effect  of  Moisture  on  Voids.  A  small  per  cent  of  moisture  has  a 
surprising  effect  upon  the  volume  and  consequently  upon  the  per 
cent  of  voids.  For  example,  fine  sand  containing  2  per  cent  of 
moisture  uniformly  distributed  has  nearly  20  per  cent  greater  volume 
than  the  same  sand  when  perfectly  dry.*  This  effect  of  moisture 
increases  with  the  fineness  of  the  sand,  and  decreases  with  the 
amount  of  water  present,  and  with  the  amount  of  tamping.  When 
saturated,  sand  will  have  a  bulk  less  than  the  original  dry  volume. 

A  knowledge  of  the  amount  and  of  the  effect  of  moisture  present 
in  the  sand  is  important  in  proportioning  mortar.  For  example, 
with  ordinary  sand  3  or  4  per  cent  of  water  will  increase  the  volume 
so  that  a  mortar  consisting  of  1  volume  of  cement  to  4  volumes  of 
damp  sand  is  equivalent  to  a  1  to  3  mortar  of  dry  sand. 

197.  Data  on  Voids.  Table  19,  page  93,  shows  the  voids  of  a 
number  of  both  artificial  and  natural  sands.  An  examination  of 
the  table  shows  that  the  voids  of  natural  sand  when  rammed  vary 
from  30  to  37  per  cent.  Sands  No.  10,  11,  and  12  are  fairly  good, 
although  they  are  finer  than  the  first  four  in  Table  18,  page  89; 
but  sands  No.  13  and  14  are  too  fine  to  give  a  strong  mortar,  although 
they  have  a  fairly  low  per  cent  of  voids.  All  five  of  these  sands  are 
frequently  employed  in  making  mortar  and  concrete  for  important 
work. 

*  Feret,  Chief  of  I-iaboratory  Fonts  et  Cliauss^es,  in  Engineering  News,  vol.  xxvii, 
p.  310.    For  e«inular  data  see  Report  of  Chief  of  Engineers,  U.  S.  A.,  1895,  p.  2935. 
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198.  The  following  observations  may  be  useful  in  investigating 
the  relative  merits  of  different  sands: 

The  proportion  of  voids  is  independent  of  the  size  of  the  grains, 
but  depends  upon  the  gradation  of  the  sizes,  and  varies  with  the 
form  of  the  grains  and  the  roughness  of  the  surface.  A  mass  of 
perfectly  smooth  spheres  of  any  uniform  size  packed  as  closely  as 
possible  would  have  26  per  cent  of  voids;  but  if  the  spheres  are  packed 
as  loosely  as  possible  the  voids  would  be  48  per  cent.  A  promiscuous 
mass  of  bird-shot  of  nominally  one  size  has  about  36  per  cent  of  voids. 
The  difference  between  this  and  the  theoretical  minimum  per  cent 
for  perfectly  smooth  spheres  is  due  to  the  variation  in  size,  to  the 
roughness  of  the  surface,  and  to  not  securing  in  all  parts  of  the  mass 
the  arrangement  of  the  shot  necessary  for  minimum  voids. 

If  the  mass  of  sand  consists  of  a  mixture  of  two  sizes  of  grains 
such  that  the  smaller  grains  can  occupy  the  voids  between  the  larger, 
then  the  proportion  of  voids  may  be  very  much  smaller  than  with  a 
single  size  of  grains.  The  proportion  of  any  particular  size  should 
be  only  sufficient  to  fill  the  voids  between  the  grains  of  the  next 
larger  size. 

The  finer  the  sand  the  more  nearly  uniform  the  size  of  the  grains, 
and  consequently  the  greater  the  proportion  of  voids.  The  advantage 
of  coarse  sand  over  fine  increases  as  the  proportion  of  cement  de- 
creases, since  with  the  smaller  proportions  of  cement  the  voids  are 
not  filled. 

199.  Stone  Screenings.  The  finer  particles  screened  out  of 
crushed  stone  are  sometimes  used  instead  of  sand.  For  the  physical 
characteristics  of  stone  screenings  see  No.  16  and  17,  page  93. 

Experiments  show  that  sandstone  screenings  give  a  slightly 
stronger  mortar  than  natural  sand,  probably  because  of  the  greater 
sharpness  of  the  grains,  (-rushed  limestone  usually  makes  a  con- 
siderably stronger  mortar,  in  both  tension  and  compression,  than 
natural  sand,  and  this  difference  seems  to  increase  with  the  age  of 
the  mortar.*  In  some  cases  limestone  screenings  give  50  to  100 
per  cent  more  strength  than  the  best  available  sand.  Part  of  the 
greater  strength  is  unquestionably  due  to  the  greater  sharpness  of 
the  limestone  screenings,  and  the  part  that  increases  with  the  age 
of  the  mortar  seems  to  be  due  to  some  chemical  action  between  the 
limestone  and  the  cement. 

A  portion  of  the  advantage  of  screenings  over  sand  is  due  to  the 
smaller  per  cent  of  voids  in  the  screenings;  in  other  words,  stone 
screenings,  particularly  limestone  screenings,  have  more  veiy  fine 

*Annual  Rei)ortof  Chief  of  KiiKim^r**,  U.  S.  A.,  1893,  Part  3.  p.  3015;  ibid.,  1894, 
Part  4,  p.  2321;  ibid.,  1895,  Part  4,  p.  2953:  Jour.  West.  Soe.  of  Engra.,  vol.  u,  p. 
894  and  400;  Engineering  News,  vol.  xlix,  p.  306,  343. 
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particles  and  hence  a  smaller  per  cent  of  voids,  and  consequently 
give  greater  strength,  particularly  with  the  leaner  moi-tars. 

Screenings  are  liable  to  contain  an  undue  amount  of  dust;  and 
hence  it  is  very  important  that  a  sieve  analysis  of  the  material  he 
made  to  determine  the  amount  and  the  fineness  of  the  dust  present. 
If  there  is  an  undue  amount  of  fine  material,  the  mass  should  lie 
screened  before  l^eing  used  in  mixing  mortar. 

200.  Skleotino  a  Sand.  Natural  sands  differ  greatly  in  fineness, 
in  the  per  cent  of  voids,  in  cleanness,  and  consequently  in  their 
effect  upon  the  strength  and  (juality  of  the  mortar  in  which  they  are 
used.  Therefore,  before  connnencing  any  considerable  work  all 
available  natural  sands  and  all  possible  su institutes  should  be  exam- 
ined to  determine  their  value  for  use  in  mortar. 

Before  beginning  the  comparison  of  the  different  sands  a  sieve 
analysis  of  each  should  1)0  made  to  dot  ermine  whether  or  not  the 
sand  has  a  pn)per  proportion  of  different  sized  grains.  In  the  present 
condition  of  our  knowledge  we  do  not  know  the  exact  gradaticm  of 
sizes  which  will  give  the  best  results;  but  sometimes  a  sieve  analysis 
will  show  that  a  sand  is  unfit  for  mortar,  and  sometimes  that  the 
sand  can  be  materially  improved  by  screening  out  some  portion  of 
it  or  by  adding  either  fine  or  coai-se  sand.  As  a  check  upon  the 
conclusions  drawn  from  the  results  of  the  fineness  test,  a  determina- 
tion shold  be  made  of  the  per  cent  of  voids  in  each  sand  (§  194-1)5). 
Further,  an  investigation  should  be  made  to  see  whether  or  not  any 
particular  sand  would  Ix^  improved  by  wjtshing  (§  VM)). 

Aft-er  a  preliminary  examination  of  each  sand  as  al)ove,  briquettes 
having  the  proportions  of  sand  and  cenicMit  to  be  used  in  the  work 
should  be  made  of  each,  and  shouhl  be  tested  at  different  ages, — if 
time  permits,  at  least  at  1  day,  I  week,  and  1  month.  The  test 
should  he  made  with  the  particular  <*enient  to  Ui  used  in  the  work, 
since  the  fineness  of  the  (joment  affects  the  result  differently  with  differ- 
ent sands.  The  mortar  for  the  briquettes  shouhl  preferably  have  the 
plasticity  to  te  used  in  the  work  rather  than  the  normal  consistency 
prescribed  for  lal)oratorv  tests  of  cement  (§  Kil),  since  the  fineness 
and  cleanness  of  differt»nt  sands  affect  the  plasticity  of  the  mortar. 

201.  Owing  to  lack  of  time  it  is  sometimes  imj)ossible  to  wait  for 
a  complete  test  as  above,  in  whicli  case  sands  may  be  compared  by 
determining  which  i)rodu('es  the  smallest  volume  of  mortar  for  the 
same  quantities  of  dry  materials.  The  cement  and  the  dry  sand 
should  he  weighed  out  in  the  ])rop(»rtions  to  be  used  in  practice,  and 
should  l)e  mixed  to  the  consistency  to  Im?  used  in  ])ractice;  then  the 
mortar  should  be  introduced  into  a  cylinder,  and  the  volume  of  the 
compacted  mortar  noted.  Pry  mortar  will  have  the  same  volunu^ 
after  setting  as  when  it  was  green,  but  wet  mortar  will  contract  in 
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setting,  owing  to  the  expulsion  of  the  surplus  water;  and  therefore 
after  the  mortar  has  nearly  set  (but  not  too  hard  to  be  removed  from 
the  cylinder),  the  surplus  water  should  be  poured  off  and  the  volume 
of  the  mortar  be  again  noted.  If  equal  dry  weights  of  two  sands  are 
mixed  with  the  same  proportion  of  a  cement,  that  sand  is  best  which 
gives  the  least  volume  of  mortar  determined  as  above.  The  pro- 
portion of  cement  and  also  the  degree  of  plasticity  used  in  making 
this  test  should  be  that  to  be  employed  in  actual  practice,  since 
differences  in  the  amount  of  cement  or  water  will  change  the  relative 
volume  of  mortar  produced. 

This  method  of  comparing  sands  is  more  accurate  than^by  measur- 
ing the  voids,  for  three  reasons:  1.  The  cement  paste  coats  the  grains 
of  the  sand  and  increases  the  volume  of  the  mortar,  and  this  increase 
varies  considerably  with  the  fineness  of  the  sand;  and  hence  it  is 
more  accurate  to  compare  sands  by  making  mortars  of  them  and 
comparing  their  densities  than  to  compare  sands  by  their  voids. 
2.  The  per  cent  of  voids  in  a  mass  of  sand  varies  with  its  compactness, 
and  hence  there  may  be  considerable  error  in  comparing  different 
sands  by  measuring  their  voids.  3.  A  small  amount  of  moisture 
in  a  mass  of  sand  affects  its  weight  much  less  than  its  volume; 
and  hence  it  is  more  accurate  to  compare  the  sands  by  mixing  the 
mortars  by  weight  and  comparing  their  densities  than  to  compare 
the  sands  by  measuring  the  voids  directly.  Of  course  the  sands 
could  be  dried  before  determining  the  voids;  but  that  requires 
more  labor,  and  does  not  remove  the  preceding  objections  to  the 
method  of  comparing  sands  by  measuring  the  voids  directly.  The 
method  of  comparing  sands  by  the  direct  determination  of  the 
voids  may  be  useful  in  reducing  the  number  of  sands  to  be  tested 
by  determining  the  relative  density  of  the  mortars. 

202.  By  one  of  the  preceding  methods  compare  all  available 
sands  and  screenings,  and  after  determining  the  one  giving  the 
mortar  of  the  greatest  strength  or  of  the  greatest  density,  inquire 
into  the  relative  cost  of  each.  It  may  be  economy  to  pay  consider- 
able for  transportation  of  a  better  sand  than  to  use  an  inferior  local 
sand;  or  it  may  be  more  economical  to  use  a  local  sand  with  an  in- 
creased proportion  of  cement  than  to  bring  in  a  better  sand  from  a 
distance.*  In  this  connection  the  possibility  of  using  stone  screen- 
ings (§  199)  should  not  be  overlooked. 

203.  GosT  AND  Weight  of  Sand.  The  price  of  reasonably  good 
sand  varies  from  40  cents  to  $1.60  per  cubic  yard,  according  to  the 
locality,  but  usually  from  60  cents  to  $1.00. 

♦  For  the  results  of  two  investigations  as  to  the  relative  qualities  of  several  sands 
for  mortar,  see  Engineering  News,  vol.  liii,  p.  127-29,  or  Engineering  Record,  vol.  1,  p. 
108-06;  and  Engineering  News,  vol.  liv,  p.  301. 
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Sand  is  sometimes  sold  by  the  ton.  It  weighs  when-  dry  from 
80  to  100  pounds  per  cubic  foot  (usually  from  85  to  96),  or  about 
1^  to  1^  tons  per  cubic  yard. 

Art.  2.    Gravel. 

204.  The  term  gravel  is  sometimes  used  as  meaning  a  mixture 
of  coarse  pebbles  and  sand,  and  sometimes  as  meaning  pebbles  with- 
out sand.  The  first  definition  is  the  more  logical  and  also  the  more 
common,  and  will  be  used  in  this  volume. 

Gravel  or  broken  stone  are  mixed  with  cement  mortar  to  make 
an  artificial  stone  called  concrete  (Chap.  VII).  The  quality  of  the 
concrete  varies  greatly  with  the  condition  of  the  gravel  or  broken 
stone,  but  unfortunately  too  little  attention  is  given  to  the  character 
of  this  component. 

206.  B»iui8rrBS  of  Good  Gravel.  To  be  suitable  for  use  in  ma- 
king concrete,  gravel  should  have  the  following  characteristics:  (1)  it 
should  be  composed  of  durable  minerals;  (2)  it  should  be  at  least 
reasonably  clean;  and  (3)  it  should  have  such  a  variety  of  sizes  as  to 
give  a  small  per  cent  of  voids. 

206.  The  BCinerals.  Practically  all  that  was  said  about  the 
durability  of  sand  (see  §  186)  applies  with  equal  force  to  gravel. 
Most  gravels  are  sufficiently  durable  for  use  in  concrete.  In  some 
localities,  particularly  in  the  foot-hills  of  the  Appalachian  and  the 
Ozark  Mountains,  a  material,  locally  called  gravel,  composed  of 
angular  fragments  of  chert,  is  found  in  the  stream-beds;  but  such 
material  is  unsuitable  for  concrete,  since  it  is  checked  and  is  easily 
broken,  and  because  its  flat  glassy  faces  are  too  smooth  for  good  adhe- 
sion of  the  cement. 

207.  Oleanness.  All  that  was  said  under  this  head  concerning 
sand  (see  §  188-90)  applies  also  to  gravel.  A  quantity  of  finely 
divided  clay  equal  to  10  or  20  per  cent  of  the  gravel  does  no  harm,  and 
may  add  to  the  strength  of  the  concrete, — particularly  if  the  cement 
paste  does  not  entirely  fill  the  voids.  The  greater  the  proportion 
of  clay,  the  more  thorough  should  be  the  mixing. 

208.  MaxitnuTn  Size.  The  larger  the  maximum  size  of  pebbles  the 
denser  and  stronger  will  be  the  concrete;  but  experience  has 
shown  that  for  plain  concrete  it  is  impracticable  to  use  fragments 
larger  than  about  3  inches  in  diameter,  and  that  for  reinforced 
concrete  the  maximum  ^ize  should  not  ]ye  more  than  about  1  inch. 

209.  Voids.  For  two  met  hods  of  determining  the  per  cent  of  voids, 
see  §  194-95.  The  specific  gravity  of  gravel  is  practically  constant 
and  equal  to  2.65.  All  that  was  said  about  voids  of  sand  (§  196-98) 
applies  with  equal  force  to  gravel. 
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Since  the  fragments  are  larger  in  gravel  than  in  sand,  the  former 
may  have,  and  usually  does  have,  a  smaller  per  cent  of  voids.  The 
voids  of  a  well-proportioned  gravel  passing  a  2-inch  screen  usually 
range  from  20  to  30  per  cent,  and  occasionally  are  as  low  as  15  per 
cent.  Gravel  is  sometimes  washed  to  remove  an  excess  of  loam  and 
clay,  and  not  infrequently  the  washing  removes  also  some  fine  sand, 
which  needlessly  increases  the  per  cent  of  voids.  The  washing  should 
be  done  in  such  a  manner  as  to  remove  no  sand,  and  as  a  rule  only  part 
of  the  clay. 

Coarse  gravel  is  sometimes  run  through  a  crusher  to  reduce  the 
size  of  the  larger  pebbles,  after  which  the  material  has  a  larger  per 
cent  of  voids  because  the  sharp  angles  of  the  crushed  gravel  prevent 
it  from  packing  so  closely.  On  the  other  hand,  the  new  faces  of 
the  broken  pebbles  usually  offer  a  better  surface  for  the  adhesion 
of  the  cement  than  the  original  water-worn  surfaces. 

Before  adopting  a  gravel  for  any  important  work,  the  per  cent 
of  voids  should  be  determined;  and  if  the  result  is  not  entirely 
satisfactory,  the  gravel  should  be  separated  into  several  sizes  by 
screening,  and  the  various  sizes  should  be  combined  in  different 
proportions  to  see  if  the  per  cent  of  voids  can  be  reduced.  For  an 
example  of  the  large  saving  that  may  be  made  by  screening  the 
gravel,  see  the  last  paragraph  in  the  following  section.  An  advan- 
tageous combination  can  sometimes  be  discovered  by  inspection, 
and  may  always  be  found  by  trial.  An  easy  way  of  making  this 
trial  is  as  follows: 

Procure  a  piece  of  10-  or  12-inch  vitrified  pipe  with  a  cement 
bottom,  or  a  strong  wooden  box,  preferably  metal-lined,  and  fill  it 
with  the  coarsest  gravel  to  a  depth  of  a  foot  or  more,  tamping  the 
material  as  it  is  put  in.  Make  a  line  around  the  pipe  on  the  inside  to 
indicate  the  depth  of  the  stone.  Weigh  the  vessel  with  the  pebbles, 
empty  out  the  latter  and  weigh  the  vessel  alone,  and  determine  the 
weight  of  the  pebbles  alone.  Next  take  a  new  portion  of  the  coarse 
material  and  add,  say,  one  tenth  of  its  weight  of  the  next  finer 
material,  and  repeat  the  above  trial  with  this  mixture.  If  the  amount 
of  this  mixture  compacted  into  the  pipe  or  box  weighs  more  than 
that  of  the  corresponding  coarse  material,  then  this  mixture  is  the 
better  for  making  concrete;  and  vice  versa,  if  the  weight  of  this 
mixture  is  less,  then  this  mixture  is  not  as  good  for  concrete  as  the 
corresponding  coarse  material.  By  successive  trials  find  the  most 
advantageous  combination  of  sizes  to  produce  a  minimum  per  cent 
of  voids,  and  this  is  the  most  economical  combination. 

For  a  direct  but  elaborate  scientific  method  of  determining  the 
proportions  of  the  various  sizes  to  be  used  to  secure  the  minimum 
per  cent  of  voids,  see  i  302-09. 
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210.  Data  on  Physical  Ohabactebistics.  The  physical  charac- 
teristics of  screened  and  unscreened  gravel  are  given  near  the  foot  of 
Table  20,  page  99.  Judging  from  the  little  data  that  can  be  found 
in  engineering  literature  and  from  all  the  information  gathered  by 
an  extensive  correspondence,  gravels  No.  16  and  No.  17  of  the 
table  are  representative  of  the  gravels  employed  in  actual  work. 

Concerning  No.  18  notice  that  65  per  cent  passed  a  No.  5  screen; 
and  therefore  this  mixture  could  more  properly  be  called  gravelly 
sand.  If  one  fifth  of  the  material  passing  the  No.  5  sieve  be  omitted, 
the  voids  in  the  remainder  when  rammed  will  be  only  15  per  cent 
instead  of  20;  and  therefore  if  one  tenth  of  this  gravel  were  passed 
through  a  No.  5  sieve  and  that  portion  retained  on  the  sieve  were 
mixed  with  the  remainder  of  the  original,  the  voids  would  be  reduced 
to  15  per  cent,  which  would  materially  improve  the  quality  of  the 
gravel  for  making  concrete.  This  is  a  valuable  hint  as  to  the  pos- 
sible advantage  of  sifting  even  a  portion  of  the  gravel.  For  an 
example  of  the  saving  secured  by  grading  the  materials,  see  the  last 
paragraph  of  §  306. 

Art.  3.    Broken  Stone. 

211.  In  masonry  construction  broken  stone  is  used  as  one  of  the 
ingredients  of  concrete.  Any  hard  and  durable  stone  is  suitable  for 
use  in  making  concrete.  Trap,  granite  (not  only  true  granite,  but 
also  syenite,  diorite,  gneiss,  etc.,  which  are  frequently  called  granites), 
limestones,  and  the  more  compact  sandstones  make  good  broken 
stone  for  concrete;  while  the  looser-textured  sandstones,  shales, 
and  slates  are  poor  for  this  purpose.  The  suitability  of  any 
particular  stone  for  making  concrete  may  be  tested  by  using  it  in 
making  a  cube  of  concrete  and  crushing  it  at  any  age  desired;  if  the 
fragments  of  the  stone  pull  out  of  the  mortar,  the  adhesion  of  the 
cement  limits  the  strength  of  the  concrete,  but  if  the  fragments  of 
stone  are  broken  across,  then  the  strength  of  the  concrete  is  limited 
by  the  shearing  strength  of  the  stone.  A  stone  which  breaks  in 
approximately  cubical  pieces  rather  than  in  long,  thin,  splintery 
fragments  should  be  preferred,  since  the  latter  is  liable  to  break 
under  pressure  or  while  being  rammed  into  place,  and  thus  leave 
two  uncemented  surfaces. 

212.  Sizes.  The  stone  should  be  broken  small  enough  to  be 
conveniently  handled  and  easily  incorporated  with  the  mortar; 
but,  other  things  being  the  same,  the  larger  the  stone,  the  stronger 
and  the  denser  the  concrete.  For  plain  concrete  the  stone  is  usually 
broken  to  pass  any  way  through  a  2-  or  2J-inch  ring;  but  for  rein- 
fofoed  concrete  (Chap.  VIII),  the  stone  is  broken  to  pass  a  f-  or 
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1-inch  ring,  the  smaller  stone  being  used  so  the  concrete  may  fit 
itself  more  closely  around  the  reinforcing  metal.  The  finer  the 
stone  is  broken  the  greater  the  cost;  and  the  finer  the  stone  the 
greater  the  surface  to  be  coated,  and  consequently  the  greater  the 
amount  of  cement  required. 

Stone  is  sometimes  screened  to  approximately  one  size.  This 
is  only  a  waste  of  abor  and  material,  for  the  screened  stone  requires 
more  cement  and  makes  a  weaker  concrete. 

213.  Voids.  The  per  cent  of  voids  in  a  mass  of  broken  stone  may 
be  determined  by  either  of  the  two  methods  employed  in  finding  the 
voids  in  sand  (see  §  194-95). 

214.  Determining  Voids  by  Specific  Gravity  Method.  This  method 
is  fully  described  in  §  194.  The  specific  gravity  of  stones  is  stated 
in  Table  21. 


TABLE  21. 
Specific  Gravity  of  Various  Aggregates  for  Concrete. 


Rsr. 

Kind  or  Material. 

Specific  Gravity. 

No. 

Min. 

Max. 

Mean 

I 
2 
3 

Granite 

Limestone 

Marble 

2.68 
2.34 
2.51 
2.03 
2.56 
2.78 

2.85 
2.79 
2.88 
2.42 
2.81 
3.03 

2.68 
2.53 
2.72 

4 

Sandstone 

2.22 

5 

Slate 

2.78 

6 

Trap 

2.92 

*  '■**f 

216.  Detennining  Voids  by  Direct  Measurement.  For  a  description 
of  this  method  as  applied  to  sand,  see  §  195.  The  method  by 
pouring  water  into  the  mass  is  reasonably  accurate  for  stone  having 
but  little  fine  material  in  it;  but  for  ordinary  crusher-run  broken 
stone,  the  material  should  be  dropped  into  the  water  and  not  the 
water  poured  into  the  stone. 

If  the  stone  is  porous,  it  is  best  to  wet  it,  so  as  to  determine  the 
voids  between  the  fragments;  for  the  water  absorbed  by  the  material 
should  not  be  included  in  the  voids,  since  when  the  concrete  is  mixed 
the  aggregate  is  usually  dampened, — particularly  if  it  is  porous. 
Of  course,  in  wetting  the  aggregate  before  determining  the  voids,  no 
loose  water  should  remain  in  the  pile.  The  voids  may  be  determined 
for  the  material  either  loose  or  compacted.  The  proportion  of  the 
voids  is  found  to  determine  the  amount  of  mortar  that  will  be 
required  to  fill  the  voids  of  the  concrete  in  place;  and  therefore  it  is 
better  to  determine  the  voids  in  the  compacted  mass,  since  the 
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concrete  is  usually  rammed  when  laid.  The  compacting  may  be 
done  by  shaking  or  by  ramming,  the  latter  being  the  better  method, 
since  it  more  nearly  agrees  with  the  conditions  under  which  the 
concrete  is  used,  and,  further,  since  in  compacting  by  shaking  the 
smaller  pieces  work  to  the  bottom  and  the  larger  to  the  top,  which 
separation  increases  the  per  cent  of  voids. 

The  method  of  determining  voids  by  direct  measurement  usually 
gives  results  slightly  too  small,  owing  to  the  difficulty  of  excluding 
all  the  air-bubbles.  However,  a  high  degree  of  accuracy  can  not  be 
expected,  since  the  material  is  neither  uniform  in  composition  nor 
uniformly  mixed. 

216.  Data  on  Voids.  Table  20,  page  99,  shows  the  per  cent  of 
voids  in  various  grades  of  broken  stones  used  in  making  concrete. 

The  per  cent  of  voids  in  broken  stone  varies  with  the  hardness 
of  the  stone,  the  form  of  the  fragments,  and  the  relative  proportions 
of  the  several  sizes  present.  The  last  element  is  the  most  important. 
If  broken  stone  passing  a  S^-inch  ring  and  not  a  )-inch  screen  be 
separated  into  three  sizes,  any  one  size  will  give  from  52  to  54  per 
cent  of  voids  loose,  while  equal  parts  of  any  two  of  the  three  sizes  will 
give  48  to  50  per  cent,  and  a  mixture  in  which  the  volume  of  the 
smallest  size  is  equal  to  the  sum  of  the  other  two  gives  a  trifle  less 
than  48  per  cent.  Notice,  however,  that  unscreened  crushed  stone 
has  only  32  to  35  per  cent  voids — see  lines  7  and  11  of  Table  20. 
This  is  a  very  excellent  reason  for  not  screening  the  broken  stone 
to  be  used  in  making  concrete. 

A  mass  of  pebbles  retained  between  the  same  screens  as  a  corre- 
sponding mass  of  broken  stone  has  only  about  three  fourths  as  many 
voids  as  the  stone. 

217.  WklOHT.  The  weight  of  crushed  stone  varies  with  the 
amount  of  compacting  it  has  received,  whether  by  being  dropped 
into  the  bin  or  car,  or  by  being  shaken  during  transportation.  There 
are  not  much  definite  data  on  this  subject.  In  one  test  a  mass  of 
crushed  trap  dropped  about  8  feet  into  a  bin  had  weights  as  follows:  * 

^inch  trap  and  under 2  648  lb.  per  cu.  yd. 

i-inch  to  li-inch  trap 2  432  "       •*    "     " 

li-inch  to  3-inch  trap 2  526  "      "    "    " 

Some  tests  on  crushed  limestone  after  a  drop  of  15  feet,  made  under 
the  author's  direction,  had  weights  as  follows:  * 

^inch  crusher-run  limestone  screenings 2  544  lb.  per  cu.  yd. 

i-inch  to  2-inch  limestone 2  420  "      "    "     " 

2-inch  to  3-inch         "        2  510  "       "    "     " 

*  Bulletin  No.  23  of  Univermty  of  Ulinois  Engineering  Ebcperiment  Station — ^Voids, 
Settlement  and  Weight  of  Crushed  Stone,  by  Ira  O.  Baker. 
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218.  008T.  Crushed  limestone  is  occasionally  sold  f.o.b.  at  the 
quarry  as  low  as  35  to  40  cents  per  ton  (about  42  to  48  cents  per 
cu.  yd.),  and  frequently  as  low  as  45  to  50  cents  per  ton  (54  to  60 
cents  per  cu.  yd.).  The  cost  of  crushed  trap  f.o.b.  at  the  quarries 
in  New  Jersey  for  several  years  previous  to  1900,  was  40  to  50  cents 
per  ton  (about  50  to  62  cents  per  cu.  yd.);  but  in  that  year  it  was 
increased  nearly  50  per  cent.  In  Massachusetts,  the  cost  of  broken 
trap  on  cars  at  the  end  of  the  railroad  transportation,  varies  from 
$1.10  to  $1.60  per  ton  (about  $1.32  to  $1.93  per  cu.  yd.).  In 
Boston,  the  cost  of  crushed  granite  delivered  on  the  streets  is 
$1.65  to  $1.90  per  ton.  In  Montreal,  syenite  delivered  on  the 
street  costs  an  average  of  $1.15  to  $1.20  per  ton. 
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METHODS  OF  PREPARING  AND   USING 

THE  MATERIALS 


CHAPTER  Yl 
LIME  AND  CEMENT  MORTAR 

Art.  1.    Lime  Mortar. 

220;  Mortar  made  of  a  paste  of  common  or  fat  lime  is  extensively 
used  in  brick  masonry,  on  account  of  (1)  its  intrinsic  cheapness, 
(2)  its  great  economic  advantage  owing  to  its  great  increase  of 
volume  in  slaking,  and  (3)  the  simplicity  attending  the  preparation 
of  the  mortar. 

221.  Slaking  the  Lime.  Many  persons  seem  to  believe  that  the 
slaking  of  lime  is  such  a  simple  process  that  any  one  can  do  it;  but 
a  little  care  and  attention  to  the  principles  involved  may  materially 
increase  the  amount  of  paste  obtained,  and  hence  decrease  the 
amount  of  lime  required.  Further,  if  the  lime  is  not  completely 
slaked  before  being  used,  the  swelling  due  to  the  subsequent  hydra- 
tion of  the  unslaked  portion  may  damage  and  possibly  destroy  the 
structure  in  which  the  unslaked  lime  is  used. 

Hydrated  lime»(§  107)  is  lime  that  has  been  slaked  by  the  manu- 
facturer. It  is  sold  in  the  form  of  a  dry  powder,  and  is  ready  for 
mixing  with  the  sand  and  water  required  to  make  the  mortar. 

There  are  three  methods  of  slaking  lime  on  the  work,  viz.:  (1) 
drowning,  (2)  sprinkling,  and  (3)  air  slaking. 

222.  Slaking  by  Drowning.  The  ordinary  method  consists  in 
placing  the  lumps  in  a  layer  6  or  8  inches  deep  in  either  a  water-tight 
box  or  a  basin  formed  in  the  sand  to  be  used  in  mixing  the  mortar, 
and  pouring  upon  the  lumps  a  quantity  of  water  2^  to  3  times  the 
volume  of  the  lime.  If  the  quantity  of  water  added  is  just  right,  the 
lime  will  be  reduced  to  a  thick  paste;  but  if  too  much  water  is  used, 
the  lime  will  be  reduced  to  a  semi-liquid  condition  and  a  considerable 
part  of  its  binding  quality  will  be  destroyed.    This  method  takes 
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its  name  from  the  tendency  to  use  an  excessive  amount  of  water, 
i.e.,  of  drowning  or  killing  the  lime. 

223.  With  a  high-calcium  or  quick-slaking  lime  (§  105)  the  best 
results  are  obtained  when  all  the  wat^r  is  added  at  once;  but  with 
a  magnesian  or  slow-slaking  lime  (§  105)  only  a  little  water  should 
be  added  at  first,  and  then  after  the  lime  and  water  are  hot,  more 
water  may  be  added  gradually  so  as  not  to  chill  the  mixture  and 
retard  the  slaking.  The  slaking  proceeds  more  rapidly  and  is  more 
complete  if  the  mass  is  hot.  The  lime  absorbs  the  water,  and  the 
chemical  action  generates  heat  enough  to  change  part  of  the  absorbed 
water  into  steam  which  bursts  the  lumps  of  lime  apart  and  thus 
exposes  new  surfaces  to  the  action  of  the  water;  but  if  cold  water  is 
added  after  the  slaking  has  begun,  it  chills  the  mass,  prevents  the 
fortnation  of  steam  and  the  consequent  bursting  of  the  lumps,  and 
hence  the  slaking  is  not  complete,  and  the  amount  of  paste  formed  is 
less  than  it  should  be.  Further,  when  the  slaking  has  been  thus 
retarded,  a  thin  paste  forms  on  the  outside  of  the  fragments  of  the 
unslaked  lime,  which  excludes  the  water  from  the  interior  or  un- 
slaked portion  of  the  lump;  and  hence  it  is  difficult,  if  not  impossible, 
to  thoroughly  slake  lime  that  has  ever  been  chilled  in  the  slaking. 
Partial  air  slaking  is  harmful  in  much  the  same  way,  since  the  slaked 
lime  on  the  outside  of  a  lump  prevents  the  free  access  of  the  water 
to  its  interior. 

Stirring  the  lime  while  slaking  chills  the  mass  and  thereby  retards 
the  slaking;  but,  on  the  other  hand,  stirring  breaks  up  the  friable 
lumps  and  thereby  aids  the  slaking.  Therefore  if  the  mass  is 
stirred  at  all,  the  stirring  should  be  done  in  such  a  manner  as  to  cool 
the  mass  as  little  as  possible.  The  swelling  of  the  lime  in  the  lower 
portion  of  the  mass  frequently  lifts  some  of  the  lumps  out  of  the 
water,  the  heat  in  the  lump  causes  a  column  of  steam  to  rise  from  it, 
and  the  lump  is  said  to  '^burn.'^  This  ''burning"  is  detrimental, 
since  a  film  of  slaked  lime  is  formed  on  the  surface  of  the  unslaked 
portion  which  tends  to  prevent  complete  slaking.  Therefore  it  is 
important  that  lumps  which  are  "burning"  should  be  pushed  back 
into  contact  with  the  water.  ''Burning"  can  be  prevented  by 
covering  the  box  with  boards  or  a  tarpaulin  to  retain  the  heat  and 
the  moisture. 

There  are  two  reasons  why  care  should,  be  taken  to  secure  com- 
plete hydration  of  the  lime.  1.  Imperfect  slaking  is  uneconomical. 
With  reasonable  care  the  high-calcium  limes  will  give  a  volume  of 
paste  equal  to  three  or  more  times  the  volume  of  the  unslaked  lime; 
while  unskilful  slaking  may  reduce  the  paste  to  less  than  two  vol- 
umes. 2.  The  unslaked  particles  may  do  no  harm  if  the  lime  is  used 
in  mortar  for  masonry;    but  if  used  for  plastering,  particularly  for 
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the  white  coat,  they  may  slake  after  the  mortar  is  on  the  wall  and 
cause  a  portion  of  the  surface  to  flake  out. 

224.  Slaking  by  Sprinkling.  This  method  consists  in  forming 
the  unslaked  lime  into  a  heap  of  convenient  size,  sprinkling  it  with 
water  equal  to  one  quarter  to  one  third  of  its  volume,  covering  with 
the  sand  to  be  used  in  the  mortar,  and  allowing  it  to  stand  for  at 
least  a  day  or  two.  When  the  slaking  is  completed,  the  lime  is  in 
the  form  of  a  powder.  This  mfethod  was  formerly  very  conmion  in 
this  country,  but  was  abandoned  because  of  the  extra  care  and 
labor  required.     It  is  said  to  be  in  common  use  now  in  Europe. 

226.  Air  Slaking.  Lime  slakes  spontaneously  when  exposed  to 
the  air  by  absorbing  moisture  from  the  atmosphere;  but  this  is  not  a 
practicable  method  owing  to  the  immense  storage  area,  the  long  time, 
and  the  frequent  stirring  required.  Lime  that  is  thoroughly  air- 
slaked  is  as  good,  or  even  better,  than  that  slaked  in  the  usual  way — 
a  popular  prejudice  to  the  contrary  notwithstanding.  However, 
lime  that  is  only  partially  air-slaked  is  undesirable,  since  it  is  more 
difficult  to  slake  by  the  ordinary  process  than  lime  that  is  not  partially 
air-slaked  (see  §  223). 

226.  Pbopobtionino  the  Mortar.  Lime  mortar  consists  of  a 
mixture  of  lime  paste  and  sand.  The  requisites  for  good  sand  for 
mortar  making  have  been  considered  in  Art.  1,  Chapter  V. 

There  are  four  reasons  for  adding  sand  to  the  lime  paste:  (1) 
to  divide  the  paste  inte  thin  films  and  make  the  mortar  more  porous, 
thus  allowing  the  penetration  of  the  air  and  facilitating  the  absorption 
of  the  carbonic  acid  which  causes  the  setting  of  the  mortar;  (2)  to 
prevent  excessive  cracking  of  the  mortar  owing  to  shrinkage  due  to 
the  evaporation  of  the  water  in  the  lime  paste;  (3)  to  give  greater 
strength  to  the  mortar  against  crushing  (practically  the  only  stress 
that  comes  upon  mortar),  since  sand  has  a  greater  resistance  to 
compression  than  lime  paste  either  before  or  after  it  has  set;  and 
(4)  to  reduce  the  amount  of  lime  necessary  to  make  a  given  bulk  of 
mortar,  thus  decreasing  the  cost. 

Since  the  paste  sets  or  hardens  very  slowly,  even  in  the  open  air, 
unless  it  be  subdivided  into  small  particles  or  thin  films,  it  is  im- 
portant that  the  volume  of  the  paste  should  be  but  slightly  in  excess 
of  what  is  sufficient  te  coat  all  the  grains  of  the  sand  and  to  fill  the 
voids  between  them.  If  either  more  or  less  sand  than  this  is  used, 
the  mortar  will  be  injured.  An  excess  of  lime  paste  will  prevent  the 
mortar  from  setting  properly,  and  will  cause  it  te  shrink  unduly; 
while  a  deficiency  will  make  the  mortar  porous  and  weak.  An 
excess  of  lime  paste  also  decreases  the  compressive  resistance  of  the 
mortar.  With  most  sands  the  proper  proportion  will  be  from  2.5 
to  3  volumes  of  sand  to  1  volume  of  lime  paste. 


Art.  1.]  Lime  Mortar.  107 

In  proportioning  cement  mortar  it  is  necessary  to  measure  the 
sand  and  the  cement  to  get  the  proper  relation;  but  with  lime  mortar 
the  proper  proportion  of  sand  and  paste  can  be  determined  from  the 
way  the  mortar  behaves  during  the  mixing,  as  will  be  explained  in 
the  next  section. 

227.  Mixnro  THE  IflOBTAB.  After  the  Ume  is  slaked,  the  sand 
is  spread  evenly  over  the  paste,  and  the  ingredients  are  mixed  with  a 
shovel  or  hoe,  a  little  water  being  added  occasionally  if  the  mortar 
is  too  stiff.  The  mixing  should  be  thorough,  i.e.,  should  be  continued 
until  the  mortar  is  of  a  uniform  color. 

To  determine  whether  the  proportion  of  sand  is  right,  hold  the 
hoe-handle  nearly  horizontal  and  lift  up  a  hoeful  of  mortar.  If  the 
mortar  will  not  of  itself  slide  from  the  hoe,  it  does  not  contain  enough 
sand;  and  if  a  hoeful  of  mortar  can  not  be  thus  lifted  up,  it  contains 
too  much  sand.  The  brick-mason  on  the  wall  by  a  somewhat 
similar  process  checks  the  proportions  of  the  mortar  by  the  way  in 
which  it  slips  from  the  trowel.  If  there  is  an  excess  of  sand,  the 
mortar  will  be  "brash"  or  "short,'*  and  will  drop  from  the  trowel  so 
abruptly  as  to  make  it  impossible  to  "string  out  the  mortar,'*  i.e., 
to  spread  the  mortar  over  several  bricks  by  simply  allowing  it  to 
flow  from  the  trowel  as  the  latter  is  drawn  along.  On  the  other 
hand,  if  there  is  an  excess  of  paste,  the  mortar  will  not  flow  from  the 
trowel,  at  least  in  sufficient  quantity  to  make  the  joint.  This 
method  of  proportioning  gives  a  mortar  that  works  well  under  the 
trowel,  and  with  reasonably  clean  sand  also  a  mortar  of  practically 
maximum  strength. 

If  the  sand  is  very  fine  and  contains  a  good  deal  of  finely  pulver- 
ized clay,  the  above  test  may  be  satisfied  when  the  mortar  contains 
too  little  lime;  but  lime  paste  is  so  cheap,  and  lime  mortar  is  so  weak, 
that  a  sand  with  any  considerable  amount  of  clay  should  not  be  used 
in  lime  mortar,  since  the  clay  is  a  source  of  weakness. 

228.  Una  OF  Lime  ISobtab.  Mortar  composed  of  common  lime 
and  sand  is  not  fit  for  thick  walls,  because  it  depends  upon  the  slow 
action  of  the  atmosphere  for  hardening  it;  and,  being  excluded  from 
the  air  by  the  surrounding  masonry,  the  mortar  in  the  interior  of  the 
mass  hardens  only  after  the  lapse  of  years,  or  perhaps  never.*  The 
mortar  of  cement,  if  of  good  quality,  sets  immediately;  and  con- 
tinues to  harden  without  contact  with  the  air.  Owing  to  its  not 
setting  when  excluded  from  the  air,  common  lime  mortar  should 
never  be  used  for  masonry  construction  under  water,  or  in  soil  that 

*  Lime  mortar  taken  from  the  walls  of  ancient  buildings  has  been  found  to  be  only 
50  to  80  per  cent  saturated  with  carbonic  acid  after  nearly  2,000  years  of  exposure. 
lime  paste  2»000  years  old  has  been  found  in  subterranean  vaults  in  exactly  the  con- 
dition, except  for  a  thin  crust  on  top,  as  when  freshly  mixed. 
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is  constantly  wet;   and,  owing  to  its  weakness,  it  is  unsuitable  for 
structures  requiring  great  strength,  or  that  are  subject  to  shock. 

229.  Strength.  For  data  on  the  strength  of  lime  mortar  see 
Table  10,  page  122,  and  Fig.  7,  page  51. 

230.  Effeot  of  Freezinq.  The  freezing  of  lime  mortar  retards 
the  evaporation  of  the  water,  and  consequently  delays  the  combination 
of  the  lime  with  the  carbonic  gas  of  the  atmosphere.  The  expansive 
action  of  the  freezing  water  is  not  very  serious  upon  lime  mortar, 
since  it  hardens  so  slowly.  Consequently  lime  mortar  is  not  seriously 
injured  by  freezing,  provided  it  remains  frozen  until  it  has  set.  Alter- 
nate freezing  and  thawing  somewhat  damages  its  adhesive  and  cohe- 
sive strength.  However,  even  if  the  strength  of  the  mortar  were  not 
materially  affected  by  freezing  and  thawing,  it  is  not  always  per- 
missible to  lay  masonry  during  freezing  weather;  for  example,  if  the 
mortar  in  a  thin  wall  freezes  before  setting  and  afterwards  thaws 
on  one  side  only,  the  wall  may  settle  injuriously. 

When  masonry  is  to  be  laid  in  lime  mortar  during  freezing  weather, 
frequently  the  mortar  is  mixed  with  a  minimum  of  water  and  then 
thinned  to  the  proper  consistency  by  adding  hot  wat^r  just  before 
using.  This  is  undesirable  practice  (see  §  223).  When  the  very 
best  results  are  sought,  the  brick  or  stone  should  be  warmed — enough 
to  thaw  off  any  ice  upon  the  surface  is  sufficient — before  being  laid. 
They  may  be  warmed  either  by  laying  them  on  a  furnace,  or  by 
suspending  them  over  a  slow  fire,  or  by  wetting  with  hot  water,  or 
by  blowing  steam  through  a  hose  against  them. 

231.  Data  for  Estimates.  The  following  data  are  useful  in 
making  estimates: 

Lime  weighs  about  200  pounds  per  barrel.  One  barrel  of  lime 
will  make  about  2i  barrels  (0.3  cu.  yd.)  of  stiff  lime  paste.  One 
barrel  of  lime  paste  and  three  barrels  of  sand  will  make  about  three 
barrels  (0.4  cu.  yd.)  of  good  lime  mortar.  One  barrel  of  unslaked 
lime  will  make  about  6.75  barrels  (0.95  cu.  yd.)  of  1  :  3  mortar. 


Art.  2.     Cement  Mortar. 

232.  Cement  mortar  may  consist  of  either  neat  cement  or  a 
mixture  of  cement  and  sand,  usually  the  latter.  Cement  mortar  is 
not  much  used  for  brick  masonry,  owing  to  the  difficulty  of  handUng 
it  with  a  trowel;  but  it  is  usually  employed  in  laying  stone  masonry, 
where  the  comparatively  large  quantities  required  can  be  handled 
in  a  bucket. 

233.  Density  of  Mortar.  The  density  of  a  mortar  is  represented 
by  the  ratio  of  the  volume  of  the  solid  particles  to  the  total  volume 
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of  the  mortar.*  The  density  is  the  complement  of  the  voids,  i.e., 
1  — d  =  i;  in  which  d  is  the  density  and  v  the  ratio  of  the  volume  of 
the  voids  to  the  volume  of  the  mortar.  The  density  of  a  mortar  is 
an  important  factor  in  its  strength,  permeability  and  cost;  and  a 
knowledge  of  the  density  is  essential  to  any  thorough  understanding 
of  the  best  method  of  proportioning  a  cement  mortar  and  also  of  the 
laws  governing  it«  strength. 

234.  To  determine  the  density  of  a  mortar,  weigh  the  amount  of 
cement,  sand,  and  water  employed  in  making  a  given  quantity  of 
mortar,  and  then  measure  the  volume  of  the  mortar  produced.  If 
the  weights  are  determined  by  the  metric  system,  the  space  occupied 
by  the  solid  particles  of  the  cement  or  of  the  sand  is  found  by  dividing 
the  weight  of  the  material  used  by  its  sp>ecific  gravity, — if  the  weight 
is  taken  in  grams  the  volume  will  be  in  cubic  centimeters,  and  if  the 
weight  is  in  kilograms  the  volume  is  in  cubic  decimeters,  etc.  If 
the  weights  are  determined  in  pounds,  the  weight  of  the  material 
used  divided  by  its  specific  gravity  gives  the  weight  in  pounds  of  a 
volume  of  water  equal  to  the  volume  of  the  solid  particles;  and  this 
result  divided  by  the  weight  of  a  cubic  inch  or  of  a  cubic  foot  of  wat^r 
will  give  the  volume  in  cubic  inches  or  in  cubic  feet,  respectively.! 
The  percentage  of  each  of  the  ingredients  is  found  by  dividing  the 
absolute  volume  of  each  by  the  volume  of  the  mortar. 

The  following  example  will  make  the  above  statements  more 
clear.  What  is  the  density  of  a  1  : 3  mortar  by  weight,  the  specific 
gravity  of  the  cement  being  3.17  and  that  of  the  sand  2.64?  500 
grams  of  cement  and  1500  grams  of  sand  were  mixed  with  water  to 
a  normal  consistency,  which  required  193  grams  of  water;  and  the 
volume  of  the  freshly  mixed  mortar  was  962  cubic  centimeters.  The 
volume  occupied  by  each  of  the  ingredients  is  computed  as  follows: 

Absolute  volume  of  cement  =.-^— r=  =  158  c.c. 
"       "    sand     =1^  =  568  C.C. 

J.  1)4 
"       "     water    =  i?-'*^  =  193  c.c. 


Total  volume  of  cement,  simd,  and  water  =  9 19  c.c. 
Measured  volume  of  fresh  mortar  =962  c.c. 


Volume  of  entrained  air  =  difference  =   43  c.c. 

♦  Notice  that  the  word  deii.sity  is  used  hon»  in  a  difTorent  sfiisj'  from  that  usual  in 
the  physical  sciciiccj*.  Tlio  term  solidity  would  luivo  hron  a  better  term,  but  the  term 
density  has  been  used  so  much  in  this  sense  in  this  connection  tliat  it  is  now  unwise  to 
attempt  to  change. 

fFor  an  example  of  the  method  of  computing  density,  using  poimds  and  cubic 
inches,  see  g  290. 
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158 
Ratio  of  volume  of  cement  to  volume  of  mortar  »  ^^  »  0 .  164 

568 
Ratio  of  volume  of  sand  to  volume  of  mortar      « ;::r^  »  0 .  590 


193 
Ratio  of  volume  of  water  to  volume  of  mortar      » ^^^^ — 0 .  201 

43 
Ratio  of  volume  of  air  to  volume  of  mortar      »;7x;;« 0.045 


962 
193 
962 

J? 
962 


Total  volume  of  mortar  « 1 .  000 

Density  of  mortar  «  0. 164  +  0.590-0.754 
Voids  in  mortar      -   1.000-0.754-0.246 

236.  The  sand  used  in  the  above  example  has  the  same  granulo- 
metric  composition  as  the  '^  coarse"  sand  in  §  237.  With  the  medium 
sand  a  1 : 3  mortar  of  the  same  consistency  has  a  density  of  0.702  and 
contains  8  per  cent  of  air;  and  with  the  fine  sand  of  §  237  the 
mortar  has  a  density  of  0.603  and  contains  11  per  cent  of  air.  If 
the  tamping  is  not  very  thorough,  the  per  cent  of  entrained  air 
may  be  twice  that  stated  above.  If  the  mortar  is  mixed  wetter 
than  the  standard  consistency  employed  in  testing  cement,  there 
will  be  less  air  entrained.  If  the  mortar  is  mixed  to  standard  con- 
sistency, the  volume  of  the  freshly  mixed  mortar  will  be  the  same 
as  that  of  the  mortar  after  it  has  set;  but  if  the  mortar  be  mixed 
quite  wet,  the  volume  after  setting  will  be  considerably  less  than 
that  of  the  freshly  mixed  mortar,  as  the  sand  and  cement  settle 
and  cause  free  water  to  rise  to  the  surface.  The  density  of  the  set 
mortar,  or  at  least  of  the  settled  or  compacted  mortar,  is  the 
more  important,  since  the  only  object  in  determining  the  density 
of  the  freshly  mixed  mortar  is  to  find  the  amount  of  air  entrained 
in  the  mixing. 

The  density  of  neat  cement  mortar  varies  with  the  cement  and 
with  the  plasticity,  and  ranges  between  0.49  and  0.59,  usually 
between  0.51  and  0.55.  The  density  of  a  sand  mortar  varies  with 
the  fineness  of  the  sand,  being  less  as  the  sand  is  finer,  and  also  with 
the  richness  of  the  mortar,  being  slightly  less  for  lean  mixtures;  and 
usually  ranges  from  0.60  for  a  fine  sand  to  0.75  for  a  coarse  sand. 
Or,  to  state  the  preceding  facts  in  another  form,  the  voids  in  neat 
cement  mortar  vary  from  40  to  50  per  cent,  and  in  sand  mortar  from 
25  to  50  per  cent,  being  greater  the  finer  the  sand. 

236.  Theobt  of  Propobtions.  The  whole  theory  of  the  pro- 
portioning of  cement  mortar  is  comprised  in  two  laws,  viz.: 

1.  For  the  same  cement  and  the  same  sand,  the  strength  increases 
with  the  amount  of  cement  in  a  unit  of  volume  of  the  mortar. 

2.  For  the  same  proportion  of  cement  in  a  given  volume  of 
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mortar,  the  strongest  mortar  is  that  which  has  the  greatest  density, 
i.e.,  contains  the  largest  proportion  of  solid  matter. 

The  first  law  has  long  been  understood  and  acted  upon  by  all 
users  of  cement;  and  is  useful  in  determining  the  proportion  or 
amount  of  cement  to  be  used  in  any  particular  case.  The  second 
law  does  not  seem  to  be  generally  appreciated,  although  it  is  very 
useful  in  comparing  different  sands.  It  was  discovered  by  Mr.  Ren^ 
Feret,  Chief  of  the  Laboratory  of  Bridges  and  Roads  at  Boulogne- 
sur-Mer,  France.* 

237.  Relation  between  Strength  and  Amount  of  Gement.  The 
effect  of  varying  the  amount  of  cement  in  a  unit  of  volume  of  the 
mortar  differs  according  to  the  fineness  of  the  cement  and  its 
capacity  for  taking  up  water,  the  plasticity  of  the  mortar,  and  the 
fineness  of  the  sand.  Fig.  4,  page  112,  is  from  Mr.  Feret's  experi- 
ments t  and  shows  the  strength  of  plastic  cement  mortar  with  various 
proportions  of  cement  for  three  different  grades  of  sand.  The 
granulometric  composition  of  the  three  sands  is  as  follows: 

Coarse  sand  =73%  C  +25%  A/  4-  2%  F, 
Medium  sand  =  17%  C  4-70%  M  +  13%  F, 
Fine  sand       =  0%  C  +   1%  M  +  99%  F, 

in  which  C,  Af ,  and  F  represent  grains   of  sand  having  sizea  as 
follows: 

C,  coarse  grains,  passing  circular  holes  5  mm.  (0 .  20   in. )  in  diameter. 

retained  by  circular  holes  2  mm.  (0.079  in.) 

M,  medium  grains  passing  circular  holes  2  mm.  (0 .  079  in. ) 

retained  by  circular  holes  0 . 5  mm.  (0 .  020  in . ) 

F,  fine  grains  passing  circular  holes  0 . 5  mm.  (0 .  020  in. ) 


<i  It 

((  it 
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The  coarse  sand  had  37  per  cent  voids,  the  medium  43,  and  the 
fine  44.  The  value  for  each  proportion  is  the  mean  of  twenty-five 
briquettes,  broken  when  5  months  old. 

Notice  that  the  1  :  0.3  fine-sand  mortar  is  stronger  than  the  neat 
cement,  which  is  contrary  to  the  first  law  mentioned  in  §  234.  This 
exception  is  due  to  the  abnormally  fine  sand  and  to  the  very  rich 
mortar. 

Fig.  4  is  useful  in  fixing  the  proportions  of  cement  to  be  used  in 
practice,  since  it  shows  the  relative  strength  of  different  mixtures. 
The  amount  or  proportion  of  cement  to  be  used  in  any  particular 
case  is  entirely  a  matter  of  judgment. 

♦"Sur  laCompacit^desMortiers  HydrauUques,"  Annales  dea  Fonts  el  Chauas^, 
July,  1892,  ii,  p.  5-164, — the  most  elaborat*  and  valuable  study  yet  miule  of  the 
relation  of  strength  and  density  of  cement  mortar. 

t  Bulletin  de  la  Soci^te  d'Eneouragement  pour  Tlndustrie  Nationale,  1897,  vol. 
u,  p.  1593. 


112  LraE  AND  Cement  Mortab.  [Chap.  VI. 

238.  ReUtioa  between  Strength  and  Denai^.  Having  decided 
upon  the  proportion  of  tlie  cement  to  tlie  sand,  the  next  step  is  to 
select  the  sand  that  will  give  a  mortar  of  maximum  strength  and 

greatest  density.  Selecting  the  sand  is  a  very  important  step, 
since  sands  differ  greatly  in  their  mortar-making  qualities  (see 
Table  18,  page  89).  The  second  law  of  }  236  affords  an  eaay  means 
of  comparing  two  sands.     This  law  is  substantially  only  another  way 


F  Ceuent  MuRTAEi 


of  stating  that  the  sand  having  tlie  smallest  per  cent  of  voids  will 
make  the  best  mortar. 

There  are  two  method,s  of  determining  the  relative  mortar- 
making  qualities  of  different  sands:  1.  By  the  method  of  J  201, 
determine  the  volume  of  mortar  produced  with  the  same  weight  of 
( the  different  sands  mixed  with  the  same  proportion  of  cement,  and 
the  sand  giving  the  least  volume  of  mortar  is  the  best.  2.  By  the 
method  of  S  234,  determine  the  density  of  the  mortar  made  with 
each  of  the  sands,  using  a  constant  proportion  of  cement,  and  then 


Art.  2.]  Cement  Mortar.  113 

the  sand  giving  the  greatest  density  will  make   the  strongest  and 
cheapest  mortar. 

Fig.  5  shows  the  density  of  mortars  made  with  different  pro- 
portions of  three  sands  differing  only  in  fineness.*    Three  sizes  of 
grains  were  used,   C,  M,  and  F,  the 
numerical  values  of  which  are  stated 
in  the  preceding  section. 

The  diagram  is  obtained  by  mix- 
ing the  three  sizes  of  sand  in  various 
proportions,  and  using  each  of  these 
mixtures  in  making  a   1  : 3  mortar, 
and  then  determining  the  density  of 
each  mortar  as  explained  in  1  234. 
The  density  of  each  mortar  is  re- 
corded at  the  point  of  the  diagram 
corresponding'  to  the  granule  metric 
composition  of  the  sand.     The  pro- 
portion of  each  of  the  three  sizes  in 
the  sand  is  represented  by  the  per- 
pendicular distance  from  the  side  opposite  each  vertex.     For  example, 
a  point  at  C  represents  sand  composed  wholly  of  coarse  grains;    a 
point  half-way  between  C  and  F   represents  a   sand  composed  of 
equal  parts  of  coarse  and  fine  grains;  and  a  point  half-way   from 
M  to  the  base  of  the  diagram  represents  a  sand  composed  of  50 
per  cent  of  M  grains,  25  per  cent  of  C  grains,  and  25  per  cent  of  F 
grains.     The  contour  lines  are  drawn 
through  points  representing  the  same 
density. 

Fig,  5  shows  that  the  densest  mor- 
tar that  can  be  made  with  these  three 
grades  of  sand  is  composed  of  about 
22  per  cent  of  coarse  grains,  78  per 
cent  of  fine  grains,  and  no  medium 
grains.  The  contour  lines  show  that 
there  are  various  proportions  of  the 
g  P  three  sizes  that  give  mortar  of  the 

same  ilensity. 
Flo.  6.— CoMPBEBsivE  Strength  239.  Fig.  6  shows  the  compressive 

Sake  SANDB^AJ'TN'Fio^r  °'  """  strength  of  mortars  made  of  different 
proportions  of  the  three  sands  used 
in  Fig.  5.  A  comparison  of  Fig.  5  and  fi  shows  that  the  granu- 
lometric  composition  of  the  sand  which  gives  maximum  density  also 
^ves  maximum  compressive  strength.  The  agreement  is  not  exact, 
•  Faret  in  At»aUt  dn  PokU  «  CKauuta,  1893,  ii,  p.  IM,  PlMe  IV,  ilg.  32. 
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due  to  errors  of  observation;  but  the  similarity  in  the  general  form 
of  the  contour  lines  in  Fig.  5  and  6  indicates  that  the  density  varies 
as  the  strength. 

240.  Methods  of  PaoPOBTiONiNa.  In  laboratory  work  the 
proportions  of  the  cement  and  sand  are  uniformly  determined  by 
weighing;  but  there  is  no  uniform  practice  of  measuring  the  pro- 
portions on  the  work.  One  of  the  three  following  methods  is  gener- 
ally employed,  viz.:  (1)  by  weight;  (2)  by  volumes  of  packed  cement 
and  loose  sand;  (3)  by  volumes  of  loose  cement  and  loose  sand. 

1.  By  Weight.  The  most  accurate,  but  least  common,  method 
is  to  weigh  the  ingredients  for  each  batch.  This  method  could  be 
used  more  easily  now  than  formerly,  since  at  the  present  time  cement 
is  usually  shipped  in  bags  holding  94  pounds,  while  formerly  it  was 
shipped  in  barrels  holding  380  pounds;  and  hence  if  a  batch  con- 
taining one  or  more  bags  of  cement  is  desired,  it  is  necessary  to  weigh 
only  the  sand.  Weighing  the  sand  would  add  some  complication 
and  cost,  but  would  give  better  control  of  the  mixture.  This  method 
is  said  to  be  common  in  Germany,  and  is  slowly  being  adopted  in 
this  country. 

Occasionally  the  weight  of  a  unit  of  volume  of  the  sand  and  the 
cement  is  determined,  and  the  proportions  of  the  mortar  are  nominally 
adjusted  according  to  weight,  although  the  actual  proportioning  is 
done  by  volumes.  This  is  practically  no  better  than  one  of  the  two 
following  methods. 

2.  By  Volumes  of  Packed  Cement  and  Loose  Sand,  This  method 
consists  in  mixing  one  barrel  of  packed  cement  as  received  from  the 
manufacturer  with  one  or  more  barrels  of  loose  sand.  The  measuring 
is  done  by  emptying  a  barrel  of  cement  upon  the  mortar  board  and 
then  filling  the  barrel  full  of  sand  one  or  more  times.  This  method 
is  inaccurate,  since  the  volume  of  a  barrel  of  cement  is  not  the  same 
as  packed  by  different  makers.  Further,  the  presence  of  moisture 
affects  the  volume  of  sand  considerably  more  than  its  weight  (see 
§  196),  and  the  volume  of  the  sand  varies  with  the  method  of  handling 
it  in  the  measuring;  and  hence,  for  these  reasons  also,  this  method 
is  not  very  accurate. 

Not  infrequently  in  the  use  of  this  method  both  heads  of  the 
barrel  were  knocked  out,  the  barrel  was  set  upon  the  mortar  board 
and  filled  with  sand,  and  then  the  barrel  was  lifted  up  and  the  sand 
spilled  out.  Notice  that  this  procedure  uses  more  sand  than  that 
described  above. 

The  method  of  proportioning  by  volumes  of  packed  cement  and 
loose  sand  was  more  convenient  formerly  when  cement  was  usually 
shipped  in  barrels  than  now  when  cement  is  generally  shipped  in 
Uags,  for  then  the  barrel  was  always  at  hand  for  use  in  measuring  the 
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sand.  When  the  cement  is  shipped  in  bags,  about  the  only  prac- 
ticable way  of  applying  this  method  is  to  assume  the  weight  of  a 
cubic  foot  of  packed  cement,  or  what  is  the  same  thing,  assume  the 
number  of  cubic  feet  in  a  barrel,  and  then  measure  the  sand  in 
cubic  feet.  A  cubic  foot  of  portiand  cement  as  packed  in  a  barrel 
usually  weighs  a  little  over  100  pounds,  but  recently  it  has  become 
common  to  assume  for  convenience  that  a  cubic  foot  of  packed 
Portland  cement  weighs  100  pounds,  and  a  cubic  foot  of  natural 
cement  75.  The  proportioning  is  then  done  by  mixing  a  bag  or 
barrel  of  cement  with  a  certain  number  of  cubic  feet  of  sand,  which 
is  virtually  weighing  the  cement  and  measuring  the  sand  by  volumes. 

American  portiand  cement  as  packed  in  the  barrel  weighs  about 
100  pounds  per  cubic  foot,  and  dry  loose  sand  about  90  pounds,  and 
therefore  equal  parts  of  cement  and  sand  by  weight,  say  100  pounds 
of  cement  to  100  pounds  of  dry  sand,  would  be  equivalent  to  1 
cubic  foot  of  packed  cement  to  1.11  cubic  foot  of  loose  sand,  or  1 
volume  of  packed  cement  to  1.11  volumes  of  loose  sand.  Natural 
cement  weighs  about  75  pounds  per  cubic  foot  as  packed  in  a  barrel, 
and  hence  a  1  :  1  natural  cement  mortar  by  weight  is  equivalent 
to  1 : 0.8  by  volumes  of  packed  cement  and  loose  sand. 

3.  By  Volumes  of  Loose  Cement  and  Loose  Sand,  A  volume  of 
loose  cement  is  mixed  with  one  or  more  volumes  of  loose  sand.  This 
method  was  miich  more  common  formerly  when  cement  was  usually 
shipped  in  barrels  than  now  when  it  is  nearly  always  shipped  in  bags. 
Then  it  was  common  to  fill  a  wheelbarrow  with  loose  cement  and  fill 
one  or  more  wheelbarrows  equally  full  of  sand.  As  far  as  the  sand 
is  concerned,  this  method  is  as  inaccurate  as  the  second;  and  in 
addition,  it  is  subject  to  great  variations  owing  to  differences  in  the 
fineness  and  compactness  of  the  cement.  This  is  the  most  inaccurate 
of  the  three  methods. 

At  present  a  modification  of  this  method  is  in  common  use.  A 
trial  bag  of  cement  is  emptied  into  a  wheelbarrow  to  show  how  full 
the  wheelbarrows  should  be  filled  with  sand,  the  actual  measuring 
being  done  by  emptying  a  bag  of  cement  on  the  mortar  board  and 
adding  one  or  more  equal  volumes  of  sand.  By  this  method  there 
is  no  uncertainty  in  measuring  the  cement;  and  there  is  no  serious 
objection  to  this  procedure  provided  it  was  distinctly  understood  that 
the  cement  was  to  be  measui'ed  loose  and  not  compacted. 

When  cement  was  shipped  in  barrels  the  proportioning  was 
occasionally  done  by  throwing  into  the  mortar  box  one  shovelful  of 
cement  to  one  or  more  shovelfuls  of  sand.  This  is  very  crude,  and 
should  never  be  permitted. 

Since  American  portiand  cement  weighs  about  90  pounds  per 
cubic  foot  when  shoveled  loosely  into  a  box,  and  since  sand  weighs 
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the  same,  a  1:1  portland  cement  mortar  by  weight  is  equivalent  to  a 
1 :1  mortar  by  volumes  of  loose  cement  and  loose  sand.  Since  natural 
cement  weighs  about  56  pounds  per  cubic  foot  when  shoveled  into 
a  box,  a  1 : 1  natural  cement  mortar  by  weight  is  equivalent  to  a 
1:1.6  by  volumes  of  loose  cement  and  loose  sand. 

241.  Not  infrequently  the  proportions  are  stated  as  1  part  of 
cement  to  a  certain  number  of  parts  of  sand,  without  stating  whether 
the  parts  are  to  be  determined  by  weight  or  by  volume,  or  whether 
the  cement  is  to  be  measured  packed  or  loose.  The  examples  in  the 
above  discussion  show  the  differences  possible  when  the  method  of 
proportioning  is  not  stated;  and  Table  22,  page  120,  shows  inciden- 
tally the  relative  amounts  of  cement  required  by  the  three  methods 
of  proportioning.  Indefiniteness  in  stating  the  proportions  is  likely 
to  cause  misunderstandings  between  the  engineer  and  the  con- 
tractor. 

The  only  definite  and  accurate  method  of  proportion  is  by  weight, 
for  the  amount  of  cement  in  a  given  volume  of  either  packed  or  loose 
cement  is  liable  to  considerable  variation,  and  the  volume  of  sand  is 
materially  affected  by  the  presence  of  even  a  small  amount  of  mois- 
ture— particularly  if  the  sand  is  fine.  Weighing  each  unit  of  sand 
adds  some  complications  and  expense;  but  it  secures  definiteness  of 
results  and  in  a  work  of  any  magnitude  may  save  enough  cement  to 
pay  for  the  extra  trouble.  If  the  sand  for  each  batcfi  is  not  weighed, 
the  w^eighing  of  an  occasional  batch  will  serve  as  a  valuable  check 
upon  the  method  of  proportioning  actually  employed. 

242.  Proportions  Used  in  Practice.  The  proportions  com- 
monly employed  in  practice  are:  for  portland  cement  1  :  2  or  1  :  3; 
and  for  natural  cement  1  :  1  or  1  :  2.  The  specifications  do  not  usu- 
ally define  which  method  is  to  be  employed  in  the  proportioning; 
and  hence  the  same  mortar  may  be  designated  by  very  different  pro- 
portions by  different  persons.  Further,  the  proportions  are  usually 
fixed  without  regard  to  the  quality  of  the  sand  to  be  used,  although 
the  difference  between  two  sands  may  make  more  than  a  unit  differ- 
ence in  the  proportions.  For  example,  a  1  :  3  mortar  with  one  sand 
may  be  better  than  a  1  :  2  mortar  with  another  sand  (see  Table  18, 
page  89). 

243.  Mixing  the  Mortar.  When  the  mortar  is  required  in 
small  quantities,  as  for  use  in  ordinary  masonry,  it  is  mixed  as  fol- 
lows: About  half  the  sand  to  be  used  in  a  batch  of  mortar  is  spread 
evenly  over  the  bed  of  the  mortar  box,  then  the  dry  cement  is  spread 
evenly  over  the  sand,  and  finally  the  i-emainder  of  the  sand  is  spread  on 
top.  The  sand  and  cement  are  then  mixed  with  a  hoe  or  by  turning  and 
re-turning  with  a  shovel.  The  mixing  can  be  done  more  economically 
with  a  Bhovel  than  with  a  hoe;   but  the  effectiveness  of  the  shovel 
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varies  greatly  with  the  manner  of  using  it.  It  is  not  sufficient  to 
simply  turn  the  mass;  but  the  sand  and  cement  should  be  allowed 
to  run  off  from  the  shovel  in  such  a  manner  as  to  thoroughly  mix 
them.  Owing  to  the  difficulty  of  getting  laborers  to  do  this,  the  hoe 
is  sometimes  prescribed.  If  skilfully  done,  twice  turning  with  a 
shovel  will  thoroughly  mix  the  dry  ingredients,  although  four 
turnings  are  sometimes  specified,  and  occasionally  as  high  as  six. 
It  is  very  important  that  the  sand  and  cement  be  thoroughly 
mixed.  When  thoroughly  mixed  the  mass  will  have  a  uniform 
color. 

The  dampness  of  the  sand  is  a  matter  of  some  importance.  If 
the  sand  is  very  damp  when  it  is  mixed  with  the  cement,  sufficient 
moisture  may  be  given  off  to  cause  the  cement  to  set  partially,  which 
may  materially  decrease  its  strength.  This  is  particularly  noticeable 
with  quick-setting  cements. 

The  dry  mixture  is  next  shoveled  to  one  end  of  the  box,  and 
water  is  poured  into  the  other.  The  sand  and  cement  are  then 
drawn  down  with  a  hoe,  small  quantities  at  a  time,  and  mixed  with 
water  until  enough  has  been  added  to  make  a  stiff  paste.  The 
mortar  should  be  vigorously  worked  to  insure  a  uniform  product. 
When  the  mortar  is  of  the  proper  plasticity  the  hoe  should  be  clean 
when  drawn  out  of  it,  or  at  most  but  very  little  mortar  should  stick 
to  it. 

Cements  vary  greatly  in  their  capacity  for  water  (see  §  161),  the 
naturals  requiring  more  than  the  portlands  and  the  fresh-ground 
more  than  the  stale.  An  excess  of  water  is  better  than  a  deficiency, 
particularly  with  a  quick-setting  cement,  as  its  capacity  for  com- 
bining with  water  is  very  great;  and  further  an  excess  is  better  than 
a  deficiency,  owing  to  the  possibility  of  the  water  evaporating  before 
it  has  combined  with  the  cement.  On  the  other  hand,  an  excess 
of  water  decreases  the  strength  of  the  mortar.  If  the  mortar  is  stiff, 
the  brick  or  stone  should  be  dampened  before  laying;  else  the  brick 
will  absorb  the  water  from  the  mortar  before  it  can  set,  and  thus 
destroy  the  adherence  of  the  mortar. 

It  is  customary  to  mix  mortar  for  use  upon  the  work  considerably 
wetter  than  for  experiments  in  the  laboratory.  A  wet  mortar  is 
more  easily  mixed,  is  less  likely  to  deteriorate  from  the  loss  of  water 
by  vaporization,  and  is  less  likely  to  be  damaged  by  the  absorption 
of  water  by  the  stone.  Of  course,  a  great  excess  of  water  makes  the 
mortar  weak  and  porous,  and  difficult  to  keep  in  the  joints.  In  hot 
dry  weather,  the  mortar  in  the  box  and  also  in  the  wall  should  be 
shielded  from  the  direct  rays  of  the  sun. 

244.  Where  large  quantities  of  mortar  are  required,  as  in  the 
construction  of  a  large  masonry  dam,  an  automatic-measuring  and 
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mortar-mixing  machine  is  sometimes  used.*  Mortar  mixers  are 
somewhat  similar  to  concrete  mixers  (see  §  340-41),  but  are  only 
occasionally  required,  and  are  likely  to  be  used  less  frequently  in  the 
future  than  in  the  past  owing  to  the  substitution  of  concrete  instead 
of  masoniy;  and  hence  nothing  more  will  be  said  here  concerning 
mortar-mixing  machines. 

246.  Grout.  This  is  a  thin  or  liquid  mortar  of  lime  or  cement. 
The  interior  of  a  wall  is  sometimes  laid  up  dry;  and  grout  is  poured 
on  top  of  the  wall  and  is  expected  to  find  its  way  downwards  and  fill 
all  voids,  thus  making  a  solid  mass  of  the  wall.  Grout  should  never 
be  used  when  it  can  be  avoided.  If  made  thin,  it  is  porous  and  weak ; 
and  if  made  thick,  it  fills  only  the  upper  portions  of  the  wall.  To  get 
the  greatest  strength,  the  mortar  should  have  only  enough  water  to 
make  a  stiff  paste. 

246.  Data  fob  Estimates.  The  following  will  be  found  useful 
in  estimating  the  amounts  of  the  different  ingredients  necessary  to 
produce  any  required  quantity  of  mortar: 

247.  Portland  Oement.  In  this  country  portland  cement  now 
weighs  376  pounds  net  per  barrel,  and  is  usually  shipped  in  bags 
weighing  94  pounds  net,  of  which  four  make  a  barrel.  The  capacity 
of  an  American  cement  barrel,  which  is  generally  a  little  greater 
than  that  of  a  foreign  one,  varies  from  3.50  to  3.70,  the  average  being 
3.61  cu.  ft.  A  barrel  of  portland  cement  will  make  from  1.2  to  1.4 
barrels  measured  loose. 

The  quantity  of  paste  produced  from  a  given  quantity  of  cement 
depends  upon  the  amount  of  water  used,  and  also  upon  the  thor- 
oughness of  mixing  and  the  degree  of  tamping.  In  a  general  way 
the  dryer  the  mortar  the  greater  the  volume;  and  the  less  thorough 
the  mixing  or  the  less  the  tamping,  the  greater  the  volume.  From 
100  to  105  pounds  of  cement  and  from  29  to  31  pounds  of  water  will 
make  a  cubic  foot  of  paste  having  about  the  plasticity  used  by  masons, 
which  is  considerably  wetter  than  the  standard  consistency  employed 
in  laboratory  tests  of  cements.  Occasionally  a  cement  is  found  of 
which  only  95  pounds  are  required  to  make  a  cubic  foot  of  paste. 

248.  Natural  Oement.  Formerly  Rosendale  natural  cement 
weighed  300  pounds  net  per  barrel,  and  the  product  of  western  mills 
265  pounds  net;  but  recently  most  of  the  manufacturers  of  natural 
cement  have  agreed  upon  a  uniform  weight  of  282  pounds  net  per 
barrel,  and  also  agreed  upon  three  bags  of  94  pounds  each  to  the 
barrel.  A  barrel  of  natural  cement  will  make  from  1.33  to  1.50 
barrels  if  measured  loose. 

Volume  for  volume,  natural  cement  will  make  about  the  same 
amount  of  paste  as  portland;   that  is,  75  to  80  pounds  of  natural 

*  Engineering  Record,  vol.  xxxii,  p.  166. 
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cement  and  about  0.45  cu.  ft.  of  water  will  make  a  cubic  foot  of 
plastic  paste. 

249.  QUAHTmia  FOB  A  Yard  of  BIortar.  Table  22,  page  120, 
shows  the  approximate  quantities  of  cement  and  sand  required  for  a 
cubic  yard  of  mortar  by  the  three  methods  of  proportioning  described 
in  i  240.  The  table  is  based  upon  actual  tests  made  by  carefully 
mixing  one  half  cubic  foot  of  the  several  mortars;  but  at  best  such 
data  are  only  approximately  applicable  to  any  particular  case,  since 
so  much  depends  upon  the  specific  gravity,  fineness,  compactness, 
etc.,- of  the  cement;  upon  the  fineness,  humidity,  sharpness,  compact- 
ness, etc.,  of  the  sand;  and  particularly  upon  the  amount  of  water 
used  in  mixing.  The  consistency  of  the  mortar  in  Table  22  is  about 
that  usually  employed  in  laying  brick  or  stone  masonry.  In  the 
preceding  edition  of  this  book  was  given  a  similar  table  showing  the 
quantities  required  for  dry  mortar,  that  is,  for  mortar  of  such 
consistency  that  moisture  flushed  to  the  surface  when  the  mortar  was 
struck  with  the  back  of  the  shovel  used  in  mixing.  Dry  mortar  is 
less  dense  and  requires  less  cement  than  plastic,  since  more  air  is 
entrained  in  the  mixing.  If  the  mortar  is  mixed  wetter  than  that 
in  Table  22,  as  wet,  for  example,  as  is  usually  employed  in  making 
concrete,  it  will  be  more  dense  and  hence  will  require  more  cement 
and  more  sand. 

The  volume  of  the  resulting  mortar  is  always  less  than  the  sum 
of  the  volumes  of  the  cement  and  sand,,  or  of  the  paste  and  sand, 
because  part  of  the  paste  enters  the  voids  of  the  sand;  but  the 
volume  of  the  mortar  is  always  greater  than  the  sum  of  the  volumes 
of  the  paste  and  the  solids  in  the  sand,  because  of  imperfect  mixing 
and  also  because  the  paste  coats  the  grains  of  sand  and  thereby 
increases  their  size  and  consequently  the  volume  of  the  interstices 
between  them.  This  increase  in  volume  varies  with  the  dampness 
and  compactness  of  the  mortar.  For  example,  the  volume  of  a 
rather  dry  mortar  with  cement  paste  equal  to  the  voids,  when  com- 
pacted enough  to  exclude  great  voids,  was  126  per  cent  of  the  sum 
of  the  volumes  of  the  paste  and  solids  of  the  sand;  and  the  same 
mortar  when  rammed  had  a  volume  of  102  to  104  per  cent.  If  the 
paste  is  more  than  equal  to  the  voids,  the  per  cent  of  increase  is  less; 
and  if  the  paste  is  not  equal  to  the  voids,  the  per  cent  of  increase  is 
more.  The  excess  of  the  volume  of  the  mortar  over  that  of  the  sand 
increases  with  the  fineness  of  the  sand  and  with  the  amount  of  water 
used  in  mixing. 

The  attempt  is  frequently  made  to  compute  the  amount  of  mortar 
produced  by  mixing  certain  quantities  of  cement  and  sand,  knowing 
only  the  per  cent  of  voids  in  the  sand;  but  the  data  in  the  preceding 
paragraph  show  that  such  computations  at  best  are  very  crude. 
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260.  MOBTAB  FOB  A  Tabd  OF  Masonbt.  Table  23  gives 
data  concerning  the  amount  of  mortar  required  per  cubic  yard 
for  the  different  classes  of  masonry,  extracted  from  succeeding  pages 
of  this  volume,  and  collected  in  Table  23  for  greater  convenience  in 
making  estimates. 

TABLE  23. 
Amount  of  Mortar  Required  for  a  Cubic  Yard  of  Masonry. 


Rkf. 
No. 

Description  op  Masonrt. 

Mortar, 
cu.  yd. 

Min. 

Max. 

1 

Ashlar, — 18-in.  coureeH  and  J-in.  joints 

0 .  03 
0.06 

0.10 
0 .  25 
0 .  35 

0.33 
0.20 

0.12 
0.20 

0.04 

2 

12-in.  **         "      "      •*       

0  08 

3 
4 
5 

6 

7 

Brickwork, — standard  size  (§  83)  and  ^-in.  joints 

•*     *'      Hn- to  i-in.  joints 
*'     "      J-in.  toi-in-     '* 

Concrete, — see  Table  28,  page  158 

Rubble. — small,  roiiirh  stones    

0.15 
0.35 
0.40 

0  40 

8 

9 
10 

large  stones,  rough  hammer-dressed 

Square-stone  masonry, — 18-in.  courses  and  f-in.  joints  . 

12-in.      '*         i<     ..    ..       

0.30 

0.15 
0.26 

261.  Strenqth  of  Mortar.  The  strength  of  mortar  is  dependent 
upon  the  strength  of  the  cementing  material,  upon  the  composition, 
fineness,  etc.,  of  the  sand,  and  upon  the  adhesion  of  the  former  to  the 
latter.  The  kind  and  amount  of  strength  required  of  mortar  depends 
upon  the  kind  and  purpose  of  the  masonry.  If  the  blocks  are  large 
and  well  dressed,  and  if  the  masonry  is  subject  to  compression  only, 
the  mortar  needs  only  hardness  or  the  property  of  resisting  com- 
pression; hard  sharp  grains  of  sand  with  comparatively  little  cement- 
ing material  would  satisfy  this  requirement  fairly  well.  If  the  l)locks 
are  small  and  irregular,  the  mortar  should  have  the  capacity  of 
adhering  to  the  surfaces  of  the  stones  or  bricks,  so  as  to  prevent  their 
displacement ;  in  this  case  a  mortar  rich  in  a  good  cementing  material 
should  be  used.  If  the  masonry  is  liable  to  be  subject  to  lateral  or 
oblique  forces,  the  mortar  should  possess  both  adhesion  and  cohesion. 

262.  Tensile  Strength.  For  the  tensile  strength  of  neat  cement 
and  of  cement  mortar  made  with  standard  sand,  see  Table  14,  page 
82.  The  results  in  Table  14  were  obtained  with  standard  sand,  but 
the  better  natural  sands  used  in  actual  practice  would,  under  the 
same  conditions,  give  higher  results  on  account  of  the  smaller   per 
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cent  of  voida.  On  the  other  hand,  in  actual  practice  the  mortar  is 
not  hkely  to  be  as  thoroughly  mixed  nor  Beasoned  under  as  favorable 
conditions  as  in  the  laboratory,  and  hence  it  is  not  likely  that  the 
mortar  used  in  ordinary  practice  will  have  as  great  strength  as  shown 
by  laboratory  tsats.  On  the  other  hand,  mortar  which  sets  under 
even  a  moderate  pressure  is  something  like  one  third  stronger  than 
that  which  sets  without  pressure;  and  in  practice  mortar  nearly 
always  sets  under  more  or  less  pressure. 


Ag*      of     tlortar. 

Flo.  7. — ErrECT  or  Time  upon  the  Stke.notu  or  Hortarh. 

253.  Efeci  o/  Time.  Fig.  7  shows  the  effect  of  time  on  the 
strength  of  mortars.*  The  curves  for  neat  and  the  1  ;  3  port- 
land  cement  represent  the  average  of  over  150,000  briquettes;  while 
the  lines  for  the  other  portland-cement  mortars  are  based  upon 
300  to  500  tests  each.  The  curves  for  natural  cement  represent 
*  Taylor  and  Tbompaon'a  Concrete  Plain  and  Reinforced,  p.  99  and  100. 
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seven  different  sectioDs  of  the  United  States.  The  line  representing 
lime  is  based  upon  only  a  few  experiments  by  the  writer,  and  repre- 
sents the  value  obtained  by  exposing  standard  briquettes  of  mortar 
freely  to  the  air;  but  this  line  is  not  well  determined. 

Note  that  the  portland  cement  both  neat  and  with  sand  gains 
its  strength  proportionally  more  rapidly  than  natural  cement,  not- 
withstanding  the   fact    that   the 
latter  will   usually   attain  "hard 
set"  earlier  than  the  former. 

Notice  the  sag  in  the  curves 
for  the  neat  and  the  1  : 1  portland- 
cement  mortars.  This  is  due  to 
the  hardening  action  of  some  of 
the  con^ituents  of  the  cement  not 
being  permanent^flee  E  158. 

Notice  that   portland   cement 
both  neat  and  with  sand  does  not 
gain  much  strength  after  28  days, 
while  natural   cement   both   neat 
and  with  sand  continues  to  gain 
strength  for  at  least  a  year.     Tests 
extending  over  a  longer  time  usnal- 
ly  show  a  falling  off  in  the  strength 
of  the  neat  and  rich  portland  mor- 
tars, while  natural  cement,  either 
neat  or  with  sand,  gains  strength 
continuously  for  at  least  four  or 
five  years.     Some  natural  cements     ^ 
after    four     or     five    years    are 
nearly  as  strong  as  some  portlands*    The  chief  advantage  of  port- 
land  cements  over  naturals  is  that  they  are  more  uniform  in  quality 
and   gain  their  strength   earlier;    and    the   fact  that  they  lose  a 
small  part  of  their  strength  is  not  serious. 

264.  Effect  of  Sand-  Fig.  8  shows  the  strength  at  six  months  of 
a  Portland  and  a  natural  cement  mixed  with  various  proportions  of 
natural  sand.  Such  relations  vary  with  the  fineness  of  the  cement 
and  of  the  sand,  but  the  above  is  believed  to  be  fairiy  representative 
except  that  the  cement  is  a  little  coarser  than  required  by  the  present 
standard  specifications.  A  diagram  like  Fig.  8,  is  useful  in  dis- 
cussing the  question  of  relative  economy  of  natural  and  portland 
cement  (f  259),  in  which  case  it  should  be  made  for  the  particular 
brands  of  cement  to  be  considered  and  with  the  sand  to  be  used  in 
practice. 

•  For  eumpla,  see  Pn>c.  Amer.  Boc.  for  Testing  MsterUla,  vol  v  (1905),  p.  323-26. 
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266.  Compressive  Strength.  Not  nearly  as  many  experiments 
have  b'^n  made  upon  the  compressive  strength  of  mortar  as  upon 
the  tensile  strength,  partly  because  of  the  greater  diflSculty  of  mould- 
ing the  test  specimen,  and  partly  because  of  the  uncertainty  intro- 
duced by  the  smoothness  of  the  pressed  surface,  and  partly  because 
of  the  larger  and  more  expensive  testing  machine  required.  Experi- 
ments seem  to  show  that  the  crushing  strength  of  cubes  is  about 
8  to  10  times  the  tensile  strength  of  the  same  mortar  at  the  same  age 
determined  in  the  usual  manner.  This  ratio  increases  with  the  age 
of  the  mortar  and  with  the  proportion  of  sand,  and  decreases 
with  the  wetness  of  the  mortars;  and  varies  for  different  cements 
and  different  sands.  Several  formulas  have  been  proposed  to 
express  the  relation  between  the  crushing  and  the  tensile  strength  of 
cement  mortar,  but  none  are  reasonably  general.  The  standard 
German  specifications  require  that  the  compressive  strength  of 
cement  mortar  shall  be  at  least  10  times  its  tensile  strength. 

Data  determined  by  submitting  cubes  of  mortar  to  a  compressive 
stress  are  of  little  or  no  value  as  showing  the  strength  of  mortar 
when  employed  in  thin  layers,  as  in  the  joints  of  masonry.  The 
strength  per  unit  of  bed  area  increases  rapidly  as  the  thickness  of 
the  test  specimen  decreases,  but  no  experiments  have  ever  been 
made  to  determine  the  law  of  this  increase  for  mortar. 

266.  Adhesive  Strength.  Although  the  adhesion  of  cement  mortar 
is  as  important  for  purposes  of  construction  as  its  cohesive  strength, 
very  few  experiments  have  been  made  to  determine  the  power  with 
which  mortars  stick  to  brick,  stone,  etc.;  and,  unfortunately,  the 
results  of  the  few  experiments  that  have  been  made  differ  very 
greatly.  All  tests  for  adhesive  power  are  subject  to  the  same  causes 
of  variation  as  cohesive  tests,  and  in  addition  are  subject  to  variations 
because  of  differences  of  the  test  specimens  in  absorptive  power,  in 
porosity,  in  smoothness  of  the  surface,  to  variations  in  the  pressure 
upon  the  specimens,  etc.,  and  apparently  differences  in  fineness  of 
the  cement  and  in  the  character  and  fineness  of  the  sand  make  more 
difference  in  the  tests  of  adhesion  than  in  the  tensile  tests.  Further, 
in  some  of  the  methods  that  have  been  employed  to  determine  adhe- 
sion, errors  due  to  eccentricity  of  stress  are  proportionally  much 
greater  than  in  ordinary  tensile  tests. 

267.  Two  methods  have  been  employed  in  making  tests  of  the 
adhesive  power  of  mortars;  viz.:  (1)  cementing  two  bricks  or  pieces 
of  stone  together,  and  then  pulling  them  apart;  and  (2)  moulding 
a  piece  of  the  material  to  be  tested  in  the  middle  of  a  briquette,  and 
then  testing  the  briquette  in  the  usual  way. 

1.  When  two  bricks  are  cemented  together  crosswise,  the  results 
are  so  variable  as  to  be  of  little  value — partly  for  the  reasons  men- 
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tioned  in  §  256,  but  chiefly  because  with  so  large  a  surface  of  contact 
there  are  nearly  certain  to  be  large  eccentric  stresses  which  greatly 
reduce  the  results.  In  one  set  of  twenty-five  experiments  using 
both  natural  and  portland  cement  the  ratio  of  the  tensile  strength 
to  the  adhesion  to  soft  brick  varied  from  3.9  to  26;  and  decreased 
somewhat  uniformly  from  28  days  to  6  months,  and  increased  from 
neat  cement  to  1  :  3  mortar.*  The  wide  range  of  these  results,  and 
the  surprising  way  in  which  they  varied  with  age  and  the  richness  of 
the  mortar,  is  characteristic  of  this  method  of  making  tests  of  adhesion. 

A  set  of  1200  experiments  f  made  in  1882  by  cementing  two  pieces 
of  stone  li  inches  long  by  1  inch  wide  showed  not  much  difference 
between  the  adhesion  of  hydraulic  cement  to  polished  plate  glass 
and  to  chiseled  granite  or  sawed  limestone.  The  results  for  the 
adhesion  to  sawed  limestone  of  a  neat  portland  mortar  having  a 
tensile  strength  of  425  lb.  per  sq.  in.  at  7  days,  are:  at  7  days,  61  lb. 
per  sq.  in.;  at  28  days,  84  lb.  per  sq.  in.  The  finer  the  cement  the 
greater  the  adhesion.  There  seems  to  be  no  constant  relation  between 
the  cohesive  and  the  adhesive  strength  of  a  cement. 

2.  The  French  have  a  standard  method  of  testing  the  relative 
adhesion  of  different  cements  and  also  of  testing  the  adhesion  of  a 
cement  to  different  surfaces.  To  determine  relative  adhesion  of 
different  cements,  a  half  briquette  is  moulded  of  standard  mortar, 
and  after  it  has  hardened  the  other  half  briquette  is  moulded  against 
the  first  half,  and  then  the  briquette  is  tested  in  the  ordinary 
cement-testing  machine.  Results  by  this  method^  show  great  differ- 
ences for  different  cements,  and  no  apparent  relation  between  mor- 
tars of  different  proportions.! 

To  determine  the  adhesion  of  a  cement  to  different  surfaces,  a 
plate  of  the  material  to  be  tested  is  moulded  into  the  middle  of  the 
briquette.  Results  by  this  method  show  an  adhesion  of  a  1  :  2 
portland-cement  mortar  at  28  days  to  sandstone  of  from  78  to  125 
lb.  per  sq.  in.^f 

Mr.  L.  C.  Sabin  made  some  tests  of  adhesion  by  inserting  thin 
plates  of  soft  dolomitic  limestone  in  the  middle  of  the  ordinary  bri- 
quette mould  and  then  filling  the  mould  with  mortar  in  the  ordinary 
way.**  The  results  show  a  ratio  of  cohesive  to  adhesive  strength  oj 
Portland  mortar  from  2.03  to  3.05.  In  both  cases  there  is  no 
practical  difference  in  the  ratio  for  28  days  and  6  months,  nor  be- 
tween neat  cement  and  a  1  : 2  mortar.     The  greatest  adhesion  is 

♦  Sabin's  Cement  and  Concrete,  p.  279. 
1 1.  J.  Mann,  Proc.  Inst.  Civil  Eng'rs.,  vol.  Ixxi,  p.  256-69. 
X  Taylor  and  Thompson's  Concrete  Plain  and  Reinforced,  p.  124. 
%  Commission  des  Methodes  d'Essai  des  Materiaux  de  Construction,  1895.  vol.  iv. 
p.  285. 

'^  Sabin't  Cement  and  Concrete,  p.  275. 
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given  by  a  mortar  considerably  wetter  than  that  which  givee  the 
highest  tensile  strength. 

268.  OosT  OF  HOBTAB.  Knowing  the  price  of  the  materials,  it 
is  very  easy,  by  the  use  of  Table  22,  page  120,  to  compute  the  cost 
of  the  ingredients  required  for  a  cubic  yard  of  mortar.  The  expense 
for  labor  is  quite  variable,  depending  upon  the  distance  the  materials 
must  be  moved,  the  quantity  mixed  at  a  time,  etc.  As  a  rough 
approximation,  it  may  be  assumed  that  the  cost  of  mixing  mortar 
is  tl.OO  per  cubic  yard.  The  following  example  illustratea  the 
method  of  computing  the  cost.  The  cost  of  a  cubic  yard  of  mortar 
composed  of  1  part  portland  cement  and  2  parts  sand,  both  by  weight, 
is  about  as  follows: 

Cement 2  89  bbl.  {««  page  120)  @»1  S0=S5.20 

Sand 0.87cu.yU.  (seepage  120)  @      .75-      .65 

Labor,  handling  materiala  aod  mixing     i  day@    2.00^    1.00 

Total  cost  of   1   cubic   yard   of  mortar "tS.SS 

2S9.  Natnial  vs.  Portiwid  Oem«iit  Hortu.  It  is  sometimes  a 
question  whether  portland  or  natural  cement  should  be  used.     If 

a  quick-setting  cement  is  required,  then 

natural  cement  is  to  be  preferred,  since 
J  as    a    rule    the    natural    cements    are 

^  quiclier-setting,  although  there  are  many 

■I  and   marked  exceptions  to   this   rule. 

■^  Other  things   being   the  same,  a  slow- 

^  setting  cement  is  preferable,  since  it  is 

P  not  so  likely  to  set  before  reaching  its 

3  place  in  the  wall.     This  is  an  important 

2  item,  since  with  a  quick-setting  cement 

any  slight  delay  may  necessitate  the 
a  throwing  away  of  a  boxful  of  mortar 

5  or  the  removal  of  a  stone  to  scrape  out 

•fe  the  partially-set  mortar. 

t;  Generally,    however,    this   question 

<5  should   be    decided    upon  economical 

grounds,  which  makes  it  a  question  of 
nniti3Kai,if^ticmmiHr¥it^.      relative  strength   and   relative    prices. 

The  tensile  strength  of  natural  and  port- 
Fio.  9.— CoBT^oK  Ceuent         Ij^j^j  cement  mortars  is  shown  in  Fig.  8, 

page  12.3.  The  cost  of  mortar  of  various 
proportions  of  sand  may  be  computed  as  in  the  preceding  section. 
Assuming  portland  cement  to  cost  Jl.80  per  barrel,  natural 
75  cents  per  barrel,  and  sand  75  cents  per  cubic  yard,  and  using 
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Table  22,  page  120,  the  cost  of  the  materials  in  a  cubic  yard  of  mortar 
is  as  in  Fig.  9. 

By  plotting  the  strength  of  portland  and  natural  cement  mortar 
6  months  old  and  the  cost  of  a  yard  of  mortar  as  given  in  Fig.  9, 
Fig.  10  is  obtained,  which  shows  the  relation  between  the  strength 
at  6  months  and  the  cost  of  the 
mortar  made  of  the  two  kinds  of 
cement.  The  curves  lie  so  close 
together  that  the  diagram  is  not 
very  significant,  hut  it  will  serve 
to  illustrate  an  interesting,  if  not 
valuable,  method  of  investigating 
the  relative  economy  of  natural 
and  Portland  .  cement.  Notice 
that  for  any  tensile  strength 
under  about  300  lb.  per  sq.  in. 
(the  strength  of  neat  natural  ce- 
ment) either  natural  or  portland 
cement  may  be  used,  but  that 
the  former  is  a  little  cheaper.  In 
other  words.  Fig.  10  shows  that  if 
a  strength  of  about  300  lb.  per 
sq.  in.  at  6  months  is  sufficient, 
natural  cement  is  the  cheaper. 
A  considerable  change  in  prices 
does  not  materially  alter  the  re- 
sult, and  hence  the  conclusion  may  Fio.  la  — 
be  drawn  that  if  a  strength  of  250  Natubai.  a 
to  350  lb.  per  sq.  in.  at  6  months 
is  sufficient,  natural  cement  is  more  economical  than  portland. 

For  other  ages  it  should  be  remembered  that  as  the  age  increases 
natural  cement  is  relatively  stronger  than  portland  ({  253). 

However,  in  this  connection  it  should  not  be  forgotten  that  other 
considerations  than  strength  and  cost  may  govern  the  choice  of  a 
cement;  for  example,  uniformity  of  product,  rapidity  of  set,  and 
soundness  are  of  equal  or  greater  importance  than  strength  and 
cost.  Portland  cement  is  more  uniform  in  quality  than  natural 
cement,  and  for  this  reason  is  usually  selected  in  preference  to  natural 
cement.  The  rapid  development  of  the  portland  cement  industry 
in  recent  years  in  this  country  has  greatly  increased  the  use  of  port- 
land  cement  relative  to  that  of  natunil  cement. 

260.  Mortar  made  of  two  brands  of  portland  or  natural  cement 
will  differ  considerably  in  economic  value,  and  hence  to  be  of  the 
highest  value  the  above  comparison  should  be  made  between  the 
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mr^st  economical  portland  and  the  most  economical  natural  cement 
as  determined  by  the  method  described  in  {  180.  Prices  varj-  i»ith 
locality,  and  hence  there  may  be  places  in  which  the  above  investiga- 
tion as  to  the  relative  economy  of  natural  and  portland  cement  will 
lead  to  a  considerable  sa\'ing  in  construction  work  requiring  a  large 
amount  of  cement.  Such  an  investigation  is  less  important  now 
than  formerly,  owing  to  the  decrease  in  price  and  increase  in  strength 
of, Portland  cement. 

261.  ErrKCRrorBs-TBMFBRIVO.  Frequently,  in  practice,  cement 
mortar  which  has  taken  an  initial  set,  is  re-mixed  and  used.  Masons 
generally  claim  that  re-tempering,  i.e.,  adding  water  and  re-mixing, 
is  beneficial;  while  engineers  and  architects  usually  sjjecify  that 
mortar  which  has  taken  an  initial  set  shall  not  be  used. 

Re-tempering  makes  the  mortar  slightly  less  *' short ''  or  **  brash," 
that  is,  a  little  more  plastic  and  easy  to  handle.  Re-tempering  also 
increases  the  time  of  set,  the  increase  being  ver\'  different  for  different 
cements.  But  on  the  other  hand,  re-tempering  usually  weakens  a 
cement  mortar.  A  quick-setting  natural  cement  sometimes  loses 
30  or  40  per  cent  of  its  strength  by  being  re-tempered  after  standing 
20  minutes,  and  70  or  80  per  cent  by  being  re-tempered  after  standing 
1  hour.  With  slow-setting  cements,  particularly  portlands,  the  loss 
by  re-tempering  immediately  after  initial  set  is  not  material.  A 
mortar  which  has  l>een  insufficiently  worked  is  sometimes  made 
appreciably  stronger  by  re-tempering,  the  additional  labor  in  re- 
mixing more  than  compensating  for  the  loss  caused  by  breaking 
the  set. 

The  loss  of  strength  by  re-tempering  is  greater  for  quick-setting 
than  for  slow-setting  cement,  and  greater  for  neat  than  for  sand 
mortar,  and  greater  with  fine  sand  than  with  coarse.  The  loss 
increases  with  the  amount  of  set.  If  mortar  is  to  stand  a  consider- 
able time,  the  injury  will  be  less  if  it  is  re-tempered  several  times 
(luring  the  interval  than  if  it  is  allowed  to  stand  undisturbed  to  the 
end  of  the  time  and  is  then  re-mixed.  Re-tempered  mortar  shrinks 
more  in  setting  than  ordinarj'  mortar,  which  fact  sometimes  accounts 
for  the  cracks  frequently  appearing  upon  a  troweled  surface. 

The  only  safe  rule  for  practical  work  is  to  require  the  mortar 
to  be  thoroughly  mixed,  and  then  not  permit  any  to  be  used  which 
has  taken  an  initial  set.  This  rule  should  be  more  strenuously 
insisted  upon  with  natural  than  with  portland  cements,  and  more 
with  quick-setting  than  with  slow-setting  varieties. 

262.  Lime  with  Gement.  Cement  mortar  before  it  begins  to 
set  has  no  cohesive  or  adhesive  properties,  and  is  what  the  mason 
calls  "poor,"  ''short,"  "brash";  and  consequently  is  difficult  to 
use,  since  it  will  not  stick  to  the  edge  of  the  brick  already  laid  suffi- 
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ciently  to  give  mortar  with  which  to  strike  the  joint.  The  addition 
of  a  small  per  cent  of  lime  makes  the  mortar  **fat^'  or  "rich/'  and 
causes  it  to  work  better  under  the  trowel. 

The  lime  should  be  slaked  before  being  mixed  with  the  cement. 
Formerly  it  was  necessary  to  use  lime  paste  for  this  purpose;  but 
now  either  lime  paste  or  dry  hydrated  lime  may  be  used.  Dry 
hydrated  lime  made  from  pure  limestone  contains  32  per  cent  of 
water,  but  lime  made  from  either  an  impure  or  a  magnesian  lime- 
stone will  contain  less,  depending  upon  the  amount  of  impurities  or 
of  magnesium  present.  Lime  paste  usually  weighs  about  2i  times 
as  much  as  the  unslaked  lime. 

The  effect  of  the  lime  upon  the  strength  of  the  mortar  will  vary 
with  the  character  of  the  cement,  the  fineness  of  the  sand,  and  the 
proportions  of  cement  to  sand.  The  addition  of  unslaked  lima 
equal  to  5  to  10  per  cent  of  the  cement  does  not  materially  decrease 
the  strength  of  a  1  :  3  or  a  1  :  4  mortar,  and  frequently  slightly 
increases  it.  In  all  cases  the  addition  of  5  to  10  per  cent  of  lime 
decreases  the  cost  more  rapidly  than  the  strength  and  hence  is 
economical;  but  the  substitution  of  more  than  about  10  per  cent 
decreases  the  strength  more  rapidly  than  the  cost,  and  hence  is  not 
economical.  The  economy  of  using  lime  with  cement  is,  of  course, 
greater  with  port  land  than  with  natural  cement  owing  to  the  greater 
cost  of  the  former.  A  large  manufacturer  of  natural  cement  grinds 
15  per  cent  of  hydrated  lime  with  the  cement  and  sells  the  mixture 
as  ''bricklayer's  cement." 

The  addition  of  lime  as  above  to  a  1  :  3  or  a  1  :  4  cement  mortar 
makes  it  more  dense,  and  hence  more  nearly  waterproof;  and  also 
increases  its  adhesive  strength  more  than  its  cohesive  strength.* 

The  addition  of  lime  to  cement  mortar  does  not  materially 
affect  the  time  of  set,  and  usually  slightly  increases  it. 

263.  The  discussion  in  the  preceding  section  refers  to  the  addition 
of  a  comparatively  small  portion  of  lime  to  a  cement  mortar;  but 
it  is  also  common  to  add  a  small  per  cent  of  cement  to  a  lime  mortar 
when  a  mortar  of  greater  strength  or  greater  activity  is  desired  than 
can  be  obtained  with  lime  alone.  The  cement  adds  to  the  strength 
of  the  mortar,  but  not  proportionally  to  the  increase  in  cost.  When 
a  stronger  or  quicker-setting  mortar  is  desired  than  can  be  obtained 
with  lime  alone,  it  would  be  cheaper  to  use  a  lean  cement  mortar, 
if  such  a  mortar  were  not  so  difficult  to  handle  with  a  trowel. 

264.  Waterproof  Mortar.  A  non-absorbent  and  impermeable 
mortar  is  important  in  all  forms  of  masonry  construction,  and  in 
some  cases  such  a  mortar  is  vitally  essential.  If  the  mortar  is  porous, 
it  will  absorb  water,  which  may  freeze  and  cause  disintegration; 

♦  Sabin's  Cement  and  Concrete,  p.  280-84. 
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and  if  the  mortar  is  permeable,  it  may  permit  water  to  percolate  or 
flow  through  it,  which  will  make  it  useless  for  some  purposes. 

To  make  a  non-absorbent  and  impermeable  mortar,  use  sand 
containing  a  small  per  cent  of  voids,  that  is,  sand  containing  a  proper 
proportion  of  grains  of  various  sizes,  and  enough  fine-ground  cement 
to  completely  fill  the  voids  in  the  sand;  and  mix  the  mortar  very 
thoroughly,  making  it  neither  very  wet  nor  very  dry.  There  are 
a  number  of  foreign  ingredients  that  are  sometimes  mixed  with 
mortar  to  make  it  impervious,  but  usually  it  is  both  better  and 
cheaper  to  use  a  richer  mortar  than  to  add  the  foreign  substances. 
The  method  of  making  mortar  impervious  by  filling  the  voids  with  some 
foreign  ingredient  is  substantially  the  same  as  for  concrete  (§  369-76) 

265.  Freezing  of  Mortar.  The  freezing  of  mortar  before  it  has 
•set  has  two  effects:  (1)  the  low  temperature  retards  the  setting  and 
hardening  action;  and  (2)  the  expansive  force  of  the  freezing  water 
tends  to  destroy  the  cohesive  strength  of  the  cement. 

Owing  to  the  retardation  of  the  low  temperature,  the  setting 
and  hardening  may  be  so  delayed  that  the  water  may  be  dried  out 
of  the  mortar  and  not  leave  enough  for  the  chemical  action  of  harden- 
ing; and  consequently  the  mortar  will  be  weak  and  crumbly.  This 
would  be  substantially  the  same  as  using  mortar  with  a  dry  porous 
brick.  In  ordinary  practice  cement  mortar  is  always  mixed  with 
considerably  more  water  than  is  required  for  the  chemical  combina- 
tion; but  when  mortar  Ls  likely  to  l)e  exposed  to  frost,  it  should  be 
mixed  dryer  than  usual  to  hasten  the  set,  and  hence  the  drying  out 
may  seriously  injure  the  strength  of  the  mortar.  Whether  the 
water  evaporates  to  an  injurious  extent  or  not  dep)ends  upon  the 
humidity  of  the  air,  the  temperature  of  the  mortar,  the  activity  of  the 
cement,  and  the  extent  of  the  exposed  surface  of  the  mortar.  The 
mortar  in  the  interior  of  the  wall  is  not  likely  to  be  injured  by  the 
loss  of  water  while  frozen;  but  the  edges  of  the  joints  are  often  thus 
seriously  injured.  In  the  latter  case  the  damage  may  l>e  fully  repaired 
by  pointing  the  masonry  (§  565)  after  the  mortar  has  fully  set. 

On  the  other  hand,  when  the  cement  has  partially  set,  if  the  ex- 
pansive force  of  the  freezing  water  is  greater  than  the  cohesive 
strength  of  the  mortar,  then  the  bond  of  the  mortar  is  broken,  and 
on  thawing  out  the  mortar  will  crumble.  Whether  this  action  will 
take  place  or  not  will  depend  chiefly  upon  the  strength  and  activity 
of  the  cement,  upon  its  hardne-ss  at  the  time  of  freezing,  and  upon 
the  amount  of  fiee  water  present.  Further,  cement  in  setting 
generates  some  heat  (§  34S)  which  tends  to  prevent  freezing. 

The  relative  effects  of  these  several  elements  are  not  known 
certainly;  but  it  has  l>een  pmven  conclusively  that  for  the  best 
results   the  following  precautions  should  l)e  observed:     1.  Use  a 
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quick-setting  cement.  2.  Make  the  mortar  richer  than  for  ordinary 
temperatures.  3.  Use  the  minimum  quantity  of  water  in  mixing  the 
mortar.     4.  Prevent  freezing  as  long  lus  possible. 

266.  There  are  various  ways  of  preventing  freezing:  1.  Cover  the 
masonry  with  tarpaulin,  straw,  manure,  etc.  2.  Warm  the  stone 
and  the  ingredients  of  the  mortar.  Heating  the  ingredients  is  not 
of  much  advantage,  particularly  with  port  land  cement.  3.  Instead 
of  trying  to-  maintain  a  temperature  above  the  freezing  point  of 
fresh  water,  add  salt  to  the  water  to  prevent  its  freezing.  To  prevent 
water  from  freezing  down  to  ()°  F.,  add  salt  equal  to  1  per  cent  of  the 
weight  of  the  water  for  each  1®  F.  below  freezing.  A  common  rule 
which  has  been  much  used  to  keep  mortar  from  freezing  is:  "Dis- 
solve 1  pound  of  salt  in  18  gallons  of  water  [practically  150  pounds] 
when  the  temperature  is  at  30^  F.,  and  add  1  ounce  of  salt  for  each 
1°  of  lower  temperature."  This  rule  does  not  give  as  much  salt  as 
the  first  one — at  31°  only  about  two  thirds  as  much  and  at  20°  only 
about  one  tenth  as  much, — and  it  gives  either  too  much  salt  for 
temperatures  only  a  little  below  freezing  or  too  little  for  temperatures 
near  zero.  The  fact  that  the  second  rule  has  been  successfully  used 
to  prevent  damage  to  mortar  at  atmospheric  temperatures  10°  or  15° 
F.  below  freezing,  seems  to  show  that  with  mortar  it  is  not  necessary 
to  use  the  full  amount  of  salt  required  to  keep  the  water  from  freez- 
ing. Apparently  then  a  safe  rule  would  be:  *^Use  salt  equal  to  ^ 
of  1  per  cent  of  the  weight  of  the  water  used  in  making  the  mortar 
for  each  1°  F.  l)elow  freezing."  This  rule  is  better  than  the  second 
one  above  because  it  gives  the  correct  relative  proportions  of  salt 
at  all  temperatures;  and  l>el(nv  28°  the  last  rule  gives  more  salt  than 
the  second  rule,  and  therefoi-e  is  more  safe  at  low  temperatures 
where  most  needed. 

Alternate  freezing  and  thawing  are  more  damaging  than  continuous 
freezing,  since  with  the  former  the  bond  may  be  repeatedly  broken ;  and 
the  damage  due  to  successive  disturbance  increases  with  the  number. 

267.  Practice  has  shown  that  port  land-cement  moi-tar  of  the 
usual  proportions  laid  in  the  ordinary  way  is  not  materially  injured 
by  alternate  freezing  and  thawing,  or  by  a  temperature  of  10°  to 
15°  F.  below  freezing,  except  perhaps  at  the  exposed  edges  of  the 
jointfi.  Under  the  same  conditions  natural-cement  mortar  is  likely 
to  be  materially  damaged. 

By  the  use  of  salt,  even  in  less  proportions  than  specified  above, 
or  by  warming  the  materials,  masonry  may  be  safely  laid  w4th 
port  land-cement  mortar  at  a  temperature  of  0°  F.;  and  the  same 
may  usually  be  done  with  natural  comont,  although  it  will  ordinarily 
be  necessary  to  re-point  the  masonry  in  the  spring.  Warming  the 
materials  is  not  as  effective  as  using  salt. 


CHAPTER   MI 
PLAIN  CONCRETE 

276.  Concrete  consists  of  mortar  in  which  are  embedded  pebbles 
or  pieces  of  stone,  broken  brick,  etc.  At  phesent  the  mortar  used 
in  making  concrete  is  invariably  cement,  although  in  ancient  times 
lime  was  so  used.  Of  course,  common  lime  is  wholly  unfit  for  use 
in  large  masses  of  concrete,  since  it  does  not  set  when  excluded  from 
the  air.  The  lime  used  by  the  ancients  usually  had  some  hydraulic 
properties. 

Concrete  has  been  in  use  from  remote  antiquity,  but  it  is  only 
comparatively  recently  that  it  has  been  used  to  any  considerable 
extent.  The  development  of  the  American  portland  cement  industry 
has  greatly  stimulated  the  use  of  concrete  in  this  country'  in  recent 
years;  and  at  present  concrete  occupies  a  peculiar  and  preeminent 
position  in  structural  work. 

*' Concrete  is  admirably  adapted  to  a  variety  of  most  important 
uses.  For  foundations  in  damp  and  yielding  soils  and  for  subter- 
ranean and  submarine  masonrv%  under  almost  ever\-  combination  of 
circumstances  likely  to  l)e  met  in  practice,  it  is  superior  to  brick 
masonr>'  in  strength,  hardness,  and  durability;  is  more  economical, 
and  in  some  cases  is  a  safe  substitute  for  the  best  natural  stone, 
while  it  is  almost  always  preferable  to  the  poorer  varieties.  For 
submarine  mjsonr}',  concrete  possesses  the  advantage  that  it  can 
be  laid,  under  certain  precautions,  without  exhausting  the  water  and 
without  the  use  of  a  dixing-bell  or  submarine  armor.  On  account  of 
its  continuity  and  its  impermeability  to  water,  it  is  an  excellent 
material  to  form  a  substratum  in  soils  infested  with  springs;  for 
sewers  and  conduits;  for  basement  and  retaining  walls;  for  piers 
and  abutments;  for  the  hearting  and  backing  of  walls  faced  with 
bricks,  rubble,  or  ashlar  work;  for  pavements  in  areas,  bjisements, 
sidewalks,  and  cellars;  for  the  walls  and  floors  of  cisterns,  vaults, 
et^.  Groined  and  vaulted  arches,  and  even  entire  bridges,  dwelling- 
houses,  and  factories,  in  single  monolithic  masses,  with  suitable 
ornamentation,  have  l)een  constructed  of  this  material  alone." 

The  use  of  concrete  enables  the  engineer  to  build  his  super- 
structure on  a  monolith  as  long,  as  wide,  and  as  deep  as  he  may 
think  best,  which  can  not  fail  in  parts,  but,  if  rightly  proportioned, 
must  go  all  together — if  it  fails  at  all. 

132 
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276.  This  chapter  will  treat  of  plain  concrete,  i.e.,  of  concrete 
without  steel  reinforcement;  and  the  next  chapter  will  consider 
reinforced  concrete,  i.e.,  a  combination  of  concrete  and  steel. 

This  chapter  is  divided  into  five  articles  which  treat  respectively 
of:  (1)  the  materials;  (2)  the  laws  of  proportions;  (3)  the  forms; 
(4)  mixing  and  placing,  and  matters  related  thereto;  and  (5)  strength 
and  cost. 

Art.  1.    The  Materials. 

277.  OlBfEHT.    The  cement  has  been  fully  described  in  Chapter  IV. 

278.  Sand.    The  sand  is  considered  in  Art.  1  of  Chapter  V. 

279.  AOOBEOATE.  When  concrete  is  considered  as  mortar  with 
pieces  of  hard  material  embedded  in  it,  the  mortar  is  called  the 
matrix  and  the  coarse  material  the  aggregate;  but  sometimes  con- 
crete is  considered  as  a  mixture  of  cement,  sand,  and  coarser  material, 
in  which  case  the  cement  paste  is  called  the  matrix,  the  sand  the 
fine  aggregate,  and  the  stone  or  pebbles  the  coarse  aggregate. 

The  coarse  aggregate  may  consist  of  small  pieces  of  any  hard 
material,  as  pebbles,  broken  stone,  broken  brick,  shells,  slag,  cinders, 
coke,  etc.  It  is  added  to  the  mortar  to  reduce  the  cost;  and  within 
limits  the  addition  of  a  reasonably  stmng  aggregate  also  adds  to  the 
strength  of  the  concrete.  Ordinarily  either  broken  stone  or  gravel 
is  used.  Coke  or  cinders  are  used  when  a  light  and  not  strong  con- 
crete is  desired,  as  for  the  foundation  of  a  pavement  on  a  bridge  or 
for  the  floors  of  a  tall  building. 

280.  Oravel.  Gravel  as  an  ingredient  of  concrete  has  been 
discussed  in  Art.  2  of  Chapter  V. 

281.  Broken  Stone.  The  qualities  of  broken  stone  which  render 
it  suitable  for  use  in  concrete  have  been  considered  in  Art.  3  of 
Chapter  V. 

282.  Screened  vs.  Unscreened  Broken  Stone.  It  is  sometimes 
specified  that  the  broken  stone  to  be  used  in  making  concrete  shall 
be  screened  to  practically  a  uniform  size;  but  this  is  unwise  for  three 
reasons,  viz.:  1.  With  graded  sizes  the  smaller  pieces  fit  into  the 
spaces  between  the  larger,  and  consequently  less  mortar  is  required 
to  fill  the  spaces  lietween  the  fragments  of  the  stone.  Therefore  the 
unscreened  broken  stone  is  more  economical  than  screened  broken 
stone.  2.  A  concrete  containing  the  smaller  fragments  of  broken 
stone  is  stronger  than  though  they  were  replaced  with  cement  and 
sand.  Experiments  show  that  sandstone  screenings  give  a  con- 
siderably stronger  mortar  than  natural  sand  of  equal  fineness,  and 
that  limestone  screenings  make  stronger  mortar  than  sandstone 
screenings,  the  latter  making  a  mortar  from  10  to  50  per  cent  stronger 
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than  natural  sand.*  Hence,  reasoning  by  analogy,  we  may  conclude 
that  including  the  finer  particles  of  broken  stone  will  make  a  stronger 
concrete  than  replacing  them  with  mortar  made  of  natural  sand. 
Further,  experiments  show  that  a  concrete  containing  a  considerable 
proportion  of  broken  stone  is  stronger  than  the  mortar  alone  (see 
the  second  and  third  paragraphs  of  §  294).  Since  the  mortar  alone 
is  weaker  than  the  concrete,  the  less  the  proportion  of  mortar  the 
stronger  the  concrete,  provided  the  voids  of  the  aggregate  are  filled; 
and  therefore  concrete  made  of  broken  stone  of  graded  sizes  is 
stronger  than  that  made  of  practically  one  size  of  broken  stone. 
3.  A  single  size  of  broken  stone  has  a  greater  tendency  to  form  arches 
while  being  rammed  into  place,  than  stone  of  graded  sizes;  and 
consequently  does  not  make  as  strong  or  as  dense  mortar. 

Therefore  concrete  made  with  screened  stone  is  more  expensive, 
less  dense,  and  weaker  than  concrete  made  with  unscreened  stone. 
In  short,  screening  the  stone  to  nearly  one  size  is  not  only  a  needless 
expense,  but  is  also  a  positive  detriment. 

The  dust  should  be  removed,  since  it  has  no  strength  of  itself 
and  adds  greatly  to  the  surface  to  be  coated,  and  also  prevents  the 
contact  of  the  cement  and  the  body  of  the  broken  stone.  Particles 
of  the  size  of  sand  grains  may  be  allowed  to  remain  if  not  too  fine 
or  in  excess.  The  small  particles  of  broken  stone  should  be  removed, 
if  to  do  so  will  reduce  the  proportion  of  voids  (§  213-lG). 

283.  Gravel  vs.  Broken  Stone.  Often  there  is  debate  as  to  the 
relative  merits  of  gravel  and  broken  stone  as  the  aggregate  for  con- 
crete.    The  elements  to  be  considered  are  strength,  density,  and  cost. 

284.  Relative  Strength,  In  Chapter  VI  it  was  shown  that  finely 
crushed  stone  gave  mortars  of  greater  tensile  and  compressive 
strengths  than  equal  proportions  of  sand;  and  hence,  reasoning  by 
analogy,  the  conclusion  is  that  concrete  composed  of  broken  stone 
is  stronger  than  that  containing  an  equal  proportion  of  gravel.  This 
element  of  strength  is  due  to  the  fact  that  the  cement  adheres  more 
closely  to  the  rough  surfaces  of  the  angular  fragments  of  broken  stone 
than  to  the  smooth  surface  of  the  rounded  pebbles. 

Again,  part  of  the  resistance  of  concrete  to  crushing  is  due  to 
the  frictional  resistance  of  one  piece  of  aggregate  to  moving  on 
another;  and  consequently  for  this  reason  broken  stone  is  better 
than  gravel.  It  is  well  known  that  broken  stone  makes  better 
macadam  than  gravel,  since  the  rounded  pebbles  are  more  easily 
displaced  than  the  angular  fragments  of  broken  stone.  Concrete 
differs  from  macadam  only  in  the  use  of  a  better  binding  material; 

*  Annual  Report  of  Chief  of  Engineers,  U.  S.  A.,  1893,  Part  3,  p.  3015;  tWd..  1894, 
Part  4,  p.  2321 ;  ibid.,  1895,  Part  4,  p.  2953;  Jour.  West.  Soc.  of  Eng'rs,  vol.  ii,  p.  394 
and  400. 
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and  the  greater  the  frictional  resistance  between  the  particles  the 
stronger  the  mass  or  the  less  the  cement  required. 

A  series  of  experiments  made  by  the  City  of  Washington,  D.  C.,* 
to  determine  the  relative  value  of  broken  stone  and  gravel  for  con- 
Crete,  which  are  summarized  in  §  396  gives  the  following  results: 

Crushing  Strength  of  Gravel  Concrete  in  Terms  of  that  of 

Broken-Stone  Concrete. 


Agk  of  Concrete 

Concrete 

MADE    WITH 

WHKN   TESTED. 

Natural  Cf.mknt. 

Portland 

Cfh^ient, 

10  days. 

38 

per 

cent. 

76 

per 

cent. 

45    '• 

78 

t « 

(• 

91 

(< 

it 

3  months. 

96 

t  > 

»i 

119 

»i 

(( 

6       '• 

43 

u 

it 

73 

ti 

<( 

1  year. 

8.3 

n 

1  i 

108 

(< 

<( 

Mean  68     "     ''  93     "     " 

Each  result  is  the  mean  for  two  1-foot  cubes,  except  that  the  values 
for  a  year  are  the  means  for  five  cubes. 

A  series  of  French  experimentsf  using  four  different  proportions 
of  concrete,  each  having  mortar  equal  to  40,  50  and  67  per  cent  of 
the  volume  of  the  stone  or  gravel,  and  the  stone  and  the  gravel  hav- 
ing the  same  per  cent  of  voids,  gave  average  results  as  follows: 

Crushing  Strength  of  Gravel  Concrete  in  Terms  of  that  of 

Broken-Stone  Concrete. 


7  days. 

77  per  cent. 

28     '• 

79     '•     " 

6  months. 

85     '♦     *' 

12 

89     *'     " 

Mean  82     *•     " 

The  gravel  had  40  per  cent  of  voids,  while  the  broken  stone  had  47, 
which  favored  the  gravel.  The  strength  of  the  gravel  concrete 
approaches  that  of  the  broken  stone  as  the  age  increases,  which  is 
probably  due  to  the  internal  friction  of  the  broken  stone  having  a 
greater  relative  effect  at  the  earlier  ages,  i.e.,  on  the  weaker  con- 
crete. 

All  of  the  above  results  seem  to  show  that  broken  stone  makes  a 
stronger  concrete  than  gravel. 

286.  Relative  Density.  Experience  in  practice  shows  that 
gravel  concrete  is  more  easily  compacted  and  has  fewer  cavities  in  it 

♦  Report  of  Engineer  Commissioner  of  the  District  of  Columbia  for  1897,  p.  165. 
t  Ciments  et  Chaux  Hydrauliques,  E.  Candlot,  Paris,  1898,   p.  446-47. 
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than  broken-stone  concrete;  and  hence,  other  things  being  the  same, 
gravel  concrete  is  denser  and  more  waterproof.  The  specific  gravity 
of  gravel  is  generally  greater  than  that  of  broken  stone;  and  hence 
the  gravel  concrete  is  generally  the  heavier — usually  a  desirable 
quality.  In  general,  any  rounded  material  like  sand  or  gravel  gives 
under  similar  conditions  a  denser  concrete  than  an  angular  material, 
like  screenings  or  broken  stone. 

286.  However,  since  gravel  is  liable  to  contain  so  much  clay  or 
loam  as  to  materially  reduce  the  strength  of  the  concrete,  some 
engineers  prefer  broken  stone  to  gravel  for  this  reason  alone.  Even 
though  only  portions  of  the  gravel  are  naturally  dirty,  or  even  though 
only  portions  of  it  are  likely  to  contain  an  undue  amount  of  the 
stripping,  some  engineers  prefer  broken  stone  to  gravel  owing  to  the 
greater  care  required  in  inspection  and  to  the  uncertainty  of  elimina- 
ing  all  dirty  gravel. 

287.  Relative  Cost,  As  a  rule,  the  first  cost  of  the  gravel  is  less 
than  that  of  broken  stone,  and  the  former  is  also  considerably  easier 
to  handle. 

Since  gravel  is  frequently  cheaper  than  broken  stone,  a  mixture 
of  broken  stone  and  gravel  may  make  a  more  efficient  concrete  than 
either  alone,  i.e.,  may  give  greater  strength  for  the  same  cost,  or 
give  less  cost  for  the  same  strength. 

288.  GiNDERS.  Cinders  are  lighter,  more  porous,  and  more  friable 
than  gravel  or  broken  stone;  but  cinders  are  valuable  as  an  aggregate 
for  concrete  where  lightness  is  more  important  than  strength,  as  in 
the  successive  floors  of  tall  buildings,  or  where  a  poor  conductor  of 
sound  or  heat  is  required.  Cinder  concrete  may  be  easily  cut  or 
chipped,  and  nails  may  be  readily  driven  into  it — both  of  which 
qualities  are  additional  reasons  for  using  it  for  floors,  particularly 
for  the  filling  between  the  steel  beams  used  in  the  construction  of 
fire-proof  floors.  Cindere  for  use  in  concrete  should  not  contain  many, 
if  any,  fine  ashes,  since  they  present  too  much  surface  to  be  covered 
by  the  cement.  Cinders  made  by  power  plants,  sometimes  called 
steam  cinders,  are  better  for  this  purpose  than  ashes  from  household 
furnaces,  because  the  fires  in  the  former  are  hotter  and  fuse  most  of 
the  ashes  into  cinders,  leaving  little  or  no  fine  material.  Steam 
cinders  that  have  been  drenched  with  water  as  soon  as  drawn  from  the 
furnace)  usually  called  black  cinders,  are  better  than  those  that  have 
been  allowed  to  burn  in  the  pile,  since  they  contain  fewer  fine  ashes. 
Wood  ashes  are  very  objectionable,  as  they  contain  a  great  deal  of 
fine  material,  and  also  since  a  considerable  part  of  them  is  soluble. 

Cinder  concrete  should  1^  mixed  quite  wet,  and  should  not  be 
iwmiedy  mnce  ramming  is  likely  to  crush  the  cinders  and  thereby 
Inm  uneemcnted  surfaces. 
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Art.  2.     Laws  of  Proportions  of  Concrete. 

289.  The  proper  proportioning  of  the  ingredients  of  a  concrete 
is  an  important  matter.  The  ideal  proportion  would  be  that  which 
secures  the  least  cost,  the  greatest  strength,  and  the  maximum 
density.  The  cost  varies  chiefly  with  the  proportion  of  cement  used; 
and  for  the  same  amount  of  cement  in  a  unit  of  volume  of  concrete, 
the  strength  and  the  density  vary  with  the  relative  proportions  of 
sand  and  stone,  and  with  the  gradation  of  the  sizes  of  each.  Im- 
proper proportions  may  greatly  increase  the  cost,  or  decrease  the 
strength,  or  both.  The  first  step  toward  an  understanding  of  the 
correct  theory  of  proportioning  is  to  study  the  law  governing  the 
density  of  a  concrete. 

290.  Densfpy.*  The  density  of  concrete  is  an  important  factor 
in  its  strength  and  cost,  and  is  the  most  important  element  affecting 
its  permeability.  For  a  method  of  determining  the  density  of  con- 
crete when  the  metric  system  of  weights  and  volumes  is  used,  see 
f  2.34.  The  following  example  will  illustrate  the  method  when 
pounds  and  cubic  feet  are  used. 

What  is  the  density  of  a  1:3:0  concrete  which  required  25 
pounds  of  Portland  cement,  75  pounds  of  sand,  150  pounds  of 
broken  limestone,  and  13  pounds  and  14  ounces  (13.88  pounds) 
of  water  to  make  2,821.8  cubic  inches  of  rammed  concrete?  The 
specific  gravity  of  the  cement  was  3.09,  of  the  sand  2.04,  and  of 
the  stone  2.99.  The  weight  in  pounds  of  the  cement,  for  example, 
divided  by  its  specific  gravity  gives  the  weight  in  pounds  of  a  volume 
of  water  equal  to  the  volume  of  the  solid  particles  of  the  cement; 
and  this  divided  by  the  weight  in  pounds  of  a  cubic  inch  of  water 
will  give  the  volume  in  cubic  inches  occupied  by  the  solid  particles 
of  the  cement.  The  weight  in  pounds  of  a  cubic  inch  of  water  is 
equal  to  the  weight  of  a  cubic  foot  divided  by  the  number  of  cubic 
inches  in  a  cubic  foot;   or  02.3 -^  1728  =  0.0300  lb. 

25 

Absolute  volume  of  cement  =  ..  .■,. ,.  ,,..,.,,  =      225        cu.  in. 

.1.09  X  ().()3o() 

75 
''''"'*  2.()4  X0.0::J60  '"^^ 

1  5() 

"  "  "  qfnne    =    — — =    1  300  "     " 

'^^'"  2.90X0.0360        ^'^^^ 

"  <•  water    =  -  =       3Sr>  "     " 

^""^"^"^  1X0.0360  '^^' 


Total  volume  cement,  sand,  stone,  and  water   =  2  700        cu.  in. 
Measured    volume    of   concrete  =2821.8    '*     '* 


Volume  of  entrained  air  =  difference   =        22 . 8  cu.  in. 
*  For  a  defmition  of  density,  see  §  233. 


2821.8 

V.  VTf  a 

798 
2821.8 

- 

0.283 

1390 
2821.8 

= 

0.493 

386 
2821.8 

= 

0.137 

228 
2821.8 

= 

0.008 
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Ratio  of  volume  of  cement  \o  volume  of  concrete  = 

a  n  a  n    gj^jj^j  it  ii  it  n  ^ 

"  stone  "         "       "         "        = 

"       "       ''         "  entrained  air "       **       "         *' 

Total  volume  of  mortar  =   1 .  000 

Density  of  concrete  =0.079  +  0.283  +  0.493  =  0.855 
Total  voids  =0.137  +  0.008  =   0.145 

The  density  of  concrete  is  chiefly  dependent  upon  the  gradation 
of  the  sizes  of  the  sand  and  the  stone.  The  density  increases  with 
(1)  the  proportion  of  sand,  (2)  the  proportion  of  stone,  (3)  the  size 
of  the  stone,  and  (4)  with  the  increase  in  the  specific  gravity,  of  the 
stone.  Any  reasonably  well-proportioned  concrete  will  have  a 
density  between  0.80  and  0.84,  and  a  carefully  proportioned  concrete 
may  have  a  density  of  0.84  to  0.88.* 

291.  Thbobt  of  Proportiomb.  The  whole  theory  of  the  proper 
proportions  of  concrete  is  comprised  in  two  well-established  laws 
which  are  similar  to  those  governing  the  proportioning  of  cement 
mortar  (§  236),  viz.: 

1.  For  the  same  sand  and  the  same  coarse  material,  the  strongest 
concrete  is  that  containing  the  greatest  per  cent  of  cement  in  a  unit 
of  volume  of  concrete. 

2.  For  the  same  per  cent  of  cement  and  the  same  aggregate,  the 
strongest  concrete  is  made  with  that  combination  of  the  sand  and 
the  coarse  material  which  gives  a  concrete  of  the  greatest  density. 

The  second  law  is  equivalent  to  saying  that  the  cement  should 
fill  the  voids  of  the  sand  and  the  resulting  mortar  should  fill  the  voids 
of  the  coarser  aggregate.  If  the  cement  does  not  fill  the  voids  of  the 
sand,  or  if  the  mortar  does  not  fill  the  voids  of  the  aggregate,  the 
concrete  will  obviously  be  less  dense  and  also  weaker  than  when  the 
voids  are  filled.  If  the  cement  more  than  fills  the  voids  of  the  sand, 
or  if  the  mortar  more  than  fills  the  voids  of  the  aggregate,  the  con- 
crete will  be  less  dense  than  though  the  voids  were  just  filled,  since 
both  the  paste  and  the  cement  mortar  have  a  less  density  than 
ordinary  concrete;  and  hence  the  strength  due  to  the  increased 
amount  of  cement  may  be  neutralized  by  the  decrease  in  density, 
but  the  possibilities  of  this  depend  upon  the  plasticity  of  the  mortar, 

*  Taylor  and  Thompflon's  Concrete  Plain  and  Reinforced,  ed.  1905,  p.  258-59; 
Trans.  Amer.  See.  of  C.  E.,  vol.  lix,  p.  112,  Table  8. 
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the  amount  of  tamping,  the  character  of  the  sand  and  the  stone,  and 
the  gradation  of  the  sizes. 

292.  Relation  between  Strength  and  Amount  of  Oement.  Accord- 
ing to  the  first  law,  the  strength  of  concrete  varies  with  the  amount 
of  cement  in  a  unit  of  volume  of  the  concrete.  Table  24  shows  the 
strength  of  concrete  in  terms  of  the  cement  employed.  The  data 
from  which  this  table  was  made  ai-e  the  same  as  those  summarized 
in  Table  30,  page  196.  The  actual  crushing  strengths  were  plotted, 
and  it  was  found  that  they  could  be  reasonably  well  represented  by 
a  right  line  passing  through  the  origin  of  co-ordinates.  The  values 
for  this  average  line  are  shown  in  the  next  to  last  column  of  Table  24. 

TABLE  24. 

Relation  between  the  Crushing  Strength  of  Concrete  and 

THE  Proportion  of  Cement. 

Mortar  equal  to  the  voids  in  the  aggregate. 


Ret. 

No. 

compohtion  op 

Mortar. 
Volumes  Ixxwe. 

Proportion  op 
Ckment. 

Crushing  Strength  op  thk  Concrete. 
Pounds  per  Square  Inch. 

Cement. 

Sand. 

1 
2 
3 
4 
5 
6 

Actual. 

Relative. 

Actual. 

Theoretical. 

Relative. 

I 
2 
3 
4 
5 
6 

0.50 
0.33 
0.25 
0.20 
0.17 
0.14 

1.00 
0.67 
0.50 
0.40 
0.33 
0 .  28 

4  467 
3  731 
2  553 
2015 
1796 
1305 

5  000 
3300 
2500 
2  000 
1600 
1400 

1.00 
0.66 
0.60 
0.40 
0.:i2 
0.28 

These  experiments  seem  to  prove  that  the  strength  of  concrete 
varies  as  the  quantity  of  cement,  provided  the  voids  of  the  coarse 
material  are  filled  with  mortar. 

The  same  conclusion  is  proved  by  the  data  summarized  in  Fig.  11, 
pagq  140.  The  diagram  presents  the  results  of  forty-eight  experiments 
on  4-inch  cubes.*  Each  point  represents  two  experiments,  the  age  of 
the  mortar  in  one  being  7  days  and  in  the  other  28  days.  The  points 
with  one  circle  around  them  represent  the  strength  of  broken-stone 
concrete,  and  the  points  with  two  circles  gravel  concrete.  Both 
the  sand  and  the  gravel  employed  in  these  experiments  were  very 
coarse,  and  consequently  the  amount  of  cement  per  cubic  yard  is 
unusually  great. 

293.  Relation  between  Strength  and  Density.  Table  25,  page  141, 
shows  that  with  the  same  aggregate  and  the  same  proportion  of 

*  Candlot's  Ciments  et  Chaux  Hydrauliques,  p.  340-41. 
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cement,  the  densest  mortar  is  the  strongest.  Notice  that  the  strength 
decreases  more  rapidly  than  the  density  and  that  the  strength  of  the 
weakest  concrete  is  only  one  eighth  of  that  of  the  strongest.  In  the 
first  line  of  Table  25,  the  mortar  is  just  enough  to  fill  the  voids;  but 
in  subsequent  lines  the  proportion  of  mortar  is  too  great  to  fill  the 
voids,  and  consequently  both  the  density  and  the  strength  are  less 
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than  in  the  line  above.  The  decrease  in  strength  by  substituting 
one  part  of  sand  for  an  equal  weight  of  stone  \s,  due  to  the  fact  that 
the  sand  and  the  stone  have  approximately  the  same  per  cent  of 
voids,  while  the  sand  has  the  greater  and  also  the  smoother  surface; 
and  the  decrease  in  density  is  due  to  the  fact  that  the  sand  has  a  less 
density  than  the  stone  which  it  displaced. 

Table  25  is  a  striking  illustration  of  the  advantage  of  properly 
proportioning  the  ingredients  of  concrete.  The  fact  that  the  densest 
concrete  is  the  strongest  affords  a  convenient  means  of  comparing 
different  sands  and  stone  and  also  of  determining  the  best  proportions 
for  any  particular  sand  and  stone,  as  will  be  explained  later  (see 
1301). 
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TABLE  25. 
Relation  between  Strem^.th  and  Density*  of  Concrete.* 


Rbf. 

Proportions  by  Wiigmt. 

Density. 

MotiuhiJ*  of 

Rupture,  lb. 

per  sq.  in. 

No. 

Cement  to 
Aggngate. 

1 

Cement. 

Sand. 

Brt>ken 
Stone. 

1 
2 
3 
4 
5 
6 

:S 
:8 
8 
8 
8 
8 

1 

1           1 
j           I 

1 

2 
3 
4 
5 
6 
8 

6 
5 
4 
3 
2 
0 

1 

0.865 
0 .  833 
0.801 
0 .  799 
0.760 
0.754 

319 
285 
209 
151 
102 
41 

294.  The  following  data  illustrate  the  fact  that  an  improper 
proportion  or  gradation  of  the  ingredients  of  concrete  may  neutralize 
the  effect  of  an  increased  amount  of  cement. 

Table  26  shows  that  a  concrete  containing  a  considerable  pro- 
portion of  pebbles  may  be  stmnger  than  the  mortar  alone,  although 
the  mortar  contains  1^  to  2  times  as  much  cement  as  the  richer 
concrete  and  2  to  2\  times  as  much  as  the  leaner.  These  anomalous 
results  are  probably  due  to  two  causes:   (1)  the   larger  aggregate 


TABLE  26. 
Relative  Strength  of  Mortar  and  Gravel  CoNCRETE.f 


Ref. 
No. 


1 

2 
3 

4 
5 
6 

7 
8 
9 


Proportions. 


?2r^lT^    Sand.       Pebble.. 


3 


0 
3 


0 
5 


6  5 


0 


S.5 


Cru.Hhing  Strength 
when  28  days  old, 
lb.  per  s*Q.  in. 

Strength  of  the 
1       Concrete  in  terms*  of 
that  of  the  Mortar. 

2  158 

KK)  |K>r  cent 

2  783 

129  *' 

2  414 

126    * 

1  406 

100  per  ct'iit 

1  661 

114   •' 

1  534 

109   " 

1  068 

KM)  |)er  cent 

1  291 

121   * ' 

1  221 

114   •* 

*  Expcriment.s  by  W.  H.  Fuller,  in  Taylor  and  Thompson's  Concrete  Plain  and 
Reinforced,  ed.  1905,  p.  258-59.  The  pages  referred  to  also  contain  data  for  numerous 
other  proportions,  all  of  which  agree  substantially  with  the  above. 

t  Dr.  R.  Dycherhoff,  sls  quoted  in  "  Der  Portland  Cement  und  seine  Anwcndungen 
im  Bauwesen,"  p.  90. 
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gives  the  greater  strength;  and  (2)  the  mortar  probably  had  abnor- 
mally small  density  owing  to  the  coarseness  of  the  sand  and  the 
dryness  of  the  mixture,  while  the  concrete  probably  had  an  abnor- 
mally great  density. 

The  average  crushing  strength  of  twenty  cubes  of  concrete 
ranging  from  4  to  16  inches  on  a  side  composed  of  1  volume  of  cement, 
3  volumes  of  sand,  and  6  volumes  of  stone,  was  20  per  cent  more 
than  that  of  an  equal  number  of  similar  cubes  made  of  the  mortar 
alone.*  Two  other  sets  of  the  same  experiments  gave  somewhat 
similar  results,  f 

Substantially  the  same  general  results  are  shown  by  the  following 
data: J  Each  value  is  the  mean  of  three  to  five  12-inch  cubes  tested 
when  three  months  old.     The  stone  was  1 4-inch  trap. 


Proportions  op  the 

Crushing  Strknqth, 

CoNCRETt:. 

lb. 

per  sq.  in. 

1:2:2 

1768 

1:2:3 

1911 

1:2:4 

2  155 

1:2:5 

2  452 

1:2:6 

2  124 

1:2:7 

1650 

1:2:8 

1332 

The  preceding  results  differ  among  themselves  owing  to  the 
differences  in  the  materials,  the  methods  of  proportioning,  etc.; 
but  all  show  the  advantage  possible  by  properly  proportioning  the 
ingredients  of  concrete. 

295.  BfETHODS  OF  Proportioning.  There  are  four  methods  in 
more  or  less  general  use  in  proportioning  concrete,  which  may  be  briefly 
designated  as  follows:  (1)  by  arbitrary  assignment;  (2)  by  the  voids; 
(3)  by  trial;  and  (4)  by  sieve — analysis  curves.  These  methods  will 
be  considered  separately  in  the  above  order. 

296.  Proportioning  by  Arbitrary  Assignment.  The  most  common 
and  least  scientific  method  of  proportioning  concrete  is  to  assume 
the  relations  as  a  matter  of  judgment,  without  much,  if  any,  con- 
sideration of  the  character  of  the  aggregate;  that  is.  the  proportions 
are  assigned  without  any  reference  to  the  fineness  or  coarseness  of 
the  sand  and  the  stone,  or  to  the  gradation  of  the  sizes  of  each.  This 
method  is  frequently  employed  regardless  of  whether  the  broken 

*  Notes  on  the  Compressive  Resistance  of  Freestones,  Brick  Piers,  Hydraulic 
Cement,  Mortar,  and  Concretes,  Q.  A.  Gilmore.  John  Wilev  &  Sons,  New  York,  1888, 
p.  143-4G. 

t/Wrf..  p.  137-40,  141-42. 

X  Tests  of  Metals,  etc.,  Wat^rtown  Arsenal,  18ft9,  p.  798. 
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stone  to  be  used  is  crusher-run  having  sisses  varying  from  \  to  2^ 
inches  and  having  20  per  cent  voids,  or  whether  it  is  screened  to 
practically  one  size  and  has  50  per  cent  of  voids.  Again,  if  a  strong 
concrete  is  desired,  a  proportion  of  1  :  2  :  4  may  \)c  adopted  without 
any  consideration  whether  some  other  proportion  of  the  same 
ingredients  might  not  give  a  cheaper  and  also  a  stronger  concrete. 
Often  concrete  proportioned  by  this  process  can  be  greatly  improved 
by  substituting  coarse  aggregate  for  a  portion  of  the  sand.  For 
example,  in  Table  25,  page  141,  each  concrete  is  stronger  than  the 
one  in  the  line  below  it,  simply  because  a  portion  of  the  sand  has  been 
replaced  by  stone. 

Unless  the  character  of  the  materials  to  be  used  is  known,  and 
unless  the  qualities  of  the  concrete  made  with  certain  proportions 
of  the  ingredients  are  known,  this  method  should  not  be  employed. 

297.  Proportioning  by  Voids.  Since  it  has  been  proved  by  exper- 
iment that  the  densest  concrete  is  the  strongest,  and  since  it  has  been 
proved  that  cement  paste  is  less  dense  than  cement  mortar  and  that 
cement  mortar  is  less  dense  than  a  well-proportioned  concrete,  it 
follows  that  the  densest  and  the  strongest  concrete  that  can  be  made 
with  any  proportion  of  cement  and  any  combination  of  a  particular 
sand  and  aggregate  is  that  in  which  the  cement  paste  fills  the  voids 
of  the  sand  and  the  resulting  mortar  fills  the  voids  in  the  coarse 
aggregate.  Therefore,  to  determine  the  best  proportions  for  any 
sand  and  aggregate,  find  the  per  cent  of  voids  in  the  sand  and  in  the 
stone,  and  use  enough  cement  paste  to  fill  the  voids  in  the  sand  and 
enough  mortar  to  fill  the  voids  in  the  coarse  aggregate. 

The  voids  in  the  sand  may  be  determined  by  either  of  the  two 
methods  discussed  in  §  194-95;  and  those  in  the  stone  by  either 
method  descril^ed  in  §  214-15. 

298.  However,  in  using  this  method  it  should  not  l^e  overlooked 
that  the  use  of  cement  paste  equal  to  the  voids  in  the  sand  does  not 
insure  that  the  voids  of  the  sand  are  filled,  and  that  the  use  of  mortar 
equal  to  the  voids  in  the  stone  does  not  insure  that  the  voids  of  the 
stone  are  filled.  The  cement  paste  surrounds  the  sand  grains  and 
virtually  increases  the  size  of  all  the  grains  and  thei*el)y  increases 
the  voids,  since  there  ai-e  then  no  small  grains  to  occupy  the  inter- 
stices between  the  larger  ones;  and  further,  the  wftter  in  the  paste  by 
its  superficial  tension  keeps  the  sand  grains  apart  and  thus  increases 
the  per  cent  of  voido.  A  similar  effect  occurs  when  mortar  is  mixed 
with  the  aggregate. 

The  increase  in  volume  due  to  mixing  cement  paste  with  the  sand 
is  small  in  comparison  with  that  due  to  mixing  mortar  with  the 
aggregate,  and  hence  will  be  neglected  here.  Besides,  the  deter- 
mination of  the  best  proportion  of  cement,  i.e.,  of  the  strength  of 
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the  mortar,  to  Ije  used  in  any  case  Is  wholly  a  matter  of  judgment, 
and  hence  great  refinement  is  inadmissible;  and  further,  if  a  con- 
crete of  the  l^est  possible  proportions  is  desired,  either  the  third  or 
fourth  method  of  proportioning  (J  301  or  302-309)  must  be  employed. 
However,  whatever  grade  of  mortar  is  employed,  it  is  always  wise 
to  u«e  enough  of  it  to  fill  the  voids  in  the  broken  stone. 

Table  27  gives  the  result  of  fifteen  experiments  to  determine 
the  amount  of  mortar  required  to  fill  the  voids  in  broken  stone. 
The  mortar  was  moderately  dry,  and  the  concrete  was  quite  dry, 
mojMture  flushing  to  the  surface  only  after  Wgorous  tamping. 
The  broken  stone  was  No.  10  of  Table  20,  page  99,  and  contained  28 
fM'r  cent  of  voids  when  rammed. 


TABLE  27. 

Amoint  of  Moktak  Required  to  Fill  the  Voids  of 

Broken  Stone. 


U»r,  No 


2 

i 

r, 

7 

H 


Volurni*  *A  M'irtar  in 

UrrriiM  «/f  lh«  Xttuin  in 

tli«!  Broken  Hu>ri«. 


70  \H*r  ciTit 
Hi) 

no 

120 
I'M) 
140 


n 
<( 


n 
n 
t< 

n 
(i 
It 


Volume  of  Rammed 

Oincrete  in  terms  of  the 

Volume  of  Rammed 

Stone. 


105.0  per  cent 

105.5 

IOC.  5 

107.5 

109.0 

110.5 

112.5 

114.0 


n 
<< 
<i 

<( 


H 


Air-filled 
Voicb  in  the  Rammed 
Concrete  (while  wet). 


15.3  per  cent 
12.2  **       ** 

9.5 

7.0 

4.9 

2.8 

1.2 

0.0 


n 


n 
<< 
it 


Line  4  of  Table  27  shows  that  if  the  mortar  is  equal  to  the  voids, 
the  vohnne  of  the  rammed  concrete  is  7h  per  cent  more  than  the 
vohime  of  the  ram  mod  broken  stone  alone.  Possibly  part  of  the 
increaHie  of  volume  was  due  to  inipeifect  mixing,  although  it  was 
l)elicve<l  that  the  mass  was  perfectly  mixed.  The  table  also  shows 
that  the  voidH  in  this  concrete  are  equal  to  7  per  cent  of  its  volume; 
in  other  worci«,  even  though  the  volume  of  the  mortar  is  equal  to  the 
volume  of  the  voids,  the  voids  are  not  filled.  Apparently  the  voids 
CAn  be  entirely  filled  with  this  grade  of  mortar  only  when  the  mortar 
is  about  40  per  cent  in  excess  of  the  voids. 

The  increase  in  volume  in  Table  27  may  be  regarded  as  the  maxi- 
munii  filice  the  mortar  was  quite  dry  and  the  stone  unscreened.  With 
moderstely  wet  mortar  and  the  same  stone,  the  increase  in  volume 
only  about  half  that  in  the  table;  and  with  moist  mortar  and 
fffiWI^ftf  between  2  inches  and  1  inch,  there  was  no  appreciable 
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increase  of  volume.  With  pebbles  the  increase  is  only  about  two 
thirds  that  with  broken  stone  of  the  same  size.  With  fine  gravel 
(No.  18,  page  99)  the  per  cent  of  increase  was  considerably  greater 
than  in  Table  27;  with  moilar  equal  to  150  per  cent  of  the  voids, 
it  was  possible  to  fill  only  about  5  to  7  per  cent  of  the  voids.  ^  The 
mortar  used  in  Table  27  was  1  volume  of  cement  to  2  volumes  of 
sand,  both  measured  l(K)se;  but  with  richer  mortars  the  increase  in 
volume  was  a  little  less,  and  with  leaner  mortara  a  little  more. 

The  voids  in  Table  27  are  for  the  wet  concrete.  As  the  concrete 
dries  out  the  air-filled  voids  will  increase,  since  all  the  water  employed 
in  making  the  concrete  does  not  enter  into  chemical  combination 
with  the  cement  (§  365);  and  consequently  when  the  concrete  has 
dried  out  the  space  occupied  by  the  free  water  will  be  filled  with  air. 

299.  The  details  of  the  method  of  determining  the  relative  quan- 
tities of  the  several  ingredients  will  be  illustrated  by  the  following 
example.  Assume  the  aggregate  to  1^  broken  stone,  unscreened 
except  to  remove  the  dust,  containing  83  per  cent  of  voids  when 
loose  and  28  when  rammed  (see  No.  10,  Table  20,  page  99).  Also 
assume  that  the  sand  has  45  per  cent  of  voids  when  mcjisured  loose 
and  37  when  rammed.  Further  assume  that  a  concrete  of  maximum 
density  is  desired;  and  that  therefore  the  mortar  should  be  equal 
to  about  140  per  cent  of  the  voids  (see  Table  27). 

To  determine  the  reduction  in  volume  by  ramming  the  broken 
stone,  use  the  relation:  the  solid  material  in  1  cu.  yd.  of  rammed 
stone  is  to  the  volume  of  1  cu.  yd.  of  rammed  stone  as  the  solid 
material  in  1  cu.  yd.  of  loose  stone  is  to  the  equivalent  volume  of 
rammed  stone;  or  0.72  /,s  to  1.00  as  0.63  is  to  0.93,  the  volume  of  a 
cubic  yard  of  loose  stone  after  ramming.  The  aggregate  compacts 
7  per  cent  in  ramming,  and  a  yard  of  loose  material  will  equal  0.93 
of  a  yard  rammed.  Adding  mortar  equal  to  140  per  cent  of  the  voids 
increases  the  volume  to  about  114  per  cent  (Table  27) ;  and  therefore 
adding  the  mortar  will  increase  the  volume  of  the  rammed  aggregate 
to  0.93  X  1.14  =  1.06  cu.  yd.,  which  is  the  volume  of  concrete  produced 
by  a  yard  of  loose  aggregate.  To  produce  a  yard  of  concrete  will 
therefore  require  l-^  1.06  =  0.94  cu.  yd.  of  loose  l)r()ken  stone. 

Since  the  mortar  is  to  he  e<iual  to  140  per  cent  of  the  voids  in 
the  stone,  a  yard  of  concrete  will  re(|uire  1.40x0.28X0.94  =  0.37 
cu.  yd.  of  mortar.  To  determine  the  relative  amounts  of  sand  and 
cement  in  the  mortar  proceed  as  follows:  The  solid  material  in  a 
cubic  yard  of  loose  sand  is  to  the  volume  of  1  cu.  yd.  of  loose  sand  as 
the  solid  material  in  1  cu.  yd.  of  rammed  sand  is  to  the  equivalent 
volume  of  loose  sand;  or  0.55  is  to  1  as  0.63  is  to  1.14,  the  volume  of 
loose  sand  required  to  make  a  cubic  yard  of  rammed  sand.  Since 
the  mortar  is  to  have  cement  paste  equal  to  the  voids  in  the  rammed 
10 
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sand,  the  composition  of  the  mortar  is  as  follows:  0.37  is  to  1.14  as 
I  is  to  ^  nearly;  or  the  mortar  is  1  part  cement  paste  to  practically 
3  parts  of  rammed  sand.  The  1  part  cement  paste  will  require  an 
equal  volume  of  packed  cement.  Hence,  from  Table  22,  page  120, 
a  cubic  yard  of  this  mortar  will  require  2.36  bbl.  of  packed  portland 
cement  and  0.95  cu.  yd.  of  loose  sand;  and  consequently  0.37  cu.  yd. 
of  mortar  will  require  0.87  bbl.  of  packed  cement  and  0.35  cu.  yd.  of 
loose  sand. 

The  composition  of  the  concrete  then  is:  0.87  bbl.  of  cement, 
0.35  cu.  yd.  of  sand,  and  0.94  cu.  yd.  of  stone.  Since  it  is  assumed 
that  1  bbl.  of  cement  is  0.13  cu.  yd.,  the  composition  is  0.11  cu.  yd. 
of  cement,  0.35  cu.  yd.  of  sand,  and  0.94  cu.  yd.  of  stone;  or  1 
volume  of  packed  portland  cement,  3  volumes  of  loose  sand,  and 
S\  volumes  of  loose  broken  stone. 

300.  The  method  of  proportioning  a  concrete  with  reference  to 
the  voids  is  objectionable,  since  the  per  cent  of  voids  in  the  sand  may 
be  greatly  affected  by  a  small  per  cent  of  moisture  (§  196),  and  also 
owing  to  possible  errors  in  determining  the  voids  by  a  direct  measure- 
ment by  the  use  of  water  (§  195).  However,  this  method  is  more 
scientific  than  the  first  method  mentioned  in  §  295,  and  is  more 
simple  but  less  scientific  than  either  the  third  or  fourth  method. 

301.  Proportioning  by  Trial.  The  principle  that  for  the  same 
proportion  of  cement  the  strongest  and  cheapest  concrete  is  also  the 
densest,  leads  to  a  simple  method  of  finding  the  best  relation  of  the 
sand  and  the  stone.  That  combination  of  sizes  of  sand  and  stone 
which  with  a  constant  quantity  of  cement  gives  the  least  volume  of 
concrete  is  the  l>est. 

To  apply  this  method  procure  a  vessel  of  uniform  cross  section, 
say  a  cylinder,  10  or  12  inches  in  diameter  and  12  or  14  inches  deep, 
its  strength  being  such  that  its  volume  will  not  be  changed  in  tamping 
it  full  of  concrete.  Weigh  out  a  unit  of  cement,  and  any  number  of 
units  of  sand,  say  two,  and  also  weigh  out  any  number  of  units  of 
broken  stone,  say  five,  taking  care  that  the  quantities  are  such  that 
when  the  ingredients  are  thoroughly  mixed  and  placed  in  the  cylinder, 
the  mixture  will  fill  it  only  partly  full,  say  three  quarters  full.  Make 
a  concrete  of  any  desired  consistency  by  mixing  the  cement,  sand 
and  stone  with  water  on  a  sheet  of  steel;  and  tamp  the  concrete  into 
the  cylinder  leaving  the  upper  surface  smooth  and  horizontal,  and 
then  measure  the  depth  of  the  concrete  from  the  upper  end  of  the 
cylinder.  Next  empty  the  concrete  from  the  cylinder,  clean  it  and 
the  tools;  and  make  another  batch  with  different  proportions  of 
sand  and  stone,  but  keeping  the  quantity  of  cement  and  the  plasticity 
of  the  concrete  the  same  as  before.  If  this  batch,  when  tamped  into 
the  cylinder,  gives  a  less  volume  of  concrete,  this  proportion  is  better 


Art.  2.]  Laws  of  Proportions  of  Cox(^rktk.  147 

than  the  first.  Continue  the  trials  until  the  proportions  have  Ix^n 
found  which  will  give  the  least  depth  in  the  pipe.  The  proportions 
can  be  varied  almost  infinitely  by  sci-eening  the  sand  and  the  stone, 
and  trying  different  combinations  of  the  several  portions.* 

The  following  principles  will  serve  as  a  guide  in  selecting  the 
proportions  to  \ye  tried.  1.  The  larger  the  maxinunn  size  of  the 
aggregate,  the  denser  and  stronger  the  concrete;  but  it  is  not  practi- 
cable to  use  larger  fragments  than  2\  or  3  inches  in  diameter  in  plain 
concrete  or  }  to  1  inch  in  reinforced  concrete.  2.  The  greatest 
density  will  be  obtained  with  an  aggregate  graded  nearly  uniformly 
from  fine  to  coarse.  3.  An  excess  of  fine  or  medium  sized  particles 
decreases  the  densitv.  4.  The  coai-ser  the  stone  the  coai^ser  the 
sand  must  be;  and  vice  vei*sa,  the  finer  the  stone  the  finer  should  be 
the  sand. 

This  method  is  very  valuable  as  an  easy  and  practicable  means 
of  determining  the  l>cst  proportions  in  which  to  combine  natural 
mixtures  of  a  sand  and  an  aggregate;  but  it  is  impracticable  for  an 
exhaustive  study  to  find  the  very  best  proportions  attainable  by 
screening  the  sand  and  the  stone  and  making  artificial  combinations 
of  the  several  portions.  The  only  practical  method  of  determining 
the  best  [)08sible  artificial  mixtures  of  sand  and  stone  is  by  the  use 
of  sieve-analysis  curves  (J  302-307). 

302.  Proportioning  by  Sieve-Analysis  CSurves.t  "Sieve  analysis 
consists  in  separating  the  particles  or  grains  of  a  sample  of  any  material 
— such  as  broken  stone,  gravel,  sand  or  cement — into  the  various  sizes 
of  which  it  is  composed,  so  tiiat  the  material  may  be  represented 
by  a  curve  each  of  whose  ordinates  is  the  percentage  of  the  weight 
of  the  total  sample  which  passes  a  sieve  having  holes  of  a  diameter 
represented  by  the  distance  of  this  ordinate  from  the  origin  in  the 
diagram. "J  The  line  DBKIjA.  Fig.  12,  page  14S,  is  a  typical  sieve- 
analysis  curve  for  crusher-run  micaceous-cjuartz  stone;  and  the 
line  OF  represents  a  fine  sand. 

"The  objects  of  sieve-analysis  curves  as  applied  to  concrete 
aggregates  are:  (1)  to  show  graphically  the  sizes  and  relative  sizes 
of  the  particles;  (2)  to  indicate  what  size<l  particles  are  needed  to 
make  the  aggregate  more  nearly  perfect,  and  so  to  cnal)le  the  engineer 
to  improve  it  by  the  addition  or  substitution  of  another  material; 

♦For  the  results  of  a  sjt'hw  of  trials  to  (Ictoruiinc  the  density  of  various  eombina- 
tiona  of  broken  stone  si^reenetl  to  sevenil  si/,«*s.  stM'  Engineering  Xews,  vol.  liv,  p.  598- 
001. 

t  This  method  of  pn)i)ortioninK  the  sizes  of  the  sand  and  stone  in  eonerete  was  de- 
vifled  by  Wm.  B.  Fuller,  and  i?»  described  by  him  in  tletail  on  pages  lKi-2\o  of  Taylor 
and  Thompson's  (Vinerete  Plain  and  Reinforced  (19()o  edition),  from  which  these  ex- 
tracts are  taken  bv  permission  of  the  authors. 

Xlbid.,  p.  187.' 
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and  (3)  to  afford  means  for  det€rimning  the  best  proportions  of 
different  aggregates."* 

"The  experience  which  the  writer  [Fuller]  has  had  and  the  various 
experiments  which  he  has  made  indicate  that  concret*  which  works 
the  smoothest  in  placing  and  gives  the  highest  breaking  strength  for 
a  given  percentage  of  cement,  is  made  from  an  aggregate  whose  sieve 
analysis,  taken  after  mixing  the  sand  and  the  stone,  forms  a  curve 
approaching  a  parabola  having  its  beginning  at  the  zero  of  co- 
ordinates and  passing  through  the  intersection  of  the  curve  of  the 
coarsest  stone  with  the  100  per  cent  line,  that  is,  passing  through  the 
upper  end  of  the  coarsest  stone  curve."t  In  Fig.  12,  the  parabola 
OCPA  represents  a  theoretically  perfect  combination  of  sizes  of 
stone  all  of  whose  pieces  pass  a  Ij-inch  screen.     This  curve  shows. 


for  example,  that  for  the  itesf  combination  of  sizes  of  the  almve  stone 
93  per  cent  of  the  mixture  should  pass  the  ll-inch  sieve.  70  per  cent 
should  pass  the  I-inch  sieve,  54  per  cent  the  l-inch,  and  so  on. 

"Where,  as  In  Fig.  V2,  (he  materials  to  lie  mixed  are  represented 
by  only  two  curves  no  combination  of  which  will  make  a  curve  as 
cloBO  to  a  parabola  us  is  desirable,  there  is  another  liniiling  condition 
which  was  brought  out  by  the  experiments,  viz.,  that  for  the  best 
neults  the  combined  curve  shall  intersect  the  paraltoja  on  the  40 
per  cent  line,  at  C,  and  that  the  finer  material  shall  l>e  assumed  to 
iBchide  the  cement. "| 
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SOS.  The  curve  DBKLA.  Fie  12.  m:iv  U^  ininsfomwHl  jat>  that 

m 

it  will  pass  through  '\  1-y  fhanjriiii:  The  uisTaiu^es  fnmi  the  tt»p  of  the 

diap^m  to  the  line  DBKLA  in  ihe  pn>pi«rtion  -' -  ^  .  .^  t>l  |x>roent, 

which  shows  that  01  per  rem  of  the  dn-  maierials  shoiiKi  Iv  bn>ken 
stone.  In  a  sdmilar  manner  the  line  t^F  is  reploitotl  in  the  j>«v<ition 
OJ.  The  line  OJCGA  is  :iss-ime«i  to  n*pres4>nt  the  N^T  |vv<ssihle 
combination  of  sizes  of  this  sand  and  sTt»ne.  For  example.  \vi:h  the 
best  possible  combination  of  sizes  <»f  this  stone  and  s:uui.  sO  |vrivnt 
would  pai«  the  1.5<>-inch  sieve.  <i7  jx*r  cent  would  pass  the  1-inoh 
sieve.  46  per  cent  the  ^-inrh  sieve,  and  s<»  on. 

The  prfjp<jrtion  i»f  cenu*nt  to  ln^  ;js<hI  to  jrivo  the  iwpunHl  strtMij;th 
of  concrete  must  always  l«e  assumeil:  anii  in  tliis  example  it  will  Iv 
assumed  that  the  cement  is  to  ronstitute  one  eighth  oi  the  drv  mati^ 
rials  (mea.sureil  before  t!ie  sand  and  stone  an^  mixed  tos»iMher\  ^^hich 
will  make  the  cement  one  ninth  or  11  \M}r  rent  oi  the  total  dry  mati^ 
rials.  Since  the  (liajrram  shows  that  the  sand  and  rement  aix*  to  con- 
stitute 39  per  cent  of  the  dry  materials,  the  sand  must  then  Iv  .'>l^ 
11=28  percent. 

The  proportions  of  concrete  for  I  part  rement  to  S  parts  of  sand 
and  stone.  measure<l  separately,  then  aiv:  11  per  cent  cement.  iS 
percent  sand,  and  (»1  i>ereent  bn>ken  stone,  or  1  :  'J.">  :  ")..*>  by  weight. 
If  the  proportions  are  reipiirtMl  by  volume  anil  the  ivlative  weights 
of  the  sand  and  the  stone  iliffer  fn)m  their  ix^lative  vt^lumes.  the  pn> 
portions  should   l>e  corre^-ted   aci-onliiiirly. 

304.  An  important  featui*e  of  the  siev<*-analysis  curves  is  that 
thev  show  how  the  materials  mav  Ix*  im]>n>ved  bv  .Mtldim:  or  sub 
tracting  some  particular  size.  For  example,  if  the  stone  n^pn^vonttvl 
by  the  curve  DBKLA  in  Fig.  12  hnd  containeil  mon*  pieces  0  :\  and 
1.0  inch  in  diameter,  its  curve  wouM  have  moiv  ]\earl\  ;^pp!^^'\ched 
the  paral)ola  in  the  region  N(/.  If  a  stone  iiivinir  the  line  />/»*//  \  weiv 
used,  the  ratio  for  tnuisforminij:  the  lint*  to  make  it  p;\vs  thi>M\»\h  »' 

AY'      r,() 

would  lx>  777,=-  -,T,   =()C>  per  cent,  which  shows  th.Mt  wuh  ll\e  ;\'.'.oit 
hit       1)1 

ment  of  sizes  of  broken  stone  represented  by  tins  line  ihe  be^i  con 

Crete  is  made  by  usin.ir  (>(>  j>er  c(Mit   of  bn»k«Mi  sione.      I'or  i\    is 

mixture  as  before,  the  proportions  would  be  11  :  'Jii  ;  i>i».  or  1  :  '.*  .  li. 

— a  cheaper,  stroni^er,  and  denser  concrete  than  iIi.mI  \uiu\c  with  the 

stone  representee!  by  the  line  DBKLA. 

A  still   l)etter  concrete  would   hav(*  result (m1   with   the  ust»  of  a 

coarse  sand  having  a  curve  similar  to  the  line  dM \\  siiuM*  then  to 

make  the  combination  of  lines  f).]L\  :ind  DHKLA  pass  thn»\igh  (\ 

the  ratio  would  \)G  ~-^  =  ^^^A   per  cent.     This    shows   that    with 

MB     8o 
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coarse  sand  less  broken  stone  should  be  used  than  with  finesand, 
which  is  as  should  have  been  expected. 

306.  When  the  sieve-analysis  curves  for  two  materials  overlap 
or  extend  past  each  other  in  the  diagram  corresponding  to  Fig.  12, 
or  when  more  than  two  materials  are  to  be  used,  the  problem  is  more 
difficult;  and  the  reader  is  referred  to  pages  197-205  of  Taylor  and 
Thompson's  Concrete  Plain  and  Reinforced  (1905  edition)  for 
detailed  explanations.  However,  the  following  example,  taken  from 
pages  207  and  208  of  that  book,  will  give  a  fair  idea  of  the  method  of 
solution,  and  will  also  show  the  value  of  sieve-analysis  curves  in 
proportioning  concrete. 

"Given  a  medium  sand  and  three  sizes  of  crushed  stone,  as  shown 
in  Fig.  13,  to  find  what  percentage  of  each  will  best  combine  to  make 


the  strongest  and  most  impermeable  concrete."  The  parabola 
passing  through  the  zero  point  and  the  point  nt  which  curve  No.  4 
reaches  100  per  cent  is  shown  in  Fig.  13. 

"We  see  at  once  that  the  percentage  of  No.  4  stone  required  is 

^rj^=r-r- =36  per  cent.     (To  he  sure,  about  8  per  cent  of  No.4  is 

overlapped  by  No.  3,  but  this  is  so  slight  it  need  not  here  be 
considered. ) 

"I>et  us  determine  sand  curve  No.  1  at  0.10  diameter  ordinate, 
since  it  can  Ije  seen  by  inspection  that  the  portion  Ok  of  curve  No.  1 
very  nearly  fits  the  parabola,  and  that  grains  smaller  than  0.10 
diameter  must  be  supplied  wholly  from  this  curve,  while  the  larger 
grains  represented  by  portion  KG  are  found  also  in  No.  2  curve. 

Accordingly,  we  have  the  percentage  "^^"^  =  23  per  cent. 

"A  part  of  No.  3  curve,  that  portion  extending  from  D  to  i 
is  overlapped  by  nearly  the  whole  of  No.  2  curve.     We  can  see, 
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however,  that  No.  3  curve  alone  must  supply  14  per  cent  of  the 
material  in  the  paraljola  (that  portion  extending  fix)ni  e  to  k). 
This  leaves  100- (;^  +  23  +  14)  =  27  per  cent  of  the  mixture  to  be 
furnished  by  the  overlapping  portions  of  No.  3  and  No.  2  in  such 
ratio  as  best  fits  the  parabola. 

"From  a  study  of  the  two  curves,  we  find  l>y  inspection  and  trial 
plottings  that  most  of  the  material  requii-ed  would  l)e  l>etter  supplied 
by  No.  2  curve,  since  it  contains  stone  corresponding  very  well  to  the 
needs  of  that  part  of  the  paralx)la  extending  from  /  to  e.  Let  us 
consider  23  per  cent  as  the  proper  amount  of  the  final  mixture  to 
be  furnished  by  No.  2  curve,  which  would  leave  14  +  4=18  percent 
as  the  total  portion  which  must  \)e  supplied  by  No.  3  curve. 

"Now,  on  any  of  the  ordinates,  we  can  locate  points  through 
wliieh  a  curve  may  be  drawn  which  represents  a  mixture  of  the  given 
sand  and  stone  in  the  proportions  just  found,  for  example: 

Pkr  Cent. 
Omdxmatbs.  Retained. 

1.75       40X36% =14 

1.50       57X36% =20 

1.10       92X36% =3S 

1.00       (10()X.%%)-I-(8X18%)  =  ;^6+  1 =37 

0.80      36+ (31X18%)  =36  +  6 =42 

0.60      36+(66Xl8%)=36-f-12 =48 

0.40       36+(88Xl8%)4-(2lX2:i%)=aG-Hl6  +  5 =57 

0.30       36+(93Xl8%.)  +  (40X2.r;v)=364-17  +  9 =62 

0. 15      36+18+  (92X23%;)  "^  (6x2.S%)  =  .S6+  18  +  21  -  1 =76 

0.05      36+18+23+(30X23^)  =  .%+18  +  2:}+7       =84 

"These  percentages  are  plotted  on  the  diagram  as  small  circles. 
The  same  points  would  have  l>een  obtained  if  we  had  begun  at  the 
left  of  the  diagram  and  calculated  the  percentages  passing  the  sieve.'' 

These  points  lie  quite  close  to  the  theoretical  curve,  and  hence 
we  may  assume  that  about  the  best  concrete  that  can  be  made  of  the 
given  materials  will  consist  of  23  per  cent  of  the  sand,  23  per  cent 
of  the  finest  stone  (No.  2),  IS  per  cent  of  medium  stone  (No.  3),  and 
36  per  cent  of  the  coarsest  stone  (No.  4). 

306.  This  method  affords  a  means  of  determining  the  best 
proportions  in  which  to  mix  the  fine  and  the  coarse  aggregate,  and 
also  shows  how  the  aggregate  may  be  improved  by  adding  or  sub- 
tracting some  particular  size.  Sieve  analyses  can  be  made  from 
time  to  time  as  the  work  progresses  to  see  whether  or  not  the  sizes 
of  the  aggregate  have  changed;  and  if  sizes  have  changed,  the  pro- 
portions can  be  varied  to  secure  the  most  economical  and  the  densest 
concrete.     In  a  work  of  any  magnitude  the  greater  labor  required 
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ill  (letoriniiiin/a;  the  proportions  by  sieve-analysis  curves  is  likely  to 
1)0  juMtilied  by  the  lK*tter  quality,  or  the  less  cost,  of  the  concrete; 
and  tho  extra  labor  re(]uired  to  make  sieve  analyses  during  the  prog- 
ii»8H  of  the  work  will  l)e  worth  all  it  costs  because  of  the  better  control 
of  tho  pmportions  of  the  concrete. 

To  sooure  the  maximum  benefit  of  this  method  of  proportioning, 
il  in  noot\s8ary  to  screen  the  aggregate  to  several  sizes  and  then  com- 
bino  them  in  the  pn>portions  indicateil  by  the  sieve-analysis  curves. 
Ah  to  whether  or  not  the  increased  cost  of  screening  and  proportion- 
ing would  be  justifieil  by  the  saving  of  cement,  depends  upon  the 
magnitiulo  of  the  work  and  other  conditions.  The  following  example 
illustrattvs  the  |Mvssibilities: 

'*The  ortlinary  mixture  for  water-tight  concrete  is  about  1  :2i  : 
4J»  whioli  nH|uires  K37  l>arrels  of  cement  per  cubic  yard  of  concrete. 
IW  oart^fully  grading  the  materials  by  methods  of  sieve  anal\-sis 
tho  writer  [Fuller)  hjis  obtaineil  water-tight  work  ^ith  a  mixture  of 
aUuit  1  :  Ct  :  7,  which  rei]uires  only  1.01  barrels  of  cement  per  cubic 
yaril  of  iH^ncrete.  This  saving  of  0.:U^  barrels  is  equivalent,  with 
jH^rtland  c?>«H*ni  at  $l.tU^  i>er  IvarrvL  to  $0.5S  per  cubic  yard  of  con- 
on^to.  The  addtni  ci\st  of  laU>r  for  pi\>i^K>rtioning  and  misdng  the 
\\>ucn^to  Kvau:?^*  of  the  use  of  tive  gmiles  of  aggregate  instead  of  two. 
was  aKnu  $IV15  }vr  cubic  yanl,  thus  effectiiur  a  net  sa>-ing  of  S0.43 

WT.  .U.xis  >MljtHft  *v  tkiC  PamMic  Currr.  The  principle  that  the 
\vBit  i>^*,v.\xinati\m  of  siie?  is  that  c\>rTV!S|x^nding  to  the  oniinates  of  a 
jvarAK>Ja,  >»;4S  ikxiucwl  fn^m  a  <erlos  of  exjvrinvr.ts  ma^ie  by  Mr. 
tV,VT  a:  li:tie  Fa;^  X.  J.,  in  I9i>l:  bu:  oxivrlnn^nts  ma^ie  bv  Mr. 
^^;VJl^r  a:  ,V:\^r4>^  l>ark  Reservoir,  Xew  York  l^:y.  :n  li^M-05tscem 
:o  sh^^xi  ;ha:  :he  |\ar;*:x\a  ik>^  :^>:  cav  ^v*--*'*  t^^^'^-ch  c^xiise  sand 
a::,;  r.:^c  s:K^!v.  ar^v:  :ha:  the  i^iecil  ^ceNV-Ar.alx-^s  o::r\\^  for  This  material 
.v^^^s.s:>  ,Nf  Av,  t\,::^?e  for  :he  sctir.vi  ar^xi  a  :ar*ier.:  :here:o  for  the  stone- 
V"f  i*\c:, :  v-,;T\e  >:ar:s  ;::v>r,  anxi  ^  :Ar.uCer,:  :o  :>.<•  \vr::c:A:  lero  axis 
ivw-vtAix^v  a:  T  :vr  vv-n:  :ha:  ;s.  *:  x\^:  T  :vr  ;vr.:  x  :1  e  ai^tie- 
^,.:<-  n  *.<  ^v^.^vr,r  .s  ^i^.^vr  :>.Ar.  :he  Nx^  AV  s^w  ^r.,:  r.::rt<  *5  an 
^  :>*r  -  '  A  xv\ v"  ,v,'.  A  wt^ua'  o-^.iir^ATc  ^h-zt?^  ^ A>,>r  ::vr:««::s  a  aie 
•  v...   .v.v  .;f.r.v"  ,\  :Se  .^.^r,>^:cr  cc  Trsc  :v.Av,r.v,:r'-  f-r^croec:  «  ^!ie 
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same  for  all  sizes  of  stone;  that  is,  the  curves  for  a  i-inch,  a  1-inch, 
or  a  2J-inch  maximum  stone  are  nearly  the  same  except  the  horizontal 
scale. 

308.  Examples  of  Application  of  Sieve- Analysis  Curves,  Fig.  14, 
shows  (1)  the  sieve-analysis  curves  of  the  bank  run  of  natural 
gravel,  (2)  the  same  material  after  l)eing  screened  to  two  sizes 
— one  greater  than  0.20  inch  and  the  other  less  than  0.20  inch,  (3) 
an  artificial  combination  of  these  two  sizes,  and  (4)  the  ideal  curve.* 


Dianmttr    of    Pubblas    in   Inches. 
Fio.   14. — SiEVE-AxALYsis  CiTRVEs  OF  Bank-run  Gravei,. 


The  latter  was  drawn  by  the  methods  referred  to  in  the  preceding 
section,  and  shows  by  the  length  of  the  ordinate  for  a  diameter  0.20 
inch  that  66  per  cent  of  the  ideal  mixture  should  be  coarser  than 
0.20  inch  in  diameter  and  34  per  cent  finer.  The  combined  curve 
gives  the  result  of  taking  these  percentages  of  the  two  sizes,  and  shows 
that  this  is  almost  an  ideal  mixture,  except  that  there  is  a  deficiency 
of  fine  sand, — but  this  will  be  made  up  in  part  by  the  cement. 

Fig.  15,  page  154,  shows  the  sieve-analysis  curves  for  one  of  the 
best  gravels  near  Cortland,  N.  Y.f  The  ideal  curve  shows  that  34 
percent  of  the  perfect  mixture  should  be  smaller  than  0.20  inch  in  di- 
ameter, and  hence  06  per  cent  is  hirger.  The  curve  for  this  combination 
is  shown.  This  curve  gives  almost  ideal  results  for  the  sand  portion, 
but  has  too  much  medium-coarse  material.  The  next  lower  curve 
shows  the  effect  of  trying  to  remedy  the  defect  of  the  preceding 
curve  by  using  more  coarse  material.  This  combination  improves 
the  stone  portion  of  the  mixture;   but  the  sand  portion  is  not  nearly 

♦Trans.  Am.  Soc,  of  Civil  Kiigrs.,  vol.  lix,  p.  145. 
t  Ihid.,  p.  147. 
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as  satisfactory  as  in  the  preceding  cur^'e,  which  shows  that  this 
matenal  screened  to  these  two  sizes  can  not  be  comlnned  so  as  to 
make  an  approximately  ideal  mixture.  An  inspectioa  of  the  curve 
for  the  material  above  0.20  inch  in  diameter  shows  that  this  portion 
of  the  material  conforms  closely  to  the  ideal  cun-e  down  to  0.40 
inch  in  diameter,  which  suggests  screening  the  material  into  three 
sizes — one  finer  than  0.20.  one  between  0.20  and  0.40,  and  one 
coarser  than  0.40.  Fig.  16  shoe's  the  sieve-analysis  curves  for  each 
of  these  three  sizes  of  this  gravel,  and  also  the  cui^e  for  a  nearly 
ideal  combination  of  the  three  sizes.*    The  concrete  made  of  this 
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combination  of  these  sizes  will  be  dense  and  strong,  but  whether  it  is 
economical  or  not  depends  upon  the  relatixe  cost  of  screening  the 
gravel  and  the  cost  of  the  cement  saved.  For  one  such  comparison 
see  i306. 

309.  In  practice  it  may  not  always  be  wise  to  separate  the  aggre- 
gate into  different  sizes  and  re-c^mbine  them  according  to  an  ideal 
sieve-analysis  curve;  but  on  a  job  of  any  considerable  magnitude 
it  is  probablj-  always  wise  to  make  a  sieve  analysis  of  the  material 
to  be  used,  since  the  curve  will  indicate  the  direction  in  which  im- 
provements can  be  made,  and  often  improvement  is  possible  without 
additional  cast. 

310.  Units  Used  ih  FBOPOETloinHO.  Concrete  may  be  propor- 
tioned in  any  one  of  three  ways:  (1)  by  weight;  (2)  by  volumes  of 
packed  cement,  loose  sand,  and  loose  stone;  or  (it)  by  volumes  of 
looae  cement,  loose  sand,  and  loose  stone. 

•Trail*.  Ara*r.  Soc.  of  C.  K..  vol.  lU,  p.  148. 
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311.  Proportioiis  by  Weight.  Only  occasionally  is  the  proportion- 
ing done  by  weighing,  on  account  of  the  increased  expense.  This 
is  the  most  accurate  method,  but  ordinarily  it  is  cheaper  to  use  more 
cement  than  to  incur  the  increased  expense  of  weighing  the 
ingredients. 

Automatic  weighing  machines  are  occasionally  employed.  These 
consist  of  a  series  of  automatic  tipping  buckets  placed  under  spouts 
leading  from  the  storage  bins.  When  the  proper  weight  of  material 
is  in  the  bucket  it  automatically  tips,  shuts  a  valve  in  the  spout,  and 
empties  into  the  hopper  leading  to  the  mixing  machine.    When  all 
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Fig.  16. — Ideal  OoMniNATiox  of  Thrkk  Sizes  of  Bank-rttn  Gravel. 


three  ingredients  have  been  emptied  into  the  hopper,  a  valve  opens 
and  they  are  emptied  into  the  mixing  machine.  When  different 
sizes  of  stone  are  used  to  secure  a  well-graded  aggregate,  bins  and 
automatic  tipping  buckets  are  supplied  for  each  size. 

312.  Proportions  by  Volumes  of  Packed  Cement  and  Loose  Sand 
and  Stone.  This  is  the  most  common  method  of  proportioning. 
A  barrel  of  packed  portland  cement  is  assumed  to  be  3.S  cu.  ft.,  or 
a  cubic  foot  of  packed  portland  cement  is  assumed  to  weigh  100  lb.; 
and  in  the  proportioning  a  barrel  or  a  bag  of  cement  is  mixed  with 
the  required  number  of  cubic  feet  of  loose  sand  and  loose  stone.  For 
example,  a  1  :  2  :  4  mixture  then  means  1  cu.  ft.  of  packed  cement, 
2  cu.  ft.  of  sand,  and  4  cu.  ft.  of  stone;  or  1  bbl.  of  cement,  2  bbl. 
(7.6  cu.  ft.)  of  sand,  4  bbl.  (13.2  cu.  ft.)  of  stone;  or  1  bag  of  cement, 
1.9  cu.  ft.  of  sand,  and  3.8  cu.  ft.  of  stone.  This  system  is  virtually 
measuring  the  cement  by  weight  and  the  sand  and  stone  by  volumes. 
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/I13.  Proportions  by  Volume  of  Loose  Oement  and  Loose  Sand  and 
%Um0i.  VVIic^n  ('(Mnont  was  usually  shipped  in  a  barrel,  and  a  frac- 
hon/il  |Mirl  of  a  barrel  was  used  for  a  batch  of  concrete,  the 
//■rrM'hf  w/w  nioasured  loose;  but  at  present  this  method  is  not 
t  iii\iUiytu\,  ln»cauH(»  it  is  simpler  to  consider  the  bag  of  cement  as 
f  If^  iinif . 

Till'  prcM'^MJiiiji;  paragraph  assumes  that  the  measuring  is  done  by 
Uttiiil,  hill  t  \\v\v  aiv  two  automatic  measuring  machines  on  the  market 
■Ahirli  iiic'MHUiv  tho  ingredients  by  volumes  loose.  One  of  these 
MMirhificH,  \\w  Trump  mixer,  consists  of  several  bottomless  storage 
rylmiliMH  from  the  lH>ttom  of  which  each  of  the  ingredients  flows  into 
II  M'vniving  platform  from  which  it  is  scraped  off  by  stationary'  arms 
M^i'lin^,  upon  tho  top  of  the  platform  and  projecting  into  the  material 

II  HiiHiritMil  distance  to  scrape  off  the  proper  amount  of  each.  The 
ollin  of  Hh»ho  machines,  the  Gilbreth  measurer,  consists  of  several 
i\n\\\\h,  oiu«  for  each  material,  placed  directly  under  the  storage  bins 
mimI  loliiting  upon  the  same  horizontal  shaft,  the  quantity  of  the 
nmlMrinlH  boing  n^gulateil  by  means  of  gates  in  the  bins. 

.1 U.  Profortions  usbd  im  Pragtigb.  While  a  statement  of  the 
pio|»orlions  usihI  in  practice  may  W  of  interest,  it  can  not  be  of  any 
ffiiwil  vmIuo.  since  it  is  impracticable,  if  not  impossible,  to  describe 
liilh  ll»o  ciiv\nnstanix»s  and  limitations  under  which  the  work  was 
ilnhi*  I'urlher.  tho  si>ocifications  and  re<*ords  irom  which  such  data 
iiiiimI  \\v  ilrnwn  an^  frotiuontly  very  indefinite.  It  is  l^lie\'ed  that 
dill  Inllowinju:  oxampU^  are  :is  accurate  :k5  it  is  jx^ssible  or  practicable 

III  inulvo  tl\onu  and  ali^i^  that  they  are  roproisentative  of  the  best 
AiuiMU'MU  praotiiv. 

/'•♦;    joufhhitions  for  ;w!Ym«pj/.<:    1    volume  oi  naiuuil  cement. 

•  \  i»lunu^>  o\  sand,  and  4  or  o.  and  ivocisionallv  0,  volumes  of  broken 

Miohi*.   or  I  vohnno  of  j\^ru<irui  ix^mont.  .'^  volumes  of  sand,  and  6  or 

,    \ol\nuos  of  bn^kon  stone.     Occasionally  gravel  is  specified,  and 

ihinr  »:n>^l\  uravol  anvl  bn^kon  stono  mixoil. 

/'.«  '.>;*•«?*>;>. ^•k*  o*;W  **;;"*«.>■* 'M;V'-«Wsfr?<4\''w<'s:  1  volume  of  no/vm/ 
» iMMt'hi .  ?  volunuv  o!  scind,  ar.vl  .*^  to  5  }\;msoi  bn>kon  stone:  or  1  part 
.«.'  ;..p*,>'  ronton?.  :>  p:ir:s  s;ir.<}.  and  4  or  ,>  pans  bn^kon  stone. 

/,'   ."j;xi"M\;  y;4:<>  ,j",*?  r:*n';<i  ^v"t:  1  jvart  of  jx>rt  land  cement, 
I  n-oi-^  o;  N;)r..i.  ;ir.ii  4  or  ,>  par:>  of  bT\>ken  sTono. 

/ .  ■     .V , . ."  ■. *  ^ , ,  ,1 , \    V  M  -mJ  .:: .". -•  *;.< :    1   p:i e   }v^r:  }ai^ .5  ix^n^nt ,  1  part 
\\\s\    \\\A  -^  ]v,v:s  i  r\>sor.  s:ono- 

.  ^-  ■  -A'-"  ,".""  ■  iV;  .<  -...v.^-^r's:    1  vo];::y.o  of  }v>r:lAnvi  cen^ent 
.^  s\s   *  I  \  ^^'.^r.'ios  .^:  N,'ir..:.  A  o:  .%  \\\:;:v.os  v^f  brv>kor.  s:orse. 

»...  ;..  •  :v.^v^^^v.<  :ho  rT\nvT::ons  of  oono::v:o  riuiijc  fn>m 
vi^v  »'^  lu"-^'  ,;i:i^\i  :v>  rt\^,s:  :ho  v^Vier.:  action  of  tr&ws  snd  ioc  lo  the 
\ss\   loou^>i   vi5:*\i  for  ^'ilin^c  :r*  cribw-ork\     A;  UuffAJo.  X.  Y.,  an 
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extensive  breakwater  built  in  1890  by  the  U.  S.  A.  engineers,  con- 
sisted of  concrete  blocks  on  the  faces  and  a  backing  of  concrete 
deposited  in  place.  Portland  was  used  for  the  blocks  and  natural 
for  the  backing,  the  proportions  being:  1  volume  cement,  3  sand, 
and  8J  of  broken  stone  and  pebbles  mixed  in  equal  parts. 

316.  For  the  retaining  walls  on  the  Chicago  Sanitary  Canal,  built 
in  1895-97:  1  part  natural  cement,  li  parts  sand,  and  4  parts  un- 
screened limestone. 

Far  the  damsj  locks j  etc.,  on  the  Illinois  and  Mississippi  Canal, 
1893-98:  1  volume  of  loose  port  land  cement,  8  volumes  of  gravel 
and  broken  stone;  or  1  volume  of  loose  natural  cement  and  5  volumes 
of  gravel  and  broken  stone. 

For  the  Poe  Lock  of  the  St.  Mary's  Fall  Canal,  constructed  in 
1890-95:  1  part  natural  cement,  H  parts  of  sand,  and  4  parts  of 
sandstone  broken  to  pass  a  2i-inch  ring  and  not  a  f-inch  screen.  The 
broken  stone  had  46  per  cent  voids  loose  and  38  when  rammed. 

For  the  concrete  blocks  used  in  constructing  the  Mississippi 
Jetties,  built  in  1875-80,  the  proportions  were:  1  part  portland 
cement,  1  part  sand,  1  part  gravel,  and  5  parts  broken  stone. 

For  incidental  information  concerning  proportions  used  in  prac- 
tice, see  Cost  of  Concrete,  §  421-23,  §  1085,  and  §  1110. 

316.  For  an  interesting  account  of  a  method  of  determining  the 
proportions  of  a  concrete  after  it  has  set  in  place,  see  Engineering 
NewSf  Vol.  lix,  p.  46, — January  9,  1908. 

317.  IMQREDIENTS  FOR  A  Tard.  Table  28,  page  158,  gives  the 
quantities  of  cement,  sand,  and  stone  required  for  a  cubic  yard  of  con- 
crete of  different  proportions,  using  three  grades  of  broken  stone  cr 
gravel.  The  concrete  was  mixed  wet  and  also  mixed  very  thoroughly. 
If  it  had  been  mixed  drier  or  less  thoroughly,  it  would  have  been 
less  dense,  and  consequently  less  quantities  of  materials  would  have 
been  required  to  make  a  yard. 

Data  like  that  in  Table  28  are  affected  by  the  fineness  of  the 
cement,  the  fineness  and  the  dampness  of  the  sand,  the  kind  and  the 
coarseness  of  the  stone,  the  proportions  of  the  several  sizes  of  sand 
grains  and  stone  fragments,  the  thoroughness  of  the  mixing,  the 
amount  of  tamping,  etc.;  and  different  experimenters  have  obtained 
widely  different  results.  Most  experimenters  obtain  a  less  quantity 
of  ingredients  per  cubic  yard  than  in  Table  28,  probably  chiefly 
because  the  concrete  is  mixed  drier  and  entrains  more  air,  and  hence 
is  less  dense.  For  data  somewhat  similar  to  that  in  Table  28,  see: 
Transactions  American  Society  of  Civil  Engineers,  Vol.  xlii  (1899), 
p.  109-11,  and  137;  Johnson's  Materials  of  Construction,  p.  610a; 
Tests  of  Metals,  Watertown  Arsenal,  1899,  p.  786-87;  Report  of 
Chief  of  Engineers,  U.  S.  A.,  1895,  p.  2922-31. 
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TABLK  28. 

]\v.*;.»^Mv.xTs  Requiked  fok  a  Cubic  Yard  of  Wet  Concrete.* 

\  cxx.  ft,  of  paokeil  cement  :issume<l  to  weigh  10()  lb. 
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i\$s  Fulto*^  1LxA%s  The  ft>lltnvinjj  rule,  devised  by  Wm.  B. 
ilKM\t  >itvivH  the  quant  it  uvs  of  ivnient.  saiul,  and  stone  required  to 
fcW  H  vuImo  niM'^I  **^  otMivivte;  and  is  fairly  representative  of  all 
kjMVH  \^i  n^atoriaU  I'his  rule  is  valuable  l>ecause  it  is  so  simple 
A)  W  can  >M^  rarrit^d  \\\  tlu^  monu>ry. 

^unuNM  of  parts  of  trnient. 

uutnUM  of  parts  of  sand. 

uutuUM  of  parts  of  uravt^l  tM'  bi^ken  stone. 

UUtnUM  ol  btmvis  of  parktHl  jHirt  land  cement   required  for  1 

vu   \^l  *'<  connvtt^ 
^^^^^|^,i  yx\  ywUw  >ards  of  Kmst*  santl  required  for  1  cu.  yd. 

s\(  v\^ncivlt^ 
.    u\iu\iHM  ot  c\ibic  >  anis  of  Kmvsi^  jjravel  or  bn>ken  stone  required 

t^s^^   \d  of  connvtt^ 

4\k\^*»*  ^j^,l  nu»iup^\>u'*.  t\»nonMi»  rUin  and  Reinforcetl.  p.  229-35,  where 
mWftWjJ  !*    ^  )'|^,%m|i>ou^  t\moivto  rUiu  mid  Reinforced,  p.  16. 
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"If  the  coarse  material  is  broken  stone  screened  to  uniform  size, 
it  will  contain  less  solid  matter  in  a  given  volume  than  average  stone, 
and  hence  about  5  per  cent  should  be  added  to  quantities  of  all  three 
ingredients  as  computed  by  the  above  rule.  On  the  other  hand,  if 
the  coarse  material  is  well  graded  in  size,  about  5  per  cent  may  be 
deducted  from  all  of  the  quantities." 

The  above  formulas  are  sometimes  modified  by  changing  the 
constants  11  and  3.8.  For  example,  one  engineer  substitutes  9.5 
for  the  11,  and  4  for  the  3.8. 

Art.  3.     Forms  for  Concrete. 

319.  Freshly  mixed  concrete  is  plastic  until  the  process  of  setting 
begins,  and  hence  must  be  confined  within  the  limits  set  for  the 
finished  structure  until  the  mass  hardens.  This  is  usually  accom- 
plished by  the  use  of  wooden  moulds  or  forms  which  are  built  so  that 
their  inside  dimensions  are  exactly  the  shape  of  the  finished  structure. 
In  this  article  it  is  proposed  to  describe  the  more  important  principles 
involved  in  designing  and  constructing  forms  for  the  most  simple 
concrete  structure;  but  the  more  complicated  problems  encountered 
in  the  construction  of  forms  for  the  more  elaborate  concrete  structures 
will  be  considered  in  connection  with  the  discussion  of  the  structures 
themselves — particularly  reinforced-concrete  buildings,  see  Art. 
3,  Chapter  VIII. 

The  forms  should  be  designed  at  the  same  time  that  the  outlines 
of  the  structure  are  fixed,  and  instructions  and  sketches  should  be 
prepared  for  the  guidance  of  the  carpenter  who  is  to  build  the  forms, 
in  order  that  the  forms  may  be  sufficiently  strong  and  not  needlessly 
extravagant,  and  also  that  the  carpenter  may  not  waste  time  in  the 
field  in  studying  the  plan.  The  forms  should  be  designed  with  a 
view  to  saving  time  and  material  in  taking  down  as  well  as  to  economy 
of  material  and  time  in  the  construction  and  the  erection. 

320.  Ordinary  Ck>NSTRUCTiON.  The  forms  are  usually  made  by 
setting  up  studdinojs  and  nailing  horizontal  planks  to  them.  The 
forms  must  he  built  strong  enough  to  hold  the  plastic  nuLss  in  place 
during  tamping  and  hardening;  and  should  be  tight  enough  to  prevent 
serious  leakage  of  the  more  fluid  portion  of  the  concrete.     The  forms 
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should  have  a  smooth  even  inside  surface  so  as  to  give  a  smooth 
finish  to  the  completed  structure.  If  the  forms  spring  out  of  place, 
the  concrete  may  flow  out  and  be  wasted;  and  at  best  any  springing 
of  the  forms  will  injure  the  appearance  of  the  surface  of  the  finished 
structure. 

In  concrete  buildings,  where  the  cost  of  the  forms  is  a  large  part 
of  the  entire  cost  of  the  structure,  and  where  a  failure  of  the  forms 
may  cause  serious  loss  of  property  and  possible  loss  of  life,  it  is  of 
the  utmost  importance  to  carefully  study  every  detail  of  the  design 
and  constiiiction  of  the  forms  to  secure  safety  and  prevent  extrava- 
gance; but  in  the  simpler  concrete  structures  where  the  concrete 
is  usually  deposited  in  layers,  it  is  not  possible  to  secure  great  accuracy 
in  the  design  of  the  forms.  Either  1-inch  or  2-inch  plank  may  be 
used,  and  the  studding  may  vary  from  2-  by  4-inch  to  4-  by  6-inch, 
depending  upon  their  distance  apart,  the  height  of  the  forms,  and 
the  amount  of  bracing.  Experience  seems  to  prove  that  with  1-inch 
plank  the  studding  may  be  2  feet  apart,  with  IJ-inch  plank  3 J  or 
4  feet,  and  with  2-inch  plank  5  feet. 

321.  Bracing  the  Forms.  There  are  two  methods  employed  for 
bracing  the  vertical  studding, — either  inclined  exterior  wood  braces 
are  used,  or  interior  horizontal  ties  of  wire  or  rods  connect  the  studs 
on  the  opposite  sides  of  the  forms.  Occasionally  large  posts  are  used 
which  are  tied  across  at  the  top  and  the  bottom,  and  trussed  on  the 
outside. 

322.  Inclined  Braces.  The  studding  may  be  braced  by  inclined 
braces  whose  lower  ends  are  nailed  to  or  abut  against  a  stake  and 
whose  upper  ends  are  nailed  to  the  studding  or  abut  against  a  block 
nailed  to  the  studding — ^see  Fig.  17.  It  is  important  that  the  stake, 
or  better  the  post,  be  substantial  enough  to  give  the  required  resist- 
ance; and  for  that  reason,  unless  the  ground  is  quite  firm,  it  is  wise 
to  drive  a  second  stake  behind  the  first  one  and  brace  the  top  of 
the  inside  stake  from  the  bottom  of  the  outside  one,  somewhat  as 
shown  in  Fig.  17.  For  convenience  in  setting  the  braces,  it  is 
wise  to  place,  say,  a  2-  by  6-inch  scantling  against  a  row  of  stakes  for 
the  braces  to  abut  against  and  insert  a  folding  wedge  between  the 
foot  of  the  brace  and  the  scantling,  as  at  E  in  Fig.  17.  The  upper 
end  of  the  brace  is  sometimes  simply  nailed  against  the  side  of  the 
vertical  posts  as  shown  at  C  and  Z),  Fig.  17;  but  this  is  wise  only 
when  the  brace  is  a  1-  by  6-inch  plank.  When  the  brace  is  a  2-  by 
4-inch  scantling,  the  upper  end  is  sometimes  beveled  and  toe-nailed 
against  the  outside  of  the  vei-tical  post,  as  shown  at  B;  but  the  most 
substantial  construction  is  to  nail  a  block  on  the  post  and  cut  the 
brace  to  a  bevel  so  it  will  fit  against  the  post  and  also  against  the 
block,  as  shown  in  A. 
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The  sises  of  the  inclined  braces  depend  upon  their  length,  their 
inclination,  and  their  number.  An  approximate  rule  for  the  size 
of  the  braces,  derived  from  experience,  is  that  the  number  of  square 
inches  in  the  cross  section  of  a  brace  should  equal  its  length  in  feet. 
If  thin  plank  of  any  considerable  length  are  used  for  braces,  they 
should  be  in  pairs  and  be  stiffened  by  cross  pieces  nailed  to  the  two 
planks. 

The  advantage  of  outside  braces  is  that  the  interior  of  the  forms 
is  left  entirely  unobstructed;  but  on  high  walls  the  amount  of  timber 
required  for  exterior  braces  is  very  great,  and  not  infrequently  the 


exterior  braces  seriously  interfere  with  the  handling  of  the  materials 
for  the  concrete  and  also  of  the  concrete  itself.  Further,  exterior 
braces  are  usually  less  secure  and  more  expensive,  Ijoth  in  material 
and  in  time,  to  erect  than  interior  voda  or  wire, 

323.  Horizontal  Tiea.  The  posts  on  opposite  sides  of  the  forms 
may  be  tied  together  by  rods  or  wires  running  from  side  to  side  across 
the  form.  The  wire  is  pa.ssed  around  the  stud  on  each  side  of  the 
form  through  the  crack  l>etween  two  planks,  ami  tightened  by  being 
twisted  with  a  stick.  After  the  concrete  is  in  position  and  the  form 
is  taken  down,  the  wii-e  is  cut  off  a  little  under  the  surface  of  the 
concrete,  and  the  hole  is  plastered  up  with  mortar.    To  keep  the 
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HuUw  of  tho  foritiH  the  pr()i)cr  diHtunce  apart,  a  piece  of  wood  of  the 
r'\^\\\  lon^th  Hhouhl  l>e  placed  l)cside  the  wire,  and  should  be  left  there 
until  the  coiuMt^t^?  reiw^heH  that  heip:ht,  when  the  strut  is  to  be  removed. 
'V\\v  trouble  of  kiM^pin^  these  pieces  of  wood  in  place  and  the  difficulty 
of  ^«ttinK  tlicni  removed  at  the  pmper  time,  area  serious  objection 
to  tyinj?  t  he  forms  together  with  wii-e;  and,  l>esides,  the  first  cost  of  the 
wirt«  is  considerable,  and  a  surprisingly  large  amount  of  time  is 
r(H|uir<Ml  to  put  it  into  place. 

When  tlie  sides  of  the  forms  are  tied  together  with  rods,  it  is 
customary  to  pass  them  through  a  pi])e,  so  that  the  rod  may  be 
tlruwn  out  when  the  forms  ai*e  taken  down.  For  an  example,  see 
Fig.  120,  page  r>.'i().  The  pijw  should  Ik?  cut  a  little  shorter  than  the 
distance  U»twwn  the  side^s  of  the  form,  and  should  l>e  held  in  position 
by  placing  at  each  end  a  2-inch  block  with  a  hole  through  it.  When 
ihe  nnl  is  withdrawn  the  block  is  i-emoved  and  the  hole  is  plastered 
up  with  nutrtar.  The  nul  is  U^tter  than  the  wire  since  the  latter  is 
nearly  suiv  to  stivtch  and  allow  the  forms  to  get  out  of  line,  and 
stuuetinu^s  the  wiiv  bivaks  and  causes  serious  trouble.  The  rods  and 
pi|H*s  cost  a  little  mort^  than  the  wire,  but  cost  less  to  put  into  place 
and  i\tv  much  moiv  suK^^tantial.  Sometimes  the  pi|)es  are  dispensed 
witl^.  and  pitMHv  of  wihhI  or  small  Invims  of  concrete  are  used  to  keep 
the  sides  of  the  fi>rms  the  pn>i>er  distance  apart,  in  which  case  the 
i»ds  ar»^  cither  grt^us^nl  or  wrapinnl  in  greasetl  pa|>erto  facilitate  their 
ivmoval  after  tlie  concivte  has  st*t.  Mi^wever.  it  is  nearly  impossible 
fti  sivun^  a  watcr-tigl\t  wall  when  nnls  witliout  pijM^s  are  used  for 
fitv*.  Snnotinuv  ixhIs  aiv  ustni  having  sKwe  nuts  near  each  end. 
see  t\j:.  \\\K  paiie  .VJ*^  anil  after  Tl\e  forms  an^  removeil  the  end  of 
the  r\Hl  is  un>vn*\\tHl  Whatever  the  form  oi  the  rie.  the  metal  left  in 
the  ixMicivte  should  not  come  near\"»*  tv>  the  surtaiv  than  2  inches. 
as  \*thor\\i^*  rust  stams  are  hkolx  to  apjvar 

334.  Th#  Pl4nk.  rhc  plank  um\1  i!i  ihe  t or m>  should  l^e  reason- 
aM\  !ixv  :*:\*m  knors  iuwn  lumlvr  is  prx^terabie  :»>  that  which  is 
tho:vus;.*il>  >^\ksv*:u\i.  Nvaus**  \:  is  les?;  a:^\vrt\i  by  :he  water  in  the 
vviK'r\*te  It  a  cvyvi  s',;:i\vkv  i>  twiiii'^ni  v*t'^  '^ic  Tv.v.shevi  ivncrete,  the 
i*I,vak  s2*o,iivi  N*  <u:■^w^\;  v»:i  .»v,e  >:vlo;  .i:^:  si.*'.vr  ox^r.  Tract  ore  prefer 
s*  ;:se  <'.:*\Vv-t\;  "■:•*•.>**'  '.:*  .il'  \Ms<*>  :is  !osn  c\V'A-r\*'c  :i-J.h^nes  to  the 
'..*'•. X*  i "  •  -^ • ' ^  X*  • '.  •  x\ J  :  •  v>  ■.o>s  !  .^  .\>*  •  N »  V  'c  ^  r '.  • '. v  i^ I ank  for  use 
,;  I       \*  ».\':'.v"V'c  "^  ^u*'    w'^ov.    '     -^  v.-vO.:  ■"   t"^^  tortlte:.  the 

V  ■  ■.^■.'    \x  \\  :  ;'     ■'  •'   ■  '-   •'•  .vi'  =*'  ;  ^-.^v"^.  r"'.  :^  vrex"«iliwt 
•    V \   •■.^   • .-.-.;■  ■■^.  >..  V    ■    ■">* -'^'r-^pJete^i 
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holes  may  be  closed  with  plaster  of  pans  or  putty,  or  may  be  covei'ed 
with  building  paper  or  a  thin  sheet  of  steel.  If  the  forms  are  to  be 
removed  before  the  concrete  becomes  hard,  the  plank  should  be 
coated  with  heavy  oil,  soft  soap,  or  some  greasy  substance  to  prevent 
the  concrete  from  adhering  to  the  plank.  Soap  is  tetter  than  oil  or 
grease,  since  it  is  soluble  in  cold  water  and  hence  is  comparatively 
easily  removed  from  the  concrete  surface.  Soft  soap  thinned  with 
water  and  spread  with  a  whitewash  brush  or  a  broom  is  efficient  and 
is  usually  quite  cheap.  If  the  forms  are  not  to  te  removed  until  the 
concrete  has  become  hard,  the  concrete  will  not  adhere  seriously 
if  the  forms  are  simply  wet  thoroughly  with  Avater  just  tefore  the 
concrete  comes  against  them. 

326  Edges  and  Ctomen.  In  designing  concrete  structures,  sharp 
edges  and  corners  should  te  avoided  as  far  as  possible,  since  with  a 
brittle  substance  like  concrete  these  are  likely  to  te  broken  off  in 
removing  the  forms  or  in  service.  The  corners  of  the  concret-e  may 
te  rounded  off  by  nailing  teveled  fillets  or  strips  of  concave  quarter- 
round  in  the  corners  of  the  forms  tefore  beginning  to  deposit 
concrete.     For  an  example,  see  Fig.  182  and  18i^,  page  599. 

It  is  very  important  that  the  forms  for  copings,  water  tables, 
etc.,  te  so  designed  that  they  can  l)e  removed  without  damaging  the 
comers  or  edgas  of  the  concrete.  Sometimes  a  panel  of  planks  or  a 
rectangle  of  half-round  strips  is  nailed  against  the  inside  of  the  form 
to  give  a  little  ornamentation  to  the  finished  surface  of  the  concrete. 
For  an  example  of  the  former,  see  Fig.  118,  page  528.  The  latter 
method  was  used  in  the  al)utmeiit  represented  in  Fig.  133,  page  543, 
but  is  not  shown  in  the  figure.  Occasionally  teveled  strips  are 
nailed  on  the  inside  of  the  form  to  give  the  concrete  the  appearance 
of  cut  stone  masonry  having  chamfered  joints,  hut  this  is  indefensi- 
ble from  the  artistic  standpoint.  For  an  example  of  this  construc- 
tion, see  the  arch  ring  in  Fig.  181.  page  599. 

326.  Improved  Construotion.  The  cost  of  labor  and  material 
required  for  forms  is  an  important  part  of  the  cost  of  any  concrete 
work,  and  particularly  of  thin  walls  or  parts  of  buildings;  and  con- 
sequently there  have  l)een  many  attempts  to  reduce  the  cost  of  forms. 
However,  none  of  the  improvements  has  made  any  great  reduction 
in  the  cost  of  forms,  nor  are  any  of  the  impn)vements  without 
accompanying  objections;  and  therefore  there  is  still  room  for  im- 
provements in  reducing  the  cost  of  the  materials  and  the  labor  for 
forms. 

Only  a  few  of  the  many  attempts  to  improve  the  forms  for  mass 
concrete  work  will  he  referred  to  hciv. 

327.  Sectional  Forms.  For  structures  having  large  areas  of  flat 
surfaces,  such  as  a  retaining  wall,  the  forms  are  sometimes  made  in 
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section.s,  which,  after  the  concrete  haa  set,  may  be  taken  down  in  one 
piece  and  I'C  set  up  again,  thus  facilitating  the  placing  and  the 
rcinoval  of  the  forms.  The  sections  are  made  of  planks  fastened 
toffotlicr  with  l)attena,  and  are  placeil  one  above  the  other  or  end 
to  end  us  may  Imj  re(|uired,  and  are  held  in  place  by  being  lightly  nailed 
to  the  npright  posts. 

Sct^tionul  forms  arc  also  made  to  lie  used  without  continuous 
upright  p<iHts,  the  two  opposite  sides  being  held  in  position  by  bolts 
aixl  separators,  and  successive  sections  being  held  together  by  pnj- 


IikIii'I'  ipi'-ird  liiirn  oti  the  outside.  Fig.  18  shows  one  of  the  severa 
vmii'lji-'.  "t  iici'li'iiuil  or  panel  forms  for  wall  construction.  The  rods 
mil  llii'rui'li  pip'-n  which  act  uh  spacers  and  also  facilitate  the  removal 
,,l  \  \,i.  iii'l'!  I  lir-  Imtloriis  of  the  panels  overlap  the  part  of  the  wall 
.(III mil  IN  plinc,  ilir;  foniiM  Iwlng sup|>orte<l  by  the  pipe  and  rod. 

I  1,1  l^j  iil.iiwi  iiimther  method  of  making  sectional  forms.*  In 
,|..|iiii  Mil  Intiiii-,  <i  i-ci'tion  of  wall  is  liuill  up  one  foot  high  and  allowed 
III  <'i<'  'I'l'l  ""'"  ''■■'  friinic  Is  removed  by  unbolting,  and  is  raised  one 
Iniil  liK'li'  I,  III''  '"''I''  f'"'*'  "f  I  lie  form  being  moved  inward  sufficiently 
III  III!""'  '"I  !>"'  '"iTCHpoiiding  liadcr  of  the  wall.     Fig.  20  shows  a 

•  l:,u,,„trrin-f  Sr,,-'.  vol.  xl^■i,  p.  424. 
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somewhat  similar  arraiigenicnt  of  the  forms  for  a  copiiifi*  The  frame 
may  be  taken  down  by  removing  the  bolts  B  and  C.  Notice  the 
beveled  strips  m,  m,  m. 

338.  Slottod-Frame  Form.  Sometimes  instead  of  using  posts 
continuous  from  top  to  t>ottom  of  the  wall,  slotted  fmnies  5  or  6  feet 
long  are  so  arranged  that  the  short 
posts  may  l)e  raised  as  the  work  pni- 
gressea  without  removing  ihe  bolts 
which  hohl  the  sides  of  the  form  to- 
gether, thus  permitting  the  [■emov.il 
of  the  lower  plank  for  use  again. 
Fig.  21,  page  lOli,  shows  this  form  of 
construction,  the  slotted  frames  lieing 
ready  to  Ije  moved  up. 

329.  Pl«nk    Holden.      Upon    the 
market    are    several    patented   metal 

plank- holders  that  permit  the  addi-  ''"■  '"  -si.iii.>\<i.  Tohw  nm 
lion  of  one  ptank   at  a  time  and  do  ^'■'' 

not  require  either  nails  or  uprights;  but  their  value  has  not  yet 
Ix^n  csta]>lishe(l  by  ex()ertencp. 

330.  Metal  Forms.  Metal  form.s  have  been  tried:  but,  up  to 
date,  wood  has  pnived  to  l>c  the  most  criinomiial  material  for  forms 

for  ciincrete  work,  except  |Kissil)ly 
for  small  sewers  and  conduits.  If 
sheet  metal  is  placed  on  a  wood  back 
or  on  a  metal  stiffening  franie,  there  is 
danger  of  its  liecoming  dented,  Ijent, 
or  otherwise  defaced  so  as  to  give  an 
imperfect  surface  to  tlie  concrete; 
and  if  the  metal  covering  is  sufficiently 
^  thick  lo  resist  damage,  it  is  too  heavy 

and  too  expensive. 

331.     Cleahinq  tbz  Forms.     Be- 
fore beginning  to  depo,.iit  coiu-retc,  all 
lift     *'  debris,    such    as    sawibisi,    sliavings. 

blocks   of  wood,    etc..   should    be    re- 
moved from  the  inside  of  the  fmnis. 
Thi.s    pi'ecaution    is     parlii'ularlv    ini- 
Fio.  2o-8E<-r..,vAi.  Fohm  Fni.       p^^t-uit  with    forms   for  column's,  uir- 
...P,N.,  ,.F      .,.,,.  ^^^^^^  |,eains.  and  Moors. 

All  dry  mortar  left  on  the  forms  during  the  pi-evious  day's  work 
should  be  removed  before  l>eginning  to  deposit  conci^tc.  as  otherwise 
an  imperfect  face  will  be  (>l)taiTied. 
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concrete  mixed  so  dry  that  moisture  would  just  flush  to  the  surface 
under  vigorous  tamping;  while  the  other  extreme  advocated  the 
use  of  wet  concrete,  i.e.,  a  concrete  that  would  quake  like  liver  or 
jelly  when  tamped.  At  present  only  comparatively  few  advocate  the 
use  of  dr}*^  concrete,  and  most  engineers  prefer  a  plastic  or  quaking 
mixture;  but  a  considerable  number  use  a  very  wet  or  mushy 
concrete,  i.e.,  a  mixture  which  can  not  be  tamped  and  into  which  a 
man  sinks  to  his  ankles  or  above  in  walking  over  it. 

336.  Dry  vs.  Wet  Concrete.  The  following  is  the  conclusion  of 
the  most  elaborate  series  of  tests  made  to  determine  the  relative 
strength  of  wet  and  drj'  concrete.*  The  mean  crushing  strength  of 
156  1-foot  cul>es  of  concrete  made  with  mortar  as  *Mry  as  damp 
earth"  was  13  per  cent  more  than  the  average  of  148  cubes  that 
** quaked  like  liver  under  moderate  ramming,"  and  11  per  cent  more 
than  the  average  of  144  cubes  made  with  mortar  of  the  "ordinary 
consistency  used  by  the  average  mason."  The  cubes  were  made  of 
five  brands  of  portland  cement  and  five  proportions  of  sand  varying 
from  1  :  1  to  1  :  5;  half  the  cubes  had  a  little  more  mortar  than 
enough  to  fill  the  voids  of  the  bmken  stone,  while  the  other  half  had 
only  about  80  per  cent  as  much  mortar  as  voids.  One  quarter  of  the 
culjes  were  stored  in  water,  one  quarter  in  a  cellar,  one  quarter  under 
a  wet  cloth,  and  one  quarter  in  the  op)en  air.  All  were  broken  when 
approximately  2  years  old.  The  difference  in  the  amount  of  mortar 
made  no  appi-eciable  difference  in  the  strength. 

Experiments  frequently  show  a  greater  difference  than  the  above. 
For  example,  the  mean  of  twelve  cubes  of  dry  concrete  was  51  per 
rent  stronger  than  corresponding  cubes  of  quaking  concrete. t  But 
all  experiments  show  that  the  difference  between  the  strength  of  wet 
and  dry  concrete  is  greater  at  earlier  ages  than  later,  and  that  after 
3  to  6  months  there  is  but  little  difference. 

It  is  unquestionably  true  that  with  sufficient  ramming,  dry  mix- 
tures of  neat  cement,  and  also  of  cement  and  sand,  are  stronger  than 
wet  mixtures;  and  hence  if  the  absolute  maximum  strength  of  con- 
crete is  desired  a  drv  mixture  should  be  used.  But  the  amount  of 
water  to  be  used  in  making  concrete  is  usually  a  question  of  ex- 
pediency and  cost,  rather  than  a  question  of  the  greatest  attainable 
strength  regardless  of  expense. 

336.  A  consideration  of  the  following  principles  will  be  useful 
in  determining  whether  to  use  a  wet  or  a  dry  concrete.  1.  Dry 
mixtures  set  more  quickly  and  gain  strength  more  rapidly  than  wet 

♦Geo.  W.  Rafter  in  Heix)rt  of  tlie  New  York  State  Engineer  for  1897,  p.  375-460; 
in  Report  of  Tests  of  Metals,  etc.,  Watertown  Arsenal,  1898,  p.  421-6.39;  and  also  in 
Trans.  Amor.  Soc.  of  (',  E.,  vol.  xlii,  p.  104-116. 

fM.  Feret,  a  Freneh  authority.  Entjitwrrirnj  Xnrn,  vol.  xxvii,  p.  311. 
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strongest,  but  also  the  most  expensive  to  mix  and  lay;  that  quaking 
concrete  is  nearly  as  strong  as  dry,  and  is  more  easily  mixed,  and 
does  not  require  as  much  tamping;  and  that  mushy  or  fluid  concrete 
is  considerably  weaker,  and  requires  tighter  forms,  but  does  not 
require  any  tamping.  Dry  concrete  must  })e  employed  where  great 
strength  is  required  at  an  early  date;  but  it  must  be  thoroughly 
tamped, — a  thing  difficult  to  secure  with  ordinary  laborers.  Plastic 
or  quaking  concrete  is  suitable  for  plain  concrete  in  large  masses, 
but  care  is  required  to  secure  a  solid  surface  (see  §  353).  A  wet  or 
mushv  mixture  must  be  used  for  reinforced  concrete,  and  will 
usually  give  a  solid  surface  next  to  the  form  without  any  special  care. 

337.  Amount  of  Water  Required.  The  amount  of  water  required 
to  produce  any  particular  plasticity  varies  so  greatly  with  the  pro- 
portions of  the  ingredients,  the  kind  and  fineness  of  the  cement,  the 
dampness  of  the  sand,  the  kind  of  aggregate,  the  amount  of  mixing, 
etc.,  that  it  is  scarcely  possible  to  give  any  valuable  general  data. 
For  example,  in  the  experiments  referred  to  in  the  first  paragraph 
of  §  335,  the  average  quantity  of  water  for  the  different  grades 
of  dry  mortar  was  19.8  lb.  per  cu.  ft.,  and  for  the  plastic  21.4,  and 
for  the  wet  22.5,  the  sand  l)eing  reasonably  dry;  while  other  experi- 
menters obtain  nominally  the  same  degree  of  plasticity  with  less 
than  half  as  much  water. 

As  a  rule,  with  well-graded  ingredients  in  the  usual  proportions, 
plastic  or  quaking  concrete  will  require  alx)ut  8  to  10  pounds,  or 
about  1  to  li  gallons,  of  water  per  cubic  foot.  The  amount  of  water 
required  increases  slightly  as  the  proportions  of  sand  and  stone 
increase.  The  water  required  to  produce  a  plastic  or  quaking  con- 
sistency, in  terms  of  the  weight  of  the  cerneyU,  is  about  as  follows: 
for  neat  cement  20  per  cent ;  for  rich  mortar  25  to  30  per  cent;  for  rich 
concrete  30  to  33  per  cent;  for  lean  concrete  33  to  50  per  cent;  and 
for  ver\'  lean  concrete  50  to  100  per  cent.  The  weight  of  water  in  a 
wet  mixture  in  terms  of  the  weight  of  the/o/«/  dry  ftmienah  is  about 
as  follows:  for  mortar,  10  per  cent;  and  for  concrete,  7  or  8 
per  cent . 

If  the  aggregate  is  porous,  it  should  be  drenched  before  beginning 
to  mix  the  concrete,  as  otherwise  the  aggregate  by  absorbing  the 
water  employed  in  mixing  may  rob  the  cement  of  the  water  recjuired 
in  setting  and  thus  ruin  the  concrete.  Obviously  this  precaution 
is  most  important  with  dry  mixtures. 

338.  Mixing  Gonorete.  The  value  of  the  concrete  depends 
greatly  upon  the  thoroughness  of  the  mixing.  Kvery  grain  of  sand 
and  every  fragment  of  aggregate  should  have  cement  adhering  to 
every  point  of  its  surface.  Thorough  mixing  not  only  causes  the 
cement  to  adhere  to  all  the  surfaces,  but  forces  it  into  intimate  contact 
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with  the  (»tli(M-  iii;i:re(lients  ;it  every  point.  The  longer  and  nic^-*'^ 
thorough  the  mixing  the  better,  provided  the  time  does  not  trei»^  ^'«* 
upon  the  time  of  sol  or  the  working  does  not  break  and  pulverize  t  -^^^ 
anjries  of  the  stc»ne.  I'nifonnity  of  the  mixture  is  as  imp<irtant  ^^^ 
intimacy  of  contact  between  the  ingredients.  The  mixing  has  ht^^"^^  '. 
thorougii  if  tlie  mass  has  a  uniform  color,  if  no  uncoated  particles  "^  ^  ^ 
sand  or  stone  are  visible,  if  the  mortar  is  distributed  unifonn 
throughout  the  mass,  or  if  the  consistency  of  the  concrete  is  unifor 
througliout.  Lean  mixtines  re<piire  more  mi.xing  than  rich  one — 
arul  dry  nu'xtures  recjuire  more  than  wet  ones. 

('oncret(»  nuiv  be  mixed  bv  hand  or  bv  machine.     The  latter 

•  *  • 

the  l»etter:  since  the  work  is  more  (piickly  and  more  thoroughly  don 
and  since  ordinarily  th(»  ingre<lients  are  brought  into  more  intimate 
(■(Hit act.      If  any  considerable  cjuantity  is  recpiired,  machine  mixin 
is  the  cheaper:   but  on  small  jobs  hand  mixing  is  the  cheaper.     Mo 
careful  inspection   is  re(iuire(l  to  s(»cure  thorough  mixing  by  hana 
than  i)y  machinery;   and  for  this  reason  machine  mixing  is  preferreil 
f(»r  thin  walls  and  for  reinforc(Ml  work,  since  in  these  cases  a  singled 
batch  of  poorly  mixed  concrete  nuiy  materially  affect  the  strength 
or  water-tightness  (»f  the  struct uiv. 

However,  in  discussiiur  the  relative  meiits  of  hand-mixed  and 
machine-mixed  c()ricr(»t(»  it  is  imj)ortant  to  state  tiiekind  of  machine 
with  wiiich  the  comparison  is  mad<\  since*  there  is  as  much  diflference 
between  the  ])ro(iucts  of  difTerent  machines  as  l>etween  good  and 
]M)or  hand  mixinir. 

339.  Hand  Mixing.  There  is  gn^at  variety  in  the  details  of  hand 
inixirii::  but  in  any  case  a  water-liirlit  j)latform  or  shallow  box  should 
be  used.  The  -and  and  the  amireirale  arc*  usmdlv  measured  in  a 
wheelbarrow,  ihe  quantity  l)eintr  adjusie(|  to  one  or  more  bags  of 
cement:  but  it'  tliis  nietlio(|  i^  used,  the  barrow  .should  1)6  so  con- 
-t?-ucie(|  tliat  the  to|»  of  the  load  can  lie  >tricken  off  w-ith  a  straight 
e<!'.:e.  Il'  ilie  -and  an«l  -t«»ne  «'an  l»e  stortMl  near  the  mixing  lK>ard. 
ii  i-  nmi'c  :iicur;ite  to  mea-ure  tjie  «|uantities  by  shoveling  them  into 
iioi  idiiilc--  b«.\r<  >"t  jipoij  I  he  mixini:  board.  The.se  boxes  may  l>e 
•  i  oi'  s  inche-  deep  and  ha\e  other  dimensions  to  give  the  recjuired 
) 'i« ij M ii-i  ion>  « 'I  c< in<"ici ('. 

Tor  !  he  bc-t  r«-uh^  ilie  -anti  -houhl  l>e  ev(Mily  .spread  upon  the 
luixinL''  !>o.Mrd.  an«l  the  re«jui-iie  .-iinounr  of  cement  should  i^  uni- 
lornily  -j.n-.-nl  om-!'  ilic  -an«l.  Thoe  >liould  be  turned  with  the 
-!io\ei  niiiil  Th«»r«iUL:hI\  mixed,  jr  i>  noi  sufTicient  to  simply  turn 
:he  ni;i--  with  the-ho\«'i.  i'Ut  ilie  sand  an«l  cement  should  )>e  allowed 
!•»  MUi  «»n'  iVorn  the  -ho\cl  in  -iich  a  wav  as  to  ihoroughlv  mix  them. 
J!  -Liltully  d»«n«'.  two   lurniniis  will  u-ually  give  a  uniform  mixture. 

Sii'ia-  eh'jitiee!-  aild   Water  to  the  cenienl   and  >and,  thus  forming 
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a  mortur  l>efoi'e  adding  the  stone;  while  othei-s  mix  the  diy  cement 
and  the  sand  with  the  stone  before  adding  the  water.  It  is  claimed 
that  the  latter  requires  a  little  less  lal)or  and  gives  equally  good 
concrete.  Some  engineers  add  the  water  with  a  spray  to  secure 
greater  uniformity  and  to  prevent  the  washing  away  of  the  cement, 
and  depend  upon  the  appearance  of  the  concrete  to  secure  the  right 
consistency;  while  others  measure  the  water  in  buckets  and  pour 
nearly  all  of  it  on  the  dry  materials  l)efore  beginning  to  turn  the  wet 
mixture,  reserving  a  little  water  to  wet  the  drj"  spots  as  the  turning 
proceeds. 

The  mixed  cement  and  sand,  either  before  or  after  wetting,  may 
be  shoveled  upon  the  broken  stone  previously  spread  evenly  on  the 
mixing  ]>oard;  or  the  cement  and  sand,  either  l^efore  or  after  wetting, 
may  l>e  spread  evenly  on  the  l)oard  and  the  broken  stone  dumped 
on  it.  In  anv  case  the  mass  should  be  turned  and  re-turned  until 
every  fragments  is  covered  with  mortar. 

Specifications  usually  recjuire  concrete  to  ]ie  turned  at  least  four 
times,  and  frequently  six. 

340.  Machine  Mixers.  There  are  at  least  twentv-five  concrete- 
mixing  machines  upon  the  market.  According  to  the  method  of 
charging  and  discharging,  concrete  mixers  may  be  divided  into  two 
classes:  (I)  continuous  mixers,  those  into  which  the  materials  are 
fed  continuouslv.  usuallv  with  shovels,  and  from  which  the  concrete 
is  discharged  in  a  steady  sti*eam;  and  (2)  intermittent  or  batch 
mixei*s,  those  which  receive  one  or  more  bags  of  cement  with  the 
proper  proportion  of  sand  and  stone,  and  after  mixing  the  charge 
is  discharged  in  one  mass. 

There  are  two  forms  of  continuous  mixers, — the  power  mixer 
and  the  gravity  mixer.  In  the  latter  the  ingredients  are  mixed  in 
falling  through  a  vertical  or  inclined  chute  by  striking  against  rods 
or  in  falling  from  inclined  shelves.  Of  the  c(mtinuous  power  mixers 
there  ai-e  two  types:  one  in  which  the  concrete  is  forced  along  a 
horizontal  trough  by  an  endless  screw  or  by  revolving  paddles;  and 
another  in  which  the  concrete  is  mixed  in  its  passage  through  either 
a  long  horizontal  box,  s(|uare  in  cross  section,  or  a  cylinder  which 
revolves  about  a  horizontal  axis. 

The  batch  inixei*s  have  a  mixing  chaml)er  in  the  form  of  a  cube, 
or  a  cvlindcr,  or  a  double  cone,  which  revolves  about  a  horizontal 
axis.  In  some  of  the  machines  of  this  type  the  contents  are  dis- 
charged by  changing  the  position  of  inside  deflectoi*s,  without  stop- 
ping the  machine ;  and  in  othei-s  the  mixing  cham)>er  is  tilted  on  a 
horizontal  axis  to  discharge  a  i)atch. 

Each  machine  has  some  advantages  to  recommend  it.  Batch 
mixei's  are  usually  preferred  unless  the  materials  are  measured  and 
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This  limit  should  be  at  least  12  hours,  and  is  frequently  specified  as 
4  or  5  days. 

346.  Bonding  New  to  Old  Ck)ncrete.  When  one  layer  of  concrete 
is  to  be  deposited  upon  another  partially  set,  precautions  must  be 
taken  to  secure  a  good  union  between  the  two, — particularly  if  the 
joint  is  likely  to  l)e  subjected  to  tensile  or  shearing  stress,  or  if  the 
concrete  is  required  to  be  water-tight.  If  the  first  layer  is  only 
partially  set,  it  is  sufficient  to  simply  wet  the  old  concrete,  taking 
care  that  no  puddles  of  water  are  left  upon  its  surface.  In  case  the 
first  layer  is  fully  set,  it  is  wise  to  sweep  the  surface  with  a  1  :  1  or 
1  :  2  cement  mortar  to  make  sure  that  the  two  layers  adhere  firmly. 
If  the  sand  or  gravel  contains  any  appreciable  clay  and  the  concrete 
is  mixed  wet,  clay  is  liable  to  be  flushed  to  the  surface  and  prevent 
the  adherence  of  the  next  layer;  therefore  under  these  conditions 
the  surface  should  \)e  swept  or  washed  perfectly  clean,  and  then  the 
surface  should  l)e  thoroughly  swept  with  a  rich  cement  mortar. 
An  almost  invisible  film  of  oil  or  grease,  which  often  gets  on  the 
concrete  from  the  forms,  is  very  effective  in  preventing  a  bond,  and 
is  very  difficult  to  remove.  For  this  reason  it  is  l)etter  to  use  soap 
than  oil  on  the  inside  of  the  forms,  since  soap  is  soluble  in  cold  water 
and  hence  is  easily  wiished  off.  If  the  joint  is  likely  to  be  subjected 
to  a  considerable  shearing  stress,  it  is  wise  to  roughen  the  surface 
before  it  sets  or  to  embed  a  timber,  say  4  or  6  inches  square,  in  such 
a  way  that  when  it  is  removed  a  groove  will  be  left  which  will  be  filled 
with  the  new  concrete.  Sometimes  large  stones  are  partially  em- 
bedded in  the  upper  surface  for  doweling  the  old  to  the  new  work. 

In  attempting  to  bond  new  concrete  to  that  which  has  been  set  a 
lt)ng  time,  it  is  of  appreciable  advantage  to  allow  the  new  concrete 
to  take  an  initial  set  and  then  add  water  and  re-mix  it  before  using 
it.  The  advantage  is  due  to  two  things:  First,  since  concrete  shrinks 
in  hardening  in  air,  allowing  the  concrete  to  take  an  initial  set 
and  then  re-mixing  it  eliminates  part  of  the  ordinary  shrinkage. 
Second,  all  concrete  shrinks  through  cooling  after  the  elevation  of 
temperature  due  to  the  chemical  action  of  setting,  and  the  addition 
of  water  the  second  time  cools  the  concrete  and  prevents  at  least 
part  of  the  shrinkage  due  to  this  cause. 

In  building  tanks  or  other  structures  which  must  be  water-tight, 
the  surest  w^ay  is  to  build  the  work  as  a  monolith,  i.e.,  without  stop- 
ping the  work;  but  with  reasonable  care  a  water-tight  joint  may  be 
made  by  observing  the  above  precautions.  In  this  connection 
see  §  382. 

346.  Lasring  Rabble  Concrete.  Rubble  concrete  is  concrete  in 
which  large  stones  are  l>edded.  The  embedded  stones  decrease  the 
cost  of  construction,  since  the  cost  of  crushing  the  embedded  stones 
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the  tremie  may  be  filled  by  placing  its  lower  end  in  a  box  having  a 
movable  bottom,  filling  the  tube,  lowering  all  to  the  bottom,  and 
then  detaching  the  bottom  of  the  box.  After  the  tube  is  full  it  is 
raised  a  little  from  the  bottom,  and  as  the  concrete  flows  out  below, 
more  is  thrown  in  at  the  top. 

3.  There  are  a  number  of  bottom-dumping  buckets  upon  the 
market,  designed  for  depositing  concrete  underwater;  but  it  is  pos- 
sible to  make  a  home-made  bucket  that  will  serve  the  purpose.  A 
wooden  box  having  a  V-shaped  bottom  is  so  constructed  that  on 
reaching  the  bottom  a  pin  may  be  drawn  out  by  a  string  reaching 
to  the  surface,  thus  permitting  one  or  both  of  the  sloping  sides  to 
swing  open  and  allowing  the  concrete  to  fall  out.  The  box  is  then 
raised  to  be  refilled.     The  box  should  preferably  have  a  lid. 

348.  Laying  Conobets  in  Freezing  Weather.  The  effect  of 
cold  is  to  retard  the  setting  of  cement;  and  if  a  mass  of  concrete  is 
repeatedly  frozen  and  thawed  before  it  has  dried  out  or  has  set  hard 
enough  to  resist  the  expansive  action  of  the  frost,  the  bond  between 
the  cement  and  the  coarser  materials  may  be  destroyed.  However, 
with  large  masses  of  concrete  there  is  usually  little  probability  of  the 
mass's  freezing  much,  if  any,  before  the  cement  has  set  sufficiently 
to  resist  the  expansive  action  of  the  frost,  since  the  temperature  of 
the  concrete  when  freshly  mixed  is  considerably  above  freezing,  and 
since  it  is  protected  by  the  forms.  Further,  the  chemical  action  of 
setting  causes  a  considerable  rise  of  temperature.  The  temperature 
at  the  center  of  a  1-foot  cul>e  of  neat  port  land-cement  mortar  may 
l>e  2(X)°  F.,  and  that  of  natural  cement  \(Kf  F.*  The  rise  of  tem- 
perature of  concrete  is  less  than  that  of  neat  mortar,  but  the  effect 
of  this  increase  of  temperature  in  concrete  must  considerably  retard 
its  freezing.  Most  natural  cements  are  seriously  injured  by  freezing, 
but  Portland  cement  will  stand  a  moderate  amount  of  freezing  with- 
out material  damage. 

Foundations  or  heavy  walls  whose  face  appearance  is  unimportant, 
may  be  laid  with  portland-cement  concrete  in  freezing  weather 
without  any  further  precaution  than  to  keep  the  upper  sui-face  of 
the  concrete  free  from  ice  and  frozen  dirt  and  to  cover  the  work  with 
cement  hags  or  straw  or  manure  or  some  such  material  when  stopping 
work  at  noon  or  night.  If  it  is  not  permissible  to  allow  the  concrete 
to  freeze,  it  may  safely  be  laid  in  freezing  weather  by  taking  one  or 
more  of  the  four  following  precautions: 

1.  I'so  dry  concrete,  as  it  will  set  quicker  than  a  wet  mixture; 
but  care  must  ])e  taken  to  tamp  it  well. 

2.  Lower  (he  freezing  point  of  the  water  used  in  making  the 

♦Tests  of  Metals,  V.  S.  A..  1!M)1,  p.  49H.  For  similar  but  K»«s  striking  results, 
see  Joluison's  Materials  of  (Vmstruetion,  p.  414. 
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roncrete.  hy  iidding  comnioii  salt.     To  prevent  water  from  freezi 
al)solutely  until  the  teni|)cratiire  reaches  0°  Fahr.,  add  salt  equal  to^:-— 
per  cent  of  tlie  weight  of  the  water  for  each  degree  below  freezin 
Hut  for  the  two  i*casons  stated  in  the  first  paragraph  of  this  sectio 

it  is  not  necessary  to  use  in  concrete  the  full  amount  of  salt  required  1 ' 

the  above  rule.     A  conunon  rule,  which  has  long  l)een  in  use  with  su 
cess  for  temperatures  of  10°  to  15°  F.  l)elow  freezing,  is:    *' Dissolve 
pound  of  salt  in  IS  gallons  of  water  when  the  temperature  is  32*' 
an<l  add  3  ounces  of  salt  for  each  3°  of  lower  temperature.''     Th 
rule  gives  projiortionally  an  excess  of  salt  at  temperatures  near  ze 
A  more  scientific  rule,  and  one  more  easily  remembered,  is:    "Ad 
\  of  1  per  cent  of  salt  for  each  1°  F.  l)elow  freezing."     Except 
tw(»en  32°  and  2(S°.  this  rule  gives  more  salt  than  the  common  rul 
above.     Salt  up  to  10  i)er  cent  does  not  weaken  the  concrete.* 

Several  other  substances  could  be  used  to  lower  the  freezin 
point  of  the  water,  but  salt  is  nuich  the  cheapest.     The  only  objectio 
to  salt  is  that  it  is  liable  to  cause  a  white,  powdery  deposit  on  th 
surface,  which,  however,  is  likely   soon  to  l)e  w- ashed  oflf  or    blowr 
away.      Dissolving  the  salt  in  the  water  rather  than  mixing  it  withr 
the  cement   lesstjns  the  i)robability  of  efflorescence.     Ccmcrete  tr:' 
which  salt  has  been  addetl  dries  out  more  slowly,  and  hence  retain 
its  dark  color  longer,  than  tliat  c(mtaining  no  salt;    but  both  a 
likelv  final Iv  to  have  the  same  color. 

3.  Warm  the  ingix^dients,  which  accelerates  the  setting  of  th 
cement  and  also  lengthens  the  time  l>efore  the  mixture  becomes  col 

enough  to  freeze.     The  water  may  be  heated  with  a  jet  of  steam,  ami 

in  extreme  ciises  the  sand  and  the  stone  may  be  heated  on  a  steel 
plate  placed  upon  two  l>nck  walls  with  a  fire  l^etwcen.f  With 
})roper  care  it  is  possible  to  get  the  concrete  into  place  at  60®  F. 

4.  I^rotect  the  concn^te  by  surrounding  the  work  with  a  canvas 
or  wood  covering,  and  heating  the  interior  with  steam  pipes,  stoves, 
or  open  charcoal  fires. J  In  temperatures  only  a  few  degrees  below 
freezinii:,  it  is  suflicient  to  nail  building  paper  on  the  outside  of  the 
forms.  A  single  thickness  of  tarreil  paper,  well  tacke<l  and  so  put 
on  as  to  j)revent  a  free  circulation  of  air.  has  raised  the  temperature 
of  the  air  under  it  20'"  V . 

349.  I'^rnin  the  above  it  is  seen  that  concrete  can  be  safely  laid 
in  freezing  weal  her  with  reasonable  precautions:    but  nevertheless 

♦  rnK'.  AmiM".  Snr.  for  Ti'f-tiiip  Mnlerials.  v<il.  iii,  p.  '.VXA. 

t  i'or  ail  illii><tr:iti<>ii  of  :i  miiihiiUMl  watiT,  saiul.  ami  >toii(>  lioiitcr  umccI  by  the  New 
"^'ork  ('iiitr:il  I{ailn»!iil.  -••<■  Eiujimvrxufj  Svws,  veil.  xlix.  p.  24(J;  or  Ettginecring'CoH- 
Irnrfinif.  \nl.   \\\i,  p.  L^'M  -U'J. 

*  ]-'  ir  :iii  illii><tr:iti'il  nfcoiint  <tf  t)ii>  iiirtlioil  <»f  hcatiiiR  the  ingredients  of  thecon- 
iTiii-  ajiil  al»:«»  i)f  iiK'lifiinn  a  lar^i'  ri'inf»in'o<lHM>iuTft<>  biiiUiing  while  in  procew  of 
rniistrm-tioM.  >ri'  /\H(fim  rriiiii  .V«  <r.v.  viil.  liv.  p.  U40— t'J:  cir  Engineering  Reeardt  wl. 
li.  p.  24!»-on. 


inj 


Art.  4.]  Making  axd  Placing  Concrete.  177 

it  should  not  be  done  unless  really  necessary,  since  there  is  then 
more  danger  through  carelessness,  and  also  since  the  concrete  freezes 
to  the  tools  and  forms,  which  adds  considerably  to  the  expense. 
Concrete  has  been  bid  comparatively  frequently  when  the  atmos- 
phere was  10°  or  15°  F.  below  zero, — sometimes  by  simply  heating 
the  water,  but  usually  by  heating  all  the  materials  for  the  concrete. 
360.  Finish  of  the  Surface  of  Ck)NORETE.  The  character  of 
the  surface  is  an  important  factor  in  the  appearance  of  a  concrete  struc- 
ture. It  is  not  wise  to  neglect  entirely  the  looks  of  any  concrete  work; 
and  in  some  structures  the  appearance  is  the  most  important  part 
of  its  design  and  construction.  It  is  really  diflScult  to  secure  a 
smooth  surface  of  even  grain  and  uniform  color  on  a  concrete  struc- 
ture. The  imperfections  of  the  surface  are  usually  due  to  one  or 
more  of  four  causes,  viz.:  (1)  imperfectly  made  forms;  (2)  badly 
mixed  or  carelessly  placed  concrete;  (3)  efflorescence  and  discolora- 
tion of  the  surface;   or  (4)  unsightly  construction  joints. 

1.  If  the  joints  of  the  forms  are  not  close,  the  concrete  will  rtm 
between  the  planks  and  leave  an  ugly  fin.  If  a  plank  springs  out 
of  place,  a  swell  is  produced  on  the  face  of  the  concrete.  If  a  very 
smooth  surface  is  sought,  the  grain  of  the  wood  forms  is  reproduced 
in  the  concrete,  and  even  closely  made  joints  leave  a  conspicuous 
line  in  the  finished  concrete. 

2.  If  the  concrete  is  not  uniformly  mixed  or  is  unmixed  in  the 
handling,  the  surface  will  be  irregularly  colored  and  will  contain 
pitted  and  honeycombed  spots. 

3.  If  the  concrete  is  not  water-tight,  and  particularly  if  there  is 
water  or  earth  against  the  back  of  the  concrete,  efflorescence  and 
discoloration  are  likely  to  appear.  The  efflorescence  is  due  to  water 
percolating  through  the  concrete  and  dissolving  the  soluble  salts, 
which  are  left  as  a  white,  powdery  substance  on  the  surface  when  the 
water  evaporates  (see  §  388). 

4.  If  the  placing  of  the  concrete  does  not  proceed  continuously  day 
and  night,  an  unsightly  line  on  the  surface  is  likely  to  show  where 
the  two  days'  work  joined.  This  defect  may  be  almost  entirely 
eliminated  by  nailing  a  triangular  strip  against  the  form  and 
finishing  the  day's  work  to  the  inner  edge  of  this  strip,  thus  pro- 
ducing on  the  face  of  the  concrete  a  regular  groove  instead  of  the 
usual  ragged  division  line. 

There  are  various  ways  or  correcting  the  above  defects  or  of 
securing  a  surface  of  l>etter  appearance  than  any  left  by  the  most 
perfect  forms.  These  will  next  be  briefly  considered,  attention 
l)eing  given  first  to  the  methods  of  finishing  a  plain  smooth  surface 
and  then  to  the  methods  of  finishing  that  secure  a  more  ornamental 
surface. 
12 
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361.  Mortar  Face.  When  it  was  the  custom  to  use  a  dry  ?'^ 
semi-plastic  concrete,  it  was  also  the  custom  to  make  the  surface  c^^  --*  ^ 
richer  mixture  than  the  body  of  the  concrete.  A  1  :  2  or  1  :  3  mor  ^-  '  "^^ 
was  frequently  used  for  this  purpose.  This  f acting  mortar  iifc^^"^^ 
sometimes  simply  hanked  up  against  the  form  a  little  ahead  of  X  ^^^ 
concrete,  the  tamping  of  the  concrete  uniting  the  two  togeth''^  ^^^ 
firmly.  A  neater  and  more  economical  method  was  to  place  ner-  — *^. 
to  the  form  a  frame  into  which  the  face  mortar  was  packed  and  whi  ^^  '^ 
was  afterwards  withdrawn.  This  frame  or  form  consisted  of 
y\-inch  steel  plate  alxout  X  inches  high  and  5  feet  long,  having  th 
1-inch  steel  angles  riveted  transversely  to  it.  This  plate  was 
vertically  with  the  projecting  angles  against  the  face  form,  and  t 
rich  mortar  waj=«  packed  between  the  plate  and  the  wooden  for 
The  plate  sometimes  had  a  flare  at  the  top  to  facilitate  the  intro^ 
duction  of  the  mortar,  and  sometimes  handles  were  attached  to  ai 
in  withdrawing  it.  After  the  plate  was  withdrawn  the  concret 
and  facing  nioi-tar  weie  thoroughly  tamped  to  secure  a  good  unio 
l)ctween  the  two. 

This  form  of  face  has  l)een  abandoned  because  of  its  expense  am 
also  l^ecause  of  the  substitution  of  a  wet  for  a  dry  concrete  which 
permits  a  differcnt  pi-ocedui-e. 

362.  Although  a  moHar  face  is  now  not  much  used  for  a  vertica 
sui-face,  it  is  customary  to  finish  an  exposed  horizontal  or  nearl>*^ 
horizontal  surface  witli  a  coating  of  rich  mortar.     The  mortar  should- 
l)e  mixed  to  a  plastic  consistency  and  should  \)e  put  on  immediately"' 
after  the  concrete  is  deposited,  care  i)eing  taken  that  the  surface  of^ 
the  concrete  is  clean.     The  facing  mortar  should  be  1  or  1 J  inche;^ 
thick,  and  should  be  troweled  down  hard  and  smooth;  but  excessive 
ti-oweling  is  likely  to  cause  innumerable  hair  crac^ks  in  the  finished 
surface. 

Hair  cra^-ks  on  the  surface  ai*e  due  to  shrinkage,  and  are  worse 
the  richer  the  face  mortar,  and  are  woi-se  with  wet  than  with  dry 
conci*ete.     These  cracks  are  only  the  width  and  depth  of  a  coarse 
hair.  an<l  do  not  materially  weaken  the  concrete;   but  they  do  seri- 
ously disfigure  a  smooth  concrete  surface.     Often  they  do  not  appear 
for  several  weeks  after  the  concrete  has  set.     Excessive  troweling 
brings  to  the  surface  water  which  carries  with  it  the  most  finely 
ground  portions  of  the  cement,  and  makes  the  surface  mortar  richer, 
and  conseciuently   increases  the  liability  of  surface  cracks.     These 
hair  cracks  or  "map  lines"  or  "crazing  of  the  surface'*  may  usually 
he  prevented  by  keeping  the  surface  wet  for  a  considerable  time. 

363.  Spade  Finish.  One  of  tlie  advantages  of  a  wet  over  a  dry 
concrete  is  that  the  latter  will  flow  against  the  form  and  give  a  more 
solid  surface.     With  plastic  or  wet  concrete  a  solid  surface  is  insured 
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by  forcing  a  flat-blade  spade  vertically  down  between  the  concrete 
and  the  form,  and  then  pulling  the  top  of  the  spade  away  from  the 
form.  This  forces  the  coarse  fragments  back  from  the  face  and 
allows  the  mortar  to  flow  against  the  form.  A  perforated  or  a  fork- 
like  spade  is  sometimes  used  in  this  work. 

364.  Whitewash  Finish.  Sometimes  it  is  desired  simply  to 
whitewash  a  surface  to  secure  a  uniform  color,  in  which  case  the 
following  formula  may  be  useful.  It  has  long  been  used  for  both  in- 
side and  outside  work,  and  gives  a  coating  that  resists  wear  well 
and  that  retains  its  brilliancy  for  years. 

Slack  with  warm  water  half  a  bushel  of  lime,  covering  it  during 
the  process  to  keep  in  the  steam;  and  strain  the  liquid  through  a  fine 
sieve  or  strainer.  To  the  slaked  lime  add  the  following:  1  peck  of 
salt  previously  well  dissolved  in  warm  water,  3  pounds  of  ground 
rice  boiled  to  a  thin  paste  and  stirred  in  boiling  hot  water,  ^  pound 
of  powdered  Spanish  whiting,  1  pound  of  glue  which  has  been  pre- 
viously dissolved  over  a  slow  fire,  and  5  gallons  of  hot  water.  Stir 
well  and  let  the  mixture  stand  for  a  few  days,  covered  from  dirt. 
Strain  ca^efully  and  apply  hot  with  a  brush  or  a  spray  pump.  Color- 
ing matter  may  be  put  in  to  make  almost  any  shade. 

366.  Grout  Finish.  Discolorations  and  small  honeycomb  spots 
and  the  marks  of  the  grain  of  the  wood  forms  can  be  obliterated  by 
applying  to  the  surface  a  wash  of  neat  portland-cement  grout.  The 
grout  should  be  mixed  to  about  the  consistency  of  thick  cream, 
and  should  be  applied  with  a  whitewash  brush  or  an  old  broom, 
worked  perpendicularly  to  the  horizontal  joints  of  the  forms.  The 
color  of  the  finished  surface  will  be  considerably  lighter  if  plaster 
of  paris  be  substituted  for  about  one  quarter  of  the  cement. 

Of  course  any  considerable  holes  in  the  surface  should  be  plastered 
up  with  a  1  :  2  or  1  :  8  mortar  before  applying  the  wash. 

366.  Plaster  Finish.  When,  after  removing  the  forms,  the  surface 
of  the  concrete  is  spotted,  honeycombed,  and  has  holes  in  it  because 
of  the  adhesion  of  the  concrete  to  the  forms,  the  attempt  is  some- 
times made  to  plaster  the  surface  with  a  coat  of  cement  mortar; 
but  it  is  nearly  impossible  to  make  the  plaster  coat  adhere  firmly  to 
the  set  concrete.  Owing  to  the  difficulty  of  getting  the  coat  to 
adhere,  it  is  unwise  to  attempt  to  plaster  a  surface  simply  to  improve 
its  appearance,  although  a  plaster  coat  is  sometimes  applied  to  make 
a  wall  waterproof  (see  §  303). 

To  insure  a  good  plaster  face  upon  the  concrete  stadium  at 
Syracuse,  N.  Y.,  wire  nails  w^ere  driven  at  frequent  intervals  into  the 
forms  so  as  to  project  from  the  concrete  when  the  forms  were  removed; 
and  then  after  the  concrete  had  set  and  the  forms  had  been  removed 
a  washer  was  placed  upon  each  projecting  nail  and  sheets  of  wire 
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latliin^  wore  placed  against  the  face  of  the  concrete  and  fitstene^^  '^  "^ 
])()siti()n  ])y  bending  down  the  projecting  end  of  the  nail,  the  wig:-^^  -*^^ 
keeping  the  hithin^  a  little  distance  from  the  concrete.  The  pla^'^  *''" 
ing  was  then  ai)plied  to  the  wire  lathing. 

367.  Rubbed  Surface.  The  followinii:  method  is  eflFeclive  ^" 
ivmoving  the  marks  of  the  forms  and  is  not  expensive,  providetl  £  "^  ^^ 
applied  while  the  concrete  is  still  green,  say,  24  to  4S  hours  r-^  '  ^• 
As  soon  as  the  forms  are  taken  down,  the  concrete  is  ruV)lx>(l  witl'^  ^ 
soft  hrick  or  a  block  of  wood,  taking  care  to  use  plenty  of  wa  ^  ^^^ 
either  by  dipping  the  brick  or  block  into  a  pail  of  water  or  by  throwi  M"*-^ 
the  water  on  the  wall  with  a  whitewash  ])rush  or  small  broom. 

368.  Honeycombed    Surface.     The    purpose    of    the    prece<ii  f^ 
methods  is  to  secuiv  a  uniform  and  smooth  surface;   but  an  artis't* 
effect  can  be  p!t>iluced  by  pix)ct*eding  in  the  opposite  direction, 
facing  2  or  l\  inches  thick  of  dry  concrete  composed  of  1  part  cement  •s-' 
S  parts  of  .<aml  or  sciwning,  anil  'A  parts  of  \-  or  f-inch  pebbles  or^ 
bh)ken  stone  may  Iv  applied  by  either  process  dcscril^ed  in  §  .'35). 
The  facimr  should  not  U*  spade* l.  as  it  should  }ye  mixed  too  dr\-  to 
IHMinit   any  flushing  oi  the  mortar.     The  surface  should  "be  evenly 
grained  and  finely  honevconiKHl.  the  imprint  of  the  joints  tetween 
the  planks  of  the  form  should  scarcely  lx>  noticetl.  and  the  grain  of 
the  wood  should  not  show  at  all.     There  is  no  efflorescence  on  such 
i»  smf:u o       This  >urfaco  is  mucli  used  in  the  buildings  of  the  South 
Side  r.uks  in  ri.iiatio  with  on!i:v  satisfaction. 

369.  Scrubbed  Surface.  .\  vory  hajulsome  surface  can  l:»e  ol- 
t,iihe\l  b\  !v:no\  iv.::  :!:o  %vtv.s  wV.iio  :ho  concrete  is  still  friable  and 
M  rwMMMj:  : !\o  >-.;::;Ae  wi:!;  \\:i:or  :•.!:.:  a  '^r*.:sh.  and  then  rinsing  with 
\'\\\\\\  \\i\UK  \:  ::.o  >i  •  .:':'•  ^It-.c  i^  ^^r.o  ;-.:  :he  right  time,  the  mortar 
r.i.u  !v  :rv.'.v»\»N:  :^'  ,i  ^  .*v.>*..:or;:*\o  ■iop*':  ivTween  the  stones,  giving 
A  y\i\\rA\\  *v';o:   ..:..;  :••.•"..:..:•..:  ,.  :• -i^h-^^^Virso  Texture  that  is  ver^• 
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since  if  done  after  the  concrete  has  set  10  or  12  hours  a  man  can 
scrub  100  sq.  ft.  per  hour  with  a  free  flow  of  water  from  a  hose  or  a 
sponge;  and  if  the  concrete  has  set  one  day  in  warm  weather,  a  man 
can  finish  20  to  80  sq.  ft.  per  hour. 

If  the  wall  to  be  treated  is  too  high  to  l)e  completed  in  one  day, 
the  face  forms  must  be  constructed  so  as  to  permit  the  removal  of  the 
planking  at  the  bottom  without  disturbing  the  planking  or  the 
studding  at  the  top.  This  can  be  done  by  setting  the  studding  8  or 
10  inches  aw^ay  from  the  face  and  supporting  the  planking  by  small 
cleats  nailed  to  the  studding  and  to  the  planking — see  Fig.  117, 
page  527,  Fig.  119,  page  529,  Fig.  120,  page  530. 

360.  Acid  Treatment.  If  the  concrete  has  set  too  hard  to 
permit  the  application  of  the  method  described  in  the  preceding 
section,  the  same  result  can  be  accomplished  by  first  washing  the 
surface  of  the  concrete  with  a  dilute  acid,  and  then  with  an  alkaline 
solution,  and  finally  rinsing  with  clean  water.  This  method  can  be 
applied  at  any  time  after  the  removal  of  the  forms.  Hydrochloric 
acid  is  preferable,  and  a  solution  of  1  part  acid  and  5  parts  of  water 
has  been  used  with  success. 

The  cost  of  this  method  of  treatment  is  2  to  3  cents  per  sq.  ft., 
exclusive  of  the  extra  for  the  richer  face  moilar  required. 

361.  Tooled  Surface.  By  cutting  into  the  body  of  the  concrete 
with  a  pick  or  pointed  tool,  a  surface  roughening  is  produced  which 
breaks  up  the  light  and  gives  a  pleasing  variation  of  shade  and  color. 
This  method  of  finishing  the  surface  can  not  ordinarily  be  applied  to 
gravel  concrete,  as  the  pel>bles  will  be  dislodged  before  being  chipped. 
This  surface  is  much  used  by  landscape  architects;  and  is  produced 
at  comparatively  small  expense,  since  a  man  will  dress  40  to  50  square 
feet  of  ma.ss  concrete  per  day. 

A  similar,  but  less  pleasing,  finish  may  be  produced  at  a  little 
less  expense  l)y  the  use  of  a  bush-hammer.  If  the  surface  is  to  be 
picked  or  bush-hammered,  less  care  need  be  taken  wuth  the  forms, 
thus  compensating  in  part  for  the  cost  of  dressing  the  concrete. 

362.  Colored  Facing.  A  colored  face  may  be  obtained  by  using 
a  suitably  colored  aggregate  or  by  mixing  mineral  pigment  in  the 
concrete.  The  first  is  the  better,  since  it  gives  a  durable  color  and 
does  not  injure  either  the  strength  or  the  durability  of  the  concrete. 
Mineral  pigments  may  be  secured  in  almost  any  shade  from  any  one 
of  several  well-known  firms;  but  many  of  these  coloring  materials 
injure  the  strength  of  the  concrete,  and  most  of  them  fade  in  time. 
Directions  for  using  the  pigments  may  be  had  of  the  makers. 

363.  Waterproof  Concrete.  For  some  purposes  water-tight 
concrete  is  veiy  important,  as,  for  example,  to  keep  dry  an  inclosed 
space  below  the  water  level,  or  for  tanks,  aqueducts,  or  sewers.     In 
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The  voids  in  concrete  are  clue  partly  to  entrained  air  and  partly 
to  the  space  occupied  by  the  water.  In  dry  concrete  the  air-filled 
voids  are  the  larger,  but  in  a  wet  concrete  the  water-filled  spaces  are 
the  greater.  Considerably  more  water  is  used  in  making  concrete 
than  is  required  for  the  chemical  action  in  the  setting  of  the  cement, 
and  consequently  the  evaporation  of  the  water  leaves  the  concrete 
porous.  Portland  cement  requires  for  complete  hydration  from  12 
to  14  per  cent  of  its  weight  of  water.  The  rate  of  hydration  varies 
with  the  composition  of  the  cement,  its  fineness,  etc.;  but  from  ex- 
periments with  fiwe  brands,  the  author  concludes  that  at  the  end  of  a 
week  usually  only  about  8  to  10  per  cent  of  the  water  enters  into 
combination  with  the  cement.  The  densest  1:2:4  concrete 
requires  water  equal  to  about  32  per  cent  of  the  weight  of  the  cement; 
and  this  water  occupies  about  12  per  cent  of  the  volume  of  the 
concrete.  As  only  about  8  per  cent,  or  say  one  quarter,  of  the  water 
combines  with  the  cement  within  7  days,  there  remains  water  equal 
to  al)out  three  fourths  of  12  per  cent,  or  9  per  cent,  of  the  volume  of 
the  concrete  to  l>e  evaporated;  and  consequently  the  water-filled 
pores  constitute  alK)ut  9  per  cent  of  the  volume  of  the  concrete. 
With  well-mixed  wet  concrete  the  air-filled  voids  do  not  constitute 
more  than  1  or  2  per  cent  of  the  volume;  and  consequently  the  voids 
in  a  rich,  well-graded,  and  thoroughly  mixed  concrete  should  not 
exceed  more  than  10  or  11  per  cent. 

366.  BlETHODS  OF  Waterproofing  Oonoretk.  In  recent  years  a 
great  deal  of  attention  has  been  given  to  methods  of  rendering  con- 
crete waterproof,  but  there  is  no  uniformity  as  to  the  best  practice. 
The  various  methods  employed  may  be  divided  into  four  classes  as 
follows:  (1)  grading  the  aggregate  and  proportioning  the  cement  so 
as  to  secure  a  conci-ete  so  dense  as  to  be  waterproof;  (2)  mixing  some 
substance  with  the  concrete  to  make  it  impermeable;  (3)  applying 
a  waterproof  coating  to  the  concrete  after  it  is  in  place;  and  (4) 
surrounding  the  structure  with  a  bituminous  shield  to  keep  the  water 
away  from  the  concrete.  For  brevity  these  will  be  designated: 
(1)  Dense  Concrete;  (2)  Waterproofing  Ingredients;  (3)  Waterproof 
Coating;  and  (4)  Bituminous  Shield. 

367.  Dense  Concrete.  By  grading  the  ingredients  according 
to  the  ideal  sieve-analysis  curve  (J  302)  it  is  possible  to  make  concrete 
that  is  practically  water-tight.  The  chief  points  to  be  considered 
in  making  impermeable  concrete  are:  1.  The  greater  the  proportion 
of  cement  the  less  the  permeability,  but  in  a  much  larger  inverse 
ratio.  If  the  aggregates  are  well  graded,  cement  equal  to  from  12 
to  15  per  cent  of  the  weight  of  the  diy  materials  will  usually  give  a 
water-tight  concrete  under  high  pressure.*    2.  Gravel  produces  a 

♦  Tran8  Amer.  Soc.  of  Civil  Engre.,  vol.  lix,  p.  127-37. 
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more  water-tight  concrete  than  broken  stone.    3.  The  larger       ^^ 
maximum  size  of  the  aggregate  the  less  the  permeability,  altho*-^^^ 
it  is  not  so  easy  to  get  a  uniform  mixture  with  large  stone  as  ^**^^^J 
small.     4.  The  finer  sand  grains  should  \)e  slightly  in  excess  of     ^  ^^ 
proportion  required  by  the  ideal  sieve-analysis  curve  for  maxinm  *-^  ^ 
density  and  strength.     5.  The  concrete  should  be  mixed  wet  or       ^ 
least  so  as  to  quake  freely  when  tamped  and  so  as  to  leave  no  emp^^  ^ 
pockets.     6.  The  concrete  should  l)e  mixed  ver>'  thoroughly.     7.  V*^^^^ 
the  best  results  the  entire  structure  should  be  laid  in  one  continued  ^  *^ 
operation;   but  if  this  is  impracticable,  particular  care   should      t::^ 
taken  in  joining  the  fresh  concrete  to  that  already  set  (see|34-f5  ^• 
8.  The  permeability  will  decrease  with  the  time  of  flow,  owing    ^  ^^ 
the  silting  up  of  the  mtiss  by  the  soluble  portions  of  the  cemen  ^ 
carried   by  the   }>ercolating  water.     9.  The  permeabilitj'  decrease^:^^ 
with  the  age  of  the  specimen,  owing  to  a  slight  swelling  of  the  par^-^' 
tides  of  cement  in  setting. 

The  proportions  employed  to  prevent  percolation  usually  are: 
with  ordinary  materials  1:2:4;  and  with  carefully  graded  materials 
1  :2  :6or  1:3  : 5. 

368.  TrowcUd  Finish.  A  particular  case  of  the  making  of  a 
concrete  dense  enough  to  resist  the  penetration  of  wat-er,  is  the 
method  of  finishing  the  flooi-s  of  basements,  reservoirs,  and  tanks. 
A  layer  of  ordinary  concrete  is  placed,  and  upon  it  is  immediately 
laid  a  coating  of  1  :  1  or  1  :  2  plastic  cement  mortar  which  is  then 
troweled.  The  troweling  fo  ms  a  rich  dense  film  on  the  surface, 
which  is  nearly,  if  not  absolutely,  water-tight.  This  surface  is 
frequently,  but  improperly,  called  a  granolithic  finish. 

Obviously  this  method  is  not  applicable  to  a  vertical  surface, 
since  the  forms  can  not  Ik*  i^omoved  until  the  surface  of  the  concrete 
is  too  hard  to  trowel.  .\  mortar  face,  constructed  as  described  in 
§3ol,  would  a<l(l  to  the  impermeability  of  the  concrete;  but  there 
are  better  methods  of  securing  the  same  result. 

369.  Waterproofing  Ingredients.  The  principle  of  this  method 
is  to  mix  in  the  concrete  some  finelv  divided  material  which  will  at 
least  partly  fill  tiie  voids  and  thei-ebv  i-educe  the  permeability  of  the 
concrete.  There  are  two  methcnls  of  accomplishing  this  result: 
(Ij  adding  a  sinj^le  inert  void-filling  substance,  and  (2)  adding  one 
or  more  substances  which  by  action  upcm  the  cement  or  between 
themselves  may  i)roduce  a  void-filling  material. 

There  are  two  distin<*t  classes  of  void-filling  materials:  (1)  those 
that  have  a  capillary  attraction  for  water,  and  (2)  those  that  have  a 
capillary  i*epulsion  f(^r  water.  The  first  I'educes  permeability  by 
obstructing  the  voiils,  while  the  second  acts  by  decreasing  the  volume 
of  the  voids  and  also  by  its  i-epellent  action  for  water.     Examples 
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of  the  first  class  of  materials  are  lime,  clay,  and  pozzolan  cement; 
and  of  the  second,  wax,  resin,  alum  and  soap,  and  a  number  of 
proprietary  articles.  The  difference  in  action  between  capillary 
attractive  and  capillary  repellent  void-filling  materials  seems  not 
to  have  been  investigated,  except  possibly  by  the  originators  of 
certain  waterproofing  compounds,  and  except  as  stated  in  §  373. 

Several  of  the  more  common  ingredients  added  to  concrete  to 
render  it  impermeable  will  be  considered.  Whatever  the  ingredient 
added,  it  should  be  uniformly  incorporated;  and  the  concrete  should 
be  of  a  plastic  consistency,  and  should  be  thoroughly  mixed,  care- 
fully placed,  and  well  tamped.  Waterproofing  concrete,  by  adding 
void-filling  materials,  is  proportionally  more  effective  with  lean  than 
with  rich  concrete,  since  with  the  latter  the  cement  furnishes 
enough  fine  material  to  fill  at  least  the  larger  voids. 

370.  Lime.  Hydrated  Hme  (§  107)  is  cheap,  is  easily  obtained, 
is  in  fine  particles,  and  is  easy  to  mix  with  the  concrete;  and  there- 
fore it  is  an  excellent  material  for  reducing  the  permeability  of 
concrete.  Experiments*  show  that  hydrated  lime  in  the  following 
percentages  renders  concrete  made  with  the  usual  materials  prac- 
tically water-tight  under  a  pressure  of  00  pounds  per  square  inch 
for  a  1  :  2  :  4  concrete  add  dry  hydrated  lime  equal  to  8  per  cent  of 
the  weight  of  the  dry  cement;  for  a  1  :  2^  :  4^  concrete  add  12  per 
cent,  and  for  a  1  :  3  :  5  concrete  add  16  per  cent.  Smaller  per  cents 
give  satisfactory  results  under  smaller  pressures.  Lime  is  more 
effective  to  resist  low  pressures  than  high.  This  use  of  lime  is  most 
advantageous  with  lean  concrete,  and  in  localities  where  cement  is 
unusually  high-priced.     Lime  has   a  capillary  attraction  for  water. 

Slaked  lime  is  equally  as  good  as  hydrated  except  for  the  diffi- 
culty of  getting  it  evenly  distributed  throughout  the  concrete. 

371.  Pozzolan  Cement.  Pozzolan  cement  (§  122-24)  being  largely 
composed  of  lime  acts  substantially  the  same  as  lime  in  making 
concrete  water-tight,  except  that  lime  adds  practically  nothing  to 
the  strength  of  the  concrete  while  pozzolan  cement  adds  considerable 
strength.  Since  pozzolan  cement  is  not  plentiful  (§  123),  this 
method  of  making  concrete  waterproof  is  not  of  much  practical 
importance.  However,  pozzolan  cement  is  specially  valu;4ble  for 
waterproofing  concrete  to  be  exposed  to  sea  water,  since  it  is  not 
acted  upon  by  the  sulphates  in  the  sea  water  (§  391). 

372.  Clay.  It  has  long  been  known  that  the  addition  of  clay 
in  a  finely  divided  state  materially  increases  the  water-tightness  of 
concrete.  Clay  is  ineffective  with  rich  well-proportioned  concrete, 
since  the  cement  furnishes  suflicient  fine  material  to  fill  the  voids; 
but  with  lean  concretes  10  to  15  per  cent  of  finely  divided  clay, 

*  By  S.  E.  Thompson,  Engineering-Contracting,  vol.  xxx,  p.  42-4.3. 
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either  added  directly  or  by  the  substitution  of  a  dirty  for  a  cM^^* 
sand,  increiises  the  water-tightness  without  materially  decrea^^-^ 
the  strength.  In  this  connection  see  f  189.  It  would  not  be  e 
to  add  clay  directly;  but  the  clay  naturally  in  a  gravel  may  mi 
rially  affect  the  waterproof  quality  of  the  concrete.* 

Clay  has  a  capillary  attraction  for  water,  which  is  an  undesmbf 
quality  for  a  waterproofing  material. 

373.  Alum  and  Soap.    These  materials  have  been  used  for  moi 
than  sixty  years  as  washes  for  rendering  masonrj*^  impervious  to 
water  (see  J  042) ;    and  in  recent  years  they  have  frequently  been 
used  as  ingredients  of  concrete  to  make  the  entire  mass  impervious. 
The  alum  in  the  form  of  a  fine  powder  may  be  mixed  with  the  cement, 
and  the  soap  may  be  dissolved  in  the  water  used  in  mixing  the  con- 
crete; or  both  the  alum  and  the  soap  may  be  dissolved  in  the  water. 
In  the  latter  case  the  water  must  be  frequently  stirred  to  prevent 
the  compound  from  accumulating  in  large  masses  on  the  suiface  of 
the  wat^r  which  it  is  not  easy  to  break  up.     Since  the  alum  is  the 
more  soluble,  it  may  l)e  dissolved  in,  say,  one  fifth  of  the  wat«r  and 
the  soap  in  the  remaining  four  fifths,  and  then  the  two  portions  may 
be  mixed,  being  careful  to  stir  the  wat«r  as  the  mixing  progresses. 
The  alum  and  the  soap  combine  and  form  a  flocculent,  insoluble, 
water-repelling  compound.     This  capilliary  repellent  compound  not 
only  partially  fills  the  voids  and  thereby  decreases  the  permeability 
of  the  concrete,  but  also  by  its  wat^r-repelling  property  still  further 
decreases  the  permeability. 

The  best  proportions  are:  alum  1  part  and  hard  soap  2.2  parts, 
both  by  weight.  Soap  varies  in  its  chemical  composition  and 
particularly  in  the  water  it  contains;  but  the  alx)ve  proportions  are 
the  chemical  combining  weights  for  alum  and  the  best  hard  soap, 
and  are  sufficiently  exact  for  any  good  well-sejisoned  hard  soap. 
Any  reasonal)ly  pure  soap  will  do,  but  if  soft  soap  is  used,  a  greater 
amount  should  l)e  employed  according  to  the  amount  of  water  in  it. 
Soft  soap  contains  from  50  to  90,  or  even  95,  per  cent  of  water.  An 
excess  of  alum  does  no  harm,  since  alum  is  itself  a  fair  waterproofing 
material;  but  an  excess  of  soap  is  better  than  an  excess  of  alum, 
since  the  excess  soap  will  unite  with  the  free  Hme  of  the  cement  and 
form  calcium  soap — a  finely  divided,  water-repelling  compound 
(§  375).  The  above  is  the  reason  why  widely  divergent  proportions 
of  alum  and  soap  have  given  fairly  successful  results  in  practice. 

The  amount  of  alum  and  soap  to  he  used  is  limited  practically 
to  alum  ecjual  to  1 J  per  cent  of  the  water  and  soap  equal  to  3  per  cent, 

***  For  a  npw  and  intercHting  explanation  of  poRRibly  a  heretofore  unreoogBiMd 
action  of  clay  with  coniont,  soc  an  article  by  R.  H.  Gainer,  Trans.  Amer.  8oc.  of  Civil 
luigr's.,  vol.  lix,  (1907),  j).  l.W-OO;  or  Knginerring  Nert^f  vol.  Iviii,  p.  344-4d. 


Art.  4.]  Making  and  Placing  Concrete.  187 

1  ccause  it  is  impossible  to  dissolve  more  than  about  3  per  cent  of 
hard  soap  in  cold  water.  Of  course,  if  it  is  desired  to  use  greater 
amounts,  the  soap  may  first  be  dissolved  in  hot  wat^r  which  may 
afterwards  be  mixed  with  a  larger  portion  of  cold  wat^r.  The  above 
amounts  of  alum  and  soap  will  produce  3  per  cent  of  dry  wat^r- 
repelling  compound;  and  this  is  enough  to  render  any  reasonably 
dense  concrete  practically,  if  not  absolutely,  water-tight.  In  a 
series  of  tests  by  the  author,*  1.3  "per  cent  of  the  alum  and  soap 
compound  incorporated  in  a  cement  mortar  having  23.8  per  cent  of 
voids  reduced  the  percolation  to  one  third  of  that  of  similar,  un- 
treated mortar;  in  other  words,  alum  and  soap  compound  equal  to 
about  one  twentieth  of  the  voids  in  a  lean  and  porous  mortar  stopped 
two  thirds  of  the  percolation.  This  seems  to  show  that  the  alum 
and  soap  compound  in  mortar  or  concrete  acts  like  oil  on  the  wires 
of  a  moderately  fine  sieve,  i.e.,  prevents  percolation  chiefly  by  its 
water-repelling  properties,  rather  than  as  a  mere  void-filling  material. 
The  addition  of  the  alum  and  soap  weaken  the  mortar,  2  per  cent 
of  the  compound  decreasing  the  strength  about  20  per  cent,  varying 
a  little  with  the  method  of  storage. 

374.  Instead  of  using  alum  and  soap  as  above,  it  is  l)ett€r  to  use 
aluminium  sulphate  (sometimes,  but  improperly,  called  alum)  and 
soap.  Tlie  aluminium  sulphate  is  cheaper  than  alum,  and  only 
two  thirds  as  much  of  it  is  required  to  produce  substantially  the 
same  amount  of  void-filling  material  as  the  alum  and  soap.  The 
best  proportions  are  1  part  aluminium  sulphate  to  3  parts  of  hard 
soap.  As  in  the  preceding  case  an  excess  of  either  ingredient  does 
no  harm,  although  an  excess  of  soap  is  better  than  a  deficiency. 

375.  Lime  aiid  Soap.  Lime  and  soap  combine  to  form  calcium 
soap,  a  finely  divided  water-repelling  compound;  and  hence  another 
method  of  rendering  mortar  or  concrete  waterproof  is  to  incorporate 
lime  and  soap  in  it.  The  proper  proportion  is  unslaked  lime  1  part 
and  hard  soap  12  parts;  and,  since  it  is  impossible  to  dissolve  more 
than  about  3  per  cent  of  hard  soap  in  cold  water,  the  amounts  to  be 
used  in  practice  are  unslaked  lime  0.25  per  cent  and  hard  soap  3 
per  cent  of  the  weight  of  the  water,  and  these  amounts  will  give  2.7 
per  cent  of  void-filling  compound.  These  quantities  will  make  any 
reasonably  good  concrete  absolutely  water-tight.  Before  the  water 
containing  the  soap  and  lime  is  used,  it  should  be  stirred  to  mix  the 
ingredients  and 'to  keep  the  precipitate  in  suspension.  Calcium 
soap  is  a  product  in  the  manufacture  of  candles;  and  hence  if  a  con- 
siderable amount  of  concrete  is  to  be  waterproofed,  as  in  the  con- 
struction of  a  long  aqueduct,  it  might  be  wise  to  buy  the  calcium 
soap  and  add  it  directly  to  the  cement. 

♦  The  Tcchnograph,  University  of  Illinois,  No.  22  (1909),  p.  49-54. 
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Calcium  soap  is  formed,  if  an  excess  of  soap  is  added  in  the  a 
and  soap  compound,  provided  the  cement  contains  any  free  li 
as  it  usually  does.     Apparently  calcium  soap  is  the  essential  ele 
of  several  proprietary  waterproofing  compounds. 

376.  Proprietary  Compounds,    There  are  upon  the  market  sev^^"  *. 
proprietary  compounds  to  be  jnixed  with  the  concrete  to  mak^^      }^ 
impervious.     Some  are   liquid  to  be  added  to  the  water  used  *" 
mixing  the  concrete;   some  are  powders  to  be  mixed  with  the  c:^  -^^ 
cement;   some  are  sold  mixed  with  the  cement  ready  for  use;   m 
some  are  not  sold  but  are  applied  by  the  proprietors.     Only  a  co 
parativcly  small  proportion  of  each  is  required  to  make  ordin^^ 
mortar  or  concrete  waterproof.     It  is  not  proved  that  they  are  a 
more  effective  than  some  of  the  means  previously  described. 

377.  Other  IngredienU.    There  are  several  other  materials  th- 
may  be  used  to  make  concrete  impervious;   but  none  of  them  is 
cheap  or  a.s  effective  as  those  previously  mentioned.     Among  th 
are:    alum  alone,  aluminium  sulphate  alone,  wax,  resin,  paraffin 
stearic  acid,  and  oil  emulsion. 

Alum  and  lye  are  sometimes  recommended;  but  cement  is  somi 
times  destroyed  by  contact  with  alkaline  water,  and  therefore  tta- 
lye  may  injure  the  cement. 

378.  Waterproof  Ooatings.     Under  this  head  will  be   discusse 
all  coatings  applied  to  the  surface  of  the  concrete  after  it  has  set  - 
Such  coatinpjs  range  from  a  wash  to  a  plaster. 

379.  Alum  and  Soap  Washes.  The  oldest,  the  best  known,  anc/ 
prol^ably  the  most  effective  method  of  rendering  set  concrete  water- 
proof is  to  apply  alternate  washes  of  soap  and  alum  solutions. 
This  is  tlie  well-known  Sylvester  method  of  making  masonr>'  im- 
pervious. The  alum  and  soap  combine,  and  form  an  insoluble 
compound  in  the  pores  of  the  concrete.  The  alum  solution  is  made 
by  dissolving  1  povmd  of  alum  per  galkm  of  water,  and  the  soap 
solution  !)y  dissolving  2.2  poimds  of  hard  soap  per  gallon  of  water. 
For  information  concerning  the  necessary  accuracy  of  proportions, 
see  §  MA.  The  concrete  should  be  clean  and  dry,  and  not  colder 
than  about  50°  F.  The  soap  wash  should  l)e  applied  boiling  hot, 
but  the  alum  solution  may  be  00°  to  70°  F.  when  applied.  One 
wash  should  be  put  on  and  allowed  to  dry — usually  for  24  hours, — 
when  the  other  is  applied.  The  solutions  should  be  well  rubbed  in, 
but  care  sliould  be  taken  not  to  form  a  froth.  TwO  pairs  of  coats  of 
the  above  solutions  will  usually  make  any  fairly  good  concrete 
pnicticjilly  ini])ervious  under  moderate  pi'essures;  and  eight  pairs 
of  coats  have  made  leaky  conci-ete  impervious  under  a  head  of 
100  foot. 

Instead  of  using  alum  and  soap  as  alwve,  it  is  both  cheaper  and 
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more  effective  to  substitute  aluminium  sulphate  for  the  alum  (see 
§  374). 

380.  Grout  Wash.  A  cream  of  neat  cement  spread  on  with  a 
whitewash  brush  is  quite  effective,  if  well  rubbed  in.  One  or  two 
coats  will  make  ordinary  concrete  practically  impermeable  under 
a  10-foot  head  of  water.  The  grout  wash  is  most  effective  if  it  is 
put  upon  the  water  side  of  the  concrete. 

381.  O^er  Washes.  Any  of  the  materials  mentioned  in  §  377 
may  be  used  as  a  wash;  but  they  are  more  expensive  and  not  as 
effective  as  the  alum  and  soap  or  as  the  grout  wash.  The  surface 
of  the  concrete  is  sometimes  painted  with  linseed  oil.  Most,  if  not 
all,  of  the  proprietary  compounds  (§  376)  may  be  used  as  a  wash  as 
well  as  an  ingredient  to  be  mixed  in  the  concrete.  Sodium  silicate 
(*' soluble  glass'')  and  also  paraffine  dissolved  in  naphtha  are  some- 
times used,  but  both  are  more  expensive  and  no  more  effective  than 
the  alum  and  soap  or  the  grout  washes. 

382.  Waterproof  Plaster.  Very  frequently  the  attempt  is  made 
to  waterproof  a  concrete  or  masonry  wall  by  applying  an  impervious 
plaster.  The  plaster  is  made  waterproof  by  the  use  of  the  alum  and 
soap  mixture  or  some  of  the  proprietary  compounds.  The  pro- 
portions of  the  plaster  coat  are  usually  1  part  cement  to  2  or  3  parts 
of  sand.  It  is  usual  to  apply  a  1-inch  coat  to  floors  and  a  f-inch  coat 
to  vertical  surfaces. 

The  difficulty  is  to  make  the  plaster  stick  (see  J  356).  The  wall 
should  he  thoroughly  cleaned  before  the  coating  is  applied,  and  the 
plaster  should  be  troweled  with  considerable  pressure;  and  if  the 
wall  is  under  water,  the  pressure  should  be  relieved  by  drainage  or 
by  pumping  until  the  plaster  has  set. 

Most  failures  with  this  method  of  waterproofing  occur  because 
the  wall  was  not  absolutely  clean.  The  plaster  can  usually  be  made 
to  adhere  if  the  concrete  wall  is  thoroughly  and  repeatedly  washed 
with  water;  but  if  the  wall  has  a  dense  hard  surface  of  nearly  neat 
cement,  it  may  be  necessary  to  wash  it  with  dilute  hydrochloric 
acid  to  dissolve  out  the  cement  and  roughen  the  surface.  Of  course 
the  acid  must  be  thoroughly  washed  off.  A  coat  of  ordinary  white- 
wash, or  a  layer  of  laitance,  or  an  almost  invisible  film  of  the  oil  or 
greiise  used  to  keep  the  concrete  from  sticking  to  the  forms,  will  keep 
the  plastering  from  adhering  unless  they  are  scrupulously  removed. 

Sometimes  the  surface  is  cleaned  and  then  covered  with  a  coat 
of  tar;  and  while  the  tar  is  still  tacky,  the  impervious  plaster  is 
troweled  on.  The  tar  should  be  made  thick  by  boiling  and  should 
be  applied  very  hot,  when  it  will  adhere  to  the  smoothest  surface. 
The  tar  could  be  used  alone,  if  it  were  not  for  its  color  and  if  it  did 
not  become  brittle  by  oxidation. 
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383.  Asphalt  Coating.  Where  its  color  is  not  objectionable, 
asphalt  is  sometimes  used  to  make  concrete  or  masonry  water-tight. 
The  asphalt  should  not  flow  at  180°  to  200°  F.,  and  should  not  be 
brittle  at  0°  F.  The  surface  of  the  con(;rete  should  be  dry  and  warm, 
or  should  first  l)e  coated  with  paint  made  by  dissolving  iisphalt  in 
naphtha.  The  asphalt  should  be  heated  to  alx)ut  450°  F.  but  not 
more,  and  should  be  applied  without  unnecessary  cooling. 

384.  Bituminous  Shield.  This  method  of  making  concrete  water- 
proof consists  in  surrounding  the  structure  with  an  impervious  shield 
A'hich  keeps  the  wat^r  away  from  the  concrete;  and  hence,  strictly 
speaking,  is  not  a  method  of  rendering  concrete  impervious.  The 
waterproof  diaphragm  consists  of  several,  usually  four  or  more, 
thicknesses  of  tarred  paper  or  felt  (usually  the  former)  cemented 
together  and  covered  with  tar.  Of  course,  the  several  sheets  should 
break  joints,  and  every  precaution  should  be  taken  to  make  the 
shield  continuous  and  to  prevent  its  being  punctured  during  sub- 
sequent building  operations. 

Sometimes  the  shield  is  put  outside  of  the  wall,  in  which  case  it  is 
usual  to  protect  it  by  building  a  brick  wall  against  it.  With  this 
construction,  if,  aft^r  the  building  is  completed,  the  diaphragm  is 
not  wat^r-tight,  as  is  frequently  the  case  owing  to  imperfect  work- 
manship or  to  its  having  been  punctured,  it  is  sometimes  necessary 
to  tear  out  a  considerable  portion  of  the  original  wall  to  discover  and 
stop  the  leak;  arid  hence  the  water-tight  shield  is  sometimes  placed 
on  the  inside  of  the  main  wall  and  a  brick  protecting  wall  is  built 
inside  of  the  waterproof  diaphragm,  so  that  if  repairs  of  the  water- 
proofing are  required  it  is  necessary  to  tear  down  only  the  lighter 
protecting  wall.  However,  other  things  being  the  same,  such  a 
shield  is  most  effective  on  the  outside. 

The  objection  to  this  method  is  its  relatively  great  cost  and  the 
amount  of  space  it  occupies;  and  the  advantage  claimed  for  it  is  that 
the  water-tightness  of  the  diaphragm  is  not  affected  by  the  cracks 
in  the  wall  due  to  settlement  or  to  expansion  and  contraction. 

386.  GONTRAOTIOM  JOINTS.  Concrete  is  usually  laid  in  warm 
weather,  and  consequently  in  cold  weather  contraction  cracks  are  likely 
to  appear  in  thin  walls  of  any  considerable  length,  since  the  resulting 
stress  is  greater  than  the  tensile  resistance  of  the  ccmcrete;  and 
unless  care  is  taken  to  confine  these  cracks  to  straight  lines  by  proper 
contraction  joints,  they  may  seriously  disfigure  the  face  of  the  work. 
Concrete  laid  in  cold  weather  is  likely  to  expand  during  warm  weather; 
but  this  usually  does  no  harm,  since  concrete  is  better  able  to  resist 
compression  than  tension.  Again,  concrete  which  sets  in  air  shrinks 
0.0003  to  0.0005  per  unit  of  length,  and  that  which  sets  in  water 
swells  0.0002  to  0.0005,  the  change  being  greater  the  richer  the 
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concrete.  Air-hardened  concrete  swells  when  immersed  in  water, 
and  water-hardened  concrete  shrinks  when  exposed  to  the  air. 
Further,  the  cracking  of  large  masses  of  concrete  is  sometimes  due, 
at  least  in  part,  to  the  cooling  of  the  cement  after  the  rise  of  tempera- 
ture caused  by  the  chemical  action  of  setting  (see  §  348). 

Therefore,  for  these  three  reasons,  it  is  customaiy  to  provide 
contraction  joints  at  intervals  in  concrete  structures,  or  to  reinforce 
the  concrete  with  sufficient  steel  to  enable  the  structure  to  with- 
stand the  tensile  stress  produced  by  the  contraction.  The  method 
of  preventing  contraction  cracjks  by  reinforcing  the  concrete  will 
be  considered  in  the  next  chapter. 

Another  advantage  of  dividing  a  continuous  wall  into  sections 
by  vertical  joints  is  that  each  section  can  be  built  by  itself  with  a 
minimum  liability  of  unsightly  horizontal  seams  between  different 
days'  work. 

386.  Distance  Apart.  Expansion  joints  in  flooi-s  exposed  to  the 
weather,  sidewalks,  curbs,  etc.,  are  usually  not  more  than  5  or  6  feet 
apart;  but  for  thicker  construction  they  can  be  much  farther  apart, 
since  the  temperature  of  the  interior  of  a  large  mass  of  concrete  is 
not  much  affected  by  external  temperature  changes.  It  is  customary 
to  build  retaining  walls  and  bridge  abutments  with  vertical  contrac- 
tion joints  25  to  50  feet  apart,  the  distance  varying  according  to 
the  thickness  of  the  wall;  and  sewers  and  culverts,  which  are  less 
exposed  to  changes  of  temperature,  with  joints  60  to  75  feet  apart. 

387.  How  Made.  Vertical  contraction  joints  are  made  in  three 
ways,  viz.:  (1)  planes  of  weakness,  (2)  tongue-and-groove  joints, 
and  (3)  dowel  joints. 

1.  Planes  of  weakness  are  made  by  building  a  temporary  partition 
in  the  form,  and  casting  the  section  thus  enclosed  as  a  single  mass. 
When  the  concrete  is  set,  the  partition  is  removed  and  the  new  con- 
crete is  deposited  against  the  old  without  any  attempt  to  secure  a 
bond  between  the  new  and  the  old,  thus  leaving  a  vertical  plane 
of  cleavage  between  the  adjacent  sections.  To  mask  the  ragged 
appearance  of  the  joint,  sometimes  a  triangular  strip  is  nailed  to  the 
form  where  the  partition  joins  the  face  of  the  form  in  such  a  manner 
as  to  leave  a  vertical  triangular  groove  in  the  face  of  the  wall  with 
the  plane  of  the  contraction  joint  passing  through  its  apex.  Some- 
times a  sheet  of  tarred  paper  is  placed  in  the  joint  between  the 
sections  to  prevent  a  possible  adhesion  of  the  new  to  the  olc"  concrete. 

2.  A  tongue-and-groove  contraction  joint  is  made  by  placing 
vertically  against  the  face  of  the  temporary  partition  or  bulkhead 
a  triangular  or  rectangular  or  U-shaped  timter  which  forms  a  vertical 
groove  in  the  end  of  the  first  section  of  the  concrete  into  which  the 
concrete  of  the  second  section  is  built,  thus  forming  a  concrete 
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tongue.  The  advantage  of  the  tongue-and-groove  joint  over  the 
plane  of  weakness  is  to  strengthen  the  wall  against  a  lateral  thrust 
applied  near  the  joint. 

3.  A  dowel  contraction  joint  is  frequently  employed  by  railroads, 
and  is  made  by  inserting  a  short  piece  of  railroad  rail  in  the  end  of 
a  section  of  a  retaining  wall  and  allowing  the  rail  to  project  a  short 
distance;  and  then  when  the  second  section  is  to  be  built  against 
the  fii'st,  the  projecting  ends  of  the  rails  are  wrapped  with  paper 
or  coated  with  soap  or  axle-grease  to  prevent  the  adhesion  of  the 
concrete.  The  projecting  rails  bind  the  two  sections  together 
laterally,  but  the  concrete  in  the  last-laid  section  is  free  to  slip  on 
the  rails  with  temperature  changes. 

388.  Effloresgemoe.  This  is  a  white  powder  on  the  face  of 
masonry,  due  to  the  soluble  salts  in  the  mortar  or  concrete  being 
dissolved  by  the  percolating  wat^r  and  being  deposited  upon  the 
surface  when  the  water  evaporates,  which  frequently  disfigures  the 
face  of  concrete  walls.  Efflorescence  is  most  likely  to  occur  below 
the  horizontal  joints  and  is  particularly  noticeable  just  below  the 
horizontal  seam  between  two  successive  days*  work.  The  reason 
for  this  is  as  follows:  The  concrete  is  placed  in  layers,  and  if  it  is 
laid  dry  and  tamped,  the  top  surface  will  l)e  richer  and  denser,  and 
consequently  will  stop  any  percolating  water  and  divert  it  to  the 
surface  of  the  wall ;  and  this  impervious  film  is  more  marked  between 
the  concrete  laid  on  succeeding  days,  because  the  top  surface  of  the 
set  concrete  is  usually  treated  with  a  rich  mortar  to  insure  a  good 
bond  (§  345).  Efflorescence  appears  upon  concrete  which  has  been 
built  without  stopping  work  at  night  and  which  has  been  puddled 
in  and  not  tamped  in  layers.  It  appears  particularly  after  a  period 
of  wet  weather,  owing  to  the  saturation  of  the  face  of  the  concrete 
with  water  which  dissolves  the  soluble  salts  and  later  deposits  them 
upon  the  face  of  the  wall.  Efflorescence  usually  occurs  in  irregular 
patches,  since  in  even  the  best  work  different  portions  of  the  concrete 
have  different  densities  owing  to  their  being  richer,  or  containing 
more  or  less  water,  or  being  tamped  more  or  less  severely.  Different 
cements  contain  different  proportions  of  soluble  salts,  and  hence 
give  different  amounts  of  efflorescence. 

389.  There  are  three  methods  of  preventing  or  at  least  of  decreas- 
ing efflorescence,  as  follows: 

1.  Use  a  cement  that  has  little  or  no  soluble  salts  in  it.  There 
are  cements  upon  the  market  which  are  almost  entirely  free  from 
soluble  salts  (sulphates  and  chlorides),  and  which  cause  little  or  no 
efflorescence. 

2.  Incline  the  top  surface  of  all  layers,  particularly  the  last  one 
laid  each  day,  toward  the  back  of  the  wall  so  the  soluble  salts  will  be 
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carried  toward  the  back  instead  of  toward  the  face  of  the  wall;  but 
this  remedy  is  not  applicable  with  wet  or  at  least  with  sloppy  concrete, 
unless  the  last  concrete  laid  at  night  is  mixed  drier  to  permit  of  thus 
sloping  the  surface.  If  the  back  of  the  wall  is  stepped,  as  is  common 
in  bridge  abutments  and  retaining  walls,  the  top  of  the  step  should 
be  given  a  flat  downward  slope  away  from  the  body  of  the  wall,  to 
prevent  pools  of  w^at^r  from  standing  on  the  top  of  the  step  and 
soaking  into  the  body  of  the  concrete. 

3.  Make  the  concrete  waterproof,  since  if  the  water  is  kept  out 
it  will  not  dissolve  the  salts,  and  consequently  efflorescence  will  be 
prevented.  For  a  discussion  of  the  several  ways  of  making  concrete 
impervious,  see  §  363-8^3 ;  and  for  a  method  of  rendering  the  efflores- 
cence almost  invisible,  see  §  643. 

390.  Efflorescence  is  partially  removed  by  the  wind  and  the  rain, 
and  can  be  entirely  removed  by  scrubbing  the  surface  with  dilute 
hydrochloric  acid;  but  it  may  return.  This  scrubbing  process  is  ex- 
pensive in  brushes,  acid,  and  time. 

391.  GONOBETE  IN  Sea  WATER.  The  action  of  sea  water  upon 
cement  and  concrete  is  not  well  understood.  However,  it  has  been 
established  that  under  certain  conditions  concrete  is  nearly  sure  to 
fail,  while  under  other  conditions  it  will  probably  withstand  the 
action  of  sea  water  at  least  for  a  considerable  time.  It  is  certain 
that  cement  which  contains  a  comparatively  high  per  cent  of  lime, 
alumina,  or  gypsum,  is  dangerous  for  use  in  sea  water,  since  the 
salts  in  the  sea  water  combine  with  these  elements  and  form  com- 
pounds which  swell  and  ultimately  destroy  the  mortar  or  concrete. 
Apparently  the  indii*ect  action  of  the  sulphates  in  sea  water  upon 
the  free  lime  in  the  cement  is  the  most  active  cause  of  disintegration. 
It  is  also  certain  that  a  dense  concrete  withstands  the  action  of  sea 
water  better  than  a  porous  concrete.  Apparently  mortar  made 
with  fine  sand  is  more  durable  than  that  made  with  coarse  sand. 
Sea  water  carrying  silt  is  not  as  destructive  as  clear  sea  water, 
apparently  l^ecause  the  silt  closes  the  pores  of  the  concrete  and  makes 
it  less  permeable.  Waterproofing  the  concrete  would  doubtless 
inci-ease  its  resistance  to  the  disintegration  by  sea  water;  but 
neither  clay  (§  372)  nor  alum  (§  377)  should  be  used  for  this  purpose, 
since  alumina  increa.ses  the  destructive  action  of  sea  water.  It  is 
claimed  that  iron-ore  cement  (§  114)  is  not  affected  by  sea  water. 

392.  Effect  of  Alkali  on  Concrete.  Recentlv  attention  has 
been  called  to  the  fact  that  the  natural  alkali  waters  of  the  western 
part  of  this  country  seem  to  have  a  disintegrating  effect  upon  con- 
crete.*    Neither  the  cause  of  this  action  nor  the  remedy  is  yet  clearly 
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established;  but  apparently  the  action  of  alkali  water  is  due  to  the  in- 
direct effect  of  the  soluble  sulphates  upon  the  free  lime  in  the  cement, 
and  apparently  the  damage  is  most  serious  on  surfaces  situated  be- 
tween hi^h  and  low  water.  The  i-emedy  seems  to  be  to  use  sand  free 
from  soluble  salts,  and  either  to  make  a  concrete  so  dense  that  it 
will  be  practically  waterproof  or  to  protect  the  concrete  by  Avater- 
pi-oofinjr  it  (§  306).  It  is  pi-obable  that  iron-ore  cement  (§  114)  will 
i-esist  the  action  of  alkali  water. 

393.  Effeot  of  Oil  on  Oonorete.  Until  recently  it  has  generally 
i>een  believed  that  oil  had  no  harmful  effect  upon  cement  and  con- 
crete ;  but  it  has  i*ecentl v  been  discovered  that  at  least  some  animal  and 
vegetable  oils  contain  acids  which  combine  with  the  lime  of  the  cement 
and  form  compounds  which  by  their  expansive  action  disintegrate 
cement  mortar  and  concrete.*    Mineral  oils  produce  no  harmful  effect. 

This  effect  of  oil  is  not  very  serious,  since  ordinarily  concrete  is 
seldom  subjected  to  large  doses  of  any  kind  of  oil,  much  less  animal 
or  vegetable  oils  containing  harmful  acids.  The  damage  is  less  the 
denser  the  concrete,  and  the  longer  it  has  set.  Neither  the  alum 
and  soap  washes  nor  a  coat  of  paraffine  or  linseed  oil  or  sodium 
silicate  protects  the  concrete  ajjainst  the  disintegrating  effect  of  oil 

Art.  5.    Stkkngth.    Weight,    and   Co.st  of  Concrete. 

394.  Strength.  The  strength  of  concrete  depends  upon  the  kind 
and  amount  of  the  cement,  the  kind  and  size  of  the  aggregate,  the 
proportions,  the  grading  of  the  aggregate,  the  amount  of  water,  the 
thoroughness  of  the  mixing,  the  amount  of  tamping,  the  age  of  the 
concrete,  and  the  conditions  under  which  the  concrete  seasons. 
The  strength  of  the  concrete  varies  greatly  with  its  density,  which 
depends  chiefly  upon  the  grading  of  the  aggregate,  the  wetness  of 
the  concrete  and  the  amount  of  tamping — elements,  the  importance 
of  which  have  only  recently  been  recognized,  and  consequently  the 
reports  of  nuiny  experiments  contain  no  information  on  these  im- 
portant factoi-s.  This  incompleteness  of  the  reports  of  most  experi- 
ments is  l)ecause  tests  are  usually  made  to  determine  only  the  effect 
of  a  variation  in  some  one  factor  in  the  manufacture  of  concrete;  and 
as  the  other  factoi-s  are  the  same  in  all  the  experiments  of  the  series, 
little  or  no  information  is  given  concerning  them,  and  consequently 
th(»  n^Hults  are  usually  valuable  only  for  the  one  purpose  for  which  the 
«!X|H»nments  were  made.  This  pi-obably  explains  the  wide  variation 
Homctimes  found  between  results  of  apparently  similar  experiments. 

I'^ormerly,  when  only  massive  plain  concrete  was  used,  the  com- 
pressive strength  alone  was  regarded  as  important",    but  since  the 
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introduction  of  reinforced  concrete,  the  transverse  and  the  shearing 
strength  have  l)ecome  of  interest.  A  few  data  will  be  given  concerning 
the  compressive,  transverse,  and  shearing  strengths  of  plain  concrete. 

396.  OOBCPRBUiVE  Strength  of  Stone  Concrete.  The  results 
of  experiments  to  determine  the  crushing  strength  vary  materially 
with  the  form  of  the  test  specimen  and  also  with  the  condition  of  the 
pressed  surface.  Usually  the  test  specimen  is  a  cul>e,  hut  occasion- 
.ally  prisms  much  taller  than  broad  have  been  used.  The  latter  give 
much  smaller  results  than  the  former.  The  smoothness  of  the  pressed 
surface  materially  affects  the  results  for  compi-essive  strength,  and 
unfortunately  there  is  no  agreement  as  to  the  method  of  preparing 
the  surface.  Probably  the  best  method  is  to  give  the  surface  a  coat 
of  neat  cement  paste  or  of  plaster  of  paris,  and  turn  it  upside  down 
upon  a  sheet  of  plate  glass.  If  there  is  plenty  of  time  for  the  cement 
to  set,  it  is  more  scientific  to  use  the  cement;  but  the  plaster  of 
paris  is  more  commonly  used,  because  of  its  more  rapid  set. 

396.  Dow's  Experiments.  Table  2^  shows  the  results  of  a  series 
of  experiments  made  by  A.   W.    Dow,   Inspector  of  Asphalt  and 


Rkf. 
No. 


2 
:i 
4 

5 
6 


7 

8 

9 

10 

11 

12 


TABLE  29. 

Crushing  Strength  of  Natural-  and  Portland-Cement 
Concrete,  in  Pounds  per  Square  Inch 


Composition  of  Concrktk 

BY  VOLUllK«  LOOSK. 


VolOM 

IX  Agcrfgatk 


Mortar. 


A^resate. 
StzoH  from 
2H"  to  A". 


Ce-      <.,..i  1  Broken 
ment.    ^*"''     Stone. 


1 
1 
1 
1 
1 
1 


1 
1 
1 
1 
1 
I 


2 

2 
o 

2 


2 

2 

2 

2 

2 
o 


6 
6t 


Gravel.  I 


Per 

Cent 

of 

Volume. 


Per 
C«nt 

of 

Voi(!« 

filled 

with 

Mortar 


Natural  Ccinont. 


6 
6t 

:V 


45 . 3 

83.9 

4.5.7 

83.9 

39.5 

96.2 

29.3 

r29.1 

1   35.5 

107.0 

li   37.8 

100.6 

() 

3 


Portland  Cement. 


3 


45.3 
45.7 
39.5 
29.3 
35 . 5 
37.8 


83.9 

83.9 

96.2 

129.1 

107.0 

100.6 


Agk  of  Cub  km  whkn  Brokkn. 


Ten 
I)ay.««. 


228 


87 
108 


908 


694 
950 


Days      ^«'*    ,  M"«      '^'^^ 


539    375       795 
596 


421 
3r)4 


361 
593 


1  790 


1  630 
1  850 


2  260 
1630 


2  680 


344 
632 


2  510 
1530 


1  840 

2  070 


915 
829 
800 
763 
841 
915 


3  060 
1850 
2  700 
2  820 
2  750 
2  840 


♦Gneiss,     t Coarse.     ^ Throe  fourths  ordinary  stone,  one  fourtli  granolithic. 
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(VnuMit.  Washington,  I).  C*  Each  result  is  the  mean  of  two  cubes, 
rxco[>t  those  for  one  year,  which  are  the  mean  of  five.  Owing  to  the 
friotion  of  the  hydrostatic  press  with  which  the  tests  were  made,  the 
ivsults  aiv  l^  to  8  per  cent  too  high.  With  the  natural  cement  the 
water  usoil  was  0.t^l7  cu.  ft.  (20  lb.)  per  cu.  ft.  of  rammed  concrete, 
and  with  |H>rtland  cement  0.24  cu.  ft.  (12  lb.) — in  both  cases  includ- 
ing the  moisture  in  the  sand.  The  sand  contained  4.4  per  cent  of 
water,  which  increaseil  the  volume  of  the  sand  and  made  the  mortar 
slightly  richer  than  as  stateii. 

S9T.  Emil«r*t  bpariBtnli.  Mr.  George  W.  Rafter,  under  the 
direction  of  the  i^ate  Engineer  of  Xew  York,  tested  542  1-foot  cubes 
of  i^mcivte  in  which  fixT  bramts  of  port  land  cement  and  one  of 
natuml  wt^re  Ui^eil.t  The  sand  was  pure,  clean,  sharp  silica,  con- 
taining *>2  |H>r  cent  of  voiils.  The  aggregate  was  sandstone  broken 
to  |v^ss  a  2-inch  ring,  and  had  37  per  cent  voids  when  tamped.  In 
half  the  bkn^ks  the  mortar  was  a  little  more  than  enough  to  fill  the 
wnds;  an\l  in  the  other  half  the  mortar  was  equal  to  about  80  per 
ivut  of  the  voids. 

In  making  the  cuIh»s  wluvse  strength  is  summarized  in  Table  30, 
thrxv  bi^n\ls  of  |H>rtland  element  were  used  which  meet  the  specifi- 
vatii^ns  \>f  Fable  l»i.  pagi*  81.  The  mortar  for  these  culjes  was  mixed 
as  "drv  as  damp  earth."  and  the  test  specimens  were  stored  under 
water  for  four  months  ami  then  buried  in  sand.  The  age  when 
tt\sted  ramjinl  fixun  550  to  tW)0  ilays,  the  average  being  about  600. 


T.\HLE  30. 

(*KiHin\u   SrKKMJTii    OK    Poktland-Ckment   and    Bkokkn-Stone 

Concrete. 

\  tMils  of  bitiketi  stone  nearly  filled  with  mortar — see  §  397. 

,\^»  whiMi  tested  600  days. 


I 
I 


!      No. 

or  CVHKH 

'  Tkhtki) 


I 


1 

A 

2 

0 

:< 

G 

4 

6 

i; 

•> 

«> 

i\ 

1 

Mkan  Cruhiiino  Str 

KNGTII. 

1 

Lb.  ijer  Sq.  In. 

TonK 

r>erSq.  Ft 

4  467 

322 

3  731 

268 

2  553 

184 

2  015 

145 

1796 

129 

i:«5 

98 

♦  Mi»i»oil  ol  \\\v  0|M'nitlou»*  o(  tho  KiiKintfring  Department  of  the  Hist  riot  of 
\v»Iv»»hI«ui  loi  iUv  v.mr  iMullnic '»»"«' ao.  181)7.  p.  lflO-6<>. 

I  loni^  (il  MelnlH.  vU\,  Wutertowii  ArHtmal,  181W,  p.  415-56();  or  Report  of  the 
\  »v^  >»»iK  f<U\U>  r,UM*"«**'f»  *^^*7,  p.  375-460;  or  Trans.  Amer.  Soc.  of  C.  E.,  vol.  xlii. 
|i    101  .^» 
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The  cubes  were  crushed  on  the  U.  S.  Watertown  Arsenal  testinji; 
machine.     The  individual   results  agreed  well   among  themselves. 

The  cubes  summarized  in  Table  30  were  stored  under  water. 
An  equal  number  of  companion  blocks  stored  in  a  cool  cellar  gave 
82  per  cent  as  much  strength;  those  fully  exposed  to  the  weather, 
81  per  cent;  and  those  covered  with  burlap  and  wetted  several  times 
a  day  for  about  three  months  and  afterwards  exposed  to  the  weather, 
80  per  cent. 

The  cubes  of  Table  30  were  mixed  as  "dry  as  damp  earth." 
Companion  blocks,  of  which  the  mortar  was  mixed  to  the  ''ordinary 
consistency  used  by  the  average  mason,"  gave  90  per  cent  as  much 
strength;  and  those  mixed  to  "quake  like  liver  under  moderate 
ramming,"  88  per  cent. 

The  cubes  containing  mortar  practically  equal  to  the  voids  in 
the  broken  stone  were  3  per  cent  stronger  than  those  containing 
mortar  equal  to  about  80  per  cent  of  the  voids. 

398.  Kimball's  Experiments.  Mr.  Cieorge  A.  Kimliali,  Chief 
Kngineer  of  the  Boston  Elevated  Railway  Co.,  made  372  1-foot 
concrete  cubes  which  were  tested  at  the  U.  S.  Arsenal  at  Watertown, 
Mass.*    The  results  are  summarized  in  Table  31.     The  mixing  of 


TABLE  31. 

CRrsHi\(;   Strength   of   Portland-O.ment   and    Broken-Stone 

Concrete. 

Results  are  in  pounds  per  square  inch. 


I 

Rkf.     1 

Proportions. 

One 
Week. 

Agk  when  Tkstkd. 

No. 

1 
1 

Cement. 

Sand. 

Stone.      1 

One 
Month. 

Three 
Months. 

Six 
Month.s. 

- 1 

1 
I 

1 

0 

2 

:<  (M)S 

:i  ry'M 

4  17S 

.')  2'A) 

1 
2 

1 

2 

4 

1  .'>43 

1 

2  416 

2  890 

A  827 

3 

1 

4 

t 

6 

'     1  :<79 

2  158 

2  r>88 

:nio 

4 

1 

1 

6 

12 

1 

1         .591 

993 

1  112 

1  .'^O 

the  concrete  for  the  test  specimen  was  done  as  nearly  as  possible  like 
that  of  the  concrete  which  w^ent  into  actual  construction.  The 
consistency  was  such  that  with  the  richer  mixtures  water  barely 
flushed  to  the  surface  under  severe  ramming,  while  with  the  leaner 
mixtures  the  surface  merely  appeared  moist.     The  cubes  were  stored 

*  Teste  of  Metal«,  etc..  Watertown  Arsenal.  1899,  p.  719-834. 
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in  a  room  the  temperature  of  which  was  usually  about  40°  F.,  although 
it  ordinarily  varied  from  28°  to  50°  and  twice  fell  to  20°.  When  the 
temperature  of  the  room  was  below  32°  the  cubes  were  covered  with 
burlaps.  Five  different  brands  of  portland  cement  were  used.  In 
the  fii*st  line  of  the  table,  each  result  is  the 'mean  of  fourteen  tests, 
and  in  the  remainder  of  the  table  each  result  is  the  mean  of  twentv-six. 

399.  Other  Results.  For  additional  data  on  the  crushing  strength 
of  gravel  concrete,  see  Table  26,  page  141 ;  and  for  data  on  the  strength 
of  gravel  and  broken-stone  concrete,  see  Fig.  11,  page  140. 

400.  Compressive  Strength  for  Different  Proportions.  M.  Feret,  the 
noted  French  authority,  as  a  result  of  an  elalx)rate  study  of  the 

TABLE  :V2. 


'OMPRKHHIVK 

Str 

ENGTl 

i      OF 

'   Vo 

rtland-i'emknt 

Concrete     of 

Various  I^rgportions. 

l*HOI*OKTI 

Results  are  in  pounds  per  square  inch. 

ON'N. 

AoE  1  Month.                     i 

1 

Agk  6  Months. 

^             1 

• 

r 

1 

jc  c 

^'-2  8 

• 

•§"2  • 

3  890 
3  750 
3  620 

m 

1 

1) 

2 
3 
4 

2  880 
2  780 
2  680 

2860 
2  750 
2  650 

2  840 
2  720 
2  610 

2800 
2  670 
2  540 

2  760 
2  610 
2460 

3  870 
3  710 
3  570 

3  840 
3680 
3  520 

3  780 
3600 
3  430 

3  730 
3  530 
3  330 

1 

2 

3 
4 

:> 

6 

2  560 
2  480 
2  400 
2  320 

2  540 
2  440 
2  350 
2260 

2  510 
2  410 
2  310 
2  230 

2  460 
2  350 
2  230 
2  140 

2  410 
2290 
2  170 
2060 

3460 
3340 
3  230 
3  130 

3  420 
3  300 
3  180 
3060 

3390 
3  250 
3  120 
3  010 

3  320 
3  170 
3  010 
^890 

3  250 
3090 
2  930 
2  780 

1 

•ij 

3 
4 

:» 

6 

2  370 
2  290 
2  210 
2  140 

2  340 
2260 
2  180 
2  100 

2.320 
2  230 
2  130 
2060 

2  270 
2  180 
2  070 
1980 

2  230 
2  110 
2000 
1910 

3200 
3090 
2  980 
2890 

3  160 
3  050 
2  940 
2  8.30 

3  1,30 
3  010 
2  880 
2  780 

3  070 
2  940 
2  790 
2  670 

3  020 
2  850 
2  700 
2  570 

1 

it 

1 

r» 

6 

H 

2  120 
2  060 
1  990 
1  860 

2  090 

2o:w 

1  9,50 
1  810 

2060 
1990 
1  910 
I  770 

2  020 
19:i0 
1840 
1680 

1970 
1  870 
177(: 
1600 

286C 
2  780 
2  680 
2  510 

2  830 
2  740 
2  6.30 
2  440 

2  780 
2  690 
2.580 
2,390 

2  720 
2  610 
2  480 
2  280 

2660 
2  530 
2390 
2  160 

1 

•1 

7 

H 

10 

1  710 

I  (mo 

1  610 
1  510 

1  ()80 
1  (i20 
1  570 
1  460 

I  6.50 
1  590 
1  5.30 
1  420 

1  590 
1  5.30 
1  460 
1  340 

15.30 
1460 
1  400 
1260 

2  310 
2  240 
2  170 
2  040 

2  270 
2  190 
2  120 
1980 

2  220 
2  1,50 
2  070 
1920 

2  140 
2060 
1970 
1810 

2  070 
1980 
1880 
1700 

1 

1 
It 

10 

1  310 

1  270 

1  230 

)  160 

1  090 

1770 

1720 

1660 

1570 

1470 

1 

l\ 

12 

1  060 

1020 

980 

910 

840 

1  430 

1.380 

1  320 

1 

1230 

1  140 
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compressive  strength  of  mortars,  established  the  following  principle: 
"For  any  series  of  plastic  mortars  made  with  the  same  binding 
material  and  inert  sands,  the  resistance  to  compression  after  the 
same  length  of  set  under  identical  conditions,  whatever  may  be  the 
nature  and  size  of  the  sand  and  the  proportions  of  the  elements  of 

which  each  is  composed,  is  solely  a  function  of  the  ratio or 

w  -{-a 

,  in  which  c  =  the  absolute  volume  of  the  cement  in  a  unit 


l-(c4-«) 

of  volume  of  concrete,  «  =  the  absolute  volume  of  the  sand,  it?  =  the 
absolute  volume  of  the  water  voids,  and  o  =  the  absolute  volume  of 
the  air  voids."  Taylor  and  Thompson*  modified  this  principle  to 
make  it  applicable  to  conci-ete,  and  from  the  results  of  various  experi- 
ments deduced  a  formula  by  which,  knowing  the  compressive  strength 
of  any  one  proportion,  the  approximate  compressive  strength  of  any 
other  proportion  can  be  computed.  By  this  method  the  above 
authors  prepared  Table  32,  which  shows  the  relative  compi-essive 
strength  of  portland-cement  concrete  of  different  proportions  at 
one  month  and  at  six  months.  Notice  that  the  broken  stone  or 
gravel  having  the  greatest  per  cent  of  voids  has  the  greatest  strength. 
This  anomaly  is  due  to  the  fact  that  the  broken  stone  having  the 
greatest  per  cent  of  voids  requires  the  greatest  amount  of  cement 
per  unit  of  volume  of  concrete,  and  the  greater  amount  of  cement 
has  more  influence  in  increasing  the  strength  than  the  greater  per 
cent  of  voids  has  in  decreasing  it. 

iOl.  Increase  of  Gompressive  Strength  with  Age.  Messrs.  Taylor 
and  Thompson  in  the  investigation  referred  to  in  the  previous 
paragraph  deduced  f  the  ratios  shown  in  Table  33  which  are  useful, 
in  determining  the  effect  of  age  upon  the  compressive  strength  of 
concrete.     Of  course  such  results  can  be  only  approximate  in  any 

TABLE  33. 
Effect  of  Age  on  the  Strength  of  Portland-Cement  Concrete. 


'ifuMBER^^  ^"*-    ^^   ''"*'•    CONCRKTE. 


Reu^tivk  Compressive  Sthevcsth. 


1  I                 7  tlays.  ,  0 .  76 

2  '                 I  month.  1.00 

3  3  months.  1 . 2') 

4  i                 6  months.  1 . 3.5 

5  1  year.  1 .44 


♦Taylor  and  Thompson's  Concrete  Plain  and  Reinforred.  ed.  190.5.  p.  237-44. 
t/Wa..  p.  241. 
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particular  case,  owing  to  the  (lififcrcncc  in  the  conditions  between 
the  case  in  hand  and  the  experiments  from  which  the  ratios  were 
deduced. 

402.  GruBhing  Strength  under  Concentrated  Load.  All  the  pre- 
ceding results  for  the  crushing  strength  are  for  a  compressive  force 
applied  over  the  entire  upper  surface  of  the  test  specimen;  hut  if  the 
load  is  applied  upon  only  the  central  portion  of  the  upper  surface,  a 
greater  load  will  \ye  required  to  crush  the  specimen,  l)ecause  the 
outer  portions  will  support,  the  interior  portion  and  materially 
increase  the  crushing  resistance  of  the  specimen. 

In  a  series  of  experiments,*  thirty-six  cubes  of  1:0:2  and 
1  :  2  :  4  concrete  were  crushed  at  different  ages  by  applying  the 
load  over  the  entire  upper  surface  of  the  cube,  and  the  same  numlxjr 
of  companion  cul>es  were  crushed  by  applying  the  pressure  over  an 
area  of  10  by  10  inches,  and  a  third  set  ))y  applying  the  stress  over 
an  area  of  S  by  8.25  inches.  The  second  series  gave  a  strength  1 12 
per  cent  of  the  first,  and  the  third  128  per  cent.  Different  ages  or 
^  different  proportions  seem  to  make  no  difference  in  the  above  per 
cents. 

For  additional  data  concerning  the  difference  between  a  dis- 
tributed and  a  concentrated  load,  see  §  657. 

403.  Safe  CruBhing  Strength.  The  safe  crushing  strength  depends 
upon  the  character  and  the  age  of  the  concrete  and  upon  the  method 
of  applying  the  load — whether  distributed  or  concentrated.  The 
results  of  laboratory  tests  are  higher  than  is  likely  to  be  reali^ied  in 
actual  practice,  because  of  the  difference  in  the  conditions  under 
which  the  work  is  done.  For  this  reason  it  is  not  wise  to  assume 
that  the  ultimate  crushing  strength  of  a  1  :  2  :  4  port  land-cement 
concrete  made  under  reasonably  good  working  conditions  is  more 
than  about  2,000  pounds  per  square  inch  at  30  days;  and  for  other 
proportions  this  value  may  be  reduced  according  to  the  ratios  in 
Table  32,  page  198,  and  for  other  ages  it  may  be  increased  according 
to  the  quantities  given  in  Table  33,  page  199.  In  any  important 
work  the  strength  should  be  determined  for  the  actual  conditions 
under  which  the  concrete  is  to  l)e  used.  On  account  of  the  difficultv 
of  securing  uniformity  in  concrete  work,  it  is  customary  to  assume 
a  comparatively  large  factor  of  safety. 

Table  34  gives  the  values  of  the  safe  crushing  strength  of  a  1  :  2  :  4 
port  land-cement  concrete  made  whei'e  the  materials  and  workman- 
ship are  carefully  inspected.  If  good  materials  and  careful  work- 
manship are  not  assured,  smaller  values  should  be  chosen.  Values 
for  other  proportions  and  other  ages  can  be  deduced  from  those 
given  in  Table  34  by  applying  the  ratios  of  Tables  32  and  33,  paged 

♦  Testfl  of  Metals.  1809,  p.  734-40. 
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TABLE  34. 

Maximum  Safe  Crushing  Strength  of  a  Good  1:2:4  Portland- 
Cement  Concrete  1  Month  Old. 


Rkf. 
No. 


2 

3 


5 


Mktiioi)  of  Applyino  thk  Strkj*k. 


Bearing  of  steel  on  concrete,  where  the  width  of  the 
bearing  area  is  not  more  than  oO  per  cent  of  the 
width  of  the  upper  face  of  the  concrete 

Bearing  of  bridge  seat  subject  to  shock   

Bearing  on  mass  c-oncrete  and  in  cohnnn  pedestals 
2  Tt.  square  or  over 

Maximum  compressive  stress  in  reinforced  concrete 
beams  or  on  the  toe  of  dams,  retaining  walls,  etc. 

Direct  compression  on  thin  plain-concrete^  walls  oi 
plain-ctmcret«  columns  whose  length  does  not 
exceed  twelve  diameters    


Lb.  pek 
Sq.  In. 


1  000 
500 

700 

600 


400 


TONH  PER 

.Sq.  Ft. 


72 
36 

50 

43 


29 


198  and  199,  respectively.  The  dimensions  of  a  massive  concrete 
structure  seldom  depend  upon  the  strength  of  the  concrete.  For 
example,  the  dimensions  of  a  concrete  foundation  are  determined 
by  the  l^aring  power  of  the  soil;  and  many  times  a  richer  mixture 
is  employed  than  is  necessary  to  support  the  load — sometimes  to 
secure  a  water-tight  foundation,  .sometimes  to  secure  resistance  to 
frost,  ])ut  often  through  ignorance  or  indifference.  But  in  the  design 
of  reinforced  concrete  buildings  the  crushing  strength  of  the  concrete 
is  an  important  factor;  and  a  rich  mixture  is  preferred  not  only 
because  of  its  greater  strength,  but  al.so  because  it  insures  greater 
adherence  to  the  steel,  makes  possible  the  earlier  removal  of  the 
forms  and  their  earlier  use  elsewhere,  and  gives  greater  .security 
against  inferior  sand  and  imperfect  mixing.  The  cost  of  the  addi- 
tional cement  is  not  a  very  large  per  cent  of  the  total  cost  of  the 
building. 

404.  Crushing  Strength  of  Cinder  Concrete.  Table  35, 
page  202,  is  the  summary  of  fifty-two  tests  of  port  land-cement 
cinder-concrete  cul^es.*  The  cindei*s  were  used  as  thev  came  from 
the  furnace  without  sifting,  the  larger  clinkers  only  having  been 
broken,  t 

♦  Tests  of  Metals,  etc,  Watertown  ArRonal,  1898,  p.  415,  417,  561-72;  1903,  p.547; 
1904,  p.  340. 

t  Tests  of  MeUls,  1809,  p.  734-40. 


202 


Plain  Concrete. 


[Chap.  VII. 


TABLE  35. 

Compressive  Strength   op   Portland-Cement   and  Cinder 

Concrete. 


Rkf. 


Proportions  by  Volumfji. 


Crushing  Strknoth, 
Pounds  per  Square  Inch. 


.^•#, 

Cement. 

Hand. 

1 
Cindere. 

1 
3 

1    --        —                   .   - .    -_ 

One    Month. 

Three  Months. 

1 

1 

1 

1686 

2  417 

2 

1 

2 

4 

'              1  343 

1  328 

3 

1 

•> 

5 

1 

1                687 

1302 

4 

1 

A 

!      "      1 

823 

788 

406.  TBV8ILI  8TBIVQTH  OF  Ck>VOBETK.  A  knowledge  of  the  ten- 
sile strength  of  concrete  is  much  less  important  than  that  of  its  com- 
pressive strength,  for  in  massive  construction  the  tensile  strength 
is  of  no  importance,  and  in  the  construction  of  slabs,  beams,  and 
girders  no  dependence  is  placed  upon  the  tensile  strength  of  concrete 


TABLE  86. 
Tensile  Strength  of  Concrete. 


1 

Proportions  by  Volumes. 

Aoe 

Rr.rKU' 

1 

When 
Tested. 

Number 
or 

Tensile 
Strength. 

KMCK 

Authority. 

NUMBKR. 

Cement. 

Hand. 

Broken 
Stone. 

Months. 

TyjTTft. 

lb.  per  sq.  in. 
207 

1 

1 

2* 

4 

10 

Woolsen  f 

2                1 

2                4 

3 

161 

Woolsen  f 

3                1 

2               4 

9 

205 

Henby:: 

4        ;       I 

2               4 

4 

311 

Hattf 

r>     1 

1 

2-             5 

1 

237 

HattT     • 

6 

1 

2               5 

3 

215 

Henby  t 

0» 

I 

3               6 

5 

115 

Henby  J 

H                I 

2       1       4 

3 

2 

158 

Henby  t 
Hattif 

0                 I 

2       '       5 

3 

1 

359 

10        ,        I 

2              5 

3 

3 

121 

Henby  J 

II         1             1:5  gravel 

1 

1 

253 

Hattf 
Hattf 

12                     1:5  puvel 

3 

1 

290 

*  limestone  screenings. 

t  Prof.  Ira  H.  Woolsen,  Engineering  Netos,  vol,  liii.  p.  561-d6. 
J  Mr.  W.  H.  Henby.  Jour.  Assoc.  Eng'g  Soc..  vol.  xxv,  p.  147-51. 

•  l»rof.  W.  K.  Hatt.  J«nir.  West.  Soc.  Eng'rs.  vol.  ix.  p.  234. 
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on  account  of  its  brittleness  and  its  liability  to  crack  from  shrinkage. 
However,  a  knowledge  of  the  tensile  strength  of  concrete  is  important 
in  problems  relating  to  the  use  of  reinforced  concrete  (Chap.  V^III), 
and  hence  will  be  briefly  considered. 

Table  36,  gives  values  of  the  tensile  strength  as  determined  by 
three  experimenters.  All  of  the  tests  wei-e  made  upon  gigantic 
briquettes. 

TABLE  37. 

Transverse  Strength  of  CoNrRf:TE  of  Various  Proportions.* 

Age  when  tested,  112  days. 


Rer. 

No. 

Proportions  by  Wkkjiit. 
('<eineiit.        |    Srreeiiinip*,               Str>iie 

1 

NUMBKK 
<IF  Tf.KTM. 

1 

Modulus  of 

RuPTURf:, 

Ik  per  aq.  in. 

1 

1 

0 

0 

() 

92(i 

2 

1 

1 

0 

6 

586 

3 

1 

(> 

484 

4 

2 

() 

479 

•5 

?, . .-) 

()        1 

433 

6 

.^> 

1 

278 

7 

1 

2 

0 

<> 

461 

• 

8 

3 

6 

mi 

9 

5 

S 

218 

10 

7.5 

4        1 

249 

11 

1 

3 

•J 

3 

231 

12 

4' 

!          8 

170 

13 

7 

4 

169 

14 

1 

4 

0 

1               : 

225 

15 

3 

3 

•203 

16 

0 

10 

135 

17 

9 

1 

1                   ' 

115 

• 

18 

1 

0 

'       ■^ 

104 

19 

1 

i\ 

7 

() 

120 

20 

12            ' 

1 

2 

1 

93 

406.  The  tensile  strength  of  concrete  is  usually  obtained  by 
determining  the  transverse  strength  of  conci-ete  beams  and  com- 
puting the  stress  upon  the  extreme  filx^r  (the  modulus  of  rupture) 
under  the  aasumption  that  the  neutral  axis  is  at  the  center  of 
the  beam.  Table  37  gives  the  modulus  of  rupture  of  concretes 
of  various  proportions  of  portland  cement,  stone  screenings,  and 

♦  Fuller  and  Thompson  in  Trans.  Ainrr.  Soc.  of  C.  K..  vol.  lix,  p.  94-95. 
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in  the  other  the  ends  of  a  short  concrete  beam  were  clamped 
cylindrical  bearings  and  the  load  was  applied  through  a  semi-cyli 
drical  bearing  block.     The  last  method  above  was  devised  by  Prof 
sor  Spaflford,  and  is  the  one  used  by  him  in  the  experiments  su 
marized  in  Table  40. 


TABLE  40. 
Rel-\tivk  Sheakin(i  and  CuusHiNci  Strength  of  Concrete.* 

ff 

Tests  made  by   Professor  Spafford   at   Maasachusetts  Institute  c?  ^ 


Technolog}\ 


Pkopok- 

TION8. 


1  :2:4 
1  ;2:4 

1  :3:5 
1:3:5 

1  :3:6 
1  :3:6 


m  kthou  of 
Storing. 


Air 
Water 

Air 
Water 

Air 
Water 


Shelakino  Strength. 
lb.  per  sq.  in. 


Maximum. 


1630 
2090 

1  590 
1380 

1  450 
1200 


Minimum. 

960 
1  180 

890 
840 

950 

io:io 


Average. 

1  310 
1650 

1  240 
1  120 

1  180 
1  120 


Crushing 

Strength 

or  Cubes. 

lb.  per.  sq.  in. 

Ratio  of- 
Shear  t(^ 

COMPRKA- 
SION. 

1 

2  070 
2  620 

0.63 
0.63 

1310 
1360 

0.94 

o.;« 

950 
1270 

1.25 
0.88 

409.  Modulus  of  Elastioitt.  The  modulus  of  elasticity  is  the 
ratio  of  the  total  stress  to  the  corresponding;  elastic  deformation  of 
the  concrete,  and  is  an  important  factor  in  the  design  of  reinforced 
concrete  structures.  The  value  of  the  moduhis  increases  with  the 
age  and  the  richness  of  the  concrete,  and  decreases  with  the  load. 
Apparently  the  modulus  is  the  same  for  tension  as  for  compression. 

Different  experimenters  have  obtained  veiy  different  results  for 
the  modulus,  owing  partly  to  variations  in  the  concrete,  partly  to  the 
different  stresses  between  which  the  modulus  is  taken,  partly  to  the 
difficulties  of  measuring  the  very  small  deformations,  and  partly 
to  whether  gross  or  net  deformations  are  used.  The  net  deforma- 
tions give  the  larger  values  for  the  modulus.  Values  have  been 
obtained  ranging  from  l,oO(),0()0  to  5,(XX),0(K)  lb.  per  sq.  in. 

Table  41  gives  the  modulus  for  different  proportions  and 
different  ages.  These  values  wei*e  deduced  in  connection  mth 
the  crushing  tests  described  in  §  398,  which  see.  In  computing 
the  results  in  Table  41  net  deformations  (the  total  deformations 
minus  the  set )  wei-e  used. 

410.  Elastic  Limit.  Concrete  shows  a  permanent  set  under 
small  loads,  and  hence  concrete  can  hardly  l)e  said  to  have  an  elastic 

*  Bulletin  No.  8,  Uuivcryity  of  niinoi.*«  Kngiueering  Experiment  Station,  p.  8. 
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408.  Shearing  Strbnoth.  The  shearing  strength  of  concrete  is 
of  no  importance  in  massive  structures,  but  is  important  in  the  design 
of  reinforced  concrete  beams.  It  is  difficult  to  arrange  an  experi- 
ment to  determine  the  shearing  strength  of  concrete  without  in- 
volving cutting  action  or  bending  stress.  In  Bulletin  No.  8  of  the 
University  of  Illinois  Engineering  Experiment  Station  the  various 
methods  employed  to  determine  the  shearing  strength  of  concrete 
are  discussed,  and  the  conclusion  is  drawn  that  most  of  the  methods 
are  deceptive  and  give  results  which  are  too  small. 


TABLE  39. 

Relative    Shearing    and    Crushing    Strength    of    Concrete.* 

Tests  made  by  Professor  Talbot  at  University  of  Illinois. 


FOKM 

Propor- 

TIONH 

Mkthoi> 

NUMBKR 

Shearing 

Crumhino 
Strength 

Ratio  of 
Shear 

or 
Spkcimkn. 

OK  THK 
CONCRKTK. 

1:3:6 

OF 

Storing. 
Air 

Tk»T8. 

Strknoth. 
tbpersq.in. 

679 

or  Cub  EH. 
tl>per8q.  in. 

1  230 

to 
C0MPRK8- 

Plain 

9 

0.55 

plate 

1:3:6 

Water 

7 

729 

1  2;io 

.59 

1:3:6 

Damp  sand 

4 

905 

2  428 

.37 

1:3:6 

Damp  sand 

1 

968 

1  721 

.56 

1:2:4 

Damp  sand 

5 

1  193 

3  210 

.37 

liecessed 

1:3:6 

Air 

17 

796 

1  2:w 

0.65 

l)lock 

1  :  3  : 6 

Water 

879 

1  230 

.71 

1  : 3  : 6 

Damp  8}ind 

4 

1  141 

2  428 

.47 

1:3:  6 

Damp  sand 

1 

910 

1  721 

.53 

1:2:4 

Damp  sand 

5 

1  2.57 

3  210 

.39 

Reinforced 

1:3:6 

Air 

4 

1051 

12:30 

0.86 

recessed 

1:3: 6 

Damp  sand 

4 

1821 

2  428 

.75 

block 

1  :3:6 

Damp  sand 

1 

1  555 

1  721 

.90 

1  :2:4 

Damp  sand 

.1 

2  145 

3  210 

.67 

Kcstrainwl 

1:3: 6 

Damp  siind 

4 

1  313 

2  428 

0.54 

beam 

1  :  3  :  6 

Damp  sand 

1 

1  020 

1  721 

.59 

1:2:4 

Damp  stmd 

() 

1  418 

3  210 

.44 

Table  39  gives  the  results  obtained  l)y  Professor  Talbot;  and 
Table  40,  page  2(36,  shows  results  obtained  by  Professor  Spafford 
at  the  Massachusetts  Institute  of  Technology.  These  two  series 
of  experiments  are  much  the  most  satisfactory  of  any  that  have  been 
made,  and  give  results  much  larger  than  any  former  experiments. 
Professor  Tall)ot  used  four  metiiods  of  testing, — in  three  of  which 
a  hole  was  punched  through  a  phite  (for  details  see  Table  39),  and 

*  Bulletin  No.  8  of  University  of  lllinoisi  Kiiginofriug  Ex]>eriiiieiit  Station,  p.  24. 
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in  the  other  the  ends  of  a  short  concrete  beam  were  clamped  £i 
cylindrical  bearings  and  the  load  was  applied  through  a  semi-cylii^K: 
drical  bearing  block.     The  last  method  above  was  devised  by  Profess^ 
sor  Spaflford,  and  is  the  one  used  by  him  in  the  experiments  sui 
marized  in  Table  40. 

TABLE  40. 

Relative  Sheahincj  and  Chushinc;  Strength  of  Concrete.* 

Tests  made  by   Professor  Spafford   at   Massachusetts  Institute  « 

Technolog}\ 


Propor- 

M etiiou  of 
Storing. 

1 

1                 Shkarinu  Strength. 
i                          lb.  per  sq.  in. 

Crushing 

Strength 

op  Cubes. 

lb.  per.  sq.  in. 

Ratio  op 
Sh»lar  to 
Compres- 
sion. 

tions. 

Maximum. 

j 
Minimum,    i     Average. 

1:2:4 
1;2:4 

1  :3:5 
1:3:5 

1  :3:6 
1:3:6 

Air 
Water 

Air 
Water 

Air 
Water 

1 

1630 
2  090 

,       1590 
;       1380 

1  450 
1200 

1 

960 
1  180 

890 
840 

950 
1030 

1  310 
1650      1 

1  240 
1  120 

1  180 

1  120 

1 

1 

2  070 
2  620 

1310 
1360 

950 
1270 

0.63 
0.63 

0.94 
0.32 

1.25 
0.88 

409.  Modulus  of  Elasticity.  The  modulus  of  elasticity  is  the 
ratio  of  the  total  stress  to  the  corresponding;  elastic  deformation  of 
the  concrete,  and  is  an  important  factor  in  the  design  of  reinforced 
concrete  structures.  The  value  of  the  moduhis  increases  with  the 
age  and  the  richness  of  the  concrete,  and  decreases  with  the  load. 
Apparently  the  modukis  is  the  same  for  tension  as  for  compression. 

Different  experimenters  have  obtained  very  different  results  for 
the  modulus,  owing  partly  to  variations  in  the  concrete,  partly  to  the 
different  stresses  between  which  the  modulus  is  taken,  partly  to  the 
difficulties  of  measuring  the  very  small  deformations,  and  partly 
to  whether  gross  or  net  deformations  are  used.  The  net  deforma- 
tions give  the  larger  values  for  the  modulus.  Values  have  l^een 
obtained  ranging  from  l,5(K),tKK)  to  5,()0(),(K)0  lb.  per  sq.  in. 

Table  41  gives  the  modulus  for  different  praportions  and 
different  ages.  These  values  were  deduced  in  connection  with 
the  crushing  tests  described  in  §  398,  which  see.  In  computing 
the  results  in  Tai)le  41  net  deformations  (the  total  deformations 
minus  the  set)  were  used. 

410.  Elastic  Limit.  Concrete  shows  a  permanent  set  under 
small  loads,  and  hence  concrete  rim  hardly  be  said  to  have  an  elastic 

*  l^ullctin  No.  H,  t'uiversity  of  Illinois  Engineoriiig  Exixjriment  Station,  p.  8. 
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limit  in  the  usual  sense.  However,  there  appears  to  be  a  limit  to 
the  stress  which  can  be  repeated  indefinitely  without  continuing 
to  add  to  the  deformation,  and  for  practical  purposes  this  may  be 
taken  as  the  elastic  limit.  This  limit  is  from  50  to  60  per  cent  of  the 
ultimate  compi-essive  strength. 

411.  Weight.  The  weight  of  conci-ete  varies  with  the  unit  weight 
of  the  ingredients,  the  pniportions,  the  maximum  size  and  the 
grading  of  the  aggregate,  the  amount  of  the  water,  the  amount  of 
ramming,  and  the  age.  The  maximum  difference  Ijetween  portland 
and  natural  cement,  due  to  the  greater  weight  of  portland  cement, 
is  4  or  5  lb.  per  cu.  ft.  The  best  grade  of  1  :  2  :  4  concrete  when  dry 
weighs  about  as  follows:  trap  155  lb.  per  cu.  ft.,  conglomerate  or 
gravel  152  lb.  per  cu.  ft.,  Hmestone  150  lb.  per  cu.  ft.,  sandstone 
145  lb.  per  cu.  ft.,  cinder  110  lb.  per  cu.  ft.;  and  a  1  : 3  : 6  mixture 
when  diy  weighs  as  follows:  trap  150  lb.  per  cu.  ft.,  conglomerate  or 
gravel  145  lb.  per  cu.  ft.,  cinder  105  lb.  per  cu.  ft.*  Concrete  made 
of  blast-furnace  slag  weighs  from  110  to  120  lb.  per  cu.  ft.;  and  that 
made  of  coke  from  80  to  90  lb.  per  cu.  ft. 

TABLE  41. 
Modulus  of  Elasticity  of  Concrete.! 


Composition. 

e 

1 

hS 

« 

-    ,    i 

MP 

es      1      S 

1 

1 

2 

4 

2 

3 

4 

5 

1 

3 

6 

6 

7 

1 

8 

1             1 

9 

1    1    «        12 

10 

11 

.\ge. 


7  days 
1  mo. 
3  mos. 

6  mos. 

7  days 
1  mo. 
3  mos 
6  mos. 

1  mo. 
3  mos. 
6  mos. 


MoDULUH  or  Elasticity  Bi-rrw£EN 
Lo.\u«  pKK  Squark  I.ncii  of 


100  and 
600  lb. 


2  593  000 

2  662  000 

3  671000 
3  646  000 

1  869  000 

2  4:«000 

2  976  000 

3  608  000 

I  376  000 
1642  000 
1  820  000 


100  and 
1000  lb. 


2  054  000 

2  445  000 

3  170  000 
3  567  000 

1  530  000 

2  135  000 

2  656  000 

3  503  000 


1  364  000 
1  522  000 


1  000  and 

2  000  lb. 


1  351  000 
1462  000 

2  158  000 
2  582  000 


1  219  000 
1  805  000 
1868  000 


Compres- 
sive 

Strength, 
lb.  iier 
sq.  in. 


1730 
2  567 

2  975 

3  989 

1511 
2260 

2  741 

3  068 

1  146 
1359 
1  592 


412.  Ck>8T  OF  OONORBTE.     The  cost  of  concrete  depends  upon  the 
fbllowing:    (1)  the  unit  cost  of  the  materials;    (2)  the  proportions; 


♦Tests  of  Metals,  etc.,  Watertown  Arsenal,  1897,  1898.  1899,  1903,  im)4. 
t  Tests  of  Metals.  U.  8.  \.,  1899,  p.  741. 
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^  :ho  rlianu'ter  of  the  work — wlietluM-  foundation  work,  inas.s 
.vr.v^r^^to  aUno  gi'ound,  or  iTinforccd-conci-eto  building  work; — 
4  :ho  niajrnitudo  of  the  job;  (o)  the  cost  of  hil)or  per  hour;  ({))  the 
S.^urs  worker!  per  day:  (7)  the  character  of  the  hihor;  (8)  the  space 
a\a:1aMo  for  the  storage  and  the  handling  of  the  materials;  (9)  the 
t::'jv  of  the  year;  (10)  tlie  probable  weatlier  conditions;  (II)  the 
Ar4vun!  of  time  allowed  for  doing  the  work.  etc.  In  making  an 
os!im:Ue  of  the  ])i*obable  cost  of  any  p!*o{K)sed  work,  each  of  these 
;lf^«>s  must  Ih*  caivfully  stu<lied;  an<l  in  using  published  data  on 
i-NVx!  of  coiuMVte.  attention  should  be  given  to  the  conditions  under 
x^Wh  the  work  was  done. 

413«  Ooit  of  Mfttarials.  The  cost  of  concrete  depends  much 
Yi>*Mv  \\\MM\  the  character  of  the  construction  and  the  conditions 
uW«W  which  the  work  is  done  than  upon  the  fii'st  cost  of  the  materials. 

414.  Thr  Cnmnt.  The  price  of  cement  (§  127  29)  varies  with 
llw^  iN\nditit»i»s  of  tlie  market  and  with  the  locality,  and  hence  it  is 
^i>*^  to  consult  the  dealers  brfoiv  making  an  estimate.  Further, 
fjr^ht  l>  a  consiilerabU'  part  of  the  delivered  price,  and  hence  (juota- 
non>  >hould  be  secui-ed  f.t».b.  the  point  of  delivery.  The  cost  of 
t^;^l^^n  haul  will  usually  vary  fn»m  1")  to  20  cents  ])er  ton-mile  de- 
tv)uln\^  U|vt»n  the  locality,  the  st^ason.  and  the  character  of  the  roads; 
Nivl  A^Nuniing  tor  this  purp<»st»  that  a  barirl  of  port  land  cement  weighs 
|<ti>  iHMjnd?*,  thi*  wag<»!»  haul  will  vary  fi'«>m  A  to  \  cents  per  barrel  i>er 

n^ile 

The  aiuounl    i»f  I'ement    itMjuiivd   for  a  cubic  yard  of  concj-ete 

ismU  Iv  obtaiiMMl  fnun  Table  2S.  page  \'^S,  and  hence  the  cost  delivered 
h\  ihe  \\*»i'*^  »'*»»»  easily  U'  computed. 

4lk.  /*Ai  Snmi,  TIte  cost  of  sand  varies  gr(»atly  with  the  h)cality, 
M  mv  n»  NOhM*  phu-e.^  sand  nuiy  Im»  found  comparatively  near  the  work, 
whjli^  m  others  it  must  be  transported  a  Nmg  distance  (see  S  203). 
li  the  v»nd  i^  fout»d  near  the  work,  the  <'ost  of  haul  will  be  the  cost 
,\|  >ort»ln».«.  »Ih»'1»  I'«'»*  *''W*  J*^^***  '"^  J»l»*»»»t  (»ne  hour's  labor  i)er  cubic 

»  j\nd  lor  ?imall  j»»bs  about  1  \  Inuirs  p*^-  <*ubic  yard,  plus  the  cost 

M  n:O^M»»»»^*»^'**"«  ^^ **'*'*'  '"^  J»l»<»nl    1   cent   per  1(H)  feet  of  distance. 

\\  the  ^and  !-»  haultMl  a  lew   milt»s  inst(»ad  of  a  few  hundred  feet,  the 

.    ^j  loading  J*^  relatively  small  and  may  be  included  in  the  cost  of 

K   dm«.  which  1-^  fn»»ii   b'»  <«»  -^^  <'<*"^^  P<*»*  ton-mile.     The  cost  of 

K^*l  ivi   unit  ol'  distance  is  moiv  for  short  distances  than  for  long 

U^vaUM*  nl"  I  he  proportionally  gi-eat(»r  loss  of  time  on  account 

'v^Tho  detention  oi  the  wagon  (»r  cart    at    the  pit.     For  distances 

\    4.^    \M>  to  ;itH»  I'eet.  sand  can  b(»  hauled  in  wheelbarrows  moi^ 

'^'^'sWxM*^**^"^    than   III  carts  i»r  wagons,     in  ccmiputing  the  cost  of 

^'^'Itf^M^  jyjoil.  we  ma.\   a.ssume  saiul  to  weigh  \\  tons  per  cubic  yard: 

^TkiMWV  ti»*»  wagon  luml  will  cost  fn»m  22  to  'M)  cents  per  cubic  yard 
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per  mile.    Table  28,  page  158,  gives  the  amount  of  sand  required  per 
cubic  vard  of  concrete. 

416.  The  Aggregate,  If  the  aggregate  is  gravel,  the  data  in  the 
preceding  section  are  applicable  also  in  this  case.  Broken  stone  is 
bought  liy  the  ton  or  l)y  the  cubic  yard,  and  for  this  purpose  a  yard 
of  stone  may  be  assumed  to  weigh  1^  tons.  For  data  on  the  price 
of  crushed  stone,  see  §  218. 

417.  Cost  of  Forms.  Under  this  head  will  be  included  only  the 
cost  of  foi-ms  for  mass  concrete,  no  reference  being  made  to  the  forms 
employed  in  reinforced-concrete  buildings,  since  that  subject  is  too 
complicated  to  l)e  treated  in  the  space  here  available.  For  a  little 
data  on  the  cost  of  forms  for  reinforced-concrete  buildings,  see  the 
left-hand  side  of  Table  40,  page  258. 

The  cost  of  the  forms  of  mass  concrete  is  materially  affected  by 
nearly  all  the  items  affecting  the  co.st  of  the  concrete  (see  §  412), 
and  in  addition  the  cost  of  the  forms  depends  also  upon  the  following: 
(1)  the  outlines  of  the  structure,  which  govern  the  amount  of  labor 
required  in  erecting  and  removing  the  forms  and  the  loss  in  cutting 
the  lumber:  (2)  the  consistencv  of  the  concrete,  which  determines 
the  length  of  time  the  forms  must  remain  in  place  and  hence  governs 
the  amount  of  lumber  recjuired  for  any  particular  job;  (l^)  the  de- 
tails of  the  design  of  the  forms — whether  the  facing  planks  have 
square  edges,  beveled  edges,  or  are  tongued  and  grooved,  or  whether 
the  forms  are  sectional  or  not,  etc.:  (4)  the  composition  of  the  form- 
building  gang — whether  all  are  high-priced  and  expert  carpenters 
or  low-priced  unskilled  laborei*s.  or  whether  there  is  an  economic 
proportion  of  each:  (5)  the  care  employed  in  taking  down  the  forms; 
(())  the  number  of  times  the  lumber  may  be  used;  and  (7)  the  surface 
finish  required  on  the  com{)leted  concrete.  The  forms  sometimes 
support  the  runway  used  in  delivering  the  concrete,  in  which  case 
part  of  the  cost  of  the  forms  is  strictly  not  chargeable  to  form-work 
proper. 

The  cost  of  forms  is  usually  given  per  cubic  yard  of  concrete, 
but  this  form  of  statement  does  not  discriminate  between  thin  and 
thick  masses,  nor  l)etween  structures  having  a  regular  or  irregular 
contour.  It  would  be  of  advantage  to  all  concerned,  if  the  cost  of 
materials  and  of  labor  for  forms  were  each  .stated  in  three  wavs,  viz.: 
(1)  per  cul)ic  yard  of  concrete:  (2)  per  square  yard  of  finished  sur- 
face; and  C'i)  per  thousand  foet  of  lumber  used.  Unfortunately, 
the  records  of  the  cost  of  work  are  seldom  kept  in  this  form,  and  the 
published  data  s(»i(loin  give  any  dotailod  information  as  to  the  cost 
of  the  forms. 

Theie  is  greater  diversitv  in  the  cost  of  the  forms  than  in  anv 
other  element  of  the  cost  of  concrete.  In  eighteen  cases  of  culverts, 
14 


• 


-■"-  ri>   >.'..:    .^   -.•_.-  iTvhft?.  canal  locks,  and  reerr.-.ir?. 

=.  r:  :  .  ^-.     :-   „  *1'^  :o  ftJl)  per  thousand  fee:      Tie 

-•    :  .  _• .  •:•  •  ■  -  -• .  -  •  :.:  ;  :    70  feet  per  yard  of  roncrere.  '.ir> 

'  ::.  1-  •     -'      ■■..--  .-.s-  . :  luml^r  ran  from  9  to  ss  cenr*  iier 

•  -:  .  :.  "-••:         "■-  ■>:  ^-i^es  from  25  to  55.     The  w^i  of 

V.  :.r-:  ::  ::.  >7  ■     **.     :»^:  •h«>u>anJ  feet  of  liimljer:   and  from 

J-    -'."-  "     *1  I     :-:•-     .         ..:  :  >:  ■>^norete.  without  anv  uniformiTv 

i  •. -•     .:.-.'   ir.'ir-:;  -  ...-"r-   *  :..  :t^      In   the  eighteen  cases  the  T'^tal 

■   -•       :   :::.-  -..:.^»i--.  :"-  ::.  *J    t^r/.^  :••  *l.iKi  j>er  cubic  yard,  six  Vieiaz 

•^     '    7'     ":."-    -.\     •••'r>:.  7-^  •e!i:<  ami  $1.(K).  and  six  l^eT-ween 
*•    •  *•  ■*;. 

I:.   :...!-..:.-:  »-•. ::...■<:■-  :'         :i  iui'  and  I'ulvert   ccuisl ruction  on  a 

::..:.♦-:.*    v>-'r::.   ::i:'.'\.iy  >y«*-oi!i.   the  c05«t   of  forms  is  taken  ar 

.;.',  ■-.  vTi  -♦-!.•<  j.o:-  I- ;/:•:•;  Viirl.  viefHMidini;  upon  the  cost  of  lumber 

418.  Cost  of  Hand  Bfizing.  The  ctte^t  of  labor  in  mixing  concrete 
by  hari'l  :iinl  piittiiij:  tiie  same  iiitn  place,  exclusive  of  the  cost  of 
forni>  and  of  tinishiuj:  the  siiii'ace  of  the  concrete,  mav  l>e  di\ided 
as  follows:  <]  loadiiii:  the  cenieiit.  sand,  and  stone  into  the  wheel- 
l»ari-ows.  l»in-kt»T<.  iir  i-ars  employed  t*)  transport  the  materials  from 
thf  stock  piles  to  tlio  mivihi;  luKird:  (2i  transporting  and  dumpin/t 
tlif  matorials:    i.'?    mixiiii:  the  materials:    (4)  loading  the  concrete: 

('n>l      ill       L\ltn|;     l\      Ml\l\i.      \\i»     l*l.A«I\*;     (*n.\CKKTK     MY     Ha\I>. 

h.M^  CV  Yn. 

I.  Ln;i(|iMU  NiHfl.  ^loiir.  ami  (M'liH'Ut               $0.17 

'J.  \\'ln'('liiiji  «M)  n.  ill  harrows  (4  tf'nt.-s   •    I  cimiI  for  each  •!()  ft . )    .  .06 

ii.  Mixin«r.  <>  inrns  al  7)  ft-nts  t'ach    .30 

I.  I.nailini:  coiu-nMc  into  ]»arr«>\vs   .12 

.V  Wlirrliiii:  :\i)  It.  I  I  cents  •  1  c«mh  I'orcach  :tt)  fl.> ,0.5 

«i.  Piirnpiiii:  harrows  ( 1  man  hdpinj;  tlu*  I)jirn)\v-inaii) .tlo 

7.  Sprcailini:  an<l  heavy  raniinitij: .  lo 

Intal  roxj  of  )inNhi('tiv(>  lahor      $0.90 

I'on-inari  at  <L'.70  a  dav .10 

InialroN]  III' lahnr  «-\fhi>i\(' of  forms an<lfiniKhin)CHiirf:ice     $1.(X) 

(Ti*  iiativ|niiiini;  [Uv  c«»iMn»te  to  place:  ((»)  dumping;  (7)  spreading 
ami  tammiii!'. ;  ^S'  snpiMiiiioiKleiicc:  (Oi  finishing  the  surface:  and 
(10-  ••iMHMal  r\pcii«-i'.  inijihliiii:  iMiiMini:  cement  hou.se,  sand  l>in. 
nmwaN'-,  i»ic..  aii«l  mfirr-i.  ilfpiiTiatiim,  etc.  Gillette's  HandiHHtk 
i\\  To.si  {)••*  — i^es  jr^M  St),  aiiaiy/*'^  cacii  of  the  first  seven  items 
mIhivo,  .*«  thf   :i1huv  >timmarv.   "under  the  assumption 
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that  the  concrete  is  to  be  put  into  a  deep  foundation  I'equiring 
wheeling  a  distance  of  30  ft.,  that  the  stock  piles  are  on  plank  60  ft. 
distant  from  the  mixing  board,  that  the  specifications  call  for  6  turns 
of  gravel  concrete  thoroughly  rammed  in  6-in.  layers,  and  that  a 
gang  of  sixteen  men  at  $1.50  a  day  each  is  to  work  under  a  foreman 
receiving  $2.70  a  day.'' 

"To  estimate  the  daily  output  of  this  gang  of  laljorers,  divide 
the  daily  wages  of  the  16  men,  expressed  in  cents,  by  the  labor  cost 
of  the  concrete  in  cents,  and  the  quotient  will  be  the  cubic  yards  of 
output  of  the  gang.*' 

"In  street -paving  work  whei-e  no  man  is  needed  to  help  dump 
the  wheelbarrows,  and  where  it  is  usually  possible  to  shovel  concrete 
direct  from  the  mixing  board  into  place,  and  where  half  as  much 
ramming  as  above  assumed  is  usually  satisfactory^,  we  see  that 
items  4  to  7,  instead  of  amounting  to  37  cts.,  are  only  one  half  of  the 
last  item,  viz.,  7i  cts.  This  makes  the  total  cost  of  labor  only  60 
cts.,  instead  of  90  cts.  If  we  divide  2,400  cents  (the  total  day's 
wages  of  16  men)  by  60  cents  (the  lalx)r  cost  per  cu.  yd.),  we  have 
40,  which  is  the  cubic  yards  of  output  of  the  16  men.  This  greater 
output  of  the  16  men  reduces  the  cost  of  superintendence  to  7  cts. 
per  cu.  yd.'* 

The  above  examples  are  fairly  representative  of  well  organized 
work,  but  if  the  superintendence  is  inefficient  the  cost  of  labor  may 
easily  be  25  per  cent  more;  and  if  the  job  is  large,  or  if  the  men  have 
long  l)een  in  the  gang,  the  al>ove  cost  may  be  reduced  a  little. 

In  making  estimates  on  a  prominent  western  railroad  system  the 
cost  of  lalx)r  in  mixing  and  placing  concrete  in  bridge  and  culvert 
construction  is  taken  at  90  per  cent  of  the  price  paid  per  day  for 
common  labor.  This  includes  the  cost  of  unloading  all  concrete 
material  and  tools,  building  concrete-mixing  platforms  and  run- 
ways, mixing  by  hand  and  placing;  but  does  not  include  the  cost 
of  excavating,  the  cost  of  forms  or  of  train  service. 

419.  Oost  of  Machine  Mixing.  When  concrete  is  mixed  by 
machinery,  the  ingredients  and  the  concrete  are  sometimes  handled 
bv  hand  and  sometimes  the  materials  are  fed  into  the  mixer  by 
machinery  and  the  concrete  is  transported  in  buckets  or  cars  moved 
by  power.  In  the  first  case,  the  only  economy  of  machine  mixing 
over  hand  mixing  is  in  the  reduction  of  the  cost  of  the  mixing;  but 
in  the  second  case,  nearlv  everv  item  is  materially  reduced.  The 
cost  of  machine  mi.xing  will  depend  upon  the  size  of  the  mixer;  but 
under  ordinary  circumstances  the  cost  of  mixing  with  hand  feeding 
and  l^earing  away  will  Ik?  alM)ut  10  cents  per  cui)ic  yard;  while  with 
gravity  feed  from  l)iiis  and  power  transportation  the  cost  of  mixing, 
exchhsive  of  interest,  depreciation,  and  cost  of  setting  up  and  taking 
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down  the  machine,  may  be  as  low  as  3  cents  per  cubic  yard,  and  a 
cost  of  2  cents  has  been  claimed.*     With  the  price  of  labor  stated 
in  §  418,  machine  mixing  with  manual  attendance  will  save  about 
20  cents  per  cubic  yard;   but  ordinarily  the  men  who  do  the  mixing 
will  receive  more  than  the  minimum  wages,  and  hence  the  difference 
between  hand  and  machine  mixing  will  usually  be  greater  than  20 
cents  per  cubic  yard;  and  if  the  price  of  labor  is  more  than  in  §  418, 
the  saving  will  l)e  still  greater.     In  Chicago  the  cost  of  machine 
mixing,  untler  four  different  foremen  on  five  or  six  jobs  each  of  200 
to  500  cubic  yards  each,  ranged  from  28.5  to  38.5  cents  per  cu.  yd., 
the  average  being  33.9;    and  for  hand  mixing  under  four  foremen 
on  several  jobs,  the  range  was  from  49.0  to  58.3  cents  per  cu.  yd., 
the  average  being  53.0. f 

420.  Examples  of  Goat.  A  few  examples  showing  the  cost  of 
concrete  in  massive  construction  immediately  follows;  and  for 
additional  data,  consult  the  index  under  the  title  of  the  particular 
structure,  as  Abutment,  Arch,  Building,  Culvert,  Pier,  Retaining 
Wall,  etc.,  or  the  heading:   Concrete,  Cost  of. 

421.  Foufidation  for  Sea-Wall,  The  following  is  the  analysis 
of  the  composition  and  cost  of  the  concrete  employed  for  the  founda- 
tions of  the  sea-wall  at  Lo veil's  Island,  Boston  Harbor:  J 

Ceincnt   O.H'.i  ])hl.  (&.  $l.o4  =  $1.2(> 

Sand 0.25  cu.  yd.     @        .70=       .  17 

('.ravel 0.90  cu.  vd.     (a         .27=       .24 


T<tt(il  nnttcrials 1 .27  cu.  yd. 

Labor,  ini.xing  mortar 0.06  days 

Labor,  mixing  concrete 0.11  days 

I^abor,  transporting  coneieie 0.06  days 

Labor,  ramming  concrete 0.03  days 


$1.67 

(a- 

1.20=   0.08 

(a 

1.20=      .i:{ 

(o: 

1.20=        OS 

(a 

1.20=      .01 

Total  labor 0.26  days  .Mi 

Tools,  implements,  etc .11 

Total  ntttt  I  cu.  if/,  o/  rnncn'tc  in  place $2.11 

The  proportions  for  this  concrete  were  1  cement,  3  sand,  and  4  gravel. 
It  was  uniKsiiaTly  cheap,  owing  partly  to  the  use  of  pebbles  instead 
of  l^roken  stone.     If  the  broken  stone  had  l>een  used,  it  would  have 

*  I'ur  ail  illuslrat«*»l  <l«'scripti<)ii  of  n-prrseiitative  conon'tf  ]Hm*er-inixing  and 
liaiidling  plants  with  rrcnrds  of  tlieir  cost  of  operation,  ."^ee  KtigiiiCiTing-(^imtractintj, 
vol.  xxvii,  p.  Hi.')-(iS      April  17,  VM)7 . 

t  EnginecringContrnctiny,  vol.  xxix,  p.  221. 

*  -^tl  from  (lillniore's  Limes,  Hydraulic  (Vnient.s  and  Mortars,  p.  247. 
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cost  probably  4  to  6  times  as  much  jis  the  gravel.  The  amount  of 
labor  required  was  also  unusually  small,  this  item  often  being  2 
to  2i  times  as  much  as  in  this  case. 

422.  Foundation  for  Blast  Furnace.  The  following  is  the  analysis* 
of  the  cost  of  nearly  10,000  yards  of  concrete  as  laid  for  the  founda- 
tions of  a  blast  furnace  plant  near  Troy,  N.  Y.  The  concrete  con- 
sisted of  1  volume  of  packed  cement  to  7  of  sand,  gravel,  and  broken 
stone.  The  concrete  was  carried  from  15  feet  below  the  surface  to 
13  feet  above  the  surface.  No  forms  were  used.  The  labor  was 
performed  by  men  w^ho  had  worked  about  the  blast  furnace  and  who 
expected  that  kind  of  work  again  as  soon  as  the  repairs  were  com- 
pleted; and  the  price  per  day  paid  for  the  labor  in  mixing  and 
placing  the  concrete  was  unusually  small,  but  the  time  per  cubic 
yard  was  proportionally  larger  than  usual — compare  this  example 
With  that  in  §  421  and  §  423. 

Cement,  1.23  bbl 0.18  cii.  yd.  (a)  $1.00  =  $1.2.S 

Sand O.IO      "  (a;     0.30=      .03 

Gravel 0.36      "  («      0.30=      .11 

Broken  stone 0.74      "  (a      1.41=    1.04 

Total  materials 1 .3S       *'  =$2.41 

Labor,    handling  cement 0.02  day  (oa  1 .00=  .02 

unloading  stone 0.14    "  (q\  l.(K)=  .14 

mixing 0.85    "  @  1.00=  .85 

superintendence 0.01    ''  (3^  9.01  =  .  10 

Total  labor 1.02    *'  =$1.11 


•  i 


ti 


1 1 


Total  cost  of  yard  of  concrete  in  place =  $3 .  52 

423.  Retaining  Wall.  The  following  is  the  cost  of  constructing 
the  concrete  retaining  wall  on  the  Chicago  Sanitary  Canal. f  The 
average  height  of  the  wall  was  10  ft.  in  Sec.  14,  and  22  ft.  in  Sec.  15. 
The  thickness  on  top  was  6  ft.,  and  at  the  bottom  it  was  equal  to 
half  the  height.  The  stone  was  taken  from  the  adjacent  canal 
excavation.  The  body  of  the  wall  was  made  with  natural  cement, 
but  the  coping  and  facing,  each  3  inches  thick,  were  made  with 
Portland  cement.  The  proportions  were  1  volume  of  cement,  \\ 
volumes  of  sand,  and  4  volumes  of  unscreened  h'mestone.  The 
cost  of  plant  employed  in  Sec.  14  was  $9,60(),  and  in  Sec.  15  was 
$25,420.  The  contract  price  for  the  concrete  in  Sec.  14  was  $2.74, 
and  in  Sec.  15  $3.40  per  cu.  yd. 

♦  Trans.  Am.  S<>r.  of  C.  E.,  vol.  xv,  p.  875. 

t  Joiir.  West.  Soc.  of  Kng'rs,  vol.  iii,  j).  131()-.32. 
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iTtlMS  OF  EXPKNSK. 

Labor,  general $0,078 


i( 


<( 


<( 


n 


on  the  wall 

mixing  concrete 

placing  and  removing  forms 

transporting  materials 

quarrying  stone 

cnishing  stone 


Total  for  labor $0,975 


Material,  cement,  natural        @  $0.65  per  bbl. 

Portland        @  $2.25  '*     ** 
sand @  $1 .  35  per  cu.  yd. 


Total  for  materiah 


Machinery,  cost  of  operating 


OisT  PER  Cubic  Yabi>- 
Sec.  14         Sec.  15 

$0,078 

$0,082 

.108 

.116 

.121 

.250 

.150 

.142 

.142 

.081 

.303 

.275 

.073 

.128 

$0,975 

$1,074 

0.863 

0.930 

.305 

.180 

.465 

.476 

$i.6as 

$1,586 

.407 

.567 

Total  cost  per  ni.yd $3,015 


$3,227 


424.  Arch  Culverts.  Table  42  shows  the  cost  of  concrete  in 
five  arch  culverts  built  under  a  railroad  trestle  by  negro  labor.* 
The    proportions    of    the    concrete    were    1:3:6.      The    mixing 

TABLE  42. 
Cost  of  Concrete  in  Arch  Culverts. 


Span  or  Arch. 

lO-ft. 

12-ft. 

12-ft. 

12-ft. 

16-ft. 

CoNCRi-rrE  IN  Each. 

3.54  cu.  yd. 

292  cu.  yd. 

406  cu.  yd. 

1217  cu.  yd. 

986  cu.  yd. 

Materials: 
Cement,  per  cu.  yd. 
Sand,       *'     '•     *' 
Stone,      •'     "     " 
Lumber,"     ''      * 

$2.26 

.18 

.4/ 

$1.82 
.18 
.53 
.43 

$2.10 
.19 
.46 
.30 

$1.85 
.14 
.34 
.30 

$2.02 
.14 
.58 
.55 

Total,    "     '•     '• 

$3 . :« 

.18 
.61 

1.69 

$2.96 

$3.05 

$2.63 

$3.29 

Labor: 

Unloading  material 

Building  fonns  .  .  . 

Mixing  and  placing 

concrete 

.18 
.47 

1 .  :i5 

$2 .  (X) 

.16 
.73 

1.22 

.11 
.55 

.42 

!4i 
1.26 

Tokil    $2.48 

$2.11 

$1.08 

$1.67 

(Jrand  total 

$5.S6 

$4.96 

$.5.16 

$3.71 

$4.96 

*  Trans.  Kng'g  .\ss<k'.  of  X\\o  Kouth,  vol.  xvii,  p.  32-30. 
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and  placing  were  done  b}'  hand,  except  that  in  the  last  Ti-foot  culvert 
the  mixing  was  done  with  a  machine. 

426.  Coat  of  Mixing  and  Placing.  Table  43  gives  the  details 
of  the  cost  per  cubic  yard  of  the  labor  i-equired  in  mixing  and 
laying  concrete  for  the  Buffalo,  N.  Y.,  breakwater.*  The  total 
amount  of  concrete  laid  was  14,587  cu.  yd.  The  conditions  under 
which  the  work  was  done  varied  considerably  from  year  to  year, 
which  accounts  for  the  difference  in  the  cost.  The  work  summa- 
rized in  Table  43  was  done  by  day's  work,  and  is  unusually  high;  but 
in  1902  under  a  contractor  most  of  the  work  of  transporting  and 
mixing  was  done  by  machinery,  when  the  cost  of  mixing  and  placing 
was  reduced  to  45  cents  per  cubic  yard  exclusive  of  fuel,  forms,  and 
plant  rental. t  The  latter  is  about  the  usual  cost  when  most  of  the 
work  is  done  by  machinery. 


Ref. 
No. 


1 

2 
3 
4 
5 
6 
7 
8 
9 
10 


TABLE  43. 
Cost  of  Mixing  .\nd  L.aying  Concrete. 


Co.Nt'RFTK    MiXKD    BY 


Itkmm  <»k  Expen.sk. 


Ilaiul. 


1H88 


Transporting  cement  from  store-hoiis<» i  $0,078 

Measuring  cement 

Mixing  cement  paste 

Measuring  sand  and  pebbles 

Measuring  broken  stone 

Mixing  concrete 

Transporting  concrete 

Spreading  and  ramming  concrete 

Placing  forms '       .  240 

Building  temporary  railway '     


212 

172 
070 
557 
185 
270 


Total  per  cu.  yd $1 .  790 


1887 

1889 

so. 128 

$0,098 

.26 

.024 

.186 

.084 

.285 

.116 

.198 

.101 

.152 

.103 

.445 

.166 

.502 

.392 

.176 

.263 

.181 

$2,098 

1 

$1 . 528 

426.  Labor  to  Mix  and  Lay.  Table  44,  page  21(),  »^ives  the  details 
of  the  lalx)r  required  in  mixing  and  laying  concrete  in  the  construc- 
tion of  the  Boyd's  Corner  dam  in  New  York  and  a  reservoir  in  St. 
Louis,  Mo.  J 

427.  Economic  Ooncrete.  Sometimes  there  is  a  question  as  to 
the  relative  economy  of  concrete  made  with  natural  cement  and  with 

*  Report  of  Chief  of  Enginorrs,  U.  S.  A.,  for  1890.  p.  2808-35. 
t  Engineering  Nettys,  vol.  1.  p.  312-1.3. 
X  Trans.  Amor.  Soc.  ('.  K..  vol.  iii.  p.  3(»(). 
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]H)rtlaii(i,  alt  hou^li  owing  to  the  great  decreai>e  in  the  price  of  portland 
ccnHMil  in  the  i)ast  few  years,  port  land-cement  concrete  is  usually 
lh(»  more  economical.  However,  if  such  an  investigation  is  to  be 
made,  j)roce(Hl  lus  follows:  The  crushing  strength  of  both  natural- 
c(»mont  and  port  land-cement  concrete  is  given  in  Table  29,  page  195, 
with  both  broken  stone  and  gravel.  A  study  of  these  results  shows 
that  the  relative  strength  of  natural  and  portland  concrete  is  different 
at  dilTerent  ages.  For  example,  taking  averages  for  10  days,  the 
portland  <'oncretc  was  6  times  as  strong  as  the  natural  concrete; 
while  at  a  year  the  portland  concrete  was  only  8  times  ais  strong  as 
the  natiiral  concrete.     At  45  days  and  also  at  (i  months,  the  portland 


TABLE  44. 

bAhOK     REQUniED    IN    Ml  XING    AND    LaYING    CONCRETE. 


KiNti    nir    l.Atlnli 


Larok  pur  Cubic  Varo. 

I 
New  York  Storage  Reservoir.        I       St.   I.ouim  Rf:mkrvoir. 


Mixe.l  on  level      '  ...S.^J^ll^.^Z: 
iiiiil  wheejetl  in. 


Knuii  27  ,  From  10 

to  10  feet'  l)elow  to 

'    below     I  6  above 

Murfaee.      surface. 


MU"fi>        liniul     work. 

tUtyit      

Mi'Mlrk    iiiwl   car   mkmi. 

<l»yH   

I^HM)a<;,  liiMirx   

jJHiMlliMK  Hiltlil.  (JayK     . 

lltihdliiiK'ftonf.dnyH    . 

<  uiift,  'layH 

|(iiMiiniiiK>  'luyn 


0.0()5 
0.125 


0.070 
0 .  07S 


Hteam  and  run 
on  cars. 


From  6 

to  28 

feet 

above 

surface. 


0.145 


From 

2H  to  4o 

feet 

almve 
surface. 


0.121 


0.088  0.070 


0.152 
0.065 
0.127 
0.046 


0.108 
0.071 
0.098 
0.035 


0.071i  0.073 


All  work  on  level 
— w^heeled  in. 


0.60.3      0.537      0.399 


0.183 

0.088 
0.125 


[0.250 

0.068 
0.128 


ronrrct(^  was  4  times  stronger  than  the  natural  concrete;  and  at  3 
months  5  times  as  strong.  Taking  averages  for  like  dates  and  com- 
positions, the  port  land-cement  concrete  was  3.7  times  as  strong  as 
natural-cement  concrete.  Table  2S,  page  158,  may  he  employed  to 
liiid  the  ingredients  per  cubic  yard  for  natural  cement  as  well  as  for 
Portland:  and  hence  the  cost  of  materials  for  each  may  be  easily 
1  iiiiiputed.  If  the  cost  of  a  cubic  yard  of  port  land-cement  concrete 
i.s  iMoi-r  than  .3.7  times  tliat  of  a  cubic  yard  of  natural-cement  conci*ete, 
ihrii  the  latter  is  on  the  average  the  more  economical;  but  if  the 
jMH  I  land-cement  concrete  costs  less  than  3.7  times  that  of  the  nat- 
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uiTi  I -cement  concrete,  then  the  former  is  on  the  average  the  more 
economical. 

Howevei',  uniformity  of  product  is  more  important  than  average 
strength,  and  for  this  reason  alone  portland  cement  is  usually  pre- 
ferred to  natural.  Of  course  the  relative  cost  will  vary  with  the 
condition  of  the  cement  market  and  with  the  locality. 

428.  Sometimes  a  similar  question  arises  as  to  the  relative 
economy  of  gravel  or  broken  stone  for  concrete.  The  relative 
strengths  of  gravel  and  broken-stone  concretes  are  stated  in  §  284. 
The  relative  economv  of  concrete  made  with  broken  stone  and 
gravel  will  vary  with  the  cost  of  each;  but  as  a  rule,  when  gravel 
costs  less  than  SO  per  cent  of  that  of  broken  stone,  gravel  is  more 
economical.  However,  some  engineers  prefer  broken  stone  to 
gravel,  l)ecause  of  the  danger  that  the  latter  may  ]>e  unduly  dirty — 
see  §  286. 

429.  The  following  example,  from  actual  practice,  illustrates 
the  possibilities  in  the  way  of  combinations  l)etween  portland  and 
natural  cements,  and  gi*avel  and  broken  stone.  The  specifications 
called  for  a  concrete  composed  of  1  volume  of  natural  cement,  2 
volumes  of  sand,  and  4  volumes  of  broken  stone.  The  contractor 
found  that  at  current  prices  a  concrete  composed  of  1  volume  of 
portland  cement  and  9  volumes  of  gravel  would  cost  about  the  same 
as  the  concrete  specified.  A  test  of  the  strength  of  the  two  con- 
cretes showed  that  at  a  week  the  port  land-gravel  concrete  was  1.52 
times  as  strong  as  the  natural-cement  and  broken-stone  concrete; 
and  at  a  month  1.59  times  as  strong.  Therefore  the  port  land-gravel 
concrete  was  the  more  economical,  and  wjis  used. 


CHAPTER   VIII 
REINFORCED  CONCRETE 

ill.  DBFIMZTZOM.  Reinforced  concrete  is  usually,  though  some- 
what  irmt'curately,  defined  as  a  combination  of  steel  and  concrete 
in  wUMi  the  Hteel  takes  the  tension  and  the  concrete  the  compression. 
J'or  axtiiniAe,  if  one  or  more  steel  rods  be  imbedded  near  the  tension 
hUU^  of  a  concrete  l)eam,  the  steel  will  resist  the  tension  and  the 
i'imt're,i€i  the  compression.  Concrete  is  stronger  in  compression  than 
in  termion,  while  steel  is  stronger  in  tension;  and  hence  in  the  above 
combination  each  material  is  ser\ing  the  purpose  for  which  it  is  l^est 
adapted. 

The  pwceding  definition  of  reinforced  concrete  is  defective  since 
the  MihA  is  sometimes  employed  to  resist  shear,  as  at  the  ends  of 
short  or  heavily  loaded  beams,  and  is  also  sometimes  employed  to 
take  direct  compression,  as  in  columns.  Furthermore,  steel  is 
sometimes  embedded  in  concrete  to  prevent  contraction  cracks  due 
to  changes  of  temperature.  Therefore,  it  is  more  exact  to  say  that 
reinforced  concrete  is  concrete  having  metal  eml^ded  in  it  so  that 
the  two  materials  assist  each  other  in  supporting  the  stresses  imposed 
upon  the  structure. 

The  term  reinforced  concrete  does  not  include  those  combinations 
of  steel  and  concrete  in  which  the  steel  is  designe<i  to  carr>'  all  of  the 
load,  as,  for  example,  a  steel  column  encased  in  concrete.  In  such 
combinations  the  concrete  is  intendeii  only  to  protect  the  steel  from 
corn>sion  and  fire,  the  steel  Wing  designed  to  supf>ort  the  concrete 
as  well  as  the  other  loads;  but  in  reinforced  concrete  the  proportions 
and  positions  of  the  steel  and  the  concrete  are  designed  to  distribute 
the  Kmils  l^t^-een  the  two  materials. 

432.  Fornieriy  there  was  a  great  di\*ersity  of  nances  applieii  to 
this  iH>mbination  of  steel  and  concrete,  among  them  being  steel-con- 
crete, armoreil  concrete,  and  ci^ncretessteel ;  but  in  the  last  few  v-ears 
the  term  reinforfetl  concrete  has  l^een  almost  univ'ersally  adopteii. 

433.  HiSTOET.  Apparently  the  first  use  of  reinforceil  concrete 
was  in  a  nnv-lx>at  built  bv  J.  L.  I^mbert  in  France  in  1850.  This 
K\u  w.is  exhibitevi  at  the  Paris  Exposition  in  1855,  and  in  1902  was 
<Tili  in  c^Hxi  (n>ndition  and  in  use.  In  1865.  Joseph  Monier.  a  French- 
njan.  made  large  <H>ncrete  i'ower-pots  which  were  strengtheMnl  by  an 
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embedded  wire  net;  and  in  iStw  he  took  out  a  patent  for  reinforced 
concrete  flower-pots,  pipes,  tanks,  etc.  Later  he  took  out  patents 
for  the  use  of  reinforced  concrete  in  bridge  construction;  and  in  1875 
built  a  reinforced  concrete  arch-bridge,  probably  the  first  in  the  world. 
Monier  is  frequently  referred  to  as  the  father  of  reinforced  concrete 
construction.  However,  reinforced  concrete  construction  had  made 
but  little  progress  in  Europe  l)efoi*e  18<S7,  but  after  this  date  it  made 
rapid  progress — at  first  chiefly  through  the  efforts  of  Hennebique. 

In  1875,  W.  A.  Ward  built  a  dwelling  at  Port  Chester,  N.  Y.,  in 
which  the  walls,  floors,  and  roof  were  made  of  reinforced  concrete. 
This  building  was  in  perfect  condition  in  1905.  However,  rein- 
forced concrete  construction  made  practically  no  progress  in  America 
until  1885-90  when  Ransome  built  a  reinforced  concrete  arch-bridge 
and  severaF  notable  reinforced  concrete  buildings  in  and  near  San 
Francisco.  Reinforced  concrete  construction  was  not  extensively 
used  in  America  before  1900. 

434.  Since  the  uses  described  above,  many  systems  of  reinforce- 
ment have  been  pi-oposed  and  many  patents  have  been  granted; 
and  reinforced  concrete  has  come  into  extensive  use  in  all  kinds  of 
engineering  and  architectural  construction.  Reinforced  concrete 
has  been  more  extensively  used  in  Europe  than  in  America,  chiefly 
because  during  the  last  three  decades  of  the  last  centur}*^  the  price 
of  cement  was  much  more  favorable  to  the  development  of  concrete 
construction  in  Europe  than  in  America;  but  the  recent  develop- 
ment of  the  portland-cement  industry  in  America  has  greatly  stimu- 
lated the  use  of  concrete,  and  in  the  last  few  years  reinforced  con- 
crete has  been  extensively  used  in  America.  The  use  of  reinforced 
concrete  is  the  most  important  step  in  structural  engineering  since 
the  introduction  of  steel  for  building  purposes. 

436.  POBTLAND  vs.  NATURAL  Gebient.  In  some  localities  it  is 
sometimes  economical  to  use  natural  cement  in  some  forms  of  massive 
concrete  construction;  but  for  somewhat  obvious  reasons  it  is  not 
wise  to  attempt  reinforced  concrete  construction  with  natural 
cement.  Portland  cement  is  universally  used  in  reinforced  con- 
crete. 

436.  Advantages  of  Reimforged  Oongrete.  Reinforced  con- 
crete has  a  number  of  strong  points  as  a  structural  material.  It  is  a 
combination  of  two  important  building  materials  in  which  each  is 
used  for  that  purpose  for  which  it  is  best  adapted.  Volume  for 
volume,  steel  costs  al)out  fiftv  times  as  much  as  concrete,  and  for 
the  same  cross  section  steel  will  support  about  300  times  as  much  in 
tension  as  concrete  and  about  thirty  times  as  much  in  compression; 
and  hence  to  support  a  load  in-  tension  by  concrete  will  cost  about 
six  times  as  much  as  with  steel,  but  to  support  a  load  in  compi-ession 
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\f'/  tntirfvU'  will  roHt  only  alK)ut  six  tenths  as  much  ;ls  \nth  steel. 
1  \i4'tt'iffft',  in  r^'infoned  concrete  each  material  not  only  resists  the 
Unt'l  of  ^f  tt'f.A  to  which  it  in  fKjst  adapted,  but  the  principles  of  economic 
fU'^iVit  itt*'  ith^i  fulfilled. 

K^'inforcifd  concrete  luis  a  comparatively  high  degree  of  elasticity, 
aif  tf»;it  it  tnu  \n*  deformed  considerably  without  serious  result — an 
»fn(^/rf/int  f^roperty  for  a  structural  material. 

If^'inforced  concrete  has  high  fire-resisting  qualities,  and  has  a 
l^iNf  firnl  c^mf  than  other  fire-proof  coastruction. 

lii'inforced  concrete  is  a  form  of  masonry  which  has  iis  much 
Mfr^nKth  in  tension  as  in  compression. 

437,  Os/lCTloir  TO  Rsiiiforobd  Oonorete.  The  most  serious  ob- 
j/'ction  to  the  use  of  reinforced  concrete  relates  to  its  permanency. 
f'ntif'ivit*  in  weak  in  tension,  and  consequently  when  reinforced 
Htutrt'iv  \h  subjected  to  any  considerable  tension,  the  concrete  is 
(il<#'ly  Ut  cr/ick,  anci  may  permit  the  entrance  of  water  or  acid  gases 
wlii/'h  uu\y  corrrwie  and  finally  destroy  the  steel.  It  is  certain  that 
nU^A  Hnbeddecl  in  ordinary  concrete  not  subject  to  trending  stresses 
nr  t*'//i|ier/iture  changes,  is  protected  reasonably  well,  if  not  per- 
fi'^tlv;  but  this  does  not  prove  that  tensile  stresses  may  not  open 
/  MM'i:«  wide  enough  for  the  penetration  of  water  or  acid  gases. 
M//w<'V<T,  the  danger  is  not  very  great,  since  in  the  first  place  the 
/M«'l'«  /M<'  exceedingly  small  and  hence  neither  water  nor  gases  in 
uuy  <ippM'<'iuble  <|uantities  is  Ukely  to  reach  the  steel;  and  in 
\\ir  nirotid  place,  even  if  the  crack  extends  to  or  past  the  reinforce- 
im'h\ ,  the  stiH*l  is  likely  to  be  protected  by  the  film  of  cement 
wh^rli  uwuiilly  covers  the  metal;  and  in  the  third  place,  any  acid 
f/uft  that  does  enter  the  cracks  is  likely  to  be  neutralized  by  the 
ulK/di  of  (he  cement. 

Obviously  this  danger  is  much  greater  with  such  structures  as 
d«ins,  retaining  walls,  and  footings,  than  with  buildings  and  certain 
i'Imssiss  of  bridgc»s;  but  the  danger  of  the  deterioration  of  the  steel 
m  most  reinforced  concrete  structures  is  not  serious,  and  most 
engineers  belie* ve  that  reinforced  concrete  in  at  least  most  f>ositions 
will  be  indefinitely  preserved.  Notice  that  the  use  of  waterproof 
ronrri'le  or  of  a  waterproof  coating  would  not  prevent  the  cracks, 
MJi hough  the  inc(»rporation  in  the  concrete  of  a  water-repelling  com- 
pound (I  MW  75)  might  prevent  the  penetration  of  water.  Of 
loui-'e  M  water-tight  shield  (5  «S84)  would  keep  water  away  from  the 

.•In  I 

4.1H.  The  quality  of  the  ccmcrete  depends  upon  the  materials 
.»ii«l  iJM'  vsorktminshi|)  employed  in  it,  but  these  are  matters  easily 
uK.li  i.>iiMu|  Mild  easily  guarded  against.  However,  reinforced 
iMiHMir  work  it»(|uiivs  gix»ater  care  than  nuiss  concrete  work,  since 
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the  chief  field  of  usefulness  of  reinfon^ed  concrete  is  in  the  construc- 
tion of  comparatively  small  units,  such  as  beams,  floors  and  columns, 
where  a  single  batch  made  of  poor  materials  or  badly  mixed  might 
endanger  the  whole  structure. 

Formerly  there  was  much  discus^sion  as  to  the  correct  methods 
to  be  employed  in  computing  the  stresses  in  reinforced  concrete;  but 
within  the  past  few  years  experiments  have  established  the  prin- 
ciples involved,  and  now  the  strength  of  a  reinforced  concrete  struc- 
ture can  l>e  computed  about  as  accurately  as  that  of  any  other 
similar  construction. 

439.   0LA88IFI0ATION     OF    REINFORCED     OONORETE    STRUCTURAL 

Members.  Reinforced  concrete  structural  members  may  l>e  divided 
into  (1)  beams,  (2)  columns,  (3)  arches,  and  (4)  pipes.  Slabs,  such  as 
are  used  for  the  floors  of  buildings  and  of  some  bridges  and  for  roofs, 
are  simply  beams  of  relatively  small  depth  and  great  breadth. 
Although  concrete  arches  are  usually  only  curved  beams,  the  prin- 
ciples of  mechanics  and  of  construction  involved  are  so  different 
from  those  for  simple  beams  as  to  justify  the  chussification  of  rein- 
forced concrete  arches  as  distinct  structural  members.  The  theory 
of  the  resistance  of  pipes,  whether  subject  to  internal  or  external 
pressure,  is  at  present  but  little  understood,  and  will  not  be  con- 
sidered in  this  voulme. 

The  theorv  of  reinforced  concrete  beams  and  columns  will  be 
discussed  in  the  next  two  articles  of  this  chapter;  and  concrete 
arches  will  be  discussed  in  Chapter  XXIII. 

Art.  1.     Reinfouchd  Concrete  Beams. 

440.  Theory  OF  Flexure. of  Ck>NCRETE  Beams.  The  theory  of 
flexure  for  a  homogeneous  material,  like  steel  or  wood,  is  based  upon  two 
fundamental  principles,  viz.:  (1 )  a  plane  cross  section  of  an  unloaded 
beam  remains  a  plane  after  bending,  and  hence  the  unit  deformations 
of  the  fibere  at  any  section  of  a  beam  are  proportional  to  their  dis- 
tances from  the  neutral  surface;  and  (2)  the  stress  is  proportional 
to  the  strain  or  deformation,  and  hence  the  unit  stresses  in  the  filiei'S 
at  any  section  of  a  beam  are  proportional  to  their  distances  from  the 
neutral  surface. 

Fig.  22,  page  222,  represents  these  two  laws  as  applied  to  a  i)eam 
when  subject  to  a  vertical  load  acting  down  upon  it.  According  to 
the  first  law,  if  ah  represents  the  unit  shoi-tening  at  the  top  face  of  the 
l^am,  ef  will  be  the  deformation  at  a  distance  ar  below  the  upper 
surface;  and  similarly,  if  cH  represents  the  unit  extension  of  the 
lower  fil)er,  gh  will  be  the  extension  of  a  fiber  at  a  distance  dh  above 
the  lx)ttom.     According  to  the  second  law,  if  ah  represents  the  com- 
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pressive  stress  in  a  fiber  at  the  top  of  the  beam,  ef  will  be  the  com- 
pressive stress  on  a  fiber  at  a  distance  ae  below  the  top. 

441.  In  conci-ete  the  deformations  are  not  proportional  to  the 
stresses  producing  them,  and  consequently  the  second  law  as  above 
is  not  applicable  to  concrete  l)eams.  Fig.  28  sho>\*s  the  character- 
istic relation  between  the  deformations  and  the  stresses  for  a  material 


Flu.  23. — 9Tii£»»-Di:FuiuiATioN  Diagram  for  a  Homogeneous  Matcriai. 


in  which  the  deformations  are  not  proportional  to  the  stresses  pro- 
ducing them.  The  deformations  are  obtained  by  testing  specimens 
in  direct  compression  and  also  in  direct  tension.  Fig.  23  is  drawn 
by  plotting  unit  stresses  as  abscissas  and  unit  deformations  as 
onlinates. 

Fig.  24  shows  the  stress  iliagram  corresponding  to  the  stress- 
deformation  cur\*e  of  Fig.  2:i.  Fig.  24  is  ctinstructed  as  follows: 
Since,  acci>nliug  to  principle  1  alx>\-e,  the  lieformations  of  the 
tilers  are  proportional  to  the  distances  from  the  neutral  axis,  the 
distances  01,  ft?,  OS,  and  OA  will  represent  to  some  scale  the  deforma- 
tions: and  if  the  unit  deformation 
at  the  point  1  in  Fig,  24  is  repre- 
senteil  by  OL  the  corresponding 
stress  can  be  determineii  from  the 
stretsei-iieformation  diagram  in  Fig. 
"  2:^  by  using  the  pn>per  scale. 
The  iiislance  la  in  Fig,  24  rep- 
recsents  the  stress^  at  the  point  /, 
and  similarly  for  paints  ;f .  S,  and  .4 . 
The  lower  branch  of  the  curve  is 

rx.,.  V  NoN.Hv.^.HiE.xKKH  s  Material.     deteTOuneii  m  a  Similar  mannw-. 

Civnnecting  the  points  .VcbaOB" 
^\y}^  ihe  sines^i-iieformation  diagrun  for  the  ispction  AB.  Notice 
that  the  stress^-iieformation  tliagrsim  of  Fig,  24  is  recilh"  iMihr  the 
<:!V>ii«^kMormatUm  curve  of  Fij;  2*i  drawn  to  a  im^w  >^-ale. 

442.   F&I9CIFIJB  or  llKCHAnOS  AFKJX^AMJt  TO  OiaiCBBim.    Fr\m) 
:':.e  tixx  h:*!iiC5i  ot  l»eanv<  \\i^  ha\i?  the  thre^  tV^KwiMj  principte: 
1.  The  total  c^Hupret^Mu  t\  and  the  t\^al  leosioii.  T.  of  the 
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cross  section  are  proportional  to  the  areas  OAA^  and  OBB\  Fig.  24, 
respectively;  and  hence,  to  some  scale,  these  areas  represent  the 
total  compression  and  the  total  tension  acting  at  the  cross  section. 

2.  The  resultant  tension,  T,  and  the  resultant  compression,  (7, 
act  through  the  centroids  of  the  compressive  and  tensile  areas  in  the 
stress  diagram. 


.jS^B^ceLSxii : t 


Fig.  24. — Strksh- Deform ahox  Diagram  for  a  Non-homogeneous  Beam. 


Cotnorwstnm   SrrwngtK 


3.  When  the  beam  is  subjected  to  pure  bending,  that  is,  when  all 
the  forces  acting  on  the  beam  are  at  right  angles  to  it,  the  resultant 
tension  is  equal  to  the  resultant  compression,  and  these  two  forces 
constitute  a  couple,  the  moment  of  which  is  the  resisting  moment  of 
the  beam. 

443.  Stbenoth  of  Plain  Gonoretk  Beam.  Fig.  25  shows  a 
characteristic  stress-deformation  diagram  for  concrete,  obtained  by 
testing  specimens  in  direct  tension 
and  in  direct  compression.  Notice  in 
Fig.  25  that  a  stress  equal  to  three 
fourths  of  the  compressive  strength 
of  the  concrete  gives  only  one  half 
as  much  deformation  as  at  failure,  and 
that  a  stress  equal  to  half  of  the  com- 
pressive strength  gives  only  three 
tenths  as  much  deformation  as  at 
failure. 

To  show  the  relationship  of  Fig.  25 
and  the  principles  in  the  preceding 
section  to  the  strength  of  a  plain  con- 
crete beam,  suppose  that  a  beam  made 
of  the  same  concrete  as  that  from 
which  Fig.  25  was  deduced  is  loaded 
until  the  stress  in  the  lowest  fiber  at 
the  center  is  equal  to  BB'.  The  total  ten.sile  resistance  of  the  beam  is 
then  repi-esented  by  the  area  OBB\  and  the  ix)int  of  application  of  the 
resultant  tension  is  at  the  center  of  gravity  of  that  area.     The  total 


t1&  Strength. 


Fig.  25. — Stress-Deformation 

DlAC.RAM    FOR    CoVCRETE. 
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compressive  resistance  must  be  equal  to  the  area  OBB',  and  Oaa' 
is  such  an  area.  Hence  the  stress  diagram  for  the  ultimate  strength 
of  the  l>eam  is  a'OB\  and  aa'  is  the  compression  in  the  upper  fiber 
at  the  time  of  rupture  of  the  beam  on  the  tension  side.  Fig.  25 
shows  the  wiu^tefulness  of  using  plain  concrete  :is  a  lieam.  for  the 
compression,  aa\  on  the  upper  filx*r  when  the  l^am  fails  on  the 
tension  side  is  only  about  one  tenth  of  .4.4'.  the  crushing  strength 
of  the  concrete.  The  area  0.4.4'  repre^^ents  the  compressive  strength 
of  the  concrete  that  is  available,  while  only  the  |>ortion  Oaa'  is  used. 
The  purpose  of  adding  steel  reinforcement  is  to  make  available 
the  whole  of  the  cH>mpressive  resistance  of  the  concrete.  The  exact 
amount  of  steel  required  to  utilize  the  entire  i-ompressive  strength  of 
the  concrete  depends  upon  the  elastic  pn>}>erties  of  the  steel  and  of 
the  concrete,  but  steel  ha\ing  a  cn>ss  sectional  area  equal  to  irom  1 
to  2  per  cent  of  the  total  area  of  the  l.>eam  will  develop  the  entire 
compressive  resistance  of  the  ctmcrete. 

444.  Fouf  m.As  FOR  Bkhdiko  of  Rsihforcbd  Gonceictb  Beams. 
BaaMOS  for  IKIIeraiees.  Numerous  formulas  have  l^een  pr^>posei4  for 
the  strength  of  reinforceii  concrete  l>eams:  but  they  may  l>e  gr\>upetl 
into  two  classes,  viz.:  (1 '  emj>erical  formuhis.  thi>se  that  express  the 
results  of  experiments:  and  (2*  nitional  foniuilas.  those  that  are 
baseii  upon  the  principles  of  me**hani<^  and  the  laws  tn  the  strength 
of  materials  involved.     Only  the  latter  will  Ix*  i-onsiviereil  here. 

The  numen>us  rational  formulas  iliffer  among  tliemseh^es  for 
three  reasons,  viz.:  (l  acci>r\lins  to  the  amount  oi  the  tensile  re- 
sistance  of  the  concrete  ct^nsiilereil :  i2  arc\miing  to  the  distribution 
of  the  ct>mpresi?ive  fiber  stresses  :issumeil:  and  ^^  acivrviing  to  the 
methcnl  employe* i  of  applxnng  the  factor  of  safety. 

1.  When  the  load  is  first  applieti  to  a  reinfon-^l  i-oncrete  !»eani. 
the  tensile  resist am^e  of  the  l^am  is  the  sum  ox  the  tension  in  the 
steel  and  that  in  the  a^ncrete:  but  as  the  load  increases,  the  con- 
crete cracks  on  the  lower  side  of  the  l>eam.  and  thus  iie<  rvases  the 
amount  of  tension  taken  by  the  ci>ncrete-  When  t*io  r>eam  fails, 
these  cracks  extend  nearly  to  the  neutral  axis:  and  hep.*^  the  un- 
bR>ken  teiL<ile  area  i<  quite  small,  ami  ;is  it  i<  i|.::te  near  the 
neutral  ax!<  the  m«»men!  oi  h<  resistam-e  is  prac::ca!:v  nectiirible. 
It  i<  the  :ilni«^>t  universal  custom  to  negkvt  in  formulas  tor  practii^t^. 
the  effect  oi  the  teiL<ile  resist aiu*e  ox  the  wncrvte. 

2-  As  shown  in  Fis:.  2o.  the  str^^>s-^ieformation  c\:rve  for  cv^ncrete 
in  •^T'.ipre-viion  is  nearly  a  straisrht  liiK*  up  t«^  anvl  even  K\vv>nd 
•  •r:in:iry  workiriir  ^*:vsses.  and  the  '.n^xr  «^»Titn»on  workiiii:  forttiulas 
:.:»:•  ■•.i'*»-i  utN»ii  a  ^traisiht -line  <trt»>s-^!e format iou  r\\;v':oti.  hi  e\- 
iienn.e!:':-.!  work  it  i<  usuallv  m^ivsscirv  to  use  t!u*  »*urvtHl  sm^^-^- 
iet«»r:!iati«»ii  relatit»n:    but  siune  engineers  have  adiieii  useless  o^tii- 
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plication  by  taking  account  of  the  curvatureof  the  stress-deformation 
diagram  in  deducing  working  formulas.  When  the  curvature  is 
taken  into  account,  the  stress-deformation  curve  is  usuallv  assumed 
to  be  the  arc  of  a  paralx)la  with  its  vertex  at  A'  (Fig.  25)  or  above. 

3.  There  are  employed  two  methods  of  applying  the  factor  of 
safety.  One  is  to  apply  the  factor  to  the  ultimate  strength  of  the 
concrete  and  of  the  steel,  and  employ  the  safe  working  strength  in 
the  formula  for  the  safe  strength  of  the  beam;  and  the  other  method 
is  to  deduce  a  formula  for  the  ultimate  strength  of  the  beam,  and 
then  apply  a  factor  of  safety  to  this  result  to  determine  the  safe  load 
for  the  beam.  The  second  method  was  formerly  the  more  common; 
but  the  first  is  the  more  simple  and  the  more  logical,  and  has  now 
become  the  more  common.  One  objection  to  the  use  of  a  formula 
for  the  ultimate  strength  is  that  most  of  them  do  not  take  account 
of  the  curvature  of  the  stress-deformation  line;  and  the  few  that  do, 
thereby  add  complication  without  compensating  advantage. 


6  7  e  9  lO 

Fio.  26. — Distribution  of  Fiber  Strkss  in  Reinforced  Ck)ncrete  Beams. 


446.  Fig.  26  shows  the  distribution  of  fiber  stress  in  the  concrete, 
assumed  in  different  formulas  for  reinforced  concrete  beams.*  No. 
9  represents  the  distribution  usually  assumed  and  the  one  employed 
in  this  volume. 

446.  Formulas  for  Safe  Working  Strength.  We  are  now  prepared 
to  deduce  formulas  for  the  safe  working  strength  of  a  reinforced 
concrete  beam,  in  accordance  with  the  preceding  principles  and 
under  the  following  assumptions: 

1.  The  tensile  resistance  of  the  steel  is  neglected. 

2.  The  stress  diagram  for  compression  is  a  straight  line  up  to  the 
safe  comj)ressive  strength  of  the  concrete. 

*  The  first  nine  are  from  Tumeaure  and  Maurer's  Principles  of  Reinforced  Con- 
crete Construction,  p.  53. 

15 
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'4,  Thorc  111*0  no  temperature  or  shrinkage  stresses  in  either  the 
Hteel  or  the  (concrete. 

447.  The  following  nomenclature  will  be  used:* 
/^  -=  unit  filler  stress  in  the  steel; 

/,.  -=»  unit  filler  stress  in  the  concrete  at  its  compressive  face; 
('^  ^  unit  elongation  of  the  steel  due  to  the  stress  /,; 
/•„  «  unit  shortening  of  the  concrete  due  to  the  stress  /,; 
/s\  =  modulus  of  elasticity  of  the  steel; 
li^  =*  modulus  of  ehvsticity  of  the  concrete  in  compression; 
n  =»  ratio  £,  -h  E/y 

T  =  total  tension  in  the  steel  at  any  section  of  the  beam; 
('  «  total  compression  in  the  concrete  at   any  section  of  the 
beam: 
A/^  =  resisting  moment  as  determined  by  the  steel; 
A/j.  =  resisting  moment  as  determined  by  the  concrete; 
M  ^  liending  moment  or  resisting  moment  in  general; 
d  =  breadth  of  a  rectangular  beam: 

d  =  distance  from  the  compressi\'e  face  to  the  plane  of  the  steel; 
k  =  ratio  of  the  depth  of  the  neutral  axis  of  a  section  below 

the  top  to  the  distance  d: 
j  =  ratio  of  the  arm  of  the  resisting  couple  to  the  distance  d; 
A  =  area  of  cross  section  of  the  steel: 
/>  =  .4  ^  b  d,  and  is  calleil  the  steel  ratio. 

448.  Position  of  \  cut  ml  Axis.  The  firet  step  is  to  determine 
the  position  of  the  neutral  axis.  Since  cross  sections  that  were 
plane  before  bending  remain  plane  after  liending,  the  unit  deforma- 
tions of  the  fibers  var\'  as  their  distances  from  the  neutral  axis:  and 

m 

hence,  in  Fig.  27, 

e^^    kd    ^ 

But  <»  =  ^.  and  fc  =  if  •  »wd  therefore 

<^     A_  ^     ^_     d-kd     \-k 

t\.   ~  E^  f^    ~  nj^  '     id     ^    k        ^ 

For  simple  bending  the  total  tension  is  equal  to  the  total  compre^^n 
and  hence 

/,.4  -J/c6W (2) 

*  Tbe  notation  snd  ibe  farmubus  an^  ffv«a  TunM«ui«  and  Mmuivr's  Princtp^  of 
Reinf'  n-^i  Concrpte  Coostruc-tioQ.  John  WiVy  aini  2^atts«  Xew  York  CSty.  ISlJC.  by 
l%^r:i;..^^v^  rKi>  i>  murh  tbe  best  trpatiuetkl  vt  thte  sub|«<r(  tbe  autbor  ba»  seen,  ami 
^>2L-  rV.Triv  u^^t  in  ivrpdkhng  what  miine<<iatrt>-  ft4k>«^  Tbe  rrtMler  ks  nrCeffrrU  to  that 
\  vium^  :ur  ;&  luUer  dfeicustsMiQ  of  tbe  :«bjrrt  than  that  atteaaplffd  beir. 
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Combining  equations  1  and  2,  substituting  p  =  A  -5-  6d,  and  solving, 
gives: 

k  =  V  2  pn  +  (p  ny  -  p n       .      .      .      .      (3) 

Equation  3  shows  that  the  position  of  the  neutral  axis  depends  only 

upon    the    proportion    of    the 

steel    and    the    ratio     of    the 

-^  modulii  of  elasticity.     For  val- 

[  ues  of   n  =  15   and  of  p  be- 

I  tween    0.75    and    1    per    cent, 

Jf^         k  varies  from  0.38  to  0.42;  but 

j  is  ordinarily  taken  as  J. 

j  449.    Arm    of   Resisting 

1  t;      Cauple.      To  find  the   arm  of 


^'C^'^'A.  f___-Zl  the  resisting  couple,  jd,  Fig.  27, 

Pj^  27  notice  that  the  distance  of  the 

centroid  of  the  compressive 
sti-ess  from  the  top  of  the  l)eum  is  J  kd;  and  therefore  the  arm 
of  the  couple,  jd  =^  d  —  ^  kd  or 

y  =  1  -  u (4) 

It  should  be  noticed  that  j  does  not  vary  much  with  p,  and  that  for 
n  =  15  and  p  between  0.75  and  1.0  per  cent — common  values, — the 
average  value  of  j  is  about  J. 

460.  Residing  Moment.  If  the  amount  of  reinforcement  is 
insuflScient  to  utilize  the  full  compressive  resistance  of  the  concrete, 
then  the  resisting  moment  of  the  beam  depends  upon  the  steel,  and  is 

M,   ==  T  jd  =  /«  A  jd  =  f^  pjbd"        .      .      .     (5) 

On  the  other  hand,  if  the  beam  is  over-reinforced,  its  resisting 
moment  depends  upon  the  concrete  and  is 

Me  =  C  jd  =  hf^hkdjd  =  \f^  kjbd^    .      .      .      (6) 

To  find  the  actual  resisting  moment  in  any  particular  case,  the  two 
values  of  M  must  bo  computed,  and  the  smaller  one  taken. 

461.  Application  of  Preceding  Equations.  The  preceding  equa- 
tions are  all  that  are  really  necessary  in  solving  problems  involving  the 
bending  moment  of  reinforced  concrete  l^ams. 

To  determine  the  unit  fiber  stress  on  the  steel  for  a  given  lj)ending 
moment,  Af,  solve  equation  5  thus: 

''        A  jd     pjbd^ ^^ 

To  find  the  fibei'  stress  on  the  concrete,  solve  equation  6  thus: 

JM 
'-"k'jbd' ^^^ 
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Tn  lind  (he  I'dii^f  <>l  /o  in  terms  of  /,.  eliminate  M  lietween  equations 
7  iiihI  H.  iiud  liiul 

7'm  (IHnminv  the  amount  of  stcvl,  solve  equations  1  and  9,  and  then 

^  (10) 


"'Kfe-) 


I'lHMiillnii  10  nhows  that  for  the  same  values  of  —and  — ,  the  ratio 

/c  *^c 

Iff  |Im«  iii'«»n  t»f  tlu»  steel  to  that  of  the  concrete  above  the  center  of  the 
mImmI  Ip  IIm*  hhmh*  for  all  sizes  of  l>eams:  that  is.  the  amount  of  steel 
d»<|»MiMl»  only  upon  the  two  ratios  above. 

fn  /Iml  thr  ami  of  the  Imvn:  If  the  value  of  p  adopted  is  less  than 
IIimI  yi.\yi^\\  by  liquation  5,  then  the  area  of  the  beam  should  be  deter- 
(MlliMil  Iroiu  oquation  5,  that  is.  from  the  relation 

M 

IhF  =  r     .: {U) 

I  Mil  ll  llu»  vuluo  of  p  selei*teil  is  more  than  that  determined  by  equa- 
(lull  10,  tlion  the  aiva  of  the  l^am  should  V^  determined  from  equA- 

lliMi  «i,  tlwH  is,  fix>m  the  relation 

iAS,  Additional  InfonnatKHi.     For  a  description  and  discussion 

nl  \\\\vt^  st^ies  of  oare/ully  conducted  and  comprehensax'e  expcfi- 
iiumH^,  givin«[  much  inten[^sting  and  insiructix-e  information  coo- 
riMMlUH  the  stix^ujjth  and  !hei>n'  of  flexure  of  neinfoired  concrete 
boHiu?^»  stv  Uulletins  No,  1.  4.  and  14  oi  \\\e  I'mx-ersity  oi  IllincMS 
I 'h.UMuvnuix  KxjH^nnHMit  StAtion. 

i(^.  T^Beams.  S*\n¥?tinws  in  \he  c\>nstr\iciii>n  oi  concrete 
tloorN  tor  bxuldiujrs  and  bridsess.  t!x*  >iab  and  the  i^wnfoired  beam 
^uppor^nlJi  it  arv  oM^sinictisi  as  a  nHMiolith:  and  c«Mi:seqtiefiily  a 
pon\t>t^  \^f  the  slab  on  oaoh  siiV  tM  the  l>eam  acts  as  conipnesaon 
iU^si  to  Kdauiv  t!>o  tensiiMi  in  the  stet^]  in  the  k^w^r  part  of  the  hwma. 
N\h  h  :^  nH^5n\vr  i>  usually  caJksi  a  T-^v,^m,  Kut  son^times  a  ribbed 
>Lib      hi  :\  T-lv,^ni  the  sJab  is  calW  the  l^ani??,  and  the  beam  pwpw 

Thc^  iiVi")"»n]as  u>r  T4ysanis  are  n>^M\^  vx^m^pJic^teni  than  t!>i>?^  iW 
M.uplo  Nvuns.  ^yvaiir^  tbc  ix^uti^l  A^vis  t^m-  he  in  eat  hex  the  tlamfie 
^M   iho  >!nn.  atvi  it  ts  t^M  |v\s5abJe  to  ^iet^srtniiie  vhkk  exopfvt  b> 
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trial.  The  computations  for  T-l)eaiiis  are  further  complicated  by 
the  fact  that  such  beams  are  often  made  continuous  over  the  sup- 
ports, which  produces  tension  on  the  upper  side  of  the  beam  at  the 
support  and  requires  the  introduction  of  reinforcement  at  this  point. 

For  formulas  for  T-beams,  see  Tumeaure  and  Maurer's  Principles 
of  Reinforced  Concrete  Construction,  pages  78-84;  and  for  a  de- 
scription and  discussion  of  a  series  of  carefully  conducted  experiments 
on  T-beams,  see  Bulletin  No.  12  University  of  Illinois  Engineering 
Experiment  Station. 

464.  Beams  Reinforced  for  Oompression.  Ordinarily  it  is  more 
economical  to  carry  compressive  stresses  by  concrete  than  by  steel; 
but  occasionally  the  depth  of  the  reinforced  beam  is  so  limited  that 
the  desired  bending  moment  requires  so  much  tensile  reinforcement 
that  the  concrete  can  not  safely  give  sufficient  compressive  resistance 
to  counterbalance  the  tension  in  the  steel,  and  consequently  it  is 
necessary  to  reinforce  the  concrete  also  for  compression.  Again, 
steel  is  sometimes  placed  in  the  compression  side  of  a  concrete  beam 
to  provide  for  possible  negative  moment  due  to  eccentric  loading; 
and  if  this  steel  is  properly  embedded,  it  may  also  take  a  portion  of 
the  compression.  For  the  formulas  for  l)eams  reinforced  for  com- 
pression, see  Turneaure  and  Maurer's  Principles  of  Reinforced  Con- 
crete, pages  84-89. 

466.  BOND  BETWEEN  Steel  AND  GONORETE.  In  order  that  the  re- 
inforcement and  the  concrete  may  act  in  unison,  it  is  necessary  that 
there  be  adhesion  or  bond  between  the  steel  and  the  concrete.  Ob- 
viously the  tension  on  the  steel  is  a  maximum  at  the  center  of  the 
beam  and  decreases  each  way  toward  the  end,  the  difference  in  the 
tension  between  any  two  points  being  transmitted  to  the  concrete 
by  the  bond  between  the  steel  and  the  concrete.  This  increment 
(or  decrement)  of  the  tension  in  the  steel  is  finally  transferred  to  the 
compression  area  of  the  concrete,  and  becomes  an  increment  (or  de- 
crement) to  the  compressive  stress  in  the  concrete  above  the  neutral 
axis. 

To  find  a  formula  for  the  bond  stress  proceed  as  follows:    Let 
V  =  the  total  vertical  shear  at  any  section,  that  is,  the  reaction  at 
the  end  support  minus  the  load  between  the  support  and  the 
section;  and 
X  =  distance  along  the  beam. 

Differentiating  equation  5,  page  227, 

rfT  -=  rf^  '^ (^3> 

But   from   the  principles  of   mechanics   of   beams    -  -  =  V;  and 
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MuliHtitiitinK  y  and  transposing 

f-i (») 

(if  . 
.     is  tho  rate  of  change  in  the  total  tensile  stress  in  the  reinforcement 

lit  tho  section  under  consideration,  and  is  for  a  unit  of  length  of  the 
Inmin;  and  measures  the  force  that  is  transmitted  to  the  concrete 
hy  tlie  bond  or  adhesion.     If 

B  «"  the  bond  per  unit  of  area  of  the  surface  of  the  bar, 

m  >=-'  the  number  of  reinforcing  bars, 

H  "  the  s\irface  of  a  bar  per  unit  of  length, 
tlien 

r 

Hwfi-— (15) 

V  can  be  determined  when  the  condition  of  loa(Hng  is  known,  and 
jd  can  be  found  hy  ecpiation  4,  page  227,  or  really  by  equation  3, 
|>age227;  and  therefomthe  bond  stress  required  per  unit  of  surface 
of  th(»  ivinforcing  rods  can  be  determined  by  equation  15  alwve. 
It  should  be  noticed  that  the  bond  sti-ess  depends  upon  /,  which  in 
turn  d(*pen<lH  upon  ti\e  steel  ratio  and  upon  the  ratio  of  the  coefficient 
of  <»laHticity  of  th<^  st(K»l  to  that  of  the  concrete. 

liquation  15  is  for  horizontal  reinforcement,  and  if  the  reinforcing 
bars  are  inclined  or  iKMit  up  fix>m  the  horizontal,  the  above  differ- 
entiation is  no  longer  true,  since  jd  then  l)ecomes  a  variable.  How- 
ever, for  reasoiiH  that  will  appear  in  the  next  section,  this  Hmitation 
IH  not  important. 

460.  The  bond  is  due  to  the  adhesion  of  the  cement  and  also 
to  Ihi^  gHpp'*»><  action  of  the  cimcrete  in  setting;  and  may  be  deter- 
Miltied  either  by  applying  a  (Urect  pull  or  push  to  a  bar  embedded 
III  concrete,  or  by  applying  the  preceding  formula  to  the  results 
nblained  by  testing  a  ivinforced  concrete  beam.  The  following 
fiiMchiHinnH  concerning  bond  ai*e  the  results  of  experiments.*  Dif- 
{(Meiicn  III  the  si/e  of  the  reinforcing  rods  makes  little  or  no  difference 
III  till'  ImiihI  resiHtanctv  Flat  bars  give  considerably  less  resistance 
lliiiii  iniiiid  ones;  and  bars  having  a  surface  as  they  come  from  the 
mil"  K'^*^  about  twice  the  i-esistance  of  those  having  a  polished 
rtiirliu't*       TIh^  imnd  resistance  is  gi-eater  for  wet  than  for  dry  concrete, 

iHmI  I'«  h.i'''*'**''  ''*'*  •'**'*  ^***^*^  '^^**'  '^^^'^  mixtui*es;  and  increjiises  with  the 
iiun  III  t  lie  cnhcrettv  Since  concrete  setting  in  air  contracts  while  that 
nelHiiK  •'•  ^^ater  expands,  it  is  pn^bable  that  the  lx>nd  is  greater  for 


4  (  mH»''«»i*«'    •*"•'    Miiun»r'H    PrinoipU's    t>f    UeinforccHl    Concrete   Constniction. 
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concrete  setting  in  air  than  in  water;  but  this  has  not  been  proved 
by  experiment.  A  small  amount  of  rust  on  the  steel  increases  the 
bond  resistance;  but  if  the  rust  is  thick  enough  to  form  scales,  it 
greatly  decreases  the  bond.  After  the  bond  has  been  broken,  plain 
rods  give  a  frictional  resistance  of  about  two  thirds  of  the  original 
bond  resistance. 

The  bond  stress  for  plain  round  mild  steel  rods  in  beams  failing 
by  tension  of  the  steel  varied  from  70  to  193  lb.  per  sq.  in.;  while 
applying  a  direct  pull  to  similar  bars  embedded  in  similar  concrete 
gave  bond  resistances  from  200  to  500  lb.  per  sq.  in.*  Other  experi- 
menters get  results  for  the  direct  tests  nmning  as  high  as  750  lb. 
per  sq.  in.  for  plain  round  rods,  while  the  results  for  deformed  bars 
(§  465)  are  still  higher.  In  view  of  the  preceding,  and  since  the 
conditions  in  a  reinforced  concrete  l)eam  are  more  favorable  for  the 
development  of  a  high  bond  resistance  than  in  the  usual  methods  of 
determining  bond  by  direct  experiment,  it  is  safe  to  conclude  that  a 
})eam  reinforced  with  plain  round  steel  bars  is  ordinarily  in  no  danger 
of  failing  through  insufficient  bond  between  the  steel  and  the  con- 
crete. In  other  words,  at  the  time  when  a  beam  fails  by  tension 
in  the  steel,  the  factor  of  safetv  of  the  bond  resistance  is  2\  to  4  for 
ordinary  structural  steel,  and  IJ  to  24  for  steel  having  an  elastic 
limit  of  55,000  lb.  per  sq.  in.f 

467.  Before  the  laws  of  flexure  of  reinforced  concrete  were  clearly 
understood,  there  were  introduced  a  number  of  special  or  deformed 
bars  whose  surface  has  such  a  shape  as  to  increase  the  bond  stress 
considerably.  Several  of  the  more  common  of  these  bars  are  shown 
in  Fig.  28,  page  23G.  Since  plain  bars  ordinarily  give  more  than 
enough  bond  resistance  to  develop  the  elastic  limit  of  the  steel,  it  is 
clear  that  generally  there  is  no  advantage  in  these  special  forms,  the 
only  exception  being  for  short,  heavily  loaded  beams  in  which  there 
is  not  space  for  sufficient  embedment  of  the  rods  to  develop  the 
required  bond  stress  with  plain  steel  rods  (see  §  472).  Some  con- 
structors employ  deformed  bars  where  the  concrete  is  to  set  under 
water  (see  J  456). 

A  misinterpretation  of  the  cause  of  failures  of  reinforced  concrete 
l>eams  seemed  to  show  that  the  failure  was  due  to  the  slipping  of  the 
reinforcing  rod  in  the  concrete;  but  the  true  interpretation  is  that  the 
slipping  was  the  result  and  not  the  cause  of  the  failure,  i.e.,  the 
slipping  took  place  after  failure  due  to  some  other  cause. 

468.  VfeBTiOAL  Shear.  In  the  common  theory  of  flexure  it  is 
assumed  that  the  vertical  shear  is  uniformly  distributed  over  a  vertical 
cross  section  of  the  beam,  and  that  therefore  the  unit  shearing  stress 

♦  Bulletin  No.  4,  University  of  Ulinois  Engineerinfir  Experiment  Station,  p.  25. 
t  Prof.  A.  N.  Talbot  in  Jour.  West.  Soc.  of  Eng'rw,  vol.  ix,  p.  404. 
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^t  id%i\'  H^'X\i}X\  in  equal  to  the  total  vertical  shear  divided  by  the  area 
*A  tfi#'  w^'tion.  But  it  is  known  that  at  any  point  of  a  beam  there 
t'x\h\>  Uith  vertical  and  horizontal  shearing  stresses  which  vary 
irj  \uu*\miy  from  the  neutral  surface  to  the  tension  and  compression 
Hi\i^  of  the  l>eam,  and  that  at  any  point  the  vertical  shearing  unit 
¥iri*;m  Ih  (*(|ual  to  the  horizontal  shearing  unit  stress.  The  common 
\\n*i}vy  i)f  flexure  neglects  the  horizontal  shearing  stresses,  and 
fhi*r<tby  (MI'S  on  the  side  of  safety.  It  is  proposed  to  make  an  in- 
v<*Hf  i^ation  to  hoc  whether  or  not  the  horizontal  shearing  stresses  may 
Ix^  neglected  in  reinforced  concrete  beams. 

In  a  reinforced  concrete  beam,  the  bond  stresses  transmitted  to 
t  he  corurete  are  the  increments  of  the  tensile  stress  in  the  reinforcing 
barn,  and  the  horizontal  shearing  stress  in  the  concrete  transfers 
thene  tensile  increments  to  the  compressive  increments  of  the  com- 
firesHion  area  of  the  concrete.  The  amount  of  horizontal  tensile 
Htrosses  transmitted  from  the  reinforcing  bars  per  unit  of  length 
of  l>eain  is,  by  equation  15,  page  230, 

Y 

B  ms  —  TT  * 
]d 

This  stress  is  distributed  over  a  horizontal  section  of  the  l^am  just 
above  the  reinforcing  bars,  and  is  uniform  between  the  top  of  the 
bars  and  the  neutral  axis.  From  the  principles  of  the  mechanics 
of  a  l>ea!n.  the  horizontal  shear  is  a  maximum  at  the  neutral  axis; 
and  therefore  the  above  is  the  maximum  horizontal  shear.  Calling 
1'  the  maximum  horizontal  unit  shearing  stress,  and  6  the  breadth 
of  the  l)eam,  the  maximum  resistance  per  unit  of  length  of  the  beam 
then  is  bv.    Therefore,  br  =  B  ni  s.  and 

SV 
Since  /  is  usually  about  J,  r  =  :ir\  approximately:  or  the  actual 

maximum  unit  vertical  shearing  stress  is  about  one  seventh  more 
than  if  the  shearing  stress  were  considered  as  being  uniformly  dis- 
tributeti  over  a  vertical  section  extending  from  the  top  of  the  lieam 
to  the  center  of  the  reinforcement. 

The  maximum  unit  shearing  stresses  developeii  in  reinforced 
concrete  beams,  as  computed  by  equation  \i\  alnive,  is  very  much 
less  than  the  shearing  strength  of  concrete.  In  a  series  of  eleven 
lioanis,  '-  varied  from  86  to  151  lb.  per  sq.  in.:  and  in  another  series 
o\  nine  l^eams,  from  06  to  126:*  while  the  shearing  strength  of  the 
I  t>norete  w:^  eight  or  ten  times  the  largest  of  these  values  (see  Table 

•  Bulk^tin  Xo.  4.  rni^^eisitT  of  Illinois  Eoi^ineeffiiiit  Ejcperimmt  Station.  |v  48.  5*1 
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39  and  40,  pages  205,  and  206).  Therefore,  in  view  of  the  above,  and 
also  since  the  conditions  in  the  beam  are  more  favorable  for  develop- 
ing a  high  value  of  the  shearing  stress  than  in  any  form  of  direct  test 
yet  devised,  it  is  not  likely  that  a  reinforced  concrete  beam  will  fail 
by  shear. 

469.  Diagonal  Tension.  Reinforced  concrete  beams  are  some- 
times said  to  fail  by  shear  when  they  really  fail  by  diagonal  tension. 
The  latter  method  of  failure  will  now  be  considered. 

In  treatises  on  the  mechanics  of  materials,  it  is  shown  that  at  any 
point  in  a  beam  there  are  not  only  the  vertical  and  horizontal  shear- 
ing stresses  discussed  in  the  preceding  section,  but  also  tensile  or 
compressive  stresses  in  every  diagonal  direction.  It  is  proved  in 
treatises  on  mechanics  of  materials  that  if  z  =  the  horizontal  unit 
tensile  stress  at  any  point  in  a  l>eam,  v  =  the  vertical  (or  horizontal) 
unit  shearing  stress,  and  t  =  the  maximum  tensile  stress  at  that 
point,  then 

^  =-  i2  -f  \/i?~-M^ (17) 

The  direction  of  the  maximum  diagonal  stress  makes  an  angle 

2v 
with  the  horizontal  equal  to  half  of  the  angle  whose  tangent  is — 

In  computing  the  maximum  bending  moment,  only  the  horizontal 
component  of  the  diagonal  tension  was  considered,  because  at  the 
point  where  the  maximum  trending  occurs  the  vertical  component  is 
zero;  and  in  computing  the  maximum  shear  in  the  preceding  section, 
the  tension  in  the  concrete  was  omitted  because  its  effect  in  the  dis- 
tribution of  the  shear  is  very  small.  But  in  investigating  certain 
methods  of  failure  of  reinforced  conci-ete  beams,  it  is  necessary  to 
consider  the  diagonal  tension. 

When  the  diagonal  tensile  stress  in  a  reinforced  concrete  beam 
becomes  as  great  as  the  tensile  strength  of  the  concrete,  the  l:)eam 
will  fail  in  diagonal  tension,  provided  there  is  no  metallic  web  rein- 
forcement. The  characteristic  form  of  failure  by  diagonal  tension  is 
a  crack  near  the  quarter  point,  starting  at  the  lower  side  of  the  beam 
and  running  diagonally  upward  toward  the  center.  In  computing 
the  maximum  resisting  moment  of  a  reinforced  concrete  beam,  it  is 
rightly  assumed  that  the  steel  takes  all  of  the  tension;  but  at  points 
near  the  end  of  the  beam  the  bending  moment  is  less  than  at  the 
center  and  the  concrete  mav  resist  some  of  the  horizontal  tension. 

To  illustrate  an  approximate  method  of  computing  this  stress, 
assume  that  the  stress  in  the  steel  at  a  particular  point  is  3,000  lb. 
per  sq.  in.,  that  the  modulus  of  elasticity  of  the  steel  is  30,000,000 
and  of  the  concrete  1,500,000,  and  that  the  unit  shearing  stress  in  the 
lower  part  of  the  beam  at  the  same  section  is  100  lb.  per  sq.  in.     Then 
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llu'  horiiEtuital  tonriion  on  the  concrete  at  the  level  of  the  steel  will  be 

1 ,5()0,()00 
:<,(KK)  X  •^0  000  000  ^  ^^^  ^*'*  ^^  ^'  '^^''' 

\\\\k\  fitun  tH|imti()n  17  above,  the  maximum  diagonal  tension 

/  -  i  (150)  -f  \/\  (150)'  4-  (loop  =  200  lb.  per  sq.  in. 

'I'hirt  rtlroHH  irt  at  loant  approaching  the  ultimate  tensile  strength  of 
tMiUOiH»to  (HiH*  Tabhi  'M\y  page  202),  and  shows  the  j)ossibility  of  a 
l>»^aiu'H  failing  by  diagonal  tension.  Only  i-elativeiy  short  and  deep 
inmnia  ait^  likoly  to  fail  by  diagonal  tension.  The  above  diagonal 
ritn^HH  inakt^H  an  angle  with  the  horizontal  of  26i° — half  the  angle 
\\\\\m\  laiigont  in  2v  4-  z. 

Tlio  diagonal  lennile  stresses  may  be  reduced  by  keeping  the 
Imrimihlal  tiMiHJon  in  the  concrete,  Zj  low  by  the  use  of  a  large  area, 
(it  htiu^l  at  pointH  wh(»re  the  shear  is  great,  or  by  making  the  depth 
ol  llin  bnam  grcMit  and  thereby  reducing  the  unit  vertical  shear,  v. 
\  \\%\\\\\\  may  b<^  nMnforred  for  diagonal  tension  in  either  of  two  ways, 
vi#  :  (I )  l»y  iMMiding  up  part  of  the  reinforcing  rods  at  the  ends  of 
I  ho  liimiHH  into  a  diagonal  position,  or  (2)  by  introducing  special  web 
roinfnri'i^iniMit,  which  may  l)e  either  vertical  or  inclined  (see  §466). 

illO.  TfIB  Rbinforokmint.  There  are  numerous  systems  of  rein- 
InrrliiM  «'ohiT<M<\  whiclj  differ  from  each  other  in  regard  to  the  form, 
HUalltv,  or  ponition  of  the  metal  used;  but  as  many  of  the  systems 
NU'io  hn»port<^<l  l>«^fore  the  fundamental  principles  governing  the 
ntri»iiM'l»  '*'  reinforced  concrete  were  discovered,  no  description  of 
(hiMii  will  U'  giv(^  horcj.* 

4At.  Quality  of  the  Steel.  Various  grades  of  steel  are  used.  The 
|i|i\rtl«nl  pt'opertien  of  the  three  grades  ordinarily  employed  are  as 
InllM^^rt 

Soft.  Me<iium.  Hard. 

IlKMiiit  Miiill,  l»».  per  M<|.  in.  30-35,000    3>-40,000    50-  60,000 

I  ill  liiiiili'  Hlrt^M«Mi.  !t>.  per  Hq.  in.       50-60.000    60-70.000    80-100,000 

|ilnpiMimeiitrt  with  reinforced  concrete  l^ams  show  that  the 
ii|t|ii||i'  ImmH,  and  not  the  ultimate  strength,  is  the  proper  basis  for 
ilnlinnilnlMM.  tla^  working  load  on  the  steel  or  for  fixing  the  factor  of 

naleh '     ""  ^^'^'^  ^*'  '**'  ^-xpccted. 

4011  There  lian  been  considerable  discussion  as  to  the  relative 
u|ii)lln  III  ttofi  and  hard  steel  for  reinforcement,  although  the  advan- 
iHuea  neeiii  lo  be  in  favor  of  soft  steel. 

'liiit  advantagen  of  hard  steel  are:    1.  Its  greater  elastic  limit 

1  I  Ml  lilt  iut«iiii|iMl  fu^rount  of  tlie  vuriouA  Hystems,  particularly  thase  employed 
iu  I'-aMM"''  """  t 'liriHtonho'N  I/O  H<^ton  Arm^  et  8o.s  Applications,  1902,  p.  10-72. 
VwIm  i«4  Mi*'  tlitl  InniW  punlinhod  on  reinforcecl  concrete. 
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permits  a  greater  unit  working  stress,  and  hence  allows  the  use  of  a 
less  amount  of  steel.  However,  the  smaller  the  tliameter  of  the  i-od, 
the  higher  the  price  per  pound.  2,  For  the  same  sizes,  hard  or  high- 
carbon  steel  is  usually  10  or  15  per  cent  cheaper  than  soft  steel,  since 
it  is  usually  made  by  re-rolling  Bessemer  steel  rails. 

The  advantages  of  soft  steel  are:  1.  It  is  more  uniform  in  quality, 
and  hence  more  reliable.  2.  It  is  ordinarily  more  easily  obtained. 
3.  It  is  more  readily  bent  or  welded.  4.  Soft  steel  i^esists  impact 
stresses  better.  5.  The  concrete  is  less  likely  to  crack.  The  modulus 
of  elasticity  for  all  grades  of  steel  is  substantially  the  same,  and  hence 
the  stretch  of  any  grade  of  steel  will  l3e  proportional  to  the  unit 
working  load;  and,  therefore,  since  the  concrete  and  the  steel  stretch 
together,  the  use  of  soft  steel  with  a  lower  unit  working  stress  is  less 
likely  to  produce  unsightly  cracks  on  the  tension  side  of  the  beam. 
6.  For  the  same  size  of  rods,  soft  steel  gives  the  larger  ratio  of  adhe- 
sive strength  or  lx)nd  resistance  to  tensile  strength. 

463.  Amount  of  Steel.  The  amount  of  steel  required  to  resist 
the  bending  moment  of  a  l)eam  can  l)e  computed  by  equation  10, 
page  228;  and  is  dependent  solely  upon  the  ratios  of  theun  it  working 
stresses  in  the  concrete  and  the  steel,  and  of  the  coefficients  of  elas- 
ticity of  these  two  materials.  The  amount  of  steel  used  in  ordinary 
practice  for  balanced  reinforcement  (that  in  which  the  steel  is  just 
enough  to  develop  the  full  strength  of  the  concrete)  varies  from  1  to 
\\  per  cent  of  the  area  of  the  concrete  above  the  neutral  axis  for  soft 
steel,  and  from  0.75  to  1  per  cent  for  high  carbon  steel.  However, 
repeated  experiments*  show  that  the  latter  amount  is  insufficient 
to  develop  the  full  compressive  resistance  of  a  well-made  concrete 
compo.sed  of  1  volume  loose  portland  cement,  3  volumes  well-graded 
sand,  and  4  volumes  of  well-graded  limestone  (for  packed  cement 
the  above  proportions  are  equivalent  to  1  :  3^  :  7A). 

464.  Beam  Reinforcement.  The  reinforcing  steel  must  be  of 
such  form  and  size  that  it  can  easily  l)e  encased  in  the  concrete;  and 
to  prevent  undue  concentration  of  stress  on  the  concrete,  the  steel 
should  l)e  in  comparatively  small  sections.  However,  if  the  rods 
are  made  extremely  small,  they  are  likely  to  l)e  so  close  together  iis 
to  interfere  with  the  placing  of  the  concrete.  Round  rods  are  prefer- 
able to  either  square  or  flat  bai*s,  since  they  can  be  eml^edded  in  the 
concrete  more  easily  and  more  completely.  The  rods  should  be 
straight  or  nearly  so,  as  otherwise  a  pull  will  straighten  and  lengthen 
them,  and  therebv  break  the  bond  with  the  concrete.  Wire  cables 
are  sometimes  used  as  reinforcement;  but  for  the  reason  just  stated, 
they  are  not  as  suitable  as  solid  rods.  The  reinforcement  for  beams 
is  usually  rods  varying  from  J  or  J  inch  in  diameter  to  H  or  2  inches. 

*  Biillotin  So,  4,  rnivrrsity  of  Illinois  Eng'g  Exp't  Station,  p.  24. 
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466.  Before  the  relations  existing  in  a  reinforced-concrete  beam 
between  the  shearing  strength,  the  bond  stress,  and  the  resisting 
moment  were  clearly  understood,  there  were  introduced  in  this 
country  a  number  of  patented  bars  having  surfaces  designed  to 
increase  the  bond  between  the  steel  and  the  concrete.     Such  bars, 


a.     Corrugated  Flat  Bar. 


6.     Corrugated  Square  Bar. 


c.     Corrugated  Round  Bar. 


d.     Diamond  Bar. 


e.     Twiste<l  Bar. 


/.     Twisted  Lug  Bar. 
Fio.  28. — Typical  Deformed  Bars. 

usually  called  deformed  bars,  have  been  used  extensively  in 
America,  but  hardly  at  all  in  Europe.  Fig.  28  shows  six  of  the 
many  deformed  bars  on  the  market.  Notice  that  the  fiirt  &^  ;|bl^ 
the  second  square,  and  all  of  the  others  round,  althoi?**" 
were  square  before  being  twisted.  Deformed  bars  ar 
a  rule  only  for  short,  heavily  loaded  beams  (§  456) 


MJ-vl 
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466.  Web  livinjorcemvnt.  In  §  459  it  was  shown  that  under 
ceilain  conditions,  Iwunis  are  liable  to  fail  by  diagonal  tension  unless 
provided  with  web  i-einforcenient.  Theoretically,  the  best  method 
of  reinforcing  against  diagonal  tension  failures  is  to  place  the  steel 
in  the  line  of  the  gi-eatest  stress;  but  as  the  direction  of  the  diagonal 
tension  changes  fi-oni  point  to  jMiint,  this  condition  can  not  be 
exactly  fulfilled.  However,  it  is  enough  to  place  sufficient  steel  so 
that  it  will  carry  a  considerable  component  of  the  diagonal  tension. 
There  are  several  methods  of  placing  web  reinforcement. 

1.  The  most  common  method  is  to  use  several  mds  for  the  hori- 
zontal reinforcement,  and  l)end  one  or  more  of  them  upward  as  they 
approach  the  end  of  the  l)eam, — where  they  are  not  needed  to  resist 
bending  and  where  they  are  needed  to  resist  diagonal  tension. 
Two  of  the  manv  variations  of  this  method  are  shown  in  a  and  6, 
Fig.  29,  page  2.SS.  The  l)ent  rods  often  pass  over  the  support  and 
thus  aid  in  fixing  the  end  of  the  l)eam,  in  which  case  the  rods  at  the 
top  and  near  the  ends  of  the  beam  resist  tension.  An  objection  to 
using  the  l)ent  rod  to  resist  diagonal  tension  is,  that  to  have  a  sufficient 
number  of  V>ent  rods  i-equires  so  many  horizontal  rods  that  near  the 
center  of  the  lx;am  they  are  so  close  together  as  to  interfere  with 
the  placing  of  the  concrete. 

2.  Short  rods,  vertical  or  inclined,  may  l)e  placed  at  points  along 
the  l)eam  and  extend  from  the  horizontal  reinforcing  rods  up  into 
the  concrete.  It  is  desirable,  but  not  vitally  necessary,  that  they  be 
fastened  to  the  main  rods.  On  account  of  the  difficulty  of  placing 
the  short  rods,  this  is  not  a  common  method  of  web  reinforcement. 

3.  In  Eui'ope  a  very  conunon  form  of  web  reinforcement  consists 
of  some  form  of  l()o|)s  made  of  a  bar  or  ])and,  usually  called  stirrups, 
placed  vertically  with  the  loop  passing  under  the  horizontal  rein- 
forcing rods.  The  horizontal  distance  between  these  stirnips 
decreases  from  the  center  toward  the  end  of  the  l)eam.  Four  of  the 
most  common  arrangements  of  stirrups  are  shown  in  c  and  d.  Fig. 
29.  The  Hennebi(|ue  system,  which  has  l)een  frequently  used  lx)th  in 
Europe  and  America,  combines  the  l)ent  rod  and  the  stirrup.  The 
stirrups  would  be  more  efficient  if  leaned  at  45°  toward  the  end  of 
the  Ijeam,  but  it  is  difficult  to  put  and  keep  them  in  this  position. 
Sufficient  experimental  work  has  not  been  done  to  discover  the  law 
of  the  size  and  the  spacing  of  the  stirrups.  The  only  rule  in  use  for 
spacing  the  stirrups  is  the  following  somewhat  indefinite  empirical 
one:  Make  the  distance  of  the  fii'st  stirrup  from  the  end  of  the  team 
one  fourth  of  the  depth  of  the  team,  the  second  from  the  fii'st  one 
half  of  the  depth,  the  third  from  the  second  three  quart  el's  of  the 
der***  "incl  t.hft  fourth  from  the  third  equal  to  the  de])th  of  the  team. 

^  only  near  the  end  of  the  beam  as 
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b.     Heat  llacB. 
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d      t<lirTupa  and  Bent  Bub. 


t.     Kahn  Bars. 


/.     <\ininiings  Loop  Hani. 


g.     Vail  <]inlcr  Kntnip. 
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above,  and  sometimes  they  are  spaced  equally  distant  from  the 
fourth  one  as  above  to  the  center  of  the  beam.  Obviously  the 
distance  between  the  stirrups  should  vary  somewhat  with  the  span, 
but  the  law  haa  not  been  worked  out.  The  efficiency  of  a  stirrup 
dep)ends  upon  its  bond  resistance;  and  hence,  as  its  length  is  not 
great,  it  should  l)e  looped  or  anchored  at  its  upper  end. 

4.  e,  Fig.  29,  shows  the  Kahn  bar  which  resists  both  hori- 
zontal and  diagonal  ten-sioii.  It  i.s  in  effect  a  system  of  inclined 
stirrups  firmly  attached  to  the  body  of  the  bar.  The  bar  is  rolled 
of  the  cross  section  shown,  after  which  the  fins  are  sheared  from  the 
bar  for  a  portion  of  their  length  and  then  bent  to  the  desired  angle. 
This  bar  is  in  very  common  use  in  America.  It  is  frequently  bent 
up  at  its  ends  as  described  in  paragraph  1  above. 

5.  /,  Fig.  29,  shows  the  Cummings  loop  bars.  .4  shows  the  bars 
in  position  to  receive  the  concrete,  B  is  an  end  view,  and  C  and  D 
show  the  bars  knocked  down  ready  for  shipment.  These  bars  are 
made  in  a  variety  of  sizes,  widths,  and  lengths. 

6.  The  difficulty  of  placing  a  number  of  bent  Imra  properly  led 
to  the  invention  of  the  system  shown  in  g.  Fig.  29,  called  the  unit 
girder-frame  system. 

7.  There  is  a  more  elaborate  form  of  the  type  shown  in  g,  Fig.  29, 
in  which  the  individual  members  of  a  frame  are  connected  to  each 
other  by  a  pin,  and  the  ends  of  two  adjoining  frames  are  connected 
together  by  a  link  and  pin.  This  is  known  as  the  pin-connected 
girder-frame  system. 

467.  Slab  Reinforcement.  The  reinforcement  for  slabs  is  usually 
rods,  woven  or  welded  wire-net,  or  expanded  metal.  In  one  style 
of  floor  construction  the  reinforced  concrete  slab  rests  upon  the 
beams  or  girdei-s,  in  which  case  the  reinforcing  rods  may  run  in  one 
direction  or  in  two  directions  at  right  angles  to  each  other.  In 
another,  but  less  common,  form  of  construction,  called  the  mush- 
room system,  there  are  no  beams  or  girders;  and  the  reinforcing 
rods  run  from  column  to  column  in  two  directions  at  right  angles 
to  each  other  and  also  from  colunm  to  column  in  l)oth  diagonal 
directions. 

In  reinforced  concrete  floor-construction  the  slal^s  are  frequently 
fixed  at  all  four  edges,  in  which  case  the  calculation  of  the  stress  is 
quite  difficult  and  somewhat  uncertain.  For  an  approximate 
solution  of  this  problem,  see  Turneaure  and  Maurer's  Principles  of 
Reinforced  Concrete  Construction,  pages  240-44.  The  formulas  for 
a  steel  plate  fixed  at  two  or  four  edges  (see  Lanza's  Applied  Mechanics, 
9th  ed.,  pages  909-22)  are  frequently  applied  to  continuous  concrete 
slabs,  although  there  is  serious  question  whether  they  are  applicable, 
since  steel  has  equal  tensile  and  compressive  resistance  in  all  direc- 
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l)e  anchored  by  bending  a  short  piece  at  the  end  at  right  angles  to  the 
body  of  the  bar  or  better  by  passing  the  rod  through  a  steel  plate, 
or  a  deformed  bar  should  be  used.  The  bending  of  the  rod  to  make 
it  act  as  web  reinforcement  also  increases  its  bond  resistance. 

473.  The  Joint  Committee  recommend:  *'The  bond  stress  be- 
tween concrete  and  plain  reinforcing  bars  may  be  assumed  at  4  per 
cent  of  the  compressive  strength  at  28  days,  or  80  lb.  per  sq.  in.  for 
2000-lb.  concrete;  and  in  the  case  of  drawn  wire,  2  per  cent  or  40  lb. 
per  sq.  in.  for  2000-lb.  concrete." 

474.  Oompression  in  Goncrete.  The  safe  working  stress  on  the 
extreme  fiber  of  the  concrete  at  a  month  is  usually  assumed  at  500 
or  600  lb.  per  sq.  in.,  and  occasionally  at  700  lb.  per  sq.  in.  Numerous 
tests  of  beams  failing  by  compression  in  the  concrete  show  a  com- 
pressive strength  greater  than  that  usually  obtained  with  cubes.  On 
the  other  hand,  the  strength  of  concrete  for  a  repeated  load  is  less 
than  for  a  once-applied  load.  Of  course,  the  concrete  grows  stronger 
with  age;  but  if  the  reinforcement  is  designed  to  develop  the  full 
strength  of  the  concrete  at  a  month,  the  safe  strength  of  the  steel 
limits  the  safe  strength  of  the  beam,  and  hence  the  strength  of  the 
beam  does  not  increase  with  age.  Apparently  this  relation  is  some- 
times overlooked. 

476.  The  recommendation  of  the  Joint  Committee  is:  **The 
extreme  fiber  stress  of  a  beam,  calculated  on  the  assumption  of  a 
constant  modulus  of  elasticity  for  concrete  under  working  stresses, 
may  be  allowed  to  reach  32.5  per  cent  of  the  compressive  strength 
at  28  days,  or  650  lb.  per  sq.  in.  for  2000-lb.  concrete.  Adjacent  to 
the  support  of  continuous  beams,  stresses  15  per  cent  higher  may  be 
used." 

476.  Shear  in  Goncrete.  If  a  beam  has  no  web  reinforcement, 
the  unit  vertical  shear  should  l>e  kept  low  to  prevent  failure  by 
diagonal  tension;  but  if  the  beam  has  web  reinforcement,  the  unit 
vertical  shear  may  be  considerably  larger.  For  the  fii'st  case  the 
unit  vertical  shear,  as  computed  by  equation  16,  page  282,  may  be 
taken  at  40  lb.  per  sq.  in.;  and  for  the  second  case  at  100  lb.  per 
sq.  in. 

477.  The  Joint  Committee  recommend:  *' Where  pure  shearing 
stress  occurs,  that  is,  uncombined  with  compression  normal  to  the 
shearing  surface,  and  with  all  tension  normal  to  the  shearing  plane 
provided  for  by  reinforcement,  a  shearing  stress  of  6  per  cent  of  the 
compressive  strength  at  28  days,  or  120  lb.  per  sq.  in.  on  2000-lb. 
concrete,  may  be  allowed.  In  calculations  of  beams  in  which 
diagonal  tension  is  considered  to  be  taken  by  the  concrete,  the 
vertical  shearing  stresses  should  not  exceed  2  per  cent  of  the  com- 
pressive strength  at  28  days,  or  40  lb.  per  sq.  in.  for  2000-lb.  concrete.'^ 

16 
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478.  Coefficient  of  Elasticity  of  Ooncrete.    Table  41.  page  207, 

shows  the  vahie.s  of  the  coefficient  of  elasticity  as  obtained  from 
compression  tests  of  12-inch  cul:)es.  These  results  are  given  to 
show  the  effect  of  age  and  composition  upon  the  coefficient;  hut 
thov  are  not  as  suitable  for  use  in  beam  formulas  as  results  deduceti 
from  experiments  upon  beams,  since  the  restraint  upon  the  concrete 
in  tlie  two  cases  is  quite  different,  and  also  since  the  coefficient 
deduced  from  l^eam  exj)eriments  has  been  employed  in  adjusting 
the  constants  in  the  formulas  for  the  strength  of  beams  to  make  the 
computed  results  agi'ee  with  those  obtained  by  experiments. 

Numerous  l)oam  experiments  by  Pmfessor  Talbot*  show  that 
for  a  1  :  .S  :  (i  limestone  concrete  about  60  days  old  and  the  straight- 
lino  stress-deformation  relation,  the  coefficient  should  l)e  taken  at 
not  more  than  2,0(K),(X)0  lb.  per  sq.  in.  Turneaure  and  Maurer 
recommend  2,(KK),(XK)  as  a  minimum  (apparently  for  a  1:3: 0 
concrete)  and  :i,(K)0,(KK)  jis  a  maximum  (apparently  for  a  1:2:4 
concrete).  It  is  usual  to  consider  the  coefficient  =  2,(XK).(X)0,  i.e.. 
to  consider  E^  -i-  E^  =  15. 

479.  FiREPBOOFiNQ.  It  is  usual  to  make  the  concrete  l)elow 
the  reinforcement  lA  to  2  inchss  thick  in  beams,  and  ^  to  1  inch  in 
slabs.  This  layer  of  concrete  fi-ecjuently  acts  as  firepnx)fing.  and  is 
often  so  called:  but  it  also  has  amither  important  function — tluit 
of  h()l(lin<r  the  steel  reinforcement  in  place  and  enabling  it  to  transmit 
stress  to  the  concrete  above  it .  The  alK)ve  allowance  gives  re:4.s<mable 
protection  from  fire,  and  is  sufficient  to  hold  the  steel  in  place. 

480.  Economic  Design  of  Beams.  The  most  economic  propor- 
tion of  stei»l  depends  upon  (1 )  the  i-elative  cost  of  a  cubic  unit  of  the 
steel  and  the  concrete,  (2)  the  ratio  of  the  coefficients  of  elasticitv 
of  the  two  materials,  and  (.S)  the  unit  working  stress  for  each  ma- 
terial. The  problem  of  determining  the  most  economical  proportion  of 
steel  is  <*apal)le  of  a  mathematical  soluticm;  but  different  results  are 
ol)taine(l  accordiiijr  to  which  one  of  the  two  following  initial  assump- 
tions is  ma(U»:  (.1^  the  stress  in  the  concrete  is  constant  or  (B)  the 
stress  in  the  stool  is  constant:  and  also  according  to  which  one  of 
the  three  foliowin*!:  limiting  conditions  of  design  is  assumed;  (a) 
breadth  of  beam  constant.  (/>)  depth  of  l)eam  constant,  (c)  ratio 
jf  breadtli  to  dopth  constant.  Finally  the  i-esults  differ  still  further 
according  to  the  l)oam  formula  employed  (§  445). 

The  only  practicable  method  of  solving  the  problem  is  to  make 
a  solution  for  l)oth  of  the  conditions  .1  and  B  for  each  of  the  condi- 
tions a,  /;,  and  r,  usin«r  the*  values  for  the  ratios  1,  2,  and  8 
abov(*  that  fit  tho  ca.so  in  hand:  and  then  by  inspection  select  the 
most   e?cononucal   result.     For  an   example  of  such  a  solution,   see 

*  BuUctiu  Xo.  -4,  University  of  niiiini«  Kii^^'k  Kxp.  Station,  p.  71-72. 


Art.  2.1  Reinforced  Concrete  Columns.  243 

Engineering  News,  Vol.  Ivii,  pages  686-88.  The  following  conclusions 
are  from  that  article. 

1  '*  When  the  depth  is  unlimited,  a  girder  will  come  under  condi- 
tion c,  that  is,  breadth  divided  by  depth  constant;  and  a  floor  slab 
will  come  under  condition  b,  that  is,  breadth  constant. 

2.  ''When  the  depth  of  the  beam  is  limited,  the  cheapest  beam 
is  very  probably  an  over- reinforced  beam. 

3.  ''  Whenever  an  over- reinforced  beam  is  the  cheapest,  there  is 
a  fairly  wide  range  of  percentages  of  reinforcement  within  which  the 
cost  will  vary  only  slightly.'* 

481.  Turneaui-e  and  Maurer's  Principles  of  Reinforced  Concrete 
Construction,  pages  175-84,  gives  a  method  of  solution  along  the 
above  lines,  and  also  several  diagrams  to  facilitate  its  application 
in  practice. 

Art.  2.     Reinforced  Concrete  Columns. 

482.  Long  vs.  Short  Oonorete  Ck)LUMNS.  Ordinarily  it  is  not 
necessary  to  take  account  of  the  flexure  of  a  concrete  column,  since 
the  ratio  of  length  to  least  width  will  seldom  exceed  12  or  15,  while 
tests  show  that  there  is  little  or  no  decrease  in  strength  due  to 
tending  for  ratios  of  20  to  25.  Hence  for  central  loads  only  com- 
pression need  be  considered. 

483.  EooENTRio  Loads.  Many  concrete  columns  are  loaded  more 
or  less  eccentrically,  particularly  wall  columns,  which  have  all  of  the 
floor  load  on  one  side.  If  the  load  is  eccentric,  that  is,  if  the  center 
of  gravity  of  the  load  is  to  one  side  of  the  center  of  the  column,  the 
resulting  concentration  of  pressure  must  be  allowed  for.  The 
maximum  fiber  stress  may  be  computed  by  the  formula 

.        P       Mc 

in  which  /c  is  the  maximum  unit  compression,  P  is  the  total  load, 
A  is  the  total  area,  M  the  moment  due  to  the  eccentric  load  and  is 
equal  to  Pe  in  which  e  is  the  eccentricity,  c  is  the  distance  of  the  most 
remote  fiber,  and  /  is  the  moment  of  inertia.  A  comparatively  small 
eccentricity  may  produce  a  very  considerable  excess  of  stress. 

484.  Strength  of  Plain  Oonorete  Ck)LUMN8.  Table  45,  page 
244.  gives  the  strength  of  plain  concrete  columns,  and  is  here  included 
to  permit  sul^sequent  comparisons.  Notice  that  the  richer  mixtui-es 
give  considerably  higher  strength.  Fig.  30  shows  the  relation  be- 
tween the  strength  and  the  proportion  of  cement,  the  amount  of 
cement  being  given  in  terms  of  the  weight  of  the  sand  and  the  stone.* 

*  Bulletin  Xt).  20.  University  of  Ulinois  Eng'g  Kxp.  Station,  p.  22. 
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TABLK  45. 

i;TH    or    l*l_M\    CONCBETE  COLIMXS  * 


>■!«  A»  ^h^»»^  tK»t  »•*«*««  is  »n  effwiiw  mnforriog  material.     For 

»-\*«il*K".  »  vuhK-  vsrxl  »>»'  I  :  -  ;  ■*  rt»nrrwe  will  require  0.42  barrel 

v«i  v-^-^tw^U  utv«>'  thaw  *  I  ~  :5 :  (1  mixture,  and  will  therefore  cost  10  or 

l.\  wi  v^tn  KKW.   l»«(t  iW  sirens'h  «'f  <1'P  1:2:4  column  is  68  per 

sv-ii  !>'  t*>->'  '"^  »  I  -  >i  : «'  tuiMuir-     If  only  i»nipressive  resistance  is 

i\N|iHt»v  'i  •■*  >"'•«'  «'»>>»»»iiufat  to  use  an  increiLsed  amount  of  cement 

ili,t!i  ii'  cmi'K')    »i>>   '"""  "f  -""^  reinforcenieni ;    iiut  in  practice 

ii'ltimu'.  ,i;v siit'}*Hio*l  ti>  U-miiiij;  moments,  and  plain  concrete, owing 

to  its  small  tentfile  strength,  is  not 

suitable  for  UHe  where  tensile  stresses 

are  to  be  reslnted.     Therefore  steel 

<  reinforcement,   which   nil)  aid  the 

I  rolimiii   in   resisting    Ijending   mo- 

I  nients.  is  advantageous.     Further, 

)"  steel   is   a   more    reliable   material 

than  concrete;  and  hence  steel  re- 
I  inforcement    is  particularly  advan- 

I  tageous   in   small    columns,   where 

spots   of   impropeily   proportioned 
or  badly  mixed  concrete  are  rela- 
tively more  serious. 
«*,««.rf(*-«f»3— ••'*«  ^-gj     OoLtJuH   RlIJfFOROIBSIIIT. 

I  ,„  III  nii.»ii»NltKTwi:KNTHi:  Columus  are  reinforced  in  either 
»,HiN"iii  ■'►|  •'""■'**^^^*i^^^^''''""'  of  two  ways;  (I)  by  longitudinal 
*""  rods  extending  the  full  length  of 

.)„ Iiiinii,   and   fii   by  ciivumferentially  wmmd  metal.     In  the 

H|«l  I'liati  thn  nKtI  supports  a  portion  of  the  load  directly;    and  in 

•  imlliiUli  Nu.  '20,  Univenity  of  Illiiims  Ljig'g  Ex|i.  SUUun,  |i.  2U. 


Art.  2.^  Reinforced  Concrete  Columns.  245 

the  second  the  steel  gives  lateral  support  to  the  concrete  and  thereby 
increases  its  load-carrying  power. 

The  longitudinal  reinforcement  may  l^e  either  plain  rods,  deformed 
bars,  or  Kahn  bars;  and  is  occasionally  a  light  lattice  column,  made 
heavy  enough  to  carry  the  forms  of  the  story  above.*  If  only  one 
rod  is  used,  it  is  placed  at  the  center;  and  if  several  are  used,  they 
are  placed  symmetrically  about  the  center  and  usually  about  2 
inches  from  the  outside  of  the  column.  The  circumferential  rein- 
forcement is  usually  either  a  succession  of  hoops  or  a  spirally  wound 
wire  or  round  rod  or  flat  bar;  but  sometimes  it  is  a  cylinder  of 
wire  net  or  expanded  metal.  The  circumferential  reinforcement  is 
placed  outside  of  the  column  proper,  although  in  practice  about  2 
inches  of  concrete  or  mortar  is  placed  outside  of  the  steel  for  fire 
protection. 

Usually  the  two  methods  are  used  together,  the  longitudinal 
rods  being  bound  together  transvei*sely  at  intervals,  and  the  hoops 
or  the  spiral  being  held  in  position  by  vertical  spacing-bars  which 
are  often  so  large  as  to  give  considerable  longitudinal  reinforcement. 

486.  Theory  of  Longitudinal  Reinforcement.  To  compute 
the  strength  of  a  column  having  longitudinal  reinforcement,  let 

A    =  the  total  cross  section  of  the  column, 

A^  =  the  cross  section  of  the  steel, 

/  c  =  the  unit  working  stress  in  the  concrete. 

n  =  ratio  of  the  modulus  of  elasticity  of  the  st«el  to  that  of  the 
concrete  at  a  stress  /c  as  determined  from  gross  deforma- 
tion =  E^  -T-  Ec. 

P    =  the  total  safe  strength  of  the  column, 

p    =  the  ratio  of  steel  to  total  area  =  A^  -v-  A. 

Assuming  that  the  steel  and  the  concrete  adhere  together,  the 
ratio  of  the  unit  stress  in  the  steel  to  that  in  the  concrete  will  be  equal 
to  the  ratio  of  the  coefficient  of  elasticitv  of  the  steel  to  that  of  the 
concrete  for  the  stress  /c  as  determined  from  gross  deformations; 
and  therefore  the  unit  stress  in  the  steel  w^ill  be  n  /c,  and  the  total 
stress  in  the  steel  will  he  nfc  A^  =  n  /c  pA .  The  area  of  the  concrete 
is  A  —  pA,  and  the  total  stress  in  the  concrete  is  /c  A  (1 — p).  Con- 
sequently the  total  strength  of  the  column, 

P=^nf,pA+f,A{l-p) 

=  4/,[l  +  (n-l)p]       ....      (2) 

The  above  equation  shows  that  the  strength  of  a  reinforced 
concrete  column  varies  as  the  unit  stress  in  the  concrete,  but  not 

*  For  illustrations  of  cxampleH  see  Trans.  Amer.  Soc.  C.  K.,  vol.  Ix,  p.  443-504, 
particularly  p.  445,  483-86. 
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-.'  ■  >  ';e  e^e«-r  of  the  stoel.  For  example. 
:  ■  =iM4,  wliich  shows  that  1  percent 
-  •  Lt^'  •■vr.t  to  the  sti-en^th  of  the  plain  conci-ete 
.^-  ^-.I'.ve  effei-t  of  the  stet*!  ocelli's  with  poor 
I  .  ^^  The  unit  stn*.^*^  in  the  steel  ==  ///^;  and 
H>  -Sv!!  l-^  to  20.  and  /V  fi-oiu  .SOO  to  oCM).  the 
■.  Mt.-y  ivoin  4.r>(K»  to  Il).(K)()  11).  per  scj.  in.,  and 
'I'  ^?rf5!s  •!'.  'he  sttvl    riM'nfon'einent    will    always   l)e 


4d?      •  \:v"r  ct::s  >:;•'«    rhat   ihen*  is  no  material  dilTerence  in 

u    -.  t  ic^  1    '«■   •'     o;-.:!!::!  whether  it   is  reinforced   with  plain,  de- 

..  -..o..    •;  \.i:ki  :a:>i.   ;'.rut  als*uhal  I  heiv  is  pra<'tically  no  difference 

x-  ^».i::  .»f.,\  .i.v.i  sJ:v:!i:  laroral  connection  l>etw(H*n  the  longitudinal 

i<^  Thbcby  or  CiKcrMnnENTiAL  Reinforcement.    If  a  ma- 

.,     .    ^  >  .  '  «^  A-v".  •■»  iA*"".t*ivssion  and  ivst rained  laterally,  lateral  com- 

,  ^^    ■     N   •'>.'<*^  w    '.     v  vlevoloiH'd    whit'h  tend    to  neutralize  the 

•..   .,  :■  V  CN>:\e  >::vs<es  and  thus  increase*  the  resistance  to  rup- 

.^/ \4o:;i'   srTx^'isr^  weiv  i^pial   to  the  j^rincipal  stresses. 

*  .V-  Av    .     v  "v*   'iiptuiv    Uvauso  then'  could  he   no  shear.     The 

,>N    N^-  .»   •    •  *<*  -.k'e-.i!  :vsiraint  ilepemls  upon  the   ratio  of  the 

.       .  ..-v 'i^iinal  defiMination  t»f  the  nuiterial.     This  ratio  is 

^  '\'x>v»:*.  >i  ::iJ^'      Apparentlv  the  only  e.\|HM-iments  made 

.    •    -o  I\»:v^*!'.  '^  ratio  for  concrete  are  those  hy  i^rof.  A.  X. 

•      X      ^*    -  .'.  >;;i^^'  x.dues  t"n»m  (MO  to  O.H>  ft)r  a  1  :  2  :  4  concrete 

.  .    w  .vxii!j,n;\   working  loatis.  with  values  as  hijjjh  as  0.25 

»  V    -oi     ■.•■^*  v.:;:maie  streniith* 

v  ^^.,^....^    l\»;xNon  s   lalio   it    is  possible  to  deduce  the   relation 
.  .     ','    .i-.i'i.u  and  the  lon.iiituiiinal  stres.'^es.  nnd  also  the  por- 
"^^^^       .^.  \,.,^.:.,iidinal  MivsN  left  tnd^alanced.      Let 

.'.,.  \s*\a\  I^MU'.iludinal  unit  stress,  in  ll>.  per  .sc;.  in., 

■  '^-  ,»\» *••-••  oi  the  longitudinal  over  the*  lateral  compressive 

......  ..i'»v,s     ilu-  oi»ly  ptirtion  «>f  ('  that  is  si^rnificant, 

.>u«  iuut  icM-'»le  sirt»>.N  in  the  sttH*l.  in  11>.  })er  s<|.  in.. 

^!u»  !  uio  oJ   ihe  area  of  tlu»  steel  to  the   total  area  of  the 

^oUmui.  the  >^.«*«'l  UMiiiT  considenMl  as  a  thin  cylinder  sur- 

umudnic.  the  concrete. 
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n   =  the  ratio  of  modulii  of  elasticity  determihed  as  in  §  486. 
It  can  be  shown  *  that 

2unc 

If  there  is  no  reinforcement  /)  =  0  ,  and  hence  from  equation  3, 
C  =  c.  U  p  =  0.01  (1  per  cent),  and  u  \)e  taken  at  0.16  (its  maximum 
value  for  working  stresses)  and  n  at  20  (its  maximum),  then  C  = 
1.015c.  In  other  words,  under  the  most  favorable  circumstances, 
steel  equivalent  to  1  per  cent  of  the  area  of  the  column  increases  the 
working  strength  of  the  concrete  only  1.5  per  cent;  whei'eas  1  per 
cent  of  longitudinal  reinforcement  increased  the  strength  14  per  cent 
(see  §  486).  From  equation  4  it  is  seen  that  with  the  values  assumed 
above,  the  unit  stress  in  the  steel  is  only  8.00  c,  or  say  3.00  X  500  = 
1,500  lb.  per  sq.  in.  These  examples  are  extreme  cases  chosen  to 
show  (1)  that  circumferential  reinforcement  is  not  nearly  as  efficient 
as  the  same  amount  of  metal  used  as  longitudinal  reinforcement, 
and  (2)  that  with  circumferential  reinforcement  only  comparatively 
small  stresses  can  \ye  developed  in  the  steel  with  ordinary  working 
stresses  in  the  concrete.  These  conclusions  are  borne  out  by  ex- 
periments. Tests  made  by  Professor  Talbot  f  show  that  with  a 
1:2:4  concrete  60  days  old,  a  stress  of  800  lb.  per  sq.  in.  in  the 
concrete  developed  only  1,100  lb.  per  sq.  in.  in  the  steel. 

However,  although  circumferential  reinforcement  adds  but 
little  to  the  safe  working  strength  of  a  column,  it  adds  materially 
to  its  ultimate  strength.  When  the  load  on  the  column  reaches  the 
ultimate  strength  of  the  corresponding  plain  concrete  column,  the 
amount  of  shortening  increases  verj-  rapidly  and  the  lateral  expan- 
sion increases  correspondingly  rapidly.  During  this  stage  the 
elasticity  of  the  reinforcement  imparts  to  the  column  as  a  whole  a 
considerable  degree  of  elasticity.  The  shortening  of  the  circum- 
ferentially  reinforced  column  at  its  maximum  load  is  six  to  twelve 
times  that  of  a  plain  concrete  column  at  its  maximum  load.  The 
effect  of  circumferential  reinforcement  on  the  ultimate  strength 
of  the  column  is  two  to  three  times  as  great  as  would  l)e  caused  by 
the  same  amount  of  longitudinal  reinforcement;  but  the  exces- 
sive amount  of  shortening  and  the  liability  to  lateral  deflection 
make  it  doubtful  whether  this  increase  in  strength  can  be  utilized 

♦Tumeaure  and  Maiirrr's  Principles  of  Rein  fr  reed  Concrete  Construction,  p. 
110-11. 

t  Bulletin  No.  20.  University  of  Illinois  Eng'g  Exp.  Station,  p.  29. 
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to  any  great  extent  in  ordinary  practice.  Circumferentially  rein- 
forced columns  exhibit  a  greater  toughness  near  their  maximum 
load  than  either  plain  or  longitudinally-reinforced  concrete  columns, 
but  do  not  have  as  great  stiffness  at  working  loads. 

489.  Empirical  Formulas  for  Oicomferentially  Reinforced  Oolamns. 
The  ultimate  compressive*  strength  of  a  1:2:4  concrete  column 
reinforced  with  bands  is  expressed  by  the  empirical  formula 

C  =  1,600  4-  65,000p (5) 

and  that  of  columns  having  spiral  reinforcement  by 

C  -  1,600  +  100,000p* (6) 

C  and  p  have  the  significance  stated  in  §  488.  The  first  term  of  the 
above  equations  is  the  unit  ultimate  strength  of  a  1:2:4  plain 
concrete  column;  but  the  second  terms  are  practically  the  same 
for  a  1  :  li  :  3  or  a  1  :  4  :  8  concrete.  There  is  no  material  difference 
between  mild  and  high-carbon  reinforcement. 

490.  Working  Stress  for  Oolumns.  Ctompression  on  Ck>iicrete. 
A  comparison  of  the  results  in  Table  45,  page  244,  with  those  in 
Tables  29  (page  195),  30  (page  196)  and  31  (page  197)  shows  that  con- 
crete in  the  form  of  a  column  is  not  as  strong  as  in  a  cube — doubtless 
because  of  the  less  restraint; — and  a  comparison  of  Table  45  with 
the  results  of  tests  of  beams  shows  that  the  compressive  strength  of 
concrete  is  greater  in  a  beam  than  in  a  column.  In  consideration  of 
the  above  facts  it  is  not  safe  to  assume  that  the  ultimate  strength 
of  a  1  : 2  :  4  concrete  column  30  days  old  is  more  than  1,600  lb.  per 
sq.  in.  To  determine  the  strength  of  other  proportions  or  other  ages 
apply  the  proper  ratio  from  Tables  32  (page  198)  and  33  (page  199), 
respectively.  In  consideration  of  the  effect  of  impact  and  of  repeti- 
tion of  the  load  and  also  of  the  danger  of  improper  proportions  or  of 
poor  mixing,  it  is  not  safe  to  use  a  less  factor  of  safety  than  four; 
and  therefore  the  safe  unit  working  stress  for  a  1  : 2  :  4  concrete  30 
days  old  should  not  be  taken  at  more  than  400  lb.  per  sq.  in. 

491.  The  recommendation  of  the  Joint  Committee  is:  "For 
concentric  compression  on  a  j)lain  concrete  column  or  pier,  the 
length  of  which  does  not  exceed  12  diameters,  22.5  per  cent  of  the 
compressive  strength  at  28  days,  or  450  lb.  per  sq.  in.  on  2000-lb. 
concrete,  may  be  allowed.  For  columns  with  the  several  types  of 
reinforcement    the    following   working   stresses   are   recommended: 

''a.  Columns  with  longitudinal  reinforcement  only,  the  unit 
stress  as  in  the  paragraph  above.  Bars  composing  longitudinal 
reinforcement  shall  he  straight,  and  shall  have  sufficient  lateral 
support  to  l>e  securely  held  in  place  until  the  concrete  has  set.     In 

*  feullptin  No.  20,  Univorsity  of  Ulinois  Eng'g  Exp.  Station,  p,  43. 
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all  cases,  longitudinal  steel  is  assumed  to  carry  its  propoi-tion  of 
stress. 

'^6.  Columns  with  reinforcement  of  bands  or  hoops,  stresses  20 
per  cent  higher  than  given  for  a.  Where  bands  or  hoops  are  used, 
the  total  amount  of  such  reinforcement  shall  not  be  less  than  1  per 
cent  of  the  volume  of  the  column  inclosed.  The  hoops  or  bands 
are  not  to  be  counted  upon  directly  as  adding  to  the  strength  of  the 
columns.  The  clear  spacing  of  such  bands  or  hoops  shall  not  be 
greater  than  one  fourth  of  the  diameter  of  the  inclosed  column. 
Adequate  means  must  be  provided  to  hold  the  bands  or  hoops  in 
place,  so  as  to  form  a  column  the  core  of  which  shall  be  straight  and 
well  centered. 

"c  Columns  reinforced  with  not  less  than  1  per  cent  and  not 
more  than  4  per  cent  of  longitudinal  bars  and  with  bands  or  hoops, 
stresses  f5  per  cent  higher  than  given  for  a. 

^^d.  Columns  reinforced  with  structural  steel-column  units  which 
thoroughly  encase  the  concrete  core,  stresses  45  per  cent  higher  than 
given  for  a." 

492.  Tension  in  Steel.  Since,  for  ordinary  working  stresses  in  the 
concrete,  the  stress  in  the  steel  with  either  longitudinal  or  circum- 
ferential reinforcement  is  much  less  than  the  ordinary  working  stress 
of  even  low  steel,  no  consideration  need  be  given  here  to  the  unit 
working  stress  of  that  material. 

493.  Ooefficient  of  Elasticity  of  Ooncrete.  The  value  of  the 
modulus  of  elasticity  of  concrete  to  be  used  in  computing  the 
strength  of  a  reinforced  column  is  that  for  gross  deformations  for  the 
unit  working  stress  /c,  and  is  less  than  that  computed  from  elastic 
deformations  (Table  41,  page  207);  and  since  it  is  wise  to  employ  a 
rich  concrete  in  columns,  the  modulus  should  betaken  at  1,500,000 
to  2,000,000  lb.  per  sq.  in.  for  concrete  30  days  old. 

494.  Factor  of  Safety  of  Ck>lumn.  The  unit  stress  in  the  steel  of 
a  longitudinally  reinforced  column  is  n  times  the  unit  stress  in  the 
concrete  (see  §  486),  and  since  n  increases  as  the  stress  in  the  con- 
crete, it  follows  that  at  the  ultimate  load  the  steel  takes  a  greater 
proportionate  stress  than  at  working  loads;  and  consequently 
the  ultimate  strength  of  the  column  is  greater  than  the  working  load 
multiplied  by  the  factor  of  safety  of  the  concrete,  that  is,  the  factor 
of  safety  of  the  column  will  be  greater  than  the  factor  of  safety  of  the 
concrete.  A  further  result  of  the  fact  that  as  the  load  increases  the 
stress  taken  by  the  steel  increases,  is  that  the  factor  of  safety  increases 
with  the  percentage  of  steel. 
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496.  Within  the  space  here  available  it  is  not  possible  to  give  a 
coinpit^hens^ive  discu^ion  of  this  branch  of  the  subject;  and  hence 
only  a  few  ^nerai  principles  will  he  considered. 

496«  The  FOUtS.  Sini'e  reinforceil  concrete  construction  usually 
ciuisists  of  slal^x  K\«us,  ci>lumns.  or  comparatively  thin  walls,  the 
iHvst  v\f  the  tonus  is  at  In'^st  a  large  part  of  the  total  cost  of  the  struc- 
tvuVv  not  infr^>(mM\tlY  niuuing  as  high  jis  50  per  cent ;  and  hence  the 
\Wi|Stu  er^^tivMU  and  removal  of  the  forms  are  important  matters. 
|i\  th^^  u\a\u  tlw  statements  that  were  made  in  §  820-30  concerning 
l\v(nv<  t\v»  m;vvi  vHmorete  apply  also  to  the  forms  for  reinforced  con- 
vi>^v  bu^  VNUh  the  latter  there  ai-e  a  numl)er  of  additional  matters 
^hv^V  »>sivu^v  jv^rticular  attention. 

Sx^^v  the  l\^iiiis  tHUistitute  such  a  large  part  of  the  cost  of  a 
k\uuKv»\Asl  v\kuvi>^te  stmcture,  and  since  there  is  usually  opportunity 

to  use  a  form  for  any  particular 
member  a  number  of  times,  it  is 
highly  important  that  the  forms 
shall  l)e  so  designed  as  to  permit 
rapid  erection  and  easy  removal 
at  an  early  date  without  undue 
destruction  of  the  forms  or  with- 
out damage  to  the  concrete.  It  is 
desirable  to  remove  the  column 
forms  without  disturbing  the  sup- 
ports of  the  l:)eams  and  girders 
bearing  on  the  columns,  since  then 
any  defect  in  the  column  may  be 
detected  and  remedied  before  any 
considerable  load  comes  upon  it. 
The  bottoms  of  the  forms  for 
beams  and  girders  must  he  left  in 
place  and  l>e  supported  until  the 
beam  has  gained  strength  enough 
to  be  self-supporting,  but  the  sides 
mMV  bo  iiMnovod  iw  soon  as  the  concrete  has  taken  an  initial  set; 
k\\\\\  \\\i'\vUt\v  the  forms  for  l)eams  and  girders  should  l>e  so  designed 
I  hid  '!»<'  '*'''*^'*  ""^y  '^  removed  without  disturbing  the  bottoms. 
'\%\  «n|»p<»''*'*  f****  ^'^^  forms  for  l)eams  and  girders  should  be  designed 
IImiI  lhi\v  nuvy  l>e  removed  one  at  a  time — beginning  at  the  ends. 

497.  I''i«'    ''^    •^''^'    ^"^   '^'^   ^^   forms   used   by   a   prominent 
n\v\\m   company,    and    are  designed   to    meet    the   require- 
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ments  stated  alx)ve.  In  Fig.  31  the  sides  of  the  cohuiins  are  made 
in  panels  by  nailing  the  planks  to  cleats;  but  the  panels  are  held 
together  by  lx)lts  instead  of  by  nails  or  screws.  The  panel  parallel 
to  the  bolt  is  held  in  place  by  spacing  pieces,  a,  a,  which  rest  against 
hard-wood  wedges  be- 
tween the  bolt  and  the 
form,  and  which  are 
placed  as  near  as  possi- 
ble to  the  end  of  the  bolt . 
Cleats,  plain  or  moulded, 
are  nailed  to  one  set  of 
panels  so  as  to  give  a 
chamfered  or  a  fluted 
corner  to  the  column. 
Some  constructors  also 
place  a  similar  beveled 
strip  in  the  corners  of 
the  beam  and  girder 
forms,  chiefly  to  prevent 
the  breaking  off  of  the 
sharp  corner  in  i*emoving 
the  forms.  Notice  the  narrow  strips  on  two  opposite  sides  of  Fig.  31, 
which  are  to  facilitate  the  change  of  this  dimension  of  the  column 
from  floor  to  floor.  Some  constructors  secure  adjustability  of 
column  forms  by  building  the  mould  in  eight  pieces, — four  corner 


Fig.  32. — Form  for  Octagonal  Column. 
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Fig.  33. — Formh  for  Colitmn,  Girder,  Beam,  and  Floor. 

pieces  and  four  intermediate  sides  composed  of  plain  plank,  different 
widths  of  plank  being  used  for  different  sized  columns. 

Fig.  32  is  the  form  for  an  interior  column,  which  is  made  octagonal 
partly  for  architectural   appearance  and  partly  to  save   concrete 
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important  advantages  of  good  reinforced  concrete  columns  and 
conduits. 

499.  Plaoino  THl  Reinforoememt.  There  is  always  more  or  less 
difficulty  and  uncertainty  in  properly  placing  the  reinforcement  for 
beams  and  slabs  when  it  consists  of  separate  rods.  Sometimes  the 
steel  is  supported  by  chairs  resting  on  the  bottom  of  the  forms  and 
sometimes  it  is  suspended  by  wires  attached  to  rods  resting  upon  the 
top  of  the  forms.  The  chaii-s  are  sometimes  blocks  of  cement  mortar 
with  a  groove  in  the  top,  or  sometimes  a  thin  square  steel  plat^  about 
4  inches  on  a  side  with  a  hole  in  its  center,  the  two  halves  of  which  are 
bent  to  an  angle  of  60  to  90  degrees  with  each  other  to  form  feet  for 
the  chair,  the  hole  forming  a  seat  for  the  reinforcing  rod. 

Sometimes  the  st«el  is  kept  at  the  right  distance  above  the 
lx)ttom  of  the  l>eam  by  first  depositing  say  2  inches  of  concrete  in 
the  forms  and  then  laying  the  steel  upon  the  concrete;  but  this 
procedure  is  objectionable  since  (1)  the  placing  of  the  steel  is  likely 
to  interfere  with  the  placing  of  the  concrete,  (2)  there  is  liability 
that  the  concrete  in  the  bottom  of  the  forms  will  set  before  the 
succeeding  layer  is  added,  and  (3)  a  comparatively  dry  concrete  is 
required  which  is  more  expensive  to  lay  and  does  not  give  i\s  good 
adhesion  to  the  steel  as  a  wet  mixtui-e. 

600.  It  is  sometimes  necessary  to  splice  the  reinforcing  rods. 
There  ai-e  in  common  use  four  methods  of  doing  this.  1.  Simply 
lap  the  rods,  and  trust  that  the  grip  of  the  concrete  will  bind  them 
firmly  together.  This  is  not  very  satisfactory.  2.  The  rods  are 
lapped  and  wrapped  with  soft  steel  wire.  With  plain  rods  this  is  only 
a  slight  improvement  upon  lapping.  3.  A  letter  method  is  to  lap 
the  rods  and  fasten  them  together  with  a  screw  clamp.  With 
(lofornied  bars  and  a  good  clamp  this  is  quite  satisfactory.  4.  For 
plain  bars  the  l)est  method  is  to  thread  the  ends  of  the  rods  and  use  a 
screw  coupling. 

In  anchoring  rods  by  iDending  the  end,  short  l^ends  should  be 
avoided,  as  otherwise  there  is  a  concentration  of  pressure  on  the 
concrete  at  the  angle  of  the  bend  which  will  crush  the  concrete  and 
prevent  the  effect  sought. 

601.  Placing  the  Oomorete.  Before  beginning  to  deposit  con- 
crete, it  is  important  to  see  that  all  sticks,  chips,  shavings,  and  even 
sawdust  are  removed  from  the  forms — particularly  from  column 
forms,  where  thev  are  likelv  to  accumulate  and  to  be  overlooked. 
The  conci-ote  should  be  wet  enough  to  flow  around  the  mnforcement . 
Tlio  l)ost  consistencv  is  that  in  which  it  will  flow  from  the  shovel 
unless  handled  quickly.  Concrete  should  not  be  dumped  from  the 
wheelbarrow  directly  against  the  form,  but  should  l>e  dumped  upon 
the  soft  concrete.     If  the  concrete  is  dumped   directly   into   the 
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forms,  the  stones  may  become  jammed  between  the  side  of  the  form 
and  the  steel,  and  form  a  pocket  into  which  the  mortar  will  not 
enter;  but  if  the  concrete  is  dumped  upon  concrete  already  in  place, 
the  mortar  will  flow  ahead  of  the  stones,  and  the  stones  following 
later  will  fall  into  the  mortar  and  perfectly  bed  themselves. 

Care  should  be  taken  that  the  work  of  depositing  the  concrete  does 
not  stop  long  enough  for  the  concrete  to  begin  to  set,  as  otherwise 
there  will  be  formed  a  surface  of  weakness.  If  the  work  can  not 
proceed  continuously,  then  a  dam  or  bulkhead  should  l)e  put  in 
where  the  surface  of  weakness  will  do  little  or  no  harm,  as  for  example 
vertically  at  the  center  of  the  length  of  a  beam,  or  vertically  over 
the  longitudinal  axis  of  a  girder. 

602.  Removino  the  Forms.  The  length  of  time  that  should  be 
allowed  to  elapse  before  removing  the  forms  depends  upon  the 
weather  and  the  load  to  which  the  member  will  be  subjected  when  the 
form  is  removed. 

With  reference  to  the  effect  of  the  weather  it  should  not  be  for- 
gotten that  concrete  sets  comparatively  slowly  in  cold  weather. 
To  an  experienced  person,  scratching  the  concrete  with  a  knife  or 
striking  it  with  a  hammer  gives  a  rough  idea  of  the  amount  of  set, 
and  therefore  of  its  strength;  but  the  only  sure  way  to  determine 
when  the  forms  may  safely  l>e  taken  down  is  to  make  test  specimens — 
either  cubes  or  beams — at  the  same  time  the  concrete  is  placed  in 
the  structure,  taking  care  to  get  identical  mixtures  and  to  store  the 
test  specimens  under  similar  conditions  to  those  obtaining  for  the 
structure,  and  then  test  the  specimens  from  time  to  time  to  determine 
the  growth  in  strength.  Such  tests  would  also  show  whether  the 
materials  and  the  mixing  were  uniform. 

As  to  the  effect  of  the  load  upon  the  time  to  elapse  before  removing 
the  forms,  it  may  be  said  that  the  nearer  the  load  to  be  immediately 
sustained  approaches  the  load  for  which  the  member  was  designed,  the 
longer  the  forms  should  remain  in  position.  For  example,  roof  forms 
should  remain  longer  than  floor  forms,  floor  forms  longer  than  col- 
umn forms,  column  forms  of  an  upper  storj*^  longer  than  those  of  a 
lower  story,  and  column  forms  longer  than  footing  forms.  In  this 
connection  see  the  last  paragraph  of  §  497. 

When  the  forms  are  removed,  the  work  should  be  done  gradually 
with  close  attention  to  the  results,  so  that  if  there  is  any  sign  of 
weakness  the  supports  may  be  replaced,  or  if  imperfect  workmanship 
is  discovered  it  may  be  repaired. 

603.  Expansion  and  Oontraotion.  The  coefficient  of  expansion 
of  steel  and  concrete  are  so  nearly  ec^ual  that  there  is  no  likelihood 
of  any  serious  stresses  l)eing  develoj^ed  by  difiFerences  of  expansion 
and  contraction  of  the  steel  and  the  concrete.     The   coefficient  of 
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expansion  for  steel  is  0.000,(X)6,5  per  1°  F.,  and  that  for  concrete 
varies  from  0.000,005,5  for  a  1:2:4  mixture  to  0.000,006,5  for  a 
1:3:6  concrete. 

In  large  structures  built  of  plain  concrete  it  is  necessary  to  provide 
joints  to  prevent  unsightly  contraction  cracks  (§  385-86);  but  with 
reinforced  concrete  these  joints  may  be  farther  apart,  and  in  some 
cases  are  entii-ely  omitted.  There  is  no  well-established  practice  as 
to  the  proper  distance  between  expansion  joints  or  as  to  the  method 
of  constructing  them. 

604.  Reinforcing  to  prevent  Contraction  Cracks.  Strictly  speaking, 
no  amount  of  reinforcement  can  prevent  contraction  cracks;  but 
by  the  use  of  sufficient  reinforcement  the  cracks  can  be  forced  to  take 
place  at  such  frequent  intervals  as  to  be  quite  invisible  and  conse- 
quently to  be  of  no  importance,  either  as  affecting  the  appearance  of 
the  concrete  or  as  permitting  the  entrance  of  water  or  gas  sufficient 
to  corrode  the  steel. 

In  determining  the  amount  of  reinforcement  required  to  prevent 
contraction  cracks,  three  stresses  in  the  steel  must  be  considered, 
viz.:  (1)  the  stress  due  to  the  cooling  of  the  cement  after  the  rise 
of  temperature  caused  by  the  chemical  action  of  setting  (§  348);  (2) 
for  concrete  setting  in  air  the  stress  due  to  the  shrinkage  of  the  con- 
crete in  hardening  (§385);  and  (3)  the  stress  due  to  changes  in 
temperature  of  the  atmosphere. 

1.  The  first  stress  would  probably  l)e  appreciable  only  in  a  very 
thick  wall  built  rapidly,  and  is  usually  neglected. 

2.  Concrete  setting  in  air  shrinks  0.000,4  per  unit  of  length. 
At  points  where  the  tensile  strength  of  the  concrete  is  least,  this 
shrinkage  will  cause  tension  in  the  steel;  and  at  points  where  the 
concrete  is  strongest,  it  will  cause  compression.  The  maximum 
tension  that  can  come  upon  the  steel  from  this  shrinkage  is  equal  to 
the  tensile  strength  of  the  concrete,  say  200  lb.  per  sq.  in.  (§  406) ;  and 
the  cross  sectional  area  of  steel  required  to  prevent  a  crack  from 
opening  up  is  equal  to  the  tensile  strength  of  the  concrete  divided 
by  the  elastic  limit  of  the  steel,  or  200  -^  30,000  =  0.0067  =  0.67 
I)er  cent.  Of  course,  if  steel  having  a  higher  elastic  limit  is  used,  a 
proportionally  smaller  per  cent  will  be  required. 

3.  The  amount  of  steel  to  prevent  the  opening  up  of  cracks  due 
to  a  change  in  the.  temperature  of  the  atmosphere  is  computed  as 
follows:  For  a  drop  in  temperature  of  100°  F.  the  temperature 
stress  in  the  steel  will  be  100  X  0.000,006,5  X  30,000,000  =  19,500 
lb.  per  sq.  in.  If  the  elastic  limit  of  the  steel  is  30.000,  then  there 
is  available  to  resist  the  tension  produced  by  the  shrinkage  of  the 
concrete  30,000  -  19,500  =  10,500  lb.  per  sq.  in.:  and  if  the  tensile 
strength  of  the  concrete  is  assumed  to  be  200  lb.  per  sq.  in.,  then  the 
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steel  required  to  prevent  a  contraction  crack  is  200  -J-  10,500  = 
0.019  =  1.9  per  cent.  If  steel  having  an  elastic  limit  of  40,000  lb. 
per  sq.  in.  is  employed,  only  0.97  per  cent  will  be  required;  and  if 
60,000-pound  steel,  only  0.5  per  cent  will  be  required.  These  results 
are  rather  extreme,  since  a  large  change  of  temperature  was  assumed, 
and  since  a  low  elastic  limit  was  assumed  for  the  steel.  If  a  steel 
having  a  high  elastic  limit  is  used,  it  may  be  wise  to  use  a  deformed 
bar  so  as  to  distribute  the  deformation  as  much  as  possible. 

606.  The  conclusion  of  the  above  discussion  is  that  to  resist  the 
stresses  due  to  a  change  of  temperature  of  100°  F.  requires  1.9  per 
cent  of  mild  steel.  The  alx)ve  computations  are  only  approximate 
since  the  shrinkage  during  hardening  is  not  known  accurately,  and 
since  the  change  of  temperature  of  the  mass  of  concrete  is  not  usually 
known  with  any  considerable  accuracy.  On  account  of  these  uncer- 
tainties and  of  the  relatively  large  amount  of  steel  required,  it  is 
comparatively  rare  that  the  attempt  is  made  to  prevent  contraction 
cracks  by  reinforcing  the  concrete,  although  it  has  been  done  very 
successfully  in  a  few  cases.* 

The  steel  to  i-esist  thermal  stresses  should  be  placed  near  the 
surface,  particularly  if  only  one  face  is  exposed  to  the  atmosphere. 
Obviously,  the  reinforcement  inserted  to  resist  contraction  can  not 
rightly  l)e  expected  to  i-esist  also  the  stresses  due  to  the  load. 

606.  Oontxaction  Joints.  For  the  reasons  stated  above,  the 
usual  practice  is  to  divide  continuous  reinforced-concrete  structures 
into  units  separated  by  contraction  joints.  The  units  are  usually 
made  somewhat  longer  than  the  distance  at  which  cracks  occur  in 
non-reinforced  walls  (J  386),  and  each  section  is  reinforced  to  take 
up  the  shrinkage  and  thermal  stresses  within  itself.  Formerly  these 
expansion  joints  were  placed  not  more  than  25  feet  apart;  but  now 
the  distance  between  them  is  usually  50  or  60  feet.  In  reinforced 
concrete  buildings,  the  contraction  joints  are  usually  spaced  at 
equal  distances  both  longitudinally  and  transversely,  and  extend 
from  the  foundation  to  the  roof.  They  are  usually  formed  by  fin- 
ishing a  section  of  wall  or  floor  against  a  vertical  form  and  allowing 
the  concrete  to  set  before  concreting  the  succeeding  section.  The 
joints  are  therefore  simply  planes  of  weakness,  and  divide  the  columns, 
girders  and  l^eams  vertically  into  halves. 

For  the  method  of  making  expansion  joints  in  more  massive 
structures,  see  §  387. 

607.  Separately  Moulded  BIembers.  The  usual  method  of 
const  I'uctiiig  i-oinforccd  concrete  buildings  by  moulding  in  place  is 
o.\j)eiisivc  on  account  of  the  cost  of  the  forms,  and  is  also  compara- 

*  I' or  example,  the  Kelly  &  Jones  biiikling  in  Greensbiirg,  Pa.,  a  factory  60  by 
U(K)  feet,  four  stories  high. 
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tively  slow  on  account  of  the  time  that  must  be  allowed  for  the 
concrete  to  harden.  To  overcome  this  objection  buildings  are  some- 
times built  of  membera  moulded  separately  in  advance,  the  erection 
proceeding  very  much  as  with  timber  or  steel  construction.  The 
beams  must  have  both  tension  and  compression  reinforcement  to 
permit  of  handling.  Several  types  of  patented  beams  specially 
designed  for  this  form  of  construction  have  been  put  upon  the 
market. 

The  important  advantages  of  this  form  of  construction  are  that 
many  members  can  be  moulded  in  the  same  forms,  and  the  work  can 
be  done  on  the  ground  under  cover  in  all  kinds  of  weather  with  facil- 
ities for  securing  a  good  and  economical  product.  The  objection 
to  this  form  of  construction  is  the  difficulty  of  securing  rigid  con- 
nections between  the  columns,  girders,  and  beams.  However,  the 
joints  are  made  with  neat  portland  cement,  and  therefore  the  struc- 
ture has  a  considerable  degree  of  stiffness. 

In  Europe  this  method  has  been  employed  to  a  considerable 
extent,  but  has  not  attained  much  popularity  in  America.  For  an 
account  of  the  most  important  example  in  this  country,  see  Engi- 
neering Neivs,  Vol.  Iviii,  pages  5-7, — July  4,  1907. 

608.  A  recent  extreme  example  of  this  form  of  construction  was 
the  moulding  of  the  whole  side  of  a  building  and  erecting  it  in  a 
single  piece.*  The  building  is  a  two-story  mess  hall,  76  by  170  feet, 
for  the  state  militia  at  Camp  Perry,  Ohio,  erected  in  the  summer  of 
1908.  The  walls  are  26  feet  high  and  4  inches  thick  with  10-inch 
pilasters.  A  platform  of  2-inch  lumber  was  laid  upon  a  steel  frame 
which  was  supported  on  screw-jacks  operated  by  a  tumbling-rod 
run  by  an  engine.  The  reinforced-concrete  window  frames,  door 
frames,  cornice,  etc.,  having  been  previously  moulded  separately, 
were  placed  in  their  proper  position  on  the  platform,  the  reinforcing 
rods  of  these  being  allowed  to  project  to  give  a  good  bond  with  the 
Ixxly  of  the  wail.  Four-inch  boards  were  set  edgewise  on  the  four 
sides  of  the  platform  to  complete  the  forms,  and  half  of  the  concrete 
for  the  wall  proper  was  poured;  and  then  the  reinforcement  con- 
sisting of  J-inch  rods  6  inches  apart  both  ways  was  placed,  after 
which  the  remainder  of  the  concrete  was  poured  and  then  the  surface 
was  finished  by  troweling.  Forty-eight  hours  after  the  concrete  was 
placed,  the  wall  was  tilted  into  a  vertical  position  upon  the  founda- 
tion by  operating  the  screw-jacks.  Two  adjacent  sides  of  the 
building  were  joined  by  building  suitable  forms  at  the  corner  and 
filling  them  with  concrete,  the  reinforcement  from  the  sides  being 
allowed  to  project  into  this  concrete.     The  interior  columns,  the 

*  Concrete,  vol.  viii,  p.  19-21 ;  or  Monthly  Bulletin  No.  52,  of  the  Universal  Port- 
land Cement  Co.,  p.  6-9. 
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V^nUtTHf  the  {\(H)T  IxjarriH,  were  separately  moulded  and  hoisted  into 
\)\iH'At,  The  vAMi  of  the  building  is  said  to  have  been  only  a  little 
more  than  that  of  a  wood  one. 

609.  Cost  or  Rbiii7oboed  Ck)MoaETE  in  Buildinghi.    Table  46, 

\)iHi,it  25S,  MhowH  the  actual  cost  of  materials  and  labor  for  reinforced 
vAiiivwtUi  in  buildings  as  determined  by  daily  records  made  upon  each 
of  the  Mcveral  jol>8.*  Table  47  gives  the  cost  of  handling  the  steel 
^ after  it  wa«  received  at  the  site  in  the  shape  sold  by  the  manufac- 
turer, which  includes  fabricating  it  into  units  for  columns  or  beams, 
landing  the  stirrups,  placing  in  the  forms,  etc.  The  paper  from 
which  the  above  data  is  taken  stated  the  character  and  location  of 
all  the  buildings  included  in  Tables  46  and  47,  but  they  are  not  here 
included  for  lack  of  space.  However,  the  first  nine  lines  of  Table 
4(i  and  the  first  twenty-one  lines  of  Table  47  show  the  general  char- 


TABLE  47. 
Cost  of  Handling  the  Reinforcing  Steel. 


Uicr. 

No. 


I 
2 

a 

A 
5 

7 

8 

U 

10 

u 

12 
V\ 
14 
15 
IG 
17 
IS 
11> 
20 
21 


ClIAHACl'KK    AND    LOCATION    OT 
fch-KUCTURK. 


OllicH^  buiUltnK.  Portland,  Maine 
V'xtv  Htntion,  Weston,  Mass  .... 

Mill,  (-helsc^a.  Mass 

(\nv1  bins,  Dalton.  Mass 

Dam,  Auburn,  Maine 

FilU»r,  Warren.  R.  I 

Tank,  Lin  win,  Maine 

Tar  well,  Springfield,  Mass 

Monument,  Provincetown,  Mass. 

Mill,  OreenfieUI.  Mass 

Machine  shop.  Milton,  Mass.  . . . 
Coal  |K>cket .  1-tiwrence.  Mass.  . . 

Mill,  Stnithbriilgt\  Mass 

Mill.  South  Wimlhiuu.  Maine   . . 

Mill,  Attleboro,  Mass 

Ciarage.  Newton.  Mass 

Mill.  Sinithbridge,  Mass 

l\>al  jH>cket,  Hartfonl.  Conn..  . . 

Filter.  I^iwrenct*.  Mass 

Wart»house,  Portland.  Me 

Standpi|H\  Attlelwn>,  Mass 


Avemp;*  for  21  stnicturos 

Hij;lM\«it 

Lowest 


Total 

Wkight, 

Tons. 


324.5 
8.5 
62.25 

8.5 
55.0 
19.0 
8.5 
L5.5 
24.5 
92.75 
20.25 
28.0 
53.5 
293.0 
49.5 
20.0 

:w.o 

195.0 
44.5 
(>2.0 

199.5 


Cost. 


$5  115 
40 

548 
61 

506 

102 
69 
59 

136 

1  232 
177 
461 
142 

3  079 

286 

86 

UK) 

2  316 
112 
462 

1547 


32 
26 
81 
75 
76 
59 
38 
21 
84 
01 
16 
16 
76 
60 
02 
55 
03 
60 
84 
99 
00 


Per  Ton, 


$15.76 
4.74 
8.41 
7.26 
9.18 
5.40 
8.16 
3.82 

10.20 
8.75 

16.47 
2.67 

10.51 
5.78 
4.33 
3.34 

11.88 
2.54 
7.47 
7.75 

$8.52 

16.47 

2.54 


•   \  ivii«<r  T>\H\i  »t  thoiVv\^aiuti\>n\vntion  of  tlw  NAtiunal  Association  of  Cement 
r>*rN  bv  I  <H>narxt  i\  Wason.  l^'^tknit  <»f  tin*  AWrthaw  0]«i$lructioo  Co..  Boston, 
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« 
acter  and  variety  of  locations  of  the  structures  included  in  the  latter 
part  of  Table  46. 

The  materials  and  workmanship  were  strictly  first-class  in  every 
case.  The  standard  concrete  mixture  for  lightly  loaded  floors  was 
1  : 3  :  6,  for  heavily  loaded  floors  1  : 2  : 4,  for  walls  1:3:6,  and  for 
columns  1:2:4.  These  tables  contain  very  valuable  data.  Such 
information  is  usually  known  only  to  the  manager  of  a  construction 
company  and  is  generally  kept  under  lock  and  key.  However,  all 
such  data  are  more  valuable  to  the  one  who  deduced  them  than  to 
anyone  else,  since  the  former  is  acquainted  with  numerous  details 
and  conditions  which  can  not  be  stated  in  any  such  summary  as 
Tables  46  and  47. 

610.  BIBLIOOBAPHY.  Each  of  the  following  volumes  gives  an 
illustrated  account  of  numerous  representative  examples  of  rein- 
forced concrete  construction. 

1.  R?:iNPORCED  Concrete,  by  A.  W.  Buel  and  C.  S.  Hill,  pub- 
lished in  1904  bv  Engineering  News  Publishing  Co.,  New  York  City. 
499  pages,  6  by  9  inches. 

2.  Concrete  Plain  and  Reinforced,  by  F.  W.  Taylor  and 
S.  E.  Thompson,  published  in  1907  by  John  Wiley  &  Sons,  New 
York  City.     585  pages,  6  by  9  inches. 

3.  Concrete  and  Reinforced  Concrete  Construction,  by 
Homer  A.  Reid,  published  in  1907  by  M.  C.  Clark  Publishing  Co., 
Chicago.     884  pages,  6  by  9  inches. 

4.  Concrete  Construction,  Methods  and  Cost,  by  H.  P. 
Gillette  and  C.  S.  Hill,  published  in  1908  by  M.  C.  Clark  Publishing 
Co.,  Chicago.     690  pages,  6  by  9  inches. 

5.  See  the  several  Indexes  of  Current  Engineering  Literature  for 
recent  examples  of  reinforced  concrete  construction. 


CHAPTER  IX 
('ON('RETE  BUILDING-BLOCKS  AND  ARTIFICIAL  STONE 

Art.  1.     Concrete  Building-Blocks. 

512.  Under  this  head  will  be  considered  briefly  the  method  of 
tiifinufacture  and  the  uses  of  comparatively  small  blocks  of  concrete 
oin ployed  as  substitutes  for  brick  or  cut  stone  in  buildings.  Such 
l)l()(!kH  are  usually  hollow,  and  the  term  hollow  concrete  building. 
blockH  is  frequently  used  to  designate  this  form  of  material.  Owing 
to  the  thinness  of  the  walls  of  many  of  the  hollow  blocks,  it  is  impos- 
Niblo  to  use  a  coarse  aggregate,  and  consequently  the  material  is 
coinent  mortar  rather  than  concrete;  and  therefore  building-blocks 
litvi  called  cement  blocks  nearly  as  frequently  as  concrete  blocks. 
Attempts  have  been  made  to  introduce  cement  blocks. of  the  size  of 
ordinary  brick;  but  the  size  is  too  small  for  economy  and  has  no 
(•oni|)ensating  advantage.  Such  material  is  appropriately  called 
nunent  brick. 

The  concrete  building-block  is  of  quite  recent  origin,  but  it  has 
developed  very  rapidly  within  the  past  few  years,  and  has  reached 
tho  position  of  an  important  building  material.  The  two  qualities 
svWivh  make  the  ordinary  concrete  blocks  a  valuable  building  material 
iini  their  cheapness  and  the  ease  with  which  blocks  of  any  size  or 
form  may  be  moulded.  In  many  localities  concrete  blocks  are 
rhoaper  per  unit  of  volume  than  either  brick  or  cut  stone;  and  on 
ii(MM)unt  of  their  larger  size  concrete  blocks  are  superior  to  bricks, 
thither  burned-clay  or  sand-lime,  since  the  large  size  requires  less  skill 
liiul  also  costs  less  to  lay,  and  secures  a  more  uniform  bearing  and 
lionce  a  stronger  wall  for  materials  of  approximately  the  same 
wtrnigth. 

Originally  the  concrete-block  industry  was  stimulated  by  the 
munerous  manufactures  of  patented  machines  for  moulding  the 
hit  irks.  It  was  represented  that  any  one  could  make  concrete  blocks; 
\\\u\  Its  a  result,  the  manufacture  fell  largely  into  the  handsof  men  T^ith- 
iMit  any  knowledge  concerning  either  the  selection  of  the  materials 
Ml'  their  combination,  and  consequently  many  poor  blocks  were  put 
Upon  the  market,  which  greatly  injured  the  reputation  of  concrete 
lijdcks.     Further,  owing  to  inattention  to  the  principles  of  correct 
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design,  the  artistic  possibilities  of  concrete  have  been  underestimated. 
Notwithstanding  the  mistaltea  and  failures  in  the  early  history  of  the 
industry,  concrete  blocks  are  a  valuable  building  material.  The 
concrete  block  has  an  advantage  over  concrete  built  in  situ,  in  that 
(1)  the  block  can  be  mouldeti  on  the  ground  under  factory  conditions, 


Flo.  34. — Top  View  or  Blocks  Showino  Vertical  Aib  Spaces. 

(2)  requires  much  leas  expense  for  forms,  and  (3)  is  simpler  to  erect. 
Of  course,  block  construction  can  not  compete  with  mass  concrete 
in  strength  or  cost,  and  can  not  be  used  where  subjected  to  any 
considerable  transverse  stress. 

S13.  Size.  There  is  no  standard  size  of  concrete  building-blocks, 
although  a  length  of  32  inches,  height  of  9  inches,  and  width  of  8, 
10,  or  12  inches,  according  to  the  thickness  of  the 
wall  desired,  are  the  most  common.  Lengths  of 
24,  16,  and  8  inches  are  made  in  the  larger 
mould  by  inserting  partitions;  and  blocks  of 
intermediate  dimensions  may  be  produced  by 
placing  a  wood  block  in  the  mould.  In  moulding 
sills  and  lintels  for  buildings,  and  ring-stones  and 
stones  for  the  parapet  walls  of  concrete  arches, 
much  lai^er  sizes  than  the  above  are  made. 

G14.  FOBBt  OF  Block.    Concrete  blocks  may 
l>e  classified  as  solid  and  hollow.     The  first  con- 
crete blocks  were  solid,  but  that  form  is  not  now 
much  used,  since  the  hollow  blocks  are  cheaper 
and  give  better  insulation  against  moisture  and 
heat  or  cold.     The  hollow  space  usually  runs 
vertically  from  the  top  to  the  bottom  of  the 
block,  but  in  a  few  cases  horizontally  from  end 
to  end.     Fig.  34  shows  the  top  view  of  three 
common  arrangements   of    vertical    air  spaces,        Fio,  35.— End  View 
and  Fig,  35  is  an  end  view  of  a  wall  showing  the     Am'spACEa""'""'"'^ 
mo.st  common  form   of  horizontal   air  spaces. 
The  blocks  are  usually  made  12  inches  high  although  they  are  some- 
times S  inches;   and  the  other  dimensions  are  about  as  shown  in 
Fig.  34  and  35.     The  special  advantage  claimed  for  the  Miracle 
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block,  Fig.  ;14,  fttid  aiao  for  the  block  shown  in  Fig.  35  is  that  each 
web  ia  backed  by  an  air  space,  and  hence  no  portion  of  the  solid 
concrete  extends  from  the  front  to  the  back  of  the  wail,  the  object 
Bought  being  to  prevent  capillary  attraction  from  drawing  water 
to  the  interior  of  the  building. 

Concrete  blocks  may  also  be  classified  as  one-piece,  two-piece, 
or  three-piece  blocks.  Fig.  .14  and  35  are  examples  of  one-piece 
blocks.     Fig.  36  shows  the  top  view  of  a  wall  t)uilt  of  two-piece 


Fia,  36.— Top  View  or  Two-Piece  Wall. 

blocks.  The  block  shown  in  Fig.  30  may  be  laid  either  with  or 
without  the  continuous  horizontal  air  space  as  shown.  The  con- 
tinuous horizontal  air  space  is  to  prevent  the  passage  of  water 
from  the  outside  lo  the  inside  of  the  wall.  The  objects  sought  in  the 
two-piece  blocks  are  to  overcome  some  of  the  difficulties  encountered 


Thtt4-pi*c0    Wall. 
Fin.  37.— Top  View  of  Tiiree-Piec 


in  the  manufacture  of  one-piece  bUn-ks  and  also  to  afford  better 
insulutinn  again:<t  moisture  and  heat  or  cold.  The  two-piece  and 
the  ihrtH'-piecc  bK>cks  can  l>e  moulded  by  pressure  much  more 
aatisfstoturily  than  the  one-piece  bliH-k.     Fig.  37  shows  a  method  of 
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arranging  the  two-piece  blocks  to  make  a  three-piece  wall.  The 
three-piece  wall  may  be  laid  with  continuous  horizontal  air  spaces 
similar  to  those  shown  in  Fig.  36. 

There  are  numerous  other  forms  of  blocks,  but  the  above  are 
representative. 

616.  Several  manufacturers  make  a  bead  on  one  side  or  on  one  end 
or  on  both  sides  and  ends  of  a  block,  and  a  groove  on  the  opposite 
side  to  give  additional  resistance  to  prevent  one  block^s  sliding 
horizontally  on  another.  The  beads  and  grooves  are  not  shown  in 
Fig.  34  to  37. 

616.  In  blocks  for  buildings  the  object  of  the  air  space  is  to 
cheapen  the  product,  and  also  to  insulate  the  wall  against  the  passage 
through  it  of  water  or  heat ;  but  in  structures  requiring  great  strength, 
the  chief  object  of  the  air  spaces  is  to  permit  a  thorough  bonding  of 
the  work  by  the  filling  of  the  hollow  spaces  with  concrete  after  the 
blocks  are  set  in  position.  For  an  example  of  the  use  of  the  latter 
principle  in  the  piers,  parapet  walls,  railings,  etc.,  of  a  concrete  arch, 
see  Transactions  of  American  Society  of  Civil  Engineers,  Vol.  lix, 
pages  193-207,  particularly  199-200;  or  Engineering  News,  Vol.  Ivii, 
pages  497-503. 

In  the  ordinary  commercial  building  blocks  the  hollow  spaces  are 
formed  by  removable  metal  cores  (see  §  521);  but  in  the  large  blocks 
used  in  more  massive  engineering  construction,  the  air  spaces,  have 
been  formed  by  inserting  paraffinated  paper  bags  filled  with  sand. 

617.  Per  Gent  of  Hollow  Space.  The  open  spaces  usually 
occupy  one  third  of  the  volume  of  the  block,  and  occasionally  run  as 
high  as  one  half.  The  building  ordinances  of  the  different  cities 
usually  limit  the  open  spaces  to  33  per  cent  for  the  walls  of  one-  and 
two-story  buildings  and  for  the  two  or  three  upper  stories  of  tall 
buildings,  and  to  20  or  25  per  cent  for  the  lower  stories  of  high  build- 
ings. Some  building  laws  also  limit  the  minimum  thickness  of  the 
webs  and  walls  of  hollow  blocks  to  one  quarter  of  the  height  of  the 
block. 

618.  The  Materials.  No  statement  is  required  here  concerning 
the  materials  other  than  to  say  that  almost  universally  portland 
cement  is  used  in  concrete  blocks.  Either  gravel  or  broken  stone 
may  be  employed.  The  size  of  the  largest  pieces  is  usually  not  more 
than  h  inch  in  diameter  for  the  smaller  hollow  blocks,  and  1  inch  for 
the  larger  hollow  blocks;  while  of  course  larger  pieces  may  be  used 
for  solid  blocks. 

619.  The  Manufaoture.  Oonsistency.  Concrete  of  three  degrees 
of  consistency  is  in  somewhat  common  use:  dr>%  quaking,  and  wet 
concrete  (see  §  334-37).  The  first  is  the  most  common,  and  the 
last  the  least.     Dry  concrete  is  most  advantageous  to  the  manu- 
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stone,  and  hence  there  is  a  slight  movement  of  the  aggregate  under 
the  chisel  which  materially  decreases  the  effectiveness  of  the  blow. 
The  surface  of  the  block  may  be  treated  by  either  of  the  processes 
described  in  §  359  and  360. 

The  color  of  the  face  may  be  varied  by  selecting  different-colored 
aggregates  or  by  using  artificial  coloring  matter  (see  i  362). 

624.  Waterproofing.  Since  the  chief  use  of  concrete  blocks  is 
for  buildings,  it  is  important  that  they  should  be  waterproof.  Blocks 
may  l3e  made  impermeable  by  any  of  the  methods  described  in  §  366- 
81.  The  penetration  of  water  from  the  outside  to  the  inside  is 
reduced  by  placing  an  air  space  opposite  each  web  member  between 
the  back  and  the  face  of  the  block  (§514),  and  is  prevented  by  mak- 
ing a  continuous  horizontal  air  space  (Fig.  36). 

626.  Guring.  It  is  important  that  the  blocks  should  be  properly 
cared  for  while  the  cement  is  hardening.  They  should  not  be  allowed 
to  dry  too  rapidly;  and,  particularly,  the  sun  should  not  be  allowed 
to  shine  upon  the  unseasoned  block,  as  it  not  only  will  dry  the  block 
out  unduly  but  will  also  make  it  spotted.  The  blocks  should  be  kept 
in  a  humid  atmosphere  or  should  be  sprinkled  three  or  four  times  a 
day.  When  a  dry  concrete  is  used,  the  block  should  be  sprinkled 
more  frequently  and  more  copiously  and  for  a  longer  time  than  when 
a  wet  concrete  is  used.  It  is  advantageous  to  cover  the  blocks  with 
straw,  excelsior,  or  burlaps,  to  retain  the  moisture  and  help  secure 
uniformity  of  color  and  prevent  hair  cracks.  While  hardening,  the 
blocks  should  not  be  in  contact  with  one  another. 

Ordinarily,  blocks  should  not  be  placed  in  the  wall  until  they 
have  seasoned  for  three  weeks,  and  preferably  four. 

626.  Laying  the  Blooks.  Concrete  blocks  are  laid  very  much  as 
are  bricks  or  blocks  of  natural  stone.  Before  being  laid,  the  block 
should  be  thoroughly  moistened  to  prevent  its  absorbing  the  water 
from  the  mortar.  Blocks  are  usually  laid  with  joints  ^^  to  J  inch 
thick.  The  mortar  is  usually  about  1  volume  portland  cement, 
3  volumes  of  sand,  and  1  volume  lime  paste  or  hydrated  lime.  Con- 
crete blocks  are  used  on  the  face  of  a  wall,  and  are  backed  up  with 
brick;  and  concrete  blocks  are  also  used  as  backing  for  pressed 
brick  or  cut  stone. 

Art.  2.     Artificial  Stone. 

627.  Many  formulas  have  been  proposed  for  making  artificial 
stone,  as  the  records  of  the  patent  office  show.  Nearly  all  of  the 
proposed  substitutes  for  natural  stone  consist  of  ordinary  hydraulic 
cement,  sand,  gravel  or  broken  stone,  and  some  ingredient  that  is 
claimed  to  confer  some  peculiar  advantage  to  the  product.     In 
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many  cases  the  peculiar  ingredient  is  harmless  and  useless,  in  some 
it  is  only  a  coloring  matter,  and  in  others  it  adds  a  little  initial 
strength;  but  the  most  valuable  ingredients  are  only  sotne  form  of 
waterproofing  (§  369-77). 

Few,  if  any,  of  the  artificial  stones  have  any  advantage  over 
ordinary  blocks  of  cement  mortar  or  concrete  made  waterproof  by 
careful  selection  of  the  ingredients  and  by  proper  manipulation,  or 
by  adding  a  waterproofing  material. 

However,  there  are  two  forms  of  artificial  stone,  the  Ransome 
and  the  Sorel,  which  do  not  depend  upon  ordinary  hydraulic  cement 
for  their  strength  and  hardness,  and  are  therefore  of  a  little  interest 
because  of  the  form  of  cementing  material  employed,  although  they 
are  not  of  much  practical  value.  The  patents  on  these  two  have 
long  since  expired. 

628.  Ransobie  Stone.  This  is  made  by  forming  in  the  interstices 
of  sand,  gravel,  or  any  pulverized  stone,  a  hard  and  insoluble  cement- 
ing substance,  by  the  natural  decomposition  of  two  chemical  com- 
pounds in  solution.  Sand  and  the  silicate  of  soda  are  mixed  in  the 
proportion  of  a  gallon  of  the  latter  to  a  bushel  of  the  former  and 
rammed  into  moulds,  or  it  may  be  rolled  into  slabs  for  footpaths, 
etc.  At  this  stage  of  the  process  the  blocks  or  slabs  may  l)e  easily 
cut  into  any  desired  form.  They  are  then  immersed,  under  pressure, 
in  a  hot  solution  of  chloride  of  calcium,  after  which  they  are  thor- 
oughly drenched  with  cold  water — for  a  longer  or  shorter  period, 
according  to  their  size — to  wa.sh  out  the  chloride  of  sodium  formed 
during  the  operation.  In  England  grindstones  are  frequently  made 
l)y  this  process. 

629.  SOREL  Stone.  Some  years  ago,  M.  Sorel,  a  French  chemist, 
discovered  that  the  oxychloride  of  magnesium  possessed  hydraulic 
energy  in  a  remarkable  degree.  This  cement  is  the  basis  of  the  Sorel 
stone.  It  is  formed  by  adding  a  solution  of  chloride  of  magnesium, 
of  the  proper  strength  and  in  the  proper  proportions,  to  the  oxide 
of  magnesium.  The  strength  of  this  stone,  as  well  as  its  hardness, 
exceeds  that  of  any  other  artificial  stone  yet  produced,  and  may, 
when  desirable,  he  made  equal  to  that  of  the  natural  stone  which 
furnishes  the  powder  or  sand  used  in  its  fabrication.  The  principal 
use  of  tliis  process  was  in  making  emery  wheels,  but  it  is  not  used  for 
even  that  now.  It  is  not  suitable  for  a  building  stone,  since  it  does 
not  resivSt  tlie  weather  well. 


CHAPTER  X 

STONE  CUTTING 

Art.  1.    Tools, 

631.  In  order  to  describe  intelligibly  the  various  methods  of 
preparing  stones  for  use  in  masonry,  it  will  be  necessary  to  begin  with 
a  description  of  the  tools  used  in  stone  cutting,  as  the  names  of  many 
kinds  of  dressed  stones  are  directly  derivetl  from  those  of  the  tools 
used  in  dressing  them. 

With   a   view   to  securing  uniformity   in   the   nomenclature  of 
building  stones  and  of  stone  masonry,  a  committee  of  the  American 
Society  of  Civil  Engineers  in  1877  *  prepared  definitiona  of  stone- 
cutting  tools  and  a  classifica- 
tion of  dressed  stone  and  of 
stone  masonry,  and  recom- 
mended   that    all   specifica- 
tions be  made  in  accordance 
therewith.     The  old  nomen- 
clature was  very  unsystem- 
atic   and    objectionable    on  p,^  38.— DouBi.E  Face  Hahmeb. 
•  many    grounds.      The    new 

system  is  good  in  itself,  is  recommended  by  the  most  eminent 
authority,  has  been  quite  generally  adopted  by  engineers,  and 
should  therefore  be  strictly  adhered  to.  The  following  descrip- 
tion of  the  hand  tools  used  in  stone  cutting  is  from  the  reports  of 
the  American  Society's  com- 
mittee. 

S32.  HakdToolb.    "The 

Jl        Double  Face  Hammer,  Fig.  38, 

is    a    heavy    tool   weighing 

from  20  to  30  pounds,  used 

for  roughly   shaping   stones 

Fm,  3B.-FACE  Hamheb.  ^    they     comc    from     the 

quarry  and  for  knocking  off 

projections.  This  is  used  Onlj'   for  the   roughest  work. 

"The  Face  Hammer,  Fig.  39,  has  one  blunt  and  one  cutting  end 
and  is  used  for  the  same  purpose  as  the  double  face  hammer  where 
.  •  Trsns.  Am.  Soc.  of  C.  E.,  vol.  vi.  p.  297-304, 
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ess   weight   is   required.      The   cutting    Qnd    is    used   for  roughly 
i^uaring   stones,  preparatory  to  the  use  of  finer  tools. 

"The  CavU,  Fig.  40,  has 
one  blunt  and  one  pyramidal, 
or  pointed,  end,  and  weighs 
from  15  to  20  pounds.  It  is 
used  in  quarries  for  roughly 
shaping  stone  for  trans- 
portation. 

The  Pick,  Fig.  41,  some- 
what resembles  the  pick  used 
in  digging,  and  is  used  for 
rough  dressing,  mostly  on 
limestone  and  sandstone. 
Its  length  varies  from  15  to 
24  inches,  the  thickness  at 
the  eye  being  about  2  inches. 
"The  Ax  or  Pean  Ham- 
mer, Fig.  42,  has  two  oppo- 
site cutting  edges.  It  is  used 
for  making  draughts  around 
the  arris,  or  edge,  of  stones, 
and  in  reducing  faces,  and 
sometimes  joints,  to  a  level. 
Its  length  is  about  10  inches, 
and  the  cutting  edge  about  . 
4  inches.  It  is  used  after 
the  point  and  before  the 
patent  hammer. 

"The  Tooth  Ax,  Fig.  43, 
is  like  the  ax,  except  that 
'ts  cutting  edges  are  divided 
nto  teeth,  the  number  of 
which  varies  with  the  kind 
of  work  required.  This  tool 
is  not   used  on  granite  and 


"The  Bmh  Hammer,  Fig. 
44,  is  a  square  prism  of 
steel  whose  ends  are  cut 
into  a  number  of  pyramidal 
points.  The  length  of  the 
hammer  is  from  4  to  8  inches, 
and  the  cutting  face  from  2 


Via.  42.— Ax  OH  Pe&n  Hamueb. 


1.  43.— Tooth  Ax. 


y^  4-1.— HrsR  HaMmeh. 


to  4  inches  square.     The  poinU  vary  in  number  and  in  size  with 
the  work  to  be  done.     One  end  is  sometimes  made  with  a  cutting 
edge  like  that  of  the  ax. 
'■■"     - —  '  "The    CrandaU,    Fig.  45, 

is  a  malleable-iron  bar 
about  two  feet  long,  slightly 
flattened  at  one  end.  In 
this  end  is  a  slot  3  inches 
long  and  |  inch  wide. 
y,o.  46.-c«AM.*.^.  Through  this  8k,t  are  passed 

ten  duuble-headed  pomts  of 
J-inch  square  steel,  9  inches  long,  which  are  held  in  place  by  a  key. 
"The  Patent  Hammer,  Fig.  46,  is  a  double-headed  tool  so  formed 
as  to  hold  at  each  end  a  set 
of  wide  thin   chisels.      The 
tool  is  in  two   parts,  which 
are    held    together    by    the 
bolts  which  hold  the  chisels. 
Lateral  motion  is  prevented 

by    four   guards   on  one  ot  ^.  46.-p„.«,  Jlo.„,^ 

the  pieces.     The  tool  with- 
out the  teeth  is  5}  by  2j  by  Ij  inches.     The  teeth  are  2|  inches 
wide.     Their   thickness   varies  from   ^^j  to   J   of   an   inch.      This 
tool  is  used  for  giving  a  finish  to  the  surface  of  stones. 


Fia.  47.^ — Hand  Hamubb.  Fio.  48. — M'M.T, 

"The  Hand  Hamnter,  Fig.  47,  weighing;  from  2  to  5  pounds,  is 
used  in  drilling  holes,  and  in  pointing  and  chiseling  the  harder  rocks, 
"The  Mallet,  Fig.  48,  is  used  when  the  softer 
limestones  and  sandstones  are  to  be  cut. 

"The  Pitching  Chisel,  Fig.  49,  is  usually  of 
IJ-inch  octagonal  steel,  spread  on  the  cutting 
edge  to  a  rectangle  of  J  by  2}  inches.  It  is  used 
to  make  a  well-defined  edge  to  the  face  of  a 
stone,  a  line  Ijeing  marked  on  the  joint  surface 
*'"  c'ttwo^'^"'^"  *"  which  the  chisel  is  applied  and  the  portion 
of  the  stone  outside  of  the  line  broken  off  by  a 
blow  with  the  hand  hammer  on  the  head  of  the  chisel. 

"The  Point,  Fig.  50,  is  made  of  round  or  octagonal  rods  of  steel. 
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from  1  inch  to  1  inch  in  diameter.  It  is  made  about  12  inches  long, 
with  one  end  brought  to  a  point.  It  is  used  until  its  length  is  reduced 
to  about  5  inches.  It  is  employed  for  dressing  off  the  irregular 
surface  of  stones,  either  for  a  permanent  finish  or  preparatory  to  the 
use  of  the  ax.  According  to  the  hardness  of  the  stone,  either  the 
hand  hammer  or  the  mallet  is  used  with  it. 


(n  ^3:>  fc^  ^H] 


rt^  3>  D::^ 


FiQ.  50. — Point.  Fig.  51. — Chisel. 

"The  Chiselj  Fig.  51,  of  round  steel  of  {  to  }  inch  in  diameter  and 
about  10  inches  long,  with  one  end  brought  to  a  cutting  edge  from 
\  inch  to  2  inches  wide,  is  used  for  cutting  draughts  or  margins  on 
the  face  of  stones. 

**The  Tooth  Chisel,  Fig.  52,  is  the  same  as  the  chisel,  except  that 
the  cutting  edge  is  divided  into  teeth.  It  is  used  only  on  marbles  and 
sandstones. 


O::^ 


(r<  ■  --  (t^ 


Fio.  62. — ^TooTH  Chisel.  Fia.  53. — Splitting  Chisel. 

**Tho  SplUting  Chisely  Fig.  53,  is  used  chiefly  on  the  softer, 
stratified  stones,  and  sometimes  on  fine  architectural  carvings  in 
granite. 

**The  PluQy  a  truncated  wedge  of  steel,  and  the  Feathers  of  half- 
round  malleable  iron.  Fig.  54,  are  used  for  splitting  unstratified 
^*tolu^  A  row  of  holes  is  made  with  the  Drill,  Fig.  55,  on  the  line 
on  which  the  fracture  is  to  be  made;  in  each  of  these  holes  two 
fouthei"8  arc  inserted,  and  the  plugs  lightly  uriven  in  between  them. 


I'^M    M      V\.\Hi  Fm.  55. — Drills. 

Tho  plugs  nn»  (hon  gradually  driven  home  by  light  blows  of  the  hand 
KnuuiHM'  on  oiivh  in  succession  until  the  stone  splits." 

693.   MaohINB  Tools.     In  all  large  stone-yards  machines  are  used 
H^  (Mvpuro  thn  stone.    There  is  great  variety  in  their  form:    but 
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since  the  surface  never  takes  its  name  from  the  tool  which  forms  it, 
it  will  be  neither  necessary  nor  profitable  to  attempt  a  description  of 
individual  machines.  They  include  stone-saws,  stone-cutters,  stone- 
planers,  stone-grinders,  and  stone-polishers. 

The  saws  may  be  either  drag,  circular,  or  band  saws;  and  the 
cutting  may  be  done  by  sand  and  water  fed  into  the  kerf,  or  by 
carbons  or  black  diamonds.  Several  saws  are  often  mounted  side 
by  side  and  operated  by  the  same  power. 

The  term  ** stone-cutter"  is  usually  applied  to  the  machine  which 
attacks  the  rough  stone  and  reduces  the  inequalities  somewhat. 
After  this  treatment  the  stone  goes  in  succession  to  the  stone-planer, 
stone-grinder,  and  stone-polisher. 

Those  stones  which  are  homogeneous,  strong  and  tough,  and 
comparatively  free  from  grit  or  hard  spots,  can  be  worked  by  ma- 
chines which  resemble  those  used  for  iron;  but  the  harder,  more 
brittle  stones  require  a  mode  of  attack  more  nearly  resembling  that 
employed  in  dressing  stone  by  hand.  Stone-cutters  and  stone- 
planers  employing  both  forms  of  attack  are  made. 

Stone-grinders  and  stone-polishers  differ  only  in  the  degree  of 
fineness  of  the  surface  produced.  They  are  sometimes  called  rubbing- 
machines.  Essentially  they  consist  of  a  large  iron  plate  revolving 
in  a  horizontal  plane,  the  stone  being  laid  upon  it  and  braced  to 
prevent  its  sliding.  The  abradant  is  sand,  which  is  abundantly 
supplied  to  the  surface  of  the  revolving  disk.  A  small  stream  of 
water  works  the  sand  under  the  stone  and  also  carries  away  the 
debris. 

Art.  2.     Method  of  Forming  the  Surfaces. 

534.  It  is  important  that  the  engineer  should  understand  the 
methods  employed  by  the  stone-cutter  in  bringing  stones  to  any 
required  form.  The  surfaces  most  frequently  required  in  stone 
cutting  are  plane,  cylindrical,  and  warped ;  but  sometimes  helicoidal, 
conical,  spherical,  and  irregular  surfaces  are  required. 

636.  Plane  Surfaces.  In  squaring  up  a  rough  stone,  the  first 
thing  the  stone-cutter  does  is  to  draw  a  line,  with  iron  ore  or  black 
lead,  on  the  edges  of  the  stone,  to  indicate  as  nearly  as  possible  the 
required  plane  surface.  Then  with  the  hammer  and  the  pitching- 
tool  he  pitches  off  all  waste  material  above  the  lines,  thereby  reducing 
the  surface  approximately  to  a  plane.  With  a  chisel  he  then  cuts 
a  draft  around  the  edges  of  this  surface,  i.e.,  he  forms  narrow  plane 
surfaces  along  the  edges  of  the  stone.  To  tell  when  the  drafts  are 
in  the  same  plane,  he  uses  two  straight-edges  having  parallel  sides 
and  equal  widths — see  Fig.  56.     The  projections  on  the  surface  are 
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Fig.  56. — Plane  Surfaces. 


then  removed  by  the  pitching  chisel  or  the  point,  until  the  straight- 
edge will  just  touch  the  drafts  and  the  intermediate  surface  when 
applied  across  the  stone  in  any  direction.  The  surface  is  usually  left 
a  little  slack,  i.e.,  concave,  to  allow  room  for  the  mortar;  however,  the 

surface  should  be  but  a  very  little  concave. 
The  surface  is  then  finished  with  the  ax, 

T  j.^      ^.y^      patent  hammer,  bush  hammer,  etc.,  accord- 
^^y^  ing  to  the  degree  of  smoothness  required. 
f""^"^^  636.  To  form  a  second  plane  surface  at 

right  angles  to  the  first  one,  the  workman 
draws  a  line  on  the  cut  face  to  form  the 
intersection  of  the  two  planes;  he  also  draws  a  line  on  the  ends  of 
the  stone  approximately  in  the  required  plane.  With  the  ax  or  the 
chisel  he  then  cuts  a  draft  at  each  end  of  the  stone  until  a  steel  square 
fits  the  angle.  He  next  joins  these  drafts  by  two  others  at  right 
angles  to  them,  and  brings  the  whole  surface  to  the  same  plane. 
The  other  faces  may  be  formed  in  the  same  way. 

If  the  surfaces  are  not  at  right  angles  to  each  other,  a  bevel  is 
used  instead  of  a  square,  the  same  general  method  being  pursued. 

637.  Gylindrioal  Subfagbs.  These  may  be  either  concave  or 
convex.  The  former  are  frequently  required,  as  in  arches;  and  the 
latter  sometimes,  as  in  the  outer  end  of  the  face  stones  or  ring  stones 
of  an  arch.  The  stone  is  first  reduced  to  a  parallelopipedon,  after 
which  the  curved  surface  is  produced  in  either  of  two  jvays:  (1)  by 
cutting  a  circular  draft  on  the  two  ends  and  applying  a  straight-edge 
along  the  rectilinear  elements  (Fig.  57);   or  (2)  by  cutting  a  draft 


KiG.  57. 


VLINDKICAL    SUKFACKS. 


Fig.  58. — Cylindricai^  Surfaces. 


along  the  line  of  intersection  of  the  plane  and  cylindrical  surface, 
and  applying  a  curved  templet  perpendicular  to  the  axis  (Fig.  58). 

638.  Conical  Surfaces  may  Ix;  formed  by  a  process  verj'  similar 
to  tlio  first  one  given  alH)ve  for  cylindrical  surfaces.  Such  surfaces 
are  seidoni  used. 

539.  Spherical  Surfaces  are  sometimes  employed,  as  in  domes. 
Tii(\v  are  fornied  )>y  essentially  the  same  general  method  as  cylin- 
drical surfaces. 

540.  Warped  Surfaces.  Under  t  his  head  are  included  what  the 
stone-cutters  call  "twisted  surface^s. ''  helicodal  surfaces,  and  the 
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general  warped  surface.     None  of  these  are  common  in  ordinary 
stone- work. 

The  method  of  forming  a  surface  equally  twisted  right  and  left 
will  be  described,  and  by  obvious  modifications  the  same  method 
can  be  applied  to  secure  other  forms.  Two  twist  rules  are  required, 
the  angle  between  the  upper  and  lower 
edges  iDeing  half  of  the  required  twist. 
Drafts  are  then  cut  in  the  ends  of  the 
stone  until  the  tops  of  the  twist  rules, 
when  applied  as  in  Fig.  59,  are  in  a 

plane.     The  remainder  of  the  project-       p^^  59.-Warped  Surfaces. 
mg  face  is  removed,  until  a  straight- 
edge, when  applied  parallel  to  the  edge  of  the  stone,  will  just  touch 
the  end  drafts  and  the  intermediate  surface. 

If  the  surface  is  to  be  twisted  at  only  one  end,  a  parallel  rule  and 
a  twist  rule  are  used. 

641.  Making  the  Drawings.  The  method  of  making  working 
drawings  for  constructions  in  stone  will  appear  in  subsequent  chap- 
ters, in  connection  with  the  study  of  the  structures  themselves;  but 
for  detailed  instructions,  see  any  one  of  the  three  following  text 
books  on  stereotomy  or  stone-cutting: 

1.  Descriptive  Geometry  as  Applied  to  the  Drawing  of  For- 
tifications AND  Stereotomy,  by  D.  H.  Mahan;  John  Wiley  &  Sons, 
New  York  City,  1864.     60  pages  6  by  9  inches,  and  8  folding  plates. 

2.  Modern  Stone-Cutting  and  Masonry,  by  J.  S.  Siebert  and 
F.  C.  Biggin;  John  Wiley  &  Sons,  New  York  City,  1896.  47  pages 
6  by  9  inches,  and  14  plates. 

3.  Stereotomy,  by  A.  W.  French  and  H.  C.  Ives;  John  Wiley 
and  Sons,  New  York  City,  1902.  115  pages  6  by  9  inches,  and  21 
folding  plates. 

Art.  3.     Methods  of  Finishing  the  Surfaces.* 

642.  "All  stones  used  in  building  are  divided  into  three  classes, 
according  to  the  finish  of  the  surface,  viz. : 

I.  Rough  stones  that  are  used  as  they  come  from  the  quarry. 

II.  Stones  roughly  squared  and  dressed. 

III.  Stones  accurately  squared  and  finely  dressed. 

"In  practice,  the  line  of  separation  between  them  is  not  very 
distinctly  marked,  but  one  class  gradually  merges  into  the  next. 

643.  I.  **  Unsquared  Stones.  This  class  covers  all  stones  which 
are  used  as  they  come  from  the  quarry,  without  other  preparation 

*  This  article  is  taken  from  the  report  of  the  comznittce  of  the  American  Society 
of  Civil  Engineers  previously  referred  to  (§  631). 
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than  the  removal  of  very  acute  angles  and  excessive  projections  from 
the  general  figure.  The  term  backing,  which  is  frequently  applied 
to  this  class  of  stone,  is  inappropriate,  as  it  properly  designates 
material  used  in  a  certain  relative  position  in  a  wall,  whereas  stones 
of  this  kind  may  be  used  in  any  position. 

644.  II.  **  Squared  Stones.  This  class  covers  all  stones  that 
are  roughly  squared  and  roughly  dressed  on  beds  and  joints.  The 
dressing  is  usually  done  with  the  face  hammer  or  ax,  or  in  soft  stones 
with  the  tooth  hammer.  In  gneiss  it  may  sometimes  be  necessary 
to  use  the  point.  The  distinction  between  this  class  and  the  third 
lies  in  the  degree  of  closeness  of  the  joints.  Where  the  dressing  on 
the  joints  is  such  that  the  distance  between  the  general  planes  of  the 
surfaces  of  adjoining  stones  is  one  half  inch  or  more,  the  stones 
properly  belong  to  this  class. 

646.  *' Three  subdivisions  of  this  class  may  be  made,  depending  on 
the  character  of  the  face  of  the  stones: 

"  (a)  Qaairy-f aced  stones  are  those  whose  faces  are  left  untouched 
as  they  come  from  the  quarry. 

"  (6)  Pitch-faced  stones  are  those  on  which  the  arris  is  clearly 
defined  by  a  line  beyond  which  the  rock  is  cut  away  by  the  pitching 
chisel,  so  as  to  give  edges  that  are  approximately  true. 

"  (r)  Drafted  Stones  are  those  on  which  the  face  is  surrounded  by 
a  chisel  draft,  the  space  inside  the  draft  being  left  rough.  Ordinarily, 
however,  this  is  done  only  on  stones  in  which  the  cutting  of  the  joints 
is  such  as  to  exclude  them  fn)m  this  class. 

"  In  ordering  stones  of  this  class  the  specification  should  always 
state  the  width  of  the  bed  and  end  joints  which  are  expected,  and 
also  how  far  the  surface  of  the  face  may  project  beyond  the  plane 
of  the  edge.  In  practice,  the  projection  varies  between  1  inch  and 
6  inches.  It  should  also  be  specified  whether  or  not  the  faces  are  to 
be  drafted. 

646.  III.  "  Out  Stones.  This  class  covers  all  squared  stones 
with  smoothly  dressed  l^eds  and  joints.  As  a  rule,  all  the  edges  of 
cut  stones  are  drafted,  and  between  the  drafts  the  stone  is  smoothly 
dressed.  The  face,  however,  is  often  left  rough  where  the  construc- 
tion is  massive. 

"In  architecture  there  are  a  great  many  ways  in  which  the  faces 
of  cut  stone  may  l^e  dressed,  but  the  following  are  those  that  will 
usually  be  met  in  engineering  work: 

''Rough-pointed.  When  it  is  necessary  to  remove  an  inch  or 
nioro  from  the  face  of  a  stone,  it  is  done  by  the  pick  or  heavy  point 
until  the  projections  vary  from  ^  inch  to  1  inch.  The  stone  is  then 
Haid  to  l)e  rough-pointed  (Fig.  60).  In  dressing  limestone  and 
granite,  this  operation  precedes  all  others. 
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"  rin«-polnted.     (Fig.    61).     If    a    smoother    linish 
rough  pointing  is  followed  by  fine  pointing,  which  is  done  with  a 
fine  point.     Fine  pointing  is  used  only  where  the  finish  made  by 
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it  is  to  be  final,  and  never  as  a  preparation  for  a  final  finish  by  an- 
other tool. 

"  Orandalled.  This  is  only  a  speedy  method  of  pointing,  the 
effect  being  the  same  as  fine  pointing,  except  that  the  dots  on  the 
stone  are  more  regular.  The  variations  of  level  are  about  J-  inch, 
and  the  rows  are  made  parallel.  When  other  rows  at  right  angles 
to  the  first  are  introduced,  the  stone  is  said  to  be  crosn  crandalled. 
Fig.  62  shows  a  crandalled  and  also  a  cross-crandalled  surface. 


Fio.  62. — Cran'dalled.  Flo.  ft).— AxF.n. 

"  Axed,  or  Pean-bunmend,  and  Patent-hunmertd.  These  two 
vary  only  in  the  degree  of  smoothness  of  the  surface  which  is  pro- 
duced (see  Fig:  63).  The  numl^er  of  blades  in  a  patent  hammer 
varies  from  6  to  12  to  the  inch;  and  in  precise  specifications  the 
number  of  cuts  to  the  inch  must  be  stated,  as  fl-cut,  8-cut,  10-cut, 
or  12-cut.  The  effect  of  axing  is  to  cover  the  surface  with  chisel 
marks,  which  are  made  parallel  as  far  sa  practicable.  Axing  is  a 
final  finish. 

"Tooth-axed.  The  tooth-ax  is  practically  a  number  of  points, 
and  it  leaves  the  surface  of  a  stone  in  the  same  condition  as  fine 
pointing.  It  is  usually,  however,  only  a  preparation  for  bush-ham- 
mering, and  the  nork  is  then  done  without  regard  to  appearance  ,so 
long  as  the  surface  of  the  stone  is  sufficiently  leveled. 

"  Biuh-hamin«r«d.  The  roughnesses  of  a  stone  are  pounded  ofF 
by  the  bush  hammer,  and  the  stone  is  then  said  to  be  'bushed' 
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(mw  Fik-  04).  This  kind  of  fiaish  ia  dangerous  on  sandstone  or 
other  Hoft  ttUine,  as  experience  has  shown  that  stone  thus  treated 
in  likely  to  wrale  off.  In  dressing  limestone  which  is  to  have  a  bush- 
haniiriemd  finish,  the  usual  sequence  of  operation  is  (1)  rough- 
p<iinting,  (2)  t^Hith-axing,  and  (3)  bush-hammering. 
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"  RnblMd.     In  dressing  sandstone  and  marble,  it  is  very  common 

U>  itivn  the  Ht4)ne  a  plane  surface  at  once  by  the  use  of  the  stone-saw 

|tA!t>i|.     Any  roughnesses  left  by  the  saw  are  removed  by  rubbing 

with   Krit  or  sandstone  [f  533].     Such  stones,   therefore,   have  no 

tiinrKitw   (Hoe  Fig.  05),     They  are  frequently  used  in  architecture 

t»r  Hiring  courses,  Untels,  door  jambs,  etc.;    and  they  are  also  well 

tula|it4Hl  fr»r  use  in  facing  the  walls  of  lock  chambers  and  in  other 

localities  where  a  stone  surface  is 

liable  to  be  rubbed  by  vessels  or 

other  moving  bodies. 

"  Diamond  Panala.     Sometimes 

the  space  between  the  margins  is 

sunk  immediately  adjoining  them 

I-....  «e.-i)iA-pKD  Pavel.  *"^  t*^*"  "^  gradually  until  the 

four  planes  form  an  apex  at  the 

iniddle  of  the  panel.     In  general,  such  panels  are  called  diamond 

(lUiinlH,  and  the  one  just  described,   Fig.  CC,  is  called  a  sunk  dia- 

tniiiid  panel.     When  the  surface  of  the  stone  rises  gradually  from 

Ihn  iruier  lines  of  the  margins  to  the  middle  of  the  panel,  it  is  called 

n   niiNod   diamond   panel.      Both   kinds  of   finish  are  common  on 

hridgft  quoins  and  similar  work.     The  details  of  this  method  should 

txi  given  in  the  specifications." 


CHAPTER   XI 
STONE  MASONRY 

Art.  1.     Definitions  and  Descriptions. 

647.  Definitions  of  Parts  of  the  Wall.  The  following 
include  all  terms  ordinarily  used. 

Batter,    The  slope  of  the  surface  of  the  wall. 

Backing.    The  stone  which  forms  the  back  of  the  wall. 

Coping.    A  course  of  stone  on  the  top  of  the  wall  to  protect  it. 

Course.     A  horizontal  layer  of  stone  in  the  wall. 

Cramps.  Bars  of  iron  having  the  ends  turned  at  right  angles  to 
the  body  of  the  bar,  which  enter  holes  in  the  upper  side  of  adjacent 
stones. 

Dowels.  Straight  bars  of  iron  which  enter  a  hole  in  the  upper 
side  of  one  stone  and  also  a  hole  in  the  lower  side  of  the  stone  next 
above. 

Face.     The  front  surface  of  a  wall ;  back,  the  inside  surface. 

Facing.    The  stone  which  forms  the  face  or  outside  of  the  wall. 

Filling.     The  interior  of  the  wall. 

Header.  A  stone  whose  greatest  dimension  lies  perpendicular 
to  the  face  of  the  wall. 

Joints.  The  mortar  layer  between  the  stones.  The  horizontal 
joints  are  called  bed  joints,  or  usually  simply  beds;  the  vertical  joints 
are  sometimes  called  builds,  but  usually  joints. 

Quoin.  A  comer  stone.  A  quoin  is  a  header  for  one  face  and  a 
stretcher  for  the  other. 

Stretcher.  A  stone  whose  greatest  dimension  lies  parallel  to  the 
face  of  the  wall. 

648.  DEFiNmONS  OF  Kinds  of  Masonry.'*'  Stone  masonry  is 
classified  (1)  according  to  the  degree  of  the  finish  of  the  face  of  the 
stones,  as  quarry-faced,  pitch-faced,  and  cut-stone;  (2)  according 
to  whether  the  horizontal  joints  are  more  or  less  continuous,  as 
range,  broken  range,  and  random;  and  (3)  according  to  the  care 
employed  in  dressing  the  beds  and  joints,  as  ashlar,  squared-stone, 
and  rubble. 

649.  Classification    According    to    Finish   of    Face.    Quarry-faced 

*  The  definitions  under  this  head  are  in  accordance  with  the  reconninendations  of 
the  Committee  of  the  American  Society  of  Civil  Engineers  previously  referred  to,  and 
conform  to  the  best  practice.    Unfortunately,  they  are  not  universally  adopted. 

270 
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Masonry.    That  in  which  the  face  of  the  stone  ts  left  as  it  corner 
from  the  quarry — see  Fig.  67. 

Pitch-faced  Masonry.    That  in  which  the  face  edges  of  the  bed^ 
are  pitched  to  a  right  line — see  Fig.  68.     Notice  that  the  outer  et^^ 
of  a  horizontal  joint  of  pitch-faced  masonry- 
is  straight,  while  in  quarry-faced  it  is  not. 
J«  CjU-stone  Masonry.     That  in  which  the 

i2     face  of  the  stone  is  finished  by  any  one  of 
?  J.     the  methods  described   in    {  545-46,    as 

I  ii     rough-pointed,     fine-pointed,    crandalled, 

"  ^     axed,  bush-hammered,  rubbed,  etc. 

Fio  67  Fio  68  ^^^-  Ol»am£z%tiaa   Accoiding    to   Oonti- 

nnity     of    OonisM.      Range.    Masonry  in 
which  a  course  is  of  the  same  thickness  throughout— see  Fig.  69. 

Broken  Range.  Masonry  in  which  a  course  is  not  continuous 
throughout — see  Fig.  70. 

Random.  Masonry  which  is  not  laid  in  courses  at  all — see  Fig. 
71.  Random  masonry  is  sometimes  designated  as  one-against-two 
or  two-against-three,  the  first  term  indicating  that  there  is  one  stone 
on  one  side  of  a  vertical  joint  and  two  on  the  other,  and  mmilariy 
for  the  second  term. 

Any  one  of  these  three  terms  may  be  employed  to  designate  the 
coursing  of  either  ashlar  (S  551)  or  square-stone  masonry  ({552), 
but  can  not  be  applied  to  rubble  (|  563). 

5S1.  OluBifieatioii  According  to  Thickness  of  Joists.  Ashlar.  Cut- 
stone  masonry,  or  masonry  composed  of  any  of  the  various  kinds 
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of  cut-stone  mentioned  in  |  545-46.  According  to  the  Report  of 
the  Committee  of  the  American  Society  of  Civil  Engineers,  "when 
the  dressing  of  the  joints  is  such  that  the  <listance  between  the 
general  planes  of  the  surfaces  of  adjoining  stones  is  one  half  inch 
or  less,  the  msisonry  Ijeiongs  to  this  class."  From  its  derivation 
ashlar  apparently  meiins  large,  square  blocks;  but  practice  seems 
to  have  made  it  synonymous  with  "niit-slone,"  and  this  secondary 
meaning  has  lieen  retained  for  cfinvenience.  The  coursing  of  ashlar 
is  descrilied  by  prefixing  range,  broken  range,  or  random;   and  the 
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c-^  ^  of  the  face  is  described  by  prefixing  a  name  to  designate  the 
**   of  the  face  of  the  stone  (see  J  545-46)  of  which  the  masonry 

thn    '*'*'''  ^'^^^^    Cut-stone  masonry  in  which  the  stones  are  less 
^**  one  foot  thick.     The  term  is  not  often  used. 

"MJugA  Asfdar.  A  term  sometimes  given  to  squared-stone 
**Oniy  (J  562),  either  quarry-faced  or  pitch-faced,  when  laid  as 
•^gework;  but  it  is  more  logical  and  more  expressive  to  call  such 
'^''k  range  squared-stone  masonry. 
^  dimension  Stone.  Cut  stone,  all  of  whose  dimensions  have  been 
^ted  in  advance.  "If  the  specifications  for  ashlar  masonry  are  so 
^tten  as  to  prescribe  the  dimensions  to  be  used,  it  will  not  be 
Necessary  to  make  a  new  class  for  masonry  composed  of  dimension 
stones." 

552.  Squared-atone  Masonry.  Work  in  which  the  stones  are 
itughly  squared  and  roughly  dressed  on  beds  and  joints  (S  544). 
The  distinction  between  squared-stone  mnsonry  and  ashlar  (£  551) 
lies  in  the  degree  of  closeness  of  the  joints.  According  to  the  Report 
of  the  Committee  of  the  American  Society  of  Civil  Engineers,  "  when 
the  dressing  on  the  joints  is  such  that  the  distance  between  the 
general  planes  of  the  surface  of  adjoining  stones  is  one  half  inch 
or  more,  the  stones  properly  belong  to  this  class";  nevertheless,  such 
masonr>*  is  often  classed  as  ashlar  or  cut-stone  masonn,-. 

553.  RubMe  Masonry.  Masonry  composed  of  unsquared  stone 
(1543). 

Unamraed  Rvbble.     Masonry  composed  of  unsquured  stones  laid 
without  any  attempt 
at  regular   courses — 
see  Fig.  72. 

Coursed  Rubble. 
Unsquared-atone  ma- 
sonry which  is  leveled 
off  at  specified  hdghts 

to    an  approximately       ,^     „  „      „ 

,      .        .    I         -  ,.         Flo.  72, — Uncoubsed  Fio.  73. — Coviwed 

hnnz. ntat  surface.    It  kirki.e.  Iivmnji^ 

may  be  specified  that 

the  stone  shall  be  roughly  8hape<l  with  the  hammer,  so   as  to  fit 

^.pproximately — see  Fig.  73. 

654.  Ottut  Olauifleitioiis.  The  preceding  classification  is  baseil 
on  the  quality  if  the  masonry;  but  railway  engineers  sometimes 
classify  masonry  according  to  its  use,— as  hri<lge  masonn,',  arch 
masonry,  culvert  masonry,  etc.  However,  it  is  more  logical  and 
also  more  expresave  to  use  the  classification  according  to  quality, 
and  if  desired  add  a  term  to  indicate  the  puipo.sc  of  the  masonry. 
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as,  for  example,  arch  ashlar  masonry,  bridge  squared-stone  masonn', 
culvert  rubble.  However,  the  terms  defined  in  §  548-53  are  suffi- 
cient to  give  a  reasonably  complete  definition  of  any  ordinary  kind 
of  masonry.  The  following  are  examples  of  the  method  of  using 
these  terms:  pitch-faced  random  ashlar  masonrj',  or  bush-hammered 
range  ashlar  niasonr\';  quarry-faced  broken-range  squared-stone 
masonr}^;    coursed  rubble  masonr\'. 

Formerly,  railway  engineers  frequently  classified  masonrj-  as 
first-class,  second-class,  and  third-class,  which  corresponded  approx- 
imately to  ashlar,  squared-stone,  and  rubble  respectively;  but  such 
a  classification  is  now  seldom  used. 

666.  Dry  Masonry.  The  three  preceding  classes  of  masonr}% 
ashlar,  squared-stone  and  rubble,  are  laid  with  mortar;  and  there 
are  three  other  grades  of  what  may  Ix;  called  dry  masonr}',  which 
are  laid  without  mortar.  These  are  slope-wall  masonry,  stone 
paving,  and  riprap. 

666.  Slope-icall  Maaonry,  A  thin  layer  of  dry  masonry,  built 
against  the  slope  of  embankments,  excavations,  river  banks,  etc., 
to  preserve  them  from  rain,  waves,  or  weather. 

667.  fstone  Pmnng.  Diy  masonry  used  for  the  inverts  of  culverts, 
for  protecting  the  lower  end  of  culverts  from  undermining,  for 
foundations  for  stone-box  culverts,  etc. 

668.  Riprap.  Stone  thrown  in  promiscuously  about  the  base 
of  piers,  abutments,  etc.,  to  prevent  scour,  or  placed  on  banks  of 
rivers  and  canals  to  prevent  wash. 

669.  Oemeral  Rules.  The  following  general  principles  apply 
to  all  classes  of  stone  mason rv. 

1.  The  largest  stones  should  W.  used  in  the  foundation  to  give 
the  greatest  strength  and  lessen  the  danger  of  unequal  settlement. 

2.  A  stone  sliould  \ye  laid  upon  its  broadest  face,  since  then  there 
is  l)ettor  opportunity  to  fill  the  spaces  l>etween  the  stones. 

8.  For  the  sake  of  appearance,  the  larger  stones  should  be  placed 
in  the  lower  courses,  tlio  thickness  of  the  courses  decreasing  gradually 
toward  the  top  of  the  wall. 

4.  Stratified  stones  should  \>o.  laid  upon  their  natural  bed,  i.e.. 
with  tlio  strata  pcM-pondicular  to  the  pressure,  sinc«  they  are  then 
stronger  i\U(\  more  (lurable. 

5.  Tlu^  n^asonrv  should  ))e  built  in  courses  perpendicular  to  the 
pressure  it   is  to  bear. 

().  To  l)in(l  the  w;ill  together  laterally,  a  stone  in  any  course  should 
l)reak  joints  with  or  overlap  the  stone  in  the  course  below;-  that  is. 
the  joints  j)anillol  to  the  pressiu*e  in  two  adjoining  courses  should 
not  be  too  nearly  in  the  same  line.  This  is  briefly  comprehended 
by  sMving  that  the  wall  should  have  sufficient  lateral  bond. 
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*  To  bind  the  wall  together  transversely,  there  should  be  a  con- 
s^ofc>^\j|g  number  of  headers  extending  from  the  front  to  the  back 
01  ^nitv  walls  or  from  the  outside  to  the  interior  of  thick  walls;   that 
\s,  \rie  wall  should  have  sufficient  transverse  l)ond. 

8.  The  surface  of  all  porous  stones  should  he  moistened  before 
^^ng  bedded,  to  prevent  the  stone  from  absorbing  the  moisture  from 
the  mortar  and  thereby  causing  it  to  become  a  friable  mass. 

9.  The  spaces  between  the  back  ends  of  adjoining  stones  should 
be  as  small  as  possible,  and  these  spaces  and  the  joints  between  the 
stones  should  be  filled  with  mortar. 

10.  If  it  is  necessary  to  move  a  stone  after  it  has  l)een  placed  upon 
the  mortar  bed,  it  should  be  lifted  clear  and  l)e  reset,  iis  attempting 
to  slide  it  is  likely  to  loosen  stones  already  laid  and  destroy  the 
adhesion,  and  thereby  injure  the  strength  of  the  wall. 

11.  An  unseasoned  stone  should  not  1x3  laid  in  the  wall,  if  there 
is  any  likelihood  of  its  being  frozen  before  it  has  setisoned. 

660.  AftHTiAR  MA80MBY.  This  is  masonry  in  whioh  the  thick- 
ness of  the  bed  joints  is  one  half  inch  or  less.  According  to  the 
finish  of  the  face  of  the  stones,  ashlar  may  be  divided  into  either 
pitch-faced,  drafted,  or  cut-stone  masonr}''  (S  545-46);  and  according 
to  the  arrangement  of  the  course  it  may  ]ye  range,  broken  range,  or 
random  masonr}*  (§  550). 

Ashlar  is  the  best  quality  of  stone  masonry,  and  is  employed  in 
all  important  structures.  It  is  used  for  piers,  abutments,  arches, 
and  parapets  of  bridges;  for  hydraulic  works;  for  facing  quoins, 
and  string  courses;  for  the  coping  of  inferior  kinds  of  masonry  and 
of  brick  work;  and,  in  general,  for  works  in  which  great  strength  and 
stability  are  required. 

Its  strength  depends  upon  the  size  of  the  stones,  upon  the  accuracy 
of  the  dressing,  and  upon  the  bond. 

661.  Site  of  Stones.  The  dimensions  of  the  blocks  should  varv 
with  the  character  of  the  stone  employed.  With  the  weaker  sand- 
stone and  granular  limestones,  the  length  of  any  stone  should  not  l>e 
greater  than  three  times  its  depth,  as  otherwise  it  is  likely  to  be 
broken  across;  but  with  the  stronger  stones,  the  lengtli  may  ])e  four 
or  five  times  the  depth.  With  the  weaker  stones  the  breadth  may 
range  from  one  and  a  half  to  two  times  the  depth;  and  for  the 
stronger  stones  from  three  to  four  times  the  depth. 

662.  Draudng.  The  dressing  consists  in  cutting  the  side  and  bed 
joints  to  plane  surfaces,  usually  at  right  angles  to  each  other.  The 
accurate  dressing  of  the  bed  joints  to  a  plane  surface  is  exceedingly 
important.  If  any  part  of  the  surface  projects  l^eyond  the  plane 
of  the  chisel  draft,  that  projecting  part  will  have  to  bear  an  undue 
share  of  the  pressure,  the  joint  will  gape  at  the  edges, — constituting 
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what  is  called  an  open  joints — and  the  whole  w^ill  be  wanting  in 
stability.  On  the  other  hand,  if  the  surface  of  the  bed  is  concave, 
having  been  dressed  down  below  the  plane  of  the  chisel  draft,  the 
pressure  is  concentrated  on  the  edges  of  the  stone,  to  the  risk  of 
splitting  them  off.  Such  joints  are  said  to  be  flushed.  They  are 
more  difficult  of  detection,  after  the  masonry  has  been  built,  than 
open  joints;  and  are  often  executed  by  design,  in  order  to  give  a 
neat  appearance  to  the  face  of  the  building.  Their  occurrence  must 
therefore  be  guarded  against  by  careful  inspection  during  the  prog- 
ress of  the  stone  cutting. 

Great  smoothness  is  not  desirable  in  the  joints  of  ashlar  masonry 
intended  for  strength  and  stability;  for  a  moderate  degree  of  rough- 
ness adds  at  once  to  the  resistance  to  displacement  by  sliding,  and 
to  the  adhesion  of  the  mortar.  When  the  stone  has  been  dressed 
so  that  all  the  small  ridges  and  projecting  points  on  its  surface  are 
reduced  nearly  to  a  plane,  the  pressure  is  distributed  nearly  uni- 
formly, for  the  mortar  serves  to  transmit  the  pressure,  to  the  small 
depressions.  Each  stone  should  first  be  fitted  into  its  place  dry, 
in  order  that  any  inaccuracy  of  figure  may  be  discovered  and  cor- 
rected by  the  stone-cutter  before  it  is  finally  laid  in  mortar  and 
settled  in  its  bed. 

The  entire  bed  area  of  a  stone  should  be  dressed  to  a  plane;  but, 
unless  the  wall  is  so  thin  that  the  stones  extend  clear  through,  it  is 
not  necessary  to  dress  the  entire  area  of  the  ends  of  the  stones;  and 
it  is  not  necessary  to  dress  any  portion  of  the  back  side  of  the  stones. 
The  specifications  should  state  the  distance  back  from  the  face  of 
the  stone  that  the  end  is  to  be  dressed  to  a  plane  surface.  This 
distance  is  sometimes  stated  in  inches  and  sometimes  as  a  fractional 
part  of  the  thickness  of  the  course  (see  §  22  of  Appendix  III). 

Sometimes  specifications  permit  the  vertical  joints  to  be  wider 
than  the  bed  joints.  This  decreases  the  cost  of  cutting,  and  may  not 
materially  reduce  the  strength  of  the  masonry;  but  may  slightly 
affect  the  durability  and  the  architectural  appearance. 

No  cutting  should  be  allowed  after  the  stone  has  been  set  in 
mortar,  for  fear  of  breaking  the  adhesion  of  the  cement. 

The  thickness  of  mortar  in  the  joints  of  the  very  best  ashlar 
masonry — for  example,  the  United  States  post-office  and  custom- 
house buildings  in  the  principal  cities — is  about  |  of  an  inch;  in 
first-class  railroad  masonry — for  example,  important  bridge  piers 
and  abutments,  and  large  arches — the  joints  are  from  ^  to  J  of  an 
inch. 

A  chisel  draft  H  or  2  inches  wide  is  usually  cut  at  each  exterior 
corner.  In  the  best  work,  as  fine  cut-stone  buildings,  all  projecting 
courses,  as  window  sills,  water  tables,  cornices,  etc.,  have  grooves, 
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or  "drips''  cut  in  the  under  surface  a  little  way  back  from  the  face, 
so  as  to  cause  rain-water  to  drop  from  the  outer  edge  instead  of 
running  down  over  the  face  of  the  wall  and  disfiguring  it. 

663.  Bond.  The  bond  is  the  arrangement  or  overlapping  of  the 
stones  to  tie  the  wall  together  longitudinally  and  transversely,  and 
is  of  great  importance  to  the  strength  of  the  wall.  No  joint  of  any 
course  should  be  directly  above  a  joint  in  the  course  below;  but  the 
stones  should  overlap,  or  break  joint,  from  one  to  one  and  one  half 
times  the  depth  of  the  course,  both  along  the  face  of  the  wall  and 
also  from  the  front  to  the  back.  The  effect  is  that  each  stone  is 
supported  by  at  least  two  stones  of  the  course  below,  and  assists  in 
supporting  at  least  two  stones  of  the  course  above.  The  object  is 
twofold:  first,  to  distribute  the  pressure,  so  that  inequalities  of  load 
on  the  upper  part  of  the  structure  (or  of  resistance  at  the  foundation) 
may  be  transmitted  to  and  spread  over  an  increasing  area  of  bed  in 
proceeding  downwards  (or  upwards) ;  and  second,  to  tie  the  building 
together,  i.e.,  to  give  it  a  sort  of  tenacity,  both  lengthwise  and  from 
face  to  back,  by  means  of  the  friction  of  the  stones  where  they 
overlap. 

The  strongest  bond  is  that  in  which  each  course  at  the  face  of 
the  structure  contains  a  header  and  a  stretcher  alternately,  the  outer 
end  of  each  header  resting  on  the  middle  of  a  stretcher  of  the  course 
below,  so  that  rather  more  than  one  third  of  the  area  of  the  face  con- 
sists of  ends  of  headers.  This  proportion  may  be  deviated  from 
when  circumstances  require  it,  but  in  every  case  it  is  advisable  that 
the  ends  of  headers  should  not  form  less  than  one  fourth  of  the  whole 
area  of  the  face  of  the  structure.  A  header  should  be  over  the  middle 
of  the  stretcher  in  the  course  below.  In  a  thin  wall  a  header  should 
extend  entirely  through  the  wall. 

A  trick  of  masons  is  to  use  "blind  headers,"  or  short  stones  that 
look  like  headers  on  the  outside  but  do  not  go  deeper  into  the  wall 
than  the  adjacent  stretchers.  When  a  course  has  been  put  on  top 
of  these  short  headers,  they  ere  completely  covered  up;  and,  if  not 
suspected,  the  fraud  will  never  be  discovered  unless  the  weakness  of 
the  wall  reveals  it. 

Where  very  great  resistance  to  displacement  of  the  masonry 
is  required  (as  in  the  upper  courses  of  bridge  piers,  or  over  openings, 
or  where  new  masonry  is  joined  to  old,  or  where  there  is  danger  of 
unequal  settlement),  the  bond  is  strengthened  by  dowels  or  by 
cramp  irons  (§  547)  of,  say,  IJ-inch  round  iron  set  with  cement 
mortar. 

664.  Backing.  Ashlar  is  usually  backed  with  rubble  masonry 
(§  574),  which  in  such  cases  is  specified  as  coursed  rubble.  Special 
care  should  be  taken  to  secure  a  good  bond  between  the  rubble  back- 
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ing  and  the  ashlar  facing.  Two  stretchers  of  the  ashlar  facing  having 
the  same  width  should  not  be  placed  one  immediately  above  the 
other.  The  proportion  and  the  length  of  the  headers  in  the  rubble 
backing  should  be  the  same  as  in  the  ashlar  facing.  The  ''tails" 
of  the  headers,  or  the  parts  which  extend  into  the  rubble  backing, 
may  be  left  rough  at  the  back  and  sides;  but  their  upper  and  lower 
beds  should  be  dressed  to  the  general  plane  of  the  bed  of  the  course. 
These  "tails'*  may  taper  slightly  in  breadth,  but  should  not  taper 
in  depth. 

The  backing  should  be  carried  up  at  the  same  time  with  the  face- 
work,  and  in  courses  of  the  same  depth;  and  the  bed  of  each  course 
should  be  carefully  built  to  the  same  plane  with  that  of  the  ashlar 
facing.     The  rear  face  of  the  backing  should  be  lined  to  a  fair  surface. 

665.  Pointing.  In  laying  masonry  of  any  character,  whether 
with  lime  or  cement  mortar,  the  exposed  edges  of  the  joints  will 
naturally  be  deficient  in  density  and  hardness.  The  mortar  in  the 
joints  near  the  surface  is  especially  subject  to  dislodgment,  since  the 
contraction  and  expansion  of  the  masonry  is  liable  either  to  separate 
the  stone  from  the  masonry  or  to  crack  the  mortar  in  the  joint,  thus 
permitting  the  entrance  of  rain-wat«r,  which  upon  freezing  forces 
the  mortar  from  the  joints.  Therefore,  it  is  usual,  after  the  masonry 
is  laid,  to  refill  the  joints  as  compactly  as  possible,  to  the  depth  of  at 
leiust  an  inch,  with  mortar  prepared  especially  for  this  purpose. 
This  o|)eration  is  called  pointing. 

The  very  l)C8t  cement  mortar  should  be  used  for  pointing,  as  the 
best  iHH'omes  dislodged  all  too  soon.  Clear  portland-cement  mortar 
is  the  Iwst,  although  I  volume  of  cement  to  1  of  sand  is  frequently 
ustnl  in  first-chiss  work.  The  mortar,  when  ready  ior  use,  should 
Iw  rather  incoherent  and  quite  deficient  in  plasticity. 

Hofore  applying  the  pointing,  all  mortar  in  the  joint  should  l)e 
ilig^MJ  out  to  a  depth  of  at  least  1  inch;  or,  l)etter,  in  setting  the 
Htones,  the  mortar  should  \ye  kept  back  an  inch  or  more  from  the 
fan*,  and  tluis  save  the  lalwr  of  digging  out  the  joints  preparatory 
to  pointing.  l''or  the  bed  joints  this  may  be  accomplished  by  keeping 
tho  niortnr  back  from  the  face  of  the  wall  about  3  inches,  and  then 
\\\\vu  th(»  stone  is  put  into  place  the  mortar  will  probably  be  forced 
out  to  aluHit  1  or  IJ  inches  from  the  face  of  the  joint,  and  conse- 
iiuoiilly  littlr  or  no  lalK)r  will  be  required  to  dig  out  the  mortar. 
KiiMinriitly  in  laying  a  stone  the  mortar  is  spread  to  the  very  edge 
of  tho  j'»i»»< :  ""*'  ^'^^"  when  the  pointing  is  done,  it  is  so  difficult  to 
\\\u  out  iIh*  uMM'tar  that  the  joint  is  cleared  only  alx)ut  half  an  inch 
ilw»p.  \>hich  d<»ptli  does  not  give  the  pointing  sufficient  hold,  and 
IHMWMHirtitly  it  soon  dn)ps  out.  The  difficulty  of  digging  out  the 
MHiHiM'  f«'oni  t  luj  vvrtictd  joints  may  be  obviated  by  bending  a  strip  of 
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tin  or  thin  steel  to  the  form  of  a  U  huvlng  one  leg  considerably  longer 
than  the  other,  and  naihng  the  long  leg  to  the  side  of  a  light  strip  of 
wood  so  that  the  closed  end  of  the  U  will  project  beyond  the  edge 
of  the  wood  a  distance  equal  to  the  depth  of  the  pointing,  and  then 
inserting  the  closed  end  of  the  U  in  the  vertical  joint  before  it  is 
filled  with  mortar. 

When  the  surplus  mortar  has  been  removed,  the  joint  should  be 
cleansed  by  scraping  and  brushing  out  all  loose  material,  and  then 
it  should  be  well  moistened.  The  mortar  is  applied  with  a  mason's 
trowel,  and  should  be  well  "set  in"  with  u  calking  iron  and  hammer. 
The  joint  should  be  rubbed  smooth  and  finiahed  even  with  the 
pitch  line  or  with  the  face  of  the  stone.  In  the  very  best  work,  the 
joint  is  also  rubbed  smooth  with  a  steel  polishing  tool.  Wallsshould 
not  be  allowed  to  dry  too  rapidly  after  pointing;  and  therefore 
pointing  in  hot  weather  should  !«  avoided. 

B66.  There  are  four  general  forms  of  finishing  the  edges  of  the 
horizontal  joints  of  cut-stone  masonry — whether  or  not  they  are 
formally  pointed  as  above  described.  Fig.  74  shows  these  four 
forms.  When  the  horizontal  joints  are  finished  as  in  either  of  the 
first  two  examples  in  Fig.  74,  it  is  customary  to  finish  the  vertical 
joints  by  the  first  method;  but  when  either  of  the  last  two  methods 
is  employed,  it  is  used  for  both  the  vertical  and  the  horizontal 
joints. 

Occasionally   in   cut-stone   masonry,   and   frequently   in   brick 
masonry,  the  weather  joint  is  improperly  mode  to  slope  in  the 
opposite  direction,  due  to  the  fact  that  the  mason  stands  at  the  back 
of  the  wall  and  "strikes"  the  joint  by  reaching  down  and  resting  the 
e<lge  of  the  trowel  on  the  stone  below  the  joint.     If  the  mason  stands 
lieliind  the  wall,  it  is  not 
comfortable  to  make  the 
weather  joint   as  shown 
in  Fig.  74,  at  the  time 
the  masonry  is  laid.     The 
grooved     joint     is     fre- 
quently   called    a    tuck- 
pointed     joint,     and    is 
sometimes   made  with  a 
V-likeface.     The  beaded  joint  is  not  very  durable,  since  the  pro- 
jecting portion  soon  becomes   detached.     In    making   the   beaded 
joint,  the  l)eading  tool  is  sometimes  guided  by  a  straight  edge,  called 
a  "rod,"  and  the  joint  is  then  said  to  l>e  "rodded." 

667.  Amonnt  of  Hortar  Beqnired.  The  amount  of  mortar  required 
for  ashlar  masonry  varies  with  the  size  of  the  blocks,  and  also  with 
the  closeness  of  the  dressing.     With  |-  to  i-inch  joints  and  12-  to 
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yt<nr'n  *rr",«ir¥«,  f.htrt  will  be  about  2  cubic  feet  of  mortar  per 
'•1^4-'  'jiixd:  with  larger  blocks  and  closer  joints,  i.e..  in  the 
-.#wf  m-w^-mry,  there  will  be  about  I  cubic  foot  of  mortar  per 
l^M  fA  tcis^a^mry,  I^d  in  1  to  2  mortar,  the  former  will  require 
\  fft  \  fA  %  \^Hrx9-\  tA  cement  per  cubic  yard  of  masonrj-  exclusive 
fA  fh^  n*h#^/fe?  \rwkin%  (for  which  see  §577);  and  the  latter  about 
Kalf  jw  miKrh, 

^^if  f}t^.  r|fjantitie»  of  cement  and  sand  required  for  a  cubic  yard 
fA  rtyyrtAr  fA  different  compositions,  see  Table  22.  page  120. 

M#.  ificiif ftoBi>  For  complete  specifications  of  ashlar 
U\9min\fj.  Mrf,  Appendix  III. 

iM^  fgUABED-flOVK  Maiovbt.  This  is  masonr>'  in  which  the 
/^lifM  Mt'.  tWfff.  than  #/ne  half  inch  thick  and  less  than  about  one 
rft/'h  (\  Wl),  Hr|iiared-«tone  masonry  may  be  classified  according 
Uf  f>»^  f»riwh  iA  the  face  as  either  quarr>'-faced  or  pitch-faced,  and 
^4'tfffX%u%  Up  i\te  arrangement  of  the  courses  as  range,  broken  range, 
</f  rMuUffft.  Tlie  quriinu  and  the  sides  of  openings  are  usually  reduced 
f/f  H  r^mf^i'ftnuMfih  surface  with  the  face-hammer,  the  ordinary  ax, 
fff  f.h#T  Ufffih-AX,  This  work  is  a  necessity  where  door  or  window 
ifftwm  Hffr  inu^jrted;  and  it  greatly  improves  the  general  effect  of  the 
w/ill,  if  M«^?d  wherever  a  comer  is  turned. 

H^|fj/ir#?/l-^torie  rria*K>nry  is  distinguished,  on  the  one  hand,  from 
$t^UUtr  ill  hfivirig  letw  a<;curately  dre.ssed  beds  and  joints;  and,  on 
fli#'  ofhirr  Ufifulf  from  rubble  in  being  more  carefully  constructed. 
tf$  oriUufiry  pra/rtice,  the  field  covered  by  this  class  is  not  ver>' 
tMuiiU',.  The  Hfie^iifications  for  "second-class  masonry"  as  used 
oil  ^tfftc.  niilro;irl«  UMually  conform  to  the  above  description  of  quarry- 
f;i/'#rd  rttufi^ti  H/|uared-«tone  ma.sonry;  but  sometimes  this  grade  of 
ififmtfttry  m  denigriatiMl  ''superior  rubble." 

Hf^Hftrf*A'ni4ftm  ma«onry  is  employed  for  the  piers  and  abutments 
fA  highway  bridges,  for  small  arches,  for  box  culverts,  for  basement 
Wfiiin,  i&t'. 

070.  Backing*  The  statements  concerning  backing  of  ashlar 
(\tM)  ufifily  HubHtantially  to  wjuared-stone  masonr}^ 

•71.  Pointing.  Ah  the  joints  of  squared-stone  masonry  are 
\\m'\fjt  ihun  \\\(mi  of  ashlar,  the  pointing  should  be  done  propor- 
fjonally  more  carefully;  while  as  a  rule  it  is  done  much  more  care- 
|<'««ly  TIm!  mortar  is  often  thrown  into  the  joint  with  a  trowel, 
/ifid  ih<^ri  frirnrned  top  and  l)ottom  to  give  the  appearance  of  a 
\\\\\M\f\  joint.  Such  work  is  called  ribbon  pointing.  Trimming 
iIm'  jiojnting  adds  to  the  appearance  but  not  to  the  durability. 
Whi'h  f  h<*  pointing  is  not  trimmed,  it  is  called  dash  pointing. 

072.  Specifleations.  The  specifications  for  squared-stone  masonry 
should  U*  liliout  as  follows: 
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The  stones  shall  be  of  durable  quality;  and  shall  be  free  from  seams,  powder 
cracks,  drys,  or  other  imperfections. 

The  courses  shall  be  not  less  than  10  inches  thick. 

Stretehers  shall  be  at  least  twice  as  wide  as  thick,  and  at  least  four  times  as 
long  as  thick.  Headers  shall  be  at  least  five  times  as  long  as  thick,  and  at  least 
as  wide  as  thick.  There  shall  be  at  least  one  header  to  three  stretchers.  Joints 
on  the  face  shall  be  broken  at  least  8  inches. 

The  beds  and  the  vertical  joints  for  8  inches  back  from  the  face  of  the  wall 
shall  be  dressed  to  make  joints  one  half  to  one  inch  thick.  The  front  edge  of 
the  joint  shall  be  pitched  to  a  straight  line.  All  comers  and  batter-lines  shall 
be  hammer-dressed. 

The  backing  shall  consist  of  stones  not  less  in  thickness  than  the  facing.  At 
least  one  half  of  the  backing  shall  be  stones  containing  at  least  2  cubic  feet. 
The  backing  shall  be  laid  in  full  mortar  beds;  and  the  vertical  joints  shall  also 
be  filled  with  mortar.  The  spaces  between  the  large  stones  shall  be  filled  with 
spalls  set  in  mortar. 

The  coping  shall  be  formed  of  large  flat  stones  of  such  thickness  as  the  engineer 
may  direct,  but  in  no  case  to  be  less  than  eight  inches.  The  upper  surface  of 
the  coping  shall  be  bush-hammered,  and  the  joints  and  beds  shall  be  dressed  to 
one  half  inch  throughout.  Each  coping  stone  must  extend  entirely  across  the 
wall  when  the  wall  is  not  more  than  four  feet  thick. 

673.  Amount  of  Mortar  Required.  The  amount  of  mortar  required 
for  squared-stone  masomy  varies  with  the  size  of  the  stones  and 
with  the  quality  of  the  masonry;  and  will  be  a  little  more  than 
twice  that  required  for  ashlar — see  §  567. 

For  quantities  of  cement  and  sand  required  for  mortars  of  various 
compositions,  see  Table  22,  page  120. 

674.  Rubble  Masonbt.  This  is  the  lowest  grade  of  masonry 
laid  with  mortar.  Rubble  is  built  of  unsquared  stones,  that  is,  of 
stones  as  they  come  from  the  quarry  without  other  preparation  than 
the  removal  of  very  acute  angles  and  excessive  projections  from  the 
general  figure.  The  only  classes  of  rubble  are  coursed  and  un- 
coursed  (see  §  553). 

Rubble  is  sometimes  designated  as  one-man  or  two-vian  rubble 
according  to  the  number  of  men  required  to  handle  a  stone. 

Sometimes,  when  rubble  is  built  of  very  large  blocks  of  stone, 
concrete  instead  of  mortar  is  employed  to  fill  the  vertical  spaces 
l)etween  the  stones,  in  which  case  the  masonry  is  called  concrete 
rubble  (see  §  579). 

Rubble  masonry  is  sometimes  laid  without  any  mortar,  as  in 
sh^pe  walls  (§  556),  paving  (§  557),  etc.,  in  which  case  it  is  called 
dry  rubble;  but  as  such  work  is  much  more  frequently  designated 
as  slope-wall  masonry  and  stone-paving,  it  is  better  to  reserve  the 
term  rubble  for  undressed  stone  laid  in  mortar.  Occasionally  box 
culverts  are  built  of  the  so-called  dry  rubble;  but  as  such  construc- 
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lion  is  not  to  be  commended,  there  is  no  need  of  a  term  to  designate 
that  kind  of  masonry. 

676.  Laying.  The  stone  used  for  rubble  masonry  is  prepared 
by  simply  knocking  off  all  the  weak  angles  of  the  block.  It  should 
be  cleansed  from  dust,  etc.,  and  moistened,  before  being  placed  on 
its  bed.  This  bed  is  prepared  by  spreading  over  the  top  of  the  lower 
course  an  ample  quantity  of  good,  ordinary-tempered  mortar  in 
which  the  stone  is  firmly  embedded.  The  vertical  joints  should  be 
carefully  filled  with  mortar.  The  interstices  between  the  larger 
masses  of  stone  are  filled  by  thrusting  small  fragments  or  chippings 
of  stone  into  the  mortar. 

Careful  attention  should  be  given  to  bonding  the  wall  laterally 
and  transversely.  It  is  frequently  specified  that  one  fourth  or  one 
fifth  of  the  mass  shall  be  headers.  The  corners  and  jambs  should 
be  laid  with  hammer-dressed  or  cut  stones. 

A  very  stable  wall  can  be  built  of  rubble  masonry  without  any 
dressing,  except  a  draft  on  the  quoins  by  which  to  plumb  the  corners 
and  carry  them  up  neatly,  and  a  few  strokes  of  the  hammer  to  spall 
off  any  projections  or  surplus  stone.  This  style  of  work  is  not 
generally  advisable,  as  very  few  mechanics  can  be  relied  upon  to 
take  the  proper  amount  of  care  in  leveling  up  the  beds  and  filling  the 
joints;  and  as  a  consequence,  one  small  stone  may  jar  loose  and  fall 
out,  resulting  probably  in  the  downfall  of  a  considerable  part  of  the 
wall.  Some  of  the  naturally  bedded  stones  are  so  smooth  and 
imiform  as  to  need  no  dressing  or  spalling  up;  and  a  wall  of  such 
stones  is  very  economical,  since  there  is  no  expense  of  cutting  and  no 
time  is  lost  in  hunting  for  the  right  stone,  and  yet  strong,  massive 
work  is  assured.  However,  many  of  the  naturally  bedded  stones 
have  inequaUties  on  their  surfaces,  and  in  order  to  keep  them  level 
in  the  course  it  becomes  necessary  to  raise  one  corner  by  placing 
spalls  or  chips  of  stone  under  the  bed,  and  to  fill  the  vacant  spaces 
well  and  full  with  mortar.  It  is  just  here  that  the  disadvantage  of 
this  style  of  work  becomes  apparent.  Unless  the  mason  places  these 
spalls  so  that  the  stone  rests  firmly,  i.e.,  does  not  rock,  it  will  work 
loose,  particularly  if  the  structure  is  subject  to  shock,  as  the  walls  of 
cattle-guards,  etc.  Unless  these  spalls  are  also  distributed  so  as  to 
support  all  parts  of  the  stone,  it  is  liable  to  be  broken  by  the  weight 
above  it.  A  few  such  instances  in  the  same  work  may  occasion 
considerable  disaster. 

One  of  the  tricks  of  masons  is  to  put  "nigger-heads'"  (stones  from 
which  the  natural  rounded  surface  has  not  l)een  taken  off)  into  the 
interior  of  the  wall.  In  order  to  secure  good  rubble,  great  skill  and 
care  are  required  on  the  part  of  the  mason,  and  constant  watchful- 
ness on  the  part  of  the  inspector. 
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676.  Rubble  masonry  is  employed  for  the  abutments  of  the 
smaller  highway  bridges,  for  small  culverts,  for  unimportant  retain- 
ing walls,  for  foundations  for  buildings,  etc.,  and  for  the  backing  of 
ashlar  and  squared-stone  masonry. 

When  carefully  executed  with  good  mortar,  rubble  possesses  all 
the  strength  and  durability  required  in  structures  of  an  ordinary 
character,  and  is  much  less  expensive  than  either  ashlar  or  squared- 
stone  masonry.  But  it  is  difficult  to  get  rubble  well  executed.  The 
most  common  defects  are  (1)  not  bringing  the  stones  to  an  even 
bearing;  (2)  leaving  large  unfilled  vertical  openings  between  the 
several  stones;  (3)  laying  up  a  considerable  height  of  the  wall  dry, 
with  only  a  little  mortar  on  the  face  and  back,  and  then  pouring 
mortar  on  the  top  of  the  wall;  (4)  using  insufficient  cement,  or  that 
of  a  poor  quality.  The  only  way  to  prevent  the  first  defect  is  to  have 
an  inspector  on  the  job  all  of  the  time.  The  second  and  third  defects 
can  be  detected  by  probing  the  wall  with  a  small  pointed  steel  rod. 
To  prevent  the  fourth  defect  it  is  customary  for  the  owner  to  furnish 
the  cement  to  the  contractor.  Apparently  it  is  commonly  believed 
that  the  rougher  the  stones  and  the  poorer  the  grade  of  masonry, 
the  poorer  the  cement  or  the  leaner  the  mortar  should  be.  The 
principal  object  of  the  mortar  is  to  equalize  the  pressure;  and  the 
more  nearly  the  stones  are  reduced  to  closely  fitting  surfaces,  the 
less  important  is  the  mortar.  Consequently,  when  a  substantial 
rubble  is  required,  it  would  not  be  amiss  to  use  a  first-class  cement 
mortar,  particularly  if  the  stones  are  comparatively  small.  The 
extreme  of  this  rule  is  the  use  of  a  first-class  cement  mortar  with 
crushed  stone  to  make  concrete;  and  owing  to  the  success  of  this 
practice  and  the  decrease  in  the  cost  of  portland  cement  in  recent 
years,  concrete  has  been  largely  substituted  for  all  kinds  of  masonry, 
particularly  rubble. 

577.  Amount  of  Mortar  Required.  The  amount  of  mortar  required 
varies  greatly  with  the  character  of  the  surfaces  with  which  the 
stone  quarries  out.  If  the  stone  is  stratified  sandstone  or  limestone 
yielding  flat-bedded  stones  with  good  end  surfaces,  the  rubble  may 
not  require  much  if  any  more  mortar  than  ashlar  built  of  the 
more  refractory  stones;  but  if  the  rubble  is  built  of  stone  that 
quarries  out  in  irregular  chunks  and  is  difficult  to  dress,  a  very  large 
per  cent  of  mortar  may  be  required.  The  amount  of  mortar  required 
can  be  considerably  reduced  by  packing  spalls  into  the  vertical 
spaces  between  the  stones, — a  proceeding  that  is  always  economical 
since  spalls  are  always  much  cheaper  than  cement  mortar.  How- 
ever, when  the  cement  is  furnished  by  the  owner,  the  mason  is  apt 
to  fill  the  joints  entirely  with  mortar  since  it  requires  less  time. 

If  rubble  masonry  is  composed  of  small  and  irregularly  shaped 
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stones,  about  one  third  of  the  mass  will  cooast  oi  morULr;  and  if 
laid  in  1  : 2  mortar  ^ill  require  about  1  barrel  of  portland  cemmt 
per  cubic  yard,  and  if  laid  in  1  :  3  about  0.8  barrel.  If  the  stones  are 
large  and  regular  in  form,  one  fifth  to  one  quarter  of  the  mass  will  be 
mortar;  and  the  rubble  will  require  about  0.7  barrri  per  cubic  jrard 
for  1  :  2  mortar  and  0.6  barrel  for  1  : 3. 

For  the  amount  of  cement  and  sand  required  for  mortar  of 
various  compositions,  see  Table  22,  page  120. 

678.  Spedfieatioiif .  The  following  requirements,  if  properiv 
complied  with,  will  secure  what  is  giraerally  known  amcMig  railroad 
engineers  as  superior  rubUe.^ 

Rubble  maflomy  AtJk  eoosist  of  eoaraed  nibble  of  good  qumlitT  laid  in  cement 
mortar.  No  stone  sfamU  be  leas  than  ox  indies  in  tbickneas.  unless  otberwiae 
directed  by  the  engineer.  No  stone  shafl  measure  less  than  twelve  inches  in 
Its  least  horuootal  dimensioo.  or  leas  than  its  thickness.  At  least  one  fourth  of 
the  stone  in  the  face  shafl  be  headers,  evenly  distributed  thiou^iout  the  wtJL 
The  stones  shall  be  roughly  squared  on  joints,  beds,  and  laces,  laid  so  as  to  break 
joints  and  in  fuD  mortar  beds.  All  vertical  spaces  shafl  be  flushed  with  good 
cement  mortar  and  then  be  packed  full  with  spalls.  No  spaUs  vill  be  aOomvd 
in  the  beds.  Selected  stones  riiall  be  used  at  aD  an^^,  and  shall  be  neatfy 
pitched  to  tnie  lines  and  laid  on  hammer<lfe9Bed  beds.  Drafts  lines  may  be 
roquired  at  the  more  prominent  angles. 

The  Utp  f4  parapet  walls,  piers,  and  abutments  shaO  be  capped  with  stones 
exUmding  fsttirf^y  across  the  wall,  and  having  a  front  and  end  projection  of  not 
Imm  than  Umt  inthtn.  Coping  stones  shaD  be  neatly  squared,  and  be  laid  with 
joinU  (A  U:m  than  cme  half  inch.  The  steps  of  wing-walls  shall  be  capped  with 
stone  t/^tmt%  the  entire  step,  and  extending  at  leasl  six  inches  into  the  walL 
iUjfin%  and  step  stones  shaO  be  rou^y  hammer-dressed  on  top.  their  outer 
faces  pitched  to  true  lines,  and  be  of  such  thickness  (not  less  than  six  inches)  and 
hare  «uch  projecti<ms  as  the  engineer  may  direct. 

The  specifications  for  rubble  masonry  wiU  apply  to  rubble  masonry  laid  dry 
(see  f 555),  except  as  to  the  use  of  the  mortar. 

679.  OOVOBSn  RUBBLK.  Sometimes  in  building  large  structures, 
as  dams,  the  rubble  is  made  of  cydopean  blocks,  and  wet  concrete 
is  use<J  instead!  of  mortar.  The  large  stones  are  placed  in  the  wall 
by  means  of  a  derrick,  and  concrete  is  deposited  from  a  bottom- 
dump  bucket.  This  form  of  construction  is  a  recent  innovation; 
and  is  spec^ially  applicable  in  building  a  dam,  in  which  the  faces  are 
laid  in  ashlar,  squared-stone,  or  rubble,  and  serve  as  forms  in  which 
Ui  place  the  concrete-rubble  filling.  This  form  of  masonrj'  has 
sfiVftral  ribvious  advantages  over  either  ordinary  rubble  or  concrete. 

680.  Rabble  Concrete.  This  is  ordinary''  concrete  in  which  large 
irregular  stones,  sometimes  called  plums,  are  embedded.     This  form 

*  For  upecifications  of  rubble  masonry  for  railroad  work,  see  Appendix  IL 


Art.  2]  Strength  and  Cost.  293 

of  masonry  is  adapted  to  moderately  massive  construction.  The 
"plums"  decrease  the  cost  of  crushing  the  stone  and  also  decrease 
the  amount  of  cement  required,  and  increase  the  density  of  the 
mass.  The  "plums"  are  usually  limited  to  about  40  per  cent  of  the 
entire  volume,  to  insure  that  they  shall  be  surrounded  by  concrete. 
If  the  concrete  is  wet,  there  is  little  or  no  trouble  in  getting  the 
large  stones  thoroughly  bedded,  and  consequently  this  form  of 
masonry  is  as  good  as  or  better  than  ordinary  concrete. 

Unfortunately,  there  is  no  uniformity  as  to  the  terms  employed 
to  designate  either  of  the  two  above  types  of  masonry.  Each  is 
frequently  referred  to  as  concrete  rubble,  and  also  as  rubble  concrete. 
It  will  add  to  clearness  if  the  term  concrete  rubble  be  reserved  for 
that  form  of  masonry  which  consists  chiefly  of  large  stones  sur- 
rounded by  concrete,  and  the  term  rubble  concrete  for  that  type  which 
consists  of  concrete  in  which  are  embedded  a  comparatively  few 
large  stones.    Of  course  the  two  forms  shade  one  into  the  other. 

Art.  2.    Strength  and  Cost. 

681.  Stbenoth  of  Stone  Masonbt.  The  results  obtained  by 
testing  small  specimens  of  stone  (see  §  16)  are  useful  in  determining 
the  relative  strength  of  different  kinds  of  stone,  but  are  of  no  value 
in  determining  the  ultimate  strength  of  the  same  stone  when  built 
into  a  masonry  structure.  The  strength  of  a  mass  of  masonry 
depends  upon  the  strength  of  the  stone,  the  size  of  the  blocks,  the 
accuracy  of  the  dressing,  the  proportion  of  headers  to  stretchers, 
and  the  strength  of  the  mortar.  A  variation  in  any  one  of  these 
items  may  greatly  change  the  strength  of  the  masonry.  The  im- 
portance of  the  mortar  as  affecting  the  strength  of  masonry  to 
resist  direct  compression  is  generally  overlooked.  The  mortar  acts 
as  a  cushion  (§  14)  between  the  blocks  of  stone,  and  if  it  has  insuf- 
ficient strength  it  will  be  squeezed  out  laterally,  producing  a  tensile 
strain  in  the  stone.  Weak  mortar  causes  the  stone  to  fail  by  tension 
instead  of  by  compression. 

No  experiments  have  ever  been  made  upon  the  strength  of  stone 
masonry  under  the  conditions  actually  occurring  in  masonry  struc- 
tures, owing  to  the  lack  of  a  testing  machine  of  sufficient  strength. 
Experiments  made  upon  brick  piers  (§  622)  12  inches  square  and 
from  2  to  10  feet  high,  laid  in  mortar  composed  of  1  volume  portland 
cement  and  2  sand,  show  that  the  strength  per  square  inch  of  the 
masonry  is  only  about  one  sixth  of  the  strength  of  the  brick.  An 
increase  of  50  per  cent  in  the  strength  of  the  brick  produced  no 
appreciable  effect  on  the  strength  of  the  masonry;  but  the  sub- 
stitution of  cement  mortar  (1  portland  and  2  sand)  for  lime  mortar 
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(1  lime  and  3  sand)  increased  the  strength  of  the  masonry  70  pe^-^ 
cent.  The  method  of  failure  of  these  piers  indicates  that  the  mortal 
squeezed  out  of  the  joints  and  caused  the  brick  to  fail  by  tension. 
Since  the  mortar  is  the  weakest  element,  the  less  mortar  used  the 
stronger  the  wall;  therefore  the  thinner  the  joints  and  the  larger 
the  blocks,  the  stronger  the  masonry,  provided  the  surfaces  of  the 
stones  do  not  come  in  contact. 

It  is  generally  stated  that  the  working  strain  on  stone  masonry 
should  not  exceed  one  twentieth  to  one  tenth  of  the  strength  of  the 
stone;  but  it  is  clear,  from  the  experiments  on  the  brick  piers  re- 
ferred to  above,  that  the  strength  of  the  masonry  depends  upon  the 
strength  of  the  stone  only  in  a  remote  degree.  In  a  general  way  it 
may  l^  said  that  the  results  obtained  by  testing  small  cubes  may 
vary  50  per  cent  from  each  other  (or  say  25  per  cent  from  the  mean) 
owing  to  undetected  differences  in  the  material,  the  cutting,  and  the 
manner  of  applying  the  pressure.  Experiments  also  show  that 
stones  crack  at  about  half  of  their  ultimate  crushing  strength. 
Hence,  when  the  greatest  care  possible  is  exercised  in  selecting  and 
bedding  the  stone,  the  safe  working  strength  of  the  stone  alone 
should  not  be  regarded  as  more  than  three  eighths  of  the  ultimate 
strength.  A  further  allowance,  depending  upon  the  kind  of  struc- 
ture, the  quality  of  mortar,  the  closeness  of  the  joints,  etc.,  should 
be  made  to  insure  safety.  Experiments  upon  even  comparatively 
large  monoliths  give  but  little  indication  of  the  strength  of  masonry. 
The  only  practicalile  way  of  determining  the  actual  strength  of 
masonry  is  to  note  the  loads  carried  by  existing  structures.  How- 
ever, this  method  of  investigation  will  give  only  the  load  which  does 
not  crush  the  masonry,  since  probably  no  stnicture  ever  failed  owing 
to  the  crushing  of  the  miisonry.  After  an  extensive  correspondence 
and  a  thorough  search  through  engineering  literature,  the  following 
list  is  given  as  showing  the  maximum  pressure  to  which  the  several 
classes  of  masonry  have  been  subjected. 

682.  Pressure  Allowed.  Early  ])uildei*s  used  much  more  massive 
masonry,  proportional  to  the  load  to  be  carried,  than  is  customary 
at  present.  Experience  and  experiments  have  shown  that  such 
great  strength  is  unnecessary.  The  load  on  the  monolithic  piers 
supporting  the  largo  churches  in  Europe  does  not  usually  exceed  80 
tons  per  sq.  ft.  (420  lb.  per  sq.  in.),*  or  alx)ut  one  thirtieth  of  the 
ultimate  strength  of  the  stone  alone,  although  the  columns  of  the 
Church  of  All  Saints  at  An<rers,  France,  is  said  to  sustain  43  tons 
per  sq.  ft.  (600  11).  per.  sq.  iu.).t     The  stone-arch  bridge  of  140  ft. 

*  In  tliis  roiiiu'otion  it  is  convenient  to  reineniber  that  1  ton  per  square  foot  is 
equivalent  to  nearly  14  (<'xactly  13.88)  }X)und.s  p<»r  .square  inch, 
t  Engineering  Newa,  vol.  xiii,  p.  349. 
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span  at  Pont-y-Prydd,  over  the  Taflf,  in  Wales,  erected  in  1750,  is 
supposed  to  have  a  pressure  of  72  tons  per  sq.  ft.  (1,000  lb.  per  sq. 
in.)  on  hard  limestone  rubble  masonry  laid  in  lime  mortar.*  Rennie 
subjected  good  hard  limestone  rubble  in  columns  4  feet  square  to  22 
tons  per  sq.  ft.  (300  lb.  per  sq.  in.).t  The  granite  piers  of  the  Saltash 
Bridge  sustain  a  pressure  of  9  tons  per  sq.  ft.  (125  lb.  per  sq.  in.). 

The  maximum  pressure  on  the  granite  masonry  of  the  towers  of 
the  Brooklyn  Bridge  is  about  28^  tons  per  sq.  ft.  (about  400  lb.  per 
sq.  in.).  The  maximum  pressure  on  the  limestone  masonry  of  this 
bridge  is  about  10  tons  per  sq.  ft.  (125  lb.  per  sq.  in.).  The  face 
stones  ranged  in  cubical  contents  from  1^  to  5  cubic  yards;  the 
stones  of  the  granite  backing  averaged  about  1^  cu.  yd.,  and  of  the 
limestone  about  IJ  cu.  yd.  per  piece.  The  mortar  was  1  volume 
of  Rosendale  natural  cement  and  2  of  sand.  The  stones  were  rough- 
axed  or  pointed  to  J-inch  bed-joints  and  ^-inch  vertical  face- 
joints,  t     These  towers  are  very  fine  examples  of  the  mason's  art. 

In  the  Rookery  Building,  Chicago,  granite  columns  about  3  feet 
square  sustain  30  tons  per  sq.  ft.  (415  lb.  per  sq.  in.)  without  any 
signs  of  weakness. 

In  the  Washington  Monument,  Washington,  D.  C,  the  normal 
pressure  on  the  lower  joint  of  the  walls  of  the  shaft  is  20.2  tons  per 
sq.  ft.  (280  lb.  per  sq.  in.),  and  the  maximum  pressure  brought  upon 
any  joint  under  the  action  of  the  wind  is  25.4  tons  per  sq.  ft.  (350 
lb.  per  sq.  in.). II 

The  pressure  on  the  limestone  piers  of  the  St.  Louis  Bridge  was, 
before  completion,  38  tons  per  sq.  ft.  (527  lb.  per  sq.  in.);  and  after 
completion  the  pressure  was  19  tons  per  sq.  ft.  (273  lb.  per  sq.  in.) 
on  the  piers  and  15  tons  per  sq.  ft.  (198  lb.  per  sq.  in.)  on  the  abut- 
ments.** 

The  limestone  masonry  in  the  towers  of  the  Niagara  Suspension 
Bridge  failed  under  36  tons  per  sq.  ft.,  and  were  taken  down, — how- 
ever, the  masonry  was  not  well  executed. ft 

At  the  South  Street  Bridge,  Philadelphia,  the  pressure  on  the 
limestone  rubble  masonry  in  the  pneumatic  piles  is  15.7  tons  per 
sq.  ft.  (220  lb.  per  sq.  in.)  at  the  bottom  and  12  tons  per  sq.  ft.  at 
the  top.  ''This  is  unusually  heavy,  but  there  are  no  signs  of  weak- 
ness." J  J  The  maximum  pressure  on  the  rubble  masonry  (laid  in 
cement  mortar)  of  some  of  the  large  masonry  dams  is  from  11  to  14 

*  The  Technofn^ph,  University  of  Illinois,  No.  7,  p.  27. 
t  Proc.  Inst,  of  C.  E.,  vol.  x,  p.  241. 

X  V.  Oillin^'ood,  ai^st.  engineer,  in  Tran.s.  Am.  Soc.  of  C.  E, 
if  Report  of  Col.  T.  L.  Ca.sey,  U.  S.  A.,  engineer  in  charge. 
*♦  History  of  St.  Louis  Bridge,  p.  370-74. 
ft  Trans.  Am.  Soc.  of  C.  E.,  vol.  x\'ii,  p.  204-12. 
U  Ifnd.,  vol.  yu,  p.  305-6. 
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tons  per  sq.  ft.  (154  to  195  lb.  per  sq.  in.).  The  Quaker  Bridge 
dam  was  designed  for  a  maximum  pressure  of  16§  tons  per  sq.  ft. 
(230  lb.  per  sq.  in.)  on  massive  rubble  masonry  in  best  hydraulic 
cement  mortar.* 

683.  Safe  Pressure.  In  the  light  of  the  preceding  examples  it 
may  be  assumed  that  the  safe  load  for  the  different  classes  of  masonry 
is  about  as  follows,  provided  each  is  ike  best  of  its  class: 

Rubble 10  t«  15  tons  per  sq.  ft.  =  140  to  200  lb.  per  sq.  in 

Squared-stone 15  to  20    "       "     "     "=200  to  280"     "       "     * 

Limestone  ashlar   ..20  to  25    "      "    "     "  =280  to  350  "     "      "     * 

Granite  ashlar 25  to  30    "      "    "     "=350  to  400"  "    * 

Concrete  (see  §  403)  30  to  40    "       "     "     "=400  to  550"     "        •     * 

684.  A  large  committee  composed  of  the  leading  architects  and 
engineers  of  Chicago  recently  recommended  the  following  values  for 
the  building  laws  of  that  city. 

Kind  op  Masoxrt.  Lb.  per  Sq.  In. 

Rubble,  unooursed  in  lime  mortar 60 

"                "        "  portland-oement  mortar 100 

"      coursed       "  lime  mortar 120 

"                "        "  portland-Tcement  mortar 200 

Ashlar,  limestone  in  portland-eement  mortar  400 

granite      "        "            "              "     600 

Concrete,  portland  cement,  1:2:4,  hand    mixed 350 


n  a  ».«.^u:«A     << 


machine    "     400 


1  :  2i  :  5  band   mixed 300 

machine    "     350 


II 

natural        "         1:2:5    150 


1:3:6    hand  mixed 250 

machine    "     300 


686.  IftlASUBSMXinr  OF  MA80NBT.  The  method  of  determining 
the  quantity  of  masonry  in  a  structure  is  frequently  governed  by 
trade  rules  or  local  custom,  and  these  vary  greatly  with  locality. 
Masons  have  voluminous  and  arbitrary  rules  for  the  measurement 
of  masonry;  for  example,  the  masons  and  stone-cutters  of  Boston 
at  one  time  adopted  a  code  of  thirty-six  complicated  rules  for  the 
measurement  of  hammer-dressed  granite.  As  an  example  of  the 
indefiniteness  and  arbitrariness  of  all  such  rules,  we  quote  the  follow- 
ing, which  are  said  to  be  customary  in  Pennsylvania:  "All  openings 
less  than  8  feet  wide  are  counted  solid.  All  openings  more  than 
3  feet  wide  are  taken  out,  but  18  inches  is  added  to  the  running 
measurement  for  every  jamb  built.  Arches  are  counted  solid  from 
the  spring  of  the  arch,  and  nothing  allowed  for  arching.  The  comers 
of  buildings  are  measured  twice  (that  is,  the  masonry  in  the  corner 
is  counted  in  each  wall).  Pillars  less  than  3  feet  square  are  counted 
on  three  sides  as  lineal  measurement,  which  is  multiplied  by  the 

*  Engineering  News,  vol.  xix,  p.  75. 
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fourth  side  and  by  the  depth;  if  more  than  3  feet,  the  two  opposite 
sides  are  taken,  and  to  each  side  18  inches  for  each  jamb  is  added 
to  the  lineal  measurement  thereof,  and  the  whole  multiplied  by  the 
smaller  side  and  by  the  depth." 

A  well-«stablished  custom  has  all  the  force  of  law,  unless  due 
notice  is  given  to  the  contrary.  The  more  definite,  and  therefore 
the  better,  method  is  to  measure  the  exact  solid  contents  of  the 
masonry,  and  pay  accordingly.  In  "net  measurement"  all  openings 
are  deducted;  in  "gross  measurement"  no  openings  are  deducted. 

The  quantity  of  masonry  is  usually  expressed  in  cubic  yards. 
The  perch  is  occasionally  employed  for  this  purpose;  but  since  the 
supposed  contents  of  a  perch  vary  from  16  to  25  cubic  feet,  the  term 
is  very  properly  falling  into  disuse.  The  contents  of  a  masonry 
structure  are  obtained  by  measuring  to  the  neat  lines  of  the  design. 
If  a  wall  is  built  thicker  than  specified,  no  allowance  is  made  for  the 
masonry  outside  of  the  limiting  lines  of  the  design;  but  if  the  masonry 
does  not  extend  to  the  neat  lines  a  deduction  is  made  for  the  amount 
it  falls  short.  Of  course  a  reasonable  working  allowance  must  be 
made  when  determining  whether  the  dimensions  of  the  masonry 
meet  the  specifications  or  not. 

In  engineering  construction  it  is  a  nearly  uniform  custom  to 
measure  all  masonry  in  cubic  yards;  but  in  architectural  construc- 
tion it  is  customary  to  measure  water-tables,  string-courses,  etc., 
by  the  lineal  foot,  and  window-sills,  lintels,  etc.,  by  the  square  foot. 
In  engineering,  all  dressed  or  cut-stone  work,  such  as  copings,  bridge 
seats,  cornices,  water-tables,  etc.,  is  paid  for  in  cubic  yards,  with 
an  additional  price  per  square  foot  for  the  surfaces  that  are  dressed. 

686.  GOST  OF  Masonbt.  Labor  Required  in  Quarrying.*  "The  fol- 
lowing table  shows  the  labor  required  in  quarrying  the  stone  [gneiss] 
for  the  Boyd^s  Comer  dam  on  the  Croton  River  near  New  York  City. 
The  stone  to  be  cut  was  split  out  with  plugs  and  feathers." 

Labor  Required  in  Quarrying  Gneiss. 


Kind  of  Labob. 


Foreman 

Drillers , 

Laborers 

Blacksmiths 

Tool-boy 

Teams 

Labor  loading  teams 


Days  per  Cubic  Yard. 


Rough  stone. 

Stone  to  be  cut. 

0.041 

0.114 

0.339 

0.917 

0.140 

0.429 

0.036 

0.102 

0.035 

0.108 

0.141 

0.620 

0.077 

0.284 

*  J.  James  R.  does,  in  Trans.  Am.  Soc.  of  C.  E.,  vol.  iii,  p.  363. 
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687.  Market  Price  of  Stone.  Any  general  statement  concerning 
the  market  price  of  stone  can  not  be  of  much  value,  since  market 
conditions  vary  with  the  locaHty,  and  since  the  forms  of  the  blocks 
vary  greatly  for  different  classes  of  stones  and  for  different  quarries. 
Further,  although  stone  is  nominally  sold  by  the  cubic  yard  or  the 
cord,  it  is  usually  measured  by  weight;  and  the  weight  given  for  a 
cubic  yard  by  one  quarry  frequently  lays  20  per  cent  more  wall  than 
the  same  nominal  quantity  of  a  similar  stone  from  another  quarry. 
The  following  prices  (f.o.b.  quarry)  are  given  mainly  to  show  the 
relative  cost  of  different  grades  of  stone. 

Granite — rough $0.40to$0.50  per  cubic  foot. 

Limestone — common  rubble 1 .  00  "  1 .  50  per  cubic  yard. 

good  range  rubble   1.50"  2.00    "      "        " 

bridge  stone    2.00"  3.00    "      " 

"  dimension  stone .25  "       .35  per  cubic  foot. 

copings 20"       .35    "      " 

Sandstone    35  "  1 .00  per  cubic  yard. 

688.  Ooflt  of  Catting  Oranite.  Boyd's  Comer  Dam*  '' The  aver- 
age day's  work  of  a  man  in  cutting  the  face  of  granite  pitch-faced, 
range,  squared-stone  masonry  of  the  Boyd's  Corner  dam,  as  deduced 
from  three  and  a  half  years'  work  in  which  5,200  cubic  yards  were 
cut,  was  6,373  square  feet,  the  dimensions  of  the  stones  being  1.8 
feet  rise,  3.6  feet  long,  and  2.7  feet  deep;  and  the  average  day's  work 
in  cutting  the  beds  to  lay  |-inch  joints  was  18.7  square  feet.  The 
granite  coping,  composed  of  two  courses — one  of  12-inch  rise,  30- 
inch  bed,  and  3^-feet  average  length,  and  one  of  24-inch  rise,  48-inch 
bed,  and  2i-feet  average  length, — ^the  top  being  pean-hammered, 
the  face  being  rough  with  chisel  draft  around  it,  and  the  beds  and 
joints  cut  to  lay  ^-inch  joints,  required  6.1  days'  work  of  the  cutter 
per  cubic  yard. 

"  In  cutting  the  granite  for  the  gate-houses  of  the  Croton  Reservoir 
at  ESghty-sixth  Street,  New  York  City,  in  1861-2,  the  minimum 
day's  work  for  a  cutter  was  fixed  at  15  superficial  feet  of  joint.  This 
included  also  the  cutting  of  a  chisel  draft  around  the  face  of  the 
stone,  which  costs  per  linear  foot  about  one  fourth  as  much  as  a 
square  foot  of  joint,  making  the  actual  limit  equivalent  to  about 
17.7  square  feet  of  joint.  On  this  work,  the  proportion  to  be  added 
to  the  cost  of  the  cutters  to  give  the  total  cost  was  as  follows,  the 
average  for  19  months'  work:  for  superintendence  8  per  cent;  sheds 
and  tools  7;  sharpening  tools  11;  labor  moving  stone  in  yard  10; 
drillers  plugging  off  rough  faces  4;  making  a  total  of  40  per  cent  to 
be  added." 

*  J.  James  R.  Croes,  in  Trans.  Am.  Sbc.  of  C.  E.,  voL  ill,  p.  363-64. 
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689.  New  York  Docks*  "Below  is  given  the  cost  of  cutting 
several  kinds  of  masonry  for  the  New  York  Department  of  Docks, 
in  1874-5.  Between  December  1873  and  May  1875  with  an  average 
force  of  40  stone-cutters,  2,065  yards  of  granite  of  the  following  kinds 
were  cut  in  the  Department  yard: 

"  1,524  yards  of  dimension  stone  were  cut  into  headers  and 
stretchers.  This  stone  was  cut  to  lay  ^-inch  beds  and  joints,  the 
faces  being  pointed  work,  with  a  chisel  draft  IJ  inches  wide.  The 
headers  averaged  2  feet  on  the  face  by  3  feet  in  depth;  and  the 
stretchers  averaged  6  feet  long  by  2  feet  deep,  the  rise  being  20,  22, 
and  26  inches  for  the  different  courses.  The  average  time  of  stone- 
cutter cutting  one  cubic  yard  was  4.53  days  of  8  hours;  and  the 
average  cost  of  cutting  was  $27.54  per  cubic  yard  ($1.02  per  cubic 
foot). 

"310  yards  of  coping  were  cut  to  lay  J-inch  beds  and  joints, 
pointed  on  the  face  with  chisel  draft  same  as  headers  and  stretchers, 
and  8-cut  patent-hammered  on  top,  with  a  round  of  3  J  inches  radius, 
the  dimensions  being  8  feet  long,  4  feet  wide,  and  2^  feet  rise.  The 
average  time  of  stone-cutter  cutting  one  cubic  yard  was  6.26  days, 
and  the  average  cost  of  cutting  $38.07  per  cubic  yard  ($1.41  per 
cubic  foot). 

"231  yards  of  springers,  keystones,  etc.,  for  the  arched  pier  at  the 
Battery,  were  cut.  These  stones  were  of  various  dimensions,  part 
being  pointed  work  and  part  6-cut  patent-hammered.  The  average 
time  of  stone-cutter  cutting  one  cubic  yard  was  6.88  days,  and  the 
average  cost  of  cutting  was  $41.85  per  cubic  yard  ($1.55  per  cubic 
foot). 

"The  above  cost  of  cutting  includes,  besides  stone-cutter's  wages, 
labor  of  moving  stone,  all  material  used — such  as  timber  for  rolling 
stone,  new  tools,  etc. — sharpening  tools,  superintendence,  and 
interest  on  stone-cutter's  sheds,  blacksmith  shop,  derrick,  and  rail- 
road. These  expenses,  in  per  cents  of  the  total  cost  of  cutting,  are 
as  follows:  superindentence  5;  sharpening  tools  15;  labor  rolling 
stones  30;  interest  on  sheds,  derrick,  and  railroad  1;  new  tools  and 
timber  for  rolling  stone  1;  total  52  per  cent,  which,  added  to  the 
wages  paid  stone-cutters,  gives  the  total  cost.  During  the  last  year 
stone-cutters  were  required  to  do  at  least  12  superficial  feet  per  day 
of  beds  and  joints,  or  its  equivalent  in  pointed  or  fine-cut  work. 
The  average  day's  work  of  each  stone-cutter,  during  one  year  and  a 
half  in  which  118,383  superficial  feet  of  beds  and  joints  were  cut,  was 
13.6  square  feet  per  day,  for  which  he  recived  $4.00. 

"Table  48,  page  300,  shows  the  amount  of  granite  that  a  stone- 
cutter can  cut  in  a  day  of  8  hours." 

*  Wnu  W.  Maolft^,  in  Tnuu.  Aid.  Soft^  aT  O  111    «nl.  Iv.  xk.  810-11. 
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TABLE  48. 
Labor  Required  in  Cutting  Granite. 


Number  or  Superficial  Feet. 

Kind  of  Work. 

Constituting  a  day's 
work  of  8  hours  in 
stone-yards    and 
contract-work 
done  in  vicinity  of 
New  York  City. 

Required    as     a 
minim  u  m 
day's      work 
by     the     De- 
partment of 
Docks,     New 
York&ty. 

Averaged  per 
day  018  hours 
by    stone-cut- 
ters     in      the 
Department 
of  Docks.  New 
York  Qty. 

Beds  and  joints 

16 

10 
7.27 
6.15 
5 

12 

7.5 
5.45 
4.61 
3.75 

13.6 

Pointed  work  with  chiseled  mar- 
gin, lines  all  round 

Pean-hammered 

8.5 
6.15 

6-cut  patent-hammered 

8-cut        "         *'            

5.22 
4.24 

690.  Merchants^  Bridge,  St,  Louis.  The  cost  of  dressing  36,000 
cu.  ft.  of  granite  to  half-inch  joints  was  20  cents  per  sq.  ft.,  not 
including  blacksmithing,  handling,  etc.* 

691.  0o8t  of  Oatting  Limestone  and  Sandstone.  The  cost  of  dress- 
ing Kankakee  limestone  (a  medium  soft  coarse-grained  stone)  with  a 
bush  hammer  or  tooth  chisel  is  25  cents  per  sq.  ft.  of  dressed  surface.* 
The  cost  of  fine-pointing  the  beds  and  the  joints  of  Medina  sand- 
stone to  lay  half-inch  joints  is  about  13  cents  per  sq.  ft.f  The  cost 
of  cutting  246  cu.  yd.  of  sandstone  to  half-inch  joints  for  bridge  piers 
was  $2.65  per  cu.  yd.f 

692.  Cost  of  Oattinifl:  Stone  for  U.  S.  Public  Buildings.     Table  49 

TABLE  49. 
Cost  of  Cutting  Stone  for  U.  S.  Public  Buildings. 


Kind  of  Surface. 

Granite. 

Marble. 

LiMKATONE  AND 

Sandstone. 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

Beds  and  joints,  per  sq.  ft.. . 
Pean-hammered,  '*     '*     *'   . . 
Plain  face,  6-cut,  **     "     **   . . 

"       *'      8-cut,*'     "     "   .. 

'*       "    10-cut, "     "     "   .. 

"       "    12-cut, "     "     "   . 
Rubbed,                "     '*     "   . . 
Tooleci,                  "     "     "   . . 

90A 

iO 
15 

$0.35 
50 
65 
75 
88 
1.10 

10.20 
30 

SO. 25 
35 

•   •   •   •   • 

40 
50 

$0.12 
15 

"26 
25 

$0.15 
20 

"25 
30 

"^  R.  J.  Cooke,  '90,  Bachelor's  Thesia,  University  of  Illinois;  abstract  in  The  Tech- 
nograph,  No.  4,  p.  8-10. 

t  Gillette's  Handbook  of  Ckwt  Data,  p.  197-08. 
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gives  the  average  contract  price  for  cutting  the  stone  for  the  United 
States  government  buildings:* 

693.  Cost  of  Laying  Out  Stone,  f  Table  50  shows  the  amount  of 
labor  required  in  laying  the  cut-stone  masonry  of  the  Boyd's  Corner 
Dam  on  the  Croton  River  near  New  York  City.  "Most  of  the  cut 
stone  was  laid  by  one  majson,  more  than  two  not  being  employed 
at  any  time.  The  mason's  gang  also  shifted  derricks.  The  cost  of 
hauling  stone  to  the  work  varied  with  the  position  of  the  blocks  in 
the  yard  and  whether  they  were  assorted  there  into  courses  or  lay 
promiscuously/' 

TABLE  50. 
Labor  Required  in  Laying  Cut-stone  Masonry. 


Kind  of  Labor. 


Mason,  days   

Laborers,  days 

Mortar  mixer,  days 

Derrick  and  car  men,  days  . . . 

Engine,  hours 

Teams  from  yard,  days 

Labor  loading  teams,  days  . . . 

Number  of  cubic  yards  laid  . . 


Amount  per  Cubic  Yard. 


Hoisted  by  Hand. 


5  ft. 


0.120 
0.184 
0.100 
0.327 

6!i66 

0.184 
1,070 


10  to  20  ft. 


Hoisted  by  Steam. 


0.119 
0.188 
0.82 
0.341 

6.056 
0.223 


20  to  30  ft. 


0.082 
0.145 
0.076 
0.235 
0.462 
0.056 
0.223 


30  to  60  ft. 


2,270 


0.108 
0.155 
0.101 
0.261 
0.490 
0.110 
0.086 

2,530 


694.  Total  Oost  of  Masonry.  Ashlar  Bridge-Pier.  The  following 
are  the  details  of  the  cost,  to  the  contractor,  of  heavy  first-class 
limestone  masonry  for  bridge  piers  erected  in  1887  by  a  prominent 
contracting  firm: 

Cost  of  stone  (purchased) , . . .  $4.50 

Sand  and  cement  52 

Freight 1 .79 

Laying  ~ 1 .  40 

Handling  materials 65 

Derricks,  tools,  etc 40 

Superintendence,  office  expense ,^tc 68 

Total  cost  per  cubic  yard   $9 .94 

The  following  data  concerning  the  cost  of  granite  piers — two  fifths 
cut-stone  facing  and  three  fifths  rubble  backing — are  furnished  by 
the  same  firm.    The  rock  was  very  hard  and  tough. 

*  Ameriean  Architect,  vol.  xxii,  p.  6-7. 

t  J.  James,  R,  Oroes,  inTraoa,  Am.  Soc,  of  C.  £.,  vol.  iii,  p.  363-64. 
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Facing: 

QuarrTing.  mdiidmg  opoiiiig  quarry S3.7S 

Cutting  to  dimensioiu 6.75 

Laying. . : 1.76 

Tmnaportatioo  2  miles,  supqiutendence.  and  griifial 

ejqxnses 2.05 

Total  cost  per  cubic  yard $14.31 

Ba€king: 

Quanjing S3. 10 

Dreanng 3.60 

Laying 1 .75 

Sundries 2. 


Total  cost  per  cubic  yard $10.50 

696.  The  first-class  limestone  masonry  in  the  piers  <^  the  bridges 
across  the  Missouri  at  Plattsmouth  (1879-80)  cost  the  company 
S18.60  per  cubic  yard,  exclusive  of  freight,  engineering  expenses, 
and  tools.* 

696.  Ashlar  Arch-Culvert.  Table  51  shows  the  details  of  the 
cost  of  the  sandstone  arch  culvert  (613  cu.  yd.)  at  Nichols 
Hollow,  on  the  Indianapolis,  Decatur  and  Springfield  Railroad, 
built  in  1887.  Scale  of  wages  per  day  of  10  hours:  foreman,  $3.50; 
cutters,  $3.(X);  mortar  mixer,  S1.50;  laborer,  $1.25;  water-boy, 
50  cents;  carpenters,  $2.50. f 

697.  Rubtde.  The  following  is  the  cost  of  the  rubble  masonry 
in  the  cellar  walls  and  boiler  foundations  of  an  electric  power-plant 
at  Pittsburg,  Pa.^  The  stone  was  sandstone  of  a  size  that  two  men 
could  easily  handle,  and  was  roughly  shaped  with  a  hanmier.  The 
mortar  was  1  part  Louisville  natural  cement  to  3  parts  sand.  The 
walls  were  2  feet  9  inches  thick,  672  feet  long,  and  8  feet  high;  and 
the  boiler  foundation  varied  from  2  to  3^  feet  thick.  The  total 
volume  of  the  masonry  after  deducting  all  openings  was  659  cubic 
yards. 

Sandstone  (purchased) 1.00  cu.  yd.  at  $2.50 $2.50 

Lr>uisville  cement 0.64  bbl.       at    1.25. . . .  0.80 

8and 0.32  cu.  yd.  at    1.30 0.42 

M&mm 0.37  day       at    3.60 1.33 

Common  labor  unloading  stone, 

mixing  mortar,  etc 0.37  day       at    1.75 0.63 

Total  cost  per  cubic  yard $5.68 

698.  The  following  is  the  cost  of  the  limestone  rubble  retaining 
wall  on  the  Chicago  Sanitary  Canal.^    The  limestone  occurred  in 

•  Il<f  j)<)rt  of  the  chief  engineer,  Geo.  8.  Morison. 

t  Data  fiimmtifHl  by  Edwin  A.  Hill,  chief  engineer. 

t  K  T.  Chiba**,  in  The  PolyUxknie,  vol.  vii,  p.  146. 

II  J   W.  Bcardifley,  in  Jour.  West.  Soc.  Eng'n.  vol.  iii,  p.  1818-'20. 
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TABLE  51. 

Cost  of  Arch  Masonry  on  Indianapolis,  Decatur  and  Spring- 
field Railroad. 


Iteics  or  Expense. 


McUerials: 

Stone — 613  cu.  yd.  of  sandstone  @  $1 .50 

Cement— ^130 bbl.  German  portland  @  $3. 17»$412.50 
40    "     English  "        @    3.25-   130.00 

30    "     Louisville  natural  @      .96-     28.75 


Sand— 7  car-loads  @  $5.50 
Total  for  materials 


Cutting: 

Cutters  and  helpers   

Templates,  bevels,  straight-edges,  etc. 

Repairs  of  cutters'  tools    

Water-boy 


Total  for  cutting 

Laying: 

Masons,  110  days  @  $3.50 

Masons'  helpers 

Mortar  mixer 

Water-boy 

Arch  centers,  building  and  erecting 

Derrick,  stone  chute,  etc 

Laying  track 


Total  for  laying 


Painting 


Grand  Total: 

Total  for  labor    . . . 
Total  for  materials 


Total  cost  of  masonry 


Coer. 


Total. 


$919.50 


571.25 
38.50 


$1529.25 


$1370.48 
11.00 
52.39 
11.75 


$1  445.62 


$384.87 

453.66 

121.72 

11.75 

37.65 

14.63 

7.70 


$1032.08 


$30.00 


$2  507  60 
1529.25 


$4  036.85 


Per 
cu.  yd. 


$1.50 


94 
06 


$2.50 


$2.24 
01 
09 
02 


$2.36 


$0.63 
74 
20 
02 
06 
02 
01 


$1.68 


$0.05 


$4.09 
2.50 


$6.59 


strata,  and  black  powder  was  used  to  shake  up  the  ledges;  and  then 
the  stone  was  barred  and  wedged  out.  The  beds  of  the  stones  re- 
quired no  dressing.  The  courses  were  about  15  inches  thick.  The 
wall  averaged  24  feet  high,  12  feet  wide  at  the  base  and  4  feet  wide 
for  8  feet  down  from  the  top.  The  mortar  including  pointing  was 
1  :  2  natural  cement.  The  mortar  averaged  only  about  13 J  percent 
of  the  mass,  which  shows  that  the  beds  and  end  joints  were  very 
good.  The  day  was  10  hours.  The  cost  given  below  is  the  average 
for  93,500  cu.  yd.;   but  does  not  include  the  cost  of  stripping  the 
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quarry,  or  of  preparing  the  bed  of  the  foundation  of  the  wall,  and 
does  not  include  the  expenses  of  general  superintendence,  installa- 
tion and  wrecking  of  machinery,  materials  for  repairs,  pumping, 
interest  on  capital  invested,  delays  caused  by  strikes  and  lack  of 
material,  insurance  of  property  or  persons,  storage,  etc.,  nor  is  any 
allowance  made  for  salvage.  The  total  first  cost  of  the  machiner>% 
tools,  etc.,  was  32.3  cents  per  cubic  yard. 

Quarry  Force:  Cost  pkb  Cn.  Yd. 

0.01  General  foreman  at  S4.75  10.002 

1.00  Foreman at    3.60  0.078 

2. 11   Derrickmen at     1.50  0.075 

8.42  Quarrymen at     1.65  0.312 

1. 10  Enginemen at    2.25  0.052 

0.04  Firemen    at     1.75  0.002 

2.28  Laborers at     1.50  0.080 

0.33  Water-boy    at     1.00  0.007 

0.27  Blacksmiths at    2.50  0.013 

0. 18  Blacksmiths'  helpers at     1.75  0.007 

0.36  Drill  runners   at    2.00  0.023 

0.07  Drill  helpers at     1.50  0.002 

0.04  Watchmen   at     1.50  0.001 

0.29  Teams  and  carts at    3.50  0.028 

1.12Derricks   at     1.25  0.040 

0.36  Drills at     1.25  0.015 

Total  quarry  force   10. 737 

Wall  Force: 

General  foreman    at  $4.75  $0,002 

1 .00  Foreman at    4.25  0. 113 

4.20  Masons    at    3.37  0.354 

1.46  Masons'  helpers at     1.50  0.058 

1.81  Mortar  mixers   at     1.50  0.073 

0.66  Mortar  laborers  at     1.50  0.027 

1 . 82  Hod-carriers    at     1.50  0.073 

1 .77  Derrickmen    at     1.50  0.071 

1.00  Enginemen at    2.25  0.054 

0.06  Firemen    at     1.75  0.003 

1.62  Laborers at     1.50  0.065 

0.45  Water-boy    at    0.87  0.009 

0.86  Teams  and  carts at    3.00  0.078 

0.07  Blacksmiths at    2.50  0.002 

0.06  Blacksmiths'  helpers at     1 .75  0.001 

0.09  Carpenters at    2.37  0.005 

0.02  Carpenters'  helpers at     1 .75  0.000 

0.04  Machinists   at    3.75  0.003 

1.59  Derricks    at     1.50  0.042 

Total  wall  force $1,033 

Materials: 

0.27  bbl.  of  natural  cement at  $0.80  per  bbl.  $0,239 

0.90  cu.  yd.  sand  at     1.35  cu.  yd.  0.126 

Total  materials $0,365 

Total  cost  as  above    $2. 136 

First  cost  of  machinery,  tools,  etc -323 

Gr/lsd  Total $2,459 


Art.  2.] 


Strength  and  Cost. 
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699.   U.  S.   Public  BuUdings.     Table  52    shows   the    contract 
price  for  the  masonry  of  several  U.  S.  public  buildings.* 

TABLE  52. 
Cost  of  Masonry  in  U.  S.  Public  Buildings. 


Kind  or  Work. 

Pla.ce. 

Date. 

Cost 

PER 

Cu.  Ft. 

Random  rubble,  limestone    

Harrisburg,  Va. . . . 
Cincinnati,  0.  .... 
Denver,  Col    

Pittsburg,  Pa 

tt          tt 

tt         tt    '  '     ' 

Columbus,  0 

Memphis,  Tenn.  . . 

Pittsburg,  Pa 

tt          tt 

tt          tt 
Fort  Wayne,  Ind. 

((                It             a 

Memphis,  Tenn. 

Dallas,  Tex 

Denver,  Col 

Council  Bluffs,  la. 

(<            it      it 

tt            tt      it 
ti            it      ft 

Rochester,  N.  Y.  . 
Louisville,  Ky.  . . . 

Dallas,  Tex 

Hannibal,  Mo.    . . . 
Des  Moines,  la.    . . 
Pittsburg,  Pa 

1885 
1884 
1883 
1886 
1885 
1885 
1884 
1886 
1886 
1886 
1886 

1885 
1885 
1886 
1886 
1885 
1885 
1885 
1885 
1885 
1885 

1884 
1885 
1885 
1885 
1887 
1886 

• 

$0.20 

t(            i<              (( 

.20 

it            (<              << 

.20 

*'            "        sandstone 

.35 

Sauared-stone  masonry,  limestone 

.60 

Coursed  masonrv.  limestone 

.70 

Squared-stone  masonry,  limestone    

"             "          granite 

.68 
.30 

Rock-face  ashlar       "          

1.38 

"      "        "        and  cut-stone  granite,  avg. 

Cut  granite,  basement  and  area  walls 

Rock-face  ashlar,  and  cut  and  moulded  trim- 
mings, Stony  Point,  Mich.,  sandstone.     . 

Trimmings,  Bedford  limestone,  bid 

Rock-face  ashlar,  granite,  retaining  wall   . . . 
Dressed  coping,         **                *'           "    . . . . 
White  sandstone. — furnished  onlv 

1.60 
2.00 

1.52 
1.65 
1.00 
2.50 
.35 

Armiio        "                   "             "      

.73 

Cut  and  moulded  sandstone  of  superstructure. 

"      "          '*              "         average  bid  .... 

"      "          **       limestone,  lowest  bid 

"      "          "              "         averaee  bid  .... 

Rock-face  ashlar,  cut  and  moulded  trimmings 

Middlesex  brownstone 

1.91 
2.12 
1.87 
2.33 

2.41 

Cut  and  moulded,  Bedford  limestone 

"       "           "         sandstone 

2.00 
2.46 

"       "          "        limestone    

1.83 

''      "          "        sandstone 

2.27 

"       *'           "        granite,  superstructure  . . . 

3.00 

600.  Bibliography.  For  detailed  statements  of  the  cost  of  stone 
masonry,  see  pages  188-247  of  Handbook  of  Cost  Data,  by 
H.  P.  Gillette;  M.  C.  Clark  Publishing  Co.,  Chicago,  1905.  For 
more  recent  examples  consult  any  of  the  several  Indexes  of  Current 
Engineering  Literature. 
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CHAPTER  XII 
BRICK  MASONRY 

601.  Brick  masonry  is  employed  chiefly  for  buildings,  and  in 
this  country  bricks  are  more  extensively  used  for  this  purpose  than 
any  other  material  except  wood,  but  it  is  not  unlikely  that  in  the 
future  the  use  of  brick  will  greatly  increase  here  owing  to  the  rapid 
consumption  of  our  forests. 

Good  bricks  (§  72-82)  have  the  following  qualities  to  recommend 
them  as  a  building  material.  1.  Bricks  are  practically  indestructible, 
since  they  are  not  acted  upon  by  fire,  the  weather,  or  the  acids  in  the 
atmosphere.  2.  Bricks  may  be  had  in  most  localities  of  almost  any 
shape,  size,  or  color.  3.  Bricks  are  comparatively  easy  to  put  into 
place  in  the  wall.  4.  In  most  localities  brick  masonry  is  cheaper 
than  stone  masonry — even  rubble, — and  under  some  conditions  is  a 
competitor  with  concrete. 

The  disadvantages  of  brick  as  a  building  material  are:  1.  Owing 
to  the  smallness  of  the  unit,  bricks  are  comparatively  expensive  to 
lay,  and  require  considerable  skill  to  secure  a  strong  and  good- 
appearing  wall.  2.  Ordinarily  brick  masonry  is  not  durable,  since 
a  considerable  part  of  the  face  of  the  wall  is  mortar,  which  is  not  as 
durable  as  the  brick.  The  recent  decreased  cost  of  portland  cement 
makes  this  objection  less  important  at  present  than  formerly,  but 
does  not  entirely  remove  it,  owing  to  the  difficulty  of  handling  cement 
mortar  with  the  ordinary  mason's  trowel  (§  262). 

Bricks  are  likely  to  continue  to  be  an  important  material  for  the 
construction  of  buildings,  sewers,  tunnel  linings,  reservoir  walls,  etc. 

In  the  past  bricks  have  been  regarded  only  as  a  cheap  building 
material,  and  comparatively  little  consideration  has  been  given  to 
the  artistic  possibilities  of  brick  masonry;  but  recently  attention 
has  been  given  to  the  architectural  effect  of  different  sizes  and  colors 
of  the  brick,  varieties  of  bond,  color  of  the  mortar,  thickness  of  the 
joints,  etc.  However,  only  the  factors  which  affect  the  utilitarian 
value  of  brick  masonry  will  be  considered  here. 

602.  The  Mortar.  The  functions  of  the  mortar  are:  (1)  to 
form  a  cushion  to  take  up  any  inequalities  in  the  brick  and  thus 
distribute  the  pressure  evenly;  (2)  to  bind  the  whole  wall  into  one 
solid  mass;   and  (3)  to  fill  the  interstices  between  the  brick  to  keep 
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out  water  and  to  prevent  changes  of  temperature.  To  satisfy  the 
first  condition  the  mortar  should  be  soft  and  somewhat  plastic,  and 
the  mortar  bed  should  be  thick  enough  to  prevent  the  bricks  from 
touching  each  other  at  any  point.  To  satisfy  the  second  condition  the 
mortar  should  possess  the  properties  of  hardening  after  a  time  and 
of  adhering  to  the  brick.  To  satisfy  the  third  condition  the  mortar 
itself  should  be  dense  and  impervious,  and  enough  of  it  should  be 
used  to  entirely  fill  all  the  joints  and  spaces  between  the  bricks. 
Brick  buildings  are  nearly  always  built  with  lime  mortar,  although 
occasionally  natural  cement  is  added  to  the  lime;  but  cement  mortar, 
made  either  of  natural  or  of  portland  cement,  is  usually  employed 
in  the  brick-work  of  sewers,  linings  of  tunnels,  arches,  bridge  piers, 
reservoir  walls,  etc. 

If  the  forces  acting  upon  a  wall  were  only  direct  compression, 
the  strength  of  the  mortar  would  in  most  cases  be  of  comparatively 
little  importance,  for  the  crushing  strength  of  average  quality  mortar 
is  higher  than  the  dead  load  which  under  ordinary  circumstances 
is  put  upon  a  wall;  but,  as  a  matter  of  fact,  in  buildings  the  load  is 
rarely  only  that  of  a  direct  crushing  weight.  Thus  the  roof  tends 
to  throw  the  walls  out,  the  rafters  being  generally  so  arranged  as  to 
produce  a  considerable  outward  thrust  against  the  wall.  The  action 
of  the  wind  also  produces  a  side  strain  which  is  practically  of  more 
importance  than  either  of  the  others.  In  many  cases  the  contents 
of  a  building  exert  an  outward  thrust  upon  the  walls;  for  example, 
barrels  piled  against  the  sides  of  a  warehouse  produce  an  outward 
pressure  against  the  walls. 

603.  Thickness  of  Joints.  To  prevent  dislodgement  of  the  mortar 
by  the  action  of  frost  and  the  weather,  the  thinner  the  joints  the 
better;  but  to  secure  rapid  work  and  to  insure  a  prop)er  bedding  of 
the  brick,  the  joints  should  be  at  least  J  to  f  of  an  inch  thick.  If  the 
joints  are  thin,  the  tendency  of  the  mason  is  to  spread  a  little  mor- 
tar for  the  bed  joint  at  the  back  of  the  brick^  and  then  before  lay- 
ing the  brick  to  apply  a  small  quantity  of  mortar  to  the  front  edges 
of  the  brick,  in  which  case  it  will  not  be  well  supported  and  is 
likely  to  crack. 

Common  bricks  in  exterior  walls  of  buildings  are  laid  with  joints 
varying  from  \  to  J  of  an  inch,  and  for  interior  walls  from  f  to  i  inch; 
and  pressed  brick  with  joints  from  J  to  ^^  of  an  inch.  In  engineering 
structures  the  thickness  of  the  joints  depends  upon  the  quality  of 
the  bricks  and  upon  the  grade  of  work  desired;  and  usually  the  joints 
are  thicker  than  in  buildings,  partly  because  the  bricks  are  harder 
and  therefore  rougher,  an3  partly  because  cement  mortar  is  em- 
ployed, which  is  not  as  plastic  and  can  not  easily  be  laid  in  as  thin 
joints  as  lime  mortar. 
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604.  Bond.  Bond  is  the  arrangement  of  the  bricks  in  successive 
courses  to  tie  the  wall  together  both  longitudinally  and  transversely. 
The  primary  purpose  of  bond  is  to  give  strength  to  the  masonry,  but 
architects  employ  various  longitudinal  bonds  to  improve  the  appear- 
ance of  the  wall.  Although  numerous  bonds  are  emj)loyed  for  artistic 
effect,  in  the  constrution  of  ordinary  brick  masonry  only  three  bonds 
are  used,  the  common,  the  English,  and  the  Flemish,  the  first  being 
much  the  more  common. 

As  in  ashlar  masonry,  so  in  brick-work,  a  header  is  a  brick  whose 
length  lies  perpendicular  to  the  face  of  the  wall;  and  a  stretcher  is 
one  whose  length  lies  parallel  with  the  face.  Brick  should  be  made 
of  such  a  size  that  two  headers  and  a  mortar-joint  will  occupy  the 
same  length  as  a  stretcher. 

606.  Oommon  Bond.  The  usual  bond  in  ordinary  brick-work 
consists  of  four  to  seven  courses  of  stretchers  to  one  of  headers. 
In  ordinary  practice  the  custom  is  to  lay  four  to  six  courses  of 
stretchers  to  one  of  headers.  The  proportionate  numbers  of  the 
courses  of  headers  and  stretchers  should  depend  on  the  relative 
importance  of  transverse  and  longitudinal  strength.  The  proportion 
of  one  course  of  headers  to  two  of  stretchers  is  that  which  gives 
equal  tenacity  to  the  wall  lengthwise  and  crosswise. 

606.  If  the  wall  is  more  than  one  brick  thick,  it  should  be  bonded 
transversely  as  well  as  longitudinally.  The  exact  arrangement  of 
the  transverse  bond  varies  with  the  thickness  of  the  wall,  but  is 
easily  worked  out  if  a  little  attention  is  given  to  it.  The  face  bond 
is  likely  to  receive  more  attention  than  the  transverse  bond,  and 
it  can  be  readily  inspected  after  the  completion  of  the  wall;  but  the 
transverse  bond  can  not  be  examined  after  a  course  is  laid  on  top 

of  it,   and    therefore    it    should   be 
,     I  t  ,     i-l-T--'    carefully  looked   after  as  the  work 
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III  607.  English  Bond.     English  bond 


±_Z     consists    of     alternate     courses     of 


I     '     stretchers  and  headers — see  Fig.  75. 
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r^  In  building  brick-work  in  English 

Pia.  75.-ENGLI8H  Bond.  ^ond,  it  is  to  be  borne  in  mind  that 

there  are  twice  as  many  vertical  or 
side  joints  in  a  course  of  headers  as  there  are  in  a  course  of 
stretchers;  and  that  unless  in  laying  the  headers  great  care  be 
taken  to  make  these  joints  very  thin,  two  headers  will  occupy  a 
little  more  space  than  one  stretcher,  and  the  correct  breaking  of  the 
joints — exactly  a  quarter  of  a  brick — will  be  lost.  This  is  often  the 
case  in  carelessly  built  brick-work,  in  which  at  intervals  vertical  joints 
are  seen  nearly  or  exactly  above  each  other  in  successive  courses. 


Bond. 
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Fig.  76. — Flemish  Bond. 


608.  Flemish  Bond.  This  consists  of  a  header  and  a  stretcher  alter- 
nately in  each  course,  so  placed  that  the  outer  end  of  each  header 
lies  on  the  middle  of  a  stretcher  in  the  course  below  (Fig.  76).  The 
number  of  vertical  joints  in  each  course  is  the  same,  so  that  there 
is  no  risk  of  the  correct  breaking  of  the  joints  by  a  quarter  of  a  brick 
being  lost;  and  the  wall  presents  a 
neater  appearance  than  one  built  in 
English  bond.  The  latter,  however, 
when  correctly  built,  is  stronger  and 
more  stable  than  Flemish  bond. 

609.  Brick  Veneer.  Not  infre- 
quently a  brick  wall  is  seen  which 
appears  to  consist  entirely  of  stretch- 
ers, but  which  in  fact  is  only  a 
veneer  of  pressed  brick  on  the  front  of  a  wall  of  common  brick. 
There  are  several  methods  in  use  for  bonding  the  stretcher  veneer 
to  the  body  of  the  wall.  1.  Pieces  of  hoop  iron  are  laid  flat  in  the 
bed  joints,  about  two  inches  of  each  end  being  turned  at  right  angles 
to  the  length  of  the  strip  and  inserted  into  the  vertical  joints.  2. 
Strips  of  galvanized  iron,  corrugated  so  as  to  afford  a  good  hold  of 
the  mortar,  are  laid  in  the  bed  joint.  3.  A  wire  bent  in  the  form 
of  a  letter  S  is  laid  in  the  horizontal  joint.  4.  A  triangular  piece 
is  broken  off  from  each  corner  of  all  the  stretchers  in  one  course, 
and  common  brick  are  laid  diagonally  across  the  wall  with  one 
corner  in  the  vacant  space  between  two  adjoining  bricks  of  the 
veneer. 

The  reasons  for  using  a  veneer  consisting  wholly  of  stretchers  are: 

1.  The  thickness  of  common  and  pressed  brick  is  not  the  same,  and 
hence  there  is  alleged  difficulty  in  bringing  the  face  and  the  backing 
to  the  same  height.  However,  with  a  little  care  it  is  possible  to 
bring  the  face  and  the  back  to  the  same  level,  and  thus  permit  a 
course  of  headers.  This  can  usually  be  accomplished  by  varying 
the  thickness  of  the  joints  of  the  backing,  or  by  laying  one  more  or 
one  less  number  of  courses  of  common  brick  than  of  face  brick. 

2.  The  face  brick  are  the  more  expensive,  and  hence  the  desire  is  to 
use  as  few  of  them  as  possible.  3.  It  is  sometimes  claimed  that  an 
all-stretcher  veneer  looks  better;  but  this  claim  is  not  in  accordance 
with  the  principles  of  good  architectural  design. 

The  building  regulations  of  some  cities  do  not  allow  the  counting 
of  a  stretcher  veneer  as  supporting  any  of  the  load;  and  it  should 
not  be  so  counted  unless  it  is  well  bonded  to  the  backing. 

610.  Latino  thi  Brick.  Since  most  bricks  have  a  great  avidity 
for  water,  it  is  best  to  dampen  them  before  laying.  If  the  mortar  is 
stiff  and  the  bricks  are  dry,  the  latter  absorb  the  water  so  rapidly  that 


310  Brick  Masoxry.  [Chap.  XIL 

the  mortar  does  not  set  properly,  and  will  crumble  in  the  fingers 
when  dry.  Neglect  in  this  particular  is  the  cause  of  most  of  the 
failures  of  brick-work.  Since  an  excess  of  water  in  the  brick  can  do 
no  harm,  it  is  best  to  thoroughly  drench  them  with  water  before 
laying.  Lime  mortar  is  sometimes  made  very  thin,  so  that  the 
brick  will  not  absorb  all  the  water.  This  process  interferes  with  the 
adhesion  of  the  mortar  to  the  brick.  Watery  mortar  also  contracts 
excessively  in  drying  (if  it  ever  does  dry),  which  causes  undue  settle- 
ment and,  possibly,  cracks  or  distortion.  Wetting  the  brick  before 
laying  will  also  remove  the  dust  from  the  surface,  which  otherwise 
would  prevent  perfect  adhesion. 

When  the  very  strongest  work  is  desired,  as  in  brick  sewers,  it 
is  customary  to  require  that  the  brick  shall  be  immersed  in  water  for 
3  to  5  minutes  before  being  laid.  Wetting  in  the  pile  is  not  as  effec- 
tive as  immersion,  since  in  the  pile  the  water  is  not  likely  to  reach 
all  of  the  surfaces  of  all  of  the  bricks.  Masons  very  much  dislike  to 
lay  wet  brick,  since  the  water  softens  the  skin  on  their  fingers  and 
causes  it  to  wear  away  rapidly.  The  softer  the  bricks  the  more 
necessary  that  they  should  be  thoroughly  wet  when  laid.  In  freezing 
weather,  care  should  be  taken  that  the  water  does  not  form  a  film 
of  ice  on  the  brick. 

611.  The  bricks  should  not  be  merely  laidy  but  every  one  should  be 
pressed  down  in  such  a  manner  as  to  force  the  mortar  into  the  pores 
of  the  brick  and  produce  the  maximum  adhesion.  This  is  more 
important  and  also  more  difficult  to  accomplish  with  cement  than 
with  lime  mortar.  The  increased  value  of  the  cement  mortar  can 
be  attained  only  by  bringing  the  brick  and  the  mortar  into  close 
contact;  and  this  is  more  difficult  to  do,  since  cement  mortar  is  not 
as  plastic  as  that  made  with  lime.  The  mason  is  apt  either  (1)  to 
butter  the  edges  of  the  brick,  and  thus  secure  a  joint  that  looks  well 
after  the  brick  is  laid;  or  (2)  to  place  insufficient  mortar  to  make  a 
full  bed  joint  of  the  required  thickness,  run  the  point  of  his  trowel 
through  the  middle  of  the  mass  making  an  open  channel  with  a 
sharp  ridge  of  mortar  on  each  side,  and  then  lay  the  brick  upon  the 
top  of  these  two  ridges,  thus  leaving  the  center  of  the  brick  unsup- 
ported. The  first  method  is  the  one  employed  with  thin  joints,  which 
is  a  reason  why  they  should  not  be  required;  the  second  method  is 
popular  l^ecause  it  requires  less  exertion  and  is  more  rapid  than 
fully  bedding  the  brick. 

If  strength  or  imperviousness  is  a  matter  of  any  moment,  care 
should  \ye  taken  to  see  that  the  vertical  joints  are  filled  solidly  full 
of  mortar.  This  is  called  slushing  the  joints.  Unless  slushing  is 
insisted  upon,  masons  are  apt  to  butter  the  end  joints,  lightly  l>ed 
the  brick,  throw  a  little  mortar  into  the  top  of  the  vertical  joints,  and 
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scrape  off  the  excess  above  the  top  of  the  brick,  thus  leaving  the 
major  portion  of  the  vertical  joints  open;  and  sometimes  little  or  no 
attempt  is  made  to  fill  the  vertical  joint  between  adjacent  tiers  of 
stretchers,  thus  leaving  also  long  and  high  unfilled  vertical  spaces. 

For  the  best  work  it  is  specified  that  the  brick  shall  be  laid  with  a 
"shove  joint";  that  is,  that  the  brick  shall  first  be  laid  so  as  to  pro- 
ject over  the  one  below,  both  at  the  end  and  the  side,  and  be  pressed 
into  the  mortar,  and  then  be  shoved  into  its  final  position.  Masons 
are  very  reluctant  to  lay  brick  with  a  shove  joint,  partly  because  it 
is  hard  work  and  partly  because  many  of  them  have  not  acquired  the 
art.  If  brick  are  not  laid  with  a  shove  joint,  it  is  highly  improbable 
that  the  lower  part  of  the  vertical  joints  will  be  filled  with  mortar, 
and  consequently  the  wall  will  not  be  as  strong  or  as  impervious  to 
water,  air  and  heat  as  it  would  otherwise  be. 

613.  The  brick  should  be  laid  in  a  truly  horizontal  position. 
Masons  are  apt  to  lay  brick  with  the  back  edge  higher  than  the 
front,  90  as  to  tip  the  top  edge  of  the  front  face  out  a  little  and  thus 
give  a  projecting  edge  upon  which  to  rest  the  trowel  while  finishing 
the  joint  (see  {  613).  If  the  brick  are  laid  in  this  way,  the  wall  has 
a  rough  irregular  appearance.  This  defect  is  more  common  with 
pressed  than  with  common  brick,  since  with  the  latter  it  is  not 
customary  to  attempt  to  finish  the  joint  except  to  knock  off  any 
projecting  mortar. 

The  top  edge  of  the  face  should  be  laid  to  a  stretched  string. 
The  joints  should  be  kept  of  uniform  thickness  throughout.  The 
horizontal  joints  should  be  truly  horizontal.  Care  should  be  taken 
to  preserve  the  bond. 

613.  Pointiiig-     Ii  laying  inside  walls  that  are  to  be  plastered, 
the  mortar  that  is  forced  out  when  the  brick  is  pressed  into  position 
b  merely   cut   off   with 
the  trowel ;   but  for  out- 
side walls  and  also  for 
inside  walls  that  are  to 
be     left     exposed,     the 
joints    should    be    more 
carefully     finished.       In 
laying  common  brick  the 
mortar    in     the    vertical 
joints  is  simply  pressed  back  with  the  flat  face  of  the  trowel;   but 
there  are  three  methods  of  pointing  or  finishing  the  bed  joints,  viz.: 
(1)  flush  joints,  (2)  struck  joints,  and  (3)  weather  joints. 

Flush  pointing  consists  in  pressing  the  mortar  flat  with  the 
trowel,  thus  making  the  edge  of  the  joint  flush  with  the  face  of  the 
wall — see  Fig.  77. 
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The  struck  joint  is  formed  by  resting  the  lotoer  edge  of  the  blade 
of  the  trowel  upon  the  edge  of  the  brick  below  the  joint  and  drawing 
the  trowel  along  the  joint,  which  smoothes  the  face  of  the  joint  and 
slightly  consolidates  the  mortar,  and  leaves  the  joint  as  shown  in  the 
center  of  Fig.  77. 

The  weather  joint  is  formed,  as  show^n  in  right-hand  side  of  Fig. 
77,  by  pressing  the  mortar  back  with  the  upper  edge  of  the  trowel. 
This  form  of  finish  is  much  more  durable  than  the  struck  joint,  since 
water  will  not  lodge  in  the  joint  and  soak  into  the  mortar,  and  on 
freezing  dislodge  the  mortar;  but  this  form  of  joint  is  much  more 
difficult  to  make,  since  the  mason  stands  above  and  back  of  the 
brick  he  is  la3dng.  If  the  weather  joint  is  desired,  it  must  be  dis- 
tinctly specified  and  the  inspector  must  be  watchful  to  see  that  it 
is  rescued. 

Brick  masonry  is  usually  laid  with  lime  mortar  or  with  lime- 
cement  mortar,  the  lime  giving  cohesive  strength  to  the  mortar  so 
that  enough  mortar  stays  in  the  joint  to  permit  of  its  being  success- 
fully struck;  but  when  cemeut  mortar  or  mortar  containing  but 
little  lime  is  used,  the  mortar  is  so  lacking  in  cohesion  that  enough 
does  not  remain  in  the  joint  to  permit  of  striking  it,  and  hence  with 
cement  mortar  it  is  necessary  to  formally  point  the  masonry.  For 
description  of  methods  of  pointing  applicable  to  brick  masonry,  see 
§565. 

614.  Pressed  brick  are  usually  laid  with  a  mortar  made  of  one 
volume  of  stiff  lime  paste  (called  lime  putty)  and  one  volume  of 
fine  sand;  and  when  this  mortar  is  used,  the  brick  is  buttered,  i.e., 
a  little  mortar  is  spread  upon  only  the  edges  of  the  brick  before  it  is 
laid.  If  the  above  mortar  were  spread  over  the  entire  surface  of  the 
brick,  the  joint  could  not  be  made  as  thin  as  is  usually  specified;  but 
some  of  the  better  architects  specify  thicker  joints  for  pressed  work  so 
that  the  bricks  can  be  laid  otherwise  than  by  being  buttered.  If  the 
mortar  is  to  be  spread  in  the  usual  way,  it  should  consist  of  1  volume 
of  lime  paste  to  about  2  volumes  of  rather  fine  sand.  Some 
architects  specify  1  volume  lime  paste,  1  volume  natural  cement,  and 
2  volumes  of  fine  sand.  Some  contractors  prefer  to  substitute  at 
their  own  expense  a  rich  natural-cement  mortar  and  lay  thicker 
joints  rather  than  lay  thin  buttered  joints,  since  the  brick  mason 
can  lay  more  brick  with  the  former  than  with  the  latter. 

The  joints  of  pressed-brick  work  are  finished  by  grooving  or 
beading  (see  Fig.  74,  page  287),  the  former  being  the  more  common. 
The  grooved  joint  is  preferred  to  the  flush  joint,  because  of  the 
variation  in  light  and  shade  that  the  former  gives  to  the  face  of  a 
wall. 

616.  CtollNO.    A  brick  wall  whose  top  surface  is  to  be  exposed  to 
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the  weather  should  be  finished  with  some  protective  covering  to  pre- 
vent water  from  penetrating  to  the  interior  of  the  wall.  This  covering 
may  consist  of  a  layer  of  lime  or  cement  mortar,  or  a  coping  of  stone 
or  vitrified  clay.  The  latter  is  made  with  a  crowned  upper  surface, 
over-lapping  joints,  and  a  lip  to  project  downward  past  the  face  of 
the  wall. 

616.  iMPBOVEBiBimi  IN  Bbioxlatino.  The  methods  of  bricklay- 
ing in  common  use  at  present  are  substantially  the  same  as  those  em- 
ployed from  time  immemorial,  with  the  exception  of  the  compara- 
tively recent  modification  of  the  so-called  English  bond  by  using  one 
course  of  headers  to  each  five  or  six  courses  of  stretchers  instead  of 
alternate  courses  of  headers  and  stretchers;  but  very  recently  three 
innovations  have  been  proposed  which  seem  to  be  important  improve- 
ments in  the  methods  of  laying  brick.  These  innovations  are: 
1.  The  packet  system  of  handling  the  brick  from  the  car  or  wagon 
to  the  wall.  2.  A  special  scaffold  for  holding  the  packets  of  brick 
within  easy  reach  of  the  mason.  3.  A  fountain  trowel  which  facili- 
tates the  spreading  of  the  mortar. 

1.  The  packet  is  a  small  wooden  frame  or  tray  upon  which  two 
rows  of  ten  bricks  each  are  placed  on  edge  in  such  a  position  that 
the  mason  can  put  his  fingers  under  the  brick  while  it  is  upon  the 
packet.  The  bricks  are  placed  upon  the  packets  at  the  car  or  the 
wagon,  and  are  transported  on  the  packets  to  the  scaffold.  An 
important  feature  of  the  packet  system  is  the  sorting  of  the  bricks 
as  they  are  placed  upon  the  packets,  brick  suitable  for  the  face  of  the 
wall  being  placed  upon  one  packet,  chipped  bricks  and  bats  upon 
another  packet,  etc. 

2.  The  special  scaffold  is  virtually  a  shelf  or  bench  about  2i  feet 
above  the  platform  upon  which  the  mason  stands,  upon  which 
packets  of  brick  are  placed.  The  mason  lifts  a  packet  of  brick  from 
the  shelf  and  places  it  within  easy  reach  upon  the  wall.  The  scaffold 
and  the  packet  do  away  with  the  necessity  of  the  mason's  stooping 
over  and  picking  up  each  brick  from  the  floor  upon  which  he  stands, 
and  also  further  economizes  the  mason's  time  in  that  he  does  not 
have  to  spend  any  time  in  selecting  the  kind  of  brick  he  wants. 

3.  The  fountain  trowel  is  a  metal  can  shaped  something  like 
an  oxford  shoe.  The  heel  is  used  to  scoop  up  the  mortar  from  the 
box,  and  the  toe  has  a  narrow  opening  about  4  inches  long  through 
which  the  mortar  is  poured  upon  the  brick.  The  fountain  trowel 
makes  it  possible  to  spread  a  much  greater  quantity  of  mortar  in  a 
given  time,  and  also  permits  the  use  of  a  softer  mortar,  which  fills 
the  joints  better — not  only  by  running  down  into  the  unfilled  joints 
of  the  course  below,  but  also  by  permitting  the  laying  of  the  brick 
witl^  a  8hov»^  '^ifHQ  being  laid. 
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It  is  claimed  that  by  the  use  of  these  three  improvements  an 
ordinary  brick  mason  can  lay  two  or  three  times  as  many  bricks  as 
with  the  usual  appliances. 

617.  Grxtshino  Strkhoth  of  Bbiox  Masonry.  A  considerable 
number  of  experiments  have  been  made  on  the  crushing  strength  of 
brick-masonry  piers;  and  the  results  are  of  interest  not  onJy  as 
showing  the  strength  of  brick  masonry,  but  also  as  revealing  certain 
laws  which  are  more  or  less  applicable  to  stone  masonry.  The  last 
is  particularly  valuable  since  no  experiments  have  ever  been  made 
upon  the  strength  of  stone  masonry. 

618.  Method  of  FaUure.  The  first  sign  of  distress  of  a  brick  pier 
is  a  snapping  or  popping  sound.  With  strong  cement  mortar  these 
sounds  do  not  usually  occur  until  after  half  the  ultimate  load  has 
been  applied;  but  with  lime  and  weak  cement  mortar  the  snapping 
sounds  occur  a  little  before  half  of  the  ultimate  load  is  reached.  If 
the  piers  are  less  than  a  day  or  two  old,  the  snapping  sounds  occur 
much  earlier  than  stated  above. 

The  first  sign  of  approaching  failure  is  the  formation  of  cracks 
in  the  brick  opposite  the  end  joints  in  the  adjacent  courses.  With 
strong  cement  mortars,  these  cracks  do  not  appear  until  shortly  before 
complete  failure;  while  with  weak  mortar,  the  cracks  appear  a  little 
longer  before  entire  collapse  of  the  pier.  As  the  load  increases  these 
cracks  gradually  widen  and  increase  in  length,  and  finally  failure 
occurs  by  the  partial  crushing  of  some  of  the  bricks  and  the  further 
enlargement  of  the  longitudinal  cracks.  The  bricks  break  trans- 
versely because  of  their  irregularities  of  form  and  because  of  the 
unequal  distribution  of  the  mortar  in  the  joints — doubtless  chiefly 
the  first. 

619.  It  is  interesting  to  note  that  when  a  small  pier  rests  upon  a 
larger  one,  or  a  thin  wall  upon  a  wider  one,  that  it  is  the  larger  or 
wider  one  that  fails,  even  though  the  pressure  per  square  inch  upon 
it  may  not  be  more  than  one  third  or  one  fourth  of  that  upon  the 
smaller  section.  Apparently  the  failure  is  due  to  the  compression 
of  that  portion  of  the  bottom  section  directly  under  the  top  section, 
thereby  causing  the  compressed  portion  to  shear  off  from  the  uncom- 
pressed part  of  the  base  section. 

620.  Effect  of  Irregularis  of  Form.  Tests  made  with  the  testing 
machine  at  the  U.  S.  Arsenal  at  Watertown,  Mass.,*  give  significant 
evidence  as  to  the  effect  of  irregularities  of  form  of  the  brick  upon  the 
strength  of  the  masonry.  Hard-burned  common  brick  having  a 
crushing  strength  of  18,337  lb.  per  sq.  in.  when  laid  with  lime  mortar 
gave  masonry  having  a  strength  of  1,814  lb.  per  sq.  in.;  while  face 
brick  having  a  strength  of  only  13,^5  lb.  per  sq.  in.  gave  a  strength 

•Tests of  M    als,  18S6,  p.  69-124. 
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of  1,941  lb.  per  sq.  in.  The  quality  of  the  brick  is  indicated  some- 
what by  the  fact  that  the  face  brick  were  laid  with  J-inch  joints,  and 
the  common  brick  with  J-inch.  The  first  brick  were  practically 
30  per  cent  the  stronger,  while  the  masonry  was  nearly  10  per  cent 
the  weaker.  With  Rosendale  natural-cement  mortar  the  face  brick 
gave  15  per  cent  greater  strength;  and  with  portland-cement  mortar 
the  face  brick  gave  masonry  34  per  cent  stronger  than  the  stronger 
common  brick.  In  other  words,  the  weaker  but  more  regular  brick 
gave  the  stronger  masonry. 

621.  Lime  vs.  Gement  Mortar.  Seven  experiments  with  the 
Watertown  testing  machine,*  seem  to  show  that  piers  made  of  both 
common  and  face  brick  laid  in  lime  mortar  and  tested  when  from  2 
to  6  months  old  are  on  the  average  only  37  per  cent  as  strong  as  when 
laid  in  neat  portland  cement;  and  when  laid  in  a  1  : 3  portland- 
cement  mortar,  they  are  only  74  per  cent  as  strong  as  those  laid  in 
neat  portland  cement.  Bricks  laid  in  a  very  poor  1  : 2  Rosendale 
natural-cement  mortar  are  18  per  cent  stronger  than  when  laid  in  a 
fair  lime  mortar;  and  when  laid  in  a  1  :  2  portland  cement  mortar 
are  66  per  cent  stronger  than  in  lime  mortar.  Another  series  of 
experiments  with  the  same  machine  t  show  that  masonry  laid  in 
mortar  composed  of  1  part  natural  cement  and  2  parts  sand  is  56 
per  cent  stronger  than  when  laid  in  mortar  composed  of  1  part  lime 
and  4  parts  sand. 

622.  Data  on  Gmshing  Strength.  Watertown  Tests,  Experiments 
made  with  the  large  and  accurate  testing  machine  of  the  U.  S. 
Arsenal  at  Watertown,  Mass.,  gave  the  results  in  Table  53,  page  316. 

The  bricks  were  quite  strong,  averaging  from  13,000  to  15,000 
lb.  per  sq.  in.  tested  flatwise  between  steel.  The  piers  were  built  by 
a  common  mason,  with  only  ordinary  care;  and  they  were  from  a 
year  and  a  half  to  two  years  old  when  tested.  Their  strength  varied 
with  their  height;  and  in  a  general  way  the  experiments  show  that 
the  strength  of  a  prism  10  ft.  high,  laid  in  either  lime  or  cement 
mortar,  is  about  two  thirds  that  of  a  1-foot  cube.  A  deduction  de- 
rived from  so  few  experiments  (22  in  all)  is  not,  however,  conclusive. 
The  different  lengths  of  the  piers  tested  occurred  in  about  equal 
numbers.  The  piers  began  to  show  cracks  at  one  half  to  two  thirds 
of  their  ultimate  strength.  The  mortar  was  tested  when  fourteen 
months  old. 

Unfortunately  the  mortar  was  very  poor,  being  but  a  little  stronger 
in  compression  than  such  mortar  should  have  been  in  tension. 
"The  cement  was  purchased  in  the  open  market,  and  was  not  tested." 

*  Tests  of  Metals,  1803, 1904, 1905. 
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On  account  of  the  poor  mortar  the  results  are  less  than  those  given 
on  subsequent  pages  for  younger  masonry;  but  the  results  in  Table 
53  are  of  interest  as  showing  the  strength  that  may  be  obtained  in 
actual  practice  unless  the  utmost  care  is  taken. 

TABLE  53. 

Crushing  Strength  op  Brick  Piers.* 
Age  when  tested,  IJ  to  2  years. 


Ref. 
No. 


Kind  op  Mortar. 


1 
2 
3 
4 
5 
6 


I  lime  paste,  3  sand 

I  Rosendale  natural  cement,  2  sand   

1  Portland  cement,  2  sand 

Neat  Portland  

1  Rosendale  natural  cement,  2  lime  mortar 
1  Portland  cement,  2  lime  mortar   


No. 

of 

Testa 


21 
36 
8 
1 
1 
1 


crushing 
Strength 

OF  THE 

Masonry. 

Lb.  per 
sq.  in. 


1551 
1825 
2  540 
2  315 
1646 
1411 


Strength  of  the 

Masonry  in  Terms 

OF  that  of 


Brick 
Flatwise. 


0.10 
0.13 
0.16 
0.15 
0.12 
0.10 


Cubes  of 
Mortar. 


12.5 
11.3 
4.7 
0.7 
9.0 
7.3 


In  interpreting  tests  of  the  strength  of  brick  masonry,  it  is  con- 
venient to  remember  that  the  best  brick- work  weighs  about  144 
lb.  per  cu.  ft.,  and  that  therefore  each  foot  in  height  of  a  brick  wall 
gives  a  pressure  at  its  base  of  one  pound  per  square  inch.  On  this 
basis  the  masonry  in  the  first  line  of  Table  53  failed  under  a  com- 
pression equivalent  to  that  of  a  prismatic  wall  1,551  feet  high — more 
than  a  quarter  of  a  mile. 

623.  Later  tests  with  the  Watertown  machine  gave  results  as  in 
Table  54.  The  tests  of  the  bricks  used  in  these  experiments  are 
reported  in  Table  8,  page  42. 

Notice  in  Table  54  that  in  several  cases  the  strength  at  one  month 
is  greater  than  that  at  six  months.  The  only  explanation  is  that 
the  anomaly  is  due  to  undetected  variations  in  making  and  testing 
the  piers.  A  considerable  variation  in  the  results  is  one  of  the 
characteristics  of  tests  on  brick  and  brick  masonry. 

The  highest  strength  of  brick  masonry  tested  at  Watertown 
preceding  June  30,  1907,  was  5,608  lb.  per  sq.  in.,  for  a  pier  12  inches 
square  consisting  of  hard-burned  common  brick  laid  in  neat  portland 

*  Tests  of  Metals,  1883,  1884,  1886,  1891,  1893. 
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mortar,  tested  when  seven  days  old.     A  number  of  piers  have  stood 
more  than  4,000  lb.  per  sq.  in. 


TABLE  54. 

Crushing  Strength  of  Brick  Piers.* 

Age  when  tested,  6  months  except  as  noted. 


No.  of  the 
Brick  in 

Pounds  per  Square  Inch. 

Per  Cent  or  the  Mean 
Strength  or  the  J 

r  Crushing 
Brick. 

Table  8. 
page  42. 

Neat 
Portland. 

1   Portland 
3  Sand. 

1  Lime  Paste 
3  Sand. 

Neat 

Portland. 

1  Portland 
3  Sand. 

1  Lime  Paste 
3  Sand. 

Face  Brick. 

1 

4  021 

2  410 1 

1420 

31 

19 

11 

2 

2  880* 

2  400 

1517 

26 

21 

13 

3 

1925 

1670 

1260 

28 

25 

19 

Common  Brici 

I. 

4 

4  700* 

1  800t 

994 

42 

16 

9 

5 

1969 

1800 

733 

44 

40 

16 

6 

1400 

1411 

718 

24 

24 

12 

7 

1  610* 

1519 

732 

23 

23 

11 

8 

1061 

1224 

465* 

20 

23 

9 

Mean 

2  063 

1671 

1065 

*  Strength  at  one  month. 

624.  Cornell  Tests.  Six  experiments  made  at  Cornell  University  f 
on  piers  13  inches  square  (one  and  a  half  brick),  laid  in  1  :  2  portland- 
cement  mortar,  gave  an  average  crushing  strength  of  821  lb.  per 
sq.  in.  for  brick  having  a  crushing  strength  of  3,270  lb.  per  sq.  in. 
when  tested  flatwise  with  plastered  surfaces,  the  average  strength  of 
the  masonry  being  0.25  of  that  of  the  brick.  The  same  series  of 
experiments  gave  894  lb.  per  sq.  in.  for  brick  having  a  crushing 
strength  of  3,750  lb.  per  sq.  in.,  the  average  strength  of  masonry 
being  0.23  of  the  strength  of  the  brick.  The  piers  varied  from 
eleven  to  thirty-four  courses  high,  but  the  difference  in  height  seemed 
to  make  no  appreciable  difference  in  the  strength.  The  thickness 
of  the  mortar  joints  ranged  from  0.22  to  0.28  inch. 


^Teste  of  If^ak.  ete..  1904.  d.  449. 
t 


ji  TTnt«>M^ty,  voL  vi,  p.  167, 


ZtH 


(Qbaf.  xn 


§t§,  Tf>rr/mU>  TeniJt,  Nme  Usts  made  in  Toroatoi.  CjuMfaL^^ 
pien  eofnjMfled  of  fxmMMDfm  bfkk  havinjr  a  mslimg  strengtli  fiatviae 
frofEi  1.222  to  5^2  lb,  per  sq.  in..  laid  in  /nnr  norter.  gaie  an  airera^e 
frwiunz,  streniah  of  339  fl>.  per  aq.  in.  when  24  moofhs  old.  The 
areraioe  strenisth  of  the  masoorr  was  0.16  of  the  strath  of  the 
briek/ 

§9$,  Unirenriiy  of  lUimmM  Teds.  Table  S5  shows  the  results 
of  the  UifUi  fA  ffmneen  bri«k  piers  made  at  the  Uni\eiaiti 
€A  lUinots.t  The  piers  were  12}  inches  square,  and  |M:actically 
10  feet  hiidi.  With  the  vitrified  shale  brick  the  thickness  of  the 
joints  varied  from  0.-%  to  0.40  inch,  and  with  the  under-burned 
surfai::e-clay  brick  from  0.44  to  0.46  inch.  AU  of  the  piers  wne 
forty-three  courses  hi^,  except  two  which  were  forty  and  three 
which  were  forty-two.  The  a^  when  tested  varied  from  62  to  69 
days. 

TABLE  55. 

Teot»  or  Brick  Colcmns  mju>e  .%t  Uxttersitt  of  Illinois. 

Age  when  tested,  66  days. 


Rrr.  • 

Ho.  ^ 

I 

i 


Ctt  An  ACT  rMitmc  or 


Coumx  ijf  T 
CmvmansG     tble  Gkcsbisg  9nuK«TS 

No.     I  Stmescoth 

I     or 

;  TE«n». .     lb.  per  — .         !    tt-inch 

of  tlfte 
Mortar 


Brick    ! 
FUtt 


No.L 


I 


VrrRiriED  Shale  Building  Brick 


3 
4 
5 

6 


WelJ-lakJ,      1:3     port  land 

Cfrment 

Prxiriy-laid,  1:3  portland 
cement 

Well -laid,  1:5  portland 
cement 

Well-laid,  1  :  3  natural  ce- 
ment   

Well-laid  1  :  2  lime  mortar. 


3 
2 


1 
2 


3  367* 
2920 

2225 

1750 
1450 


0.31        1.17t 
1.27  .     O.Oot 


0.21 

0.16 
0.14 


1.30 
5.75 


Under-buhned  Surface-clay  Building  Brick. 

1060     I     0.27  I     0.37*1 


Well-laid  ,1:3  r>ortland  cement  I      2 


1.00 
0.87 

0.66 

0.52 
0.43 

0.31 


•  Two  mtrnfmnum  pi#»r«  ml  6  montlw  gave  an  averafce  of  3,950  lb.  per  sq.  in. 
t  BanerJ  on  thirteen  Ventn  of  I  :  3  mortar  00  clayn  old. 


627.  CondiiMWTut    from    Precediruj    Tests.     The    preceding    tests 
show  (1)  that  the  strength  of  piers  built  of  the  same  brick  is  closely 

♦  DifOft  of  Phynical  T«<t«,  vol.  i,  p.  219. 

f  BiiSUstin  No.  27,  Univernity  of  Illinois  En^g.  Exper.  Station,  p.  26. 
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proportional  to  the  strength  of  the  mortar;  and  (2)  that  the  strength 
of  piers  built  with  the  same  mortar  varies  as  the  crushing  strength  of 
the  brick.  The  only  exceptions  to  these  conclusions  are  abnormal 
cases  where  an  unusually  strong  mortar  is  used  with  a  very  weak 
brick,  or  where  a  very  weak  mortar  is  used  with  a  very  strong  brick. 
Since  brick  masonry  gives  evidence  of  distress  when  the  load  is 
about  half  the  ultimate  strength  (§  618),  the  factor  of  safety  should 
be  based  upon  this  value  rather  than  upon  the  load  producing  com- 
plete collapse.  The  nominal  pressure  that  may  be  safely  allowed 
upon  brick  masonry  depends  upon  (1)  the  quality  of  the  materials 
employed;  (2)  the  degree  of  care  with  which  the  work  is  executed; 
whether  it  is  for  a  temporary  or  permanent,  an  important  or  unim- 
portant structure;  and,  (3)  the  care  with  which  the  nominal  maxi- 
mum load  is  estimated. 

628.  Pressure  Allowed  in  Practice.  The  pressure  allowed  on  brick 
masonry  was  considerably  smaller  formerly,  when  the  bricks  were 
soft  and  were  usually  laid  in  lime  mortar,  than  at  present,  when  the 
ordinary  brick  is  much  better  than  the  best  formerly  and  when  brick 
masonry  is  usually  laid  in  cement  mortar  where  great  strength  is 
required. 

The  pressure  at  the  base  of  a  brick  shot-tower  in  Baltimore, 
246  feet  high,  is  estimated  at  6i  tons  per  sq.  ft.  (about  90  lb.  per 
sq.  in.).  The  pressure  at  the  base  of  a  brick  chimney  at  Glasgow, 
Scotland,  468  ft.  high,  is  estimated  at  9  tons  per  sq.  ft.  (about  125 
lb.  per  sq.  in.);  and  in  heavy  gales  this  is  increased  to  15  tons  per 
sq.  ft.  (210  lb.  per  sq.  in.)  on  the  leeward  side.  Twenty  years  ago 
the  leading  architects  of  Chicago  were  counted  as  good  authorities 
in  such  matters,  and  did  not  consider  it  safe  to  allow  more  than  10 
tons  per  square  foot  (139  lb.  per  sq.  in.)  on  the  best  brick  laid  in 
1  : 2  portland-cement  mortar;  but  now  this  value  is  frequently 
greatly  exceeded  (§  629). 

629.  A  large  committee  of  leading  architects  and  engineers  of 
Chicago  in  June,  1908,  recommended  the  following  values  for  in- 
corporation in  the  building  laws  of  that  city. 

Paving  brick  in  1  :  3  portland-cement  mortar 350  lb.  per  sq.  in. 

Press^  and  sewer  brick  having  a  crushing  strength 

of  5  000  lb.  per  sq.  in.,  in  1  :  3  portlandmortar  .     250  lb.  per  sq.  in. 

Select  bard  common  brick  having  a  strength  of  2  500 
lb.  per  sq.  in.: 

in  1  :  3  portland  mortar 200  lb.  per  sq.  in. 

in  1  Portland  cement,  1  lime  paste  and  3  sand  . .     175  lb.  per  sq.  in. 

Common  brick  having  a  rtrength  of  1  800  lb.  per 
sq.  in.: 

in  cement  mortar 175  lb.  per  sq.  in. 

in  natural-cement  mortar 150  lb.  per  sq.  in. 

in  lime  and  cement  mortar 125  lb.  per  sq.  in. 

in  lime  mortar 100  lb.  per  sq.  in. 
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In  view  of  the  values  obtained  in  experiments,  the  above  recom- 
niendatioas  seem  quite  conservative;  but  it  should  be  remembered 
that  it  Is  likely  that  a  better  grade  of  work  will  be  obtained  in  nMiking 
test  specimens  than  in  actual  work,  particularly  if  the  work  is  let  to 
the  lowest  bidder  and  is  not  subject  to  rigid  inspection  during  con- 
struction. 

630.  Tkabbtbbsb  WtMMMom  or  Bmnnc  Mabomst.  Occasion- 
ally the  transverse  strength  of  brick-work  is  of  importance.  For 
example,  if  a  wall  is  to  be  built  upon  a  beam  spaiming  an  opening, 
it  is  necessar>'  to  know  the  load  that  will  come  upon  the  beam ;  or 
again,  if  an  opening  is  to  be  cut  through  an  old  wall,  it  is  important 
to  know  whether  the  wall  i^ill  be  self-supporting  over  the  opening. 
Since  the  adhesion  of  mortar  is  much  less  than  the  ten^e  strength 
of  either  the  mortar  or  the  brick  (see  f  256>,  the  transverse  strength 
of  brick-work  is  dependent  upon  the  adhesion  of  the  mortar.  While 
experiments  show  that  the  adhesion  of  any  kind  of  mortar  to  either 
brick  or  stone  is  small  in  comparison  n^ith  its  cohesive  or  tensile 
strength,  experience  in  demolishing  old  walls  shows  that  ordinary 
masonry  has  a  considerable  transverse  strength. 

Not  many  experiments  have  been  made  to  determine  the  trans- 
verse strength  of  brick  masonry,  the  following  being  all  the  records 
of  tests  that  can  be  found:  Engineer  and  Architect's  Jaumalj  Vol.  i, 
p.  30,  45,  102,  135  (1837);  Vol.  ii,  p.  294,  (1848);  Vol.  xiv,  p.  510, 
(1851).  Enffinerijigf  Vol.  xiv,  p.  1  (1872);  Indian  Engineering, 
Jan.  9,  1892,  or  Railroad  Gazette,  Feb.  26,  1892.  Several  of  the 
above  experiments  were  made  to  determine  the  effect  of  hoop-iron 
bonding  straps,  and  the  remainder  give  no  information  as  to  the 
quality  of  the  mortar;  and  hence  none  of  the  results  are  applicable 
to  plain  brick  masonry,  and  the  details  of  the  experiments  are  so 
meagre  that  the  experiments  are  of  no  practical  value. 

Five  experiments  under  the  direction  of  the  author*  gave  a  mean 
transverse  strength  of  120  lb.  per  sq.  in.  for  a  good-quality  soft-mud 
building  brick  laid  in  a  poor  1  :  2  natural-cement  mortar,  tested  when 
60  days  old.  The  results  of  eleven  tests  of  this  series  seemed  to 
indicate  that  brick  l:)eams  bonded  as  regular  masonry  have  a  modulus 
of  rupture  equal  to  about  twice  the  tensile  strength  of  the  mortar 
when  built  with  ordinary  care,  and  about  three  times  when  built  with 
great  care.  When  the  beams  are  constructed  as  piers,  i.e.,  with  no 
interlocking  action,  the  modulus  of  rupture  is  about  equal  to  the 
tensile  strength  of  the  mortar. 

Four  tests  under  the  direction  of  the  University  of  Illinois  En- 
^neering  Experiment  Station  f  gave  a  mean  modulus  of  rupture  of 

*TheiUi  of  Earl  and  Iaxjuim,  1893,  Library,  UniverBity  of  Illinois. 
^TIMil  of  Brand  and  Buuhncll,  1908,  Library,  University  of  Illinois. 
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706  lb.  per  sq.  ft.  for  under-burned  soft-mud  building  brick  laid  in 
1  : 3  portland-cement  mortar,  when  76  days  old;  and  3,560  lb.  per 
sq.  in.  for  vitrified  shale  building  brick  laid  in  1  : 3  portland-cement 
mortar  when  76  days  old. 

631.  Application.  Regarding  the  brick-work  over  an  opening 
as  a  beam  having  fixed  endsj  and  assuming  brick  masonry  to  weigh 
144  lb.  per  cu.  ft.,  it  was  shown  in  previous  editions  of  this  book  that 

in  which  Hg  =  the  heignt,  in  feet,  of  the  masonry  when  it  will  just 
support  itself  over  the  opening,  S  =  the  width,  in  feet,  of  the  opening, 
R  =  the  modulus  of  rupture  of  the  masonry,  in  lb.  per  sq.  in.;  and 
it  was  also  shown  that 

in  which  Hj^=  the  height  of  the  wall,  in  feet,  producing  a  maximum 
load  on  the  lintel.  Notice  that  Hj^  =  ^H^y  which  shows  that  the 
maximum  stress  on  the  lintel  occurs  when  the  height  of  the  wall  is 
half  of  its  self-supporting  height,  at  which  time  one  half  of  the  wall 
will  be  self-supporting  and  one  half  will  require  extraneous  support; 
or  in  other  words,  the  maximum  moment  on  the  lintel  is  one  quarter 
of  that  due  to  the  self-supporting  height. 

By  the  use  of  equation  1  and  the  values  of  the  modulus  of  rupture 
of  brick  masonry  stated  in  the  preceding  section,  it  is  possible  to 
compute  whether  or  not,  if  a  given  opening  is  cut  through  a  brick 
wall,  the  masonry  will  be  self-supporting.  To  determine  whether 
the  lintel  can  resist  the  maximum  moment  which  will  come  upon  it, 
determine  by  equation  1  the  self-supporting  height  of  the  wall,  and 
then  the  moment  on  the  lintel  will  be  that  due  to  one  quarter  of  the 
self-supporting  wall  considered  as  uniformly  distributed.  If  the 
lintel  can  not  safely  carry  the  load  that  will  come  upon  it,  the  girder 
must  be  supported  temporarily,  or  time  must  be  given  for  the  mortar 
to  set,  or  a  stronger  or  at  least  a  quicker-setting  mortar  must  be  used. 

The  substantial  correctness  of  this  method  of  computing  the 
stress  on  a  lintel  is  proved  by  the  fact  that  large  openings  are  fre- 
quently cut  through  walls  without  providing  any  extraneous  sup- 
port; and  also  by  the  fact  that  walls  are  frequently  supported  over 
openings  on  timbers  entirely  inadequate  to  carry  the  load  if  the 
masonry  did  not  have  considerable  strength  as  a  l)eam. 

632.  Custom  differs  as  to  the  manner  of  estimating  the  pressure 
on  a  girder  due  to  a  superincumbent  mass  of  masonry.  One  extreme 
consists  in  assuming  the  masonry  to  be  a  fluid,  and  taking  the  load 

21 
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on  the  lintel  as  the  weight  of  all  the  masonry  above  the  opening^^ 
but  a8  the  wall  is  likely  to  1x5  several  days  in  building,  the  masonrjir 
first  laid  attains  considerable  stren^h  before  the  wall  is  completed,  ^ 
and  hence,  owing  to  the  cohesion  of  the  mortar,  the  final  weight  on^^ 
the  prder  can  not  Ikj  etjual  to,  or  be  compared  with,  any  fluid  volume.  - 
This  method  always  gives  a  result  that  is  too  great. 

The  other  extreme  consists  in  assuming  the  pressure  to  lie  the 
weight  of  the  niasoiny  included  in  a  triangle  of  which  the  opening 
is  the  base  and  whose  sides  make  45°  with  this  line.     This  method 

2R 
gives  a  load  -^  times  that   which  takes  account  of  the  transverse 

strength  of  the  brick- work.  If  R  is  relatively  large  and  S  is  small, 
this  fraction  will  1)0  more  than  unitv,  under  which  conditions  this 
method  is  safe;  but  if  R  is  small  and  S  is  large,  then  this  fraction  is 
less  than  <me,  which  shows  that  under  these  conditions  this  method 
is  unsafe. 

633.  BUeasurement  of  Bbiok-WOBK.  The  method  of  deter- 
mining the  quantity  of  brick  masonr}'  is  governed  by  voluminous 
trade  rules  or  by  local  customs,  which  are  even  more  arbitrary'  than 
those  for  stcme  masoniy  (§  5So,  which  see). 

The  (juantity  is  sometimes  computed  in  perches,  but  there  is  no 
uniformity  of  undei*standing  as  to  the  contents  of  a  perch.  It  ranges 
from  l().l  to  25  cubic  feet. 

Mrick-work  is  occasionally  measured  by  the  square  rod  of  ex- 
terior surface.  Xo  wall  is  reckoned  as  l)eing  less  than  a  brick  and  a 
half  in  tiiickness  (bS  or  l:^\  inches),  and  if  thicker  the  measurement 
is  still  exi)rcssc(l  in  scpuire  rods  of  this  .standard  thickness.  Unfor- 
tunately the  dimensions  adopted  for  a  square  rod  are  variable,  the 
following  values  being  more  or  less  cu.stomar}':  16^  feet  square  or 
2721  i^qiiare  feet,  IS  feet  square  or  324  square  feet,  and  IGJ  square 
feet . 

The  contents  of  a  brick  wall  are  fre<|uently  found  by  multiplying 
tlie  numl)er  of  cubic  fcH*t  in  the  wall  bv  the  number  of  brick  which 
it  is  assumed  make  a  cubic  foot:  but  as  the  dimensions  of  brick  varv 
greatly  (see  $s.*>i,  tins  method  is  objectionable.  A  cubic  foot  is 
often  assumed  to  contain  20  brick,  and  a  cubic  yard  600.  The  last 
two  (juantities  are  frecjuently  used  interchangeably,  although  the 
assumed  volume  of  tlie  cubic  yard  is  //?/>///  times  that  of  the  cubic 
foot.    The  former  value  is  about  correct  for  the  average  brick. 

The  volume  ()f  brick  masonrv  is  frcKiuentlv  stated  in  thousand 
bricks,  the  contents  \>v\\\\i  (»l)tained  by  measuring  the  area  of  the  face 
of  tlie  wall  ami  allowin^jj  a  c(M-tain  numl)er  of  bricks  to  each  square 
foot,  tlie  mniiber  varying  with  the  thickness  of  the  wall.  A  4-inch 
wall    (thickness  --  wiillh   of  one   brick)   is   frequently  assumed   to 
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contain  7  bricks  per  sq.  ft.;  a  9-inch  wall  (tWckness  =  width  of 
two  bricks),  14  bricks  per  sq.  ft.;  a  13-inch  wall  (thickness  =  width 
of  three  bricks),  21  bricks  per  sq.  ft.,  etc.;  the  number  of  brick  per 
square  foot  of  the  face  of  the  wall  being  seven  times  the  thickness  of 
the  wall  in  terms  of  the  width  of  a  brick.  The  size  of  bricks  differs 
materially  in  different  localities,  but  not  infrequently  the  above 
relations  are  employed  even  though  they  are  considerably  in  error 
for  a  particular  size  of  brick. 

Not  infrequently  the  contents  of  the  wall  and  also  the  number  of 
bricks  laid  are  stated  in  thousands  of  bricks  wall  measurcy  in  which 
case  the  volume  is  computed  as  in  the  preceding  paragraph;  and 
sometimes  the  number  of  bricks  laid  is  stated  in  thousands  of  brick 
kiln  county  i.e.,  the  number  of  brick  actually  purchased  which,  on 
account  of  breakage,  is  1  to  5  per  cent  more  than  the  number  actually 
laid,  according  to  the  quality  of  the  bricks  and  the  number  and  the 
size  of  openings. 

634,  Since  well-established  custom  has  all  the  force  of  law,  unless 
due  notice  to  the  contrary  is  given,  the  only  relief  from  such  arbitrary, 
uncertain,  and  indefinite  customs  is  to  specify  that  the  masonry  will 
be  paid  for  by  the  cubic  yard, — ^gross  or  net  measurement,  according 
to  the  structure  or  the  preference  of  the  engineer  or  architect. 

636.  Data  for  Estimates.  Momber  of  Brick  Required.  Since 
the  size  of  brick  varies  greatly  (§  83),  it  is  impossible  to  state  a  rule 
which  shall  be  equally  accurate  in  all  localities.  If  the  brick  be  of 
standard  size  (8^  X  4  X  2\  inches)  and  laid  with  i-  to  j-inch  joints, 
a  cubic  yard  of  masonry  will  require  about  410  brick;  or  a  thousand 
brick  will  lay  about  2\  cubic  yards.  If  the  joints  are  \-  to  f-inch,  a 
cubic  yard  of  masonry  will  require  about  495  brick;  or  a  thousand 
brick  will  lay  about  2  cubic  yards.  With  face  brick  (8J  X  4J  X  2J 
inches)  and  J-inch  joints,  a  cubic  yard  of  masonry  will  require  about 
496  brick;  or  a  thousand  face  brick  will  lay  about  2  cubic  yards. 

In  making  estimates  for  the  numl)er  of  bricks  required,  an  allow- 
ance must  be  made  for  breakage,  and  for  waste  in  cutting  brick  to 
fit  angles,  etc.  With  good  brick,  in  massive  work  this  allowance 
need  not  exceed  1  or  2  per  cent;  but  in  buildings  3  to  5  per  cent  is 
none  too  much. 

636.  Amount  of  Mortar  Required.  The  proportion  of  mortar  to 
brick  will  vary  with  the  size  of  the  brick  and  with  the  thickness  of  the 
joints.  With  the  standard  size  of  brick  (8iX4X21  inches),  a  cubic 
yard  of  masonr\',  laid  with  i-  to  J-inch  joints,  will  rcf^uire  from 
0.35  to  0.40  cu.  yd.  of  mortar;  or  a  thousand  brick  will  require 
0.80  to  0.90  cu.  yd.  If  the  joints  are  \  to  J  inch,  a  cubic  yard  of 
masonry  will  require  from  0.25  to  0.30  cu  yd.  of  mortar;  or  a  thou- 
sand brick  will  require  from  0.45  to  0.55  cu.  yd.     If  the    joints 
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are  i  *A  aju  ifurb.  a  cubir  rard  crf^  masofUT  will  reqiiiiv  from  OilO  to 
0J5  ni,  yrl  of  mriftar:  or  a  thousand  brick  vifl  requiie  from  0.15  to 

With  the  abore  data,  and  Table  22.  pa^  120.  the  amoont  of 
eerrient  an^l  Jiand  required  for  a  specified  number  of  brick,  or  for  a 
idvefi  number  of  van^  of  masonrv.  can  readilv  be  determiDed. 

f>rdinariJy  0.4  Ijarrel  of  unslaked  lime  or  1  barrel  of  fime  paste 
and  0.4  eu.  yd.  of  sand  will  lay  a  thousand  bricis. 

637.  Con.  Later  Baqand.  ''  A  bricklayer,  with  a  laborer  to  keep 
him  mipplied  with  materials,  will  lay  on  an  a\'era^.  in  common  house- 
walk,  about  1<500  bricks  per  day  of  10  working  hours;  in  the  neat^- 
r/uter  fa^res  of  brick  buildin/ss.  from  1^000  to  1^200;  in  gqod  ordinary 
street  frrnits,  from  800  to  1.000;  and  in  the  very  finest  lowor-stcHy 
fsu'jtH  used  in  street  fronts,  from  150  to  300  according  to  the  numbo* 
of  angles,  etc.  In  plain  massive  engineering  work,  he  should  avoage 
alx^ut  2/XlO  bricks  per  day,  or  4  cu.  yd.  of  masonry:  and  in  large 
arches,  alxjut  1,500,  or  3  cu.  yd,"  ♦ 

In  the  United  States  Government  buildings  the  cost  of  labor  per 
thousand,  including  tools,  etc.,  is  estimated  at  seven  eighths  of  the 
wages  for  ten  hours  of  mason  and  helper. 

Table  50  and  Table  57  give  the  actual  labor,  per  cubic  yard, 
required  on  some  large  and  important  jobs. 

TABLE  56. 
Labor  Required  for  Brick  Masonry. t 

LOCATIOJ*   AMD   VsMCUimoS  OF  THE    IIaSOXBT.  DA^TpES^McfYAML 


High  Hridgf;  enlargement,  N.  Y.  City — 

Lining  wall  and  flat  arches  laid  with  very  close  joints  . . . 
Washingt/in  (I).  C.)  Aqueduct — 

Circular  conduit,  9  feet  in  diameter  with  walls  12  inches 

thick    

St.  LouiH  Water  Work*— 

Hemi-circular  conduit,  6  feet  in  diameter   

New  York  City  Storage  Reservoir — 

Lining  of  gate-house  walls  and  arches — rough  work   .... 


0.714 

0.439 
0.364 
0.304 


638.  Table  57  hHowh  the  cost  of  the  labor  for  five  brick 
buildings  forniing  part  of  a  large  manufacturing  plant. J  Buildings 
No.  1  and  2  were  long  and  low,  with  about  equal  amounts  of  9-inch 
and  L'Wnch  walls;    buildings  No.  3  and  4  had  larger  proportion  of 

♦  Trautwino'H  Kngincer's  Pocket-Book,  16th  ed.,  p.  671. 

t  TrariH,  Am.  Hoc.  C.  E.,  vol.  iii,  p.  366. 

X  Knginccring-CorUracting,  vol.  xxv,  p.  100-01. 
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13-inch  wall;    buiding  No.  5  contained  more  brick  than  any  of  the 
others,  and  had  13-inch  walls,  with  some  17-inch  and  22-inch  walls. 


TABLE  57. 
Cost  of  Labor  per  1  000  Brick. 


Kind  ov  Labor  and  Prick 

BUILDINQ   No. 

AVERAOV! 

1 

2 

3 

4 

5 

Bricklayers,  60  ct.  per  hour  *  . . . 

Helpers,  17^  ct.  per  hour 

Carpenters,  21 J  ct.  per  hour 

Handling  materials 

$5.56 

1.95 

.70 

1.16 

$4.49 

1.67 

.71 

1.16 

$4.57 

2.14 

.88 

1.16 

$4.68 
1.95 
1.15 
1.16 

$3.68 

2.00 

.67 

1.16 

$4.16 

1.87 

.77 

1.16 

Total  for  labor 

$9.37 

$8.08 

$8.75 

$8.94 

$7.51 

$7.96 

*  On  Building  No.  1  bricklasren  received  50  ct.  per  hr. 

On  building  No.  1  local  bricklayers  were  used  at  50  cents  per  hour, 
but  for  the  other  buildings  city  bricklayers  at  60  cents  per  hour 
were  imported.  The  latter  did  better  work  and  more  of  it,  as  shown 
by  the  table.  About  two  or  three  weeks  after  the  60-cent  brick- 
layers started  work,  the  inspector,  being  dissatisfied  with  the  way 
the  work  was  going,  began  preparing  careful  estimates  of  the  brick 
laid  each  week  and  of  the  cost  per  1,000  for  bricklayers  and  helpers. 
Within  three  weeks  after  the  first  estimate,  the  output  per  brick- 
layer had  increased  over  40  per  cent,  and  about  30  per  cent  increase 
was  maintained. 

The  total  average  cost  of  the  brick  masonry  is  as  follows: 

Itemb:  Goer  pier  Ou.  Yd. 

Labar: 

Masons $2.08 

Helpers — hod-carriers  and  mortar  mixers .93 

Carpenters  building  scaffolds  .  39 

Conmion  labor  handling  materials .58 

Total  for  labor    $3.98 

Materials: 

Brick,  450  at  $5.08  per  M    $2.33 

Freight 56 

Cement,  0.22  bbl.  at  $2.00    44 

Sand,  0.25  cu.  yd.  at  $0.46 11 

Freight 06 

Lime,  1  bushel  at  $0.20   20 

Total  for  materials   $.3.70 


Total  for  materials  and  labor $7 .  68 
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639.  Total  Cost  of  Brick  Masonry.  The  following  is  the  cost  of 
660  cu.  yd.  (net)  of  brick  masonry  (307,000  brick)  in  a  wall  18  inches 
thick  and  25  feet  high.  The  joints  were  i  to  f  of  an  inch  thick;  and 
465  brick  laid  a  cubic  yard.* 

Items:  Cost  per  Cu.  Yd. 

Red  bricks 465  at  $7.50  per  1000 $3.49 

Quicklime 0.40  bbl.  at  $0.50 0.20 

Sand 0.28CU.  yd.  at  $l.:iO 0.36 

Bricklayers 0.41  day  at  $4.50 1.84 

Helpers 0.52  day  at  $2.00 1.04 

Total  cost  per  cubic  yard $6 .  93 

640.  Speoifioations    for    Briok    Masonry.    For    Buildings. 

There  is  not  even  a  remote  approach  to  uniformity  in  the  specifica- 
tions for  the  brick-work  of  buildings.  •  Ordinarily  the  specifications 
for  the  brick  masonry  are  very  brief  and  incomplete.  The  following 
conform  closely  to  ordinary  construction.  Of  course,  a  higher  grade 
of  workmanship  can  be  obtained  by  more  stringent  specifications. 

The  brick  in  the  exterior  walls  must  be  of  good  quality,  hard-burned;  fine, 
compact,  and  uniform  in  texture;  regular  in  shape,  and  uniform  in  size.  One 
fourth  of  the  brick  in  the  interior  walls  may  be  what  is  known  as  soft  or  salmon 
brick.  The  brick  must  be  thoroughly  wet  before  being  laid.  The  joints  of  the 
exterior  walls  shall  be  from  J  to  f  inch  thick. f  The  joints  of  interior  division 
walls  may  be  from  |  to  i  inch  thick.  The  mortar  sliall  be  composed  of  1  part  of 
fresh,  well-slacked  lime  and  2 J  to  3  parts  ot  clean,  sharp  sand.  J  The  lime  paste 
and  the  sand  shall  be  thoroughly  mixed  before  using.  The  joints  shall  be  well 
filled  with  the  above  mortar;  and  no  grout  shall  be  used  in  the  work.  The  bond 
must  consist  of  five  courses  of  stretchers  to  one  of  headers,  and  shall  be  so  arranged 
as  to  thoroughly  bind  the  exterior  and  interior  portions  of  the  wall  to  each  other. 

The  contractor  must  furnish,  set  up,  and  take  away  his  own  scafTolding;  he 
must  build  in  such  strips,  plugs,  blocks,  scantling,  etc.,  as  are  required  for  securing 
the  wood- work;  and  must  also  assist  in  placing  all  iron- work,  as  beams,  stairways, 
anchors,  bed-plates,  etc.,  connected  with  the  brick- work. 

641.  For  Sewers.  The  following  are  the  specifications  employed 
in  the  construction  of  brick  sewers  in  Washington,  I).  C: 

"The  best  quality  of  whole  new  brick,  burned  hard  entirely  through,  free 
from  injurious  cracks,  with  true  even  faces,  and  with  a  crushing  strength  of  not 

*  E.  J.  Chibas,  Tlw  Polt/tcchm'c,  vol.  vii,  p.  146. 

t  I'or  the  best  work,  omit  this  item  and  insert  the  following:  Ths  outside  walla 
ahaU  he  faced  with  the  heM  brick  of  uniform  color,  laid  in  colored  inartar,  unth  joints  not  er- 
oteding  one  eighth  of  an  inch  in  thickness. 

X  For  masonry  that  is  to  be  subjected  to  a  heavy  pressure,  omit  this  item  and 
insert  the  following:  The  mortar  must  be  composed  of  1  part  lime  paste,  1  part  cement, 
and  2  parU  of  dean,  sharp  sand.  Or,  if  a  lieavier  pressure  is  to  be  resisted,  specify 
HMttaome  particular  grade  of  cement  mortar  is  to  be  used — see  {  622  and  §  629. 
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less  than  5,000  pounds  per  square  inch,  shall  be  used,  and  must  be  thoroughly 
wet  by  inunersion  immediately  before  laying.  Every  brick  is  required  to  be 
laid  in  full  mortar  joints,  on  bottom,  sides,  and  ends,  which  for  each  brick  is  to 
be  performed  by  one  operation.  •  In  no  case  is  the  joint  to  be  made  by  working 
in  mortar  after  the  brick  has  been  laid.  Every  second  course  shall  be  laid  with 
a  line,  and  joints  shall  not  exceed  three  eighths  of  an  inch.  The  brick-work  of 
the  arches  shall  be  properly  bonded,  and  keyed  as  directe<l  by  the  engineer.  No 
portion  of  the  brick- work  shall  be  laid  dry  and  afterwards  grouted. 

"The  mortar  shall  be  composed  of  cement  and  dry  sand,  in  the  proportion 
of  300  pounds  of  cement  and  2  barrels  of  loose  sand,  thoroughly  mixed  dry,  and 
a  sufficient  quantity  of  water  afterwards  added  to  form  a  rather  stiff  paste.  It 
shall  be  used  within  an  hour  after  mixing,  and  not  at  all  if  once  set. 

"The  cement  shall  conform  to  the  standanl  specification  of  the  Americans 
Society  for  Testing  Materials. 

"The  sand  used  shall  be  clean,  sharp,  free  from  loam,  vegetable  matter,  or 
other  dirt,  and  capable  of  giving  the  above  results  with  the  cement. 

"The  water  shall  be  fresh,  and  clejin,  free  from  earth,  dirt,  or  sewage. 

"Tight  mortar-boxes  shall  be  provided  by  the  contractor,  and  no  mortar 
shall  be  made  except  in  such  boxes. 

"The  proportions  given  are  intended  to  form  a  mortar  in  which  every  particle 
of  sand  shall  be  envelopetl  by  the  cement;  and  this  result  must  be  attained  to 
the  satisfaction  of  the  engineer  and  under  his  direction.  The  thorough  mixing 
and  incorporation  of  all  materials  (preferably  by  machine  labor)  will  be  insisted 
upon.  If  by  hand  labftr,  the  dry  cement  and  sand  shall  be  tumetl  over  with 
shovels  by  skilled  workmen  not  less  than  six  times  before  the  water  is  added. 
After  adding  the  water,  the  paste  shall  again  be  turned  over  and  mixed  ^ith 
shovels  by  skilled  workmen  not  less  than  three  times  before  it  is  used." 

642.  Waterproof  Brick  Masonry.  It  is  often  necessary  to 
prevent  the  percolation  of  water  through  brick  walls.  This  may  be 
accomplished  in  any  of  three  ways,  viz.:  (1)  by  surrounding  the  wall 
with  an  impervious  shield  of  tarred  paper  or  bituminous  felt,  or 
(2)  by  making  the  masonry  itself  impermeable,  or  (3)  by  applying 
a  waterproof  coating  to  the  face  of  the  wail. 

1.  For  a  discussion  of  the  first  method,  see  §  384. 

2.  The  second  method  requires  the  use  of  hard  impermeable 
brick  and  the  filling  of  all  the  joints  with  waterproof  mortar.  The 
mortar  may  l>e  made  waterproof  by  (1)  securing  a  well-graded  sand, 
(2)  using  enough  cement  to  fill  the  voids,  and  (;^)  thoroughly  mixing 
the  ingredients  (see  §  809-77).  Owing  to  the  difficulty  of  getting 
all  of  the  joints  filled  solidly  full  of  mortar,  more  care  and  attention 
is  required  to  make  brick- work  impervious  than  to  make  concrete 
waterproof  (§  36.VS4). 

3.  Tlie  waterproof  coating  may  V)e  a  plaster  of  impervious  mortar 
(§  382),  or  a  coat  of  bituminous  mastic,  or  an  impervious  wash 
(S  379-81)  or  paint.  It  Is  somewhat  easier  to  make  a  plaster  of  cement 
mortar  adhere  to  a  brick  wall  than  to  a  concrete  surface  (§  382),  but 
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considerable  care  is  required  to  secure  success  with  the  former. 
One  of  the  most  common  methods  of  rendering  brick-work  water- 
proof is  to  apply  successive  coats  of  alum  and  soap  solutions.  For 
the  method  of  preparing  and  applying  these  solutions,  see  §  379. 
These  washes  have  long  been  in  successful  use  for  making  brick 
masonry  impervious.  The  Transactions  of  the  American  Society  of 
Civil  Engineers,  Vol.  i.  pages  203-08,  contains  an  account  of  the 
stopping  of  leakage  through  a  brick  wall  under  a  head  of  36  feet  by 
an  application  of  "four  coatings." 

643.  EFFLORE80ENCE.  Brick  masonry,  particularly  in  a  moist 
climate  or  in  damp  places — as  under  a  leaky  gutter  or  in  cellar 
walls — is  frequently  disfigured  by  the  formation  on  the  surface  of  a 
white  deposit,  which  is  called  efflorescence.  This  deposit  generally 
originates  with  the  mortar,  but  frequently  spreads  over  the  entire 
face  of  the  wall.  The  water  which  is  absorbed  by  the  mortar  dis- 
solves the  salts  of  soda,  potash,  magnesia,  etc.,  contained  in  the  lime 
or  cement,  and  on  evaporating  deposits  these  salts  as  a  white  efflores- 
cence on  the  surface.  With  lime  mortar  the  deposit  is  frequently 
very  heavy,  particularly  on  plastering;  and,  usually,  it  is  heavier 
with  natural  than  with  port! and  cement.  The  efflorescence  some- 
times originates  in  the  brick,  particularly  if  the  brick  was  burned  with 
sulphurous  coal,  or  was  made  from  clay  containing  iron  pyrites;  and 
when  the  brick  gets  wet,  the  water  dissolves  the  sulphates  of  lime 
and  magnesia,  and  on  evaporating  leaves  the  crystals  of  these  salt43 
on  the  surface.  Frequently  the  efflorescence  on  the  brick  is  due  to 
the  absorption  by  the  brick  of  the  impregnated  water  from  the  mortar. 

This  efflorescence  is  objectionable  chiefly  l)ecause  of  the  unsightly 
appearance  which  it  often  produces,  but  also  because  the  crystal- 
lization of  these  salts  within  the  pores  of  the  mortar  and  of  the  brick 
or  stone  causes  disintegration  which  is  in  many  respects  Hke  frost. 

As  a  palliative,  Gillmore  recommends*  the  addition  of  100  lb. 
of  quicklime  and  8  to  12  lb.  of  any  cheap  animal  fat  to  each  barrel 
of  cement.  The  lime  is  simply  a  vehicle  for  the  fat,  and  should  be 
thoroughly  incorporated  with  the  cement  before  slaking.  The 
object  of  the  fat  is  to  saponify  the  alkaline  salts.  The  method  is  not 
entirely  satisfactory,  since  the  deposit  is  only  made  less  prominent 
and  less  effective,  and  not  entirely  removed  or  prevented. 

As  a  preventative,  make  the  wall  as  impervious  as  possible  by 
using  some  of  the  methods  mentioned  in  §  642.  If  the  wall  stands 
in  damp  ground,  one  or  more  of  the  horizontal  joints  should  contain 
a  layer  of  tarred  paper  or  bituminous  felt  to  prevent  the  wall's 
absorbing  moisture  from  below.  Particular  care  should  be  taken 
during  the  erection  of  the  building  to  see  that  the  roof,  cornice,  and 

*  ''Limes,  Hydraulic  Cements,  and  Mortars/'  p.  296« 
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gutters  are  made  water-tight ;  and  all  ducts  that  carry  water  or  steam 
pipes  should  be  waterproofed  on  their  inner  surfaces.  After  the 
building  is  finished,  if  the  efflorescence  appears,  first  of  all  any  leakage 
of  water  into  the  wall  must  be  stopped;  and  if  the  efflorescence  is  due 
to  the  penetration  of  rain-water  through  the  exterior  face  of  the  wall, 
then  the  face  may  be  rendered  impervious  by  the  application  of  one 
or  more  pairs  of  the  Sylvester  washes  (§  379),  which  will  not  materi- 
ally darken  or  discolor  the  bricks. 

Efflorescence  will  gradually  be  blown  away  by  the  winds  and 
be  washed  off  by  the  rains,  but  it  can  be  entirely  removed  with 
scrubbing-brushes  and  hydrochloric  acid  mixed  with  at  least  four  or 
five  times  its  volume  of  water.  Before  applying  the  acid,  the  wall 
should  be  well  dampened;  and  after  being  scrubbed,  the  wall  should 
be  thoroughly  washed  with  clear  water. 


PART  m 

FOUNDATIONS 


CHAPTER  XIII 

INTRODUCTORY 

646.  Definitions.  The  term  foundation  is  frequently  used 
indifferently  for  either  the  lower  courses  of  a  structure  of  masonry  or 
the  artificial  arrangement,  whatever  its  charact€r,  on  which  these 
courses  rest.  For  greater  clearness,  the  term  foundation  will  here 
be  restricted  to  the  artificial  arrangement,  whether  timber  or  masonry, 
which  supports  the  main  structure;  and  the  prepared  surface  upon 
which  this  artificial  structure  rests  will  be  called  the  bed  of  the  founda- 
tion. There  are  some  cases  in  which  this  distinction  can  not  be 
adhered  to  strictly. 

646.  Importance  of  the  Subject.  The  foundation,  whether 
for  the  more  important  buildings  or  for  bridges  and  culverts,,  is  the 
most  critical  part  of  a  masonry  structure.  The  failures  of  works  of 
masonry  due  to  faulty  workmanship  or  to  an  insufiicient  thickness 
of  the  walls  are  rare  in  comparison  with  those  due  to  defective 
foundations.  When  it  is  necessary,  as  so  frequently  it  is  at  the  present 
day,  to  erect  gigantic  edifices — as  high  buildings  or  long-span  bridges 
— on  weak  and  treacherous  soils,  the  highest  constructive  skill  is 
required  to  supplement  the  weakness  of  the  natural  foundation 
by  such  artificial  preparations  as  will  enable  it  to  sustain  such  massive 
and  costly  burdens  with  safety. 

Probably  no  branch  of  the  engineer's  art  requires  more  ability 
and  skill  than  the  construction  of  foundations.  The  conditions 
governing  safety  are  generally  capable  of  being  calculated  with  as 
much  practical  accuracy  in  this  as  in  any  other  part  of  a  construction; 
but,  unfortunately,  practice  is  frequently  based  upon  empirical  rules 
rather  than  upon  a  scientific  application  of  fundamental  principles. 
It  is  unpardonable  that  any  liability  to  danger  or  loss  should  exist 
from  the  imperfect  comprehension  of  a  subject  of  such  vital  impor- 
tance. Ability  is  required  in  determining  the  conditions  of  stability; 
and  greater  skill  is  required  in  fulfilling  these  conditions,  that  the  cost 
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of  the  foundation  may  not  Idc  proportionally  too  great.  The  safety 
of  a  structure  may  be  imperiled,  or  its  cost  unduly  increased,  accord- 
ing as  its  foundations  are  laid  with  insufficient  stability,  or  with 
provision  for  security  greatly  in  excess  of  the  requirements.  The 
decision  as  to  what  general  method  of  proceduce  will  probably  be  l)est 
in  any  particular  case  is  a  question  that  can  be  decided  with  reason- 
able certainty  only  after  long  experience  in  this  branch  of  engineering; 
and  after  having  decided  upon  the  general  method  to  1x5  followed, 
there  is  room  for  the  exercise  of  great  skill  in  the  means  employed  to 
secure  the  desired  end.  The  experienced  engineer,  even  with  all  the 
information  which  he  can  derive  from  the  works  of  others,  finds 
occasion  for  the  use  of  all  his  knowledge  and  best  common  sense. 

The  determination  of  the  conditions  necessar}'  for  stability  can 
be  reduced  to  the  application  of  a  few  fundamental  principles  which 
may  be  studied  from  a  text-lK)ok;  l)ut  the  knowledge  required  to 
determine  l^forehand  the  method  of  construction  l)est  suited  to  the 
case  in  hand,  together  with  its  probable  cost,  comes  only  by  personal 
experience  and  a  careful  study  of  the  experiences  of  others.  The 
object  of  Part  III  is  to  classify  the  principles  employed  in  con- 
structing foundations,  and  to  give  such  brief  accounts  of  actual 
practice  as  will  illustrate  the  applications  of  these  principles. 

647.  Plan  of  Proposed  Discussion.  In  a  general  way,  soils 
may  be  divided  into  three  classas:  (1)  ordinary  soils,  or  those  which 
are  capable,  either  in  their  normal  condition  or  after  that  condition 
has  been  modified  by  artificial  means,  of  sustaining  the  load  that  is 
to  be  brought  upon  them;  (2)  compressi])le  soils,  or  those  that  are 
incapable  of  directly  supporting  the  given  pressure  with  any  reason- 
able area  of  foundation;  and  (3)  semi-liquid  soils,  or  those  in  which 
the  fluidity  is  so  great  that  they  are  incapable  of  supporting  any 
considerable  load.  Each  of  the  al)ove  clas.ses  gives  rise  to  a  special 
method  of  constructing  a  foundation. 

1.  With  a  soil  of  the  first  class,  the  l)oaring  power  may  Ix*  in- 
creased by  compacting  the  surface  or  by  drainage;  or  the  area  of 
the  foundation  may  l)e  increased  by  the  use  of  masonry  footing 
courses,  inverted  ma.sonry  arches,  or  one  or  more  layers  of  timl)ers, 
railroad  rails,  iron  V)eams,  etc.  Some  one  of  these  methods  is  or- 
dinarily employed  in  constructing  foundations  on  land;  as,  for  ex- 
ample, for  buildings,  bridge  abutments,  sewers,  etc.  Usually  all 
of  these  methods  are  inapplicable  to  bridge  piers,  i.e.,  for  founda- 
tions under  water,  owing  to  the  scouring  action  of  tlic  current  and 
also  to  the  obstruction  of  the  channel  by  the  greatly  extended  base 
of  the  foundation. 

2.  With  compressible  soils,  the  area  of  contact  may  be  increased 
by  supporting  the  structure  upon  piles  of  wood  or  iron,  which  are 
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sustained  by  the  friction  of  the  soil  on  their  sides  and  by  the  direct 
pressure  on  the  soil  beneath  their  bases.  This  method  is  frequently 
employed  for  both  buildings  and  bridges. 

3.  A  semi-fluid  soil  must  generally  be  removed  entirely  and  the 
structure  founded  upon  a  lower  and  more  stable  stratum.  This 
method  is  specially  applicable  to  foundations  for  bridge  piers. 

There  are  many  cases  to  which  the  above  classification  is  not 
strictly  applicable. 

For  convenience  in  study,  the  construction  of  foundations  will 
be  discussed,  in  the  three  succeeding  chapters,  under  the  heads 
Ordinary  Foundations j  Pile  FoundationSj  and  Foundations  under 
Water.  However,  the  methods  employed  in  each  class  are  not 
entirely  distinct  from  those  used  in  the  others. 


CHAPTER  XIV 
ORDINARY  FOUNDATIONS 

« 

648.  In  this  chapter  will  be  discussed  the  method  of  constnicting 
the  foundations  for  buildings,  bridge  abutments,  culverts,  or,  in 
general,  for  any  structure  founded  upon  dry,  or  nearly  dry,  ground. 
This  class  of  foundations  could  appropriately  be  called  Foundations 
for  Buildings,  since  these  are  the  most  numerous  of  the  class. 

This  chapter  is  divided  into  three  articles.  The  first  treats  of 
the  soil,  and  includes  (a)  the  methods  of  examining  the  site  to  deter- 
mine the  nature  of  the  soil,  (b)  a  discussion  of  the  bearing  power  of 
different  soils,  and  (c)  the  methods  of  increasing  the  bearing  power 
of  the  soil.  The  second  article  treats  of  the  method  of  designing  the 
footing  courses,  and  includes  (a)  the  method  of  determining  the  load 
to  be  supported,  and  (b)  the  method  of  increasing  the  area  of  the 
foundation.  The  third  contains  a  few  remarks  concerning  the 
practical  work  of  laying  the  foundation. 

Art.  1.    The  Bed  of  the  Foundation. 

649.  Examining  the  Site.  The  nature  of  the  soil  to  be  built 
upon  is  evidently  the  first  subject  for  consideration,  and  if  it  has  not 
already  been  revealed  to  a  considerable  depth,  by  excavations  for 
buildings,  wells,  etc.,  it  will  be  necessary  to  make  an  examination 
of  the  subsoil  preparatory  to  deciding  upon  the  details  of  the  founda- 
tion. Except  for  the  heaviest  structures,  it  will  usually  be  sufficient, 
after  having  dug  the  foundation  pits  or  trenches,  to  examine  the  soil 
by  driving  a  steel  rod  or  boring  a  hole  with  a  post-auger  from  3  to  5 
feet  further,  the  depth  depending  upon  the  nature  of  the  soil  and 
the  weight  and  importance  of  the  intended  structure;  but  for  the 
largest  structures  it  is  necessary  to  examine  the  soil  to  greater  depths, 
in  which  case  more  elaborate  devices  must  be  employed.  Some  of 
the  methods  used  for  this  purpose  are:  (1)  driving  an  open  pipe; 
(2)  boring  with  an  auger;  (3)  '* washing  a  hole  down"  with  a  pipe 
and  a  water  jet;    (4)  drilling  with  either  a  percussion  or  a  rotary 

drill. 

660.  Driving  a  Pipe.  In  soft  soil,  soundings  20  or  30  feet  deep 
can  be  made  V)y  driving  a  rod  or  sections  of  gas-pipe  with  a  ham- 
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nier  ar  maul  from  a  temporarj'  scaffold,  the  height  of  which  will  of 
course  deixjnd  upon  the  length  of  the  rod  or  of  the  sections  of  the  pipe. 

Good  judgment  is  recjuired  in  interpreting  the  results  of  such 
tests,  particularly  if  the  structure  is  to  be  a  bridge  abutment  or  pier 
in  a  stream  liable  to  deep  scour.  A  layer  of  compact  sand  or  cemented 
gravel,  which  may  1x3  scoured  away,  may  1x5  mistaken  for  a  ledge  of 
rock;  but  the  difference  can  usually  be  detected  by  striking  the  rod 
or  pipe  with  a  hammer,  since  rock  will  give  a  decided  rebound  while 
gravel  or  sand  will  not.  A  bowlder  may  be  mistaken  for  bed  rock; 
but  the  difTerence  can  usually  be  dete(;ted  by  making  one  or  more 
additional  tests,  and  accurately  noting  the  depths  at  which  rock  is 
struck. 

If  samples  of  the  soil  are  desired,  use  a  2-inch  pipe  open  at 
the  lower  end.  If  nuich  of  this  kind  of  work  is  to  be  done,  it  is 
advisable  to  fit  up  a  hand  pile-driving  machine  (see  §  751),  using  a 
block  of  wood  for  the  dropping  weight. 

651.  Boring  with  Auger.  Horings  50  to  100  feet  deep  can  be  made 
ver}'  expeditiously  in  common  soil  or  clay  with  a  common  wood- 
auger,  turned  by  men  with  levers  8  or  4  feet  long.  Or  the  boring 
may  be  made  with  any  one  of  several  earth  augers  having  a  spoon- 
like form  for  bringing  up  samples  of  the  soil.  An  auger  will  bring 
up  samples  sufficient  to  determine  the  nature  of  the  soil,  but  not 
its  compactness,  since  it  will  probably  be  compressed  somewhat  in 
being  cut  off. 

When  the  testing  must  be  made  through  sand  or  loose  soil,  it 
may  be  necessary  to  drive  down  a  steel  tube  to  prevent  the  soil  from 
falling  into  the  hole.  The  sand  may  be  removed  from  the  inside 
of  this  tube  with  an  auger,  or  with  the  ''sand-pump"  used  in  digging 
artesian  wells. 

662.  Washing  a  Hole  Down.  In  soft  soil  or  clay  that  can  be 
washed  with  a  stream  of  water,  a  hole  can  be  sunk  rapidly  by  dri- 
ving a  pipe,  inserting  a  smaller  pipe  inside  of  it,  and  forcing  water 
down  the  inside  pipe,  the  d6bris  and  water  flowing  up  between  the 
two  pipes. 

663.  Drilling.  When  the  subsoil  is  composed  of  various  strata, 
particularly  if  there  arc  strata  of  hard  soil  or  rock,  it  is  necessary 
to  use  a  percussion  or  "chopping*'  drill  in  connection  with  some 
form  of  core  drill;  and  in  extreme  cases  the  diamond  drill  is  some- 
times employed.  (Ireat  care  is  needed  in  interpreting  the  results 
of  such  borings.  In  using  the  percussion  drill,  care  must  be  taken 
tiiat  a  stratum  sufficiently  hard  to  serve  as  a  foundation  is  not  passed 
by  unnoticed.  This  can  be  prevented  by  taking  dry  cores  at  fre- 
quent intervals.  In  using  a  core  drill  care  must  l)e  taken  to  dis- 
'iriminate  between  erratic  bowlders  and  native  ledge  rock. 
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664.  Testing  Bearing  Power.  If  the  builder  desires  to  avoid,  on 
the  one  hand,  the  unnecessarily  costly  foundations  which  are  fre- 
quently constructed,  or,  on  the  other  hand,  those  insufficient  founda- 
tions evidences  of  which  are  often  seen,  it  may  be  necessary,  after 
opening  the  trenches,  to  determine  the  supporting  power  of  the  soil 
by  applying  a  test  load. 

In  the  case  of  the  capitol  at  Albany,  N.  Y.,  the  soil  was  tested  l)y 
applying  a  measured  load  to  a  square  foot  and  also  to  a  sc|uare  yard. 
The  machine  used  was  a  mast  of  timber  12  inches  square,  held  vertical 
by  guys,  with  a  cross-frame  to  hold  the  weights.  For  the  smaller 
area,  a  hole  3  feet  deep  was  dug  in  the  blue  clay  at  the  bottom  of 
the  foundation,  the  hole  being  18  inches  square  at  the  top  and  14 
inches  at  the  bottom.  Small  stakes  were  driven  into  the  ground  in 
lines  radiating  from  the  center  of  the  hole,  the  tops  being  brought 
exactly  to  the  same  level;  then  any  change  in  the  surface  of  the 
ground  adjacent  to  the  hole  could  readily  be  detected  and  measured 
by  means  of  a  straight-edge.  The  foot  of  the  mast  was  placed  in  the 
hole,  and  weights  applied.  No  change  in  the  surface  of  the  adjacent 
ground  was  observed  until  the  load  reached  5.9  tons  per  sq.  ft.,  when 
an  uplift  of  the  surrounding  earth  was  noted  in  the  form  of  a  ring 
with  an  irregularly  rounded  surface,  the  contents  of  which,  above  the 
previous  surface,  measured  0.09  cubic  feet.  Similar  experiments 
were  made  by  applying  the  load  to  a  square  yard  with  essentially  the 
same  results.  The  several  loads  were  allowed  to  remain  for  some 
time,  and  the  settlements  observed.* 

Similar  experiments  were  made  in  connection  with  the  construc- 
tion of  the  Congressional  Library  Building,  Washington,  D.  C,  with 
a  frame  which  rested  upon  4  foot-plates  each  a  foot  square.  The 
frame  could  be  moved  from  place  to  place  on  wheels,  and  the  test 
was  applied  at  a  number  of  places. 

Tests  have  been  made  of  the  soil  under  a  river  bed  by  forcing 
a  3-inch  closed  pipe  into  the  ground  by  hydraulic  pressure. | 

666.  In  interpreting  the  results  of  tests  of  bearing  power,  the 
fact  should  not  be  overlooked  that  a  small  area  will  bear  a  larger 
load  per  unit  of  area  for  a  short  time  than  a  larger  area  perpetually; 
and  hence,  the  area  tested  should  be  as  large  as  practicable  and  the 
test  should  continue  as  long  as  possible. 

666.  Bearing  Power  of  Soils.  It  is  scarcely  necessary  to  say 
that  soils  vary  greatly  in  their  bearing  power,  ranging  as  they  do 
from  the  condition  of  hardest  rock,  through  all  intermediate  stages, 
to  a  soft  or  semi-liquid  condition,  as  mud,  silt,  or  marsh.  The  best 
method  of  determining  the  load  which  a  specific  soil  will  bear  is  by 

♦  Trans.  Am.  Soc.  C.  E.,  vol.  ii,  p.  33. 

t  W.  J.  Mc Alpine,  the  engineer  in  charge,  in  Trans.  Am.  Soc.  C.  E.,  vol.  ii,  p.  287, 
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direct  experiment  (§654-55);  but  good  judgment  and  experience, 
aided  by  a  careful  study  of  the  nature  of  the  soil — its  compactness 
and  the  amount  of  water  contained  in  it — will  enable  one  to  determine, 
with  reasonable  accuracy,  its  probable  supporting  power.  The 
following  data  are  given  to  assist  in  forming  an  estimate  of  the  load 
which  may  safely  be  hnposed  upon  different  soils. 

667.  Rock.  The  ultimate  crushing  strength  of  stone,  as  deter- 
mined by  crushing  small  cubes ^  ranges  from  150  tons  per  square 
foot  for  the  softest  stone — such  as  are  easily  worn  by  running  water 
or  exposure  to  the  weather — to  2,000  tons  per  square  foot  for  the 
hardest  stones  (see  Table  2,  page  11).  The  crushing  strength  of 
slabs,  i.e.,  of  prisms  of  a  less  height  than  width,  increases  as  the 
height  decreases.  A  prism  one  half  as  high  as  wide  is  about  twice  as 
strong  as  a  cube  of  the  same  material.  If  a  slab  be  conceived  as 
being  made  up  of  a  number  of  cubes  placed  side  by  side,  it  is  easy 
to  see  why  the  slab  is  stronger  than  a  cube.  The  exterior  cubes 
prevent  the  detachment  of  the  disk-like  pieces  (Fig.  1,  page  10) 
from  the  sides  of  the  interior  cubes;  and  hence  the  latter  are  greatly 
strengthened,  which  materially  increases  the  strength  of  the  slab. 
In  testing  cubes  and  slabs  the  pressure  is  applied  uniformly  over  the 
entire  upper  surface  of  the  test  specimen;  and,  reasoning  from 
analogy,  it  seems  probable  that  when  the  pressure  is  applied  to  only 
a  small  part  of  the  surface,  as  in  the  case  of  foundations  on  rock,  the 
strength  will  be  much  greater  than  that  of  cubes  of  the  same  material. 

Table  58  contains  the  results  of  experiments  made  by  the 
author,  and  shows  conclusively  that  a  unit  of  material  has  a  much 
greater  power  of  resistance  when  it  forms  a  portion  of  a  larger  mass 
than  when  isolated  in  the  manner  customary  in  making  experiments 
on  crushing  strength. 

The  ordinary  ''crushing  strength"  given  in  next  to  the  last 
column  of  Table  58  was  obtained  by  crushing  cubes  of  the  identical 
materials  employed  in  the  other  experiments.  The  concentrated 
pressure  was  applied  by  means  of  a  hardened  steel  die  thirty-eight 
sixty-fourths  of  an  inch  in  diameter  (area  =  0.277  sq.  in.).  All  the 
tests  were  made  between  self-adjusting  parallel  plates.  No  cushions 
were  used  in  either  series  of  experiments;  that  is,  the  pressed  sur- 
faces were  the  same  in  both  series.  However,  the  block  of  limestone 
7  inches  thick  (Experiments  No.  8  and  13)  is  an  exception  in  this 
respect.  This  block  had  been  sawed  out  and  was  slightly  hollow,  and 
it  was  thought  not  to  be  worth  while  to  dress  it  down  to  a  plane.  As 
predicted  Ixjfore  making  the  test,  the  block  split  each  time  in  the 
direction  of  the  hollow.  If  the  bed  had  been  flat,  the  block  would 
doubtless  have  shown  a  greater  strength.  The  concentrated  pressure 
was  generally  applied  near  the  corner  of  a  large  block,  and  the 
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distance  from  the  center  of  the  die  to  the  edge  of  the  block  as  given 
in  the  table  ia  to  the  nearest  edge.  Frequently  the  block  had  a 
ragged  edge,  and  therefore  these  distances  are  only  approximate. 
The  quantity  in  the  last  column — "Ratio" — is  the  unit  crushing 

TABLE  58. 

CoupRESsivK  Strength  when  the  Pkessure  Is  Applied  oh 

ONLY  A  Part  of  the  Uppeh  Surface. 


Clay,  which  for  years  has  Nofely  carried,  without  appreciable  Eetllemeot, 
buil<lin)pi  concentrating  1)  to  2  tons  per  isquare  foot  (20  t«  28  pounds 
per  sqvmre  inch),  when  teBt«d  in  the  form  of  cubes  was  crushed  with 
4  to  8  pounds  per  square  inch.     In  this  case  the  average  "  ratio  "  is  4 . 3. 


load  for  concentrated  pressures  dhndfd  by  the  unit  crushing  load  for 
uniform  pressure. 

The  experiments  are  tabulated  in  an  order  intended  to  show  that 
the  strength  under  concentrated  pressure  varies  (1)  with  the  thick- 
ness of  the  block  and  (2}  with  the  distance  between  the  die  and  the 
edge  of  the  ninterial  being  tested.  It  is  clear  that  the  strength 
increases  very  rapidly  with  both  the  thickness  and  the  distance  from 
the  edge  to  the  point  where  the  pressure  is  applied.     Therefore  we 
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conclude  that  the  compressive  strength  of  cubes  of  a  stone  gives  little 
or  no  idea  of  the  ultimate  resistance  of  the  same  material  when  in 
thick  and  extensive  layers  in  its  native  bed. 

658.  The  safe  Ixjaring  power  of  rock  is  certainly  not  less  than 
one  tenth  of  the  ultimate  crushing  strength  of  cubes;  that  is  to  say, 
the  safe  bearing  power  of  solid  rock  is  not  less  than  18  tons  per  sq. 
ft.  for  the  softest  rock  and  180  for  the  strongest.  It  is  safe  to  say 
that  almost  any  rock,  from  the  hardness  of  granite  to  that  of  a  soft 
crumbling  stone  easily  worn  by  exposure  to  the  weather  or  to  run- 
ning water,  when  well  bedded  will  Ijcar  the  heaviest  load  that  can 
be  brought  upon  it  by  any  masonry  construction. 

It  scarcely  ever  occurs  in  practice  that  rock  is  loaded  with  the 
full  amount  of  weight  which  it  is  capable  of  sustaining,  as  the  extent 
of  base  necesoary  for  the  stability  of  the  structure  is  generally  suflS- 
cient  to  prevent  any  undue  pressure  coming  on  the  rock  beneath. 

669.  Corthell  cites*  five  examples  of  structures  that  have  stood 
without  settlement  in  which  the  pressure  on  *'hard  pan"  ranged 
from  3.0  to  12.0  tons  per  sq.  ft.,  the  average  being  8.7  tons. 

660.  Clay.  The  clay  soils  vary  from  slate  or  shale,  which  will 
support  any  load  that  can  come  upon  it,  to  a  soft,  wet  clay  which 
will  squeeze  out  in  every  direction  when  a  moderately  heavy  pressure 
is  brought  upon  it.  Foundations  on  clay  should  be  laid  at  such 
depths  as  to  be  unaffected  by  the  weather;  since  clay,  at  even  con- 
siderable depths,  will  gain  and  lose  considerable  water  as  the  seasons 
change.  The  bearing  power  of  clayey  soils  can  be  very  much  im- 
proved by  drainage  (§671),  or  by  preventing  the  penetration  of 
water.  If  the  foundation  is  laid  upon  undrained  clay,  care  must  be 
taken  that  excavations  made  in  the  immediate  vicinity  do  not  allow 
the  clay  under  pressure  to  escape  by  oozing  away  from  under  the 
building.  When  the  clay  occurs  in  strata  not  horizontal,  great  care 
is  necessary  to  prevent  this  flow  of  the  soil.  When  coarse  sand  or 
gravel  is  mixed  with  the  clay,  its  supporting  power  is  greatly  in- 
creased, being  greater  in  proportion  as  the  quantity  of  these  materials 
is  greater.  When  they  are  present  to  such  an  extent  that  the  clay 
is}  just  sufficient  to  bind  them  together,  the  combination  will  bear 
ne^irly  as  heavy  loads  as  the  softer  rocks. 

661.  The  following  data  on  the  bearing  power  of  clay  will  be  of 
assistance  in  deciding  upon  the  load  that  may  safely  be  imposed 
upon  any  particular  clayey  soil. 

Experiments  made  on  the  clay  under  the  piers  of  the  bridge 
across  the  Missouri  River  at  Bismarck,  with  surfaces  IJ  inches  square, 
gave  an  average  ultimate  bearing  powder  of  15  tons  per  sq.  ft.  Clay 
in  thick  compact  beds,  without  any  admixture  of  loam  or  vegetable 
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matter,  has  carried  10  tons  per  sq.  ft.  without  appreciable  settlement. 
In  the  case  of  the  Congressional  Library-  ({  654).  the  ultimate  sup- 
porting power  of  "yellow  clay  mixed  with  sand*'  was  l'A\  tons  jx^r 
sq.  ft.;  and  the  safe  load  was  assumed  to  l)e  2 J  tons  per  sq.  ft. 

The  stiflfer  varieties  of  clay,  when  kept  dry,  will  Siifely  bear  from 
4  to  6  tons  per  sq.  ft.;  but  the  same  clay,  if  allowed  to  l)e<*ome 
saturated  with  water,  can  not  l)e  trusted  to  bear  more  than  2  tons 
per  sq.  ft.  From  the  experiments  made  in  connection  with  the  con- 
struction of  the  capitol  at  Albany,  N.  Y.,  as  described  in  §  654,  the 
conclusion  wiis  drawn  that  the  extreme  supporting  power  of  that  soil 
was  less  than  6  tons  i>er  sfi-  ft.,  and  that  the  load  which  might  \ic 
safely  imposed  upon  it  wtts  2  tons  per  sq.  ft.  "The  soil  was  blue 
clay  containing  from  60  to  90  per  cent  of  alumina,  the  remainder 
being  fine  siliceous  sand.  The  soil  contains  from  27  to  43,  usually 
about  40,  per  cent  of  water;  and  various  samples  of  it  weighed  from 
81  to  101  lb.  percu.  ft.'' 

At  Chicago  it  was  formerly  tlie  custom  to  found  upon  the  clay, 
and  the  load  ordinarily  put  on  a  thin  layer  of  day  (hard  above  and 
soft  below,  resting  on  a  thick  stratum  of  quicksand)  was  l\  to  2  tons 
per  sq.  ft.;  and  the  settlement,  whicli  usually  reached  a  nuiximum 
in  a  year,  was  about  2  to  2\  inches  per  ton  of  load.  Experience  in 
central  Illinois  shows  that,  if  the  foundation  is  carried  down  l)elow 
the  action  of  frost,  the  clay  subsoil  will  bear  IJ  to  2  tons  per  sq.  ft. 
without  appreciable  settliuGj. 

Corthell  cites*  sixteen  examples  of  structures  that  have  stood 
without  material  settlement  in  which  the  pressure  on  day  ranged 
from  4.50  to  5.()0  tons  per  s(j.  ft.,  the  mean  l)eing  5.2  tons;  and  gives 
five  other  examples  in  wliidi  there  was  nota))le  settlement  with 
pressures  on  "hard  day"  between  2.0  and  S.O  tons  per  scj.  ft.  with 
an  average  of  5.0S.  For  corresponding  data  for  "hard  pan"  see 
§659. 

662.  The  stiff  V)lue  clay  of  London  seems  not  to  be  able  to  support 
more  than  5  tons  per  s(}.  ft.,  for  three  bridges  across  the  Thames — 
the  old  Westminster,  the  Hlackfriars,  and  the  "new"  London  (built 
in  1831) — each  gave  a  pressure  of  almut  5  tons  per  sq.  ft.  upon  the 
clav  and  each  settled  badlv- 

663.  Sand.  The  sandv  soils  varv  from  coarse  gravel  to  fine  sand. 
The  former  when  of  sufficient  thickness  forms  one  of  the  firmest  and 
best  foundations;  and  the  latter  when  saturated  with  water  is 
practically  a  liquid.  Sand  when  dry,  or  wet  sand  when  prevented 
from  spreading  laterally,  forms  one  of  the  best  l)eds  for  a  foundation. 
Porous,  sandy  soils  are,  as  a  rule,  unafTected  by  stagnant  water,  but 
are  easily  removed  by  running  water;  in  the  former  case  they  present 
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no  difficulty,  but  in  the  latter  they  require  extreme  care  at  the  hands 
of  the  constructor,  as  will  be  considered  later. 

664.  Compact  gravel  or  clean  sand,  in  beds  of  considerable 
thickness,  protected  from  being  carried  away  by  water,  may  be 
loaded  with  8  to  10  tons  per  sq.  ft.  with  safety.  In  an  experi- 
ment in  France,  clean  river-sand  compacted  in  a  trench  sup- 
ported 100  tons  per  sq.  ft.  Fine  sand  well  cemented  with  clay 
and  compacted,  if  protected  from  water,  will  safely  carry  4  to  6 
tons  per  sq.  ft. 

The  piers  of  the  Cincinnati  Suspension  Bridge  are  founded  on  a 
bed  of  coarse  gravel  12  feet  below  low-water,  although  solid  lime- 
stone was  only  12  feet  deeper;  if  the  friction  on  the  sides  of  the  pier* 
be  disregarded,  the  maximum  pressure  on  the  gravel  is  4  tons  per 
sq.  ft.  The  New  York  pier  of  the  Brooklyn  Suspension  Bridge  is 
founded  44  feet  below  the  bed  of  the  river,  upon  a  layer  of  sand  2 
feet  thick  resting  upon  bed-rock,  the  maximum  pressure  being  about 
6}  tons  per  sq.  ft. 

At  Chicago  sand  and  gravel  about  15  feet  below  the  surface  are 
successfully  loaded  with  2  to  2^  tons  per  sq.  ft.  At  Berlin  the  safe 
load  for  sandy  soil  is  generally  taken  at  2  to  2^  tons  per  sq.  ft.  The 
Washington  Monument,  Washington,  D.  C,  rests  upon  a  bed  of  very 
fine  sand  two  feet  thick  underlying  a  bed  of  gravel  and  bowlders, 
the  ordinary  pressure  on  certain  parts  of  the  foundation  being  not 
far  from  11  tons  per  sq.  ft.,  which  the  wind  may  increase  to  nearly 
14  tons  per  sq.  ft. 

Corthell  cites  f  ten  examples  of  structures  that  give  pressures  on 
fine  sand  ranging  from  2.25  to  5.8  tons  per  sq.  ft.,  the  average  being 
4.5  tons;  thirty-three  examples  of  pressures  on  coarse  sand  and 
gravel  ranging  from  2.40  to  7.75  tons  with  an  average  of  5.1  tons; 
and  ten  examples  on  sand  and  clay  from  2.5  to  8.5  tons  per  sq.  ft., 
the  average  being  4.9  tons — all  without  settlement.  The  same  author 
gives  three  examples  in  which  pressures  of  1.8  to  7.00  tons  per  sq. 
ft.  (average  5.20)  on  fine  sand  gave  notable  settlement;  and  three 
examples  where  pressures  of  1.6  to  7.4  tons  per  sq.  ft.  (average  3.30) 
on  sand  and  clay  gave  undesirable  settlement. 

666.  Semi-Liqiiid  Soils.  With  a  semi-liquid  soil,  as  mud,  silt, 
or  quicksand,  it  is  customary  (1)  to  remove  it  entirely,  or  (2)  to 
sink  piles,  tubes,  or  caissons  through  it  to  a  solid  substratum,  or 
(3)  to  consolidate  the  soil  by  adding  earth,  sand,  stone,  etc.  The 
method  of  performing  these  operations  will  be  described  later.  Soils 
of  a  soft  or  semi-liquid  character  should  never  be  relied  upon  for  a 
foundation  when  anything  better  can  be  obtained;    but  a  heavy 

*  For  the  amount  of  such  friction,  see  §  853-54  and  (  887. 
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superstructure  may  be  supported  by  the  upward  pressure  of  a  semi- 
liquid  soil,  in  the  same  way  that  water  bears  up  a  floating  body. 

According  to  Rankine,*  a  building  will  be  supported  when  the 

pressure  at  its  base  isw  h  ( -, —  )    per    unit  of    area,    in   which 

M  —  sm  aj 

expression  w  is  the  weight  of  a  unit  volume  of  the  soil,  h  is  the  depth 
of  immersion,  and  a  is  the  angle  of  repose  of  the  soil.  If  «  5°, 
then  according  to  the  preceding  relation  the  supporting  power  of 
the  soil  is  1.4  i^  A  per  unit  of  area;  if  a  =  10°,  it  is  2.0  w  h;  and 
if  a  =  15°,  it  is  2.9  w  h.  The  weight  of  soils  of  this  class,  i.e.,  mud, 
silt,  and  quicksand,  varies  from  100  to  130  lb.  per  cu.  ft.  Rankine 
gives  this  formula  as  being  applicable  to  any  soil;  but  since  it  takes 
no  account  of  cohesion,  for  most  soils  it  is  only  roughly  approximate, 
and  gives  results  too  small.  The  following  experiment  seems  to 
show  that  the  error  is  considerable.  *'A  10-foot  square  base  of 
concrete  resting  on  mud,  whose  angle  of  repose  was  5  to  1  [«  =  1 1  §°], 
bore  700  lb.  per  sq.  ft.'*t  This  is  2i  times  the  result  by  the  above 
formula,  using  the  maximum  value  of  w. 

Large  buildings  have  been  securely  founded  on  quicksand  by 
making  the  base  of  the  immersed  part  as  large  and  at  the  same  time 
as  light  as  possible.  Timber  in  successive  layers  (§  705)  is  generally 
used  in  such  cases.  This  class  of  foundations  is  frequently  required 
in  constructing  sewers  in  water-bearing  sands,  and  though  apparently 
presenting  no  difficulties,  such  foundations  often  demand  great  skill 
and  ability. 

666.  It  is  difficult  to  give  results  of  the  safe  bearing  power  of 
soils  of  this  class.  A  considerable  part  of  the  supporting  power  is 
derived  from  the  friction  on  the  vertical  sides  of  the  foundation,  and 
hence  the  l)earing  power  depends  to  a  considerable  degree  upon  the 
area  of  the  side  surface  in  contact  with  the  soil;  and  with  this  class 
of  soils  it  is  particularly  important  that  the  area  tested  should  be  as 
large  as  possible.  Furthermore,  it  is  difficult  to  determine  the 
exact  supporting  power  of  a  plastic  soil,  since  a  consideral)le  settle- 
ment is  certain  to  take  place  with  the  lapse  of  time. 

Some  careful  and  extensive  experiments  on  the  alluvial  soil  of 
Calcutta  showed  that  loads  not  exceeding  2,700  lb.  per  sq.  ft.  caused 
no  greater  settlement  than  0.19  to  0.31  inch. J 

Corthell^  gives  seven  examples  of  structures  founded  on  alluvium 
and  silt  in  which  the  pressure  ranged  from  1.5  to  0.2  tons  per  sq.  ft., 

*  See  Rankine's  Civil  Engineering,  p.  379. 

t  Proc.  Inst,  of  C.  E.,  vol.  xviii,  p.  493. 

J  Engineering  (I^ndon),  vol.  xx,  p.  103;  also  Engineering  News,  vol.  xxi,  p.  116. 
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the  average  being  2.9  tons,  in  which  there  was  no  settlement;  and 
two  examples  in  which  there  was  notable  settlement  under  pressures 
varying  from  1.60  to  7.60  tons  per  sq.  ft.  The  experience  at  New 
Orleans  with  alluvial  soil  and  a  few  experiments*  that  have  been 
made  on  quicksand  seem  to  indicate  that  with  a  load  of  A  to  1  ton 
per  square  foot  the  settlement  will  not  be  excessive. 

667.  Summary.     Gathering  together  the  results  of  the  preceding 
discussion,  we  have  Table  59. 


TABLE  59. 
Safe  Bearing  Power  of  Soils. 


Kind  of  Matkkial. 

Safe  Bkabinq  Power 
IN  Tons  per  Sq.  Ft. 

Min. 

Max. 

Rock — the  hardest — in  thick  layers,  in  native  bed  (§657-59) . 
**     eaual  to  best  ashlar  masonry  (^  657-59) 

200 
25 
15 
5 
6 
4 
1 
8 
4 
2 
0.5 

30 

"         **             "     brick          **                 '•         

20 

"         "       *'  poor     **             *'                 "        

10 

Clay,  in  thick  beds,  always  dry  (^  660-62) 

8 

'*      "     "         **     moderately  dry  (^  660-62) 

6 

"    soft  (^  660-62) 

2 

Gravel  and  coarse  sand,  well  cemented  (§  663-64) 

Sand, dry,  compact  and  well  cemented,            **         

"      clean,  dry    "         

Quicksand,  allu\ial  soils,  etc.  (t^  665-66) 

10 
6 
4 
1 

668.  Oondusion.  It  is  well  to  notice  that  there  are  some  practical 
considerations  that  modify  the  pressure  which  may  safely  be  put 
upon  a  soil.  For  example,  the  pressure  on  the  foundation  of  a  tall 
chimnev  should  be  considerably  less  than  that  of  the  low  massive 
foundation  of  a  fire-proof  vault.  In  the  former  case  a  slight  in- 
equality of  bearing  power,  and  consequent  unequal  settling,  mig^t 
endanger  the  stability  of  the  structure:  while  in  the  latter  no  serious 
harm  would  result.  The  pressure  per  unit  of  area  should  l>e  less  for 
a  light  structure  subject  to  the  passage  of  hea\y  loads — as.  for 
example,  a  railroad  viaduct — than  for  a  hea\y  structure  subject 
oidy  to  a  quiescent  load,  since  the  shock  and  jar  of  the  moNing  load 
are  far  more  serious  than  the  hea\ier  quiescent  load. 

The  determination  of  the  safe  liearing  power  of  soils,  particularly 
when  dealing  ^\^th  those  of  a  semi-liquid  character,  is  not  the  only 
question  that  must  receive  careful  attention.     In  the  foundations 

*  Trmn.<.  Am.  Sor.  of  C  E..  vol.  xiv,  p.  \S2:   Engfin^rrimg.  xtjA.  xx.  p.  103:  Proc 
InM.  »>f  O.  K..  v.il.  xvH.  p.  413:   CVeman's  Railnaad  Prarticr,  p.  103-4. 
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for  buildings,  it  may  1^  necessan^  to  provide  a  safeguard  against  the 
aoirs  escaping  by  being  pressed  out  laterally  into  excavations  in  the 
vicinity.  For  example,  in  Chicago  some  of  the  largest  juid  finest 
buildings  have  settleil  owing  to  the  flow  of  the  phistic  clay  into 
foundations  opened  across  the  street.  In  New  York  City  one  of  the 
largest  buildings  settled  l)ecause  of  the  pumping  of  fine  sand  from  an 
artesian  well  on  the  site  in  getting  water  for  the  boilers  of  the  build- 
ing. A  still  more  remarkal^le  case  occurred  in  I^)ndon  where  7(K) 
feet  of  the  walls  of  the  East  India  D()<*k  settle<l  in  conse(juence  of 
the  sinking  of  a  foundation  at  the  Midland  Dock  1,5CK)  feet  away,  and 
the  source  of  the  trouble  was  not  discovered  until  a  "sand  blow'* 
at  the  latter  place  revealed  the  connection. 

In  the  foundations  for  bridge  abutments,  it  may  l>e  necessary  to 
consider  what  the  effect  will  l)c  if  the  soil  aroimd  the  abutment 
Incomes  thoroughly  saturated  with  water,  as  it  may  during  a  flood: 
or  what  the  effect  will  be  if  the  soil  is  deprived  of  its  lateral  support 
by  the  washing  away  of  the  soil  adjacent  to  the  abutment.  The 
provision  to  prevent  the  wash  and  undermining  action  of  the  stream 
is  often  a  very  considerable  part  of  the  cost  of  the  structure.  The 
prevention  of  either  of  these  liabilities  is  a  problem  by  itself,  to  the 
solution  of  which  any  general  discussion  will  contribute  but  little. 

669.  IBCPROYINO    THE    BEARING    POWER    OF    TEE    SOIL.      When 

the  soil  directly  under  a  proposed  structure  is  incapable,  in  its  normal 
state,  of  sustaining  the  load  that  will  ]>e  brought  upon  it,  the  l>earing 
power  may  be  increased  (1)  Iw  increasing  the  depth  of  the  founda- 
tion, (2)  by  draining  the  site,  tt)  by  compacting  the  soil,  or  (4)  by 
adding  a  layer  of  sand. 

670.  Increasing  the  Depth.  The  simplest  method  of  increasing 
the  bearing  power  is  to  dig  deeper.  Ordinary  soils  will  boar  more 
weight  the  greater  the  depth  reached,  owing  to  their  becoming  more 
condensed  from  the  superincumbent  weight.  Depth  is  especially 
important  with  clay,  since  it  is  then  less  liable  to  be  displaced  laterally 
owing  to  other  excavations  in  the  immediate  vicinity,  and  also 
because  at  greater  depths  the  amount  of  moisture  in  it  will  not  vary 
so  much.  However,  occasionally  the  soil  grows  more  moist  as  the 
depth  increases  l)eyond  a  moderate  distance,  in  which  case  increasing 
the  depth  is  undesirable.  For  example,  in  Chicago  the  clay  grows 
softer  after  a  depth  of  a])out  12  to  14  feet  Ix^low  the  sidewalk  is 
reached. 

In  any  soil,  the  bed  of  the  foundation  should  l)e  l>elow  the  reach 
of  frost.  Even  a  foundation  on  l)ed-rock  should  be  below  the  frost 
line,  else  water  may  get  under  the  foundation  through  fissures,  and, 
freezing,  do  flamage. 

671.  Drainage.     Another  simple  method  of  increasing  the  bearing 
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power  of  a  soil  is  to  drain  it.  The  water  may  find  its  way  to  the  bed 
of  the  foundation  down  the  side  of  the  wall,  or  by  percolation  through 
the  soil,  or  through  a  seam  of  sand.  In  most  cases  the  bed  can  be 
sufficiently  drained  by  surrounding  the  building  with  a  tile  drain 
laid  a  little  below  the  foundation. 

In  more  difficult  cases,  the  expedient  is  employed  of  covering  the 
site  with  a  layer  of  gravel — the  thickness  depending  upon  the  plas- 
ticity of  the  soil, — the  gravel  serving  the  double  purpose  of  distrib- 
uting the  concentrated  loads  of  the  footings  to  a  larger  area  of  the 
native  soil  and  of  improving  the  drainage  of  the  bed  of  the  founda- 
tion. In  extreme  cases,  it  is  necessary  to  inclose  the  entire  site  with 
a  puddle-wall  to  cut  off  drainage  water  from  a  higher  area. 

672.  Springs.  In  laying  foundations,  springs  are  often  met  with 
and  sometimes  prove  very  troublesome.  The  water  may  sometimes 
be  excluded  from  the  foundation  pit  by  driving  sheet  piles,  or  by 
plugging  the  spring  with  concrete.  If  the  flow  is  so  strong  as  to  wash 
the  cement  out  before  it  has  set,  a  heavy  canvas  covered  wdth  pitch, 
etc.,  upon  which  the  concrete  is  deposited,  is  sometimes  used;  or 
the  water  may  be  carried  away  in  temporary  channels,  until  the  con- 
crete in  the  artificial  bed  shall  have  set,  when  the  waterways  may 
be  filled  with  semi-fluid  cement  mortar.  Below  is  an  account  of  the 
method  of  stopping  a  very  troublesome  spring  encountered  in  laying 
the  foundation  of  the  dry-dock  at  the  Brooklyn  Navy  Yard. 

''The  dock  is  a  basin  composed  of  stone  masonry  resting  on 
piles.  The  foundation  is  42  feet  below  the  surface  of  the  ground 
and  37  feet  below  mean  tide.  In  digging  the  pit  for  the  foundation, 
springs  of  fresh  water  were  discovered  near  the  bottom,  which 
proved  to  be  very  troublesome.  The  upward  pressure  of  the  water 
was  so  great  as  to  raise  the  foundation,  however  heavily  it  was 
loaded.  The  first  indication  of  undermining  by  these  springs  was 
the  settling  of  the  piles  of  the  dock  near  by.  In  a  day  it  made  a 
cavity  in  which  a  pole  was  run  down  20  feet  below  the  foundation 
timbers.  Into  this  hole  were  thrown  150  cubic  feet  of  stone,  which 
settled  10  feet  during  the  night;  and  50  cubic  feet  more,  thrown  in 
the  following  day,  drove  the  spring  to  another  place,  where  it  burst 
through  a  bed  of  concrete  2  feet  thick.  This  new  cavity  was  filled 
with  concrete,  but  the  precaution  was  taken  of  putting  in  a  tube  so 
as  to  permit  the  water  to  escape;  still  it  burst  through,  and  the 
operation  was  repeated  several  times,  until  it  finally  broke  out 
through  a  heavy  body  of  cement  14  feet  distant.  In  this  place  it 
undermined  the  foundation  piles.  These  were  then  driven  deeper 
by  means  of  followers;  and  a  space  of  1,000  square  feet  around  the 
spring  was  then  planked,  forming  a  floor  on  which  was  laid  a  layer  of 
brick  in  dry  cement,  and  on  that  a  layer  of  brick  set  in  mortar,  and 
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the  foundation  was  completed  over  all.  Several  vent-holes  were 
left  through  the  floor  and  the  foundation  for  the  escape  of  the  water. 
The  work  was  completed  in  1851,  and  has  stood  well  ever  since." 

673.  Oonsolidatiiig  the  Soil.  The  bearing  power  of  a  soft  or  com- 
pressible soil  may  be  improved  in  any  one  of  several  ways,  viz.: 
(1)  by  adding  a  layer  of  sand,  (2)  by  driving  wood  piles,  (8)  by  using 
sand  piles,  or  (4)  by  the  compressol  system. 

674.  By  Adding  Sand.  The  simplest  method  of  improving  the 
bearing  power  of  a  compressible  soil  is  to  spread  sand  or  gravel  or 
broken  stone  over  the  bed  of  the  foundation,  and  pound  it  into  the 
soil,  thus  forming  a  comparatively  compact  stratum  upon  which  to 
found  the  structure.  This  method  is  not  very  effective,  since  at 
best  the  effect  of  the  blow  can  not  extend  very  deep,  while  the 
heavy  masses  of  the  masonry  make  themselves  felt  at  great  depths. 

A  more  efficient  way  is  to  make  an  excavation  a  little  larger  than 
the  proposed  structure  and  cover  the  bed  of  the  foundation  with  a 
layer  of  sand  or  gravel.  The  sand  should  be  deposited  in  successive 
layers,  each  of  which  should  be  thoroughly  tamped  before  laying 
the  next.  The  sand  should  be  moist,  so  it  will  pack  well.  Sand, 
when  used  in  thi?  way,  possesses  the  valuable  property  of  assuming 
a  new  position  of  equilibrium  and  stability  should  the  soil  on  which 
it  is  laid  yield  at  any  of  its  points;  and  not  only  does  this  take  place 
along  the  base  of  the  sand  bed,  but  also  along  its  edges  or  sides.  The 
bed  of  sand  must  be  thick  enough  to  distribute  the  pressure  on  its 
upper  surface  over  the  entire  base  of  the  trench.  Some  authors 
attempt  to  determine  the  proper  thickness  of  the  layer  by  assuming 
that  the  pressure  is  uniformly  distributed  over  an  area  bounded  by 
planes  extending  downward  from  the  lower  edges  of  the  wall  at  the 
natural  angle  of  repose  of  the  material  used  for  filling;  but  the 
results  of  such  computations  are  worthless,  since  the  validity  of  this 
assumption  is  open  to  serious  objections.  The  thickness  to  l)e 
employed  is  entirely  a  matter  of  judgment,  or  of  experiment  in  each 
particular  case. 

The  following  example,  cited  by  Trautwine,  is  interesting  as 
showing  the  surprising  effect  of  even  a  thin  layer  of  sand  or  gravel: 
"Some  portions  of  the  circular  brick  aqueduct  for  supplying  Boston 
with  water  gave  a  great  deal  of  trouble  when  its  trenches  passed 
through  running  quicksands  and  other  treacherous  soils.  Concrete 
was  tried,  hut  the  wet  quicksand  mixed  itself  with  it  and  killed  it. 
Wooden  cradles,  etc.,  also  failed;  and  the  difficulty  was  overcome 
by  simply  depositing  in  the  trenches  about  two  feet  in  depth  of 
strong  gravel." 

676.  By  Driving  Wood  Piles.  If  the  soil  is  very  soft,  it  can  be 
consolidated  to  a  considerable  depth  by  driving  wood  piles,  for  which 


346  Ordinary  Foundations.  [Chap.  XIV. 

purpose  many  small  ones  are  preferable  to  fewer  but  larger  ones.  It 
is  customary  to  employ  piles  about  6  feet  long  and  about  6  inches  in 
diameter,  since  this  size  can  be  driven  with  a  hand  maul  or  by  drop- 
ping a  heavy  block  of  wood  with  a  tackle  attached  to  any  -simple 
frame,  or  by  a  hand  pile-driver  (§  751).  They  may  be  driven  as 
close  together  as  necessary,  although  2  to  4  feet  in  the  clear  is  usually 
sufficient. 

In  this  connection  it  is  necessary  to  remember  that  clay  is  com- 
pressible, while  sand  is  not,  and  that  hence  this  method  of  consolidat- 
ing soils  is  not  applicable  to  sand,  and  is  not  very  efficient  in  soils 
largely  composed  of  it. 

676.  When  the  piles  are  driven  primarily  to  compact  the  soil, 
it  is  customary  to  load  them  and  also  the  soil  between  them,  either 
by  cutting  the  piles  off  near  the  surface  and  laying  a  tight  platform 
of  timber  on  top  of  them  (see  §  721),  or  by  depositing  a  bed  of  con- 
crete between  and  over  the  heads  of  the  piles  (see  §  720). 

If  the  soil  is  very  soft  or  composed  largely  of  sand,  this  method 
is  ineffective;  in  which  case  long  piles  are  driven  as  close  together 
as  is  necessary,  the  supporting  power  being  derived  either  from  the 
resting  of  the  piles  upon  a  harder  substratum  or  from  the  buoyancy 
due  to  immersion  in  the  semi-liquid  soil.  This  method  of  securing  a 
foundation  by  driving  long  piles  is  very  expensive,  and  is  seldom 
resorted  to  for  buildings,  since  it  is  generally  more  economical  to 
increase  the  area  of  the  foundation. 

677.  By  Using  Sand  Piles.  Experiments  show  that  in  compact- 
ing the  soil  by  driving  wood  piles,  it  is  better  to  withdraw  them  and 
immediately  fill  the  holes  with  sand,  than  to  allow  the  wooden  piles 
to  remain.  This  advantage  is  independent  of  the  question  of  the 
durability  of  the  wood.  When  the  wooden  pile  is  driven,  it  com- 
presses the  soil  an  amount  nearly  or  quite  equal  to  the  volume  of 
the  pile,  and  when  the  latter  is  withdrawn  this  consolidation  remains, 
at  least  temporarily.  If  the  hole  is  immediately  filled  with  sand  this 
compression  is  retained  permanently,  and  the  consolidation  may  be 
still  further  increased  by  ramming  in  the  sand  in  thin  layers,  owing 
to  the  ability  of  the  latter  to  transmit  pressure  laterally.  And 
further,  the  sand  pile  will  support  a  greater  load  than  the  wooden 
pile;  for,  since  the  sand  acts  like  innumerable  small  arches  reaching 
from  one  side  of  the  hole  to  the  other,  more  of  the  load  is  transmitted 
to  the  soil  on  the  sides  of  the  hole.  To  secure  the  best  results,  the 
sand  should  ])e  fine,  sharp,  clean,  and  of  uniform  size. 

678.  By  the  Compressol  System.  This  method  consists  in  form- 
ing a  hole  in  compressible  soil  by  dropping  a  heavy  conical  iron 
weight,  or  "perforator,"  from  a  considerable  height,  and  then  filling 
the  hole  with  concrete  upon  which  is  to  rest  a  column  or  beam  which 
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carries  the  superstTucture.  This  is  a  comparatively  new  method  of 
founding;  which  has  been  employed  to  a  considerable  extent  in  Europe 
in  the  last  few  years.  The  pwforator  usually  has  a  base  of  2J  to  :\ 
feet,  and  weigiis  about  2  tons:  and  frequently  has  a  fall  of  20  to  30 
feet.  Holes  have  been  sunk  50  feet  deep  by  this  process.  The 
perforator  compresses  the  soil  laterally,  and  thereby  greatly  increases 
its  water-tightness:  and  by  dropping  a  little  lime  or  clay  into  the 
hole  before  each  fall  of  the  perforator,  it  is  usually  possible  to  make 
the  hole  absolutely  water-tight,  since  the  lime  or  clay  is  plastered 
and  compacted  on  the  sides  of  the  hole.  Sometimes  bowlders  are 
rammed  into  the  soil  at  the  bottom  of  the  hole,  by  dropping  a  pear- 
shaped  weight  upon  them,  thus  stifl  further  consolidating  the  soil. 
Finally  the  hole  is  filled  with  concrete,  the  thorough  tamping  of 
which  enlarges  the  hole  and  still  further  consolidates  the  soil,  the 
amount  of  concrete  put  into  the  hole  frequently  being  three  or  four 
times  the  original  volume  of  the  hole. 

This  method  of  founding  has  a  number  of  marked  advantages. 
1.  No  excavations  are  required,  and  therefore  there  is  no  danger  of 
disturbing  the  equilibrium  of  the  soil.  2.  It  eliminates  all  danger 
to  men  working  below  the  surface  of  the  ground.  3.  It  is  compara- 
tively cheap,  since  all  the  operations  are  performed  by  machinery. 
4.  It  is  quite  rapid,  since  a  hole  from  25  to  30  feet  deep  can  be  sunk 
and  filled  in  3  or  4  hours.  5.  It  is  possible  to  sink  a  hole  as  deep  and 
as  large  as  required  by  the  desired  l3earing  power. 

Art. '2..  Designing  thk  Foundation. 

679.  Load  to  be  Supported.  The  first  step  is  to  ascertain  the 
load  to  be  supported  by  the  foundation.  This  load  consists  of  three 
parts:  (1)  the  building  itself,  (2)  the  movable  loads  on  the  floors 
and  the  snow  on  the  roof,  and  (3)  the  part  of  the  load  that  may  he 
transferred  from  one  part  of  the  foundation  to  the  other  by  the  force 
of  the  wind. 

680.  Dead  Load.  The  weight  of  the  building  is  ejxsily  ascer- 
tained by  calculating  the  cubical  contents  of  all  the  various  materials 
in  the  structure.  If  the  weight  is  not  equally  distrilnited,  care  must 
\>e  taken  to  ascertain  the  proportion  to  l)e  carried  by  each  part  of  the 
foundation.  For  example,  if  one  vertical  section  of  the  wall  is  to 
contain  a  number  of  large  windows  while  another  will  consist  entirely 
of  solid  masonry,  it  is  evident  that  the  pressure  on  the  foundation 
under  the  first  section  will  l)e  less  than  that  under  the  second. 

In  this  connection  it  must  \ye  borne  in  mind  that  concentrated 
pressures  ai^  not  transmitted,  undiminished,  through  a  solid  mass 
in  the  line  of  application,  but  spread  out  in  successively  radiating 
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front,  will  be  concentrated  on  that  part  of  the  foundation  imniedit^  t  ^ly 
under  the  piers. 

684.  Abe  A  RlQUIBED.  Having  determined  the  pressure  vrlrM.  me*h 
may  safely  be  brought  upon  the  soil,  and  having  ascertained  "t:  tie 
weight  of  each  part  of  the  structure,  the  area  required  for  the  fouri  c:.  lii- 
tion  is  easily  determined  by  dividing  the  latter  by  the  former.  T\^  «£* n. 
having  found  the  area  of  foundation,  the  base  of  the  stnicture  in  i-ii-st 
l)e  extended  by  footings  of  masonry,  concrete,  timl>er,  etc.,  so  ii^ri  t  o 
(])  cover  that  area  and  (2)  distribute  the  pressure  uniformly  ove^r-  it. 
The  two  items  will  be  considered  in  inverse  order. 

686.  Oenteb  of  Pbessube  and  Oemtbb  of  Base.  In  constrvx  ct- 
ing  a  foundation  the  object  is  not  so  much  to  secure  an  a!)soliit  ^y 
unyielding  base  as  to  secure  one  that  will  settle  as  little  as  possil  >'^- 
and  uniformly.  All  soils  will  yield  somewhat  under  the  pressure?  ^^ 
any  building,  and  even  masonry  itself  is  compressed  by  the  we^i  ^^^^ 
of  the  load  al>ove  it.  The  pressure  per  sc]uare  foot  should,  theref^>  ^• 
\)C  the  same  for  all  parts  of  the  building,  and  particularly  of  "^^^ 
foun(hition,  so  that  the  settlement  may  be  uniform.  This  can-  ^ 
secured  only  when  the  axis  of  the  load  (a  vertical  line  through.  ^  "^ 
center  of  gravity  of  the  weight)  passes  through  the  center  of  the  a.^  ^"^ 
of  the  foundation.  If  the  axis  of  pressure  does  not  coincide  exii.<^_^  -J^ 
with  the  axis  of  the  biuse,  the  ground  will  yield  most  on  the  side  wl>  ^ 
is  pressed  most;  and,  as  the  ground  yields,  the  base  assumes  an 
(•lined  ])()sition,  and  carries  the  lower  part  of  the  structure  witl:>- 
thus  producing  unsightly  cracks,  if  nothing  more. 

The  coincidence  of  the  axis  of  pressure  with  the  axis  of  resistf*'^ 
is  of  the  greatest  importance.     The  principle  is  almost  self-e vid ^^=^ 
and  yet  the  neglect  to  ol)serve  it  is  the  most  freijuent  cause  of  fail 
in  the  foundations  of  buildings. 

Fig.  78  is  an  example  of  the  way  in  which  this  principle  is  viola "t 

The  shaded  portion  represen't- 
heavilv  loaded  exterior  wall.  s. 
tlie  unshaded  portion  a   ligh^ 
loaded  interior  wall.     Tlie  fo 
dations   of   the    two    walls 
rigidly  connected  at  their  in  '^ 
section.    The  center  of  the  I  * 
is  under  the  shaded  section,  ^ 
tlie  center  of  the   resisting  r« 
is  at   some  point  farther  to 
left;   consequently  the  exterior  wall  is  caused  to  incline  outwA^ 
])ro<luciug  cracks  at  or  near  the  corners  of  the  building.     The   '^ 
foundations  nrn  connected  in    tlie   belief  that   an  increase  of 
bearini;  surface  is  (»f  advantage;   but  the  true  principle  is  that 
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At  Chicago  in  designing  tall  steel-skeleton  office  buildings,  hotels, 
and  retail  stores,  it  is  the  practice  to  assume  that  nearly  all  of  the 
maximum  live  load  reaches  the  girders,  that  a  smaller  per  cent 
reaches  the  columns  of  the  upper  story  and  a  decreasing  amount  the 
columns  of  the  succeeding  stories  downward,  and  that  no  live  load 
reaches  the  footings.  In  wholesale  stores  and  warehouses  a  portion 
of  the  total  live  load  is  assumed  to  reach  the  footings,  the  exact 
amount  being  a  matter  of  judgment  and  varying  with  the  circum- 
stances. In  many  cities  the  building  law  specifies  the  proportion  of 
live  load  to  be  assumed  as  reaching  the  footing. 

On  a  compressible  soil  it  is  very  important  that  the  live  load 
assumed  as  reaching  the  footings  shall  be  neither  over-  nor  under- 
estimated. The  dead  load  can  be  estimated  with  sufficient  accuracy, 
and  as  the  load  on  the  footings  under  the  walls  is  chiefly  dead  load, 
this  part  of  the  foundation  is  likely  to  receive  the  assumed  load.  But 
the  possible  maximum  on  the  footings  of  interior  columns  is  made  up 
largely  of  live  load,  and  if  the  live  load  reaching  these  footings  is 
taken  too  large,  the  footings  are  likely  to  be  made  too  great  and 
consequently  the  columns  will  not  settle  as  much  as  the  walls;  and 
on  the  other  hand,  if  the  five  load  reaching  the  column  footings  is 
taken  too  small,  the  columns  will  settle  more  than  the  walls.  Ex- 
perience in  Chicago — extended  both  in  time  and  in  number  of  build- 
ings— in  founding  upon  a  compressible  soil  shows  that  the  settle- 
ment of  the  columns  and  walls  of  eight-  and  ten-story  office  buildings, 
hotels,  retail  stores,  etc.,  are  almost  exactly  the  same  when  designed 
on  the  assumption  that  no  live  load  reaches  the  footings. 

In  the  larger  cities  the  building  laws  specify  the  proportion  of  the 
maximum  live  load  that  is  to  be  included  in  determining  the  area 
of  the  footings;  and  some  of  these  laws  entirely  ignore  the  principle 
of  the  preceding  paragraph.  Of  course,  on  a  non-compressible 
foundation  an  error  in  the  amount  of  live  load  assumed  to  reach  the 
footings  is  of  no  consequence;  but  no  soil  is  absolutely  non-com- 
pressible, and  hence  in  all  cases  except  when  the  foundation  is  on 
solid  rock,  the  above  principle  should  be  applied. 

683.  Attention  must  be  given  to  the  manner  in  which  the  weight 
of  the  roof  and  floors  is  transferred  to  the  walls.  For  example,  if  the 
floor  joists  of  a  warehouse  run  from  back  to  front,  it  is  evident  that 
the  back  and  front  walls  alone  will  carry  the  weight  of  the  floors  and 
of  the  goods  placed  upon  them,  and  this  will  make  the  pressure  upon 
the  foundation  under  them  considerably  greater  than  under  the  other 
walls.  Again,  if  a  stone-front  is  to  be  carried  on  an  arch  or  on  a 
girder  having  its  bearings  on  piers  at  each  side  of  the  building,  it  is 
manifest  that  the  weight  of  the  whole  superincumbent  structure, 
instead  of  being  distributed  equally  on  the  foundation  under  the 
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to  become  convex  upwards.  At  Chicago,  in  buildings  founded 
upon  soft  clay  an  omission  of  1  to  2  per  cent  of  the  weight  (by  leaving 
openings)  usually  causes  sufficient  convexity  to  produce  unsightly 
cracks.  With  very  slight  differences  of  pressure  on  the  foundation, 
it  is  sufficient  to  tie  the  building  together  by  careful  bonding,  by 
hoop-iron  built  in  over  openings,  and  by  heavy  bars  built  in  where 
one  wall  joins  another. 

687.  IHDEPBHDEHT  PiBBS.  The  art  of  constructing  foundations 
on  a  compressible  soil  was  brought  to  a  high  degree  of  development 
by  the  architects  of  Chicago  between  1870  and  1890,  when  the 
principal  buildings  were  founded  upon  a  bed  of  soft  clay.  The 
special  feature  of  the  practice  in  that  city  is  what  is  called 
**the  method  of  independent  piers"  ;  that  is,  each  tier  of  columns, 
each  pier,  each  wall,  etc.,  has  its  own  independent  foundation, 
the  area  of  which  is  proportioned  to  the  load  on  that  part.  The 
interior  walls  are  fastened  to  the  exterior  ones  by  anchors  which 
slide  in  slots. 

688.  The  opposite  extreme  is  to  rest  the  structure  upon  a  plat- 
form of  concrete,  timber,  or  steel  beams  so  strong  as  to  resist  lt)cal 
settlement.  This  method  is  not  usually  successful;  and  when  it  is 
successful,  it  is  exceedingly  expensive  and  usually  needlessly  ex- 
travagant. The  post-office  building  erected  in  Chicago  in  1875 
rested  upon  a  bed  of  concrete  3  feet  thick  over  the  entire  site;  but 
the  concrete  was  insufficient  to  resist  the  unequal  loading,  and  the 
building  settled  so  badly  and  so  unevenly  that  it  was  necessary  to 
demolish  it  after  it  had  stood  only  seventeen  years.  It  is  said  that 
some  noted  buildings  in  Europe  rest  upon  beds  of  concrete  8  or  10 
feet  thick. 

In  a  number  of  the  cities  of  the  United  States  are  monumental 
buildings  whose  exterior  walls  rest  upon  continuous  platforms  built 
of  heavy  longitudinal  and  transverse  steel  beams,  the  object  being 
to  prevent  even  small  cracks  in  the  masonry  by  unequal  settlement. 
In  most  cases,  it  is  not  expected  that  the  platform  will  prevent  all 
settlement,  or  even  any  unequal  settlement;  but  it  is  intended  that 
the  platform  shall  be  strong  enough  to  bridge  over  any  weak  spot 
in  the  foundation  and  make  the  slope  in  the  foundation  from  the 
point  of  greatest  settlement  to  the  point  of  least  settlement  so  gradual 
as  not  to  cause  cracks  in  the  stone  facing,  particularly  in  lintels  and 
sills. 

689.  Effect  of  the  Wind.  The  preceding  discussion  refers  to 
the  total  weight  that  is  to  come  upon  the  foundation.  The  pressure 
of  the  wind  against  towers,  tall  chimneys,  etc.,  transfers  the  point  of 
application  of  the  load  to  one  side  of  the  foundation,  and  may  affect 
the  stability  of  the  structure. 
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«  690.  Amount  of  Wind  Pressure.  The  maximum  horizontal  pres- 
sure of  the  wind  is  usually  taken  as  50  lb.  per  sq.  ft.  on  a  flat 
surface  perpendicular  to  the  wind,  and  on  a  cylinder  at  about  30 
lb.  per  sq.  ft.  of  the  projection  of  the  surface.  The  pressure  upon 
an  inclined  surface,  as  a  roof,  is  about  1  lb.  per 
sq.  ft.  per  degree  of  inclination  to  the  horizontal. 
For  example,  if  the  roof  has  an  inclination  of  30° 
with  the  horizontal,  the  pressure  of  the  wind  will 
be  about  30  lb.  per  sq.  ft. 

691.  Overturning  Effect.    The  method  of  com- 
puting the  position  of  the  center  of  the  pressure 
on  the  foundation  under  the  action  of  the  wind  is 
illustrated  in  Fig.  81,  in  which  ABED  represents  a 
vertical  section  of  the  tower;  a  is  a  point  horizontally 
opposite  the  center  of  the  surface  exposed  to  the    , 
pressure  of  the  wind  and  vertically  above  the  center 
of  gra\dty  of  the  tower;   C  is  the  position  of  the 
center  of  pressure  when  there  is  no  wind ;  N  is  the  center  when  the 
wind  is  acting. 
For  convenience,  let 

P  =  the  maximum  pressure  on  the  foundation,  per  unit  of  area; 

p  =  the  pressure  of  the  wind  per  unit  of  area; 

H  =  the  total  pressure  of  the  wind  against  the  exposed  surface; 

W  =  the  weight  of  that  part  of  the  structure  above  the  section 
considered, — in  this  case,  AB; 

S  =  the  area  of  the  horizontal  cross  section; 

/  =  the  moment  of  inertia  of  this  section; 

/  =  the  distanced  B; 

h  =  the  distance  a  C; 

d  =  the  distance  N  C; 
M  =  the  moment  of  the  wind. 

When  there  is  no  horizontal  force  acting,  the  load  on  AB  is 
uniform;  but  when  there  is  a  horizontal  force  acting — as,  for  ex- 
ample, the  wind  blowing  from  the  right, — the  pressure  is  greatest 
near  A  and  decreases  towards  B.  To  find  the  law  of  the  variation 
of  this  pressure,  consider  the  tower  as  a  cantilever  beam.  The 
maximum  pressure  at  A  will  be  that  due  to  the  weight  of  the  tower 
pltLS  the  compression  due  to  flexure;  and  the  pressure  at  B  will  be 
the  compression  due  to  the  weight  minus  the  tension  due  to  flexure. 

W 
The  uniform  pressure  due  to  the  weight  is  -^*     The  stress  at  A    due 


to  flexure  is,  by  the  principles  of  the  resistance  of  materials, 


Ml 
2/ 


23 
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Then  the  maximum  pressure  per  unit  of  area  at  A  is 

^      W      Ml 


(1) 


and  the  minimum  pressure  at  B  is 


£      Mi 
^      S       21 


(2) 


Equations  1  and  2  are  applicable  to  any  symmetrical  vertical 
section  and  to  any  horizontal  cross  section,  and  also  to  any  system 
of  horizontal  and  vertical  forces.  In  succeeding  chapters  they  will 
be  employed  in  finding  the  unit  pressure  in  masonry  dams^  bridge 
piers,  arches,  etc. 

The  value  of  /  in  the  above  formulas  is  given  in  Fig.  82  for  the 
sections  occurring  most  frequently  in  practice.  Notice  that  I  is  the 
dimension  parallel  to  the  direction  of  the  wind,  and  h  the  dimension 
perpendicular  to  the  direction  of  the  wind. 


Fig.  82. — Move.ment  of  Inertia  of  Various  Cross  Sections. 


692.  If  the  area  of  the  section  AB,  Fig.  81,  is  a  rectangle, 
S  =  Iby  and  /  =  x^j^^'-  Substituting  these  values  in  equation 
1  gives 


W      f)  M 

p  _  —  t  -   ■■-' 


00 


The  moment  of  the  wind,  My  is  equal  to  the  product  of  its  total 
pressure,  //,  and  the  distance,  /?,  of  the  center  of  pressure  above 
the  horizontal  section  considered;  or  M  =  H,  h.  H  is  equal  to  the 
pressure  per  unit  of  area,  /;,  multiplied  by  the  area  of  the  surface 
exposed  to  the  pressure  of  the  wind.  Substituting  the  above  value 
of  M  in  equation  3  gives 


W       ()H.h 


lb 


b  I' 


(4) 


To  still  further  simplify  the  alx)ve  formula,  notice  that  Fig.  82 
gives  the  proportion 


i 
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-  '  -  -  I  -r  ^  -      I —       -  -     I  I 

H:W  ::NC:aC, 
from  which 

H.aC  ^'W.  NC; 
or,  changing  the  nomenclature, 

H  h  =  W  d. 
Notice  that  the  last  relation  can  also  be  obtained  directly  by  the 
principle  of  moments. 

Substituting  the  value  of  H  h,  as  above,  in  equation  4  gives 

^      W      6Wd  ,^ 

which  is  a  convenient  form  for  practical  application. 

An  examination  of  equation  5  shows  that  when  d  =  N  C  =  ^l, 
the  maximum  pressure  at  A  is  twice  the  average.  Notice  also  that 
under  these  conditions  the  pressure  at  B  is  zero.  This  is  equivalent 
to  what  is  known,  in  the  theory  of  arches,  as  the  principle  of  the 
middle  third.  It  shows  that  as  long  as  the  center  of  pressure  lies 
in  the  middle  third,  the  maximum  pressure  is  not  more  than  twice 
the  average  pressure,  and  that  there  is  no  tendency  to  produce 
tension  at  B. 

The  above  discussion  of  the  distribution  of  the  pressure  on  the 
foundation  is  amply  sufficient  for  the  case  in  hand;  but  the  subject 
is  discussed  more  fully  in  the  chapter  on  Masonry  Dams  (see  Chapter 
XVII). 

693.  The  average  pressure  per  unit  on  AB  has  already  been 
adjusted  to  the  safe  bearing  power  of  the  soil,  and  if  the  maximum 
pressure  at  A  does  not  exceed  the  vUimate  bearing  power,  the  occa- 
sional maximum  pressure  due  to  the  wind  will  do  no  harm;  but  if 
this  maximum  exceeds  or  is  dangerously  near  the  ultimate  strength 
of  the  soil,  the  base  must  be  widened. 

694.  Sliding.  The  pressure  of  the  wind  is  a  force  tending  to  slide 
the  foundation  horizontally.  This  is  resisted  by  the  friction  caused 
by  the  weight  of  the  entire  structure,  and  also  by  the  earth  around 
the  base  of  the  foundation;  and  hence  there  is  no  need,  in  this  con- 
nection, of  considering  this  manner  of  failure. 

696.  Spbead  Footings.  The  term  footing  is  usually  under- 
stood as  meaning  the  bottom  course  or  courses  of  masonry  which 
extend  beyond  the  faces  of  the  wall.  It  will  be  used  here  as  applying 
to  the  material — whether  masonry,  timber,  or  iron — employed  to 
increase  the  area  of  the  base  of  the  foundation.  Whatever  the 
character  of  the  soil,  footings  should  extend  beyond  the  face  of  the 
wall  (1)  to  add  to  the  stability  of  the  structure  and  lessen  the  danger 
of  the  work's  being  thrown  out  of  pJumb,  and  (2)  to  distribute  the 
weight  of  the  structure  over  a  larger  area  and  thus  decrease  the 
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settlement  due  to  the  compression  of  the  ground.  To  serve  '^^^ 
first  purpose,  footings  must  l)e  securely  bonded  to  the  body  of  "t:  he 
wall;  and  to  produce  the  second  effect,  they  must  have  suflBc-^i^nt 
strength  to  resist  the  transverse  strain  to  which  they  are  expo^^od. 
In  ordinary  buildings  the  distribution  of  the  weight  is  more  import:-  aa-nt 
than  adding  to  the  resistance  to  overturning,  and  hence  only  t  he 
former  will  be  considered  here. 

There  are  four  methods  in  more  or  less  common  use  for  increa^i  ^^? 
the  width  of  footings:    (1)  extend  the  successive  courses  of       ^  ^^ 
masonry  at  the  bottom  of  the  wall,  (2)  rest  the  wall  or  column  upcn^  ^^   ^ 
reinforced  concrete  slab,  (8)  use  one  or  more  layers  of  timbers  or  &^  ^5«^ 
I-beams,  or  (4)  support,  the  structure  upon  inverted  masonry  arc  l:>.  ^^s. 

696.  Masonry  Footinflpi.    The  area  of  the  foundation  having  1^^=^^^^ 
determined  and  its  center  having  lieen  located  with  reference  to       ^  *  ^^ 
axis  of  the  load  (§  686),  the  next  step  is  to  determine  howni>  '■-'■'^ 
narrower  each  footing  course  may  l^e  than  the  one  next  belo\*i?^  ■*  \ 

The  projecting  part  of  the  footing  resists  as  a  beam  fixed  at  one  ^"""^  ^"^^' 
and  loaded  uniformly.     The  load  is  the  pressure  on  the  earth  oi — 

the  course  next  below.    The  off-set  of  such  a  course  depends  u^ 

the  amount  of  the  pressure,  the  transverse  strength  of  the  matei  ^  ^^ 
and  the  thickness  of  the  course. 

To  deduce  a  formula  for  the  relation  between  these  quantites. 

P  =  the  pressure,  in  tons  per  scjuare  foot,  at  the  bottom  of 
footing  course  under  consideration; 

R  -■=  the   modulus  of  rupture  of  the   material,  in  i>ounds 
.scjuare  inch; 

o  =  the  greatest   possi])]e  off-set  or  projection  of  the  foot 

course,  in  inclies; 
/  =  the  thickness  of  the  footing  course,  in  inches; 
/  =  the  factor  of  safety. 

The  part  of  the  footing  course  that  projects  beyond  the  one  ab 
it,  is  a  cantilever  l)eam  uniformly  loaded.     From  the  principles 
the  resistance  of  niaterials,  we  know  that  the  upward  pressure  of 
earth  against  the  part  that  projects  multiplied  by  one  half  of 
length  of  the  projection  z,s*  equal  to  the  continued  product  of  one  si? 
of  the  modulus  of  rupture  of  the  material,  the  breadth  of  the  foot: 
course,  and  the  square  of  the  thickness.     Expressing  this  relat: 
in  the  above  nomenclature  and  reducing,  we  get  the  formula 


o  -.  t 


I  -- 


\4(>.:^/7 

or,  with  sufficient  accuracy. 


-^s'z^ <^ 


i 
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Hence  the  projection  available  with  any  given  thickness,  or  the 
thickness  required  for  any  given  projectiou,  may  easily  be  computed 
by  equation  7.  Notice  that  with  the  off-set  given  by  the  above 
formula  the  stone  would  be  on  the  point  of  breaking. 

697.  The  margin  to  be  allowed  for  safety  will  depend  upon  the 
care  used  in  computing  the  loads,  in  selecting  the  materials  for  the 
footing  courses,  and  in  bedding  and  placing  them.  If  ali  the  loads 
have  been  allowed  for  at  their  probable  maximum  value,  and  if  the 
material  is  to  be  reasonably  uniform  in  quality  and  laid  with  care, 
then  a  comparatively  small  margin  for  safety  is  sufficient;  but  if 
all  the  loads  have  not  been  carefully  computed,  and  if  the  job  is  to 
\ye  done  by  an  unknown  contractor,  and  neither  the  material  nor  the 
work  is  to  be  carefully  inspected,  then  a  large  margin  is  necessary. 
As  a  general  rule,  it  is  better  to  assume,  for  each  particular  case,  a 
factor  of  safety  in  accordance  with  the  attendant  conditions  of  the 
problem  than  blindly  to  use  the  results  deduced  by  the  application 
of  some  arbitrarily  assumed  factor.  Table  61  is  given  for  the  con- 
venience of  those  who  may  wish  to  use  10  as  a  factor  of  safety. 

TABLE  61. 

Safe  Off-set  for  Masonry  Footing  Courses,  using  10  as  a 

Factor  of  Safety. 

For  limitations,  see  f  698-701. 


Kind  or  Stone. 


Stone: 

Bluestone,  North  River 

Ciranite 

Limestone 

Sandstone 

Brick-work: 

Good  building  brick  in  poor  1  :  2  natural- 
cement  mortar,  age  50  da^s 

Under-burned  building  brick  m  1  :  3  port- 
land-cement  mortar  age  76  days 

Vitrified   building  brick   in  1  :  3   portland- 

cement  mortar,  age  76  days 

Concrete: 

1:2:4  portland  cement  at  1  month 

6  months 


u 


u 


n 


R,  IN  LB. 

PER  8Q. 

IN. 


5  026* 

1849* 
1377* 
1378* 


120t 
706t 

3  560t 

300t 
400t 


0ff-«et  in  Tebms  of  the 

THICKNE88  or  THE   CoURSE 

FOR  A  Pressure,  in  tons 

PER  SQ.  FT.,  ON  THE  BOTTOM 

OF  THE  Course  of 


0.5 


4.5 
2.7 
2.4 
2.4 


0.7 

1.7 

4.3 

1.1 
1.4 


1.0 


3.2 
1.9 
1.7 
1.7 


0.5 

1.2 

2.7 

0.8 
0.9 


2.0 


2.3 
1.4 
1.2 
1.2 


0.3 

0.8 

1.9 

0.5 
0.6 


*  From  Table  ^  page  13.  t  From  I  830,  page  32a 

^  From  Tables  37  and  38,  pages  203  and  204. 
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698.  v'^.VHf'  A\vWin4jct.  Strictly,  the  above  computations  when 
Applit\l  to  ston<^niAii<^nrY  fixning  courses  are  correct  only  for  the 
lower  otT-^^t»  :iiui  tht^n  only  iKhen  the  footing  is  composed  of  stones 
wh^w  thioknocj^i  is  l^)u^l  to  the  thickness  of  the  course  and  which 
prv^jtvt  U^t^  Th,»\u  h:ilt  their  length,  and  which  are  also  well  bedded. 
Tho  rvtsist;^t\\v  ot  :wv  or  tnore  courses  to  bending,  if  bedded  in  good 
winout  iuort;ir.  prv^K-^l^ly  varies  about  as  the  square  of  their  combined 
^Wprh.  j^:xo  t^H*  Ivnihng  due  to  the  uniform  pressure  on  the  base 
iuv'tv^^s^>s  ,^s  tho  s^^uare  of  the  sum  of  the  projections;  and  therefore 
tho  su\*\*T\«?ii\v  off-«^^ts  should  be  proportional  to  the  thickness  of 
tho  \snir>^v  or.  in  other  words,  the  values  as  alx)ve  are  applicable 
to  any  of  the  stnoral  projecting  courses,  provided  no  stone  projects 
num>  than  half  its  length  beyond  the  end  of  the  top  course. 

The  prei^tnling  results  will  be  applicable  to  built  footing  courses 
i>nly  when  the  pressure  above  the  course  is  less  than  the  safe  crushing 
stnMigth  of  the  mortar  (see  i  106  and  §  255).  The  proper  projection 
fi>r  rubble  mjuH>nry  lies  somewhere  between  the  values  for  stone  and 
for  concnMe.  If  the  rubble  consists  of  large  stones  well  bedded  in 
giHul  stn>ng  |H>rt land-cement  mortar,  then  the  values  for  this  class 
of  n\asi>nry  will  l>e  but  little  less  than  those  given  for  stone  in  Table 
tU:  but  if  the  rubble  consists  of  small  irregular  stones  laid  with 
|H>rtlaud-i*ement  mortar,  the  projection  should  not  much  exceed  that 
given  for  concrete.  Footing  courses  should  not  l^  laid  of  small 
stones  in  either  natural-cement  or  lime  mortar. 

699.  Hrick  Fmtings.  The  off-sets  in  Table  61  for  brick-work  are 
the  combined  off -sets  of  one  or  more  projections  in  terms  of  the  total 
thiekne.ss  of  the  one  or  more  projections. 

700.  l^lain  Concrete  Footings.  A  concrete  footing  should  be 
built  as  a  monolith  for  its  full  depth,  since  the  deeper  the  beam  the 
Knniter  its  striMigth;  but  the  outer  upper  corner  may  l)e  stepped  to 
»*^ve  concrete,  provided  the  combined  projection  in  any  case  does 
iH>t  excivd  that  given  by  Table  61  or  a  similar  computation. 

701.  After  the  safe  length  of  the  off-set  of  the  footing  has  been 
tUMeriuined.  it  should  l>e  examined  to  see  if  it  is  safe  against  failure 
'\V  Khearinjr.  Footings  are  .subjected  to  heavy  loads  and  conse- 
quently t<>  groat  shearing  stress,  which  should  Ikj  carefully  provided 
for,  Fo|.  ii^,  shearing  resistance  of  stone,  see  §20;  for  brick,  see 
t  ^42:    uiul  fj),.  coiK  rete,  see  §  408. 

tOa.  lunntric  Footiruj.  It  is  fre<iuently  desired  to  place  the 
*^ter  fuft*  n(  the  wall  upon  the  exterior  boundary  of  the  lot;  and  in 
•Mth  east\s.  if  it  is  impossible  to  secure  |)ermission  of  the  adjacent 
UWll«r  to  extend  the  footings  into  the  adjoining  property,  it  Ijecomes 
iry  to  support  the  wall  upon  an  eccentric  footing  somewhat* 

*wwti  ill  Pig  33     Of  course,  with  this  arrangement  the  pressure 


\ 


h 
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upon  the  soil  will  not  be  uniform  along  the  line  AB.  The  pressure 
at  A  may  be  computed  by  equation  1,  page  354,  and  that  at  B 
by  equation  2,  page  354,  by  noticing  that  M  =  W  e,  I^  is  to  be 
regarded  as  the  weight  of  a  unit  length,  say  1 
foot,  of  the  wall  and  the  footing;  and  S  in  the 
above  equations  is  the  area  of  a  unit  of  length 
of  the  footing,  which  in  this  case  =  1  X  -45  =  Z. 
The  value  of  e  is  shown  in  Fig.  83. 

Since  the  pressure  at  A  is  considerably 
more  than  the  average  upon  the  footing  (see  f 
692),  this  method  can  not  be  employed  for  a 

heavy  building  upon  a  soft  soil;  and  it  should      ^— ^ ^ 

never  be  used  except  as  a  last  resort,  since  better  '"ji 

results  are  likely  to  be  obtained  when  the  pres-  fxo.  83. 

sure  upon  the  soil  is  uniform  under  the  footing. 

703.  Cantilever  Footing.  A  modification  or  rather  an  improve- 
ment upon  the  eccentric  footing  described  in  the  preceding  section 
was  developed  at  Chicago.  The  improvement  was  devised  especially 
for  tall  steel-skeleton  buildings,  and  is  usually  employed  to  support 
columns  rather  than  walls.  The  lower  end  of  an  exterior  column, 
which  supports  the  heavy  exterior  walls,  rests  upon  the  short  arm  of 
a  gigantic  cantilever  beam  which  in  turn  is  supported  upon  a  founda- 
tion built  at  a  considerable  distance  inside  of  the  lot  line,  a  lighter- 
loaded  interior  column  resting  upon  the  long  arm  of  the  canti- 
lever. This  method  has  been  frequently  employed  in  Chicago  and 
elsewhere.  Obviously  it  could  be  used  to  support  a  masonry  wall 
by  building  the  wall  upon  a  longitudinal  beam  or  girder  and 
supporting  the  latter  at  intervals  upon  a  series  of  transverse 
cantilevers. 

704.  Reinforced  OonGrete  Footing.  In  designing  a  reinforced 
concrete  footing  for  a  wall,  the  first  step  is  to  adopt  a  ratio  of  the 
working  stress  of  the  steel  to  that  of  the  concrete  (§  470-71  and 
474-75) ;  and  the  next  is  to  assume  a  depth  for  the  beam  and  compute 
the  per  cent  of  steel,  p,  by  equation  10,  page  228,  and  also  the 
position  of  the  neutral  axis,  k,  by  equation  3,  page  227,  and 
then  compute  the  resisting  moment  by  both  equation  5  and  6,  page 
227.  If  the  safe  resisting  moment  of  the  cantilever  does  not  agree 
with  the  moment  of  the  pressure  on  the  soil,  which  in  the  nomen- 
clature of  §  696,  is  J  Po^,  then  a  new  depth  must  be  assumed  and  the 
computations  as  above  must  be  repeated. 

After  the  off -set  has  been  adjusted  to  resist  the  bending  moment, 
its  shearing  strength  should  l)e  tested  (see  §  458  and  476-77).  The 
bond  stress  should  also  be  tested  (see  §  455-57  and  472-73). 

The  upper  outer  edge  of  the  footing  may  be  stepped  to  save 
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concrete;  but  as  each  reinforcing  bar  is  likely  to  extend  the  full 
width  of  the  footing,  each  off-set  need  be  tested  only  for  shear. 

The  above  relates  to  the  footing  under  a  wall;  and  if  a 
square  footing  for  a  column  is  to  be  designed,  notice  that  the  corners 
^-ill  have  a  projection  of  1.4  times  that  of  the  sides,  and  that  there- 
fore the  thickness  of  the  footing  should  be  equal  to  approximately 
1.4  times  that  for  a  wall  giving  the  same  average  pressure  on  the 
soil,  and  in  a  diagonal  unit  section  there  should  be  approximately 
as  much  steel  as  in  a  section  perpendicular  to  the  side  of  the  footing. 

706.  Timber  Footing.  In  very  soft  earth  it  would  be  inexpedient 
to  use  niiisonry  footings,  since  the  foundation  would  be  very  deep 
or  iKcupy  the  space  usually  devoted  to  the  cellar,  and  besides  the 
weight  of  a  masonry  footing  would  add  materially  to  the  load  on  the 
Si>il.  One  method  of  overcoming  this  difficulty  consists  in  con- 
structing a  timber  grating,  sometimes  called  a  griUagey  by  placing 
a  series  of  heavy  timbers  on  the  soil,  and  laying  another  series 
transversely  on  top  of  these.  The  timbers  may  be  fastened  at  their 
intersections  by  spikes  or  drift-bolts  (§  797)  if  there  is  any  pos- 
sibility of  sliding,  which  is  unlikely  in  the  class  of  foundations  here 
considered.  The  earth  should  be  packed  in  between  and  around  the 
several  l>eams.  A  flooring  of  thick  planks,  often  termed  a  platform^ 
is  laid  on  top  of  the  grillage  to  receive  the  lowest  course  of  masonry. 
In  extrt>me  cases,  the  timbers  in  one  or  more  of  the  courses  are  laid 
dose  together.  Timber  should  never  be  used  except  where  it  will 
always  be  wet. 

The  amount  that  a  course  of  timber  may  project  beyond  the  one 
next  above  it  can  be  determined  by  equation  7,  page  356.  Taking 
H  in  that  cfjuation  equal  to  1,000 — the  value  ordinarily  used  for  oak 
or  yellow  pine — and  /  ==  10,  and  solving,  we  obtain  the  following 
rtvsuKs  for  the  safe  projection:  If  the  pressure  on  the  foundation  is 
O..*)  ton  jwr  H(i.  ft.,  the  safe  projection  is  7.5  times  the  thickness  of 
the  course;  if  the  pressure  is  1  ton  per  square  foot,  the  safe  projec- 
tion is  5.3  times  the  thickness  of  the  course;  and  if  the  pressure  is  2 
tons  per  s(|uure  foot,  the  safe  projection  is  3.7  times  the  thickness  of 

the  course. 

The  ai)()ve  method  is  not  strictly  correct,  since,  owing  to  the 
flexure  of  tiie  tinil)er  beam,  the  pressure  is  not  uniform  as  virtually 
iussunied  above,  nor  is  the  maximum  moment  at  the  edge  of  the 
wall  as  assumed  above. 

The  al)()ve  method  of  computation  is  not  applicable  to  two  or 
inon^  courses  of  timber,  if  one  is  transverse  to  the  other,  since  the 
dellrction  of  the  timber  materially  affects  the  distribution  of  the 
prt^HHum  on  the  different  courses  of  the  footing.  For  references  to 
methods  of  solving  an  analogous  problem,  see  §  708. 
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706.  This  method  of  increasing  the  area  of  the  footing  was 
formerly  much  used  at  New  Orleans.  The  custom-house  at  that 
place  is  founded  upon  a  3-inch  plank  flooring  laid  7  feet  below  the 
street  pavement.  A  grillage,  consisting  of  timbers  12  inches  square 
laid  side  by  side,  is  laid  upon  the  floor,  over  which  similar  timbers 
are  placed  transversely,  2  feet  apart  in  the  clear. 

707.  Steel-Beam  Footing.  The  use  of  steel  beams  to  increase 
the  area  of  footings  was  devised  in  Chicago,  and  was  used  for  nearly 
all  of  the  large  buildings  built  there  from  1878  to  1898.  The  city 
is  situated  on  a  clay  bed,  the  upper  10  or  12  feet  of  which  is  moderately 
hard,  but  below  this  crust  the  clay  is  quite  soft.  Before  1878  stepped 
limestone  footings  resting  on  this  crust  were  used,  but  they  occupied 
valuable  space  and  left  no  room  for  the  necessary  elevator  and  other 
machinery;  and  to  meet  these  objections,  a  thin  steel-grillage  footing 
was  devised,  and  has  been  called  the  raft  or  floating  foundation. 
This  steel -grillage  foundation  consisted  of  a  row  of  steel  beams  placed 
side  by  side  and  embedded  in  rich  concrete;  and  on  top  of  this  and 
at  right  angles  to  it  is  placed  a  shorter  row,  and  above  this,  one  and 
sometimes  two  other  rows.  At  first,  on  account  of  the  artificially 
high  price  of  steel  I-beams,  railroad  rails  were  used,  but  later  I-beams 
have  been  employed,  as  they  have  a  more  economical  cross  section. 

Steel  is  superior  to  timber  for  this  purpose,  in  that  the  latter  can 
be  used  only  where  it  is  always  wet,  while  the  former  is  not  affected 
by  variations  of  wetness  and  dryness.  Twenty  years'  experience 
in  this  use  of  steel  at  Chicago  shows  that  after  a  short  time  the  surface 
of  the  metal  becomes  encased  in  a  coating  which  prevents  further 
oxidation.  The  most  important  advantage,  however,  in  this  use  of 
steel  is  that  the  off-set  can  be  much  greater  with  steel  than  with  wood 
or  stone;  and  hence  the  foundations  may  be  shallow,  and  not  occupy 
the  cellar  space. 

708.  The  proper  projections  for  the  steel  beams  can  be  computed 
by  a  formula  somewhat  similar  to  that  of  §  696;  but  the  steel  footing 
is  appropriately  a  part  of  the  steel-skeleton  construction,  and  hence 
will  not  be  considered  here.  For  a  description  of  a  typical  steel- 
rail  foundation  and  a  presentation  of  the  method  of  computations 
formerly  employed  in  Chicago,  see  Engineering  Neivs,  Vol.  xxvi, 
page  122;  and  for  adverse  criticisms  thereon,  see  ibid.f  pages  265, 
312,  415,  and  Vol.  xxxii,  page  387.  Concerning  the  effect  of  the 
strength  of  the  base  of  the  column,  see  Johnson's  Modern  Framed 
Structures,  pages  444-46.  For  a  discussion  which  considers  the 
deflection  of  the  several  beams,  see  Engineering  Record,  Vol.  xxxix, 
pages  333-34,  354-56,  383,  407-8.  The  last  is  the  most  exact  method 
of  analysis,  and  also  secures  the  greatest  economy  of  material. 

709.  Inverted  Arch.    Inverted  arches  are  frequently  built  under 
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and  l^iween  tlie  bases  of  pier?,  as  shown  in  Fig.  84.  Employed  in 
this  way.  the  arch  simply  ilistrihutes  the  pressure  over  a  greater 
area:  hut  it  is  not  well  adapted  to  this  use.  for  (1  >  it  is  nearly  impos- 
sible to  prevent  the  end  piers  of  a  series  from  being  pushed  outward 

by  the  thrust  of  the  arch,  and  (2)  it  is 
generally  impossible.  \i'ith  invertetl  arches, 
to  make  the  areas  of  the  diflferent  parts 
of  the  foundation  proportional  to  the  load 
j^.^ ,  ^  to  he  supporteil    (see    {  GSS'J.  The  only 

advantage    the  inverted  arch  has  over 
masiHirv  fix^tinsr?  is  in  the  shallower  foundations  obtained. 

710.  Debp  FouNDATioirs.  In  the  preceiling  sections  have  been 
ilesorilHHl  the  metluxls  of  supjx)rting  a  structure  upon  soft  or  com- 
pivssiblo  soil  by  increjising  the  area  of  the  footing:  but  under  the 
head  of  "divp  foundations"  will  l>e  descril)ed  the  piet hods  of  found- 
ing upon  a  hard  stratvun  or  lKHl-ro<'k  underlying  the  soft  soil. 

711.  Piles.  C^ne  of  the  most  common  methotls  of  founding  upon 
a  soft  soil  is  to  ilrive  piles:  but  this  methoil  has  already  been  briefly 
ivfenvd  to  in  §  (>7">.  and  will  l)e  discusseil  at  length  in  the  next 
chapter,  ami  hence  will  not  l>e  considered  here. 

712.  Ooncrete  Pien.  bustead  of  trying  to  extend  the  footings 
Hunicicntly  to  sup|H>rt  a  heavy  load  upon  a  soft  soil,  wells  are  some- 
times tlug  thrtmgh  the  soft  .soil  to  a  hard  sub-stratum,  the  structure 
luMUg  founded  directly  u[H>n  the  latter.  If  the  soil  contains  much 
water,  then  some  of  the  methods  descril)ed  in  ChapterXVI — Foimda- 
tions  under  Water  must  l>e  employe<]:  but  if  the  soil  is  fairly  com- 
pact riav.  a  methotl  devised  at  Thicaco  mav  lie  used.  This  consists 
I             •  •  • 

in  sinking  a  shaft  to  hard  pan  or  l>ed-nK'k.  and  filling  the  well  with 
concnMt*.  The  shafts  are  sunk  as  open  wells  3  to  S  feet  in  diameter, 
and  an*  nsu.illy  lined  with  2-  by  r>-inch  tongue-and-groove  planks 
friHii  I  to  t)  ftvt  long,  which  are  .<up|.>orteil  by  two  and  sometimes 
tlircr  iiiiiM-ior  iron  stvtional  luH>ps.  -\  section  alx>ut  6  feet  deep  is 
cMJivMitMl  :nul  then  lined.  The  intention  is  to  make  the  excavation 
nnlv  lari^f*  ciu>ugh  to  get  the  lagging  into  place,  to  prevent  settlement 
III  ;hlj»»iiiiiii;  imildings:  an«l  if  the  excavation  is  accidentally  made 
I  no  1:11 1'c.  rl;iy  Is  packed  U^hintl  the  lagging  as  the  latter  is  put  into 
pn-.ii  inn  It'  IkuIs  of  ((uicksand  <>r  other  soft  material  are  encountered, 
.liM'l  >.hiTi  piles  (§  7-tS  4\^^  t>r  steel  <*vlinders  are  usetl  instead  of  wood 
hmnv  riic  I  Hearing  power  of  the  concrete  colunm  may  be  increased, 
I  IN  Im'IIim!'  tuit  the  lower  enil  of  the  well.  After  the  excavation  is 
1  MinpiriiMl.  lilt'  hole  is  tilled  with  concrete.  The  rings  are  taken  out 
n  .  ilir  roncrcting  jM-!»gn»sst\^.  except  in  st>ft  swelling  clay:  but  the 
Ijii'i'mi!'  Is  Usually  left  in  place. 

riu:^  intMhod  is  now  employetl  in  Chicago  almost  exclusively  for 
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all  large  buildings.  The  usual  practice  there  is  to  mix  the  concrete 
rather  dry  and  put  it  into  wells  60  to  100  feet  deep  by  shoveling 
it  in  at  the  top  and  allowing  it  to  drop  freely,  an  attempt 
being  made  to  drop  it  from  the  shovel  in  such  a  manner  that  the 
shovelful  will  go  down  without  being  broken  up.  Such  columns 
Safely  carry  20  to  25  tons  per  square  foot  of  top  area — usually 
the  former. 

At  Chicago  this  method  is  usually  called  concrete  caissons,  but  the 
.term  concrete  piers  is  better,  and  is  used  to  some  extent. 

713.  A  marked  advantage  of  this  method  as  employed  in  Chicago 
is  that  the  wells  are  sunk  without  vacating  any  part  of  the  old  build- 
ing except  the  basement.  The  wells  are  filled  with  concrete  to  within 
40  to  50  feet  of  the  sidewalk  level,  and  then  the  steel  columns  for  the 
new  two-  or  three-story  basement  are  put  into  place  on  top  of  the 
concrete  columns  before  the  basement  is  excavated;  and  finally 
when  the  old  building  is  demolished,  the  work  of  construction  may 
proceed  upward  and  downward  at  the  same  time. 

714.  Hydraulic  Oaisson.  A  few  deep  foundations  of  buildings 
in  New  York  City  have  been  sunk  to  bed-rock  by  the  hydraulic 
caisson  method.  This  consists  of  sinking  steel  cylinders  without 
interior  excavation  by  means  of  hydraulic  jets.  A  riveted  steel 
cylinder  is  attached  at  its  lower  end  to  an  annular  cast-iron  cutting 
edge  of  hollow  triangular  cross  section  having  numerous  small  per- 
forations along  its  lower  edge;  and  the  hollow  cast-iron  cutting 
section  is  connected  with  a  force  pump  by  pipes  and  flexible  hose. 
The  cylinder  is  heavily  loaded  with  cast  iron,  the  pump  is  started, 
and  the  numerous  jets  of  water  issuing  from  the  cutting  edge  scour 
away  the  soil  and  form  an  annular  trench  into  which  the  cylinder  de- 
scends. As  the  sinking  progresses,  another  section  of  the  cylinder  is 
added  at  the  top.  When  a  hard  substratum  is  reached,  the  pump  is 
stopped,  the  soil  in  the  interior  cylinder  dug  or  dredged  or  **  washed'' 
out.  If  the  cutting  edge  of  the  cylinder  stops  in  clay,  probably  little 
or  no  water  will  leak  into  the  cylinder;  but  if  it  stops  upon  bed-rock 
which  is  irregular  or  not  level,  it  may  be  necessary  to  seal  the  cylin- 
der by  depositing  concrete  under  water. 

The  objection  to  this  method  is  that  in"  some  cases  it  doas  not 
permit  an  inspection  and  proper  preparation  of  the  bed  of  the  founda- 
tion. The  pneumatic  method — see  Art.  4  of  Chapter  XVI — permits 
inspection  and  proper  preparation  of  the  underlying  hard  stratum, 
and  in  recent  years  has  frequently  l)een  used,  particularly  in  New 
York  City,  in  sinking  foundations  for  buildings.  The  only  advantage 
of  the  hydraulic  caisson  over  the  pneumatic  method  is  that  the 
former  is  sometimes  the  cheaper. 
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Art.  3.    Preparing  the  Bed. 

716.  Oh  Rock.  To  prepare  a  rock  bed  to  remve  a  toundation 
it  is  generally  only  necessar}^  to  cut  away  the  loose  and  decayed 
portions  of  the  rock,  and  to  dress  it  to  a  plane  surface  as  nearly 
perpendicular  to  the  direction  of  the  pressure  as  is  practicable.  If 
there  are  anv  fissures,  thev  should  be  filled  with  concrete.  A  rock 
that  is  very  much  broken  can  be  made  amply  secure  for  a  foundation 
by  the  liberal  use  of  good  concrete.  The  piers  of  the  Niagara  Canti- 
lever Bridge  are  founded  upon  the  top  of  a  bank  of  bowlders^  which 
were  first  cemented  together  with  concrete. 

Sometimes  it  is  necessary  that  certain  parts  of  a  structure  start 
from  a  lower  level  than  the  others.  In  this  case  care  should  be  taken 
(1)  to  keep  the  mortar  joints  as  thin  as  possible,  (2)  to  lay  the  lower 
portions  in  cement,  and  (3)  to  proceed  slowly  with  the  work;  other- 
wise the  greater  quantity  of  mortar  in  the  wall  on  the  lower  portions 
of  the  slope  will  cause  greater  settling  there  and  a  consequent  break- 
ing of  the  joints  at  the  stepping  places.  The  bonding  over  the  off- 
sets should  receive  particular  attention. 

716.  On  Firm  Earth.  For  foundations  in  such  earths  as  hard 
clay,  clean  dr>'  gravel,  or  clean  sharp  sand,  it  is  only  necessary  to 
dig  a  trench  from  3  to  6  feet  deep,  so  that  the  foundation  may  be 
below  the  distributing  effect  of  frost.  Provision  should  also  be 
made  for  the  drainage  of  the  bed  of  the  foundation. 

With  this  class  of  foundations  it  often  happens  that  one  part  of 
the  structure  starts  from  a  lower  level  than  another.  When  this 
is  the  case  great  care  is  required.  All  the  precautions  mentioned  in 
the  socoiul  paragraph  of  §  715  should  be  observed,  and  great  care 
should  also  i)e  taken  so  to  proportion  the  load  per  unit  of  area  that 
the  si^ttleinent  of  the  foundation  may  be  uniform.  This  is  difficult 
to  do,  since  a  variation  of  a  few  feet  in  depth  often  makes  a  great 
ilifTcroiu'C  in  the  supporting  power  of  the  soil. 

717.  In  Wit  Ground.  The  difficulty  in  soils  of  this  class  is  in 
disposing  of  the  water,  or  in  preventing  the  semi-liquid  soil  from 
runnitig  into  the  excavation.  The  difficulties  are  similar  to  those 
mot  with  in  constructing  foundations  under  water — see  Chapter  XVI. 
Thr(H>  general  methods  of  laying  a  foundation  in  this  kind  of  soil  will 
i>o  briotiv  dosrril)ed. 

718.  Ooffer-Dam.  If  the  soil  is  only  moderately  wet — not  satu- 
rattul,  it  is  sufficient  to  inclose  the  area  to  be  excavated  with  sheet 
pil(\s  (boards  driven  vertically  into  the  ground  in  contact  with  each 
other).  Ordinary-  planks  8  to  12  inches  wide  and  IJ  or  2  inches 
thick  are  used.    This  curbing  is  a  simple  form  of  a  ooffer-dam  (Art.  l. 
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Chap.  XVI).  The  boards  should  be  sharpened  wholly  from  one  side; 
this  point  being  placed  next  to  the  last  pile  driven  causes  them  to 
crowd  together  and  make  tighter  joints.  The  sheeting  may  be 
driven  by  hand,  by  a  heavy  weight  raised  by  a  tackle  and  then 
dropped,  or  by  an  ordinary  pile-driver  (§  751-52).  Unless  the 
amount  of  water  is  quite  small,  it  will  be  necessary  to  drive  a  double 
row  of  sheeting,  breaking  joints.  It  will  not  be  possible  to  entirely 
prevent  leaking.  The  water  that  leaks  in  may  be  bailed  out,  or 
pumped — either  by  hand  or  by  steam  (see  §  818-23). 

To  prevent  the  sheeting  from  being  forced  inward,  it  may  be 
braced  by  shores  placed  horizontally  from  side  to  side  and  abutting 
against  wales  (horizontal  timbers  which  rest  against  the  sheet  piles). 
The  bracing  is  put  in  successively  from  the  top  as  the  excavation 
proceeds;  and  as  the  masonry  is  built  up,  short  braces  between  the 
sheeting  and  the  masonry  are  substituted  for  the  long  braces  which 
previously  extended  from  side  to  side.  Iron  screws,  somewhat 
similar  to  jack-screws,  are  used,  instead  of  timber  shores,  in  exca- 
vating trenches  for  the  foundations  of  buildings,  for  sewers,  etc. 

If  one  length  of  sheeting  will  not  reach  deep  enough,  an  addi- 
tional section  can  be  placed  inside  of  the  one  already  in  position, 
when  the  excavation  has  reached  a  sufficient  depth  to  require  it. 

For  a  more  extended  account  of  the  use  of  coffer-dams,  see 
Chapter  XVI — Foundations  Under  Water,  Art.  1,  Coffer-Dams. 

719.  In  some  cases  the  soil  is  more  easily  excavated  if  it  is  first 
drained.  To  do  this,  dig  a  hole — a  sump — into  which  the  water  will 
drain  and  from  which  it  may  be  pumped.  If  necessary,  several 
sumps  may  be  sunk,  and  deepened  as  the  excavation  proceeds. 

Quicksand  or  soft  alluvium  may  sometimes  be  pumped  out  along 
with  the  water  by  a  centrifugal  or  a  mud  pump  (§  823  and  §  877). 
On  large  jobs,  such  material  is  sometimes  taken  out  with  a  clam-shell 
or  orange-peel  dredge  (§  845-46). 

720.  Goncrete.  Concrete  can  frequently  be  used  advantageously 
in  foundations  in  wet  soils.  If  the  water  can  be  removed,  the 
concrete  should  be  deposited  in  layers  (§  342-44);  but  if  the  water 
can  not  be  removed,  the  concrete  may  be  deposited  under  the  water 
(see  §  347),  although  it  is  more  difficult  to  insure  good  results  by  this 
method  than  when  the  concrete  is  deposited  in  the  open  air. 

721.  Qrillage.  If  the  semi-liquid  soil  extends  to  a  considerable 
depth,  or  if  the  soft  soil  which  overlies  a  solid  substratum  can  not  be 
removed  readily,  it  is  customary  to  drive  piles  at  uniform  distances 
over  the  area,  and  construct  a  grillage  (see  §  793)  on  top  of  them. 
The  piles  should  be  sawed  off  (§  791)  below  low-water,  which  usually 
necessitates  a  coffer-dam  (§  718,  and  Art.  1  of  Chapter  XVI)  and 
the  excavation  of  the  soil  a  little  below  the  low-water  line. 
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For  a  more  extended  account  of  this  method  of  laying  a  founda- 
tion, see  §  793-96. 

722.  In  excavating  shallow  pits  in  sand  containing  a  small 
amount  of  water,  dynamite  cartridges  have  been  successfully  used  to 
drive  the  water  out.  A  hole  is  bored  with  an  ordinary  auger  and 
the  cartridge  inserted  and  exploded.  The  explosion  drives  the  water 
back  into  the  soil  so  far  that,  by  working  rapidly,  the  hole  can  be 
excavated  and  a  layer  of  concrete  placed  before  the  water  returns. 

723.  Ck>NOLUSlON.  It  is  hardly  worth  while  here  to  discuss  this 
subject  further.  It  is  one  on  which  general  instruction  can  not  be 
given.  Each  case  must  be  dealt  with  according  to  the  attendant 
(circumstances,  and  a  knowledge  of  the  method  best  adapted  to  any 
given  conditions  comes  only  by  experience. 


CHAPTER  XV 
PILE  FOUNDATIONS 

724.  Definitions.  Although  a  pile  is  generally  understood  to 
be  a  round  timber  driven  into  the  soil  to  support  a  load,  the  term 
has  a  variety  of  applications  which  it  will  be  well  to  explain. 

Bearing  Pile.  One  used  to  sustain  a  vertical  load.  This  is  the 
ordinary  pile,  and  usually  is  the  one  referred  to  when  the  word  pile 
is  employed  without  qualification.  It  may  be  made  of  either  wood, 
cast  iron,  steel,  or  concrete. 

Sheet  Piles.  Thick  boards  or  timbers  or  steel  sections  driven  in 
close  contact  to  inclose  a  space  to  prevent  leakage. 

Screw  Pile.  An  iron  shaft  to  the  bottom  of  which  is  attached 
a  broad-bladed  screw  having  only  one  or  two  turns. 

Disk  Pile.  A  bearing  pile  near  the  foot  of  which  a  disk  is  keyed 
or  bolted  to  give  additional  bearing  power. 

Pneumaiic  Pile.  A  metal  cylinder  which  is  sunk  by  atmospheric 
pressure.  This  form  of  pile  will  be  discussed  in  the  next  chapter 
(see  §  863-66). 

Sand  Pile.  For  an  account  of  the  method  of  using  sand  as  a 
pile,  see  §  677. 

Art.  1.     Description  of  Piles. 

726.  Piles  may  be  divided  into  bearing  piles  and  sheet  piles. 

726.  BEARING  PILES.  Bearing  piles  may  be  composed  of  wood, 
iron  or  steel,  or  concrete. 

727.  Wood  Piles.  These  are  very  important  factors  in  founda- 
tions on  soft  or  swampy  soil.  All  kinds  of  timber  are  employed. 
Spruce  and  hemlock  answer  very  well,  in  soft  or  medium  soils,  for 
foundation  piles  or  for  piles  always  under  water;  the  hard  pines,  elm, 
and  beech,  for  firmer  soils;  and  the  hard  oaks,  for  still  more  compact 
soils.  Where  the  pile  is  alternately  wet  and  dry,  white  or  post  oak 
and  yellow  or  Southern  pine  are  generally  used.  Piles  should  never 
be  less  than  6  inches,  and  preferably  not  less  than  8  inches,  in  diameter 
at  the  small  end,  and  never  more  than  18  inches,  and  preferably  not 
more  than  14  inches  at  the  large  end.     A  pile  should  be  straight,  and 
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fthould  be  trimmed  close;    and  sometimes  it  is  required  that  piles 
employed  in  foundations  shall  have  the  bark  removed. 

728.  Pile  Hood  and  Shoe*  To  prevent  bruising  and  splitting 
in  driving,  2  or  3  inches  of  the  head  is  usually  chamfered  off.  As 
an  additional  means  of  preventing  spUtting,  the  head  is  often  hooped 
with  a  strong  iron  band,  2  to  3  inches  wide  and  i  to  1  inch  thick. 
The  expense  of  removing  these  bands  and  of  replacing  the  broken 
ouiiHf  and  the  consequent  delays,  led  to  the  introduction,  recently, 
of  a  hcK>d  for  the  protection  of  the  head  of  the  pile.  The  hood 
i'OfiHiHiH  of  a  cast-iron  block  with  a  tapered  recess  above  and  below, 
the  ifhamfered  head  of  the  pile  fitting  into  the  lower  recess  and  a 
cushion  piece  of  hard  wood,  upon  which  the  hammer  falls,  fitting 
into  the  upper  one.  The  hood  preserves  the  head  of  the  pile,  adds 
to  the  effectiveness  of  the  blows  (see  Table  64,  page  390),  and  keeps 
the  pile  head  in  place  to  receive  the  blows  of  the  hammer.  The 
device,  above  called  a  hood,  is  usually  called  a  cap,  which  is  unfor- 
tunate, since  the  word  cap  is  applied  to  a  heavy  horizontal  timber 
placed  on  top  of  a  row  of  piles. 

A  further  advantage  of  the  pile  hood  is  that  it  saves  piles.  In 
hard  driving,  without  the  hood  the  head  is  crushed  or  broomed  to 
such  an  extent  that  the  pile  is  adzed  or  sawed  off  several  times 
before  it  is  completely  driven,  and  often  after  it  is  driven  a  portion 
of  the  head  must  he  sawed  off  to  secure  sound  wood  upon  which  to 
rest  the  grillage  or  platform  (§793-96).  In  ordering  piles  for  any 
special  work  where  the  driving  is  hard,  allowance  must  be  made  for 
this  loss. 

Piles  are  generally  sharpened  before  being  driven;  but  many 
competent  engineers  claim  that  sharpening  is  of  no  advantage  and 
is  sometimes  harmful.  Sometimes,  particularly  in  stony  ground, 
the  point  is  protected  by  an  iron  shoe;  but  some  engineers  claim  that 
a  shoe  is  no  advantage.  The  shoe  may  be  only  two  V-shaped  loops 
of  bar  iron  placed  over  the  point,  in  planes  at  right  angles  to  each 
other,  and  spiked  to  the  piles;  or  it  may  be  a  wrought-  or  cast-iron 
socket,  of  which  there  are  a  number  of  forms  on  the  market. 

729.  S})iicing  Piles.  It  frequently  happens,  in  driving  piles  in 
swampy  places,  for  false-works,  etc.,  that  a  single  pile  is  not  long 
enough,  in  which  case  two  are  spliced  together.  A  common  method 
of  doing  this  is  as  follows:  After  the  first  pile  is  driven  its  head  is 
cut  off  square,  a  hole  2  inches  in  diameter  and  12  inches  deep  is 
lH>rod  in  its  head,  and  an  oak  tree-nail,  or  dowel-pin,  23  inches  long, 
is  ilriven  into  the  hole:  another  pile,  similarly  squared  and  bored, 
is  placed  u^wn  the  lower  pile,  and  the  drinng  continued.  Spliced 
in  tius  way  the  pile  is  deficient  in  lateral  stiffness,  and  the  upper 
section  is  liable  to  bounce  off  while  driWng.     It  is  better  to  rdnforce 
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the  splice  by  flatting  the  sides  of  the  piles  and  nailing  on,  with  say, 
8-inch  spikes,  four  or  more  pieces  2  or  3  inches  thick,  4  or  5  inches 
wide,  and  4  to  6  feet  long.  In  the  erection  of  the  bridge  over  the 
Hudson  at  Poughkeepsie,  N.  Y.,  two  piles  were  thus  spliced  together 
to  form  a  single  one  130  feet  long. 

Piles  may  be  made  of  any  required  length  or  cross  section  by 
bolting  and  fishing  together,  sidewise  and  lengthwise,  a  number  of 
squared  timbers.  Such  piles  are  frequently  used  as  guide  piles  in 
sinking  pneumatic  caissons  (§  885).  Hollow-built  piles,  40  inches 
in  diameter  and  80  feet  long,  were  used  for  this  purpose  in  constructing 
the  St.  Louis  Bridge  (§  889).  They  were  sunk  by  pumping  the  sand 
and  water  from  the  inside  of  them  with  a  sand  pump  (§  877). 

730.  Cost  of  Wood  Piles.  The  cost  of  wood  piles  varies  greatly 
with  locality,  and  has  been  going  up  rapidly  in  recent  years.  The 
chief  value  of  the  following  prices  is  to  show  the  difference  for  dif- 
ferent lengths  and  qualities.  In  1908,  in  the  North  Central  States, 
prices  were  about  as  follows:  White  or  burr  oak,  6-inch  top  and 
12-inch  butt,  20  to  30  feet  long,  16  to  18  cents  per  foot;  same,  40  to 
60  ft.  long,  21  to  25  cents  according  to  length.  Long-leaf  yellow 
pine,  40  to  60  ft.  long,  18  to  23  cents;  and  short-leaf  pine,  14  to  15 
cents;  other  soft  woods  1  to  2  cents  per  foot  less. 

731.  Iron  Piles.  Cast-iron  piles  were  formerly  used  to  a  limited 
extent  in  the  prairie  States  for  supports  for  highway  bridges;  but 
have  been  abandoned — largely  because  of  the  introduction  of 
concrete  for  piles  and  as  a  substitute  for  stone  masonry.  The 
horizontal  cross  section  was  cruciform,  lugs  or  flanges  were  cast  on 
the  sides  of  the  piles  to  which  to  attach  sway  braces;  and  after  being 
driven,  a  cap  with  a  socket  in  its  lower  side  was  placed  upon  the  pile 
to  receive  the  load.  The  advantages  claimed  for  cast-iron  piles  are: 
(1)  they  are  not  subject  to  decay;  (2)  they  are  more  readily  driven 
than  wooden  ones,  especially  in  stony  ground  or  stiff  clay;  and  (3) 
they  possess  greater  crushing  strength,  which,  however,  is  an  advan- 
tage only  when  the  pile  acts  as  a  column  (see  §  771).  The  principal 
disadvantage  is  that  they  are  deficient  in  transverse  resistance  to  a 
suddenly  applied  force,  which  objection  applies  only  to  the  handling 
of  the  piles  before  being  driven  and  to  such  as  are  liable  after  being 
driven  to  sudden  lateral  blows,  as  from  floating  ice,  logs,  etc. 

Wrought-iron  and  steel  sections  were  used  to  a  limited  degree 
for  piles  for  supporting  highway  bridges,  but  their  use  was  dis- 
continued in  favor  of  massive  concrete  substructures. 

732.  Steel  tubes  have  been  used  as  bearing  piles  to  a  limited 
extent,  chiefly  in  New  York  City.  The  diameter  varies  from  6  to 
16  inches,  the  thickness  from  J  to  i  inch,  the  length  from  60  to  80 
feet.    The  tubes  are  made  in  sections,  the  ends  faced  in  a  lathe,  and 
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the  sections  screwed  together.    They  are  sunk  with  a  pneumatic 
hammer,  and  the  material  is  removed  from  the  inside  of  the  tu^ 
with  a  water  jet.     If  bowlders  or  hard  pan  are  encountered,  a  chc^P" 
ping  drill  is  operated  through  the  tube.     After  the  pipe  reaches  ^^^ 
bed-rock,  all  the  soil  is  removed  from  the  inside  of  the  tube,  and  rei^^ 
forcing  rods  held  apart  by  separators  are  placed  inside,  and  then  ^-^^  - 
tube  is  filled  with  cement  mortar  or  rich  concrete  made  of  fine  ston  ^^ 

733.  Screw  Piles.  Screw  piles  are  employed  chiefly  in  anchoriii^2 
buoys  and  signal  stations  in  marine  surveying,  in  founding  sma^^ 
lighthouses  on  a  sandy  sea-shore,  for  piers,  etc.;  and  for  support^^ 
for  light  bridges.*  ^ 

The  screw  pile  usually  consists  of  a  rolled-iron  shaft,  3  to  10 
inches  in  diameter,  having  at  its  foot  one  or  two  turns  of  a  cast-iron 
screw,  the  blades  of  which  may  vary  from  1^  to  5  feet  in  diameter. 
The  piles  ordinarily  employed  for  lighthouses  exposed  to  moderate 
seas  or  to  heavy  fields  of  ice  have  a  shaft  3  to  5  inches  in  diameter  and 
blades  3  to  4  feet  in  diameter,  the  screw  weighing  from  600  to  700 
pounds.  For  bridge  piers,  the  shafts  are  from  6  to  10  inches  and  the 
blades  from  4  to  5  feet  in  diameter,  the  screw  weighing  from  1,500 
to  4,000  pounds,  t 

For  founding  beacons,  etc.,  the  screw  pile  has  the  special  advan- 
tage of  not  being  drawn  out  by  the  upward  force  of  the  waves  against 
the  superstructure.  Even  when  all  cohesion  of  the  ground  is  de- 
stroyed in  screwing  down  a  pile,  a  conical  mass,  with  its  apex  at  the 
bottom  of  the  pile  and  its  base  at  the  surface,  would  have  to  be 
lifted  to  draw  the  pile  out.  The  supporting  power  also  is  consider- 
able, owing  to  the  increased  bearing  surface  of  the  screw  blade. 
Screw  piles  have,  therefore,  an  advantage  in  soft  soil.  They  could 
also  be  used  advantageously  in  situations  where  the  jar  of  driving 
or^linary  piles  might  disturb  the  equilibrium  of  adjacent  structures. 

734.  These  piles  are  usually  screwed  into  the  soil  by  men  working 
with  capstan  bars.  Sometimes  a  rope  is  wound  around  the  shaft 
and  the  two  ends  pulled  in  opposite  directions  by  two  capstans,  and 
sometimes  the  screw  is  turned  by  attaching  a  large  cog-wheel  to  the 
shaft  by  a  friction-dutch,  which  is  rotated  by  a  worm-screw  operated 
by  a  hand  crank.  Horse-power,  steam,  and  hydrauUc  power  have 
been  used  for  this  purpose.! 

The  screw  will  penetrate  most  soils.     It  will  pass  through  loose 

*  For  illvjstrati^d  accounts  of  the  founding  of  a  railroad  bridge-pier  upon  screw  piles, 
siH?  Emjincrrintj  Xcws,  vol.  xiii,  p.  210-12;   vol.  xwiii,  ]>.  116. 

t  For  illustrations  and  diniensions  of  screw  piles  for  highway  and  intenirban  elec- 
tric railways,  see  Cooper's  Specifications  for  Foundations  and  SulMtnictures  of  Highway 
and  Klectric  Hail  way  Bridges,  Plate  12. 

X  For  an  illustrated  d(^scription  of  a  hydraulic  pile  screwing-maohiney  see  En- 
giryxrinfj  News,  vol.  xliv,  p.  90. 
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pebbles  and  stones  without  much  difficulty,  and  push  aside  bowlders 
of  moderate  size.  Ordinary  clay  does  not  present  much  obstruction; 
but  clean,  dry  sand  gives  the  most  difficulty.  The  danger  of  twisting 
off  the  shaft  limits  the  depth  to  which  they  may  be  sunk.  Screw 
piles  with  blades  4  feet  in  diameter  have  been  screwed  40  feet  into 
a  mixture  of  clay  and  sand.  The  resistance  to  sinking  increases 
very  rapidly  with  the  diameter  of  the  screw;  but  under  favorable 
circumstances  an  ordinary  screw  pile  can  be  sunk  very  quickly. 
Screws  4  feet  in  diameter  have,  in  less  than  two  hours,  been  sunk 
by  hand  labor  20  feet  in  sand  and  clay,  the  surface  of  which  was 
20  feet  below  the  water.  For  depths  of  15  to  20  feet,  an  average  of 
4  to  8  feet  per  day  is  good  work  for  wholly  hand  labor. 

736.  Disk  Piles.  These  differ  but  little  from  screw  piles,  a  flat 
disk,  instead  of  a  screw,  being  keyed  or  bolted  on  at  the  foot  of  the 
iron  stem.*  Disk  piles  are  sunk  by  the  water-jet  (§  757-59).  One 
of  the  few  cases  in  which  they  have  been  used  in  this  country  was 
in  founding  an  ocean  pier  on  Coney  Island,  near  New  York  City. 
The  shafts  were  wrought-iron,  lap-welded  tubes,  8|  inches  outside 
diameter,  in  sections  12  to  20  feet  long;  the  disks  were  2  feet  in 
diameter  and  9  inches  thick,  and  were  fastened  to  the  shaft  by  set- 
screws.  Many  of  the  piles  were  57  feet  long,  of  which  17  feet  was  in 
the  sand.f 

736.  Goncrete  Piles.  There  are  two  general  types  of  concrete 
piles — those  that  are  moulded  before  driving,  and  those  that  are 
moulded  in  place. 

737.  Piles  Moulded  before  Driving.  The  first  type  must  be  rein- 
forced to  permit  of  handling,  and  the  reinforcement  may  be  any  of 
the  forms  used  for  reinforced  concrete  columns  (see  §  485). J  Such 
piles  may  be  driven  with  a  drop  hammer  (§  751-54)  or  a  water  jet 
(§  757-59).  In  the  former  case,  the  pile  is  provided  with  a  cast-iron 
point,  and  the  top  is  provided  with  a  cushioned  head  to  prevent  the 
crushing  of  the  pile.  If  the  pile  is  to  be  sunk  by  a  water  jet,  either 
an  iron  pipe  is  set  in  the  center  of  the  concrete  or  a  hole  is  moulded 
in  the  longitudinal  center  of  the  pile.  One  contractor  makes  longi- 
tudinal grooves  on  the  exterior  surface  of  his  piles  to  give  an  outlet 
for  the  water  when  sunk  by  means  of  a  jet  and  also  to  increase  the 
surface  exposed  to  friction.  In  this  country  concrete  piles  are 
moulded  in  either  a  horizontal  or  a  vertical  position,  although  in 
Europe  the  former  seems  to  be  the  custom.     The  progress  can  be 

*  For  illustrations  and  dimensions  of  disk  piles,  see  Cooper's  Specifications  for 
Foundations  and  Substructures  of  Highway  and  Electric  Railway  Bridges,  Plate  11. 

t  For  a  detailed  and  illustrated  description  of  this  work,  see  an  article  by  Charles 
Macdonald,  in  Trans.  Am.  Soc.  of  C.  E.,  vol.  viii,  p.  227-37. 

X  For  an  illustrated  description  of  the  method  of  moulding,  reinforcing,  and  driv- 
ing several  forms  of  piles,  see  Engineering  News^  vol.  li,  p.  233-36. 
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inspected  better  when  moulded  in  a  horizontal  position,  but  any 
laminations  are  perpendicular  to  the  load  when  moulded  in  the 
vertical  position.  Vertical  moulding  is  the  more  expensive,  but  only 
a  little  more  with  suitable  facilities. 

738.  Piles  Moulded  in  Place.  There  are  several  forms  of  concrete 
piles  that  are  moulded  in  place,  the  four  best-known  being  the  Sim- 
plex, the  Raymond,  the  Chenoweth,  and  the  Gow — all  of  which  are 
patented. 

739.  The  Simplex  concrete  pile  is  formed  by  driving  a  heavy 
steel  tube,  16  inches  in  diameter,  having  at  the  bottom  either  (1) 
an  "alligator  tip"  or  (2)  a  cast-iron  or  concrete  point.  The  for- 
mer is  an  automatic  bottom  which  keeps  closed  while  the  tube  is 
being  driven,  but  which  opens  and  allows  concrete  to  pass  through 
when  the  tube  is  drawn  up.  After  the  tube  has  been  driven  to  the 
desired  depth,  it  is  drawn  up  about  2  feet,  concrete  enough  to  fill 
about  3  feet  of  the  tube  is  deposited  in  the  bottom  by  means 
of  a  bottom-dump  cylindrical  bucket,  and  the  concrete  is  tamped 
with  a  hammer  dropped  through  the  tube.  The  tube  is  then  raised 
again,  and  the  above  operation  is  repeated  until  the  top  of  the  con- 
crete reaches  the  desired  height.  This  pile  may  be  reinforced  by 
dropping  into  the  casing  any  unit  system  of  reinforcing. 

The  advantages  claimed  for  this  form  of  pile  are:  1.  The  cylin- 
drical form  gives  a  large  bearing  upon  the  harder  substratum.  2.  The 
ramming  of  the  concrete  forces  part  of  it  into  the  soil,  which  enlarges 
the  hole  and  still  further  consolidates  the  soil,  and  also  increases  the 
friction  between  the  concrete  and  the  sides  of  the  hole.  The  dis- 
advantage urged  against  this  form  is  that  the  more  fluid  portions  of 
the  concrete  are  liable  to  be  lost  in  a  porous  stratum  of  soil.  This 
objection  is  sometimes  eliminated  by  inserting  a  casing  of  sheet  iron 
inside  of  the  driving  tube  for  a  part  or  all  of  the  depth. 

740.  The  Raymond  concrete  pile  is  formed  and  placed  as  follows: 
A  tapering  shell  of  sheet  iron  (usually  No.  20)  is  placed  upon  a 
collapsible  steel  core,  and  the  two  are  driven  with  an  ordinary 
pile  driver.  After  the  shell  and  core  are  driven,  the  core  is  col- 
lapsed and  withdrawn;  and  then  the  shell  is  filled  with  concrete. 
The  piles  are  made  from  20  to  40  feet  long,  from  6  to  8  inches  in 
diameter  at  the  small  end,  and  from  18  to  20  inches  at  the  large  end. 

This  pile  may  be  reinforced  by  inserting  reinforcement  which  is 
securely  fastened  together  before  being  placed  in  the  casing. 

Notice  that  the  taper  is  considerably  greater  than  with  wood  piles, 
which  the  inventor  claims  is  an  advantage.  An  objection  to  this 
form  of  pile  is  that  the  thin  shell  is  likely  to  be  wholly  or  partially 
closed  by  the  lateral  pressure  of  the  soil  before  it  can  be  filled  with 
concrete. 
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741.  The  Chenoweth  concrete  pile  is  made  by  plastering  a 
woven  wire  net  with  cement  mortar  or  concrete  and  rolling  the 
combination  about  a  mandrel  to  form  a  cylinder.  The  mortar  is 
mixed  rather  dry,  but  the  rolling  squeezes  out  part  of  the  water  and 
secures  an  intimate  contact  between  the  mortar  and  the  reinforce- 
ment, thus  making  a  dense  and  strong  pile.  The  hole  left  by  the 
removal  of  the  mandrel  may  be  utilized  in  sinking  the  pile  by  a  water 
jet  hf  inserting  the  hose  in  it. 

742.  The  Gow  concrete  pile  consists  of  a  wrought-iron  pipe 
driven  into  the  clay,  the  soil  in  the  interior  being  washed  out;  and 
then  by  inserting  a  frame  made  of  angles  loosely  connected  at  the 
junctions  and  revolving  it,  the  clay  below  the  pipe^is  belled  out, 
thus  greatly  increasing  the  bearing  area  of  the  pile  upon  the  hard 
stratum.     Finally  the  bell  and  the  pipe  are  filled  with  concrete. 

743.  Concrete  piles,  both  bearing  and  sheet,  have  been  used  to  a 
considerable  extent  in  Europe  for  foundations,  wharves,  quay  walls, 
etc.;  but  have  only  recently  been  used  in  this  country  to  a  limited 
extent. 

744.  Cost  of  Concrete  Piles.  The  following  is  the  cost  of  making 
and  placing  172  Raymond  concrete  piles  in  Massachusetts  in  1906, 
exclusive  of  interest,  general  expense,  and  the  cost  of  moving  the 
plant.  The  minimum  length  was  14  ft.,  the  maximum  37  ft.,  and 
the  average  20  ft.  The  piles  were  driven  until  the  penetration 
produced  by  eight  or  ten  blows  was  1  inch.* 

Items.  Cost  per  Foot. 

Labor  driving  forms  and  placing  concrete $0. 16 

Concrete  material 0. 123 

Steel  shell,  94  lb.  at  3  cents 0. 145 

Coal,  oil,  etc 0.011 

Total,  exclusive  of  interest,  general  expense,  etc SO.  439 

746.  Concrete  vs.  Wood  Piles.  Of  course,  when  exposed  to  the 
air,  or  in  sea-water  infested  with  marine  borers,  concrete  is  much  more 
durable  than  wood.  In  some  cases  concrete  tops  have  been  placed 
upon  wooden  piles  to  prevent  the  decay  of  the  wood  above  the  water 
line  or  to  prevent  the  attack  of  sea  worms  above  the  ground  line. 
Concrete  piles  cost  more  than  wooden  ones  (see  the  next  paragraph), 
and  on  account  of  their  size  will  support  a  greater  load,  it  being 
claimed  that  usually  one  concrete  pile  will  support  as  much  load  as 
two  or  three  wooden  ones;  but  it  is  not  always  wise  or  possible  to 
decrease  the  number  of  piles  and  proportionally  increase  the  load 
on  each.     Concrete  piles  are  suf)erior  to  wooden  ones  for  foundation 

♦  Engineering-Contracting,  vol.  xxvii,  p.  65. 
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work  in  that  they  need  not  be  cut  off  below  the  water's  surface,  and 
hence  the  more  expensive  masonry  structure  need  not  start  as  low 
with  concrete  piles  as  with  wooden  ones. 

The  following  exhibit  shows  the  actual  cost  in  1904  of  the  con- 
crete-pile foundations  for  the  physics  building  of  the  United  States 
Naval  Academy  at  Annapolis,  Md.,  and  also  the  estimated  cost  of 
an  equivalent  wood-pile  foundation.* 

Itbhb.  Conckktk  Piles.  Wuud  Pilis. 

Piles 855  at  $2O.O0-S17  100.00    2  193  at  (8.50-120  835.50 

ExcavatioD.Cu.J'd.  .   1038at         .40-         415.00    4542at      .40-     1816.80 

Concrete,  cu.  yd B86  at      8.00-     788S.O0    3250tit   8.00-  26000.00 

Stee]  I-beams, lb. 5222at      .04-       208.00 

Shoring  and  pumping      4  000.00 


Total $25  403.00     $52  861.18 

746.  Shir  FILH.  Sheet  piles  are  piles  with  square  edges  driven 
successively  edge  to  edge  to  form  a  vertical  sheet  for  the  purpose  of 
preventing  the  soil  from  flowing  into  the  foundation  pit  or  of  guarding 
a  foundation  against  the  undermining  action  of  the  water.  Formerly 
sheet  piles  were  always  of  wood,  but  re- 
cently both  steel  and  concrete  have  lieen 
used. 

747.  Wood  Sheet  Piles.  Ordinarily  wood 
sheet  piles  are  simply  thick  planks,  sharp- 
ened and  driven  edge  to  edge.  Sometimes 
a  thinner  plank  is  driven  outside  of  the 
thick  one  to  cover  the  joint  and  prevent 
leakage;  and  sometimes  two  rows  of  thick 
planks  are  driven.  Sheet  piles  should  be 
sharpened  wholly,  or  at  least  mainly,  from 
one  side,  and  the  long  edge  should  be 
placed  next  to  the  pile  already  driven,  to 
cause  the  piles  to  crowd  together  and  make 
comparatively  close  joints. 

„  „  „  Formerly,   when  greater  strength  was 

1  in.  85.— Wakefield  Sheet  ■       .    ,.  ,  .^l  •   ■  , 

Pile.  required  than  one  or  two  thicknesses  of 

plank,  heavy  sawed  timbers  were  employed 

as  sheet  piles,   wooden  blocks  or  iron  lugs  being  fastened  on  the 

edges  to  assist  in  guiding  them  into  position,  or  a  tongue  and  groove 

was  formed  by  nailing  two  strips  on  the  edges  of  one  side  of  the 

pile  and  one  strip  in  the  middle  of  the  other  edge;   but  now  the 

Wakefield  pile  is  usually  employed  when  a  wood  pile  is  used  and  when 

greater  strength  is  required  than  is  afforded  by  a  single  plank. 

*  The  Inspector  in  Cbu^e.  in  Engineering  Reatrd,  vol.  li,  p.  277. 
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The  Wakefield  pile,  the  patent  on  which  has  expired,  consists  of 
three  planks  bolted  or  spiked  together  so  as  to  form  a  tongue  on  one 
edge  and  a  corresponding  groove  on  the  other.  Fig.  85  shows  a 
cross  section  of  the  Wakefield  pile.  The  planks  are  usually  10  or  12 
inches  wide,  and  10  to  16  feet  long. 

748.  Steel  Sheet  Piles.  Steel  sheet  piles  were  first  used  in  1902  at 
Chicago;  but  already  a  considerable  number  of  forms  have  been  pat- 
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e    UniUd  States 
Fio.  86. — Typical  Forms  of  Steel  Sheet  Piles. 

ented.  They  may  be  divided  into  two  general  classes,  viz. :  those  built 
up  from  standard  structural  shapes,  and  those  consisting  of  special 
shapes.  Fig.  86,  shows  several  of  each  class.  There  are  several 
other  forms  of  the  same  general  character  as  the  last  one  in  Fig.  86; 
but  they  are  not  in  as  general  use.  One  patent  consists  of  a  clip  to  be 
riveted  at  intervals  to  I-beams,  whereby  a  wall  may  be  built  by  driv- 
ing I-beams  base  to  base;  and  a  somewhat  similar  form  consists  of 
two  separate  locking  devices  one  of  which  is  placed  on  the  bottom 
of  the  I-beam  to  be  driven  and  one  on  the  top  of  the  I-beam  already 
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driven.  However,  the  interlocking  steel  piles  are  usually  preferred 
Bs  making  a  tighter  wall. 

Form  a,  Fig.  86,  may  be  made  of  any  size  of  channels  and  I-beams, 
although  the  12-inch  or  the  15-inch  are  ordinarily  used.  With  this 
form  of  pile,  the  space  between  the  channels  can  be  tamped  full 
of  clay  and  thus  make  the  wall  water-tight.  Form  b  is  made  with 
two  weights  of  12-inch  and  also  with  two  weights  of  15-inch  channels. 
There  is  another  variety  of  this  form  in  which  there  is  an  angle  on 
each  edge  of  the  intermediate  channel  to  form  a  calking  joint,  but 
such  a  joint  is  seldom  necessary.  Form  d  is  made  of  a  15-inch  39- 
pound  I-beam,  the  interlocking  piece  being  made  of  a  7-inch  I-beam. 
Form  e  is  made  in  three  sizes — 12-inch  40-pound,  12-inch  35-pound, 
and  6-inch  11-pound.  With  this  form  of  pile  a  half-round  wooden 
strip  may  be  driven  in  the  joint,  which  upon  absorbing  water  expands 
and  prevents  leakage.  It  has  been  proposed  to  run  grout  into  the 
interlock  of  sheet  piles  to  prevent  or  stop  leaks. 

A  great  variety  of  forms  of  steel  sheet  piles  has  been  proposed, 
the  catalogue  of  one  manufacturer  showing  twenty-seven  different 
forms  exclusive  of  special  comer  pieces;  but  the  above  are  the  forms 
in  most  common  use,  and  are  fairly  representative. 

By  the  use  of  special  comer  pieces,  a  right-angled  comer  can  be 
turned  with  any  of  the  steel  sh^ft  piling;  and  some  of  the  regular 
forms  can  be  used  to  inclose  a  comparatively  small  circular  area. 
Steel  sheet  piles  are  ordinarily  driven  by  allowing  the  pile  hammer 
to  strike  directly  against  the  end  of  the  pile;  but  in  hard  driving  a 
cast-iron  or  steel  hood,  into  the  under  side  of  which  fits  the  top  end  of 
the  pile,  is  sometimes  used.  These  hoods  are  furnished  by  the  makers 
of  the  piles. 

749.  Steel  sheet  piles  are  superior  to  wooden  ones  in  that  they 
make  tighter  work,  are  easier  to  drive,  may  be  used  repeatedly,  and 
some  forms  have  nearly  their  original  value  as  standard  sections  when 
no  longer  required  as  piles,  and  all  forms  have  value  as  scrap  when 
they  can  no  longer  be  used  as  piles.  Steel  sheet  piles  are  more  easily 
pulled  out  than  wooden  ones,  since  a  hook  can  readily  be  inserted  in  a 
hole  near  the  top.  Steel  sheet  piles  require  less  bracing  across  the 
coffer-dam  than  wooden  ones.  Steel  sheet  piles  may  be  spliced  by 
dri\'ing  one  section  on  top  of  another;  and,  by  varj'ing  the  length  of 
the  members,  a  stout  wall  of  almost  any  depth  may  be  built.  Most 
forms  of  steel  sheet  pile  speedily  become  water-tight  in  muddy  water; 
and  usually  all  are  easily  made  tight  in  clear  water  by  throwing 
sawdust,  paper  pulp,  manure,  etc.,  near  a  leak. 

In  selecting  a  t}T)e  form  of  steel  sheet  pile,  attention  should  be 
^ven  to  the  clearance  between  the  members  and  also  to  the  lateral 
stiffness  of  the  pile.     To  secure  tightness  the  clearance  should  be  as 
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small  as  possible,  but  too  little  clearance  makes  trouble  in  driving, 
owing  to  kinks  and  bends  in  the  members.  Lateral  stiffness  is 
important  in  hard  driving;  and  depends  upon  the  cross  section  of  the 
pile. 

Some  forms  of  steel  piling  are  provided  with  cast-iron  points  to 
facilitate  driving  in  hard  or  stony  ground;  but  usually  the  pile  is 
driven  without  sharpening  or  without  a  shoe. 

Art.  2.     Pile  Driving. 

760.  PILB-DBIVING  Maohimxs.  Pile-driving  machines  may  be 
classified  according  to  the  character  of  the  driving  power,  which 
may  be  (1)  a  falling  weight,  (2)  the  force  of  an  explosive,  or  (3)  the 
erosive  action  of  a  jet  of  water.  Piles  are  sometimes  set  in  holes 
bored  with  a  well-auger,  and  the  earth  rammed  around  them.  This 
is  quite  common  in  the  construction  of  small  highway  bridges  in 
the  prairie  States,  a  10-  or  a  12-inch  auger  being  generally  used. 
The  various  pile-driving  machines  will  now  be  briefly  described  and 
compared. 

761.  Drop-hammer  Pile-driver.  The  usual  method  of  driving  piles 
is  by  a  succession  of  blows  given  with  a  heavy  block  of  wood  or  iron — 
called  a  ram,  monkey,  or  hammer — which  is  carried  by  a  rope  or 
cable  passing  over  a  pulley  fixed  at  the  top  of  an  upright  frajne  and 
allowed  to  fall  freely  on  the  head  of  the  pile.  The  machine  for  doing 
this  is  called  a  drop-hammer  pile-driver,  or  a  monkey  pile-driver — 
usually  the  former.  The  machine  is  generally  placed  upon  a  car  or 
a  scow. 

The  frame  consists  of  two  uprights,  called  leaders,  from  10  to  60 
feet  long,  placed  about  2  feet  apart,  which  guide  the  falling  weight 
in  its  descent.  The  leaders  are  either  wooden  beams  or  iron  channel- 
beams,  usually  the  former.  The  hammer  is  generally  a  mass  of 
iron  weighing  from  500  to  4,000  pounds  (usually  about  2,000)  with 
grooves  in  its  sides  to  fit  the  guides  and  a  staple  in  the  top  by  which 
it  is  raised.  The  rope  employed  in  raising  the  hammer  is  usually 
wound  up  by  a  steam  engine  placed  on  the  end  of  the  scow  or  car, 
opposite  the  leaders. 

A  car  pile-driver  is  made  especially  for  railroad  work,  the  leaders 
resting  upon  an  auxiliary  frame,  by  which  piles  may  be  driven  14  to 
16  feet  in  advance  of  the  end  of  the  track;  and  the  frame  is  pivoted 
so  that  piles  may  be  driven  on  either  side  of  the  track.  This  method 
of  pivoting  the  frame  carrying  the  leaders  is  also  sometimes  applied 
to  a  machine  used  in  driving  piles  for  foundations. 

In  railroad  construction,  it  is  not  possible  to  use  the  pile-driving 
car  with  its  steam  engine  in  advance  of  the  track;    hence,  in  this 
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kind  of  work,  the  leaders  are  often  set  on  blocking  and  the  hammer 
is  raised  by  horses  hitched  directly  to  the  end  of  the  rope.  Portable 
engines  also  are  sometimes  used  for  this  purpose.  Occasionally 
the  weight  is  raised  by  men  with  a  windlass,  or  by  pulling  directly 
on  the  rope. 

A  machine  used  for  driving  sheet  piles  differs  from  that  described 
above  in  one  particular,  viz.:  it  has  but  one  leader,  in  front  of  which 
the  hammer  moves  up  and  down.  With  this  construction,  the 
machine  can  be  brought  close  up  to  the  wall  of  a  coffer-dam  (J  718 
and  §  804),  and  the  pile  already  driven  does  not  interfere  with  the 
driving  of  the  next  one. 

762.  There  are  two  methods  of  detaching  the  weight,  i.e.,  of 
letting  the  hammer  fall:  (1)  by  a  nipper,  and  (2)  by  a  friction-clutch. 

1.  The  nipper  consists  of  a  block  which  slides  freely  between 
the  leaders  and  which  carries  a  pair  of  hooks,  or  tongs,  projecting 
from  its  lower  side.  The  tongs  are  so  arranged  that  when  lowered 
onto  the  top  of  the  hammer  they  automatically  catch  in  the  staple 
in  the  top  of  the  hammer,  and  hold  it  while  it  is  being  lifted,  until 
they  are  disengaged  by  the  upper  ends  of  the  arms  striking  a  pair  of 
inclined  surfaces  in  another  block,  the  tripy  which  may  be  placed 
between  the  leaders  at  any  elevation,  according  to  the  height  of  fall 
desired. 

With  this  form  of  machine,  the  method  of  operation  is  as  follows: 
The  pile  bein^  in  place,  with  the  hammer  resting  on  the  head  of  it 
and  the  tongs  being  hooked  into  the  staple  in  the  top  of  the  hammer, 
the  rope  is  wound  up  until  the  upper  ends  of  the  tongs  strike  the 
trip,  which  disengages  the  tongs  and  lets  the  hammer  fall.  As  the 
hoisting  rope  is  unwoimd  the  nipper  block  follows  the  hammer,  and, 
on  reaching  it,  the  tongs  automatically  catch  in  the  staple,  and  the 
preceding  operations  may  be  repeated.  This  method  is  objectionable 
owing  to  the  length  of  time  required  (a)  for  the  nipi)er  to  descend 
after  the  liammer  lias  been  dropped,  and  (b)  to  move  the  trip  when 
the  height  of  fall  is  changed.  Some  manufacturers  of  pile-driving 
macliinery  remove  the  last  objection  l)y  making  an  adjustable  trip 
which  is  raised  and  lowered  by  a  light  line  passing  over  the  top  of  the 
leaders.     This  is  a  valuable  improvement. 

When  the  rope  is  wound  up  by  steam,  the  maximum  speed  is 
from  (3  to  14  blows  per  minute,  depending  upon  the  distance  the 
hairnner  falls.  The  speed  can  not  l>e  increased  by  the  skill  of  the 
operator,  although  it  could  be  by  making  the  nipper  block  heavier. 

2.  The  method  by  using  a  fridioji-clutch,  or  friction-drum,  as  it 
is  often  caiied,  consists  in  attaching  the  rope  permanently  to  the 
staple  in  the  top  of  the  hammer,  and  dropping  the  hammer  by  setting 
free  the  winding  drum  by  the  use  of  a  friction-clutch.    The  advan- 
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tages  of  this  method  are  (a)  that  the  hammer  can  be  dropped  from 
any  height,  thus  securing  a  light  or  heavy  blow  at  pleasure;  and 
(b)  that  no  time  is  lost  in  waiting  for  the  nipper  to  descend  or  in 
adjusting  the  trip. 

When  the  rope  is  wound  up  by  steam,  the  speed  is  from  20  to 
30  blows  per  minute,  but  is  largely  dependent  upon  the  skill  of  the 
man  who  controls  the  friction-clutch.  The  hammer  is  caught  on 
the  rebound,  is  elevated  very  rapidly,  and  hence  the  absolute  max- 
imum speed  is  attained.  The  rope,  by  which  the  hammer  is  elevated, 
retards  the  falling  weight;  and  hence,  for  an  equal  effect,  this  form 
requires  a  heavier  hammer  than  when  the  nipper  is  Used.  Although 
the  friction-drum  pile-driver  is  much  more  efficient,  it  is  not  as 
generally  used  as  the  nipper  driver.  The  former  is  a  little  more 
expensive  in  first  cost. 

7G3.  Steam-hunnier  Pile-drivar.  As  regards  frequency  of  use, 
the  next  machine  is  probably  the  steam-hammer  pile-driver.  It 
consists  essentially  of  a  steam  cylinder  (stroke  about  '.i  feet),  the 
piston-rod  of  which  carries  a 
striking  weight  of  3,000  to  5,000 
pounds.  The  steam-cylinder  is 
fastened  to  and  between  the  tops 
of  two  I-beams  about  8  to  10 
feet  long,  the  beams  being  united 
at  the  bottom  by  a  piece  of  iron 
in  the  shape  of  a  frustum  of  a 
cone,  which  has  a  hole  through 
it.  The  under  side  of  this  con- 
necting piece  is  cut  out  so  as  to 
fit  the  top  of  the  pile.  The 
striking  weight,  which  works  up 
and  down  between  the  two  I- 
Ixtams  as  guides,  has  a  cylindri- 
cal projection  on  the  bottom 
which  passes  through  the  hole 
in  the  piece  connecting  the  feet 

of  the  guides  and  strikes  the  Fio.  87.— Steam-hammer  Pile-driver. 
pile.     The  steam    to  operate  the 

hammer  is  conveyed  from  the  boiler  through  a  flexible  tulje.  Fig.  87 
shows  one  of  the  latest  forma  of  steam-hammer. 

The  whole  mechanism  can  be  raised  and  lowered  by  a  rope  passing 
o\'er  a  pulley  in  the  top  of  the  leaders.  After  a  pile  has  been  placed 
in  position  for  driving,  the  machine  is  lowered  upon  the  top  of  it  and 
entirely  let  go,  the  pile  being  its  only  support.  When  steam  is 
admitted  below  the  piston,  it  rises,  carrying  the  striking  weight  with 
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it,  until  it  strikes  a  trip  (on  the  back  side  of  the  hammer),  which  cuts 
off  the  steam,  and  the  hammer  falls  by  its  own  weight.  At  the  end 
of  the  down  stroke  the  valves  are  again  automatically  reversed,  and 
the  stroke  repeated.  By  altering  the  adjustment  of  this  trip-piece, 
the  length  of  stroke  (and  thus  the  force  of  the  blows)  can  be  increased 
or  diminished.  The  admission  and  escape  of  steam  to  and  from  the 
cylinder  can  also  be  controlled  directly  by  the  attendant,  and  the 
number  of  blows  per  minute  is  increased  or  diminished  by  regulating 
the  supply  of  steam.  The  machine  can  give  60  to  80  blows  per 
minute. 

764.  Drop-hattuner  vs.  Steam-hammer.  The  drop-hammer  is 
capable  of  driving  the  pile  against  the  greater  resistance.  The 
maximum  fall  of  the  drop-hammer  is  40  or  50  feet,  while  that  of  the 
steam-hammer  is  about  3  feet.  The  drop-hammer  ordinarily  weighs 
about  1  ton,  while  the  striking  weight  of  the  steam-hammer  usually 
weighs  about  IJ  tons.  The  energy  of  the  maximum  blow  of  the 
drop-hammer  is  45  foot-tons  (  =  45  ft.  X  1  ton),  and  the  energy  of 
the  maximum  blow  of  the  stream-hammer  is  4.5  foot-tons  (  =  3  ft. 
X  li  tons).  The  energy  of  the  maximum  blow  of  the  drop-hammer 
is,  therefore,  about  10  times  that  of  the  steam-hammer. 

However,  the  effectiveness  of  a  blow  does  not  depend  alone  upon 
its  energy.  A  considerable  part  of  the  energy  is  invariably  lost  by 
the  compression  of  the  materials  of  the  striking  surfaces,  and  the 
greater  the  velocity  the  greater  this  loss.  An  extreme  illustration 
of  this  would  be  trying  to  drive  piles  by  shooting  rifle-bullets  at  them. 
A  1-ton  hammer  falling  45  ft.  has  10  times  the  energy  of  a  l^-ton 
hammer  falling  3  ft.,  but  in  striking,  a  far  larger  part  of  the  former 
than  of  the  latter  is  lost  by  the  compression  of  the  pile  head.  In 
constructing  the  foundation  of  the  Brooklyn  dry-dock,  it  was  prac- 
tically demonstrated  that  "there  was  little,  if  any,  gain  in  having 
the  fall  more  than  45  feet."  The  loss  due  to  the  compression  depends 
upon  the  material  of  the  pile,  and  whether  the  head  of  it  is  bruised  or 
not.  The  drop-hammer,  using  the  pile-hood  and  the  friction-drum, 
can  drive  a  pile  against  a  considerably  harder  resistance  than  the 
steam-hammer. 

It  is  frequently  claimed  that  the  steam-hammer  can  drive  a  pile 
against  a  greater  resistance  than  the  drop-hammer.  As  compared 
with  the  old  style  drop-hammer,  i.e.,  without  the  friction-drum  and 
the  pile-hood,  this  is  probably  true.  The  striking  of  the  weight  upon 
the  head  of  the  pile  splits  and  brooms  it  very  much,  which  materially 
diminishes  the  effectiveness  of  the  blow  (for  an  example,  see  Table 
64,  pa^e  390).  In  hard  driving  with  the  drop-hammer,  without  the 
pile-hood,  the  heads  of  the  piles,  even  when  hooped,  will  crush,  bulge 
out,  and  frequently  split  for  many  feet  below  the  hoop.     For  this 
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reason,  it  is  sometimes  specified  that  piles  shall  not  be  driven  with  a 
drop-hammer. 

The  rapidity  of  the  blows  is  an  important  item  as  affecting  the 
efficiency  of  a  pile-driver.  If  the  blows  are  delivered  rapidly,  the 
soil  does  not  have  suflBcient  time  to  recompact  itself  about  the  pile. 
With  the  steam-driver  the  blows  are  delivered  in  such  quick  succession 
that  it  is  probable  that  a  second  blow  is  delivered  before  the  pile  has 
recovered  from  the  distortion  produced  by  the  first,  which  materially 
increases  the  effectiveness  of  the  second  blow.  In  this  respect  the 
steam-hammer  is  superior  to  the  drop-hammer,  and  the  friction- 
clutch  driver  is  superior  to  the  nipper  driver. 

In  soft  soils,  the  steam-hammer  drives  piles  faster  than  either 
form  of  the  drop-hammer,  since  after  being  placed  in  position  on 
the  head  of  the  pile  it  pounds  away  without  the  loss  of  any  time. 

766.  In  a  rough  way  the  first  cost  of  the  two  drivers — exclusive 
of  scow  or  car,  hoisting  engine,  and  boiler,  which  are  the  same  in 
each — is  about  $80  for  the  drop-hammer  driver,  and  about  $800  for 
the  steam-driver.  Of  course  these  prices  will  vary  greatly.  The  per 
cent  for  wear  and  tear  is  greater  for  the  drop-hammer  than  for  the 
steam-hammer.  For  work  at  a  distance  from  a  machine-shop  the 
steam-driver  is  more  liable  to  cause  delays,  owing  to  breakage  of 
some  part  which  can  not  be  readily  repaired. 

766.  Driying  Piles  with  Dynamite.  Occasionally  piles  are  driven 
by  exploding  dynamite  placed  directly  upon  the  top  of  the  pile. 
It  is  a  slow  method,  but  might  prove  valuable  where  only  a  few  piles 
were  to  be  driven,  by  saving  the  transportation  of  a  machine;  or  it 
might  be  employed  in  locations  where  a  machine  could  not  be  oper- 
ated. The  higher  grades  of  dynamite  are  most  suitable  for  this 
purpose. 

767.  Driving  Piles  with  Water  Jet.  Although  the  water  jet  is 
not  strictly  a  pile-driving  machine,  the  method  of  sinking  piles  by 
its  use  deserves  careful  attention,  because  it  is  often  the  cheapest 
and  sometimes  the  only  means  by  which  piles  can  be  sunk  in  mud,  silt, 
or  sand. 

The  method  is  very  simple.  A  jet  of  water  is  forced  into  the 
soil  just  below  the  point  of  the  pile,  thus  loosening  the  soil  and 
allowing  the  pile  to  sink,  either  by  its  own  weight  or  with  very  light 
blows.  The  water  may  be  conveyed  to  the  point  of  the  pile  through 
a  flexible  hose  held  in  place  by  staples  driven  into  the  pile;  and 
after  the  pile  is  sunk,  the  hose  may  be  withdrawn  for  use  again. 
An  iron  pipe  may  be  substituted  for  the  hose.  It  seems  to  make 
very  little  difference,  either  in  the  rapidity  of  the  sinking  or  in  the 
accuracy  with  which  the  pile  preserves  its  position,  whether  the 
nozzle  is  exactly  under  the  middle  of  the  pile  or  not. 
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'J'he  water  jet  seems  to  have  l)een  first  used  in  engineerin  __-^  ^^ 
l«So2,  at  the  suggestion  of  General  Geo.  B.  McClellan.  It  has  ^^^^^" 
extensively  employed  on  the  sandy  shores  of  the  Gulf  and  Sc::=i==^^^"^" 
Atlantic  States,  wheie  the  compactness  of  the  sand  makes  it  diffi— —  ^"'^ 
to  obtain  suital)le  foundations  for  lighthouses,  wharves,  etc.  — ^'^" 

other  reason  for  its  use  in  that  section  is  that  the  palmetto  pil^^^^'*'~ 
the  only  ones  that  will  resist  the  ravages  of  the  teredo — ^are  too  -2-:^'^ 
to  withstand  the  blows  of  the  drop-hammer  pile-driver.  By 
ploying  the  water  jet  the  necessity  for  the  use  of  the  pile-hami 
is  removed,  and  consequently  palmetto  piles  become  availa 
The  jet  has  also  been  employed  in  a  great  variety  of  ways  to  facilit  * 
the  passage  of  common  piles,  screw  and  disk  piles,  cylinders,  caissc?^ 
etc..  througli  earthly  material;  and  also  to  loosen  the  soil  aroti: 
piles  preparatory  to  pulling  them  out. 

768.  The  efficiency  of  the  jet  depends  upon  the  increased  fluidit<;i-^^ 
given  to  the  material  into  v.hich  the  piles  are  sunk,  the  actual  dis —    ^ 
placement  (^f  material  l>eing  small.     Hence  the  efficiency  of  the  jet  '^    (" 
is  greatest  in  dear  sand.  mud.  or  soft  clay;  in  gravel,  or  in  sand  con-        ^  ^ 
taining  a  large  percentage  of  gravel,  or  in  hard  clay,  the  jet  is  almost  ^; 

useless.     For  those  reasons  the  engine,  pump,  hose,  and  nozzle  should  ^ 

1h^  arranged  to  deliver  large  quantities  of  water  with  a  moderate  j 

fnrrc.  rathrr  than  smaller  quantities  with  high  initial  velocity.  In 
irravt'l.  or  in  sand  containing  considerable  gravel,  some  benefit  might 
rcsuli  from  a  velocity  suffi<*ient  to  displace  the  pebbles  and  drive 
tlioni  troni  ilie  vicinity  «»f  the  pile:  but  it  is  evident  that  any  prac- 
!icMl»le  vcltu'ity  w<ndd  be  powerless  in  gravel,  except  for  a  ver}"  limited 
depth,  or  where  circumstances  favored  the  prompt  removal  of  the 
pebbles. 

Tin*  (MTor  most  fre«|uently  made  in  the  application  of  the  water 
je!  i^  in  usiuir  pumps  with  insufficient  capacity.  Both  direct-acting 
;md  ceiiiriiiii::il  pumps  are  frtniuently  employed.  The  former  affords 
the  i'.rcMiei-  power:  but  the  latter  has  the  advantage  of  a  less  first 
cost,  and  kA  tuu  l»eini:  ilamaized  as  gi*eatly  by  sand  in  the  water  used. 

riie  puinpiiiii  phiiit  u-^ed  in  sinking  the  disk-piles  for  the  Coney 
I>l:uui  ]>itM  vmv  §  7.^.'>  .  'ct^nsisted  of  a  Worthington  pump  with  a 
\2  \\\y)\  -:eani  cvliiuier.  SI -inch  stroke,  and  a  water  cvlinder  7A 
I;* '".c^  '\\\  •iiaiMctc'-.  The  sui'tii>n  i\ost*  was  4  inches  in  diameter: 
:■•:.:  ''"c  ,li-^''ia' cc  lio><e.  which  was  of  four-ply  gum,  was  3  inches. 
r-a-  ■'■■  Ic:-  \\;..«^  ipvii;!!:,  \1  iru-hes  in  tliameter.  S  feet  high,  and  con- 
■  •':..■  'J  ■.:«'<  "J  -Vi*  !ics  \\\  dianioTer.  An  abundance  of  steam  was 
-  ]  •  '  ■  "a*  :  v»=lc'.  a'rcv  rht»  exhaust  had  l>een  turned  into  the 
-•  M  -  .  V  .:  ■■  -»r  i«^;il  viM^l  as  fuel.  An  average  of  alx>ut  160 
;»■'  :•  ■.<  ■■•'  '■'..!  \\:^  .»»•>•; :ne- 1  \\\  ^irikiiii;  each  pile.  With  the  power 
io-  "l"'!*  i.  v.  \\a^  :"oantl  iliat  piles  could  he  driven  in  clear  sand 


Art.  2.]  Pile  Driving.  383 

at  the  rate  of  3  feet  per  minute  to  a  depth  of  12  feet;  aft^r  which  the 
rate  of  progress  gradually  diminished,  until  at  18  feet  a  limit  was 
reached  beyond  which  it  was  not  practicable  to  go  without  con- 
siderable loss  of  time.  It  frequently  happened  that  the  pile  would 
'bring  up*  on  some  tenacious  material  which  was  assumed  to  be  clay, 
and  through  which  the  water  jet,  unaided,  could  not  be  made  to  force 
a  passage.  In  such  cases  it  was  found  that  by  raising  the  pile  about 
6  inches  and  allowing  it  to  drop  suddenly,  with  the  jet  still  in  opera- 
tion, and  repeating  as  rapidly  as  possible,  the  obstruction  was  finally 
overcome;  although  in  some  instances  five  or  six  hours  were  con- 
sumed in  sinking  as  many  feet."* 

769.  Jet  V8.  Hammer.  It  is  hardly  possible  to  make  a  comparison 
between  a  water-jet  and  a  hammer  pile-driver,  as  the  conditions 
most  favorable  for  each  are  directly  opposite.  For  example,  sand 
yields  easily  to  the  jet,  but  offers  great  resistance  to  driving  with 
the  hammer;  on  the  other  hand,  in  stiff  clay  the  hammer  is  much 
more  expeditious.  For  inland  work  the  hammier  is  better,  owing  to 
the  difficulty  of  obtaining  the  large  quantities  of  water  required  for 
the  jet;  but  for  river  and  harbor  work  the  jet  is  the  most  advan- 
tageous. Under  equally  favorable  conditions  there  is  little  or  no 
difference  in  cost  or  speed  of  the  two  methods. 

The  jet  and  the  hammer  are  often  advantageously  used  together, 
especially  in  stiff  clay.  The  efficiency  of  the  water  jet  can  be  greatly 
increased  by  bringing  the  weight  of  the  pontoon,  upon  which  the 
machinery  is  placed,  to  bear  upon  the  pile  by  means  of  a  block  and 
tackle. 

760.  Cost  of  Driving  Bearing  Piles.  There  are  a  number 
of  items  which  materially  affect  the  cost  of  pile  driving,  which  it  is 
impossible  to  include  in  a  brief  summary,  but  which  must  not  be 
forgotten  in  using  such  data  in  making  estimates.  Among  these 
items  are:  the  closeness  to  the  driver  of  the  place  of  delivery  of  the 
piles,  the  facilities  for  handling  the  piles,  the  length  of  the  piles,  the 
hardness  of  the  driving,  the  accuracy  of  the  required  position  of  the 
pile,  the  number  driven,  the  distance  apart,  etc. 

761.  Railroad  Oonstniction.  The  following  is  a  summary  of  the 
cost,  to  the  contractor,  of  labor  in  driving  piles  (exclusive  of  hauling) 
in  the  construction  of  the  Chicago  branch  of  the  Atchison,  Topeka 
and  Santa  F6  R.  R.  The  piles  were  driven,  ahead  of  the  track, 
with  a  horse-power  drop-hammer  weighing  2,200  pounds.  The 
average  depth  driven  was  13  feet.  The  table  includes  the  cost  of 
driving  piles  for  abutments  for  Howe  truss  bridges  and  for  the 
false  work  for  the  erection  of  the  same.  These  two  items  add  con- 
siderably to  the  average  cost.     The  contractor  received  the  same 

*  Chaid.  Macdonald,  in  Trans.  Am.  Soc.  of  C.  E.,  vol.  viii,  p.  227-37. 
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price  for  all  classes  of  work.  The  work  was  as  varied  as  such  jobs 
usually  are,  piles  being  driven  in  ail  kinds  of  soil.  Owing  to  the 
large  amount  of  railroad  work  in  progress  in  1887,  the  cost  of  material 
and  labor  was  about  10  per  cent  higher  than  the  average  of  the  year 
before  and  after.  Cost  of  labor  on  pile-driver:  1  foreman  at  S4  per 
day,  6  laborers  at  $2,  2  teams  at  ^.50;  total  cost  of  labor  ^  S23 
per  day. 


Cost  of  Pile  Dritixg  in  Raiutoad  Coxstruction. 

Number  of  piles  induded  in  this  report 4  409 

"           '*  lineal  feet  induded  in  this  report    109  568 

Average  length  of  piles,  in  feet    24.8 

Number  of  days  empkiyed  in  driving 494 

"  hneal  feet  driven  per  day 221 .8 

Cost  of  driving,  per  pile $2.53 

"       "      "        "    foot 10.4cts. 


7S2.  Bridfs  Sepain.  In  Table  62  are  the  data  c^  [Hie  driving 
for  r^Mirs  to  bridges  on  the  Indianapolis,  Decatur  and  Springfield 
R.  R,  The  work  was  done  from  December  21,  1885,  to  January  5, 
18S6.  The  piles  varied  from  12  to  32  feet  in  length,  the  average 
being  a  httle  over  21  feet.  The  average  distance  driven  was  about 
10  feet.  The  hanuner  wdghed  1,650  poimds;  the  last  fall  was  37 
feet,  and  the  corresponding  penetration  did  not  exceed  2  inches. 
The  hammer  was  raised  by  a  rope  attached  to  the  draw-bar  of  a 
locomotive— comparatively  a  very  expensive  way. 


TABLE  62. 
Cost  of  Piles  fx>r  Bridge  Repairs. 


I 


or 


TOTAI- 


T>r»^ing  and  wn Inking  pQes  7\  d^xs $16.00 

Bridge  ^ang.  driving.  12  days  153. 75  j 

Engine  crew,  transportation  and  driv'g.  13  days .      45.90  • 

Train  crew,  transportation  and  driving.  13  days       7 1 .  50  | 

Engine  supplies    23 .  49  ' 

6  p&e  rincs  and  2  plates 13.29  • 

Repairs   ~ 11.04  J 

Total  expense  far  dririmg $334 .97  i 

4  191  feet  oak  piles  at  13}  ct8 $565.92  . 

Total  omt I  I900.S9 


$0.08 
0.78 
0.23 
0.37 

0.13 
0.06 
0.05 

$1  70 


$2.S« 


$4.56 


i^SPoOT. 


0.4 
3.7 
1.1 
1.6 

0.5 
0.3 
0.3 


7.9ctBL 


IS.SctSL 

21.4ci& 
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On  the  same  road,  9  piles,  each  20  feet  long,  were  driven  9  feet, 
for  bumping-posts,  with  a  1,650-pound  hammer  dropping  17  feet. 
The  hammer  was  raised  with  an  ordinary  crab-winch  and  single  line, 
with  double  crank  worked  by  four  men.  The  cost  for  labor  was 
8.3  cents  per  foot  of  pile,  and  the  total  expense  was  21.8  cents  per 
foot. 

763.  Bridge  Gonstniction.  Table  63  gives  the  cost  of*  labor  in 
driving  the  piles  for  the  Northern  Pacific  R.  R.  bridge  over 
the  Red  River,  at  Grand  Forks,  N.  Dakota,  constructed  in  1887. 
The  soil  was  sand  and  clay.  The  penetration  under  a  2,250-pound 
hammer  falling  30  feet  was  from  2  to  4  inches.  The  foreman  re- 
ceived $5  per  day,  the  stationary  engineer  $3.50,  and  laborers  $2. 


TABLE  63. 
Cost  of  Labor  in  Driving  Piles  in  Bridge  Construction. 


Kind  op  Labor. 

u 

$68.95 
432 . 70 

78.75 

Tebiporary 
Bridge. 

Draw  Fender 

AND 

Ice  Breaker. 

Pivot  Pier. 

1 
River  Pieb. 

Preparation  and  repair  of  plant. . . 
Driving 

$63.65 
252.92 

$53 .  50 

430.50 

47.50 

$37.00 
215.45 
179.80* 

$61.60 
565  80 

Sawing  and  straightening 

131. 90t 

Total  cost 

$580 . 40 

%nCy.  57 

$531.50 

$432 . 25 

$759  30 

Number  of  piles  in  the  structure .  . 
Total  number  of  feet  remaining  in 
the  structure 

224 

7  2:J8 

32.3 
1.1 

102 
3  710 

104 

7  023 

38.2 
4.1 

121 

4  639 

38.4 
6.6 

167 
7  316 

Average  length  of  pUes  remainintr 
in  the  structure 

43  8 

Average  length  of  piles  cut  off  . . . 

3.7 

Cost  per  foot  of  pile  remaining  in 
the  structure 

8 . 0  cts. 

8. 5  cts. 

7 . 6  cts. 

9 . 3  cts. 

10.4  cts. 

Average  cost  for  driving  per  foot  n 

3maining 

in  the  st 

:ructure  = 

=  8.8  cents 

• 

*  Sawed  ofiF  under  8  feet  of  water, 
t  Including  $70.25  for  excavating  and  bailing  in  order  to  get  at  the  sawing. 


764.  On  the  Chicago  and  Eastern  Illinois  Railroad  in  1902  the 
cost  of  driving  piles  on  sixteen  jobs  ranged  between  10.7  and  2.4 
cents  per  ft.,  the  average  being  4.4  cents.  There  were  436  piles 
driven,  the  average  number  per  job  being  27.  The  shortest  pile  was 
14  ft.,  and  the  longest  was  42  ft.,  the  average  being  24.2  ft.  The 
greatest  number  in  any  one  job  was  74  and  the  smallest  8.  The 
pile-driver  was  self-propelling.  All  the  men  with  driver  were  com- 
25 
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men  laborers  except  the  foreman,  the  engineman,  and  the  fireman. 
The  engineman  received  S2.50  per  day,  and  the  fireman  SI. 50.* 

766.  Foundation  Piles.  The  contract  price  for  the  foundation 
piles — white  oak — ^for  the  railroad  bridge  over  the  Missouri  River,  at 
Sibley,  Mo.,  was  22  cents  per  foot  for  the  piles  and  28  cents  per  foot 
for  driving  and  sawing  off  below  water.  They  were  50  feet  long, 
and  were 'driven  in  sand  and  gravel,  in  a  coffer-dam  16  feet  deep, 
by  a  drop-hammer  weighing  3,203  pounds,  falling  36  feet.  The 
hammer  was  raised  by  steam  power. 

766.  For  the  average  cost  of  excavation  and  driving  piles  for 
bridge  abutments  in  connection  with  track  elevation  in  Chicago  by 
a  railroad  for  the  year  1907,  is^as  follows: 

Item.  Pkr  cu.  yd. 

Excavation,  3  675  cu.  yd. : 

Labor:    Removing  earth $1 .  367 

Shoreing 020 

Pumping 054 

Cutting  oflf  piles 034 

Engine  service    .005 

Total  for  labor  SI  .4S0 

Maierial:  Sheet  piling 109 

Total  for  excavation    $1 .  589 

Pile  Drivinq.  27  552  lin.  feet:  Per  Lin.  Ft. 

lAihor:    Driving    0 .032 

Handling 0.007 

E(|uipmont    0.006 

Engine  service    0 .  033 

Total  for  labor   10.078 

Material:  (^ost  of  piles    0 .  095 

Total  for  piles  in  place    10. 173 

For  similar  data  for  the  same  road  for  retaining  walls,  see  Table 
79,  page  533. 

767.  Harbor  and  River  Work.  In  the  shore-protection  work  at 
Chicago,  (lone  in  1882  by  the  IlHnois  Central  R.  R.,  a  crew  of  9  men, 
at  a  daily  expense,  for  labor,  of  Si  7.25,  averaged  65  piles  per  10  hours 
in  water  7  feet  deep,  the  piles  being  24  feet  long  and  being  driven 
14  feet  into  the  sand.  The  cost  for  labor  of  handling,  sharpening, 
and  driving,  was  a  little  over  20  cents  per  pile,  or  1.9  cents  per  foot 

*  I{c'^K>rt  of  1902  coil  vent  ion  uf  Assf)riation  of  Railway  Superintendents  of  Bridges 
and  Buildings. 
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of  distance  driven,  or  1.1  cents  per  foot  of  pile.*  Both  steam- 
hammers  and  water  jets  were  used,  but  not  together.  Notice  that 
this  is  very  cheap,  owing  (1)  to  the  use  of  the  jet,  (2)  to  Httle  loss  of 
time  in  moving  the  driver  and  getting  the  pile  exactly  in  the  pre- 
determined place,  (3)  to  the  piles  not  being  sawed  off,  and  (4)  to  the 
skill  gained  by  the  workmen  in  a  long  job. 

On  the  Mississippi  River,  under  the  direction  of  the  U.  S.  Army 
engineers,  the  cost  in  1882  for  labor  for  handling,  sharpening,  and 
driving,  was  $3.11  per  pile,  or  20  cents  per  foot  driven.  The  piles 
were  35  feet  long,  the  depth  of  water  15.5  feet,  and  the  depth  driven 
13.6  feet.  The  water  jet  and  drop-hammer  were  used  together. 
The  large  cost  was  due,  in  part  at  least,  to  the  current,  which  was 
from  3  to  6  miles  per  hour.f 

768.  Cost  of  Dbivino  Shxr  Piles.  The  cost  of  driving  sheet 
piles  differs  considerably  from  that  of  bearing  piles, — on  the  one  hand 
because  the  former  is  usually  driven  in  softer  ground,  which  tends 
to  make  the  cost  less;  and  on  the  other  hand,  because  the  former 
must  be  fitted  together,  which  tends  to  make  the  cost  more. 

769.  Steel  Pile.  The  cost  of  driving  130  United  States  steel 
sheet  piles  11^  feet  into  coarse  sand  and  gravel  in  constructing  a 
coffer-dam  for  a  bridge  pier  was  7.2  cents  per  ft.;  and  the  cost  of 
pulling  the  same  was  4.0  cents  per  ft.  These  costs  include  a  charge 
for  fuel,  the  use  of  machinery,  etc.,  and  also  the  cost  of  straightening 
piles  that  were  bent  or  warped  in  driving;  but  does  not  include 
general  oversight  by  the  contractor.  The  wages  of  common  laborers 
varied  from  17^  to  20  cents  per  hour;  and  enginemen  and  derrick- 
men  received  22^  cents  per  hour.  J 

In  Chicago  the  cost  of  driving  156  pieces  of  United  States  sheet 
piling,  each  16  ft.  long,  14  ft.  below  water  which  was  3  to  6  ft.  deep, 
into  coarse  gravel  ranging  in  size  from  J  to  8  inches  in  diameter,  was 
42.5  cents  per  piece,  exclusive  of  fuel,  rental  of  plant,  braces,  and 
waling.^ 

Art.  3.    Bearing  Power  of  Piles. 

• 

770.  Two  cases  must  be  distinguished:  that  of  columnar  piles  or 
those  whose  lower  end  rests  upon  a  hard  stratum,  and  that  of  ordinary 
bearing  piles  or  those  whose  supporting  power  is  due  to  the  friction 
of  the  earth  on  the  sides  of  the  pile.  In  the  first  case,  the  bearing 
power  is  limited  by  the  strength  of  the  pile  considered  as  a  column. 

♦  Report  of  the  Chief  of  Engineers,  IT.  S.  A.,  for  1883,  p.  1266-70. 

t  Ibid.,  p.  1260. 

X  Enqineering-CorUratiing,  vol.  xxv,  p.  132. 

H  Ibid.,  p.  157. 
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771.  Bearing  Power  of  Column  Piles.  It  is  seldom,  if  ever, 
necessary  to  consider  foundation  piles  as  acting  as  a  column,  since 
the  surrounding  earth  prevents  lateral  deflection,  at  least  to  a  con- 
siderable degree;  and  hence  the  supporting  power  of  such  a  pile  will 
usually  approximate  the  crushing  strength  of  the  timber.  If  a  con- 
siderable portion  of  a  pile  is  exposed  to  the  air,  it  is  likely  to  be 
braced  so  as  to  have  sufficient  lateral  stiffness  to  develop  the  sup- 
porting power  of  the  soil,  and  hence  usually  such  piles  need  not  be 
considered  as  columns.  But  if  a  pile  is  driven  through  a  considerable 
depth  of  water,  the  supporting  power  of  the  pile  may  be  limited  by 
its  strength  as  a  column,  particularly  if  the  upper  portion  of  the  soil 
into  which  it  is  driven  is  soft  and  gives  but  little  lateral  support. 
Such  a  pile  acts  as  a  column  fixed  at  the  base  and  free  at  the  top. 
The  ultimate  bearing  power  of  such  a  column  is 

in  which  P  is  the  safe  load,  E  the  coefficient  of  elasticity,  /  the 
moment  of  inertia  of  the  cross  section,  and  I  the  unsupported  length. 
If  the  diameter  is  12  inches  or  less,  and  the  free  length  (the  length 
from  the  top  to  the  point  where  the  pile  is  firmly  held  by  the  lateral 
support  of  the  soil)  is  more  than  25  or  30  feet,  the  ultimate  load  by 
the  above  formula  may  be  less  than  the  load  often  placed  upon  piles. 
The  safe  buckling  strength  of  a  pile  is  only  a  fractional  part  of  the 
value  given  by  the  above  formula;  and  hence  the  conclusion  is  that 
if  a  pile  is  to  have  any  considerable  unsupported  length,  it  should  be 
tested  by  the  above  formula  to  determine  its  buckling  strength. 

The  safe  end  bearing-power  of  wood  varies  from  1,200  to  1,600  lb. 
per  sq.  in.,  and  hence  the  safe  buckling  strength  of  a  pile  in  pounds 
per  square  inch  varies  from  900  to  1,250  multiplied  by  the  square  of 
the  diameter  of  the  pile  in  inches. 

772.  Bearing  Power  op  Friction  Piles.  There  are  two 
general  methods  of  determining  the  supporting  power  of  ordinary 
bearing  piles:  (1)  by  considering  the  relation  between  the  supporting 
power  and  the  length  and  the  size  of  the  pile,  the  weight  of  the 
hammer,  the  height  of  fall,  and  the  distance  the  pile  was  moved  by 
the  last  blow;  or  (2)  by  applying  a  load  or  direct  pressure  to  each  of 
a  number  of  piles,  observing  the  amount  each  will  support,  and  ex- 
pressing the  result  in  terms  of  the  depth  driven,  size  of  pile,  and 
kind  of  soil.  The  first  method  is  applicaV)le  only  to  piles  driven  by 
the  impact  of  a  hammer;  the  second  is  applicable  to  any  pile,  no 
matter  how  driven. 

1.  If  the  relation  l)etween  the  supporting  power  and  the  length 
and  size  of  pile,  the  weight  of  the  hammer,  the  height  of  fall,  and  the 
distance  the  pile  was  moved  by  the  last  blow  can  be  stated  in  a 
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formula,  the  supporting  power  of  a  pile  can  be  found  by  inserting 
these  quantities  in  the  formula  and  solving  it.  The  relation  between 
these  quantities  must  be  determined  from  a  consideration  of  the 
theoretical  conditions  involved,  and  hence  such  a  formula  is  a  rational 
formula.    . 

2.  By  applying  the  second  method  to  piles  under  all  the  con- 
ditions likely  to  occur  in  practice,  and  noting  the  load  supported, 
the  kind  of  soil,  the  amount  of  surface  of  pile  in  contact  with  the 
soil,  etc.,  data  could  be  collected  by  which  to  determine  the  sup- 
porting power  of  any  pile.  A  formula  expressing  the  supporting 
power  in  terms  of  these  quantities  is  an  empirical  formula. 

713,  Rational  Formulas.  Many  attempts  have  been  made  to 
express  the  relation  between  the  supporting  power  of  a  pile  and  the 
weight  of  the  hammer,  the  height  of  the  fall,  and  the  penetration; 
but,  owing  to  the  uncertainty  of  the  data  involved,  it  is  doubtful 
whether  any  theoretical  formula  can  be  deduced  which  will  be  of 
any  practical  value.  Among  the  uncertain  elements  in  the  problem 
of  deducing  a  rational  formula  are  the  following: 

1.  There  is  no  way  of  determining  the  amount  of  energy  lost 
by  the  friction  of  the  hammer  against  the  air  and  the  guides.  The 
per  cent  of  loss  will  vary  with  the  weight  of  the  hammer,  the  height 
of  fall,  and  the  fit  and  the  lubrication  of  the  guides.  It  has  been 
proved  practically  that  there  is  no  gain  in  effectiveness  by  making 
the  height  of  fall  more  than  40  or  45  feet;  and  part  of  the  greater 
loss  with  the  high  fall  of  the  hammer  is  doubtless  due  to  friction 
against  the  air  and  the  guides. 

2.  With  a  friction-clutch  pile  driver,  the  drag  of  the  rope  materi- 
ally retards  the  fall  of  the  hammer,  and  under  ordinary  conditions 
decreases  the  effectiveness  of  the  blow  from  i  to  §;  but  there  is  no 
way  of  determining  this  effect  except  by  trial  for  each  particular 
case,  and  hence  this  factor  can  not  be  included  in  a  general  formula. 

3.  Only  a  portion  of  the  energy  in  the  descending  hammer  when 
it  strikes  the  head  of  the  pile,  is  used  in  actually  driving  the  pile  into 
the  ground;  and  there  is  no  way  of  determining  how  much  of  this 
is  lost  in  the  elastic  compression  of  the  hammer  and  of  the  pile.  In 
hard  driving  considerable  energy  is  thus  consumed,  as  is  shown  by 
the  rebound  of  the  hammer  from  the  head  of  the  pile.  Owing  to  this 
l)ouncing,  the  energy  in  the  hammer  is  employed  in  striking  several 
light  blows  instead  of  a  single  heavy  one.  There  is  doubtless  some 
loss  from  this  cause  even  though  there  is  no  visible  bouncing;  and 
in  any  case,  the  loss  will  vary  with  the  weight  and  form  of  the  hammer, 
the  height  of  the  fall,  the  length,  diameter,  and  material  of  the  pile, 
and  the  hardness  of  the  driving.  The  loss  due  to  the  elastic  com- 
pression of  the  pile  also  depends  upon  whether  the  resistance  to 
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driving  is  chiefly  friction  on  the  sides  of  the  pile  or  resistaiiee  to 
penetration  at  the  foot  of  the  pile:  for  if  it  is  the  former,  the  com- 
pressing force  upon  the  pile  is  a  maximiim  at  the  head  and  aero  at 
the  foot  of  the  (Hie,  wlule  if  it  ts  the  latter  the  compressiTe  force 
is  uniform  over  the  entire  length  of  the  pile.  As  illustrating  the 
possible  value  of  this  element,  mention  may  be  made  that  in  driving 
the  piles  for  the  public  library  in  Chicago  it  was  claimed  to  have  been 
proved  that  a  blow  directly  upon  a  pile  54  feet  long  having  an  average 
diameter  of  13  inches  driven  52  feet  into  a  uniform  bed  of  soft  clay 
was  twice  as  effective  as  when  an  oak  follower  (a  stick  probably  8 
to  10  inches  in  diameter  and  6  feet  long»  was  used,  whether  the 
hammer  was  a  steam  one  or  a  drop  hanmier.^ 

4.  Some  energ>'  is  usually  consumed  in  crushing  or  brooming  the 
head  of  the  pile:  and  in  hard  dri\'ing  this  loss  is  very  great.  It  is 
impossible  to  compute  the  amount  of  this  lo^s:  but  Table  64 
shows  in  a  striking  way  the  difference  in  effectiv^iess  of  a  blow 

TABLE  64. 
Effect  of  Brooiuxg  upox  the  Pexetil\tiox  of  a  PiLcf 

3d  foot  of  penetntion  required o  blovs^ 

4th  •*     ••           ••  *•         15 

oth "         20 

6th  *     *'           ••  "         29 

7th  '•     *•           "  "         35  " 

8th  "     "           "  '         46  " 

9th  ••     '•           "  "         61  " 

10th "         73  " 

11th     • "         109  •' 

12th "         153  " 

13th •*         257  " 

14th  *'    *'           *'  "         684  " 

Head  of  the  pile  adxed  off. 

15th  foot  of  penetratioD  required 275  " 

16th '  **         572  " 

17th     **     "  **  **         832  •* 

18th •  '•         825  " 

Head  of  the  pile  adzed  off. 

19th  foot  of  penetration  required 213  " 

20th     •'     *•  "  *•         275  " 

21«t      '•     '*  *'  *•         371  " 

22'i       **         378  " 

Total  number  of  blows 5  228 

*  Engineering  Setn,  vol.  xxx,  p.  3. 

t  Trans.  Am.  Soc.  C.  E,,  voL  xii,  p.  442. 
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upon  comparatively  sound  wood  and  upon  wood  that  is  badly 
bruised.  The  pile  was  green  Norway  pine,  and  it  was  driven  with  a 
steam  hammer,  the  ram  of  which  weighed  2,800  pounds.  Notice 
that  the  average  penetration  per  blow  was  2i  times  greater  during 
the  15th  foot  than  during  the  14th;  and  nearly  4  times  greater  in  the 
19th  than  in  the  18th.  It  does  not  seem  unreasonable  to  believe 
that  the  first  blows  after  adzing  off  the  head  were  correspondingly 
more  effective  than  the  later  ones;  consequently,  it  is  probable  that 
the  first  blows  for  the  15th  foot  of  penetration  were  more  than  5 
times  as  efficient  as  the  last  ones  for  the  14th  foot,  and  also  that  the 
first  blows  for  the  19th  foot  were  8  or  10  times  more  efficient  than  the 
last  ones  for  the  18th  foot.  Notice  also  that  since  the  head  was 
only  "adzed  off,*'  it  is  highly  probable  that  the  spongy  wood  was 
not  entirely  removed;  and  therefore  if  the  blow  had  been  struck  upon 
really  sound  wood,  the  useful  effect  would  have  been  very  much  greater. 
The  amount  of  brooming  is  greater  with  a  drop  hammer  than  with 
the  steam  hammer,  and  will  vary  with  the  weight  of  the  hammer,  the 
height  of  the  fall,  the  diameter  of  the  pile,  and  the  hardness  of  the 
driving. 

5.  There  is  no  way  of  determining  how  much  energy  is  consumed 
in  overcoming  the  inertia  of  the  pile  and  of  the  soil  at  the  point  of  the 
pile.  During  the  first  stage  of  the  blow  this  inertia  has  a  retarding 
effect,  but  during  the  last  stage  it  tends  to  increase  the  penetration; 
but  we  can  know  nothing  about  either  the  relative  or  the  absolute 
amounts  of  these  two  effects. 

774.  The  uncertainties  in  some  of  the  above  cases  could  be 
reduced  somewhat  by  deducing  a  formula  for  a  particular  case,  as 
for  example  a  fixed  height  of  fall;  but  such  limitations  would  greatly 
detract  from  the  value  of  such  a  formula,  and  at  best  some  of  the 
soupces  of  error  mentioned  could  not  thus  be  eliminated.  Therefore, 
most,  if  not  all,  engineers  are  agreed  that  a  rational  pile-driving 
formula  is  impracticable. 

Not  only  are  the  usual  theoretical  formulas  for  the  bearing  power 
of  a  pile  uncertain,  but  they  are  inapplicable  to  concrete  piles  or  to 
piles  sunk  with  a  water  jet.  Such  formulas  are  inapplicable  to 
concrete  piles  owing  to  the  uncertainty  as  to  the  energy  consumed 
by  the  cushion  driving-head;  and  obviously  a  formula  involving 
the  weight  of  a  hammer  can  not  be  applied  to  piles  sunk  with  the 
water  jet,  since  no  hammer  is  used. 

In  former  editions  of  this  volume  the  author  made  an  attempt 
to  deduce  a  rational  pile-driving  formula.  For  the  most  elaborate 
and  a  very  able  attempt  to  establish  a  rational  formula  for  bearing 
power  of  piles,  see  an  article  by  E.  P.  Goodrich,  in  Transactions  of 
American   Society  of  Civil  Engineers,  Vol.   xlviii,  pages  150-219. 


392  Pile  Foundations.  [Chap.  XV. 

Incidentally  the  writer  of  that  paper  reviews  the  principal  rational 
formulas  for  bearing  power  of  piles. 

775.  Empirical  Fonnnlas.  Numerous  empirical  formulas  have 
been  proposed  for  the  bearing  power  of  piles,  several  of  which  claim 
to  be  "deduced  from  experiments";  but  in  former  editions  of  this 
volume  the  author  showed  that  nearly  all  of  them  were  so  defective 
as  to  be  useless,  either  because  they  were  of  the  wrong  form,  or 
because  the  constants  were  incorrectly  determined,  or  because  the 
limits  of  the  experiments  from  which  they  were  deduced  made  them 
inapplicable  to  practical  pile  driving. 

Of  all  the  empirical  formulas  proposed  practically  only  one — the 
Engineering  News  formula — is  used  by  American  engineers. 

776.  Engineering  News  Formula.  This  formula  was  proposed* 
in  1888  by  A.  M.  Wellington,  editor  of  Engineering  News,  and  is 
occasionally  referred  to  as  Wellington's  formula.  For  a  pile  driven 
with  a  drop  hammer,  the  formula  is 

p  =  '^ (1) 

S  4-  1  ^    ' 

in  which  P  is  the  safe  load  in  pounds,  W  the  weight  of  the  hammer  in 
pounds,  h  the  fall  of  the  hammer  in  feet,  and  s  the  penetration  or 
"  sinking  in  inches,  under  the  last  blow,  assumed  to  be  sensible  and 
at  an  approximately  uniform  rate.  The  sinking,  s,  must  be  measured 
only  when  there  is  no  visible  rebound  of  the  hammer  and  only  when 
the  last  blow  is  struck  upon  practically  sound  wood.  This  formula 
is  supposed  to  give  a  factor  of  safety  of  six ;  and  is  also  claimed  to  be 
safe,  for  ordinary  weights  of  hammer  and  the  usual  height  of  fall, 
for  a  pile  that  acts  as  a  column. 

The  form  to  use  for  a  pile  driven  with  a  steam  hammer  is 

P  -  -^^^  (2) 

s  -f-  0.1 ^^ 

777.  The  alwve  formulas  are  based  upon  the  relation  Ps  =  12  Wh. 
This  e(|uation  would  l)e  strictly  true  if  none  of  the  energy  of  the 
descencling  weight  were  lost;  but  as  there  is  always  considerable  loss, 
the  proposer  of  the  formula  assumed  that  the  use  of  a  factor  of 
safety  of  6  would  be  sufficient  to  cover  the  effect  of  such  loss.     If 

%■' 

the  denominator  of  either  of  the  above  formulas  contained  s  alone, 
then  the  formula  would  give  an  infinite  bearing  power  when  s  =  0; 
and  hence  to  eliminate  this  absurdity,  the  denominator  of  the  formula 

*  Hnf/irnrring  News,  vol.  xx,  p.  510-12,  For  a  further  discuKsion  of  this  formula, 
:iij(l  iiHi<  Ion  tally  of  other  fonnula,s  and  pile  driving  in  general,  by  Mr.  Wellington  and 
of  hers,  see  Trans.  Am.  Soc.  C.  E,,  vol.  xxvii,  p.  99-114,  129-72  (extended  abstract  of 
siiuw  in  Krufineerimj  News,  vol.  xxviii,  p.  398-400,  et  seq.),  and  Engineering  NeiM, 
vol.  xxviii,  p.  469-70. 
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for  a  drop-hammer  pile-driver  was  made  «  +  1  and  that  for  the  steam 
hammer  s  -f  0.1. 

The  reliability  of  the  formula  can  be  judged  somewhat  by  an 
inspection  of  Table  65,  page  394.  The  record  of  the  first  eight 
experiments  is  taken  from  an  article  in  Transactions  of  American 
Society  of  Civil  Engineers,  Vol.  xxvii,  pages  146-60;  and  the  last 
four  from  Engineering  Recordy  Vol.  xliii,  page  450.  The  first  ref- 
erence contains  partial  details  of  four  tests  not  included  in  Table  65,  and 
also  gives  the  particulars  of  the  power  required  to  pull  each  of  five 
other  piles. 

Unfortunately  the  data  are  not  as  full  as  is  necessary  for  a 
reliable  test  of  the  formula.  In  most  of  the  cases  nothing  is  said  as 
to  the  length  of  time  which  elapsed  between  the  driving  and  the  load- 
ing of  the  pile, — a  factor  that  often  has  a  very  marked  effect  upon 
the  bearing  power  (see  the  first  paragraph  of  §  778).  Further,  the 
condition  of  the  head  of  the  pile  when  the  test  blow  was  struck  is  not 
stated  in  any  of  the  cases,  which  also  is  an  important  factor  (see 
Table  64,  page  390). 

On  account  of  the  lack  of  information  on  all  three  of  the  above 
matters,  the  comparison  in  Table  65  is  not  entirely  conclusive,  but 
it  is  the  best  that  can  be  done  with  such  experiments  as  have  been 
made.  Careful  and  comprehensive  experiments  on  the  actual  sup- 
porting power  of  piles  are  very  much  needed. 

However,  notice  that  the  computed  bearing  power  is  safe,  that 
is,  is  less  than  the  actual  bearing  power  in  all  cases  except  for  the 
second  trial  for  No.  3,  for  No.  5,  and  for  the  first  trial  for  No.  8; 
and  hence  the  preponderance  of  the  evidence  is  in  favor  of  the  safety 
of  the  formula,  although  in  a  few  cases  it  gives  results  extravagantly 
safe. 

778.  Factors  Affectmg  the  Oomputed  Bearing  Power.  Experience 
uniformly  shows  that,  whatever  the  nature  of  the  soil,  a  pile  has  a 
much  less  bearing  power  at  the  time  the  driving  ceases  than  after 
the  pile  has  been  allowed  to  stand  a  few  hours,  and  sometimes  even  a 
few  minutes  makes  a  material  difference.  Not  uncommonly  piles 
that  gave  a  penetration  of  1  or  2  feet  under  the  last  blow  and  which 
according  to  the  usual  formulas  have  almost  no  supporting  power, 
support  a  load  of  10  to  15  tons  without  settlement.  Therefore,  the 
test  pile  should  be  allowed  rest  for  a  time  after  the  driving  is  com- 
pleted before  applying  the  test  load.  The  proper  time  a  pile  should 
be  allowed  to  stand  before  testing  should  be  a  subject  for  experiment 
in  each  particular  case.  The  effect  of  rest  is  usually  greatest  in  fine, 
soft,  wet  earth,  and  least  in  coarse  gravel  and  sand. 

Again  the  blows  of  the  friction-clutch  pile-driver  are  usually 
more  effective  than  those  of  the  nipper  driver,  because  the  former 
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are  more  rapid;  and  therefore,  if  the  penetration  is  taken  when 
driving  ceases  piles  driven  with  a  series  of  rapid  blows  will  ultimately 
have  a  greater  bearing  power  than  those  driven  with  a  series  of 
slower  blows,  other  things  being  the  same. 

There  is  still  another  reason  why  the  penetration  should  not  be 
taken  immediately  after  driving  ceases,  for  some  seeming  unimportant 
condition  may  affect  the  ease  of  driving  but  not  the  ultimate  bearing 
power.  For  example,  a  stream  of  water  discharged  against  the  pile 
at  the  ground  line  materially  increases  the  penetration.  In  driving 
piles  for  a  foundation  in  Chicago,  the  piles  were  "snaked*'  out  of  the 
river  and  allowed  to  lie  upon  the  ground  for  about  half  an  hour.  A 
40-foot  pine  pnle  driven  in  the  ordinary  way  required  295  blows  of  a 
drop  hammer  to  drive  it,  and  a  similar  45-foot  pile  required  only  164 
blows,  the  only  difference  being  that  a  garden  hose  discharged  a 
gentle  stream  of  water  at  the  surface  of  the  ground  against  the  latter 
pile  while  it  was  being  driven.  The  soil  is  a  moderately  soft  blue 
clay;  and  this  example  seems  to  be  fairly  representative  of  experience 
under  similar  conditions.  Tests  with  a  hammer  after  24  hours  seemed 
to  show  no  difference  in  the  supporting  power  of  a  pile  driven  *' wet'* 
and  of  one  driven  "dry."  A  pool  of  tar  or  of  clay  puddle  around 
the  base  of  the  pile  is  said  to  be  used  in  Russia  to  lubricate  the  pile 
while  being  driven. 

779.  In  driving  piles  with  a  friction-clutch  driver  care  should  be 
taken  that  the  operator  does  not  hold  the  hammer  to  reduce  the 
apparent  penetration.  It  needs  close  observation  to  detect  this  trick. 
In  making  the  test  blow  with  a  friction-clutch  pile-driver,  the  hoisting 
cable  should  be  detached  from  the  hammer  to  give  a  free  fall. 

If  the  hammer  bounces  to  any  considerable  extent,  the  fall  is  too 
great,  or  the  pile  has  struck  a  solid  obstacle,  or  the  hammer  is  too 
light.  Under  such  circumstances,  careful  trials  and  discriminating 
judgment  are  required  to  determine  the  cause  of  the  bouncing. 
Frequently,  decreasing  the  fall  will  decrease  the  bouncing  and  also 
increase  the  effectiveness  of  the  blow.  If  the  pile  has  struck  an 
impenetrable  stratum,  and  the  driving  is  continued,  it  is  probable  that 
there  will  be  a  small  and  continuous  apparent  penetration  due  to  the 
mashing  of  the  foot  of  the  pile.  Not  infrequently  when  piles  are 
dug  out  or  pulled  up,  the  foot  is  found  badly  bruised,  and  sometimes 
the  body  of  the  pile  is  crushed.  Of  course,  after  the  point  is  bruised 
or  the  body  crushed,  further  driving  is  useless.  In  hard  driving 
there  is  likely  to  be  a  little  rel)ound  of  the  hammer,  owing  to  the  elastic 
compression  of  the  pile;  but  in  making  the  test  blow  there  should  be 
only  a  very  little  bouncing. 

If  the  penetration  is  at  an  uneven  rate,  it  is  probable  that  the 
pile  is  passing  bowlders  or  logs.     If  the  penetration  is  practically 
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zero,  it  is  probable  that  the  pile  is  against  an  impenetrable  stratum 
or  is  already  crushed.  Wlien  the  penetration  has  reached  a  small 
amount,  say.  }  or  ^  inch  per  blow,  and  the  hammer  rebounds  con- 
siderably, it  is  safe  to  conclude  that  the  limit  of  safe  dn\ing  of  that 
pile  has  been  reached.  The  penetration  to  be  used  in  the  formula 
should  not  be  taken  imless  it  has  been  at  a  reasonably  uniform  or 
uniformly  decreasing  rate.  Of  course,  the  apparent  penetration 
due  to  the  brooming  of  the  head,  or  to  the  crushing  of  the  body  of 
the  pile,  or  to  the  bruising  of  the  point  should  not  be  used  in  the 
formula  for  computing  the  bearing  power. 

Care  should  be  taken  that  the  test  blow  is  struck  on  sound  wood, 
as  otherwise  the  computed  bearing  power  may  be  greatly  in  error 
(see  paragraph  4  of  |  773  L  A  slightly  broomed  hesui  may  absorb 
half  to  three  quarters  of  the  energj-  of  the  blow,  and  increase  pro- 
portionally the  computed  supporting  power.  This  shows  how 
unscientific  it  is  to  prescribe  a  limit  of  the  penetration  without  specify- 
ing the  accompanying  condition  of  the  head  of  the  pile,  as  is  often 
done.  Piles  driven  close  together  in  quicksand  or  semi-fluid  soil 
will  sometimes  rise  a  little  when  other  piles  are  subsequently  driven 
near  them:  but  usually  this  phenomenon  need  cause  no  anxiety, 
as  the  lower  material  is  already  solidly  in  contact  with  the  piles,  and 
therefore  the  piles  have  as  great  bearing  power  as  the  nature  of  the 
soil  makes  possible. 

Of  course,  in  making  the  test  blow  the  hammer  should  drop 
vertically. 

780.  8UFPOBTIHO  FOWXB  UKTEMMXKKD  BT  SZPSRIMBaT.      It  is 

not  certain  that  the  bearing  power  of  a  pile  when  loaded  with  a  con- 
tinued quiescent  load  \^'ill  be  the  same  as  that  during  the  verj-  short 
period  of  the  blow.  The  friction  on  the  sides  of  the  pile  will  have 
a  fijeater  effect  in  the  former  case,  while  the  resistance  to  penetration 
of  the  point  ^ill  be  greater  in  the  latter.  This,  and  the  fact  that  the 
supporting  power  of  piles  sunk  by  the  water  jet  can  l)e  determined 
in  no  other  way.  show  the  neces6>ity  of  experiments  to  determine 
the  bearing  power  under  a  steady  load. 

Unfortunately  no  extended  experiments  have  been  made  in  this 
direction.  We  can  give  only  a  collection  of  as  many  details  as  pos- 
5?ible  concerning  the  piles  under  actual  structures  and  the  loads  which 
they  sustain.  In  this  way.  we  may  derive  some  idea  of  the  sustaining 
power  of  piles  under  various  conditions  of  actual  practice. 

781.  Ultiinate  Load.  In  const  met  in?  a  light-house  at  Proctors- 
ville.  L:i.,  in  lS5<>-57.  a  test  pile.  12  inches  square,  driven  29.5  feet, 
VK)re  21^.9  tons  without  settlement,  but  with  31.2  tons  it  ** settled 
? lowly.  *     The  soil,  as  determined  by  borings,  had  the  following 

character:   **  For  a  depth  of  9  feet  there  was  mud  mixed  with  sand; 
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then  followed  a  layer  of  sand  about  5  feet  thick,  next  a  layer  of  sand 
mixed  with  clay  from  4  to  6  feet  thick,  and  then  followed  fine  clay. 
By  draining  the  site  the  surface  was  lowered  about  6  inches.  The 
pile,  by  its  own  weight,  sank  5  feet  4  inches. ' '  The  above  load  is  equiv- 
alent to  a  frictional  resistance  of  600  lb.  per  sq.  ft.  of  surface  of  pile 
in  contact  with  the  soil.    This  pile  is  No.  6  of  Table  65,  page  394. 

At  Philadelphia  in  1873,  a  pile  was  driven  15  ft.  into  ''soft  river 
mud,  and  5  hours  after  7.3  tons  caused  a  sinking  of  a  very  small 
fraction  of  an  inch;  under  10  tons  it  sank  J  of  an  inch,  and  under  16.8 
tons  it  sank  5  ft.''  The  above  load  is  equivalent  to  360  lb.  per  sq.  ft* 
of  surface  of  contact.     This  pile  is  No.  2  of  the  table  on  page  394. 

"In  the  construction  of  a  foundation  for  an  elevator  at  Buffalo, 
N.  Y.,  a  pile  15  inches  in  diameter  at  the  large  end,  driven  18  ft.,  bore 
25  tons  for  27  hours  without  any  ascertainable  effect.  The  weight 
was  then  gradually  increased  until  the  total  load  on  the  pile  was 
37i  tons.  Up  to  this  weight  there  had  been  no  depression  of  the 
pile,  but  with  37^  tons  there  was  a  gradual  depression  which  aggre- 
gated f  of  an  inch,  l)eyond  which  there  was  no  depression  until  the 
weight  was  increased  to  50  tons.  With  50  tons  there  was  a  further 
depression  of  J  of  an  inch,  making  the  total  depression  IJ  inches. 
Then  the  load  was  increased  to  75  tons,  under  which  the  total  depres- 
sion reached  3J  inches.  The  experiment  was  not  carried  beyond  this 
point.  The  soil,  in  order  from  the  top,  was  as  follows:  2  ft.  of  blue 
clay,  3  ft.  of  gravel,  5  ft.  of  stiff  red  clay,  2  ft.  of  quicksand,  3  ft.  of 
red  clay,  2  ft.  of  gravel  and  sand,  and  3  ft.  of  very  stiff  blue  clay.  All 
the  time  during  this  experiment  there  were  three  pile-drivers  at  work 
on  the  foundation,  thus  keeping  up  a  tremor  in  the  ground.  The 
water  from  Lake  Erie  had  free  access  to  the  pile  through  the  gravel."  * 
This  is  equivalent  to  a  frictional  resistance  of  1,850  lb.  per  sq.  ft' 
This  is  pile  No.  7  of  the  table  on  page  394. 

782.  In  the  construction  of  the  dock  at  the  Pensacola  navy  yard, 
a  pile  driven  16  feet  into  clean  white  sand  sustained  a  direct  pull  of 
43  tons  without  movement,  while  45  tons  caused  it  to  rise  slowly; 
and  46  tons  were  required  to  draw  the  pile.  This  is  equivalent  to  a 
frictional  resistance  of  1,900  lb.  per  sq.  ft. 

783.  In  making  some  repairs  at  the  Hull  docks,  England,  several 
hundred  sheet  piles  were  drawn  out.  They  were  12  by  10  inches, 
driven  an  average  depth  of  18  feet  in  stiff  blue  clay,  and  the  average 
force  required  to  pull  them  was  not  less  than  35.8  tons  each.  The 
frictional  resistance  was  at  least  1,875  lb.  per  sq.  ft.  of  surface  in 
contact  with  the  soil.f 

♦From  private  correspondence  of  John  E.  Payne  and  W.  A.  Haven,  engineers  in 
charge ;  by  courtesy  of  .John  C.  Traiitwine,  .Tr. 
t  Proc.  Inst,  of  C.  E.,  vol.  Ixiv,  p.  .311-15. 
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porrin^  power  dependB  upoa  the  xuanre  tif  die  and  sad  tbe  depck  to 
w!iii*h  the  pOe  ia  sank.  A  %?fpv  {de  *"iiL  jof^  mmi  abcrve  cLkt  and 
sanii"  iuppotted  I J^  ti>iu§  pe- ^  ft.  of  bfcuit*  A  <fidk  pfle in. "^quirk- 
^anii  "  ^tood  5  tons  per  sq.  nr.  ixociEr  vibracaxis.t  Cbarie^  MjcdandkL 
in  coii:sm<^iiur  the  ima  oceszir-pKr  sc  Cone^  L^amL  aaeomed  that 
the  safe  load  upon  the  ff^mg**  of  the  irott  i&ks  $ank  into  the  sanely 
was?  5  tons  per  aq.  ft. ;  hat  "  manj  oc  them  rwiIlT  :«izp|ioct  as 
as  6-3  tons  per  ^.  ft.  ipf>nrimialh-  and  are  sobject  to  oceasKMal 
of  S  loziA  per  «q.  ft.,  withoat  <?anans  any  settfement  tbaet  cm  he 
dcterte*^!  by  the  eye."  J 

787.  Factok  or  Savbt.  On  accoont  of  the  mauT  anccftai^ies 
in  connection  with  piles,  a  wide  marrin  of  ^ctr  is  recommeBded  by 
a!I  aiithoritiea.  The  fartor  of  safety  ranees  from  2  to  12  accutding 
^o  the  impriftance  of  the  straeture  and  aetording  to  the  faith  in  the 
formTila  employed  or  the  eiperim«it  taken  as  a  gxdde.  At  best, 
the  forrrnila.*  can  eive  oniy  the  supporting  power  at  the  time  when 
the  driving  oeaj»e!».  If  the  resjistan^e  is  derived  mainly  from  friction, 
the  ^'ip^xirinsf  p^>wer  generally  increases  for  a  time  after  the  drivinir 
^  ea.-^^.  ;,ir,^.^  the  <^r,efficient  of  friction  is  usually  greato*  after  a  period 
of  rf-r       f  f  ^Y^f,  5',iippr>rting  power  is  derived  mainly  from  the 

•  Pmc.  Iik«t.  of  r.  E..  vol.  xvii.  p.  451. 
t/Wrf..  p.  44.r  _ 

♦  Tnna.  Am.  Soe.  CLE^  toL  vm,  p.  236. 
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to  penetration  of  a  stiff  substratum,  the  bearing  power  for  a  steady 
load  will  probably  be  smaller  than  the  force  required  to  drive  it,  as 
most  materials  require  a  less  force  to  change  their  form  slowly  than 
rapidly.  If  the  soil  adjoining  the  piles  becomes  wet,  the  supporting 
power  will  be  decreased;  and  vibrations  of  the  structure  will  have 
a  like  effect. 

The  factor  to  be  employed  should  vary  with  the  nature  of  the 
structure.  For  example,  the  abutments  of  a  stone  arch  should  be 
constructed  so  that  they  will  not  settle  at  all;  but  if  a  railroad  pile 
trestle  settles  no  serious  damage  is  done,  since  the  track  can  be 
shimmed  up  occasionally. 

788.  In  conclusion,  it  should  not  be  overlooked  that  the  bearing 
power  of  a  piled  area  is  not  necessarily  equal  to  the  bearing  power 
of  one  pile  multiplied  by  the  number  of  piles  in  that  area.  If  the 
stratum  below  the  piles  is  at  all  yielding,  the  supporting  capacity 
of  the  foundation  is  the  bearing  power  of  the  area  on  the  soft  stratum 
below  plus  the  friction  on  the  outer  side  surface  of  the  entire  mass 
surrounding  the  piles.* 

Art.  4.    Arrangement  of  the  Foundation. 

789.  DnTAMOB  BITWXIM  THE  PILES.  The  length  of  the  piles  to 
be  used  is  determined  by  the  nature  of  the  soil,  or  the  conveniences 
for  driving,  or  the  lengths  most  easily  obtained.  The  safe  bearing 
power  may  be  determined  by  equation  1  or  2,  §  776,  or  from  the 
data  presented  in  §  780-85,  or,  better,  by  driving  a  pile  and  applying 
a  test  load.  Then,  knowing  the  weight  to  be  supported,  and  having 
decided  upon  the  length  of  piles  to  be  used,  and  having  ascertained 
their  safe  bearing  power,  it  is  an  easy  matter  to  determine  how  many 
piles  are  required.  Of  course,  the  number  of  piles  under  the  different 
parts  of  a  structure  should  be  proportional  to  the  weights  of  those 
parts. 

If  the  attempt  is  made  to  drive  piles  too  close  together,  they  are 
liable  to  force  each  other  up.  To  avoid  this,  the  centers  of  the  piles 
should  be,  at  least,  2^  or  3  feet  apart.  Of  course,  they  may  be 
farther  apart,  if  a  less  number  will  give  sufficient  supporting  power, 
or  if  a  greater  area  of  foundation  is  necessar>'  to  prevent  overturning. 

When  a  grillage  (§  793)  is  to  be  placed  on  the  head  of  the  piles, 
great  care  must  be  taken  to  get  the  latter  in  line  so  that  the  lowest 
course  of  grillage  timber,  called  capping ^  may  rest  squarely  upon  all 
the  piles  of  a  row.  In  driving  under  water,  a  convenient  way  of 
marking  the  positions  of  the  piles  is  to  construct  a  light  frame  of 

*  For  an  extensive  classified  Bibliography  of  Piles  and  Pile  Driving,  see  Bulletin 
No.  107  (January,  1909)  of  Am.  Ry.  Eng*g  and  M-of-W.  Assoc.,  p.  53-67 
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narrow  hoarils.  calle^l  a  spider,  in  which  the  poation  of  the  piles  is 
indicated  by  a  small  .^uare  opening.  This  frame  may  be  held  in 
place  by  fastening  it  to  the  sides^  of  the  coffer-dam.  or  to  the 
piles  already  driven,  or  to  temporary  supports.  Under  ordiiutfy 
circumstances,  it  is  reasonably  good  work  if  the  center  of  the  {Hie  is 
somewhere  under  the  cap.  Piles  frequently  get  considerably  out 
of  place  in  dri\'ing.  in  which  case  they  may  sometimes  be  forced  back 
with  a  block  and  tackle  or  a  jack-screw.  \^lien  the  heads  of  the 
piles  are  to  be  covered  with  concrete,  the  exact  position  of  the  jHles 
is  comparatively  an  unimportant  matter. 

In  close  dri\'ing.  it  is  necessary  to  commence  at  the  center  of  the 
area  and  work  towards  the  sides;  for  if  the  central  ones  are  left 
imtil  the  last,  the  soil  may  become  so  consolidated  that  they  can 
scarce! v  be  driven  at  all. 

790.  Latk&al  TlELDoro.  Sometimes  a  pile  foimdation  is  used 
imder  a  structure  subject  to  considerable  lateral  pressure,  in  which 
case  there  may  be  danger  of  the  foundation  as  a  whole  being  pushed 
over  sidewLse.  If  the  piles  reach  a  firm  subsoil,  it  will  help  matters 
a  little  to  remove  the  upper  and  more  yielding  soil  from  aroimd  the 
tops  of  the  piles  and  fill  in  with  broken  stone.  Or  a  wall  of  piles  may 
be  driven  around  the  foundation — at  some  distance  from  it, — and 
timber  braces  be  placed  between  the  wall  of  piles  and  the  foimdation. 
When  the  foundation  can  not  be  buttressed  in  front,  the  structure 
may  be  prevented  from  moWng  forward  by  rods  which  bear  on  the 
face  of  the  wall  and  are  connected  with  blocks  of  concrete  embedded 
in  the  earth  at  a  distance  behind  the  wall  (see  f  1033).  or  the  thrust 
of  the  earth  against  the  back  of  the  wall  may  be  decreased  by  con- 
structing relieving  arches  against  the  back  of  the  wall  (see  f  1034). 

791.  Sawino  off  the  Pilbs.  When  piles  are  driven,  it  is 
generally  necessary'  to  saw  them  off  either  to  bring  them  to  the 
same  height,  or  to  get  the  tops  lower  than  they  can  be  driven,  or  to 
secure  sound  wood  upon  which  to  rest  the  timber  platform  that 
carries  the  niasonr}\  When  above  water,  piles  are  usually  saw^  off 
by  one  man  using  an  ordinary-  hand  saw  or  by  two  men  using  a  cross- 
cut saw;  and  when  below  water,  by  machinery — usually  a  circular 
saw  on  a  vertical  shaft  held  between  the  leaders  of  the  pile  driver  or 
mounted  upon  a  special  frame,  and  driven  by  the  engine  used  in 
<lriving  the  piles.  The  saw-shaft  is  sometimes  attached  to  a  vertical 
shaft  \\M  between  the  leaders  by  parallel  bars,  by  which  arrange- 
nuMit  (ho  saw  can  he  swung  in  the  arc  of  a  circle  and  several  piles  be 
cut  oflf  without  nio\ing  the  machine.  The  piles  are  sometimes 
MMwcd  off  with  what  is  called  a  pendulum  saw,  i.e.,  a  saw-blade 
I'mhIciumI  U^twoen  two  arms  of  a  rigid  frame  which  extends  into  the 
water  and  is  free  to  swing  about  an  axis  above,  the  saw  being  swtmg 
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by  men  pushing  on  the  frame.  The  first  method  is  the  better, 
particularly  when  the  piles  are  to  be  sawed  off  under  mud  or  silt. 

Considerable  care  is  required  to  get  the  tops  cut  off  in  a  hori- 
zontal plane.  It  is  not  necessary  that  this  shall  be  done  with  mathe- 
matical accuracy,  since  if  one  pile  does  stand  up  too  far  the  excess 
load  upon  it  will  either  force  it  down  or  crush  the  cap  until  the  other 
piles  take  part  of  the  weight.  Under  ordinary  conditions,  it  is  a 
reasonably  good  job  if  piles  on  land  are  sawed  within  half  an  inch 
of  the  same  height;  and  under  water,  within  one  inch.  When  a 
machine  is  used  on  land,  it  is  usually  mounted  upon  a  track  and 
drawn  along  from  pile  to  pile,  by  which  device,  after  having  leveled  up 
the  track,  a  whole  row  can  be  sawed  off  with  no  further  attention. 
When  sawing  under  water,  the  depth  below  the  surface  of  the  water 
is  indicated  by  a  mark  on  the  saw-shaft,  or  a  target  on  the  saw-shaft 
is  observed  upon  with  a  leveling  instrument,  or  a  leveling  rod  is  read 
€ipon  some  part  of  the  saw-frame.  In  sawing  piles  off  under  water, 
from  a  boat,  a  great  deal  of  time  is  consumed  (particularly  if  there  is 
a  current)  in  getting  the  boat  into  position  ready  to  begin  work. 

Piles  are  frequently  sawed  off  under  10  to  15  feet  of  water,  and 
occasionally  under  20  to  25  feet. 

792.  FnnsHiKO  THE  Foundation.  There  are  two  cases:  (1) 
when  the  heads  of  the  piles  are  not  under  water;  and  (2)  when  they 
are  under  water. 

1.  When  the  piles  are  not  under  water  there  are  again  two  cases: 
(a)  when  a  timber  griUage  is  used;  and  (6)  when  concrete  alone  is  used. 

2.  When  the  piles  are  sawed  off  under  water,  the  timber  structure 
which  intervenes  between  the  piles  and  the  masonry  (in  this  case 
called  a  crib)  is  put  together  first,  and  then  sunk  into  place.  The 
construction  is  essentially  the  same  as  when  the  piles  are  not  under 
water,  but  differs  from  that  case  in  the  manner  of  getting  the  timber 
into  its  final  resting  place.  The  methods  of  constructing  foundations 
under  water,  including  that  by  the  use  of  timber  cribs,  will  be  dis- 
cussed in  Art.  2  of  the  next  chapter. 

793.  Grillage.  A  grillage  is  a  stout  frame  of  one  or  more  courses 
of  timber  drift-bolted  or  pinned  to  the  tops  of  the  piles  and  to  each 
other,  upon  which  a  floor  of  thick  boards  or  heavy  timbers  is  placed 
to  receive  the  bottom  courses  of  masonry.  For  illustrated  examples, 
see  Fig.  134,  page  544,  Fig.  136,  page  546,  and  Fig.  149,  page  562. 

The  timbers  which  rest  upon  the  heads  of  the  piles,  called  caps, 
are  usually  about  1  foot  square,  and  are  fastened  by  boring  a  hole 
through  each  and  into  the  head  of  the  pile  and  driving  into  the  hole 
a  plain  rod  or  bar  of  iron  having  a  slightly  larger  cross  section  than 
the  hole.  (A  rod  so  used  is  called  a  drift  bolt — see  §  795.)  Old 
bridge  timbers,  timbers  from  false  works,  etc..  are  frequently  used 
26 
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in  constructing  the  grillage  and  are  ordinarily  as  good  for  this  purpose 
as  new.  As  many  courses  may  be  added  as  is  necessary,  each  per- 
pendicular to  the  one  below  it.  The  timbers  are  sometimes  laid 
close  together  and  sometimes  with  spaces  between  them.  Some- 
times the  spaces  are  left  open  to  cheapen  the  construction,  and  some- 
times they  are  filled  with  gravel  or  broken  stone  to  aid  in  sinking  the 
grillage.  The  timbers  of  the  top  course  are  laid  close  together, 
or  a  floor  of  thick  boards  is  added  on  top  to  receive  the  masonry. 
Of  course  no  timber  should  be  used  in  a  foundation,  except  where 
it  will  alwa)rs  be  wet. 

794.  Objection  is  sometimes  made  to  the  platform  or  grillage  as  a 
bed  for  a  foundation  because,  owing  to  the  want  of  adhesion  between 
wood  and  mortar,  the  masonry  might  slide  off  from  the  platform  if 
any  unequal  settling  should  take  place.  However,  there  is  but 
slight  probability  that  a  foundation  will  ever  fail  on  account  of  the 
masonry's  sliding  on  timber,  since  ordinarily  this  could  take  place  # 
only  when  the  horizontal  force  is  nearly  half  of  the  downward  pres- 
sure.* This  could  occur  only  with  dams,  retaining  walls,  or  bridge 
abutments,  and  rarely,  if  ever,  with  these.  Any  possibility  of  slipping 
can  be  prevented  also  by  omitting  one  or  more  of  the  timbers  in  the 
top  course — the  omitted  timbers  being  perpendicular  to  the  direction 
of  the  forces  tending  to  produce  sliding, — or  by  building  the  top  of 
the  grillage  in  the  form  of  st^ps,  or  by  driving  drift  bolts  into  the 
platform  and  leaving  their  upper  ends  projecting. 

796.  Drift  Bolts.  Drift  bolts  are  rods  of  steel  driven  into  a  hole 
slightly  smaller  than  the  rod,  the  difference  in  the  diameter  of  the 
rod  and  the  hole  being  called  the  drift.  Drift  bolts  are  frequently 
used  in  engineering  construction  for  holding  large  timbers  together, 
the  case  mentioned  in  §  793  being  a  very  common  one.  Formerly 
square  rods  were  used  as  drift  bolts,  the  comers  being  jagged  or 
barbed;  but  universal  experience  shows  that  smooth  round  rods 
hold  much  better  than  either  plain  or  barbed  square  ones.  The  ends 
of  drift  bolts  are  usually  rounded  a  little  with  a  hammer — only 
enough  to  remove  any  burr  or  sharp  edge. 

The  holding  power  of  drift  bolts  varies  with  the  amount  of  the 
drift,  the  diameter  of  the  rod,  and  the  kind  of  timber.  According  to 
experiments  made  under  the  author's  direction,!  the  average  holding 
power  of  a  1-inch  round  rod  driven  into  a  j-f-inch  hole  in  pine,  per- 
pendicular to  the  grain,  is  501  pounds  per  linear  inch  (3  tons  per 
linear  foot);  and  under  the  same  conditions  the  holding  power  of 
oak  is  1,300  pounds  per  linear  inch  (7.8  tons  per  linear  foot).    The 

*  See  Table  74,  page  464. 

t  Selected  Papers  of  the  Civil  Engineers'  Club,  No.  4,  University  of  Illinois,  p. 
63-58. 
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holding  power  of  a  bolt  driven  para/Iel  to  the  grain  is  almost  exactly 
half  as  much  as  when  driven  perpendicular  to  the  grain.  If  the 
holding  power  of  a  1-inch  rod  in  a  ^-f-inch  hole  be  designated  as  1, 
the  holding  power  in  a  ^-J--inch  hole  is  1.69,  in  a  ^-^-inch  hole  2.13, 
and  in  a  ff-inch  hole  1.09.  The  holding  power  decreases  very  rapidly 
as  the  bolt  is  withdrawn. 

In  some  experiments  made  at  the  Poughkeepsie  bridge  (§  847), 
it  was  found  that  a  1-inch  rod  driven  into  a  ^-f-inch  hole  in  hem- 
lock required  on  the  average  a  force  of  2^  tons  per  linear  foot  of 
rod  to  withdraw  it;  and  a  1-inch  rod  driven  into  a  J-inch  hole  in 
white  or  Norway  pine  required  5  tons  per  linear  foot  of  rod  to  with- 
draw it. 

796.  Concrete  Cap.  A  thick  layer  of  concrete,  resting  partly  on 
the  heads  of  the  piles  and  partly  on  the  soil  between  them,  is  fre- 
quently employed  instead  of  the  timber  grillage  as  above.  One 
advantage  of  the  concrete  cap  over  the  timber  grillage  is  that  there 
is  less  danger  of  the  concrete's  sliding  off.  A  second  advantage  is 
that  the  concrete  adds  materially  to  the  supporting  power  of  the 
foundation,  since  it  utilizes  the  bearing  power  of  the  soil  between  the 
piles  as  well  as  the  supporting  power  of  the  piles  themselves.  An- 
other advantage  of  this  form  of  construction  is  that  the  concrete  can 
be  laid  without  exhausting  the  water  or  sawing  off  the  piles.  A  third 
advantage  is  that  with  concrete  there  is  less  excavation,  and  con- 
sequently less  trouble  and  expense  during  construction  in  keeping  the 
foundation  pit  dry.  In  recent  years  in  most  localities  concrete  is 
cheaper  than  timber. 

The  substitution  in  recent  years  of  concrete  for  block  masonry 
has  practically  eliminated  this  method  of  finishing  a  pile  foundation. 
However,  the  concrete  of  the  masonry  superstructure  is  frequently 
deposited  around  and  over  the  heads  of  the  piles;  for  example,  see 
Fig.  116  (page  527),  Fig.  118  (page  528),  Fig.  142  (page  557),  Fig. 
145  (page  559),  and  Fig.  150  (page  563). 

797.  OuBhing  Pile  Foundation.  The  desire  to  utilize  the  cheapness 
and  efficiency  of  ordinary  piles  as  a  foundation  for  bridge  piers,  and 
at  the  same  time  secure  greater  durability  than  is  possible  with  piles 
alone,  led  to  the  introduction  of  what  is  known  as  Gushing  pile 
foundation,  first  used  in  1868,  at  India  Point,  Rhode  Island.  It 
consists  of  square  timber  piles  driven  close  together  or  in  intimate 
contact  with  each  other.  Surrounding  the  pile  cluster  is  an  envelope 
of  cast  or  wrought  iron,  sunk  in  the  mud  or  silt  only  deep  enough  to 
protect  the  piles,  all  voids  between  piles  and  cylinders  being  filled 
with  concrete. 

Several  such  foundations  have  been  used,  and  have  proved 
satisfactory  in  every  respect.    The  only  objection  that  has  ever 
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been  urged  against  them  is  that  the  piles  may  rot  above  the  water 
Une:  but  this  seems  not  to  be  a  serious  objection. 

In  making  a  foundation  according  to  the  Gushing  system,  the 
piles  may  be  driven  first  and  the  cylinder  sunk  over  them,  or  the 
piles  can  \ye  driven  inside  the  cy Under  after  a  few  sections  are  in 
place.  In  the  latter  case,  however,  the  cylinders  may  l>e  subjected 
to  undue  strains  and  to  subsequent  damage  from  shock  and  N-ibration: 
and  besides,  the  sawing  off  of  the  piles  would  be  ver>'  difficult  and 
inconvenient,  and  they  would  have  to  be  left  at  irregular  heights  and 
with  liatterwl  tops.  On  the  other  hand,  if  the  piles  are  ilriven  first, 
there  Is  dansrer  of  their  spreading  and  thereby  interfering  with  the 
sinking  of  the  cylinder. 

The  special  advantages  of  the  Cushing  piers  are:  (1'  cheapness. 
(2»  ability  to  resist  scour,  (3>  small  contraction  of  the  waterway, 
and  (4)  rapidity  of  construction. 

798.  The  railroad  bridge  over  the  Tenas  River,  near  Mobile,  rests 
on  Cushing  piers.  There  are  thirteen,  one  being  a  pivot  pier.  Elach. 
excepting  the  pivot  pier,  is  made  of  two  cast-iron  cylinders,  6  feet 
exterior  diameter,  located  16  feet  between  centers.  The  cvlinders 
were  cast  in  sections  10  feet  long,  of  metal  \\  inches  thick,  and  united 
by  interior  flanges  2  inches  thick  and  3  inches  wide.  The  sections 
are  held  tozetber  by  40  bolts,  each  l\  inches  in  diameter.  The 
lower  section  in  each  pier  was  pro\ided  with  a  cutting  eiige.  and  the 
top  section  was  cast  of  a  length  sufficient  to  bring  the  pier  to  its 
proper  elevation. 

The  pivot  pier  is  composed  of  one  central  cylinder  6  feet  in  diam- 
eter, and  six  cylinders  4  feet  in  diameter  arranged  hexagonally.  The 
radius  of  the  pivot  circle,  measuring  from  the  centers  of  cylinders, 
is  121  feet-  Elach  cy  Under  is  capped  with  a  cast-iron  plate  2^  inches 
thick,  secured  to  the  cvUnder  with  twentv  1-inch  bolts. 

The  piles  are  sawed  pine,  not  less  than  10  inches  square  at  the 
small  end.  They  were  driven  first,  and  the  cylinder  sunk  over  them. 
In  each  of  the  large  cylinders.  12  piles,  and  in  each  of  the  smaller 
cylinders.  5  piles  were  driven  to  a  depth  not  less  than  20  feet  bdow 
the  l>ed  of  the  river.  The  piles  had  to  be  in  almost  perfect  contact 
for  their  whole  lensrth.  which  was  secured  by  drixing  their  points  in 
contact  as  near  as  possible,  and  then  pulling  their  tops  together  and 
holdine  them  by  S  bolts  l\  inches  in  diameter.  In  this  particular 
hrM^e  ^he  iron  cyUnders  were  sunk  to  a  depth  not  less  than  10  feet 
Vie!«»w  r!ie  river  bed:  but  usually  they  are  not  sunk  more  than  3  to 
7  :V-  The  piles  were  cut  off  at  low  water,  the  water  pumped  out  of 
:r:e  rv.ii.ier.  and  the  latter  then  filled  to  the  top  with  concrete. 


CHAPTER  XVI 

FOUNDATIONS  UNDER  WATER 

802.  The  class  of  foundations  to  be  discussed  in  this  chapter  could 
appropriately  be  called  Foundations  for  Bridge  Piers  and  Abut- 
ments, since  these  are  about  the  only  ones  that  are  laid  under  water. 
The  principles  to  be  considered  apply  to  foundations  in  water-bearing 
soils.  In  this  class  of  work  the  chief  difficulty  is  in  excluding  the 
water  preliminary  to  the  preparation  of  the  bed  of  the  foundation 
and  the  construction  of  the  artificial  structure.  This  usually  requires 
great  resources  and  care  on  the  part  of  the  engineer.  Sometimes  the 
preservation  of  the  foundation  from  the  scouring  action  of  the  current 
is  an  important  matter. 

Preventing  the  undermining  of  the  foundation  is  generally  not  a 
matter  of  much  difficulty.  In  quiet  water  or  in  a  sluggish  stream 
but  little  protection  is  required,  in  which  case  it  is  sufficient  to  de- 
posit a  mass  of  loose  stone,  or  riprap,  around  the  base  of  the  pier. 
If  there  is  danger  of  the  riprap's  being  undermined,  the  layer  must 
be  extended  farther  from  the  base,  or  be  made  so  thick  that,  if  under- 
mined, the  stone  will  fall  into  the  cavity  and  prevent  further  damage. 
A  willow  mattress  sunk  by  placing  stones  upon  it  is  an  economical 
and  efficient  means  of  protecting  a  structure  against  scour.  A  pier 
may  be  protected  also  by  inclosing  it  with  a  row  of  piles  and  depositing 
loose  rock  between  the  pier  and  the  piles.  In  minor  structures  the 
foundation  may  be  protected  by  driving  sheet  piles  around  it. 

If  a  large  quantity  of  stone  be  deposited  around  the  base  of  the 
pier,  the  velocity  of  the  current,  and  consequently  its  scouring  action, 
will  be  increased.  Such  a  deposit  is,  however,  an  obstruction  to 
navigation,  and  therefore  is  seldom  permitted.  In  many  cases  the 
only  absolute  security  is  in  sinking  the  foundation  below  the  scouring 
action  of  the  water.  The  depth  necessary  to  secure  this  adds  to 
the  difficulty  of  preparing  the  bed  of  the  foundation. 

803.  The  principal  difficulty  in  laying  a  foundation  under  water 
consists  in  excluding  the  water.  If  necessary,  masonry  can  be  laid 
under  water  by  divers;  but  this  is  very  expensive  and  is  rarely 
resorted  to. 

There  are  five  methods  in  use  for  laying  foundations  under  water: 
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(1)  the  method  of  excluding  the  water  from  the  bed  of  the  foundation 
by  the  use  of  a  coffer-dam;  (2)  the  method  of  founding  the  pier, 
without  excluding  the  water,  by  means  of  a  timber  crib  surmounted 
by  a  water-tight  box  in  which  the  masonry  is  laid;  (3)  the  method 
of  sinking  iron  tubes,  timber  cribs,  or  masonry  wells  to  a  soHd  sub- 
stratum by  excavating  inside  of  them;  (4)  the  method  in  which  the 
water  is  excluded  by  the  presence  of  compressed  air;  and  (5)  the 
method  of  freezing  a  wall  of  earth  around  the  site,  inside  of  which  the 
excavation  can  be  made  and  the  masonry  laid.  These  several 
methods  will  be  discussed  separately  in  the  order  named. 

Art.  1.     Coffer-Dam  Process. 

804.  A  coffer-dam  is  an  inclosure  from  which  the  water  is  pumped 
and  in  which  the  masonry  is  laid  in  the  open  air.  This  method  con- 
sists in  constructing  a  coffer-dam  around  the  site  of  the  proposed 
foundation,  pumping  out  the  water,  preparing  the  bed  of  the  foun- 
dation by  driving  piles  or  otherwise,  and  laying  the  masonry  on  the 
inside  of  the  coffer-dam.  After  the  masonry  is  above  the  water  the 
coffer-dam  can  be  removed. 

This  method  is  applicable  only  where  the  soil  at  the  bottom  of  the 
dam  is  nearly  impervious,  for  if  there  is  much  of  an  inflow  of  water 
it  will  be  impossible,  or  at  least  expensive,  to  pump  it  out.  The 
difficulties  in  the  use  of  the  coffer-dam  method  increase  rapidly  with 
the  depth  of  the  water.  For  wood  sheet  piles  it  is  usually  claimed 
that  the  limiting  depth  is  30  or  35  feet.  Steel  sheet  piles  were 
introduced  so  recently  that  practice  has  not  established  a  correspond- 
ing limit,  but  they  have  been  successfully  used  in  coffer-dams  at 
more  than  twice  the  above  depth.  However,  at  such  great  depths, 
some  other  method  is  usually  preferable. 

806.  OONSTBUOTION  OF  THE  DAM.  The  construction  of  coffer- 
dams varies  greatly.  In  still,  shallow  water,  a  well-built  bank  of 
clay  and  gravel  is  sufficient.  If  there  is  a  slow  current,  a  wall  of 
bags  partly  filled  with  clay  and  gravel  does  fairly  well ;  and  a  row  of 
cement  barrels  filled  with  gravel  and  banked  up  on  the  outside  has 
also  been  used.  If  the  water  is  too  deep  for  any  of  the  above  methods, 
a  single  or  double  row  of  plank  may  be  driven  and  banked  upon  the 
outside  with  a  deposit  of  impervious  soil  sufficient  to  prevent  leaking. 
If  there  is  much  of  a  current,  the  puddle  on  the  outside  will  l^e  washed 
away;  or,  if  the  water  is  deep,  a  large  quantity  of  material  will  be 
required  to  form  the  puddle-wall;  and  hence  the  preceding  simple 
methods  are  inapplicable  where  there  is  much  current  or  where  the 
water  is  more  than  3  or  4  feet  deep. 

The  more  elaborate  coffer-dams  may  consist  of  a  wall  of  either 
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wood  or  steel  sheet  piles,  or  of  two  rows  of  sheet  piles  with  a  puddle 
wall  between  them,  or  of  a  timber  crib. 

806.  Wood  Sheet-Pile  Goffer-Dam.  For  shallow  depths  the  sheet 
piles  may  be  simply  plank,  and  for  greater  depths  either  thick  tongued- 
and-grooved  plank  or  Wakefield  piles  (J  747).  Sheet  piles  should  be 
sharpened  wholly  from  one  side,  and  the  long  edge  should  be  placed 
next  to  the  last  pile  driven  to  cause  the  piles  |to  crowd  together  and 
make  closer  joints.  In  hard  soil  at  small  depths,  or  in  soft  soil  at 
moderate  depths,  the  sheeting  may  be  driven  by  hand  with  a  wooden 
maul  or  an  iron  sledge;  but  for  any  considerable  depth  a  power 
pile-driver  must  be  employed,  although  sometimes  where  only  a 
few  piles  are  to  be  driven  a  hand  pile-driver  is  rigged  up  with  a  block 
of  wood  for  a  hammer.  The  sheeting  should  be  driven  at  least  a 
foot  or  two  below  the  lowest  excavation  inside  of  the  dam;  and  in 
soft  soil  the  sheet  piles  should  be  driven  at  least  3  or  4  feet  below  the 
proposed  excavation  to  prevent  leakage  under  the  bottom. 

If  the  sheet  piles  are  to  resist  a  head  of  more  than  4  or  5  feet  of 
water  or  a  semi-fluid  soil,  their  tops  should  be  supported  by  wales 
(horizontal  timbers  on  the  inside  of  the  dam  against  the  top  of  the 
sheeting) ,  which  in  turn  are  braced  at  their  ends  by  the  wales  on  the  ad- 
jacent sides  of  the  dam  or  at  intermediate  points  by  horizontal  timbers 
across  the  dam;  and  in  deep  dams  similar  wales  and  cross  braces  are 
inserted  at  vertical  intervals  as  the  excavation  progresses.  Some- 
times, in  comparatively  shallow  water  and  with  a  suitable  bottom, 
the  waling  pieces  are  supported  by  ordinary  bearing  piles  driven 
inside  of  the  dam,  thus  eliminating  the  braces  across  the  dam,  and 
therefore  facilitating  the  excavation  and  the  laying  of  the  masonry. 

Sometimes  the  top  and  the  bottom  waling  pieces  are  framed 
together  respectively,  and  the  upper  and  lower  waling  frames  are 
separated  from  each  other  by  small  vertical  posts  placed  between 
them  and  joined  to  them.  This  frame  is  sunk  in  the  desired  position, 
and  the  sheet  piles  are  driven  around  it. 

807.  The  thickness  of  the  sheet  piling  required  in  any  particular 
case  is  usually  a  matter  of  judgment  based  upon  past  experience; 
but  the  strength  required  can  be  closely  approximated  by  regarding 
the  sheet  pile  as  a  beam  either  fixed  at  one  end  and  free  at  the  other, 
or  as  supported  at  both  ends.  The  amount  of  the  lateral  pressure 
against  the  pile  is  one  half  of  the  continued  product  of  the  weight  of 
a  cubic  foot  of  water,  the  width  of  the  pile  in  feet,  and  the  depth  of 
the  water  in  feet ;  and  the  point  of  application  of  this  pressure  is  two 
thirds  of  the  depth  of  the  water  from  the  top.  Of  course,  the  weight 
of  liquid  mud  is  more  than  that  of  water;  b'4t  extreme  accuracy  is 
impossible,  and  hence  the  above  method  is  probably  sufficient  for 
the  purpose. 
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906.  Stasl  tteet-File  Odte-Dam.  The  iotroductitHi  of  iotei^ 
locking  Sieei  sheet  piles  has  materiaUr  cheapened  the  cost  of  coffer- 
dams, and  has  also  increased  the  depth  to  which  a  coffer-dam  may 
be  ccoDODiically  sunk.  The  various  forms  of  sted  sheet  piles  are 
described  in  {  748,  and  the  relative  merits  of  steel  and  wood  sheet 
[Mies  are  stated  in  I  749.  The  general  construction  of  coffer-dams 
with  steel  sheet  piles  is  subslantiallv  the  sanie  as  «ith  wood  sheeting 
(J  806-O7f. 

M9.  Pnddlft-Wall  OoBm-Dam.     Before  the  introduction  irf  inter- 
locking steel  sheet  piles,  the  usual  method  of  constructing  a  coffer- 
dam in  deep  water  was  to  drive  two  lines  of  wood  sheet  piles  and  fill 
in  between  them  nith  impei^ious  soil,  called  puddle.    The  general 
form  of  such  a  dam  is  shown  in  Fig.  88.     The  area  to  be  inclosed  is 
first  suTTOimded  by  two  rows 
of  ordinani'  piles,  m,  m.    On 
theout^deof  the  main  piles, 
a  little  below  the  top,  are 
bolted      two       lon^tudinal 
pieces,   tr.   w,   called    waia; 
and  on  t  he  inside  are  fastened 
two  similar  pieces,  g.  g,  which 
sene  as  gui<les  for  the  sheet 
piles.  $.  t.  while  being  driven. 
.\  rod.  r.   connects  the  top 
<rf  the  opposite  main  piles  to 
prevent  spreading  when  the 
puddle   is   put    in.      The 

_     „     „ n-      ^  r.  timber.  (.  is  put  on  pri.narilv 

to  carrj-  the  footway.  /,  and 
is  sometimes  notched  over,  or  otherwise  fastened  to.  the  pieces  «•.  tr, 
(o  prevent  the  puddle  space  from  spreading.  6  and  b  are  braces 
extending  from  one  ^de  of  the  coffer-dam  to  the  other.  These 
braces  are  put  in  position  successively  from  the  top  as  the  water  is 
pumped  out ;  and  as  the  masonr>'  is  built  up.  they  are  removed  and 
the  sides  of  the  dam  braced  by  short  struts  resting  against  the  pier. 
The  resistance  to  overturning  is  derived  principally  from  the 
main  piiee,  m.  m.  The  distance  apart  and  also  the  depth  to  which 
they  should  be  driven  depend  upon  the  kind  of  bottom,  the  depth 
of  water,  and  the  danger  from  floating  ice.  logs.  etc.  Rules  and 
forniwl;i.-i  are  here  of  but  Utile  use.  judgment  and  e.\perience  being 
the  only  euides.  The  distance  lietween  the  piles  in  .1  row  is  usually 
from  >i  to  m  feet. 

810.  The  dimensions  of  the  sheet  piles  (jSd"'  employed  will 
.'.'■[^R'l  Upon  the  depth  and  the  number  of  longitudinal  waling  pieces 
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used.  Two  thicknesses  of  ordinary  2-inch  plank  are  generally  em- 
ployed. Sometimes,  for  the  deeper  dams,  the  sheet  piles  are  timbers 
10  or  12  inches  square. 

The  thickness  of  the  dam  will  depend  upon  (1)  the  width  of  gang- 
way required  for  the  workmen  and  machinery,  (2)  the  thickness 
required  to  prevent  overturning,  and  (3)  the  thickness  of  puddle 
necessary  to  prevent  leakage  through  the  wall.  The  thickness  of 
shallow  dams  will  usually  be  determined  by  the  first  consideration; 
but  for  deep  dams  the  thickness  will  be  governed  by  the  second  or 
third  requirement.  If  the  braces,  6,  6,  are  omitted,  as  is  sometimes 
done  for  greater  convenience  in  working  in  the  coffer-dam,  then  the 
main  piles,  m,  m,  must  be  stronger  and  the  dam  wider  in  order  to 
resist  the  lateral  pressure  of  the  water. 

811.  Thickness  of  Puddle  Wall.  An  old  rule  for  the  thickness  of 
the  puddle  wall,  which  is  frequently  quoted,  is:  "For  depths  of  less 
than  10  feet  make  the  width  10  feet,  and  for  depths  over  10  feet  give 
an  additional  thickness  of  1  foot  for  each  additional  3  feet  of  wall.'' 
Another  rule,  also  frequently  quoted,  is:  "Make  the  thickness  of  the 
puddle  wall  three  fourths  of  its  height,  but  in  no  case  is  the  wall  to 
be  less  than  4  feet  thick."  Judged  by  ordinary  experience  both  of 
the  above  rules  are  extravagant,  for  numerous  coffer-dams  from  20 
to  30  feet  deep  have  been  built  in  which  the  thickness  of  the  puddle 
varied  from  3  to  5  feet,  or  say  one  sixth  of  the  depth.  Of  course,  the 
thickness  of  the  puddle  wall  should  vary  with  the  tightness  of  the 
sheet  piling  and  the  imperviousness  of  the  puddle  (§812);  and 
under  ordinary'  conditions  a  thickness  of  one  sixth  to  one  quarter  of 
the  depth  is  sufficient. 

812.  The  Puddle.  The  puddle  should  consist  of  impervious  soil,  of 
which  gravelly  clay  is  best.  It  is  a  common  idea  that  clay  alone,  or 
clay  and  fine  sand,  is  best.  With  pure  clay,  if  a  thread  of  water  ever 
so  small  finds  a  passage  under  or  through  the  puddle,  it  will  steadily 
wear  a  larger  opening.  On  the  other  hand,  with  gravelly  clay,  if 
the  water  should  wash  out  the  clay  or  fine  sand,  the  larger  particles 
will  fall  into  the  space  and  intercept  first  the  coarser  sand,  and  next 
the  particles  of  loam  which  are  drifting  in  the  current  of  water;  and 
thus  the  whole  mass  puddles  itself  better  than  the  engineer  could  do 
it  with  his  own  hands.  An  embankment  of  gravel  is  comparatively 
safe,  and  becomes  tighter  every  day;  while  a  clay  embankment 
may  be  tighter  at  first  than  a  gravelly  one,  it  is  always  liable  to 
breakage. 

Before  putting  in  the  puddling,  all  soft  mud  and  loose  soil  should 
be  removed  from  between  the  rows  of  sheet  piles,  for  the  most  com- 
mon cause  of  trouble  with  puddle-wall  coffer-dams  is  a  leak  between 
the  natural  surface  and  the  puddle. 
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Tlio  putiilling  should  be  deposited  in  layers,  and  compacted  as 
luiu'h  fvH  in  |M)s^ibIe  without  causing  the  sheet  piles  to  bulge  so  much 
tiM  to  opoii  the  joints. 

013.  Orib  Ooffer-Dam.  Coffer-dams  are  sometimes  made  by 
liuildiiiK  1^  <**''^^  <^'^^^  sinking  it.  For  shallow  water,  the  crib  is  some- 
tlniivt  luiuio  of  uprights  framed  into  caps  and  sills,  and  covered  on  the 
outNtdo  with  tongueil-and-grooved  planks.  The  crib  is  built  on 
liiiiil.  hiunrhod,  towed  to  its  final  place*  and  sunk  by  piling  stones  on 
top  or  l>y  throwing  them  into  cells  constructeil  for  that  purpose. 
Thn  tlnin  ih  iiuide  water-tight  at  the  bottom  either  by  driving  sheet 
pil(iH  outnido  it  or  by  using  canvas.  The  upper  edge  of  the  canvas 
titity  \h^  ntiiUMl  to  the  crib  near  the  bottom  or  above  the  water;  and 
tho  outer  edge  may  be  spread  out  upon  the  river  bed  and  be  loaded 
with  Ntono  or  sand.  The  chief  advantage  of  the  above  form  of 
(MiiiNtrurtioii  is  that  the  arcA  of  possible  leakage  is  reduced  to  the 
wpni'i*  Im^Iow  the  crib,  where  leakage  may  be  prevented  by  the  use 
of  nhiM^t  piles  and  clay  or  of  canvas. 

The  (*ril>  is  sometimes  made  of  squareil  timbers  laid  one  on  top 
iif  t  he  ot  lier,  and  drift -bolteil  together.  The  timbers  must  be  securely 
fimtetuMl  togi*ther  vertically,  or  the  buoyancy  of  the  water  will  lift 
nIT  the  up|M>r  courses.  The  joints  between  the  timbers  may  be  made 
witttH-  tight  by  placing  cement  grout  between  them  during  the 
rniint  ructiitn  of  the  crib,  or  by  driving  oakum  into  the  joints  after  the 
n  ill  Ih  In  lilt.  A  crib  made  in  this  way  in  combination  with  sheet 
pllen  run  Im^  usimI  in  water  10  or  12  feet  deep.  The  principal  advantage 
m(  I  liiN  form  of  ctmstniction  is  that  there  are  no  braces  across  the  dam 
In  lii(erf(Mv  with  the  excavation  and  the  laying  of  the  masonry. 

mi.  Mither  of  the  aU>ve  forms  of  crib  coffer-<lam  can  be  used 
Mpnti  a  nunlerately  level  rot*k  IxUtom.  by  ilriving  wood  sheet  piles 
iiMtrtide  of  the  crib  until  the  pinnt  is  bruiseil  enough  to  make  a  fairly 
fiiMHl  lit  against  the  n>ck  and  then  deix>siting  a  bank  of  clay  against 
llin  iHittom  of  the  piles. 

015.  Movable  Ooffer-Dam.  A  movable  or  floating  crib  coffer-dam 
hart  Ihhmi  ustnl.  and  w:u>  consideretl  to  have  l>een  a  success.*  It 
muMisted  i>f  a  crib  with  double  walls  built  of  sipiareii  timbers;  and 
liiiil  several  |H>ckets  into  which  stone  couM  Ix*  thmwn  to  sink  it,  and 
iilrm  st»ver:il  water-tight  compartments  to  facilitate  its  movement 
litiin  place  to  place.  It  was  made  in  halves  to  allow  of  its  removal 
liiiin  annnul  the  tinished  pier.  The  halves  were  joined  together 
liN  littiiiiT  tiinlvrs  U^wivn  the  pn^jei'ting  courses  of  the  crib,  and 
iluMi  p.Mssiiuj  loiu;  lH>lts  verticallv  thn>\iirh  the  several  cinirses. 

H16.  Double  Ooffer-Dam.  SiMiietimes  two  coffer-dams  are  em- 
pluMMl.  one  iuside  of  the  other,  the  outer  one  Iving  used  to  keep  out 

*  PnH\  KivKiiuvi^*  Ulub  of  PliiUdclphia.  \-ol.  iv,  p.  240-42. 
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the  water,  and  the  inner  one  to  keep  the  soft  material  from  flowing 
into  the  excavation.  The  outer  one  may  be  coastructed  in  any  of  the 
ways  described  above.  The  inner  one  is  usually  a  frame-work 
sheeted  with  boards,  or  a  crib  of  squared  timbers  built  log-house 
fashion  with  tight  joints.  The  inner  crib  is  sunk  (by  weighting  it 
with  stone)  as  the  excavation  proceeds.  The  advantages  of  the  use 
of  the  inner  crib  are:  (1)  the  coffer-dam  is  smaller  than  if  the 
saturated  soil  were  allowed  to  take  its  natural  slope  from  the  inside 
of  the  dam  to  the  bottom  of  the  excavation;  (2)  the  space  between 
the  crib  and  the  dam  can  be  kept  full  of  impervious  material  in  case 
of  any  trouble  with  the  outside  dam;  (3)  the  feet  of  the  sheet  piling 
are  always  covered,  which  lessens  the  danger  of  undermining  or  of 
an  inflow  of  water  and  mud  under  the  dam;  and  (4)  it  also  reduces 
to  a  minimum  the  material  to  be  excavated. 

ftl7.  Leakaos.  a  serious  objection  to  the  use  of  coffer-dams  is 
the  difficulty  of  preventing  leakage  under  or  through  the  dam.  One 
of  the  simplest  devices  to  prevent  leaks  is  to  deposit  a  bank  of  gravel 
around  the  outside  of  the  dam;  then  if  a  vein  of  water  escapes  below 
the  sheet  piling,  the  weight  of  the  gravel  will  crush  down  and  fill  the 
hole  before  it  can  enlarge  itself  enough  to  do  serious  damage.  If  the 
coffer-dam  is  made  of  crib-work,  short  sheet  piles  may  be  driven 
around  the  bottom  of  it;  or  hay,  willows,  etc.,  may  be  laid  around 
the  bottom  edge,  upon  which  puddle  and  stones  are  deposited;  or 
a  broad  flap  of  tarpaulin  may  be  nailed  to  the  lower  edge  of  the  crib 
and  spread  out  loosely  on  the  bottom,  upon  which  stones  and  puddle 
are  placed.  A  tarpaulin  is  frequently  used  when  the  bottom  is  very 
irregular, — in  which  case  it  would  cost  too  much  to  level  off  the  site 
of  the  dam;  and  it  is  particularly  useful  where  the  bottom  is  rocky 
and  sheet  piles  can  not  be  driven. 

When  the-  bed  of  the  river  is  rock,  or  rock  covered  with  but  a 
few  feet  of  mud  or  loose  soil,  a  coffer-dam  only  sufficiently  tight  to 
keep  out  the  mud  is  constructed.  The  mud  at  the  bottom  of  the 
inclosed  area  is  then  dredged  out,  and  a  bed  of  concrete  deposited 
under  the  water  (§  347).  Before  the  concrete  has  set,  another 
coffer-dam  is  constructed,  inside  of  the  first  one,  the  latter  being 
made  water-tight  at  the  bottom  by  settling  it  into  the  concrete  or  by 
driving  sheet  piles  into  the  concrete.  However,  the  better  and  more 
usual  method  is  to  sink  the  masonry  upon  the  bed  of  concrete  by  the 
crib  and  open-caisson  process — see  Art.  2  of  this  chapter. 

It  is  nearly  impossible  to  prevent  considerable  leakage,  unless  the 
bottom  of  the  crib  rests  upon  an  impervious  stratum  or  the  sheet 
piles  are  driven  into  such  a  stratum.  Water  will  find  its  way  through 
nearly  any  depth  or  distance  of  gravelly  or  sandy  bottom.  Trying 
to  pump  a  river  dry  through  the  sand  at  the  bottom  of  a  coffer-dam 
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is  expensive.  However,  the  object  of  a  coffer-dam  is  not  to  prevent 
all  infiltration,  but  only  to  so  reduce  it  that  a  moderate  amount  of 
pumping  will  keep  the  water  out  of  the  way.  Probably  a  coffer-dam 
was  never  built  that  did  not  require  considerable  pumping;  and  not 
infrequently  the  amount  is  very  great, — so  great,  in  fact,  as  to  make 
it  clear  that  some  other  method  of  constructing  the  foundation  should 
have  l)een  chosen. 

Seams  of  sand  are  very  troublesome.  Logs  or  stones  under  the 
edge  of  the  dam  are  also  a  cause  of  considerable  annoyance.  It  is 
sometimes  l^st  to  dredge  away  the  mud  and  loose  soil  from  the  site 
of  the  proposed  coffer-dam;  but,  when  this  is  necessary,  it  is  usually 
better  to  construct  the  foundation  without  the  use  of  a  coffer-dam, — 
see  Art.  2  of  this  chapter.  Coffer-dams  should  be  used  only  in  very 
shallow  water,  or  when  the  bottom  is  clay  or  some  material  imper- 
vious to  water. 

818.  Pumps.  In  constructing  foundations,  it  is  frequently 
necessary  to  do  considerable  bailing  or  pumping.  The  method  to  be 
employed  in  any  particular  case  will  vary  greatly  with  the  amount 
of  water  present,  the  depth  of  the  excavation,  the  appliances  at  hand, 
etc.  The  pumps  generally  used  for  this  kind  of  work  are  the  direct 
hand-lift  foundation-pump,  the  diaphragm  pump,  the  steam  siphon, 
the  pulsometer,  and  the  centrifugal  pump.  Direct-acting  steam 
pumps  are  not  suitable  for  use  in  foundation  work,  owing  to  the 
deleterious  effect  of  mud  and  sand  in  the  water  to  be  pumped. 

819.  Hand  Pumps.  When  the  lift  is  small,  water  can  be  bailed 
out  faster  than  it  can  be  pumped  by  hand;  but  the  labor  is 
proportionally  more  fatiguing,  and  therefore  bailing  is  not  often 
resorted  to. 

The  direct  hand-lift  foundation-pump  consists  of  a  straight  tube 
at  the  bottom  of  which  is  fixed  a  common  flap  valve,  and  in  which 
works  a  piston  carrying  another  flap  valve.  The  tube  is  either  a 
wjuure  wooden  box  or  a  sheet-iron  cylinder, — usually  the  latter,  since 
it  is  lighter  and  more  durable.  The  pump  is  operated  by  applying 
the  power  directly  to  the  upper  end  of  the  piston-rod,  the  pump  being 
lu»l(l  in  f)ositi()n  Ijy  wooden  stays  or  ropes.  The  only  advantage  of  the 
wood-box  hand-lift  pump  is  that  it  may  be  improvised  on  the  job; 
and  tiKMlisadvantage  for  foundation  work  of  all  pumps  having  flap- 
valvos  is  the  danger  that  straw,  sticks,  mud,  etc.,  will  interfere  with 
th(!  action  of  the  valves. 

820.  The  diaphragm  pump  is  the  usual  form  of  hand  pump  for 
f(»un(|jition  work.  This  pump  consists  of  a  short  cast-iron  cylinder 
liHviFij^  a  nii)bcr  hose  coiniected  to  its  lower  end,  and  being  divided 
mIkiii!  midway  of  its  height  by  a  flexil)le  horizontal  rul)ber  diaphragm. 
The  central  portion  of  the  diaphragm  is  connected  to  a  bent-lever 
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handle,  and  there  is  a  valve  in  the  center  of  the  rubber  disk.  The 
rise  and  fall  of  the  center  of  the  disk  acts  as  a  piston.  A  pump  of 
this  form  throws  a  large  amount  of  water,  allows  sand  and  gravel  to 
pass  without  choking,  is  not  easily  clogged  by  straw,  leaves,  etc.,  and 
is  easily  unclogged.  It  is  made  in  various  sizes,  the  smallest  having 
a  capacity  of  25  gallons  per  minute  and  usually  costing  about  $20. 

821.  Steam  Siphon,  The  steam  siphon  is  the  simplest  of  all 
pumps,  since  it  has  no  movable  parts  whatever.  It  consists  essen- 
tially of  a  discharge  pipe — open  at  both  ends — through  the  side  of 
which  enters  a  smaller  pipe  having  its  end  ]>ent  up.  The  lower  end 
of  the  discharge  pipe  dips  into  the  water;  and  the  small  pipe  connects 
with  a  steam  boiler.  The  steam,  in  rushing  out  of  the  small  pipe, 
carries  with  it  the  air  in  the  upper  end  of  the  discharge  pipe,  thus 
tending  to  form  a  vacuum  in  the  lower  end  of  that  pipe;  the  water 
then  rises  in  the  discharge  pipe  and  is  carried  out  with  the  steam. 
Although  it  is  possible  by  the  use  of  large  quantities  of  steam  to 
raise  small  quantities  of  water  to  a  great  height,  the  steam  siphon 
is  limited  practically  to  lifting  water  only  a  few  feet.  Its  cheapness 
and  simplicity  are  recommendations  in  its  favor,  and  its  efficiency  is 
not  much  less  than  that  of  other  forms  of  pumps.  One  of  the  advan- 
tages of  the  steam  siphon  is  that  frequently  it  can  be  improvised 
on  the  work  from  ordinary  pipe  and  fittings.  Several  forms  and 
sizes  of  steam  siphons  are  upon  the  market,  ranging  in  capacity 
from  5  to  200  gallons  per  minute,  and  are  much  better  than  one  made 
from  pipe.  A  steam  siphon,  or  jet  pump  as  it  is  usually  called  by  the 
manufacturer,  having  a  capacity  of  100  to  125  gallons  per  minute 
can  usually  be  had  for  something  like  $35.  A  common  form  of 
the  steam  siphon  resembles,  in  external  appearance,  the  Eads 
mud-pump  (§  877)  represented  in  Fig.  94,  page  438. 

822.  Pidsomeier.  The  pulsometer  is  an  improved  form  of  the 
steam  siphon.  It  may  properly  be  called  a  steam  pump  which  dis- 
penses with  all  movable  parts  except  the  valves.  The  height  to 
which  it  can  lift  wat^r  is  practically  unlimited.  It  is  in  very  common 
use  for  pumping  out  coffer-dams.  For  an  illustration  showing  the 
external  appearance,  see  the  advertising  pages  of  any  engineering 
newspaper. 

There  are  several  other  forms  of  automatic  vacuum  pumps  on  the 
market  which  have  substantially  the  same  merits  as  the  pulsometer. 

823.  Centrifugal  Pump.  All  of  the  preceding  pumps  are  siiitable 
only  for  handling  comparatively  small  quantities  of  water,  but 
where  large  amounts  of  water  must  be  pumped  in  a  short  time  the 
centrifugal  pump  must  be  used.  The  centrifugal  pump  consists 
of  a  set  of  blades  revolving  in  a  short  cylindrical  case  which  connects 
at  its  center  with  a  suction  (or  inlet)  pipe,  and  at  its  circumference 


414  Foundations  under  Water.  [Chap.  XVI. 

with  a  discharge  pipe.  The  blades  being  made  to  revolve  rapidly, 
the  air  in  the  case  is  carried  outward  by  the  centrifugal  force,  tending 
to  prochu^o  a  vacuum  in  the  suction  pipe;  the  water  then  enters  the 
camj  and  is  discharged  likewise.  The  distance  from  the  water  to  the 
pump  is  limited  by  the  height  to  which  the  ordinary  pressure  of  the 
air  will  raise  the  water;  but  the  height  to  which  a  centrifugal  pump 
can  lift  the  water  is  limited  only  by  the  velocity  of  the  outer  ends  of 
tluj  revolving  blades.  Since  there  are  no  valves  in  action  while  the 
pump  is  at  work,  the  centrifugal  pump  will  allow  sand  and  large 
gravrl  in  fact  almost  anything  that  can  enter  between  the  arms — 
U)  pans.  Pumps  having  a  6-inch  to  10-inch  discharge  pipe  are  the 
nizos  most  frc<iuently  used  in  foundation  work. 

Th(^  centrifugal  pump  requires  more  labor  to  install  and  more 
v.tiro.  to  operate  than  any  form  of  steam  siphon. 

824.  Dredging.  Sometimes  there  is  silt  or  mud  as  well  as  water 
Ut  l)c  removed  from  the  coffer-dam.  If  there  is  not  much  solid 
triat(;rial  and  if  plenty  of  water  is  available,  the  solid  matter  may 
Ikj  pum|X5(l  out  along  with  the  water  by  a  centrifugal  pump,  by  keep- 
ing the  end  of  the  suction  pipe  close  to  the  mud.  Under  ordinary 
conditions,  the  water  thus  pumped  will  carry  10  per  cent  of  fine 
Hand  or  silt. 

If  there  is  much  solid  material  to  be  removed,  as  in  clearing  the 
MJte  for  a  hirge  coffer-dam,  it  is  advisable  to  employ  either  a  dipper 
dn^lgi?  or  a  sand  digger,  which  may  usually  be  hired  by  the  day. 
If  wilid  nuiterial  is  to  be  removed  from  a  deep  coffer-dam,  an  orange- 
]H'v]  or  clam-shell  dredge  (§  845)  may  be  employed. 

Somet  inuis  the  mud  is  removed  with  a  scoop  made  of  sheet  steel, 
hatidU^d  by  a  derrick  and  a  winding  engine. 

826.  However,  in  most  cases,  on  account  of  the  small  amount 
to  Ih;  (ixcjavated,  it  is  most  economical  to  throw  the  earth  out  by 
fiiind  in  successive  lifts  rather  than  to  install  a  plant  for  doing  the 
work  by  power. 

826.  Preparing  THE  Bed  OF  THE  Foundation.  After  the  water 
i«'.  fiiirnpod  out,  the  bed  of  the  foundation  may  be  prepared  to  receive 
\\ut  nuwonry  by  throwing  out,  usually  with  hand  shovels,  the  soft 
»n;if<MiaI.  The  masonry  may  be  started  directly  upon  the  hard  sub- 
irfnitiim,  or  upon  a  timber  grillage  resting  on  the  soil  (§  721)  or  on 
piles  (5  793-95). 

827.  Cost  of  Coffer-Dam  Foundations.  It  is  universally 
;idmitt(Ml  that  estimates  for  the  cost  of  foundations  under  water  are 
/i-ty  urireliiil)le,  and  none  are  more  so  than  those  contemplating  the 
II  4'  of  ;i  coffer-dam.  The  estimates  of  the  most  experienced  engineers 
h#'*jiicntly  differ  greatly  from  the  actual  cost.  The  difficulties  of 
ill*'  cjis<*  have  already  been  discussed  (§  817). 
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828.  Examples.  The  following  example  is  interesting  as  showing 
the  cost  under  the  most  favorable  conditions.  The  data  are  for 
a  railroad  bridge  across  the  Ohio  River  at  Point  Pleasant,  W.  Va.* 
There  were  three  250-foot  spans,  one  400-foot,  and  one  200-foot. 
There  were  two  piers  on  land  and  four  in  the  water;  and  all  extended 
about  90  feet  above  low  water.  The  shore  piers  were  founded  on 
piles— driven  in  the  bottom  of  a  pit— and  a  grillage,  concrete  being 
rammed  in  around  the  timber.  The  foundations  under  water  were 
laid  by  the  use  of  a  double  coffer-dam  (§  816).  The  water  was  10 
feet  deep;  and  the  soil  was  3  to  6  feet  of  sand  and  gravel  resting  on 
dry,  compact  clay.  The  foundations  consisted  of  a  layer  of  concrete 
1  foot  thick  on  the  clay,  and  two  courses  of  timbers.  The  quantities 
of  materials  in  the  six  foundations,  and  the  total  cost,  are  as  follows: 

Pine  timber  in  cribs  inside  of  coffer-dams,  and   in 

foundations 273  210  ft.  B.M. 

Oak  timber  in  coffer-dams,  main  and  sheet  piling  . . .  244  412    "     " 

Poplar  timber  in  coffer-dams 3  597    "     " 

Round  piles  in  foundation  and  coffer-dams 13  571  lin.  ft. 

Excavation  in  foundations 4  342  cu.  yd. 

Concrete        *'          "           649    '*     " 

Riprap 997    "     " 

The  total  cost  of  foundations,  including  labor  of  all  kinds,  derricks, 
barges,  engines,  pumps,  iron,  tools,  ropes,  and  everything  necessary 
for  the  rapid  completion  of  the  work,  was  $64,652.62. 

In  the  construction  of  the  bridge  over  the  Missouri  River,  near 
Plattsmouth,  Neb.,  a  concrete  foundation  49  feet  long,  21  feet  wide, 
and  32  feet  deep,  laid  on  shore,  the  excavation  being  through  clay, 
bowlders,  shale,  and  soapstone,  to  bed-rock  (32  feet  below  surface 
of  the  water),  cost  $39,607.23,  or  $42.81  per  yard  for  the  concrete 

laid.t 

829.  The  following  example  gives  the  details  of  the  actual  cost, 
exclusive  of  contractor's  profits,  of  a  coffer-dam  and  concrete  pier  on 
a  pile  foundation  in  water  averaging  5  feet  deep.  J  The  coffer-dam 
consisted  of  triple-lap  sheet  piling  of  the  Wakefield  pattern,  the 
planks  being  2  inches  thick  and  giving  a  coffer-dam  wall  6  inches 
thick.  The  coffer-dam  inclosed  an  area  14  by  20  feet,  giving  a 
clearance  of  1  foot  all  around  the  base  of  the  concrete  pier,  and  a 
clearance  of  2  feet  between  the  coffer-dam  and  the  outer  edge  of  the 
nearest  pile.  The  sheet  piles  were  18  feet  long,  were  driven  11  feet 
deep  into  sand,  and  projected  2  feet  above  the  surface  of  the  water. 

*  Engineering  News,  vol.  xiii,  p.  338. 

t  Exclusive  of  coat  of  buildings,  tools,  and  engineering  expenses.     These  items 
amounted  to  6  per  cent  of  the  total  cost  of  the  entire  bridge. 
X  Engineering-Contracting,  May  27,  1907,  p.  237-38. 
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There  were  twenty-four  foundation  piles,  which  were  40  feet  long 
and  which  were  driven  33  feet.  Upon  the  heads  of  the  piles  rested  a 
concrete  bjuse,  12  by  18  feet  at  the  bottom,  7  feet  thick,  and  9  by  15 
feet  on  top.  The  concrete  pier  was  7  by  13  feet  at  the  bottom  and 
5  by  11  feet  at  the  top.  There  were  100  cu.  yd.  of  concrete  in  the 
pier  and  the  base.  The  detailed  cost  of  the  work,  which  is  typical 
of  similar  work,  is  as  follows: 

Items.  Total  Cost. 

Coffernlam:     Lunil>er,  7  900  ft.  B.M.,  at  $20.00  . .     $158.00 
Labor— $16.00   per  M  of   lumber 126.00 

Total — $.'i6.00  per  M,  exclusive  of 

salvage $284.00 

Excavation:   68  cu.  yd.  at  57  ct.  per  cu.  yd 33.00 

FouTulation  piles:  Material,  960  lin.  ft.  at  10  ct. .       $96.00 
Driving— 8J  ct.  per  lin.  ft 80.00 

Total— 960  ft.  at  18J  ct.  per  lin.  ft.  ~  176.00 

Forms:  Material,  2  400  ft.  B.M.  plank  at  $25.00  $60.00 

1  000  ft.  B.  M.  studding  at  $20 .  00        20 .  00 

Nails,  wire,  etc 2.00 

Labor  8  days  at  $3.00 24 .00 

Total— 100  cu.  yd.  concrete  at  $1.06  ~ 

exclusive  of  salvage 106.00 

(Umtreie:  Materials  at  $3.20 $320.00 

I^bor  at  $1 .46 146.00 

Total— 100  cu.  yd.  at  $4.66 ~  466.00 

Plant:  Transportation $20.00 

H<»tting  up  and  taking  down 70.00 

llental,  20  days  at  $5.00 100.00 

Total  for  plant 190.00 

Total  cost ,  exclusive  of  salvage  $1  255 .  00 

If  the  cost  of  the  plant  be  distributed  among  the  other  items  in 
[)roportion  to  the  time  employed,  the  additional  cost  will  be  as 
followH:  (-ofTer-dam— $74.00  or  $9.00  per  M.  ft.  B,  M.,  making  a 
toliil  coHt  of  $45.00  per  M.  ft.  B.  M.  Excavation— $21.00  or  36 
vv\\\h  per  cu.  yd.,  making  a  total  cost  of  93  cents  per  cu.  yd.  Foun- 
dation piIe.s-$42.(K)  or  $1.75  per  pile,  making  a  total  cost  of  $5.08 
\ivv  pil<»  for  driving,  or  a  total  cost  of  12.7  cents  per  lin.  ft.  Con- 
v\v\v  S53.(K)  or  53  cents  per  cu.  yd.,  making  a  total  cost  of  $5.19 
(MM-  i'W.  yd.,  or  $().25  including  forms. 

830.  V\)Y  data  on  the  relative  cost  of  different  methods  of  con- 
ntructing  foundations,  see  Art.  6,  page  450. 

631.  0ON0LU8ION.  Uncertainty  as  to  what  trouble  and  expense 
li  I'offer-dam  will  develop  usually  causes  engineers  to  choose  some 
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other  method  of  laying  the  foundations  for  bridge  piers.  Coffer- 
dams are  applicable  in  shallow  depths  only;  hence  one  objection  tc 
founding  bridge  piers  by  this  process,  particularly  in  rivers  subject 
to  scour  or  liable  to  ice  gorges,  is  the  danger  of  their  being  either  im- 
dermined  or  pushed  off  the  foundation.  When  founded  in  mud  oi 
sand,  the  first  mode  of  failure  is  most  to  be  feared.  This  danger  is 
diminished  by  the  use  of  piles  or  large  quantities  of  riprap;  but  such 
a  foundation  needs  constant  attention.  When  founded  on  rock, 
there  is  a  possibility  of  the  piers  being  pushed  off  the  foundation; 
for,  since  it  is  not  probable  that  the  coffer-dam  can  be  pumped  per- 
fectly dry  and  the  bottom  be  thoroughly  cleaned  before  laying  the 
masonry  or  depositing  the  concrete,  there  is  no  certainty  that  there 
is  good  union  between  the  base  of  the  pier  and  the  bed-rock. 

Coffer-dams  are  frequently  and  advantageously  employed  in 
laying  foundations  in  soft  soils  not  under  wat^r,  as  described  in 
§  718-19. 

Art.  2.    Crib  and  Open-Caisson  Process. 

832.  Definitions.  Unfortunately  there  is  an  ambiguity  in  the 
use  of  the  word  caisson.  Formerly  it  always  meant  a  strong,  water- 
tight box  having  vertical  sides  and  a  bottom  of  heavy  timbers,  in 
which  the  pier  is  built  and  which  sinks,  as  the  masonry  is  added, 
until  its  bottom  rests  upon  the  bed  prepared  for  it.  With  the  intro- 
duction of  the  compressed-air  process,  the  term  caisson  was  applied 
to  a  strong,  water-tight  box — open  at  the  bottom  and  closed  at  the 
top — upon  which  the  pier  is  built,  and  which  sinks  to  the  bottom 
as  the  masonry  is  added.  At  present,  the  word  caisson  generally 
has  the  latter  meaning.  In  the  pneumatic  process,  a  water-tight 
l)ox — open  at  the  top — is  usually  construct-ed  on  the  roof  of  the 
working  chamber  ('* pneumatic  chamber''),  inside  of  which  the 
masonry  is  built;  this  box  also  is  called  a  caisson.  The  caisson 
open  at  the  bottom  is  sometimes  called  an  inverted  caisson,  and  the 
one  open  at  the  top  an  erect  caisson.  The  latter  when  built  over  an 
inverted,  or  pneumatic,  caisson,  is  sometimes  called  a  coffer-dam. 
For  greater  clearness  the  term  caisson  will  be  used  for  the  inverted, 
or  pneumatic,  caisson;  and  the  erect  caisson,  which  is  built  over  a 
pneumatic  caisson,  will  be  called  a  coffer-dam.  A  caisson  employed 
in  other  than  pneumatic  work  will  be  called  an  open  caisson. 

833.  Pbinoiple.  This  method  of  constructing  the  foundation 
consists  in  building  the  pier  in  the  interior  of  an  open  caisson,  which 
sinks  as  the  masonry  is  added  and  finally  rests  upon  the  bed  prepared 
for  it.  The  masonry  usually  extends  only  a  foot  or  two  below 
extreme  low  wat^r,  the  lower  part  of  the  structure  being  composed 
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of  titnhor  crib-work,  called  simply  a  crib.  The  open  caisson  is  built 
on  (he  top  of  the  crib,  which  is  practically  only  a  thick  bottom  for 
the  l>ox.  The  timl>er  is  employed  l^ecause  of  the  greater  facility 
wit h  which  it  may  l>e  put  into  place,  iis  will  appear  presently.  Timber, 
when  always  wet.  is  as  durable  as  masonry:  and  ordinarily  there  is 
not  nuich  difference  in  cost  l>etween  timber  and  stone. 

If  the  sinl  at  the  lx>ttom  is  soft  and  unreliable,  or  if  there  is  danger 
of  arour  in  case  the  crib  were  to  rest  directly  upon  the  bottom,  the 
IhhI  is  prepareil  by  dredging  away  the  mud  (§  839)  to  a  sufficient 
doptli  or  by  driving  piles  which  are  afterwards  sawed  off  (§  791)  to 
n  horiBontal  plane. 

834.  OomTmuonOH  or  THI  Orib.  The  crib  is  a  timber  structure 
Ih>Iow  the  cai^aon,  which  transmits  the  pressure  to  the  bed  of  the 
foundation.  A  crib  is  essentially  a  grillage  (see  §  705  and  {  793) 
whioh«  instead  of  lH^ing  built  in  place,  is  first  constructed  and  then 
smik  to  its  final  resting  place  in  a  single  mass.  A  crib  is  usually 
thicker,  i.e,.  deeper,  than  the  grillage.  If  the  pressure  is  great,  the 
crib  is  built  of  suoces^XT  cinir^jes  of  squareil  timbers  in  contact;  but 
if  the  pree^uiv  is  small,  it  is  built  more  or  le:s^  open.  In  dither  case, 
if  the  crib  is  to  rest  upim  a  si^ft  Ixntom.  a  few  of  the  lower  courses  are 
Iniih  o|vn  a^  that  the  higher  p^mions  of  the  bed  may  be  squeezed 
into  these  cells,  and  thus  allow  the  crib  to  come  to  an  even  bearing. 
If  the  crib  is  to  rwt  upon  an  unewn  rwk  bottom,  the  site  is  first 
le\>^k^i  up  by  thn^wing  in  bn^ken  stone.  althi>ugh  this  is  a  poor 
itiethiHl.  If  the  Untom  is  r\^ugh  or  sloping,  the  loirer  courses  of  the 
orib  are  ^^n)etiuvps  made  to  c^mform  to  the  IxHtom  as  neariy  as  poe- 
sibie.  as  vtetemuiH!sl  lr\^m  A^undings:  but  this  method  requires  rare 
attvi  juvlgn>!^t  to  prewnt  the  crib  ir\^m  siiditig  off  from  the  indined 
ly\i.  and  :?4KK:id  Iv  iw^i  with  treat  caution,  if  a:  all. 

TS*  crib  is  usual! V  buih  arkvi:.  iV^-iroc  :o  :he  bisovancv  of  the 
>ska:er.  alvn::  \x:!e  thirvi  v^'  a  orib  u\Avie  whi.\iy  vK  ::r.iber  vouM  pro- 
>v:  aK^xe  :hc  waiter,  ano  ^w.\i  require  ar.  ir.cvvr^-ecaeflthr  larfse 
>fcvcch:  to  str.V.  tt:  therefore,  it  ^  Ss^:  to  ir.cvvTwrate  co 
sCvV>r  :r,  the  v:T:N>fc\vrk.  I:  the  crib  is^  r.x^re  ^>r  *«s  ocvc:.  ;hi5  is 
:-\  iv:::;:vc  ^  >v\r  itito  A>r,'je  vsf  the  vHvt.  srjkccs  or  rwkecs^  vUeh 
a:y  :v-:i  "^  Vvi  x^'.th  ^^Cv'-o?.  it  the  cr.b  iiS  to  Sr  ^vxivt  aS^tsi  eiwnr 
:>.—.:  v*-*:v-  >  .'".v::<i\i  ar,,t  the  <t^jkvV  r'Vv:  ^-.th  :Nr».\Vec.  ?cooe. 

Tv  "-'v':v^  ,^'  cA>:h  vvu"se  shv^-,:!si  >r  >^^'::'>^^  i^.ft-cvvted  \l  I^- 
:.*  :  "ose   n  *  v  .v.,."s%r  l-^K^ifc  to  v"yav**.:  :>v  Vo.yincy  oc  t^  ^VP^^ 

.     'n*     v^v*  vct-r  >  si.- i..rjc  or.  tlv  V^v*- 

&V5.  CtMBsr^rcnoksr  or  tsi  Cusmst.    Vnni  CuBaa.    TV  m 


Art.  2.] 


Crib  and  Open-Caisson  Process, 


421 


them  into  the  top  course  of  the  crib  and  spiking  planksoTTTfl^ouTlwacr*^ 

For  a  caisson  6  or  8  feet  deep,  which  is  about  as  deep  as  it  is  wise  to 
try  with  this  simple  construction,  it  is  sufficient  to  use  studding  6 
inches  wide,  3  inches  thick,  and  6  to  8  feet  long,  spaced  3  feet  apart, 
mortised  and  tenoned  into  the  deck  course  of  the  crib.  The  sides 
and  floor  (the  upper  course  of  the  crib)  should  be  thoroughly  calked 
with  oakum.  The  sides  may  be  braced  from  the  masonry  as  the 
sinking  proceeds.  When  the  crib  is  grounded  and  the  masonry  is 
above  the  water,  the  sides  of  the  box  or  caisson  are  knocked  off. 

When  the  depth  of  water  is  more  than  6  to  8  feet,  the  caisson  is 
constructed  somewhat  after  the  general  method  shown  in  Fig.  89. 
The  sides  are  formed  of  timbers  framed  together  and  a  covering  of 


Fig.  89. — Diagrammatic  Representation  of  Open-Caihson  and  Pier. 


thick  planks  on  the  outside.  The  joints  are  carefully  calked  to 
make  the  caisson  water-tight.  In  deep  caissons,  the  sides  can  be 
built  up  as  the  masonry  progresses,  and  thus  not  be  in  the  way  of 
the  masons.  The  sides  and  bottom  are  held  together  only  by  the 
heavy  vertical  rods;  and  after  the  caisson  has  come  to  a  bearing 
upon  the  soil,  and  after  the  masonry  is  above  the  water,  the  rods  are 
detached  and  the  sides  removed,  the  bottom  only  remaining  as  a 
part  of  the  permanent  structure. 

For  an  illustration  of  the  form  of  caisson  employed  in  sinking  a 
foundation  by  the  compressed-air  process,  see  Fig.  92  and  93,  page 
432  and  434. 
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caisson  should  be  so  contrived  that  it  can  be  ground 
and  afterwards  raised  in  case  the  bed  is  found  not  to  be  accurateiC- 
leveled.     To  effect  this,  a  small  sliding  gate  is  sometimes  placed  i  3^ 
the  side  of  the  caisson  for  the  purpose  of  filling  it  with  water  a    ~ 
pleasure.     By  means  of  this  gate,  the  caisson  can  be  filled  am 
grounded;   and  by  closing  the  gate  and  pumping  out  the  water,  i 
can  be  set  afloat.    The  same  result  can  te  accomplished  by  puttinj 
on  and  taking  off  stone. 

Since  the  caisson  is  a  heavy,  unwieldy  mass,  it  is  not  possible 
control  the  exact  position  in  which  it  is  sunk;  and  hence  it  should 
larger  than  the  base  of  the  proposed  pier,  to  allow  for  a  little  adjust — 
ment  to  bring  the  pier  to  the  desired  location.    The  margin  to 
allowed  will  depend  upon  the  depth  of  water,  size  of  caisson,  facil 
ities,  etc.     A  foot  all  round  is  probably  none  too  much  under  favor 
able  conditions,  and  generally  a  greater  margin  should  be  allowed. 

837.  Masonry  Oaisson.  In  one  case  at  least,  there  was  no  caisson 
or  coffer-dam,  the  outer  edge  of  the  brick  pier  being  built  up  ahead 
of  the  center  and  serving  as  a  coflfer-dam.*  Sometimes  the  caisson 
itself  is  made  of  concrete,  which  after  l)eing  sunk  in  place  is  filled 
with  concrete  or  gravel — the  latter  in  constructing  a  breakwater. 

838.  TiMBKB  IH  FOUNDATIONS.  The  free  use  of  timber  in  founda- 
tions is  the  chief  difference  between  American  and  European  methods 
of  founding  masonr}'  in  deep  water.  The  consideration  that  led  to 
the  introduction  of  timl)er  in  foundations  was  its  cheapness..  Many 
of  the  more  important  bridges  built  l)efore  1870  rest  upon  crib- 
work  of  round  logs  notched  at  their  intersection  and  secured  by 
drift-bolts;  but  at  present,  cribs  are  always  built  of  squared  timber. 
Until  a])out  tlie  beginning  of  this  century,  there  was  not  much 
difference  between  the  cost  of  timber  and  masonrj'  in  foumlations, 
the  principal  advantage  in  the  use  of  timl>er  V)eing  the  facility  with 
which  it  was  put  into  ])laco;  but  with  the  rapidly  decreasing 
supply  of  timber  and  its  consequent  rapid  increase  in  cost,  and 
with  the  marked  decrease  in  the  cost  of  concrete,  it  is  probable 
that  in  this  country  in  the  future  not  much  timber  will  be  used  in 
foundations.  Soft  wood  or  timl)er  which  in  the  air  has  comparatively 
little  durability,  is  (^lually  as  good  for  this  purpose  as  the  hard  woods. 
It  has  b(»on  conclusively  ])roved  that  anv  kind  of  timber  will  last. 
practically  forever,  if  completely  immersed  in  water. 

839.  Excavating  the  Site.  When  a  pier  is  to  be  founded  in 
a  sluggish  stream,  it  is  necessary  only  to  excavate  a  hole  in  the  bed 
of  the  stream,  in  which  the  crib  (or  tho  bottom  of  the  caisson)  mav 
rest.  The  excavation  is  usually  made  with  a  dredge,  any  form  of 
whicrh  can  be  employed.     The  dipper  dredge  is  the  best,  but  the  clam- 

*  PnM'.  KuKif  As<<»n'.  of  tlu«  South,  vol.  xvii,  p.  77. 
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shell  or  the  endless  chain  and  bucket  dredge  is  sometimes  used. 
If  the  bottom  is  sand,  mud,  or  silt,  the  soil  may  be  removed  (1)  by 
pumping  it  with  the  water  through  an  ordinary  centrifugal  pump 
(§  823), — the  suction  hose  of  which  is  kept  in  contact  with,  or  even 
a  little  below,  the  bottom, — or  (2)  by  the  Eads  mud-pump  (§  877). 
With  either  of  these  methods  of  excavating,  a  simple  frame  or  light 
coffer-dam  may  be  sunk  to  keep  part  of  the  loose  soil  from  running 
into  the  excavation. 

840.  If  the  stream  is  shallow,  the  current  s>\'ift,  and  the  bottom 
soft,  the  site  may  be  excavated  or  scoured  out  by  the  river  itself. 
To  make  the  current  scour,  construct  two  temporary  wing-dams, 
which  diverge  up-stream  from  the  site  of  the  proposed  pier.  The 
wings  can  be  made  by  driving  stout  stakes  or  small  piles  into  the 
bed  of  the  stream,  and  placing  solid  panels — made  by  nailing  ordinary 
boards  to  light  uprights — against  the  piles  with  their  lower  edge  on 
the  bottom.  The  wings  concentrate  the  current  at  the  location  of 
the  pier,  increase  its  velocity,  and  cause  it  to  scour  out  the  bed  of 
the  stream.     This  process  requires  a  little  time,  usually  one  to  three 

^•ys,  but  the  cost  of  construction  and  operation  is  comparatively 

When  the  water  is  too  deep  for  the  last  method,  it  is  sometimes 

)ssible  to  suspend  the  caisson  a  little  above  the  bed  of  the  stream, 

.  which  case  the  current  will  remove  the  sand  and  silt  from  under 

.     At  the  bridge  over  the  Mississippi  at  Quincy,  111.,  a  hole  10  feet 

-^p  was  thus  scoured  out.     However,  if  the  water  is  already  heavily 

narged  with  sediment,  it  may  drop  the  sediment  on  striking  the 

rib  and  thus  fill  up  instead  of  scour  out.     Notwithstanding  the  hole 

J.  liable  to  be  filled  up  by  the  gradual  action  of  the  current  or  by  a 

"idden  flood  before  the  crib  has  been  placed  in  its  final  position, 

iiis  method  is  frequently  more  expeditious  and  less  expensive  than 

using  a  coffer-dam. 

841.  If  the  crib  should  not  rest  squarely  upon  the  bottom,  it 
can  sometimes  be  brought  down  with  a  water  jet  (§  757-58)  in  the 
hands  of  a  diver.  However,  the  engineer  should  not  employ  a  diver 
unless  absolutely  necessary,  as  the  expense  is  very  great. 

842.  If  the  soft  soil  extends  to  a  considerable  depth,  or  if  the 
necessary  spread  of  foundation  can  not  be  obtained  without  an  un- 
desirable obstruction  of  the  channel,  or  if  the  bottom  is  likely  to 
scour,  then  piles  may  be  driven,  upon  which  the  crib  or  caisson  may 
finally  rest.  Before  the  introduction  of  the  compressed-air  process, 
this  was  a  very  common  method  of  founding  bridge  piers  in  our 
Western  rivers;  and  it  is  still  frequently  employed  for  small  piers. 
The  method  of  driving  and  sawing  off  the  piles  has  already  been 
described — see  Chapter  XV, 
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The  mud  over  and  around  the  heads  of  the  piles  may  be  sucked 
off  with  a  pump,  or  it  may  be  scoured  out  by  the  current  (|  840). 
The  attempt  is  sometimes  made  to  increase  the  bearing  power  of  the 
foundation  by  filling  in  between  the  heads  of  the  piles  with  broken 
stone;  but  this  is  not  good  practice  as  the  stone  does  but  little  good, 
is  difficult  to  place,  and  is  likely  to  get  on  top  of  the  piles  and  prevent 
the  crib  from  coming  to  a  proper  bearing. 

Art.  3.     Dredging  through  Welxs. 

843.  A  timber  crib  is  frequently  sunk  by  excavating  the  material 
through  apartments  left  for  that  purpose,  thus  undermining  the  crib 
and  causing  it  to  sink.  Hollow  iron  cylinders  or  wells  of  masonry 
with  a  strong  curb,  or  ring,  of  timber  or  iron  beneath  them  are  sunk 
in  the  same  way. 

This  method  is  applicable  to  foundations  both  on  dry  land  and 
under  water.  It  is  also  sometimes  employed  in  sinking  shafts  in 
tunneling  and  mining. 

844.  The  advantage  of  this  method  for  foundations  under  water 
is  that  it  is  applicable  to  greater  depths  than  any  other  method 
except  the  freezing  process;  and  the  disadvantage  is  that  the  descent 
of  the  crib  or  cylinder  is  liable  to  be  stopped  by  logs,  bowlders,  etc. 

846.  EXOAVATOBS.  The  soil  is  removed  from  under  the  crib 
with  a  clam-shell  or  an  orange-peel  dredge,  or  with  an  endless  chain 
and  bucket  dredge,  or  with  the  Eads  pump  (§  877). 

The  clamnshell  dredge  consists  of  the  two  halves  of  a  hemispherical 
shell,  which  rotate  about  a  horizontal  diameter;  the  edges  of  the 
shell  are  forced  into  the  soil  by  the  weight  of  the  machine  itself,  and 
the  pull  upon  the  chain  to  raise  the  excavator  draws  the  two  halves 
together,  thus  forming  a  hemispherical  bucket  which  incloses  the 
material  to  l)e  excavated.  A  similar  device  consists  of  two  quad- 
rants of  a  short  cylinder,  hinged  and  operated  similarly  to  the  above. 
The  orange-peel  dredge  (shown  at  A  in  Fig.  90,  page  424)  appears 
to  have  the  preference  for  this  kind  of  work.  It  consists  of  a  frame 
from  which  are  suspended  a  number  of  spherical  triangular  spades 
which  are  forced  vertically  into  the  ground  by  their  own  weight. 
The  pull  upon  the  excavator  to  lift  it  out  of  the  mud  draws  these 
triangles  together  and  incloses  the  earth  to  be  excavated. 

846.  In  one  case  in  France,  the  soil  was  excavated  by  the  aid  of 
compressed  air.  An  8-inch  iron  tube  rested  on  the  bottom,  with  its 
top  projecting  horizontally  above  the  water;  and  compressed  air  Was 
discharged  through  a  small  pipe  into  the  lower  end  of  the  8-inch 
tube.  The  weight  of  the  air  and  water  in  the  tube  was  less  than 
an  equal  height  of  the  water  ouiside;   and  hence  the  water  in  tho 
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tube  was  projected  from  the  top,  and  carried  with  it  a  portion  of  the 
mud,  sand,  etc.  Pebbles  and  stones  of  considerable  size  were  thus 
thrown  out.     See  §  876  for  another  use  of  a  similar  device. 

847.  Noted  Examples.— Poughkeepsie  Bridge.  The  Pough- 
keepsie  Bridge,  which  crosses  the  Hudson  at  a  point  about  75  miles 
above  New  York  City,  is  founded  upon  cribs,  and  is  the  boldest 
example  of  timber  foundation  on  record.  It  was  erected  in  1886-87, 
and  is  remarkable  both  for  the  size  of  the  cribs  and  for  the  depth  of 
the  foundations. 

There  are  four  river  piers.  The  crib  for  the  largest  is  100  feet 
long,  60  feet  wide  at  the  bottom  and  40  feet  at  the  top,  and  104 
ieet  high.  It  is  divided,  by  one  longitudinal  and  six  transverse 
walls,  into  fourteen  compartments  through  which  the  dredge  worked. 
The  side  and  division  walls  terminate  at  the  bottom  with  a  12-  by 
12-inch  oak  stick,  which  served  as  a  cutting  edge.  The  exterior  walls 
and  the  longitudinal  division  wall  were  built  solid,  of  triangular 
cross  section,  for  20  feet  above  the  cutting  edge,  and  above  that 
they  were  hollow.  The  gravel  used  to  sink  the  crib  was  deposited 
in  these  hollow  walls.  The  longitudinal  walls  were  securely  tied  to 
each  other  by  the  end  and  cross  division  walls,  and  each  course  of 
timber  was  fastened  to  the  one  below  by  450  1-inch  drift-bolts  30 
inches  long.  The  timber  was  hemlock,  12  inches  square.  The  four- 
teen compartments  in  which  the  clam-shell  dredges  worked  were  10 
by  12  feet  in  the  clear.  The  cribs  were  kept  level  while  sinking  by 
excavating  from  first  one  and  then  the  other  of  the  compartments. 
Gravel  was  added  to  the  pockets  as  the  crib  sunk.  When  hard 
bottom  was  reached,  the  dredging  pockets  were  filled  with  concrete 
deposited  under  water  from  boxes  holding  one  cubic  yard  each  and 
opened  at  the  bottom  by  a  latch  and  trip-line. 

After  the  crib  was  in  position,  the  masonry  was  started  in  a 
floating  caisson  which  finally  rested  upon  the  top  of  the  crib.  Sink- 
ing the  crib  and  caisson  separately  was  a  departure  from  the  ordinary 
method.  Instead  of  using  a  floating  caisson,  it  is  generally  con- 
sidered better  to  construct  a  coffer-dam  on  top  of  the  crib,  in  which 
to  start  the  masonry.  If  the  crib  is  sunk  first,  the  stones  which  are 
thrown  into  the  pockets  to  sink  it  are  likely  to  be  left  projecting 
above  the  top  of  the  crib  and  thus  prevent  the  caisson  from  coming 
to  a  full  and  fair  bearing. 

The  largest  crib  was  sunk  through  about  53  feet  of  water,  20 
feet  of  mud,  45  feet  of  clay  and  sand,  and  17  feet  of  sand  and  gravel. 
It  rests,  at  134  feet  Ijelow  high  water,  upon  a  bed  of  gravel  16  feet 
thick,  overlying  bed-rock.  The  timber  work  is  110  feet  high,  includ- 
ing the  floor  of  the  caisson,  and  extends  to  14  feet  below  high  water 
(7  feet  below  low  water),  at  which  point  the  masonry  commences 
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aod  rises  39  feet.  On  top  of  tbe  masonn'  a  sicel  tower  100  feet  liifch 
It  erected-  Tbe  masoniy  in  plan  is  25  by  87  feet,  and  has  Dearly 
vertical  faces.  The  lower  chord  of  tbe  cbannrf  span  is  130  feet  and 
tbe  rail  is  212  feet  above  high  water. 

The  other  pier^  are  nearly  as  lai^  as  the  one  bere  described. 
The  cribs  each  contain  an  average  of  2,500.000  feet,  board  measure, 
of  timber  and  350  tons  of  wrought  iron. 

848.  Atdt«l«l»r»  Bridc>-  This  bridge  is  o\-er  tbe  Atcbafalaya 
bayou  or  river,  at  Morgan  City.  I^..  about  80  miles  west  of  \ew 
Orieaiu.  The  soil  is  aUu^ial  to  an  unknown  depth,  and  is  subject 
to  rapid  and  extensive  scour;  and  no  stone  suitable  for  piers  could 
be  found  within  reasonable  distance.     Hence  iron  cylinders  were 


adopted.  They  are  foundation  and  pier  combined.  The  cylinders 
were  sunk  120  feet  below  high  water — from  70  to  115  feet  below  the 
mud  line^>y  dredging  the  material  from  tne  inside  «nth  an  orange- 
peel  f-\'avator.  Fig.  90  shows  the  excavator,  .1,  and  the  appliances 
for  liuiiilling  the  cylinders. 

Th(;  cylinders  are  8  feet  in  outside  diameter.     Below  the  level 
of  the  river  lied,  they  are  made  of  cast  iron  1]  inches  thick,  in  lengths 
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of  lOJ  feet,  the  sections  l^eing  bolted  together  through  inside  flanges 
with  1-inch  bolts  spaced  5  inches  apart.  Above  the  river  bottom, 
the  cylinders  are  made  of  wrought-iron  plates  |  inches  thick,  riveted 
together  to  form  short  cylindrical  sections  with  angle-iron  flanks. 
The  bolts  and  spacing  to  unite  the  sections  are  the  same  as  in  the 
cast-iron  portions. 

The  cylinders  were  filled  with  concrete  and  capped  with  a  heavy 
cast-iron  plate.  Two  such  cylinders,  braced  together,  form  the  pier 
between  two  250-foot  spans  of  a  railroad  bridge. 

The  only  objection  to  such  piers  relates  to  their  stability.  These 
have  stood  satisfactorily  since  1883. 

849.  Hawkesbury  Bridge.  The  bridge  over  the  Hawkesbury 
River  in  south-eastern  Australia  is  remarkable  for  the  depth  of  the 
foundation.  It  is  founded  upon  elliptical  iron  caissons  48  by  20  feet 
at  the  cutting  edge,  which  rest  upon  a  bed  of  hard  gravel  126  feet 
below  the  river  bed,  185  feet  below  high  water,  and  227  feet  below 
the  track  on  the  bridge.  The  soil  penetrated  was  mud  and  sand. 
The  caissons  were  sunk  by  dredging  through  three  tubes,  8  feet  in 
diameter,  terminating  in  bell-mouthed  extensions,  which  met  the 
cutting  edge.  The  spaces  between  the  dredging  tubes  and  the 
outer  shell  were  filled  with  gravel  as  the  sinking  progressed.  The 
caissons  were  filled  to  low  water  with  concrete,  and  above  with 
cut-stone  masonry. 

860.  As  these  caissons  were  to  be  sunk  to  an  unprecedented  depth, 
it  was  considered  wise  to  construct  them  with  a  flare  at  the  bottom, 
that  is,  to  make  the  bottom  larger  than  the  upper  portion,  so  as  to 
decrease  the  resistance  due  to  friction.  Experience  showed  that 
making  the  bottom  larger  was  a  mistake,  since  it  seriously  increased 
the  difficulty  of  guiding  the  caisson  in  its  descent. 

861.  Brick  Oylinders.  In  Germany  a  brick  cylinder  was  sunk 
256  feet  for  a  coal  shaft.  A  cylinder  25^  feet  in  diameter  was  sunk 
76  feet  through  sand  and  gravel,  when  the  frictional  resistance  l)ecame 
so  great  that  it  could  be  sunk  no  farther.  An  interior  cylinder,  15 
feet  in  diameter,  was  then  started  in  the  bottom  of  the  larger  one, 
and  sunk  180  feet  further  through  running  quicksand.  The  soil  was 
removed  without  exhausting  the  water. 

A  brick  cylinder — outer  diameter  46  feet,  thickness  of  wall  3 
feet — was  sunk  40  feet  in  dry  sand  and  gravel  without  any  difficulty. 
It  was  built  18  feet  high  (on  a  wooden  curb  21  inches  thick),  and 
weighed  300  tons  before  the  sinking  was  begun.  The  interior  earth 
was  excavated  slowly,  so  that  the  sinking  was  about  1  foot  per  day, 
— the  walls  being  built  up  as  it  sank. 

862.  In  Europe  and  India  masonry  bridge  piers  are  sometimes 
sunk  by  this  process,  a  sufficient  number  of  vertical  openings  being 


4y. 


VorsitATtosn  u.vder  Water. 


[Chap.  XVI. 


U^*  Miffmi^i  w}ii#rh  iUt  material  is  brought  up.  It  is  generally  a 
^h^/^Ati  *ii/J  >;|//w  oiffstkium.  To  lessen  the  friction  a  ring  of  masonry 
**  *'/«^j/ri#r»j  l/iiilt  ifwirle  of  a  thin  iron  shell.  The  last  was  the 
Uitf^\»^A  ^Ui\Atty9A  in  putting  down  the  foundations  for  the  present 

Ml.  Faiotioval  Rbsistavoe.  Vahies  from  XzperinMnto.  The 
ifV^i^fU  \fifi  wi*t*u  rylindctrH  and  the  soil  depends  upon  the  nature  of  the 
^rti,  i^ui  tU*itiU  nttuk,  and  the  method  used  in  sinking.  If  the  cylinder 
**  ^*mk  \,y  ifif  hur  of  the  pneumatic  processes  (§  859  and  860),  the 
M^/w  tff  lImi  wtiiv.r  or  the?  air  along  the  sides  of  the  tube  greatly  di- 
tmuiniutH  lh«  friction.     It  \h  impossible  to  give  any  very  definite  data. 

'l'n\iUi  i^S  givim  t  lu)  vahies  of  the  coefficient  of  friction  for  materials 
M^*i  HHrttit'tiH  v/\i'\v.\\  are  likely  to  occur  in  sinking  foundations  for 
ffriiin^  pluiH.     IauiU  reHult  is  the  average  of  at  least  ten  experiments. 
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at  starting  is  smaller  than  during  motion,  which  is  contrary  to  the 
ordinary  statement  of  the  laws  of  friction. 

864.  Values  from  Practice.  Cast  Iran.  During  the  construction 
of  the  bridge  over  the  Seine  at  Orival,  a  cast-iron  cylinder,  standing 
in  an  extensive  and  rather  uniform  bed  of  gravel,  and  having  ceased 
to  move  for  thirty-two  hours,  gave  a  frictional  resistance  of  nearly 
200  lb.  per  sq.  ft.*  At  a  bridge  over  the  Danube  near  Stadlau,  a 
cylinder  sunk  18.75  feet  into  the  soil  (the  lower  3.75  feet  being 
"solid  clay'*)  gave  a  frictional  resistance  of  100  lb.  per  sq.  ft.* 
According  to  some  European  experiments,  the  friction  of  cast-iron 
cylinders  in  sand  and  river  mud  was  from  400  to  600  lb.  per  sq.  ft. 
for  small  depths,  and  800  to  1,000  for  depths  from  20  to  30  feet.f 
At  the  first  Harlem  River  Bridge,  New  York  City,  the  frictional 
resistance  of  a  cast-iron  pile,  while  the  soil  around  it  was  still  loose, 
was  528  lb.  per  sq.  ft.  of  surface;  and  later  716  lb.  per  sq.  ft.  did  not 
move  it.  From  these  two  experiments,  McAlpine,  the  engineer  in 
charge,  concluded  that  "  1,000  lb.  per  sq.  ft.  is  a  safe  value  for  mod- 
erately fine  material.'^t  At  the  Omaha  Bridge,  a  cast-iron  pile  sunk 
27  feet  in  sand,  with  15  feet  of  sand  on  the  inside,  could  not  be  with- 
drawn with  a  pressure  equivalent  to  254  lb.  per  sq.  ft.  of  surface  in 
contact  with  the  soil;  and  after  removal  of  the  sand  from  the  inside, 
it  moved  with  200  lb.  per  sq.  ft.^l 

Wrought  Iron.  A  wrought-iron  pile,  penetrating  19  feet  into 
coarse  sand  at  the  bottom  of  a  river,  gave  280  lb.  per  sq.  ft.;  another, 
in  gravel,  gave  300  to  335  lb.  per  sq.  ft.** 

Masonry.  In  the  silt  on  the  Clyde,  the  friction  on  brick  and 
concrete  cylinders  was  about  3^  tons  per  sq.  ft.tt  The  friction  on 
the  brick  piers  of  the  Dufferin  (India)  Bridge,  through  clay,  was 
900  lb.  yer  sq.  ft.JJ 

Pneumatic  Caissons.  For  data  on  the  frictional  resistance  of 
pneumatic  caissons,  see  §  887. 

Piles.  For  data  on  the  frictional  resistance  of  ordinary  piles,  see 
§  781-84. 

866.  OOST.  It  is  difficult  to  obtain  data  under  this  head,  since 
but  comparatively  few  foundations  have  been  put  down  by  this 
process.  Furthermore,  since  the  cost  varies  so  much  with  the  depth 
of  water,  strength  of  current,  kind  of  bottom,  danger  of  floods, 

« 

♦  Van  Nostrand's  Engin'g  Mag.,  vol.  xx,  p.  121-22. 
t  Proc.  IiLst.  of  C.  E.,  vol.  1,  p.  131. 

X  McAlpine  in  Jour.  Frank.  Inst.,  vol.  Iv,  p.  105;  also  Proc.  Inst,  of  C.  E.,  \o\. 
xxvii,  p.  286 

t  Van  Nostrand's  Engin'g  Mag.,  vol.  Wii,  p.  471. 

♦*  Proc.  Inst,  of  C.  E.,  vol.  xv,  p.  290. 

'f'f  Ibid.,  vol.  xxxiv,  p.  35. 

XX  Engineering  Ne%M^  vol.  xix,  p.  160. 
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requirements  of  navigation,  etc.,  no  such  data  are  valuable  unless 
accompanied  by  endless  details. 

856.  For  the  relative  cost  of  different  methods,  see  Art.  6  of  this 
chapter. 

867.  Ck)NOLUSlON.  A  serious  objection  to  this  method  of  sinking 
foundations  is  the  possibility  of  meeting  wrecks,  logs,  or  other 
obstructions,  in  the  underlying  materials;  but,  with  the  possible 
exception  of  the  freezing  process  (see  Art.  5  of  this  chapter),  the 
method  by  dredging  through  tubes  or  wells  is  the  only  one  that  can 
be  applied  to  depths  which  much  exceed  100  feet — the  limit  of  the 
pneumatic  process. 

Art.  4.     Pneumatic  Process. 

868.  The  principle  involved  is  the  utilization  of  the  difference 
between  the  pressure  of  the  air  inside  and  outside  of  an  air-tight 
chamber.  The  air-tight  chamber  may  be  either  a  pneumatic  pile — 
an  iron  cylinder  which  becomes  at  once  foundation  and  pier, — or 
a  pneumatic  caisson — a  box,  open  below  and  air-tight  elsewhere, 
upon  the  top  of  which  the  masonry  pier  rests.  The  pneumatic  pile 
is  seldom  used  now.  There  are  two  methods  of  utilizing  this  difference 
of  pressure, — the  vacuum  process  and  the  plenum  or  compressed- 
air  process. 

869.  Vaouum  Progbss.  The  vacuum  process  consists  in  ex- 
hausting the  air  from  a  cylinder,  and  using  the  pressure  of  the  atmos- 
phere upon  the  top  of  the  cylinder  to  force  it  down.  Exhausting 
the  air  allows  the  water  to  flow  past  the  lower  edge  into  the  air- 
chaml>er.  thus  loosening  the  soil  and  causing  the  cylinder  to  sink. 
By  letting  the  air  in,  the  water  subsides,  after  which  the  exhaustion 
may  ]ye  repeated  and  the  pile  sunk  still  farther.  The  vacuum 
should  be  obtained  suddenly,  so  that  the  pressure  of  the  atmosphere 
shall  have  the  effect  of  a  blow;  hence,  the  pile  should  be  connected  by 
a  large  flexible  tul^e  with  a  large  air-chamber — usually  mounted  upon 
a  boat. — from  which  the  air  is  exhausted.  When  communication 
is  opened  lietween  the  pile  and  the  receiver,  the  air  rushes  from  the 
former  into  the  hitter  to  establish  equiUbrium,  and  the  external 
pressure  causes  the  pile  to  sink. 

To  increj\se  the  rapidity  of  sinking,  the  cyUnders  may  be  forced 
down  hv  a  lever  or  by  an  extra  load  applied  for  that  purpose.  In 
case  the  resistance  to  sinking  is  ver\'  great,  the  material  may  be 
removed  fn^n  the  inside  by  a  sand-pump  (§  877),  or  an  orange-peel 
or  I'lain-shell  dredge  (J  845);  but  ordinarily  no  earth  is  removed 
from  the  inside,  (blinders  have  l>een  sunk  b}'  this  method  5  or  6 
feet  by  a  single  exhaustion,  and  34  feet  in  6  hours. 
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860.  0OB1PBB88BD-AIB  PB0GX8S.  The  plenum  or  compressed- 
air  process  consists  in  pumping  air  into  the  air-chamber,  so  as  to 
exclude  the  water,  and  forcing  the  pile  or  caisson  down  by  a  load 
placed  upon  it.  An  air-lock  (§  864)  is  so  arranged  that  the  workmen 
can  pass  into  the  caisson  to  remove  the  soil,  logs,  and  bowlders,  and 
to  watch  the  progress  of  the  sinking,  without  releasing  the  pressure. 
The  vacuum  process  is  applicable  only  in  mud  or  sand;  but  the 
compressed-air  process  can  be  applied  in  all  kinds  of  soil. 

Many  times  in  sinking  foundations  l)y  the  vacuum  process,  the 
compressed-air  process  was  resorted  to  so  that  men  could  enter  the 
pile  to  remove  obstructions;  and  finally  the  many  advantages  of  the 
compressed-air  process  caused  it  to  entirely  supersede  the  vacuum 
process.  At  present  the  term  pneumatic  process  is  practically 
synonymous  with  compressed-air  process. 

861.  History.  The  first  foundations  sunk  entirely  by  the  com- 
pressed-air process  were  the  pneumatic  piles  for  the  bridge  at  Roches- 
ter, England,  put  down  in  1851.     The  depth  reached  was  61  feet. 

The  first  pneumatic  caisson  was  employed  about  1870,  at  Kehl 
on  the  eastern  border  of  France,  for  the  foundations  of  a  railroad 
bridge  across  the  Rhine. 

862.  The  first  three  pneumatic  pile  foundations  in  America 
\vere  constructed  in  South  Carolina  between  1856  and  1860.  Im- 
mediately after  the  civil  war,  a  number  of  pneumatic  piles  were  sunk 
in  Western  rivers  for  bridge  piers.  The  first  pneumatic  caissons  in 
America  were  those  for  the  St.  Louis  Bridge  (§  889),  put  down  in  1870, 
At  that  time  these  were  the  largest  caissons  ever  constructed,  and  the 
depth  reached — 109  feet  Hh  inches — has  not  yet  been  exceeded. 

863.  Pmeumatio  Piles.  Pneumatic  piles  were  once  consider- 
ably used  for  bridge  piers,  but  have  now  been  superseded  for  that 
purpose  by  pneumatic  caissons.  Since  1894  the  compressed-air 
process  has  been  frequently  employed  in  constructing  foundations  for 
tall  buildings  on  Manhattan  Island,  New  York  City,  and  in  some 
cases  the  pneumatic  pile  has  been  used,  although  it  is  there  usually 
called  a  caisson.  The  following  description  applies  more  particularly 
to  the  pneumatic  piles  formerly  used  for  bridge  piers, — the  practice 
in  New  York  City  being  considered  later. 

The  cylinders  were  made  of  either  wrought  or  cast  iron.  The 
wrought-iron  cylinders  were  composed  of  plates,  about  half  an  inch 
thick,  riveted  together  and  strengthened  by  angle  irons  on  the  inside, 
and  reinforced  at  the  cutting  edge  by  plates  on  the  outside  both  to 
increase  the  stiffness  and  to  make  the  hole  a  little  larger  so  as  to 
diminish  friction.  The  cast-iron  cylinders  were  composed  of  sections, 
from  6  to  10  feet  long  and  2  to  8  feet  in  diameter,  bolted  together  by 
inside  flanges,  the  lower  section  being  cast  with  a  sharp  edge  to 
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facilitate  penetration.  Two  of^these  tubes,  braced  together,  were 
employed  for  ordinary  bridge  piers;  and  six  small  ones  around  a 
large  one  for  a  pivot  pier.  They  were  filled  with  concrete,  with  a 
few  courses  of  masonry  or  a  heavy  iron  cap  at  the  top. 

Fig.  91  shows  the  arrangement  of  the  essential  parts  of  a  pneu- 
matic pile.  The  apparatus  as  shown 
is  arranged  for  sinking  by  the  plenum 
process;  for  the  vacuum  process  the 
arrangement  differs  only  in  a  few 
obvious  particulars.  The  upper  sec- 
tion constitutes  the  air-lock.  The 
doors  A  and  B  both  open  down- 
wards. To  enter  the  cylinder,  the 
workmen  pass  into  the  air-lock,  and 
close  the  door  A.  Opening  the  cock 
D  allows  the  compressed  air  to  enter 
the  lock;  and  when  the  pressure  is 
equal  on  both  sides,  the  door  B  is 
opened  and  the  workmen  pass  down 
the  cylinder  by  means  of  a  ladder. 
To  save  loss  of  air,  the  air-lock  should 
be  opened  very  seldom,  or  made  very 
small  if  required  to  be  opened  often. 
The  air-supply  pipe  connects  with 
a  reservoir  of  compressed  air  on  a 
barge.  If  the  air  wer^  pumped  di- 
rectly into  the  pile  without  the  in- 
tervention of  a  storage  reservoir,  as 
was  done  in  the  early  applications 
of  the  plenum  process,  even  a  momentary  stoppage  of  the  engine 
would  endanger  the  lives  of  the  workmen. 

864.  The  soil  was  excavated  by  ordinary  hand  tools,  elevated 
to  the  air-lock  by  a  windlass  and  bucket,  and  passed  out  through  the 
main  air-lock.  Sometimes  a  double  air-lock  with  one  large  and  one 
small  compartment  was  used,  the  former  being  opened  only  to  let 
gangs  of  workmen  pass  and  the  latter  to  allow  the  passage  of  the 
skip,  or  bucket,  containing  the  excavated  material.  Sometimes  an 
auxiliary  lock,  F  G,  was  employed.  The  doors  F  and  G  are  so  con- 
nected by  parallel  bars  (not  shown)  that  only  one  can  be  opened  at 
a  time.  The  excavated  material  is  thrown  into  the  chute,  the  door 
F  is  closed,  which  opens  G,  and  the  material  discharges  itself  on  the 
outside. 

Mud  and  sand  are  blown  out  with  the  sand-lift  (5  876)  or  mud- 
pump  (§  877)  without  the  use  of  any  air-lock. 
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Fig.  91. — Pneitmatic  Pile. 
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866.  The  cylinders  were  guided  in  their  descent  by  a  framework 
resting  upon  piles  or  upon  two  barges.  One  of  the  chief  difficulties  in 
sinking  pneumatic  piles  was  to  keep  them  vertical.  If  the  cylinder 
became  inclined,  it  was  righted  (1)  by  placing  wooden  wedges  under 
the  lower  side  of  the  cutting  edge,  or  (2)  by  excavating  under  the  upper 
side  so  that  the  air  could  escape  and  loosen  the  material  on  that  side, 
or  (3)  by  drilling  holes  through  the  uppermost  side  of  the  cylinder 
through  which  air  could  escape  and  loosen  the  soil,  or  (4)  by  straining 
the  top  over  with  props  or  tackle.  If  several  pneumatic  piles  are  to 
form  a  pier,  they  should  be  sunk  one  at  a  time,  for  when  sunk  at  the 
same  time  they  are  Uable  to  run  together. 

866.  After  the  cylinder  had  reached  the  required  depth,  concrete 
enough  to  seal  it  was  laid  in  compressed  air;  and  when  this  has  set, 
the  remainder  was  laid  in  the  open  air.  A  short  section  at  the  top 
was  usually  filled  with  good  masonry,  and  a  heavy  iron  cap  was 
put  over  all. 

867.  Phkumatio  OAlSSOm.  A  pneumatic  caisson  is  an  immense 
box — open  below,  but  air-tight  and  water-tight  elsewhere, — upon  the 
top  of  which  the  masonry  pier  is  built.  The  essential  difference 
between  the  penumatic  pile  and  the  pneumatic  caisson  is  one  of  degree 
rather  than  one  of  quality.  Sometimes  the  caisson  envelops  the 
entire  masonry  of  the  pier;  but  in  the  usual  form  the  masonry  en- 
velops the  iron  cyUnder  and  rests  upon  an  enlargement  of  the  lower 
end  of  it.  The  pneumatic  pile  is  sunk  to  the  final  depth  before  being 
filled  with  concrete  or  masonry;  but  with  the  caisson  the  masonry 
is  built  upward  while  the  whole  pier  is  being  sunk  downward,  the 
masonry  thus  forming  the  load  which  forces  the  caisson  into  the  soil. 
A  pneumatic  caisson  is,  practically,  a  gigantic  diving-bell  upon  the 
top  of  which  the  masonry  of  the  pier  rests. 

The  principles  involved  in  the  construction  of  pneumatic  caissons 
can  be  best  explained  in  connection  with  a  description  of  a  few  noted 
examples. 

868.  Blair  Bridge.  Fig.  92,  page  432,  is  a  section  of  a  channel 
pier  of  the  bridge  across  the  Missouri  River  near  Blair,  Nebraska, 
and  shows  the  form  of  construction  employed  by  Mr.  George  S. 
Morison  on  a  number  of  large  bridges  erected  by  him. 

The  apartment  in  which  the  men  are  at  work  is  known  as  the 
ux)rking  chamber  or  the  air-chamber.  The  mass  of  timber  between 
the  top  of  the  air-chamber  and  the  lowest  course  of  masonry  is  called 
the  roof  of  the  caisson.  The  shaft  (shown  in  black)  through  the  roof 
of  the  caisson,  and  connecting  with  a  similar  shaft  (shown  in  white) 
through  the  pier,  is  called  the  air-shaft,  and  is  for  the  ascent  and 
descent  of  the  men.  The  air-lock — situated  at  the  junction  of  the 
two  cylinders  which  form  the  air-shaft — consists  of  a  short  section 
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be  described  presently.  The  timbers  which  appear  in  the  lower 
central  portion  of  the  working  chamber  are  parts  of  the  trusses  which 
support  the  central  portions  of  the  roof  of  the  caisson. 

869.  The  main  portion  of  the  caisson  is  built  of  timbers  12  inches 
square  drift-lx)lted  together.  Some  of  the  roof  timbers  are  omitted 
and  the  space  is  filled  with  stone  or  concrete  to  facilitate  the  floating 
of  the  caisson  from  the  place  of  construction  to  the  bridge  site.  The 
side  walls  of  the  v/orking  chamber  in  this  form  of  caisson  are  unusually 
strong.  The  timbers  forming  the  inclined  face  are  17  inches  square, 
and  are  continuous  from  one  outside  wall  to  the  opposite  one,  being 
cut  to  a  12-inch  square  having  vertical  sides  where  they  enter  the 
outside  wall  and  also  where  they  intersect  the  other  inclined  wall. 
Mr.  Morison  thought  this  construction  was  necessary,  but  experience 
with  other  forms  seems  not  to  justify  this  type  of  construction. 

The  masonry  is  usually  begun  about  2  feet  below  low  water,  the 
space  intermediate  between  the  masonry  and  the  roof  of  the  working 
chamber  being  occupied  by  timber  crib-work,  either  built  solid  or 
filled  with  concrete.  In  Fig.  92  the  masonry  rests  directly  upon  the 
roof  of  the  air-chamber,  which  construction  was  adopted  for  the 
channel  piers  of  this  bridge  to  reduce  to  a  minimum  the  obstruction 
to  the  flow  of  the  water. 

Frequently  a  coffer-dam  is  built  upon  the  top  of  the  crib  (see 
Fig.  93,  page  434) ;  but  in  this  particular  case  the  masnory  was  kept 
above  the  surface  of  the  water,  hence  no  coffer-dam  was  employed. 
When  the  coffer-dam  is  not  used,  it  is  Necessary  to  regulate  the  rate 
of  sinking  by  the  speed  with  which  the  masonry  can  be  built,  which  is 
liable  to  cause  inconvenience  and  delay.  When  the  coffer-dam  is 
dispensed  with,  it  is  necessary  to  go  on  with  the  construction  of  the 
masonry  whether  or  not  the  additional  weight  is  needed  in  sinking  the 
caisson. 

870.  Havre  de  Grace  Bridge.  Fig.  93,  page  434,  and  Fig.  94,  page 
438,  show  the  construction  of  the  caisson,  crib,  and  coffer-dam 
employed  by  Gen.  William  Sooy  Smith  in  1884  in  sinking  pier  No.  8 
of  the  Baltimore  and  Ohio  R.  R.  bridge  across  the  Susquehanna 
River  at  Havre  de  Grace,  Md.  This  is  the  type  form  employed  by 
that  engineer  in  a  number  of  large  bridges  erected  by  him,  and  in  a 
general  way  is  the  ordinary  form  used  by  American  engineers  for 
pneumatic  caissons  for  bridge  work.* 

*  For  detailed  drawings  of  the  caissons  of  the  Williamsburg  bridge  over  East 
River,  New  York  City  (built  in  189&-98),  see  Engineering-Contracting,  vol.  xxvi,  p. 
34-36 ;  for  detailed  drawings  of  the  caissons  of  the  bridge  over  the  St.  Lawrence  River 
at  Quebec  (foundations  sunk  in  1897-1902),  see  Engineering  New8,  vol.  xlix,  p.  92- 
98,  or  Engineering  Record,  vol.  xl,  p.  74-76;  for  illustration  and  detailed  description 
of  the  caissons  for  the  Manhattan  bridge  across  East  River,  New  York  City  (built  in 
1901-09),  see  Engineering  News,  vol.  xlv,  p.  171-73,  or  Engineering  Record,  vol.  xliii, 
p.  194-96. 

28 


i^t  PouNdaTioKs  under  Water.  [Chap.  XVl. 

1  hit  (^atHHtm  shown  in  Fig.  93  has  a  alight  flare,  but  subsequent 
experiente  hiut  shown  this  to  be  undesirable,  since  the  caisson  can  be 
f^uided  mure  certainly  when  it  has  vertical  sides. 


871.  Table  CiT  jrives  the  dimensions  and  quantities  of  materials 
in  th<-  pnoiiinatic  foundations  of  this  brid|:e,  and  Table  69  (page 
449'  i;iv<-s  tht>  t(»st. 

872.  FosiTlOH  OP  THE  AlK  LOOK.  Before  the  cooslnicUoo  of  the 
tl^uU  Hrid^>  (i  SS9)  at  :^.  Loub,  Mo.,  in  l$70-74,  tbe.au'-lock  had 
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always  been  placed  at  the  top  of  the  air-shaft,  and  was  of  such  con- 
struction that  to  lengthen  the  shaft,  as  the  caisson  sunk,  it  was  neces- 
sary to  detach  the  lock,  add  a  section  to  the  shaft,  and  then  replace  the 
lock  on  top.  This  was  not  only  inconvenient  and  an  interruption  to 
the  other  work,  but  required  the  men  to  climb  the  entire  distance 
under  compressed  air,  which  is  exceedingly  fatiguing  (see  §  895). 
To  overcome  these  objections,  Eads  placed  the  air-lock  at  the  bottom 
of  the  shaft  in  the  air-chamber.  This  position  is  objectionable,  since 
in  case  of  a  "blow-out,"  i.e.,  a  rapid  leakage  of  air, — not  an  unfre- 
quent  occurrence, — the  men  may  not  be  able  to  get  into  the  lock  in 
time  to  escape  drowning.  If  the  lock  is  at  the  top,  they  can  get  out 
of  the  way  of  the  water  by  climbing  up  in  the  shaft. 

At  the  Havre  de  Grace  Bridge  (§  870-71),  the  air-shaft  was  con- 
structed of  wrought  iron,  in  sections  15  feet  long.     The  air-lock  was 

TABLE  67 

Dimensions  and  Quantities  of  Materials  in  Foundations  of 

Havre  de  Grace  Bridge.* 


DSSCRIPTION 

Number  or  the 

Pier. 

II. 

III. 

IV. 

VIII. 

IX. 

Dimennona: 

Caissons:  length  at  bottom  in  feet 
width  "      "        "    " 
height     from     cutting 

edge,  in  feet 

height      of       working 

chamber,  in  feet. . 

Crib :  len&:th.  in  feet 

63.3 
25.9 

17.2 

9.2 
61.5 
24.2 
40.0 

203  473 
179  939 

2068 
330 

1649 

000 

11313 

34  181 

4  638 

2  472 

67.3 
25.9 

17.2 

9.2 
61.5 
24.2 
42.0 

215  565 

197  910 

31517 

401 

1893 

623 
15  651 
36  832 

700 
2  572 

79.4 
32.8 

17.2 

9.2 
77.6 
31.1 
22.2 

316  689 

143  993 

108  518 

631 

1635 

126 

32  881 

40  909 

11730 

3  392 

70.9 
32.6 

17.2 

9.2 
69.1 
30.8 
41.0 

281540 

219  680 

85759 

559 

2581 

526 

31026 

44  861 

10  039 

3  235 

78.2 
42.3 

19.3 

9.2 
76,4 

wic  th,  "     "     

40.5 

height,  "     "     

32.8 

QuarUitiea: 

Timber  in  the  caisson,  feet,  board 
measure 

465  125 

Timber  in  the  crib,  feet,  board 
measure 

203  824 

Timber  in  the  coffer-dam,  feet, 
board  measure 

126  532 

Concrete    in    working   chamber, 
cubic  vards  

839 

Concrete  in  crib,  shafts,  etc.,  cu- 
bic yards 

3  172 

Concrete  below  cutting  edge,  cu- 
bic yards 

624 

Iron,  screw-bolts,  pounds 

drift-bolts,         *•       

spikes,                "       

cast  washers,      "       

33  435 

59  245 

11237 

3  535 

*  The  data  by  courtesy  of  Sooysmith  ft  Co.,  cootractora  for  the  pneumatic  foundatioDa. 
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made  by  placing  diaphragms  on  the  inside  flanges  of  the  opposite 
ends  of  the  top  section.  A  new  section  and  a  third  diaphragm  could 
\)e  added  without  disturbing  the  air-lock;  and  when  the  third  dia- 
phragm was  in  place,  the  lower  one  was  removed  preparatory  to 
using  it  again.  Some  engineers  compromise  between  these  two  posi- 
tions, and  leave  the  air-lock  permanently  at  some  intermediate  point 
in  the  pier  near  the  bottom  (see  Fig.  92,  page  432). 

878.  It  will  be  shown  presently  (§  897)  that  with  deep  founda- 
tions it  is  very  desirable  to  have  an  elevator  for  carrying  the  workmen 
up  and  down,  and  hence  it  is  better  to  have  the  air-lock  near  the 
bottom  of  the  shaft;  but  for  the  safety  of  the  men  it  should  not  be 
in  the  working  chamber.  However,  an  elevator  for  the  men  is  a 
comparatively  recent  invention,  and  is  used  only  in  the  deepest  work. 

874.  EXOAVATION.  In  the  early  application  of  the  pneumatic 
method,  the  material  was  excavated  with  shovel  and  pick,  elevated 
in  buckets  or  bags  by  a  windlass,  and  stored  in  the  air-lock.  When 
the  air-lock  was  full,  the  lower  door  was  closed,  and  the  air  in  the 
lock  was  allowed  to  escape  until  the  upper  door  could  be  op)ened, 
and  then  the  material  was  thrown  out.  This  method  was  expensive 
and  slow. 

876.  Auxiliary  Air-Lock.  In  the  flrst  application  of  the  pneumatic 
process  in  America  (§  862),  Gen.  Wm.  Sooy  Smith  invented  the 
auxiliary  air-lock,  F  6,  Fig.  91  (page  430),  through  which  to  let  out 
the  excavated  material.  The  doors,  F  and  G,  are  so  connected  to 
each  other  that  only  one  of  them  can  be  opened  at  a  time.  The 
excavated  material  being  thrown  into  the  chute,  the  closing  of  the 
door  F  opens  G  and  the  material  slides  out.  This  simple  device  is 
said  to  have  increased  threefold  the  amount  of  work  that  could  be 
done. 

876.  Sand-lift.  This  is  a  device,  first  used  by  Gen.  Wm.  Sooy 
Smith,  for  forcing  the  sand  and  mud  out  of  the  caisson  by  means 
of  the  pressure  in  the  working  chamber.  It  consists  of  a  pipe, 
reaching  from  the  working  chamber  to  the  surface  (see  Fig.  91,  92|» 
and  93),  controlled  by  a  valve  in  the  working  chamber.  The  sand 
is  heaped  up  around  the  lower  end  of  the  pipe,  the  valve  opened, 
anil  the  pressure  forces  a  continuous  stream  of  air  and  sand  up  and 
out.  Mud  or  semi-liquid  soil  may  be  removed  by  this  means  by 
immenung  the  lower  end  of  the  tulie  and  opening  the  valve;  but 
this  method  is  most  effective  with  sand. 

The  siuid-lift  is  eight  to  ten  times  as  expeditious  as  the  auxiliary 
air-liHk.  Of  course,  the  eflBcieiicv  of  the  sand-lift  varies  with  the 
depth,  i.e..  with  the  pressure.  The  ** goose-neck/'  or  elbow  at  the 
top  oi  the  discharge  pipe,  is  worn  away  \'er>'  rapidly  by  the  impact 
of  the  ascending  sand  and  pebbles.    At  the  Havre  de  Grace Kidge, 
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it  was  of  chilled  iron  4  inches  thick  on  the  convex  side  of  the  curve,  and 
even  then  lasted  only  two  days.  At  the  Brooklyn  Bridge,  the  dis- 
charge pipe  terminated  with  a  straight  top,  and  the  sand  was  dis- 
charged against  a  block  of  granite  placed  in  an  inclined  position  over 
the  upper  end. 

Although  the  sand-lift  is  efficient,  there  are  some  objections  to  it: 
(1)  forcing  the  sand  out  by  the  pressure  in  the  caisson  decreases 
the  pressure,  which  causes,  particularly  in  pneumatic  piles  or  small 
caissons,  the  formation  of  vapors  so  thick  as  to  prevent  the  workmen 
from  seeing;  (2)  the  diminished  pressure  allows  the  water  to  flow 
in  under  the  cutting  edge;  and  (3)  if  there  is  much  leakage,  the  air- 
compressors  are  unable  to  supply  the  air  fast  enough. 

877.  Mud-pomp.  During  the  construction  of  the  St.  Louis 
Bridge,  (^apt.  James  B.  Eads  invented  a  mud-pump,  which  is  free 
from  the  above  objei^tions  to  the  sand-lift,  and  which  in  mud  or  silt 
is  more  efficient  than  it.  This  device  is  generally  called  a  sand-pump, 
but  is  more  properly  a  mud-pump. 

The  principle  involved  in  the  Eads  pump  is  the  same  as  that 
employed  in  the  atomizer,  the  inspirator,  and  the  injector,  viz.:  the 
principle  of  the  induced  current.  This  principle  is  utilized  by  dis- 
charging a  stream  of  water  with  a  high  velocity  on  the  outside  of  a 
small  pipe,  which  produces  a  partial  vacuum  in  the  latter,  when  the 
pressure  of  the  air  on  the  outside  forces  the  mud  through  the  small 
pipe  and  into  the  current  of  water  by  which  the  mud  is  carried  away. 
The  current  of  water  is  the  motive  power. 

Fig.  94,  page  438,  is  an  interior  view  of  the  caisson  of  the  Baltimore 
and  Ohio  R.  R.  bridge  at  Havre  de  Grace,  Md.,  and  shows  the  general 
arrangement  of  the  pipes  and  the  mud-pump.  The  pump  itself  is  a 
hollow  pear-shaped  casting,  about  15  inches  in  diameter  and  15 
inches  long,  a  section  of  which  is  shown  in  the  corner  of  Fig.  94. 
The  water  is  forced  into  the  pump  at  a,  impinges  against  the  conical 
(casing,  dy  flows  around  this  lining  and  escapes  upwards  through  a 
narrow  annular  space,  /.  The  interior  casing  gives  the  water  an  even 
distribution  around  the  end  of  the  suction  pipe.  The  flow  of  the 
water  through  the  pump  can  be  regulated  by  screwing  the  suction 
pipe  in  or  out,  thus  closing  or  opening  the  annular  space,  /.  To 
prevent  the  too  rapid  feeding  or  the  entrance  of  lumps,  which  might 
choke  the  pipe,  a  strainer — simply  a  short  piece  of  pipe,  plugged  at 
the  end,  having  a  series  of  J-inch  to  J-inch  holes  bored  in  it — was  put 
on  the  bottom  of  the  suction  pipe.  The  discharge  pipe  of  the  mud- 
pump  terminates  in  a  *' goose-neck'*  through  which  the  material  is 
discharged  horizontally. 

The  darkly  shaded  portions  of  the  section  of  the  pump  wear 
away  rapidly;    and  hence  they  are  made  of  the  hardest  steel  and 
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.■.jiissruoteii  so  as  to  be  readily  removed.  Different  engineers  have 
liiffereut  methtnls  of  providing  for  the  renewal  of  these  parts,  the 
.lutiinw  tomi  of  the  pump  varying  with  the  method  employed.  The 
pump  iis<h1  at  the  St.  Louis  Bridge  was  cylindrical  in  outline,  but 
jtlwrwise  essentially  the  same  as  the  above. 
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878.  In  order  to  use  the  mud-pump,  the  material  to  be  excavated . 
i.s  first  mixed  into  a  thin  paste  by  playing  upon  i*  with  a  jet  of  water. 
Thi.s  pump  is  used  only  for  removing  mud,  silt,  and  soil  containing 
small  quantities  of  sand;  pure  sand  or  soil  containing  large  quantities 
of  sand  is  "blown  out"  with  the  sand-lift. 

The  water  is  delivered  to  the  mud-pump  under  a  pressure,  ordi- 
narily, of  80  or  90  pounds  to  the  square  inch.  At  the  St,  I.^uis  Bridge 
it  was  found  that  a  mud-pump  of  SJ-inch  bore  was  capable  of  raising 
20  cubic  yards  of  material  120  feet  per  hour,  the  water  pressure  being 
150  pounds  per  square  inch.* 

879.  Olay-Hout.  Neither  the  sand-lift  nor  the  mud-pump  is 
suitable  for  the  excavation  of  stiff  clay;  and,  as  at  the  Memphis 
Bridge  the  caissons  were  large  and  were  to  be  sunk  a  considerable 
distance  through  stiff  clay,  Mr.  George  S.  Morison  invented  a  device 
for  hoisting  clay  in  a  bucket  by  means  of  compressed  air.  The  clay- 
hoist  consisted  of  a  cylinder  and  piston  placed  at  one  side  of  the  top  of 
the  material  shaft.  The  piston  was  actuated  by  air  pressure,  and 
was  connected  to  a  cable  to  which  was  attached  a  bucket  working  up 
and  down  through  the  material  shaft.  At  the  top  of  the  shaft  were 
two  doors  operated  by  levers  from  the  outside.  The  bucket  held 
6J  cu.  ft.     The  device  was  very  effective. 

880.  Horan  AJr-Lock.     Moran's    air-lock  consists  of  a  lock,   at 
the  top  of  the  material  shaft,  closed  at  both  top  and  bottom  by  a 
pair  of  sliding  doors  so  arranged  as  to  permit  of  hoisting  buckets  of 
material  out  of  the    air- 
chamber  by   means  of   a 

<lerrick  and  cable.  The 
<ioors  are  moved  by  com- 
prcs.sed  air,  and  are  inter- 
locked so  that  one  can  not 
1)6  opened  until  the  other 
Is  closed.  On  the  cable  is 
a  stuffing-box  which  fits 
into  a  semicircular  groove 
in  the  etigea  of  the  two 

halves  of  the  upper  door,     -,.„,„.„ 

1  ■,.111..         ""■  *5. — WATEH-Coi-niiK.     Brookltn  BanMK. 

and  permits  the  bucket  to 

be  raised  or  lowered  while  the  upper  door  is  closed.  This  lock  is 
very  effective,  since  in  ordinary  operations  the  bucket  usually  pasaea 
the  lock  with  only  about  5  seconds  delay,  and  can  do  it  with  a 
delay  of  only  2  seconds. 

881.  Wat«r-c«liuim.  A  combination  of  the  pneumatic  process 
and  that  of  dredging  in  the  open  air  through  tubes  has  been  employed 

•  Bigtoiy  of  the  St.  Louia  Bridge,  p.  213. 
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extensively  in  Europe.  It  seems  to  have  been  used  first  at  the  bridge 
across  the  Rhine  at  Kehl.  The  same  method  was  used  at  the  Brook- 
lyn Bridge.  The  principle  is  rudely  illustrated  in  Fig.  95,  page  439. 
The  central  shaft,  which  is  open  top  and  bottom,  projects  a  little  below 
the  cutting  edge,  and  is  kept  full  of  water,  the  greater  height  of  water 
in  the  column  balancing  the  pressure  of  the  air  in  the  chamber.  The 
workmen  simply  push  the  material  under  the  edge  of  a  water  shaft 
from  whence  it  is  excavated  by  an  orange-peel  or  clam-shell  dredge 
(§  845). 

882.  Blasting.  Bowlders  or  points  of  rock  may  be  blasted  in 
compressed  air  without  any  appreciable  danger  of  a  "blow  out''  or 
of  injuring  the  ear-drums  of  the  workmen.  This  point  was  settled  in 
sinking  the  foundations  of  the  Brooklyn  Bridge;  and  since  then 
blasting  has  been  resorted  to  in  many  cases.  Bowlders  are  some- 
times "carried  down,"  that  is,  are  allowed  to  remain  on  the  surface  of 
the  soil  in  the  working  chamber  as  the  excavation  proceeds,  and  subse- 
quently imbedded  in  the  concrete  with  which  the  air-chamber  is  filled. 

883.  Ratb  of  Sinking.  The  work  in  the  caisson  usually  con- 
tinues day  and  night,  winter  and  summer.  The  rate  of  progress 
varies,  of  course,  with  the  size  of  the  caisson,  the  rapidity  with  which 
the  masonry  can  be  placed,  the  kind  of  soil,  and  particularly  ^-ith  the 
number  of  bowlders  encountered.  At  the  Havre  de  Grace  Bridge, 
the  average  rate  of  progress  was  1.37  ft.  per  day;  at  the  Plattsmouth 
bridge,  2.22  ft.;  and  at  the  Blair  Bridge  1.75  ft.  per  day.  Speeds  of 
6  and  8  feet  per  24  hours  have  been  maintained  for  a  few  consecutive 
days  with  large  caissons. 

The  above  rates  of  sinking  were  greatly  exceeded  in  the  case  of 
the  small  caissons  for  column  foundations  of  tall  buildings.  In 
constructing  the  Broad  Exchange  Building,  New  York  City,  88 
caissons  were  sunk  an  average  of  30  feet  in  47  days,  one  being  sunk 
27  feet  in  20  hours  and  2  feet  in  1  hour. 

884.  Maximum  Depth  Rsaohed.  At  the  east  abutment  of  the 
Eads  Bridge,  St.  Louis  (§  889),  the  caisson  was  sunk  109.7  feet  below 
the  surface  of  the  water;  and  at  the  Memphis  bridge  (§  891),  the 
depth  was  10(i.4  feet.  In  both  of  these  cases,  the  pressure  was  con- 
tinued at  or  near  the  maximum  for  several  days.  At  the  Williams- 
burg bridge  over  East  River  in  New  York  City,  the  maximum  depth 
reached  wi\s  107.5  feet,  but  this  depth  extended  over  only  a  very 
small  area  and  the  maximum  pressure  was  for  only  a  few  minutes. 
Except  in  these  instances,  the  compressed-air  process  has  never 
lxK»n  applied  at  a  greater  depth  than  about  90  feet.  The  pneumatic 
process  is  limited  to  depths  not  much  greater  than  100  feet  owing 
to  the  deleterious  effect  of  the  compressed  air  upon  the  workmen 
(see  §  895-98). 
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Theoretically,  the  depth,  in  feet,  of  the  lower  edge  of  the  caisson 
below  the  surface  divided  by  33  is  equal  to  the  number  of  atmospheres 
of  pressure  (15  lb.  per  sq.  in.) ;  but  the  depth  does  not  always  indicate 
the  pressure.  In  sand  or  silt  the  pressure  may  be  either  a  little  more 
or  a  little  less  than  that  corresponding  to  the  depth,  and  in  clay  the 
pressure  may  be  considerably  less  than  the  theoretical  amount.  At 
the  Eads  Bridge  the  actual  pressure  varied  between  45  and  50  pounds 
for  53  working  days,  and  at  Memphis  from  40  to  47  pounds  for  75 
days. 

886.  OuiDlNO  THE  Gaisson.  Formerly  it  was  the  custom  to 
control  the  descent  of  the  caisson  by  suspension  screws  connected 
with  a  framework  resting  upon  piles  or  pontoons.  In  a  strong 
current  or  in  deep  water,  it  may  be  necessary  to  support  the  caisson 
partially  in  order  to  govern  its  descent;  but  ordinarily,  the  sus- 
pension is  needed  only  until  the  caisson  is  well  imbedded  in  the  soil. 
The  caisson  may  be  protected  from  the  current  y)y  constructing  a 
breakwater  above  and  producing  dead  water  at  the  pier  site. 

After  the  soil  has  been  reached,  the  caisson  can  be  kept  in  its 
course  by  removing  the  soil  from  the  cutting  edge  on  one  side  or  the 
other  of  the  caisson.  In  case  the  caisson  does  not  settle  down  after 
the  soil  has  been  removed  from  under  the  cutting  edge,  a  reduction  of 
a  few  pounds  in  the  air  pressure  in  the  working  chamber  is  usually 
sufficient  to  produce  the  desired  result.  At  the  Havre  de  Grace 
Bridge  (§  870),  it  was  found  that  by  allowing  the  discharged  material 
to  pile  up  against  the  outside  of  the  caisson,  the  latter  could  be  moved 
laterally  almost  at  will.  The  top  of  the  caisson  was  made  3  feet 
larger,  all  round,  than  the  lower  course  of  masonry,  to  allow  for 
deviation  in  sinking.  The  deviation  of  the  caisson,  which  was 
founded  90  feet  below  the  water,  was  less  than  18  inches,  even  though 
neither  suspension  screws  nor  guide  piles  were  employed. 

In  sinking  the  foundations  for  the  bridge  over  the  Missouri  River 
near  Sibley,  Mo.,  it  was  necessary  to  move  the  caisson  considerably 
in  a  horizontal  direction  without  sinking  it  much  farther.  This  was 
accomplished  by  placing  a  number  of  posts — 12  inches  square — in 
an  inclined  position  between  the  roof  of  the  working  chaml)er  and  a 
temporary  timber  platform  resting  on  the  ground  below.  When 
these  posts  had  been  wedged  up  to  a  firm  bearing,  the  air  pressure 
was  released.  The  water  flowing  into  the  caisson  loosened  the  soil 
on  the  outside,  and  the  weight  of  the  caisson  coming  on  the  inclined 
posts  caused  them  to  rotate  about  their  lower  ends,  which  forced  the 
caisson  in  the  desired  direction.  In  this  way,  a  lateral  movement 
of  3  or  4  feet  was  secured  while  sinking  about  the  same  distance. 

A  caisson  is  also  sometimes  moved  laterally,  while  sinking,  by 
attaching  a  cable  which  is  anchored  off  to  one  side  and  kept  taut. 


H)  Foundations  under  Water.  [Chap.  XVI. 

UdO.  A  Dinthod  of  controlling  the  descent  of  the  caisson  has 
iMMMinloimlly  been  used,  which  is  specially  valuable  in  swift  cur- 
tMhlrt  or  ill  rivers  subject  to  sudden  rises.  It  was  used  first  in  the 
iMffirtlniclion  of  the  piers  for  a  bridge  across  the  Yazoo  River  near 
NIi'IuiImh'^,  Miss.  A  group  of  72  piles,  each  40  feet  long,  was  driven 
iiilo  thi)  river  bed,  and  sawed  of!  under  the  water;  the  caisson  was 
(hull  (loiitcd  into  place,  and  lowered  until  the  heads  of  the  piles 
ihhIimI  ajcuinst  the  roof  of  the  working  chamber.  As  the  work  pro- 
rimdiMl,  the  piles  were  sawed  off  to  allow  the  caisson  to  sink.  One  of 
i\w  roiiHons  for  employing  piles  in  this  case,  was  that  if  the  caisson 
did  not  finally  rest  upon  bed-rock,  they  would  assist  in  supporting 
i\m  pier. 

'Fhat  such  ponderous  masses  can  be  so  certainly  guided  in  their 
di^HiUMit  to  l)ed-rock,  is  not  the  least  valuable  nor  least  interesting 
fact  connected  with  this  method  of  sinking  foundations. 

887.  Friotional  Risibtamgb.  At  the  Havre  de  Grace  Bridge 
(I  870),  the  normal  frictional  resistance  on  the  timber  sides  of  the 
pnounuitic  caisson  was  280  to  350  lb.  per  sq.  ft.  for  depths  of  40  to  80 
feet,  the  soil  being  silt,  sand,  and  mud;  when  bowlders  were  encoun- 
tered, the  resistance  was  greater,  and  when  the  air  escaped  in  large 
(|uantities  the  resistance  was  less.  At  the  bridge  over  the  Missouri 
Iliver  near  Blair,  Neb.  (§  868-69),  the  frictional  resistance  usually 
ranged  between  350  and  450  lb.  per  sq.  ft.,  the  soil  being  mostly  fine 
sand  with  some  coarse  sand  and  gravel  and  a  little  clay.  At  the 
Brooklyn  Bridge  (§  890),  the  frictional  resistance  at  times  was  600 
lb.  per  sq.  ft.  At  Cairo,  in  sand  and  gravel,  the  normal  friction  was 
al)out  600  lb.  per  sq.  ft.  At  Memphis  (§  891),  in  sand,  the  friction  was 
400  lb.  per  sq.  ft. 

For  data  on  the  friction  of  iron  cylinders  and  masonry  shafts, 
see  §853-54;  and  for  data  on  the  friction  of  ordinary  piles,  see 
S  781-84. 

888.  Fnxnro  the  Aib-Ohambir.  When  the  caisson  has  reached 
the  required  depth,  the  bottom  is  leveled  off — by  blasting,  if  neces- 
sary,— and  the  working  chamber  and  shafts  are  fifled  with  concrete. 
Si>metimes  only  enough  concrete  is  placed  in  the  bottom  to  seal  the 
chamlx'r  water-tight,  and  the  remaining  space  is  filled  with  sand. 
This  was  done  at  the  east  abutment  of  the  Eads  Bridge,  St.  Louis, 
Mo.,  the  s:\nd  being  pumped  in  from  the  river  with  the  pump 
previously  usoii  for  excavating  the  material  from  under  the  caisson. 

889.  NOTED  Examples.  Stds  Bridge.  The  foundations  of  the 
stcel-aroli  bridire  over  the  Mississippi  at  St.  Louis  are  the  deepest 
ever  sunk  by  the  pneumatic  process,  and  at  the  time  of  construction 
( 1S70^  t  liey  were  also  ver>-  much  the  largest.  The  caisson  of  the  east 
abutment  wi^  an  irregular  hexagon  in  plan,  S3  by  70  feet  at  the  base. 
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and  64  by  48  feet  at  the  top — 14  feet  above  the  cutting  edge.  The 
working  chamber  was  9  feet  high.  The  cutting  edge  finally  rested 
on  the  solid  rock  94  feet  below  low  water.  The  maximum  emersion 
was  109  feet  8^  inches,  the  greatest  depth  at  which  pneumatic  work 
has  yet  (1908)  been  done.  The  other  caissons  were  almost  as  large 
as  the  one  mentioned  above,  but  were  not  sunk  so  deep. 

The  caissons  were  constructed  mainly  of  wood;  but  the  side 
walls  and  the  roof  were  covered  with  plate  iron  to  prevent  leakage, 
and  strengthened  by  iron  girders  on  the  inside.  This  was  the  first 
pneumatic  caisson  constructed  in  America;  and  the  use  of  large 
quantities  of  timber  was  an  important  innovation,  and  has  become 
one  of  the  distinguishing  characteristics  of  American  practice.  In 
all  subsequent  experience  in  this  country  (except  as  mentioned  in 
§  890),  the  iron  lining  for  the  working  chamber  has  been  dispensed 
with.  The  masonry  rested  directly  upon  the  roof  of  the  caisson,  i.e., 
no  crib-work  was  employed.  In  sinking  the  first  pneumatic  founda- 
tion an  iron  coffer-dam  was  built  upon  the  top  of  the  caisson;  but 
the  last — the  largest  and  deepest — was  sunk  without  a  coffer-dam, — 
a  departure  from  ordinary  European  practice,  which  is  occasionally 
followed  in  this  country  (see  §  868-69). 

890.  Brooklyn  Bridge.  The  foundations  of  the  towers  of  the 
first  suspension  bridge  over  the  East  River,  between  New  York 
City  and  Brooklyn,  sunk  in  1869-72,  are  the  largest  ever  sunk  by  the 
pneumatic  process.  The  foundation  of  the  New  York  tower,  which 
was  a  little  larger  and  deeper  than  the  other,  was  rectangular,  172  by 
102  feet  at  the  bottom  of  the  foundation,  and  157  by  77  feet  at  the 
bottom  of  the  masonry.  The  caisson  proper  was  31  i  feet  high,  the 
roof  being  a  solid  mass  of  timber  22  feet  thick.  The  working  chamber 
was  9J  feet  high.  The  bottom  of  the  foundation  is  78  feet  below 
mean  high  tide,  and  the  bottom  of  the  masonry  is  46i  feet  below  the 
same.  From  the  bottom  of  the  foundation  to  the  top  of  the  balus- 
trade on  the  tower  is  354  feet,  the  top  of  the  tower  being  276  feet 
above  mean  high  tide. 

To  make  the  working  chamber  air-tight,  the  timbers  were  laid 
in  pitch  and  all  seams  calked;  and  in  addition,  the  sides  and  the  roof 
were  covered  with  plate  iron.  As  a  still  further  precaution,  the 
inside  of  the  air  chamber  was  coated  with  varnish  made  of  rosin, 
menhaden  oil,  and  Spanish  brown. 

891.  Memphis  Bridge.  The  two  river  piers  of  the  railroad  bridge 
across  the  Mississippi  River  at  Memphis,  which  stand  between  the 
790-foot  and  one  of  the  two  621-foot  spans,  rest  upon  pneumatic 
caissons  92  by  47  feet  which  were  sunk  to  a  depth  of  104  and  106.4 
feet,  respectively,  through  water  and  sand,  and  a  short  distance  into 
clay.    To  prevent  scour,  a  woven  willow  mat  240  by  400  feet  was 
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first  sunk  at  the  site  of  the  pier,  and  then  the  caisson  was  grounded 
upon  it  and  sunk  through  it. 

892.  Forth  Bridge.  The  bridge  across  the  Firth  of  Forth,  near 
Edinburgh,  Scotland,  is  the  longest  span  in  the  world;  and  the 
caissons,  sunk  in  1883-84,  differ  from  those  described  above  (1)  in 
being  made  almost  wholly  of  iron,  (2)  in  an  elaborate  system  of 
cages  for  hoisting  the  material  from  the  inside,  and  (3)  in  the  use  of 
interlocked  hydraulic  apparatus  to  open  and  close  the  air-locks. 
Each  of  the  two  deep-water  piers  consists  of  four  cylindrical 
caissons  70  feet  in  diameter,  the  deepest  of  which  rests  96  feet  below 
high  tide. 

893.  Pneumatic  Foundations  for  Buildings.  The  pneu- 
matic process  was  devised  for  laying  foundations  of  bridges  under 
considerable  depths  of  water  or  water-bearing  soil,  and  for  a  number 
of  years  was  used  exclusively  for  that  purpose  and  in  tunneling; 
but  since  1894  the  pneumatic  process  has  been  used  extensively  in 
laying  foundations  for  buildings  in  New  York  City,  and  has  there 
been  carried  to  a  great  degree  of  refinement.  In  addition  to  the 
advantages  of  the  pneumatic  process  for  foundations  in  general 
(§  908),  the  two  conditions  which  primarily  led  to  the  introduction  of 
the  pneumatic  process  for  building-foundations  were:  (1)  the  tall 
buildings  required  so  great  a  supporting  power  that  it  was  necessarj^ 
to  carry  the  foundation  to  bed-rock,  which  is  from  60  to  80  feet  below 
the  street  surface,  and  (2)  the  necessity  of  using  a  process  of  excavat- 
ing through  the  water-l)earing  soil  that  would  not  disturb  the  soil 
under  adjacent  buildings.  For  many  of  the  large  buildings  at  the 
lower  end  of  Manhattan  Island,  a  pneumatic  pile  or  caisson  was  sunk 
for  each  column. 

In  some  cj^ses,  the  so-called  caisson  was  virtually  a  pneumatic 
pile  (§  863-66)  made  of  wood,  stone  masonry,  or  steel  plates;  but 
in  most  cases  the  foundation  consists  of  a  pneumatic  caisson  proper 
made  of  wood  or  steel  plates  surmounted  by  brick  masonry  or  con- 
crete. The  steel  caisson  is  usually  preferred  because  the  thinner 
sides  give  greater  space  in  the  working  chamber,  and  also  because  the 
caisson  can  be  brought  to  the  building  ready  for  sinking.  The 
method  of  operation  is  the  same  as  in  bridge  foundations  except  in 
three  particulars,  viz.:  1.  Since  the  caissons  are  comparatively  small, 
have  vertical  sides,  and  are  sunk  all  the  way  through  earth,  the 
weight  of  the  masonry  on  the  caisson  was  insufficient  to  overcome  the 
friction  and  the  upward  pressure  of  the  compressed  air,  and  hence 
extra  weight  is  usually  required  to  sink  the  caissons.  2.  To  prevent 
the  .soil  from  escaping  from  under  the  shallower  foundations  of 
adjacent  buildings,  it  is  necessary  to  make  the  excavation  without 
reducing  the  air  pressure.    3.  The  sinking  must  be  continuouSi  as 
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otherwise  the  soil  will  settle  around  the  caisson  and  make  it  impos- 
sible to  start  again  without  releasing  the  air  pressure.* 

894.  For  an  account  of  recent  improvements  in  the  details  of 
pneumatic  foundations  for  buildings,  see  Transactions  of  the  American 
Society  of  Civil  Engineers,  Vol.  lxi  (1908),  pages  211-37.  The  more 
important  of  these  improvements  are:  (1)  the  elimination  of  the 
roof  of  the  caisson,  (2)  the  doing  away  with  the  coflfer-dam;  (3)  the 
elimination  of  the  shaft-lining,  (4)  the  substitution  of  cylindrical  for 
rectangular  caissons,  and  (5)  surrounding  the  foundation  area  with 
a  row  of  pneumatic  caissons  which  together  act  as  a  coffer-dam. 

895.  PHT8I0LOOI0AL     ETFEOT     OF     GOMPBB88Ei>     AlR.      In     the 

application  of  the  compressed-air  process,  the  question  of  the  ability 
of  the  human  system  to  bear  the  increased  pressure  of  the  air  becomes 
very  important. 

After  entering  the  air-lock,  as  the  pressure  increases,  the  first 
sensation  experienced  is  one  of  great  heat.  As  the  pressure  is  still 
further  increased  a  pain  is  felt  in  the  ear,  arising  from  the  abnormal 
pressure  upon  the  ear-drum.  The  tubes  extending  from  the  back 
of  the  mouth  to  the  bony  cavities  over  which  this  membrane  is 
stretched  are  so  very  minute  that  compressed  air  can  not  pass  through 
them  with  a  rapidity  sufficient  to  keep  up  the  equilibrium  of  pressure 
on  both  sides  of  the  drum  (for  which  purpose  the  tubes  were  designed 
by  nature),  and  the  excess  of  pressure  on  the  outside  causes  the  pain. 
These  tubes  can  be  distended,  thus  relieving  the  pain,  (1)  by  the 
act  of  swallowing,  or  (2)  by  closing  the  nostrils  with  the  thumb  and 
finger,  shutting  the  lips  tightly,  and  inflating  the  cheeks,  or  (3)  by 
taking  enough  snuff  to  cause  sneezing.  Either  action  facilitates  the 
passage  of  the  air  through  these  tubes,  and  establishes  the  equilibrium 
desired.  The  relief  is  only  momentary,  and  the  act  must  be  repeated 
from  time  to  time,  as  the  pressure  in  the  air-lock  increases.  This 
pain  is  felt  only  while  the  air  in  the  lock  is  being  "equalized,"  i.e., 
while  the  air  is  being  admitted;  and  is  most  severe  the  first  time  com- 
pressed air  is  encountered,  a  little  experience  generally  removing  all 
unpleasant  sensations.  A  drop  of  oil  in  each  ear  is  a  material  help 
in  obstinate  cases.  The  passage  through  the  lock,  both  going  in  and 
coming  out,  should  be  slow;  that  is  to  say,  the  compressed  air  should 
be  let  in  and  out  gradually,  to  give  the  pressure  time  to  equalize 
itself  throughout  the  various  parts  of  the  body. 

When  the  lungs  and  whole  system  are  filled  thoroughly  with  the 
denser  air,  the  general  effect  is  rather  bracing  and  exhilarating. 
The  increased  amount  of  oxygen  breathed  in  compressed  air  very 

*  For  an  illustrated  account  of  the  pneumatic-foundation  work  for  the  tallest 
building  in  the  world — the  Singer  Building,  New  York  City — see  Trans.  Amer.  Soc. 
C.  E.,  vol.  Ixiii,  p.  1-52. 
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much  accelerates  the  organic  functions  of  the  body,  and  hence  labor 
in  the  caisson  is  more  exhaustive  than  in  the  open  air;  and  on  getting 
outside  again,  a  reaction  with  a  general  feeling  of  prostration  sets  in. 
At  moderate  depths,  however,  the  laborers  in  the  caisson,  after  a 
little  experience,  feel  no  bad  effects  from  the  compressed  air,  either 
while  at  work  or  afterwards. 

In  passing  through  the  air-lock  on  leaving  the  air-chamber,  the 
workman  experiences  a  great  loss  of  heat  owing  (1)  to  the  expansion 
of  the  atmosphere  in  the  lock,  (2)  to  the  expansion  of  the  free  gases 
in  the  cavities  of  the  body,  and  (3)  to  the  liberation  of  the  gases  held 
in  solution  by  the  liquids  of  the  body.  Hence,  on  coming  out  the 
men  should  be  protected  from  currents  of  air,  should  drink  a  cup 
of  hot  strong  coffee,  dress  warmly,  and  lie  down  for  a  short  time. 

896.  Working  Time.  For  depths  less  than  40  or  50  feet,  it  is 
usual  for  the  men  to  work  eight  hours  per  day  in  the  compressed  air, 
with  a  visit  to  the  open  air  for  lunch  at  the  middle  of  the  shift;  but 
when  the  pressure  becomes  greater  the  working  time  is  materially 
shortened.  At  the  Eads  Bridge  (§  889),  at  pressure  from  45  to  50 
lb.  per  sq.  in.,  corresponding  to  a  theoretical  depth  of  104  to  115  ft., 
the  men  were  able  to  remain  in  the  compressed  air  only  four  hours 
per  day  in  shifts  of  two  hours  each,  and  even  then  they  worked  only 
part  of  the  time  they  were  in  the  air-chamber.  At  Memphis  the  time 
was:  between  80  and  90  ft.  depth,  two  shifts  of  2  hours  each;  and 
below  90  ft.,  three  shifts  of  1  hour  each. 

At  the  Williamsburg  Bridge  (§  902)  across  the  East  River,  New 
York  City,  the  working  time  and  wages  were  as  follows: 


From      0  to    55      feet  below  mean  high  water  $2 .  50  for  8  hours. 

U  55        U        7Q 


"  70  "    80  •'  " 

'*  80  "    90  "  " 

"  90  *'  100  "  " 

"  100  "  107.5  " 


"  2.75  "  6      " 

"  3.00  "  4       " 

"  3.25  "  2       " 

"  3.50  "  1  hour. 

"  3.75  "  1       " 


When  placing  concrete  in  the  air  chamber,  the  price  was  increased 
25  cents  per  shift.  In  1906  in  New  York  City,  the  rates  were  20 
per  cent  more  than  the  above. 

897.  Oaisson  DiBease.  Remaining  too  long  under  heavy  pressure 
causes  a  form  of  paralysis,  called  by  the  physicians  caisson  disease 
and  by  the  workmen  bends,  which  is  sometimes  fatal.  The  attack 
occurs  only  after  returning  to  atmospheric  pressure,  and  particularly 
after  coming  through  the  air-lock  quickly;  and  ordinary  cases  are 
cured  or  greatly  relieved  by  returning  to  the  compressed  air  and 
coming  out  very  slowly.  With  reasonable  care,  the  pneumatic 
process  can  be  applied  at  depths  less  than  80  or  90  feet  without 
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serious  consequences.  At  great  depths  the  danger  can  be  greatly 
decreased  by  observing  the  following  precautions,  in  addition  to 
those  referred  to  above:  (1)  in  hot  weather  cool  the  air  before  it 
enters  the  caisson;  (2)  in  cold  weather  warm  the  air  in  the  lock  when 
the  men  come  out;  and  (3)  raise  and  lower  them  by  machinery.  On 
account  of  the  effect  of  compressed  air  upon  the  workmen  it  is  gen- 
erally held  that  the  pneumatic  process  is  limited  to  depths  not  much 
exceeding  100  feet  (see  §  896). 

The  injurious  effect  of  compressed  air  is  much  greater  on  men 
addicted  to  the  use  of  intoxicating  liquors  than  on  others.  Only 
sound,  able-bodied  men  should  be  permitted  to  work  in  the  caisson. 

898.  For  an  exhaustive  account  of  the  various  aspects  of  this 
subject,  see  an  article  by  Drs.  Hill  and  Macleod  in  Journal  of  Hygiene, 
Vol.  in,  p.  401-45,  a  full  abstract  of  which  is  published  in  Engineering 
News,  Vol.  LI,  p.  436-40. 

899.  OosT  OF  Pneumatic  Foundations.  Of  course,  the  cost 
will  vary  with  the  depth,  the  character  of  the  soil,  the  size  of  the 
caisson,  etc. 

900.  Blair  Bridge.  Table  68,  page  448,  gives  the  details  of  the 
cost  of  the  pneumatic  caissons  of  the  bridge  across  the  Missouri  River 
near  Blair,  Neb.  The  caissons  (Fig.  92,  page  432)  were  54  feet  long, 
24  feet  wide,  and  17  feet  high.  In  the  two  shore  piers,  No.  I  and  IV 
of  the  table,  the  caissons  were  surmounted  by  cribs  20  feet  high;  but 
in  the  channel  piers,  the  masonry  rested  directly  upon  the  roof  of  the 
caisson.  The  work  was  done,  in  1882-83,  by  the  bridge  company's 
men  under  the  direction  of  the  engineer. 

901.  Havre  de  Grace  Bridge.  Table  69,  page  449,  gives  the  details 
of  the  cost  of  the  pneumatic  foundation  of  the  Baltimore  and  Ohio 
Railway  Bridge  over  the  Susquehanna  River  at  Havre  de  Grace,  Md., 
built  in  1884  (§  870-71). 

902.  WiUiamflburg  Bridge.  Table  70,  page  450,  gives  the  details 
of  the  cost  of  the  pneumatic  foundations  on  the  Brooklyn  side  of 
the  Williamsburg  Bridge  across  the  East  River,  New  York  City,  built 
in  1896-98.  Each  caisson  is  63  by  79  ft.,  and  each  supports  four 
of  the  eight  legs  of  the  steel  tower.  The  south  caisson  is  39  ft.  high, 
and  the  north  one  53  ft.  The  south  caisson  was  sunk  86  ft.  below 
mean  high  water,  and  the  north  107.5  ft.  For  the  schedule  of  wages 
and  working  hours,  see  the  last  paragraph  of  §  896. 

903.  Moderate  Depth.  Table  71,  page  452,  shows  the  cost  of  the 
foundations  for  a  large  pivot  pier  and  of  the  two  rest  piers  for  a  240- 
ft.  single-track  railro&d  bridge.  The  work  was  done  by  a  contractor 
working  on  a  percentage  basis,  and  the  values  given  are  the  actual 
costs  to  the  contractor.  The  material  penetrated  was  a  very  uni- 
form bed  of  fine  sand.    The  pressure  men  received  $3.50  per  day. 
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904.  Plattsmouth  Bridge.  The  foundations  for  the  channel  piers 
of  the  bridge  over  the  Missouri  at  Plattsmouth,  Neb.,  built  in  1879-80, 
cost  as  follows:  One  foundation,  consisting  of  a  caisson  50  ft.  long, 
20  ft.  wide,  and  15.5  ft.  high,  surmounted  by  a  crib  14.15  ft.  high, 
sunk  through  13  ft.  of  water  and  20  ft.  of  soil,  cost  $19.29  per  cubic 
yard  of  net  volume.     Another,  consisting  of  a  caisson  50  ft.  long, 


TABLE  68. 
Cost  of  Pnkumatic  Folxdatioxs  of  Blair  Bridge.* 


Number  of  the  Pier. 


Itkmm. 


Total  distance  caisson  was  lowered  after  corn- 


pletion 
Final  ( 


depth  of  cutting  edge  below  surface  of 

water    

Final  depth  of  cutting  edge  below  mud  line 

Caisson  and  filling    

"  "       "       per  cubic  yard 

Crib  and  filling   

*. per  cubic  yard 

Air-lock,  shafts,  etc 


Sinking  caisson,  including  erection  and  re- 
moval of  machinery 

Per  cubic  yard  of  displacement  below  po- 
sition of  cutting  edge  when  caisson 
was  completed 

Per  cubic  yard  of  displacement  below  sur- 
face of  water 

Per  cubic  yanl  of  displacement  below  mud 
line    

Total  cost  of  foundation  t    

**  per  cubic  yard  t    .    ■ 


••     •• 


55.6  ft. 

51  9  •• 

47.7  " 

Sll  753.51 

14.31 

7  368.16 

8.85 

1  481.60 


5  772.52 

2.16 

2.32 

2.51 

$26  375.79 
15.98 


II. 


54.5  ft. 

52.3  " 
51  0  •' 

S12  386.56 
15.12 


1  567.42 

5  629.37 

2.16 

2.24 

2.29 

$19  583  35 
23.87 


III. 


56.2ft 

53  4  " 
49.4" 

$13  819.34 
16.74 


1536.80 

6888.16 

2.56 

2.67 

2.92 

$22  244.30 
27.08 


IV. 


68.5  ft. 

57.0  " 
64  7  " 

$11252.45 

13.77 

6  303.46 

7.59 

1521.08 


7  084.26 

1.92 

2.59 

2.70 

$26  161.25 
15.85 


Average  co.Mt  of  the  foundations,  per  cubic  yard  t $20.70. 


20  ft.  wide,  and  15.5  ft.  high,  surmounted  by  a  crib  36.25  ft.  high, 
Munk  through  10  ft.  of  water  and  44  ft.  of  soil,  cost  $14.45  per  cubic 
yard  of  net  volume.  J 

906.  Pneumatic  Piles.  In  1869-72,  thirteen  cyUnders  were  sunk 
by  the  plenum-pneumatic  process  for  the  piers  of  a  bridge  over  the 

♦  Coriipilecl  from  tlie  rc|X)rt  of  Geo.  S.  Morison,  cliief  engineer  of  the  bridge. 

t  Kxr-lu.sive  of  engineering  expenses  and  cost  of  tools,  machinery,  and  buildings. 
Ill  li  not**  t«)  the  author,  Mr.  Morison,  the  engineer  of  the  bridge,  says:  "It  is  impos- 
mUiIi'  to  ilivido  the  buildings,  tools,  and  engineering  expenses  between  the  substructure 
mid  other  i)ortions  of  the  work.  The  bulk  of  the  items  of  tools  and  macliineiy  [S12,- 
;MMI.H8],  however,  relates  to  tlie  foundations."  The  engineering  expenses  and  buildings 
wi'fe  iH'iirly  3  |X'r  cent  of  the  total  cost  of  the  ejitire  bridge.  The  cost  of  tools  and 
iiiiudiiiierv  was  equal  to  a  little  over  13  per  cent  of  the  cost  of  the  foundations  as  above. 
Including  these  items  would  add  nearly  one  sixth  to  the  amounts  in  the  last  three  lines. 

X  (^>nu>iled  from  the  report  of  Greo.  S.  Morison,  chief  engineer  of  the  bridge. 
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Schuylkill  River  at  South  Street,  Philadelphia.  There  were  three 
piers,  one  of  which  was  a  pivot  pier.  There  were  two  cylinders,  8 
feet  in  diameter  and  82  feet  long,  sunk  through  22  feet  of  water  and 
30    feet    of    "sand    and   tough    compact    mud   intermingled   with 


TABLE  69. 
Cost  to  the  R.  R.  Co.  of  Foundations  of  Havre  de  Grace  Bridge.* 


Items. 


Depth  of  cutting  edge  below  low 
water,  feet 

Depth  of  cutting  edge  below  mud 
line,  feet 

Displacement  beloiw  low  water, 
cu.  ft 

Displacement  below  mud  line,  cu. 


Caisson: 


Timber,  @  $46.80  per  M 

Iron,  ©  5jt  ct  per  lb 

Concrete  @  $17 .  50  per  cu.  yd, 


Total  cost 

Per  net  cu.  yd . . .  . 


Crib: 


Timber.  @  $46.80  per  M 

Iron,  ^  si  ct.  per  lb 

Concrete  @  $8.50  per  net  cu.yd 


Total  cost  . . . . 
Per  cu.  yd. 


Coffer-dam: 

Timber,  @  $46 .  80  per  M 
Iron.  ^  5i  ct.  per  lb  . . . 


Total 


Sinking.  («)  20  ct.  per  cu.  ft.  of  dis- 
placement below  low  water  . . 

Concrete  below  cutting  edge,   (£i 
$17.50  

Total  cast  of  foundation    

Total  coat  per  cu.  yd.  of  foundation 
below  masonry,  including 
coffer-dams 


Number  or  the  Pier. 


II. 


III. 


68.3 
65.5 
112  124 
04  504 


$9  522.54 
1456.12 
5  775.00 


$16  953.66 
16.82 


8  421 . 14 

1  291.14 

14016.50 


$23  745.60 
10.76 


96.78 
14.45 


$111.23 


$22  424.80 


000 


$63  018.47 


19.93 


70.7 
58.7 
123  402 
106  269 


$10  088.44 
1587.15 
7  017.50 


$18  693.09 
18.37 


9  262.19 

1  454.85 

16  09C.50 


IV. 


59.9 
32.3 
159  588 
84  014 


$14  820.94 

2  596.23 

13  247.50 


$26  825.91 
11.10 


1375.00 
2?«.15 


$1611.15 


$24  680.40 


10  902.50 


$71  792.18 


21.58 


$30  664.47 
19.19 


6  738.87 

1  179.36 

13  897.60 


$21834.89 
10.91 


5  078.64 
892.29 


VIII. 


76.0 
66.2 
189  578 
127  586 


$13  176.07 

2  242.40 

18  987.50 


$24  404.97 
24.34 


8  936.68 

1749.35 

21943.61 


IX. 


66.0 
32.6 
231691 
107  836 


$21767.86 

3  295.38 

26  602.60 


$6  970.93 


$31917.60 


2  206.00 


$90  368.93 


26.20 


$32  663.77 
9.91 


4  013.62 
684  20 


$4  697.72 


$37  916.60 


9  206.00 


$109648.72 


23.30 


$50  666.73 
22.10 


9  638.96 

1446.93 

26  962.00 


$37  968.99 
10.09 


6  921.70 
899.22 


$6  820.92 


$46  338.20 


10  920.00 


$141772.44 


23.44 


Average  total  cost  of  the  foundation,  to  R.  R.  Co.,  per  net  cubic  yard . 


.  $22.69. 


bowlders";  two  cylinders,  8  feet  in  diameter  and  57  feet  long,  sunk 
through  22  feet  of  water  and  5  feet  of  soil  as  above;  one  cylinder, 
6  feet  in  diameter  and  64  feet  long,  sunk  through  22  feet  of  water 
and  18  feet  of  soil  as  above;   and  8  columns,  4  feet  in  diameter  and 

*  Data  by  courtesy  of  Sooysmith  4c  Co.,  contracting  engineers  for  the  pneumatiQ 

foundations. 
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j^gregating  507  feet,  sunk  through  22  feet  of  water  and  18  feet  of  soil 
as  above.  A  10-foot  section  of  the  8-foot  cylinder  weighed  14,600 
pounds,  of  the  6-foot,  10,800  pounds,  and  of  the  4-foot,  6,800  pounds. 
The  cylinders  rested  upon  bed-rock,  and  were  bolted  to  it.  The 
actual  cost  to  the  contractor,  exclusive  of  tools  and  machinery,  was 
as  in  Table  72. 

TABLE  71. 
Cost  of  Pneumatic  Foundation  at  Moderate  Depth.* 


Itsicjb. 


Dimensions  at  cutting  edge  \ 

Height  of  caisson    

Depth  sunk  below  water  . . 
Depth  sunk  below  ground  . 
Displacement  below  ground 

Plant,  proportionate  cost . , . 
Platform  and  derrick,  setting 

up    

Pipe  left  in  caisson 

Iron  left  in  caisson  @  5ct. 

per  lb 

Lumoer  in  caisson  @  $20  per 

per  M 

Lumber  in  coffer-dam  @  $20 

per  M 

Iron  in  cutting  edge  @  4ict. 
Rods,  drift-bolts,  etc.,  @2Y' 

Boat  spikes,  etc 

Oakum  @  4  ct.  per  lb 

Rubber  packing    @  70   ct. 

per  lb 

Builaing  coffer-dam  @i$2.97 

per  day 

Building  caisson    @   $2.96 

per  day    

Sinking  caisson  @:.  $2 .  99  per 

day 

Coal  ^  $:J.00  per  ton 

Piles  (q;  10  ct.  per  lin.  ft.  ... 
Driving  piles  0}  12  ct.  i»er  ft. 
Concrete  0}  $4 .  25  per  cu.yd. 

Supplies    

Supt.  and  office  expenses    .  . 


Pivot  Pier. 


I 


RxAT  Pier. 


TotoL 


Per 
CiL  Yd. 


30x:J0feet 
15  feet 
55  feet 
45  feet 

I  500  cu.  yd. 


Total. 


Per 

ciL  Yd. ; 


$2  525 

100 
130 

300 

1576 

180 
675 
230 
172 
80 

70 

235 

1439 


5  094 

660 

60 

72 

2  805 

185 

700 


Total    $17  288 


.07 
.09 

.20 

1.05 

.12 
.45 
.16 
.11 
.05 

.05 

.16 

.96 

3.39 
.44 
.04 
.05 

1.93 
.12 
.47 


$11.59 


16X34  feet 

15  feet 

53  feet 

47  feet 

947  cu.  yd. 


$1.68      $1262 


90 
100 

300 

1020 


585 

200 

136 

60 

70 


945 

2  929 
300 


1  190 
109 
440 


$0  736 


$1.33 

.10 
.10 

.32 

1.08 


.62 
.21 
.14 
.06 

.07 


1.00 

3.09 
.32 


1.25 
.11 
.47 


$10.27 


Re«t  Psx. 


Total. 


Pter 
Cu.  Yd. 


16X34  feet 
15  feet 
38  feet 
47  feet 

766  cu.  yd. 


$1262 

120 
150 

300 

1000 


585 

200 

136 

60 

70 


938 

2646 
360 


1190 
124 
440 


$9  581 


$1.65 

.16 
.20 

.39 

1.31 


.76 
.26 
.18 
.08 

.09 


1.22 

3.45 
.47 


1.55 
.16 
.57 


$12.50 


*  Cc>ni|>ile<l  from    Engineering-Contracting,  voL  xxvii,  p.  204-O5,  220-21,  where 
minute  details  arc  given. 
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TABLE  72. 
Cost  of  Pneumatic  Piles  at  Philadelphia  in  1869-72.* 


Items  of  EIxpensx. 


Cast  iron,  @  $59 .  50  per  ton 
Holts,  @  9}  cents  per  lb 


Grouted  rubble  mason ir^  (exclusive  of  labor), 

@  $5 .  40  per  cu.  ycl. 

Sinking  and  laying  masonry  


Total  cost  of  the  cylinders  in  place 


Iron  per  lineal  foot  of  cylinder   

Materials   for  masonry  per    lineal   foot    of 

cylinder 

Sinking  and  laying  masonry  per  lineal  foot 

of  cylinder 

Total  cost,*  per  lineal  foot  of  cylinder 
in  place    


Diameter  of  Cylinders. 


4-ft. 


$11 


1 


239 . 36 
489.84 

266 . 79 
693.50 


$19 


689.49 

$23.10 

2.50 

13.20 


$:«.80 


6-ft. 


$2  053.75 
93.31 

358 . 40 
911.88 


$3  417.34 

$,33.54 

5.60 

14.25 


$53 . 39 


8-ft. 


$13  577.90 
670.02 

2  779.97 
9036.51 


$26  064.40 

$  51.25 

10.00 

32.51 


$93.76 


*  Exclusive  of  tools  and  machinery. 

906.  European  Examples.  The  following  f  is  interesting  as  show- 
ing the  cost  of  pneumatic  work  in  Europe: 

**At  Moulins,  cast-iron  cylinders,  8  feet  2 J  inches  in  diameter, 
with  a  filling  of  concrete  and  sunk  33  feet  below  water  into  marl, 
cost  $62.94  per  lineal  foot,  or  $29.71  for  the  iron  work,  and  $33.23 
for  sinking  and  concrete.  At  Argenteuil,  with  cylinders  11  feet  10 
inches  in  diameter,  the  sinking  alone  cost  $42.12  per  lineal  foot 
[nearly  $10  per  cubic  yard],  where  a  cylinder  was  sunk  53^  feet  in 
three  hundred  and  ninety  hours.  [The  total  cost  of  this  foundation 
was  $34.09  per  cubic  yard,  Table  73,  page  457.]  At  Orival,  where 
a  cylinder  was  sunk  49  feet  in  twenty  days,  the  cost  of  sinking  was 
$36.83  per  lineal  foot.  At  Bordeaux,  with  the  same-sized  cylinders, 
a  gang  of  eight  men  conducted  the  sinking  of  one  cylinder,  and 
usually  34  cubic  yards  were  excavated  every  twenty-four  hours. 
The  greatest  depth  reached  was  55|  feet  below  the  ground,  and  71 
feet  below  high  water.  In  the  regular  course  of  working,  a  cylinder 
was  sunk  in  from  nine  to  fifteen  days,  and  the  whole  operation, 
including  preparations  and  filling  with  concrete,  occupied  on  the 

♦  Compiled  from  an  article  by  D.  McX.  StaufTer,  engineer  in  charge,  in  Trans.  Am* 
Soc.  of  C.  E.,  vol.  vii,  p.  287-309. 

t  By  Jules  Gaudard,  as  translated  from  the  French  by  L.  F.  Vemon-Harcourt, 
Proc.  of  the  Institute  of  Civil  Engineers  (London),   vol.  1,  p.  112-47. 
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average  25  days.  One  cylinder,  or  a  half  pier,  cost  on  the  average 
$11,298.40,  of  which  $1,461  was  for  sinking.  M.  Morandi^re  esti- 
mates the  total  cost  of  a  cylinder  sunk  like  those  at  Argenteuil,  to  a 
depth  of  50  feet,  at  $7,012.80. 

907.  "Considering  next  the  cost  of  piers  of  masonry  on  wrought- 
iron  caissons  of  excavation,  the  foundations  of  the  Lorient  viaduct 
over  the  Scorff  cost  the  large  sum  of  $24.11  per  cubic  yard,  owing  to 
difficulties  caused  by  the  tides,  the  labor  of  removing  the  bowlders 
from  underneath  the  caisson,  and  the  large  cost  of  plant  for  only 
two  piers.  The  foundation  of  the  Kehl  Bridge  cost  still  more,  about 
$28.23  *  per  cubic  yard ;  but  this  can  not  be  regarded  as  a  fair  instance, 
being  the  first  attempt  [see  §  862]  of  the  kind. 

"The  foundations  of  the  Nantes  bridges,  sunk  56  feet  below  low- 
water  level,  cost  about  $14.84  per  cubic  yard.  The  average  cost 
per  pier  was  as  follows: 

Caisson  (41  feet  4  inches  by  14  feet  5  inches),  50  tons  of 

wrought  iron  @  $116.88    $5  844 

Coffer-dam,  3  tons  of  wrought  iron  @  $58 .44 175 

Excavation,  916  cubicyards  @  $4.47   4  091 

Concrete 4  188 

Masonry,  plant,  etc 1  870 

Average  cost  per  pier $16  168 

"One  pier  of  the  bridge  over  the  Meuse  at  Rotterdam,  with  a 
caisson  of  222  tons  and  a  coflfer-dam  of  94  tons,  and  sunk  75  feet 
below  high  water,  cdst  $70,858,  or  $13.97  per  cubic  yard. 

"The  Vichy  Bridge  has  five  piers  built  on  caissons  34  feet  by  13 
feet,  and  two  abutments  on  caissons  26  feet  by  24  feet.  The  foun- 
dations were  sunk  23  feet  in  the  ground,  the  upper  portion  consisting 
of  shingle  and  conglomerated  gravel,  and  the  last  10  feet  of  marl. 
The  cost  of  the  bridge  was  as  follows: 

Interest  for  eight  months,  and  depreciation  of  plant  worth 

$19,480 $3  896 

Cost  of  preparations,  approach  bridge,  and  staging 4  904 

Caissons  (seven),  ISOJ  tons  @  $113.38    17  108 

Sinking 9  823 

Concrete  and  masonry   5  303 

Contractor's  bonus  and  general  expenses 6  107 

Total  c^  .*:  of  five  foundations    $47  141 

The  cost  per  cubic  yard  of  the  foundation  below  low  water  was  $16.69, 
of  which  the  sinking  alone  cost  $3.50  in  gravel,  and  $4.37  in  marl. 

♦  Notice  iho  nlight  inconsistency  between  this  quantity  and  the  one  in  the  third 
line  fnjni  the  la8t  of  tlie  tabic  on  page  457,  both  being  from  the  same  article. 
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'*At  St.  Maurice,  the  cost  per  cubic  yard  of  foundation  was 
$15.94,  exclusive  of  staging." 

908.  Conclusion.  Except  in  very  shallow  or  very  deep  water, 
the  compressed-air  process  has  almost  entirely  superseded  all  others. 
The  following  are  some  of  the  advantages  of  this  method.  1.  It  is 
reliable,  since  there  is  no  danger  of  the  caisson's  being  stopped 
l)efore  reaching  the  desired  depth,  by  sunken  logs,  bowlders,  etc., 
or  by  excessive  friction,  as  in  dredging  through  tubes  or  shafts  in 
cribs.  2.  It  can  be  used  regardless  of  the  kind  of  soil  overlying  the 
rock  or  ultimate  foundation.  3.  It  is  comparatively  rapid,  since 
the  sinking  of  the  caisson  and  the  building  up  of  the  pier  go  on  at 
the  same  time.  4.  It  is  comparatively  economical,  since  the  weight 
added  in  sinking  is  a  part  of  the  foundation  and  is  permanent,  and 
the  removal  of  the  material  by  blowing  out  or  by  pumping  is  as 
uniform  and  rapid  at  one  depth  as  at  another, — the  cost  only  being 
increased  somewhat  by  the  greater  depth.  5.  This  method  allows 
ample  opportunity  to  examine  the  ultimate  foundation,  to  level  the 
bottom,  and  to  remove  any  disintegrated  rock.  6.  Since  the  rock 
can  be  laid  bare  and  be  thoroughly  washed,  the  concrete  can  be  com- 
menced upon  a  perfectly  clean  surface;  and  hence  there  need  be  no 
question  as  to  the  stability  of  the  foundation. 

Art.  5.    Freezing  Process. 

909.  Principle.  The  presence  of  water  has  always  been  the 
great  obstacle  in  foundation  work  and  in  shaft  sinking,  and  it  is 
only  comparatively  recently  that  any  one  thought  of  transforming 
the  liquid  soil  into  a  solid  wall  of  ice  about  the  space  to  be  excavated. 
The  method  of  doing  this  consists  in  inclosing  the  site  to  be  excavated, 
by  driving  into  the  ground  a  number  of  tubes  through  which  a  freezing 
mixture  is  made  to  circulate.  These  consist  of  a  large  tube,  closed  at 
the  lower  end,  inclosing  a  smaller  one,  open  at  the  lower  end.  The 
freezing  mixture  is  forced  down  the  inner  tube,  and  rises  through 
the  outer  one.  At  the  top,  these  tubee  connect  with  a  reservoir, 
a  refrigerating  machine,  and  a  pump.  The  freezing  liquid  is  cooled 
by  an  ice-making  machine,  and  then  forced  through  the  tubes  until 
a  wall  of  earth  is  frozen  around  them  of  sufficient  thickness  to  stand  the 
external  pressure,  when  the  excavation  can  proceed  as  in  dry  ground. 

910.  History.  This  method  was  invented  by  F.  H.  Poetsch, 
M.  1).,  of  Aschersleben,  Prussia,  in  1883.  The  process  has  been  used 
many  times  in  sinking  shafts  in  mining  operations.  "Shaft  Sinking 
in  Difficult  Cases''  by  J.  Reimer,  translated  from  the  German  by  J. 
W.  Brough  1907,  gives  a  list  of  64  examples,  most  of  which  are  in 
Germany  and  France,  only  one  being  in  the  United  States.    One 
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shaft  has  been  sunk  by  this  process  816  ft.,  and  several  have  been 
sunk  over  300  ft.  The  Transactions  of  the  American  Society  of 
Civil  Engineers,  Vol.  lii,  pages  365-450.  contains  an  illustrated 
resum^  of  the  literature  of  the  freezing  process  to  Februar>%  1904, 
and  also  a  discussion  of  the  same. 

This  process  seems  to  have  been  valuable  for  sinking  shafts 
through  quicksand  and  other  water-bearing  soil  under  difficult  cir- 
cumstances,  but  has  not  been  applied  in  foundation  work. 

911.  Appuoatioh  TO  FoxTHDATiDMS  XTHDBB  Watbb.  Two  meth- 
ods of  applj'ing  this  process  for  foundations  under  water  have  been 
proposed.  One  of  these  consists  in  combining  the  pneumatic  and 
freezing  processes.  A  pneumatic  caisson  is  to  be  sunk  a  short  dis- 
tance into  the  river  bed;  and  then  the  congealing  tubes  are  applied, 
and  the  entire  mass  between  the  caisson  and  the  rock  is  frozen  solid. 
When  the  freezing  is  completed,  the  caisson  vn\l  be  practically  sealeil 
against  the  entrance  of  water,  and  the  air-lock  can  be  removed  and 
the  masonry  built  up  as  in  the  open  air. 

The  other  method  consists  in  sinking  an  open  caisson  to  the 
river  bed,  and  putting  the  freezing  tubes  down  through  the  water. 
When  the  congelation  is  completed,  the  water  can  be  pumped  out 
and  the  work  conducted  in  the  open  air. 

912.  Advantages  Olaimed.  It  is  claimed  for  this  process  that  it 
is  expeditious  and  economical,  and  also  that  it  is  particularly  valu- 
able in  that  it  makes  possible  an  accurate  estimate  of  the  total  cost 
before  the  work  is  commenced — a  condition  of  affairs  unattainable 
by  any  other  known  method  in  equally  difficult  ground.  It  has  an  ad- 
vantage over  the  pneumatic  process  in  that  it  is  not  limited  by  depth. 

913.  Difficulties  Anticipated.  Two  difficulties  are  anticipate 
in  appljring  it  to  sink  foundations  for  bridge  piers  in  river  beds;  \'iz. 
(1)  the  difficulty  in  sinking  the  pipes,  owing  to  striking  sunken  logs, 
bowlders,  etc.;  and  (2)  the  possibility  of  encountering  running  water, 
which  will  thaw  the  ice-wall.  These  difficulties  are  not  insurmount- 
able, but  experience  only  can  demonstrate  how  serious  they  are. 

Art.  6.     Comparison  of  Methods. 

914.  The  comparison  of  the  different  methods  in  Table  73  is 
from  an  article  by  Jules  Gaudard  on  Foundations,  as  translated  by 
L.  F.  Vernon-Harcourt, — Proceedings  of  the  Institute  of  Civil 
En^neers  (London),  Vol.  l,  page  145.  Except  as  showing  approxi- 
mate relative  costs  in  Europe,  it  is  not  of  much  value,  owing  to  im- 
provement made  since  the  article  was  written,  to  the  differences 
between  European  and  American  practice,  and  to  differences  in 

rials  in  the  two  countries. 
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916.  '*M.  Croizette  Desnoyers  has  framed  a  classification  of  the 
methods  of  foundations  most  suitable  for  different  depths,  and  also 
an  estimate  of  the  cost  of  each.  These  estimates,  however,  must  be 
considered  merely  approximate,  as  unforeseen  circumstances  produce 
considerable  variations  in  works  of  this  nature. 

TABLE  73. 
Cost  of  Various  Kinds  of  Foundations  in  Europe. 


Kind  of  Foundation. 


On  piles  after  compression  of  the  ground,  shallow 

depth       ..; 

On  piles  after  compression  of  the  ground ,  greater  depth 

By  sinking  wells     


By  pumping 

By  pumping  under  favorable  circumstances    

By  pumping  imder  unfavorable  circumstances  .... 

On  concrete  under  water,  small  amount  of  silt 

On  concrete  imder  water,  large  amount  of  silt 


By  means  of  compressed  air  ♦  under  favorable  cir- 
cumstances   

By  means  of  compressed  air  under  unfavorable  cir- 
cumstances: 

Lorient  Viaduct 

Kehl  Bridge  t 

Argenteuil  Bridge 

Bordeaux  Bridge 


Depth 
IN  Feet. 


Min. 


20 
33 

33 


26 
26 

20 
20 


Max. 


33 
50 

50 

20 
33 
33 

33 
33 


soft. 

70  ft. 
'50  ft.' 


Cost  per 
Cubic  Yard. 


Min. 


S2.92 
4.39 

7.30 

2.92 

4.39 

14.85 

4.37 
9.00 


13.39 


Max. 


$4.39 
7.30 

9.00 

4.39 
13.39 
17.77 

9.00 
11.93 


16.17 


$24.11 
29.71 
34.09 
40.17 


♦See   also  §906-07. 


t  See  footnote  on  p.  454. 


"When  the  foundations  consist  of  disconnected  pillars  or  piles, 
the  above  prices  must  be  applied  to  the  whole  cubic  content,  includ- 
ing the  intervals  between  the  parts;  but  of  course  at  an  equal  cost 
solid  piers  are  the  best. 

916.  ''  For  pile-work  foundations  the  square  yard  of  base  is  prob- 
ably a  better  unit  than  the  cubic  yard.  Thus  the  foundations  of  the 
Vernon  Bridge,  with  piles  from  24  to  31  feet  long,  and  with  cross- 
timbering,  concrete,  and  caisson,  cost  $70  per  square  yard  of  base. 
According  to  estimates  made  by  M.  Picquenot,  if  the  foundations 
had  been  put  in  by  means  of  compressed  air,  the  cost  would  have 
l)een  $159.64;  with  a  caisson,  not  water-tight,  sunk  down,  $66.27; 
with  concrete  poured  into  a  space  inclosed  with  sheeting,  $62.23; 
and  by  pumping,  $83.56  per  square  yard  of  base." 


PART  IV 

MASONRY  STRUCTURES 


CHAPTER  XVII 
MASONRY  DAMS 

t 

917.  Dams  are  employed  to  hold  back  water  for  municipal  supply, 
for  power,  and  for  irrigation;  and  are  made  of  earth,  wood,  steel, 
loose  rock,  or  masonry.  Only  masonry  dams  will  be  considered 
here;  and  the  discussion  will  be  limited  to  questions  that  relate  to 
the  stability  of  the  structure,  without  including  gate  chambers, 
waste  weir  or  spillway,  roll-ways,  scouring  sluices,  regulators,  fish 
ladders,  etc.,  which  are  discussed  in  treatises  on  water  supply,  power 
development,  and  irrigation.  The  fundamental  principles  of  stability 
that  are  to  be  considered  apply  also  to  retaining  walls,  bridge  abut- 
ments, bridge  piers,  and  arches.  The  discussions  of  this  chapter  are 
applicable  to  masonry  dams,  reservoir  walls,  or  to  any  wall  which 
counteracts  the  pressure  of  water  mainly  by  its  weight. 

918.  There  are  two  ways  in  which  a  masonry  dam  may  resist  the 
thrust  of  the  wat^r,  viz.:  (1)  by  the  inertia  of  its  masonry,  and 
(2)  as  an  arch.  1.  The  horizontal  thrust  of  the  water  may  be  held 
in  equilibrium  by  the  resistance  of  the  masonry  to  sliding  forward 
or  to  overturning.  A  dam  which  acts  in  this  way  is  called  a  gravity 
dam.  2.  The  thrust  of  the  water  may  he  resisted  by  being  trans- 
mitted laterally  to  the  side-hills  (abutments)  by  the  arch-like  action 
of  the  masonry.  A  dam  which  acts  in  this  way  is  called  an  arched 
dam. 

Masonry  dams  of  the  gravity  type  are  quite  common,  but  only 
three  dams  of  the  pure  arch  type  have  ever  been  built.  The  almost 
exclusive  use  of  the  gravity  type  is  due  to  the  uncertainty  of  our 
knowledge  concerning  the  laws  governing  the  stability  of  masonry 
arches.  This  chapter  will  be  devoted  mainly  to  gravity  dams, 
those  of  the  arch  type  being  considered  only  incidentally.  Arches 
will  be  discussed  in  Chapters  XXII  and  XXIII. 
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Art.  1.     Stability  of  Gravity  Dams. 

919.  IfETHODS  OF  Fazlurb.  A  gravity  dam  may  fail  in  either 
of  three  ways,  viz.:  (1)  by  sUding  along  a  horizontal  joint  or  shearing 
along  any  section;  (2)  by  overturning  about  the  front  of  a  horizontal 
joint;  and  (3)  by  the  crushing  of  the  masonry  either  (a)  at  the  down- 
stream edge  of  a  horizontal  section  when  the  reservoir  is  full,  or 
(6)  at  the  up-stream  edge  when  the  reservoir  is  empty. 

The  above  methods  of  failure  relate  to  the  body  of  the  dam  and 
not  to  the  foundation.  Of  the  elements  of  stability  here  considered, 
the  most  frequent  cause  of  failure  of  masonry  dams  has  been  defec- 
tive foundation,  the  only  failures  on  record  of  masonry  dams  of  note 
being  due  to  this  cause.*  However,  as  the  method  of  securing  a 
firm  foundation  has  already  been  discussed  in  Part  III,  this  subject 
will  be  considered  here  only  incidentally. 

920.  In  the  discussions  of  this  article  it  will  be  necessary  to  con- 
sider only  a  section  of  the  wall  included  between  two  vertical  planes — 
a  unit  distance  apart — perpendicular  to  the  face  of  the  wall,  and  then 
so  arrange  this  section  that  it  will  resist  the  loads  and  pressure  put 
upon  it;  that  is,  it  is  sufficient,  and  more  convenient,  to  consider  the 
dam  as  only  a  unit,  say  1  foot,  long. 

921.  NOBSBNOLATUBK.  The  following  nomenclature  will  be  used 
throughout  this  chapter: 

b  =  the  batter  of  the  wall,  i.e.,  the  incUnation  of  the  surface 
per  foot  of  rise  —  6'  being  used  for  the  batter  of  the  up- 
stream face  and  b^  for  that  of  the  down-stream  face. 

d  =  the  distance  the  center  of  pressure  deviates  from  the  center 
of  the  base. 

/  =  the  factor  of  safety. 

h  =  the  height  of  the  water  above  the  base  of  the  dam. 
H  =  the  horizontal  pressure,  in  pounds,  of  the  water  against  a 
section  of  the  back  of  the  wall  1  foot  long  and  of  a  height  h. 

k  =  the  height  of  water  above  the  top  of  the  dam  when  the 
water  flows  over  the  crest. 

I  =  the  length  of  the  base,  i.e.,  I  =  AB,  Fig.  96. 

q  =  the  height  of  the  masonry  above  the  water  in  a  dam  not 
overflowed;  for  example,  in  Fig.  96,  q  +  h  =  the  height 
of  the  dam. 

fi  =  the  coefficient  of  friction  (see  Table  74,  page  464). 

*  For  a  brief  description  of  three  sucli  failures,  see  Trans.  Amer.  Soc.  C.  E.,  vol. 
xxxiv,  p.  509-11 ;  and  for  an  account  of  a  fourth,  see  Engineering  News,  vol.  Ixiii,  p. 
244-46,  250-54,  290-91,  308-9,  412-13;  or  Engineering  Record,  vol.  xli,  p.  340-42, 
.372-74. 
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V  =  the  vertical  pressure,  in  pounds,  of  the  water  against  a 

section  of  the  back  of  the  wall  1  foot  long  and  of  a  height  h, 
W  =  the  weight,  in  pounds,  of  a  section  of  the  wall  1  foot  long. 
w  =  the  weight,  in  pounds,  of  a  cubic  foot  of  the  masonry  (see 

Table  60,  page  348). 
X  =  the  distance  from  the  down-stream  face  of  any  joint  to  the 

point  in  which  a  vertical  through 

the    center    of    gravity  of  the 

wall    pierces   the    plane  of  the 

base.     In  Fig.  96  A  g  =  x. 
62.5  =  the  weight,  in  pounds,  of  a  cubic 

foot  of  water. 


922.  Stability  against  Sliding.    The 

horizontal  pressure  of  the  water  tends  to 
slide  the  dam  forward,  and  is  resisted  by  the 
friction  due  to  the  weight  of  the  wall. 

923.  Sliding  Force.  The  horizontal  pres- 
sure, H,  of  the  water  against  a  unit  section 
of  the  wall  is   equal    to  the  area  of  the 

section  multiplied  by  half  the  height  of  the  water,  and  that  product 
by  the  weight  of  a  cubic  unit  of  water;   or 


Fia.  96. 


H  =^  hX  1  X  ihx  62.5  =  31.25  h^ 


(1) 


924.  If  the  water  flows  over  the  top  of  the  dam,  as  in  a  waste-weir, 

H  =  31.25  h!'  -f  62.5  hk (2) 

in  which  fc  is  the  height  of  the  water  above  the  crest  of  the  dam. 

For  possible  additional  forces  tending  to  produce  sliding,  see  §  956. 

926.  Resisting  Forces.  The  resisting  forces  are  the  weight  of  the 
dam  and  the  vertical  component  of  the  pressure  of  the  water  against 
the  inclined  surface  of  the  dam. 

The  weight  of  a  unit  section  of  the  dam,  TT,  is  equal  to  the  area  of 
the  vertical  cross  section  multiplied  by  the  weight  of  a  cubic  unit  of 
the  masonry,  w.     Then  the  weight  of  the  dam  shown  in  Fig.  96  is 


W  ^  w[i{h-h  q)  +  h  V  (h  +  g)'  4-  i  b,  {h  +  q)^ 


(3) 


The  vertical  pressure,  F,  of  the  water  on  the  inclined  face,  /  B, 
FifT.  90,  is  equal  to  the  horizontal  projection  of  that  area  multiplied 
hy  the  distance  of  the  center  of  gravity  of  that  surface  below  the 
top  of  the  water  and  also  by  the  weight  of  a  cubic  unit  of  water. 

V  =  {h  +  q)V{ih-hq)w (4) 

If  the  earth  rests  against  the  heel  of  the  dam  (the  bottom  of  the 


Art.  1.]  Stability  of  Gravity  Dams.  461 

inside  face),  it  will  increase  the  pressure  on  the  foundation,  since 
earth  weighs  more  than  water;  but  the  difference  is  not  very  great, 
and  is  compensated  for  in  part  by  the  fact  that  under  such  condition 
the  horizontal  pressure  of  the  water  will  not  be  so  much  as  assumed 
above,  and  hence  it  will  be  assumed  that  the  water  extends  to  the 
foundation  of  the  dam. 

If  the  permanent  water  level  on  the  down-stream  side  is  above 
the  foundation,  the  back  pressure  of  this  water  should  be  deducted 
from  the  value  of  /f  as  computed  above. 

926.  If  the  water  finds  its  way  under  and  around  the  foundation 
of  the  wall,  even  in  very  thin  sheets,  it  will  decrease  the  pressure  of 
the  dam  on  the  foundation,  and  consequently  decrease  the  stability 
of  the  wall.  The  effective  weight  of  the  submerged  portion  of  the 
dam  will  be  decreased  62A  lb.  per  cu.  ft.  However,  it  is  not  likely 
that  water  in  hydrostatic  condition  will  find  its  way  under  or  into 
a  dam  in  appreciable  quantities,  and  hence  the  effect  of  buoyancy 
will  not  be  included. 

For  a  discussion  of  a  closely  related  phase  of  this  subject,  see 
§  942.  m 

927.  Condition  for  Equilibrium.  In  order  that  the  wall  may  not 
slide,  it  is  necessary  that  the  product  found  by  multiplying  the  co- 
efficient of  friction  by  the  sum  of  the  weight  of  the  dam  and  the 
vertical  pressure  of  the  water  shall  be  greater  than  the  horizontal 
pressure  of  the  water;  or  in  mathematical  language,  in  order  that  the 
dam  may  not  slide  it  is  necessaiy  that 

H  <ii(W  +  V) (5) 

or 

fH^liiW  +  V) (6) 

By  stating  H  and  V  in  terms  of  the  height  of  the  water  and  of  the 
weight  of  a  cubic  unit  of  water  (see  equation  1  and  4,  page  460)  and 
giving  W  in  terms  of  the  dimensions  of  the  dam,  it  is  easy  by 
means  of  equation  6  to  determine  the  factor  of  safety  in  any 
particular  case.  Values  of  the  coefficient  of  friction  are  given  in 
Table  74,  page  464. 

However,  it  is  not  wise  to  attempt  to  compute  the  factor  of  safety 
against  sliding,  since  the  value  obtained  is  dependent  upon  the  value 
of  the  coefficient  of  friction  assumed.  Therefore,  it  is  better  either 
(1)  to  state  the  relative  values  of  the  resisting  forces  and  of  the  forces 
tending  to  produce  sliding,  or  (2)  to  state  the  tangent  of  the  angle 
which  the  resultant  pressure  makes  with  the  base. 

928.  To  secure  economy  of  material  in  the  construction  of  the 
dam,  it  is  customary  to  make  the  up-stream  surface  nearly  or  quite 
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vertical;  and  hence  the  vertical  pressure  of  the  water  on  the  up- 
stream face  is  comparatively  small,  and  is  usually  neglected — an 
approximation  which  is  on  the  safe  side.* 

929.  The  preceding  discussion  assumes  that  a  masonry  dam 
may  fail  by  the  sliding  of  one  stone  upon  another  along  a  horizontal 
joint;  but  neglects  two  important  elements  of  stability.  First,  the 
stones  are  laid  with  mortar  which  gives  a  considerable  resistance  of 
cohesion  in  addition  to  the  frictional  resistance.  Second,  masonry 
dams,  at  least  high  ones,  are  built  of  random  rubble  masonry,  the 
stones  of  which  interlock  in  every  direction;  and  hence  the  tendency 
to  slide  is  resisted  by  the  shearing  strength  of  the  individual  stones 
(§  20)  as  well  as  by  friction.  If  the  dam  is  built  of  coursed  masonry, 
which  is  very  improbable,  the  courses  could  be  inclined  downward 
toward  the  up-stream  side. 

If  the  dam  is  constructed  of  concrete,  the  tendency  to  slide  will 
be  resisted  by  the  combined  effect  of  the  shearing  strength  of  the 
concrete  (§  408)  and  of  friction. 

Again,  the  earth  on  the  toe  of  the  dam  and  also  that  in  front  of  it, 
add  somewhat  to  the  resistance  to  sliding. 

If  the  stability  against  sliding  is  computed  by  equation  6,  either 
with  or  without  omitting  the  vertical  component  of  the  water,  the 
three  factors  as  above  give  additional  security.  In  view  of  the 
above,  there  is  no  probability  of  a  dam's  failing  by  sliding,  except 
possibly  upon  the  foundation. 

930.  A  low  dam  may  be  founded  upon  the  soil,  but  a  high  one 
should  rest  upon  bed-rock.  When  the  dam  must  be  founded  upon 
the  soil,  the  resistance  to  sliding  on  the  foundation  can  be  increased 
(1)  by  driving  a  row  of  incUned  piles  in  front  of  the  dam  or  (2)  by 
sinking  a  comparatively  narrow  tongue  of  the  wall  below  the  level 
of  the  main  foundation.  In  the  latter  case,  the  maximum  resistance 
attainable  is  equal  to  the  weight  of  the  dam  multiplied  by  the  co- 
efficient of  friction  of  masonry  on  the  particular  soil  plus  the  weight 
of  the  soil  which  would  be  moved  if  the  dam  slid  forward  multiplied 
in/  the  coefficient  of  friction  of  the  soil  upon  itself.  The  surface 
along  which  motion  of  the  soil  should  be  assumed  to  take  place  will 
depend  upon  the  profile  of  the  natural  surface  below  the  dam,  and 
may  lye  either  a  horizontal  line  or  one  inclined  up,  according  to  which 
one  of  these  is  the  line  of  least  resistance.  This  neglects  the  cohesion 
of  the  soil,  i.e.,  assumes  that  the  resistance  to  shear  is  the  same  as  the 

*  Increastnl  safety  generally  requires  increased  cost  of  construction,  and  hence  it 
is  not  permissible  to  use  approximate  data  simply  because  the  error  is  on  the  side 
toward  safety.  It  will  be  shown  that  there  is  no  probability  of  any  dam's  failing  by 
sliding,  and  that  the  size,  and  consequently  the  volume  and  cost,  arc  determined  by 
tlie  dimensions  required  to  prevent  crushing  and  overturning;  and  hence  this  approx- 
imation involves  no  increase  in  the  cost. 
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resistance  to  sliding;  but  as  the  former  is  the  greater,  the  assumption 
is  on  the  safe  side,  although  there  is  not  a  great  deal  of  difference 
between  the  two. 

If  the  dam  is  founded  upon  bed-rock,  the  resistance  to  sliding 
on  the  foundation  may  be  greatly  increased  by  leaving  the  bed  rough; 
and,  in  case  the  rock  quarries  out  with  smooth  surfaces,  one  or  more 
longitudinal  trenches  may  be  excavated  in  the  bed  of  the  foundation, 
and  afterwards  be  filled  with  the  masonry.  In  building  the  New 
Croton  Dam  (§  964),  two  trenches  6  feet  deep  and  10  feet  wide  were 
excavated  in  the  bed-rock,  the  surface  of  the  foundation  was  thor- 
oughly cleaned  and  carefully  painted  with  a  grout  of  neat  portland 
cement,  and  then  cyclopean  granite  rubble  masonry  laid  in  a  1  :  2 
port  land-cement  mortar  was  started. 

The  weight  of  the  masonry  and  the  gravel  upon  the  foundation  of 
the  New  Croton  Dam  are  2.46  times  the  net  horizontal  thrust  of  the 
water;  in  other  words,  FT  -f  F  =  2.46  //,  or  //  =  0.41  (W  -h  V). 
This  means  that  if  the  coefficient  of  friction  is  0.41,  the  dam  will  be 
on  the  point  of  sliding;  and  consequently,  if  the  actual  coefficient  of 
friction  is  0.75  (see  Table  74,  page  464),  the  nominal  factor  of  safety 
is  0.75  -^  0.41  =  1.8.  But  the  tendency  to  slide  is  resisted  by  the 
cohesion  of  the  mortar  and  by  the  interlocking  of  the  stones  (§  929) 
as  well  as  by  friction,  and  consequently  the  real  factor  of  safety  is 
considerably  more  than  that  computed  above. 

931.  Goeffident  of  Friction.  The  values  of  the  coefficient  of 
friction  most  frequently  required  in  masonry  computations  are  given 
in  Table  74,  page  464.  There  will  be  frequent  reference  to  this 
table  in  subsequent  chapters;  and  therefore  it  is  made  more  full 
than  is  required  in  this  connection.  The  values  have  been  collected 
from  the  best  authorities,  and  are  believed  to  be  fair  averages. 

932.  Stability  against  Overturmino.  The  horizontal  pres- 
sure of  the  water  tends  to  tip  the  wall  forward  about  the  front  of 
any  joint,  and  is  resisted  by  the  moment  of  the  weight  of  the  wall. 
For  the  present,  it  will  be  assumed  that  the  w^all  rests  upon  a  rigid 
base,  and  therefore  can  fail  only  by  overturning  as  a  whole. 

The  conditions  necessary  for  stability  against  overturning  can  l)e 
completely  determined  either  by  considering  the  moments  of  the 
several  forces,  or  by  the  principle  of  resolution  of  forces.  In  the 
following  discussion  the  conditions  will  be  first  determined  by 
moments,  and  afterward  by  resolution  of  forces. 

933.  A.  Aloebraio  Solution.  Overturning  Moment.  The  pres- 
sure of  the  water  is  perpendicular  to  the  pressed  surface.  If  the  water 
presses  against  an  inclined  face,  then  the  pressure  makes  the  same 
angle  with  the  horizontal  that  the  surface  does  with  the  vertical. 
Since  there  is  a  little  difficulty  in  finding  the  arm  of  this  force,  it  is 
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wlb'  (k+q)  {ih  +  q)~  iwb'^ih+qy(ih+q)  .  .  (8) 
which,  for  convenience,  represent  by  Jtf,.  Of  course,  if  the  pressed 
face  is  vertical,  Afj  will  be  equal  to  zero. 

The  net  overturning  moment  is  the  sum  of  equations  7  and  8, 
or  M,~  M,. 

934.  The  moment  of  the  pressure  of  the  water,  Jtf,—  Af„  can  be 
determined  directly  by  considering  the  pressure  of  the  water  as  acting 
perpendicular  to  IB  at  j  IB  from  B.  The  arm  of  this  force  is  a  line 
from  A  perpendicular  to  the  line  of  action  of  the  pressure.  If  the 
cross  section  were  known,  it  would  be  an  easy  matter  to  measure 
this  arm  on  a  tUagram;  but,  In  designing  a  dam,  it  is  necessary  to 
know  the  conditions  requisite  for  stability  before  the  cross  section 
can  be  determined,  and  hence  the  above 

method  of  solution  is  the  better. 

935.  Beaisttng  Moment.  The  moment 
of  the  weight  of  the  dam  is  the  moment 
resisting  overturning.  The  weight  of  the 
dam  may  be  computed  by  equation  3, 
S  925.  This  force  acts  vertically  through 
the  center  of  gravity  of  the  dam. 

The  cent«r  of  gravity  can   be  found 
algebraically  or  graphically.      There   are  ,, 
several  ways  in  each  case,  but  the  follow- 
ing graphical  solution  is  the  simplest.      In  f     97 
Fig.  97,  draw  the  diagonals  DB  and  AE, 

iind  lay  off  ^1/  =  EL;  then  draw  DJ,  and  mark  the  middle  of  it,  Q. 
The  center  of  gravity,  0,  of  the  area  ABED  is  at  a  distance  from  Q 
towards  B  equal  to  J  QB.  This  method  is  applicable  to  any  four- 
sided  figure. 

The  position  of  the  center  of  gravity  can  also  be  found  algebraically 
by  the  principle  that  the  moment  of  the  entire  ma^  about  any  point, 
ius  A.  is  equal  to  the  moment  of  the  part  ADK  plus  the  moment  of 
the  portion  DEFK  plus  the  moment  of  the  part  EBF, — all  about 
the  sijjne  point,  A. 

The  arm  of  the  weight  of  the  dam  is  Ag  (  ^  x),  and  therefore 
the  moment  of  the  weight  is 

W  xAg=w[kl  +  ih'{b' -i-b,)]x  .     ...     (9) 
which,  for  convenience,  represent  by  M,. 

936.  Jactor  of  Safatj.  Inorderthatthewallmay  not  turn  about 
the  front  edge  of  a  joint,  it  is  necessary  that  the  overturning  moment, 
M,  —  .1/2  as  found  by  equations  7  and  8,  shall  be  less  than  the 
resisting  moment,  A/„  as  found  by  equation  8;  or,  in  other  words, 
the  factor  against  overturniug 

30 


466 


Masonry  Dams. 


[Chap.  XVll. 


/= 


M. 


Mi-M, 


(10) 


Fio.  98. 


In  computing  the  stability  against  overturning,  the  vertical  pres- 
sure of  the  water  against  the  inside  face  is  frequently  neglected;  i.e., 
it  is  assumed  that  M,,  as  above,  is  zero.  This  assumption  is  always 
on  the  safe  side.     Computed  in  this  way,  the  factor  of  safety  against 

overturning  for  the  New  Croton  Dam  (§  964), 
the  next  to  the  largest  masonry  dam  in  the 
world,  varies  between  2.07  and  3.68. 

937.    B.    O&APHIOAL    SOLXTTIOH.      If    the 

actual  cross  section  of  the  dam  is  known, 
or  if  a  cross  section  of  the  proposed  dam 
be  assumed,  the  stability  against  overturning 
may  be  determined  graphically  by  either  of 
the  two  following  processes. 

In  Fig.  98,  Q  is  the  center  of  pressure  of 
the  water  on  the  back  of  the  wall.  QB  =  J 
IB.  The  point  C  is  the  center  of  gravity  of 
the  section  —  found  as  described  in  §  935; 
and  m  is  the  middle  of  the  base  AB.  H  is  the  horizontal  compo- 
nent of  the  water  pressure,  and  V  the  vertical  component.  W  is  the 
weight  of  a  section  of  the  dam  a  unit  long.  By  moments,  it  is  found 
that  the  resultant  of  V  and  W  pierces  the  base  AB  in  the  point  g ; 
and  by  the  triangle  of  forces  it  is  found  that 
the  resultant  of  H  and  W  +  V  pierces  the 
base  A  B  a,tr.  As  long  as  r  lies  within  the 
base,  the  dam  will  not  overturn. 

938.  The  stability  may  also  be  determined 
by  using  the  normal  pressure  P  without  re- 
solving it  into  its  components.  Through  Q, 
Fig.  99,  draw  a  line,  Qa^  perpendicular  to 
EB;  through  c,  the  center  of  gravity  of  the 
cross  section,  draw  a  vertical  line  ca.  To 
any  convenient  scale  lay  off  ab  equal  to  the 
total  pressure  of  the  water  against  IB,  and 
to  the  same  scale  make  af  equal  to  the  weight 
of  a  unit  section  of  the  wall.  Complete  the  parallelogram  abef.  The 
diagonal  ae  intersects  the  base  of  the  wall  at  r;  and  as  long  as  the 
center  of  pressure  r  lies  between  A  and  By  the  wall  will  not  overturn. 

939.  Factor  of  Safety.  In  connection  with  the  graphical  deter- 
mination of  the  stability  of  a  dam  against  overturning,  two  incon- 
sistent methods  of  finding  the  factor  of  safety  are  used,  or  rather  two 
distinct  definitions  of  the  factor  of  safety  are  employed. 


Fig.  99. 
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1.  If  the  factor  of  safety  against  overturning  be  defined  as  the 
ratio  of  the  resisting  moment  to  the  overturning  moment,  then  in 
Fig.  98,  page  466,  for  moments  about  A 

{W  -f  y).  Aq 
the  factor  of  safety  = jz '- — - (11) 

IF  -h  F 
Since  (PT  +  F)  :  //  :  :  y  :  r^,   — jz —  =  tq;   and  hence  equation  11 

n,y 

becomes, 

factor  of  safety  =  — (12) 

If  the  problem  is  solved  as  in  Fig.  99,  page  466,  and  if  the  above 
definition  of  the  factor  be  employed,  the  factor  may  be  found  as  fol- 
lows: The  resisting  moment  is  W .  Ag;  and  the  overturning  moment, 
the  moment  of  P,  is  equal  to  W,  rg^  since  the  moments  of  the  two  com- 
ponents about  any  point  in  the  line  of  action  of  the  resultant  must 
be  equal  to  each  other.  Hence  the  value  of  the  factor  of  safety  is 
as  in  equation  12  above. 

Or,  if  the  factor  of  safety  be  defined  as  the  ratio  of  the  force  tend- 
ing to  overturn  to  the  force  that  would  just  overturn  the  dam,  then 
from  Fig.  99  the  factor  of  safety  is  P'  -^  P  =  ab'  -r-  ab.  But 
P  .  Ak  =  W,  rg,  and  P\  Ak  =  W.  Ag;  and  hence  the  factor  of 
safety  =  Ag  -^  rg,  as  before. 

In  using  equation  12,  the  point  A  must  be  regarded  as  that  edge 
of  the  base  which  is  on  the  opposite  side  of  r  from  g. 

2.  In  the  above  method  of  determining  the  factor  of  safety,  no 
special  account  is  taken  of  the  fact  that,  owing  to  the  unsymmetrical 
cross  section  of  the  dam,  the  center  of  pressure,  g,  is  on  the  right-hand 
side  of  rw,  the  middle  of  the  base;  and  consequently  when  there  is 
no  water  pressure  against  the  dam,  there  is  a  tendency  to  overturn 
about  Bf  for  any  eccentricity  of  pressure  upon  the  foundation  shows 
a  tendency  to  overturn.  Therefore,  the  factor  of  safety  found  as 
above  counts,  as  it  were,  from  the  initial  condition  of  the  dam.  In 
the  following  method  it  counts  from  what  may  be  called  the  neutral 
condition  of  the  dam. 

If  the  factor  of  safety  against  overturning  about  the  toe  of  the 
dam,  A  J  Fig.  98,  page  466,  be  defined  as  the  ratio  of  the  actual 
moment  about  the  toe  to  the  moment  that  would  overturn  it,  the 
value  of  the  factor  may  be  found  as  follows;  I^t  H^  =  that  portion 
of  H  which  will  cause  the  resultant  to  pierce  the  base  at  rw,  its  middle 
point ;  and  let  H2  =  H  —  H^.  Conceiving  only  H^  as  acting,  there 
is  no  tendency  to  overturn  about  either  A  or  B;  and  hence  the 
resultant  of  the  vertical  forces  may  be  considered  as  acting  through 
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m.  the  middle  f%\  the  base.  If  now  i/,  be  conceived  as  coming  i 
airtion.  tlien  the  re:5uhant  of  iW  —  V )  and  //,  miist  pierce  AB  a 
and  //j  .  y  =  (Jr  -r  V )  rm.     According  to  the  above  definition, 

the  factor  of  safetv  = ^7 = .     .     ( 

H^.y  rm 

By  exactly  .similar  rea.s^>n,  equation  13  can  be  established  for 
methoil  of  s^ilution  sho^^-n  in  Fig.  99. 

940.  P>4uation  12  is  in  accordance  \iith  usual  engineering  pract 
Hince  it  gives  the  ratio  of  the  force  tending  to  produce  overturn 
to  the  force  that  would  just  ovetiun  the  dam.  Further,  the  \'i 
computed  by  equation  12  agrees  with  that  computed  by  equation 
page  4fi6.     Ju^uation  12  is  the  true  factor  of  safety. 

In  the  ordinary  meaning  of  the  term,  equation  13  does  not  f 
the  true  factor  of  safety,  although  the  result  varies  approximal 
as  the  true  factor.  Equation  13  is  strictly  correct  when  the  result 
of  the  forces  normal  to  the  joint  pierces  the  base  at  its  center,  i 
when  the  vertical  cross  section  is  s\mmetrical  and  the  external  foi 
are  horizontal  or  the  vertical  component  of  the  external  force 
disregarded. 

Equation  13  is  correct  also  at  the  two  extremes,  \iz.:    (1)  wl 
the  resultant  of  the  normal  forces  passes  through  the  center  of 
joint ,  since  then  it  gives  /  =  oc  ,  as  it  should ;  and  (2)  when  the  result 
of  all  the  forces  passes  through  A,  since  then  it  gives  /  =  1,  as 
should. 

Frequently  equation  13  is  more  convenient  than  equation 
since  the  point  r  must  always  be  determined  to  find  the  crush 
jl  stress  and  since  the  point  m  is  very  easily  found,  while  a  spe< 

I  construction  is  often  required  to  find  the  point  g  for  equation  12. 

The  approximate  value  of  the  factor  of  safety,  i.e.,  the  va 
given  by  ef^uation  13,  is  much  used  in  discussions  of  the  stabiHt}' 
dams,  retaining  walls,  and  arches.  For  example,  a  ver>'  comn 
statement  in  considering  the  stability  of  such  structures  is:  **If 
center  of  pressure  lies  within  the  middle  third  of  any  section, 
factor  of  safety  against  overturning  is  at  least  3."  This  slatem< 
I  !  assumes  that  equation  13  gives  the  true  factor  of  safety  against  o\ 

turning,  and  that  therefore  if  the  center  of  pressure  is  within 
middle  third  of  any  section,  rm  is  equal  to  or  less  than  J  /;  and  her 
as  Am  =  W,  ecjuation  12  gives  /  =  3  or  more.  For  dams  2 
retaining  walls,  particularly  the  former,  equation  13  frequen 
^ivos  3  for  a  factor  of  safety,  while  the  true  value  is  approximately 
and  honce  the  approximate  formula  should  not  be  used  for  th 
structures.  The  approximate  factor  of  safety  is  universally  c 
I)loyed  in  discussions  of  the  stability  of  arches  in  which  the  stres 
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are  found  by  the  thrust  theory  (the  older  and  more  common  theory) ; 
but  the  formula  is  usually  more  accurate  for  arches  than  for  dams 
and  retaining  walls,  and  besides  the  theory  of  the  arch  itself  is  not 
mathematically  exact. 

941.  Factor  of  Safety  against  Sliding.  Although  the  discussion 
immediately  in,  hand  is  the  stability  against  overturning,  it  is  inter- 
esting to  note  that  Fig.  99,  page  406,  affords  an  easy  method  of 
determining  the  factor  of  safety  against  sliding. 

The  wall  can  not  slide  horizontally,  when  the  angle  rag  is  less  than 
the  angle  of  repose,  i.e.,  when  tan  rag  is  less  than  the  coefficient  of 
friction.  The  factor  against  sliding  is  equal  to  the  coefficient  of 
friction  divided  by  tan  rag,  which  is  only  a  different  form  of  the 
principle  stated  in  equation  6,  page  461. 

942.  Effect  of  Percolating  Water.  Both  of  the  preceding  investi- 
gations of  the  stability  of  a  dam  against  overturning  are  based  upon 
the  assumption  that  water  in  hydrostatic  condition  does  not  find 
its  way  into  the  masonry  of  the  dam;  and  if  this  assumption  is  not 
true,  the  preceding  conclusions  must  be  materially  modified. 

It  is  nearly,  if  not  quite,  impossible  to  make  masonry  absolutely 
impermeable  under  a  high  head;  but  the  water  w-hich  forces  its  way 
through  reasonably  good  masonry  or  concrete  is  in  a  capillary  state 
and  not  likely  to  exert  any  considerable  hydrostatic  pressure.  If 
cracks  are  formed,  due  to  poor  construction  or  to  settlement  or  to 
temperature  changes,  which  are  large  enough  to  permit  water  to 
enter  them  under  hydrostatic  condition,  the  area  subject  to  such 
pressure  is  so  small  in  comparison  with  the  whole  horizontal  section 
of  the  dam  that  the  effect  may  l>e  neglected.  This  view  seems  to  be 
sustained  by  experience  with  masonry  dams,  which  shows  that 
although  all  dams  leak  more  or  less,  the  water  which  comes  through 
is  not  under  any  appreciable  pressure.*  However,  there  is  a  con- 
siderable difference  of  opinion  among  engineers  as  to  the  possibility 
of  making  masonry  w^ater-tight  or  of  preventing  cracks  and  fissures 
which  will  give  the  water  a  free  path  into  the  body  of  the  dam. 

943.  Some  engineers  claim  that  although  the  percolating  water  is 
not  under  pressure  at  the  down-stream  face,  it  is  likely  to  be  at  the 
up-stream  surface,  and  that  therefore  the  percolating  water  should 
he  assumed  to  be  under  full  hydrostatic  pressure  at  the  up-stream 
face  and  decrease  to  zero  at  the  down-stream  face. 

In  support  of  this  view  reference  is  frequently  made  to  some 
experiments  conducted  in  18<S8t  which  showed  that  water  pressure 
was  communicated,  almost  undiminished,  through  a  layer  of  1:2 
portland-cement  mortar  1  foot  thick.     However,  these  experiments 

♦Trana.  Amer.  Soc.  C.  E..  vol.  xxxiv,  p.  511-12,  513-14. 
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were  made  before  the  effect  of  a  well-graded  sand  upon  the  density 
and  permeability  of  a  mortar  was  clearly  understood;  and  it  is 
probable  that  the  mortar  employed  was  not  as  good  as  that  now 
ordinarily  used  in  the  construction  of  dams.  "An  examination  of  a 
few  high  masonry  dams  seems  to  show  that  the  pressure  of  the  per- 
colating water  is  slight  and  independent  of  the  head  or  of  the  thick- 
ness of  the  masonry/'*  The  most  care  should  be  taken  with  the 
upHstream  face  so  that  it  may  be  the  most  nearly  water-tight  portion 
of  the  dam;  and  if  this  is  done,  it  is  not  likely  that  water  will  exert 
hydrostatic  pressure  in  the  body  of  the  dam,  unless  possibly  the 
down-stream  face  becomes  water-tight  through  the  freezing  of  the 
seepage  water  on  or  near  the  surface.  To  obviate  this  possibility, 
drains  are  sometimes  inserted  in  the  masonry  to  carry  away  any 
water  that  may  seep  through  the  up-stream  face.  These  drains,  or 
weepers,  consist  of  vertical  pipes,  3  or  4  inches  in  diameter,  having 
open  joints  or  being  perforated,  placed  5  or  6  feet  from  the  up-stream 
face  and  8  or  10  feet  apart,  and  connected  to  a  drainage  gallery  in  the 
base  of  the  dam  which  is  drained  by  a  cross  tunnel  to  the  down- 
stream face. 

944.  In  view  of  the  above,  it  does  not  seem  necessary  to  modify 
the  above  discussion  of  the  stability  against  overturning.  ' 

946.  8TABILITT  AQAlirST  Obushzho.  The  preceding  discussion 
of  the  stability  against  overturning  is  on  the  assumption  that  the 
masonry  does  not  crush.  This  method  of  failure  will  now  be  con- 
sidered. When  the  reservoir  is  full,  the  thrust  of  the  water  concen- 
trates the  pressure  upon  the  down-stream  edge  of  a  horizontal  joint 
or  section;  and  it  is  proposed  to  find  the  law  of  the  distribution  of 
the  pressure  on  any  horizontal  section  when  the  reservoir  is  full. 
When  the  reservoir  is  empty,  there  is  no  external  force  to  affect  the 

xvT^vv'vvxv^'vx^xx'v'n.  distribution  of  the  pressure  upon  a 

o^"^^^"^^^^^^^^^^^^     ^   horizontal  section;  but  the  vertical 

^  cross  section  of  a  dam,  particularly 

V  /»/     L  ^         ^  ^^^^  ^°^'  ^®  unsymmetrical,  being 

W\\N>j>^^  X\\\\N^  A       roughly  somewhat  similar  to  a  right- 

Li/^      i  angled    triangle    with    the    water 

^ J  against  the  vertical  side,  and  there- 

fore  the  vertical  through  the  center 
of  gravity  of  the  dam  does  not  pass 
through  the  center  of  the  base,  and  hence  the  pressure  upon  the  sec- 
tion is  not  uniform,  being  a  maximum  at  the  heel  and  a  minimum  at 
the  toe.  Therefore,  there  are  two  cases  that  must  be  considered, 
viz.:    I,  reservoir  full;   and  II,  reservoir  empty. 

946.  Case  I.    Reservoir  Full.     Let  AB,  Fig.  100,  represent  the 

♦  Trans.  Am.  Soc.  C.  E.,  vol.  xxxiv,  p.  513-14. 
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base  of  a  vertical  section  of  the  dam;  or  AB  may  represent  the  rect- 
angular base  (whose  width  is  a  unit)  of  any  two  bodies  which  are 
pressed  against  each  other  by  any  forces  whatever. 

M  =  the  resulting  moment  (about  -A)  of  all  the  external  forces. 
In  the  case  of  a  dam,  M  =^  M^  —  3/,—  see  equations  7  and  8, 
page  464  and  465. 
W  =  the  weight  of  a  section  of  the  dam  1  foot  long. 
P  =  the  maximum  pressure,  per  unit  of  area,  dX  A. 
p  ==  the  change  ia  unit  pressure,  per  unit  of  distance,  from  A 

towards  B.  • 

X  =  any  distance  irom  A  towards  B. 
P  —  px  =  the  pressure  per  unit  at  a  distance  x  from  A. 
y  =  a  general  expression  for  a  vertical  force. 
/  =  the  length  of  the  base  of  the  section  considered.     In  Fig. 

100, 1  =  AB. 
d  ■»  the  distance  the  center  of  pressure  deviates  from  the  center 

of  the  base.     In  Fig.  100,  d  =  rm. 
X  =  the  distance  from  the  down-stream  edge  of  any  horizontal 
joint  or  section  to  the  point  in  which  the  normal  pressure  on  the 
section  pierces  the  section.     In  Fig.  100,  x=  Ag. 
Taking  moments  about  A  gives 

M —  Wx  +  JiP  -  px)dx.x  rr.  0;    .    .    .    (14) 

M  -Wx  +  iPP  -  ipP  ^0 (15) 

For  equilibrium,  the  sum  of  the  forces  normal  to  AB  must  also 
be  equal  to  zero;  or 

2Y W  +    PiP  -  px)dx^O,    .     .    .    (16) 

•'o 

from  which 

pP  ^  2  PI  -'2W (17) 

Combining  equations  15  and  17,  gives 

„       4W        6Wx        6M 

If  the  overturning  moment  is  determined  algebraically,  i.e.,  by 
equations  7  and  8,  page  464  and  465,  then  M  is  known;  and 
therefore  P  can  be  computed  by  equation  18. 

947.  If  the  stability  against  overturning  is  determined  graphically 
by  resolution  of  forces,  equation  18  can  not  be  employed  to  determine 
the  stability  against  crushing,  since  M  is  not  known.  To  meet  this 
case,  equation  18  may  be  transformed  as  follows: 
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In  Fig.  100,  page  470,  Ag  =  x,  and  mr  =  d.  In  general  x  =  ^ 
I  ±  mg,  the  +  sign  being  used  when  ^  is  on  the  opposite  side  of  the 
middle  of  the  base  from  A,  and  the  —  sign  when  A  and  g  are  on  the 
same  side  of  m,  the  middle  of  the  base.  R  is  the  resultant  of  the 
pressure  of  the  water  and  of  the  weight  of  the  dam;  and  hence  the 
moment  of  W  about  r  is  equal  to  the  moment  of  the  external  forces 
about  the  same  point.  Therefore,  M  in  equation  18  is  equal  to 
W.rg  =  W  (d  ^  mr),  the  +  sign  being  used  when  g  and  r  are  on 
opposite  sides  of  m,  and  the  —  sign  when  g  and  r  are  on  the  same  side 
of  m;  and  hence  M  =  W  (d  ^  mr).  Notice  that  the  law  of  the  signs 
of  mr  is  the  same  for  d  ±  rwr  as  for  ^l  dt  mr. 

Substituting  the  above  values  of  x  and  M  in  equation  18  and 
reducing  gives 

p-^-'-r (-) 

Equation  19  is  suitable  for  computing  P  when  the  stability  against 
overturning  is  determined  by  resolution  of  forces  (Fig.  98  or  99, 
page  4C6). 

948.  Discussion  of  Equations  18  and  19.  Equation  18  is  the 
equivalent  of  equation  1,  page  354,  except  that  the  latter  is  applicable 
to  any  form  of  cross  section,  while  equation  18  is  limited  to  a  rect- 
angular horizontal  cross  section. 

If  the  wall  is  symmetrical,  x  =  ^  i,  and  equation  18  becomes 

p^T^-r (2^) 

which  is  the  same  as  equation  3,  page  354,  except  that  the  former 
is  for  a  unit  length  of  the  wall,  and  hence  the  dimension  corresponding 
to  &  in  equation  3,  does  not  appear. 

If  Af  =  ^,  that  is,  if  there  is  no  external  overturning  force,  equa- 
tion 18  becomes 

P  =  if-«-^ (2.) 

which  is  a  'perfectly  general  expression  for  the  pressure  between  any 
txvo  plane  surfaces  pressed  together  by  normal  forces.  If  x  =  J  /, 
that  is,  if  the  resultant  vertical  force  passes  through  the  center  of 
the  base,  P  =  IF  -f-  ^,  as  it  should,  since  the  pressure  on  the  base 
should  then  be  uniform.  If  x  =  §  /,  P  =  2  TF  —  /,  which  shows  that 
the  maximum  unit  pressure  on  the  base  of  a  right-angled  triangle 
(TOSS  section  is  twice  the  average  pressure.  If  x  =  §  Z,  P  =  ^,  as 
it  should,  since  this  is  the  case  of  a  dam  having  a  right-angle  at  B,  and 
consequently  the  pressure  per  square  unit  of  area  at  A  is  zero. 

949.  In  equation  19,  if  d  =  ^,  the  load  is  symmetrical,  and  the 
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pressure  is  uniform,  as  it  should  be.  If  d  =  —  J  /,  P  =  2  W  -7-  /,  i.e., 
the  maximum  pressure  is  twice  the  mean;  and  of  course,  if  the 
maximum  is  twice  the  mean,  the  minimum  must  be  zero.  This 
relation  is  known  as  the  principle  of  the  middle  third;  that  is,  as 
long  as  the  center  of  pressure  lies  within  the  middle  third  of  the 
joint,  the  maximum  pressure  is  not  more  than  twice  the  mean,  and 
there  is  no  tension  in  any  part  of  the  joint. 

In  using  equation  19,  notice  that  d  is  plus  when  r  is  on  the  same 
side  of  the  center  as  A,  i.e.,  as  the  point  for  which  the  pressure  P 
is  desired,  and  minus  when  on  the  other  side  of  the  center.  For 
example,  if  the  dam  is  a  right-angled  triangle  with  the  right  angle 
at  B  and  the  reservoir  is  empty,  ^fi  =  §  Z,  d  =  —  J  Z,  and  the  pressure 

WW 
at  A  is  P  =  -^ Y  =^  Oy  that  is,  there  is  no  pressure  at  A,  which 

is  as  it  should  be;    and  for  the  point  B,  d  ^  J  Z,  and  the  pressure  is 

IT     %Wd      W     W     2W 
l^      I     ~    l^  I  ~     I 

or  P  is  twice  the  mean,  which  also  is  as  it  should  be. 

The  first  term  of  the  right-hand  side  of  equation  19  gives  the 

uniform  pressure  on  the  base  due  to  the  weight  of  the  dam,  and  the 

second  term  gives  the  effect  upon  the  maximum  pressure  on  the  base 

of  any  system  of  forces  thai  caiises  the  center  of  pressure  to  depart  from 

the  middle  of  the  hase^  i.e.,  that  causes  the  resultant  pressure  (ft,  Fig. 

100,  page  470)  to  intersect  the  base  at  a  distance  d  from  the  center. 

^Wd 
In  other  words,  the  term  — ^  -  is  the   increase  of  pressure  on   the 

base  due  to  the  eccentricity  of  the  center  of  pressure,  r, — whether 
that  eccentricity  is  due  to  an  unsymmetrical  vertical  cross  section 
or  to  the  overturning  effect  of  external  forces,  or  to  both. 

Therefore,  equation  19  is  a  perfectly  general  expression  for  the 
pressure  between  any  two  plane  surfaces  pressed  together  by  any 
system  of  forces. 

960.  Equation  19  may  be  written  thus: 

W      6  Wd 
P  =  ^±^ (22) 

The  +  sign  gives  the  maximum  pressure  at  A,  Fig.  100,  page  470, 
for  any  given  deviation  of  the  center  of  pressure,  r,  from  the  middle 
of  the  base,  m;  and  the  —  sign  the  corresponding  minimum  at 
B,  d  being  taken  without  regard  to  algebraic  sign.  Equation  22 
gives  the  maximum  and  minimum  pressures  at  the  two  extremes  of 
the  base  whether  the  deviation  d  is  caused  by  the  form  of  the  wall  or 
by  forces  tending  to  produce  overturning,  or  by  both.  ^ 


474 


Masonry  Dams. 


[Chap.  XVn. 


961.  Oase  II.  Reservoir  Empty.  If  the  vertical  cross  section  of 
the  dam  is  symmetrical,  the  pressure  upon  the  base  is  uniform  and 
equal  to  W  -5-  I;  but  if  the  cross  section  is  not  symmetrical,  there 
will  be  a  concentration  of  pressure  at  one  side  of  the  base  and  an 
equal  diminution  on  the  other.  All  of  the  formulas  deduced  for 
Case  I  apply  to  Case  II  by  making  M  equal  to  zero.  Equation  22 
gives  the  pressure  at  the  two  ends  of  the  base  section,  d  being  the 
horizontal  distance  between  the  center  of  the  base  and  the  vertical 
through  the  center  of  gravity  of  the  vertical  section  of  the  dam. 

952.  Tension  in  Masonry.  In  general,  if  AK,  Fig.  101,  repre- 
sents the  pressure  at  A  and  BL  that  at  fi,  then  any  ordinate  of  the 
trapezoid  ABLK  will  represent  the  pressure  on  the  corresponding 
point  of  AB;  and  the  area  of  ABLK  will  represent  the  total  pressure 

on  AB.  If  the  center  of 
pressure  departs  more  than 
J  I  from  the  center  of  the 
base,  there  will  be  a  minus 
pressure,  i.e.,  tension,  at  the 
opposite  side  of  base;  in 
other  words,  if  d  in  equa- 
tion 22,  page  473,  is  more 
than  ^  Z,  the  maximum 
pressure  will  be  more  than 
twice  the  mean  and  the 
minimum  pressure  will  be 
minus,  i.e.,  tension.  If 
AK'  represents  the  com- 
pression at  A  when  d  is 
more  than  J  Z,  and  BU 
represents  the  corresponding  tension,  i.e,  the  minus  pressure  at  B, 
then  the  ordinates  of  the  triangle  ANK'  represent  the  pressures  at 
the  several  points  along  AN;  and  similarly  the  ordinates  of  the 
triangle  BNU  represent  the  tensions  at  the  several  points 
along  BN. 

If  a  good  quality  of  cement  mortar  is  used,  it  is  not  unreasonable 
to  count  upon  a  little  resistance  from  tension.  As  a  general  rule,  it 
is  more  economical  to  increase  the  quantity  of  stone  than  the  quality 
of  the  mortar;  but  in  dams  it  is  necessary  to  use  a  good  mortar  to 
prevent  (1)  leakage,  (2)  disintegration  on  the  water  side,  and  (3) 
crushing.  Therefore,  equation  22  will  give  the  maximum  pressure 
or  maximum  tension  on  the  base  AB  up  to  the  point  at  which  the 
masonry  fails  either  by  t-ension  or  compression.  It  is  customary  to 
limit  the  maximum  pressure  in  dams  to  twice  the  mean,  which  is 
eqjnivaient  to  specifying  that  no  part  of  the  masonry  shall  be  in 
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tension  or  that  the  center  of  pressure  shall  not  deviate  more  than 
i  /  from  the  center  of  any  real  or  imaginary  joint. 

963.  If  the  masonry  be  considered  as  incapable  of  resisting  by 
tension,  or  if  it  is  considered  unwise  to  depend  upon  tension  to  help 
resist  overturning,  then  when  d  in  equation  22  exceeds  J  I,  the  total 
pressure  will  be  borne  on  AN,  Fig.  101.  If  AK"  represents  the 
maximum  pressure,  P,  then  the  area  of  the  triangle  AVK^  will 
represent  the  total  weight  W.  The  center  of  gravity  of  the  triangle 
ANK''  must  be  under  r',  the  center  of  pressure;  and  hence  AN  ^  ^ 
Ar",  Then  the  area  of  ANK''  =  i  AK""  X  AN  =  ^P  X  SAr'  =^ 
i  P  (*  Z  -  d)  =  TF;  or 

P  =        ^^  (23) 

To  illustrate  the  difference  between  equations  22  and  23, 
assume  that  the  distance  from  the  resultant  to  the  center  of  the  base 
is  one  quarter  of  the  length  of  the  base,  i.e.,  assume  that  d  =  J  /. 
Then,  by  equation  22,  the  maximum  pressure  at  A  is 

and  by  equation  23  it  is 

That  is  to  say,  if  d  =  ^  Z  and  the  masonry  is  capable  of  resisting 
tension,  equation  24  shows  that  the  maximum  pressure  is  2i  times 
the  pressure  due  to  the  w^eight  alone ;  and  if  the  masonry  is  incapable 
of  resisting  tension,  equation  25  shows  that  the  maximum  pressure 
is  2§  times  the  pressure  due  to  the  weight  alone. 

Notice  that  equation  25  is  not  applicable  when  d  is  less  than 
J  I;  in  that  case,  equation  24  must  be  used. 

964.  The  discussion  in  the  preceding  section  is,  practically,  not 
applicable  to  masonry  dams,  since  it  is  not  wise  to  subject  the  masoniy 
on  the  water  side  to  tension;  but  the  results  are  directly  applicable 
in  determining  the  maximum  pressure  on  the  joints  of  a  voussoir 
arch  (Chap.  XXII). 

966.  Limiting  Pressure.  In  determining  the  stability  against 
crushing,  it  is  not  wise  to  compute  the  factor  of  safety,  since  the 
computed  value  of  the  factor  will  depend  upon  the  value  assumed 
as  the  crushing  strength  of  the  masonry;  and  therefore  it  is  better 
to  state  the  maximum  pressure  and  limit  it  to  twice  the  mean. 

As  a  preliminary  to  the  actual  designing  of  the  section,  it  is 
necessary  to  fix  upon  the  maximum  pressure  per  square  unit  to  which 
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■  it  is  proposed  to  subject  the  masonr>^  Of  course,  the  allowal 
pressure  depends  upon  the  quality  of  the  masonry,  and  also  upon  t 
conditions  assumed  in  making  the  computations.  It  appears  to 
the  custom,  in  practical  computations,  to  neglect  the  vertical  press\ 
on  the  inside  face  of  the  dam,  i.e.,  to  assume  that  M^y  equation 
page  465,  is  zero.  This  assumption  is  always  on  the  safe  side,  a 
makes  the  maximum  pressure  on  the  toe  appear  greater  than 
really  is.  Computed  in  this  way,  the  maximum  pressure  on  cyclope 
rubble  masonry  in  cement  mortar  in  some  of  the  great  dams  of  t 
world  is  from  11  to  15  tons  per  sq.  ft.  (150  to  200  lb.  per  sq.  in.). 

The  New  Croton  Dam  (§  964)  was  designed  for  a  maximi 
pressure  of  16.6  tons  per  sq.  ft.  (230  lb.  per  sq.  in.)  on  massive  rubl 
in  portland-cement  mortar,  which  prassure  occurs  when  the  reserv 
is  empty. 

For  data  on  the  strength  of  stone  and  brick  masonry,  see  §  581- 
and  i  617-29,  respectively. 

966.  The  actual  pressure  at  the  toe  will  probably  be  less  th 
that  computed  as  above.  It  was  assumed  that  the  weight  of  the  w 
was  uniformly  distributed  over  the  base;  but  if  the  V)atter  is  cc 
siderable,  it  is  probable  that  the  pressure  due  to  the  weight  of  t 
wall  will  not  vary  uniformly  from  one  side  of  the  base  to  the  oth 
but  will  be  greater  on  the  central  portions.  The  actual  maximi 
will,  therefore,  probably  occur  at  some  distance  back  from  the  t< 
Neither  the  actual  maximum  nor  the  point  at  which  it  occurs  can 
determined.* 

Professor  Rankins  claims  that  the  limiting  pressure  for  the  t 
should  be  less  than  for  the  heel.  Notice  that  the  preceding  meth 
determines  the  maximum  vertical  pressure.  When  the  maximi 
pressure  on  the  heel  occurs,  the  only  force  acting  is  the  verti< 
pressure;  but  when  the  maximum  on  the  toe  occurs,  the  thrust 
the  water  also  is  acting,  and  therefore  the  actual  pressure  is  t 
resultant  of  the  two.  With  the  present  state  of  our  knowledge, 
can  not  determine  the  effect  of  a  horizontal  component  upon  t 
vertical  resistance  of  a  block  of  stone,  but  it  must  weaken  it  somewh; 

967.  Further  Refinement.  The  preceding  theory  of  t 
stability  is  the  one  ordinarily  used,  but  there  are  a  few  matters  n 
included  therein  that  require  a  brief  mention. 

The  force  of  the  wind  was  not  included.  If  the  wind  blows  li 
stream,  the  stability  of  the  dam  will  be  increased  when  the  reserv< 
is  full  and  decreased  when  it  is  empty.  If  the  wind  blows  dow 
stream,  it  will  not  affect  the  stability  when  the  reservoir  is  empt 


I 


*  For  an  interesting  invoRtigation  of  this  quoHtion,  using  a  dam  made  of  an  elai 
mass  comiK)8ed  of  carpenter's  glue  and  molasses,  see  Trans.  Assoc,  of  Civil  PZngine 
of  Cornell  University,  vol.  viii,  p.  30-42. 
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but  when  the  reservoir  is  full,  the  wind  will  produce  waves  rather 
than  add  directly  to  the  pressure  against  the  back  of  the  dam. 

The  importance  of  wave  action  will  depend  upon  the  location  of 
the  dam  and  the  area  of  the  reservoir.  The  pressure  due  to  waves 
has  not  been  investigated  thoroughly,  but  their  effect  has  been  studied 
by  noticing  the  size  and  the  weight  of  bowlders  that  have  been 
moved  by  the  waves,  and  also  by  observing  in  a  single  locality  the 
pressure  recorded  by  a  dynamometer.*  By  the  latter  method,  on  the 
shore  of  the  open  ocean,  the  pressure  due  to  waves  20  feet  high  was 
found  to  be  6,083  lb.  per  sq.  ft.  on  a  dynamometer  *'near  the  surface'' 
and  2,856  lb.  per  sq.  ft.  on  a  similar  instrument  *' several  feet  lower;'* 
and  waves  6  feet  high  gave  pressures  of  1,256  and  3,041  lb.  per  sq.  ft., 
respectively. 

If  ice  forms  on  the  water  in  the  reservoir,  it  will  exert  a  horizontal 
thrust  against  the  dam  which  will  increase  the  sliding  force  and  also 
the  tendency  to  overturn  down  stream.  Of  course,  the  thrust  from 
the  ice  will  depend  upon  the  altitude  and  the  latitude  of  the  location 
of  the  reservoir.  The  pressure  due  to  ice  in  any  particular  case  is 
almost  wholly  a  matter  of  judgment.  A  Board  of  Experts  in  1888 
recommended  that  the  Quaker  Bridge  Dam,  virtually  the  same  as 
the  New  Crbton  Dam  (§  964),  situated  30  miles  north  of  New  York 
City,  be  designed  to  resist  an  ice  thrust  of  43,000  pounds  per  lineal 
foot.f  The  moment  of  the  thrust  of  the  ice  should  be  added  to  the 
moment  of  the  overturning  forces  in  the  preceding  analysis.  The 
pressure  of  the  ice  may  be  eliminated  by  frequently  breaking  up  the 
ice  next  to  the  up-stream  face  of  the  dam.  The  pressure  of  ice  caused 
the  failure  of  a  masonry  dam  at  St.  Paul,  Minn.;  but  none  of  the 
details  are  known. 

968.  The  preceding  analysis  considers  only  shear  in  a  horizontal 
plane  and  compression  on  a  horizontal  section;  but  it  is  proved  in 
the  mechanics  of  materials  that  a  shear  combines  with  a  compression 
normal  to  it,  and  produces  a  greater  compression  in  an  inclined  plane 
(see  §  459).  Therefore  after  a  dam  has  been  designed  according 
to  the  foregoing  analysis,  to  be  perfectly  sure  of  its  stability  it  should 
be  tested  for  shear  along  inclined  planes  and  also  vertical  planes — 
particularly  near  the  toe  (the  down-stream  portion  near  the  base). 
For  a  brief  discussion  of  this  phase  of  the  subject,  see  Wegmann's 
Design  and  Construction  of  Dams,  fifth  edition,  pages  8-10;  School 
of  Mines  Quarterly ^  Vol.  xxvii,  pages  33-39;  and  Proceedings  Insti- 
tute of  Ci\al  Engineers  (London),  Vol.  clxxii,  page  105,  126-29. 

It  is  not  known  that  any  dam  was  ever  designed  in  accordance 
with  this  modification  of  the  ordinary  theory;   and  it  has  not  been 

♦  Thomas  Stevenson's  Design  and  Construction  of  Harbors,  p.  60-61. 
t  Wegmann's  Design  and  Construction  of  Dams,  5th  ed.,  p.  160, 
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proved  that  dams  designed  by  the  ordinary  theory  are  unstable  when 
tested  by  the  more  refined  method  of  analysis  just  referred  to. 

Art.  2.     Outlines  of  the  Design. 

969.  Width  on  Top.  Except  for  the  effect  of  waves  and  ice 
(§  957),  the  width  on  top  could  be  zero.  But  in  practice  the  top  of 
the  dam  is  generally  used  for  a  footway  or  a  roadway,  and  hence  a 
considerable  width  is  required  independent  of  any  question  of 
stability.  Schuyler  says  that  the  top  width  need  not  be  more  than 
one  tenth  of  the  height,  unless  the  top  is  used  for  a  roadway.*  For 
the  top  dimensions  of  a  few  of  the  highest  masonry  dams,  see  §  964-66. 

960.  The  Profile.  In  designing  the  vertical  cross  section  of  a 
gravity  dam  to  resist  still  water,  it  is  necessary  to  fulfill  three  con- 
ditions: (1)  to  prevent  sliding  forward,  equation  6,  page  461,  must  be 
satisfied;  (2)  to  resist  overturning,  equation  10,  page  466,  must 
be  satisfied;  and  (3)  to  resist  crushing,  equation  22,  page  473,  must 
give  safe  maximum  pressures  when  the  reservoir  is  full  and  also  when 
it  is  empty,  and  must  also  give  a  positive  minimum  pressure  (i.e., 
must  not  give  tension)  when  the  reservoir  is  either  full  or  empty. 
Limiting  equation  22  to  positive  values  is  equivalent  to  keeping  d 
less  than  J  /,  or  equivalent  to  saying  that  the  center  of  pressure  shall 
always  lie  within  the  middle  third  of  any  horizontal  joint.  As  the 
three  equations  of  conditions  really  involve  only  three  variables, 
viz.:  hj  biy  and  6', — the  height  of  the  dam  and  the  batter  of  the  two 
faces, — ^they  can  be  satisfied  exactly.  However,  as  there  is  little  or 
no  danger  of  a  dam's  failing  by  sliding,  provided  it  is  safe  against 
overturning  and  crushing,  there  are  practically  only  two  conditions 
to  be  fulfilled.  Further,  in  a  dam  of  the  pure  gravity  type  (the  form 
here  under  consideration),  there  is  no  reason  why  the  up-stream 
face  may  not  be  exactly  vertical;  and  hence  there  are  really  only 
two  variables — h  and  b^. 

To  design  a  dam  it  is  necessary  to  satisfy  the  equation  of  con- 
dition for  successive  comparatively  thin  horizontal  layers,  and  use 
the  dimensions  of  each  elementary  layer  in  finding  the  dimensions 
of  the  next  lower  one.  The  equations  of  condition  may  be  satisfied 
either  (1)  by  direct  computation  or  (2)  by  trial. 

1.  The  direct  computation  may  be  made  either  algebraically 
or  graphically.  To  make  a  solution  by  the  first  method,  state  the 
condition  for  stability  against  overturning  (equation  10,  page  466) 
in  terms  of  the  length  of  the  joint  (/),  the  thickness  on  top  (ty,  the 
height  of  the  dam  (h  -{-  q)y  the  depth  of  the  water  (A),  the  batter  of 
the  up-stream  and  down-stream  faces  (b'  and  ftp  respectively),  the 

*  Schuyler's  Rewrvoire  for  Irrigation,  Water  Power,  and  Domestic  Supply,  p.  119. 
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weight  of  a  cubic  unit  of  water,  and  the  weight  of  a  cubic  unit  of 
masonry;  and  solve  for  I.  Then  test  the  joint  by  equation  22, 
page  473.  This  method  involves  the  solution  of  a  quadratic  of 
considerable  complexity. 

To  solve  the  problem  graphically,  draw  the  section  and  determine 
the  position  of  the  center  of  pressure  as  in  Fig.  98  or  99,  page  460; 
and  then  apply  equation  22. 

One  or  the  other  of  the  above  processes  is  to  be  repeated  suc- 
cessively for  each  of  the  several  layers  beginning  at  the  top. 

2.  To  satisfy  the  conditions  by  trial,  proceed  as  follows:  The 
width  at  the  top  being  known,  assume  dimensions  for  the  first  ele- 
mentary  horizontal  layer,  and  test  its  stability  by  equations  10 
(page  466)  and  22  (page  473),  the  latter  with  and  without  the  water 
pressure  acting  against  the  dam.  If  the  first  dimensions  do  not 
give  results  in  accordance  with  the  limiting  conditions,  other  dimen- 
sions must  be  assumed  and  the  computations  \ye  repeated.  A  third 
approximation  will  rarely  be  needed. 

961.  The  second  method  of  satisfying  the  equations  of  condition 
is  the  one  employed  in  the  design  of  the  New  Croton  Dam  (§  964); 
but  later  the  equations  for  the  first  method  of  solution  were  worked 
out,  and  employed  in  checking  the  previously  determined  dimensions. 

962.  It  is  not  necessary  to  attempt  to  satisfy  these  equations 
precisely,  since  there  are  a  number  of  unknown  and  unknowable 
factors,  as  the  weight  of  the  stone,  the  quality  of  the  mortar,  the 
character  of  the  foundation,  the  quality  of  the  masonrj^  the  hydro- 
static pressure  under  the  mass,  the  amount  of  elastic  yielding, 
the  force  of  the  waves  and  of  the  ice,  etc.,  which  have  more  to  do 
with  the  ultimate  stability  of  a  dam  than  the  mathematically  exact 
profile.  It  is  therefore  sufficient  to  assume  a  trial  profile,  being 
guided  in  this  by  the  cross  sections  of  existing  dams  (§  963-67)  and 
by  the  principle  stated  in  the  next  paragraph,  and  test  it  at  a  few 
points  by  applying  the  preceding  equations;  a  few  modifications 
to  satisfy  more  nearly  the  mathematical  conditions  or  to  simplify 
the  profile  is  as  far  as  it  is  wise  to  carry  the  theoretical  determination. 

Prof.  Wm.  Cain  has  shown*  that  the  equations  of  conditions  are 
nearly  satisfied  by  a  cross  section  composed  of  two  trapezoids,  the 
lower  and  larger  of  which  is  the  lower  part  of  a  triangle  having  its 
base  on  the  foundation  of  the  dam  and  its  apex  at  the  surface  of  the 
water,  and  the  upper  trapezoid  having  for  its  top  the  predetermined 
width  of  the  dam  on  top,  and  for  its  sides  nearly  vertical  lines  which 
intersect  the  sides  of  the  lower  trapezoid.  The  width  of  the  dam 
at  the  bottom  is  obtained  by  appl3ring  the  equations  of  condition  as 
above.    The  relative  batter  of  the  up-stream  and  down-atieam 

*  Engineering  Newe,  voL  six,  m  Bl^  *■ 
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faces  depends  upon  the  relative  factors  of  safety  for  crushing  and 
overturning.  The  above  section  gives  a  factor  of  safety  which 
increases  from  bottom  to  top — an  important  feature. 

963.  EzampleB.  The  following  descriptions  give  the  principal 
dimensions  of  the  profiles  of  a  few  of  the  highest  gravity  masonry 
dams  in  the  world  at  the  present  time  (1909). 

964.  New  Croton  Dam.  This  dam  was  built,  in  1892-1907, 
about  30  miles  north  of  New  York  City,  to  store  water  for  that  munici- 
pality. Fig.  102  shows  the  profile  of  the  maximum  section  and 
also  some  of  the  data  concerning  its  stability.     The  height  from  the 

lowest  point  of  the  foun- 
dation to  the  top  of  the 
parapet  is  297  ft.,  and 
the  depth  of  the  water 
impounded  is  S7  ft.  The 
profile  is  substantially 
that  designed  frfr  a  dam 
proposed  in  1S88  for  a  site 
about  1  mile  further  down- 
stream, known  as  the 
Quaker  Bridge  Dam,  which 
was  not  built.  Fig.  102 
shows  that  the  line  of  re- 
sistance (the  line  joining 
the  centers  of  pressure  of 
the  several  joints)  always 
lies  within  the  middle 
third  of  the  length  of  any 
imaginary  horizontal  joint. 
The  nominal  factor  of 
safety  for  shding  and  the 
true   factor  of  safety  for 

„     ,„     „  «      ,-  T^  overturning  when  the  re- 

Fm.  102. — PaontBor  New  Choton  Dam.  .     .     ^.i  t 

servoir  is  full  are  given  for 
a  few  points;  Mid  also  the  maximum  unit  pressure  at  the  toe  when  the 
reservoir  is  full  anJ  at  the  heel  when  the  reservoir  is  empty  are 
shown.  The  minimum  coefficient  of  friction  required  to  prevent 
sliding  is  0.597  at  a  section  121  ft.  above  the  base  of  the  dam. 

The  main  dam  is  straight  in  plan  and  about  600  ft.  long.  It 
impounds  water  150  ft.  deep.  For  a  detailed  description,  see  Reports 
of  the  New  Croton  Aqueduct  from  1895-1907,  pages  90-102;  or 
Wegmann's  Design  and  Construction  of  Dams,  pages  162-84. 

966.  U.  S.  Redamalion  Sen-ice  Dams.  The  United  Statea 
Government,  through  its  Reclamation  Service,  a  branch  of  the  U-  S. 
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Geological  Survey,  now  (1909)  has  in  progress  three  notable  masonry 
dams, — the  Roosevelt,  the  Shoshone,  and  the  Pathfinder. 

The  Roosevelt  Dam  is  situated  in  the  canyon  of  Salt  River,  just 
below  the  mouth  of  Tonto  Creek,  about  70  miles  above  Phoenix, 
Arizona,  and  is  to  store  livater  for  irrigation.  Fig.  103  shows  the 
profile  of  the  maximum  vertical  cross  section.  Notice  that  the 
profile  is  quite  similar  to  that 
of  the  New  Croton  Dam.    The  /m.^/o* 

height  of  the  spillway  above 
mean  low  water  is  220  ft.,  the 
height  of  the  roadway  above 
the  general  foundation  level 
is  260  ft.;  and  the  top  of  the 
parapet  is  284  ft.  above  the 
lowest  point  of  the  founda- 
tion. The  length  of  the  crest 
is  780  ft.  In  plan  the  dam 
is  curved  to  a  radius  of  400  ft. 
The  roadway  is  16  ft.  in  the 
clear. 

The  Shoshone  Dam  is  an 
irrigation  dam  situated  on  the 
Shoshone  River  in  Wyoming. 
It  has  a  maximum  height  of 
305  ft.  above  the  foundation, 
and  a  flow  line  295  ft.  above 
the  foundation;  and  it  im- 
pounds water  235  ft.  deep. 
The  dam  has  a  top  width  of 
10  ft.,  and  both  sides  of  the 
profile  are  straight  lines,  the 
up-stream  face  having  a  batter 

of  0.15  to  1  and  the  down-stream  0.25  to  1.     The  dam  will  be  about 
168  ft.  long  on  top,  and  is  curved  in  plan  to  a  radius  of  150  ft. 

The  Pathfinder  Dam  is  situated  on  the  North  Platte  River  in 
Wyoming,  4  miles  below  the  mouth  of  the  Sweetwater,  and  is  to 
impound  water  for  irrigation.  The  maximum  height  above  the 
foundation  is  210  ft.,  the  flow  line  is  200  ft.  above  the  foundation,  and 
the  maximum  depth  of  water  is  195  ft.  The  length  on  top  is  160  ft., 
and  the  center  line  of  the  crest  is  curved  to  a  radius  of  150  ft. 

966.  Other  High  American  Dams.    The  Wachtisetts  Dam,  near 

CHnton,  Mass.,  built  in  1900-06  to  store  water  for  the  Metropolitan 

District  of  Boston,  is  a  straight  gravity  dam  850  ft.  long,  having  a 

flow  line  185  ft.  above  the  foundation  and  a  total  height  of  205  ft« 

31 
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The  depth  of  water  stored  is  95  ft.  The  profile  has  the  same  general 
character  as  that  of  the  New  Croton  Dam.  The  extreme  width  on 
top  is  25  ft.  9  in. 

The  Chcesman  Z)am  impounds  water  for  the  city  of  Denver,  Colorado, 
and  was  built  in  1900-04.  It  has  a  flow  line  227  ft.  above  the  foun- 
dation and  a  total  height  of  231  ft.  The  dam  is  675  ft.  long  on  top,  is 
curved  in  plan,  and  has  a  profile  of  the  type  of  the  New  Croton  Dam. 

The  Olive  Bridge  Dam,  which  forms  the  Ashokan  Reservoir  of 
the  Catskill  Water  Supply  of  New  York  City,  is  to  be  220  ft.  above 
the  foundation,  and  will  impound  water  130  ft.  deep.  The  profile  is 
of  the  same  general  forilii  as  that  of  the  New  Croton  Dam. 

967.  Foreign  Darns.  The  preceding  six  dams  are  the  largest  in 
America,  and  are  considerably  larger  than  any  other  in  the  world. 
For  a  list  of  forty-six  masonry  dams  higher  than  100  feet,  fifteen  of 
which  are  in  the  United  States,  see  Wegmann*s  Design  and  Con- 
struction of  Dams,  page  400.  The  profiles  of  many  of  the  high  ma- 
sonry dams,  particularly  the  older  ones,  are  exceedingly  extravagant. 

968.  The  Plan.  If  the  wall  is  to  be  one  side  of  a  rectangular 
reservoir,  all  the  vertical  sections  will  be  alike;  and  therefore  the 
heel,  the  toe,  and  the  crest  will  all  be  straight.  If  the  wall  is  to  be 
a  dam  across  a  narrow  valley,  the  height  of  the  masonry,  and  con- 
sequently its  thickness  at  the  bottom,  will  be  greater  at  the  center 
than  at  the  sides.  In  this  case  the  several  vertical  cross  sections 
may  be  placed  (1)  so  that  the  crest  will  be  straight,  or  (2)  so  that  the 
heel  will  be  straight  in  plan,  or  (3)  so  that  the  toe  will  be  straight  in 
plan.  Since  the  up-stream  face  of  the  theoretical  profile  is  nearly 
vertical,  there  will  be  very  little  difference  in  the  form  of  the  dam 
whether  the  several  cross  sections  are  placed  in  the  first  or  the 
second  position  as  above.  If  the  crest  is  straight,  the  heel,  in  plan, 
will  be  nearly  so;  if  the  crest  is  straight,  the  toe,  in  plan,  will  be  the 
arc  of  a  circle  such  that  the  middle  ordinate  to  a  chord  equal  to  the 
span  (length  of  the  crest)  will  be  equal  to  the  maximum  thickness  of 
the  dam;  and  if  the  toe  is  made  straight,  the  crest  will  become  a 
circle  of  the  same  radius.  This  shows  that  strictly  speaking  it  is 
impossible  to  have  a  straight  gravity  dam  across  a  valley,  since  either 
the  crest  or  toe  must  be  curved.  The  question  then  arises  as  to  the 
relative  merits  of  these  two  forms. 

969.  Straight  Grest  vs.  Straight  Toe.  1.  The  amount  of  masonry 
in  the  two  forms  is  the  same,  since  the  vertical  sections  at  all  points 
are  alike  in  both.*     2.  The  stability  of  the  two  forms,  considered 

*  If  thr  valley  acroH8  which  the  darn  is  built  has  any  considerable  longitudinal 
sl»)|M".  :is  it  iiMially  will  have,  then^  will  be  a  slight  dilTen*nce  according  to  the  relative 
p<).siti(»ii  <if  th(>  two  fomis.  If  the  two  ends  remain  at  the  name  place,  the  straight  toe 
th^Jw^)  the  dam  fartlicr  up  the  valley,  makcii  the  base  higher,  and  coiujequently  sli^tly 
decreases  the  amount  of  masonry, 
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only  as  gnivity  dams,  is  the  same,  since  the  cross  sections  at  like 
distances  from  the  center  are  the  same.  3.  The  form  with  a  curved 
crest  and  straight  toe  will  have  a  slight  advantage  due  to  its  possible 
action  as  an  arch. 

However,  it  is  not  necessary  to  discuss  further  the  relative 
advantages  of  these  two  types,  since  it  will  presently  be  shown  that 
both  the  toe  and  the  crest  of  a  gravity  dam  should  be  curved. 

970.  Gravity  vs.  Arch  Dams.  A  dam  of  the  pure  gravity  type 
is  one  in  which  the  sole  reliance  for  stability  is  the  weight  of  the 
masonry.  A  dam  of  the  pure  arch  type  is  one  relying  solely  upon  the 
arched  form  for  stability.  With  the  arched  dam,  the  pressure  of  the 
water  is  transmitted  laterally  through  the  horizontal  sections  to  the 
abutments  (side  hills).  The  thickness  of  the  masonry  is  so  small 
that  the  resultant  of  the  horizontal  pressure  of  the  water  and  th<? 
weight  of  the  masonry  passes  outside  of  the  toe;  and  hence,  con- 
sidered only  as  a  gravity  dam,  is  in  a  state  of  unstable  equilibrium. 
If  such  a  dam  fails,  it  will  probably  be  by  the  crushing  of  the  masonry 
at  the  ends  of  the  horizontal  arches.  In  the  present  state  of  our 
knowledge  concerning  the  elastic  yielding  of  masonry,  we  can  not 
determine,  with  any  considerable  degree  of  accuracy,  the  distribution 
of  the  pressure  over  the  cross  section  of  the  arch. 

If  it  were  not  for  the  incompleteness  of  our  knowledge  of  the  laws' 
governing  the  stability  of  masonry  arches,  the  arch  dam  would 
doubtless  be  the  best  type  form,  since  it  requires  less  masonry  for 
any  particular  case  than  the  pure  gravity  form.  The  best  infor- 
mation we  have  in  regard  to  the  stability  of  masonry  arches  is  derived 
from  experience.  The  largest  vertical  voussoir  arch  in  the  world  has 
a  span  of  295  feet,  and  the  longest  vertical  concrete  arch  has  a  span 
of  280  feet,  while  most  masonry  dams  have  spans  several  times  as 
long. 

The  experience  with  large  arches  is  so  limited  (see  Table  90, 
page  046),  as  to  render  it  unwise  to  make  the  stability  of  a  dam 
depend  wholly  upon  its  action  as  an  arch,  except  under  the  most 
favorable  conditions  as  to  rigid  side-hills  and  also  under  the  most 
unfavorable  conditions  as  to  cost  of  masonry. 

971.  Examples  of  Arch  Dams,  Apparently  there  are  only  three 
(lams  of  the  pure  arch  type  in  the  world — the  Zola,  the  Bear  Valley, 
and  the  Upper  Otay.  A  third  dam — the  Sweetwater — closely 
approaches  the  arch  type.  Fig.  104,  page  484,  shows  the  profiles 
of  these  four  dams,  and  also  the  position  of  the  resultant  pressure  on 
the  foundation.  The  position  of  the  resultant  shows  that  no  one 
of  the  pure  arch-type  dams  is  as  stable  as  a  gravity  dam;  and  the 
stability  of  the  Sweetwater  Dam  is  at  least  doubtful  when  considered 
only  as  a  gravity  4am.    Th^  stability  of  th^  B^at  Yailey  and  of  t|i9 
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Sweetwater  Dam  has  been  tested  practically.  Water  stood  for 
several  days  within  a  '*few  inches'*  of  the  flow  line  of  the  Bear 
Valley  Dam;  and  for  several  days  water  22  inches  deep  flowed  over 
the  crest  of  the  Sweetwater  Dam,  which  was  5.5  feet  more  than  it  was 
designed  to  carry.  In  neither  case  was  any  damage  done  by  the 
unexpectedly  high  water. 

The  Bear  Valley  Dam  was  built  in  1884  in  the  Bernardino  Moun- 
tains in  California  to  store  water  for  irrigation.  The  arch  type  was 
adopted  because  of  the  excessive  cost  of  transporting  cement  from 


Zola  Dam. 
Fig.   104. — Profiles  of  Arch  Dams. 

the  railroad  to  the  site  ($10.00  per  barrel).  The  crest  of  the 
dam  is  about  300  ft.  long,  and  is  curved  up-stream  with  a  radius 
of  335  ft. 

The  Upper  Otay  Dam  is  situated  about  20  miles  southeast  of  San 
Diego,  California.  The  length  of  the  dam  on  top  is  350  ft.,  the 
radius  being  359  ft.  The  up-stream  face  is  vertical.  The  dam  was 
completed  several  years  ago,  but  the  catchment  area  is  so  limited 
that  the  reservoir  has  never  been  fuU,  nor  will  it  likelv  ever  be  filled. 

The  Zola  Dam,  named  aft^r  the  designer — the  father  of  the  noted 
novelist, — wius  built  in  1843  to  form  a  reservoir  for  supplying  water 
to  the  city  of  Aix,  France.  The  length  on  top  is  205  ft.,  and  the 
radius  at  the  crown  is  158  ft. 

The  Sweetwater  Dam  was  constructed  about  12  miles  southeast 
of  San  Diego,  California,  in  1887-88,  to  store  wat^r  for  irrigation  and 
inuni('if)al  supply.  At  first  the  dam  had  a  height  of  60  ft.,  and  the 
profile  shown  in  Fig.  104  by  the  dotted  Hne.  The  length  on  top 
is  3S0  ft.,  and  the  radius  of  the  top  of  the  up-stream  face  222  ft. 
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972.  Curved  Gravity  Dams.  Although  it  is  not  generally  wise 
to  make  the  stability  of  a  dam  depend  entirely  upon  its  action  as  an 
arch,  a  gravity  dam  should  be  built  in  the  form  of  an  arch,  i.e.,  with 
both  crest  and  toe  curved,  and  thus  secure  some  of  the  advantages 
of  the  arch  type.  The  vertical  cross  section  should  be  so  propor- 
tioned as  to  resist  the  water  pressure  by  the  weight  of  the  masonry 
alone,  and  then  any  arch-like  action  will  give  an  additional  margin 
for  safety.  If  the  section  is  proportioned  to  resist  by  its  weight 
alone,  arch  action  can  take  place  only  by  the  elastic  yielding  of  the 
masonry  under  the  water  pressure;  but  it  is  known  that  masonry 
will  yield  somewhat,  and  that  therefore  there  will  be  some  arch  action 
in  a  curved  gravity  dam.  Since  but  little  is  known  about  the  elas- 
ticity of  stone,  brick,  and  mortar  (see  §  21),  and  almost  nothing  at 
all  about  the  elasticity  of  actual  masonry,  it  is  impossible  to  deter- 
mine accurately  the  amount  of  arch  action,  i.e.,  the  amount  of  pres- 
sure that  is  transmitted  laterally  to  the  abutments  (side-hills).* 

973.  In  addition  to  the  increased  stability  of  a  curved  gravity 
(lam  due  to  arch  action,  the  curved  form  has  another  advantage. 
The  pressure  of  the  water  on  the  back  of  the  arch  is  everywhere 
perpendicular  to  the  up-stream  face,  and  can  be  decomposed  into 
two  components — one  perpendicular  to  the  chord  (the  span)  of  the 
arch,  and  the  other  parallel  to  the  chord  of  the  arc.  The  first  com- 
ponent is  resisted  by  the  gravity  and  arch  stability  of  the  dam,  and 
the  second  throws  the  entire  up-stream  face  into  compression.  The 
aggregate  of  this  lateral  pressure  is  equal  to  the  water  pressure  on 
the  projection  of  the  up-stream  face  on  a  vertical  plane  perpendicular 
to  the  span  of  the  dam.  This  pressure  has  a  tendency  to  close  all 
vertical  cracks  and  to  consolidate  the  masonry  transversely — which 
effect  is  very  desirable,  as  the  vertical  joints  are  always  less  per^ 
fectly  filled  than  the  horizontal  ones.  This  pressure  also  prepares 
the  dam  to  act  as  an  arch  earlier  than  it  would  otherwise  do,  and 
hence  makes  available  a  larger  amount  of  stability  due  to  arch  action. 

The  compression  due  to  these  lateral  components  is  entirely 
independent  of  the  arch  action  of  the  dam,  since  the  arch  action 
would  take  place  if  the  pressure  on  the  dam  were  everywhere  per- 
pendicular to  the  chord  of  the  arc.  Further,  it  in  no  way  weakens 
the  dam,  since  considered  as  a  gravity  dam  the  effect  of  the  thrust  of 
the  water  is  to  relieve  the  pressure  on  the  back  face,  and  considered 
as  an  arch  the  maximum  pressure  occurs  at  the  sides  of  the  down- 
stream face. 

*  For  a  method  of  computing  thia  diatiik"Hoii  fpr  fh*  IQm-Wm.«  .i^  PAtbfinder 
Dams,  aee  an  articto  by  "Wtmrniu.  W*"^—  *"'* *  "▼•  ©- 

141 ;  and  for  a  fliini] 
vol.  liii,  p.  10g-> 
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The  curved  dam  is  a  little  longer  than  a  straight  one,  and  hence 
would  cost  a  little  more.  The  difference  in  length  between  a  chord 
and  its  arc  is  given,  to  a  close  degree  of  approximation,  by  the  formula 

in  which  a  =  the  length  of  the  arc,  c  =  the  length  of  the  chord, 
and  r  =  the  radius.  This  shows  that  the  increase  in  length  due  to 
the  arched  form  is  comparatively  slight.  For  example,  if  the  chord 
is  equal  to  the  radius,  the  arc  is  only  ^,  or  4  per  cent,  longer  than 
the  chord.  Furthermore,  the  additional  cost  is  less,  proportionally, 
than  the  additional  quantity  of  masonry;  for  example,  10  per  cent 
additional  masonry  will  add  less  than  10  per  cent  to  the  cost. 

974.  Finally,  a  curved  dam  can  resist  changes  of  temperature 
better  than  a  straight  dam.  The  expansion  and  contraction  of 
masonry  is  something  like  1  inch  per  100  feet  per  100°  F.  change 
of  temperature,  and  a  drop  in  the  temperature  of  the  dam  of  20° 
would  cause  a  tension  of  something  like  500  lb.  per  sq.  in.  Since 
such  a  change  might  occur — particularly  when  the  reservoir  was 
partly  empty, — and  since  no  masonry  could  stand  that  tension,  it  is 
wise  to  prevent  the  possibility  of  any  such  stress  by  building  a 
gravity  dam  convex  up-stream.  The  face  of  a  curved  gravity  dam 
is  likely  to  be  in  compression  due  to  the  overturning  effect,  and  the 
back  in  compression  due  to  the  arch  action;  that  is,  the  tendency 
of  the  overturning  moment  is  to  produce  compression  in  the  down- 
stream face,  while  the  tendency  of  the  arch  action  is  to  produce 
compression  in  the  up-stream  face.  However,  there  is  not  likely  to 
be  much  of  either  action  above  the  surface  of  the  water — the  portion 
exposed  to  the  greatest  changes  of  temperature, — but  nevertheless 
the  possibility  of  some  such  action  is  worth  a  little  additional  cost. 
The  limitations  of  space  prevent  a  discussion  of  the  matter. 

976.  There  are  forty-six  masonry  dams  in  the  world  over  100 
ft.  high;  and  of  the  forty-four  whose  plans  are  known,  two  are  of  the 
pure  arch  type,  twenty-eight  of  the  curved  gravity  type,  and  fourteen 
of  the  straight  gravity  type. 

976.  Overfall  Dams.  The  preceding  discussion  relates  to 
dams  which  arc  not  submerged.  An  overfall  or  submerged  dam 
must  resist,  in  addition  to  the  hvdrostatic  forces  that  tend  to  slide 
or  overturn  it,  the  dynamic  action  of  large  volumes  of  water  flowing 
over  it.  The  pounding  and  erosive  action  of  the  overflow  may  be 
diminished  by  giving  the  down-stream  face  such  a  curve  as  will  cause 
tho  water  to  slide  or  roll  down  it  with  the  least  disturbance. 

The  theory  of  the  best  cross  section  for  an  overfall  dam  is  not 
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Fig.  105. — Rollway  of  Atlanta  Dam. 


fully  settled;    but  Fig.  105  shows  the  cross  section  of  a  dam  near 
Atlanta,  Georgia,  which  is  representative  of  good  practice. 

977.  Solid  vs.  Hollow  Dams.  The  preceding  discussion  relates 
solely  to  a  solid  dam,  in  which  for  economy  the  cross  section  is  as 
narrow  as  consistent  with  stability,  and  the  batter  of  the  up-stream 
face  is  relatively  quite  small.  In  this  form  of  dam,  the  horizontal 
thrust  of  the  water  is  re- 
sisted chiefly  or  wholly  by 
the  weight  of  the  masonry, 
i.e.,  the  vertical  component 
of  the  water  pressure  is  an 
unimportant  factor  of  the 
stability.  Such  a  dam 
might  with  propriety  be 
called  an  upright  dam. 

Since  the  invention  of 
reinforced  concrete,  a  new 
type  of  dam  has  been  in- 
troduced, viz.:  a  hollow 
dam  having  a  very  broad 
base  and  a  relatively  great 
batter  on  the  up-stream 
face.  In  this  form,  the  vertical  component  of  the  pressure  of  the 
water  on  the  back  of  the  dam  is  an  important  factor  of  the  stabil- 
ity. Such  a  dam  could  with  propriety  be  called  an  inclined  dam, 
and  is  with  less  propriety  often  called  a  pressure  dam. 

978.  The  inclined  dam  consists  of  a  series  of  vertical  abutments 
spaced  10  to  15  feet  apart,  covered  on  the  up-stream  side  with  a 
continuous  deck.  If  the  dam  is  submerged,  there  may  or  may  not 
be  a  rollway  on  the  down-stream  side.  The  abutments  may  be 
braced  by  horizontal  struts  between  them;  and  sometimes  inter- 
mediate floors  are  laid  between  the  buttresses,  electric  machinery,  etc., 
being  placed  in  the  compartments  thus  formed.  Fig.  106  shows  the 
cross  section  of  a  hollow  reinforced-cjncrete  dam.  The  advantages 
of  this  form,  which  is  patented,  are:  (1)  being  hollow  it  requires  only, 
about  40  per  cent  as  much  concrete  as  a  solid  dam;  (2)  being  light 
it  gives  a  less  pressure  upon  the  foundation;  and  (3)  on  account 
of  the  great  slope  of  the  up-stream  face,  it  gives  a  nearly  uniform 
pressure  on  the  foundation. 

For  the  complete  analysis  of  the  stresses  in  such  a  dam^  see 
Engineering  News,  Vol.  lix,  pages  452-53. 

979.  QUALTTT  or  THE  HAflOiTBT.  It  is  a  wellHsettled  principle 
that  any  masonry  structure  which  sustains  a  vertleAl  load  should 
have  no  continuous  vmp 


•  • 


488 


Masonry  Dams. 


[Chap.  XVII. 


and  a  vertical  pressure,  and  hence  neither  the  vertical  nor  the  hori- 
zontal joints  should  be  continuous.  This  requires  that  the  masonry 
shall  be  broken  ashlar  (Fig  70,  page  280)  or  random  squared-stone 
masonry  (Fig.  71,  page  280),  or  uncoursed  rubble  (Fig.  72,  page  281). 
In  the  past,  the  last  was  generally  employed,  particularly  for  large 
dams;  but  recently  rubble  concrete  (§  580)  seems  to  be  preferred, 
since  the  latter  is  more  easily  laid  and  requires  3  to  5  per  cent  less 
cemeril.  Sometimes,  however,  one  or  both  faces  of  the  dam  are 
laid  with  cut  stone,  and  the  interior  is  filled  with  concrete  or  rubble 
concrete,  the  face  masonry  being  carried  up  ahead  of  the  concrete 


^.^\\mmw^i^<^^^^ 


Fig.  106. — Ellsworth  (Maine)  Hollow  Dam. 

to  act  as  forms.  The  joints  on  the  faces  should  be  as  thin  as  possible, 
to  diminish  the  effect  of  the  weather  on  the  mortar  and  also  the  cost 
of  repointing.  In  ordinary'  walls,  much  more  care  is  given  to  fill 
completely  the  horizontal  joints  than  the  vertical  ones;  but  in  dams 
and  reservoir  walls,  it  is  equally  important  that  the  vertical  joints 
also  shall  be  completely  filled. 

980.  BIBLIOORAPHT.  For  an  elaborate  treatise  on  dams — 
masonr>%  earth,  rock-fill,  timber,  and  steel — and  also  the  principal 
movable  dams,  see  Wegmann's  Design  and  Constru(;tion  of  Dams 
(John  Wiley  and  Sons,  New  York,  1907),  which  also  contains  an 
exhaustive  classified  bibliography  of  dams. 


CHAPTER  XVIII 
RETAINING  WALLS 

982.  Definitions.  Retaining  wall  is  a  wall  of  masonry  for 
sustaining  the  pressure  of  earth  deposited  behind  it  after  it  is  built. 
A  retaining  wall  is  sometimes  called  a  revetment  wall,  although  that 
term  ordinarily  means  a  face  or  slope  wall  (see  the  next  paragraph) . 

Face  wall  J  or  slope  wall,  is  a  species  of  retaining  wall  built  against 
the  face  of  earth  in  its  undisturbed  and  natural  position.  Obviously 
it  is  much  less  important  and  involves  less  difficulties  than  a  true 
retaining  wall. 

Buttresses  are  projections  in  the  front  of  the  wall  to  strengthen  it. 
They  are  not  often  used,  on  account  of  their  unsightliness,  except 
as  a  remedy  when  a  wall  is  seen  to  be  failing. 

Counterforts  are  projections  at  the  rear  of  the  wall  to  increase 
its  strength.  They  are  of  doubtful  economy,  and  were  much  more 
frequently  used  formerly  than  now. 

Land-ties  are  long  iron  rods  which  connect  the  face  of  the  wall 
with  a  mass  of  masonry,  a  large  iron  plate,  or  a  large  wooden  post 
bedded  in  the  earth  behind  the  wall,  to  give  additional  resistance  to 
overturning. 

Surcharge.  If  the  material  to  be  supported  slopes  up  and  back 
from  the  top  of  the  wall,  the  earth  above  the  top  is  called  the  sur- 
charge. 

983.  Retaining  walls  are  frequently  employed  in  railroad  work, 
on  canals,  about  harbors,  etc.;  and  the  principles  involved  in  their 
construction  have  more  or  less  direct  application  in  arches,  in  tunnel- 
ing and  mining,  in  timbering  of  shafts,  and  in  the  excavation  of  deep 
trenches  for  sewers,  etc.,  and  in  military  engineering. 

Art.  1.    Theory  op  Stability. 

984.  Methods  of  Failubx.  A  retaining  wall  proper  may  fail 
(1)  by  sliding  on  the  plane  of  any  horizontal  joint,  or  (2)  by  over- 
turning about  the  front  edge  of  any  horizontal  joint,  or  (3)  by 
crushing  at  the  front  edge  of  any  horizontal  section.  The  preceding 
methods  of  failure  refer  to  the  body  ol  tlie  vaU  and  iMrt  to.  the  foun* 
dation. 
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A  wall  which  is  held  at  the  top  may  fail  by  bulging  out  near  the 
center;  but  such  a  wall  is  not  rightly  called  a  retaining  wall,  and 
is  not  considered  in  this  connection.  Such  a  wall  acts  as  a  masonry 
beam,  and  not  by  its  weight  as  a  true  retaining  wall. 

986.  DiTFlOTiLTiBB  OF  THE  PROBLEM.  In  the  discussion  of  the 
stability  of  dams,  it  was  shown  that  in  order  to  determine  the  effect 
of  the  thrust  of  the  water  against  the  wall,  it  is  necessary  to  know 
(1)  the  amount  of  the  pressure,  (2)  its  point  of  application,  and  (3) 
the  direction  of  its  line  of  action.  Similarly,  to  determine  the  effect 
of  the  thrust  of  a  bank  of  earth  against  a  wall,  it  is  necessary  to 
know  (1)  the  amount  of  the  pressure,  (2)  its  point  of  application, 
and  (3)  its  line  of  action. 

In  the  present  state  of  our  knowledge  but  little  is  known  con- 
cerning the  amount,  the  point  of  application,  or  the  line  of  action  of 
the  lateral  pressure  of  earth  against  a  retaining  wall.     The  difficulties 
in  the  matter  may  be  briefly  explained  as  follows:  AC,  Fig.  107,  rep- 
resents the  back  of  a  retaining  wall,  and 
AD  the  surface  of  the  ground.      The  earth 
has  a  tendency  to  break  away  and  come 
down  some  line,  as  CD.    The  force  tend- 
ing to  bring  the  earth  down  is  its  weight; 
and  the  forces  tending  to  keep  it  from 
coming  down  are    the   friction  and  the 
cohesion  along  the  line  CD,  and  the  re- 
sistance of  the  wnli.     The  pressure  against 
the  wall  depends  upon  the  form  of  the 
Fia  107  ''"^  ^^'      ^^  *'^®   constants  of   weight, 

friction,  and  cohesion  of  any  particular 
ground  were  known,  possibly  the  form  of  CD,  and  also  the  amount, 
point  of  application,  and  line  of  action  of  the  thrust  on  the  wall 
could  be  determined;  but  at  present  there  are  no  adequate  experi- 
mental data  on  this  subject. 

Notwithstaniiing  the  fact  that  since  the  earliest  ages  constructors 
have  known  by  practical  experience  that  a  mass  of  earthwork  will 
exort  a  severe  lateral  pressure  upon  a  wall  or  other  retaining  structure, 
there  is  probably  no  other  subject  connected  with  the  constructor's 
art  in  which  there  exists  the  same  lack  of  exact  experimental  data. 
On  the  other  hand,  there  is  almost  no  other  phase  of  construction 
in  which  there  is  proportionally  an  equal  amount  of  theoretical 
riiiidiematiial  investigation.  Apparently,  each  new  investigator 
liiiH  NTogniiicd  the  inadequacy  of  former  theories,  and  has  sought  to 
[iri-»(-iit  11  new  one  with  the  hope  that  it  might  be  more  satisfactory. 
i>t  iiinrsp,  mathematical  investigations  unsupported  by  experiments 
iMT\jH'ri('nce  are  a  verj'  uncertain  guide. 
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986.  Thbobus  or  Lateral  fbxbsuki  or  Kabth,  The  numerous 
theories  of  the  lateral  pressure  of  earth  may  be  divided  into  two 
classes,  viz.: 

1.  The  first  class  consists  of  those  theories  that  assume  that 
when  a  retaining  wall  fails,  a  prism  of  earth  severs  its  connection 
from  the  bank  and  slides  on  a  plane  surface  called  the  plane  of  rup- 
ture The  first  theory  of  this  class  was  proposed  by  Coulomb  in 
1773;  and  it  has  since  been  elaborated  by  Poncelet  (1840)  and 
Scheffler  (1857),  and  ingenious  graphical  solutions  have  l>een  pro- 
posed by  Mohr  and  von  Ott.  This  theory  is  frequently  used;  and 
is  usually  called  Coulomb's  theorj',  but  sometimes  the  "theory  of 
the  prism  of  maximum  pressure." 

2.  The  theories  of  the  second  class  are  founded  upon  what  is 
called  the  principle  of  conjugate  pressures,  whereby  the  differential 
equations  representing  the  equilibrium  of  a  particle  in  the  interior 
of  the  supported  earth  are  first  established,  and  then  by  integration 
the  total  resultant  earth  pressure  is  deduced.  This  theory  was 
proposes!  by  Rankine  in  1858,  and  has  since  been  elalxtrated  by 
I^vy,  Winkler,  Mohr,  and  Weyrauch  (1878) ;  and  ingenious  graphical 
solutions  have  been  proposed  by  Culmann,  Greene,  SchefRer,  von 
Ott,  and  Winkler.  This  theory  is  usually  called  Rankine's,  but  some- 
times "the  theory  of  conjugate  stresses," 

987.  The  several  theories  of  the  lateral  pressure  of  earth  will  be 
considered  under  three  heads,  viz.:  (1)  theories  for  the  amount  of 
the   pressure;    (2)   theories   for   the 

direction  of   the   pressure;    and  (3) 
theories  for  its  point  of  application. 

968.  Theories  lor  the  Amount  of  tb« 
Lateral  PresBore.  Although  it  is  fre- 
quently claimed  that  the  two  classes  of 
theories  are  essentially  different  in 
their  fundamental  assumptions,  and 
although  the  mathematical  processes 
employed  in  the  two  cases  are  entirely 
different ,  the  formulas  for  both  classes 
of  theorie.'jare  only  special  cases  of  a 
single  general  equation,  as  will  now 
\ie  shown.  Fm.  108. 

In  Fig.  lOS,  AB  is  the  back  of  a 
wall  which  makes  an  angle  0  with  the  horizontal;  BC  is  the  natural 
slope,   which   makes  an  angle  ^  with  the  horiiontal;   BM  is  the 
plane  of  rupture,  which  m^es  an  unknown  an^  x  -mith  the  hori- 
zontal; 0  is  any  point  in  the  8upport«(^ 
prism  ABM;  OL  ia  iv 
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to  BM,  The  force  W  is  resolved  into  two  components  P  and  R, 
the  former  making  an  unknown  angle  z  with  the  normal  to  the 
back  of  the  wall  and  the  latter  an  angle  ^  with  the  normal  to  the 
plane  of  rupture. 

h  =  the  vertical  height  of  the  wall ; 

E  =  the  pressure  of  the  earth  against  the  back  of  the  wall,  the 
angle  between  E  and  the  normal  to  the  back  of  the  wall 
being  z; 
w  =  the  weight  of  a  cubic  unit  of  the  earth ; 
W  —  the  weight  of  the  earth  prism,  per  unit  of  length  of  the 

wall,  causing  the  maximum  lateral  pressure; 
0  =  the  angle  between  the  back  of  the  wall  and  the  horizontal; 
(f)  =  the  angle  of  repose  of  earth,  i.e.,  the  angle  between  the 

natural  slope  and  the  horizontal ; 
X  =  the  unknown  angle  between  the  plane  of  rupture  and  the 

horizontal ; 
z  =  the  unknown  angle  between  the  resultant  earth  pressure 
and  the  normal  to  the  back  of  the  >vall; 
It  is  assumed  that  the  earth  prism  ABM,  Fig.  108,  is  in  equilib- 
rium under  the  action  of  three  forces:    (1)  the  weight  of  the  mass: 
(2)  the  resultant  reaction  of  the  wall,  which  is  equal  and  opposite  to 
E;   and  (3)  the  resultant  reaction  of  the  plane  BM,  which  is  equal 
and  opposite  to  R.     Under  these  assumptions, 

^^    sinWRO ^^ 

W  =  w  (area  ABM)  =  \  iv,  AB  sin  ABM.  BM 

"~  817}?  0  sin  (x  —  d) 

The  angle  WOR  =  x  -  ^,  and  the  angle  WRO  =  e  +  z-x-h<}>. 
Substituting  these  values  in  equation  1  gives 

nn  (6  -  d)  sin  (0-  x)  sin  (x  -  <t>) 
^  sttr  0  sin  {x  -  d)  stn  {$  +  z  —  x  -\-  <l))  ^  ^ 

To  find  the  greatest  thrust  of  the  earth  against  the  wall,  differ- 
entiate equation  2  with  reference  to  E  and  x,  and  find  the  maximum 
value  of  E.  To  differentiate  equation  2,  all  of  the  terms  containing 
X  must  first  ])e  reduced  to  the  form  cot  (0  —  x).  This  transforma- 
tion and  the  subsequent  differentiation  and  reduction  are  too  long 
to  be  presented  here.     The  maximum  value  of  E  is 

„       ^  t^  fe'  sin  (6  -  <l>) 

sin^  $  sin(0  +  z)(l  + 


\(l  ^     I  sin  {(f)  -d)  sin  (<j>  -f  z)y 
V         \sin  {0  -i)  ffin  {B-^z)/ 
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989.  t>iuation  3  is  a  general  formula  for  the  maximum  lateral 
pressure  of  earth  against  a  retaining  wall  in  terms  of  2,  the  unknown 
angle  between  the  resultant  earth  pressure  and  the  normal  to  the 
hack  of  the  wall.*  Obviously  equation  3  is  limited  to  values  of 
d  not  greater  than  ^,  and  to  values  of  6  greater  than  ^.  The  angle 
o  may  be  either  plus  or  minus;  and  6  may  be  more  or  less  than  90°. 
A  trial  will  show  that  E  increases  with  both  0  (the  angle  of  the  back 
of  the  wall  with  the  horizontal)  and  d  (the  angle  of  the  surcharge). 

For  an  investigation  as  to  the  reliability  of  theoretical  formulas, 
see  §  998-1013. 

990.  Coulomb's  Formula.  If  w^e  assume  (1)  that  the  earth 
surface  is  horizontal,  i.e.,  that  d  =  Oy  (2)  that  the  back  of  the  wall 
is  vertical,  i.e.,  that  0  =  90°,  and  (3)  that  the  resultant  earth  pres- 
sure is  normal  to  the  back  of  the  wall,  i.e.,  that  2  =  ^,  then  equa- 
tion 3  becomes 

E  ^  \wh^  tan^  (45°  -  \<f>) (4) 

which  is  the  well-known  expression  first  deduced  by  Coulomb  in  1773. 

991.  Rankine's  Formulas.  If  we  assume  that  the  resultant  earth 
pressure  makes  an  angle  with  the  normal  to  the  back  of  the  wall 
equal  to  the  angle  of  repose  of  earth  on  earth,  that  is,  if  we  assume 
that  the  angle  of  friction  between  the  earth  and  the  back  of  the  wall 
is  the  same  as  that  of  earth  on  earth,  then  2  =  ^,  and  equation  3 
becomes 

^^ iwh^jin'iO  -<f>) ^^^ 

\         \sin(e  -  (i)sin{ei-<j>)J 

which  is  Rankine's  formula  for  the  pressure  against  a  wall  having 
an  inclined  back. 

If  we  assume  further  that  the  back  of  the  wall  is  vertical,  and 
also  that  the  line  of  action  of  the  resultant  lateral  pressure  of  the 
earth  is  parallel  to  the  surface  of  the  earth,  then  0=  90°  and  z  = 
90°  -h  d  —  6,  and  equation  3  becomes 

E  = iwh^cos'<f>^  _     _     _  ^gj 


COS 


<5  f  1  -f.     I -^^'n  (<^ -f  ^)  ^in  ( ^  -  r?)  y 


which  is  Rankine's  general  formula  for  the  pressure  against  a  vertical 
wall  carrying  a  surcharge  at  an  angle  d. 
If  o  =  <^,  as  is  usually  assumed,  then 

E  =  iwh*  cos  <f> (7) 

'*'  Apparently  this  formula  was  first  deduced  by  Prof.  Mannfiftld  Merriman — 
sec  page  35  of  his  Retaining  Walls  and  Maaoniy  D»aW|  John  Wik^r  wod  Bona,  New 
York,   1892. 
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which  is  Rankine's  formula  for  a  surcharge  at  the  angle  of  repose. 
Compare  equations  4  and  7,  both  being  for  the  same  condition. 

992.  WeyrauMs  Formula,  If  it  be  assumed  that  the  earth 
pressure  is  normal  to  the  back  of  the  wall,  then  z  =  0,  and  equation 
3  becomes 

sin' 6  (l  +     I  ^^  (^  •"^)   ^^    ^V 
V        y  sin  (e—d)    sin     0^ 

which  is  one  of  the  formulas  proposed  by  Wey ranch  in  1878. 

993.  PonceleVs  Formula,  If  it  be  assumed  that  z  ^  <f>,  d  =  0, 
and  0  =  90°,  then  equation  3  becomes 

E  ^ iwJ^^_os^_  (Q) 

2  (1  +  'v/2  8m<l>y ^  ^ 

which  is  the  expression  deduced  by  Poncelet  in  1840. 

994.  Theories  for  the  Point  of  Application  of  the  Pressure.     In  ail 

theories,  the  amount  of  the  lateral  pressure  is  given  by  equation  3, 
page  492,  or  by  an  equation  easily  derived  therefrom;  and  since 
by  that  formula  the  pressure  varies  as  A',  i.e.,  as  the  square  of  the 
vertical  height  of  the  wall,  it  is  always  assumed  in  theoretical  in- 
vestigations that  the  lateral  pressure  of  earth  follows  the  law  of  liquid 
pressure  and  that  therefore  the  point  of  application  is  J  A  from  the 
bottom  of  the  wall.  For  a  comparison  between  theory  and  ex- 
periment on  this  point,  see  §  1001-8. 

996.  Theories  for  the  Direction  of  the  Pressure.  Equation  3, 
page  492,  gives  the  maximum  lateral  pressure  in  terms  of  z,  the  un- 
known angle  l)etween  the  resultant  pressure  and  the  normal  to  the 
back  of  the  wall.  The  real  value  of  z  can  not  be  determined  theo- 
retically; and  hence  different  investigators  have  assumed  different 
values  for  this  angle. 

It  seems  reasonable  to  assume  that  the  true  value  of  z  must  lie 
Ixitween  0°  and  the  angle  of  friction  of  the  earth  against  the  back  of 
the  wall;  but  the  angle  of  friction  against  the  rough  back  of  a  stone- 
l)lo('k  wall  is  not  known,  and  hence  it  is  usual  to  assume  values  of 
z  between  0  and  cj).  For  a  level  bank  of  earth,  the  value  of  E  is 
less  ior  z  =  0  than  for  2  =  ^ ;  but  for  large  values  of  d,  E  is  larger 
for  z  =  (j)  than  for  z  =  0. 

Usually  the  advocates  of  the  theory  of  the  prism  of  maximum 
thrust  have  assumed  that  the  resultant  pressure  is  normal  to  the 
wall,  i.e.,  that  z  in  equation  3  is  equal  to  zero  ;  and  usually  those  who 
use  the  principle  of  conjugate  pressures  have  assumed  that  the 
resultant  pressure  is  parallel  to  the  surface  of  the  supported  earth, 
i.e.,  that  z  in  equation  3  is  equal  to  90°  —  tf  4-  ^. 
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996.  Angle  of  Repose.  To  apply  any  of  the  preceding  formulas 
for  the  lateral  thrust  of  earth,  it  is  necessary  to  know  (f),  the  angle 
of  repose  of  the  earth.  This  angle  may  be  determined  as  follows: 
Thoroughly  pulverize  a  mass  of  earth  so  as  to  destroy  all  cohesion 
between  its  particles;  and  then  slowly  pour  it  vertically  upon  a 
horizontal  surface,  thus  forming  a  cone.  The  angle  of  the  sides  of 
this  cone  with  the  horizontal  is  <l>,  the  angle  of  repose  or  the  angle 
of  natural  slope.  The  particles  of  earth  on  such  a  slope  are  held  in 
equilibrium  by  the  force  of  gravity  and  by  friction. 

Table  75  gives  rough  average  values  of  the  angle  of  repose 
and  also  of  the  weight  of  various  kinds  of  earth.  Slight  varia- 
tions in  the  amount  of  moisture  make  great  differences  in  the 
value  of  the  angle  of  repose  and  of  the  weight.  The  results  in  Table 
75  are  about  those  usually  given  in  discussions  of  the  theory  of  the 
stability  of  retaining  walls;  but  it  will  presently  be  shown  that  any 
such  results  are  not  of  much  value. 


TABLE  75. 
Angle  of  Repose,  Coefficient  of  Friction,  and  Weight  of  Earth. 


Kind  or  Earth. 


Alluvium 

Clay,  dry 

Clay,  damp 

Clay,  wet 

Gravel,  coarse 

Gravel,  graded  sizes 

Loam,  dry 

Loam,  moist 

Loam,  saturated . . . . 

Sand,  dry 

Sand,  moist 

Sand,  saturated  . . . . 


Angle  of  Repose. 


18*» 
26* 

15** 

40«» 
40** 

35*» 
40*» 
30° 


Slope. 


3to  1 

2to  1 

1  to  1 

3.2  to  1 

1.7  to  1 
1.2to  1 

1.2to  1 

1  to  1 

1.7  to  1 

1.4  to  1 
1.2to  1 
1.7  to  1 


Coefficient 

OF  Friction, 

Tan  *. 


0.32 

0.50 
1.00 
0.31 

0.58 
0.84 

0.84 
1.00 
0.58 

0.70 
0.84 
0.58 


Weight, 
Lb.  per 
Cu.  Ft. 


90 

110 
120 
130 

110 
120 

80 

90 

110 

100 
110 
120 


997.  OoEFPioiBNT  or  Cohesion.  The  term  cohesion  will  be 
employed  for  the  force  uniting  the  particles  of  the  earth,  whether  that 
force  be  adhesion  or  true  cohesion.  Friction  resists  the  separation 
of  surfaces  only  when  motion  is  attempted  parallel  to  the  surface 
of  contact,  while  cohesion  resists  motion  in  any  direction.  Cohesion 
is  proportional  to  the  area  of  contact,  depends  upon  the  nature  of 
the  materials,  and  ia  independent  of  the  nonnal  pressure. 
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The  coefficient  of  cohesion,  i.e..  a  measure  of  the  cohesion  of 
earth,  may  l>e  obtaine<l  as  follows:  IMg  a  number  of  trenches  of 
different  depths  with  vertical  sides,  and  lengths  several  times  their 
widths.  Kxamine  the  trenches  from  time  to  time,  and  after  several 
days  it  will  be  obsen'ed  that  all  over  a  certain  depth  will  have  caved 
aloni;  a  line  something  like  CD,  Fig.  109.  Measure  the  distance 
EC,  being  careful  to  choose  a  trench  in  which  C  is  at  least  some 
little  distance  above  the  bottom  of  the  trench.  If  A  ^  EC.  u-  ^  the 
weight  of  a  cubic  unit  of  the  earth,  ^  =  the  angle  of  repose,  and 
C  =  the  coefficient  of  cohesion,  then* 

c-'"''-""'' 

A  COS  ^  ' 

If  ic  =  100  lb.  per  cu.  ft.,  and  ?•  =  30°,  then  C  =  14.4  A,   which 
shows  that  in  ordinary  soil  cohesion  is  equal  to  14.4  lb.  per  sq.  ft, 
per  linear  foot  of  vertical  rupturing  depth.     This  value  of  the  co- 
efficient of  cohesion  is  for  earth  under  comparatively  light  com- 
pression;  but  experiment  and   experience  show   that   compression 
increases   the  cohesion,   and   therefore  the 
value  of  C  deduced  as  above  is  too  small  for 
any  practical  retaining  wall. 

Equation  lOwasdeducedon  the  assump- 
tion that  the  surface  of  rupture  is  a  plane, 
but  it  is  near  enough  correct  to  show  that 
under  ordinary  conditions  cohesion  is  great 
enough  to  affect  materially  the  formulas 
for  the  lateral  thrust  of  earth.  All  formu- 
las for  earth  pressure  assume  that  the 
Pig   j^jg  material    to    be    supported    is    clean,    dry 

sand^a  material  that  is  seldom,  or  never, 
found  in  practice, — and  as  all  other  soils  possess  considerable  cohe- 
sion, all  formulas  for  earth  pressure  mu.'*t  be  regarded  as  approxi- 
mate   owinfi  to  the  disregard  of  cohesion. 

998.  Reliabilitt  ot  Tbeorctioal  Formulas.  There  is  a 
great  difference  of  opinion  among  recognized  authorities  as  to  the 
reliability  nf  the  theories  of  earth  pressure.  Some  contend  that  the 
results  (ire  of  little  or  no  practical  value,  while  others  claim  that  the 
theiirips  arc  as  trustworthy  as  the  theoretical  analysis  relating  to 
any  other  branch  of  construction.  It  is  proposed  to  consider  the 
pn'ipdiug  theoretical  formulas  in  the  light  of  experience  and  ex- 

,\ll  Ihfdncs  (if  earth  pressure  are  ba.sed  upon  three  aasumptiona, 
c:u-li  of  which  has  l<ccn  seriously  questioned.     The  first  of  tlieee 
*  Mcmmsn'ii  Walla  anil  I)anu,  p.  6. 
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assumptions  is  that  the  surface  of  rupture  is  a  plane;  the  second  that 
the  point  of  application  of  the  resultant  pressure  is  at  J  of  the  height 
of  the  wall  from  the  bottom;  and  the  third  relates  to  the  angle 
l)etween  the  back  of  the  wall  and  the  resultant  pressure.  For  con- 
venience, each  of  these  assumptions  will  be  considered  separately, 
although  they  are  not  entirely  independent. 

999.  Smfac*  of  BnptiiTA  a  Plane.  All  theories  assume  that  the 
surface  of  rupture,  CD,  Fig.  107,  page  490,  is  a  plane;  or,  in  other 
words,  all  theories  assume  that  if  a  mass  of  earth  is  just  sustained  by 
a  wall,  there  ia  a  certain  plane  along  which  the  prism  of  earth  is  on 
the  point  of  sliding.  This  is  equivalent  to  assuming  that  the  soil  ia 
devoid  of  cohesion,  and  is  homogeneous  and  non-compressible. 

This  assumption  is  most  nearly  correct  in  the  case  of  dry,  clean 
sand,  and  most  in  error  with  a  tough,  tenacious  clay.  In  practice, 
sand  is  seldom  either  dry  or  clean;  and  usually  the  mat«rial  behind 
the  wall  is  not  even  approximately  pure  sand.  Therefore,  in  most 
coses  this  assumption  is  considerably  in  error.  It  is  common  ex- 
perience that  banks  of  earth  will  frequently  stand,  at  least  for  some 
time,  at  an  angle  considerably  greater  than  the  frictional  angle  of 
repose,  which  ia  proof  that  imder  ordinary  conditions  the  cohesion 
of  the  earth  is  sufficient  to  modify  materially  the  theoretical  results 
for  the  lateral  pressure. 

Further,  universal  experience  shows  that  when  a  bank  of  earth 
breaks  away,  aa  when  a  trench  caves  in  (whether  or  not  it  is  sheeted), 
or  when  a  retaining  wall  fails,  the  surface  of  rupture  is  not  a  plane, 
but  is  neariy  vertical  near  the  top,  and  has  a  decided  curvature  at 
the  bottom,  i.e.,  has  a  form  somewhat  like  the  curve  CD  in  Fig.  107, 
page  490.*  In  a  rough  way  the  line  of  fracture  on  the  surface  AD, 
Fig.  107,  is  usually  at  a  distance  back  from  the  vertical  face  equal  to 
about  half  the  height  of  the  face.  The  surface  of  rupture  is  sub- 
stantially the  same  whether  the  earth  is  in  its  natural  undisturbed 
p(wition  or  is  an  artificial  fill,  unless  the  latter  is  freshly  made  and 
composed  of  nearly  dry  material.  Of  course,  any  bank  of  earth 
will  in  time  take  a  slope  at  approximately  the  so-called  angle  of 
repose;  but  even  then  the  surface  of  repose  is  not  strictly  a  plane, 
since  at  its  upper  edge  the  surface  is  convex  upward  and  at  its  lower 
edge  is  concave  upward.  However,  this  natural  slope  is  not  due 
to  any  cleavage  plane  in  the  material,  but  to  the  action  of  rain  and 
wind,  and  perhaps  also  of  frost. 

The  preceding  shows  that  the  assumption  that  the  surface  of 
rupture  is  a  plane  is  not  in  accordance  with  ordinary  practical  con- 
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it  has  the  least  cohesion  and  most  nearly  conforms  to  the  theory; 
and  hence  the  theory  most  nearly  represents  the  most  dangerous 
condition.  But  as  the  soil  is  deposited,  the  weight  of  the  upper 
portion  and  the  rain  consolidate  the  lower  strata  and  thereby  in- 
creases the  cohesion;  and  hence,  unless  the  wall  is  built  rapidly  of 
dry  earth  during  a  dry  time,  the  assumption  that  the  surface  of  rup- 
ture is  a  plane  does  not  closely  represent  the  facts. 

1000.  All  theories  assume  that  the  coefficient  of  friction  in  the 
interior  of  the  earth  mass  is  the  same  as  on  the  exterior  slope;  or 
in  other  words,  all  theories  assume  that  the  coefficient  of  internal 
friction  is  equal  to  the  tangent  of  the  angle  of  the  natural  surface 
slope.  Experiments  show  that  the  angle  of  internal  friction  differs 
materially  from  the  angle  of  surface  slope,  and  probably  varies  some- 
what with  the  pressure.*  The  resistance  of  particles  of  earth  or 
sand  to  moving  on  an  exposed  slope  is  probably  rolling  friction  rather 
than  sliding,  while  the  resistance  involved  in  the  lateral  pressure  of 
earth  is  sliding  friction.  This  is  the  reason  why  there  is  a  difference 
between  surface  friction  and  internal  friction. 

Table  76  shows  the  values  of  the  tangent  of  the  angle  of 
internal  friction  and  also  of  the  angle  of  the  surface  of  repose  for 
identical  materials  by  the  same  observer. f  There  seems  to  be  no 
constant  relation  between  the  two  sets  of  values;  but  Table  76  shows 
that  the  angle  of  internal  friction  for  most  materials  is  considerably 
smaller  than  the  angle  of  natural  slope.  The  angle  of  internal 
friction  seems  to  depend  upon  the  size  of  the  particles  and  to  increase 
with  the  pressure  and  the  moisture;  but  additional  experiments  are 
required  to  determine  the  law  of  its  variation. 

TABLE  76. 

Comparison  of  Angles  of  Internal  Friction  and  of  Surface 

Slope. 


Rek. 

No. 


1 
2 
3 
4 
5 
6 


Kind  of  Matekiau 


Bank  sjind.  . . 

Ki{)rap 

;Sjind.r)0-I()0. 

Cinders 

Gravel.  }-inch 
Sand.  30-50.. 


Tangent  or  .\ngle  or 


Internal 
Friction. 


1 .  423 
1.097 
0 .  549 
0.474 
0 .  350 
0 .  258 


Surface 
Slope. 


45  to  0.60 
1.00 
0.85 
0.86 
0.85 
0.68 


Angle  op 


Internal 
Friction. 


55° 
48° 
29° 
25° 
19° 
14° 


Surfsoe 
Slope. 


55°-31** 

40*^ 

40*^ 
34*^ 


*  F..  P.  Goodrich,  Trans.  Amer.  Soc.  of  C.  E.  vol.  liii,  p.  296-302. 
t  E.  P.  Goodrich,  Trans.  Amer.  Soc.  of  C.  E.,  vol.  liii,  p.  301. 
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Table  77  gives  various  values  of  the  angle  of  internal  friction, 
including  those  in  Table  76.  The  angle  of  internal  friction  (Table 
77)  rather  than  the  angle  of   repose  (Table  75)  should  be  used  in 

formulas  for  the  lateral  pressure  of  earth. 

TABLE  77. 

COEKKICIENT  OF   INTERNAL   FrICTION.* 


Rtr. 

Sim  OF  Ma-ixbiau 

ANOt*    OP 

CORBES; 

""»';": 

A«rie. 

gJopo. 

1 

Ccfll.  shingle,  halUat,  etc 

1.423 
1.423 

1.097 
1.007 
0.80.^ 
O.S9.i 
0-750 
0-750 
0.750 
0-M9 
0.M9 
0  474 
0.474 
0-474 
0.350 
0.350 
0.2.S8 
0.179 

64° 
54" 

48" 
48° 

ir 

42° 
37° 
37° 
37° 
29° 
29° 
26° 
26° 
25° 
19° 
19° 
14° 
10° 

0.7  tol 
0,7tol 
11.9  tol 

n.stoi 

1,1  tol 
1 . 1  to  1 
1.3tol 
1.3tol 
1.3  to  I 

1.8  tol 
l.Stol 
2.1  to  1 
2.1  tol 
2.1  tol 

2.9  tol 
2.9  tol 
3,9  tol 
1.6  to  1 

B.  Baker 

B   Baker 

c^len" ::.::: .::".::" 

18 

Sand,  aO-.'W 

Goodrich 

1001.  Point  of  Application.  AD  theories  assume  that  the  point 
of  application  is  J  of  the  height  of  the  wall  from  the  base.  The 
only  argument  advanced  in  support  of  this  view  is  the  following: 
The  formula  for  the  total  pressure  shows  the  pressure  to  vary  as  the 
square  of  the  height,  which  is  the  same  as  liquid  pressure;  and, 
therefore,  the  point  of  application  must  be  at  the  same  point  as  for 
liquid  pressure,  i.e.,  at  J  of  the  height  above  the  base.  But  it  has 
not  been  proved  beyond  question  that  the  pressure  varies  as  the 
square  of  the  height,  and  hence  it  can  not  be  concluded  that  the 
point  of  application  is  certainly  at  J  of  the  height. 

In  deducing  the  formula  for  the  amount  of  the  pressure,  it  was 
assumed  that  the  prism  of  earth  between  the  plane  of  rupture  and 
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on  the  back  of  the  wall  is  uniformly  distributed,  and  that  the  resultant 
is  applied  at  the  center  of  the  height. 

Since  earth  is  neither  a  liquid  nor  a  solid,  it  is  probable  that  neither 
of  the  above  assumptions  is  correct,  and  that  the  true  position  is 
somewhere  between  these  two  extremes. 

1002.  Experiments   with   Sand.     Experiments  show   that   clean 
dry  sand  under  pressure  does  not  act  even  approximately  as  a  liquid. 
For  example,  in  one  experiment*  fine,  clean,  dry  sand  under  a  pres- 
sure of  2,250  lb.  per  sq.  ft.  in  a  box  4  ft.  by  6  ft.  by  6  ft,  would  not 
flow  through  a  horizontal  hole  tapering  from  3  inches  at  the  inside 
to  2  inches  at  the  outside;   a  hole  at  30°  with  the  horizontal  would 
flow  only  about  one  third  full;   and  a  hole  at  45°  would  flow  nearly 
full.     A  vertical  hole  in  the  bottom  discharged  freely,  but  a  slight 
pressure  of  the  hand  was  sufficient  to  stop  the 
flow.     In  another  experiment  t  substantially  the 
same  resulta  were  found   under  a    pressure   of 
22i  tons  per  sq.  ft.     Since  clean  sand  did  not 
act  as  a  liquid  in  these  experiments,  it  should  not 
^  be  assumed  that  earth  supported  by  a  retaining 

^  wall  acts  as  a  liquid;  and  consequently  it  should 

I  not  be  assumed  that  the  point  of  application  of 

§  the  resultant  is  at  J  of  the  height  from  the  base. 

I  1003.  Experiments  rnlk  Grain.     All  accurate 

^  experiments   with    various    kinds  of   grain   and 

i  seeds  uniformly  show  that   neither  the  vertical 

<  nor  the  lateral  pressure  varies  direttly  with  the 

head— as  do  fluids.     Fig.   110  shows  the  curves 
for  the  lateral  and   vertical   pressures  of  wheat 
obtained  by  observations  on  a  circular  reinforced 
concrete  bin  11  ft.  3  in.  in  diameter  and  54  ft. 
0  in.  decp-t     The  pressures  were  measured  with 
'iB^pu  j«.  ji"        a  rubber  diaphragm  and  a  mercury  column.     The 
line  marked  "liquid  pressure"  shows  the  pres- 
sure of  a  liquid  having  the  same  weight  per  cubic 
foot  as  the  clean  wheat.      The  work  of  other  experimenters  shows 
that  the.-se  curves  are  typical  of  the  results  obtained  with  bins  12  to 
24  feet  in  diameter  and  CO  to  80  feet  high ;  and  hence  these  results 
may  !«  taken  us  representative  of  the  pressure  in  large  masses  of  a 
granular  material  which  is  devoid  of  cohesion. 

•  By  Lincoln  BiLsh,  Enginerring  ffnre,  vol  I,  p.  59«-99. 

t  Engineering  Xcwi,  vol.  U,  p.  62. 

J  Erckhardt  Luftt,  Engineering  fieut,  vol.  Hi.  p.  532.  Notice  that  the  cUfvea  &t 
tke  top  bend  a  Utile  to  the  left,  which  is  probably  an  error  ot  observation  (coiiipMre 
«>thF!e.  11!)  or  an  error  oF  transcription.  F%.  110  iH  certainly  in  accordance  with  the 
•opr  Inxn  which  it  w»  taken. 
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Fig.  Ill  shows  the  relation  between  the  depth  and  the  lateral 
and  vertical  pressures  for  wheat  and  also  for  clean  sharp  dry  river 
sand.*  These  results  were  obtained  from  experiments  with  a  model 
bin  12  inches  in  diamet€r  and  6  ft.  6  in.  high;  but  as  the  curves  for 
wheat  are  representative  of  the 
values  obtained  \iith  large  bins, 
it  is  probably  safe  to  assume  that 
the  curve  for.  sand  is  representa- 
tive of  the  pressure  of  sand  in 
large  masses. 

Since  all  accurate  experiments 
with  such  granular  masses  as 
wheat,  com,  peas,  flaxseed,  and 
sand  show  that  the  pressure  of 
such  materials  does  not  follow  the 
law  of  liquid  pressure,  it  is  in- 
correct to  assume  liquid  pressure 
to  determine  the  point  of  applica- 
tion  of  the  lateral  thrust  of  earth. 
Several  steel  grain  bins  designed 
according  to  the  former  theories  for 
the  pressure  of  granular  masses, 
failed  by  the  buckling  of  the  sides 
near  the  bottom,  showing  that  the 
sides  carried  a  considerable  vertical  component  of  the  weight  of  the 
grain;  and  many  wooden  bins  stand  without  any  signs  of  failure  in 
defiance  of  the  ordinary  formulas  for  the  lateral  thrust  granular 
masses. 

In  P'ig.  110  and  111  the  area  between  the  curves  for  lateral  pres- 
sure and  the  vertical  line  through  zero  is  proportional  to  the  total 
pressure,  and  the  center  of  gravity  of  the  area  gives  the  height  of  the 
point  of  application  of  the  resultant;  and  consequently,  the  more 
nearly  this  area  approaches  a  rectangle,  the  more  nearly  the  lateral 
pressure  is  uniformly  distributed  and  the  more  nearly  the  center  of 
pressure  approaches  the  center  of  the  height. 

1004.  The  most  instructive  results  of  the  experiments  with  high 
heads  of  grain  are:  (1)  the  pressure  increases  very  little  after  a  depth 
of  2^  to  3  times  the  diameter  of  the  bin  has  been  reached;  (2)  the 
lateral  pressure  is  from  0.3  to  0.6  of  the  vertical  pressure  according 
to  the  kind  of  grain,  its  moisture,  the  material  of  the  bin,  etc.;  and 
(3)  the  vertical  pressure  on  the  bottom  of  the  bin  is  greatest  near 
the  center  and  decreases  toward  the  side  of  the  bin,  where  it  is 


ac        04        06 
FlO.   111. 
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*  J.  A.  Jamieson,  Tnam,  CtmmWwn  8oi«  nf  O  « 
in  Engineering  Neym,  v6L  Bt  pt»  3^ 
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practically  equal  to  the  lateral  pressure  on  the  side  of  the  bin.  These 
results  show  that  the  only  pressure  on  the  bottom  of  the  bin  and  also 
on  the  sides  of  the  bin  near  the  bottom  is  that  due  to  a  dome-shaped 
mass  of  grain  immediately  above  the  bottom,  and  that  all  grain 
above  this  mass  is  carried  entirely  by  friction  between  the  grain  and 
the  sides  of  the  bin.  The  pressures  depend  upon  the  rise  of  this 
dome-shaped  mass,  which  varies  with  the  horizontal  dimensions  of 
the  bin,  the  kind  and  the  dryness  of  the  grain,  the  material  of  the 
bin,  etc.  When  grain  is  drawn  out  from  below  this  dome,  the  space 
is  filled  by  dropping  grains  from  the  under  side  of  the  dome,  and  as 
these  drop  others  take  their  pla^e  in  the  dome. 

The  knowledge  that  a  mass  consisting  of  comparatively  small 
and  smooth  particles  is  supported  by  arch-like  action  over  the  rela- 
tively large  space  between  the  walls  of  a  bin,  is  important  in  inter- 
preting the  results  of  experiments  on  retaining  walls  and  on  the  pres- 
sure of  grain  in  bins,  and  also  in  designing  structures  to  resist  the 
pressure  of  earth. 

1005.  Point  of  Application  Determined  Experimentally.  Several 
direct  experiments  have  been  made  to  determine,  among  other 
things,  the  point  of  appHcation  of  the  resultant  earth  thrust  against 
a  retaining  wall.  M.  Leygue,*  Mr.  George  I)arwin,t  and  M.  GobinJ 
have  made  such  experiments,  but  their  apparatus  was  upon  such  a 
small  scale  and  of  such  a  character  that  their  results  are  not  trust- 
worthy, chiefly  on  account  of  the  possible  arch  action  of  the  sand  and 
millet  seed  experimented  with.  However,  according  to  Leygue's 
experiments,  the  point  of  application  of  the  resultant  for  sand  varies 
from  0.38  h  to  0.50  h  and  for  millet  seed  from  0.382  h  to  0.450  h, 

1006.  Mr.  A.  A.  Steel^f  measured  the  pressure  against  two  boards 
12  inches  square,  due  to  earth  in  a  pit  which  at  the  bottom  was 
6  ft.  6  in.  from  front  to  rear  and  7  ft.  long,  and  at  the  top  was  7  ft. 
front  to  rear  and  9  ft.  long.  The  maximum  head  of  earth  against  the 
upper  board  wiis  12.5  ft.  The  pressures  were  measured  by  a  lever 
whose  long  arm  acted  against  a  spring  balance.  The  curves  for  the 
lateral  pressure  for  dry  loam  were  uniformly  of  the  same  general 
form  as  the  curves  in  Fig.  Ill,  page  501.  The  observed  pressures 
upon  the  upper  board  were  from  70  to  80  per  cent  greater  than  those 
upon  the  lower  board,  probably  o\vang  to  greater  arch  action  at  the 
lower  board.  The  lower  edge  of  one  board  was  0.5  ft.  and  of  the 
other  1.5  ft.  above  the  bottom  of  the  pit.  For  dry  loam  weighing  80 
lb.  per  cu.  ft.  and  having  an  angle  of  repose  of  35°  29',  the  point  of 
application  of  the  resultant  pressure  was  0.40  of  the  head  above  the 

■*  Annalcs  dc8  Ponts  et  Chau.ss<»i»».  NTov.  1885. 
t  Proc.  Inst,  of  C.  E.,  vol.  Ixxi,  p.  350. 
X  Annales  dcs  Ponts  et  Chaass^,  1883. 
^  Engineering  News,  vol.  xlii,  p.  261-63. 
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bottom;   for  the  same  earth  slightly  moist  0.39,  and  when  saturated 
0.38. 

1007.  Mr.  E.  P.  Goodrich*  by  using  a  box  3  ft.  by  3  ft.  square 
and  6  ft.  deep,  found  the  point  of  application  for  slightly  moist  bank 
sand  to  be  0.38  of  the  head,  and  by  measuring  the  deflection  of  the 
sheeting  of  a  trench  in  fine  beach  sand  0.39  and  0.40  for  two  dififerent 
days.  In  discussing  these  and  the  preceding  results,  Goodrich  says 
that  these  experiments  "tend  to  show  that  for  retaining  walls  from 
6  to  10  ft.  high,  the  resultant  should  be  considered  as  applied  at  a 
point  0.4  of  the  head  from  the  bottom;  and  with  walls  less  than 
6  ft.  high,  the  resultant  should  be  applied  still  higher;  while  with 
walls  more  than  10  ft.  high,  the  point  of  application  will  approach 
the  one  third  point." 

Another  conclusion  from  these  experiments  was  that  the  lateral 

thrust  decreased  with  time  and  with  repeated  applications  of  the  load. 

A  further  conclusion,  but  one  not  so  well  established,  was  that  in 

building  a  wall  to  restrain  quicksand  it  is  necessary  to  provide  only 

for  the  pressure  of  the  water. 

1008.  Dr.  H.  Miiller-Breslau,  Professor  in  the  Technical  High 
School,  Beriin,  in  an  elaborate  series  of  experiments  f  used  the  most 
scientific  and  most  sensitive  apparatus  yet  devised.  He  made  his 
experiments  with  sand  in  a  box  40  inches  wide  and  80  inches  long, 
having  one  end  30  inches  high  and  the  opposite  one  75  inches.  He 
measured  the  pressure  against  the  low  end,  which  was  30  inches  by 
40  inches.  The  sand  was  such  as  is  used  for  building  purposes  in 
Berlin,  and  was  sharp  and  thoroughly  dry.  The  apparatus  gave, 
simultaneously  and  with  great  accuracy  and  for  practically  an 
infinitesimal  movement,  the  horizontal  pressure  at  the  top  and  the 
bottom  of  the  pressed  surface  and  also  the  vertical  component  of 
the  pressure,  from  which  he  could  deduce  the  amount,  the  direction, 
and  the  point  of  application  of  the  resultant  pressure.  Observations 
were  made  (1)  with  the  upper  surface  of  the  sand  sloping  down  from 
the  top  of  the  "wall"  at  the  angle  of  repose  and  (2)  at  half  the  angle 
of  repose,  (3)  with  the  upper  surface  horizontal,  (4)  with  the  upper 
surface  horizontal  and  carrying  a  vertical  load  both  near  to  and  remote 
from  the  wall,  and  (5)  with  the  upper  surface  sloping  up  at  the  angle 
of  repose. 

Since  the  head  was  so  small,  i.e.,  since  the  observations  were  made 
so  near  the  origin  of  the  curves  shown  in  Fig.  110  and  111,  pages 
500  and  501,  the  results  are  not  of  much  value  as  showing  the  amount 
of  the  thrust;  but  the  experiments  give  important  information  con- 
cerning other  features  of  the  problem. 

*  Trans.  Amer.  Soc  of  C.  E.,  voL  Kii.  n.  206. 

t  Zweiter  Abflohnitty  Eiddniok  *'-  '  ^-'^mr,  Statt|put,  1908. 


504  Retaining  Walls.  [Chap.  XVIII. 

These  experiments  are  very  valuable  as  showing  the  position  of 
the  point  of  appUcation  of  the  resultant.  For  sand  sloping  down 
from  the  wall  at  the  angle  of  repose,  the  point  of  application  was 
0.313  A  from  the  bottom;  when  sloping  down  at  half  the  angle  of 
repose,  0.331^;  when  level,  0.352 /i;  when  level  and  carrying  a 
vertical  load  remote  from  the  wall,  varied  from  0.380 /i  to  0.420^; 
and  when  level  and  canyang  a  load  near  the  wall,  varied  from  0.360  h 
to  0.466  h.  In  other  ways,  the  observations  show  that  as  the  head 
increases  the  point  of  application  rises,  which  is  in  accrordance  with 
the  results  recorded  in  Fig.  110  and  111,  pages  500  and  501. 

Dr.  Miiller-Breslau  says:  "It  is  especially  important  to  notice 
that,  contrary  to  the  Rankine  theor>%  the  slope  of  the  upper  surface 
of  the  sand  has  no  effect  upon  the  direction  of  the  resultant.^' 

Another  interesting  feature  of  these  experiments  was  that  the 
angle  of  friction  of  the  sand  against  a  sheet  of  plate  glass  was  about 
three  fourths  of  the  angle  of  repose  of  the  sand,  which  shows  that  with 
a  very  smooth  back  to  the  wall,  the  resultant  makes  a  considerable 
angle  with  the  normal. 

The  experiments  also  show  that  as  an  external  load  is  succes- 
sively applied  and  removed,  the  point  of  application  rises. 

The  experiments  are  to  be  continued  with  the  view  of  deter- 
mining (1)  the  pressure  upon  oblique  walls  for  different  inclinations 
of  the  upper  surface,  (2)  the  pressure  for  different  kinds  of  soils, 
(3)  the  effect  of  repeatedly  loading  the  back  filling,  (4)  the  influence 
of  moving  loads,  and  (5)  the  effect  of  shocks. 

1009.  Direction  of  Resultant  Pressure.  The  results  by  the  dif- 
ferent theories  differ  chiefly  because  of  the  different  assumptions  as 
to  the  direction  of  the  resultant  earth  pressure. 

Rankine's  theory  assumes  that  the  pressure  is  always  parallel 
to  the  earth  slope;  but  this  does  not  seem  reasonable,  since  the 
direction  of  the  pressure  should  l)e  the  same  as  that  of  the  motion, 
which  is  parallel  to  the  plane  of  rupture  and  nearly  independent 
of  the  surface  slope.  According  to  this  theory,  a  wall  may  be  more 
stable  with  a  surcharge  than  with  a  level  top  surface,  because  of  the 
difference  in  direction  of  the  thrust.  Experiments  with  sand  (§  1008) 
and  with  grain  (§  1003-4)  show  that  the  surcharge  has  little  or  no 
effect  upon  the  lateral  pressure,  except  for  small  heads;  and  hence 
for  this  reason  Rankine's  theory  is  not  general.  MiUler-Breslau^s 
experiments  (§  1008)  with  ver^-  sensitive  apparatus  show  that  the 
slope  of  the  upper  surface  has  no  appreciable  effect  upon  the  direction 
of  the  pressure. 

By  both  Rankine's  and  Coulomb's  theory",  one  or  the  other  of 
which  is  generally  used  when  any  theory  is  employed,  when  the  back 
of  the  wail  is  vertical  and  the  upper  surface  of  the  earth  is  level,  the 
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usual  case  in  practice,  the  resultant  thrust  is  perpendicular  to  the 
back  of  the  wall,  which  seems  to  be  inconsistent  with  the  theory  of 
a  wedge  of  earth  sliding  down  the  back  of  the  wall.  Further,  ex- 
perience and  experiments  with  the  pressure  of  grain  in  bins  show 
that  the  pressure  against  the  side  of  the  bin  greatly  influences  the 
amount  of  the  resultant  pressure;  and  hence  it  is  safe  to  conclude 
that  the  friction  against  the  back  of  the  wall  is  an  important  factor 
in  the  stability  of  a  retaining  wall.  Including  the  friction  on  the 
back  of  the  wall  materially  increases  the  theoretical  stability  of 
the  wall. 

Some  authors,  in  deducing  the  formula  for  lateral  pressure,  con- 
sider the  wall  as  replacing  a  similar  mass  of  earth,  and  then  assume 
that  because  the  pressure  across  any  plane  in  a  homogeneous  mass 
of  earth  is  normal  to  that  plane,  the  resultant  pressure  will  be  normal 
to  the  back  of  a  wall.  But  whether  the  earth  is  thrown  in  loosely 
or  is  rammed  in  behind  a  retaining  wall,  the  settlement  or  the  com- 
pression causes  it  to  slide  down  the  back  of  the  wall  and  develop 
friction;  and  hence  the  state  of  stress  between  the  compressible 
earth  and  the  unyielding  wall  is  entirely  different  from  that  between 
any  two  adjacent  portions  of  the  imaginary  homogeneous  mass  of 
indefinite  extent.  Experience  uniformly  shows  that  earth,  whether 
deposited  loosely  or  rammed  behind  a  retaining  wall,  always  settles, 
and  hence  friction  against  the  back  of  the  wall  is  always  developed. 
This  friction  may  disappear  if  the  earth  shrinks  by  drying  out,  in 
which  case  it  is  probable  that  enough  cohesion  is  developed  to  render 
the  earth  self-supporting. 

1010.  Other  Objections  to  Theory.  All  of  the  theories  for  earth 
pressure  contain  logical  contradictions  or  inconsistencies.  For 
example,  all  of  them  assume  that  the  point  of  application  on  the  back 
of  the  wall  is  at  ^  h  from  the  bottom,  while  the  other  conditions  of 
the  solution  give  the  point  of  application  on  the  plane  of  rupture  at 
a  different  point,  except  for  the  special  case  of  a  vertical  wall. 

Again,  Weyrauch^s  formula,  of  which  several  others  are  special 
cases,  is  deduced  for  a  wall  leaning  away  from  the  earth  to  be  sup- 
ported, and  is  claimed  to  be  perfectly  general;  and  yet,  if  applied 
to  a  wall  leaning  toward  the  earth  to  be  supported,  it  gives  a  lateral 
thrust  which  increases  with  the  backward  inclination  of  the  wall. 

Nearly  all  of  the  theories  are  inconsistent  when  applied  to  special 
cases.  For  example,  according  to  Rankine's  theory*  for  a  vertical 
wall,  and  for  earth  standing  at  a  slope  of  1 J  to  1,  and  for  a  level  top 
surface,  E  =  0.28  (i  wh*);  and  for  a  surcharge  at  the  angle  of 
repose,  E  =  0.83  (J  w  h*).  The  last  result  is  practically  three  times 
the  first;   and  if  the  back  of  the  wall  be  considered  to  lean  away 

♦  Howe^s  Rtftp^^ —  ~  ^i*l«i.  1907. 
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from  the  earth  supported,  the  vahie  of  P  for  a  surcharge  as  above  is 
four  times  that  for  a  level  top  surface.  These  results  are  contrary 
to  reason,  to  ordinary  experience,  and  to  careful  experiments  (see 
§  1008),  which  shows  that  the  theory  is  fundamentally  wrong. 
Rankine,  who  proposed  this  theory,  said  of  it:  "For  want  of  precise 
experimental  data,  its  practical  utility  is  doubtful." 

The  preceding  examples  illustrate  that  most,  if  not  all,  theories 
are  logically  self-contradictory,  either  in  their  fundamental  assump- 
tions or  in  their  application  to  special  cases.     These  inconsistencies 

crop  out  in  one  place  in  one  theory  and  in  another 
place  in  another  theory,  which  shows  that  the 
underlying  assumptions  are  inconsistent. 

1011.   Most  of  the  theories  are  at  variance 
with  experiments  and  experience.     For  example, 
all  theories  agree  that  for  a  level  earth  surface 
and  a  wall  with  a  vertical  back,  the  pressure  of 
F      112  ^^^  earth  against  the  wall  >IC,  Fig.  112,  is  equal 

to  the  pressure  of  the  prism  ACE  sliding  down 
the  perfectly  smooth  plane,  CB,  which  bisects  the  angle  between 
the  back  of  the  wall  and  the  natural  slope,  CD;  whereas  "experi- 
ments show  that  the  lateral  pressure  of  the  prism  ACE  between 
two  boards  AC  and  CE  against  AC  is  quite  as  much  when  the  b6ard 
E('  is  at  the  slope  of  repose,  1 J  to  1,  as  when  it  is  at  half  that  angle; 
and  there  was  hardly  any  difference  whether  the  board  was  hori- 
zontal or  at  a  slope  of  J  to  1,  or  at  any  intermediate  slope."* 

Sir  Benjamin  Baker  used  Coulomb^s  formula,  equation  4,  page 
493,  to  interpret  indirect  experiments,  and  regarded  the  theoretical 
pressure  of  the  earth  as  that  of  a  liquid  having  a  weight  per  cubic 
unit  =  w  tan^  (45°  -  i  ^).  If  w;  =  100  lb.  per  cu.  ft.,  and  ^  =  34*^ 
(natural  slope  H  :  1),  then  the  theoretical  pressure  against  the  back 
of  the  wall  is  that  of  a  liquid  weighing  28  lb.  per  cu.  ft.  He  found  for 
his  different  practical  examples  that  the  pressure  producing  over- 
turning was  equal  to  that  of  a  liquid  weighing  from  7.4  to  11  lb.  per 
cu.  ft.;  and  comparing  these  with  the  corresponding  theoretical 
pi-essure,  he  found  the  factor  of  safety  to  vary  from  2.1  to  3,  and 
concluded  that  a  wall  which  by  Coulomb's  formula  was  on  the  point 
of  overturning  has  a  factor  of  safety  of  at  least  two.*  One  of  the 
author's  students  experimented  with  fine  shot,  which  appears  to 

*  Sir  Honjnmin  Baker  in  "Tlie  Actual  Lateral  Pressure  of  Earth*'  in  Proc.  Inst,  ot 
(\  K.,  vol.  Ixv.  p.  140-241,  or  Van  Nostrand's  Science  Scries,  No.  56,  or  Van  Noetrand's 
Engineering  Magazine,  vol.  xxv,  p.  333-42,  353-71,  and  492-505.  This,  is  an  inter-- 
I'NtinK  and  instructive  account  of  twenty-three  direct  or  prearranged  experiments  and 
of  thirty-two  unintentional  experiments  or  examples  occuring  in  practice  showing  the 
itetual  lateral  pressure  of  earth.  The  most  interesting  feature  is  that  the  article  showa 
hiiw  an  eminently  .successful  engineer  sought  to  interpret  and  reduce  to  rule  the 
ittupl(*N  coming  within  his  knowledge*. 
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fulfill  the  fundamental  assumptions  of  this  theory,  and  found  that 
the  observed  resistance  was  1.97  times  that  computed  by  Coulomb's 
formula.*  The  uncertainties  of  the  fundamental  assumptions  and 
the  questionableness  of  a  portion  of  the  mathematical  process  are 
sufficient  explanation  of  the  difference  between  theory  and  practice. 

1012.  GoncluBion.  It  is  generally  conceded  that  for  a  level  earth 
surface  and  a  vertical  back,  the  most  common  case,  the  ordinary 
theories  do  not  greatly  differ,  and  that  all  give  results  that  are  safe. 
Not  infrequently  a  wall  is  designed  according  to  some  one  of  the 
common  theories  without  any  factor  of  safety  on  the  assumption 
that  the  errors  in  the  theory  amount  to  a  sufficient  factor  of  safety. 
Apparently,  the  ordinary  formulas  give  a  value  for  the  lateral  pressure 
that  is  much  greater  than  the  real  pressure,  and  assume  the  point 
of  application  lower  than  it  is  in  fact,  the  error  in  the  one  case  neutral- 
izing, in  part  at  least,  that  in  the  other;  but  apparently  the  first  error 
is  so  great  that  the  net  overturning  moment  by  the  ordinary  theories 
is  two  or  three  times  greater  than  the  real  moment. 

The  ordinary  theoretical  formulas  are  of  but  little  value  in  design- 
ing retaining  walls.     The  problem  of  the  retaining  wall  is  not  one  that 
admits  of  an  exact  mathematical  solution,  since  the  conditions  can    ) 
not  be  expressed  in  algebraic  formulas.     Something  must  be  assumed    ; 
in  any  event,  and  it  is  far  more  simple  and  direct  to  assume  the 
thickness  of  the  wall  at  once  than  to  derive  the  latter  from  equa-    ' 
tions  based  upon  a  number  of  uncertain  assumptions. 

1013.  Theoretical  investigations  of  many  engineering  problems 
which  in  every-<lay  practice  need  not  be  solved  with  extreme  accu- 
racy, are  useful  in  determining  the  relations  of  the  various  elements 
involved,  and  thus  serve  as  a  guide  to  the  judgment  and  as  a  skeleton 
upon  which  to  group  the  results  of  experience;  but  the  preceding 
discussion  shows  that  the  present  theories  of  the  stability  of  retain- 
ing walls  are  not  sufficiently  exact  to  serve  even  this  purpose.  Furth- 
ermore, the  stability  of  a  retaining  wall  is  not  a  purely  mathematical 
problem.  Often  the  wall  is  designed  and  built  before  the  nature  of 
the  backing  is  known;  and  the  variation  of  the  backing,  due  to  rain, 
frost,  shock,  extraneous  loads,  etc.,  can  not  be  included  in  any 
formula. 

1014.  Empirical  Rules  for  Thiokmbss  of  Bktainino  Walls. 

Below  are  three  well-known  empirical  rules  for  the  thickness  of 
ma.sonry  retaining  walls  which  are  also  applicable  to  walls  of  plain 
concrete.  Notice  that  the  first  gives  the  lightest  wall  and  the  last 
the  heaviest. 

1016.  Fanshawe's  Bote.  "Hundreds  of  revetments  have  been 
built  by  royal  engineer  oflBoers  in  accordaaoe  with  General  Fanshawe's 
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rule  of  some  fifty  years  ago,  which  was  to  make  the  thickness  of  a 
rectangular  brick  wall,  retaining  ordinary  material,  24  per  cent  of 
the  height  for  a  batter  of  ^,  25  per  cent  for  J,  26  per  cent  for  i,  27 
per  cent  for  ^^,  28  per  cent  for  ^,  30  per  cent  for  -rf^y  and  32  per  cent 
for  a  vertical  wall.*'* 

1016.  Baker's  Rule.  Sir  Benjamin  Baker,  who  had  large  ex- 
perience in  all  kind  of  soils  in  building  9  miles  of  retaining  w^alls  of 
heights  up  to  45  ft.  and  with  34  miles  of  trenches  of  depths  down  to 
54  ft.  saysrf  *' Experience  has  shown  that  a  wall  [to  sustain  earth 
having  a  level  top  surface],  whose  thickness  is  one  fourth  of  its 
height,  and  which  batters  1  or  2  inches  per  foot  on  the  face,  possesses 
sufficient  stability  when  the  backing  and  foundation  are  both  favor- 
able. This  allows  a  factor  of  safety  of  about  two  to  cover  contin- 
gencies. It  has  also  been  proved  by  experience  that  under  no  ordinary 
conditions  of  surcharge  or  heavy  backing,  is  it  necessary  to  make  a 
retaining  wall  on  a  solid  foundation  more  than  double  the  above, 
or  one  half  of  the  height  in  thickness.  Within  these  limits  the 
engineer  must  vary  the  strength  according  to  the  conditions  affecting 
the  particular  case.  Outside  of  these  limits,  the  structure  ceases  to 
\ye  a  retaining  wall  in  the  ordinary  acceptation  of  the  term.  As  a 
result  of  his  own  experience,  the  writer  [Sir  Benjamin  Baker]  makes 
the  thickness  of  retaining  walls  in  ground  of  an  average  character 
equal  to  one  third  of  the  height  from  the  top  of  the  footings.  The 
whole  of  the  walls  on  the  District  railway  [the  Metropolitan  District 
underground  railways  of  London]  were  designed  on  this  basis,  and 
there  has  not  been  a  single  instance  of  settlement  or  overturning  or 
sliding  forward." 

1017.  Traucwine's  Rule.  TrautwineJ  recommends  that  "the 
thickness  on  the  top  of  the  footing  course  of  a  vertical  or  nearly 
vertical  wall  which  is  to  sustain  a  backing  of  sand,  gravel,  or  earth, 
level  top  surface,  when  the  backing  is  deposited  loosely  (as  when 
dumped  from  cars,  carts,  etc.),  for  railroad  practice,  should  not  be 
less  than  the  following: 

Wall  of  cut-atone,  or  of  first-class  large-ranged  rubble  in  mortar,    35  per  cent. 

"     "  good  common  scabbled  mortar-rubble,  or  brick 40  per  cent. 

"     "  well  scabbled  dry  rubble 50  per  cent. 

When  the  backing  is  somewhat  consolidated  in  horizontal  layers, 
each  of  these  thicknesses  may  l>e  reduced;  but  no  rule  can  be  given 
for  this.  Since  sand  or  gravel  has  no  cohesion,  the  full  dimensions 
as  above  should  be  used,  even  though  the  backing  be  deposited  in 

♦  Sir  Benj.  Baker,  Pn)c.  Inst,  of  C.  E.,  vol.  Ixv,  p.  184. 

t  Ibid.,  p.  183-84. 

t  Engineer's  Pocket-book,  ed.  1885,  p.  083. 
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hiyers.  A  mixture  of  sand,  or  earth  i^ith  pebbles,  paving  stones, 
Ijowlders,  etc.,  will  exert  a  greater  pressure  against  the  wall  than 
the  materials  ordinarily  used  for  backing;  and  hence  when  such 
backing  has  to  be  used,  the  above  thicknesses  should  be  increased, 
say,  alx)ut  i  to  J  part." 

1018.  Factor  of  Safety.  Since  the  applied  force  is  not  known 
definitely,  it  is  impossible  to  compute  the  factor  of  safety  \vith  any 
considerable  accuracy. 

1019.  Overturning.  Some  designers  consider  a  wall  as  safe 
against  overturning  if  the  theoretical  factor  of  safety  as  computed 
by  equation  12,  page  467,  is  three  or  more;  or  if  the  theo- 
retical center  of  pressure  lies  within  the  middle  third  of  the  base, 
i.e.,  if  the  approximate  theoretical  factor  of  safety  as  computed  by 
ec|uation  13,  page  468,  is  three  or  more.  Not  infrequently  walls 
are  l)uilt  which  by  the  ordinary  theories  are  on  the  point  of  overturn- 
ing, under  the  l)elief  that  the  error  in  the  theory  provides  a  sufficient 
factor  of  safety;  and  such  walls  seem  to  stand  satisfactorily. 

1020.  Sliding.  There  is  but  little  danger  of  a  stone-  or  brick- 
nm.sonry  retaining  wall's  failing  by  sliding.  For  example,  as- 
suming the  coefficient  of  friction  to  l)e  0.65  (Table  75,  page  495), 
a  wall  10  ft.  high,  having  an  average  thickness  of  25  per  cent  of  the 
height,  and  weighing  150  lb.  per  cu.  ft.,  will  have  a  resistance  to 
sliding  due  to  friction  alone  =  0.25  X  10  X  150  X  0.65  =  2,437 
lb.;  wliile  according  t^o  Coulomb's  theory,  (equation  4,  page  493) 
the  horizontal  thrust  is  only  about  1,400  lb.,  or  the  factor  of  safety 
is  nearly  two.  But  there  is  certainly  a  vertical  component  of  the 
earth  pressure  which  is  neglected  in  the  alx)ve  computation;  and 
Ix^sides  the  effect  of  the  cohesion  of  the  mortar  has  l)een  neglected. 
Further,  it  is  claimed,  with  a  considerable  show  of  reason,  that 
equation  4  gives  a  result  twice  or  more  too  great.  Hence  the  real 
factor  of  safety  against  sliding  is  probably  considerably  more  than  four. 

Upon  the  showing  of  some  such  investigation  as  alx)ve,  it  has 
l)een  customary  to  pay  little  or  no  attention  to  the  factor  of  safety 
against  sliding  for  stone  or  brick  masonry  walls;  and  now  that 
retaining  walls  are  usually  built  of  concrete,  there  is  still  less  need  of 
considering  the  stability  against  sliding,  unless  perhaps  upon  the 
foundation,  a  subject  which  will  be  investigated  presently  (§  1025- 
28). 

1021.  Gruflhing.  As  a  rule,  it  seems  to  be  customary  to  assume 
that  the  only  load  upon  the  base  of  the  wall  is  the  weight  of  the 
miisonry,  and  also  to  assume  that  the  center  of  pressure  is  to  he  kept 
within  the  middle  third  of  the  base,  and  that  consequently  the 
maximum  pressure  is  not  more  than  twice  the  mean.  Computed  in 
this  way,  there  is  "'  '^i 
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retaining  wall  will  fail  by  crushing.  For  example,  the  base  of  a 
prismatic  column  consisting  of  1:2:6  portland  cement  concrete 
one  month  old  would  about  be  upon  the  point  of  failing  by  crushing 
if  the  column  were  2,000  feet  high  (Table  31,  page  197);  and  hence 
such  concrete  would  be  upon  the  point  of  crushing  under  a  retaining 
wall  1,000  feet  high,  and  a  prismatic  wall  one  tenth  as  high  would 
have  a  factor  of  safety  of  ten,  and  a  wall  thicker  at  the  bottom  than 
at  the  top  would  have  a  greater  factor  of  safety,  which  shows  that 
with  any  ordinary  retaining  wall  there  is  no  probability  of  the 
masonry^s  failing  by  crushing. 

On  account  of  the  showing  of  some  such  computations  as  the  above, 
little  or  no  attention  is  usually  given  in  the  design  of  a  retaining 
wall  to  the  factor  of  safety  against  crushing.  Apparently,  this  has 
frequently  led  to  the  neglect  of  an  adequate  consideration  of  the 
maximum  pressure  on  the  soil  under  the  foundation  (§  1026-28). 

1022.  Stabilitt  of  Reimforced-Oongrete  Retaining  Wall. 

The  preceding  empirical  rules  for  the  thickness  of  a  retaining  wall 
are  applicable  primarily  to  stone-block  masonry,  and  could  be  safely 
used  for  plain-concrete  retaining  walls;  but  are  not  appHcable  to 
reinforced-concrete  walls,  and  there  has  not  yet  Ixjen  sufficient  ex- 
perience with  this  form  of  construction  to  establish  similar  empirical 
rules.  The  stability  of  a  reinforced-concrete  wall  may  be  determined 
in  either  of  two  ways,  viz.:  (1)  by  using  a  theoretical  formula  for  the 
thrust  of  the  earth;  or  (3)  by  making  the  stability  against  rotation 
equal  to  that  of  a  solid  wall  that  is  known  to  be  safe. 

1023.  By  Theoretical  Formula  for  Earth  Pressure.  The  thrust 
of  the  earth  against  the  back  of  the  wall  may  be  computed  by  any  of 
the  theoretical  formuals,  the  direction  l>eing  taken  in  accordance 
with  the  theory',  and  the  force  l^ing  applied  at  J  of  the  height  of  the 
wall.  For  example,  if  Coulomb's  formula  for  a  level  earth  surface 
and  a  vertical  back  to  the  wall  (equation  4,  page  493)  be  used, 
the  pressure  is  assumed  to  be  horizontal  and  to  be  applied  at  J  of 
the  height  from  the  top  of  the  footing.  Knowing  the  amount, 
direction,  and  point  of  application  of  the  earth  thrust,  the  dimensions 
of  the  wall  can  then  be  obtained  as  will  be  explained  later  (see 
§  1038-43). 

Instead  of  computing  the  resultant  earth  pressure  as  above,  the 
coefficient  of  A  /i  in  the  several  formulas  for  earth  pressure  may  be 
regarded  as  the  weight  per  cubic  unit  of  a  liquid  giving  an  equal 
lateral  pressure;  and  the  wall  may  be  designed  to  support  this 
liquid  pressure.  For  example,  Coulomb's  formula  (equation  4, 
page  493)  gives  a  pressure  equivalent  to  that  of  a  liquid  weighing 
25  to  28  lb.  per  cu.  ft.,  according  to  the  weight  of  the  earth  and  the 
angle  of  repose  assumed. 
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1024.  By  Ck)mpari8on  with  a  Solid  Wall.  The  overturning  resist- 
ance of  the  lightest  wall  which  experience  has  shown  to  be  safe,  may 
be  regarded  as  the  maximum  overturning  moment  of  the  earth; 
and  a  reinforced-concrete  wall,  or  other  new  form  of  construction  for 
which  experience  has  not  established  safe  dimensions,  may  be  de- 
signed to  have  an  equal  stability.  For  an  example  of  this  method, 
see  §  1051. 

Art.  2.     Details  of  Construction. 

1026.  Foundation.  It  is  universally  admitted  that  a  large 
majority — by  some  put  at  nine  out  of  ten,  and  by  others  at  ninety- 
nine  out  of  a  hundred — of  failures  of  retaining  walls  are  due  to  de- 
fects in  the  foundation.  The  general  method  of  securing  a  good 
foundation  has  already  been  considered  in  Part  III,  and  has  been 
referred  to  incidentally  in  §  930. 

The  most  frequent  cause  of  the  failure  of  retaining  walls  is  the 
unequal  settlement  of  the  foundation.  Since  the  height  is  much 
greater  than  its  thickness,  a  comparatively  small  inequality  of 
settlement  at  the  two  edges  of  the  foundation  produces  a  relatively 
large  lateral  displacement  of  the  top  of  the  wall,  which  is  at  least 
unsightly  and  which  may  change  the  conditions  under  which  the 
stability  was  determined;  and  therefore  the  utmost  care  must  be 
taken  to  secure  a  nearly  uniform  distribution  of  pressure  on  the 
foundation,  and  consequently  a  nearly  equal  settlement.  Of  course. 
If  the  soil  is  incompressible,  or  if  the  retaining  wall  rests  upon  a  sub- 
stantial pile  foundation,  a  uniform  distribution  of  the  pressure  on 
the  foundation  is  unimportant;   but  otherwise  it  is  very  important. 

1026.  The  projection  of  the  footing  should  l)e  determined  pri- 
marily with  reference  to  the  bearing  power  of  the  soil.  When  the 
foundation  is  compressible,  the  width  of  the  footing  may  properly  be 
considerably  wider  than  the  base  of  the  wall  proper.  Apparently 
the  failure  to  appreciate  this  principle  has  caused  retaining  walls  to 
be  made  heavier  than  was  necessary.  Because  the  top  of  a  retaining 
wall  tips  forward  does  not  prove  that  the  body  of  the  wall  is  too 
light,  since  the  tilting  may  be  due  to  the  footing's  being  too  narrow. 
If  a  wall  tips  forward,  an  examination  should  be  made  to  determine 
whether  the  movement  is  due  to  overturning  at  the  top  of  the  footing 
or  to  an  unequal  settlement  of  the  soil  under  the  footing.  If  the 
former,  the  body  of  the  wall  is  not  heavy  enough ;  but  if  the  latter, 
the  footing  does  not  project  far  enough  in  front. 

It  is  not  imcommon  to  find  cases  where  a  wall  without  a  footing 
upon  a  compiesBible  soil  has  tipped  forward;  and  a  aocond  wall, 
designed  in  the  V"  '^rtA,  one,  has  been 
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made  heavier  but  also  without  a  footing.  If,  instead  of  enlarging  the 
body  of  the  first  wall,  part  of  the  masonry  had  been  placed  in  a  foot- 
ing, its  stability  would  have  been  increased  without  additional 
masonry  and  perhaps  with  less.  By  the  above  process  of  reasoning, 
walls  without  footings  and  having  a  width  at  the  bottom  equal  to 
45  per  cent  of  their  height  have  been  declared  to  be  too  light;  while 
walls  having  a  width  of  25  per  cent  on  top  of  an  ample  footing  have 
stood  successfully  in  similar  soil.  Of  course,  the  weight  of  the  wall 
is  useful  in  resisting  overturning  and  sliding;  but  it  is  as  useful  for 
this  purpose  in  the  footing  as  in  the  body  of  the  wall,  and  far  more 
economical  of  material.  Sometimes,  on  account  of  the  high  price 
of  land,  it  is  desirable  to  place  the  front  of  the  wall  on,  or  at  least  near, 
the  property  line,  in  which  case  the  footing  can  not  project  in  front. 
Under  these  circumstances,  the  base  of  the  wall  must  be  made  thick 
enough  to  reduce  the  pressure  on  the  soil  to  a  reasonable  amount,  or 
land  ties  (§  1033)  or  relieving  arches  (§  1034)  must  be  employed. 

1027.  Retaining  walls  founded  upon  a  compressible  soil  have 
tipped  forward,  apparently  partly  at  least  because  of  an  error  in  the 
eartli  pressure  formula  used.  The  most  common  case  in  practice  is 
a  wall  to  retain  earth  having  a  level  top  surface;  and  for  these  con- 
ditions, the  formulas  ordinarily  employed  jussume  that  the  earth 
pressure  is  horizontal.  This  assumption  fails  to  take  account  of  the 
vertical  component  of  the  earth  pressure,  which  comparatively 
recent  experiments  (see  particularly  §1002,  §1003-4,  and  §1008) 
have  shown  to  exist;  and  consequently  the  ordinary  method  of 
solution  makes  the  pressure  on  the  soil,  particularly  under  the  toe 
of  the  wall,  less  than  it  really  is.  In  other  words,  it  is  usually  assumed, 
in  effect  at  least,  that  the  total  pressure  on  the  foundation  of  a  re- 
taining wall  is  only  the  weight  of  the  wall;  while  in  reality  it  includes 
also  a  considerable  part  of  the  weight  of  the  retained  earth — not  only 
of  the  earth  vertically  above  the  footing,  but  also  part  of  the  earth 
beyond  the  vertical  through  the  heel  of  the  footing.  Of  course,  if 
the  equivalent  uniform  pressure  is  underestimated  by  a  certain  per 
cent,  the  maximum  pressure  is  under-estimated  by  considerably 
more  than  that  per  cent,  possibly  more  than  twice  as  much. 

1028.  The  matters  considered  in  the  two  preceding  sections 
(§  1026  and  1027)  probably  explain  why  many  retaining  walls 
founded  upon  a  compressible  soil  have  tilted  forward.  The  tilting 
of  such  walls  can  be  prevented  by  placing  the  footing  so  that  the 
center  of  pressure  on  the  soil  shall  l>e  inside  or  back  of  the  center  of 
the  footing,  thus  making  the  pressure  under  the  heel  of  the  footing 
a  maximum  and  producing  a  tendency  of  the  top  of  the  wall  to  crowd 
against  the  back-filling.  The  earth  has  a  greater  passive  resistance 
than  an  active  thrust;   and  hence  the  crowding  inward  of  the  waU 
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is  not  likely  to  do  any  harm,  anil  in  any  case  is  preferable  to  a  ten- 
dency to  tilt  outward. 

Unfortunately,  in  the  present  state  of  our  knowledge  of  the 
theory  of  earth  pressure,  it  is  not  possible  to  determine  certainly 
the  center  of  pressure;  and  hence  all  that  can  he  done  is  to  determine 
it  as  accurately  as  possible,  and  then  provide  a  lil)eral  factor  of  safety 
by  making  the  footing  large  enough  to  reduce  the  uniform  pressure 
on  the  soil  to  a  reasonably  safe  value.  The  center  of  the  footing 
should  be  placed  as  near  the  center  of  pressure  as  possible,  but  pre- 
ferably on  the  outside, — for  the  reason  stated  in  the  preceding 
paragraph. 

Sometimes  it  is  impossible  to  extend  the  footing  in  front  of  the 
face  of  the  wall  on  account  of  conflicting  property  interests,  in  which 
case  it  is  necessary  (1)  to  use  piles  or  their  equivalent  under  the  toe 
of  the  wall,  or  (2)  to  build  relieving  arches  (§  1034)  against  the  back 
of  the  wall,  or  (3)  to  build  the  back  of  the  wall  on  a  batter  so  flat  as 
to  throw  the  center  of  pressure  at  a  considerable  distance  from  the 
toe  of  the  wall.  It  is  hardly  possible  to  secure  the  last  solution  with- 
out building  a  hollow  wall  or  using  a  reinforced-concrete  counter- 
forted  wall  (§  1051). 

1029.  Drainage.  Next  to  a  settlement  of  the  foundation, 
water  ])ehind  the  wall  is  the  most  frequent  cause  of  the  failure  of 
retaining  walls.  The  water  not  only  adds  to  the  weight  of  the  backing 
material,  but  also  softens  the  material  and  changes  the  angle  of 
repose  so  as  to  greatly  increase  its  lateral  thrust.  With  clayey  soil, 
or  any  material  resting  upon  a  stratum  of  clay,  this  action  becomes 
of  the  greatest  importance.  Further,  the  freezing  of  undrained  back- 
filling and  the  consequent  expansion  is  a  potent  cause  of  the  failure 
of  retaining  walls. 

To  guard  against  the  possibility  of  the  backing's  becoming 
saturated  with  water,  holes,  called  weeperSf  or  v^eep  holes,  are  left 
through  the  wall.  When  retaining  walls  were  built  of  stone-block 
masonry,  the  usual  rule  was  to  allow  one  weep-hole,  two  or  three 
inches  wide  and  the  depth  of  a  course  of  masonry,  for  each  four  or 
five  s(|uare  yards  of  front  of  the  wall.  When  the  wall  is  constructed 
of  concrete,  a  3-  or  4-inch  tile  should  be  built  into  the  wall  at  intervals 
along  the  base  of  the  wall  according  to  the  climate  and  the  reten- 
tiveness  of  the  back-filling — in  the  north  Central  States  not  usually 
more  than  10  or  15  feet  apart. 

When  the  backing  is  clean  sand,  the  weep-holes  will  allow  all  the 
water  to  escape;  but  if  the  backing  is  retentive  of  water,  a  vertical 
layer  of  broken  stone  or  coarse  gravel  or  cinders  is  sometimes 
placed  next  to  the  waU  to  act  as  a  drain.  Sometimes  vertical  lines 
of  tiles  with  open  n  pipe  are  in- 
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serted  behind  the  wall  to  conduct  the  water  to  the  weepers.  Some- 
times both  the  porous  back-filling  and  the  vertical  drains  are  used 
together. 

1030.  When  the  backing  is  likely  to  be  reduced  to  quicksand  or 
mud  by  saturation  with  water,  and  when  this  liability  can  not  he 
removed  by  efficient  drainage,  one  way  of  making  provision  to  resist 
the  additional  pressure  which  may  arise  from  such  saturation  is  to 
calculate  the  requisite  thickness  of  the  wall  as  if  the  earth  were  a  fluid 
(see  the  third  paragraph  of  §  1007).  A  puddle-wall  is  sometimes 
built  against  the  back  of  dock-walls  to  keep  out  the  water. 

1031.  OOMTRAOTIOM  JOINTS.  For  the  method  of  making  con- 
traction joints  in  plain  concrete  walls,  see  §  384-87;  and  for  the 
methods  of  providing  for  contraction  in  reinforced  concrete  walls, 
see  {  503-06. 

1032.  liETHOD  OF  Plaoino  Baok-Filling.  The  manner  of 
depositing  the  back-filling  has  a  very  important  effect  upon  the 
stability  of  a  retaining  wall,  but  usually  receives  little  or  no  con- 
sideration. If  the  back-filUng  is  dumped  so  as  to  slide  or  flow  toward 
the  wall,  the  pressure  against  the  wall  is  likely  to  be  much  greater 
than  for  a  static  load,  since  the  flow  develops  surfaces  of  cleavage 
which  cause  large  masses  of  earth  to  slide  down  against  the  wall  as 
the  back-filling  settles.  This  tendency  to  form  surfaces  of  separation 
may  be  due  to  a  difference  in  the  material  of  the  back-filling,  or  to 
a  difference  in  fineness,  or  to  the  effect  of  rain,  or  to  all  combined. 
When  the  back-filling  is  first  deposited,  the  thrust  is  a  maximum, 
because  the  cohesion  is  then  a  minimum,  and  usually  the  masonry 
is  then  weaker  than  it  will  be  later,  because  the  cement  has  not  fully 
set;  and  hence  it  is  particularly  unwise  to  deposit  the  earth  in  such 
a  manner  as  to  greatly  increase  the  thrust.  The  back-filling  should  be 
deposited  in  horizontal  layers  or  be  dumped  so  as  to  flow  away  from 
the  wall.  Not  infrequently,  by  depositing  the  back-filling  so  as  not 
to  slide  against  the  wall  in  settling,  a  light  wall  of  inferior  materials 
and  workmanship  may  be  made  to  stand,  where  if  the  earth  is  dumped 
in  such  a  manner  as  to  slide  against  the  wall  a  heavier  section  of 
superior  materials  and  workmanship  fails. 

If  the  back-filling  is  deposited  l^efore  the  cement  has  fully  hard- 
ened, it  is  wise  either  (1)  to  tamp  the  earth  in  thin  layers  which  are 
horizontal  or  slope  away  from  the  wall,  or  (2)  to  support  the  wall 
temporarily  by  shores  solidly  wedged  up. 

Particular  care  should  l>e  taken  in  depositing  the  back-filling  of  a 
wall  built  near  a  steep  undisturl)ed  slope  of  earth  or  rock,  since 
either  an  excessively  heavy  earth  wedge  may  he  formed  or  the  earth 
may  arch  and  thereby  throw  a  heavy  lateral  thrust  near  the  top  of 
the  wall. 
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It  is  always  more  ecoDomical  to  increase  the  stability  of  a  retain- 
ing wall  hy  drainage  and  care  in  depositing  the  back-filling  than  by 
increasing  the  cross  section. 

1033.  Land  Tub.  Retaining  walls  may  have  their  stability 
increased  by  being  tied  or  anchored  by  iron  rods  to  blocks  of  concrete 
iml>edded  in  a  firm  stratum  of  earth  at  a  distance  behind  the  wall. 
"The  holding  power,  per  foot  of  breadth,  of  a  rectangular  vertical 
anchoring  plate,  the  depths  of  whose  upper  and  lower  edges  t)elow 
the  surface  are  respectively  xi,  and  ij,  may  l)e  approximately  cal- 
cuhited  from  the  following  formula: 

^  =""        2         C0329 ^"^ 

in  which  H  is  the  holding-power  of  the  plate  in  pounds  per  foot  of 
breadth,  w  is  the  weight  in  pounds  of  a  cubic  foot  of  the  earth,  and 
f  its  angle  of  repose.  The  center  of  pressure  of  the  plate  ia  about 
two  thirds  of  its  height  below  its  upper  edge, — at  which  point  the 
tie-rod  should  be  attached. 

"  If  the  retaining  wall  depends  on  the  tie-rods  alone  for  its  security 
against  sliding  forward,  they  should  be  fastened  to  plates  on  the  face 
of  the  wall  in  the  line  of  the  resultant  pressure  of  the  earth  behind 
the  wall,  that  is,  at  one  third  [see  \  1001]  of  the  height  of  the  wall 
alwve  its  base.  But  if  the  resistance  to  sliding  forward  is  to  be  dis- 
tributed between  the  foundation  and  the  tie-rods,  the  latter  should 
))e  placed  at  a  higher  level.  For  example,  if  half  the  horizontal 
thrust  is  to  be  borne  by  the  foundation  and  half  by  the  tie-rods,  the 
latter  should  be  fixed  to  the  wall 
!it  two  tliirds  of  its  height  above 
ihe  l)ase.*" 

1034.  RELIXVIRaABOHXB.  In 
extreme  cases,  the  pressure  of 
the  earth  may  Iw  sustained  by 
relieving  arches.  These  consist 
<)f  a  row  of  arches  having  their 
axes  and  the  faces  of  their  piers 

at  right  angles  to  the  face  of  a  5«ti<matAA 

bank  of  earth.     There  may  be  fio.  ii3.— RELiEvivn  Abchch. 

either  a  single  row  of    them  or 

w'vcral  tiers;  and  their  front  ends  may  be  closed  by  a  vertical  wall,— 
which  then  presents  flie  appearance  of  a  retMning  wall,  although  the 
lengt  h  of  the  archways  ia  such  as  to  prevent  the  earth  from  abutting 
against  is.  Fig.  llSrepreaentBafront  view  and  a  vertical  transverse 
section  of  such  a  wall,  with  two  Uets  of  raUeviog  arches  behind  >i. 
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To  determine  the  conditions  of  stability  of  such  a  structure  as  a 
whole,  the  horizontal  pressure  against  the  vertical  plane  OD  may  he 
determined,  and  compounded  with  the  weight  of  the  combined  mass 
of  masonry  and  earth  OAED,  to  find  the  resultant  pressure  on  the 
foundation. 

1035.  EooNOMiOAL  Vertical  Section.  The  resistance  to  slid- 
ing depends  only  upon  the  weight  of  the  wall  and  the  coefficient  of 
friction,  and  hence  is  independent  of  the  form  of  the  vertical  cross 
section.  The  resistance  to  crushing  depends  upon  the  relative 
position  of  the  center  of  pressure  and  the  center  of  the  base,- and 
varies  approximately  as  the  stability  against  rotation;  and  hence 
the  form  of  the  vertical  cross  section  that  gives  greatest  stability 
against  rotation  also  gives  the  greatest  stability  against  crushing. 
The  resistance  to  overturning  depends  upon  the  moment  of  the  weight 
of  the  wall,  and  for  a  given  amount  of  masonry  the  longer  the  moment 
arm  the  greater  the  stability;  and  hence  the  nearer  the  center  of 
gravity  of  the  wall  is  to  the  earth  to  be  supported,  the  greater  is  the 
economy  of  material,  which  requires  that  the  back  of  the  wall  shall 
lean  toward  the  earth.  But  in  order  that  the  wall  may  be  self-sup- 
porting before  the  back-filling  is  deposited,  the  center  of  pressure 
should  preferably  fall  within  the  base,  although  with  care,  particu- 
larly with  monolithic  concrete,  the  center  of  pressure  may  safely 
fall  a  little  outside  of  the  base.  However,  in  localities  where  the 
ground  freezes,  it  would  not  be  wise  to  build  a  retaining  wall  leaning 
toward  the  earth,  on  account  of  the  heaving  action  of  the  frost — 
unless  the  back-filling  is  thoroughly  drained. 

The  above  shows  that  in  discussing  the  stability  of  a  retaining 
wall,  it  is  not  sufficient  to  give  simply  the  thickness  at  the  base  in 
terms  of  the  height,  as  is  usually  done.  A  wall  whose  vertical  cross 
section  is  a  right-angled  triangle  has  exactly  twice  as  much  stability 
wlien  the  earth  is  against  the  vertical  side  as  when  it  is  against  the 
hypotenuse. 

1036.  Sometimes  attention  must  l)e  given  to  the  available  area 
above  and  Ixjhind  the  retaining  wall,  and  then  the  cost  of  land  also 
must  l)e  considered.  It  may  l)e  that  the  price  of  land  is  such  as  to 
make  a  wall  with  vertical  front  and  inclined  back  on  the  whole  the 
most  economical,  for  the  saving  in  the  cost  of  land  may  more  than 
balance  the  expense  of  the  extra  masonry. 

It  is  usual  to  build  the  face  of  the  wall  with  a  small  batter  and  to 
step  or  slope  the  back  so  as  to  maintain  a  constant  ratio  between  the 
width  at  any  point  and  the  height  of  the  wall  above  that  point.  Re- 
taining walls  usually  have  a  top  width  of  18  inches  or  2  feet  to 
give  resistance  against  frost  and  lateral  blows. 

1037.  Frost  Batter.    In  the  days  when  retaining  walls  were  buil* 
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of  stone  or  brick  nuisonry,  it  was  necessar}\  in  localities  where  there 
was  considerable  freezing,  to  build  the  upper  portion  of  the  wall  with 
a  considerable  slope  away  from  the  supported  earth,  to  prevent  the 
freezing  earth  from  lifting  the  top  courses  of  the  masonry.  A  batter 
of  2  or  3  inches  to  the  foot  was  usually  enough  to  prevent  damage, 
the  frozen  earth  then  sliding  up  the  slope  instead  of  lifting  the  stones 
and  breaking  the  joints. 

Some  engineers  use  the  frost  batter  with  concrete  walls  (see  Fig. 
130,  page  540,  and  Fig.  132,  page  541),  but  it  does  not  seem  neces- 
sary where  there  is  only  moderate  freezing,  provided  the  concrete  is 
good  or  the  top  of  the  back  of  the  wall  is  finished  with  a  solid  surface.  It 
is  claimed  that  when  ordinar}^  earth  freezes  to  a  depth  of  5  ft.,  its 
grip  upon  concrete  is  equivalent  to  a  vertical  lifting  force  of  1000  lb. 
per  sq.  ft.  of  surface  of  concrete  in  contact  with  the  frozen  earth.* 

1038.  Design  of  Reinfoboed-Gonorete  Retaining  Walls. 
There  are  two  types  of  reinforced-concrete  retaining  walls,  viz.: 
(Da  vertical  stem  which  resists  the  thrust  of  the  earth  by  virtue  of 
its  strength  as  a  cantilever  beam;  and  (2)  a  coniparatively  thin  face 
or  curtain  wall  which  is  supported  at  intervals  by  counterforts.  The 
first  is  ordinarily  called  a  cardilever  retaining  wallj  and  the  second  a 
counlerforied  retaining  wall.  The  first  type  is  most  suitable  for  com- 
paratively low  walls,  and  the  second  for  high  ones. 

A  wall  of  each  of  these  types  will  be  designed — the  cantilever 
wall  by  use  of  a  formula  for  the  earth  pressure  (§  1022-23)  and  the 
counterforted  wall  by  giving  it  a  stability  equal  to  that  of  a  solid 
wall  (§1022  and  §  1024). 

1039.  Design  of  a  Oantilever  Reinlorced-Ooncrete  Retainixig  Wall. 
Assume  that  a  wall  is  to  l)e  designed  to  restrain  an  earth  bank  10  ft. 
liigh,  and  assume  also  that  the  foundation  is  to  be  3  ft.  below  the 
natural  surface.  Assume  that  the  width  on  top,  exclusive  of  the 
projection  of  the  coping,  is  to  be  12  inches,  and  also  that  the  face  of 
tlie  wall  is  to  have  a  batter  of  ^  an  inch  to  1  foot;  then  the  thickness 
at  the  bottom  of  the  stem  will  be  18  inches.  The  appearance  of  the 
wall  requires  a  coping,  but  that  does  not  materially  affect  the  stability 
which  alone  is  under  consideration  here.  The  thickness  of  the  footing 
can  not  be  determined  m  advance  of  the  solution  of  the  remainder 
of  the  prol)lem;  but  for  the  present  it  will  be  assumed  to  l)e  12  inches. 
Then  the  height  of  the  stem  above  the  top  of  the  footing  will  be  12  ft. 
The  length  of  the  footing  can  not  be  determined  in  advance,  but  it 
will  be  tentatively  assumed  at  6.0  feet.  The  most  economical  position 
of  the  back  of  the  wall  along  the  line  4  B,  Fig.  1 1 4,  can  not  be  determined 
except  by  trial.  As  the  stem  is  moved  nearer  the  front  of  the  footing, 
the  resisting  moment  of  the  weight  of  the  stem  is  decreased,  and  the 
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maximum  pressure  on  the  soil  under  the  footing  is  increased;    but 

sometimes  it  is  necessary  to  place  the  face  of  the  wall  as  near  the 

property  line  as  possible,  in  which  case  it  is  not  possible  to  have  the 

footing  project  in  front.    In  the  case  in  hand,  it  wilf  be  assumed  that 

the   footing    projects  2.5  ft.,  i.e.,  that   BL  -= 

2.5  ft.     All  of  the  above  dimensions  are  shown 

in  Fig.  114. 

We  will  assume  that  the  section  is  perfectly 
rigid,  and  determine  its  stability  as  a  unit;  and 
later  inquire  into  its  structural  integrity. 

1040.  Std>Uity  against  Overturning.  To  find 
the  thrust  of  the  earth  against  the  wall,  Cou- 
lomb's formula  (equation  4,  page  493)  will  be 
used.  It  will  be  assumed  (1)  that  the  surface 
of  the  back-filling  is  level;  (2)  that  the  natural 
slope  is  IJ  to  1,  i.e.,  ^  =  34°;  (3)  that  w  =  100 
lb.  per  cu.  ft.;  (4)  that  ft  =  12  ft.;  and  (5)  that  the 
.weight  of  concrete  =  150  lb.  per  cu.  ft.    Then 

B  =  i  ic  ft'  tan'  (45°  -  4  ^)  °  2,040  lb. 

The  weight   of  the  concrete    in    the  stem 

FLIH  -  U  X  12  X  150  =2,250  lb.    This  force 

Fig.  114.  acta  10-40  inches  =  0.87  ft.   from   F,   or  2.87 

feet  from  A.    The  weight  of  the  earth  vertically 

above  Z,B  =  21  X  12  X  100  =  3,000  lb.,  and  it  acts  1.25  ft.  to  the 

right  of  L,  or  4.75  ft.  from  A.     The  weight  of  the  concrete  in  the 

footing  =  6  X  1  X  150  =  900  lb.,  and  it  acts  3.00  ft.  from  A.    Taking 

moments  about  C  and  dividing  by   the  sum  of   the  weights,  it  is 

found  that  the   resultant  vertical  force  acts  3.81  ft.  from  C. 

The  tangent  of  the  angle  which  the  resultant  makes  with  tl'.e 
vertical  is  2,040  -i-  6,150  =  0.33;  and  the  horizontal  distance  from 
K  to  the  point  in  which  the  resultant  pierces  the  line  CD  =  (4.00  + 
1.00)  X  0.33  =  1.66  ft.;  or  the  distance  from  C  =  3.77  -  1.67  = 
2.10  ft.,  which  is  greater  than  i  of  6.00,  i.e.,  than  2.00;  and  hence  the 
resultant  cuts  the  base  of  the  footing  within  the  middle  third.  There- 
fore, the  approximate  factor  of  safety  against  overturning  (equation 
13,  page  468)  is  more  than  3. 

1041.  Pressure  on  the  Soil.  To  determine  the  pressure  on  the 
soil,  use  equation  22,  page  473, 

W        6Wd 
^  =    I    "^       P 

in  which  W  =  6,150  lb.,  I  =  6.0  ft.,  <f  =  i  i  -  2.10  =  3.00  -  2J> 
=  0.90  ft.    The  maximum  pressure  on  the  soil,  that  st  C,  is  f« 
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by  using  the  plus  sign;  and  the  minimum,  that  at  Z),  by  using  the 
minus  sign.  The  pressure  at  C  =  1,947  lb.  per  sq.  ft.,  and  that  at 
Z)  =  103  lb.  per  sq.  ft.  Whether  or  not  this  maximum  pressure  is 
safe  depends  upon  the  character  of  the  soil;  but  as  almost  any  soil 
will  bear  a  ton  per  sq.  ft.  (see  Table  59,  page  342),  it  will  be  as- 
sumed that  it  is  safe.  One  advantage  of  a  reinforced-concrete  re- 
taining wall  is  that  the  wall  itself  is  light,  and  hence  the  pressure  upon 
the  soil  is  less  than  that  of  a  sohd  wall. 

1042.  If,  as  is  claimed,  the  ordinary  theory  of  earth  pressure 
gives  the  overturning  moment  greater  than  it  is  in  fact,  the  difference 
between  the  computed  maximum  and  minimum  pressure  under  the 
footing  as  computed  above  is  too  great.  For  example,  for  a  particular 
retaining  wall  the  maximum  pressure  according  to  the  ordinary  theory 
is  5,6()0  lb.  per  sq.  ft.,  and  the  minimum  0.0;  but  if  the  theory  is 
assumed  to  give  a  moment  twice  too  great,  then  the  maximum  pres- 
sure is  4,2001b.  per  sq.  ft.,  and  the  minimum  1,400.  The  two  solu- 
tions give  a  marked  difference  between  the  pressures  at  the  heel  and 
the  toe;  and  the  tendency  of  the  wall  to  tip  would  be  very  different 
in  the  two  cases. 

1043.  Stability  against  Sliding.  The  horizontal  thrust  of  the 
earth  is  2,040  lb.  If  the  soil  is  dry  clay,  the  coefficient  of  friction 
may  be  taken  at  0.50  (Table  75,  page  495);  and  the  frictional  re- 
sistance to  sliding  will  then  be  (2,250  +  3,000  4-  900)  X  0.50  = 
3,075  lb.  Under  this  assumption,  the  wall  is  reasonably  safe,  particu- 
larly since  no  account  has  been  taken  of  the  resistance  of  the  soil  in 
front  of  the  wall. 

However,  if  the  soil  is  clay  and  should  become  wet,  the  coefficient 
of  friction  would  then  be  0.31,  in  which  case  the  frictional  resistance 
to  sliding  would  be  only  1,906  lb.  Under  this  condition,  the  wall 
would  barely  be  safe;  and  therefore  it  would  probably  be  wise  to 
construct  a  projection  on  the  under  side  of  the  footing  as  shown  in 
Fig.  114,  page  518,  to  increase  the  bearing  against  the  soil  in  front 
of  the  wall.  To  determine  the  ultimate  resistance  of  the  soil  in  front 
of  the  wall,  draw  from  the  lowest  point  of  the  foundation  an  indefi- 
nite straight  line  making  an  angle  with  the  horizontal  equal  to  the 
angle  of  internal  friction  (5  1,000),  and  then  the  resistance  is  equal 
to  the  weight  of  the  soil  above  this  line  multiplied  by  the  coefficient 
of  friction.  To  make  this  force  effective,  the  soil  in  front  of  the  pro- 
jection, the  footing,  and  the  wall  should  be  solidly  tamped. 

The  lack  of  stability  against  sliding  in  this  case  illustrates  a  dis- 
advantage of  a  reinforced-concrete  retaining  wall,  viz.:  that  the 
wall  is  so  light  that  there  is  a  lack  of  frictional  resistance  to  resist 
sliding. 

1044.  JBet  omeipt  of  a 
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section  of  the  stem  1  ft.  long  about  any  point  in  the  plane  AB,  Fig. 
114,  is  2,040  X  4  =  8,160  ft.-lb.  =  97,920  in.-lb.  The  moment 
of  the  tension  in  the  steel,  T,  is  T.jd  (equation  5,  page  227);  or 
M  =  T,jd.  Ordinarily  ;  can  be  taken  at  J  (see  equation  4,  page  227) ; 
and  d  =  18  —  2  =  16  inches.  Substituting  the  above  values  of 
My  y,  and  d  in  the  above  equation  for  T,  gives  T  =  7,000  lb.  per  in. 
ft.  of  wall.  If  fs  =  12,000,  there  will  be  required  7,000  ^  12,000  = 
0.58  sq.  in.  of  steel  per  linear  ifoot  of  wall.  This  condition  could  be 
satisfied  by  using  f-inch  plain  round  rods  spaced  6  inches  center 
to  center,  or  A  -inch  round  rods  spaced  4  inches. 

To  find  the  fiber  stress  in  the  concrete  use  equati  on  8,  page  227, 
which  is 

2m 

/c    ~" 


Substituting  the  values  as  above  and  solving  this  equation,  gives 
/c  =  193  lb.  per  sq.  in. 

The  above  value  of  /c  is  small  in  comparison  with  the  value 
assumed  in  computing  A;;  but  a  comparatively  small  change  in  the 
thickness  of  the  bottom  of  the  stem  makes  a  large  difference  in  f^. 
For  example,  if  the  width  at  the  bottom  were  reduced  to  12  inches, 
/c  would  be  increased  2.56  times.  Whether  or  not  it  is  considered 
safe  to  reduce  the  width  of  the  bottom  of  the  stem  to  12  inches, 
depends  upon  the  amount  of  faith  in  the  theory  employed  in  deducing 
the  moment  of  the  earth  thrust.  However,  reducing  the  width  of  the 
stem  increases  the  amount  of  steel  required,  and  hence  involves  the 
relative  cost  of  concrete  and  steel,  and  may  or  may  not  te  economical 
in  any  particular  case. 

For  a  high  wall,  it  is  customary  to  insert  a  fillet— either  stepped 
or  sloped — in  the  corners  at  L  and  F,  and  sometimes  also  to  insert 
diagonal  rods  in  the  fillet  at  L.  For  an  example,  see  Fig.  121, 
and  Fig.  123,  page  531. 

1045.  All  of  the  reinforcement  need  not  be  carried  to  the  top  of 
the  wall.  The  amount  at  any  point,  say  half  way  up,  could  be  com- 
puted as  above;  but  it  is  not  possible  in  practice  to  secure  an  exact 
mathematical  relationship  between  the  moment  and  the  reinforce- 
ment .  The  amount  of  steel  depends  mainly  upon  the  moment,  which 
varies  as  the  cube  of  the  depth;  and  hence  the  reinforcement  can 
decrease  very  rapidly  toward  the  top.  Since  the  rods  should  be 
continuous  for  their  entire  length,  at  least  in  a  wall  of  this  height, 
the  decrease  in  the  reinforcement  is  usually  made  by  stopping  a 
series  of  rods  at  some  particular  height;  and  the  more  numerouB 
the  rods,  i.e.,  the  smaller  the  rods  used,  the  more  nearly  the  actual 
amount  of  steel  can  ))e  made  to  conform  to  the  theoretical  aaKH 
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If  |-inch  rods  spaced  6  inches  apart  are  used,  one  series  of  rods  12 
inches  apart  may  run  to  the  top  of  the  wall,  and  a  second  series  may 
run  only  half  way  up;  or  if  A-inch  rods  4  inches  apart  are  used,  one 
series  12  inches  apart  may  run  to  the  top,  a  second  series  two  thirds 
of  the  way  up,  and  a  third  one  third  up. 

For  the  value  of  /«  used  above,  the  rods  should  be  embedded  forty 
diameters  l^elow  the  base  of  the  stem  in  order  to  develop  the  requisite 
amount  of  bond  stress,  which  for  the  ^-inch  rods  would  require  an 
embedment  of  20  inches — more  than  the  thickness  of  the  footing. 
Sometimes  the  rods  are  anchored  by  bending  them  at  right  angles 
about  one  of  the  horizontal  reinforcing  rods,  but  this  is  very  unsat- 
isfactory-. A  better  method  is  to  form  a  complete  loop  about  the 
horizontal  rod;  but  the  l)est  method  is  to  pass  them  through  a 
horizontal  plate  or  angle,  and  put  a  nut  above  and  below  the  angle, 
the  former  to  insure  that  the  latter  has  a  firm  bearing  against  the 
angle.  The  plate  or  angle  has  the  further  advantage  of  locating  the 
rod  properly  and  holding  them  in  position  during  the  placing  of  the 
concrete.  In  the  particular  case  shown  in  Fig.  114,  page  518,  the 
vertical  rods  would  be  sufficiently  anchored  by  being  extended 
through  the  projection  on  the  bottom  of  the  footing. 

1046.  Reinforcement  in  Front  Part  of  Footing.  The  portion 
AFQC,  Fig.  114,  page  518,  of  the  footing  acts  as  a  cantilever  to 
transmit  pressure  to  the  soil;  and  should  therefore  be  reinforced  on 
the  lower  side.  Strictly,  the  whole  footing  should  be  considered  as  a 
continuous  beam;  but  considering  the  portion  i4F  as  a  cantilever 
is  sufficiently  exact,  and  the  error  is  on  the  safe  side.  The  unit 
pressure  at  C  is  1,947  lb.  per  sq.  ft.,  and  at  D  is  103  lb.  per  sq.  ft. 
(§  1041);  and  therefore  the  pressure  at  Q  is: 

103  +  (1,947  -  103)  X  III  =  103  +  1,229  =  1,332  lb.  per  sq.  ft. 

The  center  of  gravity  of  the  pressure  on  CQ  is  1.00  ft.  from  Q,  and 
the  moment  about  Q  is: 

M  =  1,640  X  2  X  1.06  =  3,477  ft.-lb.  =  41,724  in.-fcb. 

As  before,  T  =  M  ^  jd.  d  =  12  -  2  =  10  inches,  j  =  0.875  as 
l)efore.  Hence  T  =  41,724  h-  (0.875  X  10)  =  4,770  lb.  per  linear 
ft.  of  wall.  The  area  of  steel  required  =  4,770  -5-  12,000  =  0.40  sq. 
in.  per  linear  foot  of  wall,  which  can  be  satisfied  by  using  ^-inch 
round  rods  spaced  6  inches  center  to  center.  These  rods  can  be 
sufficiently  anchored  by  allowing  them  to  project  into  the  concrete 
to  the  right  of  Q  20  inches. 

The  fiber  stresB  in  the  concretei  fet  computed  as  in  §  1044,  is 
212  lb.  per  sq.  in. 
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1047.  To  provide  for  the  differences  in  the  bearing  power  of  the 
soil  longitudinally  along  the  wall,  reinforcing  rods  are  frequently 
inserted  in  the  bottom  of  the  footing  parallel  to  the  face  of  the  wall. 
The  amount  of  this  reinforcement  is  wholly  a  matter  of  judgment; 
and  not  infrequently  the  longitudinal  reinforcement  in  the  footing  is 
one  third  to  one  half  as  much  as  the  transverse  reinforcement. 

1048.  Reinforcement  in  Rear  Part  of  Footing.  The  portion  BDNL, 
Fig.  114,  page  518,  of  the  footing  will  be  assumed  to  act  as  a  canti- 
lever, and  not  as  part  of  a  continuous  beam.  This  cantilever  carries 
a  uniform  downward  pressure  upon  its  upper  face,  in  addition  to  its 
own  weight;  and  also  a  uniformly  varying  upward  pressure  on  its 
lower  face.  The  moment  of  the  downward  pressure  about  L  =  3,000 
X  li  =  3,750  ft.-lb.  The  weight  of  the  footing  is  1  X  2i  X  150  = 
375  lb.;  and  its  moment  about  L  =  375  X  IJ  =  469  ft.-lb.  The 
total  downward  moment  then  is  3,750  4-  469  =  4,219  ft.-lb.     * 

The  upward  pressure  at  D  is  (§  1041)  103  lb.  per  sq.  ft.,  and  the 

pressure  at  N  =  103  -f  (1,947  -103)  X  ||  =  103  +  767  =  870  lb. 

per  sq.  ft.  The  center  of  this  pressure  is  0.94  ft.  from  N,  The  up- 
ward moment  then  is,  Af  =  870  X  2^  X  0.94  =  2,045  ft.-lb.  The 
downw^ard  moment  being  4,219  and  the  upward  2,045,  the  net  down- 
ward moment  at  L  is  4,219  -  2,045  =  2,174  ft.-lb.  =  26,088  in.-lb. 
The  area  of  steel  required  =  3/  4-  (Jd  X  12,000)  =  26,088  -h 
(0.875  X  10  X  12,000)  =  0.25  sq.  in.  per  linear  ft.  of  wall,  which  is 
satisfied  by  using  ^-inch  round  rods  spaced  9  inches  center  to  center. 
These  rods  will  develop  enough  bond  stress,  if  they  project  10  inches 
to  the  left  of  the  L. 

1049.  Resistance  to  Shear.  To  prevent  the  stem  from  shearing 
along  the  top  of  the  footing,  there  is  an  area  of  concrete  =  12  X 
18  =  216  sq.  in. ;  and  the  safe  unit  shearing  strength  is  at  least  25  lb. 
per  sq.  in.  (§  476-77),  giving  a  safe  resistance  of  216  X  25  =  5,400 
11).  per  linear  foot  of  wall,  which  is  more  than  2i  times  the  computed 
sliding  force,  and  therefore  there  is  no  danger  of  failure  in  this 
respect. 

To  prevent  the  footing  from  shearing  vertically  at  the  face  of  the 
st^m,  there  is  a  shearing  resistance  of  12  X  12  X  25  =  3,600  lb.  per 
linear  foot  of  wall,  while  the  shearing  force  is  3,028  lb.;  and  hence 
there  is  no  danger  of  failure.  Since  there  is  no  danger  of  failure  by 
shear  at  the  face  of  the  wall,  there  is  none  at  the  back. 

1060.  Temperature  Reinforcement.  To  prevent  unsightly  tem- 
perature cracks,  the  wall  should  l)e  provided  either  with  contraction 
joints  (§  385-87)  to  localize  the  cracks,  or  with  longitudinal  rein- 
forcement sufficient  to  resist  temperature  stresses  and  thereby 
equalize  the  strain  between  different  sections  along  the  length  of  the 
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wall  and  cause  it  to  stretch  as  a  homogeneous  material  (i  503-0). 
The  percentage  of  steel  required  to  prevent  temperature  cracks  will 
depend  upon  probable  range  of  temperature,  the  thickness  of  the 
wall,  and  the  position  of  the  exposed  surface.    In  i  504,  it  was  shown 
that  a  change  of  temperature  of  100°  P.  in  the  concrete  would  require 
0.5  per  cent  of  steel  having  an  elastic  limit  of  60,000  lb,  per  sq.  in. 
It  is  usually  assumed  that  high-car)x>n  steel  equal  to  0.3  to  0.4  per 
L-ent  of  the  cross  section  of  the  wall  is  sufBcient  to  prevent  objection- 
able contraction  cracks   in  the  North 
Central  States.      The  temperature   re- 
inforcement should  be  placed  near  the 
o.xposed  face;  and  an  equal  amount  is  re- 
quired both  horizontally  and  vertically. 

1061.  Design  of  *  Oonnterlwted 
Reinforced'Concrete  Betainiiiff  Will.  A 
w;ill  of  this  type  consists  of  a  thin 
vertical  curtain  wall  supported  at  inter- 
vals by  vertical  ribs  or  counterforts, 
Imth  the  curtain  wall  and  the  counter- 
forts resting  upon  and  being  connected 
to  a  base  plate  or  footing.  The  curtain 
wall  is  usually  only  6  or  8  inches  thick 
at  the  top  and  10  or  12  at  the  bottom; 
and  the  counterforts  are  usually  of  about 
the  same  dimensions  as  the  curtain  wall, 
and  are  spaced  5  to  10  feet  center  to 
leiiter.  For  high  walls  the  counter- 
fi>rted  type  is  more  economical  of  ma- 
terial than  the  cantilever  type;  but  the 
cost  of  constructing  the  forms  is  more, 
the  net  result  being,  however,  in  favor 
of  the  counterforted  type  for  walls 
mine  than  about  20  ft.  high. 

1062.  It  win   I)e  assumed  (1)  that 

a  wall  2!S  feet  high  is  to  be  designed,  k,q.  us. 

(2)  that  the  face  of  the  wall  is  to  be 

brought  as  close  as  possible  to  the  property  line,  and  (3)  that  the 
stability  is  to  be  equal  to  that  of  a  standard  solid  wall.  It  will  be 
iiasumed  also  that  both  the  standard  solid  wall  and  the  proposed 
wall  rest  upon  piles,  as  is  nearly  necessary  if  the  structure  stands 
upon  compressible  soil  and  the  footing  can  not  project  in  front.  Fig. 
lis  shows  the  trial  dimensions  of  the  proposed  counterforted  wall 
which  is  to  have  the  same  stability  as  the  standard  plain  concrete 
wall  of  the  I**'-  ^         '^      •*!  Rulnuul  shown  in  Fig.  116,  page  527. 
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The  wall  shown  in  Fig.  116  contains  205.7  cii.  ft.  of  concrete  per 
linear  ft.,  and  its  weight  at  150  lb.  per  cu.  ft.  is  30,850  lb.  The  weight 
of  the  earth  vertically  alx)ve  the  back  of  the  wall  is  7,890  lb.  The 
sum  of  the  momenta  of  these  two  weights  about  the  left-hand  end 
of  the  middle  third  of  the  base  is  80,969  ft.-lb.  which  will  he  assumed 
to  be  the  moment  of  the  earth  pressure.  If  the  earth  pressure  be  con- 
sidered that  due  to  a  Uquid  weighing  w'  lb.  per  cu.  ft.,  then  the  alx>ve 
moment,  80,969  =  ^  v/  h^  X  i  h  =^  ^  v/  h^.  Solving  gives  u/  = 
22.2  lb.  per  cu.  ft.,  which  means  that  the  solid  wall  can  sustain  the 
pressure  of  a  liquid  weighing  22.2  lb.  per  cu.  ft.  with  an  approximate 
factor  of  safety  against  overturning  of  3.  Tlie  problem  then  is  to 
design  a  reinforced  concrete  wall  that  will  support  the  pressure  of  a 
liquid  w^eighing  22  lb.  per  cu.  ft. 

1063.  Stability  of  Proposed  Design.  The  total  weight  of  earth 
and  concrete  per  bay  =  232,210  lb.,  and  its  center  of  gravity  is 
4.87  ft.  from  C  The  total  horizontal  pressure  above  B  against  the 
vertical  plane  through  Z)5  =  i  w/ /i'  =  i  X  22  X  26'  =  7,436  lb. 
The  tangent  of  the  angle  which  the  resultant  makes  with  the  vertical 
=  7,436  -J-  232,210  =  0.032.  The  distance  to  the  left  of  G  where 
the  resultant  pierces  the  base  of  the  footing  =  10.83  X  0.032  =  0.35 
ft.;  or  the  distance  from  A  =  4.87  —  0.35  =  4.52  ft.,  and  the 
distance  from  the  center  of  the  footing  =  5.00  —  4.52  =  0.48. 
This  shows  that  the  center  of  pressure  is  well  within  the  middle  third, 
and  also  that  the  approximate  factor  of  safety  (equation  13,  page  468), 
against  overturning  is  at  least  3. 

If  this  wall  were  founded  upon  the  soil  and  not  upon  piles,  the 
maximum  pressure  on  the  soil,  by  equation  22,  page  473,  would  be: 

P  =  y  ±  "^-^  =  29,910  lb.  |)er  bay, 

or  3,990  lb.  per  sq.  ft.;    and  the  minimum  pressure  would  be  2,220 
lb.  per  sq.  ft. 

The  tendency  to  slide  is  7,436  lb.,  and  the  resistance  to  sliding, 
irrespective  of  the  piles,  for  a  coefficient  of  friction  of  0.50  is:  232,210 
X  0.50  =  116,000  lb.  Hence  it  is  abundantly  safe  against  this 
method  of  failure. 

1064.  The  Reinforcement.  The  curtain  wall  is  really  a  slab  sup- 
ported at  its  two  vertical  edges  and  at  the  bottom ;  but  it  is  customary 
to  design  it  as  being  composed  of  independent  horizontal  beams 
fixed  at  their  ends,  the  error  being  on  the  safe  side.  Rods  will  be 
needed  near  the  middle  of  the  bay  on  the  front  of  the  wall  to  take 
the  direct  moment,  and  at  the  back  of  the  wall  near  the  counterfort 
to  take  the  contrary  moment.  The  former  are  usually  made  con- 
tinuous, but  the  latter  may  be  comparatively  short.    The  reinforcing 
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rods  are  sonietiines  so  l)ent  that  a  single  rod  serves  both  purposes, 
it^  end  ])cing  near  the  hack  of  tlie  wall  next  to  the  counterfort  and 
its  middle  portion  l:)eing  near  the  face  of  the  wall  midway  between 
the  counterforts. 

The  footing  or  floor  of  the  bay  may  be  regarded  as  being  made  up 
of  horizontal  beams  fixed  at  the  ends,  carrying  the  downward  weight 
of  the  earth  upon  their  upper  face  and  the  upward  reaction  of  the  soil 
on  their  lower  face.  The  reaction  of  the  soil  below  the  footing  in- 
creases from  D  toward  C,  and  is  computed  as  in  §  1041. 

1055.  The  reinforcement  in  the  counterforts  which  ties  together 
the  face  wall  and  the  footing  may  be  placed  either  vertically  and 
horizontally,  or  diagonally.  The  first  is  the  more  common,  but  the 
latter  is  the  more  scientific  and  the  more  economical  of  material. 

According  to  the  first  method,  the  counterfort  may  be  regarded 
as  a  cantilever  anchored  to  the  footing  and  ftlso  as  a  T-beam  the 
flange  of  which  is  the  curtain  wall.  Under  this  assumption  the 
horizontal  rods  bind  together  the  curtain  wall  and  the  counterfort, 
and  the  vertical  rods  connect  the  footing  and  the  counterfort,  and 
the  reinforcement  parallel  to  the  long  side  of  the  counterfort  resists 
the  bending  of  the  counterfort.  For  an  example  of  this  method  of 
construction,  see  Fig.  124,  page  531.  The  amount  of  steel  required 
at  any  point  of  the  free  edge  of  the  cantilever  can  be  determined 
approximately  by  erecting  a  perpendicular  at  the  point  and  taking 
moments  about  the  point  where  this  perpendicular  intersects  the 
center  line  of  the  front  wall. 

The  second  method  is  to  regard  the  counterfort  as  being  made 
up  of  diagonal  beams,  each  carrying  one  or  more  longitudinal  rods 
which  tie  the  vertical  curtain  wall  to  the  footing,  these  beams  being 
wider  nt  tbeir  junction  with  the  front  wall  than  at  their  connection 
with  the  footing.  For  example,  for  each  foot  of  width  on  the  footing, 
these  tie-beams  will  be  30  -^  9  =  3.3  ft.  deep  at  the  front  wall.  The 
equivalent  liquid  pressure  against  each  successive  3.3-foot  section 
of  the  front  wall  can  readily  be  computed,  and  from  that  the  area 
of  the  steel  required  to  resist  this  stress  can  easily  be  determined. 
The  rod  at  its  connection  with  the  curtain  wall  may  be  diagonal,  or 
may  start  horizontal  and  be  curved  to  a  direction  parallel  to  the 
outer  edge  of  the  counterfort  on  a  radius  of  about  20  times  its  diameter 
since  with  this  curvature  the  side  pressure  of  the  rod  upon  the  con- 
crete will  not  exceed  a  safe  limit.  At  the  lower  end,  the  rod  may  be 
diagonal  or  may  start  vertically  and  be  curved  to  a  line  parallel 
to  the  outer  edge  of  the  counterfort  to  the  same  radius  as  above. 
The  vertical  pressure  is  always  greater  than  the  horizontal,  and 
hence  there  is  plenty  of  resistance  to  hold  the  lower  end  of  these 
rods.    At  each  nd  the  mnforcing 
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rods  in  the  footing,  or,  better,  should  be  passed  through  a  plate  or  an 
angle  to  give  sufficient  anchorage.  For  an  example  of  this  form  of 
construction,  see  Fig.  125,  page  532. 

Both  horizontal  and  vertical  temperature  reinforcement  should 
be  placed  in  the  face  of  the  curtain  wall  (see  §  1050). 

1066.  Examples  of  PLAiN-Ck)NOBETE  Retaining  Walls. 
New  Tork  Oentral  Standard.  Fig.  110  shows  the  standard  plain- 
concrete  retaining  wall  of  the  New  York  Central  and  Hudson  River 
Railroad.*  This  type  is  used  for  track  elevation,  and  hence  carries 
a  train  on  the  back-filling  near  the  wall.  The  official  drawing  con- 
tains the  following  notes.  '*  1.  The  coping  is  to  be  made  of  1  :  2  :  4 
Portland  cement  concrete,  the  body  of  the  wall  of  1  :  3  : 6,  and  the 
footing  (the  lower  4  ft.)  of  1  :4  :  7h.  2.  The  foundation  is  to  be  made 
to  suit  local  conditions,  but  is  never  to  be  less  than  4  ft.  deep,  unless 
good  rock  is  found.  Old  railroad  rails,  10  to  12  inches  centers,  are  to 
l)e  used  when  soft  material  is  encountered.  When  piles  are  used  in 
soft  material,  the  outside  pile  under  the  toe  is  to  he  battered  out  1  to 
6.  3.  Four-inch  weep  holes  are  to  be  left  not  more  than  15  ft.  apart, 
and  are  to  have  vertical  bHnd  drains  running  to  the  top  of  the  w^all. 
4.  The  top  of  the  coping  is  to  slope  ^  inch  to  the  rear.  5.  All  exposed 
corners  and  edges  are  to  be  rounded  to  1-inch  radius.  6.  Expansion 
joints  are  to  be  provided  50  ft.  apart  by  inserting  one  layer  of  tarred 
paper  between  the  sections,  the  edges  of  the  paper  l)eing  kept  |  inch 
from  the  face  of  the  wall  and  the  y  int  being  marked  on  the  face  by 
a  triangular  groove  i  inch  deep  made  by  nailing  a  strip  on  the 
inside  of  the  form." 

1067.  Fig.  117  shows  the  forms  used  in  constructing  a  consider- 
able length  of  the  wall  shown  in  Fig.  116.  The  sheeting  was  2-inch 
yellow  pine  laid  ^\'ith  a  ship-lap  of  I  inch  and  an  open  joint  of 
J  inch.  The  form  for  the  front  of  the  wall  wns  lined  with  thin  sheet 
steel.  The  forms  were  made  in  panels  51  feet  long,  were  shifted  by  a 
locomotive  crane,  and  were  removed  after  the  concrete  had  set  over 
night. 

1068.  niinois  Oentxal  Wall.  Fig.  118.  page  52S.  shows  the  wall 
used  by  the  Illinois  Central  Railroad  on  one  side  of  its  depressed  line 
through  Grant  Park,  formerly  Lake  Front  Park,  Chicago;  and  Fig. 
119  shows  the  forms  used  in  constructing  the  wall.f  The  wall  was 
deaigneil  for  an  8-foot  surcharge.  The  concrete  was  laid  in- three 
courses,  as  shown  by  the  dotted  line  in  Fig.  119.  The  lower  course 
was  laid  without  joints,  the  second  course  had  tongue  and  groove 
contraction  joints  every  108  ft.,  and  the  third  course  ever>'  54  ft. 
A  sheet  of  hydrex  felt  was  inserted  in  the  contraction  joint  to  prevent 

♦  By  courtesy  of  Geo.  W.  Kittrfnlge,  chief  enpinoer. 
t  By  courtesy  of  R.  E.  Gaiit.  bri<l|?e  enpiu><»r. 
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adhesion  between  the  two  sections.     Tlie  horizontiii  sections  were 

keyed  by  a  tongue  and  grooved  joint  as  shown  in  Fig.  1 19,  page  529. 

It  is  claimed  that  a  wall  stepped  on  the  back,  as  shown  in  Fig.  1 19, 

is  more  advantageous  than  one  having  a  straight  back,  since  wth  the 


former  the  lower  part  of  the  form  can  \ie  more  easily  taken  down  and 
lie  moved  ahead  before  the  upper  part  can  be  removed.  This  advan- 
tage is  greatest  in  cool  weather  when  the  cement  .sets  slowly. 

1089.  Ohluco  'and  Horth  Wastam  Wall.     Fig.  120,  page  530,  shows 
the  forms  aiv*  ''^  dimenaoDB  of  the  wall  employed  by 

theCb'  ~  <tlevatiot)  in  Chicago 
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aod  elsewhere.*  A  horizuntui  section  35  (I.  long  was  built  complete 
from  top  to  bottom  in  a  day;  and  on  account  of  the  pressure  due  to 
this  height  of  wet  concrete,  frequent  tie  rods  and  strong  bracing  were 


•  CoruTrte-^nginteritig,  Jan.  1,  1907,  p.  12. 
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icqiiiied  111  keep  llie  forms  fcoiii  spr«n<Un<;.  The  mils  iind  bracing 
sliown  in  Fifj.  VM)  were  entirely  aatiafactory.  The  2-inch  pipe 
were  ohl  Ixiiler  flues,  anc!  consequently  coat  but  little  more  than  the 
expense  of  cutting.  The  end  of  the  pipe  was  2  inches  from  the  .fiirfnce 
of  the  wall. 

Compare  Fij;.  117,  119,  and  120  as  to  the  manner  of  building  the 
fiirni.-i  to  secure  the  nff-seta  on  the 
l>:ick  of  the  wall. 

1060.  EZAMFLC8  OF  KziH' 
FOBOED-OOHOBETX  RBTAIHIXQ 
WaIiLS.  0.  B.  A  Q,  Standard,  Fig. 
121,  page  531,  shows  the  typical 
cross-section  of  the  retaining  wall 
employed  by  the  Chicago,  Bur- 
lington and  Quincy  Railway  in 
tnick  elevation  in  Chicago.*  The 
portion  above  the  angle  in  the 
back  is  the  same  for  all  heights. 
Fig.  122,  page  Kll,  shows  the 
method  of  constructing  and  brac- 
ing tlie  forms  used  in  building  the 
wall  shown  in  Fig.  121.* 

A  retaining  wall  having  a  sec- 
tion similar  to  that  in  Fig.  121  has 
frequently  been  used.  Notice  that 
tills  type  is  really  intermediate  be- 
tween a  reinforced-concrete  can- 
tilever wall  (Fig.  114,  page  518, 
or  Fig.  128,  page  581)  and  a  plain 
concrete  wall  (Fig.  116,  page  527, 
or  Fig.  118,  page  528). 

The  forms  are  a  combination 
of  continuous  and  sectional.    The 

sectional  portion  consists  of  two  no.  119.— Foiwe  for  III.  Cent,  Wall. 
parts:    (It  the  studding  for  the 

face,  and  the  forms  for  the  coping  and  for  the  flat  slope  near  the 
iKittom:  and  (2)  theforraforthebackof  the  wall.  Ordinarj- sheeting 
is  used  on  the  face  between  the  forms  for  the  coping  and  for  the  flat 
slope  at  the  bottom.  No  attempt  was  made  to  use  sectional  forms 
for  the  main  part  of  the  face,  because  the  sections  become  battered 
and  warped  with  use  and  do  not  fit  well,  and  hence  leave  the  wall 
rough. 

I,  BBb  ■■niniiT,   In   Jour.  Wert.   Son.  ot  Eng*!*,  vnL   xU,  p. 
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Notice  the  method  of  bracing  the  forms,  particularly  the  interior 
inclined  tie  rod. 

1061.  Oorrugated  Bar  Go's  Standards.  Fig.  123  shows  the  cross 
section  of  the  standard  cantilever  reinforced-concrete  retaining 
wall  designed  by  the  company  controlling  the  patent  for  the  square 
corrugated  bar  (}  465);  and  Fig.  124  shows  the  standard  design  for 
a  counterforted  wall  by  the  same  company. 


Fig.  120. — Form  for  C.  &  N.  W.  Retaixino  Wall. 


1062.  Pittsburg  Wall.  Fig.  125,  page  532.  shows  the  cross  section 
of  a  counterforted  wall  built  by  the  City  of  Pittsburg,  Pa.  The  foot- 
ing is  24  inches  thick,  and  the  face  wall  18  inches;  the  counterforts 
are  12  inches  thick,  and  10  feet  apart  center  to  center.  The  rein- 
forcement in  the  floor  is  IJ-inch  plain  round  rods  spaced  about  7 
inches  apart;  and  the  reinforcement  in  the  face  wall  is  plain  round 
rr»ds  varying  from  I  inch  at  the  bottom  to  i  inch  at  the  top  of  the 
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wall,  the  spacing  increasing  from  3  inches  at  the  bottom  to  G  inches 
at  the  top.  The  rods  are  bent  in  such  a  way  that  at  their  ends  next 
to  the  coim'terforts  they  are  near  the  face  of  the  wall,  while  in  their 
middle  portion  they  are  near  the  back  of  the  wall.     The  reinforce- 


Fi(i.I21.— C.B.AQ.Reta™ikoWaij..  Fiq.  122.— Form  tor  C.  H.  &  Q.  Walu 
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ment  in  the  count erfnrt  consists  of  plain  rouud  rods  varying  from  1 
to  If  inches  in  dianiet«r,  connected  to  plates  bedded  in  the  floor 
and  in  the  curtain  wall  by  pins  through 
forked  ends.  These  anchor  .plates  are 
f  inch  thick  and  from  S  to  1]  inclieii 
wide,  and  have  three  lines  of  holes  in 
them,  one  for  the  rods  in  the  coiinter- 
fort,  and  the  two  others  for  the  rods 
in  the  fItHir  on  each  side  of  the  coun- 
terfort. Two  nuts  are  used  on  each 
end  of  each  rod  in  the  floor  and  in 
the  face  wail, 
se^  1063.  Cost  or  Oomorjri  BCTAni- 

1^  ISO  WaIls.  '  Plain  Ooncnto.      For  a 

disciis.'iion  of  the  various  items  in  the 
co.st  of  concrete,  see  I  412-19;  and 
for  an  example  of  the  cost  of  a  plain 
concrete  retaining;  wall,  see  { 423. 
Table  7S  shows  the  cost  (exclusive  of 
excavation)  of  a  plain  concrete  retain- 
ing wall  containinjr  427  cubic  yards, 
Imilt  by  the  Delaware,  Lackawanna 
and  Western  R.  R.  at  Scranton,  Pa., 
Fio.  125.— PiTTSBnaa  Rktain-  in   1907. 

IN..  Wall.  ^q^   E«iiifor»d  Ooncnto.     Table 

7!)  wves  the  average  cost  of  the  reinforced-conciete  retaining  walls 


i" 


TABLE  7S. 
Cost  of  a  Plai.v  Coxcrkte  Rktaining  Wall. 


IntHS  or  EipiNBE 


Broken  Htone  at  S0.70  per  ton 

Sand  at  SO .  .55  per  cu.  yd 

Cement  al  $0.85  per  bhi 

Liimhcr — charged  at  j  value    

Labor— mixing  and  pkcing  concrete 

Labor— building  forms 

Labor — unloading  materials 

Etepreciation  of  wheelbarrows  

Superintendentse — 30  hr.  at  50  ct   ... 
Offioe  expense— 120.00 

Total 


10.72 
0.24 
1.06 
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of  the  type  shown  in  Fig.  121,  page  531,  built  in  Chicago  by  a 
railroad  in  connection  with  track  elevation  dunng  the  year  1907. 
The  work  was  done  by  company   force. 

TABLE  79. 
Cost  of  Reinforced-Concretk  Retaining  Wall. 

Itemh  or  ExpENME.  1»ER  Cu.  Yi>.  or 

Concrete. 
ExcavatioJi:   4  528  cu.  yd.. 

Removing  earth.  0.48  ct.  i)er  cu.  yd.  of  excavation $U.  .'^4 

Shoreing,  0.06  per  cu.  yd.  of  excavation   .045 

Pumpine,  0.03  ct.  per  cu.  yd.  of  excavation   .021 

Cutting  bflf  piles,  0.01  ct.  per  cu.  yd.  excavation   .004 

Engine  service,  0.02  ct.  per  cu.  yd.  of  excavation .013 

Total  for  labor .W.467 

Sheet  piling,  0.07  ct.  per  cu.  yd.  of  excavation .057 

Total  for  excavation $0. 534 

Pile  FouiulatiMyn:    14,  616  lin.  feet. 

Cost  of  piles,  10  ct.  |)er  lin.  ft $0. 26 

Driving  piles,  18  ct.  per  lin.  ft .46 

Total  for  foundation SO. 72 

Concrete:   5  608  cu.  yd. 

Materials — lumber   $0 .  49 

form  materials  other  than  lunil>er .07 

cement 1.75 

gravel .03 

steel  reinforcement .62 

Total  for  materials $2.96 

Labor — building  forms $1 .  10 

removing  forms .23 

E lacing  reinforcement    .05 

andling  concrete  materials .23 

mixing  and  placing  concrete .72 

cleaning  concrete .03 

fininshing  surface    .03 

frost  protection .01 

track  chants .03 

engine  services .05 

equipment .26 

Total  for  labor $2.74 

•  -  — — ^ 

Grand  Total $6.95 

1066.  Cost  of  Plain-  vs.  Reinforced-Goncrete  Retaining  Wall.    Of 

course,  to  make  a  fair  comparison  both  forms  of  wall  should  be 
equally  well  designed  and  both  should  be  equally  stable.  The 
concrete  in  the  reinforced  wall  will  cost  more  per  cubic  yard  because 
of  the  greater  cost  of  the  forms  (particularly  for  the  count^rforted 
wall)  and  also  because  of  the  interference  of  tlie  steel  in  placing  the 
concrete.    Fuit*w»r   *i«-»  *— *  ol  the  excavation  per  cubic  yard  of 
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concrete  is  considerably  more  for  the  reinforced  wall  than  for  the 
plain  wall,  because  of  the  smaller  number  of  cubic  yards  in  the  former 
and  also  because  the  base  of  the  former  is  usually  considerably  longer 
than  that  of  the  latter  and  consequently  the  excavation  is  pro- 
portionally greater.  A  reinforced  wall  will,  of  course,  cost  more  per 
cubic  yard,  because  steel  costs  more  than  an  equivalent  volume  of 
concrete.  On  the  other  hand,  a  reinforced  wall  will  contain  con- 
siderably less  concrete  than  a  plain  wall. 

Not  infrequently,  the  costs  of  the  .concrete  in  these  two  foniis  of 
walls  are  compared  as  being  proportional  to  the  areas  of  the  two 
cross  sections,  and  the  claim  is  made  that  the  reinforced-concrete  wall 
is  40  to  60  per  cent  the  cheaper,  var>dng  with  the  height;  but  such 
a  method  of  comparison  is  greatly  in  error.  Again,  the  cost  of  the 
concrete  in  these  two  forms  of  walls  is  sometimes  compared  by  adding 
from  10  to  50  cents  per  cubic  yard  to  cover  the  extra  cost  of  iiie  rein- 
forced concrete,  and  the  claim  is  made  that  the  reinforced  wall  is 
from  35  to  45  per  cent  the  cheaper;  but  such  an  allowance  for  extra 
cost  is  entirely  too  small.  Because  of  one  or  the  other  of  the  alx)vc 
errors,  many  of  the  estimates  of  the  relative  cost  of  these  two  forms 
of  walls  are  misleading. 

On  a  leading  railroad  the  cost  of  a  large  amount  of  work  showed 
that,  exclusive  of  excavation  and  of  company  haul  on  mat-erials, 
the  cantilever  reinforced-concrete  retaining  wall  was  19  per  cent 
cheaper  than  the  plain  concrete  wall;  and  two  other  prominent 
railroads  estimate  that  high  counterforted  reinforced  retaining  walls 
are  25  per  cent  cheaper  than  plain  concrete  ones. 


CHAin^ER  XIX 
BRIDGE  ABUTMENTS 

1067.  DEFINITIONS.  There  are  four  forms  of  abutments  in 
more  or  less  general  use.  1.  A  plain  wall  parallel  to  the  current, 
shown  in  elevation  at  Fig.  126,  with  or  without  the  wings  ADF  and 
BEG.  The  slopes  may  l^e  finished  with  an  inclined  coping,  as  AD, 
or  offset  at  intervals,  as  BE.  When  abutments  were  made  of  stone 
niasonrj',  the  latter  was  the  usual  method  of  finishing;  but  since 
abutments  are  generally  built  of  concrete,  the  former  is  the  more 
common.  The  abutment  shown  in  Fig.  126  is  called  a  straight  abut- 
ment or  less  appropriately  an  abutment  with  straight  wings.  2.  The 
wings  may  be  swung  around  into  the  bank  at  any  angle,  as  shown 
(in  plan)  in  Fig.  127.    The  angle  ^  is  usually  about  30®.    This  form 
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is  known  as  the  wiiuj  abutment  or  an  abutment  with  splayed  wings. 
3.  When  ^  of  Fig.  127  b(»comes  90°,  the  result  is  Fig.  128,  which  is 
called  the  U  abutment.  4.  If  the  wings  of  Fig.  128  are  moved  to  the 
center  of  the  head-wall  the  result  is  Fig.  129,  which  is  known  as  the 
T  abutment. 

1068.  Comparison  of  Forms.  The  form  of  the  abutment  to  be 
adopted  for  any  particular  case  will  depend  upon  the  locality, — 
whether  the  bridge  is  over  a  waterway  or  over  a  street  or  railway. 
If  for  the  former,  the  form  of  abutment  depends  upon  whether  the 
banks  are  low  and  flat,  or  steep  and  rocky;  whether  the  current  is 
swift  or  slow;  and  also  upon  the  relative  cost  of  earthwork  and  of 
masonry. 

Fig.  126  is  the  usual  form  for  a  street  or  railway  crossing;  but  is 
not  suitable  for  a  stream  crossing,  owing  to  the  danger  of  the  water's 
flowing  along  inunediately  behind  the  HbUL 
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Fig.  127  is  the  usual  form  for  a  stream  crossing,  particularly  where 
there  is  a  contraction  of  the  waterway  at  the  bridge  sit«,  since  de- 
flecting the  wing  walls,  on  both  the  up-stream  and  down-stream  side, 
slightly  increases  the  amount  of  water  that  can  pass.  This  advantage 
can  be  obtained,  to  some  degree,  A^ith  the  straight  abutment  (Fig. 
126)  by  thinning  the  wings  on  the  front  and  leaving  the  back  of  the 
wings  and  abutments  in  one  straight  line.  Not  only  there  is  no 
hydraulic  advantage,  but  there  is  a  positive  disadvantage,  in  in- 
creasing the  deflection  of  the  wings  beyond,  say,  10°  or  15°.  The 
more  the  wing  departs  from  the  face  line  as  it  swings  round  into  the 
embankment,  the  greater  its  length  and  also  the  greater  is  the  thrust 
upon  it.  The  wings  are  not  usually  extended  to  the  toe,  B,  of  the 
embankment  slope,  but  stop  at  a  height,  depending  upon  the  angle 
of  deflection  of  the  wing  and  the  slope  of  the  embankment,  such  that 
the  earth  in  flowing  around  the  end  of  the  wall  will  not  get  into  the 
channel  of  the  stream.  It  can  be  shown  mathematically  that,  if  the 
toe  of  the  earth  which  flows  around  the  end  of  the  wing  is  to  he  kept 
three  or  four  feet  back  from  the  straight  line  through  the  face  of  the 
abutment,  an  angle  of  25°  to  85°  is  best  for  economy  of  the  material 
in  the  wing  walls.  This  angle  varies  slightly  with  the  proportions 
adopted  for  the  wing  wall  and  with  the  details  of  the  masonry.  This 
form  of  construction  is  objectionable,  since  the  foot  of  the  slope  in 
front  of  the  wing  is  liable  to  be  washed  away;  but  this  could  be  rem^ 
edied  somewhat  by  riprapping  the  slope,  or,  better,  by  making  the 
wing  longer. 

Fig.  126  is  one  extreme  of  Fig.  127,  and  Fig.  128  is  the  other.  As 
the  wing  swings  back  into  the  embankment  the  thrust  upon  it  in- 
creases, reaching  its  maximum  at  an  angle  of  about  45°;  when  the 
wing  is  thrown  farther  back  the  outward  thrust  decreases,  owing  to 
the  filling  up  of  the  slope  in  front  of  the  wing.  Bringing  the  wings 
perpendicular  to  the  face  of  the  abutment,  as  in  Fig.  128  also  de- 
creases the  lateral  pressure  of  the  earth,  owing  to  the  intersection  of 
the  surfaces  of  nipture  for  the  two  sides,  which  is  equivalent  to 
removing  part  of  the  "prism  of  maximum  thrust.''  If  the  banks  of 
the  stream  are  steep,  the  base  of  the  wing  walls  of  Fig.  128  may  be 
stepped  to  fit  the  ground,  thereby  saving  masoniy.  Under  these 
conclitious,  also  the  wing  abutment.  Fig.  127,  can  lye  treated  in  the 
same  way;  but  the  saving  is  considerably  less.  When  the  masohry 
is  stepped  off  in  this  way,  the  angle  thus  formed  l)ecomes  the  weakest 
part  of  the  masonry;  but,  as  the  masonry  has  a  large  excess  of 
strength,  there  is  not  much  probability  of  danger  from  this  cause, 
provided  the  work  is  executed  with  reiusonable  care. 

Fig.  129  contains  more  masonry  than  any  of  the  other  forms. 
The  more  massive  the  masonrj^  the  cheaper  it  can  be  construct^; 
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and,  for  this  reason,  it  is  probable  that  the  simple  T  abutment  is 
cheaper  than  the  U  abutment,  although  the  latter  may  have  less 
masonry  in  it.  However,  if  built  of  concrete  the  cost  of  forms  will 
l)e  considerably  more  for  the  U  abutment  than  for  the  T  abutment. 
For  equal  amounts  of  masonry,  wing  abutments  give  lietter  pro- 
tection to  the  embankments  than  T  abutments.  The  latter  are  more 
stable,  because  the  center  of  gravity  of  the  masonry  is  farther  back 
from  the  line  of  the  face  of  the  abutment,  about  which  line  the 
abutment  must  turn  or  along  which  it  will  first  crush.  The  amount 
of  masonry  in  tall  T  abutments  can  l)e  decreased  by  building  the 
tail  wall  hollow  or  by  introducing  either  transverse  or  longitudinal 
arches  in  it.  (Fig.  137  and  138,  page  547.)  High  T  abutments  are 
sometimes  built  of  reinforced  concrete  with  comparatively  thin 
outside  walls  and  with  vertical  and  horizontal  partitions,  thus 
securing  a  very  light  and  comparatively  cheap  structure. 

1069.  Theory  of  Stability  of  an  Abutioent.  The  abutment 
of  an  ordinary  bridge  has  two  offices  to  perform,  viz.:  (1)  to  support 
one  end  of  the  bridj.'e,  and  (2)  to  keep  the  earth  embankment  from 
sliding  into  the  water.  In  Fig.  120,  the  portion  DEGF  serves  both 
these  purposes,  while  the  wings  ADF  and  BEii  act  only  as  retaining 
walls.  In  Fig.  127  and  128,  the  portion  DE  performs  both  offices, 
while  the  wings  AD  and  BE  are  merely  retaining  walls.  In  Fig.  129 
the  head  DE  supports  the  bridge,  and  the  tail,  or  stem,  AB  carries 
the  train;  hence  the  whole  structure  acts  as  a  retaining  wall  and  also 
supports  the  load.  The  abutment  proper  may  fail  (1)  by  sliding 
forward,  (2)  by  overturning,  or  (3)  by  crushing. 

The  top  dimensions  of  the  body  of  the  abutment  must  be  sufficient 
for  the  bridge  seats,  which  will  vary  with  the  style  and  the  span 
of  the  bridge,  and  must  also  allow  room  for  a  vertical  wall  on  the 
back  edge  of  the  abutment  to  sustain  the  roadway,  which  wall  is 
variously  called  a  dirt  wally  a  parapet  wall,  or  a  hack  wall.  Theoretic- 
ally, the  bottom  dimensions  of  the  body  may  be  determined  by  a 
consideration  of  the  lateral  pressure  of  the  earth;  but  the  mathe- 
matical theory  of  the  pressure  of  earth  is  a  much  less  perfect  guide 
for  designing  bridge  abutments  than  for  simple  retaining  walls 
owing  to  the  effect  of  the  moving  load — both  on  account  of  its  weight 
and  its  motion,  particularly  of  a  railway  train — to  increase  the 
lateral  pressure  against  the  abutment.  Obviously,  the  effect  of  the 
weight  of  the  bridge  in  resisting  the  overturning  of  the  abutment  is 
greater  for  low  abutments  than  high  ones,  and  for  long  spans  than 
short  ones. 

Again,  the  bridge  acts  more  or  less  as  a  strut  between  the  two 
abutments  to  prevent  sliding  or  overturning,  the  exact  effect  depend- 
ing upon  the  wei^t  of  1><»  hricbee  and  upon  whether  one  end  rests 
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upon  sliding  plates  or  expansion  rollers.     Further,  the  wings  assist 
in  preventing  overturning,  except  in  the  straight  abutment. 

In  view  of  the  uncertainties  of  the  mathematical  theory  of  the 
pressure  of  earth  (§  998-1013),  it  is  not  customaiy  to  attempt  to  com- 
pute the  stability  of  an  abutment,  but  to  take  the  thickness  of  the 
body  at  the  top  of  the  footing  at  0.40  or  0.45  of  the  height  of  the 
earth  fill.  In  applying  this  empirical  rule,  little  or  no  distinction  is 
made  l:)etween  highway  and  railway  bridges,  i.e.,  little  or  no  account 
is  taken  of  the  effect  of  the  moving  load;  and  no  account  is  ever 
taken  of  the  difference  in  weight  of  different  bridges,  or  of  the  strut- 
like  action  of  the  bridge.  Apparently,  it  is  more  common  to  make 
the  thickness  0.40  of  the  height  than  0.45;  but  the  latter  is  em- 
ployed by  some  of  the  largest  and  best  railway  systems  in  this  country 
(see  Fig.  132,  page  541).  In  several  cases,  abutments  having  a 
thickness  of  J  the  height  have  failed.  The  thickness  of  wing  walls  is 
frequently  made  0.3  of  the  height  of  the  earth  above  the  point,  and 
seem  to  stand  satisfactorily. 

1070.  Foundation.  Ordinarily,  only  comparatively  little  dif- 
ficulty is  encountered  in  securing  a  foundation  for  a  bridge  abutment. 
Frequently,  by  doing  the  work  at  the  time  of  low  water,  the  founda- 
tion can  l)e  put  down  without  the  use  of  a  coffer-dam  or  at  most  by 
the  use  of  a  light  curbing.  When  the  ground  is  soft  or  likely  to  scour, 
a  pile  foundation  and  grillage  may  I >e  employed.  For  the  method  of 
procedure  in  such  cases,  see  Art.  4,  Chapter  XV;  and  for  examples 
of  this  kind  of  foundation,  sec  Fig.  134  (page  544),  Fig.  136  (page 
546),  Fig.  148  (page  561),  Fig.  149  (page  562). 

Where  there  is  no  danger  of  underwashing,  and  where  the  foun- 
dation will  at  all  times  be  under  water,  the  masonry  may  be  started 
u])()n  a  tim!)er  platform  consisting  of  timbers  from,  say,  8  to  12 
inches  thick,  laid  side  by  side  upon  sills,  and  covered  by  one  or  more 
layei*s  of  timl)crs  or  thick  planks,  according  to  the  depth  of  the 
foundation  and  the  magnitude  of  the  structure.  For  an  example 
of  a  foundation  of  this  class,  see  Fig.  149  page  562.  For  a  discussion 
of  the  method  of  failure  by  sliding  on  the  foundation,  see  §  930  and 
1043. 

1071.  Experience  has  determined  the  safe  thickness  of  an  abut- 
ment at  the  top  of  the  footing  within  comparatively  naiTow  limits; 
l)ut  the  width  of  the  footing  is  subject  to  wide  variation,  as  it  depends 
upon  the  bearing  power  of  the  soil.  Since  the  moment  tending  to 
overturn  the  abutment  is  not  definitely  known,  neither  the  dis- 
tribution of  the  pressure  on  the  soil  under  the  footing  nor  the  max- 
imum pressure  can  lye  found  with  any  considerable  accuracy;  and 
therefore,  if  the  soil  is  even  slightly  c()mpressi])le,  the  dimensions  of 
the  footing  must  Ije  determined  with  the  utmost  care.    The  decifflcm 
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as  to  what  will  be  a  safe  and  not  extravagant  area  of  the  footing-,  or 
rather  what  will  be  a  safe  and  not  extravagant  projection  of  the 
footing  in  front  of  the  wall,  is  a  matter  of  judgment  based  upon  past 
experience  and  a  careful  study  of  all  the  conditions  of  the  particular 
case  in  hand.  For  a  few  suggestions,  applicable  in  this  connection, 
see  §  1025-28. 

1072.  Kind  of  Masonry.  Formerly  bridge  abutment  were 
usually  built  of  either  range  ashlar  (J  561)  or  squared-stone  masonry 
(§  570)  according  to  the  importance  of  the  structure,  although 
occasionally  rubble  (§  575)  was  employed;  but  at  present  concrete 
is  nearly  always  used — partly  because  it  is  ordinarily  cheaper,  and 
partly  because  the  monolithic  construction  is  less  affected  by  frost 
and  the  shock  of  passing  loads.  In  the  past  it  has  been  quite  common 
for  masonry  railroad  abutments  to  be  shaken  to  pieces  by  the  passage 
of  trains. 

J^ridge  abutments  are  usually  built  of  massive  plain  concrete, — 
sometimes  with  a  comparatively  small  amount  of  steel  reinforcement 
under  the  bridge  seats,  at  reentrant  angles,  and  at  other  places  where 
there  is  danger  of  cracks.  Different  parts  of  an  abutment  are  some- 
times built  of  different  grades  of  concrete  according  to  the  stress 
imposed — see  Fig.  135,  page  545,  for  example.  Ordinarily  bridge 
abutments  depend  for  their  stability  mainly  upon  the  weight  of  the 
concrete;  but  occasionally  abutments  are  constructed  of  com- 
paratively thin  walls  and  buttresses  of  reinforced  concrete  (see  Fig. 
133,  page  543),  and  such  abutments  depend  for  their  stability  mainly 
upon  the  strength  of  the  reinforced  concrete. 

1073.  Straight  Abxttiaents.  Fig.  130,  page  540,  shows  a 
st  raight  abutment  used  by  the  Lehigh*  Valley  Railroad,  for  an  over- 
head railway  crossing.*  The  drawing  shows  the  dimensions  of  the 
al)utment  proper,  and  also  the  arrangement  of  the  parapet  or  back- 
wall  for  a  skew  crossing. 

For  another  straight  abutment  for  a  steam  railway,  see  §  1076 
and  Fig.  132,  page  541. 

1074.  Note  that  the  wings  in  Fig.  130  have  a  plane  top,  while 
those  in  Fig.  132  have  a  curved  upper  surface. 

1076.  Wing  Abutments.  Oooper's  Standard.  Fig.  131,  page 
541 ,  shows  an  abutment  with  splayed  wings  recommended  for  country 
highway  and  electric  railway  bridges. f  The  variable  dimensions  of 
the  top  of  the  abutment  are  given  in  Table  80,  page  540.  This  form 
is  intended  to  be  built  of  either  masonry  or  plain  concrete. 

1076.  New  Tork  Gentral  Standard.     Fig.  132,  page  541,  shows 

♦  By  courtesy  of  Walter  G.  Berg,  chief  engineer. 
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TABLE  80. 
FOR  THE  Abutment  Shown 

IN  Fig. 
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1     „,„„„.. 
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■iCS  I. 

For  Country  Highvxiy  and  Singk-Track  EUilric  Railway  Bridga: 

Clear  roadway -1-4  feet  0  inches. 
"       +5     ■'    0 
■'       +5     ■'    9 


For  Double-Track  Electric  Railway  Brid^t:     Add  1  foot  to  the  above  values  of  I. 

the  standard  straight  and  also  the  splayed-uing,  plain-concrete 
abutments  of  the  New  York  Central  and  Hudson  River  Railroad.* 
Ordinarily  the  form  with  straight  wings  is  used  for  street  crossings  and 
that  with  splayed  wings  for  stream  crossings.    Notice  that  the  wing 
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has  a  coping  and  that  the  top  face  is  curved.    Compare  the  finish  of 
this  wins  with  that  of  Fig.  130. 

The  following  are  notes  from  the  official  drawing:   "1.  Thedimeti- 
aon  !/,  see  top  of  Section,  varies  with  the  superstructure,  but  la  » 
*  By  courtesy  of  W.  J.  Wilgus,  vice  preeident  and  former  Qhief  a 
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less  than  '.i  feet  for  girders  and  trusses  or  2  feet  6  inches  for  solid 
floors.    2.  The  dimension  x,  see  top  of  Section,  ia  at  least  half  the 
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distance  from  the  bridge  seat  to  the  base  of  the  rail.    3.  The  frost 
batter,  see  upper  right-hand  corner  of  Section,  is  to  slope  6  inches  in 
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made  to  suit  local  conditions,  but  must  not  be  less  than  4  feet  deep 
unless  good  rock  is  found.  6.  Old  rails  10  to  12  inches  center  to 
center  are  to  be  used  where  a  soft  foundation  is  found;  and  where 
piles  are  not  used,  the  base  of  the  rails  is  to  l^  0  inches  from  the 
bottom.  Where  splicing  of  rails  in  the  foundation  is  necessary,  they 
shall  be  fully  bolted  with  two  splice  bars,  and  be  laid  with  broken 
joints.    7.  The  back  filling  is  to  be  cinders  or  other  porous  material. 

8.  All  exposed  corners  and  edges  are  to  \ye  rounded  to  a  1-inch  radius. 

9.  The  bridge  seat  is  reinforced  with  a  sheet  of  Clinton  galvanized 
wire  cloth,  having  3-  by  8-inch  mesh,  made  of  No.  8  and  10  wires,  or 
with  No.  8  Clinton  wire  netting  having  1-  by  2-inch  mesh." 

1077.  Rainlorced-Ooncrete  Wing  Abutment.  Fig.  133  shows  a 
typical  form  of  reinforced-concrete  bridge  abutment  built  by  the 
Wabash  Railway  at  Monticello,  111.*  The  figure  shows  the  dimen- 
sions and  the  general  form  of  construction.  On  the  face  of  the  abut- 
ment proper  and  of  the  wings  is  a  little  ornamentation,  in  the  shape 
of  a  rectangle,  produced  by  nailing  a  half-round  strip  on  the  inside 
of  the  forms.  This  ornamentation  is  not  shown  in  Fig.  138.  In 
this  particular  structure  the  counterforts  (the  vertical  walls  behind 
the  face  wall)  are  parallel  to  the  roadway,  but  sometimes  the  coun- 
terforts to  the  wings  are  perpendicular  to  the  face  wall. 

One  of  the  two  abutments  like  that  shown  in  Fig.  133  contains 
160  cu.  yd.  of  concrete  and  9,581  lb.  of  J-inch  square  corrugated  steel 
reinforcing  bars,  and  the  other  182  cu.  yd.  of  concrete  and  18,043 
lb.  of  steel,  both  l^eing  practically  60  11).  per  cu.  yd. 

1078.  In  J  1065  is  a  discussion  of  the  relative  cost  of  plain-  and 
reinforced-concrete  retaining  walls,  all  of  which  is  applicable  to 
abutments;  but  the  more  complicated  form  of  the  reinforced-concrete 
abutment  makes  the  additional  cost  of  forms  and  the  extra  trouble 
of  depositing  concrete  around  the  reinforcement  greater  for  abutments 
than  for  retaining  walls;  and  hence  it  is  probable  that  under  ordinar>^ 
conditions  the  plain-concrete  abutment  is  the  cheaper.  Further,  on 
account  of  the  possibility  of  the  rusting  of  the  reinforcement,  the 
plain-concrete  abutment  is  more  durable. 

1079.  U  Abutmemt.  a.  T.  &  8.  F.  8tandard.  Fig.  134,  page 
544,  shows  the  standard  U  abutment  employed  by  the  Atchison, 
Topeka  and  Santa  Fe  Railroad  System. f  This  design  was  made 
when  abutments  w-ere  constructed  of  block-stone  masonry;  but  it  has 
been  used  without  material  modification  since  abutments  are  usually 
built  of  plain  concrete.  In  the  early  history  of  this  road  the  T  abut* 
ment  was  the  standard,  but  it  w^as  abandoned  and  the  U  abutment 
was  adopted.    At  present  the  U  abutment  is  preferred  for  a  new 

♦  By  courtrflv  of  A.  O.  Cunningham,  chief  engineer, 
t  By  courtesy  of  W.  B.  Storey,  Jr.,  chief  engineer. 
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line;  but  when  an  abutment  19  require<l  under  a  track  in  nperntion. 
the  wing  abutment  f^  preferred,  since  the  track  can  lie  supporte<l 
more  easily. 

The  specifications  under  which  these  abninienta  were  built,  when 
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block-stone  masonry  was  the  material  of  construction,  required 
as  follows:  '*1.  Bed-plate  pedestal  blocks  to  be  2  feet  thick,  and 
placed  symmetrically  with  regard  to  the  plates.  2.  Coping  under 
pedestal  blocts  to  be  18  inches  thick  for  all  spans  exceeding  100 
feet,  16  inches  for  90  feet,  and  14  inches  for  spans  under  90  feet, — 
said  coping  to  be  through  stones,  and  spaced  alike  from  both  sides 
of  abutment.    3.  Distances  from  front  of  dirt  wall  to  front  of  bridge 
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Fig.  135.— U  Abutment.     N.  Y.  C.  A  H.  R.  R.  R. 


seat,  and  from  grade  line  to  top  of  bridge  seat,  and  thickness  of  dirt 
wall,  to  vary  for  different  styles  and  lengths  of  bridges.  4.  Front 
walls  to  be  22  feet  wide  under  bridge  seat  for  all  spans  of  100  to  160 
feet  inclusive.  5.  Total  width  of  bridge  seat  to  be  5^  feet,  for  all 
spans.  6.  Steps  on  back  of  walls  to  be  used  only  when  necessary  to 
keep  thickness  -^  of  the  height.  7.  In  case  piling  is  not  used,  footing 
courses  may  be  added  to  give  secure  foundation.  8.  Length  of  wing 
walls  to  be  determined  by  a  slope  of  1^  to  1  at  the  back  end  of  the 
walls — as  shown  by  dotted  line  in  front  elevation, — ^thence  by  a  slope 
of  1  to  1  '^  ^de — B8  shown  on  side  elevation — ^to  the 
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intersection  of  the  ground  line  with  fat-e  of  abutment.  This  rule  may 
be  modified  in  special  cases,  t).  Dimensions  not  given  on  the  drawing 
arc  determined  by  the  style  and  length  of  bridge,  and  are  to  be  found 
on  special  sheet." 

1080.  Abundant  drainage  should  lie  provided  for  the   material 
between  the  wings  of  the  U  abutment,  by  inserting  farm  tile  or  per- 
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forjitcd  iriiii  pi()c  vertically  at  intervals  along  the  back  of  the  wiaes 
and  allowing  them  to  discharge  through  weep  holes  through  the  face 
of  the  wins  <*i"  '.(innocting  them  to  horizontal  tile  or  pipes  in  the 
filling  near  the  Imttom  which  can  discliarge  at  the  free  end  of  the 
wings.  Cindors  or  sand  and  gravel  are  sometimes  iised  to  fill  jn 
between  the  wing  wails  to  give  a  better  drainage,  and  also  to  decrease 
the  lateral  thrust  of  the  filling. 


1081.  New  YoA  Central  Standard.  Fig.  135,  page  545,  shows 
the  standard  U  abutment  of  the  New  York  Central  and  Hudson 
River  Railroad.* 


The  official  drawing  contains  the  following  notes:    "1.  For  depth 
iif  9  ft.  from  the  top  of  the  coping,  the  thickness  of  the  wing  is  to  be 
in  accordance  with  the  standard  retaining  wall  [j  1056];   and  from 
*  By  courteny  ot  W.  J.  ^^Igua,  vice  prondmt  Hid  fomier  chief  axpneei. 
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that  point  down,  the  back  of  the  wing  is  to  be  plumb.  2.  The  back 
filling  is  to  lie  cinders  or  other  porous  material.  3.  Weep  holes  are 
to  be  provided  with  vertical  blind  drains  in  the  rear." 

In  addition  to  the  items  in  the  preceding  paragraph,  items  1 
and  5  to  9  of  S  1076  also  apply  to  this  abutment. 

1082.  T  Abutmznt.  Fig.  136,  page  546,  shows  the  type  of  T 
abutment  ordinarily  used  by  railroads  when  auch  structures  were 
made  of  coursed  stone  masonry.  The  tail  wall  is  usually  10  or  12  ft. 
wide,  and  of  such  length  that  the  foot  of  the  slope  of  the  embankment 
will  just  reach  to  the  back  of  the  head  wall.    The  batter  on  the  head 

wall  is  1  to  12  or  1  to  24  all 
around.  The  tail  wall  is  gen- 
erally built,  vertical  on  the 
sides  and  the  end.  Notice  the 
batter  at  the  top  of  the  free 
end  of  the  tail  wall.  This  is 
known  as  the  "frost  batter," 
and  is  to  prevent  the  frost 
from  disiociiting  the  comer  of 
the  masonry.  The  drainage 
of  the  ballast  pocket  should 
be  provided  for  by  leaving  a 
space  between  the  ends  of 
two  stones.  Formerly  the 
Flu.  I39.-Reisforcf.i>^'onc«etk  t  ^^^  ^^11  was  Sometimes  only 

7  or  8  feet  wide,  in  which 
case  the  ties  were  laid  directly  upon  the  masonry  without  the  in- 
tervention of  ballast;  but  tills  practice  has  l)een  abandoned,  as  being 
very  destructive  of  both  nilling  stock  and  masonry. 

According  to  the  common  theories  for  retaining  walls,  T  abut- 
ments with  dimensions  as  above  have  ^■e^y  large  factors  of  stabiUty 
against  sliding,  overturning,  and  crushing. 

1083.  Fig.  i;!7  and  1.38,  page  547,  show  two  methods  of  decreasing 
the  amount  of  ma.sonry  in  a  T  abutment.  The  designs  were  made  for 
an  abutment  in  the  Cairo  liridge  approiich  on  the  Illinois  Central 
Railroad  to  be  built  against  a  pier  already  constructed.*  The  plan 
and  the  front  elevation  of  these  two  designs  are  identical,  and  the 
earth  fill  required  is  almost  exactly  the  same.  Fig.  137  was  adopted. 
The  estimate  for  Fig.  1-37  was  as  follows: 

Concrete,  26fi0cLi.  yd.  at  $7.25 119  385.00 

Piles,  337  nt  $S  .iO 2  864.50 

Reinfoicing  bars 300.00 

Total $22  'MS. 60 

•W.  M.  Torrance,  Engineering  NetM,  vol.  Iv,  p.  3e-W. 


T  Abutment.  549 

The  estimate  for  Fig.  138  was  as  follows: 

Concrete,  1  935  cu.  yd.  at  $7.50   114  512.00 

Piles.  337  at  $8.50 2  864.50 

Reinforcing  bare 600.00 

Total S17  976.50 

Another  modification  of  the  U  abutment  proposed  for  the  same 
position  consisted  in  making  the  side  walls  Ught«r  than  in  the  ordinary 
U  abutment  and  in  tying  them  together  at  intervals  mth  rods.    The 
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rods  were  to  be  encased  in  concrete  which  was  to  be  supported  by 
light  concrete  arches  resting  on  the  side  walls.  The  estimate  for  this 
design  was: 

Concrete.  3  636  cu.  yd.  at  16.00  S21  876.00 

Piles,  420  at  »8. 50 3  570,00 

Reinforcing  rods SO. 00 

Earth  fm,  4  000  cu  yd.  at  30  ct 1  200.00 

Total 126663.00 

1084.  ReintoTMd-Oonente    T  Abntmeat.    Fig.  139  shows  a  mod- 
ified form  of  T  abutment  employed  on  the  South  Bend  and  Southern 
Michigan  Railway  (electric  inteniri        " 
•A.  J.I 
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1085.  Pier  Abutbsbmt.     Fig.  140.  page  549,  shows  what  may 
be  called  a  pier  abutment,  i.e.,  a  pier  that  takes  the  place  of  an 
abutment.    Fig.  140  is  the  design  prepared  by  the  State  Engineer  of 
New  York  for  highway  bridges  crossing  the  Barge  (the  enlarged 
Erie)  Canal.     The  unshaded  portion  of  the  pier  consists  of  two 
pyramidal  pedestals,  each  supporting  a  comer  of  the  reinforced- 
concrete  slab  which  constitutes  the  approach  span.    Each  of  the  two 
comers  of  the  shore  end  of  the  approach  span  rests  upon  a  square 
column.    The  general  form  of  this  design  has  long  been  used  with 
highway  bridges  to  obviate  the  use  of  either  a  longer  span  or  a  more 
expensive  abutment ;  and  the  only  new  feature  in  Fig.  140  is  the  use 
of  a  reinforced-concrete  slab  for  an  approach  span;  which  made 
possible  the  use  of  columns  under  each  corner  of  the  approach  span 
instead  of  a  continuous  wall  under  each  end. 

Table  81  gives  the  cost  of  the  approaches  and  the  piers  for  two 
bridges  built  under  one  contract  in  1907,  exclusive  of  the  cost  of 
plant.  The  copings,  girders,  columns,  and  the  slab  were  made  of 
1:2:4  concrete;  and  the  remainder  of  the  structure  of  a  1  :  2  : 5 
mixture. 

TABLE  81. 

Cost  of  Approach  Spax  and  Pikr  Abutmkxt  ox  Erie  Caxal.* 


RCF. 

No. 


1 

2 
3 

4 
5 


G 
7 

s 

10 

11 


RoBEKTH  Road  Bkiduk 


Items  of  Expense. 


Xfaterials:    . 

Lumber  at  $25  i>er  M 

Cement  at  $1 .  50  i>er  h\>\ 

Sand  at  $1 .  25  per  cu.  yd 

Broken  Stone  at  f  1   40  |)er  cu.  yd.. 
Steel  at  2i  ct«.  r^er  lb 


Total  for  materials 

Labor: 

Construction,  erection,  ami  renuival 

of  forms  at  $35.93  i>er  M  ft.  B.  M. 
MixinK    and    placing    concrete,    and 

|)lacinK   steel 

KxcavatinK.  and  clrivinK  42  piles 
Hauling  materials 

Total  for  labor 


Be.vdick  Road  Bbioob 


7  000  ft.  B.  M 

340  bbl. 

100  cu.  yd. 

200  cu.  yd 
U  .HS4  lb. 


$0.69 
2.01 

.  ."0 
1.10 

.97 


7  000ft.B.M. 
370  bbl. 
1 10  cu.  yd. 
220  cu.  yd. 
10  616  ib. 


Total  for  labor  and  material^ 


2  535  cu.  yd.   i  $10.S4 


2  535  cu.  yd 


$0.64 
2.02 

.50 
1.12 

.•7 


S5.25 


2.06 

2.25 

.48 

1.08 


65  82 


611.07 


♦  Euiil  Low,  in  Knginecrinff-Contractimj,  vol.  xxvii,  p.  212-15. 


CHAPTER  XX 
BRIDGE  PIERS 

1087.  The  selection  of  the  site  of  the  bridge  and  the  arrangement 
of  the  spans,  although  important  in  themselves,  do  not  properly 
belong  to  the  part  of  the  problem  here  considered;  therefore  they 
will  be  discussed  only  briefly.  The  location  of  the  bridge  is  usually 
a  compromise  between  the  interests  of  the  railroad  or  the  highway, 
and  of  the  river.  On  navigable  streams,  the  location  of  a  bridge,  its 
height,  position  of  piers,  etc.,  are  subject  to  the  approval  of  engineers 
appointed  for  the  purpose  by  the  United  States  Government.  The 
law  requires  that  the  bridge  shall  cross  the  main  channel  nearly  at 
right  angles,  and  that  the  abutments  shall  not  contract  nor  the  piers 
obstruct  the  waterway.  For  the  regulations  governing  the  various 
streams,  and  also  reports  made  on  special  cases,  see  the  various 
annual  reports  of  the  Chief  of  Engineers,  U.  S.  A. 

The  arrangement  of  the  spans  is  determined  mainly  by  the  rela- 
tive expense  for  foundations,  and  the  increased  expense  per  linear 
foot  of  long  spans.  Where  the  piers  are  low  and  foundations  easily 
secured,  with  a  correspondingly  light  cost,  short  spans  and  an  increased 
number  of  piers  are  generally  economical,  provided  the  piers  do  not 
dangerously  obstruct  the  current  or  the  stream  is  not  navigable. 
On  the  other  hand,  where  the  cost  of  securing  proper  foundations  is 
great  and  much  difficulty  is  likely  to  be  encountered,  long  spans  and 
the  minimum  number  of  piers  is  best.  Sound  judgment  and  large 
experience  are  required  in  comparing  and  deciding  upon  the  plan  best 
adapted  to  the  local  conditions. 

Within  a  few  years  it  has  become  necessary  to  build  bridge  piers 
of  very  great  height,  and  for  economical  considerations  steel  has 
been  substituted  for  stone.  The  determination  of  the  stability  of 
such  piers  is  wholly  a  question  of  finding  the  stresses  in  frame  struc- 
tures, — the  consideration  of  which  is  foreign  to  our  subject. 

1088.  FuNonom  or  a  Bridge  Pier.  A  bridge  pier  has  two 
functions:  (1)  it  must  support  the  bridge,  and  (2)  it  must  permit 
water  to  pass  with  the  least  possible  disturbance  to  that  water.  The 
first  concerns  the  stability  of  the  pier,  which  depends  upon  its  vertical 
cross  section;  and  the  second  concerns  the  form  of  the  horixontal 
cross  section  of  the  pier. 
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1089.  Thbort  of  Stability.  A  bridge  pier  may  fail  in  either 
of  two  ways:  (1)  by  sliding  or  overturning  down  stream,  i.e.,  longi- 
tudinally, or  (2)  by  sliding  or  overturning  laterally. 

1090.  Longitudiiial  Stability.  The  forces  that  tend  to  slide  or 
overturn  a  pier  down  stream  are  the  wind,  the  current  of  water,  and 
a  floating  field  of  ice. 

1091.  Effect  of  Wind.  The  pressure  of  the  wind  against  the 
truss  alone  is  usually  taken  at  50  lb.  per  sq.  ft.  against  twice  the 
vertical  projection  of  one  truss,  which  for  well-proportioned  trusses 
will  average  about  10  sq.  ft.  per  linear  foot  of  span.  The  pressure  of 
the  wind  against  the  truss  and  train  together  is  usually  taken  at 
30  lb.  per  sq.  ft.  of  truss  and  train.  The  train  exposes  about  10  sq.  ft. 
of  surface  per  linear  foot.  The  pressure  of  the  wind  against  any  other 
than  a  flat  surface  is  not  known  with  any  certainty;  for  a  cylinder, 
it  is  usually  assumed  that  the  pressure  is  two  thirds  of  that  against 
its  vertical  projection. 

The  center  of  pressure  of  the  wind  on  the  truss  is  practically  at 
the  middle  of  its  height;  that  of  the  wind  on  the  train  is  7  to  9  feet 
above  the  top  of  the  rail,  according  to  whether  the  train  is  for  freight 
or  passengers;  and  that  of  the  wind  on  the  pier  is  at  the  middle  of 
the  exposed  part. 

1092.  Effect  of  Current.  For  the  pressure  of  the  current  of  water 
against  an  obstruction,  Weisbach's  Mechanics  of  Engineering  (page 
1,030  of  Coxe's  edition)  gives  the  formula, 

P^-swk^, (^) 

in  which  P  is  the  pressure  in  pounds,  s  the  exposed  surface  in  sq.  ft., 
k  a  coefficient  depending  upon  the  ratio  of  width  to  length  of  the 
pier,  w  the  weight  of  a  cubic  foot  of  water,  i'  the  velocity  in  ft.  per 
sec,  and  g  the  acceleration  of  gravity.  For  piers  with  rectangular 
cross  section,  k  varies  between  1.47  and  1.33,  the  first  being  for 
square  piers  and  the  latter  for  those  3  times  as  long  as  wide;  for 
cyHnders,  A;  =  about  0.73.  The  law  of  the  variation  of  the  velocity 
with  depth  is  not  certainly  known ;  but  it  is  probable  that  the  velocity 
varies  as  the  ordinates  of  an  ellipse,  the  greatest  velocity  being  a 
little  below  the  surface.  Of  course,  the  water  has  its  maximum 
effect  when  at  its  highest  stage. 

The  center  of  pressure  of  the  current  is  not  easily  determined, 
since  the  law  of  the  variation  of  the  velocity  with  the  depth  is  not 
accurately  known;  but  it  will  probably  be  safe  to  take  it  at  one 
third  the  depth. 

1093.  Floating  Ice,    The  pier  is  also  liable  to  a  horizontal  pv 
due  to  floating  ice.    The  formulas  for  impact  are  not  ^ 
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this  case.  The  assumption  is  sometimes  made  that  the  field  of  ice 
which  may  rest  against  the  pier  will  simply  increase  the  surface 
exposed  to  the  pressure  of  the  current.  The  greatest  pressure  possible 
will  occur  when  a  field  of  ice,  so  large  that  it  is  not  stopped  by  the 
impact,  strikes  the  pier  and  plows  past,  crushing  a  channel  through 
it  equal  to  the  greatest  width  of  the  pier.  The  resulting  horizontal 
pressure  is  equal  to  the  area  crushed  multiplied  by  the  crushing 
strength  of  the  ice.  The  latter  varies  with  the  temperature;  but 
since  ice  will  move  down  stream  in  fields  only  when  melting,  we  desire 
its  minimum  strength.  The  crushing  strength  of  floating  ice  is  some- 
times put  at  20  tons  per  sq.  ft.  (300  lb.  per  sq.  in.);  but  in  com- 
puting the  stability  of  the  piers  of  the  St.  Louis  ateel-arch  bridge, 
it  was  taken  at  600  lb.  per  sq.  in.  (43  tons  per  sq.  ft.).  According 
to  experiments  made  under  the  author's  direction,*  the  crushing 
strength  of  ice  at  23°  F.,  varies  between  370  and  760  lbs. 
per  sq.  in. 

The  arm  for  the  pressure  of  the  ice  should  be  measured  from  high 
water. 

Occasionally  a  gorge  of  ice  may  form  between  the  piers  and  dam 
the  water  back.  The  resulting  horizontal  pressure  on  a  pier  will  then 
be  equal  to  the  hydrostatic  pressure  on  the  width  of  the  pier  and  half 
the  span  on  either  side,  due  to  the  difference  between  the  level  of  the 
water  immediately  above  and  below  the  bridge  opening.  A  pier  is 
also  liable  to  blows  from  rafts,  boats,  etc.;  but  as  these  can  not 
occur  simultaneously  with  a  field  of  ice,  and  will  probably  be  smaller 
than  that,  it  will  not  generally  be  necessary  to  consider  them. 

1094.  Sometimes  a  bridge  pier  is  subjected  to  a  heavy  shove  from 
the  expansion  of  freezing  ice;  but  the  usual  method  of  protecting  the 
pier  is  to  break  up  the  ice  immediately  around  the  pier. 

1096.  Resisting  Forces.  The  force  resisting  sliding  is  the  friction 
due  to  the  combined  weight  of  the  train,  the  bridge,  and  the  part  of 
the  pier  above  the  section  considered.  For  the  greatest  refinement, 
it  would  be  necessary  to  compute  the  forces  tending  to  slide  the  pier 
for  two  conditions,  viz.:  (I)  with  a  wind  of  50  lb,  per  sq.  ft.  on  truss 
and  pier,  in  which  case  the  weight  of  the  train  should  be  omitted 
from  the  resisting  forces;  and  (2)  with  a  wind  of  30  lb.  per  sq.  ft.  on 
truss,  train,  and  pier,  in  which  case  the  weight  of  a  train  of  empty 
box  cars  should  be  included  in  the  resisting  forces.  If  the  water  can 
find  its  way  under  the  foundation  in  hydrastatic  condition,  the 
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The  forces  resisting  overturning  are  the  weight  of  the  pier  above 
the  section  considered  and  the  combined  weight  of  the  truss  and 
the  train. 

1096.  Conclusion.  The  factor  of  safety  against  sliding  and  over- 
turning can  easily  be  computed  similarly  as  for  dams.  However,  in 
computing  the  maximum  compressive  stress  in  bridge  piers  the 
formulas  employed  for  dams  can  not  be  applied,  since  they  are  apph'- 
cable  only  to  elementary  rectangular  sections,  while  in  computing  the 
maximum  compressive  stress  in  bridge  piers  the  entire  cross  section 
must  be  con.sidered,  and  as  a  rule  it  is  not  a  rectangle.  Equation 
1  and  2,  page  854,  are  applicable  to  bridge  piers,  in  which  case  /  is 
the  moment  of  inertia  of  the  horizontal  cross  section  about  an  axis 
through  its  center  of  gravity  and  perpendicular  to  its  long  axis. 

1097.  In  the  former  editions  of  this  book  an  example  was  given 
of  the  method  of  computing  the  stability  of  a  bridge  pier.  That 
investigation  was  made  for  an  unusually  higti  pier  standing  between 
two  unusually  long  single-track  railroad  spans  (Fig.  143,  page  558), 
and  the  most  dangerous  conditions  were  assumed.  The  result  of 
that  computation  was  that  any  pier  which  has  sufficient  room  on  top 
for  the  bridge  seat  and  which  has  a  batter  of  1  in  12  or  1  in  24  is 
safe  against  any  mode  of  failure  from  longitudinal  forces;  in  other 
words,  the  length  required  on  the  top  for  the  bridge  seat,  together 
with  a  slight  batter  for  appearance,  generally  give  sufficient  longi- 
tudinal stability  of  a  single-track  pier  against  sliding,  overturning, 
and  crushing.  This  conclusion  is  especially  true  for  a  double-track 
bridge,  and  for  a  pier  of  truly  monolithic  concrete. 

1098.  Transverse  Stability.  The  forces  that  tend  to  produce 
sliding  or  overturning  transverse  to  the  length  of  the  pier,  i.e., 
parallel  to  the  bridge,  are:  (1)  the  dynamic  action  of  the  moving 
load,  (2)  the  expansion  of  the  bridge,  and  (l^)  the  action  of  the  wind 
against  the  side  of  the  pier.  The  first  applies  only  to  railroad  bridges, 
but  the  second  and  third  occur  with  all  bridges.  The  possibility  of  a 
pier's  failing  by  sliding  or  overturning  laterally  is  usually  considerably 
greater  than  that  of  its  failing  by  sliding  or  overturning  longi- 
tudinallv. 

1099.  Dynamic  Action  of  Train.  The  locomotive  in  drawing  a 
train,  particularly  up  a  steep  approach,  exerts  a  pull  which  must 
finally  l)e  balanced  by  the  resistance  of  a  pier  to  sliding  and  over- 
turning in  a  direction  opposite  to.  the  motion  of  the  train;  and  if 
brakes  are  applied  to  the  moving  train  while  upon  the  bridgBi  a 
force  will  lie  developed  which  tends  to  slide  and  overturn  a  {Mer  &t 
the  same  direction  iis  the  motion  of  the  train.  The  latter  *• 
larg(»r,  since  it  may  l)e  one  fifth  of  the  weight  of  the  e* 
upon  any  one  span.    This  force  acts  at  the  level  of  tH 
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moment  of  this  force  about  the  edge  of  any  horizontal  cross  section 
is  resisted  by  the  moment  of  the  combined  weight  of  the  truss,  the 
train,  and  the  pier. 

1100.  Expansion  of  Bridge.  The  expansion  or  contraction  of  the 
bridge  may  exert  a  lateral  pull  on  the  pier.  If  the  rollers  or  sliding 
plates  at  the  free  end  of  the  bridge  are  in  good  working  condition, this 
force  is  comparatively  unimportant;  but  if  the  rollers  become 
blocked  by  cinders  and  rust,  as  they  frequently  do,  or  if  the  sliding 
plates  become  msted,  as  they  often  do,  the  force  developed  by  the 
expansion  or  contraction  of  the  bridge  may  be  quite  important.  The 
force  developed  is  equal  to  the  weight  of  the  bridge  miUtiplied  by  the 
coefficient  of  friction.  This  force  may  act  either  with  or  against  the 
dynamic  action  of  the  train;  but  of  course  the  latter  is  the  condition  ■ 
to  \>e  considered. 

The  coefficient  of  rolling  friction  for  bridge  ntllers  in  good  con- 
dition, or  of  sliding  plates  in  good  condition  is  comparatively  small; 
but  if  the  rollers  fail  to  work  or  the  plates  become  rusted,  the  bridge 
is  compelled  to  slide,  when  the  coefficient  of  friction  may  become 
0.15  to  0.20  or  even  more  for  high  unit  pressures. 

1101.  Wind  on  Side  of  Pier.  The  amount  and  point  of  applica- 
tion of  the  force  of  the  wind  against  a  pier  has  been  considered  in 
i  1091,  and  hence  nothing  need  be  said  here  on  that  subject. 

1102.  Besvltant  Stability.  The  resultant  tendency  to  slide  is 
equal  to  the  square  root  of  the  sum  of  the  squares  of  the  longitudinal 
and  of  the  transverse  forces  tending  to  produce  sliding. 

Similarly,  the  resultant  force  tending  to  overturn  the  pier  is 
equal  to  the  square  root  of  the  sum  of  the  squares  of  the  longitudinal 
and  of  the  transverse  forces;  but  ordinarily  the  factor  of  safety  for 
the  resultant  moment  will  be  greater  than  that  for  the  transverse 
moment,  because  the  arm  of  the  resisting  moment  is  considerably 
greater,  being  half  of  a  diagonal  diameter  of  the  pier  instead  of  half 
of  the  shortest  diameter. 

Strictly,  the  formula  for  the  maximum  crushing  stress  (equation 
1,  page  .354)  should  be  applied  in  the  plane  of  the  resultant  moment, 
in  which  case  /  would  represent  the  moment  of  inertia  of  the  hori- 
zontal cross  section  with  reference  to  an  axis  through  the  center  of 
gravity  of  the  section  and  perpendicular  to  the  plane  of  the  resultant 
moment;  but  ordinarily  the  following  approximate  solution  is 
sufficient.    The  maziinum  compressive  stress  due  to  the  forces  acting   - 
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If  the  down-stream  end  of  the  horizontal  cross  section  is  square, 
this  approximate  solution  will  be  more  nearly  correct  than  if  the 
down-stream  end  is  pointed. 

1103.  70BU  OF  Cboss  Sktioh.  The  dimensions  oa  the  top 
wilt  depend  somewhat  upon  the  form  of  the  cross  section  of  the  pier, 
and  also  upon  the  style  and  span  of  the  bridge.  The  examples  pre- 
sented later  give  representative  dimensions.  Theoretically  the 
dimensions  at  the  bottom  are  determined  liy  the  area  necessary  for 
stability;  but  the  top  dimensions  required  for  the  bridge  seat, 
together  with  a  slight  batter  for  the  sake  of  appearance,  usually 
gives  sufficient  stability. 

In  a  sluggish  stream,  the  form  of  the  horizontal  cross  section  is 
■  not  of  much  moment;  but  in  a  strong  current  it  is  important. 

The  up-stream  end  of  a  pier,  and  to  a  considerable  extent  the 
down-stream  end  also,  should  be  rounded  or  pointed  to  serve  as  a 
cut-water  to  turn  the  current  aside  and  to  prevent  the  formation  of 
whirls  which  act  upon  the  bed  of  the  stream  around  the  foundation, 
and  also  to  prevent  shock  from  ice,  logs,  boats,  etc.  In  some  respects 
the  serai-ellipse  is  the  best  form  for  the  ends;  but  as  it  is  more  expen- 
sive to  form,  the  ends  are  usually  finished  to  intersecting  arcs  of 
circles  or  with  send  circidar  ends.  For  an  example  of  the  former, 
see  Fig.  143  (page  558);  and  of  the  latter,  see  Fig.  145  (page  559). 
Above  the  high-water  line  a  rectangular  cross  section  is  as  good  as  a 
curved  outline,  except  possibly  for  appearance. 

A  cheaper,  but  not  quite  as  efficient,  construction  is  to  form  the 
two  ends,  called  starlings,  of  two  inclined  planes.  As  seen  in  plan, 
the  sides  of  the  starlings 
usually  make  an  angle  of 
about  45°  with  the  sides  of 
the  pier  (see  Fig.  144,  page 
558).  A  still  cheaper  con- 
struction, and  the  one  most 
common  for  the  smaller 
piers,  is  to  finish  the  up- 
stream end,  below  the  high- 
water  line,  with  two  in- 
clined planes  which   inter- 
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having  a  batter  of  from 
S  or  4  inches  per  foot,  and  to  build  the  other  three  sides  and  the  part 
of  the  up-stream  face  above  the  high-water  line  with  a  batter  of  1 
in  12  or  1  in  24  {see  Fig.  141  and  142). 

1104.  The  portion  of  the  pier  above  high  water  is  Bometl' 
built  as  two  independent  pedestals;    and  sometimes  the  pedi 
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are  connected  all  the  way  up  by  a  thin  vertical  wall,  but  sometimeB 
only  at  the  top  by  an  arch. 

1106.  Examples  of  Mjuovbt  oe  Plair-Ooroketb  Pubs. 
Highway  and  Electric-Railway.  Fig.  141  shows  the  form  for  a  plain 
concrete  or  masonry  pier  for  highway  and  electric  railway  bridges, 
and  Table  82  gives  the  dimensions  for  various  spans.* 

TABLE  82. 
Top  Dimensions  fob  the  Pier  Shown  in  Fig.  141. 


T  Cimtitry  Highway  and  SingU-Track  Electric  Railway  Bridges 


2  feet  8  inchea 


Clear  roBdway  +  4  feet  0  inches 


For  Double-Track  Electric  Sailwayi:   Add  1  foot  la  the  above  values  of  I. 


1106.  New  York  Central  Pier.  F^g.  142  shows  the  standard 
pier  employed  by  the  New  York  Central  and  Hudson  River  Rail- 
road for  piers  40  ft.  high  or  lees.'j'    The  up-stream  end  is  the  same 
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as  the  down-stream,  except  where  the  stark-water  is  necessarj'. 
The  coping  and  the  stark-water  cap  are  made  of  1  :  1  : 2  portland 
cement  concrete,  and  the  remainder  of  the  pier  of  1:3:6.  Items 
5,  6,  8,  and  9  of  the  specifications  for  standard  abutments  (see  the 
second  paragraph  of  i  1076)  apply  also  to  the  piers.  For  square 
crossings  and  spans  of  40  ft.  or  less,  the  width  on  top,  .4,  is  4  ft.,  and 
it  increases  6  inches  for  each  20-ft.  increase  in  the  length  of  the  span 


up  to  ]<K)  ft.,  and  then  the  same  amount  for  each  25-ft.  increase  up 
to  2.'>0  ft.  If  the  pier  is  more  than  liO  ft.  high,  it  has  a  corbel  coune 
under  the  coping;  or,  in  effect,  the  pier  has  one  coping  as  shown,  and 
upon  that  another  coping  which  projects  4  inches. 

1107.  Oairo  Bridge  Pier.     Fig.  143  shows  the  dimenaoos  oC  « 
stono-))l(M'k  masonry  pier  of  the  Illinois  Central  Kailwqr's  riliBl»>-.£i 
tr!n-k  bridge  over  the  Ohio  River  at  Cairo,  111.      This  pier. 
]>ctween  two  523-foot  spans,  and  stands  upon  a  bed  ot  a 
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definite  depth.     This  is  the  pier  that  was  used  in  the  computations 
referred  to  in  S  1097. 

1108.    SaoU  Fe  Rkilnikd.      Fig.    144    shows  a  plain  concrete 
bridge  pier  built  on  the  Atchison,  Topeka,  and  Santa  F6  Railway 


IS. — Concrete  Pier.     K,-C.  M.  & 


End  Clcvatiof 


FMM  0  balow  Top. 

FlO.    14e.— POBMS   FOR  CONCWCm   PlBB.      K.-C.    H.    ft  O.   E.R. 


System    in   an   uninhabited   mountain  re^on  of  Nev  Mexico.* 
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plate  girder  bridge  on  the  Kansas  City,  Mexico  and  Orient  Railroad; 
and  Fig.  146  and  147  show  the  method  of  constructing  the  forms 
for  the  shaft  of  the  pier.*    For  the  cost  of  these  piers,  see  §  1110. 
The  curved  ends  of  these  piers  were  made  by  smooth  wood 

,.-^__.^_^^^  forms;   but  often  the  form  is  made 

,-      ^'^^MH  ■MM^'_     I     polygonal,  and  a  sheet  of  ,thin  steel 

■     *^j  '"^M    ^^  ^^^a— =^±"E^     is  nailed  on  the  inside  of  the  wood 

form  to   give  a  uniform   curvature 

iv.       and  a  smooth  surface. 

!  7  1110.  Cost  of  Plain-Goncrete  Pien. 

j/       Below  is  the  cost  of  the  piers  shown 

^\  yiJ  in  Fig.  145-47.    The  piers  were  sunk 

\  \g^  xj/ /  ill  coffer-dams  made  of  wood  sheet 

rT'^^siAii'^*"/  piles  through  12  to  18 feet  of  sand  to 

^     , .-     ^  ^.  ^  bed  rock.    The  concrete  was  mixed 

Fio.  147. — Form  fob  Nose  of  Pier.  ,  ,  ,  .  i     ,         ,  . 

on  shore  by  machmery,  and  placed  m 
dump  boxes  on  push  cars  which  ran  by  gravity  to  the  pier.  The 
concrete  for  the  base  of  the  pier  was  deposited  in  the  coffer-dam. 
The  cost  per  cubic  yard  of  concrete  was  as  follows: 

Material  and  labor  for  coflfer-dams  at  $57 .  67  per  1  000  ft.  B.  M.  .  $1 .  60 

Excavating  in  coffer-dam .49 

Materials  and  labor  for  forms  at  $52 .  12  per  1  000  ft.  B.  M .36 

Cement^l.13  bbl.  at  $1.50 1.69 

Freight,  unloading  and  storing .32 

Sand— 0.48  cu.  yd.  at  20  cts 10 

Freight,  unloading  and  storing .48 

Broken  stone — 0.80  cu.  yd.  at  45  cts .36 

Freight,  unloading,  and  storing .52 

Mixing  and  placing  concrete 1 .  53 

Machinery  and  supplies .69 

Miscellaneous .67 


Total  cost,  per  cu.  yd.  of  concrete $8.80 

1111.  Example  of  Reimforoed  Concrete  Pier,  niinois  Cen- 
tral Railroad.  Fig.  148  shows  one  of  the  reinforced  concrete 
channel  piers  of  the  Illinois  Central  Railway's  double-track  bridge 
across  the  Tennessee  River,  at  Gilbert sville,  Ky.f 

The  reinforcement  throughout  consists  of  f-inch  square  cor- 
rugated bars  (6,  Fig.  28,  page  236).  In  the  foundation  the  bars  are 
placed  6  inches  above  the  bottom,  in  each  direction  midway  between 
consecutive  lines  of  piles.  The  entire  pier  is  reinforced  by  horisontal 
rings,  about  6  inches  from  the  outside  of  the  concrete,  spaced 

♦  Engineerinff^arUfxicHngf  April  3,  1907,  p.  143. 
t  By  courtesy  of  R.  £.  Gaut,  Bridge  Engineer. 
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tically  2  ft.  center  to  center,  except  that  there  are  three  rings  in  the 
copinft  and  corbel  course.  The  coping  has  bars  spaced  2  ft.  center 
to  center  each  waj'  6  inches  under  the  top  surface.  The  pier  also  has 
a  system  of  vertical  rods  spaced  2  ft.  center  to  center  all  around  the 
pier,  except  in  the  footing  and  foundation  where  the  spacing  is  a 
little  greater.  Joints  in  adjacent  lines  of  reinforcement  are  not  less 
than  5  ft.  apart.    At  their  junction  the  bars  are  lapped  at  least  18 


ozf-  ^  £323         o^  cut  am-  &au»  ot^^ 

Fia.  148. — Pier  Tennebhee  Riveh  Bridok.     Ilumois  Centkal  R.R. 

uhes  and  are  tied  with  at  least  two  turns  of  a  No.  16  galvanized 
ire.    All  int«rsections  are  tied  likewise. 
The  forms  were  constructed  of  sheeting,  studding,  and  horizontal 


562 


Bridge  Piers. 


[Chap.  XX. 


1112.  The  following  is  the  actual  cost  of  excavating  433  cu,  yd. 
of  earth  and  placing  130  cu.  yd.  of  plain  concrete  for  a  highway 
bridge  pier  near  Huntley,  Montana,  during  weather  so  cold  as  to 
necessitate  the  heating  of  the  water,  sand,  and  gravel.*  The  forms 
were  made  of  2-inch  lumber  dressed  on  one  side  and  beveled  on  the 
edges. 

Excavating  433  cu.  yd.  of  earth,  including  pumping  and  $37.58 

for  coffer-dam,  per  cu.  yd.  of  concrete $1 .04 

Lumber  for  forms — 6  600  ft.  B.  M.  at  one  third  cost .34 

NaUs  for  forms— 2  kegs  at  S3. 20 05 

Labor  on  forms 1 .  03 

Mixing  and  placing  concrete 1 .  30 

Cement— 1.18  bbl.  at  $1.86 2.20 

Sand— 0.39  cu.  yd.  at  $0.66 26 

Gravel— 0.97  cu.  yd.  at  $0.66 64 

Coal— 3  tons  at  $3.25 08 

Steel— 110  lb.  at  $2.88  ct 02 

Superintendence .21 

Total  cost  per  cu.  yd.  of  concrete $6. 14 

1113.  Pivot  Piers.  Pivot  piers,  i.e.,  the  center  piers  for 
swing  bridges,  differ  from  piers  for  fixed  spans  only  in  that  they  are 


I'lo.  149. — Pivot  Pier.     Northern  Pacific  R.R.,  Grand  Fobks,  N.  D, 

circular,  are  larger  on  top,  and  usually  have  plumb  sides.     P*^  '^ 
piers  are  protected  from  the  pressure  of  ice  and  from  shock  b»' 

*  Enyineering-Contraetinj,  vol.  xxx,  p.  446, — Dec.  80,  IWL 


etc.,  by  an  ice  breaker  which  is  entirety  distinct  from  the  pier.  The 
ire  breaker  is  usually  ponstructed  by  driving  a  group  of  60  or  70  piles 
in  ( lie  form  of  a  V  (t  he  sharp  end  up 
stream),  at  a  short  distance  above 
the  pier.  On  and  above  these 
piles  a  strong  timber  crib-work 
is  framed  so  as  to  form  an  in- 
clined ridge  up  which  the  cakes 
of  ice  slide  and  break  in  two  of 
their  own  weight.  Between  the 
ice  breaker  and  the  pier  two  or 
three  rows  of  piles  are  driven, 
on  which  a  comparatively  light 
crib  is  constructed  for  the 
greater  security  of  the  pier  and 
also  for  the  protection  of  the 
river  craft.  ^^ 

Fig.  149  shows  the  masonry         *^  »ste  tMii^ 

of  the  pivot  pier  for  the  North- 
ern Pacific  R.  R.  bridge  over 
the  Red  River  at  Grand  Forks, 
N.  Dak.  The  specifications  for 
the  grillage  were  as  follows: 
"Fasten  the  first  course  of  tim- 
l)ers  together  with  |-inch  by 
20-inoh  drift  bolts,  18  inches 
apart;  fasten  second  course  to 
first  course  with  drift  bolts  of 
same  size  at  every  other  inter- 
section. Timbers  to  be  laid  with 
broken  joints.    Put  on  top  course 

of  4-inch  by  12-inch  plank,  nailed     '"'"■  '^"^^^l^ITr    ^"•™'"^ '^"- 
e\'ery   2    feet   with    -]V-ineh  by 

8-inch   boat  spikes.      The  last  course   is  to  be  thoroughly  calked 
with  oakum." 

Fig.  150  shows  the  pier  of  the  swing  span  of  the  Illinois  Central 
Railway's  bridge  across  the  Tennessee  River  at  Gilberts "ille,  Ky.* 
The  pier  is  reinforced  the  same  as  the  piers  of  the  fixed  spans — 
see  S  nil. 

•  By  ttaatmy  of  R.  E.  Okut,  Bridge  Engineer. 


CHAPTER  XXI 
CULVERTS 

1116.  A  culvert  is  a  structure  through  a  railroad  or  higbwa}' 
embankment  to  carry  a  small  stream.  The  term  is  usually  restricted 
to  structures  that  are  built  according  to  general  plans  which  vary 
only  with  the  area  of  waterway  and  without  regard  to  the  height 
of  the  embankment.  When  the  span  is  more  than  15  or  20  feet,  a 
special  design  is  usually  made  for  the  structure;  and  therefore  the 
term  culvert  is  properly  applied  only  to  structures  having  a  water- 
way less  than  15  or  20  feet  wide. 

Art.     1.  Waterway  Requirkd. 

1116.  The  determination  of  the  amount  of  waterway  required  in 
any  given  case  is  a  problem  that  does  not  admit  of  an  exact  mathe- 
matical solution.  Although  the  proportioning  of  culverts  is  in  a 
measure  indeterminate,  it  demands  an  intelligent  treatment.  If  the 
culvert  is  too  small,  it  is  likely  to  cause  a  washout,  entailing  possibly 
loss  of  life,  interruptions  of  traffic,  and  cost  of  repairs.  On  the  other 
hand,  if  the  culvert  is  made  unnecessarily  large,  the  cost  of  con- 
struction is  needlessly  increased.  Any  one  can  make  a  culvert 
large  enough;  but  it  is  the  province  of  the  engineer  to  design  one  of 
sufficient  but  not  extravagant  size. 

1117.  Thb  Faotors.  The  area  of  the  waterway  required  depends 
upon  (1)  the  rate  of  rain-fall,  (2)  the  kind  and  condition  of  the 
soil,  (.3)  the  character  and  inclination  of  the  surface,  (4)  the  condi- 
tion and  inclination  of  the  l>ed  of  the  stream,  (5)  the  shape  of  the 
area  to  \>c  drained  and  the  jx>sition  of  the  branches  of  the  stream, 
((3)  the  form  of  the  mouth  and  the  inclination  of  the  bed  of  the 
culvert,  and  (7)  whether  it  is  jwrmissible  to  back  the  water  up  above 
the  culvert,  thereby  causing  it  to  tUscharge  under  a  head. 

1.  It  is  the  maximum  rate  of  rain-fall  <luring  the  severest 
storms  which  is  ro<]uinMl  in  this  connection.  This  certainly  varies 
greatly  in  ilifTeront  s(vtions;  but  there  are  almost  no  data  to  show 
what  it  is  for  any  parti<'ular  locality,  since  records  generally  give  the 
amount  per  day,  and  rarely  |>er  hour,  while  the  duration  of  the  storm 
is  seldom  recorded.  Further,  probably  the  longer  the  series  of  ob- 
servations, the  larger  will  l)e  the  maximum  rate  recorded,  si 
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heavier  the  storm  the  less  frequent  its  occurrence;  and  hence  a 
record  for  a  short  period,  however  complete,  is  of  but  little  value 
in  this  connection.  Further,  the  severest  rain-falls  are  of  compara- 
tively limited  extent,  and  hence  the  smaller  the  area,  the  larger  the 
possible  maximum  precipitation.  Finally,  the  effect  of  the  rain-fall 
in  melting  snow  would  have  to  be  considered  in  determining  the 
maximum  amount  of  water  for  a  given  area. 

2.  The  amount  of  water  to  be  drained  off  will  depend  upon  the 
permeability  of  the  surface  of  the  ground,  which  will  vary  greatly 
with  the  kind  of  soil,  the  degree  of  saturation,  the  condition  of 
cultivation,  the  amount  of  vegetation,  etc. 

3.  The  rapidity  with  which  the  water  will  reach  the  water  courses 
depends  upon  whether  the  surface  is  rough  or  smooth,  steep  of  flat, 
barren  or  covered  with  vegetation,  etc. 

4.  The  rapidity  with  which  the  wat«r  will  reach  the  culvert 
depends  upon  whether  there  is  a  well-defined  and  unobstructed 
channel,  or  whether  the  water  finds  its  way  in  a  broad  thin  sheet. 
If  the  water  course  is  unobstructed  and  has  a  considerable  inclina- 
tion, the  water  may  arrive  at  the  culvert  nearly  as  rapidly  as  it  falls; 
but  if  the  channel  is  obstructed,  the  water  may  be  much  longer  in 
passing  the  culvert  than  in  falling. 

5.  Of  course,  the  waterway  depends  upon  the  amount  of  area 
to  be  drained;  but  in  many  cases  the  shape  of  this  area  and  the 
position  of  the  branches  of  the  stream  are  of  more  importance  than 
the  amount  of  the  territory.  For  example,  if  the  area  is  long  and 
narrow,  the  water  from  the  lower  portion  may  pass  through  the 
culvert  before  that  from  the  upper  end  arrives;  or,  on  the  other 
hand,  if  the  upper  end  of  the  area  is  steeper  than  the  lower,  the 
water  from  the  former  may  arrive  simultaneously  with  that  from 
the  latt-er.  Again,  if  the  lower  part  of  the  area  is  better  supplied 
with  branches  than  the  upper  portion,  the  water  from  the  former 
will  be  carried  past  the  culvert  before  the  arrival  of  that  from  the 
latter;  or,  on  the  other  hand,  if  the  upper  portion  is  better  supplied 
with  branch  water  courses  than  the  lower,  the  water  from  the  whole 
area  may  arrive  at  the  culvert  at  nearly  the  same  time.  In  large 
areas  the  shape  of  the  area  and  the  position  of  the  water  courses  are 
very  important  considerations. 

6.  The  efficiency  of  a  culvert  may  be  materially  increased  by  so 
arranging  the  upper  end  that  the  water  may  enter  it  without  being 
retarded  (see  §  1127).  The  discharging  capacity  of  a  culvert  can 
also  be  increased  by  increasing  the  inclination  of  its  bed,  provided  the 
channel  below  will  allow  the  water  to  flow  away  freely  after  having 
passed  the  culvert.  The  last,  although  very  important,  is  fre* 
nuently  overlooked. 
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7.  The  discharging  capacity  of  a  culvert  can  be  greatly  increased 
by  allowing  the  water  to  dam  up  above  it.  A  culvert  will  discharge 
twice  as  much  under  a  head  of  4  feet  sls  under  a  head  of  1  foot.  This 
can  safely  be  done  only  with  a  well-construct«d  culvert  through  a 
water-tight  embankment. 

1118.  Methods  of  Determining  Waterway.  There  are  two 
methods  of  determining  the  area  of  the  waterway  required:  (1)  by 
the  use  of  an  empirical  formula,  and  (2)  by  direct  observation.  The 
first  method  is  the  only  one  that  can  be  employed  in  a  new  countrj' 
or  where  there  are  no  other  structures  over  the  stream;  while  the 
second  method  is  applicable  on  a  line  already  open  or  in  a  territory 
well  settled  up. 

The  determination  of  the  values  of  the  different  factors  entering 
into  the  problem  is  almost  wholly  a  matter  of  judgment.  An  esti- 
mate for  any  one  of  the  factors  mentioned  in  the  preceding  section 
may  be  in  error  from  10()  to  2(X)  per  cent,  or  even  more,  and  of 
course  any  result  deduced  from  such  data  must  be  very  uncertain. 
Fortunately,  mathenuitical  exactness  is  not  required  by  the  problem, 
nor  warranted  by  the  data.  The  question  is  not  one  of  10  or  20 
per  cent  of  increase;  for  if  a  2-foot  pipe  is  insufficient,  a  2i-foot  pijie 
will  probably  be  the  next  sizt^ — an  increase  of  50  per  cent, — and  if 
a  G-foot  arch  culvert  is  too  small,  an  8-foot  will  be  used — an  increase 
of  180  per  cent.  The  real  question  is  whether  a  2-foot  pipe  or  an 
8-foot  arch  culvert  is  needed. 

1119.  Empirical  Formulas.  Numerous  empirical  formulas  have 
been  proposed;  but  at  best  they  are  all  only  approximate,  since  no 
formula  can  give  accurate  results  with  inaccurate  data.  The  several 
formulas  for  area  of  waterway,  when  applied  to  the  same  problem, 
give  very  discordant  rasults,  owing  (1)  to  unavoidable  errors  in 
estimating  the  various  factors  mentioned  in  §  1117  and  (2)  to  the 
formulas'  having  ])een  deduced  for  localities  differing  widely  in  the 
essential  characteristics  upon  which  the  results  depend.  For  ex- 
ample, a  formula  deduced  for  a  dr\'  climate,  as  India,  is  wholly 
inapplicable  to  a  humid  and  swampy  region,  as  Florida;  and  a  formula 
deduced  from  an  agricultural  region  is  inapplical)le  in  a  city. 

However,  an  approximate  formula,  if  simple  and  easily  applied, 
may  be  valuable  as  a  nucleus  about  which  to  group  the  results  of 
personal  experience.  Such  a  formula  is  to  be  employed  more  as  a 
guide  to  the  judgment  than  as  a  working  rule;  and  its  form,  and  also 
the  value  of  the  constants  in  it,  should  be  changed  as  subsequent 
experience  seems  to  indicate. 

1120.  There  are  two  classes  of  these  formulas,  one  of  which 
purports  to  give  the  quantity  of  water  to  l>c  discharged  per  unit  of 
drainage  area,  and  the  other  the  area  of  the  waterway  in  t^rms  of 
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the  area  of  the  territory  to  be  drained.  The  former,  often  called 
run-off  formulas,  give  the  amount  of  water  supposed  to  reach  the 
culvert;  and  the  area,  slope,  form,  etc.,  of  the  culvert  must  be  ad- 
justed to  allow  this  amount  of  water  to  pass.  There  are  no  reliable 
data  by  which  to  determine  the  discharging  capacity  of  a  culvert  of 
any  given  form,  and  hence  the  use  of  the  formulas  of  the  first  class 
adds  complication  without  securing  any  compensating  reliability. 
Such  formulas  will  not  be  considered  here.* 

Of  the  formulas  giving  directly  the  area  of  the  waterway  in  terms 
of  the  territor^*^  to  be  drained,  Myers's  and  Talbot's  are  the  only 
ones  in  common  use. 

1121.  Myers's  Formula.  This  formula  was  proposed  by  E.  T.  D. 
Myers  in  1887,  and  is  said  to  be  the  one  most  used  by  engineers  in 
the  New  England  and  Atlantic  States.     It  is: 


Area  of  waterway j  in  sqiuire  feet  =  C  V  Drainage  area^  in  acres y 

in  which  C  is  a  variable  coefficient  to  be  assigned.  For  slightly 
rolling  prairie,  C  is  usually  taken  at  1;  for  hilly  ground  at  1.5;  and 
for  mountainous  and  rocky  ground  at  4.  For  most  localities,  at 
least,  this  formula  gives  too  large  results  for  small  drainage  areas. 
For  example,  according  to  the  formula,  a  culvert  having  a  waterway 
of  one  square  foot  will  carry  the  water  from  only  a  single  acre. 
Further,  if  the  preponderance  of  the  testimony  of  the  formulas  for 
the  quantity  of  water  reaching  the  culvert  from  a  given  area  can 
be  relied  upon,  the  area  of  waterway  increases  more  rapidly  than 
the  square  root  of  the  drainage  area  as  required  by  this  formula. 
Hence,  it  appears  that  neither  the  constants  nor  the  form  of  this 
formula  were  correctly  chosen;  and,  consequently,  for  small  drainage 
areas  it  gives  the  area  of  waterway  too  great,  and  for  large  drainage 
aieas  too  small. 

1122.  Talbot's  Formula.  This  formula  was  proposed  by  Prof. 
A.  N.  Talbot  in  1888,t  ^'^^  ^s  the  one  most  generally  employed  by 
engineers.     It  is: 

Area  of  waterway,  in  square  feet  —  C  \/  {Drainage  area,  in  acres)  ^^ 

*  For  several  such  formulas,  as  well  as  much  valuable  information  concerning 
the  relation  of  area  of  waterway  to  the  rain- fall  and  to  the  drainage  area,  see  any  one 
of  the  following  articles:  1.  Waterwajrs  for  Culverts  and  Bridges,  by  G.  H.  Bremner 
and  others  in  Jour.  Western  Soe.  of  Engineera,  April,  1906,  p.  137-90.  2.  The  Requisite 
Wat^^rH'ay  for  Railway  Culverts  by  H.  W.  Parkhurst,  Bulletin  No.  75,  American  Rail- 
wjiy  Engineering  and  Maintenance  of  Way  Association,  May,  1906,  p.  10-19.  3.  The 
Host  Method  of  Determining  the  Size  of  Waterways,  Appendix  B  to  the  Report  of  the 
Committee  on  Roadway  of  the  American  Railway  B^ngineering  and  Maintenaoce  of 
Way  Association,  Bulletin  No.  108,  February,  1909,  p.  89-146. 

t  Selected  Papers  of  the  Civil  Engineers'  Club  of  the  Uniyennty  of  TlHnoii^  No.  2f 
p.  14-17. 
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in  which  C  is  a  coefficient  which  varies  from  1  to  J.  Data  from  various 
States  give  values  for  C  as  follows:  *'For  steep  and  rocky  ground,  C 
varies  from  J  to  1.  For  rolling  agricultural  country  subject  to 
floods  at  times  of  melting  of  snow,  and  with  the  length  of  valley  three 
or  four  times  its  width,  C  is  about  J;  and  if  the  stream  is  longer  in 
proportion  to  the  area,  decrease  C.  In  districts  not  affected  by 
accumlated  snow,  and  where  the  length  of  the  valley  is  several  times 
the  width,  ^  or  \,  or  even  less,  may  be  used.  C  should  be  increased 
for  steep  side  slopes,  especially  if  the  upper  part  of  the  valley  has  a 
much  greater  fall  than  the  channel  at  the  culvert.'' 

The  author  has  tested  the  above  formula  by  numerous  culverts 
and  small  bridges  in  a  small  city  and  also  by  culverts  under  high- 
ways in  the  country  (all  shghtly  rolling  prairie),  and  finds  that  it 
agrees  fairly  well  with  the  experience  of  fifteen  to  twenty  years. 
In  these  tests,  it  was  found  that  waterways  proportioned  by  this 
formula  will  probably  be  slightly  flooded,  and  consequently  be  com- 
pelled to  discharge  under  a  small  head,  once  every  four  or  five  years. 

11123.  In  both  of  the  preceding  formulas  it  will  be  noticed  that 
the  large  range  of  the  "constant"  C  affords  ample  opportunity  for 
the  exercise  of  good  judgment,  and  makes  the  results  obtained  by 
either  formula  almost  wholly  a  matter  of  opinion;  in  other  words, 
the  above  formulas  with  their  variable  coefficients  should  be  regarded 
as  giving  the  probable  maximum  and  minimum  area  of  waterway, 
and  should  be  used  more  as  a  guide  to  the  judgment  than  as  an 
infallible  mathematical  rule. 

1124.  Direct  Observation.  Valuable  data  on  the  proper  size  of 
any  particular  culvert  may  be  obtained  (1)  by  observing  the  existing 
openings  on  the  same  stream,  (2)  by  measuring — preferably  at  time 
of  high  water — a  cross  section  of  the  stream  at  some  narrow  place, 
and  (3)  by  determining  the  height  of  high  water  as  indicated  by 
drift  and  the  evidence  of  the  inhal:)itants  of  the  neighborhood. 
With  these  data  and  a  careful  consideration  of  the  various  matters 
referred  to  in  §  1117,  it  is  possible  to  determine  the  proper  area  of 
waterway  with  a  reasonable  degree  of  accuracy. 

Ordinarily  it  is  wise  to  take  into  account  a  probable  increase  of 
flow  as  the  country  becomes  better  improved.  However,  in  con- 
structing any  structure,  it  is  not  wise  to  make  it  absolutely  safe 
against  ever>'  possible  contingency  that  may  arise,  for  the  expen- 
diture  necessitated  by  such  a  course  would  l>e  an  unjusti&ible 
extravagance.  Washouts  can  not  be  prevented  altogether^  nor 
their  liability  reduced  to  a  minimum,  without  an  unreasonable 
expenditure.  It  has  been  said — and  within  reasonable  limits  it  ia " 
true — that  if  some  of  a  number  of  culverts  are  not  carried  away  ead^ 
year,  they  are  not  well  designed:  that  is  to  say,  it  is  only  a  quMt^ 
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of  time  when  a  properly  proportioned  culvert  will  perish  in  some 
excessive  floo<l.  It  ia  easy  to  make  a  culvert  large  enough  to  be  safe 
under  all  circumstances,  but  the  difference  In  cost  between  such  a 
structure  and  one  that  would  be  reasonably  safe  would  probably 
much  more  than  overbalance  the  losses  from  the  washing  out  of  an 
occasional  culvert.  It  is  seldom  justifiable  to  provide  for  all  that 
may  possibly  happen  in  the  course  of  fifty  or  one  hundred  years. 
One  dollar  at  5  per  cent  compound  interest  will  amount  to  $11.47 
in  5l)  years  and  to  S1.'U.50  in  100  years.  Of  course,  the  question  is 
not  purely  one  of  finance,  but  also  one  of  safety  to  human  Hfe;  but 
even  tlien  it  logically  follows  that,  unless  the  engineer  is  prepared 
to  spend  $131.50  to  avoid  a  given  danger  now,  he  is  not  justified  in 
spending  $1  to  avoid  a  similar  danger  100  years  hence.  This  phase 
of  the  problem  is  very  important,  but  is  foreign  to  the  subject  of 
this  volume, 

112B,  In  the  construction  of  a  new  railroad,  considerations  of 
first  cost,  time,  and  a  lack  of  knowledge  of  the  amount  of  future 
traffic  as  well  as  ignorance  of  the  physical  features  of  the  country, 
usually  require  that  temporary  structures  be  first  put  in,  to  be  re- 
placed by  permanent  ones  later.  In  the  meantime  an  incidental 
but  very  important  duty  of  the  engineer  is  to  make  a  careful  study 
of  the  requirement  of  the  [>ermanent  structures  which  will  ulti- 
mately replace  the  temporary  ones.  The  high-water  mark  of  streams 
and  the  effect  of  floods,  even  in  water  courses  ordinarily  dry,  should 
be  recorded.  With  these  data  the  proper  proportioning  of  the  water- 
way of  the  permanent  structures  becomes  a  comparatively  easy  task. 

Most  of  the  older  railroads,  as  a  result  of  their  experience,  have 
tables  or  formulas  for  waterways  which  are  quite  accurate  for  their 
particular  territory  and  forms  of  culverts.  For  several  sui-h  formulas 
and  tables,  see  Bulletin  No.  108  of  the  American  Railway  Engineer- 
ing and  Maintenance  of  Way   Association,   February,    1909,   page 

m-un. 
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112S.  Genskal  Dhiqk  or  OULTXBTS.  Any  culvert  consists  of 
two  distinct  parts,  the  trunk  and  the  head-walls  or  wings  at  the  ends 
of  the  trunk;  and  consequently  the  design  of  any  culvert  consists 
of  (1)  the  arrangement  of  the  head-walls  or  wings  so  as  to  protect 
the  embankment  and  facilitate  the  flow  of  the  water  through  the 
culvert,  and  (2)  the  oroDortioniiur  of  the  croBa  section  of  the  trunk 
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the  ends  of  culverts — either  box  or  arch.  1 .  The  culvert  is  finished 
with  a  straight  wall  at  right  angles  to  the  axis  of  the  culvert  (see 
Fig.  151).  2.  The  wings  are  placed  at  an  angle  of  30°  with  the  axis 
of  the  culvert  (see  Fig.  152).  3.  The  wing  walls  are  built  parallel  to 
the  axis  of  the  culvert,  the  back  of  the  wing  and  the  abutment  be- 
ing in  a  straight  line  and  the  only  splay  or  flare  being  derived  from 
tliinning  the  wings  at  their  outer  ends    (see  Fig.  153).     The  first 
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method  is  shown  to  a  larger  scale  in  Fig.  154,  page  573,  and  Fig.  156, 
page  584;  the  second  at  the  up-stream  end  of  Fig.  157,  page  585; 
and  the  third  at  the  down-stream  end  of  Fig.  157,  and  in  Fig.  161, 
page  587. 

The  quantity  of  masonr}^  required  for  these  three  forms  of  wings 
does  not  differ  materially,  Fig  153  requiring  the  least  and  Fig.  151 
the  most.  The  most  economical  angle  for  the  wings  of  Fig.  152  is 
about  30°  with  the  axis. 

The  position  of  the  wings  shown  in  Fig.  152  is  by  far  the  most 
common  and  is  better  than  either  of  the  others.  Fig.  151  is  objection- 
able for  hydraulic  considerations,  and  also  because  it  is  more  likely 
to  become  choked  than  either  of  the  othei*s.  Fig.  153  does  not  have 
splay  enough  to  admit  the  natural  width  of  the  stream  at  high  water, 
and  does  not  give  sufficient  protection  to  the  toe  of  the  embankment. 
However,  if  the  culvert  is  ever  to  be  extended  to  accommodate 
another  track,  the  straight  wing  has  a  decided  advantage. 

1128.  The  wings,  both  straight  and  splayed,  are  usually  stepped 
or  sloped  to  conform  to  the  side  slope  of  the  embankment;  but  occa- 
sionally the  straight  wings  are  built  with  a  level  top  surface  under  the 
l)elief  that  with  such  wings  the  culvert  is  less  likely  to  become  clogged 
by  drift  than  if  the  wings  w-ere  sloped  or  stepped,  since  even  thoti^ 
drift  may  partially  or  entirely  stop  the  flow  of  the  water  between  the 
ends  of  the  wings  the  water  may  pour  over  the  drift  into  the  well 
thus  formed  and  still  find  its  way  into  the  culvert.  The  need  of  this 
construction  is  usually  not  very  great,  nor  is  the  benefit  of  it  certain;. 
but  the  extra  cost  is  not  very  great,  since  it  is  a  Uttle  cheaper  to  con- 
struct a  wing  with  a  level  top  than  one  with  a  stepped  or  sloped  ai 
surface. 
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Sometimes  posts  are  set  in  the  channel  a  httle  above  the  mouth 
of  the  culvert,  to  catch  the  drift,  which  accomplish  somewhat  the 
same  purpose  as  building  the  wing  walls  up  square. 

1129.  Usually  the  two  ends  of  the  culvert  are  finished  alike; 
but  sometimes  the  up-stream  end  has  winps  as  in  Fig.  152,  and  the 
down-stream  end  wings  aa  in  Fig.  ISli,  which  is  very  good  practice. 
For  examples  of  this  construction,  see  Fig.  167  (page  594),  and 
Fig.  174  (page  598). 

1130.  PiPB  Ohlvirts.  The  simplest  form  of  a  culvert  is  a  pipe 
of  burned  clay,  east  iron,  or  concrete.  Owing  to  the  undesirability 
of  openings  through  an  embankment,  verj'  small  openings  are  not 
made,  the  water  being  conducted  along  the  side  of  the  roadway  until 
it  can  be  discharged  into  a  proportionally  large  stream  through  the 
embankment.  Therefore,  the  smaller  sizes  of  drain  and  sewer  tiles 
and  cast-iron  pipes  are  not  used  for  culverts. 

I'ipe  culverts  are  durable,  and  on  account  of  the  smoothness  of 
Iheir  inner  surface  are  hydraulically  efficient.  They  are  also  com- 
paratively cheap,  and  are  readily  put  into  place — particularly  in  an 
opening  that  has  temporarily  been  lined  with  wood — without  dis- 
turbing the  roadljed. 

1131.  VrrsiFiZD  Pipe  OuLVxaTS.  Vitrified  sewer  pif)e8  are 
extensively  employed  for  small  culverts  under  highways,  although 
in  the  Northern  States,  monolithic  concrete  seems  to  be  displacing 
the  larger  sizes.  Formerly,  such  culverts  were  quite  common  under 
steam  railroads;  but  in  recent  years  many  of  the  railroads,  at  ieast 
in  the  Northern  States,  have  discontinued  their  use  because  of 
frequent  breakages  due  either  to  the  pipe's  being  laid  too  near  the 
track  or  to  the  action  of  frost  in  the  soil  around  the  culvert,  or  to 
unexplainable  causes,  or  because  of  the  disjointing  of  the  pipes  due 
to  the  settlement  and  the  consequent  spreading  of  the  earth  embank- 
ment. Vitrified  pipes  are  extensively  employed  for  culverts  by 
highways  and  railways  in  the  Southern  and  Southwestern  States. 
where  stone  suitable  for  either  masonry  or  concrete  is  scarce  and  not 
to  be  had  at  reasonable  prices. 

The  pipe  employed  for  culverts  is  that  known  to  the  trade  as 
culvert  pipe  or  "extra  heavy"  or  "double  strength"  sewer  pipe, 
which  is  20  to  40  per  cent  (varying  with  the  maker  and  the  size) 
heavier  than  the  quality  ordinarily  employed  for  sewers.  When 
double-strength  sewer  pipe  was  first  made,  it  was  generally  believed 
that  such  pipe  would  be  abundantly  atrong  for  culverts  for  either 
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for  highway  culverts  is  due  to  the  fact  that  the  ends  of  shallow  cul- 
verts have  not  been  protected  by  a  masonry  head- wall,  and  conse- 
quently the  pipes  have  been  broken  progressively  from  the  end  of 
the  culvert  by  the  wheels  of  passing  vehicles.  With  proper  methods 
of  construction,  vitrified  pipe  of  less  diameter  than  30  inches  will  give 
satisfactory  results  for  highway  culverts,  provided  in  all  cases  there 
is  at  least  18  inches  of  earth  over  the  tile,  and  provided  where  8-  or 
10-ton  traction  engines  are  in  common  use  there  is  at  least  24  inches. 

1132.  Gonstniction.  In  laying  the  pipe,  the  bottom  of  the  trench 
should  be  rounded  out  to  fit  the  lower  half  of  the  body  of  the  pipe, 
with  proper  depressions  for  the  sockets.  The  earth  should  be  rammed 
carefully,  but  solidly,  around  the  lower  part  of  the  pipe.  Appar- 
ently the  pipe  is  sometimes  broken  by  too  vigorous  ramming  over  the 
pipe  with  a  too  heavy  rammer;  and  therefore  care  should  be  taken 
to  determine  the  effect  of  any  particular  tamping.  If  it  is  desired 
that  the  culvert  shall  discharge  under  much  of  a  head,  the  joints 
should  be  calked  with  cement  mortar  to  prevent  the  possibility  of 
the  water's  being  forced  out  at  the  joints  and  washing  away  the  soil 
from  around  the  pipe. 

The  end  of  the  culvert  should  be  protected  with  a  timber  or 
masonr}''  or  concrete  bulkhead.  Of  course,  a  head  wall  of  masonry 
or  of  concrete  is  better  than  a  timl)cr  one.  The  foundation  of  the 
bulkhead  should  be  deep  enough  not  to  be  disturbed  by  frost.  In 
constructing  the  end  wall,  it  is  well  to  increase  the  fall  near  the 
outlet  to  allow  for  a  possible  settlement  of  the  interior  sections. 
The  upper  end  of  the  culvert  should  be  so  protected  that  the  water 
will  not  readily  find  its  way  along  the  outside  of  the  pipes,  in  case  the 
mouth  of  the  culvert  should  become  submerged.  When  concrete 
and  brick  bulkheads  are  too  expensive,  a  fair  substitute  can  be  made 
by  setting  posts  in  the  ground  and  spiking  on  plank.  When  planks 
are  used,  it  is  l)est  to  set  them  with  considerable  inclination  towards 
the  road-l>e(l  to  prevent  their  being  crowded  outward  by  the  pressure 
of  the  embankment. 

The  freezing  of  water  in  the  pipe,  particularly  if  more  than  half 
full,  is  liable  to  burst  it;  consequently  the  pipe  should  have  a  suffi- 
cient fall  to  drain  itself,  and  the  outlet  should  be  so  low  that  there 
is  no  danger  of  back-water's  reaching  the  pipe. 

When  the  capacity  of  one  pipe  is  not  sufficient,  two  or  more  may 
be  laid  side  ])v  side.  Although  two  small  pipes  do  not  have  as  much 
discharging  capacity  as  a  single  large  one  of  an  equal  cross  section, 
yet  there  is  an  advantage  in  laying  two  small  ones  side  by  side,  since 
then  the  water  need  not  rise  so  high  to  utilize  the  full  capacity  of  the 
two  pii^\s  as  would  be  necessary  to  discharge  itself  through  a  auigie 
one  of  larger  size. 
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1133.  Example.  Fig.  154  shows  the  standard  for  vitrified 
and  cast-iroQ  pipe  culverts  of  the  New  York  Central  and  Hud- 
son Kiver  R.  R*     Table  83  gives  the  dimensions  for  the  various 
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Fio.  154.— Standahd  Pipe  Culvebt.  N.  Y.  C.  A  H.  R.  R.  R. 

diameters  of  pipe.  Fig.  154  shows  a  head  wall  perpendicular  to  the 
barrel  of  the  culvert;  but  this  road  also  builds  pipe  culverts  with 
wings  splayed  at  an  angle  of  30°  with  the  axis  of  the  culvert. 

The  following  notes  are  from  the  official  drawing  for  Fig.  154. 

TABLE  m. 
Dimensions  of  Head  Walls  for  Different  Sizii:s  of  Pipe. 


!J 

S.N.iLB    LlN.  or  PlPB. 

DoDRLB  LiHi  or  Pira. 

ll 

H. 

w. 

Cu.  Yd.  ii> 
Head"wril- 

H. 

w. 

Cu.  Y.I,  11, 

10 
12 
11) 
18 
20 
24 

:to 

3'  4' 
3'  6' 
3'   10* 
4'  0* 
4'  2* 
4'  6' 
5'  0' 
5'  6* 

3'  8- 
4'  0- 
5'  4' 
6'  0" 
6'  6- 
r  6' 
fl'  2" 
IC  lO- 

1.22 
1.34 
1.83 
2.09 
2.31 
2.75 
3.53 
4.38 

3'  ^• 

3'  6' 
3'   10* 
4'  0- 
4'  2" 
4'  6" 
S  0" 
6'  6- 

5'  0- 
5-  6' 
r  AT 
%■  0* 
8'  8' 
IC  0* 
12"  T 

1.60 
1,78 
2.43 
2.69 
2.96 
3.51 
4.46 
5.50 

"  1 .  The  grade  of  the  pipe  not  to  be  less  than  3  inches  in  12  feet,  if 
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is  rio(;essary,  thoy  are  to  l>e  fully  bolted  with  two  angle  bars,  and  the 
K))]ices  in  adjoining  rails  arc  to  break  joint.  3.  Pipe  joints,  to  be 
made  water-ti^ht  with  neat  portland  cement  and  oakum.  4.  The 
bark  filling  in  rear  of  pipe  ends  to  consist  of  stone  or  other  poroiis 
material.  5.  All  exposed  corners  and  edges  to  be  rounded  to  a 
1-inch  radius." 

1134.  Kormorlv,  steam  railroads  sometimes  laid  vitrified  culvert 
pipe  upon  a  l)ed  of  concrete;  but  such  a  practice  is  no  longer  wise, 
since  the  cost  of  concrete  has  so  decreased  as  to  make  it  cheaper  and 
l)ett<?r  to  (construct  a  concrete  pipe  culvert  or  a  monolithic  concrete 
culvert  (see  §  1140,  and  also  Art.  8 — Box  Culverts — ^and  Art.  4 — 
Arch  ('ul verts).  However,  if  the  vitrified  pipe  is  to  be  used^  and  it 
can  not  be  bedded  firmly,  then  it  may  be  necessary  to  lay  a  founda- 
tion of  (concrete,  in  which  case  the  concrete  should  envelop  the  lower 
third,  or  even  the  whole  lower  half,  of  the  pipe  so  as  to  distribute  the 
pressure  and  thus  to  diminish  the  possibility  of  longitudinal  cracks. 

1136.  Cost.  Prices  of  vitrified  pipe  vary  greatly  with  the  con- 
ditions of  trade,  and  with  competition  and  freight.  Current  (1909) 
prices  for  ordinary  culvert  pijxi,  in  car-load  lots  f.o.b.  at  the  factory, 
are  about  as  in  Table  84.  Sewer  pipe  usually  cost  about  20  per  cent 
less  than  culvert  pijxj.  The  standard  length  is  2  ft.  for  24-inch  pipe 
and  less,  and  2.\  ft.  for  27-inch  pipe  and  over. 


TABLK  84. 
Cost  and  WKiciHT  op'  Vitrified  Culvert  Pipe. 


Innii>k 

DiAMKTKK. 

Pkk'E  I'KK  Foot. 

Akea. 

Wkioiit  per 

F(K)T. 

Amount  in  a 
Car  Load. 

12  inches. 

$0.19 

.78  .sq.  ft. 

54  lbs. 

500  feet. 

14 

.27 

1.07  "     '' 

64  " 

400  " 

16 

.35 

1.40  *'     '* 

80  " 

350  « 

18 

.40 

1.76  **     *' 

100  " 

300  *•- 

20 

.-jO 

2.18  "     '* 

110  " 

250  " 

22 

.75 

2.04  "     '• 

150  " 

230  •* 

24 

1.15 

3.14  "     " 

170  " 

200  " 

27 

1.;^ 

4.00  "     " 

215  " 

120  " 

30 

1.65 

4.80  •'     *' 

300  " 

110  " 

33 

2.25 

6.00  *'     " 

350  '' 

90  " 

,% 

2.80 

7.00  *♦     " 

390  " 

80  " 

1136.  Gast-Ibon    Pipe    Oulvkbts.    Formerly    cast-iron    pipes 
were  con.siderably  used  for  culvert^s  in  localities  where  there  was  no 
stone  .suitable  for  mjisonr}'',  when  a  waterway  was  required  greater 
than  could  Ix;  obtained  with  a  vitrified  pipe.     Cast-iron  pipe  froi 
to  48  inches  in  diameter,  in  sections  6,  8,  and  12  feet  lonp 
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hy  nil  the  railroads  of  the  Mississippi  Valley.  Some  cast  their  own 
pipe,  while  others  bought  water  pipe.  In  recent  years  most  roads 
make  a  pipe  which  is  heavier  than  the  ordinary  water  pipe.  The 
dimensions  differ  on  different  roads,  but  the  following  seem  to  be  the 
heaviest  in  common  use. 

TABLE  85. 
Dimensions  of  Cast-Iron  Culvert  Pipe. 


D.'."Si.. 

W.IQHT  Pia  Foot. 

Tmickn™, 

W«IQHT  Pin  LlKB*t 

Foot 

12  inches. 

75  lbs. 

0.52  inch. 

06  lbs. 

18      " 

167    " 

0.73     '■ 

24      " 

250    '■ 

1.00    '■ 

80  '• 

30      " 

334    " 

1.06    " 

68  " 

36      " 

450    '■ 

1.12     " 

42      " 

600    ■' 

48      " 

725    '■ 

1.44     '■ 

67" 

At  present  there  is  a  tendency  to  discontinue  the  use  of  cast-iron 
pipe  culverts  for  two  reasons,  viz. :  (1)  The  larger  sizes  of  cast-iron 
I)ipe  frequently  crack  under  either  comparatively  low  or  very  high 
embankments;  and  (2)  concrete  culverts  can  usually  be  made  which 
are  stronger  and  cheaper.  But  in  localities  where  materials  for 
making  concrete  are  scarce,  cast-iron  pipe  will  doubtless  continue 
to  be  used. 

1137.  OonBtrnetlon.  In  constructing  a  cast-iron  culvert,  the 
points  requiring  particular  attention  are:  I.  Form  a  depression 
for  the  socket,  so  the  pipe  may  not  be  supported  at  its  two  ends  and 
p().>«ibly  break  as  a  beam.  2.  Shape  the  soil  to  fit  the  bottom  of 
the  pipe,  so  that  it  may  have  a  uniform  support  on  the  bottom, 
■"i.  Since  the  pipe  is  nearly  certain  to  settle  more  under  the  middle 
of  the  roadway  than  at  the  ends,  the  center  of  the  pipe  should  be 
laid  a  little  above  a  straight  line  joining  the  two  ends.  4.  Tamp  the 
soil  in  tightly  under  and  along  the  sides  of  the  pipe  to  give  a  firm 
lateral  support.  5.  Protect  the  two  ends  by  a  suitable  head  wall. 
i>.  If  necessary  lay  riprap  or  construct  an  apron  at  the  lower  end  to 
prevent  scour  at  the  outfall. 

Ordinary  cast-iron  pipes  are  strong  enough  to  support  any  ordi- 
nary embankment,  if  the  pipe  is  properly  bedded  and  if  the  earth  is 
thoroughly  tamped  against  the  side;    but  breakages  do  sometimes 

■th  is 
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Some  railroads  limit  the  larger  sizes  of  cast-iron  pipe  culverts  to 
banks  more  than  8  or  10  ft.  high  and  less  than  25  or  30  ft. 

The  amount  of  masonry  required  for  the  end  walls  depends  upon 
the  relative  width  of  the  embankment  and  the  number  of  sections  of 
pipe  used.  For  example,  if  the  embankment  is,  say,  40  feet  wide 
at  the  base,  the  culvert  may  consist  of  three  12-foot  lengths  of  pipe 
and  a  light  end  wall  near  the  toe  of  the  bank;  but  if  the  embankment 
is,  say,  32  feet  wide,  the  culvert  may  consist  of  two  12-foot  lengths 
of  pipe  and  a  comparatively  heavy  end  wall  well  back  from  the  toe 
of  the  bank.  The  smaller  sizes  of  pipe  usually  come  in  12-foot 
lengths,  but  sometimes  a  few  6-foot  lengths  are  included  for  use  in 
adjusting  the  length  of  culvert  to  the  width  of  the  bank.  The  larger 
sizes  are  generally  G  feet  long. 

1138.  Examples.  Fig.  155  shows  the  method  employed  on  the 
Atchison,  Topeka  and  Santa  F^  It.  R.  in  putting  in  cast-iron  pipe 
culverts.*  Table  8t>  gives  the  dimensions  of  the  end  walls  for  the 
various  sizes.     The  length  of   pipe   is  determined  by  taking  the 
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multiple  of  0  feet  next  larger  than  the  length  given  by  the  posi- 
tion slope  as  in  Fig.  155.  To  allow  for  settling,  the  pipe  is  laid  to 
a  vertical  curve  having  a  crown  at  the  center  of  1  inch  for  each 
5  feet  in  vertical  height  from  bottom  of  pipe  to  profile  grade. 

Fig.  154,  page  573,  shows  the  standard  cast-iron  pipe  culvert  of 
the  New  York  Central  and  Hudson  River  Railroad. 

1139.  Coat.  The  price  of  cast-iron  pipe  varies  with  the  con- 
dition of  trade,  but  is  about  1  \  cents  per  pound,  f.o.b.  at  the  foundry. 
In  con.slructing  a  branch  railroad  in  Southern  Illinois,  on  which  590 
tons  of  cast-iron  pipe  were  used,  the  average  cost  of  unloading  was 
33  cents  i)er  ton,  of  wagon  haul  was  44  cents  per  ton  per  mile,  » 
•  By  courtcBv  of  W.  B.  Storey,  Jr.,  chief  engineer  A.  T.  &  S.  F.  R.  R.  B> 
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of  laying  was  55  cents  per  ton,  the  cost  of  laying  being  more  per  ton 
for  the  smaller  sizes  than  for  the  larger. 

Table  So  (page  575)  shows  that  the  average  weight  of  the  pipe 
per  foot  per  square  foot  of  waterway  is  about  70  pounds;  and  hence 
the  cost  of  the  trunk  of  a  cast-iron  pipe  culvert,  exclusive  of  trans- 
portation and  labor,  is  about  70  X  li  =  $1.05  per  lineal  foot  per 
sq.  ft.  of  area.     The  cost  of  vitrified  culvert  pipes  is,  from  Table  84 


TABLE  86. 

Dimensions  ob^  End  Walls  for  Cast-Iron  Pipe  Culverts  Shown 

IN  Fig.  155. 

Dimensions  not  given  below  are  the  same,  for  all  sizes,  as  those 

given  in  Fig.  155. 


Items. 


IIkad  Wall,  length 

thickness,  upper  end, 

bottom   

lower  end,  bottom 

top 

height 

Apkon,  length 

width 

Wing  W^all,  length 

height  at  outer  end   . . 
height  at  inner  end    . . 

Contents,  upper  head  wall,  cu.  yd.. . 
lower  head  wall,  cu.  yd. . . 


Inside  Diameter  op 

Pipe. 

18  in. 

24  in. 

30  in. 

36  in. 

42  in. 

48  in. 

&r 

8'0* 

9'9^ 

ire" 

13'3'' 

15'0* 

2'(r 

6'3^ 

2'0* 
2'6'' 

2'3-' 

2'(r 

7'6-' 

2'Qr 

S'QT 

2'9* 
3'0* 
2'0* 
8'6* 

3'0* 
3'0* 
2'0* 
9'0* 

3'(r 

3'0^ 
6'8-' 

3'6^ 

3'6-' 
7'6^ 

4'(r 
S'QT 

4'4i* 
9'0* 

27r 
2'3'' 

2'7r 

ro* 
2'r 

3'0* 

ro* 

3'0* 

3'0^ 

re* 

3'6* 

3'4r 

re* 

3'9* 

3'9* 

re* 

4'0* 

2.75 
3.00 

3.50 
3.50 

5.50 
5.25 

7.00 
6.75 

9.00 
7.50 

11.25 
9.25 

(page  574),  about  50  cents  per  foot  per  square  foot  of  waterway. 
The  cost  of  the  head  walls  required  for  vitrified  and  for  cast-iron 
pipe  culverts  is  substantially  the  same;  and  hence  the  above  data 
show  approximately  the  relative  cost  of  the  two  forms  of  culvert. 
Ac("orcling  to  this  showing,  cast-iron  is  considerably  more  expensive 
than  vitrified  clay;  but  this  difference  is  partly  neutralized  by  the 
greater  ease  with  which  the  iron  pipe  can  be  put  into  place  either  in 
new  work  or  in  replacing  a  wooden  box  culvert. 

1140.  GoNORETE  Pipe  Culverts.  Concrete  pipes  both  plain 
and  reinforced  have  been  employed  for  culverts.  Plain  concrete  is 
mna*  aittf ^L^le  foF  smsil  slzcs,  but  it  has  been  used  for  pipes  48  inches 

mrhy  plain  concrete  is  less 
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desirable  for  culvert  pipe  than  reinforced  concrete,  viz.:  1.  The 
plain  concrete  is  heavier  for  the  same  strength,  and  hence  is  more 
difficult  to  handle.  2.  The  plain  concrete  is  more  likely  to  be 
broken  in  handling.  3.  Plain  concrete  is  unable  to  stand  any  con- 
siderable distortion  of  its  cross  section  without  collapse. 

1141.  Plain  Goncrete  Gulvert  Pipe.  Plain  concrete  culvert  pipe 
are  on  the  market.  They  have  either  square-butting  or  beveled- 
telescoping  joints.  The  hitter  are  likely  to  crack  on  account  of  the 
unequal  settlement  of  adjacent  pipes.  For  a  description  of  the  forms 
and  the  dimensions  of  plain  concrete  culvert  pipe,  see  Journal 
Western  Society  of  Engineers,  Vol.  xii,  p.  83-88. 

1142.  Reinforced  Concrete  Culvert  Pipe.  Recently  reinforced  con- 
crete pipe  2,  3,  and  4  feet  in  inside  diameter  have  been  used  by  rail- 
roads in  culvert  construction.  The  pipes  usually  have  a  bell  and 
spigot  joint;  and  have  a  hoop  reinforcement  which  is  near  the  interior 
surface  at  the  top  and  bottom  of  the  pipe,  and  near  the  exterior 
surface  at  the  sides  of  the  piix?.  The  48-inch  pipe  is  4  inches  thick, 
and  the  reinforcement  consists  of  hoops  spaced  3  inches  center  to 
center  and  longitudinal  bars  spaced  8  inches,  both  being  J-inch 
square  corrugated  bars.  The  smaller  pipes  are  reinforced  with  wire 
net.  The  jnpes  are  made  in  8-ft.  lengths.  Such  pipe  can  be  rolled 
from  the  cars  on  skids  the  same  as  cast-iron  pipe 

The  strength  of  reinforced  concerte  pipe  will  vary  with  the  amount 
of  reinforcement  and  with  the  age  of  the  concrete.  Some  tests  made 
by  bedding  a  48-inch  pij^  in  sand  in  a  strong  box  and  applying  a  load 
as  nearly  uniform  as  possible  over  the  horizontal  projection  of  the 
pil^e,  gave  an  average  breaking  load  of  6,9G()  lb.  per  sq.  ft.,  for  pipe 
about  180  days  old  and  containing  approximately  1  per  cent  of 
reinforcement.*  The  strength  of  a  48-inch  cast-iron  pipe  1.50 
inches  thick  was  13,000  lb.  per  sq.  ft.f  This  shows  that  the  cast- 
iron  pi|X5  is  nearly  twice  as  strong  as  the  reinforced  concrete.  How- 
ever, the  strength  of  the  concrete  pipe  could  be  materially  increased 
at  ver}'  little  expease  by  adding  a  little  concrete  on  the  compression 
side  at  the  top,  bottom,  and  sides  of  the  pipe.  Under  ordinary 
conditions,  the  4S-inch  concrete  pipe  costs  only  about  60  per  cent 
as  nuich  as  the  cast-iron  and  the  3()-inch  about  75  per  cent;  and  for 
sizes  less  than  36  inches  cast-iron  pipe  is  more  economical. 

1143.  Strength  of  Pipe  Culverts.  The  data  in  the  preceding 
section  seem  to  show  that  the  breaking  load  of  the  cast-iron  pipe 
is  the  equivalent  of  the  pressure  of  a  bank  of  earth  130  feet  high, 
and  of  the  reinforced  concrete  pipe  is  the  equivalent  of  a  bank  70feet- 

*  EiiKR  Exp*t  Sta.,  University  of  Illinois,  BuUetin  No.  22,  p.  45;  or  Joor.  Wwt. 
S<)o.  of  KhrVs.  vol.  xiii,  p.  413. 

i  Jbid.,  i>.  42,  or  p.  411,  respectively. 
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high ;  hut  it  should  be  remembered  that  these  are  the  results  when  dry 
sand  was  packed  around  the  pipes  as  carefully  as  possible,  and  that 
any  variation  from  the  conditions  of  the  experiment  may  materially 
affect  the  load  the  pipe  will  support.  For  example,  if  the  bedding 
is  such  as  to  give  as  much  thrust  at  the  sides  of  the  pipe  as  vertical 
load  at  the  crown,  there  will  be  no  bending  moment  in  an  annular 
cross  section,  and  hence  the  pipe  will  carr>'  a  maximum  load.  Again, 
if  the  preasTire  is  uniform  over  the  horizontal  projection,  the  pipe 
will  carry  twice  as  much  aa  if  the  pressure  is  concentrated  along  a 
line  at  the  top  and  the  bottom.  The  last  relation  suggest*  that  in 
bedding  the  pipe  in  firm  ground  the  trench  should  be  so  shaped  that 
thepipe  will  surely  be  free  at  the  bottom,  even  after  settlement  occurs. 
The  nature  of  the  filling  and  the  method  of  depositing  it  have  a  great 
influence  upon  the  strength  of  the  pipe;  but  in  every  case  it  is  wise 
to  attend  carefully  to  the  bedding  of  the  pipe,  particularly  to  securing 
(1)  a  uniform  support  under  the  pipe,  (2)  a  considerable  horizontal 
thrust  at  the  sides,  and  (-1)   a  uniform  pressure  on  top.* 

Art.  3.     Box  Culverts. 

1144.  Box  culverts,  i.e.,  culverts  having  a  rectangular  waterway, 
were  formerly  often  built  of  timber  or  stone,  and  are  at  present  often 
made  of  plain  or  reinforced  concrete. 

There  are  two  forma  of  Imx  culverts:  one  having  only  roof  and 
side  walls,  and  one  having  floor,  roof,  and  side  walls.  Strictly  speak- 
ing, the  first  should  l«  called  an  open  box,  and  the  second  a  closed  box; 
but  onhnarily,  the  first  is  referred  to  as  an  open  box,  and  the  second 
niniply  :i.s  a  lx)x  culvert.  In  the  open  box  culvert  the  side  walls 
have  indeiwndent  footings  which  carry  the  load;  and  in  the  closed 
box  the  floor  carries  the  load,  although  the  so-called  floor  may 
project  outside  of  the  side  walls. 

1146.  Timber  is  not  much  used  now  for  culverts  owing  to  its 
W\gh  price  and  perishable  nature;  and  stone-box  culverts  are  not 
much  used  now  o\ving  to  the  difficulty  of  obtaining  suitable  stone 
within  a  reasonable  distance.  Wood  culverts  should  be  considered 
only  temporary,  and  the  area  of  the  waterway  should  be  so  much 
larger  than  actually  required  that  a  permanent  culvert  can  be  con- 
structed inside  of  the  timber  one  before  the  latter  decays. 

Stone-box  culverts  were  made  by  resting  slabs  of  stone  upon  side 
walls  which  \vere  sometimes  laid  up  dry  and  sometimes  with  mortar. 
The  span  of  the  cover  stones  varied  from  2  to  4  feet,  and  the  thick- 
ness from  10  to  16  inches.    The  former  editions  of  this  volume 
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contain  a  full  discussion  of  box  culvert  and  also  illustrations  of  t-^^ 
standard  stone-box  culvert  employed  on  several  railroads. 

Plain  concrete  is  not  economical  for  use  in  box  culverts,  sir^^ 
both  the  roof  and  the  floor,  and  probably  also  the  sides,  must  res*  ^^ 
a  force  tending  t<)  produce  tension  in  the  concrete — a  stress  whi  ^^ 
the  material  can  not  economically  carry. 

Reinforced   concrete   is,    therefore,    the   only    material   that        ^ 
economical  and  durable  for  use  in  box  culverts.     The  reinfoa-  ^^^ 
concrete  l)ox  section  is  used  also  for  cattle  passes,  for  undergra  -*^^ 
highway  crossings,  etc. 

1146.  For  spans  of  less  than  15  or  20  feet,  the  box  culvert         ^* 
usually  superior  to  an  arch  culvert  for  three  reasons.,  viz.: 

1 .  The  sj)ace  occupied  is  only  a  few  feet  more  than  the  clear  sp; 
and  hence  the  box  culvert  can  be  put  in  with  less  excavation  and  I 
dist\nbance  to  the  embankment  than  is  necessary  for  an  arch  culvei 
2.  The  box  does  not  concentrate  the  load  upon  the  foundation  s- 
does  the  arch,  and  hence  the  l)ox  culvert  can  be  founded  direct, 
upon  a  soft  soil  where  an  anrh  culvert  would  require  piling.     3.  Tl 
foundation  is  immediately  under  the  span,  and  hence  it  is  mu 
easier  to  drive  piles  for  the  foundation  of  a  box  culvert  than  for 
arch,  particularly  if  the  culvert  is  to  occupy  the  major  portion 
a  panel  of  a  wood-pile  trestle — as  is  often  the  case.     4.  The  forn^ 
work  is  more  sim])le  for  the  l)ox  than  for  the  arch  culvert. 

1147.  Reinforced  Concrete  Box  Oulvbrts.    In  recent  yeai^ 
r(»inf()rc(Ml  concrete  has  come  into  great  favor  for  small  culverts  an  -^ 
also  for  lar<;;cr  culvcMts  wiiero  the  head  room  is  not  sufficient  to  i)ennr  - 
the  use  of  an  arch.     (ion(Mally  the  closed-box  type  is  employe*:  -  ■ 
but  occasionally,  when  the  foundation  is  ver>'  firm  and  not  likely  t 
scour,  the  open-box  is  used. 

1148.  Indefiniteness  of  Data.  It  is  not  possible  to  secure  math« 
matical  Mccuracy  in  the  dositjjn  of  the  cross  section  of  a  culvert  fc 
the  folio winir  reasons: 

1.  Tiio  law  of  the  pressure  of  earth  is  not  known  (see  §  99v^--r^ 
1011).     The  rolntion  between  the  pressure  and  the  depth  of  earth 
not  known  for  a  homogeneous  nuiss  devoid  of  cohesion;   and  in  a 
]^articular  case  the  load  upon  the  roof  of  the  culvert  varies  greatT  - 
with  tiie  nature  of  the  filliniz;  and  the  method  of  depositing  it.      It 
possible  that  untler  certain  conditions  a  considerable  part  of  the  pris 
of  earth  vertically  above  the  culvert  may  Im;  supported  by  arch-li 
action  airainst  the  sides  of  the  excavation;    and  on  the  other  ha 
it  is  j>ossil)le  that  the  culvert  may  support  a  mass  of  earth  which 
wider  at  the  surface  than  the  span  of  the  culvert.     However,  it 
reasonably  certain  that   th<>  higher  the  embankment,  the  less  t 
pro])()rtionate  load  upon  the  culvert  top.  and  that  at  some  unkno 
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height  any  increase  in  height  will  not  increase  the  load  upon  the 
culvert. 

2.  The  effect  of  the  rail,  the  ballast,  and  the  earth  in  tlistributing 
the  live  load  parallel  t«  the  track  is  not  known.  It  Is  reasonably 
certain  that  the  live  load  is  transmitted  do^vnward  in  diverging  lines; 
liut  there  is  no  experimental  data  as  to  the  law  of  this  distribution. 
However,  since  the  weight  of  the  maximum  train  is  nearly  the  same 
as  the  weight  of  the  largest  locomotive,  it  is  safe  and  reasonably 
correct  to  assume  that  the  live  load  is  uniformly  distributed  along 
the  track  and  is  transmitted  vertically  dowiiward  to  the  culvert  top, 

3.  The  effect  of  the  tie,  the  ballast,  and  the  earth  in  distributing 
the  live  load  perpendicular  to  the  track  is  not  known.  It  is  fre- 
quently assumed  that  the  live  load  is  carried  down  at  a  slope  of  ^ 
horizontal  to  1  vertical,  from  the  end  of  the  tie. 

4.  The  effect  of  the  live  load  upon  the  horizontal  component 
of  the  earth  thrust  is  not  known.  Some  designers  in  computing  the 
horiJzontal  component  of  the  earth  pressure  assume  that  the  hve 
load  is  equivalent  to  an  equal  weight  of  earth;  while  experiments 
seem  to  show  that  the  live  load  does  not  materially  affect  the  hori- 
zcintid  component  (51008). 

5.  There  are  no  experimental  data  as  to  a  reasonable  allowance 
for  the  effect  of  impact  due  to  the  motion  of  a  railroad  train.  The 
allowance  should  be  greatest  for  a  short  span  under  a  shallow  bank, 
and  least  for  a  long  span  under  a  high  bank.  The  allowance  by 
different  designers  varies  greatly,  some  allowing  100  per  cent  for 
shallow  banks  and  decreasing  as  the  height  increases;  and  a  designer 
who  is  frequently  quoted,  either  directly  or  indircetly,  allows  50  per 
cent  for  impact  on  all  banks  up  to  40  ft.  high.  It  is  probable  that 
the  effect  of  impact  upon  culvert  tops  is  not  very  great,  since  (1)  the 
elasticity  and  inertia  of  the  earth  neutralize  a  considerable  part  of 
the  effect  of  impact,  and  since  (2}  experiments  show  that  the  repeti- 
tion of  the  load  develops  cohesion,  and  hence  part  of  the  load  will 
be  carried  by  the  beam-like  action  of  the  earth  filling.  Probably  any 
allowance  for  impact,  except  possibly  for  spans  of,  say,  more  than 
10  feet  under  banks  less  than  5  feet  high,  is  largely  an  illusion. 

G,  The  degree  of  restraint  of  the  four  sides  of  the  reinforced  con- 
crete biix  culvert  is  not  known.  Some  designers  a.ssume  that  the 
cover  and  the  bottom  have  fixed  entb.  while  others  assume  them  to 
have  free  ends.  Further,  when  the  top  and  the  bottom  are  assumed 
to  be  monolithically  connected  to  the  sides,  the  effect  of  the  resulting 
moment  is  uaually  ne^ected  in  determining  the  resistance  of  the 
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resistance  of  reinforced  concrete  (§  444),  there  is  a  considerable 
difference  in  the  results  obtained  by  different  designers. 

1149.  Design  of  Gross  Section.  To  illustrate  the  method  of 
designing  a  reinforced  concrete  box  culvert,  assume  that  the  culvert 
is  under  a  railroad,  and  consider  only  a  section  one  foot  long  under 
the  center  of  the  track.  Assume  that  the  live  load  is  uniformlj" 
distributed  laterally  by  the  ties  over  8  feet  of  width,  and  that  it  is 
not  distributed  longitudinally.  For  example,  if  a  length  of  locomo- 
tive equal  to  the  span  of  the  culvert  weighs  10,000  lb.  per  lin.  ft., 
then  under  the  above  assumption  the  unit  live  load  on  the  culvert 
top  is  10,000  ^  8  =  1,250  lb.  per  sq.  ft. 

Let    d  =  the  thickness  of  the  slab,  in  inches; 
E  =  the  load  of  earth,  in  lb.  per  sq.  ft.; 
H  =  the  height  of  the  embankment  above  the  upper  limit 

of  the  waterway,  in  feet; 
h  =  the  clear  height  of  the  waterway,  in  feet; 
L  =  the  live  load,  in  lb.  per  sq.  ft.; 
M  =  the  maximum  bending  moment,  in  inch-pounds; 
S  =  the  clear  span  of  the  culvert,  in  feet; 
w  =  the  weight  of  a  unit  volume  of  the  earth  =  100  lb. 

per  cu.  ft.; 
W  =  the  weight  of  a  unit  of  volume  of  the  concrete  =  150 
lb.  per  cu.  ft. ; 
1160.  Top  of  the  Culvert,     Considering  the  top  slab  as  a  beam 
fixed  at  the  ends,  the  maxmimum  bending  moment  occurs  at  the 
top  side  over  the  inside  face  of  the  side  wall,  and  is  equal  to  one 
twelfth  of  the  total  load  multiplied  by  the  span;  or 

M  =  j^S(E  +  L)l2S+j^  (W  -  uO  ^,S  (128) 

=  SHIOOH  +  L)  +  50^S^ 

=  S^  (lOO// -f  L  +  50-^) (1) 

The  bending  moment  on  the  cover  can  be  easily  determined  foi 
any  particular  case  by  equation  1.     To  use  equation  1  as  it  atancb, 
it  is  necessary  first  to  compute  the  approximate  thickness  of  the 
slab,  omitting  the  term  involving  d;  and  then  recompute  the  t'  * 
ness  using  the  approximate  thickness  for  d.    However,  i* 
worth  while  to  include  the  unknown  thickness  of  *1 
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equation  1 ;  in  other  words,  it  is  sufficiently  exact  to  omit  the  term 
containing  d. 

IISI.  The  amount  of  steel  to  be  used  is  1  to  1.5  per  cent  of  soft 
steel,  or  0.75  to  l.OOpercentof  high  carbon  steel  (J  463).  The  work- 
ing stress  in  the  steel  may  be  assumed  from  12,000  to  Hi.OOO  lb.  per 
sq,  in.  for  soft  steel  (S  470).  The  working  stress  in  the  concrete  may 
be  taken  at  C50  lb.  per  sq,  in,  (}  474)  for  the  best  concrete,  provided 
the  full  load  is  not  applied  until  the  concrete  has  set  for  at  least  30 
<lays. 

The  thickness  of  the  slab  may  then  be  determined  by  equation 
11  or  by  equation  12,  page  22S,  according  to  whether  the  amount  of 
steel  adopted  is  less  or  more  than  that  given  by  equation  10,  page 
22S.  Assuming  that  the  adopted  steel  ratio  Is  more  than  that  re- 
quired by  equation  10,  the  thickness  of  the  slab  is  given  by  equa- 
tion 12,  which  is 


(2) 


the  b  in  equation  12  becoming  1  since  only  a  portion  of  the  cover 
one  foot  long  is  under  consideration.  M  is  the  value  of  the  moment 
from  equation  I  above,  /,  is  the  adopted  unit  stress  in  the  steel, 
p  ia  the  steel  ratio,  and  ;  =  0.875  approximately. 

The  thickness  of  the  slab  can  readily  be  computed  by  equation 
2.  To  the  net  thickness  as  thus  computed  should  be  added  1  to  2 
inches  for  the  proper  embedment  and  protection  of  the  steel. 

1162.  Owing  to  the  difficulty  of  really  fixing  the  ends  of  a  beam, 
it  is  quite  common,  in  computing  the  stresses  in  reinforced  concrete 
beams  having  nominally  fixed  ends,  to  assume  that  the  maximum 
iMjnding  moment  is  more  than  that  for  a  beam  having  ends  abso- 
lutely fixed.  One  method  is  to  compute  the  moment  on  the  assump- 
tion that  the  beam  has  free  ends,  and  then  use  eight  tenths  of  the 
cinnputed  moment  in  making  the  design,  which  is  equivalent  to 
a.'«uming  that  the  maximum  moment  in  the  lieam  i.s  -^  of  the  total 
loud  multiplied  by  the  span,  while  the  maximum  moment  in  a  beam 
having  fixed  ends  is  -j^  of  the  total  load  multiplied  by  the  span. 
This  method  is  frequently  employed  in  the  design  of  reinforced  con- 
crete box  culverts,  and  is  often  specified,  directly  or  indirectly,  in 
the  building  ordinances  of  many  cities  as  the  method  to  be  employed 
in  computing  the  strength  of  a  reinforced  concrete  beam  having 
nominally  fix^  ends. 

1153.  Bottom  of  tlu  Culvert.  The  bottom  slab  is  usually  made 
the  same  as  the  toi^  amoe  the  load' is  substsntially  the  same;  and 
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earth  pressure  may  be  assumed  as  one  third  of  the  weight  of  the 
earth;  or  the  horizontal  pressure  at  the  top  of  the  side  wall  is  J 
wH,  and  at  the  bottom  J«>  (if  +  A),  and  the  average  ia  J  M>  (2  i/  +  A), 
The  moment  at  the  center  of  the  side  then  is 


M  - 


i  m  (2  H  4 
33  {2  H  * 


■»■)  . 


<3) 


Knowing  the  bending  moment,  the  thickness  of  the  side  wall  may  be 
computed  by  equation  2,  page  583.  If  the  culvert  is  built  mono- 
lithic, then  it  ia  proper  to  take  M  in  equation  2,  page  583,  as  O.S 
of  the  value  computed  by  equation  3  above. 

If  the  sides  and  the  top  are  rigidly  connected,  the  actual  moment 
in  the  side  will  be  less  than  that  given  by  equation  3,  because  the 
flexure  of  the  top  produces  a  moment  in  the  sides  contrary  to  that 
due  to  the  horizontal  pressure  of  the  earth. 


1166.  Decrease  of  Section  toward  Endx.  The  preceding  design 
has  tieen  limited  to  a  unit  section  under  the  track;  but  beyond  the 
ends  of  the  tics  the  load  decreases,  and  hence  toward  the  ends  of  the 
culvert  the  amount  of  reinforcement  and  the  thickness  of  the  con- 
*^'^te  coi;ild  be  made  lees  than  under  the  track.  This  decrease  would 
"^bablyVnot  pay  except  in  a  comparatively  long  culvert. 
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1166.  Shear  in  Concrete.  Since  the  span  is  comparatively  short. 
the  shear  is  small;  and  hence  no  provisions  need  be  made  for  resisting 
shear  except  to  bend  up  part  of  the  main  reenforcing  bars. 

1167.  Bond  Stress.  All  plain  rods  should  have  an  embedment 
beyond  the  point  of  maximum  moment  of  60  diameters'  (see  §  472). 

1168.  LongUudirud  Reinforcement.  If  the  supporting  power  of 
the  earth  is  not  uniform,  a  lx>x  culvert  may  act  as  a  beam  spanning 
the  weak  places;  and  hence  in  such  cases  lon^tudinal  reinforcement 
may  be  advantageous.  Longitudinal  reinforcement  would  also  re- 
sist the  formation  of  contraction  cracks,  but  the  range  of  temperature 
for  a  culvert  is  comparatively  small,  and  hence  no  great  amount  of 
temperature  reinforcement  (S  SttMi)  is  require<l. 


Fio.  157.— L.  8.  4  M.  a  Ry.  Box  Cih-tebt. 

1169.  Exuapl«8.  K.-CM.A  O.Ry.  Fig.  156  shows  a  3-  by 
3-foot  reinforced  concrete  box  culvert  employed  by  the  Kansas 
City,  Mexico  and  Orient  Railway.*  Notice  that  this  culvert  has  the 
perpendicular  head  wall,  but  on  this  road  all  sizes  above  this  have 
splayed  wings  at  both  ends. 

1160.  L.  S.  &  M.  S.  Ry.    Rg.  167  shows  the   ft-   by  Moot 
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the  straight  wings  at  the  down-stream  end.  Notice  also  that  there 
is  no  floor  or  pavement,  but  that  there  are  cross  walls  or  baffle  walls 
which  prevent  -scour  and  also  act  somewhat  as  struts  to  hold  the  side 
wall  in  po.sition.  This  road  finds  that  it  is  frequently  called  upon 
to  lower  the  waterway  of  its  culverta,  and  as  a  floor  or  pavement 


interfeix.^  with  this  more  than  the  cross  walls  ha.s  adopted  the  latter 
instead  of  the  former.  Notice  that  there  are  no  shear  bats  in  the 
roof.  This  raad  omits  Hliear  bars,  because  of  the  difGculty  of  getting 
them  jtroporly  placed;  hut  keeps  the  shear  in  the  concrete  witMn 
a  safe  hniit. 

1161.  r.  .1/.  ,1-  .S'(.  P.  Rij.  Fig.  15S.*  shows  the  cross  section  of 
an  8-  by  G-foot  open-lK»x  culvert  employed  by  the  Chicago,  Milwaukee 
anil  St.  I'aul  Railway  as  designed 
for  a  lG-f(Kit  fill;  andFig.  159 shows 
an  S-  by  (i-foot  closed  box  culvert 
aa  d&signcd  by  the  same  road  for 
a  32-foot  fill.  However,  the  unit 
stresses  were  not  assumed  to  be 
the  same  in  the  two  cases.  For 
exam])le,  in  the  roof  for  the  16-foot 
bank  the  stress  in  the  steel  was 
limited  to  12.()(X)  lb.  per  aq.  in., 
and  that  in  the  concrete  to  500  lb, 
per  sq,  in.,  while  for  the  32-foot  bank  the  corresponding  limits  were 
14,!IIK)  and  (i()0,  respectively;  and  for  the  side  walls,  the  limits 
were  13.2(10  and  15.000  lb.  jx-r  sq.  in.  for  the  steel,  and  400  and  450 
.  for  the  conci-ete.  reMpoctivcly.     Such  discrimination  is 


ha 


lily  justified  by  the  indefinite  character  of  the  data  (see  \  1148). 

•  |{i-|ii,rt  c>(  (hs  CnmmittM  on  Reinforcwl  Concrete  Culverts  of    th*  Americui 
ln-»y  l<riilKi>  luiil  Jluilding  Aaanciatiun. — KaUiBoy  and  Sngiaarins  Rrvitte,  Nov.  7, 
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Fig.  IGO,  page  586,  shows  the  forms  employed  in  the  constnicO"" 
of  the  culverts  shown  in  Pig.  158  and  159. 

1162.  Illinois  Central  R.  R.  Fig.  161,  page  587,  shows  ^ 
standard  8-  by  S-fool  box  culvert  of  the  Illinois  Central  Rwlro**- 
The  culvert  shown  has  straight  wings  at  both  ends,  but  this  road  »^ 
builds  culverts  with  splayed  wings  and  with  head  walla  perpentBc*^" 
to  the  axis  of  the  culvert.     Notice,  in  the  right-hand  portion  of  ^^^ 


tion  XX,  that  bars  arepla.  ^r_ 
on  both  sides  of  the  wing,   * 
additional  bare  being  in  ^^ 
ticipation  of  the  extens:^*  ^^ 
of  the  culvert  to  accomic==*  3j^\ 
date    a    second    track.     -''^l--«- 
the  reinforcement  is  corr^^^     j 
gated  bars  (j  465),  and  is-*^^^  ^, 
inches  from  the  nearest  su—-^"'^ 
face  of  the  concrete,  d 

lies.  C.  B.  db  Q.  R.  ^  ^ 

Fig,  162  shows  the  cross  se!"^=*-^ 

tion,  of  a  20-  by  20-ft.  bc^ . 

ciUvert    employed     by    tB"    — 
Chicago,     Burlington     air""^^^ 
Quincy   Railroad,    and  al.      ^^"^ 

T^     ifi'.__r'  Ti  tr  r,  -a^^  rvr,™-.,  ^^^  forms  used  in  construc::::^^^^^^'' 

Fia.  162.- — C.  H.  ft  Q.  Box  Cfi-vert.  ,  -  ,  *      -..  .  -i 

mg  the  culvert.*  This  ros:^^^^ 
buihk  single  box  culverts  of  all  dimensions  from  4  by  4  feet  to  Z— ^^^" 
by  20  feet;  and,  when  a  greater  waterway  is  required  than  can  l^^^^^" 
secured  with  a  single  l>ox,  builds  a  double  box,  one  of  which  ' 

Hhow^l  in  Fig.  l(i.'S.t 

Fig.  l(i;!  illustrates  tho  difficulty  of  securing  in  structures  of  su^"""^^ 
magnitude,  such  ii  distriliution  nf  the  pressure  upon  the  foundati^^^*^^" 
as  Hill  prevent  unequal  scttlpnicnt.     This  culvert  was  designed  f  ^" 

a  bank  HO  feet  high  above  the  lop  of  the  culvert,  and  consequentrrrm-  ■ 
the  load  was  con.iidei'ably  more  imdcr  the  track  than  under  the  i  "^^ 
of  the  hank.  To  secure  a  foundation  under  the  Ijody  of  the  culveiSs:^^ 
that  should  dccrea-w  in  area  from  the  center  toward  the  ends  of  t_  ^^ 
culvert,  a  solid  concrete  (tour  is  laid  over  the  entire  width  of  t  ■  '^ 
waterway  under  the  tiack  and  a  gradually  increasing  portion  of  t:'-  '^^ 
floor  is  omitted  as  the  ends  of  the  culvert  are  approached.    T"^*"*'* 

niPthod  of  pnK-edure  was  reasonably  successful,  although  mini "*      . 

cracks  showed  that  the  ends  of  the  culvert  did  not  settle  quite  *■*" 

•T,.  ,1.  Ilot<'hki«-.  ;is..t.  piiirini-or.  in  ,Imir.  Wrat.  Sm:.  of  EngincerB,   i-ol.    lU—  '*' 

t  Clms.  il.  CiirlliilB.-.  l>ri.lt.T  i-iiBi"fiT,  in  .Pour.  WpBt.  Soc.  of  Eng'n,  vol.  ix.  p.  t^^-' 
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much  as  the  center.  The  wing  walls  must  Ijc  designed  to  resist 
overturning,  and  the  area  of  the  base  required  for  this  purpose  is  so 
great  as  to  malte  it  impossible  to  secure  a  pressure  per  unit  of  area 
which  shall  be  uniform  under  both  the  trunk  of  the  culvert  and  the 
wings;  and  therefore  it  is  the  practice  of  this  road  to  attach  the 
wings  to  the  body  by  a  tongue  and  groove  slip  joint  so  that  the  two 
may  settle  independently.  Sometimes  temporary  wings  of  piles 
and  planks  are  put  in,  and  after  the  culvert  has  settled,  permanent 
wings  of  concrete  are  built;  but  this  is  not  necessary  unless  the  foun- 
dation is  very  soft. 


Fig.   163.  C.  B.  ft  Q.  Double  Box  Culvebt. 

1164.  Higkwan  Cvlvert.  Fig.  164,  page  590,  shows  the  standard 
desipn  for  a  highway  culvert  published  by  the  company  controlling 
the  corrugated  bars  (6  and  c.  Fig.  28,  page  236).  The  live  load  waa 
lissiinied  to  be  a  20-ton  road  roller. 

This  design  waa  made  for  a  fill  of  2  feet  of  earth  over  the  culvert; 
ami  it  was  a.'ssumed  that  the  culvert  top  supported  a  prism  of  earth 
which  was  H  ft.  (in  this  case  2  ft.)  wider  than  the  clear  span  of  the 
culvert  (see  paragraph  3,  {  1148).  The  top,  bottom,  and  sides  were 
assumed  to  act  as  beams  having  fixed  ends;  and  the  Sexure  in  the 
sides  due  to  the  bending  of  the  top  and  bottom  was  neglected. 
Notice  the  lonf^tudinal  reinfordng  rods  both  vurfacee  of  all 


Fm  Culverts.  [Chap.  XXI. 

four'  sides  to  prevent  cracks  due  to  unequal  settlement,  \otice 
also  the  reinforcement  at  the  corners,  and  the  provision  for  shear 
in  the  roof  and  the  floor  of  the  culvert. 


Vir..   104.-    Tin 


Bah  C(. 


1186.  Rail-Top  CviverUi.  In  the  early  ase  of  concrete  for  cul- 
\erts,  particularly  liefore  the  principles  of  reinforced  concrete  were 
well  understood,  culverts  were  sometimes  built  with  a  considerable 
number  of  railroad  rjuls  in 
the  lower  sides  of  the  roof 
slab,  transversely  across  the 
opening.  These  rails  acted 
as  beams  and  also  as  rein- 
forcement in  the  lower  aide 
of  the  nwf  slab;  but  steel 
railK  have  too  large  sections 
to  be  efficient  reinforcement 
and  arc  not  in  the  right 
form  for  economy,  and  con- 
sequently such  consbuction 
has  for  the  most  put  been 

lUrCnaiSttMnolCmHr.        HoT  Cmt  5»^m  ai  CnO.      discontinued     iQ     faVOT     of 

T».  lot— c.  M.  *  &r.  p.  Raii^top  CuivEBT.    Ordinary  reinforced  concrete 
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box  culverts.  However,  it  sometimes  happens  that  it  is  necessary' 
to  provide  a  considerable  waterway  through  a  shallow  embankment, 
in  which  case  it  is  desirable  to  make  as  thin  a  roof  for  the  culvert 
as  possible;  and  under  these  circumstances  rail-top  culverts  are 
still  built.  Fig.  105  shows  the  cross  section  of  a  rail-top  cul- 
vert on  the  Chicago,  Milwaukee  and  St.  Paul  Railway,  and  also 
the  forms  used  in  the  construction.*  The  rails,  usually  old  ones, 
are  placed  upon  their  bases  nearly  in  contact,  and  should  extend  at 
least  12  inches  over  the  inside  edge  of  the  side  walls.  Usually  about 
2  inches  of  rich  mortar,  or  concrete  containing  only  fine  stone,  is 
placed  below  the  base  of  the  rail  to  protect  the  steel  from  corrosion; 
and  usually  at  least  6  inches  of  concrete  is  placed  above  the  top  of 
the  rails. 

Sometimes  when  the  distance  between  the  upper  side  of  the 
waterway  and  the  base  of  the  rail  is  limited  to  18  or  24  inches,  six 
or  eight  rails  are«et  \^'ith  bases  down  and  as  close  together  as  possible 
under  each  rail  of  the  track,  and  other  rails  are  turned  base  up  be- 
tween them,  thus  making  a  nearly  solid  course  of  rails  under  each 
rail  of  the  track. 

Sometimes,  instead  of  railroad  rails,  steel  I-beams  are  used, 
which  because  of  their  greater  depth  are  more  economical  as  beams 
and  permit  better  embedment  in  the  concrete. 


TABLE  87. 

Cost  of  8-  by  6-foot  Reinforced  Concrete  Box  Culverts 
For  the  cross  section  of  the  culverts,  see  Fig.  158  and  159,  page  586. 


16-Ft.  Fili 

.. 

32-Ft.  Fill. 

Itemh  of  Expenhe. 

Amount 
Ijer  Un.  Ft. 

CoHt  p«r 
lin.  Ft. 

1 

.\mount 
per  Lin.  Ft. 

Coflt  per 
Un.  Ft. 

Concrete:  roof  at  $6.50  ... 
side  walls  at  $7 .  50 
footings  at  $6.5Q 

0.53  CU.  yd. 
0.47  "       '* 
0.55  "       " 

$3.44 
3.52 
3.58 

4.37 
4.50 

0.63  CU.  yd. 
0.51  ''       '' 
0.76  '•       ** 

$4.10 
3.82 
4.94 

Total    

Steel:  transverse 

1 .  55  cu.  yd. 

83.8  lb. 
25.5    '* 

1.90  cu.  yd. 

134.2  lb. 
21.7     " 

longitudinal 

Total at4  cts  . . . 
Forms  :  at  4 . 6  cts.  per  sq.  ft. 

109.3  lb. 
100  ft.  B.  M. 

155.9  lb. 
90  ft.  B.M. 

6.24 
4.05 

Total  ooet   

$19.41 

$23.15 

*Jour.W( 

Ht  Sor 
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1166.  Cost  of  Ooncrete  Box  Oulverts.     For  data  concerning  the 
various  elements  of  the  cost  of  concrete,  see  §  412-28. 

1167.  Reinforced  Concrete  Box  Culverts,  Table  87,  page  591, 
shows  the  estimated  cost  of  the  reinforced  concrete  culverts  shown 
in  Fig.  158  and  159,  page  580,  as  given  by  the  Committee.*  The 
price  of  the  concrete  includes  the  cost  of  the  excavation  and  of 
mixing  and  placing.  The  cost  of  the  forms  is  figured  at  2^  cents  per 
square  foot,  B.  M.,  for  the  original  cost  of  the  lumber,  which  it  is 
assumed  will  be  used  twice,  making  the  actual  cost  of  the  lumber 
IJ  cents  per  square  foot,  B.  M. ;  and  the  cost  of  labor  is  considered 
3i  cents  per  square  foot. 

1168.  The  following  is  the  cost  to  the  contractor  of  a  14-  by  15- 
ft.  box  culvert  250  ft.  long  built  near  Kansas  City,  Mo.,  in  1905,f 

Cost  per  Yahd 
Items.  of  Concrete 

Excavation,  pumping,  etc $1 .  84 

Piles,  :i89  =  8,647  lin.  feet 2.71 

Cement,  0.87  bbl.  at  SI  .58    1.37 

Sand,  0.49  cu.  yd.  at  $0.70 .34 

Stone,  0.90  cii.  yd.  at  $1.25 1.10 

Lumber,  at  $15.00  per  M  ft.,  B.  M 0.76 

Reinforcement,  109  lb.  at  2 .  35  cts 2 .  56 

Labor 2.48 

Wire,  nails,  water,  etc .18 

Total  cost $13.34 

1169.  The  following  is  the  cost  of  a  reinforced  concrete  box 
culvert  to  carry  an  irrigation  canal  under  a  creek,  built  in  Montana 
in  190G4 

Item  ^^^  ^^'  ^^' 

OF  Concrete. 

Excavating  and  backfiUine;,  2,083  cu.  yd.: 

excavating  and  backfilling  at $0 .  56  per  cu.  yd. 

pumping,  labor .16     **     "     " 

supplies ■ _    .^3    "     '*     " 

Total  for  excavating $0. 75    *'     "     "  $4 .  20 

Forms: 

materials — one  third  of  cost 0 .  56 

Labor,  building  and  removing    2 .  43 

pumping  to  remove  forms .21 

TotAl  for  forms ~. .  .T7T 3.20 

Concrete.  369  cu.  yd.:  \ 

cement.  1 .  19  bbl.  at  $1 .86 $2.20 

sand.  0.91  cu.  yd.  at  $1 .06 96 

gravel,0.39cu.  yd.  at$1.06 .42 

Total  for  materials 3.60 

*  See  f<K)t-notc  on  page  586 

t  Railway  Age,  Aug.  2,  1907. 

X  Engineering^ orUracUng,  June  10,  1908. 
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installing  plant  »0. 33 

labor  mixiag  and  placing  2 .  14 

supptiea    .10 

Total  for  mixiDg  and  placing  $2.57 

Reinforcement: 

material,  129  lb.,  at  2. SScta $3.71 

hauling ,06 

bending   .23 

placing .26 

Total  for  Bteel 4.26 

Grand  Total,  per  cu.  yd.  of  concrete tl3.63 

1170.  Rail-Top  Ctdverl.  The  following  is  the  cost  of  a  rail-top 
culvert  containing  113  cu.  yd.  of  concrete  and  requiring  36  cu.  yd. 
of  excavation,  built  in  Scranton,  Pa.,  in  1907,  for  the  Delaware, 
Lackuwana  and  Western  R.  R.  by  contract.* 

Per  Cu.  Yd. 
Items.  of  Concrete. 

Excavation.  -■»  cu.  yd,  8H1.29 10,41 

Cement,  1.21  bbl.  at  10. 85 »1.03 

Htone,  1.0  ton  at  10.70 70 

Sand,0.42cu.yd.  at$0.55 .2A 

Total  for  concrete  matarials 1.96 

Forms,  lumber *0. 46 

labor  0.67 

Total  for  foraifl 1.13 

Rails  and  bolts ,32 

Mixing  and  placing  concrete    1.25 

HandiiDg  material  .50 

Superint«ndence  and  office  expense   .12 

Total  cost »5.69 
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1171.  In  this  article  will  be  discussed  what  may  be  called  the 
theory  of  the  arch  culvert  in  contradistinction  to  the  theory  of  the 
stability  of  the  masonry  arch.  The  latter  will  be  considered  in  the 
next  chapter. 

By  the  theory  of  the  arch  culvert  is  meant  an  exposition  of  the 
method  of  disposing  a  given  quantity  of  masonry  ao  as  to  secure  (1) 
maximum  discharging  capacity,  (2)  minimum  liability  of  being  choked 
by  drift,  and  (3)  maximum  strength.  The  structures  here  considered 
are  arch  culverts  which  are  usually  built  according  to  standard  plans 
without  reference  to  the  height  of  the  embankment  above  them. 
When  the  bank  is  so  high  ae  to  require  eepecisl  consideration,  the 
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Both  plain  and  reinforced  concrete  are  employed  for  arch  culverts, 
the  latter  the  more  frequently. 

1172.  General  Form  of  Gulvebt.  Splay  of  Wings.  There  are 
three  common  ways  of  disposing  the  wing  walls  at  the  end  of  the 
arch  culvert,  which  are  the  same  as  discussed  in  Art.  2,  Pipe  Cul- 
verts—see §  1126-29. 

1173.  Junction  of  Wings  and  Body.  The  most  common  position 
of  the  wings  of  arch  culverts  is  at  an  angle  of  about  S(f  with  the 
axis  of  the  barrel;  and  for  this  position,  there  are  two  general 
methods  of  joining  the  wings  to  the  body  of  the  culvert,  which 
are  shown  in  plan  in  Fig.  166  and  167, 


/ 


Fig.  166. 


/  \ 


Fig.  167. 


When  culverts  were  made  of  stone-block  masonrj',  the  form 
shown  in  Fig.  166  was  very  common.  Apparently  the  inner  end  of  the 
wings  was  set  l^ack  from  the  side  of  the  waterway,  so  that  the  wing 
could  be  carried  up  outside  of  the  arch  ring  without  the  latter  inter- 
fering with  the  bonding  of  the  wing  to  the  head  wall  (see  Fig.  168); 
but  the  corners  thus  formed  at  a  and  b  are  ver}*^  objectionable, 
since  they  reduce  the  capacity  of  the  culvert  and  add  to  its  cost. 
The  angles  at  a  and  6,  Fig.  1()6,  materially  decrease  the  amount 
of  water  which  can  enter  under  a  given  head  and  also  the  amount 
which  can  be  discharged.  It  is  a  well-established  fact  in  hydraulics 
that  the  discharging  capacity  of  a  pipe  can  he  increased  200,  or 
even  3(X),  jxjr  cent  simply  by  giving  the  inlet  and  outlet  forms  some- 
what similar  to  Fig.  167.  Although  nothing  like  this  increase  can 
be  obtained  with  a  culvert,  one  finished  at  both  the  upper  and  the 
lower  entl  like  Fig.  167  will  discharge  considerably  more  water  than 
one  like  Fig.  166.  The  capacity  of  Fig.  167  decreases  as  the  angle 
l)etween  the  wing  and  the  axis  increases;  hence,  the  less  splay  the 
better,  provided  the  outer  ends  of  the  wings  are  far  enough  apart 
to  accommodate  the  natural  width  of  the  stream  at  high  water. 
Also  the  loss  the  splay,  the  less  the  probability  of  the  culvert's  being 
choked  with  drift.  Fig.  166  is  ver}'  bad  for  both  the  admission  and 
the  discharge  of  water,  and  also  on  account  of  the  great  liabiUty 
that  drift  and  rolling  stones  will  catch  in  the  angles  between  the  wings 
and  the  end  walls.     With  a  culvert  having  a  ground  plan  like  Fig 
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1()(),  the  wings  sometimes  had  a  vertical  face  and  sometimes  a  bat- 
tered face;  and  with  the  latter  form  of  winga,  the  arrangement 
shown  in  Fig.  166  was  sometimes  slightly  (but  only  slightly)  improved 
by  moving  the  wing  forward  as  shown  in  Fig.  168. 

1174.  Four  methods  have  been  employed  to  eliminate  the 
corners  a  and  b,  Fig.  IGO,  in  an  arch  culvert  with  flared  wings.  1. 
When  culverts  were  built  of  coursed  masonry,  the  face  of  the  wing 
was  built  vertical  at  its  int«raection  with  the  vertical  face  of  the 
side  wall  and  battered  elsewhere;  or  in  other  words,  the  face  of  the 
wing  below  the  springing  line  of  the  arch  was  warped.  With  rock- 
face  masonry  this  would  not  be  very  objectionable;   but  with  con- 


crete it  would  be  quite  objectionable,  since  it  would  complicate  the 
building  of  the  forms,  2,  Occasionally  the  wing  was  moved  inward 
until  the  battered  face  intersected  the  face  of  the  head  wall  at  the 
springing  line  of  the  arch,  and  then  the  comer  of  the  wing  which 
would  otherwise  project  into  the  waterway  was  rounded  off  to  a 
gentle  curve,  aa  shown  in  Fig.  169.  This  solution  is  better  for 
iiia.-ii.(iry  than  for  concrete.  3.  A  solution  somewhat  similar  to  the 
last  L-onsLsi-s  in  placing  the  wing  as  in  Fig,  169  and  cutting  off  the 
portion  that  would  project  into  the  waterway  by  extending  the 
plane  of  the  inside  face  of  the  vertical  side  wall.  The  surface  of  the 
portion  .so  cut  away  is  shaded  in  Fig.  170.  For  an  illustration  of 
this  method  as  applied  in  practice,  see  Fig.  184,  page  fi04,  in 
which  illustration  the  portion  of  the  wing  that  is  cut  away  is  shown 
by  the  shaded  portion  abed.  This  method  complicates  a  trifle  the 
construction  of  the  concrete  forms.  4.  Not  infrequently  the  face 
of  the  side  wall  is  battered  and  intersects  the  battered  face  of  the 
wing  wall  in  a  right  line  which  passes  through  the  springing  line. 
For  an  example  of  this  form  of  construction,  see  Fig,  173,  page  597, 
and  Fig.  175,  page  599. 

117S.  At  present,  concrete  arch  culverts  are  usually  built  of  the 
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1176    Semicircnlar   vb.  8egm«ntal  Arches.     When    arch   culverts 

were  built  of  coursed  masonry,  there  was  considerable  discussion 
as  to  the  relative  merits  of  semi-circular  and  segmental  arch  culverts. 
The  segmental  arch  gave  the  greatest  waterway  for  a  given 
quantity  of  arch  masonry;   or  for  the  same  width  of  waterway  re- 
quired less  arch  masonry.     Theoretically, 
the  segmental  arch  should  be  the  thicker; 
but    the    thickness  of    the   arch   ring  of 
culverts   is  usually    greatly   in   cxeess  of 
that    required    for   strength,  and    conse- 
quently  the    relative    thickness  was  not 
considered. 

With  concrete  arches,  the  concrete  in 
the   arch   costs  no   more   per   cubic  unit 
y       -,       .        f.  than  that  in  the  remainder  of  the  stnic- 

Pkssbvlvania  Lineb!  ture,    and    hence    there   is   little   or    no 

difference  between  semicircular  and  seg- 
mental arch  culverts.  However,  it  is  sometimes  claimed  that  the 
center  for  the  semicircular  ai-ch  in  more  easy  for  an  ordinary  car- 
penter to  comprehend  and  construct  than  that  for  a  segmental  arch. 

1177.  EXAMPLES  OF  PLAIN  OOHORBTE  ABOH  ODLnsTS.      PanO- 
S7lTania  Lines.     Fig. 

171  shows  the  cross 
section  of  a  3-  by 
3 -ft.  plain  concrete 
arch  culvert  built  by 
th  e  Pennsylvania 
Linrsonacoal  branch 
in  southern  Indiana.* 
The  section  is  lighter 
than  is  commonly 
built  by  railroads  (for 
example,  see  Fig.  172, 
but  in  this  ciusc  it 
seems  to  have  been 
sufficient  1>'  strong. 

1178.  v.  T.  0.  A  " 
H.  R.  R.R.  Fig.  172 
shows  I  he  complete 
drawinj^rt  of  a  standard  3-  by  4-ft.  arch  culvert  of  the  New  York 
Central  and  Hudson  River  Railroad,  t  The  following  are  notes 
from  the  official  drawing.  "1.  The  foundations  arenot  to  be  sliallower 
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than  shown,  but  are  to  be  carried  deeper  if  necessary.  2.  Old 
railroad  rails  are  to  be  used  where  soft  material  is  found ;  and,  where 
sphcing  is  necessary,  they  are  to  be  fully  bolted  with  two  angle  bars, 
and  the  joints  in  adjoining  rails  are  to  be  staggered.  3.  The  back 
of  the  arch  is  to  be  coated  with  straight-run  coal-tar  pitch  J  inch 


End  View 

Fm.   173.— C.  C.  *  O.   Rt.  Abch  Plain  Concbete  Citivkht. 

thick.  4.  All  exposed  comers  and  edges  are  to  be  rounded  to  1-inch 
radius." 

1179.  0.  0.  A  0.  Ry.  Fig.  173  is  the  standard  6-foot  plain 
concrete  arch  culvert  on  the  Carolina,  Clinchfield,  and  Ohio  Rail- 
way.* The  depth  of  foundations  shown  is  the  miaimum.  The 
down-stream  wings  may  be  either  straight  or  flared.  Notice  that  the 
inside  face  of  the  side  wall  ("bench  wall")  has  the  same  batter  as 
the  face  of  the  wing. 

1160.  Erie  Bsilrokd.     Fig.    174,  page  698,  shows  the  standard 

*R,  ~^«i^  <"- IWe^  p.  206. 
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lO-ft.  arch  culvert  of  the  Erie  Railroad.*  Notice  that  the  inside 
face  of  the  wing  wall  is  vertical.  The  New  York  Central  and  Hudson 
Railroad,  the  Nashville,  Chattanooga,  and  St.  Louis  Railway,  and 
the  Union  Pacific  Railroad  have  a  somewhat  similar  standard.* 

1181.  niinoia  Oentral.  Fig.  175  shows  the  standard  16-foot 
plain  concrete  culvert  of  the  Illinois  Central  Railroad,  t  Notice 
that  the  inside  face  of  the  wing  and  of  the  bench  wall  are  both 
battered.    The  wii^  shown  are  flared,  but  this  road  also  builds 


Fio.  174.— Erie  Stanuaud  Ti.aix  Conchkth  AnrH  Cfl^-kbt. 

straight  wings.  The  top  face  of  tho  wing  is  sloped,  but  the  road  also 
buildn  stepped  wings.  Thin  road  also  build."  culverts  with  a  straight 
head  wiJl  parallel  to  the  track. 

1182.  Porto  Eico  Highway.     Kig.  17G,  page  600,  shows  the  form 
of   plain    concrete    highway   culvert    constructed    by    the   ~ 
Corps,  U.  S.  A.,  in  Porto  RicoJ 

•  BuUeUn  No.  105  (Nov.  1908),  Amer.  Ry.  Eng-g  and  M.  of  W.  Assoc.,  p.  6. 
t  By  courtesy  of  R.  E.  Oaut,  Bridge  E     ' 
t  Enffinttring  Ntm,  vol.  Ixv,  p.  203. 
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11s3.  ezamfisb  of  buhtoroid-oonobiti  afioh  oultikts. 
0.  H.  A  St.  P.  Ey.  Fig.  177  and  178,  page  600,  show  the  cross 
sections  of  two  8-foot  reinforced-concrete  eemicircular  arch  culverts 
as  built  by  the  Chicago,  Milwaukee  and  St.  Paul  Railway,  and  Fig. 


jMair  Cnd  Elevation. 


3ide  Elevation. 


Cross  5«ction. 
-Illinois  Central  Plun  Concbete  Arcii  Culvebt. 


179  Ebon's  the  cross  section  of  a  three-centered  arch  culvert  OD  the 
same  road.*  Fig.  177  was  designed  for  a  16-ft.  embankment,  and 
Fig.  17S  for  a  32-ft.  fill;  and  Fig.  179  also  was  designed  for  a  16-ft. 

*  Report  of  Committee  cm  Rnnforaed  Concnvte  Colmrti  at  1 
tbe  American  RaUv^  Bridgi  ud  Bttfldhlf  Am    '  " 
Rrriew,  Nov.  7,  IMS,  p.  ML 
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embankment.  Fig  177  is  supposed  to  give  a  bearing  on  the  soil  of 
1.9  tons  per  sq.  ft.,  and  Fig.  178  and  179  are  supposed  to  give  1.8 
tons  per  sq.  ft.     The  relative  cost  of  the  first  two  is  shown  in  Table 


ndrCnuiSKtm. 
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E    UtOIIWAT    AhTH    ClILI-EHT,    POBTO    RiCO. 


Pro.  177— r,  M-  &  Rt.  p.  Rv. 


Fi<i.   17S.— C.  M.  A  St.  P.  Bt, 


S8,  pofio  (il>-'>,  nnd  the  conter  and  forms  used  in  constructing  the 
third  is  shown  in  Fig.  180. 

IIM.  QUaoiB  Oantral  R.  R.     Fig.  181,  page  (i02,  shows  the  com- 
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plete  drawings  for  a  16-ft.  reinforeed-concrete  under-grade  highway 
crossing  built  by  the  Illinois  Central  at  Gilbertsville,  Ky.,  which  ia 
representative  of  the  practice  of  that  road  except  that  for  a  culvert 
proper  the  wings  would  usually  be  flared.*  Notice  that  the  inside 
face  of  the  bench  wall  and  of  the  wing  arc  vertical,  and  compare 


Fia.  179.— C.  M.  &  St.  P.  Rt. 

with  Fig.  175,  page  599,  On  account  of  this  structure's  being  in  a 
city,  false  joints  were  marked  on  the  arch  ring,  by  nailing  triangular 
strips  on  the  inside  of  the  concrete  forma.  Fig.  182,  page  603, 
shows  the  details  of  the  cornice;  and  Fig.  183,  page  603,  shows 
the  method  of  finishing  all  exposed  edges.  All  exposed  faces  of  the 
arch  ring  and  parapet  wall  have  a  1  J-inch  coat  of  facing  mortar. 


Fio.  ISO.— FORUB  roR  C.  M.  &  St.  P.  Cvlvert. 

The  structure  shown  in  Fig.  181,  page  602,  contains  195  cu.  yd. 
of  concrete  and  11,764  lb.  of  corrugated  bars  or  65  lb.  per  cu.  yd. 

1186.  L.  8.  ft  H.  8.  B7.  Fig.  184,  page  604,  shows  a  20-ft. 
reinforeed-concrete  arch  culvert  as  built  by  the  Lake  Shore  and 
Michigan  Soutbem  RAilway.f     Notice  that  the  side  wall  is  plumb 
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on  the  inside  and  that  the  face  of  the  wing  is  battered,  the  portion 
of  the  wing  projecting  beyond  the  plane  of  the  inside  of  the  bench 
wall  being  cut  away,  aa  shown  by  the  shaded  portion  abed. 

This  structure  was  built  against  the  end  of  an  old  arch,  the 
barrel  of  the  new  arch  being  75  ft.  7  in.  long.  The  structure  con- 
tains 943  eu.  yd.  of  concrete^n  the  arch  ringiind  132  in  the  wing  walls, 
a  total  of  1,075  cu.  yd.;    and  the  arch  ring  contains  33,689  lb.  of 


Fio.  182. — Detail  of  Cornice.  Fio.  IS3. 

corrugated  bars,  and  the  footings  1,008  lb.,  a  total  of  34,697  lb.  of 
steel.  The  arch  ring  contains  37  lb.  of  steel  per  cu.  yd.,  and  the  foot- 
ing 7  lb.  The  concrete  was  mixed  1  :  2^  :  5,  and  required  5,590 
sacks  of  cement,  495  cu.  yd.  of  sand,  and  990  cu.  yd.  of  stone. 

118S.  Cost  or  Aeoh  Oultkbts.  For  the  coBt  of  several  plain 
concrete  arch  culverts,  see  Table  42,  page  214. 

1187,  The  cost  of  the  plmn  coticrete  culvert  shown  in  Fig.  171; 
page  596,  is  as  follows.* 

Itemb  Cost  per 

Lin.  Ft.  Cd.  Yd. 

Cement,  11.97  per  bbl »1.01  K.M 

Stone  and  screenings,  50  ct.  percu.  yd .25  .GO 

Forma .04  .09 

Labor 1.45  S.liS 

Total t2.75  $6.38 

1188.  The  following  is  an  accurate  account  of  the  cost  of  a  semi- 
circular arch  culvert  of  26  ft.  span  containing  1,493  cubic  yards  of 
concrete,  built  under  traffic  for  a  railroad  near  Pittsburg,  Pa.  The 
wages  paid  wore  as  follows:  Foreman  mason  in  general  charge, 
10  c<mta  per  hour;  laborers,  15  cents  per  hour;  foreman,  25  cents 
per  hour;  carpenters,  22.5  to  25  cents.  "The  general  conditions 
were  probably  as  favorable  as  any  likely  to  be  found  for  similar 
work."  t 

•  Sn^uiMrMf  ^•w- ™<- IvHL  i>-  tM_A»  >  •qoT. 

t  BulletiB  Nd.  '-  >  S-ia 
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Items.              '  Cost 
Materials:                                                                                 Per  Cu.  Yd. 

Coarse  gravel,  1 .03  tons  at  19  cents  per  ton SO.  19^ 

Fine  gravel,  0. 40  ton  at  21  cents  per  ton   .08^ 

Sand,  0. 32  ton  at  36  cents  per  ton .  llj 

Cement,  0.95  bbl.  at  $1 .60  per  barrel 1  !53i 

Lumber    .43 

Tools  and  other  storehouse  accounts    .078 

Total  for  materials $2,438 

Labor: 

Preparing  site  and  cleaning  up  after  completion  of  structure, 

at  15. 5  cents  per  hour $0.21 

Forms,  at  23  cents  per  hour .28 

Platforms  and  buildings,  at  23  cents  per  hour .05 

Changing  trestle,  including  service  of  work  train  and  steam 

dernck  car .08^ 

Excavation,  foundations,  at  15. 5  cents  per  hour   .31 

Handling  material,  at  15. 5  cents  per  hour .038 

Mixing  and  laying  on  concrete,  at  15 . 5  cents  per  hour 1 .  44 

Total  for  labor $2.413 

Total  cost  per  cubic  yard  of  concrete   $4 .  85 

1189.  Table  88  gives  the  Committee's  estimate  of  the  cost  of 
the  rcinforced-conerete  semicircular  8-foot  arch  culverts  shown 
in  Fig.  177  and  178,  page  600.  The  lumber  in  the  forms  is 
estimated  to  cost  2^  cents  per  ft.,  B.  M.,  and  it  is  assumed  to  be  used 
twice,  thus  making  the  net  cost  IJ  cents  per  ft.;  and  the  labor  on 
the  forms  is  figured  at  3^  cents  per  ft.,  B.  M.,  for  ordinary  forms  and 
5  J  cents  for  arch  centers.  The  cost  of  the  concrete  includes  the 
excavation. 

TABLE  88. 

Cost  of  8-ft.  Semicircular  Reinforced  Concrete  Arch 

Culverts. 

For  cross  sections  of  the  culverts,  see  Fig.  177  and  178,  page  600. 


• 

16-Ft.  Fill. 

32-Ft.  Fill. 

i 

Itsms. 

Amount 
per  Lin.  Ft. 

Cost  per 
Lin.  Ft. 

Amount 
per  lin.  Ft. 

Coetper 
Lin.  Ft. 

Concrete:  arch  rine   

0.65  cu.  yd. 
0.50     " 
0.75     " 

1.90 

39.11b. 
25.5  " 

64.61b. 

110  ft.  BJi. 

$4.90 
2.50 
3.8Q 

2.60 
6.10 

0.68cu.yd. 
0.50     " 
1.07     '' 

2.25 

111.7  1b. 
30.1  '* 

141.8  1b. 
105ft.B.M. 

$5.10 

side  walls 

2.50 

footine 

7.00 

Total 

Reinforcement:  transverse   

longitudinal  .... 

Total 

Forms  

6.70 
5.80 

Grand  Totai. 

90 

$26.10 

CHAPTER  XXn 
VOUSSOIR  ARCHES 

1190.  An  arch  is  a  structure  which  under  the  action  of  the  W 
oxorts  outward  thrusts  against  its  end  supports  (abutments).  , 

1191.  Classifioatiom   op   ABCHX8.    Masonry   arches   may 
divided  into   voussoir  arches  and  monolithic  arches,  according 
whether  the  arch  ring  is  composed  of  several  separate  stones  or  cC^^ 
sists  of  a  monolithic  mass  of  concrete.    The  separate  arch  stones    ^, 
voussoirs  may  be    blocks  of  natural  stone  dressed  to  the  requir""'*''^ 
shape  or  of  concrete  moulded  to  proper  form. 

Arches  may  be  divided  also  into  hinged  and  hingeless,  accordii^^^ 
to  whether  or  not  there  are  one  or  more  joints  or  hinges  in  the  wc^^-^^5 
ring.    Of  course,  a  hingeless  arch  is  one  having  fixed  ends.    Hing^^ 

arches  may  have  one  hinge  at  the  crown,  or  one  at  each  abutmen -j 

or  one  at  each  abutment  and  one  at  the  crown.    However,  hing^^^ 
arches  usually  have  either  two  hinges  or  three.    Both  voussoir  an^^^ 
monolitliic  arches  may  bo  built  with  or  without  hinges;   but  hing^^^'^ 
are  used  only  in  very  large  arches.     The  chief  advantage  of  tl — ^^' 
hinges  is  that  their  use  pennit«  a  more  accurate  analysis  of  tbr     ^^ 
stresses,  and  consequently  makes  possible  a  saving  of  material; 
the  disadvantage's  are  that  the  hinges  themselves  are  expensiv 
and  the  hinged  arch  is  not  a.s  stable  nor  as  durable  as  an  arch  withoi 
hing(NS.     Hinged  niasonr}^  arches  are  somewhat  common  in  Euro] 
but  are  hardly  used  at  all  in  America.    Hinged  arches  will  be  brief 
considered  in  the  next  chapter. 

1192.  Definitions.     Parts  of  an  Arch.    The  following  are  tl 
definitions  of  th(^  essential  parts  of  a  masonry  arch. 

Ahuimeni.     A  skewback  and  the  masonr}^  which  supports  it. 

Arch  Sheet im/.     The  arch  stones  which  do  not  show  at  the  en< 
of  the  arch. 

Barkinu.     The    niasonrv    outside    and    above   the    arch   stone 
which  usually  has  joints  horizontal  or  nearlv  so. 

Croivn.     The  highest  part  of  the  arch. 

Coursinrj  Joint.     The  joint  between  two  adjoining  string  coui 
It  is  continuous  from  one  end  of  the  arch  to  the  other. 

Kxtrddos.     The  convex  curve  which  bounds  the  outer  extremiti 
of  the  joints  between  the  voussoii*s.     See  Fig.  185. 
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Haunch.  The  indefinite  part  of  the  arch  between  the  crown  and 
the  skewback, 

Headiiig  Joint.  A  joint  in  a  plane  at  right  angles  to  the  axis  of 
the  arch.    It  is  not  continuous. 

Intrados.     The  concave  line  of  intersection  of  a  vertical  plane 
with  the  lower  surface  of  the 
arch.    See  Fig.  185. 

Keystone.  The  center  or 
highest  voussoir  or  arch 
stone. 

Ring  Course.  The  stones 
between  two  consecutive 
series  of  heading  joints. 

Ring  Stones.  The  arch 
stones  which  show  at  the 
ends  of  the  arch. 

Rise.  The  vertical  distance  between  the  highest  part  of  the 
intrados  and  the  plane  of  the  springing  lines. 

Skewback.  The  inclined  surface  or  joint  upon  which  the  end  of 
the  arch  rests. 

Span.  The  horizontal  distance  perpendicularly  between  the 
lowest  joints  of  the  arch.     See  Fig.  185. 

Springer.     The  lowest  voussoir  or  arch  stone. 

Springing  Line.    The  inner  edge  of  the  skewback. 

Spandrel.  The  indefinite  apace  between  the  extrados  and  the 
roadway.  The  wall  at  the  end  of  the  arch  above  the  extrados  is 
called  the  spaTulrel  wall;  and  the  material  between  the  end  walls 
and  above  the  extrados  is  called  the  spandrel  fiUing. 

String  Course.  A  course  of  voussoirs  extending  from  one  end  of 
the  arch  to  the  other. 

Voussoir.     One  of  the  wedge-shaped  stones  of  which  the  arch  is   ■ 
composed;   also  called  an  arch  stone.     The  voussoirs  which  show  at 
the  ends  of  the  arch  are  called  ring  stones;   and  those  which  do  not 
thus  show  are  called  arc  A  sheeting. 

1193.  Fomu  of  ArcbM.  According  to  the  curve  fonned  by  the 
intersection  of  a  vertical  plane  with  the  soffit,  arches  are  divided 
into  circular,  elhptical,  basket-handle,  and  pointed.  If  the  intrados 
is  a  semicircle,  the  arch  is  a  semicircular  or  full-centered  arch;  and 
if  the  intrados  is  less  than  a  semicircle,  it  is  a  segm&Ual  arch.  A 
basket-handle  arch  is  one  in  which  the  intrados  is  composed  of  several 
arcs  of  circles  tangent  to  each  other;  and  a  pointed  arch  is  one  in 
which  the  intrados  consists  of  two  arcs  of  circles  intersecting  above 
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to  the  axis,  arches  are  divided  into  right  arches  and  skew  archer* 
A  right  arch  is  one  terminated  by  two  planes,  termed  heads^  at  rig^^ 
angles  to  the  axis  of  the  arch ;   and  a  skew  arch  is  one  whose  he^ 
are  oblique  to  the  axis.    Voussoir  skew  arches  were  never  very  c^^^' 
mon,  on  account  of  the  difficulty  of  dressing  the  complicated  vO^ 
soirs  required;    and  since  the  introduction  of  concrete  in  arch  a^^' 
struction,  thev  are  never  buUt. 

Art.  1.    Theory  of  Stability. 

1194.    There  are  two  classes  of  theories  of  the  stability  of    ^he 
masonry  arch — the  line  of  thrust  theories  and  the  elastic  deformation 
theories.     The  line  of  thrust  theory  considers  the  stability  of  the  a,xx?h 
ring  as  depending  upon  the  friction  and  the  reactions  between  the  ssov- 
eral  arch  stones;  while  the  elastic  theory  regards  the  arch  as  a  curxred 
beam  which  depends  for  its  stability  upon  the  internal  stresses  de^veJ- 
oped  in  the  material  of  the  arch.     Both  theories  can  be  applied  to 
either  a  voussoir  or  a  continuous  arch,  although  usually  the  line  of 
thrust  theory  is  employed  for  the  voussoir  theory,  and  the  ela^ic 
theory  for  the  monolithic  arch.    There  is  no  great  difference  betweeB 
the  two  theories,  although  the  elastic  theory  is  a  little  more  com- 
plicated but  a  little  more  accurate.    In  this  chapter  the  voussoir  arch 
will  be  investigated  by  the  line  of  thrust  theor}';    and  in  the  next 
chapter  th(^  monolithic  arch  will  be  considered  by  the  elastic  theor>'- 

1196.  Line  of  Resistance  Defined.  A  clear  comprehension  of 
the  nature  of  the  line  of  resistance  is  fundamental  in  the  theoty  of 
the  voussoir  arch. 

If  the  action  and  reaction  between  each  pair  of  adjacent  arcH 
stones  b(^  replaced  by  single  forces  so  situated  as  to  be  in  ever}'  wa^^*' 
the  eciuivaleiit  of  the  distributed  pressures,  the  Une  connecting  tt^^ 
points  of  a})pIication  of  these  several  forces  is  the  line  of  rcsistan^^ 
of  the  arch.     For  example,   lussume   that  the  half  arch  sho\^'n      ^ 
Fig.  ISO  is  hold  in  equilibrium  by  the  horizontal  thrust  T — the 
action  of  the  right-hand  half  of  the  arch — applied  at  some  point     ^ 
in   the  joint   CH.     Assume   also   that   the    several    arch-stones  f^ 
mathematically,  and  that  thvvc  is  no  adhesion  of  the  mortar.   VT^^ 
forces  I'\,  h\,  F ,,  and  F ^  represent  the   resultants  of  all  the  fore 
(including  the  weight  of  the  stone  itself)   acting  upon  the  scve 
voussoirs.     The  arch  stone*  CIGH  is  in  equilibrium  under  the  acti 
of  the  three  forcfv^,  7\  F^,  and  tlie  reaction  of  the  voussoir  lif^C^-^^ 
Hence  lh(\sc  three  forces  must  intei-sect  in  a  point,  and  the  direct! 
of  /i*i — the    resultant   jM'essure  between    the    voussoirs    CIGH 
IJEG — can  be  found  graphically  as  shown  in  Fig.  186.     The  poiis 
of  application  of  /?j  is  at  6 — the  point  where  H^  intersects  the  joi 
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GL    The   voussoir  UEG  is    in   equilibrium   under   the    action   of 
Hi,  t\,  and  W, — the  resultant  reaction  between  JEGl  and  JEDK, 
— and  ht'nco  the  direction,  the  amount,  and  the  point  of  application 
(c)   of  R,  can    be   deter- 
mined   as   shown   in   the 
figure,     /fj  and  R,  are  de- 
tomiincd     in     the    same 
manner  as  R,  and  fi,. 

The  points  a,  b,  c,  d, 
and  e,  called  centers  of 
pressure,  are  the  points  of 
application  of  the  result- 
ants of  the  pressure  on 
the  several  joints;  or  they 
may  be  regarded  as  the 
centers  of  resistance  for  the 
several  joints.  In  the  for- 
mer case  the  line  abcde 
would  be  called  the  line 
of  pressure,  and  in  the  lat- 
ter the  line  of  resistance.  p,o  [g^ 
Strictly  speaking,  the  line 

of  resistance  is  a  continuous  curve  circumscribing  the  polygon  abcde. 
The  greater  the  number  of  joints  the  nearer  the  polygon  abcde 
approaches  this  curve.  Occasionally  the  polygon  mnop  is  called  the 
line  of  resistance.  The  greater  the  number  of  joints  the  nearer 
this  line  approaches  the  line  of  resistance  as  defined  above. 

If  the  four  geometrical  lines  oft,  be,  cd,  and  de  were  placed  in  the 
relative  position  shown  in  Fig.  186,  and  were  acted  upon  by  the  forces 
T,  F„  t\,  Fj,  F„  and  R,  as  shown,  they  would  be  in  equilibrium; 
and  hence  the  line  abcde,  or  rather  a  curve  passing  through  the  points 
n,  b,  c,  d,  and  e,  b  sometimes  called  a  linear  arch. 


1196.  BlKTBOD  or  7AILVBB  OT  Aeohb.     A  voussoir  arch  may 
j'ield  in  any  one  of  three  ways,  viz.:  (1)  by  the  crushing  of  the  stone, 
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any  part  is  greater  than  the  crushing  strength  of  the  material  com- 
posing it.  2.  Fig.  1S7  and  188,  page  (KK),  represent  the  second  method 
of  failure.  In  the  former  tlie  haunch(*s  of  the  arch  slide  out  and  the 
crown  slips  down,  and  in  the  latter  the  reverse  is  shown.  If  the  rise 
is  less  than  the  span  and  the  arch  fails  by  the  sliding  of  one  voussoir 
on  the  other,  the  crown  will  usually  sink;  but  if  the  rise  is  more  than 
the  span,  the  haunch(»s  will  generally  be  pressed  inward  and  the 
crown  will  ris(\     3.  Fig.  189  and  190  show  the  two  methods  by  which 


Fio.   189.  Fig.  190. 

an  arch  may  give  way  by  rotation  about  the  joints.  As  a  rule  the 
first  case  is  most  frequent  for  flat  arches,  and  the  second  for  pointed 
ones. 

1197.  There  are  three  criteria,  corresponding  to  the  three  modes 
of  failure^  by  which  the  stability  of  an  arch  may  be  judged.  (1) 
To  prevent  overturning,  it  is  necessary  that  the  line  of  resistance 
shall  everywhere  lie  between  the  intrados  and  the  extrados.  (2) 
To  prevent  crushing,  the  line  of  resistance  should  intersect  each 
joint  far  enough  from  the  edge  so  that  the  maximum  pressure 
will  be  less  than  the  crushing  strength  of  the  masonry.  (3)  To 
prevent  sliding,  the  angle  between  the  line  of  resistance  and  the 
normal  to  any  joint  should  be  less  than  the  angle  of  repose  ("angle 
of  friction")  for  those  surfaces;  that  is  to  say,  the  tangent  of  the 
angle  between  the  line  of  n^sistance  and  the  normal  to  any  joint 
should  be  less  than  the  coefficient  of  friction  (§  931). 

1198.  Stability  against  Rotation.  An  arch  composed  of  incom- 
pressible voussoirs  can  not  fail  by  rotation  as  shown  in  Fig.  189, 
unless  the  line  of  resistance  touches  the  intrados  at  two  points  and 
the  e\t ratios  at  one  higher  intermediate  point  (s(*e  Fig.  193,  page 
OlN) ;  and  an  arch  can  not  fail  by  rotation  its  shown  in  Fig.  190, 
unless  th(»  lint*  of  resistance  touchers  the  (»xtrados  at  two  points  and 
th(i  intrados  at  onc^  higher  intermetliate  ])oint  (see  Fig.  193).  The 
ap[)roxinuite  factor  of  safety  against  rotation  (5  939)  at  any  joint  is 
equal  to  half  the  length  of  the  joint  divided  by  the  distance  between 
the  <'(»nt(»r  of  ])res.sure  and  th(j  center  of  the  joint;  that  is  to  say, 

the  approximate  far(4ir  iff  saf eh/ =^  ^,      •••(!) 
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in  which  /  is  the  length  of  the  joint  and  d  the  distance  between  the 
center  of  pressure  and  the  center  of  the  joint.  For  example,  if  the 
center  of  pressure  is  at  one  extremity  of  the  middle  third  of  the 
joint,  d  =■  il;  and,  by  equation  1,  the  factor  of  safety  ia  three. 
If  the  center  of  pressure  is  }  /  from  the  middle  of  the  joint,  the 
factor  of  safety  is  two. 

It  is  cuatomarj-  to  require  that  the  line  of  reeistance  shall  lie 
within  the  middle  third  of  the  arch  ring,  which  is  equivalent  to 
specifying  that  the  approximate  factor  of  safety  for  rotation  shall 
not  be  less  than  three. 

1199.  Stability  against  Onuhing.  The  method  of  determining 
the  pressure  on  any  part  of  a  joint  has  already  been  discussed  in  the 
chapter  on  masonry  dams  (see  pages  470-76).  When  the  total 
pressure  and  its  center  are  known,  the  maximum  pressure  at  any  part 
of  the  joint  is  given  by  formula  19,  page  472.     It  is 

'■'^-'-V <^) 

in  which  P  is  the  maximum  pressure  on  the  joint  per  unit  of  area; 
IF  is  the  total  normal  pressure  on  the  joint  per  unit  of  length  of  the 
arch;  /  is  the  depth  of  the  joint,  i.e.,  the  distance  from  intrados  to 
pxtrados;  and  d  is  the  distance  from  the  center  of  pressure  to  the 
miildle  of  the  joint.  This  formula  is  general,  provided  the  masonry 
Ls  capable  of  resisting  tension;  and  if  the  masonry  is  assumed  to  be 
incapable  of  resisting  tension,  it  is  still  general,  provided  d  does 
not  exceed  J  /. 

For  the  case  in  which  the  masonry  is  incapable  of  resisting  tension 
and  (/  exceeds  J  /,  the  maximum  pressure  b  given  by  formula  23, 
page  475.     It  is 

2Tr 
•"WT^ ('' 

If  the  line  of  resistance  for  any  arch  can  be  drawn,  the  maximum 
pressure  can  be  found  by  (1)  resolving  the  resultant  reaction  per- 
I)endicular  to  the  given  joint,  and  (2)  measuring  the  distance  d  from 
a  diagram  of  the  arch  similar  to  Fig.  186  (page  609),  and  (3)  sub- 
stituting these  data  in  the  proper  one  of  the  above  formulas  (the 
one  to  be  employed  depends  upon  the  value  of  rf).  f^^  computing 
/'.  This  pressure  should  not  exceed  the  safe  conpressive  strength 
of  the  masonry. 

1200.  Unit  Presmre.  In  the  present  state  of  our  knowledge  it 
is  not  possible  to  detennioe  the  value  of  ft  safe  and  not  extravagant 
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is  considerably  less  than  that  of  the  stone  or  brick  of  which  it  is 
compos(?d  (see  i  581;   and  §  622-23  respectively),  and  that  we  have 
no  definite  knowledge  concerning  either  the  ultimate  or  the  safe 
crushing  strength  of  stone  masonry  (§  582-84)  and  but  little  con- 
cerning that  of  brickwork  in  large  masses  (§  622-29) ;   and  (2)  that 
all  the  data  we  have  on  crushing  strength  are  for  a  load  perpendicular 
to  the  pressed  surface,  while  wt  have  no  experimental  knowledge  of 
the  effect  of  the  component  of  the  pressure  parallel  to  the  surface  of 
the  joint,  although  it  is  probable  that  this  component  would  have 
somewhat  the  same  effect  upon  the  strength  of  the  voussoire  as  a 
sheet  of  lead  has  when  placed  next  to  a  block  of  stone  subjected  to 
compression  (§  14). 

On  the  other  hand,  there  are  some  considerations  which  still 
furth(T  increase  the  degree  of  safety  of  the  usual  working  pressure. 
(1)  When  the  ultimate  crushing  strength  of  stone  is  referred  to,  the 
crushing  strength  of  cubes  is  intendiHl,  although  the  blocks  of  stone 
employed  in  actual  nuusoniy  have  less  thickness  than  width,  and 
hence  are  much  stronger  than  cubes  (see  §  17,  §  78,  and  §  657). 
To  prevent  the  arch  stones  from  flaking  off  at  the  edges,  the  mortar 
is  sometimes  dug  out  of  the  outer  edge  of  the  joint.  This  procedure 
diminishes  the  area  under  pressure,  and  hence  increases  the  unit 
pix>ssui*e;  but,  on  the  other  hand,  the  edge  of  the  stone  which  is  not 
under  pressure  gives  lateral  support  to  the  interior  portions,  and  hence 
increas(\s  the  resistance  of  that  portion  (see  J  657).  It  is  impossible 
to  compute  th(»  relative  effect  of  these  elementij,  and  hence  we  can 
not  theoretically  determine  the  efficiency  of  thus  relieving  the 
extreme  edges  of  the  joint.  (2)  The  preceding  formulas  (2  and  3) 
for  the  maxinmm  pressure  neglect  the  effect  of  the  elasticity  of  the 
ston(»;  and  hence  the  actual  pressure  must  be  less,  by  some  unknown 
amovmt,  than  that  given  by  either  of  the  formulas. 

1201.  Notice  that  the  distance  which  the  center  of  pressure  may 
vary  from  the  center  of  the  joint  without  the  masonry's  being 
crushed  depends  upon  the  ratio  ])etween  the  ultimate  crushing 
strength  and  the  mean  pressure  on  the  joint.  In  other  words,  if 
the  mean  pn^ssure  is  ver\^  nc^arly  equal  to  the  ultimate  crushing 
strength,  then  a  slight  departure  of  the  center  of  pressure  from  the 
center  of  the  jonit  may  crush  the  voussoir;  but,  on  the  other  hand, 
if  the  mean  pressui*e  is  small,  the  center  of  pixissure  may  depart 
considerably  from  the  center  of  the  joint  without  the  stone's  being 
crusluMl.  This  can  be  shown  by  (equation  2,  page  611.  If  both  P 
and  W  -^  /  are  large,  d  must  be  snuill;  but  if  P  is  large  and  W  -^  I 
small,  then  (/  may  be  large*.  lOssentially  the  same  result  can  be  de- 
duce<l  from  equation  3,  page  (ill. 

Even  though  the  line  of  n^sistance  approaches  so  near  the  edf 


W^^^l^^^^^N^^^ 
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of  the  joint  that  the  stone  is  crushed,  the  stability  of  the  arch  is  not 
necessarily  endangered.  For  example,  conceive  a  block  of  stone 
resting  upon  an  incompressible  plane,  AB^  Fig.  191;  anrl  assume 
that  the  center  of  pressure  is  at  N,  Then  the  pressure  is  applied 
over  an  area  projected  in  AV^  such  that  AN  =  ^  AV,  The 
pressure  at  A  is  represented  by  AK,  and  the  area  of  the  triangle 
^A'V^  represents  the  total  pressure  on  the  joint.  Assume  that  AK 
is  the  ultimate  crushing  strength  of  the 
stone,  and  that  the  center  of  pressure 
is  moved  to  A^'.  The  pressure  is  borne 
on  an  area  projected  in  AV\  The 
pressure  in  the  vicinity  of  A  is  uni- 
form and  equal  to  the  crushing  strength 
.lA';  and  the  total  pressure  on  the 
joint  is  represented  by  the  area  of  the  f,o.  191. 

figure  .4 AG 7',  which  has  its  center 

of  gravity  in  the  vertical  through  A''.  Eventually,  when  the  center 
of  pressure  approaches  so  near  A  that  the  area  in  which  the  stone  is 
cnished  becomes  too  great,  the  whole  block  will  give  way,  and  the 
arch  will  fall.* 

1202.  Open  Joints,  It  is  frequently  prescribed  that  the  line  of 
resistance  shall  pass  through  the  middle  third  of  each  joint,  "so 
that  the  joint  may  not  open  on  the  side  most  remote  from  the  line 
of  resistance."  If  the  line  of  resistance  departs  from  the  middle 
third,  the  remote  edge  of  the  joint  will  be  in  tension;  but  since 
cement  mortar  is  now  quite  generally  employed,  if  the  masonry  is 
laid  with  ordinary  care  the  joint  will  be  able  to  bear  considerable 
tension;  and  hence  it  does  not  necessarily  follow  that  the  joint  will 
open. 

If  the  line  of  pressure  departs  from  the  middle  third  and  the 
mortar  is  incapable  of  resisting  tension,  the  joint  will  open  on  the 
side  farthest  from  the  line  of  resistance.  For  example,  if  the  center 
of  pressure  is  at  N ,  Fig.  191,  then  a  portion  of  the  joint  .IF  (  =  3 
.LV)  is  in  compression,  while  the  portion  VB  has  no  force  acting 
upon  it;  and  hence  the  yielding  of  the  portion  AV  will  cause  the 
joint  to  open  a  little  at  B.  This  opening  will  increase  as  the  center 
of  pressure  approaches  A ,  and  when  the  material  at  that  point  begins 
to  crush  the  increase  will  become  comparatively  rapid. 

♦  Rankine  says:  "It  is  true  that  arche«  have  stood,  and  still  stand,  in  which  the 
centers  of  resistance  of  Joints  fall  beyond  the  middle  third  of  the  depth  of  the  arch 
ring;  but  the  stability  of  such  arches  is  either  precarious  now,  or  must  have  been 
precarious  while  the  mortar  was  fresh."  The  above  is  one  reason  why  the  stability 
of  the  arch  is  not  neoeaaftrily  precarioos,  and  other  reasons  are  found  in  §  614  and 
also  in  the  8ubaequ«nt  ««•«< — » —  *  -^•Mn««w»  «iMianr  of  the  arch  will  not  make  a 
structure  w^fotx  i*  ^* 
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Notice  that  if  there  are  open  joints  in  an  arch,  it  is  certain  that 
the  actual  line  of  resistance  does  not  lie  within  the  middle  third  of 
such  joints.  Notice,  however,  that  the  opening  of  a  joint  does  not 
indicate  that  the  stability  of  the  arch  is  in  danger.  In  most  eases, 
an  open  joint  is  no  serious  matter,  particularly  if  it  is  in  the  soffit. 
If  in  the  extrados,  it  is  a  little  more  serious,  since  water  might  get 
into  it  and  freeze.  To  guard  against  this  danger,  it  is  customan' 
to  cover  the  extrados  with  a  layer  of  puddle  or  some  coating  imper- 
vious to  water. 

1203.  Stability  against  Sliding.  If  the  effect  of  the  mortar  n^ 
neglected,  an  arch  is  stable  against  sliding  when  the  line  of  resistance 
makes  with  the  nomuil  an  angle  less  than  the  angle  of  friction. 
According  to  Table  74  (page  464),  the  coefficient  of  friction  of 
masonr}'  under  conditions  the  most  unfavorable  for  stability — i.e., 
while  the  mortar  is  wet — is  about  0.50,  which  corresponds  to  an  angle 
of  friction  of  about  27°.  Hencc%  if  the  line  of  pressure  makes  an 
angle  with  the  normal  of  more  than  27°,  there  is  a  possibility  of  one 
voussoir*s  sliding  on  the  other.  This  ])ossibility  can  be  eliminated 
by  changing  the  joints  to  a  din^ction  more  nearly  at  right  angles  to 
the  line  of  pressui-e. 

However,  there  is  no  probability  that  an  arch  will  receive  its  full 
load  before  the  mortar  has  begun  to  set;  and  hence  the  angle  of 
friction  is  virtually  much  greater  than  27°.  It  is  customary  to 
arrange  the  joints  of  the  arch  at  least  nearly  peqx^ndicular  to  the  line 
of  resistance,  in  which  ca.se  little  or  no  reliance  is  placed  on  the  re- 
sistance of  friction  or  the  adhesion  of  the  mortar. 

1204.  Conclusion.  From  the  preceding  discussion,  it  will  be 
noticed  that  the  factors  of  stability  for  rotation  and  for  crushing  are 
dependent  upon  each  other;  while  the  factor  for  sliding  is  independent 
of  the  other  conditions  of  failure,  and  is  dependent  only  upon  the 
direction  given  to  the  jonits.  A  theoretically  pt»rfect  design  for  an 
arch  would  be  one  in  which  the  three  factors  of  safety  were  equal 
to  each  other  and  unifonn  throughout  the  arch.  But  as  arches  are 
ordinarily  biiilt,  the  factor  for  rotation  is  about  three,  or  a  little  more; 
the  nominal  factor  for  crushing  is  ten  to  forty;  and  the  nominal 
factor  for  sliding  is  one  and  a  half  to  two. 

It  is  evident  that  before  any  conclusions  can  be  drawn  concerning 
the  strength  or  stability  of  a  masonrj'  arch,  the  position  of  the  line  of 
resistance  must  be  known;  or  at  least,  limits  must  be  found  within 
which  the  true  line  of  resistance  must  be  proved  to  lie.  But  before 
the  line  of  resistance  can  be  found,  the  external  forces  and  also  the 
crown  thrust  must  be  determined. 

1206.  The  Eztebhal  Foboes.  It  is  clear  that  before  we  can 
finds  the  strains  in  a  proposed  arch  and  determine  its  dimensions. 
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we  must  know  the  load  to  be  supported  by  it.  In  other  words, 
the  strength  and  stability  of  a  masonr>'  arch  depend  upon  the  posi- 
tion of  the  line  of  resistance;  and  before  this  can  be  determined,  it 
is  necessary  that  the  external  forces  acting  upon  the  arch  shall  be 
fully  known,  i.e.,  that  (1)  the  point  of  application,  (2)  the  direction, 
and  (3)  the  intensity  of  the  forces  acting  upon  each  voussoir  shall  be 
known.  Unfortunately,  the  accurate  determination  of  the  external 
forces  is,  in  general,  an  impossibility. 

1206.  PressDie  of  Water.  If  the  arch  supports  water  or  other 
liquid,  the  pressure  upon  the  several  voussoirs  is  perpendicular  to  the 
extrados,  and  can  easily  be  found;  and  combining  this  with  the 
weight  of  each  voussoir  gives  the  several  external  forces.  This  case 
seldom  occurs  in  practice. 

1207.  Pressure  of  Masonry.  If  the  arch  is  surmounted  l)y  a 
masonr>'  wall,  as  is  frequently  the  case,  it  is  impossible  to  determine, 
with  any  degree  of  accuracy,  the  effect  of  the  spandrel  walls  upon  the 
stability  of  the  arch.  It  is  usually  assumed  that  the  entire  weight 
of  the  masonry  above  the  soffit  presses  vertically  upon  the  arch: 
but  it  is  known  certainly  that  this  is  not  the  case,  for  with  even  dry 
masonr>'  a  part  of  the  wall  will  be  self-supporting.  The  load  sup- 
ported by  the  arch  can  be  computed  roughly  by  the  principle  of 
§  631 ;  but,  as  this  gives  no  idea  of  the  manner  in  which  this  pressure 
is  distributed,  it  is  of  but  little  help.  The  error  in  the  assumption 
that  the  entire  weight  of  the  masonry  above  the  arch  presses  upon 
it,  is  certainly  on  the  safe  side;  but  if  the  data  are  so  rudely  approxi- 
mate, it  is  ust^less  to  attempt  to  compute  the  strains  by  mathematical 
processes.  The  inability  to  determine  this  pressure  constitutes  one 
of  the  limitations  of  the  theory  of  the  arch. 

Usually  it  is  virtually  assumed  that  the  extradosal  end  of  each 
voussoir  terminates  in  a  horizontal  and  vertical  surface  (the  latter 
may  be  z(M-o);  and  therefore,  since  the  masoniy  is  assumed  to  press 
only  vertically,  there  are  no  horizontal  forces  to  be  considered.  But 
as  the  extrados  is  sometimes  a  regular  curve,  there  would  be  active 
horizontal  components  of  the  vertical  pressure  on  this  surface;  and 
this  would  be  true  even  though  the  spandrel  masonry  were  divided 
by  vertical  joints  extendmg  from  the  extrados  to  the  upix.'r  limit  of 
the  masoiir\'.  Further,  even  though  no  active  horizontal  forces  are 
deyeloi>ed,  the  passive  resistance  of  the  spandrel  masonry — either 
si)andrel  walls  or  spandrel  backing — materially  affects  the  stability 
of  an  arch.  Experience  shows  that  most  arches  sink  at  the  crown 
and  rise  at  the  haunches  when  the  centers  are  removed  (see  Fig.  189, 
page  ()10),  and  hence  the  resistance  of  the  spandrel  masonry  will 
materially  assist  in  preventing  the  most  common  form  of  failure. 
The  efficiency  of  this  resistance  will  depend  upon  the  execution  of 
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the  spandrel  masonry,  and  will  increase  as  the  deformation  of  t^^ 
arch  ring  increases.     It  is  impossible  to  compute,  even  roughly,  ^ 
horizontal  forces  due  to  the  spandrel  masonry.  , 

Further,  in  computing  the  strains  in  the  arch,  it  is  usually  assuit^     , 
that  the  arch  ring  alone  supports  the  masonry  above  it;  while,       ^^ 
a  matter  of  fact,  the  entire  masonry  from  the  intrados  to  the  top       ^ 
the  backing  acts  somewhat  as  an  arch  in  supporting  its  own  weight. 

1208.  Pressure  of  Earth.     If  the  arch  supports  a  mass  of  earth, 
can  know  neither  the  amount  nor  the  direction  of  the  earth  pressu 
with  any  considerable  degree  of  accuracy  (see  Chap.  XVIII— K 
taining  Walls, — particularly  §  1008). 

In  the  theory  of  the  masonry  arch,  the  pressure  of  the  earth 
usually  assumed  to  be  wholly  vertical,  even  though  it  is  well  kno^ 
that  the  pressure  of  earth,  in  general,  gives  active  horizontal  force5Zzr:^s 
An  examination  of  Fig.  186  (page  609)  will  show  how  the  horizont—  i 

forces  add  stability  to  an  arch  ring  whose  rise  is  equal  to  or  less  th^^^e-3 
half  the  span.     It  is  clear  that  fo)*  a  certain  position  and  intensity  c 

the  thrust  T,  the  line  of  resistance  will  approach  the  extrados  nea 
when  the  external  foices  are  vertical  than  when  they  are  incUn 
We  know  certainly  that  the  passive  resistance  of  the  earth 
materially  to  the  stability  of  masonry  arches;    for  the  arch  rin 
of  many  sewers  which  stand  without  any  evidence  of  weakness 
in  a  state  of  unstable  equilibrium,  if  the  vertical  pressure  of 
earth  immediately  above  the  ring  be  considered  as  the  only  exte 
force  acting  upon  it. 

1209.  The  value  and  position  of  the  horizontal  components  of  ^  ^^' 
external  forces  arc  somewhat  indeterminate.  According  to  R  s.^^*-" 
kinc^s  theory  of  earth  pressure,  the  horizontal  pressure  of  eartL 

any  point  can  not  be  greater  than r— -r  times  the  vertical  p*"^  -'^" 

1  •   1  1       Ai         I  — sin  <b    .  .  —  ^--..,1 

sure  at  the  same  point,  nor  less  than . — j  times  the  vert-  m  ^^  ^ 

'  1  +  sm  0 

pressure, — <^  being  the  angle  of  repose.*     If  ^  =  30°,  the  al><-^^  ^*^* 
expression  is  eciuivalent  to  saying  that  the  horizontal  pressure    ^*  -^^ 
not  be  greater  than  three  times  the  vertical  pressure  nor  less  t  ^'^  ^^ 
one  third  of  it.     Evidently  the  horizontal  component  will  be  grei»-J*^  ^^ 
the  greater  the  cohesion  and  the  harder  the  earth   spandrel-fill*  ^^^ 
is    rammed  into  place.     The  condition  in  which  the  earth  will       ■^' 
deposited  behind  the  arch  can  not  be  foretold;  but  it  is  probn-t^^^ 
that  at  least  the  minimum  value,  jis  above,  will  always  be  reali^*-**'- 
Hence  we  will  assume  that  the  horizontal  intensity  is  at  least   c^^^^ 


at 


*  liankiuc'.s  Civil  KugiiKH.>riug,  p.  32U. 
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third  of  the  vertical  intensity;  that  is  to  say,  h  =  ^edl,  in  which  e 
is  the  weight  of  a  cubic  unit  of  earth — which  may  be  assumed  at  100 
lb.  per  cu.  ft., — d  the  depth  of  the  center  of  pressed  surface  below 
the  top  of  the  earth  filling,  and  I  the  vertical  dimension  of  the  surface. 
On  this  assumption  the  values  and  the  positions  of  the  horizontal 
forces  acting  on  the  several  voussoirs  of  any  particular  arch  can 
readily  be  determined. 

It  would  be  more  logical  in  determining  the  horizontal  component 
of  th(»  earth  pressure,  to  use  the  angle  of  internal  friction  (§  1000) 
instead  of  the  angle  of  repose  as  above;  but  the  laws  of  earth  pressure 
are  not  known,  and  the  above  value  of  the  horizontal  component 
has  been  employed  by  the  author  in  testing  numerous  voussoir 
arches,  and  seems  to  give  results  in  accordance  with  experience;  and 
hence  it  will  be  employed  in  this  chapter. 

1210.  Htpotheses  for  the  Grown  Thrust.  From  §  1195  it 
is  clear  that  the  position  of  the  line  of  resistance  can  not  be  known 
until  the  amount,  the  direction,  and  the  point  of  application  of  the 
crown  thrust  are  known. 

Each  value  for  the  intensity  of  the  thrust  at  the  crown  gives  a 
different  line  of  resistance.  For  example,  in  Fig.  186  (page  609), 
if  the  thrust  T  be  increased,  the  point  6 — where  Ri  intersects  the 
plane  of  the  joint  HI — will  approcah  /;  and  consequently  c,  rf, 
and  e  will  approach  G,  H,  and  A  respectively.  If  T  be  increased 
sufficiently,  the  line  of  pressure  will  pass  through  A  or  H  (usually 
the  former,  this  depending,  however,  upon  the  dimensions  of  the 
arch  and  the  values  and  directions  of  Fj,  F,,  and  F,),  and  the  arch 
will  be  on  the  point  of  rotating  about  the  outer  edge  of  one  of  these 
joints.  This  value  of  T  is  then  the  maximum  thrust  at  a  consistent 
with  stability  of  rotation  about  the  outer  edge  of  a  joint,  and  the 
corresponding  line  of  resistance  is  the  line  of  resistance  for  maximum 
thrust  at  a.  Similarly,  if  the  thrust  T  be  gradually  decreased,  the 
line  of  resistance  will  approach  and  finally  intersect  the  intrados, 
in  which  case  the  thrust  is  the  least  possible  consistent  with  stability 
of  rotation  about  some  point  in  the  intrados.  The  lines  of  resistance 
for  maximum  and  minimum  thrust  at  a  are  shown  in  Fig.  192  (page 
r)lS). 

If  the  point  of  application  of  the  force  T  be  gradually  lowered 
and  at  the  same  time  its  int<msity  be  increased,  a  line  of  resistance 
may  be  obtained  which  will  have  one  point  in  common  with  the 
intrados.  This  is  the  line  of  resistance  for  maximum  thrust  at  the 
crown  joint.  Similarly,  if  the  point  of  application  of  T  be  gradually 
rais(»d,  and  at  the  same  time  its  intensity  be  decreased,  a  line  of 
resistance  may  be  obtained  which  will  have  one  point  in  common 
with  the  extrados.    This  is  the  liw  "^  no-i-fa^ice  for  mimmiiTn  tiirust 
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at  the  crown  joint.    The  lines  of  resistance  for  maximum  and  wi^ 
mum  thrust  at  the  crown  are  shown  in  Fig.  193.  t 

Similarly  each  direction  of  the  thrust  T  will  give  a  new  line    ^i 
resistance.    In  short,  every  different  value  of  each  of  the  seve^^ 
factors,  and  also  every  combination  of  these  values,  will  give  a  d — 
ferent  position  for  the  line  of  resistance.     Hence,  the  problem  is 
determine  which  of  the  infinite  number  of  possible  lines  of  resiss^^^ 


Fi«.  192.  Fio.  193. 

ance  is  the  actual  one.    This  problem  is  indeterminate,  since  the 
are  more  unknown  quantities  than  conditions  (equations)  by  whi 
to  determine  them.     To  meet  these  difficulties  and  make  a  soluti 
of    the   problem  possible,    various   hypotheses    have    been  m 
Four  of  these  hypotheses  will  now  be  considered  briefly. 


1211.  Hypothesis  of  Least  Pressure.  Some  writers  have  assunm. 
the  true  line  of  resistance  to  be  that  which  gives  the  smallest  absol 
pressure  on  any  joint.  ThLs  principle  is  a  metaphysical  one,  2t^:w^Mi\ 
leads  to  results  un(|ucstionably  incorrect.  Of  the  four  hypothese^-^^'^ 
hen*  discussed  this  is  the  least  satisfactory,  and  the  least  frcquen  t  ^y 
employed.     It  will  not  be  considered  further. 

For  an  explanation  of  Claye's  method  of  drawing  the  line  ^ 
pn^ssure  according  to  this  theory-,  see  Van  Nostrand*8  Engineen^  ^^ 
Maijazine,  Vol.  xv,  p.  33-36.  For  a  general  discussion  of  -t  l^ic 
theory  of  the  arch  founded  on  this  hypothesis,  see  an  article  by  F^  '■^^^ 
fessor  Du  Hois  in  Van  Nostrand's  Engineering  Magazine,  Vol.  .>c:  ^  **• 
p.  341-46,  and  also  Du  Bois's  "Graphical  Statics,"  Chapter  xv. 

1212.  Winkler's  Hypothesis.  Professor  Winkler,  of  Berlin, — a  w"  ^^**" 
known  authority — published  in  1879  in  the  Zeiischrift  des  Arrhilehr^^^^ 
and  Ingenieur  Vereinszu  Hannover,  page  199,  the  following  theoK""^^ ^ 
concerning  the*  position  of  the  line  of  resistance:  "For  an  arch  r***^S 
of  constant  cross  section  that  line  of  resistance  is  approximate^  - 
the  true  one  which  lies  nearest  to  the  axis  of  the  arch  ring,  as  de*^^^' 
mined  by  th(^  method  of  least  squarcs."* 

*  This  theorem  was  first  brought  to  the  attention  of  American  peailers  in  %  f?"^*^' 
bv  Prof.  CI.  K,  Swain  in  an  article  in  Van  Nostrand^s  Engineering  Magtuine,  vol.  xx.i**-  ''• 
265-76. 
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The  only  proof  of  this  theorem  is  that  by  it  certain  conclusions 
can  be  drawn  from  the  vouasoir  arch  which  harmonize  with  the  ac- 
cepted theory-  of  solid  elastic  arches.  The  demonstration  depends 
upon  certain  assumptions  and  approximations,  as  follows:  1.  It 
is  assumed  that  the  external  forces  acting  on  the  arch  are  vertical; 
whereaii  in  many  cases,  and  perhaps  in  most,  they  are  inclined. 
2.  The  loads  are  assumed  to  be  uniform  over  the  entire  span; 
wh(Teas  in  many  cases  the  arch  is  subject  to  moving  concentrated 
loads,  and  sometimes  the  permanent  load  on  6ne  side  of  the  arch  is 
heavier  than  that  on  the  other.  3.  The  conclusions  drawn  from  the 
voussoir  arch  only  approximately  agree  with  the  theory  of  elastic 
arch(\s.  4.  A  masonr}'^  arch  does  not  ordinarily  have  a  constant 
cross  section  as  required  by  the  above  theorem;  but  it  usually,  and 
properly,  increas(»s  toward  the  springing.  5.  The  phrase  "  as  deter- 
mined by  the  method  of  lea^t  squares"  means  that  the  true  line  of 
resistance  is  that  for  which  the  sum  of  the  squares  of  the  vertical 
deviations  is  a  minimum.  Since  the  joints  must  be  nearly  perpen- 
dicular to  the  line  of  resistance,  the  deviations  should  be  measured 
normal  to  that  line.  For  a  uniform  load  over  the  entire  arch,  the 
lines  of  resistance  are  comparatively  smooth  curves;  and  hence,  if 
the  sum  of  the  squares  of  the  vertical  deviations  is  a  minimum,  that 
of  the  normal  also  would  probably  be  a  minimum.  But  for  eccentric 
or  concentrated  loads,  it  is  by  no  means  certain  that  such  a  relation 
would  exist.  6.  The  degree  of  approximation  in  this  theorem  is 
less  the  flatter  the  arch. 

To  apply  Winkler's  theorem,  it  is  necessary  to  (1)  construct  a 
line  of  resistance,  (2)  measure  its  deviations  from  the  axis  of  the  arcli, 
and  (3)  compute  the  sum  of  the  squares  of  the  deviations;  and  it  is 
then  necessary  to  do  the  same  for  all  possible  lines  of  resistances, 
the  one  for  which  the  sum  of  the  squares  of  the  deviations  is  least 
being  the  "  true  "  one. 

1213.  Instead  of  applying  Winkler's  theorem  ius  above,  many 
writers  employ  the  following  principle,  which  it  is  asserted  follows 
directly  from  that  theorem:  *'If  any  line  of  resistance  can  be  con- 
st ruct<»d  within  the  middle  third  of  the  arch  ring,  the  true  line  of 
resistance  lies  within  the  same  limits,  and  hence  the  arch  is  stable." 
This  iissertion  is  disputed  by  Winkler  him.self,  who  says  it  is  not,  in 
general,  correct.*  It  does  not  necessarily  follow  that  because  one 
line  of  resistance  lies  within  the  middle  third  of  the  arch  ring,  the 
''true"  line  of  resistance  also  does;  for  the  "true"  line  may  coin- 
cide very  closely  with  the  axis  in  one  part  of  the  arch  ring  and 
depart  considerably  from  it  in  another  part,  and  still  the  sum  of  the 

*  Prof.  Q.  F.  Swain's  ravi«w  of  Winkler's  Vamanat^Van  NotitrantPt  Engineer- 
ing Magaxine,  voL  xsdUy  u*  sn 
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sciuares  of  the  deviations  be  a  minimum.  This  method  of  applying 
Winkler's  theorem  is  practically  nothing  more  or  less  than  an  appli- 
cation of  the  conclusions  derived  from  the  hypothesis  of  least  pres- 
sure (§  1211),  and  will  not  be  considered  further. 

1214.  Navier's  Principle.  Navier's  principle  is:  The  tangential 
stress  at  any  point  of  a  circle  pressed  by  normal  forces  is  equal  to 
the  normal  pressure  per  unit  of  area  multiplied  by  the  radius  of 
curvature  of  the  surface.  Rankine  applied  the  above  principle  to 
voussoir  arches  as  follows:  "The  condition  of  an  arch  of  any  form 
at  any  point  where  the  pressure  is  normal  is  similar  to  that  of  a  cir- 
cular rib  of  the  same  curvature  under  a  normal  pressure  of  the  same 
intensity;  and  hence  the  following  theorem:  The  thmst  at  any  nor- 
mally pressed  point  of  a  linear  arch  is  the  product  of  the  radius  of  curva* 
tiire  by  the  intensity  of  the  pressure  at  that  point.  Or,  denoting  the 
radius  of  curvature  by  />,  the  normal  pressure  per  unit  of  length 
of  intrados  by  p,  and  the  thrust  by  T,  we  have 

r  =  P/^." (4) 

At  best,  the  above  formula  gives  only  the  amount  and  by  impli- 
cation the  direction  of  the  crown  thrust;  but  tells  nothing  about 
its  point  of  application.  Rankine  employed  the  above  crown  thrust 
to  find  two  points  of  the  line  of  resistance;  and  assumed  that  if  a 
line  of  resistance  can  be  drawn  anywhere  within  the  middle  third 
of  the  arch  ring,  that  the  arch  was  stable  (§  1245).  The  use  of  this 
principle  determines  the  line  of  resistance  only  within  limits;  and  in 
general  gives  no  information  as  to  the  stability  of  the  arch  against 
sliding  or  crushing,  and  gives  a  result  for  the  stability  against  over- 
turning at  only  two  joints.  Rankine's  theory  (§  1245)  of  the  arch 
is  the  only  one  that  employs  this  principle,  and  hence  it  will  not 
be  considered  further  here. 

1216.  Hypothesis  of  Least  Crown  Thrust.  This  is  the  last  of  the 
four  hypotheses  to  be  considered,  and  is  the  one  almost  universally 
employed  in  theories  of  the  voussoir  arch.*  According  to  this  hy- 
pothesis the  true  line  of  resistance  is  that  for  which  the  thrust  at 
the  crown  is  the  least  possible  consistent  with  equilibrium.  This 
assunuvs  that  the  thrust  at  the  crown  is  a  passive  force  called  into 
action  by  the  external  forces;  and  that,  since  there  is  no  need  for 
a  furth(»r  increa^  after  it  has  caused  stability,  it  will  be  the  least 
possible  consistent  with  equilibrium.  This  principle  alone  does  not 
limit  the  position  of  the  line  of  resistance;  but,  if  the  external  forces 
are  known  and  the  direction  of  the  thrust  is  assumed,  this  hypotb 

*  First  propo8ecl  by  Mo«eU»y  in  1837, — see  Moseley's  PrincipleQ  of 
and  Architecture,  p.  431  of  second  American  edition. 
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furnishes  a  condition  by  which  the  line  of  resistance  corresponding 
to  a  minimum  thrust  can  be  found  by  a  tentative  process. 

1216.  To  Find  the  Grown  Thbxtbt.  To  Rnd  the  crown  thrust 
that  will  satisfy  the  above  hypothesis  proceed  as  follows:  The  portion 
of  the  arch  shown  in  Fig.  194 
is  held  in  equilibrium  by  (1)  the 
vertical  forces,  t/?,,  Wi,  etc., 
(2)  by  the  horizontal  forces 
hy,  h.,  etc.,  (3)  by  the  reaction 
R  at  the  abutment,  and  (4) 
by  the  thrust  T  at  the  crown. 
The  direction  of  /J  is  imma- 
terial in  this  discussion.  Let 
a  and  h  represent  the  points  of 
application  of  T  and  /?,  respec- 
tively, although  the  location  of  these  points  is  yet  undetermined.    Let 

T  =  the  thrust  at  the  crown; 

Xj  =  the  horizontal  distance  from  b  to  the  line  of  action  of  w^; 

X2  =  the  same  for  w^;  etc.; 
7/  =  the  perpendicular  distance  from  b  to  the  line  of  action  of  T; 

ki  =  the  perpendicular  distance  from  b  to  the  line  of  action  of 
^iJ  ^  =  the  same  for  A,;  etc. 

Then,  by  taking  moments  about  b,  we  have 


Fio.   194. 


hence 


Ty  =  IV I  Xi  +  u'2  X2  -h  etc.  -f  Ai  fcj  +  hj  kj  +  etc.; 


_       Iiv  X       Ihk 

T  = + . 


y 


y 


(5) 


(6) 


1.  The  value  of  T  depends  upon  I  h  k — the  sum  of  the  moments 
of  the  horizontal  component  of  the  external  forces.  In  discussing 
and  applying  this  principle,  the  term  2'  h  k  is  usually  neglected. 
Ordinarily  this  gives  an  increased  degree  of  stability ;  but  this  is  not 
necessarily  the  case.  The  omission  of  the  effect  of  the  horizontal 
component  makes  the  computed  value  of  T  less  than  it  really  is,  and 

Vauses  the  line  of  resistance  found  on  this  assumption  to  approach 
the  intrados  at  the  haunches  nearer  than  it  does  in  fact;  and  hence 
the  conditions  may  be  such  that  the  actual  line  of  resistance  will  be 

^  unduly  near  the  extrados  at  the  haunches,  and  consequently  endanger 
the  arch  in  a  new  direction. 

2.  From  equation  6  it  appears  that,  other  things  remaining  the 
same,  the  larger  y  the  smaller  T;  and  hence,  for  a  minimum  value 
of  r,  a  should  be  as  near  C  as  is  possibiA  «it^'^"t  ftruahlnir  the  stone. 
Usually  it  is  assumed  that- 
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of  the  arch  tit  {\m  crown;  and  hence  the  average  pressure  per  unit 
of  area  is  to  he  ('({ual  to  one  half  of  the  assumed  unit  working  pressure; 
or  in  other  words,  twice  the  thrust  7'  divided  by  the  thickness  of  the 
crown  is  to  be  equal  to  the  unit  compressive  stress  at  the  crown. 

3.  To  det(nmin(»  y,  it  Ls  necessary  that  the  direction  of  T  should 
])e  known.  It  is  usually  assumed  that  7'  is  horizontal.  If  the  arch 
is  symmetrical  and  is  loatled  uniformly  over  the  entire  span,  this 
assumption  Ls  reasonabU*;  but  if  th(»  arch  is  subject  to  a  moving 
load  which  is  heavy  in  comparison  with  the  weight  of  the  arch  and 
the  spandrel  filling,  tlu*  thrust  at  the*  crown  is  not  horizontal  and 
hence  can  not  bo  determined  directly  (s(»e  §  1237). 

4.  If  the  joint  AB  is  horizontal,  then  b  is  to  be  taken  as  near 
.4  as  is  consistent  with  the  crushing  strength  of  the  stone,  or  at, 
say,  one  third  of  the  length  of  the  joint  AB  from  A.  Notice  that 
if  the  joint  AB  is  inclinc^d,  as  in  general  it  will  be  (see  last  two 
paragraphs  of  §  1217  and  §  1222),  moving  b  toward  A  decreases  x 
and  at  the  same  time  increa^ses  //.  Plence  the  position  of  b  corre- 
sponding to  a  minimum  value  of  T  can  be  found  only  by  trial.  It  is 
usual,  however,  to  assume  that  Ab  is  one  third  of  AB,  whatever  the 
inclination  of  the  joint. 

1217.  Joint  of  Rupture.  In  the  preceding  section,  the  point-s 
a  and  b^  Fig.  194,  page  021 ,  were  chosen  with  a  view  of  making  T  the 
smallest  possible;  but  it  now  remaiiLS  to  find  a  value  of  T  that  shall 
be  consistent  with  the  ecjuilibrium  of  the  scmii-arch.  If  T  is  too 
small,  some  one  of  the  joints  1,  2,  3,  etc.,  Fig.  194,  may  open  at  the 
extrados;  and  on  the  other  hand,  if  T  is  too  large,  some  one  of  the 
joints  may  open  at  the  intrados.  Neither  of  these  conditions  would 
be  consistent  with  the  condition  of  equilibrium  assumed,  i.e.,  with 
the  assumption  that  the  centiM*  of  pressure  is  to  remain  within  the 
middle  third  of  any  joint.  If  the  cent(M'  of  pressure  remains  within 
the  nu'ddle  third,  every  ])art  of  all  joints  will  be  under  compression, 
and  h(*nc(»  no  joint  can  ojK^n  at  either  the  extrados  or  the  intrados. 
It  renuiins  then  to  rmd  a  value  of  T  that  shall  keep  the  center  of 
piX'ssure  within  the  middle  third  of  every  joint. 

If  />,  the  origin  of  moments  for  ecjuation  3,  page  611,  be  taken 
successivelv  at  the  inner  or  lower  end  of  th(»  middle  third  of  each 
joint,  the  con-es])onding  value  of  T  will  be  the  crown  thrust  for 
which  that  particular  joint  is  on  the  point  of  opening  at  the  extrados; 
and  if  under  this  condition  tlu*  greatest  value  of  T  that  will  prevent 
any  joint  from  opening  on  the  intrados  be  found,  then  that  value 
is  till*  crown  thrust  reciuired  b\'  the  hypothesis,  for  a  less  value  will 
])ermit  one  or  more  joints  to  open  at  the  extrados  and  a  greater  value 
will  cause*  one  or  more  joints  to  open  at  the  intrados. 

The  joint  for  which  the  tendency  to  open  at  the  extrados  is  the 
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greatest  is  called  the  joint  of  rupture.  The  joint  of  rupture  of  an 
arrh  i»  analogous  to  the  dangerous  section  of  a  beam.  Practically, 
the  joint  of  rupture  is  the  springing  line  of  the  arch,  the  arch  masonry 
below  that  joint  being  virtually  only  a  part  of  the  abutment.  There- 
fore the  first  step  in  testing  the  stability  of  a  given  arch  is  to  find  the 
joint  of  rupture. 

1218.  Ezampl*  of  the  ICsthod  of  Detarminiiig  the  Joint  of  Rnpton. 
.As.'^unir  that  it  is  required  to  determine  the  joint  of  rupture  of 
the  16-foot  arch  shown  in  Fig.  195  which  is  the  arch  of  the 
»tandar<l  vouasoir-arch  culvert  formerly  employed  on  the  Chicago, 


T" 


Uoek  Island  and  Pacific  Railroad.  Assume  that  the  arch  supports 
an  embankment  of  earth  extending  10  feet  above  the  crown,  and 
that  the  earth  weighs  100  poimds  per  cubic  foot  and  the  masonry  160. 
For  .simplicity,  consider  a  section  of  the  arch  only  a  foot  thick  per- 
pciulicular  to  the  plane  of  the  paper.  The  half-arch  ring  and  the 
ciirth  embankment  above  it  are  divided  into  eight  sections,  which 
for  a  more  accurate  determination  of  the  joint  of"  rupture  are  made 
sTimllor  near  the  supposed  position  of  that  joint. 

1219.  The  Vertical  Forces.  The  weight  of  the  several  sections 
of  the  arch  and  of  the  earth  above  them  can  readily  be  computed. 
The  sums  of  these  weights,  w„  w„  u\,  etc.,  are  given  in  Table  89. 
page  624. 

The  center  of  gravity  of  each  vouseoir  may  be  detennined  as 
(explained  In  {  035;  but  the  center  of  gravity  at  the  prism  of  earth 
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resting  upon  each  arch  stone  may,  without  material  error,  be  taken 
as  acting  through  its  medial  vertical  line.  The  center  of  gravity 
of  the  combined  weights  can  be  determined  by  moments.  The 
position  of  each  of  the  resultants  of  the  several  combined  weights 
is  shown  in  Fig.  195. 

The  moment  arm  of  each  of  the  combined  weights  with  reference 
to  the  several  origins  of  moments  is  measured  in  Fig.  195,  and  then 
entered  in  Table  89.  For  example,  the  1.00  in  the  column  headed 
X,,  is  the  arm  of  ir,  about  the  lower  end  of  the  middle  third  of  joint 
1 ;  similarly  3.07  is  the  arm  of  w^  about  the  lower  end  of  the  middle 
third  of  joint  2;  and  0.70  in  the  column  headed  Xj  is  the  arm  of  ^v^ 
about  the  origin  of  moments  in  joint  2,  etc. 

1220.  The  Horizonial  Forces,  The  horizontal  thrust  of  the  earth 
can  be  computed  as  stated  in  §  1209.  The  values  of  /i,,  Aa,  etc.,  the 
horizontal  components  of  the  earth  thrust,  are  given  in  Table  89. 

The  forces  A,,  /12,  etc.,  are  applied  at  the  middle  of  the  vertical 
projections  of  the  upper  ends  of  the  respective  voussoirs.  The  mo- 
ment arms  of  A,,  h^j  etc.,  are  measured  in  Fig.  195,  and  then  entered 
in  Table  S9.  For  example,  1.08  in  the  column  headed  fcj  is  the  arm 
of  h^  about  the  origin  of  moments  in  joint  1;  1.76  is  the  aim  of  h 
about  the  origin  of  moments  in  joint  2;  etc. 

1221.  The  Value  of  y.  The  crown  thrust  T  is  assumed  to  be 
applied  at  the  upper  end  of  the  middle  third  of  the  crown  joint.  The 
arm  //  is  the  distance  from  T  to  the  origin  of  moments  for  the  several 
joints.  For  example,  0.76  in  the  column  headed  y  in  Table  89  is 
the  vertical  distance  from  the  upper  end  of  the  middle  third  of  the 
(Town  joint  to  the  lower  end  of  the  middle  third  of  joint  1;  and  sim- 
iliirly  for  the  other  values. 

1222.  The  Joint  of  Rupture.  The  crown  thrust  according  to 
equation  6,  page  621,  for  the  several  joints  is  given  in  the  last  column 
of  Table  89.  An  inspection  of  the  results  shows  that  the  crown 
thrust  for  joint  5  is  greater  than  that  for  any  other  joint;  and  there- 
fore joint  5  is  the  joint  of  nipture,  and  all  the  arch  masonrj^  below 
joint  5  is  virtually  only  part  of  the  abutment. 

The  angular  distance  of  the  joint  of  rupture  from  the  crown  is 
called  the  angle  of  rupture  *  In  Fig.  195,  page  623,  the  angle  of  rup- 
ture is  46°  30'.     The  angle  of  rupture  is  usually  between  45°  and  60°. 

1223.  Any  increase  in  the  assumed  intensity  of  the  horizontal 
components  increases  the  computed  value  of  the  angle  of  rupture. 
For  example,  if  the  quantities  in  the  next  to  the  last  column  of 
Table  89  be  doubled,  the  thrust  for  joint  7  will  be  the  maximum. 

*  Thoro  is  some  ambi^ity  as  to  where  this  angle  is  to  be  measured.  It  will  be  here 
nssumed  that  the  angle  of  rupture  is  the  angle  between  the  radius  through  the  crown 
aiul  the  radius  which  passes  through  the  inner  end  of  the  middle  third. 

40 
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Probably  this  coiiditioii  could  ho  ix'iilizcd  by  tightly  tanipiiig  the 
earth  spaiKlrcl-filling. 

Notice  that  the  preccMling  discussion  of  the  position  of  the  joint 
of  rupture  is  for  a  uniform  stationary  load.  The  angle  of  rupture 
for  a  eonc(»nt rated  moving  load  will  differ  from  the  results  found 
above;  but  the  mathcMuatical  investigation  of  the  latter  ease  is  too 
complicated  and  too  unc(»rtain  to  justify  attempting  it. 

1224.  Incorrect  Method  of  Finding  Joint  of  Rupture.  There  is  a 
method  of  determining  the  joint  of  rupture  in  somewhat  common 
use  which  is  inaccurate  because  of  the  omission  of  the  horizontal 
componcMits  of  the  (»arth  pn^ssure  and  also  l)ecau8e  of  two  errors  in 
the  math(»matical  work.  This  method  virtually  assumes  that  the 
crown  thi"ust  is  cornu'tly  given  by  the  first  tenn  of  the  right-liand 
sid(i  of  equation  G,  })age  021;  and  pro(reeds  to  find  the  joint  of  rup- 
ture as  follows: 

Let  ir  =  the  total  weight  resting  on  any  joint;  x  ==  the  hori- 
zontal distanc(»  of  the  cent(*r  of  gravity  of  this  weight  from  the  origin 
of  moments;  and  //  =^  the  ann  of  the  crown  thrust.  Then  equation 
6  becom(\s 

To  determine  th(»  condition  for  a  maximimi,  it  is  assumed  that  W\ 
"i,  and  //  arc  independent  variables.  Diffei-entiating  equation  7, 
n'garding  7',  //,  and  11' j-  as  ind(»pcndent  variables, 

(IT      \d{]V~x)       ir7 

<i  u  ' '  u    (^  y         y-  ' 

but  d  {WD  -  Wilr  -V  <nV.  \  d'x  -  Wdx,  and  hence 


dT      M'dx      ir 


X 


(^  y      y  <fy      ir  •    •    •    • 

TlK'refore  the  condition  for  a  maximum  crown  thrust  is 

d^      7 

<^y~  y 


(8) 


(9) 


A  connnon  method  of  differentiating  equation  7  is  more  simple 
but  less  accurate,  and  arrives  at  the  same*  conclusion  as  above.* 

The  usual  interpretation  of  ecjuation  J)  is:  *' The  joint  of  rupture 
is  til  at  joint  at  which  the  tan^rent  to  the  intrados  passes  through  the 
intersection  of  T  and  the  resultant  of  all  tlic  vertical  forces  abo\T 
th(»  joint  in  (juestion.'*  The  position  of  the  joint  of  rupture  can  be 
foun<l  by  the  above  principle  only  by  trial;  and  this  method  poBacqaoa 

*  Ftir  I'XMinpli*.  H4M'  Sonnot'i^  Diftioniiain*  <l(>s  M»t)if'iiiatif|iu' Appruiu^^en,  p.lOB4-U. 
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no  advantage  over  the  one  explained  in  §  1218-23,  and  is  less  con- 
venient to  apply. 

The  preceding  investigation  is  approximate  for  the  follo\vin<j: 
reasons:  1.  The  effect  of  the  horizontal  forces  is  omitted.  2.  IT, 
7,  and  y  are  dependent  variables,  and  not  independent  as  assumed. 
\^.  In  the  interpretation  of  equation  9,  instead  of  "the  tangent  to 
the  intrados,"  should  be  employed  the  tangent  to  the  line  of  resistance, 

1225.  In  applying  this  method,  a  table,  computed  by  M.  Petit, 
which  gives  the  angle  of  rupture  in  terms  of  the  ratio  of  the  radii  of 
the  intrados  and  the  extrados,  is  generally  employed.  The  table  in- 
volves the  assumption  that  n,  Fig.  194  (page  621),  is  in  the  extrados 
and  b  in  the  intrados;  and  also  that  the  intrados  and  extrados  are 
parallel.  According  to  this  table,  "a  semicircular  arch  of  which  the 
thickness  is  uniform  throughout  and  equal  to  the  span  divided  by 
seventeen  and  a  half  is  the  thinnest  or  lightest  arch  that  can  stand. 
A  thinner  arch  would  be  impossible."  If  the  line  of  resistance  is 
n^stricted  to  the  middle  third,  then,  according  to  this  theory,  the 
thinnest  semicircular  arch  which  can  stand  is  one  whose  span  is 
Jive  and  a  half  times  the  uniform  thickness.  Many  arches  in  which 
the*  thicknesis  is  much  less  than  one  seventeenth  of  the  span  stand 
and  carr\'  heavy  loads  without  showing  any  evidence  of  weakness. 
For  example,  the  span  of  arch  No.  23  of  Table  90,  page  648,  is  93 
times  the  thickness  of  the  arch  ring,  and  still  it  has  stood  since  1750 
without  any  signs  of  failure. 

(J wing  to  the  approximations  involved,  and  also  to  the  limita- 
tions to  arches  having  intrados  and  extrados  parallel,  the  ordinary 
tjihles  for  the  position  of  the  joint  of  rupture  have  little,  if  any, 
practical  value.  The  only  satisfactory  way  to  find  the  angle  of  rup* 
turo  is  by  trial  by  equation  6,  page  621,  as  explained  in  §  1218-23. 

According  to  M.  Petit's  table,  if  the  thickness  is  one  fortieth  of 
the  span,  the  angle  of  rupture  is  46°  12';  if  the  thickness  is  one 
twentieth,  the  angle  is  53°  15';  and  if  one  tenth,  59°  41.' 

1226.  In  conclusion,  notice  that  the  investigations  of  both  this 
and  the  preceding  section  show  that  an  arch  of  more  than  about 
90°  to  120°  central  angle  is  impassible. 

1227.  Theories  of  the  Aboh.  Various  theories  have  been 
proposed  from  time  to  time,  which  differ  greatly  in  the  fundamental 
principles  involved.  Unfortunately,  the  underlying  assumptions 
are  not  usually  stated;  and,  as  a  rule,  the  theory  is  presented  in  such 
a  way  as  to  lead  the  reader  to  believe  that  each  particular  method 
^Ms  free  from  any  indeterminateness,  and  gives  results  easily  and 
accurately."  Every  theory  of  the  voussoir  arch  is  approximate,  ow- 
ing to  the  uncertainty  concerning  the  amount  and  distribution  of 
the  external  forces  (i  1205),  to  the  indeterminttteiiefls  of  the  position 
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of  the  true  line  of  resistance  (J  1210  23),  to  the  nej^leet  of  tlie  iii- 
lluencc  of  the  adhesion  of  the  mortar  and  of  tlie  elastieitv  of  the 
material,  and  to  the  laek  of  knowhnlge  eoncerninji;  the  .stn*iigtli  of 
masonry;    and,  further,  the  st«\sses  in  a  voussoir  arch  are  indeter- 
minate* owin^  to  the  efTeet  of  variations  in  the  material  of  which  the 
arch  is  composed,  to  the  efTeet  of  impc^'feet  workmanship  in  di*esf*ing 
and  l)edding  the  stones,  to  the  action  of  the  center — it.s  rigi(h'ty, 
the  method  and  rapidity  of  striking  it, — to  the  spreading  of  the 
abutments,  and  to  the  scuttling  of  the  founilations.     These  elements 
are  ind(»terminate,  and  can  nev(M'  be  stated  accurately  or  adeqiiaUJy 
in  a  mathenuitical  fornnila;    and  henc(^  anv  theon*  can  Ik*  at  best 
only  an  approximation.     The  influence  of  a  variation  in  any  one  of 
th(\se  factors  can  be  approximates  I  only  by  a  clear  comj)rehension  of 
th(»  r(»lati(m  which  thev  severallv  bear  to  each  other;    and  hence  a 
thorough   knowledge  of  theori'tical  methods  is  necessaiy  for   th<» 
intelligent  design  and  construction  of  arches. 

Three  of  tlu*  most  important  theories  will  now  be  considered. 

1228.  To  save  repetition,  it  may  be  mentioned  here,  once  for  all. 
that  ev(MT  th(»orv  of  the  arch  is  but  a  method  of  verification.  The 
fii-st  step  is  to  assume  the  dimensions  of  the  arch  outright,  or  to 
mak(*  tlicMu  agree  with  sonu*  existing  arch  or  conform  to  come  em- 
pirical formula.  Tlie  second  ste])  is  to  test  the  assumed  arch  by  the 
theory,  and  then  if  the  line  of  resistance,  as  determined  by  the 
theory,  d()(*s  not  lie  within  t\w  ])r(»scribed  limits — usually  the  middle 
third, — the  dej)ths  of  the  voussoirs  must  be  altered,  and  the  design 
must  be  tested  again. 

1229.  Rational  Theory.  The  following  method  of  determining 
the  line  of  resistance  is  based  upon  the  hypothesis  of  least  crown 
thrust  ($  121.')),  and  recognizes  tlie  existence  of  the  horizontal  com- 
ponents of  the  eanh  ])ressure.  Two  forms  of  loading  will  be  eon- 
si<lered,  viz.:   a  symmetrical  and  an  unsymmetrical  load. 

1230.  Symmetrical  Load.  As  an  example  of  the  application  of 
this  theory,  let  us  investigate  tlu*  sta])ility  of  the  semi-arch  shown 
in  Fig.  H>0  under  a  symmetrical  dead  load.  Two  solutions  will  be 
given  for  a  symmetrical  load,  viz.:  1,  a  general  solution;  and  II,  a 
special  solution  which  is  shorter  when  the  location  of  the  joint  of 
ruptur(*  can  be  foretold  by  inspection. 

1231.  I.  (i'rncnil  Sohituni.  The  first  st(»p  is  to  determine  the  line 
of  n»sistance.  The  maximum  crown  thrust  was  computed  in  Table 
89  (page  (>24),  as  already  explained  (§  121S-22).  To  construct  the 
force  diagram,  a  line  T  is  drawn  to  scah*  to  repres(»nt  the  maximum 
thnist  a.s  found  in  the  fifth  line  of  the  last  cohnnn  of  Table  89.  Prom 
the  right-hand  end  of  T,  ir,  is  laid  ofT  vertically  upwards;  and  from 
its  extremity,  A,  is  laid  off  horizontally  to  the  left.    Then  the  line 
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from  the  left-hand  extremity  of  A,  to  the  lower  end  of  w,  (not 
shown  in  this  particular  case)  represents  the  direction  and  amount 
of  the  external  force  F,  acting  upon  the  first  division  of  the  arch 
rinjr;  and  the  line  R,  from  the  upper  extremity  of  F,  represents 
the  resultant  presnure  of  the  first  arch  stone  upon  the  one  next 
below  it.  Similarly,  lay  off  w,  vertically  upwards  from  the  left- 
hand  extremity  of  A,,  and  lay  off  h,  horizontally  to  the  left;  then 
a  line  Fi  from  the  lower  end  of  w,  to  the  left-hand  end  of  hi  rep- 


n*.sents  the  resultant  of  the  external  forces  acting  on  the  second 
divisions  of  the  arch,  and  a  line  H,  from  the  upper  extremity  of  F, 
represents  the  resultant  pressure  of  the  second  arch  stone  on  the  third. 
Tlic  force  diagram  is  completed  by  drawing  linos  to  represent  the 
other  values  of  w„  A„  F,.  and  the  corresponding  reactions. 

In  the  diagram  of  the  arch,  the  points  in  which  the  horizontal 
and  vertical  forces  acting  upon  the  several  arch  stones  intersect,  are 
marked  g„  g„  etc.,  respectively;  and  the  oblique  line  through  each  of 
tliese  points,  drawn  parallel  to  F„F„eic,M  the  force  diagram,  fdiows 
the  direction  of  the  rp  ""hftMie. 
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To  construct  the  line  of  resistance,  draw  through  the  upper 
limit  of  the  middle  third  of  the  crown  joint  a  horizontal  line  to  an 
intersection  with  the  oblique  force  through  ^,;  and  from  this  point 
draw  a  line  parallel  to  /i,,  and  prolong  it  to  an  intersection  with  the 
oblique  force  through  g^.  In  a  similar  manner  continue  to  the  spring- 
ing line. 

Then  the  intersection  of  the  line  parallel  to  /?,  with  the  first 
joint  gives  the  center  of  pressure  on  that  joint;  and  the  intei>st>ction 
of  Ri  with  the  second  joint  gives  the  center  of  pressure  for  that  joint, 
— and  so  on  for  the  other  joints.  A  line  connecting  these  centers  of 
pressure  would  be  the  line  of  resistance;  but  the  line  is  not  shown  in 
Fig.  19G. 

1232.  Notice,  for  example,  that  to  get  an  intersection  of  the 
line  parallel  to  R^  with  joint  7,  the  line  must  Iw  projectetl  l)ackwanl 
from  its  intei*section  with  the  oblique  line  through  g^.  Care  is  re- 
quired to  prevent  mistakes  in  such  cjises.  Notice  also  that  the  line 
of  resistance  must  pass  through  the  huier  end  of  the  middle  third 
of  the  joint  of  rupture.  This  relation  afTords  a  valuable  check  upon 
the  accuracy  of  the  work  of  drawing  the  lin(^  of  resistance. 

1233.  SUibilitij  against  Overturning.  Since  th(^  lineof  resistance^  lies 
within  th(»  middle  tliird  of  the  arch  ring,  and  touches  the  outer  limit 
of  the  middle  third  at  the  crown  and  the  inner  limit  at  joint  5.  the 
approximatv  fac^tor  of  safety  against  rotation  (equation  13,  page  4U8i 
is  \\. 

The  true  factor  of  safety  (e(|uation  12,  page  4(57)  is  Ag -r-  rg. 
Fig.  IH),  ])age  4(U).  To  aj)ply  this  formula  it  is  necessaiy  to  find  g 
for  a  particular  joint,  i.e.,  it  is  nec(*ssary  to  find  th(^  center  of  pressure* 
for  the  resultant  of  the  normal  forces.  To  find  th(»  |X)int  gf,  proccHJil 
ns  follows:  From  the  point  of  intersection  of  the  F  and  the  R  cor- 
resi)on<ling  to  the  particuhir  joint,  draw  a  line  ])erj)endicular  to  the 
joint;  and  then  the  point  in  wliich  tliis  normal  component  pierces 
the  joint  is  the  center  of  ])ressure  of  the  normal  forc(»s,  i.e.,  the  point 
//.  In  this  connection,  it  is  important  to  remember  that  the  ])oint 
.t  is  the  edge  of  the  joint  on  the  opposite  side  of  r  (the  point  in  which 
th(»  resultant  of  all  the  forces  pierces  the  joint)  from  g,  ProcetHling 
as  above,  the  true  factor  of  safety  (eciuation  12,  page  407)  and  also 
tli(^  approximate  factor  (equation  13,  page  4CiS)  are  computed  as 
Inflow: 

FACTOR  OF  SAFKTY. 

AI'PRdXIMATR   VALUE. 

8.00 -♦- 2.62  -    .3 

9 . 7.'i  -♦-  0 . 7  ■>  —  19 

11.00-^  2.(X)  -    5.5 

12.. 'i    -4-3.37  -    3.7 

14.37-«-4.12-    3.5 


JiiIVT. 

THl'E    VALUE. 

1 

6.00H-0   ."lO  -    12 

ft.S7  -4-0.62  "  16 

:< 

12.87  H-0. 12  =  16 

4 

15.87  H-0        -  00 

.'i 

18.62  H-0        -00 

Art.  1.]  Thkory  of  STABitiTV.  631 

The  above  values  show  that  at  some  points  there  is  a  marked 
difference  between  the  true  and  the  approximate  factor  of  safety. 

1234.  Stability  against  Crushing.  Since  the  center  of  pressure 
is  always  within  the  middle  third,  there  is  no  tension  in  any  joint, 
and  therefore  the  unit  crushing  strt\ss  may  be  found  by  equation  2, 
page  611.  It  is  not  always  possible  by  inspection  to  tell  which  joint 
has  the  maximum  unit  crushing  stress;  and  therefore  it  is  usually 
necessar}'^  to  compute  the  stress  at  several  joints.  In  the  case  in 
hand,  the  maximum  pressure  will  be  found  for  three  joints — the 
crown,  joint  5,  and  the  springing. 

At  the  crown,  r?  =-  J  /,  and  hence  P  =  2  W  -:-  /;  or,  since  W  = 
9,369  lb.  and  I  ^  1.25  ft.,  P  =  14,990  lb.  per  s(i.  ft.  -  103  lb.  per 
sq.  in. 

At  joint  o,  W  =  the  component  of  K^  normal  to  the  joint  = 
13,900  lb.,  I  =  2.42  ft.,  and  d  =  0.40  ft.;  therefore  P  =  11,480 
lb.  per  sq.  ft.  =  80  lb.  ptT  sq.  in. 

At  the  springing,  W  —  the  componcmt  of  R^  perpendicular  to  the 
joint  =  21,090  lb.;   Z  =  4.5  ft.,  and  d  =  0.16  ft.;   therefore 

21  ,090       (i  X  21,(HK)  X  0.16       .  _^   ^  .  ^^^^       .  _^. 
P  =       .-^       -f      —     ,  ^To =  4,680  -f  1  ,(X)0  =  0,680. 

That  is,  P  =  5,680  pounds  per  square  foot,  or  39  pounds  per  squarc 
inch.  Except  for  a  particular  kind  of  stone  and  a  definite  (|uality 
of  masonry,  it  is  impossible  even  to  discuss  the  probable  factor  of 
safety;  but  it  is  certain  that  in  this  case  the  nominal  factor  is  ex- 
cessive (see  §  582-84),  while  the  real  factor  is  still  more  so  (see 
§  1200-02). 

If  the  maximum  pressure  at  the  most  compressed  joint  harl  beim 
more  than  the  safe  bearing  power  of  the  masonr>',  it  would  have 
been  necessary'  to  increase  the  depth  of  the  arch  stones  and  repeat 
the  entire  process.  Notice  that  the  total  pressure  on  the  joints 
increases  from  the  crown  toward  the  springing,  and  that  h(»nce  the 
depth  of  the  arch  stones  also  should  increase  in  the  same  direction. 

1236.  Stabilitij  against  Sliding.  To  detennine  the  degree  of 
stability  against  sliding,  notice  that  the  angle  between  the  resultant 
})ressure  on  any  joint  and  the  joint  is  least  at  the  springing  joint; 
and  hence  the  stability  of  this  joint  against  sliding  is  less  than  that 
for  any  other.  The  nominal  factor  of  safety  is  equal  to  the  coef- 
ficient of  friction  divided  by  tan  (90°  -  76*^)  =  tan  W  =  0.25. 
An  (examination  of  Table  74  (page  464)  shows  that  when  the  mortar 
is  still  wet  the  coefficient  is  at  least  0.50;  and  hence  the  nominal 
factor  for  the  joint  in  question  is  at  least  2,  and  pxx>bably  more,  while 
the  real  factor  is  still  greater.    The  nomiilAl  factor  i^r      nt  7  is  at 
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l(»a«t  4.6,  and  that  for  joint  3  is  about  6.     There  is  little  or  no  prob- 
ability that  an  arch  will  be  found  to  be  stable  for  rotation  and  crush- 
ing, and  unstable  for  sliding.     If  such  a  condition  should  occur,  the 
direction  of  the  as.sum(»d  joint  could  be  changed  to  give  stability.* 
The  actual  joints  should  be  as  nearly  perpendicular  to  the  line  of 
resistance  as  is  consistent  with  simplicity  of  workmanship  and  witli 
stability.     For  circular  arches,  it  is  ordinarily  sufficient  to  make  all 
the  joints  radial.     In  Fig.  196,  page  629,  the  joints  are  radial  to  the 
intrados;  but  if  they  had  been  made  radial  to  the  extrados  or  to  an 
intermediate  curve,  the  stability  against  sliding,  particularly  at  the 
springing  joint,  would  have  been  a  little  greater. 

1236.  //.  SiHvial  Solution.  The  special  feature  of  the  following 
method  is  that  it  enables  one  to  draw  a  line  of  resistance  without 
previously  having  computetl  the  crown  thrust,  and  also  enables  one 
to  find  a  lin<'  of  resistance  which  will  pass  through  two  prede- 
termincMl  points;  and  one  of  the  most  useful  applications  of  this 
method  is  in  determining  the  line  of  resistance  for  a  segmental  arch 
having  a  central  angle  so  snuill  as  to  make  it  obvious  that  the  joint 
of  rupture  is  at  th(^  springing  line. 

For  example,  assunui  that  it  is  required  to  draw  the  line  of 
resistance  for  the  circular  arch  shown  in  Fig.  197.  The  span  is  5<) 
feet,  the  rise  10  feet,  the  depth  of  voussoir  2.')  f(H*t,  and  the  height 
of  the  earth  al:)ove  tlu*  summit  of  the  arch  ring  is  10  feet.  The 
angular  <listance  of  tlie  springing  from  the  crown  is  43°  45';  and 
since  th(;  angle  of  ruj)tur(»  is  nc^arly  always  more  than  45°,  it  is  safe 
to  assume  that  the  joint  of  rupture  is  at  the  springing.  The  problem 
tiien  is  to  find  a  line  of  resistance  that  will  pass  through  U  (the 
uppei-  end  of  the  middle  third  of  the  crown  johit)  and  through  b  (the 
lower  end  of  the  middle  third  of  the  springing  joint). 

The  iirst  step  is  to  comj)Ute  the  external  forces  similarly  as  in 
§  12():)-0U,  which  see. 

Next  construct  a  loa<l  line,  as  shown  in  the  force  diagram,  Fig. 
197,  l>y  laying  olT  w^  and  /i,,  and  w.  and  h,,  etc.,  in  succession,  and 
drawing  F\,  F,.  etc.  Since  the  crown  thrust  has  not  yet  been  deter- 
mined, the  position  of  the  ])ole  is  not  known,  and  hence  a  trial  posi- 
tion must  be  assumed.  Since  the  load  is  svmmetrical,  we  mav 
assume  that  the  thrust  at  the  crown  is  horizontal;  and  hence  we  mav 
choose  a  jmlc  at  any  pohit,  say  /'',  horizontally  opposite  0.  Draw 
lines  from  I*'  to  the  extremities  of  /*',,  /'',,  etc.  Construct  a  trial 
e<|uilibriinn  polygon  by  drawing  through  U  a  line  parallel  to  the  line 
/'•'  0,  of  the  force  diagram,  and  prolong  it  to  an  inters(*ction  with 
/•'.;  from  this  point  draw  a  line  parallel  to  H,,  and  prolong  it  to  an 

'*'  Strictly  itiiy  rluiiigc  in  tho  dirt^ctioii  of  tlif  joints  will  nccoHHitutc  a  recomputation 
of  tlie  entire  ])robk*in;  but,  except  in  extn^nic  casf.s,  such  n'vif»ion  m  unneccMary. 
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intersection  with  F,,  etc.,  continuing  to  an  intersection,  6',  of  F^ 
with  the  springing  line  prolonged. 

Prolong  the  side  of  the  trial  equilibrium  through  6'  to  g  where 
it  intersects  the  line  of  the  crown  thrust  prolonged.  According  to 
the  principles  of  graphic  statics,  ^  is  a  point  on  the  resultant  of  the 
forces  ?\,  F,,  F„  F„  F„  and  F,, 

The  section  of  the  arch  from  the  crown  joint  to  joint  6  is  at  rest 
under  the  action  of  the  crown  thrust  T,  the  resultant  of  the  external 
forces,  and  the  reaction  of  joint  6.  Since  the  first  two  intersect  at 
g,  and  since  it  has  been  assumed  that  the  center  of  pressure  for  joint 
6  is  at  h — the  inner  extremity  of  the  middle  third, — a  line  hg  must 
represent  the  direction  of  the  resultant  reaction  of  joint  6;  and  hence 


Fig.  197. 


th(*  line  R^,  in  the  force  diagram  drawn  from  the  upper  extremity 
of  F^,  parallel  to  bg^  to  an  intersection  with  P'(?,  represents,  to  the 
scale  of  the  load  line,  the  amount  of  the  reaction  of  joint  6.  Then 
PO^  to  the  same  scale,  represents  the  crown  thrust  corresponding 
to  the  line  of  resistance  passing  through  U  and  6;  and  a  line — not 
shown  in  Fig.  197 — from  the  upper  extremity  of  F^  to  the  lower 
extremity  of  ?',,  would  represent,  in  both  direction  and  amount,  the 
resultant  of  Fj,  Fj,  F^,  F<,  Fj,  and  Fg. 

Having  found  the  thrust  at  the  crown,  complete  the  force  dia- 
gram by  drawing  the  lines  /?,,  /^a,  /i,,  etc.;  and  then  construct  a 
new  equilibrium  polygon  exactly  as  was  described  above  for  the 
trial  equilibrium  polygon.  The  equilibrium  polygon  shown  in  Fig. 
197  by  a  solid  line  was  obtained  in  this  way. 

The  points  in  which  the  sides  of  the  new  eqiiilibrium  polygon 
cut  the  corresponding  jomtft  i  -*-'      *•«  on  the  respeo- 
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tivt*  joints.     The  Htability  of  the  arch  may  be  discussed  as  in  §  1233- 
35. 

1237.  ITiiByxnxnetrieal  Load.    The  design  for  an  arch  ring  should 
not  bo  considonnl  perfect  until  it  is  found  that  the  criteria  of  safety 
(5  1197)  are  satisfied  for  the  dead  load  and  also  for  evcrA-  possible 
IH)sition  of  th(»  live  load.     A  dinM't  d(»termination  of  the  line*  of  re- 
sistance for  an  arch  under  an  unsymni(»trical  load  is  inipossihlc. 
To  find  the  lirn*  of  r(»sistance  for  an  arch  under  a  svmnictrieal  load,  it 
was  necessary  to  make  some  assumption  concerninf!;  (1)  the  amount 
of  tlie  thrust,  (2)  its  ])oint  of  ap))lication,  and  (3)  its  diivction;  but 
when  tlie  load  is  unsvmmetrical,  w(»  neither  know  anv  of  thest*  items 
nor  can  make  anv   rejusonable  hvpothesis  bv  which  th(»v  can  Ix' 
determined.     For  an  unsymmetrical  load  we  know  nothing  concern- 
inj;  the  position  of  the  joint  of  rupture,  and  know  that  the  thrust 
at  the  crown  is  neither  liorizontal  nor  applied  at  one  third  of  the  depth 
of  that  joint  from  the  crown;   and  hence  X\w  j)n»ceding  methods  can 
not  be  empl()v<'d.     \Vh<*n  th(»  load  is  not  symmetrical,  the  following 
m<'thod  may  be  employed  to  find  a  line  of  resistance;  but  it  gives  no 
indication  as  to  which  of  the  many  possible  lines  of  resistance  is  the 
true  one. 

Let  it  be  required  to  test  the  stability  of  a  symmetrical  arch  having 
a  uniform  live  load  covering  only  half  the  span.  The  problem  could 
b(^  solved  by  determining  the  ext<'rnal  forces  as  in  J  1219-20;  but 
for  variety  and  to  (*xplain  a  method  of  determining  the  loads  that  is 
frecMientlv  used,  in  one  form  or  another,  in  discussions  of  the  stabilitv 
of  voussoir  arches,  a  different  method  of  determining  the  vertical 
forces  will  be  employed.  This  method  consists  in  reducing  the  actual 
load  uj)on  an  arch  (including  the  w(*ight  of  the  arch  ring  itself)  to  an 
<Mjuivaient  homogc^ieous  load  of  the  same  density  as  the  arch  ring. 
Tlu*  upper  limit  of  this  imaginary  loading  is  called  the  reducvd-lwid 

rnninnr. 

1238.  To  l\nd  (hv  Rvdured-I^ntul  Cnutoiir.  Assume  that  it  is 
required  to  find  (he  reduce<l-loa<l  contour  for  the  dead  load  on  the  an*h 
in  rig.  IDS.  Assume  that  the  weight  of  the  arch  ring  is  I6()  ])ounds 
per  cubic  foot,  that  of  the  rubble  backing  110:  and  that  of  the  earth 
KM).     Tlien  the  onlinate  at  n  to  the  load  contour  of  an  equivalent 

140 

load  of   the  densitv  of    the   arch    ring  is  e<uial   to  ah  -f-  he  -  ■ ;:  -|- 

160 

nl  ,  say,  (jf.     The  value  of  (jf  is  laid  off  in  Fig.  199.     Com- 

I  >• ' 

p'iiin«r  the  ordinates  for  other  points  gives  th<'  line  EF,  Fig.  IJH), 
which  is  the  H'duced-load  contour  for  the  load  shown  in  Fig.  If.S. 
The  area  b<'tw(HMi  the  intrados  and  the  reduced-load  contour  is 
proportional  to  the  dead  load  on  the  arch. 
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In  a  similar  manner,  a  live  load  (as,  for  example,  a  train)  can  be 
reduced  to  an  equivalent  load  of  masonry, — in  which  case  the  re- 
duced-load contour  would  consist  of  a  line  GH  above  and  parallel 
to  EJ  for  that  part  of  the  span  covered  by  the  train;  while  for  the 
remainder  of  the  span,  the  line  JF  is  the  reduced-load  contour. 


To  utili/.c  the  riMlmcil-Ioad  contour,  draw  llie  arch  and  its  i-c- 
diicc<l-load  contour  upon  thick  paper  or  card-board,  to  ii  larff«(  scale; 
and  divi<te  the  arch  into  any  number  of  imaginary  vouasoirs,  and 
en'ct  verticals  fi'oin  the  iipix'r  ends  of  the  imaginary  joints.  Then 
measuiT,  with  a  planimeter  or  otherwise,  the  an-a  of  each  voxissoir 
and  its  load,  from  which  the  weight  of  each  voussoir  and  its  loail  can 
be  easily  detennintnl.  Next,  with  a  sharp  knife,  (-aivfully  cut  out 
the  area  representing  the  load  on  each  areh  stone.  The  center  of 
gravity  of  each  piece,  as  ijklinn,  Fig.  lOi),  can  be  found  by  bal- 
ancing it  on  a  knife-edge  successively  in  two  positions  at  right 
angles  to  each  other;  and  then  the  position  of  the  center  of  gravity 
is  to  be  transferr(?d  to  th<!  drawing  of  the  arch. 

1239.  To  find  Ike  Line  of  Rexistimce.  .\ssuine  that  it  is  dei^iivd 
to  find  the  line  of  resistance  for  the  arch  shown  in  Tig.  2(H),  jiagc  6-56, 
whose  reiluced-load  contour  is  as  shown.  .Xnsiimc  that  the  vertical 
foiyrcs  have  bi'cn  determined  as  explained  in  the  pivieding  section; 
and  also  assume  that  the  horizontal  (component  of  the  earth  jjiessure 
is  one  third  of  the  vertical  intenaitv,  and  that  it  has  Ix-en  coinjjuted 
as  in  S  1208. 

An  equilibrium  polygon  can  be  made  to  pass  thi-ough  any  thi'ce 
[joints;  and  thcR'fore  we  may  assume  three  points  for  a  tiial  equilib- 
rium polygon, — as,  for  example,  (1)  the  lower  limit  of  the  middle 
third  of  the  joint  at  the  abutment  .4,  (2)  the  middle,  (',  of  the  crown 
joint,  and  (3)  the  upper  limit  of  the  middle  third  of  the  joint  at  B. 

Construct  a  forre  diagram  by  laj'ing  off  the  external  forces  suc- 
cessively from  0  in  the  usual  way,  selecting  a  pole,  P" ,  at  any  point, 
an<l  <Irawing  lines  connecting  P'  with  the  points  of  division  of  the 
load  line.  Draw  a  line  from  0  to  8,  and  then  08  is  the  reaultuit  of 
all  the  loads  upon  the  arch.    Then  conunencing  at    ' 
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given  points,  construct  a  pivliniinar}'  (Hiuilibriuni  polygon  ACff 
by  the  method  exphiined  in  §  1231.  Draw  the  closing  line  Aff; 
and  in  the  force  diagram  (haw  a  line  Hl^ ,  through  P'  parallel  to 
AlV.    Tlien  OH  and  Il8  are  the  reactions  at  A  and  B,  respectively. 

The  next  step  is  to  find  a  pole  such  that  the  equilibrium  polygon 
will  pass  through  (/  and  Li  inst(»ad  of  C"  and  B\  In  the  force  diagram 
draw  a  line  from  0  to  4.  which  is  the  resultant  of  the  four  forces  to 
\\\v  right  of  C.  Through  C  draw  a  line  CC  parallel  to  the  line  Oi, 
Connect  th(»  points  .4  and  i\  and  also  ^l  and  C'\  and  then  the  lines 
AC  and  AC  are  the  closing  lin(»s  of  the  equilibrium  polygons  for 
the  forces  to  th<^  right  of  ('.  Through  P'  draw  a  dividing  ray  parallel 
to.lC  cutting  ^^  at  A';  and  then  (?A  and  Ki  represent  the  reactions 
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of  ilie  forces  to  the  riglit  of  (\  acting  at  -I  and  C  respectively.  The 
point  //  is  common  to  all  force  polygons  for  the  given  ayst-em  of 
foHMs;  and  the  ])oint  A'  is  common  to  all  force  polygons  for  the  forces 
to  the  riglit  of  (\  U  the  polygon  is  to  ]>ass  through  C,  then  AC 
is  a  closing  line:  and  consequently  Aw  pole  of  tlu^  force  diagram  must 
lie  on  a  lim*  through  A  parallel  to  AC.  Similarly,  if  the  polygon 
is  to  ])ass  throiigh  /f.  then  All  is  the  closing  line;  and  consequently 
the  pole  must  lie  on  a  line  through  //  parallel  to  AB.  Therefore, 
if  from  //  and  A  lines  Ix*  drawn  n'S])ectively  j)arallel  to  AC  and  AB, 
their  intiM'section.  /'.  is  the  pole  of  the  polygon  which  will  pass  through 
.1,  C ,  and  H.     This  polygon  is  shown  in  Fig.  2(M). 

1240.  If  a  line  of  resistance*  can  not  be  drawn  within  the  pre- 
scribed limits,  tlun  the  section  of  the*  arch  ring  must  be  changed 
so  as  to  include  th(*  line  of  resistanc;»  within  the  desired  limits. 

1241.  Griterion.  If  the  line  of  resistance,  when  constructed  by 
any  of  the  preceding  metho<ls,  do(»s  not  lie  within  the  middle  third 
of  the  arch  ring,  tlu^  following  proct^ss  may  be  employed  to  determine 
whether  or  not  it  is  ]>ossible  to  draw  a  line  of  n\sistance  in  the  middk 
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third.  This  mothoil  jh  Htrictly  applicable  only  for  vertical  forces, 
anil  hence  is  appi-oxiinate  when  horizontal  forces  aiv.  considered; 
but  it  ia  sufficiently  exact  for  the  purpose.* 

"jVssunie,  for  example,  that  the  line  of  reHistaiice  of  I'ig.  '201  lies 
outside  of  the  middle  third  at  a  and  b.     Next  draw  a  Ihie  of  resistance 
through  c  and  </,  the  points  where  normals  from  a  and  b  intersect  the 
outer  and  inner  boundary  of  the  middle  third  respectively.     To  pass 
a  line  of  resistance  through  c  and  rf,  it  is  necessarj-  to  determine  the 
value  anti  point  of  application  of  the  correspond inp  crown  thrust. 
The  condition  which  makes  the  line  of  resistance  pass  through  e  is: 
the  thrust  multiplied  uy  the  vortical  dis- 
tance of  its  point  of  application  above  c  is 
Rdi'AL  TO  the  load  on  the  joint  at  c  uulti- 
TLiED  BY  its  horizontal  distance  from  c. 
The  condition  that  makes  the  line  of  re- 
sistance   pass    through    d    is:     the    thrust 
MULTIPLIED  BY  the  sum   of  the  di.stancc 
its  point  of  application  is  above  c  and  of 
the  vertical  distance  between  c  anil  <i  is 
EUUAL   TO   the    load    on  the   joint  at  d 
MULTIPLIED    BY    its    horizontal    distance  y,„^  001. 

from  d.     These  conditions  give  two  equa- 
tions  which  contain  two  unknown  quantities — llie  thrust  and  the 
distance  its  point  of  application  is  above  e.     After  solving  these 
equations,  the  line  of  resistance  can  be  drawn  by  any  of  the  inethotis 
already  explained. 

"If  this  new  line  of  resLstance  lies  entirelj'  within  the  prescribed 
limits,  it  is  plain  that  it  Is  possible  to  draw  a  lino  of  resistance  therein; 
but  if  the  second  line  does  not  lie  within  the  prescribed  limits,  it 
is  not  at  all  probable  that  a  line  of  resistan(T  can  be  drawn  therein. 
The  possibility  of  finding,  by  a  third  or  subsequent  trial,  a  line  of 
resistance  within  the  limits  can  not,  in  general,  be  answered  definitely, 
since  such  a  possibility  depenils  upon  the  form  of  the;  section  of  the 
arch  ring. 

"  If  the  line  of  resistance  drawn  through  U  and  L  goes  outside  of 
[the  middle  third  of]  the  arch  ring  beyonil  the  extrados  only,  as  at  a, 
the  second  line  of  resistance  should  be  drawn  through  r  and  L;  and 
if,  on  the  other  hand,  it  goes  outside  below  the  intrados  only,  as 
at  b,  the  second  line  should  be  drawn  through  U  and  <l." 

1242.  SOHSrruR's  Theory.  This  theory'  is  the  one  most  fre- 
quently employed.  It  is  based  upon  the  hypothesis  of  least  crown 
thrust  (i  1215),  and  aesutnes  that  the  external  forces  are  vertical. 


63.^  VorssMiiH  Arches.  [Chap.  XXII. 

In  Sclu'ffl(M's  theory  the  joint  of  ruptuiv  is  found  by  trial  sub- 
st:inlitilly  us  <'xpiiun<'(l  in  §  r21S-22;    and  the  crown  thriLst  is,  for 
example,  lh(?  maxiniuni  vakio  in  the  third  to  the  last  column  of  Table 
sy,  page  (124.     In  other  words,  Scheffler's  theorj'  is  the  same  as  the* 
Rational  Theory  (§  1229-41),  except  that  it  neglects  the  horizontal 
components  of  the  earth  pressure,  and  therefore  uses  a  smaller  crown 
thnist  and  usually  also  a  different  joint  of  rupture.     For  the  aivh 
in  I'ig.  UK"),  j)age  (i2:i,  according  to  Scheffler's  theory'  joint  4  is  the 
joint  of  ru|)ture,  and  S,7()0  ll>.  is  the  cnmii  thrust  (see  Table S9). 
The  line*  of  resistance  is  dc^termined  exactly  as  for  the  rational  theon' 
except  that  the  load  line  for  Scheffler*s  theoiy  Ls  straight.     The  limv 
of  resistances  (not  tlie  e(iuilil)riuin  polygon)  for  both  the  rational  aiui 
SchefHer's  th(M)ry  for  the  arch  shown  in  Fig.  195,  page  623,  are  given 
in  Fig.   202.      In  this  particular  ciuse,  the  difference  betwwMi  the 
two  lines  ahove  the  joint  of  ruptun*  is  not  material;   but  the  dif- 
ference^ below  that  joint  has  an  important  effect  upon  the  thickness 
of  the  arch   at  the   .springing,  and  also   upon  the   thickness  of  the 
almtment  (§  1240). 

If  \\\v  maximum  ratio  of  the  horizontal  to  the  vertical  component 
of  the  external  forc<'s  (see  last  paragraph  on  page  6 16)  had  bci'n 
I'mployed  ill  determining  the  crown  thrust  and  the  line  of  n^sistance. 
there  would  have  been  a  greater  difference  in  the  position  of  both 
the  joint  of  rupture  and  the  line  of  resistance.  Although  the  hori- 
zontal components  of  the  ext<'rnal  forces  can  not  be  accurately  deter- 
mini'd,  any  tiieory  that   disregards  them  is  nwdlesslv  inaccurate. 

1243.  Erroneous  Application.  Not  infreepKMitiy  the  principle 
of  the  joint  of  rupture  is  entirely  neglect e< I  in  applying  this  theon': 
that  is  to  say,  the  crown  thrust  emj)loy(»d  in  detennining  the  line  of 
resistance  is  that  which  would  produc(»  ecpiilibriimi  of  rotation  about 
the  spn'fHjint/  II nv,  instead  of  that  which  would  produce  equilibrium 
al)out  the  joint  of  rupture.  Vov  exampl<',  in.stead  of  employing  the 
tnuxituuw  value  in  tlie  third  to  the  last  column  of  Table  89,  page  624, 
the  lust  (juantity  in  that  column  is  us<m1.  The  line  of  resistance  ob- 
tained by  this  method  is  shown  in  Fig.  202  by  the  dotted  line,  the 
crown  thrust  (.'),9iM),  as  computed  in  Table  S9)  being  laid  off  from 
tlie  lower  end  of  xr,  to  7:.  to  the  scale  employed  in  laying  oflF  the 
load  line. 

The  amount  of  the  error  is  illustrated  in  Fig.  202.  According 
To  this  analysis,  the  line  of  resistance  is  tangent  to  the  intrados, 
which  seems  to  show  that  the  arch  can  not  stand  for  a  moment. 
However,  many  such  arches  clo  stand,  and  carry  a  heavy  railroad 
tiallic  without  any  signs  of  weakness;  and  further,  any  reasonable 
meilnnl  of  analysis  shows  that  the  arch  is  not  only  8«rfe,  but  even 
extravagantly  so  (8  1234).     This  method  of  analysis  certainly  ac- 
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counts  for  some,  and  perlmpt;  many,  of  the  excessively  heavy  arches 
built  in  the  past. 

1244.  R«Uftbillty  ot  Schefflv's  Thwny.  The  author  has  deter- 
mined the  line  of  resistance  of  a  great  number  of  actual  arches,  and 
has  fre([iiontly  found  arches  that  had  given  no  signs  of  failure,  which 
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were  unstable  according  to  Schcffler's  thoor}-;  but  he  has  found  none 
which  were  unstable  by  the  rational  theory.  (Jf  course,  an  arch  may 
b<^  made  so  heavy  a^s  to  be  stable  by  an  approximate  theory';  but 
the  fact  that  some  arches  were  unstable  by  Scheffler's  theory,  and 
stable  by  the  rational  theoiy,  sterns  to  show  that  the  latter  is  the 
more  accurate. 

1246.  Rankine'8  Theory.  Kankine's  theor>'  of  the  arch  recog- 
nizes the  existence  of  the  horizontal  component  of  the  earth  pressun\ 
and  in  the  mathematical  work  leaves  nothing  to  be  (U'wirt^d;  but  he 
does  not  make  it  clear  that  his  nuith(»matical  thtK)ry  can  be  appliinl 
in  practice.  He  employees  NavitT's  principle  (J  1214)  to  find  the 
crown  thrust;  and  (h^termin(\s  the  position  of  the  joint  of  rupture 
by  means  of  a  differential  ecpiation;  but  it  is  not  clear  that  the 
relationship  between  the  several  variabh^s  in  this  equation  can  be 
stated  for  any  practical  case  in  a  manag(»able  mathematical  form. 
Rankimi  does  not  work  out  any  numerical  example*;  l>ut  in  an  illus- 
tration of  the  method  of  determining  the  stability  of  any  proposed 
arch  he  virtually  assum(\s  that  the  portion  of  the  semi-arch  above 
the  joint  of  rupture  is  acted  upon  by  only  three  forces — the  ertnni 
thrust,  the  W(»ight  of  th(*  arcli,  and  tlie  reaction  at  the  joint  of  rup- 
tures* This  is  erron(»ous  (a)  because  it  neglects  the  horizontal  com- 
pon(»nts  of  the  ext(M*nal  forces:  and  (It)  because  it  finds  a  new  value 
for  the  thrust  at  the  crown  which,  in  g(Mieral,  will  differ  from  that 
emi)loye(l  in  finding  the  position  of  the  joint  of  rupture.  At  best 
Kankin(»*s  theory  d(»t ermines  the  line  of  resistance  within  limits  at 
only  two  points;  and  henc(»  gives  no  definite  infonnation  a«  to  the 
d(»gree  of  stability  against  sli<ling,  overturning,  or  crushing  at  tht»se 
points,  and  giv(»s  no  infonnation  at  all  for  other  points. 

Although  this  theory  has  long  l)een  before  the  public,  it  is  com- 
paratively little  employed  in  practice.  This  is  probably  due,  in 
part  at  least,  to  the  fact  that  Hankine's  presentation  of  it  is  not  verj' 
simple  nor  veiy  clearly  stated,  besid(»s  being  distributed  throughout 
various  parts  of  his  books — "Civil  Engiiieering "  and  "Applied 
Mechanics/' 

1246.  Stability  of  Abtttments.  The  stability  of  the  abutments 
is  in  a  metisurc  indeterminate,  since  it  de])ends  upon  the  position 
of  the  line  of  resistance  of  the*  arch.  The  stability  of  the  abutment 
may  be  determined  most  easily  by  treating  it  as  a  part  of  the  areh, 
i.e.,  by  extending  the  load  line  so  as  to  include  the  forces  acting  upon 
it  and  drawing  the  reactions  in  the  usual  way. 

In  Fig.  202  (page  639)  is  shown  the  line  of  resistance  for  the 
abutment  according  to  the  rational  tluK)ry  of  the  arch  (|  1229-^1), 
and  also  that  according  to  Scheffler's  theory  (J  1242-44),  the  former 
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by  the  solid  line  and  the  latter  by  the  broken  one.  Since  to  over- 
cstimiiti-  till'  horizonUU  components  of  the  external  forces  would  be 
lo  err  on  the  wide  of  diin(;i'r,  in  applying  the  former  theory  in  Fig.  2(12 
the  hi)ri>H)ntal  (;oni|)oneiit  acting  against  the  abutment  was  iliwre- 
gardeil  on  the  assumption  that  the  abutment  might  be  set  in  a  pit 
without  greatly  disturbing  the  surrounding  earth  and  consequently 
there  might  not  be  any  appreciable  horizontal  earth  thrust  against 
the  abutment.  If  the  horizontal  component  had  been  considered, 
the  diffei-encc  between  the  lines  of  resistance  for  th<(  two  theories 
would  have  been  still  greater.  Xotice  that  the  analysis  which  recog- 
nizes the  existence  of  the  horizontal  forces,  i.e.,  the  rational  theory, 
permits  a  lighter  abutment  than  the  theory  which  assumes  the  exter- 
niil  forces  to  bo  entirely  vertical. 

The  omission  of  the  horizontal  components  assumes  that  the  only 
object  of  the  abutment  is  to  resist  the  thrust  of  the  arch;  and  that 
consequently  the  flatter  the  arch  the  greater  the  thrust  and  the 
heavier  the  abutment.  Ordinarily  the  abutment  must  resist  the 
thrust  of  the  arch  tending  to  overthrow  it  and  to  slide  it  outward, 
and  must  act  also  as  a  retaining  wall  to  resist  the  lateral  pressure  of 
the  earth  tending  to  overthrow  it  and  to  slide  it  inwanl.  For  large 
arches  the  former  is  the  more  important ;  but  for  small  arches, 
particularly  under  high  embankments,  the  latter  is  the  more  inpor- 
tant.  Hence,  for  a  large  arch  or  for  an  arch  having  a  light  surcharge, 
the  abutment  should  be  proportioned  to  resist  the  thrust  of  the  arch; 
but  for  a  small  arch  under  a  heavy  surchai^  of  earth,  the  abutment 
should  be  proportioned  as  a  retaining  wall  (Chap.  XV'III). 

Although  the  horizontal  pres.sure  of  the  earth  can  not  be  com- 
puted accurately,  there  are  many  conditions  under  which  the  hori- 
zontal components  should  not  be  omitted.  For  example,  if  the 
abutment  is  high,  or  if  the  earth  is  deposited  artificially  behind  it, 
ordinarily  it  would  be  safe  to  count  upon  the  pressure  of  the  earth 
to  assist  in  preventing  the  abutment  from  being  overturned  out- 
ward. Finally,  although  it  may  not  alwajs  be  wise  to  consider  the 
earth  pressure  as  an  active  force,  there  is  always  a  passive  resistance 
which  will  add  gnsatlj'  to  the  stability  of  the  abutment,  and  whose 
intensity  will  increase  rapidly  with  any  outward  movement  of  the 
abutment. 

Art.  2.     Empirical  Rules. 

1247.  In  the  preceding  article  it  was  shown  that  every  theory  of 
the  arch  requires  certain  fundamental  assumptions,  and  that  hence 
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(§  1237-41),  theoretical  results  arc  inapplicable  when  the  moving 
load  is  heavy  compared  with  the  stationary-  load.  It  was  shown 
also  that  tlie  stability  of  a  voussoir  arch  does  not  admit  of  exact 
mathematical  solution,  but  is  to  some  extent  an  indeterminate 
problem.  At  best  the  stresses  in  a  masonry'  arch  ciui  never  be  com- 
puted as  accurately  as  those  in  metallic  structures.  However,  this 
is  a  less  sei-ious  matt(M-,  since  the  material  employed  in  the  former  is 
comparatively  cheap. 

Considered  practically,  the  d(\signing  of  a  voussoir  arch  is  greatly 
simplified  by  th(i  many  examples  furnished  by  existing  structure^i 
which  afford  incontrovertible  (evidence  of  their  stability  by  safely 
fulfilling  their  intended  duties,  to  say  nothing  of  the  history  of  those 
structures  which  have  failed  and  thus  supplied  negative  evidence  of 
great  value.  In  designing  arches,  theor}^  should  be  interpreted  by 
experience ;  but  experience  should  be  studied  by  the  light  of  the  best 
theorv  available. 

This  articli^  will  he  devoted  to  the  presentation  of  current  practice 
as  shown  by  approved  empirical  formulas  and  practical  rules,  and  by 
examples. 

1248.  Empirioal  Formulas  for  the  PROPORnom  of  Arohss. 

Numerous  formulas  derived  fi-om  existing  structures  have  been 
proposed  for  use  in  designing  voussoir  arches.  Such  formulas  are 
useful  as  guides  in  lussuming  proportions  to  te  tested  by  theor)%  and 
also  as  indicating  what  actual  j)ractic(*  is  and  thus  afTonling  data  by 
which  to  che(?k  th(»  results  obtainc^d  by  theory. 

As  proof  of  th(;  reliability  of  such  formulas,  they  arc  frequently 
accompanied  by  tables  showing  their  agn»ement  with  actual  struc- 
tures. Concerning  this  method  of  proof,  it  is  necessary  to  notice 
that  (1)  if  the  structures  w(*re  selected  l)ecause  their  dimensions 
agreed  with  th(»  formula,  nothing  is  proved;  and  (2)  if  the  structures 
were  design(»d  according  to  the  fonuula  to  l>e  tested, nothing  is  proved 
except  that  th(^  formula  represents  practice  which  is  probably  safe. 

At  best,  a  formula  derived  from  existing  structures  only  indicates 
safe  construction,  but  gives  no  information  as  to  the  degree  of  safety. 
Such  fornuihis  usually  state  the  i-elation  l^etween  the  principal  dimen- 
sions; but  the  stabilitj-  of  an  arch  can  not  lie  determined  from  the 
dimensions  alone,  for  it  deix^nds  upon  various  attendant  circumstances 
— as  th(*  condition  of  the  loading  (if  earth,  upon  whether  loose  or 
compact;  and  if  mjisonr^',  upon  the  bonding,  the  mortar,  etc.),  the 
(juality  of  the  materials  and  of  th(»  workmanship,  the  manner  of 
constructing  and  striking  the  centers,  the  spreading  of  the  abutments, 
the  sc*ttlement  of  the  founrlaticms,  etc.  The  failuie  of  an  arch  is 
a  very  instructive  object  lesson,  and  should  Ijc  most  carefully  studied, 
nncc  it  indicates  the  least  degree  of  stability  consistent  with  safety. 
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Many  masonry'  arches  are  excessively  strong;  and  hence  there  are 
empirical  fomiulaa  which  agrei>  with  exbting  structures,  but  which 
differ  f  ram  ca<h  ot  her  300  or  4(K>  piT  cent.  All  factors  of  the  problem 
must  be  borm-  in  mind  in  comparing  empirical  formulas  cither  with 
each  other  or  with  theoix'tieal  results. 

A  numlx'r  of  the  mon:  important  empirical  formulas  will  now  be 
given,  but  without  any  attempt  at  comparisons,  owing  to  the  lack 
of  space  and  of  the  necessary  data. 

1249.  Thickness  ol  the  Arah  tt  the  Orovn.  In  designing  an  arch, 
the  first  step  is  to  determine  the  thickness  at  the  crown,  i.e.,  the 
depth  of  the  keystone. 

I^et  d  =  the  depth  at  the  crown,  in  feet; 

p  =  the  radius  of  curvature  of  the  intrados,  in  feet; 
r  =  the  rise,  in  feet; 
s  =  the  span,  in  feet. 

1260.  American  Practice.  Trautwine's  formula  for  the  depth  of 
the  keystone  for  a  jirst-clasx  cul-Mone  arch,  whether  circular  or 
elliptical,  is 

d=\  V'V^r^,  +  I).l' (10) 

"For  second-class  work,  this  depth  may  be  inci-eased  about  one 
eighth  part;    and  for  brick  work  or  fair  rubble,  about  one  third." 

1261.  English  Practice.  Rankine's  formula  for  the  depth  of 
keystone  for  a  single  arch  is 

d  =  VO.rZp; (11) 

for  an  arch  of  a  aeries, 

d  =  V0.17p; (12) 

and  for  iunnd  arches,  where  the  ground  is  of  the  firmest  and  safest. 


'^^- 


and  for  soft  and  slipping  materials  twice  the  above. 

The  segmental  arches  of  the  Rennies  and  the  Stephensons,  which 
are  generally  regarded  as  models,  "have  a  thickness  at  the  crown 
of  from  -jV  to  iV  of  the  span,  or  of  from  ^V  to  t^^  of  the  radius  of  the 
intrados." 

1262.  French  Practice*  Perronnet,  a  celebrated  Femch  engi- 
neer, is  frequently  credited  with  the  formula, 

d=W,  +  ^s, (14) 

as  being  applicable  to  arches  of  all  forms — semicircular,  segmental, 
elliptical,  or   basket-handled — and  to  railroad  bridges  or  ftrches 
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sustaining  heavy  surcharges  of  earth.     "  Porronnet  does  not  Htvni, 
however,  to  have  paid  much  attention  to  the  rule;  but  has  made  hii! 
l)ridges  much  lighter   than  the  rule  would  require.**     Other  formulas 
of  the  abov(»  form,  but  having  different  constants,  are  also  frequently 
cnnlited   to  the   same*  authority.     Kvidentlj'  Perronnct   varied   the 
proportions  of  his  arches  according  to  the  strength  and  weight  of 
th(»  material,  the  closeness  of  the  joints,  the  quality  of  mortar,  ct<*.; 
and  hence  different  examples  of  his  work  give  different  formulae 
However,  it  is  remarkable  that  according  to  all  formulas  eredite*! 
to  Perronnet  the  thicknc^ss  at  the  crown  is  independent  of  the  rise, 
and  vari(»s  only  with  the  span. 

1263.  D(»jardin's  formulas,  whicli  are  frequently  employed  by 
French  engineers,  are  as  follows: 

For  circular  arches, 

if  ^  =  .\,  ,/  =  1  +0.100/);  ....  (15) 
if  ^-  =--  1,  (1=1  4-0.050/);  ....  (16) 
if  ',        1,      r/  -  1    f- 0.035 />;     ....      (17) 

iS 

if''     .   ,'„.    </-  1  -f- 0.020 «;     ....      (18) 
For  elliptical  and  Imskct-hamllcd  arches, 

if  '^  -  ;\ ,       (/  =  1   +  0.070  » (19) 

•S 

By  Dejardin's  formulas  the  thickness  at  the*  crown  decreases  as 
the  rise  increases — iis  it  should. 

1264.  ('roizett(»-l)esnoyers,  a  French  authority,  recommends  the 
followinjr  formulas: 

(/  ^    ()..-)()   {   ().2Sv'27;      •      •      .      (20) 

tl  ==  ().:,()   f.  0.2(iv2 //;      .      .      .      (21) 

1.,.    fl  =  ().:,o  4-  ().20\/2j>;      .      .  (22) 


if 

1 

if"". 

•s' 

if': 

.  -  .  1 
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1255.  Notice  that  in  none  of  the  ahov(»  formuhus  does  the  ehar- 
aeter  of  the  material  of  th(»  arch  ring  enter  as  a  factor.  Xotiee  also 
that  none  of  them  luts  a  factor  dependin«r  up<m  th(»  amount  of  the 
UmuI — i»ither  liv(»  or  d<*ad. 
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1266.  Thickness  of  the  Arch  at  the  Springing.  If  the  loads  are 
vertical,  the  horizontal  component  of  the  compression  on  the  arch 
ring  is  constant;  and  hence,  to  have  the  mean  pressure  on  the  joints 
uniform,  the  vertical  projection  of  the  joints  should  be  constant. 
This  principle  leads  to  the  following  formula,  which  is  frequently 
employed:  The  length,  measured  radialbi,  of  each  joint  between  the 
joint  of  rupture  and  the  crown  should  be  such  that  its  vertical  projection 
is  equal  to  the  depth  of  the  keystone.  In  algebraic  language,  this  rule 
is 

/  =  (/  sec  a, (23) 

in  which  I  is  the  length  of  the  joint,  d  the  depth  at  the  crown,  iand  a 
the  angle  the  joint  makes  with  the  vertical. 

1267.  Trau twine  gives  a  formula  for  the  thickness  of  the  abut- 
ment, which  determines  also  the  thickness  of  the  arch  at  the  springing 
(see  §  1258). 

''The  augmentation  of  the  thickness  at  the  springing  line  is 
made,  by  the  Stephensons,  from  20  to  30  per  cent;  and  by  the 
Kennies  about  100  per  cent.'' 

1268.  Thickness  of  the  Abntment.    Trautwine's  formula  is 

^  =  0.2|0  -h  O.lr  +  2.0, (24) 

in  which  t  is  the  thickness  of  the  abutment  at  the  springing,  p  the 
radius,  and  r  the  rise — all  in  feet.  "The  above  formula  applies 
equally  to  the  smallest  culvert  or  the  largest  bridge — whether  cir- 
cular or  elliptical,  and  whatever  the  proportions  of  rise  and  span — 
and  to  any  height  of  abutment.  It  applies  also  to  all  the  usual 
methods  of  filling  above  the  arch,  whether  with  solid  masonry  to 
the  level  of  the  top  of  the  crown,  or  entirely  with  earth.  It  gives 
a  thickness  of  abutment  which  is  safe  in  itself  without  any  backing 
of  earth  behind  it,  and  also  against  the  pressure  of  the  earth  when  the 
bridge  is  unloaded.  It  gives  abutments  which  alone  are  safe  when 
the  bridge  is  loaded;  but  for  small  arches,  the  formula  supposes  that 
earth  wall  be  deposited  behind  the  abutments  to  the  height  of  the 
roadway.  In  small  bridges  and  large  culverts  on  first-class  railroads, 
subject  to  the  jarrhig  of  heav}^  trains  at  high  speed,  the  compara- 
tive cheapness  with  which  an  excess  of  strength  can  be  thus  given 
to  important  structures  has  led,  in  many  cases,  to  the  use  of  abutments 
from  one  fourth  to  one  half  thicker  than  those  given  by  the  preceding 
rule.  If  the  abutment  is  of  rough  rubble,  add  6  inches  to  the  thick- 
ness by  the  above  formula,  to  insure  full  thickness  in  every  part.''* 

To  find  the  thickness  of  the  abutment  at  the  bottom,  lay  off.  in 
Fig.  203,  on  =  tuLa  computed  by  the  above  equation;  vertically  above 
n  lay  off  an  =  half  the  rise:  ^       "■  '*oe 


646 


VoussoiR  Arches. 


[Chap.  XXIL 


forty-eighth  of  the  span.  Tlieii  the  line  bn  prolonged  gives  the  back 
of  tlio  abutment,  provided  the  width  at  the  bottom,  sp,  is  not  less 
than  two  thirds  of  the  height,  os.  "In  practice,  os  will  rarely  ex- 
ceed this  limit,  and  only  in  arches  of  considerable  rise.  In  very  high 
abutments,  the  abutment  as  above  will  be  too  slight  to  sustain  the 
earth  pressure  safely.  "* 


Fio.  203.     Thantwink's  Hxi.k  h>r  'J'hicknemh  of  Abutment. 

To  find  the  thickness  of  the  arch,  com})ute  the  thickness  ce  by 
('(luation  10,  pag(*  M'4,  tlraw  a  cuiv(»  through  e  parallel  to  the 
intrados,  and  from  h  driwv  a  tangent  to  the  extrados;  and  then  will 
hj'e  be  the  top  of  the  masonry  filling  ai)ove  the  arch.  Or,  instead  of 
drawing  the  extrados  as  ai)ove.  find  by  trial  a  circle  which  will  pass 
through  /i,  (',  and  //,  the  latter  being  a  point  on  the  left  abutment 
corresponding  to  b  on  the  right. 

Trautwine's  rule,  or  a  similar  one,  for  pro])ortioning  the  abutment 
and  the  backing  is  fre(iuently  (employed. 

1259.  Rankinc  says  that  in  some  of  the  best  examples  of  bridges 
the  thickness  of  the  abutnu'Ut  langes  from  one  third  to  one  fifth  of 
the  radius  of  cun'atiu'e  of  the  arch  at  its  crown. 

The  following  fornuila  is  said  to  represent  German  and  Russian 
pr(ictia\ 

/-If-  0.04  {rys  +  4/0, (25) 

in  which  //  is  the  distance  b<'tw<MMi  the  springing  line  and  the  top  of 
the  foundation. 

1260.  Dimensions  of  Actual  Arohes.    Table  90,  page  G48, 

shows  the  dinu^nsions  of  a  number  of  the  longest  voussoir  arche  in 
the  world,  which  may  be  taken  tu<  rej)r(\sentat:ive  of  good  practice. 
H(Tause  of  th(*  impossibility  of  obtJiining  all  of  the  dimensions,  a 
few  arches  have  Immmi  omitteil  whose  spans  aix*  givater  than  some  of 
thos4»  given.  I'nfortunately,  there  is  a  difTeivnce  in  the  recorded 
dimensions  of  sonw^  of  the  arches. 

♦  Trautwine'.s  KiiginctT'jii  rcM'kct-lxiok. 
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No.  1  is  the  largest  masonry  span  in  the  world.  For  further 
details  see  §  1284. 

No.  3,  the  third  largest  masonry  arch  (whether  voussoir  or  con- 
crete) in  the  world,  was  built  in  1377 — a  very  interesting  fact. 
However,  the  dates  and  the  dimensions  of  this  arch  are  somewhat 
uncertain.  The  data  in  the  table  is  said  to  be  derived  from  about 
20  feet  of  each  abutment  that  remained  standing  in  1838.     Some 

TABLE  91. 
Dimensions  of  Abutments  from  French  Railroad  Practice.* 


o 
55 


« 


1 

2 

3 
4 
5 
6 


7 

8 

9 

10 

11 

12 

13 
14 
15 
16 


17 
18 
19 
20 
21 
22 
23 
24 
25 


Designation  of  Bridoe. 


Circular  Arches. 

De  crochet,  chemin  de  fer  de  Paris  k  Char- 
tres 

De  Lone-Saiits,  chemin  de  fer  de  Paris  h 
Chartres    

D'Enghien,  chemin  de  fer  dii  Nord    

De  Pantin,  canal  St.  Martin 

De  la  Bastile,  canal  St.  Martin 

De  Basses-Granges,  Orleans  k  Tours 

Segmental.  Arches. 

Des  Fruitiers,  chemin  de  fer  du  Nord    .... 

De  Paisia 

De  M6ry,  chemin  de  fer  du  Nord    

De  Couturette,  at  Arbois    

Over  the  Salat    

De  la  rue  des  Abattoirs,  at  Paris,  chemin 

de  fer  de  Strasbourg    

Over  the  Forth,  at  Stirling   

St.  Maxence,  over  the  Oise    

Over  the  Oise,  chemm  de  fer  du  Nord  .... 
De  Dorlaston    

Elliptical  or  False-Elliptical  Arches 

De  Charolles     

Du  Canal  St.  Denis    

De  Ch&teau-Thiernr      

De  Ddle,  over  the  Doubs 

Wellesley,  at  Limerick 

D'Orleans,  chemin  de  fer  de  Vierzon 

DeTrilport 

De  Nantes,  over  the  Seine 

De  NeuiUy,  over  the  Seine 


• 

c 

i. 

• 

% 

3 

feet. 

feet. 

13.2 

16.5 

24.4 

27.0 

36.3 

49.4 

13.2 

2.31 

16.5 

2.64 

25.2 

2.97 

42.9 

6.13 

46.1 

6.27 

52.9 

5.11 

53.5 

10.25 

77.2 

6.40 

82.7 

11.75 

87.0 

13.50 

19.8 

7.55 

39.5 

14.85 

51.3 

17.10 

52.4 

17.50 

70.0 

17.50 

79.6 

26.30 

80.7 

27.80 

115.2 

34.40 

128.0 

32.00 

I 


5 


feet. 
1.65 

1.81 
1.95 
2.47 
3.95 
3.95 


1.81 
1.72 
2.14 
2.97 
3.63 

2.97 
2.75 
4.80 
4.60 
3.50 


1.95 
2.95 
3.75 
3.75 
2.00 
3.95 
4.45 
6.40 
5.35 


•55 


feet. 
13.20 

9.90 

6.60 

11.85 

20 .  75 

6.60 


13.20 
6.60 

14.20 
6.60 

24.49 

12.96 
20.75 
27.85 
17.90 
16.55 


1.30 
10.20 
13.65 

1.35 
12.00 

2.85 
.  6.40 

3.20 

7.55 


I' 


feet. 

4.95 

5.90 
6.93 

10.55 
9.90 

12.50 


5.94 

5.61 

11.71 

17.16 

19.14 

33.00 
16.00 
38.94 
31.65 
32.20 


5.25 
12.35 
15.00 
11.85 
16.50 
18.40 
19.30 
28.90 
35.50 


*  E.  Sherman  Qould  in  F«fi  J^MdviW'  < 


voL  xjdac  p.  4fia 


64S 


VorssoiH   Ak(  HES. 


[Chap.   XXII. 


1 

ti 

Tl    ^1    ***    ^1    ^1 

z 

■ig 

J-  1-  -f  1-  « 

1    ^ 

•r. 

1     M 

>0 

^ 

kM 

•* 

> 

« 

:.  ^ 

E 

^^,^-r-r 

M  ri  •■:  c  ac  ic  c  o  •;:  i";  c 
r.  f  ri  I-  cc  X  «  «  X  !'•  o 


•^   o  -^   »fS  i-C 

1*  ©  eo  »c  -^ 


e^  M  CI  -p 

3C    O   1^   X 


o-f-f»~;55s«^i';<DCxri3CO<o»'s».ooc«c<oc" 
«  w  ••:  "^  o  •-':  «r  f  •*:  »^  'I*  w  CO  ^  "*  -^  »^  ^«  ^  k-  V  •?:  r 


.  •-  I-  >c   jc  re  c  «t  t 


f.    3C 


T  ri       !-<■*«       e  X  CO 


.i  S*  2;  -^  »-  ^>  I-  2i  "•  —  c  ci  Ti  I-:  c  y  St  cp  I-  t»  I*  o  CO  c:  »^   ^  «P  ci  ri  e  *' 

SJ         ,  c:  •-  —  3C  «  •-  ••:  I-  ri  CJ  f  It  •?:  a  ri  fc  S  50  i:.  n  ec  I-  -"  po  ?i  S5  ▼  «  ri  * 


*i 


r 


X 


X 


I 


.  X  I '.        X        ri        s:  X  •-:        ?i  O  o  ?i 


,  •">  X  «       CO 

!    ^t?  tf     '   ^  -r  ?e  M  '^  t*  -c 
g^p         5;-♦«l-^5^?o?^ 


CSI^OXOOCO 

cj  "?!  ar  »-•:  eo  ^  x  ri 


*»     mm    L 
M    **    3 


•¥*         »^        |w        -^         -^^         ^^        ^^         ^1  ^         **■ 

dci-di'TSSCCZX 

5  r;  ^^  5.  X  X  r>  r:  X  ■/ 


■^  ?i  ?c 
t  c:  rs 

XXX 


^  «  «c  « 


-'I 


ft/   :: 


^  5  i  E 


'^    f-     £    = 
"^    X    S    e 

>    —    «»    c 


X 


;<' 


Tl 


T 

7. 


*■■¥ 

0;' 
7. 

-    S: 
X   ~ 


ft. 


-   X    c 


'fie 

.».  T      i      ''      •  ■ 


c 
•  ? 

0/    X 


i:  ^  if 


M   C 

=     «5 


'      *    X 


-Z 


R 


2     t    'J  w    -   ^     -       .    _, 


3:  -2  ^• 
""  5 


/. 


I 

X 


tc 


all 


S 


:r  X 

:3 


•1^ 


2  1 1 


X   /t 


-  5  =  -- 

is   a  g  „- 

<^  ***  -  H! 

•^  u  2  ? 


rt 

S    61  .= 


—   tl 


-  5 


9    £    fc    « 


-  S  N  *  c  .5 


?    I   fc   i* 
3  -  ■  a.  "■   *  ^  r-  '■  .y 


4»  <• 

-  r 

X  — 

>, 

i  t 

»•  •• 

t  X 


£  =  X  /^ 


5  £  E 

♦J    —  —    • 

■z  ^    I 
Mi;; 

-  -'  '*'  « 


4;     *«  L»     a:     L     <L     ** 

N  -=  c  :^  ii  >  5  2 

^  .3  ">.  ^-  "T  "  :^  : 


— "    •*■  *-  .2 


e9 


c 


c  c 


-  S  c 

•?•  ^  "^    " 
■?  ^  *»    aj 


•*.  «    T    • 

^   0)  «^  e 

»■•     ^%    ^^  ^^     ^^     k«k«    mm    9mm    P"^ 


"5    X 

■3 


I 


c 
c 


it 


«    8 

III 


•C    rm» 


'I 

e  Sc 


O 

-c 
m 


c:-i 


c 

-c 


5 

e 


s 


S  J  5 
'a  £ 

•£:§ 

3*32 
III 

?.J2 


c 
5 


S 


I 


^1 


ft 

& 


-'Tjcc^wrcci^x  5ic-^riccfi^«i-xcsc  —  w 


?i;iSissa8i;as 


Aht.  2.] 


Empirical  Rules. 


649 


•-  «o 

o 

I.-: 

t>. 

CO 

CO 

«D 

iO 

OS 

CO 

CO 

o 

c  S'c 

o 

Oi 

c^ 

oa 

c 

c 

c 

c» 

CI 

« 

o 

o 

•uO 

»o 

•o 

c 

1-  n 

o 

f 

o 

n> 

o 

JM 

^ 

"* 

iC 

■* 

^ 

»"  Ifl  ^ 

•o 

-* 

CO 

■* 

X 

■* 

««• 

« 

M 

CO 

CO 

CO 

eo 

w 

CO 

?c  1^ 

t-t 

»o 

M 

»o 

CO 

O 

o 

CS 

c 

CO 

2 

o  So 

o 

X 

<M 

CO 

l» 

»*: 

<«^ 

CO 

CI 

o 

o 

c 

c 

•o 

IC 

^ 

•':ci^co"»'cococi?oco"ff^vo"*»ceococofxcoco*Mcococococi 


COascDCIX»-'5XXOCIC|it«OCOC»OCOOCIXCO»  X  CO 

CI  COCIiTtM-MM^^^^M-^Clc)^'-**-*  i-tiOCltf  CI^^'#''*»-« 


t^  X   CI 


X 


^  X  o>  00 


O  I* 

OS  »c 

CO  ut 

«  CI 


—   M 

5i 


X  CD  X 


1^  es 


V   O      .  «'5  C  O 


OS  o 

^  o 


tti  ^^   ^^ 

*  ^  ^ 


SS??55 


K  cj  W 


CI 


:  o  o 


wcoob.oowoo  :oQw 


_^    ci    e?    «    «  _- 

O  CI   CI  W   N  O 


I? 


J'   CI   CO   ^    CI   OS    I-   l>-    X   1^   «3   OS 

!:;SSS95^0sxt'.'*o»-^ 

xxxxxxxxxxxx 


{;ss;s3Si;9i«s$99;;<' 


X  e 
.£  00 
1" 


2  a 

^     CO 


650  VoussoiK  Arches.  [Chap.  XXII. 

claim  that  the  bridge  wa«  never  eoinplotod  and  that  it  is  not  even 
known  whether  there  wtus  to  be  one  or  more  spans. 

No.  5  is  the  largest  voussoir  arch  in  this  country-.     For  additional 
details,  see  §1280. 

No.  23  is  a  ivmarkable  bridge.     For  iletails  see  §  V2HH. 

No.  31  is  noted  for  its  boldness.  This  design  was  tested  by 
building  an  experimental  arch — at  JSoupes,  France — of  the  propor- 
tioiLs  giv<»n  in  the  table,  and  12  f(»et  wide.  The  center  of  the  experi- 
mental arch  was  struck  after  four  months,  when  the  total  settlement 
was  1.25  inches,  due  mostly  to  tlu*  mortar  joints,  which  were  about 
one  (luarter  inch;  and  it  was  not  injuit^d  by  a  distributed  load  of 
500  pounds  p(*r  square  foot,  nor  l)y  a  weight  of  5  tons  falling  1.5 
feet  on  the  key. 

1261.  It  is  uiten'sling  to  notice  that  most  of  the  arches  given  in 
Table  IKj,  page  (347.  are  comparatively  r(»cent.  It  is  also  interesting 
to  notice  that  some  of  the  older  arches  compare  very  favorably  with 
the  most  recent.  For  example,  compare  Xo.  2^3  with  the  next  one 
above  and  also  with  the  one  nt^xt  Ix^low  it;  and  compare  No.  22 
with  th(»  one  above  it.  However,  possibly  the  later  designer  was 
influenced  by  the  work  of  the  older  designer. 

1262.  Dimensions  of  Abutments.  Table  91,  page  (>47,  gives 
the  dimensions  of  a  number  of  abutments  repn^sc^ntative  of  French 
railroad  practice. 

AuT.  3.     Ai{(  H  Ckxtkks. 

1263.  Dbfinitions.  a  nntrr  is  a  temporary  structure  for 
supporting  an  arch  while  in  ])roce.*<s  of  construction.  It  usually 
consists  of  a  numb(»r  of  frames  (commonly  called  n'6,s)  placed  a  few 
feet  aj)art  in  planes  periK^ndicular  to  the  axis  of  th(»  arch,  and  covered 
with  narrow  planks  (calle<l  /m/f//////)  running  parallel  to  the  axis  of 
the  arch,  upon  which  the  arch  stones  rest.  The  center  is  usually 
wood — eithei"  a  solid  rib  or  a  truss,  but  for  small  arches  is  some- 
times a  curved  rolled-iron  Ix^am.  In  a  trussed  center,  the  pieces 
upon  which  the*  laggings  r(\^t  are  called  hark-piervs. 

Cent(»rs  may  be  divided  into  two  classes,  viz.:  (I)  those  in  which 
the  supports  are  so  arranged  as  to  give  a  cl(»ar  opening  under  the  arch 
for  the  ])assagi*  of  vehich^s  or  shipping:  and  (2)  tho.se  whose  supports 
may  be  arrange<l  in  any  way  that  ju<lgment  or  ec(momy  may  dictate. 
Centei"s  of  the  first  class  are  usually  called  mcket  vvntvrs. 

1264.  The  Problem  of  Center  Construction.  The  framing, 
setting  up,  and  n»moving  of  the  center  is  an  important  feature  of 
iVie  const  ruction  of  an  arch.  Since  th(»  center  is  a  temporary  stnicturp, 
^  ^liould  be  made  with  the  least  possible  expenditure  for  materials 
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and  labor,  aud  with  the  greatest  salvage  of  useful  material  after  the 
arch  is  completed.  On  the  other  hand,  the  center  must  remain  as 
nearly  as  possible  immovable  in  position  and  invariable  in  form,  for 
any  change  in  the  position  or  in  the  shape  of  the  center,  due  to  in- 
sufficient strength  or  improper  bracing,  will  be  followed  by  a  change 
in  the  curve  of  the  intrados  and  consequently  of  the  line  of  resistance, 
which  may  endanger  the  safety  of  the  arch  itself;  and  when  the  time 
comes  to  remove  the  center,  it  must  move  altogether  and  without 
shock.  The  problem  then  ia  to  build  a  structure  that  shall  be  im- 
movable until  movement  is  desired,  and  that  shall  then  move  at  will. 

1266.  Lotd  to  be  SappwtAd.  If  there  were  no  friction,  the 
load  to  be  supported  by  the  center  coxild  be  computed  exactly;  but 
friction  between  the  several  arch  stones 
and  between  these  and  the  center  rcndere 
all  formulas  for  that  purpose  vcrj'  uncer- 
tain. Fortunately,  the  exact  load  upon  the 
center  is  not  required ;  for  the  center  is  only 
a  temporary  structure,  and  the  material 
employed  in  its  construction  is  not  entirely 
lost.  Hence  it  is  wise  to  assume  the  loads 
to  be  greater  than  they  really  will  be. 
Some  allowance  must  be  made  for  the  ae-  p,^  204. 

cumulation  of  material  on  the  center  and  for 

the  effect  of  jarring  during  erection.  The  following  analysis  of  the 
problem  will  show  roughly  what  the  forces  arc  and  why  great  accu- 
racy b  not  possible. 

To  determine  the  pressure  on  the  center,  consider  the  voussoir 
DEFG,  Fig.  204,  and  let 

a  =  the  angle  which  the  joint  DE   makes  with  the  horizontal; 

/I  =  the   coefficient  of  friction   (see  Table  74,   page  464),  i.e., 
/t  is  the  tangent  of  the  angle  of  repose; 

6  =  the  angular  distance  of  any  point  from  the  crown; 

W  =  the  weight  of  the  voussoir  DEFG; 

N  =  the  radial  pressure  on  the  center  due  to  the  weight  of 
DEFG. 

If  there  were  no  friction,  the  stone  DEFG  would  be  supported 
by  the  normal  resistance  of  the  surface  DE  and  the  radial  reaction 
of  the  center.  The  pressure  on  the  surface  DE  would  then  be 
ir  COB  a,  and  the  pressure  in  the  direction  of  the  radius  W  sin  a. 

Friction  causes  a  slight  indetermination,  since  part  of  the  weight 
of  the  vouBsoira  may  pass  to  the  abutment  either  through  the  arch 
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the  coefficient  of  friction.  If  the  normal  pressure  on  the  joint  DE 
is  W  cos  a,  then  the  frictional  resistance  is  ji  W  cos  a.  Any  frictional 
resistance  in  the  joint  D  E  will  (lecrea.sc  the  pressure  on  the  center 
by  that  amount;  and  consecjuc^ntly,  with  friction  on  the  joint  DE^ 
the  radial  pressure  on  the  center  is 

A'  =  W  (sin  a  —  ft  cos  a) (26) 

On  the  other  hand,  if  there  is  friction  between  the  arch  stone  and 
the  center,  the  fractional  Resistance  between  these  surfaces  will 
decrease  the  pressure  upon  the  joints  DE,  as  computed  above;  and 
consequently  the  value  of  A'^  will  not  be  as  great  as  in  equation  26. 

Notice  that  in  passing  from  the  springing  toward  the  crown  the 
pressure  of  one  anih  stone  on  the  other  decreases.  Near  the  crown 
this  (U^cn^ase  is  rapid,  and  conse(|uently  the  friction  between  the 
voussoirs  may  be  neghu'ted.  I'nder  this  condition,  the  radial 
pressure  on  the  c(jnter  is 

A  =  W  cos  0 (27) 

1266.  The  value  of  th(»  coefficient  to  be  employed  in  equation  26 
is  somewhat  uncertain.  Disn^garding  th(»  adhesion  of  the  mortar, 
the  coefficient  varies  from  about  0.4  to  0.8  (see  Table  74,  page  464); 
and,  including  the  adhesion  of  good  cement  mortar,  it  may  be  nearly, 
or  even  mon*  than,  1.  (It  is  1  if  an  arch  stone  remains  at  rest,  with- 
out other  support,  whc^n  placed  upcm  another  one  in  such  a  f>osition 
that  the  joint  between  them  makes  an  angle  of  45®  with  the  hori- 
zontal.) If  th(*  arch  is  small,  and  consecjuently  laid  up  before  the 
mortar  has  time  to  harden,  probably  the  smaller  value  of  the  eo- 
effici(»nt  should  be  us(nl;  but  if  th(»  arch  is  laid  up  so  slowly  that  the 
mortar  has  time  to  harden,  a  larger  value  could,  with  equal  safety, 
be  (employed.  As  a  general  average,  we  will  assume  that  the  coef- 
ficieat  is  0.')S,  i.(\,  that  the  angle  of  repose  is  30°. 

Notice  that  by  equation  20,  A'  =  0,  if  tan  a  =  /i;  that  is  to  say, 
A'  =  0,  if  tt  =  30°.  This  shows  that  as  the  arch  stones  are  placed 
upon  one  another  th(\v  would  not  begin  to  press  upon  the  center  rib 
imtil  the  plar.(»  of  the  lower  face  of  the  top  one  reaches  an  angle  of 
30°  with  the  horizon. 

Table  1)2  gives  the  value  of  tlie  radial  pressure  of  the  several 
portions  of  tlie  an-h  upon  thi»  c(»nter;  and  also  shows  the  difference 
l>etwe<'n  applying  (»(|uation  2()  and  e(|uation  27.  As  a  rough  approx- 
imation, for  a  full-centered  arch.  (Hjuation  27  nuiy  Im»  applied  for  the 
fii*st  30°  from  the  crown,  although  it  gives  results  slightly  greater 
than  the  real  pressun^s;  and  for  the  second  30°,  equation  26  may  be 
employed,  although  it  gives  results  less  than  the  actual  pressure; 
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and  for  the  third  30°,  the  arch  stones  may  be  considered  self-sup- 
porting. 

1267.  Example.  To  illustrate  the  method  of  using  Table  92, 
assume  that  it  is  required  to  find  the  pressure  on  a  back-piece  of  a 
20-foot  semicircular  arch  which  extends  from  30®  to  60°  from  the 
horizontal,  the  ribs  being  5  feet  apart,  and  the  arch  stones  being  2 
feet  deep  and  weighing  150  pounds  per  cubic  foot.  Take  the  sum 
of  the  decimals  in  the  middle  column  of  Table  92,  which  is  3.19. 
This  must  be  multiplied  by  the  weight  of  the  arch  resting  on  2°  of  the 
center.  (In  this  connection  it  is  convenient  to  remember  that  an 
arc  of  1°  is  equal  to  0.0175  times  the  radius.)  The  radius  to  the 
middle  of  the  voussoir  is  11  feet,  and  the  length  of  2°  of  arc  is  0.38 
feet.  The  volume  of  2°  is  0.38  X  5  X  2  =  3.8  cubic  feet;  and  the 
weight  of  2°  is  3.8  X  150  =  570  pounds.  Therefore  the  pressure 
on  the  back-piece  is  570  X  3.19  =  1,818  pounds. 


TABLE  92. 

The  Radial  Pressure  of  the  Arch  Stones 
OF  A  Semi-Arch,  on  the  Center. 


Angle  op  the  Lower 

Face  with  the 

Horizontal. 

Radial  Prehhure  in  Terms  op  the 
Weight  op  the  Arch  Stone. 

By  Equation  26. 

By  Equation  27. 

30° 

0.00 

•    •    •    • 

32° 

0.04 

•    •    •    • 

34° 

0.08 

•    •    •    • 

36° 

0.12 

■    •    •   • 

38° 

0.16 

•   •    •   • 

40° 

0.20 

•   •    *    • 

42° 

0.24 

0.67 

44° 

0.28 

0.69 

46° 

0.32 

0.72 

48° 

0.36 

0.74 

50° 

0.40 

0.76 

55° 

0.45 

0.82 

60° 

0.54 

0.86 

65° 

•  •   •   • 

0.91 

70° 

•   •   •  • 

0.94 

80° 

•   •   •   ■ 

0.98 

90° 

•   •   •   • 

1.00 

1268.  Outline  Forms  of  Oshtebs.    Solid  Wooden  Rib.    For 

flat  arches  of  10-foot  span  or  under,  the  rib  may  consist  of  a  plank, 
a«.  Fig.  205,  page  654,  10  or  12  inches  wide  and  li  or  2  inches  thick, 
set  edgewise,  and  another,  b,  of  the  same  thicknesB.  trimmed  to  the 
curve  of  the  intradoB  and  d  be 
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fastened  tog(»ther  by  nailing  on  two  cleatH   of   narrow  boards  as 
shown.     These  centers  may  be  placed  2  or  3  f(*et  apart. 

1269.  Built  Wooden  Rib.  For  flat  arches  of  10  to  30  feet  span, 
the  rib  may  consist  of  two  or  thnn*  thicknesses  of  short,  boards,  fitted 
and  nailed  (or  bolted). togeth«»r  as  shown  in  Fig.  2(X).  An  iron  plate 
is  often  bolted  on  over  the  joints  (s(m;  Fig.  226,  page  609),  which  adds 
materially  to  the  rigidity  of  the  rib.  Centers  of  this  form  have  an 
justonishing  strength.  Trautwine  giv(*s  the  two  following  examples 
which  strikingly  illustrate  this. 


Vut.  20.'>. 


Vui.  206. 


'•  In  the  fii'st  of  these  examples,  this  fonn  of  center  was  employed 
for  a  semicircular  arch  of  3o  feet  span,  having  arch  stones  2  feet 
deep.  Each  rib  consisted  of  two  thicknesses  of  2-inch  plank,  in 
h^ngths  of  about  (i.o  f(M»t,  ti"c(»nailed  togcth(»r  so  as  to  break  joint. 
Each  piece  of  plank  was  12  inches  deep  at  the  middle,  and  8  inches 
at  each  end,  the  top  edge  l)eing  cut  to  suit  the  curve  of  the  arch. 
The  tre(»nails  were  1.25  inch(\s  in  diameter,  and  12  of  them  were  used 
to  each  length.  Thes(^  ribs  were  placed  17  inches  apart  from  center 
to  center,  and  wc^e  st(*a<lied  together  by  a  bridging  piece  of  1-inch 
board,  13  inches  long,  at  each  joint  of  the  planks,  or  about  3.25  feet 
apart.  Headway  for  traflic  b(»ing  nec(»ssary  und<»r  the  arch,  there 
were  no  chords  to  unit(*  the  opposite  feet  of  the  ribs.  The  ribs  were 
covered  with  cl()S(*  boanl-lagging,  which  also  lussisted  in  steadying 
them  t()g(»ther  ti-ansvei-sely.  As  the  arch  apj)roached  about  two 
thirds  of  its  height  on  (»ach  sid(\  the  ribs  began  to  sink  at  the  haunches 
and  rise  at  the  cnnvn.  This  was  rectifi(Ml  by  loading  the  crown  with 
stone  to  b<»  uschI  in  completing  the  arch,  which  was  then  finished 
without  fui-th(»r  trouble." 

The  other  example  was  an  elliptic  arch  of  CO  feet  span  and  15 
f(»et  ris(\  the  arch  stones  being  3  f(M»t  d<»ep  at  the  crown  and  4  feet 
at  the  springing.  ''  Each  frame  of  the  c(»nter  was  a  simple  rib  6 
inches  thick,  composed  of  three  thicknesses  of  2-inch  oak  plank, 
in  lengths  (about  7  to  15  f(»et)  to  suit  the  curve  and  at  the  samo 
time  to  prc»s<»r\'e  a  width  of  about  10  inches  at  the  middle  of  each 
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length  and  12  intrhea  at  each  of  ibi  ends.  The  segments  broke  joints, 
and  were  well  treenailed  together  with  from  ten  to  sixteen  treenails 
to  each  length.  There  were  no  chords.  These  ribs  were  placed  IS 
inches  fi-om  center  to  center,  and  weiv  steadietl  against  one  another 
by  a  bonixl  hridging-piecc,  1  foot  long,  at  everj"  ."»  feet.  When  the 
areh  stones  had  approa<'hed  to  within  alxiut  12  feet  of  each  other, 
near  the  mi<l(lle  of  the  span,  the  sinking  at  the  crown  and  the  rising 
at  the  haunches  had  become  so  alarming  that  pieces  of  12-  by  12- 
ineh  oak  were  ha.stily  inserted  at  intervab  and  well  wedged  against 
the  arch  stones  at  their  ends.  The  arch  was  then  finished  in  sections 
between  these  timboiv,  which  were  removed  one  hy  one  aa  the  arch 
was  completed." 

Although  the  above  examples  can  not  be  commended  as  good 
construction— the  flexibility  of  the  ribs  being  so  great  as  to  endanger 
the  stability  of  the  arch  during  erection  and  to  break  the  adhesion 
of  the  mortar,  thus  decreasing  the  strength  of  the  finished  arch, — 
they  are  very  instructive  as  showing  the  strength  attainable  by  this 
method  of  construction. 

1270.  The  above  form  of  centei'  is  frequently  employe<l,  partic- 
ularly in  tunnels,  for  spans  of  20  to  30  feet,  precautions  being  taken 
to  have  the  pieces  break  joints,  to  secure  good  bearings  at  the  joints, 
and  to  nail  or  bolt  the  scA'eral  segments  firiidy  together.  The  centers 
forthe  2n-footarchof  the  Musconetcong  (X.J.)  tunnel  on  the  Lehigh 
Valley  H.  H.  consisted  of  segments  of  3-inch  plank,  5  feet  S  inches 
long,  14  inches  wide  at  the  center,  and  8  inches  at  the  ends,  bolted 
together  with  four  -l-inch  and  four  f-inch  bolts  each,  and  14-  by  8- 
inch  pieces  of  plate-iron  over  the  joints.  Where  the  center  was 
required  to  support  the  earth  also,  a  three-ply  rib  was  employed; 
but  in  other  positions  two-ply  ribs,  spaced  4  to  5  feet  apart,  were 
used.  Centers  of  this  form  have  successfully  stood  in  very  bad 
ground  in  the  Musconetcong  Jind  other  tunnels;*  and  hence  we 
may  infer  that  they  are  at  least  sufficiently  strong  for  any  ordinary 
arch  of  30  feet  span. 

Although  not  necessary  for  stability,  it  is  wise  to  connect  the 
feet  of  the  rib  by  nailing  a  narrow  board  on  each  side,  to  prevent' 
the  end  of  the  rib  from  spreading  outwards  and  pressing  against  the 
masonry — thus  interfering  with  the  striking  of  the  cent«r — and  also 
to  prevent  deformation  in  handling  it. 

1371.  Braced  Woodan  Rib.  For  semicircular  arches  of  15  to  30 
feet  span,  a  construction  similar  to  that  shown  in  Fig.  226  (page  669) 
may  be  employed.    The  segments  should  consist  of  two  thicknesses 
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zontal  cliord  and  tlio  vortical  tic  may  each  be  made  of  two  thicknesses 
of  the  plank  from  which  the  segments  aiv  made. 

For  gi'eater  rigidity,  the  rib  may  be  further  braced  by  any  of 
the  methods  shown  in  outline  in  Figs.  207,  208,  209,  or  by  obvioas 
modifications  of  them.  The  form  to  be  adopted  often  depends  upon 
the  passageway    required    under  the  arch.     Fig.  207  is  supported 
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Vui.  208. 


Fig.  209. 


by  a  post  under  each  end ;  Fig.  208  may  be  supported  at  the  middle 
point  also;  and  Fig.  209  may  be  supported  at  both  middle  points 
as  well  as  at  the  ends. 

Since  the  arch  masonrj"  near  the  springing  does  not  press  upon 
the  center,  that  portion  of  the  arch  may  be  laid  with  a  template 
before  the  center  is  set  up;  and  hence  frequently  the  center  of  a 
semicircular  arch  does  not  extend  down  to  the  springing  line.  For 
examples,  see  Figs.  222  and  226  (page  6(37  and  669). 

CentiT  frames  are  usually  put  together  on  a  temporary  platform 
or  the  floor  of  a  large  room,  on  which  a  full-size  drawing  of  the  rib 
is  first  drawn. 

1272.  Trussed  Genter.  When  the  span  is  too  great  to  employ 
any  of  the  centers  described  above,  it  becomes  necessary  to  construct 


Tig.  210. 


Fig.  211. 


trussed  cent(»rs.  It  is  not  necessary  here  to  discuss  the  principles 
of  trussing,  or  of  finding  the  .stresses  in  the  several  pieces,  or  of  deter- 
mining the  sections,  or  of  joining  the  several  pieces, — all  of  which 
arc*  fully  described  in  treatises  on  roof  and  bridge  construction. 
Th(T(»  is  a  ver}'  great  variety  of  methods  of  constructing  such  centers. 
p1gs.  210  and  211  show  two  common,  simple,  and  efficient  general 
forms.  For  detailed  examples,  see  Fig.  218  (page  663),  Fig.  222 
(page  (>67),  and  Fig.  226  (page  669). 
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1273.  Oabiber.  Strictly,  the  center  should  be  constructed  with 
fi  camber  just  equal  to  the  amount  it  will  yield  when  loaded  with 
the  arch;  but,  since  the  load  is  indeterminate,  it  is  impossible  to 
compute  accurately  what  this  will  be.  Of  course,  the  camber  de- 
pends upon  the  unit  strain  in  the  material  of  the  center.  The  rule 
is  frequently  given  that  the  camber  should  be  one  four-hundredth 
of  the  radius;  but  this  is  too  great  for  the  excessively  heavy  centers 
ordinarily  used.  It  is  probably  better  to  build  the  centers  true,  and 
guard  against  undue  settling  by  giving  the  frames  great  stiffness; 
and  then  if  unexpected  settling  does  take  place,  tighten  the  striking 
wedges  slightly. 

The  two  sides  of  the  arch  should  be  carried  up  equally  fast,  to 
prevent  distortion  of  the  center. 

1274.  Strikiho  the  Obnter.  The  Method.  The  ends  of  the 
ribs  or  center-frames  usually  rest  upon  a  timber  lying  parallel  to, 
and  near,  the  springing  line  of  the  arch.  This  timber  is  supported  by 
wedges,  preferably  of  hard  wood,  resting  upon  a  second  stick,  which 
is  in  turn  supported  by  wooden  posts — usually  one  under  each  end  of 
each  rib.  The  wedges  between  the  two  timbers  are  used  in  removing 
the  center  after  the  arch  Ls  completed,  and  are  known  as  striking 
wedges.  They  consist  of  a  pair  of  folding  wedges — 1  to  2  feet  long, 
6  inches  wide,  and  having  a  slope  of  from  1  to  5  to  1  to  10 — placed 
under  each  end  of  each  rib.  It  is  necessary  to  remove  the  centers 
slowly,  particularly  for  large  arches;   and  hence  the  striking  wedges 


Fio.  212. 

should  have  a  very  slight  taper, — the  larger  the  span  the  smaller 
the  taper. 

The  center  is  lowered  by  driving  back  the  wedges.  To  lower 
the  center  uniformly,  the  wedges  must  be  driven  back  equally. 
This  is  most  easily  accomplished  by  making  a  mark  on  the  side  of 
each  pair  of  wedges  before  commencing  to  drive,  and  then  moving 
each  the  same  amount. 

1276.  Instead  of  separate  pairs  of  folding  wedges,  as  above,  a 
compound  wedge,  Fig.  212,  is  sometimes  employed.  The  pieces 
A  and  B  are  termed  striking  plates.  The  ribs  rest  upon  the  former, 
and  the  latter  is  supported  by  the  wooden  posts  before  referred  to. 
The  wedge  C  is  held  in  place  during  the  construction  of  the  arch 
by  the  keys,  K,  K,  etc    **•      ^  wi»w*h  «  •  mur  of  folding  wedges. 

42 
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To  lower  the  cent(»r,  the  keys  are  knocked  out  and  the  wedge  C  is 
(hiven  back.  Tlic  piece  C  is  usually  as  long  as  the  arch,  and  supports 
one  end  of  all  the  ribs.  With  large  arches,  say  80  to  100  feet  span, 
it  is  customary  to  support  each  rib  on  a  compound  wedge  running 
parallel  to  the  chord  of  the  center  (perpendicular  to  the  axLs  of  the 
arch).  The  piece  (.'  is  usually  made  of  an  oak  stick  10  or  12  inches 
square.     The  individual  wedges  are  from  4  to  6  feet  long. 

For  the  larger  arches,  the  compound  wedge  is  driven  back  with 
a  heavy  log  battering-ram  susp<»n(led  by  ropes  and  swung  back  and 
forth  by  hand.  The  inclined  surfaces  of  the  wedges  should  be  lub- 
ricated wh(»n  the  c(Mit(»r  is  set  up,  so  as  to  facilitate  the  striking. 

1276.  An  ingcMiious  device,  first  employed  in  1855  at  the  Pont 
d' Alma  arch,  Paris,  France, — 141  feet  span  and  28  feet  rise, — con- 
sisted in  supporting  the  c(»nter-frames  on  wooden  pistons  or  plungers, 
the  feet  of  which  n»st(Hl  on  sand  confined  in  plate-iron  cylinders  1 
foot  in  diam(»ter  and  about  1  foot  high.  Near  the  bottom  of  each 
cylinder  there  was  a  plug  which  could  b(i  withdrawn  and  replaced  at 
pl(*asur(»,  by  means  of  which  the  outflow  of  the  sand  was  regulated, 

and  conse(iu(»ntly  also  the  descent  of  the 
center.  This  method  is  particularly  useful 
for  large  arch<\s,  owinj»;  to  the  greater  facility 
with  which  the  center  can  be  lowered.  For 
an  example  of  its  us(\  see  Fig.  222,  page  667. 
The  sand  should  b(»  clean,  fine,  and  dr\'; 
anrl  the  space  between  the  plunger  and  the 
cvlinder  should  be  relativ(4v  small,  or  should 
b(»  filled  with  a  ring  of  neat  cement  mortar. 

Another  ing(Miious  device  for  lowering 
arch  cent(M*s  has  n^cently  been  employed 
several  times  in  Austria.*  The  special  fea- 
tur(»  is  a  crushing  block  of  soft  wood  of  the 
shape  shown  in  Fi*:.  213.  The  two  feet  of 
the  block  have  sufficient  b(»aring  area  to  hold 
up  th(»  load  during  (M-ection  without  sensible 
cnishing;  but  it  is  so  shapcnl  that  by  sawing  off*  the  end  portions 
of  the  blo(^k,  the  bearing  an»a  nuiy  be  succ(\ssively  reduced,  and  thus 
cause  the  ends  to  crush  down  and  allow  th(»  cc^nters  to  settle  away 
from  the  arch. 

For  still  another  ingenious  method,  see  item  \\  of  §  1367. 

1277.  The  Time.  There  is  a  great  difference  of  opinion  as  to  the 
proper  time  for  striking  th(»  centers  of  voussoir  arches.  Some  hold 
that  the  centt»r  should  be  struck  as  soon  as  the  arch  is  completed  and 
th(»  spandrel  filling  is  in  place;  while  others  contend  that  the  mortar 
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should  be  given  time  to  hanicii.  It  is  pi-obably  best  to  sluckcii  the 
renters  us  soon  as  the  keystone  is  in  place,  so  as  to  bring  all  the  joints 
under  pressure.  The  length  of  tinie  which  should  elapse  before  the 
centeix  ai^e  finally  ix'inovetl  should  varj'  with  the  kind  of  mortar 
employed,  and  also  with  its  amount.  In  brick  and  rubble  an^hex  a 
large  proportion  of  the  arch  ring  consists  of  mortar;  and  if  the  center 
is  removed  too  soon,  the  compression  of  this  mortal'  might  cause  a 
serious  or  even  dangerous  deformation  of  the  arch.  Henee  the  pent^rs 
of  such  arches  should  remain  until  the  mortar  has  not  only  set,  but 
has  attained  a  considerable  part  of  its  ultimate  strength, — this 
depending  somewhat  upon  the  maximum  compression  in  the  arch. 

Freq\i('ntly  the  centers  of  bridge  arches  are  not  removed  for 
three  or  four  months  after  the  arch  is  eomplcte<l;  but  usually  the 
centers  for  the  arches  of  tunnels,  sewers,  and  culverts  are  removed 
as  soon  as  the  arch  is  turne<l  and  about  half  of  the  spandrel  filling  is 
in  place. 

Art.  4.     Dktails  of  CoN.sTRUcriox. 

1278.  In  this  article  a  few  <letails  of  construction  will  be  briefly 
coiisitiered,  and  illustrations  will  be  given  of  actual  arches  and  centers. 

1279.  Baokiho.  Backing  is  masonr\-  of  inferior  quality  laid 
outside  and  above  the  arch  stones  proper,  to  give  additional  security. 
The  backing  is  ordinarily  coursed  or  random  rubble,  but  some- 
times coneret<'.  Sometimes  the  upper  ends  of  the  arch  stones 
are  cut  with  horizontal  surfaces,  in  which  case  the  backing  is  built 
in  courses  of  the  same  depths  as  these  steps  and  bonded  with  them. 
The  backing  is  occa.sionally  built  in  ra<liating  courses,  whose  beds 
are  prolongations  of  the  bed-joints  of  the  arch  stones;  but  it  usually 
consists  of  rubble,  laid  in  horizontal  courses  abutting  against  the  arch 
ring,  with  occasional  arch  stones  extending  into  the  former  to  bond 
both  together.  The  radial  joints  possess  some  atlvantagcs  in 
stability  and  strength,  particularly  above  the  joint  of  rupture; 
but  below  that  joint  the  horizontal  and  vertical  joints  are  best,  since 
this  form  of  construction  the  better  resists  the  overturning  of  the 
arch  outward  about  the  springing  line.  Ordinarily,  the  bai^king  has 
a  zero  thickness  at  or  near  the  crown,  and  gradually  increases  to  the 
springing  line;  but  sometimes  it  has  a  considerabk-  thickness  at  the 
crown,  and  is  proportionally  thicker  at  the  springing. 

It  is  impossible  to  compute  the  degree  of  stability  obtained  by 
the  use  of  backing;  but  it  is  certain  that  the  amount  ordinarily 
employed  adds  very  greatly  to  the  stability  of  the  arch  ring.  In 
fact,  many  arches  ara  little  more  than  abutting  cantilevers;   and  it 
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1280.  Hollow  Sfahdrsls.     SiiiiotlKMoiKlwuy  must  not  dcviato 
greatly  from  a  horizontal  line,  a  eoiisiilcrabU'  quantity  of  material  is 
required  above  the  backing  to  luing  tlic  roadway  level.     Ordinarily 
this  space  is  (illod  with  earth,  grmcl,  broken  atone,  cindere,  etc. 
^nietiincM,   to   save  filling    and    also    to 
lighten  the  load  upon  the  areh,  small  arches 
arc  built  over  the  haunches  of  the  main 
arch,  as  shown  in  F"ig.  214.     The  interior 
longit\i(tinal  wiills  may  be  strengthened  by 
transvcrjic  walls  Ix'twcen  them.     To  dis- 
tribute the  pressure  uniformly,  the   feet 
of  these  walls  should  be  expanded  by  foot- 
ings where  they  n-st  upon   the  back  of 
the  arch, 

1281.  When  the   load  is  entirely  sta- 
tionar>- — us  in  an  a(iucduct  or  canal  bridge 
,  — or  ncail>-  so — as  in   a  long  span   arch 

under  ii  high  rsulroiul  embankment — the 
materials  of  the  spandrel  filling  imd  the  size  and  position  of  the 
empty  spacr.s  may  be  such  iis  to  cause  the  line  of  resistance  to  co- 
incide, !it  l<'a.st  verj'  nearly,  with  the  center  of  the  arch  ring. 


For  example,  ABCD,  Fig.  215,  represents  a  semi-arch  for  which 
it  is  rofiuiri'd  to  find  a  disposition  of  the  load  that  will  cause  the 
line  of  ri'sistance  to  coincid<'  with  the  cttnter  line  of  the  arch  ru^. 
Divide  the  !vrch  into  any  convenient  numl)cr  of  vous.'toirs,  and  also 
ilivide  the  loud  into  a  corresponding  numlx^r  of  divisions  by  verticitl 
lines  as  shown.  From  P  draw  radiating  lines  parallel  to  the  tangents 
of  the  center  line  of  the  arch  ring  at  a,  b,  c,  etc.;  and  then  at  such  a 
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distance  from  /'  that  01  nhall  i-pprcscnt,  to  any  c?onvcnient  scale,  the 
load  on  the  first  section  of  the  arch  ring  (including  its  own  weight), 
draw  H  vertical  line  through  0;  and  then  the  interecpts  0-1,  1-2, 
2-3,  etc.,  represent,  to  scale,  the  loads  which  the  several  divisions 
must  have  to  cause  the  line  of  n<sistancc  to  coincide  with  the  center 
of  the  arch  ring.  Lay  off  the  distances  0-1,  1-2,  etc.,  at  the  centers 
of  the  respective  sections  vertically  upwards  from  the  center  line  of 
the  arch  ring,  and  trace  a  curve  through  their  upper  ends.  The  line 
thu-s  formed — EF,  Fig.  210,  page  656 — shows  the  required  amount 
of  homogeneous  load;  i.e.,  KF  it)  the  contour  of  the  homogeneous 
load  that  will  cau.'*c  the  lino  of  resistance  to  pass  approximately 
thitiugh  the  center  of  each  joint. 

Hence,  by  choosing  the  material  of  the  spaiidix'l  filling  and 
arranging  the  empty  spaces  so  that  the  actual  load  shall  be  equivalent 
in  intensity  and  distribution  to  the  reduced  load  obtained  as  above, 
the  voussoirs  can  be  made  of  moderate  depth. 


Fio.  216.     Pl.(Itkn  Am-Fr. 

For  three  different  methods  of  tightening  the  haunches,  see 
Fig.  217,  page  662,  Fig.  219,  page  664,  and  Fig.  220,  page  665. 

1282.  Notice  that  the  lines  radiating  successively  from  P.  Fig,  215, 
will  intercept  increasing  lengths  on  the  load-line;  and  that,  there- 
fore, the  loatl  which  will  keep  a  circular  arch  in  equilibrium  must 
increase  in  intensity  per  horizontal  foot,  from  the  crown  towards 
the  springing,  and  must  become  infinite  at  the  springing  of  a  semi- 
circular arch.  Hence  it  follows  that  it  is  not  practicable  to  load 
a  circular  arch,  l>eyond  a  certain  distance  from  the  crown,  so  that 
the  line  of  resistance  shall  coincide  with  the  center  line  of  the  arch 
ring. 

1283.  EXABiPLU  tff  TOUSBOIR  AR0HE8.  A  few  illustrations  of 
actual  archea  will  be  given  to  show  some  of  the  details  of  construction 
of  archee  and  of  centers.  Space  will  not  permit  a  full  presentation 
of  ftU  importan'''  f^  '"^  wilt  be  idven  to  illustrate 
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t\u'.  geiioial  prijieiplcs  Ji.scusscd  in  tlif  prei'tuling  portions  of  this 
chapter. 

1284.  PUaen  Ardi.  Pig.  21(i,  page  6(il.  shows  a  half  section  of 
the  largest  masonrj'  arch  in  tlio  worhl — sec  Tabic  90,  pages  048, 

The  total  «pan  is  295.3  ft.  and  the  total  rise  is  59.5  ft. ;  but  the 
span  of  the  arch  proper  is  2l'^M  ft.,  ami  the  rise  21.2  ft.  The  largest 
of  the  traii.sveiwe  arches  through  the  haunch  is  for  the  passage  of 
a  stnH't.  Iletwocn  the  cnnvn  and  the  ti'ansveree  arrhes  are  longi- 
tudinal arches.* 

128&.  Luzembu^  Aich.  rig.  217  sliows  a  half  cross  section  of 
the  second  largest  voa-woir  ai'cli  in  the  world — see  Table  90, 
pages  Ms.      Noniinally  the  .span  is  277.7  ft.,  and  the  rise   101.7 


ft.;  Iml  really  the  span  of  llic  arch,  counting  fi'oni  the  top  of  the 
curvi'd  iiliittnient.  is  only  2;i;i  fl.,  anil  the  rise  only  oS  ft.  The  bridge 
curries  a  :i2-fl.  ruadway  and  two  10-ft.  sidi'walks.  The  arch  consists 
of  two  parallel  nlis  cadi  approxiinatcly  ;iO  ft.  wide,  set  approximately 
20  fl.  apart,  willi  a  i-einforccd  concrete  flour  slab  spanning  the  dis- 
tance Iwtweeii  tlicni.  This  is  :in  urijiiiial  and  tnily  noteworthy  con- 
ception. The  advantages  of  (ids  fcatui-c  are:  1.  The  amount  of 
niasuury.  and  coiisciiueiuly  the  cost,  is  i-educed  nearly  one  third. 
2.  Hy  dividing  the  arch  it  was  jKisxilili-  to  complete  an  arch  ring  in  a 
single  working  season,  '.i.  The  centej-s  for  the  fii-st  aifh  ring  can  be 
niiivi'il  over  and  l»e  used  again  for  the  secouil. 

The  design  ha.s  Iki-u  criticized  adver.scly  for  the  following  reasons: 
I.  The  full  arcli  is  not  vi.-iihie,  or  riiiher  llic  skewback  is  invisible, 
which  gives  an  inartistic  clfect.     2.  The  curved  abutment  looks  like 

•  I'.ir  ;iil.Ii1u>Tii,l  rlaOi  uiirl   illuMtnitiiiii-  :f  llii-  iircli  uDil 
(l«|t  Nrva.   vul.  li.  p.  73-77  (.Inn.  28,  IWH);  H/id.  \-.il.  liv,  ],. 
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a  column  thai  is  beiiiLing  uiiJi-r  its  load,  and  tends  to  give  an  impres- 
sion of  instability.* 

1286.  Cabin  John  Arch.  Fig.  218,t  page  f)63,  shows  a  half  eleva- 
tion of  the  Cabin  John  voussoir  arch,  near  Washington,  D.  C.  It 
was  completed  in  l^oO.     The  arch  is  a  circular  lu-c  of  110°;    and 


Fin.  219.     Beli.kfieli)  Arcth. 

ciirrirs  «  conduit  (clour  diuinctcr  9  feet)  and  a  carriage-way  (width 
2(1  fisrt).  The  to])  of  the  n>ndway  in  101  feet  above  the  bottom  of  tbe 
ravine.     The  vousBoirs  are  (iulni-y  (Mii,-w.)  granite,  and  are  2  feet 

*  Tor  adilirionnl  ilutn  unit  illi)Alrnli<-ii<  ••(  lli.>  un-li  ami  llip  ofntiT.  »«•  Enffintering 
.Wiiii,  vol.  xlvii,  p.  I7!l-ia0,  I!I3.  2ai. 

t  ('oiii|>i1i-<l  Trom  |ilu>ioKni]i1i><  tnkcii  ihiriiiK  t\«-  ]>n<Kn-»i  u(  llic  work  (1806-1860), 
by  courlmy  ■•[  Gmi.  M.  C.  Hng>t,  cliipr  rngin«>r. 
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thick,  and  4  feet  deep  at  the  crown  and  6  feet  at  the  springing.  The 
spandrel  filling  is  composed  of  Seneca  sandstone,  which,  for  a  distance 
above  the  arch  of  4  feet  at  the  crown  and  15  feet  at  the  springing, 
is  laid  in  regular  courses  with  joints  radial  to  the  intrados;  and 
hence  the  effective  thickness  of  the  arch  is  about  8  feet  at  the  crown 
and  about  21  feet  at  the  springing. 

For  more  than  forty  years  this  was  the  largest  masonry  arch  in 
the  world;  and  at  present  it  is  the  largest  voussoir  arch  in  this  coun- 
tr}'.  It  is  also  the  largest  masonry  arch  in  this  country',  except  two 
concrete  arches  — see  Xos.  1  and  2  of  Table  99,  page  703. 

1287.  Bellefield  Arch.  Fig.  219  shows  a  half  section  and  par- 
tial plan  of  the  main  arch  of  Bellefield  bridge  at  the  entrance 
to  Schenley  Park,  Pittsburg,  Pa.  For  the  main  dimensions  of  the 
arch,  see  No.  20  of  Table  90,  page  648.     Fig.  219  is  given  to  show 


'Span  140'  ffiM  35' 


Fig.  220.     Pont-y-Prydd  Aiicii. 


the  method  of  securing  empty  spaces  in  the  spandrel  filling.  The 
spandrel  walls  parallel  to  the  roadway  arc  built  of  rubble  masonry, 
and  are  connected  at  their  top  by  brick  arches;  and  the  transverse 
spandrel  walls,  also  built  of  rubble,  are  stopped  on  a  level  with  the 
springing  line  of  the  brick  arches.  Notice  the  concrete  backing 
near  the  crown  between  the  extrados  and  the  roadway.* 

1288.  Pont-y-Prydd  Arch.  Fig.  220  shows  a  half  section  of 
the  Pont-y-Prydd  bridge— sec^  No.  25  of  Table  90,  page  648.  This 
is  a  remarkable  bridge.  It  was  built  by  an  "uneducated" 
mason  in  1750;  and  although  a  very  rude  construction,  is  still  in 
perfect  condition.^  A  former  bridge  of  the  same  general  design  at 
the  same  place  fell,  on  striking  the  cent<»r8,  by  the  weight  of  the 
haunches  forcing  up  the  crown;  and  hence  in  building  the  present 
stnicture  the  load  on  the  haunches  of  the  arch  was  lightened  by 

*  For  additional  data  and  illostratioiu, 
Engineering  New$,  June  22, 1809. 
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leaving  horizontal  cylindrical  openings  through  the  spandrel  filling. 
The  cylindrical  arches  extend  from  the  face  of  one  parapet  wall  to 
that  of  the  other.  In  addition,  the  filling  immediately  over  the  arch 
and  around  th(»  cylindei's  was  charcoal.  This  is  among  the  first 
applications  of  this  nu^thod  of  lessening  the  load  on  the  haunches. 
Betw(»on  the  suiface  of  the  roadwav  and  the  extrados  is  rubble  mas- 

ft 

onry  laid  with  horizontal  joints.  The  outrr,  or  showing,  arch 
stones  are  2..')  feet  deep,  and  that  depth  is  made  up  of  two  stones; 
and  th(»  inn(T  arch  stoncvs  are  only  l..!  fe(?t  deep,  and  but  from  6  to 
9  inches  thick.  Tlu*  stone  c|uarried  with  tolerably  fair  natural  beck, 
and  received  little  or  no  dressing.  It  is  a  wagon-road  bridge,  and  has 
almost  no  spandrel  filling,  the  roadway  being  ver\'  steep.  A  stress 
sheet  of  thc^  arch  shows  that  the  line  of  resistance  remains  vcrj''  near 


Top  of  Backing 


BMeoTRaiU         /^"Copinpj  iS" String  Coursm^ 
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the  center  of  tlu?  arch  ring.  The  maximum  pressure  is  about  1,023 
pounds  ix»r  sc^uare  inch.  It  is  an  example  of  ver}''  creditable  en- 
gineering. 

1289.  Pennsylvania  R.  R.  Bridge.  1  ig.  221  shows  one  of  the 
spans  of  Little  Juniata  Bridge^  No.  12  on  the  Pennsylvania  Rail- 
road; and  is  given  mainly  to  show  (1)  the  method  of  draining 
an  arch  and  (2)  the  amount  of  backing  that  is  ordinarily  employed.* 
lM)rmerlv  the  backing  was  usuallv  rubble*  nia.sonrv,  but  now  it  is 
generally  concrete;  and  in  either  case,  the  amount  is  ordinarily 
enough  to  add  materially  to  the  strengtb  of  the  structure,  although 
\\w  backing  is  not  usually  considered  in  coirtputing  the  strength 
of  the  arch. 

1290.  Examples  of  Aroh  Gemters.  Kig.  222  sho>^'s  the  eenter 
designed  for  the  60-foot  granite  arches  of  the  Washington  Bridge 

*  By  courtesy  of  William  H.  lirown,  Chief  Engineer. 


Art.  5]  Brick  AncHEs,  667 

over  the  Harlem  Kivcr,  New  York  City.*  The  bridge  is  80  feet 
wide,  and  fiftet-n  libs  were  employed.  Notice  that  the  center 
does  not  extend  to  the  springing  line  of  the  arch,  the  first  fifteen  feet 
of  the  arch  being  laid  by  a  template. 


t'lit.  223.— CtNTcn  FOR  Arch  is  Wasrinotmi  Bridoe. 

For  other  examples  of  arch  centers,  see  Fig.  218,  page  663,  and 
Fig.  226,  page  609. 

1291.  SPEOiriOATIOMB  FOB  STOm-AROH  Hasovbt.  See  Appendix 
111,  page  729,  for  the  standard  specifieations  of  the  .\mericaii  Railway 
Engineering  and  Maintenance  of  Way  ^Vssociation  for  stone-arch 
masonry. 

Art.  .').    Brick  Arches. 

1292.  Brick  masonrj-  is  much  used  in  constructing  arched  sewers 
and  for  arched  tunnel  lining.  Owing  to  their  great  number  of  joints, 
brick  arches  aro  likely  to  settle  much  more  than  stone  ones  when 
the  centers  are  removed;  and  hence  are  less  suitable  than  stone  for 
large  or  for  Hat  arches.  Nevertheless  a  number  of  brick  arches  of 
large  span  have  been  built.  For  some  striking  examples,  see  No. 
28,  and  30  of  Table  90,  page  048;  and  many  brick  arches  having 
spans  from  50  to  SO  feet  have  been  built.  However,  such  large 
brick  arches  were  built  before  plain  and  reinforced  concrete  became 
so  common  as  at  present. 

1293.  BOKD  IK  Briok  Arobbb.  The  only  matter  requiring 
special  mention  in  connection  with  brick  arches  ia  the  bond  to  be 

•  By  courteay  or  Wm.  R.  HutUm,  Chiaf  &■•<»-* 
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employed.  Wht-n  ihc  tliickrioss  of  the  arch  exceeds  a  brick  and  a 
half,  the  bond  from  the  -soffit  outwaid  rMjuii'es  attention.  There  kp 
three  principal  iiicthodH  enipldved  in  bonding  brick  arches.  (1) 
The  arch  nmy  l>o  built  in  concentric  rings;  i.e.,  all  the  brick  maybe 
laid  as  stretchers,  with  only  the  tenacity  of  the  mortar  to  unite  the 
wvcral  ringH  {«■<■  Fig.  223).  This  form  of  construction  is  fn-quontly 
called  rowlock  hinui.  (2)  Part  of  the  biick  may  be  laid  af>  stretehere 
and  part  as  hea<ler.s,  as  in  onlinary  wallit,  by  thickening  the  outer 
ends  of  the  joints — I'ithc-r  by  H.-*ing  more  mortar  or  by  driving  in  thin 
pieces  of  slatx' — »o  that  theiv  shall  ho  the  same  number  of  bricks  in 
each  ring  (.sec  I'lg.  22-1).     Thi;4  form  of  construction  is  known  as 


heniler  itiiil  nhrfilur  hmiil,  or  is  desciibeil  as  being  laid  with  continwW 
niiHiil  jiiinlK.  (.i)  Mori;  in  niiirnp.  bonit  is  formed  by  dividing  the  areh 
hito  sections  similar  in  shaix.'  to  th(^  voussoirs  of  atone  arches,  and 
laying  the  brick  in  <'ju-li  scctiiHi  with  imy  desired  bond,  but  making 
the  radial  joints  Ijctwei'n  tlu-  .sections  cotitinuoiia  from  intrados  to 
cxtrados.  With  this  form  of  cuiistruction,  it  is  customary'  to  lay  one 
section  ill  rowlock  bonil  and  the  other  with  radial  joints  coDtinitous 
from  intnidoH  to  extiados.  the  hitli-r  section  being  much  narrowpr 
thiin  the  ft.rnier  (sec  Kig.  22.")). 

1.  The  obji-ction  to  laying  the  an-li  in  concentric  rings  is  that, 
shifts  th('  rings  act  nearly  or  (|uile  independently  of  each  other,  the 
jmiportion  of  the  load  carried  by  each  can  not  be  determined,  A 
ring  nniy  be  called  iiixm  to  snpjiort  considerably  more  than  its  proper 
sliiue  of  the  load.  This  is  by  fur  ilie  most  common  form  of  boading 
in  brick  iirches.  tin<l  Ibat  this  dillieully  does  not  more  ofK-n  manifcn 
itself  is  di>nhile.<.s  iliielo  the  veiy  low  miil  working  pressure  rmployrd. 
The  mniii  |ite.s.smi>  on  brick  niiisomy  aivhi's  onliiuuily  variett  from 
211  Ici  10  iMimiils  |Mi'  s<|iiaiT  inch,  uiiiler  which  condition  a  sin^ 
ring  niighi  carry  the  entire  pn-ssure  (see  }  (122-27).     The  objcctioii 
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to  this  form  of  bond  can  be  partially  removed  by  usinR  the  very  beat 
eement  mortar  between  the  rings. 

The  aclvantagett  of  the  ring  bond,  particularly  for  tunnel  and 
sewer  arches,  are:  a.  It  gives  4-inch  toothings  for  connecting  with 
the  succeeding  section,  while  the  others  give  only  2-inch  toothings 
along  much  of  the  outline,  b.  It  requires  less  cement ,  is  more  rapidly 
laid,  and  is  less  liable  to  be  poorly  executed,  c  It  possesses  certain 
advantages  in  facilities  for  drainage,  when  laid  in  the  presence  of 
water. 

2.  The  objection  to  laying  the  arch  with  continuous  radial  joints 
is  that  the  outer  ends  of  the  joints,  being  thicker  than  the  inner, 
will  yield  more  than  the  latter  as  the  centers  ar^removed,  and  hence 


Fio.  226.     Bond  akd  Centebino  fob  Vosbhro  Tunnel. 

concentrate  the  pressure  on  the  intrados.  This  objection  is  not 
serious  when  this  bond  is  employed  in  a  narrow  section  between  two 
larger  sections  laid  in  rowlock  courses  (see  Fig.  225). 

3,  When  the  brickwork  is  to  be  subject  to  a  heavy  pressure, 
some  form  of  the  block  in  course  bond  should  be  employed.  For 
economy  of  labor,  the  "  blocks "  of  headers  should  be  placed  at  such 
a  distance  apart  that  between  each  pair  of  them  there  shall  be  one 
more  course  of  stretchere  in  the  outer  than  in  the  inner  ring;  but  a 
moment's  consideration  will  show  that  this  would  make  each  section 
about  half  as  long  as  the  radius  of  the  arch, — which,  of  course,  is 
too  long  to  be  of  any  material  benefit.  Hence,  this  method  neces- 
sitates the  use  of  thin  bricks  at  the  ends  of  the  rings. 

1294.  EzAMPUC  or  Baiox  Aboh.  Fig.  226  shows  the  bond 
and  the  center  employed  in  arching  the  Vosburg  tunnel  on  the 
Lehigh  Valley  Railroad.* 

•  RiMcnbni'a  The  Vosbms  TvaaO,  a.  4B. 
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ELASTIC   AHC^H 

1296.  An  elastic  arrli  is  ono  which  is  considennl  to  support  its 
loiul  l)y  virtue  of  the  intemiil  stresses  developed  in  the  material. 
Any  voussoir  arch,  whether  made  of  stone  or  brick,  will  act  as  an 
elastic  arch  as  lon^  as  the  line  of  resistance  remains  within  the 
middle  third  of  ever>'  joint,  i.e.,  as  long  as  no  tension  is  developed; 
and  any  arch,  whether  voussoir  or  monolithic,  will  act  as  an  elastic 
arch  as  long  as  the  maximum  tension  does  not  exceed  the  safe  tensile 
strength  of  the  mortar  or  the  clastic  limit  of  the  concrete.  In  the 
preceding  chapter,  the  arch,  whether  voussoir  or  monolithic,  v.-as 
considered  as  being  held  in  equilil^rium  by  compression  and  friction. 
In  this  chapter,  the  arch  is  to  be  considered  as  })eing  held  in  equi- 
librium by  its  resistance  to  comlnned  compressicm  and  bending,  i.e.. 
it  is  proposed  to  consider  the  arch  ring  as  a  curved  beam. 

The  analysis  of  a  plain  concrete  arch  with  fixed  ends  will  first  l)e 
consi<lered  and  later  will  be  discussed  the  modifications  necessarx* 
for  a  reinforced  concrete  arch  and  for  hinged  arches. 

Ain\  1.     Plain  Conckktk  Ancn  having  Fixed  Ends. 

1297.  .Ml  theories  of  the  elastic  arch,  like  those  of  the  voussoir 
arch,  are  only  methods  of  verificati(m.  The  fii"st  step  is  to  assume 
the  dimensions  of  the  arch  ring  outright  or  to  make  them  agree  ^ith 
some  existing  arch  or  conform  to  some  emi)irical  formula;  and  the 
secoiul  step  is  to  compute  the  stresses  ac'cording  to  the  theoiy.  Then, 
if  the  computed  stresses  are  greater  than  is  considered  safe,  the 
dimensions  nuist  be  altered  and  the  arch  test<3<l  again. 

1298.  The  External  Forces.  All  that  was  said  under  this 
head  in  S  12()o-()0  as  to  the  difficulty  and  the  uncertainty  in  finding 
the  loads  to  be  supported  applies  to  elastic  arches  as  well  as  to 
voussoir  arches;  ami  nothing  further  is  re<juired  here  concerning 
that  phase  of  the  subject. 

1299.  In  finding  the  stres.ses  in  an  elastic  arch,  it  is  the  almost 
universal  custom  to  consider  the  loatl  as  being  entirely  vertical. 
Tlua  is  done  Ix'cause  the  omission  of  the  horizontal  componentB 
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greatly  simplifies  the  problem.  If  the  horizontal  components  are 
retained,  it  is  practically  impossible  to  compute  the  stresses  by  the 
graphical  process;  and  since,  for  other  reasons  also,  a  graphic  solu- 
tion is  more  desirable  than  an  algebraic  one  (see  §  1340),  it  is  cus- 
tomary to  employ  the  graphical  process  and  consider  all  the  external 
forces  as  being  vertical.  The  horizontal  components  are  an  element 
of  stability,  and  hence  the  arch  will  have  greater  stability  than  that 
given  by  the  usual  graphical  solution. 

1300.   Ck>NDmON8  FOR  AN  AROH  HAVINO  FIXED  ENDS.      If  the 

physical  conditions  are  such  as  to  fix  the  ends  of  the  arch,  then  the 
three  following  mathematical  conditions  will  be  satisfied,  viz.: 
1.  The  inclination  of  the  tangents  at  the  ends  of  the  neutral  axis  will 
not  change  when  the  load  is  applied.  2.  The  relative  elevations 
of  the  two  abutments  will  remain  unchanged.  3.  The  length  of 
span  of  the  neutral  axis  of  the  arch  ring  will  not  change. 

The  problem  of  testing  an  arch  according  to  the  elastic  theory 
consists  in  finding  a  line  of  resistance  or  a  linear  arch  (§  1195)  that 
will  satisfy  the  above  conditions  and  at 
the  same  time  give  safe  values  for  the  (;, 
stresses  in  the  arch  ring. 

1301.  Conditions  Stated  Mathemati- 
cally. To  make  the  above  conditions 
available  as  instruments  in  the  investi- 
gation of  an  arch,  they  must  be  stated 
in  mathematical  terms.  To  state  them 
in  algebraic  form  proceed  as  follows: 

1302.  First  Condition.     In  Fig.  227, 
let  CDKH  be  an  element  of  a  curved 
beam  ds  long,  whose  end  faces  CD  and 
HK  are  at  right  angles  to  the  neutral  axis  ^ 
FG.    In  the  original  position,  the  tangents 

to  the  neutral  axis  at  the  points  F  and  G  make  an  angle  with  each 
other  of  dS.     Let 

d<f>  =  the  change  of  angle  between  the  end  faces,  or  between  the 
tangents  at  the  ends,  due  to  the  bending  caused  by  the 
load; 
da  =  an  element  of  the  area  of  the  cross  section; 
E  =  the  coefficient  of  elasticity  of  the  material; 
/  =  the  moment  of  inertia  of  the  cross  section  about  the  neutral 
line; 
M  =  the  total  bending  moment  of  the  external  forces  on  one 
side  of  any  section  HK  about  G; 
s  »  the  length  of  the  neutral  line  of  the  arch  ring; 
z  «  the  distance  of  any  fiber  '         '^'^        tr&l  Una: 
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The  change  in  length  of  a  fiber  at  a  dibtanee  z  from  the  neutral 
axis  will  be  equal  to  zdc/),  and  the  resulting  stress  per  unit  of  area. 

f  =  E    ,  ^,  in  which  dn  is  the  original  length  of  the  fiber.* 


The  total  moment  of  resistance  then  is 


/        ]zdn  =   /        Kz'da 


d4 
ds 


ia) 

The  first  meml)er  of  this  e<]uation  is  equal  to  M;   and  for  any  par- 
ticular cross  section. /iJ  and  —-  are  constant.     Hence 

ds 


ds  J   I-  ds 


(f>) 


which  by  transposition  gives 


Aids 
EI 


W 


The  integral  of  ecjuation  c  gives  the  total  change  of  the  angle 
between  the  tangenst  at  the  two  ends  of  the  arch  AB,  Fig.  228;  but 
for  an  arch  having  fixed  ends  this  change  is  zero,  and  hence 

"'"*  -  (1) 


/ 


EI 


=  0 


Kcjuation  1  is  an  algebraic  statement  of  the  first  condition  given  in 

§  13()0. 

1303.  Second  CondUum.  In 
Fig.  228,  let  AGB  represent  the 
original  position  of  the  linear 
an^h,  and  A'GB  the  position  it 
would  take  due  to  the  stresses  in 
\^  the  setrtion  at  G,  if  the  end  A 
were  free.  From  the  similar  tri- 
angles GAK  2JiAAQA\  we  have 
AQ:  AA'  ::  AK  :  AG,    or    dy  : 

AG  .  r/0  ;:  .r  ;  A(r;    and  therefore  dy  =  x  d^,  and  substituting  the 

value  of  d(f)  from  ec^uation  c  and  ptussing  to  the  integral  as  in  {  1302, 

wo  have  for  the  wjuation  for  the  second  condition: 

M  X  ds 


%^^^' 


Vui.  22R. 


rfy  = 


EI 


(d) 


*  Thin  iisHiimes  the  lengtli  of  all  fi)>er8  beforo  <lintortion  to  be  c2a,  while  in  fact 
carh  fiber  hns  h  difToront  leii^^h;   but  aA  the  doptli  of  the  arch  ring  ia  umially  quite 
lU  in  comiNtriKon  with  itx  radiuH  of  curvature,  tiie  error  m  v'ery  smalL 
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The  integral  of  equation  d  l)et\veen  the  limits  A  and  B\  Fig.  228, 
is  the  total  change  of  elevation  along  the  arch  ring  due  to  the  effect 
of  the  load;  hut  for  an  arch  having  fixed  ends,  this  change  is  zero, 
and  hence 


/ 


which  is  the  algebraic  statennent  of  the  second  condition  in  §  1300. 

1304.  Third  Condition.  In  Fig.  228,  from  similar  triangles 
we  have  Q.V  :  A  A'  ::  GK  :  A(t,  or  dx  :  AG  .  d<f> ::  // ;  AG,  and 
therefore  dx  =  //  d(f>;  and  by  substituting  the  value  of  d^  from 
equation  c,  §  1302,  we  have 

,       'M  If  ds 

The  integral  of  equation  e  between  the  limits  .1  and  B  is  the  change 
of  span  due  to  the  effect  of  the  load;  but  for  an  arch  having  fixed 
ends,  this  change  is  zero,  and  hence 

El  ' ^'^> 


f. 


which  is  the  algebraic  statement  of  the  third  condition  in  §  1300. 

1306.  Simplification  of  the  Equations  of  Condition.  To  adapt  the 
preceding  equations  of  condition,  equations  1,  2,  and  3,  to  graphical 
computations,  it  is  necessary  to  make  certain  modifications,  as 
follows: 

1306.  To  Pass  from  Infinitessimals  to  Finites.  To  adapt  the 
equations  of  condition,  equations  1,  2,  and  3,  to  graphical  computa- 
tions, it  is  necessary  to  use  finite  increments  instead  of  differentials. 
Each  of  the  equations  of  condition  contains  the  term  ds  -^  I.  The 
value  of  ds  varies  from  point  to  point  according  to  the  curvature  of 
the  arch  ring;  and  /,  the  moment  of  inertia  of  the  cross  section, 
usually  increases  from  the  crown  toward  the  springing,  since  the  arch 
ring  usually  is  deeper  at  the  springing  than  at  the  crown, — as  it 
should  l>e,  since  the  thrust  in  the  arch  increases  toward  the  springing. 
Therefore,  if  the  neutral  line  of  the  arch  ring  is  divided  into  a  number 
of  short  sections,  Js,  such  that  Js  t-  /  is  constant,  we  may  sub- 
stitute in  the  equations  of  condition  the  finite  and  constant  quantity 
As  -T-  I  for  the  infinitessimal  and  variable  quantity  ds  -f-  /.  A 
method  of  dividing  the  arch  ring  so  as  to  make  Js  -^  I  will  be  ex- 
plained later  (see  §  1311). 

1307.  E  Constant,  The  coefficient  of  elasticity  of  concrete 
varies  with  the  unit  load  (§  409),  h^**  ^ " 

stress  the  variation  for  any  i 
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therefore  E  may  Ixj  regarded  as  a  constant,  and  may  be  placed  before 
the  sign  of  integration  in  the  equations  of  condition. 

1308.  Equations  of  Condition  Re-stated.  By  placlug  J«  -=-  /  and 
1  -^  E  outside  of  the  integration  sign,  and  using  the  summation  sign, 
equations  1,  2,  and  3  become,  i-espectively, 


I  M      =  0 
JM..r  =0 


V 


M.ff  =0 


(4) 
(5) 
(0) 


1309.  Equations  of  Condition  in  Graphic  Tenns.  To  adapt  the 
above  equations  to  graphic  computations,  it  is  necessary  to  find  M 
in  graphic  terms.  To  do  this,  let  GJ  in  Fig.  229  \re  a  portion  of  the 
arch,  ab  the  neutral  line,  ac  a  vertical  line,  and  ce  be  the  adjacent 
side  of  the  equilibrium  polygon,  and  ae  a  line  from  a  perpendicular 
to  ce.  Let  R  represent  the  magnitude  of  the  force  acting  in  the  line 
ce,  i.e.,  R  is  the  length  of  the  ray  in  the  force  diagram  parallel  to  the 

side  ce  of  the  equilibrium  poly- 
gon ;  and  let  H  be  the  horizontal 
component  of  /?,  i.e.,  H  is  the 
t  rue  pole  distance. 

The  force  R,  l>eing  eccentric, 
^j  tends  to  l)end  the  arch  rib;  and 
the  amount  of  the  bending,  M, 
about  a  is  R  .  ae.  By  similar 
triangles,  R  .  ae  ^  H.  ac;  that  is, 
the  liending  moment  at  any  sec- 
tion of  an  arch  rib  acted  upon  by 
vertical  loads  is  equal  to  the  true 
pole  distance  multiplied  by  the  vertical  intercept  between  the  true 
equilibrium  polygon  and  the  neutral  line.  Substituting  the  above 
value  of  M  in  equations  4,  5,  and  (i,  and  remembering  that  H  issL 
constant  for  any  particular  system  of  loads,  the  equations  of  con- 
dition ])ecome,  respectively. 


Fio.  229. 


vB 


or 


-  0 


(7) 


-2'      ttr.j'  —  0 


(8) 


1'  .  or .  //  —  0 
A 


(9) 


in  which  ar,  is  a  general  expression  for  the  intercept  between  the  true 
equilibriimi  polygon  and  the  neutral  line  of  the  arch  ring,  and  x  is 
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the  horizontal  distance  of  any  point  from  the  mid-span,  and  //  is  the 
vertical  distance  of  any  point  above  a  horizontal  lino  through  the 
abutments. 

1310.  Method  of  Fulfilling  the  Equations  of  Condition.     In  iMg.  230, 
let  «!  .  .  .  aj  . .  .  a^  represent  the  neutral  line  of  an  arch  ring,  Cj  . . . 


Fig.  230. 

Cg  . .  .  Cy  the  true  equilibrium  polygon,  and  k^  ...  A;„  an  axis  of  ref- 
erence.    Then  at  any  point 

ac  =  ck  —  ak (e) 

Taking  the  summation  of  equation  e,  and  remembering  that  I  ac  ^ 
o,  we  have 

I  ac  =  Ick  —  1  ak  =  o;  or  I  ck  =-  I  ak  (10) 

Multiplying  equation  e  by  x,  and  taking  the  summation, 

1  ac.x  =  I  ck.x  —  I  ak.x  —  o;  or  I  ck.x  —  I  ak.x  (11) 

Similarly 

2  ac.y  =  I  ck.y  —  I  ak.y  =  o;  or  I  ck.y  =  I  ak.y  (12) 

Therefore  we  see  that  the  three  equations  of  condition,  equations 
7,  8,  and  9,  will  besatisfied,  if  equations  10,  11,  and  12  are  fulfilled. 
Furthermore,  equations  10  and  11  will  be  fulfilled,  if  the  axis  k^  .  .  . 
kg  is  taken  so  as  to  make 


Ink  =  0  . 
Ick  =  0  . 
I  ak.x  =  0  . 
I  ck.x  =  0  . 


(13) 
(14) 
(15) 
(16) 


Hence  the  determination  of  an  equilibrium  polygon  satisfying 
equations  7,  8,  and  9,  is  accomplished  by  (1)  dividing  the  arch  ring 
into  sections  such  that  Js  -^  I  is  constant,  (2)  finding  a  reference 
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line  for  the  arch  rinj;  such  that  -  ak  =  0  and  -T  afc .  j-  =  0,  and  (3) 
constructing  thereon  an  equihbriuni  polygon  such  that  1'  ck  =  0. 
2'  ck  .J*  =-  0,  and  1'  rk  .  //  ^  -  ak  .  //. 

1311.  To  Make  Jsi  -^  /  Oonstant.  Tlu*  first  stop  is  to  divide 
the  neutral  axis  of  the  arch  rin»^  so  that  Js  -r-  I  will  be  a  constant. 
Since  the  thrust  incre:uses  from  the  crown  toward  the  springing,  the 
depth  of  the  arch  rin^  usually  also  increases  toward  the  springing, 
which  gives  a  variable  moment  of  inertia.  The  moment  of  inertia 
increases  as  the  cube  of  the  depth;  and  hence  a  comparatively  small 
change  in  the  depth  will  cause  a  large  cliange  in  the  moment  of  in- 
ertia. Therefore,  to  keep  J.s  ^  /  constant,  it  will  be  ne(*essar>'  to 
nuike  J.v  much  greater  near  tlie  springing  than  at  the  crown. 

There  are  several  methods  of  determining  the  successive  divi- 
sions of  the  arch  ring,  but  the  following  graphical  process  is  the  sim- 
plest. Divide  the  neutral  line  of  the  semi-arch  ring  into  any  numl)er 
of  e<iual  parts,  say.  from  5  to  10;  and  measure  the  radial  depth  of 
the  ring  at  each  point  of  division.  Kectify  the  neutral  line,  either 
by  stepping  arouiul  it  with  a  pair  of  <livi(lei's  or  by  computation,  and 
lay  of  this  distance  to  scale  from  -I'  to  ^"  in  Fig.  2.31;  and  divide 
the  line  .IT"  into  the  same  num])er  of  et^ual  parts  iis  the  semi-arch 
ring.  At  each  point  of  division  of  A'C  erect  a  vertical  equal  to  the 
moment  of  inertia  at  the  corresponding  point  on  AC;  or  since  in  a 
plain  concrete  arch  the  moment  of  inertia  is  proportional  to  the  cu!)e 
of  the  depth,  we  may  lay  off  the  latter  (|uantity  instead  of  the  moment 
of  inertia.  Connect  the  tops  of  these  verticals  l)y  a  smooth  eur\'e 
DF,  and  then  it  niav  b(»  assumetl  that  anv  ordinate  to  the  curve  DF 
is  proportional  to  the  moment  of  inertia  at  the  corresponding  point 
of  the  arch  ring. 

To  <iivide  the  neutral  line  of  the  arch  ring  into  portions  Js  so 
that  Js  -:-  J  shall  be  constant,  draw  a  line  C'a  at  any  slope  and  then 
a  line  nh  at  the  same  slope,  and  continue  the  construction  by  drawing 
other  isosceles  triangles  as  shown,  using  always  the  same  slope. 
This  divides  tlie  rectified  arch  ring  into  a  number  of  parts,  C&,  M, 
(ff,  etc.,  such  that  the  length  of  each  j)art  divide<l  by  the  moment 
of  inertia  at  its  center  is  constant,  i.e..  J.s  -J  /  =-  2  tan  a,  in  which 
a  is  the  angle  between  the  sides  of  the  isosceles  triangles  and  the 
vertical.  It  is  not  imi>oriant  that  a  point  of  division  shall  fall 
exactly  at  A\  since  many  arches  join  the  abutment  by  a  gradually 
increasing  se<'tion.  and  hence  there  is  really  no  sprnging  line,  and  also 
since  most  arches  are  so  thick  at  the  springing  that  the  position  of 
the  line  of  resistance  is  mainly  determined  by  the  portion  of  the  arch 
ring  over  tlie  central  half  of  the  span. 

1312.  The  arch  ring  can  ))e  <livided  into  a  predetermined  number 
of  parts  only  l)y  successive  approximati(ms.     To  make  the  first 


Akt.  1.] 


Plain  Concrete  Hingeless  Arch. 


(577 


approximation,  find  the  average  value  of  the  moment  of  inertia  at 
several  points,  say,  the  equidistance  points  used  in  constructing  DF, 
Fig.  231.  i.e.,  find  the  average  of  the  ordinates  used  in  constructing 
Fig.  231,  and  designate  the  result  /^ .  Then  if  n  =  the  number  of 
parts  into  which  AC  or  A'C  is  to  be  divided, 

2  /  tan  a  =  ds  =  s  -^  n. 


V  » 


2  /  tan  a  =  I  Js  ^  s. 


2  n  /-  tan  a  =  s. 


tan  a  = 


,s 


2n/. 


Js 

2 /a 


The  /a  found  as  above  is  not  the  average  of  the  ordinates  at  a,  c, 
e,  etc.;  and  consequently  a  solution  depending  upon  it  will  be  only 


Fio.  231. 

an  approximation.  To  make  a  first  approximation,  lay  off  tan  a 
a  little  smaller  than  the  value  computed  above,  and  construct  a  series 
of  isosceles  triangles.  By  using  a  Brown  and  Sharp  protractor  these 
triangles  can  be  constructed  very  quickly.  To  make  a  second  approx- 
imation, find  a  new  value  of  Ig,  by  taking  the  mean  of  the  ordinates 
at  a,  c,  6,  etc.,  and  construct  a  new  series  of  triangles.  For  a  third 
approximation,  determine  a  third  valiv^  ^'  ' 
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diiiates  at  a,  r,  v,  etc.,  of  tlio  second  seriesj  of  triangles.  The  third 
approximation  is  usually  pra<'tically  exact.  In  making  the  exact 
division,  it  is  better  to  l)e^in  at  .1  in  con.structing  the  isosceles 
triangles,  since  then  the  Hi*st  side  of  eacli  triangle  intersects  the  curve 
DF  more  nearly  at  right  angles,  and  hence  the  solution  is  more 
accurate. 

1313.  To  Locate  the  Line  kk.  The  second  step  ($  l.'UO)  is  to 
locate  the  line  /.A',  P^ig.  2'M),  page  ()75.  so  as  to  satisfy  the  conditions 
-  ak'  =  i)  and  1'  ak' .  .r  ^  0.  Since  the  line  joining  the  abutments 
is  liorizontal,  if  a  horizontal  line  k^k\  is  drawn  at  a  distance  alwve 
.1/^  e([ual  to  the  average  of  the  ordinates  to  the  neutral  line,  then 
1'  nk'  =  0;  that  is.  if  (l^  k\  --=  1  ad  -j-  (n  f  2)  in  which  n  is  the  num- 
ber of  sections  in  the  arch  ring  (jj  1.^12),  tlien  equation  13,  page  G75. 
i.e..  ^  (lie  --^  i),  is  satisfied. 

Since  the  arch  is  symmetrical  with  reference  to  a  vertical  line 
tlu-ough  the  crown,  and  since  the  points  of  divisions  of  the  arch  ring 
are  aLso  symmetrical  with  reference  to  tiie  crown,  the  line  A*,  k\ 
drawn  as  above,  also  satisfies  the  ecjuation  15,  page  675,  which  is 
y  ak  .  .r  =  0  . 

K(iuations  14  and  1(».  page  \\7'y.  and  also  equation  9,  page  074, 
involve  th(»  eciuilibrium  polygon,  and  hence  they  can  not  be  satisfied 
until  that  is  determined. 

1314.  to  Find  the  True  Equilibrium  Poltgoit.  The  third 
step  (S  1310)  is  to  construct  on  the  line  kk,  Fig.  230,  page  675,  an 
('(puHbrium  ])olygon  which  will  satisfy  the  crmditions:  ^  ck  =■•  0, 
1'  ck..r  =--  t).  and  1'  ck .  i/  =  2' a/;.//.  The  ecpiilibrium  polygon  which 
satisfi(\s  these  conditions  is  the  true  (Miuilibrium  polygon,  and  having 
this  the  stresses  in  the  arch  can  readilv  be  found.     The  method  of 

ft. 

finding  the  tiue  e<|uilil)rium  polygon  can  best  l>e  explained  in  con- 
nection with  th(»  working  of  an  example. 

1315.  The  Data.  We  will  use  for  the  illustration  a  segmental 
cin'ulai  plaiu-criricreK?  arch  of  the  following  dimensions:  Span  of 
the  neutral  line.  ">()  ft.;  rise  of  the  neutral  lim\  10  ft.;  thickness  at 
the  crown.  2. Oft.;  thicknessat  the  springing  in  the  line  of  the  radius  of 
the  neutral  line.  ")  ft.;  deptli  of  earth  over  the  crown  of  the  extrados, 
'2  ft.;  live  load  over  half  the  span.  100  lb.  [)er  scj.  ft.  The  live  load 
is  tjikcn  over  only  half  the  spnn  to  ilhistrate  a  method  of  proc^ure 
for  utiMinmelrical  loads.  We  will  assume  concrete  to  weigh  150. 
•Mu\  cMith  100  lb.  J  KM'  cu.  ft.  We  will  considcM*  only  a  section  of  the 
.iirh  ring  1  ft,  long,  i.e..  1  ft.  |MM|>endicular  to  the  plane  ot  the  draw- 
ing.     V\ir.  "J.TJ  shows  th«'  ilimeiisiiins  of  the  arch. 

The  lii>t  step  is  to  divi<le  the  neutral  line  of  tlie  semi-arch  intx>  a 
mimber  of  parts  such  that  th«^  length  of  each  part  divided  by  the 
moment  of  inertia  of  the  cross  ••iectifm  .shall  l.>e  constant.     By  the 
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method  of  JI^H.  the 
neutral  line  of  the  semi- 
arch  is  divided  into  eight 
parts,  as  shown  In  Fig. 
232.  Table  93,  page  tiS). 
show.s  the  data  employed 
in  making  thi»  division, 
and  also  shows  the  values 
of  Js  -i-  I.  Of  course,  if 
the  work  were  accurate, 
all  of  the  quantities  in  the 
last  column  of  Table  93 
would  be  the  same.  The 
values  of  Ja  -=-  /  were  de- 
termined from  a  drawing 
like  Fig.  2:i]  havingascale 
of  2  inches  to  1  toot. 

1316.  The  next  step  is 
to  divide  the  arch  into 
sections  and  find  the  dead 
and  live  load  for  each. 
In  the  solution  of  the 
problem  to  follow,  we  shall 
be  required  to  measure  the 
vertical  intercepts,  at  the 
center  of  each  division  of 
the  arch  ring  found  in 
§1311-12,  of  the  equilib- 
rium polygon  and  also  be- 
tween the  equilibrium 
polygon  and  the  neutral 
line  of  the  arch  ring;  and 
the  more  nearly  the  equi- 
librium polygon  conforms 
to  the  curve  of  pressures, 
i.e.,  the  line  of  resistance 
or  the  linear  arch,  the 
more  accurate  the  results. 
The  line  of  resistance  is  a 
curve  insrriljed  in  the 
equilibriinn  jwlygon  (see 
$1195);  and  hence  we  may 
either  make  the  equilib-  3  iS  >^ 
rium    polygon    so    many 
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sided  that  it  conforms  closely  to  the  pressure  curve,  or  so  consti u^ 

the  equilibrium  polygon  that  its  sides  shall  be  tangent  to  the  pres^^.^;^ 
curve  at  the  points  where  the  intercepts  are  to  be  measured.  "TTie 
first  necessitates  the  dealing  with  numerous  loads,  and  hence  entaik 
considerable  work;  while  the  second  can  be  done  without  unn^-cjes- 
sary  labor. 


Ref .  No. 


0 
1 

2 
3 
4 
5 
6 
7 
8 


TABLE  93. 
])ata  for  Making  Js   -^  I  Constant. 


1.54 

3.13 

4.82 

6 .  72 

8.95 

11.80 

16.02 

27 .  58 


Recti  fietl 
Distance 
from  Crown.    I 


0.00 


Js 


0.00 
1.54 
1.59 
1.69 
1.90 
2.23 
2  85 
4.22 
11.56 


Depth  of  Arch 

Ring  on 
RadiuH  of  Neu- 
tral Line  at 
Middle  of  A  «. 


2.000 

2.004 

2.02 

2.07 

2.14 

2.27 

2.46 

2.80 

3.91 


Cube  of 
Depth. 


8.00 

8.04 

8.24 

8.87 

9.80 

11.69 

14.88 

21.95 

59 .  78 


_  30 

-  31 
.  32 

-  34 

,  35 

.  3* 

.    3'i 


urn 
y: 


Therefore,  if  wo  draw  vertical  lines  through  «,.  a^,  a,,  etc., 
232,  page  079,  the  middle  of  the  several  divisions  of  the  arch  ring, 
find  the  dead  and  live  loads  for  each  section,  the  resulting  equilibri 
polygon  will  liavo  its  sides  almost  exactly  tangent  to  the  press 
curve  at  the  verticals  through  a,,  r/o,  etc.,  the  points  at  which  t 
intercepts  are  to  he  measured.     Since  the  end  section  of  the  ar 
ring  is  rather  long,  it  was  divided  into  three  portions  and  the  lot 
found  for  each.     The  loads  for  each  of  the  several  sections  arestat^"'  ^^ 
in  the  upper  j)ortion  of  Fig.  232.     These  loads  act  at  the  center  ^      ^^ 
gravitv  of  each  vertical  slice,  which  nuiv  usuallv  be  taken  midwji#^  ^ 
between  the  vertical  sides  except  possibly  for  a  few  slices  neiir  th'^ 
springing.     For  the  latter  portions,  the  center  of  gravity  may  b"-^ 
found  as  in  ^  035. 

1317.  Trial  Equilibrium  Polygon.     The  first  step  toward  findin^^^ 
the  true  equilibrium  |)olyg()n  is  to  draw  a  trial  equilibrium  polygot^ 
The  arch  is  loaded  as  shown  in  Fig.  232.     The  arch  is  re-drawn  to 
larger  scale  in  Fig.  233 — a  folding  sheet  facing  this  page. 

Toconstruct  thetrialequilibriuni  polygon  proceed  as  follows:  1.  Lr  ^^  * 
off  a  load  lino  1  Hi  to  represent  the  loads.     2.  Choose  a  trial  pol^  ^ 

which  may  be  at  any  point  but  which  should  preferal)ly  be  at  a  poi'      ^^ 
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such  that  the  pole  distance  will  be  some  round  number  as  10,000, 
20,000,  etc.,  and  also  approximately  opposite  the  point  on  the  load 
line  that  divides  the  load  line  into  the  two  reactions.  The  true  pole 
distance  can  be  approximately  determined  by  applying  Navier\s 
principle  (§  1214)  to  the  crown  of  the  arch.  In  the  case  in  hand, 
the  crown  thrust  as  computed  by  Navier's  principle  is:  T  =  pp  — 
(2  X  150  -h  2  X  100  +  100)3().25  =  21,749  lb.  Hence  the  trial  pole 
distance  was  taken  at  20,000  lb.,  and  the  trial  pole  was  located  a 
little  below  the  center  of  the  load  line  at  P'.  8.  Draw  the  several  rays. 
4.  Construct  the  equilibrium  polygon  b^.  .  .  .b^.  .  .  .t,^.  5.  Draw  a 
line  from  i\  (=  6|)  to  r,„  (  =  6i„);  and  drop  vertical  from  ^j,  6,,  etc., 
upon  r,,  ?',g,  and  mark  the  points  v^.  .  .  .r^.  .  .  .i\j. 

1318.  If  the  arch  were  either  hinged  or  simply  supported  at  A 
and  B,  there  would  be  no  moment  at  these  points,  and  hence  the  clos- 
ing line  of  the  equilibrium  polygon  would  run  from  6,  tofe,^;  but  as  the 
arch  under  consideration  has  fixed  ends,  there  is  a  moment  at  each 
abutment,  and  therefore  the  closing  line  does  not  pass  through 
either  6,  or  bi^.  The  immediate  problem  is  to  find  the  closing  line 
of  the  trial  equilibrium  polygon. 

For  the  purposes  of  the  explanations  immediately  to  follow, 
draw  a  trial  closing  line  n^  ?j,g.  Then  since  the  summation  of  the 
moments  at  the  various  points  of  an  arch  ring  having  fixed  ends  is 
zero,  and  since  the  ordinates  of  an  equilibrium  polygon  are  propor- 
tional to  the  moments,  the  closing  line  should  have  such  a  position 
that  the  summation  of  the  intercept  between  it  and  the  equilibrium 
polygon  will  be  zero,  i.e.,  the  closing  line  should  satisfy  the  con- 
dition J  M  =  0.  or  J  {b^  n,  -h  />  2  rij  .  .  bij  riy^  4-  b^^  n^^  =  0. 
But  the  above  condition  is  not  enough  to  fix  the  position  of  the  clos- 
ing line,  since  any  number  of  lines  can  be  drawn  which  will  make  the 
sum  of  the  intercepts  equal  to  zero.  The  other  condition  which  may 
be  employed  to  fix  the  closing  line  is  that  stated  in  equation  5, 
page  674,  viz.:   2'  M-.x  =  0,  or  it^  equivalent 

I  (b^n^  .  Xj  -f  b^ri^  .  x^ ^i^n,;  .  x^^  -f  bi^n^^  .  Xjg)  =  0. 

To  make  the  problem  a  little  clearer,  we  may  restate  it  as  follows: 
The  intercepts  b^v^  ...  b^r^  .  . .  b^^v^^  may  be  regarded  as  the 
moments  for  some  unknown  system  of  loads.  (The  exact  system 
giving  this  polygon  is  not  known,  since  the  pole  distance  was 
assumed.)  The  problem  may  then  be  regarded  as  that  to  find  what 
system  of  minus  loading  added  to  the  loads  giving  the  equilibrium 
polygon  6,  .  .  .6^  .  .  .  /)|g  will  give  a  closing  line  which  will  satisfy  the 
two  conditions:  I  M  =  0.  and  S  M  .x  =0;  or  their  equivalents: 
J  6n  =  0,  and  I  bn.x  =0.  For  the  purpose  of  finding  the  closing 
line  of  the  equilibrium  polygon,  we  may  regard  the  intercepts  bv  as 
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forces;*  aiul  then  the  problem  is  to  find  the  minus  forces  which  must 
be  added  to  the  positive  forces  to  make  -i'  6n  =  0  and  1'  bn.x  =  0. 

Since  the  summation  of  the  moments  is  to  be  made  equal  to  zero, 
i.e.,  since  we  are  to  have  1'  M  =0.  the  total  minus  load  must  be 
equal  to  the  total  positive  load;  and  since  we  arc  also  to  have 
J  M  .X  =  0,  the  resultant  of  the  minus  loads  must  lie  in  the  same  line 
as  the  resultant  of  the  positive  loads.  These  principles  make  it 
possible  to  find  the  resultant  of  the  positive  forces  and  also  to  find 
the  closing  line  of  the  trial  equilibrium  polygon. 

1319.  To  find  the  Resultant.  The  first  step  toward  finding  the 
closing  line  is  to  determine,  the  amount  and  the  position  of  the  re- 
sultant, y?',  of  the  loatls  that  would  give  the  equilibrium  polygon 
6^  ...  65  ...  ^„;  or  in  other  words,  the  first  step  is  to  find  the  mag- 
nitude of  the  resultant  of  the  intercepts  hv  when  considered  as  forces. 

Table  04  gives  the  values  of  the  coordinates  x  and  y  to  the 
points  of  intersection  of  the  lines  of  action  and  the  neutral  line  of  the 
arch  rin^.  and  also  the  various  intercei)ts  and  products  employed  in 
the  solution  to  follow.  Taking  the  origin  of  coordinates  at  the 
middle  f)f  the  span  gives  smaller  values  of  x  and  otherwise  materially 
shortens  the  subsccjuent  work. 

To  find  tlu^  magnitude  of  R\  the  n*sultant  of  the  forces  repre- 
sented  by   the  intercepts  hi\   take   the  sum   of  b^v^ ^w '■«• 

which  in  the  case  in  hand  is  KU.Tl  ft.t  To  find  the  position  of  the 
resultant,  compute  the  successive  products  bv.x,  and  divide  their 
sum  by  the  sum  of  the  intercepts  br.  The  several  products  are 
given  in  Table  94:  and  their  sum  is  —10.4,  which  divided  by 
l(i4.71  gives  -0.12  ft.  Hence.  W  acts  0.12  ft.  to  the  left  of  C,  i.e!, 
on  the  side  toward  the  abutment  that  has  the  heavier  load;  or 
X  -     -0.12  ft. 

Hut,  since  the  jxjsition  of  the  intercei)ts  hr  is  symmetrical  about 
the  <T()\vn,  the  e^iuation  of  moments  may  be  stated  thus: 

R  .  X    -    (/>,r,   -   /;,Hr,J  -.r,    4-    (lf..i\  -   h^-r^^)    x^    (Vt  - 

r,y/>,„)  .r.,.  which  is  a  little  shorter  than  the  above  solution. 

1320.  To  find  the  ('lo.slng  Line  of  the  Triid  PJquiiibrium  Polygon. 
The  next  step  is  to  finil  a  closing  line  such  that  if  the  ordinates  from 
it  to  h^  .../>„...  h^^  are  treated  as  forces,  their  resultant  vAW  be 
e<iual  to  R'  in  magnitude  and  coincide  with  it  in  position.  We  will 
ass\ime  a  trial  closing  line  «,^/,^  parallel  to  /','',«.  such  that  r,n, 
is  equal  to  the  average  of  the  Ite  onlinates,  i.e.,  x\ny  =  f,an,g  = 
R'    :    (!r»    I   2)    ^    f  O.M    ft.      (Tiie    line    //,//m    could  l>e    drawn    in 


iiiorp  ("lonr  flir 


*  lJi'j;:ii'«lin>X  tin'  iiilrriTpl.-  hr  as  fon'i"«»  is  only  :i  ilrvirt*  fur  iiiukilig  — ..^  , ., 
imx'c.'^'i  of  finding  tlir  [irodurt.-  of  «>:icli  iiitiTccpt  hr  by  its  rorrt^s|K>n(1iiig  Hniix. 

t  Nuticc  that  tiltliuugli  we  huvo  troatcil  tiic  oixliimtos  u.s  foFcei»,  tlicy  an*  really 
linear  dwtaiice$. 


Akt.  1.] 


Plain  Concrete  Hingeless  Arch. 


683 


< 


o 
o 

•J 

o 


a: 
s 

55 


o 


0 


S 

09 
& 

or 

M 
u 


> 

O 

a 
s 

S 

n 


D 

cr 

OS 
H 


O 

SO 


/I 


cc»cooo'w»oooco 

8 

+  +    1     1     1     1     1     1     1 

1     1     1     1     1     1    +  +  -f 

o 

1 

5 

o 

3 


Q    Z?    «D   <X> 

5  CO  c^  c^ 

s 

r^  u5  Q 

X  »o  95 

S   «5   00 

«0  ^  Q 
W  CO  o 

o   ^   ^   00 

+  +  +  1 

1 

1 

^   CO   f 

Ci    CN|    CN| 

1         1         1 

■»f   CO   ^ 
C^   M    N 

1   1    i 

1 

7 

1 

P-1   TT   O 

+  4-  + 

1 

s 


MCiQ01C0h«0ip  QC0QC^CI»CO5O5Q 


ooo-Hxcotpt^go 


+  +  I  I 


^  'x  N  C^ 

I  I 


04  C^  CI  C^  ^       i-i 

I  I  I  I  I  I  4-  +  4- 


C3 


1^  X 


oa  t>-  t>-  'H  Q  CO 
I  OJ  «  O 


r>-  CO 

M  CO  "^ 


coi^coQ«-Ht>.t>.g5r>. 

■^COC^OCOOi«-^X"5 


5 

a 


l^COOO»-iC101C^OI 

+  +  +  I  I  I  I  I  I 


C^CIWOi»-iOOCOt>. 

I  I  I  I  I  I  4-  4-  + 


.a 


^  Oi  CO 

CO  -^  o 


CO  O  CO  X  Od  04 
W  O  "^  o 


r^.  X 


X  X  Q 

t^  o  »j5 


»C  ?0  CO  Ol  O  !>• 

CM  X  "^  »-•  "^  OJ 


Oi'^O'-iOICSICMOlCM 

4-  +  I  I  I  I  I  I  I 


CSICMOlOl'-Hf-iO'^X 

I  I  I  I  I  I  +  +  4- 


5 

b 

1 


»OTi<co"^oor>.o(N 

xcor>!xoio4»ocsic> 
c5  »o  <o  CO  oi  1-1 
oi  ^ 

I     I     I     I     I     I     I     I     I 


.§ 


OX«0C0|^X^t>.04 


'<t«o<csir>.cocooio 


o  X  »s 


r>-  CO  r>.  r>-  Oi 

X   CO   rt<   CM 


CM 


t>-cO»C^"^Q'^0 
CM    -^    CO   X   O   CM   Oi 


llllillll         +  +  -f4-4-  +  +  H-4- 


5 
a 

s 

a 


**  05  r>-  »o  CO 

»-«  "^  05  r>-  X 


"•t  »^  X 
-^  X  CM 


05t^^C0CMCM»-HOO 


CM   00 

X  oi 


a>  X 

»0   CM 


SCO  "^ 
X   Oi 


CM»^C0«5OpQQC 

osxcoeo^^^coo 


O  "^   05  o 


O  O  X  "^  o 


H 

ST. 


^ 


« 
S.S 

c 

i 

^1 


SQ0Ot!00t^Q"^»Qdin'Ql^X'TOXQ 
0'V»C'-*»^X050S00505X«5^»C'^COO 

ocor>-o6a>oioiOiOi005aJoso50sxr^coo 


Sop  CO  CM  r>.  -^  r^  . 
^»OCMtN.tN.O>COl>. 


lO   Q   CO    O   1^ 
CM    ^    -^    -* 


»0 


01   t^   Q   !>. 

O   O    O    CM    CO    »0    1^ 


CM    l>.   -^    h*   CM    CO   X 
CO    Oi   r>-    t*    CM    lO   "^ 


CM 


-4-  4-  +  4- 


O    CO   Q    »0 
-«    ^   Ol    CM 

4-  4-  4-  -4    4 


X 


s 


o 
4- 


X 

o 


i 

I 


O) 


t^ 


s 


CM 


s; 


*»iaiu«x 


.-•CMC0"^»CCOl^XO> 


tl 


0-"P»CO'»u»«Ct»00 


084  Elastic  Arch.  [Chap.  XXIII. 

any  position,  hut  drawing  it  parallel  to   \\i\^  and  making  r,n,= 
R  -j-  (16  +  2)  simplifies  the  subsequent  work). 

We  have  said  that  the  ordinates  f,w,  .  .  .  x\^n^^  may  be  regarded 
as  representing  the  negative  forces  which  must  be  added  to  the  given 
forces  to  give  the  closing  line  WiW,^;  and  similarly,  if  lines  n,r,, 
n,r,8,  and  n^^\\^  be  drawn,  the  total  negative  load  may  he  regarded 
as  being  represented  by  the  ordinates  to  the  two  triangles  n^v^^i\ 
and  n,7/,^r,N.  Designate  the  resultant  of  the  forces  represented  by 
the  triangle  «,'',«/',  as  trial  7\,  and  the  resultant  for  the  triangle 
7/,7injr,„  a.s  trial  7^.  (The  subscript  of  T  indicates  w-hether  the 
resultant  lies  to  the  right  or  to  the  left  of  the  center  line  CD'). 
It  is  required  to  find  the  magnitude  and  position  of  Ti  and  Tr. 

1321.  The  magnitude  of  trial  Tf  is  the  sum  of  the  ordinates 
of  the  triangle  fi^i\^i\.  Since  the  line  n,n,g  wjis  drawn  parallel 
to  i\i\^,  the  triangles  7i^i\^i\  and  n^n^f^^\y^  are  equal:  and  therefore 
trial  Tr  -  trial  T,  =  k  H'  =^  \  (1()4.71)  =  cS2.35  ft.;  and  trial  Tr 
is  as  far  to  the  right  of  ("  as  trial  7'/  is  to  the  left.  Let  Xr  represent 
the  distance  of  trial  Tr  from  T'.     As  just  stated  Xr  =X/. 

The  position  of  trial  Ti  is  most  conveniently  found  by  taking 
moments  of  the  intercepts  about  ('\  and  dividing  by  the  sum  of 
the  intercepts.  If  a  line  be  drawn  from  .t'  to  F'  (the  point  where 
7i,r,„  crosses  the  vertical  through  T').  tiien  the  moment  of  the  tri- 
angle F'i\jy  is  equal  to  that  of  F'vjy-,  and  consequently  the 
moment  of  //,r,„r,  about  F'  is  e(|ual  to  the  moment  of  n^F'{\ 
about  the  same  point.  The  intercepts  of  the  triangle  n^F't\  are 
given  in  Table  04,  page  i\K\,  as  also  the  moments  of  these  intercepts 
about  F\  the  former  being  designated  /  and  the  latter  f  .x.    Forming 

I  f  I 

the  ecpiation  of  moments  as  above  and  solving,  we  get  Xi  =  "v-  5/" 

=  -().44  ft.     Hence  >r  =  4-r,.44  ft. 

By  taking  moments  about  a  point  in  trial  7'/.  we  have: true 
7V .  (xi  4-  Xr)  =  R' .  (xi  —  X)  =  2  trial  T  .  (xi  —  x);  and  therefore 

true  Tr      2  {Xi  -  X)       xi  -  x' 
trial  T        Xi  +  Xr  Xi 

Similarly,  by  taking  moments  about  a  i)()int  in  trial  Tr.  we  get 

true  7'/       2(Xr   h  x)       jv  +  •*' 
trial  T         .r/  f  .r^.  Xr 

1322.  The  magnitude  of  trial  Ti  is  increased,  if  the  point  w, 
is  moved  vertically  upward;  and  is  decreased,  if  «,  is  moved  clown. 
Further,  the  position  of  trial  Ti  is  not  changed  if  n^  is  moved  vertically, 
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since  all  ordinates  will  be  increased  proportional  to  their  lengths  and 
hence  the  sum  of  the  moments  divided  by  the  sum  of  the  forces  will 
remain  constant;  i.e..  the  distance  from  trial  Ti  to  C  remains  un- 
changed if  M,  is  moved  vertically  either  up  or  down.  The  movement 
of  n,  docs  not  affect  either  the  position  or  magnitude  of  trial  T^ 
.since  neither  the  magnitudes  of  the  several  ordinat^s  nor  their 
position  horizontally  is  altered.  Similarly  a  movement  of  n^^  alters 
the  value  of  trial  T^.  but  not  its  position. 

Therefore,  if  w,m,g  is  the  true  closing  line,  we  have  the  propor- 
tion:  trial  T/   is  to  true  7'/  a.s   ?',n,   is  to  t\m^;  or 

true  Ti 
^'^^^^^tri^lT^'''- 

and  substituting  the  value  of  — .- r-^'  J^»d  r.  n.  from  above,  we  have 

trial  7  '    ' 

true  Ti  Xr  -\-  X 

^1^1  =  .  '  t  m    v.fL  =  -  -.s  —  v.n,  =  1 .02  i',n,  =  9.31  ft. 
trial  7         ^  Xr 

Similarly,  trial  7V    is  to    true  7V    ns    r,„  ;i,^    is  to    ?',g  m,,;    and 
hence 

true  Tr  Xi  —Ic 

triaTlr^  ^'«'^"=^ 


^hnffhn  =  ^  -.-T^/r  ^'mWi8  = -^ —   v^^yi^^  =  0.98   ivti8  =  8.97  ft. 


The  value  of  r,m,  and  l\f^Jn^g  having  been  found,  the  true  closing 
line  is  obtained  by  drawing  a  line  from  w,  to  m^^.  The  lines  n^n^^ 
and  w,miy  should  intersect  at  the  middle  of  the  span — a  check  always 
wise  to  note.  Notice  that  by  the  above  method,*  the  magnitude  of 
neither  trial  7V  and  true  Tr  nor  trial  Ti  and  true  Ti  are  necessary, 
and  also  that  the  positions  of  trial  Tr  and  trial  Ti  are  the  same  for 
all  systems  of  loads,  both  of  which  facts  constitute  an  advantage  of 
this  method  over  the  one  ordinarilv  used. 

1323.  The  position  of  the  line  m^m^^  has  been  made  such  that  the 
sum  of  the  ordinates  from  v^v^^  to  w,w,y  is  equal  to  the  sum  of  the 
ordinat€S  from  i\i\^  to  b^b^^,  or  2'  vb  =  2*  vm;  and  similarly,  since 
the  moments  of  the  minus  forces  (represented  by  the  ordinates  vm) 
were  made  equal  to  the  moment  of  the  positive  forces  (represented 
by  bv),  the  position  of  the  line  m,  w,8  gives  I  bv  .x  =  I  mv . x.  Hence 
I  bv  —  I  mi^  =  0,  and  1  bv.x  —  I  mv.x  =  0.  But  bv  —  mv  — 
bm;  and  hence  2'  br  —  Jf  mv  ^  I  bm  =  0^  and  I  bv.x  —  I  miKX  = 
I  bm .  X  =  0. 

Since  the  intercepts  bm  are  proportional  to  the  moments, 
i*  6m  =  0  is  equivalent  to  I  M  =0;   and  similarly  I  bm.x  =0  is 

♦  Due  to  R.  B.  Leffler  and  Prof.  Wm.  Gain,  Tniu.  AmBr.  H~»  -*  -  '  —  -aw 
p.  183-Oa 
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equivalent  to  iW/.j*  ^  0.  Therefore  two  «»f  the  three  roiulitions 
to  be  fulfilled  by  the  true  equilibrium  polygon  are  satisfied  by  the 
trial  equiii))riuiM  polygon  /^/>«^>,sWi  /«,  ^i  ;  that  is,  the  trial  ecjui- 
libriuni  polygon  for  the  given  system  of  loads  is  the  true  equilibrium 
polygon  for  an  undetermined  system  of  loads. 

If  the  construction  has  been  correctly  made,  the  summation  of 
the  vertical  intercepts  above  the  closing  line  between  it  and  the  trial 
equilibrium  polygon  is  equal  to  the  summation  of  the  ordinates 
l>elow  that  line — a  test  easy  to  apply.  In  the  drawing  of  which 
Fig.  288,  facing  page  OcSO,  is  a  photographic  reduction  and  which  had 
a  scale  of  1  inch  =  8  feet,  the  sums  of  the  bm  intercepts  were: 
above,  27.87  ft.;  below  27.29  ft. 

1324.  If  in  the  force  diagram,  a  line  be  drawn  from  the  trial 
pole,  P',  to  the  load  line  parallel  to  the  closing  line  m^mi^,  the  inter- 
section Q  will  divide  the  load  line  into  the  tme  reactions  at  the  right 
and  the  left  abutnients.  The  true  pole  is  at  some  point,  as  yet 
undetermined,  on  a  horizontal  line  through  Q. 

It  is  a  principle  of  the  equilibrium  polygon  that  moving  the  pole 
vertically  does  not  alter  either  the  magnitude  or  the  position  of  the 
intercepts,  but  does  change  the  direction  of  the  closing  line.  There- 
fore if  the  trial  pole  is  moved  vertically  to  the  horizontal  line  through 
Q.  and  a  new  e(}uilibrium  polygon  be  drawn,  the  closing  line  of  the 
new  equilibrium  polygon  will  be  horizontal:  but  the  intercepts  will 
not  have  changed  either  their  magnitudes  or  their  pK>sitions  hori- 
zontally. (This  equilibrium  polygon  is  not  drawn  in  Fig.  233,  since 
it  is  of  no  special  advantage  an(l  would  therefore  only  encumber  the 
drawing). 

Since  the  span  of  the  trial  equilibrium  polygon  is  equal  to  the  span 
of  the  arch  ring,  and  since  moving  the  pole  horizontally  does  not  alter 
the  position  horizontally  of  the  several  ordinates  of  the  trial  equilib- 
rium polygon,  if  verticals  be  drawn  through  q^.  and  q^,  the  points 
in  which  the  closing  line  and  the  trial  equilibrium  polygon  intersects. 
the  intei-sections  of  those  verticals  with  the  reference  line  A:,ifc,j, 
kj.  and  A/  respectively,  will  be  points  on  the  true  equilibrium  polygon 
that  is  to  1)0  constructed  upon  the  line  k'^li^^. 

1326.  True  Pole  Distance.  The  moment  at  any  point  is  equal 
to  the  interco])ls  in  the  equilibrium  polygon  multiplied  by  the  pole 
(listaiico;  and  hence  increasing  the  pole  distance  decreases  the 
intercepts  in  the  equilibrium  polygon,  and  vice  versa.  The  true 
equilibrium  ])olygon  must  give -i' cA.//  ^  I'ak.f/  (see  equation  12, 
page  V)7o);  and  hence  the  trial  pole  must  be  moved  accordingly. 
If  the  trial  j)ole  is  moved  vertically  to  the  horizontal  line  through 
Q,  the  closing  line  will  be  horizontal  (§  1824);  and  if  then  the  trial 
))ole  is  moved  along  the  horizontal  line  through  Q  so  as  to  change 


Art.  1.]  Plain  CoxrHETE  Hixceless  Arch.  OW 

I  bm.y  to  I  ak.j/,  the  now  j)ositioii  will  l)0  the  true  |M>le  for  the  given 
loading.     Therefore 

the  true  pole  distance  =  the  trial  pole  distance  X  ^ — j~      (17) 

mm       Uh'    .    1/ 

To  solve  equation  17  proceed  as  follows:  In  the  trial  equilibrium 
polygon,  measure  the  several  intercepts  6m,  and  also  measure  the 
several  ordinates,  ad  (=//),  from  the  neutral  line  to  the  span  line, 
AB;  and  compute 

The  several  values  of  bm  and  of  //  are  given  in  Table  94,  page  683. 
In  the  example  in  hand,  2*  bm.y  =  —229.78.  On  the  line  of  action 
of  each  load,  measure  the  several  intercepts,  ak,  from  the  neutral 
line  to  the  reference  line  A;,A:,„;  and  compute 

The  alues  of  ak  and  of  y  are  given  in  Table  94,  page  683.  In  the 
exampiO  in  hapd,  I  ak.y  =  —192.72.     Equation  17  then  becomes: 

—  229  78 
the  true  pole  distance    =  20,()00  X  — ycxo  no  = 

20,000  X  1 .  192  =  23,840  lb. 

1326.  True  Eqailibrimn  Polygon.  Locate  the  true  pole  by  measur- 
ing the  true  pole  distance  from  Q;  and  then  beginning  at,  say, 
kr  draw  the  equilibrium  polygon  c^yC<^  .  .  . .  c,8  which  should  pass 
through  ki. 

The  graphical  construction  of  the  equilibrium  polygon  can  be 
checked  as  follows:  Multiplying  the  pole  distance  is  the  same  as 
dividing  the  intercepts  of  the  equilibrium  polygon,  and  hence  we 
may  compute  the  intercepts  ck  at  once  by  dividing  each  bm  inter- 
cept by  the  ratio  I  bm.y  -r-  S  ak. ?/,  and  lay  off  these  quantities  from 
the  line  A-,A',^  vertically  on  the  lines  through  the  centers  of  the  several 
sections  into  which  the  neutral  line  is  divided,  having  regard  to  the 
sign  of  bm. 

1327.  The  equilibrium  polygon  constructed  as  above  is  the  true 
equilibrium  polygon  for  the  given  loads.     The  proof  is  as  follows: 

By  construction,  I  ck.y  =  I  ak.y,  which  satisfies  equation  12, 
page  675. 

By  construction,  each  ck  has  been  made  equal  to  the  correspond- 
ing bm  divided  by  a  constant  ratio,  and  in  {  1323  it  was  shown 
that  J  6m  =  0;    and  hence  I  ck  =  0,  which  satisfies  equati 
page  675. 
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Each  intercept  ch  is  vertically  over  the  corresponding  intercept 
bm,  and  in  magnitude  each  ck  is  equal  to  the  corresponding  bm 
divided  by  a  constant  ration;  and  in  J  1.T21  it  wsus  shown  that 
1^  bni.x  =  0,  and  therefore  1'  ck.x  =  0,  which  satisfies  ecjuation  10, 
page  675. 

Therefore  c,  . .  .  Cy  . .  t-,,  is  the  true  equilibrium  polygon  for  the 
given  system  of  loads,  and  k^k^^^  is  the  true  c^losing  line. 

1328.  Stresses  Due  to  Dead  and  Live  Loads.  In  Fig.  234. 
let  (iJ  represent  a  portion  of  the  arch,  ab  the  neutral  line,  and  ce  the 
side  of  the  true  equilibrium  polygon  to  the  left  of  the  point  a,  ac 
the  vertical  intercept  between  the  neutral  line  and  the  equilibrium 
polygon,  and  ae  is  a  j^erpendicular  from  a  upon  cc.  Then  ce  is  the 
line  of  action  of  the  resultant,  /?,  of  all  the  external  forces  to  left  of 
the  section  ea,  i.e.,  R  is  the  resultant  of  the  reaction  at  the  left 
abutment  and  of  all  the  loads  between  the  left  abutment  and  the 
section  ea.  The  amount  and  the  direction  of  R  is  given  by  the  cor- 
responding ray  of  the  force  diagram.     Assume  that  two  opposite 

forces,  R^  and  jBjj  each  equal 
to  R  and  parallel  to  that  force, 
be  applied  at  a.  These  forces 
will  not  disturb  the  equilibrium, 
and  the  single  force  R  acting 
at  c  is  then  replaced  by  the 
couple  R  7?,  and  a  force  R2  act- 
ing at  a.  The  force  /?,  may  be 
de(^omposed  into  two  compo- 
nents— 7' tangent  to  the  neutral 
line  ab,  and  .V  normal  to  the 
neutral  line.  The  couple  R  R^ 
produces  bending,  the  force  T  causes  a  shortening  of  the  arch  ring, 
and  the  force  N  produtres  shear  in  a  normal  section  through  a.  The 
bending,  the  shortening,  and  the  shear  of  the  elastic  arch  are 
somewhat  analogous  to  the  tendency  in  the  voussoir  arch  to 
overturn,  to  crush,  and  to  slide. 

To  find  the  stresses  in  the  arch  ring,  let 

ac  =  the  intercept  betweim  the  neutral  line  and  the  true  equili- 
brium polygon; 
/;  ==  the  breadth  of  the  unit  section  of  the  arch,  i.e.,  b  =  I  ft.; 
c  =  the  distance  of  the  most  remote  fiber  from  the  neutral  line; 
r/  -=  the  depth  of  the  arch  ring; 
//,  =  the  unit  filler  stress; 
//  =  the  true  pole  distance; 

.V  =  the  component  parallel  to  the  radius  at  any  point  of  the 
neutral  line  of  all  the  forces  to  one  side  of  the  point; 
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T  =  the  component  parallel  to  the  tangent  at  any  point  of  the 

neutral  line  of  all  the  forces  to  one  side  of  the  point; 
V  =  the  unit  shearing  stress. 

In  Fig.  284,  the  moment  of  the  couple  is  R.ae;  but  if  /f  is  the 
horizontal  component  of  R,  i.e.,  is  the  true  pole  distance,  then  by 
similar  triangles  R.ac  =  H.ac.  The  value  of  H  was  computed  in 
§  1325,  and  w^  can  be  measured  in  Fig.  283,  facing  page  080;  and  there- 
fore the  bending  moment  at  any  point  of  the  arch  may  be  found. 
The  maximum  unit  fiber  stress  in  the  section  ae  due  to  bending  is 

.   _  M  c  _  H .  ac .  ^  d  _  C}  H .  ac      G  H.  ac 

fi,  is  compression  on  the  side  next  to  R  and  tension  on  the  side  opposite. 
The  value  of  T  can  be  found  by  resolving  the  ray  in  the  force 
<liagram  that  is  parallel  to  the  side  of  the  equilibrium  polygon  ad- 
jacent to  the  point  a,  into  a  component  parallel  to  the  tangent  at  a. 
The  \mit  compressive  stress  due  to  the  force  tending  to  shorten  the 
rib  is: 

f^  =  T  -^  the  area  =  T  -^  bd  =  T  -^  d.  (19) 

The  force  N  is  the  component  parallel  to  the  radius  at  a;  and 
the  imit  shearing  stress,  /',  is: 

r  =  .V  4-  area  =  N  -^  d.  (20) 

1329.  The  total  maximum  fiber  stress  due  to  combined  bending 
and  shortening  is: 

T       f)  H  ar* 
f^f.+U  =  i±''-y'        ....      (21) 

The  first  term  of  the  right-hand  side  of  equation  21  is  always  com- 
pression. For  the  extrados,  the  last  term  is  plus,  i.e.,  compression, 
when  the  equilibrium  polygon  lies  outside  of  the  neutral  line  of  the 
arch  ring,  and  minus,  i.e.,  tension,  when  inside;  and  for  the  intrados 
the  stress  is  the  reverse  of  that  in  the  extrados.  Ultimately  the 
stress  given  by  ecjuation  21  must  l)e  combined  with  that  due  to  a 
change  of  temperature  of  the  arch  ring. 

In  using  equation  21,  the  intercepts  oc  should  be  measured  in  the 
verticals  through  a,,  a,,  a,,  etc.,  the  point.s  at  which  Js  -r-  /  is  con- 
stant, in  accordance  with  the  equations  of  condition,  which  also 
secures  the  greatest  accuracy  (see  §  1310).  The  values  of  ac  can 
be  determined  by  taking  the  difference  between  ak  and  cky  which 
is  more  accurate  than  measuring  the  small  quantity  ac  directly. 

♦  ThiB  neglects  a  $tniaU  moment  ilue  to  the  effect  of  the  tangential  force  in  8horten- 
ing  the  arch  ring,  which  will  be  considered  later  (see  {  1336). 
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Equation  21  above  is  analofj;ous  to  equation  2  (page  (HI)  of  the 
voussoir  arch.  The  former  is  Hinitod  to  the  tensile  strength  of  the 
( .>n('rete,  while  the  latter  is  Urnitcd  to  tlie  condition  that  the  line  of 
M.cssure  must  remain  within  the  middle  thinl  of  the  depth. 

1330.  Momdrical  Results.  Table  95  gives  the  stresses  in  the  arch 
H'lown  in  Fig.  232,  page  070,  and  Fig.  233.  facing  page  G80.  I^ter 
these  stresses  will  be  com])ined  witli  those  due  to  changes  of  tem- 
jxjrature. 


TAIU.K  95. 
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+  signifies  (•oni|)r(»ssiou;    —  signifies  tension. 


Stki.mk  Dik  -k>  I  Maximl^m  Stream. 


ii 
c  JtondtiiK.  ;  Thru.xt.  i     Iiitrutloi.      Kxtmloet.  I  rUiesr. 

s  I  >  =  i 

'  I  I 


por «.(,.  ft.   '      "»•  t^*"         Ih.  ,K.r  s„.  ft.    ■      "'•  y*^"-     ll      "'•  ?^^ 


I 
lb.  per     ,  lb.  per 
sq.  111.       ■  M].  in 


"l 

i  1  4SS 

« 
,   ±  10. .s 

-■•- 

*>  oso 

V  iSW .  1 

'  4- 

74.4 

+ 

52.8 

(l-J 

+  S  075 

±  21.:^ 

1 

<)  12() 

V  6.s.:i 

.  4- 

42.0  i 

-f 

84.6 

<u 

f  4  OK) 

'    .1:27.9   , 

•f 

10  040 

-!    09.8 

f 

41. 9| 

+ 

97.1 

(I:, 

4:  \\  S7() 

'    -^  2t).9 

a. 

10  075 

V  74.0 

+ 

47.1 

+ 

100.9 

fl,.. 

-  \\  r>i5 

-r  24 . 0 

■f 

11  880 

■   -^  82.  r>  ■ 

-1- 

107.1  ' 

+ 

57.9 

^'ii 

-u  4  -JfM) 

■{-  21* .  2 

1 

11  8:i0 

'     h  82.2 

4- 

111.4 

+ 

53.0 

iUo 

L      472 

-r    .\:.\ 

I 

10  010 

1    +  09.5  , 

-+- 

72.8 

-1- 

66.2 

M     * 

'        1    - 

2*2^1 

-L    1.1) 

-f- 

7  OSO 

:    +  49.1 

1    + 

47 . 5 

+ 

50.7 

5.8 
0.9 
1.8 
2.4 
1.7 
0.9 
1.6 
3.5 


*  I-'or  the  i'\tr:uli>^,  tl)f>  ((uuiitities  in  this  rohiinn  ar«>  phis  when  the  eqiiilihriiirn  i>oly|gon 
h»*s  iiut-i«U*  ««f  tin*  rMMitr.'il  lino,  aii<l  iiiiriu-  when  in^iilr. 

1331.  Position  of  Live  Load  for   Maximum  Stress.     Xo  general 

hiw  hjis  been  established  for  the  j)osition  of  the  live  load  for  a  maxi- 
iniiiu  stress  at  any  particuhir  point.  According  to  equation  21  the 
stress  at  any  ])oint  of  the  arch  ring  varies  with  (1)  the  tangential 
tiirust,  T ;  (2)  the  true  j)ole  distance.  //;  (.S)  the  intercept  or;  and  (4) 
tlie  depth  of  the  arch  ring.  Each  of  these  quantities  varies  according 
to  a  different  hiw;  and  it  will  be  very  difficult,  if  not  impossible,  to 
state  a  general  law  for  the  ))osition  of  the  live  load  which  will  g;ive  a 
tnaxinium  stress  at  any  ]ioint.  Practice  varies  considerably  as  to 
the  positions  of  th(»  live  load  employed  in  testing  the  stability  of  an 
arch.  The  less  exacting  engineers  test  the  arch  for  only  two  pasi- 
tions  of  the  live  load,  viz.:  over  half  the  span  and  over  the  whole 
span;  while  others  test  for  four  positions,  viz.:  over  one  quarter  of 
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the  span,  one  half,  three  quarter,  and  the  whole  span;  and  still 
others  test  for  a  live  load  over  two  fifths,  one  half,  three  fifths,  and  the 
whole  si)an.  l^-ofe.'^sor  Wni.  Cain  sii^<!;ests*  that  i)rol)al)ly  the  fol- 
lowing positions  are  the  best:  live  load  over  three  tenths  of  the  span, 
half  of  the  span,  six  tenths  of  the  span,  and  the  whole  span. 

To  fully  cheek  the  design  of  an  arch,  a  table  similar  to  the  first 
fo\ir  columns  of  Table  95  should  \ye  made  out  for  each  of  the  above 
positions  of  the  live  load;  and  then  a  table  similar  to  the  latter  part 
of  Table  95  should  be  made  out  showing  the  maxinumi  stresses  for 
any  of  the  positions. 

1332.  Effect  of  Temperature  Changes.  The  temperature 
stresses  in  an  arch  ring  having  fixed  ends  may  be  quite  high,  and 
should  therefore  l)e  carefully  considered.  To  (.'ompute  the  temper- 
ature stresses,  conceive  that  the  arch  is  without  weight  and  exactly 
fits  between  the  skevvbacks,  without  stress  anywhere,  at  a  certain 
mean  temperature.     I^et 

/  =  the  span  of  the  neutral  line; 

e  =  the  expansion  of  concrete  per  unit  of  length  per  1°  Fahr.; 

t^  =  the  difference  in  degrees  Fahrenheit  between  the  mean  temper- 
ature and  the  actual  temperature  of  the  arch  ring. 
Then  the  total  change  in  length  of  the  span  of  the  neutral  line  is 
/  e  t°.  As  the  a})utments  rasist  this  expansion,  a  horizontal  thrust 
and  also  a  bending  moment  will  be  develop)ed  at  each  abutment. 
Conceive  that  the  bending  moment  is  resist-ed  by  a  horizontal  force, 
Q,  applied  at  some  distance,  q,  above  each  springing  line,  and  that 
these  forces  act  inward  for  a  rise  of  temperature  and  outward  for  a 
fall;  and  also  conceive  that  at  each  springing  two  horizontal  forces, 
each  equal  to  Q,  act  opposite  to  each  other.  The  first  Q  and  one  of 
the  latter  form  a  couple  whose  bending  moment  at  the  abutment 
is  Q.qy  and  the  remaining  Q  at  thQ  springing  resists  the  horizontal 
thrust  (or  pull)  at  the  abutment. 

We  may  regard  the  arch  ius  being  without  weight  and  acted  upon 
by  the  couplas  and  by  the  horizontal  thrusts,  and  that  we  are  to  find 
the  resulting  stresses  in  the  arch  ring.  Since  the  arch  has  fixed  ends, 
the  three  equations  of  condition,  equations  4,  5,  and  (>  (page  074) 
must  be  satisfied. 

1333.  If  the  upper  Q  at  each  end  be  conceived  as  acting  along  the 
line  /:,A*,g,  Fig.  233,  i.e.,  if  ^  =  dk,  then  the  bending  moment  at  any 
point  of  the  arch  ring  due  to  temperature  changes  is  Q .  ak.  The 
l)ending  moment  at  any  point  of  the  arch  ring  due  to  the  external 
loads  is  H.ac.  Hence,  by  analog}',  we  see  that  Q.ak  may  replace 
If  .ac  in  equations  4, 5,  and  6,  page  674;  and  consequently  the  equa- 
tions of  condition  for  temperature  stresses  become 

♦  Trans.  Amcr.  Soc.  C,  E.,  vol.  Iv,  p.  191-^' 
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lak       =0 (22) 

V  fjj^^  _  ^ (23) 

1'  ak.if  =0 (24) 

The  line^iA'jg.*  has  been  so  located  that  I  ak  =  Oy  and  also  that 
ak.x  =  o;  and  therefore,  if  the  yet  unknown  force  Q  acts  along 
A'jA;,y,  ccjuations  22  and  23  are  thereby  satisfied,  i.e.,  the  first  two 
of  the  equations  of  conditions  (§  1300)  are  satisfied. 

1334.  To  satisfy  the  third  condition,  notice  that  a  rise  of  temper- 
ature tends  to  increase  and  a  fall  to  decrease  the  span;  and  hence  the 
forces  Q  at  each  abutment  must  be  just  sufficient  to  resist  this  ten- 
dency, and  must  act  toward  the  center  of  the  span  to  counterjict  a 
rise  of  temperature  and  from  the  center  to  counteract  a  fall.  In 
§  1332  the  change  of  span  was  shown  to  be  let°;   and  bj'  equation 

(',  page  (173.  the  differential  change  of  span  is    —^—-     Hence 

'    '       ./  .,       EI  EI         ■     ■     ■      ■     (-&>} 

Substituting  the  value  of  M  from  §  1338,  iiiui  taking  the  summation 
for  one  half  of  the  an-h  ring  we  get 

lef==Q^\,^yk.y (26) 

and  1)V  transposition 

^=-T^-   t:. (27) 

E  in  equation  27  is  to  be  taken  in  accordance  with  the  character 
of  the  concrete  in  the  arch  ring;  and  in  the  example  in  hand  we  will 
assume  a  1:2:4  concrete,  and  take  E  =  1.5()0j000  lb.  per  sq.  in. 
or  (1,5(K).(K)0  X  144)  lb.  per  sq.  ft.  (see  S  478  and  493).  I  is  the 
span  of  the  neutral  line,  and  is  known.  In  the  example  in  hand. 
/  =  .").").!()  ft.  Different  observei-s  find  values  of  e  varying  from 
().(KK),004,3  to  0.0(K).OOX.()  per  T  Fahr.,  although  the  more  reliable 
results  are  between  0.000.004,3  and  0.(K)0,00(),5.*  We  will  use 
0.fKK),(X)5,4,  the  value  obtained  by  Professor  W.  D.  Pence.f  I  -^  Js 
is  the  reciprocal  of  J.s  -J-  /,  which  wa.s  computed  in  determining  the 
stresses  (!ue  to  external  loads.  For  the  example  in  hand,  I  -^  As 
is  equal  to  the  reciprocal  of  the  mean  of  the  quantities  in  the  last 

*  For  a  Hiiinniary  of  the  various  retiiults,  sec  Reid's  Concrete  and  Concrete  Con* 
»itruction,  p.  169-71;  or  TranH.  Amer.  Soo.  C.  E.,  vol.  Ivi,  p.  406. 
t  Jour.  West.  8oc.  of  Enginoem.  vol.  vi.  p.  .54fl. 
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column  of  Table  93,  page  680;  or  /  ^  J  «  =  1  -r-  2.3275.     The  value 
of  I  ak .  y  is  given  in  Table  94,  page  68^^,  and  is  equal  to  192.72. 

The  proper  value  to  be  adopted  for  /  is  not  easy  to  determine. 
Often  the  upper  surface  of  the  arch  is  covered  with  earth,  and  con- 
sequently does  not  vary  much,  if  any,  in  temperature;  and  usually 
the  lower  surface  of  the  arch  is  not  exposed  to  the  direct  rays  of  the 
sun,  and  consequently  the  range  of  temperature  of  that  surface  is 
only  that  of  the  atmosphere.  Owing  to  its  high  thermal  conduc- 
tivity steel  will  readily  acquire  the  temperature  of  the  air;  but  con- 
crete is  a  very  poor  conductor  of  heat,  and  consequently  the  tempera- 
ture of  the  interior  of  a  concrete  arch  ring  does  not  vary  as  much  as 
the  surface.  Observations  made  under  the  author's  direction  *  seem 
to  show  that  concrete  4  to  0  inches  below  the  surface  does  not  follow 
the  diurnal  variations  of  atmospheric  temperature.  Observations 
for  two  years  upon  the  width  of  cracks  in  the  masoniy  near  the  top 
of  the  New  Croton  Dam  (§  964)  seem  to  show  that  the  coefficient 
of  expansion  was  0.000.003,1,  or  that  the  range  of  temperature  of 
cut-stone  and  rubble  masonry  approximately  30  ft.  thick,  exposed 
to  the  atmosphere  on  both  sides  and  the  top,  was  only  about  half 
or  two  thirds  of  that  of  the  monthly  mean  of  the  atmosphere,  t 
"  Expansion  joints  in  the  most  exposed  cases  do  not  show  over  \ 
inch  motion  per  100  ft.,  which  assuming  a  coefficient  of  expansion 
of  0.000,006  is  equivalent  to  a  maximum  change  of  temperature  of 
not  more  than  35°  F.'^J  "A  self-recording  thermometer  placed  in 
the  ring  of  a  reinforced  concrete  bridge  having  earth  filling  indicated 
that  the  total  range  of  temperature  ditl  not  exceed  about  20°  F.  in 
some  ten  or  twelve  months.''^  In  the  design  of  the  280-ft.  concrete 
arch  now  ( 1 909)  in  process  of  construction  in  Cleveland,  Ohio  (see  §  1 346) , 
the  range  of  temperature  was  taken  at  ±30°  F..  the  arch  ring  being  6  ft. 
thick  at  the  crown  and  11  ft.  at  the  springing,  and  being  exposed  on 
both  the  intrados  and  the  extrados.  From  a  limited  number  of  ob- 
servations extending  over  nearly  two  years  with  thermophones  em- 
bedded in  the  masonry  of  the  Boonton  (N.  J.)  Dam,  before  the 
water  waa  admitted  behind  it,  the  following  formula  was  deduced.** 

3v/D 

in  which  R  is  the  total  range  of  temperature  in  Fahrenheit  degrees 
at  any  point  within  the  mass,  the  numerator  is  the  total  atmospheric 

*  Harmon  D.  Brush,  Jr.,  Bachelor's  Tlicsis,  University  of  Illinois,  190G. 

t  Trans.  Amer.  Soc.  C.  E.,  vol.  Ixi,  p.  405, 

X  Trans.  Amcr.  Soc.  C.  E.,  vol.  Iv,  p.  195. 

11  Howe's  Symmetrical  Masonry  Arches,  p.  119. 

**  Trans.  Amer.  Soc.  C.  £.,  vol.  Ixi,  p.  421. 
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nuif»;c,  iiiid  I)  is  \\\v  distance  in  feet  to  the  nearest  exposed  face  of 
the  (lam.  The  above  foriiiuhi  is  true  only  for  values  of  D  between 
0.5  ft.  and  20  ft. 

In  the  example  under  consideration,  /  will  he  assumed  to  Ik? 
2(P  Kahr.  al)ove  a  mean  temperature  of  t)0°,  and  'M)°  below.  The 
sufficiency  of  this  allowance  will  depend,  of  course,  upon  the  h)calilY 
and  the  exj)osure  of  the  arch  ring. 

Substituting  the  above  values  in  ecj nation  27,  gives  f(»r  a  maximum 
rise  of  temperature 

,,       (l.oOO.OOO  X  144)  V  fif).  K)  x  0.(M)0.(K)r),4  X  20        ,  ^.,,,  ,, 
U  ■■= ,., ,  -^     — ^  .»  r-^ =  2..SI0  lb. 

That  is.  a  rise  of  temperature  of  20°  K.  in  an  arch  ring  1  foot  Ions; 
exerts  an  outward  thrust  of  2.S10  pounds  upon  the  abutments: and 
similarly  a  fall  of  M)^  V.  will  exert  an  inward  pull  upon  the  abutments 
:^o    ' 

of  -       •.   2,S1()  -  4,215  pounds. 
20  ' 

1336.  Temperature  Stresses.     The  liber  stress  <lue  to  t(Mn|>oraturc 

chantres  is.  in  the  nomenclature  of  iJ  l.'-J2s. 

Mr        Q.nL.r        WQ.ak 
The  >li"(vss  due  t<>  tlu'  action  of  ilic  tangential  component  of  Q, 

in  which  T,  is  tiic  cnmponent  of  (J  parallel  to  the  tangent  of  the 
neutial  liiH'  at  the  point  where  the  stress  is  desired.  The  total  tWyOT 
strr»  <liie  to  the  combined  biMidinir  and  the  thrust  causeil  bv  a 
chaniic  of  tcmpeiattu'e  is 

.    T,    ^  (■)  (J.nk 

If     h  '  /'■'     -*^     '±  ....    (jao) 

Thr  fir>t  term  i>  ■  f^r  a  ri.-e,  and  —  for  a  fall  of  tem|x*rature. 
To  aid  in  inirr|)r»'t  iiiL'  t  he  character  of  the  stresses  given  by  the  se<*ond 
term,  con.-idci-  only  the  left-hand  half  of  the  arch;  and  conceive  that 
the  riirht-haiid  half  i>  rcmnvcrj  jmd  th.-it  ii<  effect  is  replaced  by  the 
forcr  (J  aloiii!  /.i/.',,  actiiiLi  toward  the  Irft  lor  a  ris(»  and  toward  the 
right  for  :\  fa'l.  1'hen.  if  the  point  Iii'>  below  the  line  A*,A*,^.  as  for 
example  a  .  un  a  ri-c  the  -ccond  term  liives  tension  at  the  intrados 
and  compie>^inn  ;it  tiie  e\tra<h»>.  and  for  a  tall  gives  compression 
at  the  intr;id(»-  and  ten-^ion  ;ii  ilie  extrado-;  and  when  the  jioint  lies 
above  the  line  /'",/.|^,  the  nbove  sires.-es  are  reversed.  Table  di\ 
shows  the  temperature  stresse::!  in  the  arch  ring  of  Fig.  233. 
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1336.  Stress  Due  to  Shortening  or  Aroh  Rzho.  In  deter- 
iiiiiiing  the  preceding  stresses,  the  only  effect  of  the  tangential  com- 
ponent considered  was  that  of  a  force  T  uniformly  distributed  over 
the  cross  section,  which  force  produced  only  shortening  of  the  arch 
ring,  and  l)eing  uniformly  distributed  over  the  cross  section  did  not 
affect  the  bending  due  to  li .ae  or  U  .ac;  but  the  shortening  of  the 
arch  ring  produces  a  bending,  which  effect  is  now  to  be  considered. 

If  the  unit  compression  due  to  the  thrust  T  were  constant  for  all 
cross  sections,  the  effect  would  be  the  same  as  a  fall  in  temperature. 
If  T*  ^  .1  represents  the  average  unit  compressive  stress,  the  short- 

.     7W 
ening  of  the  span  is  /.•    and  the  shortening  for  a  suppositious 

change  of  temperature  /'  is  /' /  r.  Kcpiating  these  two  values,  and 
solving  we  get: 

''  -  aT:\- ^'''^ 

The  pr(>j)er  value  of  T  -:-  .1  to  be  used  in  the  above  equation  is 
somewhat  uncertain,  since  the  unit  thrust  varies  from  point  to  point. 
and  is  (}uite  <iitTerent  in  the  two  halves  of  the  arch  ring.  For  the 
example  in  hand,  the  value  used  will  be  the  average  of  the  unit  thrust 
at  a,,  n^,  and  ^/,„  (see  the  fifth  colunm  of  Table  95,  page  ()9()),  which 
is  71.S  lb.  per  sq.  in.  Substituting  in  e(|uation  31,  this  value  and 
also  the  values  of  E  and  v  (see  $  13^M),  we  get: 

"'I   w 

/'  -  -_.   .  _  ^  S  M^  K-dir 

"     l,r)(M).()()()X(UK)0,()();").-l  " 

Therefore  the  shortening  of  llu^  arch  ring  under  the  action  of  7\ 
the  tangential  c()mj)onent  due  to  the  dead  and  live  load,  is  ec|ual  to 
that  due  lo  n  fall  of  temperature  of  S.9'^  Fahr. :  or  the  bending 
stresses  due  to  I  his  shortening  are  2\)\  per  cent  (  =  8.9  -r-  30)  of 
those  <liie  to  a  fall  of  3(P.  but  are  of  opposite  sign.  The  values  of 
the  bending  stress(»s  <lue  to  the  above  shortening  are  given  in  the 
fourth  and  th(»  fifth  columns  of  Table  97. 

The  bending  stresses  due  to  the  shortening  caused  by  the  tan- 
gential component  of  the  dead  and  live  loads  is  usually  nogle<'ted; 
but  it  is  unwis(»  to  omit  them,  particularly  as  the  above  method  of 
computini^  them  is  so  simj)le  and  brief. 

1337.  Th(»re  is  a  similar  bending  stress  due  to  7'^  ,  the  tangential 
cc>mp()nent  of  the  jibutment  reaction  for  temperature  stresses,  which 
can  be  computed  as  in  §1:^.30.  F(»r  the  example  in  hand,  this 
shorteninu:  is  equivalent  to  a  fall  of  temperature  of  O.S°  Fahr.,  which 
is  almost  exactly  11  jkm- cent  of  the  result  in  $  133().  Therefore  the 
bending  stresses  due  to  this  shortening  are  only  about  llijerceut 


Art.  1.] 


Plain  Concrete  Hingeless  Arch. 


697 


1^ 

w 
< 


u: 


< 
OS 
K 
Pi 


< 

If: 


K 


C 
u. 


C 

o 


o 


crj 


05 


a;* 


.£ 

o 

'53 

a 


o 


o 

3 
eo 

fib 
c 

mm 

< 


c 
o 


s 

I 

■s 

b 

X 

W     1 

OS. 

1 

c 

►M 

o 


U 

ot 


o 


c 
S 


i  !  ^ 


£ 

3 

C 


X 


el 
u 


+      4- 


^      ^      « 


00 


i-i       cc 

I     + 


o 


Ci       CI       iC       t-i 


o 


^ 

^ 


4-      +      +      + 


4- 


?? 


+     I 


4-      4- 


"«<r      I— I 

00 

I 


(N 


c 


oc 


I       4- 


00 

4- 


^  CI  o 

S  d  S 

<-*  re  cc 

4-  +  4- 


X 

4- 


1^ 


I 


X 


Ci 
«?: 

4- 


t 

X 


05        OS 


1^ 


1^ 


i?2 


■f      4-      + 


i  i 

+  + 


"^ 

o 

Oi 

fS 

— 

■n* 

X 

^ 

CM 

o 

l-H 

^^ 

CM 

4- 

4- 

+ 

+ 

4- 

4- 

4- 

4- 

'paJ9piSUOQ 


()9S  Klastic  Akch.  [Chap.  XXII I. 

of  the  results  in  the  tenth  eoUunn  of  Table  97.  page  697;  and  hence. 
in  this  case  at  least,  iht^y  may  Ixj  omitted. 

1338.  GOMBINED  Stresses.  Table  97,  page  G07,  shows  the  ma\- 
imnni  coinbineil  stressesdue  to  dead  and  live  loads  and  to  temperature 
<'hanges.  The  results  are  collected  from  Table  95  (page  690)  and 
Table  {)i)  (pa^e  i\\)ry).  The  stresses  to  be  employed  in  checking  the 
(lesij^n  of  the  arch  rin^  are  deduced  as  those  in  Table  97  using  the 
maximum  stn^sses  for  different  positions  of  the  live  loads  in- 
stead (»f  th()s(»  for  a  single  position  as  in  Table  95.  Table  97  does 
not  show  tiie  shearing  stress,  partly  JKicause  it  would  unduly  extend 
the  table.  Tlie  shearing  stress  due  to  the  dead  and  live  loads  is 
shown  in  Table  IK"),  page  i\\)i);  and  that  due  to  temperature  changes 
in  Tal)le  '.Hi.  pagtHiDo.  The  latter  is  really  too  small,  in  this  rase  at 
least,  to  be  considered;  and  hence  the  only  shearing  stress  to  be 
(•onsidered  in  checking  the  design  is  that  in  Table  95. 

By  way  of  further  illustration  Table  98  is  given  to  show  the 
str(»sses  at  several  points  of  :i  l()()-ft.  arch  for  several  positions 
of  the  live  load,  and  for  a  plain  and  a  reinforced  concrete  arch  ring. 
and  also  for  three  different  end  conditions.*  The  semi-arch  ring 
wjis  divided  into  14  parts.  b(»ginning  at  the  springing,  such  that 
Js  -i  /  was  constant:  an<l  "  P(>int  1"  is  in  the  middle  of  the  end 
secti(»ii.  and  **  IN»int  (»'  is  about  niidwav  ])etween  it  and  the  crown. 
To  stuily  the  variation  of  the  >tr(»ss  at  any  point  due  to  the  dead  and 
live  loads.  coiisidtM"  only  the  (piantities  in  the  **  I)  &  I/*  columns  in 
the  u|)p('r  portion  of  Table  'JS;  and  lo  study  the  variation  of  the 
i'oinl»in(M|  liiavitv  and  Icnipi'ratun^  stresses  con.sider  oidv  the  sti'esses 
in  the  first  t'oui-  line-  of  the  tabic.  TIk^  remainder  of  Table  9iS  will 
be  of  intere>t  in  ftmnection  with  the  discussions  in  Art.  2  and  3  of 
this  (■ha]>ter. 

1339.  Approximate    Solutions.     I'lu'    w<jrk   of    findhig    the 

stresses  in  an  ela-tic  ;irch  luiving  fixed  (mkIs  is  so  long  that  numerous 
ap|)ro\iiHaiions  have  been  ummI. 

( )iM'  of  the-e  con.-i^ts  in  dividing  the  span  into  ecjual  parts  instead 
of  iliviiling  the  neutral  line  into  |)arts  su<*h  that  Js  -:-  /  is  coiustant 
(J  |;;||  IL';.  If  the  sp.-m  is  divided  into  (Mpial  parts,  the  arch  ring 
is  ilivided  i'lto  j)art'^  whose  length.'^  inerease  as  the  secant  of  the 
angl(*  with  the  lioii/ontMl;  nnd  ronsecjuently  tlu;  divisions  increase 
in  length  from  the  critwn  t(>war«l  \\\o  abutment,  but  not  as  required 
U)  m:ik(»  Js  ■'■  /  constant.  This  method  is  most  nearly  correct  for 
:\  verv  flnt  Mtch  having  a  nearly  uniform  dej)th.  The  method  of 
dividing  the  neutral  line  as  explained  in  J  \'4\'2  is  sii  simple  as  not  to 
make  tiu»  above  ;jj)j)ro\imation  of  any  great  advantage. 

Another  approximation  consists  in  assuming  the  loads  at  points 

♦  Alnioii  H.  iull'i.  Trail-.  Atiicr.  S<.k'.  (.'.  I^.  vol.  1\ .  p.  \{Hi. 
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on  the  arch  iiidepeiulent  of  the  division  of  the  neutral  line,  which 
introduces  errors  in  scaHng  the  intercepts  ac  (see  §  1310  and  5  1329); 
l)Ut  this  approximation  is  necassary  when  the  weight  of  the  roadway 
and  of  tlie  live  load  is  transferred  to  the  main  arch  by  spandrel 
arclies  or  bv  columns. 

Sometimes,  when  the  spandrel  filling  is  earth,  the  horizontal 
components  of  the  earth  filling  are  included;  but  this  violates  one 
of  the  fundamental  principles  upon  which  the  method  of  solution  is 
based,  viz.:  that  the  l)ending  moment  is  proportional  to  the  vaiicd 
intercept  in  the  equilibrium  polygcm.  which  principle  is  true  only 
with  vertical  forces.  Therefore  including  the  horizontal  components 
adds  accuracy  in  one  respect  but  introduces  error  in  another;  and 
on  the  whole  is  not  wise,  since  usually  the  horizontal  components  are 
not  included,  and  including  them  prevents  a  comparison  of  the  re- 
sults bv  this  method  with  those  bv  the  ordinaiy  method. 

1340.  Oraphio  vs.  Algebraic  Solution.  The  preceding 
solution  is  quite  long  and  comj)licated;  but  it  is  shorter  and  simpler 
than  an  algebraic  solution.  Further,  the  graphic  solution  is  self- 
checking  at  various  intermediate  steps:  any  errors  in  the  graphic 
solution,  being  visible  to  the  eye.  are  more  eiusily  detected  than  in  an 
algebraic  solution:  and  great  errors  are  less  likely  in  a  graphic  than 
in  an  algebraic  solution. 

1341.  Reliabilitt  of  Elastic  Theory.  Tlu^  chief  sources  of 
error  in  applying  the  elastic  theory  to  a  plain  concrete  arch  are: 
1.  The  uiicertaintv  as  to  the  coefficient  of  elasticitv.  The  coefficient 
varies  with  the  quality  and  the  age  of  the  concrete,  and  also  with  the 
unit  stress;  but  not  according  to  any  definite  law.  2.  The  uncer- 
tainty as  to  the  temperature  variations.  The  effect  of  temperatun^ 
changes  were  entir(»ly  neglected  by  the  older  buildei's  and  by  nearly 
all  the  iiKxlern  builders:  and  as  the  older  voussoir  arches  have  stood 
for  thousands  of  years  without  signs  of  distress,  and  iis  the  newer 
concrete  arches  show  no  signs  of  approaching  failure,  it  may  be  con- 
cluded that  the  stre.^^ses  due  to  temperature  changes  are  proportion- 
aJly  not  v(m*v  great,  probably  because  the  variation  of  the  mean  tem- 
perature of  the  arch  ring  is  not  veiy  large.  Accurate  experiments 
on  this  phase  of  the  subject  are  very  nuich  needed.  *^.  The  uncer- 
tainty as  to  the  coefficient  of  expansion  of  concrete  (see  §  1334). 
Accurate  experiments  are  ver>"  nuich  needed  in  this  field.  4.  The 
uncertaintv  as  to  the  fixedness  of  the  ends  of  the  arch.  The  uri- 
certainty  as  to  the  fixity  of  the  ends  can  be  greatly  reduced  or  he 
entirely  eliminated  by  taking  the  springing  line  for  purposes  of 
analysis  at  a  plane  where  the  ends  of  the  arch  are  virtually  fixed; 
and  wlienever  there  is  no  pronounced  change  of  resisting  section 
from  abutments  to  arch  ring,  or  whenever  the  abutments  are  so  high 
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or  of  such  a  form  that  the  ends  of  the  arch  are  not  really  fixed,  then 
the  analysis  should  include  the  whole  structure  down  to  the  founda- 
tion, where  the  unit  pressure  will  likely  be,  or  can  be  made,  so  low  that 
the  distortion  due  to  the  live  load  on  the  arch  will  be  inappreciable. 
5.  When  the  spandrel  fillin^j;  is  earth,  the  omission  of  the  horizontal 
components  of  the  pressure  makes  the  computed  stability  less  than 
the  actual. 

If  the  arch  ring  is  built  monolithic,  the  elastic  theorj'  applies 
reasonably  well,  and  a  small  amount  of  tension  may  be  permitted, 
say  50  lb.  per  sq.  in.  (see  §  405-(M>);  but  if  the  arch  ring  is  built  in 
voussoirs,  the  bond  between  the  two  adjacent  voussoirs  is  likely  to 
be  much  less  than  the  tensile  strength  of  the  concrete  (see  §  345), 
and  consequently  it  is  unwise  to  permit  any  tension  in  the  arch  ring. 

The  dimensions  deduced  by  the  elastic  theorj*^  do  not  differ  greatly 
from  those  for  the  thrust  theory,  particularly  if  the  moving  load  is 
comparatively  light;  but  the  elastic  theory  permits  a  more  accurate 
determination  of  the  maximum  live-load  stresses. 

1342.  An  elaborate  series  of  instructive  experiments  on  arches 
of  various  spans  up  to  75  ft.,  by  the  Austrian  Society  of  Engineers  and 
Architects*  showed  that  the  deflections  of  voussoir  arches  well  within 
working  limits  conformed  to  the  law  of  elasticity,  and  therefore  the 
elastic  theory  is  applicable  to  a  voussoir  arch  provided  the  curve  of 
pressure  always  lies  within  the  middle  third  of  the  depth  of  the  arch 
ring,  i.e.,  provided  there  is  no  tension;  but  owing  to  the  uncertain- 
ties of  the  properties  of  the  composite  arch  ring,  the  degree  of 
accuracy  is  not  as  great  as  in  a  plain  concrete  arch. 

1343.  Placing  the  Congrete.  With  a  small  arch  the  concrete 
can  be  laid  at  one  operation,  commencing  at  the  abutments  and  work- 
ing toward  the  crown,  so  that  the  arch  ring  is  in  fact  monolithic; 
but  with  large  arches  this  is  impossible.  There  are  two  general 
methods  of  placing  the  concrete  in  a  large  arch  ring,  viz.:  (1)  con- 
structing the  arch  in  successive  blocks  or  voussoirs  each  of  which 
is  continuous  for  the  full  width  of  the  arch  transvei^se  to  the  span; 
and  (2)  building  the  arch  ring  as  a  number  of  successive  parallel  ribs 
continuous  from  abutment  to  abutment.  Each  method  has  its 
advocates. 

In  the  first  method,  the  voussoirs  at  each  springing  are  laid  first, 
next  a  block  on  each  side  intermediate  between  the  springing  and  the 
crown,  then  the  two  voussoirs  each  side  of  the  key,  and  next  the 
intermediate  ])locks.  and  finally  that  at  the  crown.     For  the  exact 

*  Bericht  des  Gcwolbe-AusschuHscs  ties  Oestcrreichischen  Ingcnicur-  und  Archi- 
tekten-VereioH ;  large  4to,  paper,  pp.  131,  27  folding  plates;  Vienna,  1895.  For  a 
brief  summary,  sec  Clowe's  Treatise  on  Arches,  p.  253-60;  or  Ennineering  Netp»,  vol. 
XXXV,  p.  238-39. 
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order  in  ii  particular  case,  see  Fig.  23(),  page  705,  and  F'l^.  244,  j)aj£e 
71*.).  This  method  distributes  the  weight  uniformly  over  the  <-enter 
and  pnivents  its  distortion  hy  uneqtial  compression  or  settlement. 

In  the  se<*ond  method,  the  width  of  the  rih  can  be  chosen  so  that 
a  single  arch  rib  may  be  built  complete  from  abutment  to  abutment 
in  a  single  day  (except  for  veiy  long  spans),  which  as  soon  as  the 
concrete  sets  is  caj)able  of  bearing  its  own  weight.  Each  rib  built 
in  this  way  has  no  joints,  and  hence  is  in  better  condition  to  resist 
iKMiding  stresses  than  thf»ugh  it  had  radial  joints;  but  this  is  not 
an  imj)ortant  matter  if  the  line  of  pressure  is  always  within  the 
middle  third,  since  tluMi  there  is  no  tension  at  any  point  in  the  arch 
ring. 

1344.  Examples  of  Plain  Oonorbte  Abohes.  W(«  will  clo.'ie 
the  consideration  of  plain  conci-ete  arches  by  giving  a  few  details  of 
some  of  the  larger  arches  that  have  been  built. 

1346.  Dimensions  of  Plain  Concrete  Arches.  Table  99  gives  the 
princii)al  dimensions  of  some  of  the  larger  plain  concrete  arches 
having  fixed  ends.  A  comparatively  few  structures  were  omitted 
for  the  lack  of  c()m})lete  data.  Table  99  is  valuable  as  showing 
the  dimensions  of  arches  that  have  stood  succes-sfully  for  a  numl)er 
of  years,  and  are  useful  as  a  guide  in  assuming  trial  dimensions  for 
a  new  structure. 

1346.  The  Longest  Concrete  Arch.  Fig.  285,  ptige  705,  shows 
the  cross  section  of  a  2S0-ft.  concrete  arch,  the  longest  yet  put  under 
construction.  For  comparative  data,  .sec  Table  99.  This  arch, 
now  (1900)  in  process  of  construction,  is  the  central  span  of  a 
concrete  bridtre  to  <'arrv  Detroit  Avenue.  Cleveland.  Ohio,  over  llockv 
River.  The  central  arch  is  flanke<l  on  one  side  bv  one  59-ft.  and  two 
r)0-ft.  arch  spans,  and  on  the  other  side  l)y  one  59-ft.  and  one  50-ft. 
arch  spans.  The  bridge  has  a  lO-ft.  roadway  and  two  Mi.  sidewa1k.s. 
The  main  an-h  consists  of  two  parallel  ribs,  each  22  ft.  wide  and  11  ft. 
thick  at  the  springing,  and  IS  ft.  wide  and  (J  ft.  thick  at  the  crown. 
The  s])ace  between  the  ribs  at  the  crown  is  U\  ft.,  and  is  spanned  by  a 
reinforc(Ml  slab  (the  only  reinforced  concrete  in  the  bridge).  The 
parallel  twin  construction  is  carried  all  through  the  spandrel  arches, 
the  j)iers.  and  the  approach  s[)ans.  The  twin  method  of  construction 
was  first  employed  in  the  Luxemburg  bridge — see  No.  2,  Table  90. 
page  t»4S,  and  also  jj  12s.').  The  advantages  of  this  form  of  construc- 
tifm  are:  (1?  it  saves  considerable  load  on  the  foundations;  (2) 
lessens  the  amount  of  spandrel  filling  re(|uired;  and  (3)  permits  the 
same  center  to  be  used  for  the  two  parallel  arches. 

For  a  graphic  solution  of  the  stre.s.ses  in  the  main  arch  and  a 
tabular  statement  of  the  stresses  for  the  dead  load,  for  two  positions 
of  the  live  load,  for  the  wind,  and  for  temperature  changes. 
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En:,ineenng-Contracting,  March  10,  1909,  page  184-87.    The  m^^ 
arch  ribs  are  built  of  a  1:2:4  portland-cement  concrete  withsl^^'^. 
of  stone  embedded  therein  in  a  radial  position  quite  close  togelH^    ' 
and  most  of  the  remainder  of  the  bridge  is  built  of  a  1  :  3  : 5  rut^ '^^ 
concrete.     The  rubble  concrete  of  the  arch  rings  was  assumed 
weigh  160  lb.  per  cu.  ft.,  and  the  remainder  of  the  concrete  150 
per  cu.  ft.     The  safe  compressive  strength  of  tHe  concrete  in 
arch  rings  was  assumed  to  be  600  lb.  per  sq.  in.     The  center  for 
main  ribs  consists  of  two  three-hinged  steel  trusses  23  ft.  apart, 
arch  will  be  concreted  in  transverse  sections  (§  1343). 

1347.  Big  Muddy  Bridge.     One  of  the  first  large  plain-conci 
railway  arches  was  the  double-lrack  bridge  on  the  Illinois  Centi 
Railroad  over  the  Big  Muddy  River,  near  Grand  Tower,  111.* 
bridge  consists  of  three  elliptical  arches,  each  of  140  ft.  clear  sj 
and  30  ft.  rise.     For  the  dimensions  of  the  main  arches,  see  No. 
Table  99,  page  705.     Each  main  arch  is  surmounted  by  ten  tn 
verse   arches  whose   abutment  walls  are  pierced   by   longitudii 
arches.     Only  the  spandrel  arches  were  reinforced. 

Fig.  236,  opposite,  shows  the  longitudinal  section  of  one  of 
main  arches.     The  arch  ring  was  built  in  voussoirs  approximat 
8  ft.  long  on  the  intrados;    and  the  numbers  on  the  voussoirs. 
Fig.  236  show  the  order  of  placing  the  concrete.     Each  vousi^s^   -^i> 
keys  into  the  next  one  by  two  4-inch  by  12-inch  projections  on  e-^a^^^i 
side,  made  by  timbers  built  into  the  block  first  completed.    "-■_  ^he 
face  of  the  arch  ring  was  divided  into  false  voussoirs  4  ft.  on     ^^  he 
intrados  by  nailing  triangular  strips  on  the  forms.  Fig.  237,  j:>5:^-^ 
7(X),  shows  the  centers  employed  in  erecting  the  side  spans.     For     "t:  he 
central  span,  to  provide  for  possible  drift,  the  middle  portion  of     ^  lie 
center  was  supported  upon  ()()-ft.  plate  girders  which  rented  iip>^n 
piles. 

Observations  were  made  from  Januarv  20  to  Mav  23,  1903,  ^^^ith 
gages  reading  to  thousandths  of  a  foot,  to  determine  the  amouiT^  ^^ 
expansion.     The  extreme  movement  in   that  time  was  0.012     ^^-^ 
which  was  equivalent  to  a  temperature  change  of  16°  F.  if  we  assume 
the  coefficient  of  expansion  to  ])e  0.000,005,4,  or  to  12°  F.  if    ^'^ 
assume  the  coefficient  to  he  0.()00,00(),5  (see  §  1334).     Xo  deflection 
of  the  arches  or  movement  at  the  expansion  joints  could  be  detect:^ 
during  the  passage  of  heavy  trains. 

1348.  Pennjrpacker  Bridge.  Fig.  23S,  page  707,  shows  sonic  of 
the  details  of  the  arch  v\n<r  and  of  the  center  of  one  of  the  five  f^^ 
foot  arches  of  the  Pennypacker  bridge  on  the  Philadelphia  and  Ret*-**" 
ing  Railroad. t     The  arch  was  constructed  as  a  monolith.     A  1  :3    -  ^* 

*  By  fourto>y  of  A,  S.  Haltlwin.  Chief  Engineer. 

^  Engineering  Hecord.  vol.  liv,  p.  396-97. — Oct.  13,  1906. 
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<*oiicreto  was  used  below  the  jjpringing  line,  and  a  1:2:4  above. 
The  ui)per  surface  of  the  arch  pitches  6  inches  toward  the  axis  of 
the  l)ri(l<j:c,  and  is  drained  by  4-inch  pipes  built  into  the  concrete  of 
each  pi(M'.  Ton«ruo  and  groove  vertical  transverse  expansion  joints 
are  provided  in  the*  spandrel  wall,  two  over  each  pier,  ext-ending  from 
the  liauiichos  through  the  coping. 


Ain.  2.     Hkim'okcki)  ('().\<'kktk  HiNciKLESs  Arch. 

1349.  Advantages  of  the  Reinforced  Aroh.    If  the  loads 

upon  the  arch  were  all  iixod,  it  would  be  possible  to  design  an  arch 
ring  so  that  the  resultant  pressure  would  pass  through  the  center  of 
each  cross  section,  and  consecpiently  the  entire  arch  ring  would  be 
in  colnprc^si<)n;  hut  if  part  of  the  load  is  a  moving  one,  or  if  the  line 
of  j)rcssur('  tioes  not  pass  (exactly  through  the  center  of  each  cross 
section  of  tiie  arch  ring,  there  will  be  developed  bending  stresses 
as  well  as  direct  coni})r(V'^sion.  When  the  arch  ring  is  subjected 
to  l)ending,  the  greatest  economy  is  likely  to  be  obtained  by  the 
ust»  of  reinfon-ed  instea<l  of  ])lain  concrete.  However,  the  gain  in 
economy  throiigii  the  use  of  st(H*l  reinforcement  in  an  arch  is  not 
very  lireat.  If  the  line  of  pressure  (ioc^s  not  depart  from  the  middle 
third  of  the  anh  ring,  no  tension  is  developed:  and  therefore  the 
steel  reintorco  only  in  comj)r(\ssi(in.  and  stei»l  is  not  :us  economical 
a  Tuaterial  to  resist  com})ression  as  coiu-rete.  On  the  other  hand. 
if  the  line  of  pn^ssun^  cjeparts  from  the  middle  third  of  the  arch  ring, 
the  probabilities  iwo  that  owing  to  the  (M)mparatively  heavy  dire<'t 
compressive  stress  the  re^iilting  tension  will  be  quite  small,  and 
hence  the  unit  tensile  stress  in  the  steel  will  be  very  low.  Of  course. 
the  unit  str(*>>  in  the  steel  couhl  be  increased  by  using  a  smaller  per 
cent  of  it:  bur  if  the  jxMcentage  of  steel  is  (piite  small,  to  secure 
a  proper  distribution  of  it  would  necessitate  the  use  of  impossibly 
small  cross  sections. 

Kven  though  the  economy  of  tiie  use  of  steel  in  arches  is  not 
•»"reat.  the  reintor<emr*nt  is  practii-ally  of  great  value.  (Concrete  is 
much  more  reliable  in  compression  than  in  tensicm.  and  hence  the 
use  of  t^te(*l  to  carry  the  tcMision  adds  to  the  reliability  of  the  structure 
as  a  whole.  Further,  the  steel  is  an  economical  insurance  against 
uncertainties  in  the  data,  errors  in  the  computations,  shrinkage 
stresses,  unequal  settlement  of  the  foundati()ns.  defectiv-e  materials, 
ami  careless  workmanship. 

1360.  Analysis  of  Reinforced  Arch.    'IMie  analysis  t>f  the 

nnnforceil  conci'ete  arcli  having  lixed  ends  is  substantially  the  same 
^tbal  for  a  plain  concrete  arch,  except  that  the  moment  of  inertia 
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of  the  homogeneous  cross  section  should  be  replaced  by  that  of  the 
composite  cross  section. 

The  differences  between  the  solution  for  the  plain  concrete  arch 
and  that  for  the  reinforced  arch  will  be  considered  in  order. 

1351.  Equations  of  Oonditioii.  It  is  customary  to  place  the  re- 
inforcing steel  symmetrically  about  the  neutral  surface  of  the  arch 

ring.     In  §  1302  the  fiber  stress  of  the  plain  concrete  section  is  stated 

_  J  jt 
to  he  f  =  E     ,      ;   and  for  the  symmetrically  reinforced  concrete 

_  jt  jt 

section,  the  fiber  stress  in  the  concrete  is  fc  =  Ee     ,     and  that  in 

ds 

the  steel  is  /.  =  Eg     ,     .     Similarly,  the  differential  moment  of  the 

stress  in  the  plain  concrete  section  is  stated  to  be  f  z  da;  but  for  the 
reinforced  section  the  elementary  moment  is  (Jc  z  da^  +  /•  «  da^). 
Substituting  in  equation  a,  page  672,  the  above  values  for  the  rein- 
forced concrete  section,  instead  of  the  corresponding  values  for  the 
plain  concrete  section,  remembering  that  E^  ^  n  E^  (see  §  447),  and 
carrying  the  work  through,  equation  c,  page  672,  becomes 

, .  Mds  .  ,. 

'^-E,  (/.  +  n/.)    ••••••     (O 

By  analogy,  the  equations?  of  conditions,  equations  1,  2,  and  3, 
then  become 

"—J^^f =  0  (10 


/ 


^   EAIr  +  nl,)-'^ (^^ 

^   EAl.  +  nl.)  -" ^^^ 

1362.  To  Make  Js  -^  (/^  +  n/«)  Comitant.  The  neutral  line  of 
the  arch  ring  must  be  divided  so  as  to  make  Js  -f-  (/<.  -f  nig) 
constant.  The  method  of  making  this  division  is  the  same  for  the 
reinforced  section  as  that  explained  in  §  1311  for  the  plain  section. 
Proceeding  as  in  the  second  paragraph  of  §  1311,  construct  a  line 
similar  to  DF,  Fig.  231,  page  677,  to  represent  Ic  +  nig.  /^  =  ^ 
b  d^'j  and  I%^^h  d^  +  Ag  dg  in  which  dc  is  the  depth  of  the  con- 
crete, d^  is  the  thickness  of  the  steel  in  the  direction  of  the  radius  of 
the  arch,  dg  is  the  distance  from  the  neutral  line  to  the  center  of  the 
steel,  and  A«  is  the  sum  of  the  area  of  the  cross  section  of  the  steel 
on  the  two  sides  of  th«  «—♦— '  '^        ^♦.  is  customary  to  con- 
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sider  only  a  section  of  the  arch  a  unit  long,  we  may  put  /^  =  y  j  dc\ 
and  ordinarily  we  may  take  /,  =  A^d^- 

Next  proceeding  as  in  §  1312,  divide  the  neutral  line  into  a  pre- 
determined number  of  parts. 

1353.  To  Locate  the  Line  kk.  The  method  of  locating  the  line 
kk  for  the  reinforced  arch  is  exactly  the  same  as  that  for  tho  plain 
concrete  arch — see  §  1313. 

1364.  To  Find  the  Trae  Equilibrium  Polygon.  The  method  of  find- 
ing the  true  equilibrium  polygon  for  the  reinforced  arch  i.s  exactly 
the  same  as  that  explained  in  §  1314-20. 

1366.  Stresses  Due  to  Dead  and  Live  Loads.    In  §  i:i51  it 

was  shown  that   the  til)er  stress  in   the  concrete  due  to   Iiending 

}c  =  EcZ  -^  .  an<l  substituting  the  value  of  the  fraction  from  equation 

c',  page  709.  gives 

Mz 


As  we  desire  the  maxinunn  value  of  /c.  z  must  have  its  maximum 
value,  i.e.,  z  =  d^,  the  distance  from  the  neutral  line  to  the  upper  or 
the  lower  qxX^q,  of  the  concrete.  Further,  from  equation  18,  page 
689,  M  =  H  .o<:.  Therefore  for  the  maximum  fil>er  stress  in  the 
concrete  due  to  bending,  the  above  equation  l>ecomes 

II  .ac.  d, 
I'    ~'     I    ^  nl         ^ 

Similarly,  the  maxinniin  fil)or  stress  in  the  steel  due  to  l>ending  is 

>'-  i:~ni: (18") 

in  which  dg  is  the  distanco  from  the  neutral  axis  to  the  center  of  the 
steel. 

To  find  the  unit  stress  due  to  T,  the  tangential  component  of  R 
(see  §  1328),  notice  that  the  section  is  symmetrical  and  also  that  the 
steel  takes  n  times  as  much  stress  as  an  equal  area  of  concrete,  and 
therefore  the  unit  compressive  stress  due  to  T  is 


T 
Again,  /,  =  n/^,  and  hence  from  equation  W 

Adding  equations   18'  and   19',   and  substituting  the  values  of 
I^  and  /,  from  $  1352.  we  have 
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/  -         ^         4-        H ,ac,dc  ,^-,v 

^'^  Ac^  nA.      ^^d^  +  nA. dy  '      '     ^^"^  ^ 


Similarly,  by  adding  equations  IS''  and  19", 

.  n  .T        ,       n .  H .  ac,dg 

'"  ^  A,  +  nA,      ^Vd7T"rn75? 


(21") 


Equations  2V  and  21"  are  to  be  used  exactly  as  equation  21,  page 
689,  and  the  law  governing  the  character  of  the  stress  is  the  same  in 
both  cases. 

1366.  Systems  of  Reinforced  Oonobete  Aboh  Oonstbuotion. 

There  are  a  great  variety  of  methods  of  reinforcing  a  concrete  arch, 
most  of  which  are  patented.  A  few  of  the  better  known  will  be 
briefly  described,  in  chronological  order. 

1367.  Monier  Arch.  Mr.  Jean  Monier  of  Paris,  France,  in  1867 
built  the  first  reinforced  concrete  arch.  He  first  embedded  a  wire 
net  near  the  intrados;  but  lat^r  two  nets  were  used,  one  near  the 
intrados  and  one  near  the  extrados.  Monier  arches  have  some 
serious  defects,  viz.:  1.  The  wire  nets  are  very  flexible,  and  hence 
are  difficult  to  place  properly.  2.  The  transverse  wires  do  not  aid 
in  supporting  the  load,  and  hence  add  needlessly  to  the  cost.  3.  The 
closeness  of  the  mesh  prevents  the  use  of  even  a  moderately  coarse 
aggregate,  and  hence  adds  to  the  cost  of  the  concrete.  Notwith- 
standing their  defects  many  Monier  arches  have  been  built,  partic- 
ularly in  Europe,  some  of  which  are  quite  remarkable  for  their  delicate 
dimensions  and  surprising  strength.  The  two  most  notable  of  these 
are:*  1.  Three  arches  built  in  Switzerland  in  1891  each  having  a 
span  of  128  ft.,  rise  11  ft.,  thickness  at  the  crown  6.67  in.  and  at  the 
springing  10  in.  2.  An  arch  built  in  Germany  in  1890  in  which  the 
span  was  132  ft.,  the  rise  14.7  ft.,  and  thickness  at  the  crown  9.88  in. 

1368.  Wiinsch  System.  This  system,  invented  by  Robert  Wiinsch 
of  Budapest,  Hungar\%  in  1884,  consists  of  a  straight  rolled  section, 
equal  in  length  to  the  span,  placed  horizontally  above  the  crown  and 
a  curved  member  placed  parallel  to  the  intrados,  the  two  being 
connected  by  vertical  members  riveted  to  them.  This  is,  strictly 
speaking,  not  an  arch  at  all,  but  a  reinforced  abutting  cantilever. 

1369.  Melan  System.  This  system,  invented  in  1892  by  Joseph 
Melan  of  Austria-Hungary,  consists  of  embedding  steel  ribs,  either 
solid  rolled  sections  or  built  sections,  in  the  concrete  arch  ring.  The 
.solid  sections  are  used  for  small  arches  and  the  built  for  large  ones. 

1360.  Hemiebique  System.  The  arch  in  this  system,  invented 
by  Hennebique  in  1893,  is  reinforced  with  solid  rolled  members 
parallel  to  the  intrados  and  the  extrados  connected  at  frequent 

*  TnuM.  Amer.  Soc.  C.  E.,  vol.  xxxi,  p.  441-42. 


712  Elastic  Arch.  [Chap.  XXIII. 

intervals  by  lattice  bars.  In  this  system,  small  l>ridges  cuiLsLst  of 
parallel  arch  ribs  built  up  solid  to  the  level  of  the  crown,  which  sup- 
port a  reinforced  concrete?  slab  resting  directly  upon  the  ribs;  and 
in  larger  bridges  the  floor  slab  is  supported  by  columns  or  spandrel 
arches  resting  nn  the  extrados  of  the  reinforced  ribs. 

1361.  Thacher  System.  This  system,  invented  by  Edwin  Thacher. 
New  York  City,  in  ISOI),  consists  of  flat  steel  bars  in  pairs,  one  parallel 
to  the  intrados  and  the  other  parallel  to  the  extrados.  The  bars 
have  no  connection  with  each  other  except  through  the  eoncrefe; 
but  are  provided  with  projections,  usually  rivet  heads,  at  short 
intervals  to  secure  mechanical  }>ond  ])etween  the  steel  and  the  con- 
crete. 

1362.  Ck>mmon  System.  JU'C(»ntly  in  .\m(»rica  the  most  common 
reinforcement  for  concrete  arches  consists  of  a  series  of  plain  or 
deformed  bai-s  (Fig.  2S.  page  2'M})  parallel  to  and  near  the  extrados 
and  a  similar  series  near  the  intrados,  each  series  sometimes  l)eing 
connected  at  intervals  by  some  form  of  stirrups  (Fig.  29.  page  28S). 
The  chief,  if  not  the  sole,  purpose  of  the  steel  is  to  resist  the  bending: 
and  hence  the  amount  of  reinforcement  parallel  to  the  neutral  line 
should  be  from  if  to  1}  per  cent  (see  equation  10,  page  228),  but  it 
is  frequently  considerably  greater  than  this.  Not  infrequently  the 
concrete  alone  is  able  to  carry  the  computed  stresses  with  a  fair 
degree  of  safety,  the  reinforcement  being  added  only  iis  an  additional 
element  of  securitv. 

For  examj)les  of  what  was  above  calle<l  the  common  system,  see 
Fig.  2H9-41,  page  7i:^-l«).  and  Fig.  24.V44,  page  717-19.  " 

1363.  Examples  of  Reinporced  Ooncrete  Abohes.  The  (con- 
sideration of  reinforced  concrete  arclies  will  be  closed  by  giving  some 
details  of  a  few  structures. 

It  is  hardly  possible  to  make  a  ta))ular  exhibit  of  any  value  show- 
ing the  dimensions  of  reinforced  ccmcrete  arches  as  was  done  for 
voussoir  and  plain  concrete  arches,  since  the  systems  of  reinforce- 
ment are  so  varied  and  the  quality  of  the  steel  and  its  po.sitions  are 
so  diverse.     Further.  reinfr)rced  concrete  arches  are  built  with  either 
a  solid  arch  ring  or  of  ribs  connected  by  a  curtain  wall:   and  rein- 
forced concrete  arches,  like  those  of  plain  concrete,  are  built  with 
solid  spandrel  filling  or  various  forms  of  open  spandrels.     It  is  not 
possible  ti)  make  a  tabular  statement  of  all  these  vanables  that  will 
be  of  any  particular  value.     Reasonably  complete  descriptions  of 
many  reinforced  concrete  arches  can  be  found  by  consulting  any  one 
o(  the  several  indexe^s  to  current  engineering  literature.    The  fol- 
lowing are  representative  examples  of   reinforced  concrete  arches 

baving  no  lunges. 

tiM.  1taiioi&  Pacific  Arch.     Fig.  239  shows  the  typical  reinforeed 
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concrete  arch  for  istrcuni  and  highwny  crossings  employed  recently 
by  the  Union  Pacific  Railroad.*  Fig.  239  is  for  a  highway 
crossing  near  Omaha;  and  the  form  for  stream  crossings  is  the  same 
except  that  the  wings  flare  at  30°.  The  reinforcement  consists  of 
corrugated  bars  (J  4fi5);  and  this  particular  job  contained  S2.2  lb. 
of  steel  per  cubic  yard  of  concrete.  No  bar  was  placed  nearer  the 
surface  of  the  concrete  than  3  inches,  and  splices  were  lapped  2  feet. 


Section  at  Cronrn  ^cclions  Through  ButtresMS. 

Fin,  239,— RRiNmnrFD  CoNcEETE  Ahch  os  Uvinv  Pacific  R.R, 

The  arch  ring  is  not  necessanly  built  monohthic   hut  any  joints  are 
required  to  l>e  on  a  radial  line  v. 

1366.  Big  Soatli  fork  Bridge.  Fig.  240,  page  714,  shows  one  of 
the  five  equal  spans  of  a  skew  bridge  over  the  Big  South  Fork  Branch 
of  the  Cumberland  River  on  the  Kentucky  and  Tennessee  Railway. t 
The  extrados  and  also  the  intrados  are  circular  curves.  The  arch 
is  designed  for  a  train  load  equivalent  to  Cooper's  F^40,  The  rein- 
forcement is  twisted  steel  bars  {§  465).  The  concrete  in  the  arch 
ring  and  the  spandrel  walls  is  1  : 2  : 4,  in  the  footings  1  :  ."i  :  6,  and 
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in  the  body  of  the  piers  1  :  2i  :  5.  "The  west  abutment  was  built 
hollow  and  filled  with  stone.  It  was  designed  on  the  supposition 
that  solid  rock,  which  outcropped  near  the  site  of  the  abutment, 
would  be  found  at  a  small  depth;  but  solid  rock  was  not  found  as 
expected,  and  to  avoid  the  cost  of  extending  the  abutment  so  that 
its  weight  would  make  it  stable  against  the  thrust  of  the  arch, 
anchors  were  cemented  into  the  rock  foundation  to  a  depth  of  6  ft. 
along  the  front  edge  of  the  abutment.  In  building  this  abutment 
it  was  found  that  the  cost  of  the  form-work  was  greater  than  the 
saving  in  concrete;  and  the  contractor  preferred  to  build  the  other 
abutment  solid  and  omit  much  of  the  steel."  The  rods  parallel  to 
the  neutral  line  between  the  reinforcement  near  the  extrados  and  the 
intrados  are  quite  unusual. 

1366.  Oharley  Greek  Bridge.  Fig.  241,  page  716,  shows  one  of 
the  two  75-ft.  arches  carrying  a  highway  over  Charley  Creek,  near 
Wabash,  Ind.;  and  Fig.  242,  page  71(5,  shows  the  center  used  in 
its  erection.*  This  bridge  differs  from  the  two  preceding  ones 
in  four  noteworthy  particulars,  viz.:  1.  The  use  of  a  special  bar, 
the  Kahn  (e,  Fig.  29,  page  238)  for  the  reinforcement,  which  give 
a  rather  remarkable  arrangement  of  metal  in  the  arch  ring.  The 
designer  claims  that  the  diagonal  members,  being  solidly  connected 
to  the  extradosal  and  intradosal  bars,  firmly  anchor  these  bars  and 
also  tie  together  the  concrete  of  the  arch  ring.  2.  The  complete 
reinforcement  of  the  spandrel  walls.  The  spandrel  walls  are  designed 
as  vertical  cantilevers  to  hold  in  place  the  earth  spandrel  filling,  the 
reinforcement  being  Kahn  bars  (§  465)  set  upright;  and  are  rein- 
forced longitudinally  for  temperature  stresses  by  round  rods.  3. 
The  bonding  together  of  the  arches  and  spandrel  walls  over  the  center 
pier.  4.  It  has  frequently  l)een  stated  that  the  curve  of  the  arch 
ring  of  this  bridge  is  a  parabola;  but  an  examination  of  the  drawing 
shows  that  the  intrados  is  a  five-centered  circular  curve  and  the 
extrados  a  circular  arc.  The  above  statement,  and  many  similar 
ones,  must  be  interpreted  to  mean  that  the  stresses  were  determined 
on  the  assumption  that  the  center  line  of  the  arch  ring  was  a  parabola, 
i.e.,  the  stresses  were  determined  by  the  method  proposed  by  Prof. 
C.  E.  Greene  t  for  an  arch  whose  neutral  line  is  a  parabola.  Professor 
Greene  adopted  a  parabola  for  the  center  line  of  the  arch  ring  because 
a  parabolic  linear  arch  is  stable  under  a  load  uniform  along  the  span; 
but  it  is  not  proved  that  the  parabolic  arch  is  better  than  the  more 
common  forms,  particularly  as  the  dead  load  is  not  uniform  along 
the  span,  and  since  the  live  load  has  a  different  position  for  the  maxi- 

*  Engineering  News,  vol.  Iv,  p.  290, — March  15,  1906. 

t  Pages  41-71  of  his  Arches — Part  III.  of  his  Trusses  and  Arches.     John  Wiley  &, 
Sons,  New  York,  1879. 
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mum  stresses  at  different  points 
along  the  arch,  and  further  since 
temperature  stresses  are  an  impor- 
tant factor  in  the  design  of  an  arch 
and  are  indepencient  of  the  curve 
of  the  neutral  line.* 

1367.  P«ra  Bridga.  Fig.  243 
shows  one  of  the  seven  arches 
across  the  Wabash  River  at  Peru, 

Ind.f    There  are  three  noteworthy  g 

features  of  this  bridge.     1.    The 

arrangement  of  the  reinforcement  I 

of  the  arch  ring,  whereby  a  rod  ia  '* 

near  the  intrados  at  the  crown  and  £ 

near  the  extrados  at  the  springing,  ^ 

one  third  of  the  rods  crossing  the  a 

neutral  line  at  the  mid-point  of  2 

the  semi-arch,  one  third  at   the  ^ 

upper  third-point,   and  one  third  s 

at    the  lower   third-point.      This  | 

disposition  of  the  steel  is  on  the  u 

supposition  that  the  unreinforced  I 

arch  has  a  tendency  to  fail  by  ten-  M 

sion  in  the  intrados  at  the  crown 
and   by   tension  in   the  extrados 

near  the  springing—see  Fig.   189,  " 

page  (lit).  2.  A  new  method  of 
balancing  the  thrust  of  imequal 
spans.     The  arch  shown   in  Fig. 

243  is  flanked  on  the  right  by  a  )§ 

100-ft.  span  and  on  the  left  by  an 
86-ft.  span.  For  the  effecton  the 
appearance  of  the  bridge  and  also 
to  increase  the  waterway,  it  was 
desired  to  make  the  spans  increase 
from  the  shore  toward  the  middle 
of  the  river;  and  to  keep  the  road- 
way level  and  as  low  as  possible 
and  also  to  give  a  maximum  water- 
way, it  was  not  possible  to  balance 

*  Fur  ail  iiitcri'i'tiiig  utiJ  iiiAlnx'tivi.'  di-liiiliHl  :Li'i;i>uiit  of  a  12S-tt.  tnio  parBbulir 
plaiii-cunurL'tp  tU'ch  bridict'  aver  Pinev  DrBUcli.  Woshingtoii.  D.  C,  ace  Engineering 
WncK,  vol.  liv,  p.  510-12;   vol.  Iv.  |..  453;    \'ol.  Ivii,  p.  682-43. 

t  D.  H.  I.utcn,  the  designer  of  the  bridge,  io  Engintering  Ne*n,  vol.  Iv,  p.  347-40. 
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the  thrust  of  the  longer  span  in  the  usual  way,  i.e.,  by  making  the 
shorter  span  proportionally  much  flatter,  as  the  shorter  arch  would  lie 
entirely  submerged  at  highwater.  The  submergence  of  the  end 
spans  would  not  only  decrease  the  waterway,  but  might  through  the 
effect  of  buoyancy  cause  a  collapse  of  the  adjoining  spans.  Further, 
it  was  not  possible  to  make  the  piers  heavy  enough  to  support  the 
vuiequui  thrusts,  without  unduly  reducing  the  waterway.  These; 
concUtions  were  met  by  inclining  each  arch  of  a  shorter  span  upward^ 
toward  the  adjacent  longer  span,  so  that  at  any  pier  the  shorter  arc!: 
hjis  virtually  a  higher  spiiiiging  than  the  longer  arch,  although  th. 
apparent  spriiigings  are  maintained  at  the  same  level  by  slightl. 
distorting  the  curve  of  the  shorter  span  at  the  pier.  By  this  meth< 
a  75-ft.  span  is  balanced  by  an  85-ft.  span,  an  «S5-ft.  by  a  95-ft., 
a  95-ft.  by  a  100-ft..  all  on  G-ft.  piers,  although  the  rise  of  the  sevc 
arches  is  practically  constant,  l>cing  15  feet  for  the  lOO-ft.  span  a* 
13  feet  for  the  75-ft.  The  effect  on  the  thrusts  of  the  arches  by 
('lining  of  the  shorter  span  upward  toward  the  longer  is  shown 
Fig.  243.  for  the  pier  between  the  95-ft.  and  the  100-ft.  spans, 
thrust  1\  of  the  95-ft.  arch  meets  the  thrust  T^  of  the  100-ft.  span 
that  side  of  the  center  of  the  pier  toward  the  greater  span,  by 
of  the  elevation  of  this  end  of  the  shorter  span.  The  thrust  T^  of  thi* 
l(K)-ft.  arch  being  greater  than  T^  the  resultant  /?,  of  the  two  thrust'  * 
is  deflected  across  the  center  line  of  the  pier,  but  is  kept  within  tb  ^ 
middle  third  of  its  base.  ."^  A  new  metluKl  of  striking  the  centers 
The  centering  was  supported  by  2-  by  Ti-inch  joists,  which  weretoc---^ 
flexible  to  carrv  their  load  except  when  braced  in  l>oth  direct ions?''^'^. 
at  th(»  third  points.*  To  strike  the  centers,  one  svstem  of  swav 
bracing  was  removed  from  the  upright  supports,  which  allowed  them 
to  buckle  and  thus  relieve  the  centers. 

1368.    Danville    Bridge.       Kig.    2U    shows    half    of    the    100-ft.       ^ 
s[)an    and    half    of    one    of    the    two    SO-ft.    spans   of    the   double-  : 

track  reinforced-concnMe  arch  bridge  on  the  Cleveland,  Cincinnati.       '     ,. 
Chicago  and  St.  I.ouis  Railway,  near  Danville.  IlLf     The  road  also  .« 

has  a  similar  ])ri(lg(»  near  Robinson.  111.     The  bridge  is  42  ft.  wide     ^^^ 
outside*  to  outside*  of  j)arapet  walls,  and  27  ft.  inside  to  inside.     The  '^'-^     j 
springing  line  of  the  intrados  of  the  I()()-ft.  arch  is  30  ft.  alcove  thebe<l  ^  ^ 
of  the  stream.     Note  that  the  crowns  of  all  three  arches  are  at  the^^**^ 
.same  elevation,  the  s})ringing  lines  of  the  smaller  arches  being  high< 
than  those  of  the  larger  one.     The  base  of  the  rail  is  19.75  ft.  abov^^* 
the  extrados  of  the  crown  of  the  main  arches,  and  the  track  resU:^^^^ 
upon  a  cushion  of  earth  T)  ft.   d(»e|>.     The  spandrel  arches  have  ^ 

*  t  or  ilctail^  <»f  tin-  i-ttiiipiit:iTu>ii<^.  -SIT  Kinfinti  rinif  .VrMw.  vol.   liii.   p.   477.  —  M^      -^' 
11,  UM)-. 

•\  Kiiuiinirinti  liit'i'nL   \ol.   liii.   p.   I'.KS    l.\. 
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span  of  8  ft.,  and  a  thickness  at  the  crown  of  2  ft.,  the  space  abc^  ^^ 
the  arches  being  filled  with  concrete  to  the  level  of  the  crown.    TT^  ^^ 
reinforcement  is  square  corrugated  bars.     The  steel  in  the  m: 
arches  is  6  inches  from  the  surface  at  the  crown  and  24  inches  at 
haunches.     The  series  of  spandrel  arches  are  built  in  three  sectio 
one  over  each  of  the  main  arches.     Between  each  section  of  spam 
arches  is  an  expansion  joint,  the  details  of  which  are  shown  in  F         *  \^ 
244,  page  719.     The  numbers  on  the  arch  rings  show  the  order  ( 

the  concreting. 

1369.  Hadflon  Memorial  Arch.     For  a  detailed  description  of tl 

proposed  Henr\'  Hudson  memorial  reinforced-concrete  arch  of  7  o 

ft.  clear  span  over  Spuyten  Duyvil  Creek,  New  York  City,  see  Em     jr 

neering  News,  Vol.  lviii  (Nov.  21,  1907),  pages  559-()l ;    and  for  j, 

teresting  editorial  comments  on  the  same,  see  page  555. 

Akt.  3.     HiNGKD  Arch. 

1370.  A  hinge  in  a  masonry  arch  consists  of  two  blocks  of  st 
cjist  iron,  or  steel,  one  having  a  plane  or  nearly  plane  surface  of  e 
tact  and  the  other  having  a  cylindrical  surface.     Stone,  cast  ir< 
and  steel  hinges  have  been  employed.     Hinge-like  joints  are  son 
times  constructed  by  inserting  a  sheet  of  lead  in  the  middle  third 
the  joint,  and  then  aft^r  the  centers  are  struck  the  remainder  oft 
joint  is  filled  with  mortar.     There  are  three  forms  of  hinged  archi 
viz.:    (1)  a  hinge  at  the  crown,  (2)  a  hinge  at  each   springing  Hl 
and  (3)  a  hinge  at  each  springing  and  also  one  at  the  crown;  but  on         • 
the  last  form  is  used  for  masonr^"^  arches. 

Tlie  use  of  hinges  in  masonry  arches  was  first  proposed  by  Koepl 
of  Dresden,  Germany,  in  1880;  and  a  number  of  hinged  arches,  hot 
voussoir  and  continuous,  have  l)een  built  in  Europe,  but  almost  noit^^^^ 
have  been  built  in  America  (see  §  1374).     Hinged  arches  have  \yee^^   \ 
built  of  independent  voussoirs,  of  plain  concrete,  and  of  reinforce*^^ 
concrete  (see  Table  100). 

1371.  Analysis  op  the  Thbee-Hinoed  Arch.    The  hingt^lei^  ^--***'^^ 
arch  is  staticallv  an  indeterminate  structure,  since  the  stresses  ca 
not  be  found  except  by  a  consideration  of  the  elastic  properties  of  tL 
material  of  the  arch  ring;    while  the  three-hinged  arch  is  statical 
determinate.     Each  half  is  an  independent  structure,  and  the  e 
ternal  reactions  and  internal  stresses  can  easily  be  found  by  the  usir:. 
methods  of  structural  analvsis;    in  other  words,  each  half  mav 
treated  as  a  curved  beam  and  the  stresses  found  accordingly. 
method  of  (losi<^nin.u:  a  iiin^od  mascmry  arch  consists  in  assuming 
cross  sections  at  the  hinges  and  also  the  boundaries  of  the  arch  ri —    ^S^- 
and  then  computing  the  nuiximum  stresses  at  a  number  of  secticn^/^v. 


e. 


,e 
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If  the  resulting  stresses  are  not  satisfactory,  the  dimensions  are 
altered  and  the  computations  are  repeated.  For  a  general  solution 
and  detailed  design  of  a  three-hinged  masonry  arch  of  236  ft.  span, 
see  an  article  by  D.  A.  Molitor  in  Transactions  of  American  Society 
of  Civil  Engineers,  Vol.  xl,  pages  36-76. 

1372.  HlNQKD  VS.  HiNOELBSS  Abohes.  The  advantages  claimed 
for  the  hinged  masonry  arch  are:  1.  The  introduction  of  hinges 
eliminates  the  difficulties  and  the  uncertainties  in  the  analysis  of  the 
hingelesif  arch.  2.  The  hinges  prevent  undue  stresses  owing  to  an 
unequal  settlement  of  the  abutments.  3.  The  effect  of  temperature 
changes  is  less  for  hinged  than  hingeless  arches.  4.  The  arch  ring 
of  the  hinged  arch  is  lighter  than  that  of  the  hingeless  arch. 

The  disadvantages  urged  against  the  hinged  masonry  arch  are; 
1.  The  hinges  add  cost  and  complication  in  the  construction,  and 
their  maintenance  requires  attention.  2.  The  lack  of  perfect 
freedom  of  action  of  the  hinge,  due  to  friction  and  to  dust  and  rust, 
introduces  uncomputable  stresses.  3.  Any  movement  at  the  hinge 
changes  the  position  of  the  line  of  pressure  and  hence  changes  the 
stresses.  4.  The  spandrel  walls  and  the  floor  of  an  arch  bridge 
interfere  with  the  action  of  the  hinges.  5.  The  amount  of  masonry 
in  the  arch  ring  is  only  a  small  part  of  that  in  the  entire  structure, 
and  hence  the  saving  of  a  small  per  cent  of  arch  masonry  is  unim- 
portant. 6.  The  hinged  arch  has  greater  deflections,  and  hence  is 
less  rigid  than  the  hingeless  arch.  7.  The  hinges  lack  durability — 
the  most  important  feature  of  a  masonry  arch.  It  is  agreed  that 
hinges  are  more  useful  the  larger  and  the  flatter  the  arch. 

American  engineers  almost  unanimously  prefer  the  hingeless  arch. 

1374.  Examples  of  Hinoed  Abohes.  Apparently  there  are 
only  three  hinged  arches  in  America:  1.  A  40-ft.  three-hinged  plain- 
concrete  highway  arch  at  Mansfield,  Ohio,  built  about  1904  and  hav- 
ing a  rise  of  7.5  ft.  2.  A  three-hinged  83-ft.  elliptical  plain-concrete 
arch  in  Brookside  Park,  Cleveland,  Ohio.  For  an  illustrated  des- 
cription, see  Engineering  NewSy  Vol.  Lv,  pages  507-08.  3.  A  135-ft. 
three-hinged  reinforced-concrete  ribbed  parabolic  skew  arch  in 
Denver,  Colorado.  The  hinged  form  was  adopted  largely  because 
of  the  flatness  of  the  arch  and  the  36^  skew.  For  a  detailed  and 
illustrated  description,  see  Engineering  Record yYo\.  lvii,  pages  336- 
39,— March  21,  1906. 

1376.  Table  100,  page  722,  gives  some  of  the  particulars  concern- 
ing the  most  noted  hinged  masonry  arches  in  Europe. 
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APPENDIX    I 


Specifications  for  Cement 

The  following  are  the  standard  specifications  of  the  American 
Society  for  Testing  Materials.*  and  have  been  approved  by  the 
American  Railway  Engineering  and  Maintenance  of  Way  Associa- 
tion, and  by  the  American  Society  of  Civil  Engineers.  The  headings 
and  the  numbering  of  the  paragraphs  are  as  in  the  original. 

General  Obsekvationh. 

1.  These  remarks  have  been  prepared  with  a  view  of  pointing  out  the  pertinent 
features  of  the  various  requirements  and  the  precautions  to  be  observed  in  the 
interpretation  of  the  results  of  the  tests. 

2.  The  Committee  would  suggest  that  the  acceptance  or  rejection  under  these 
specifications  be  based  on  tests  made  by  an  experienced  person  having  the  proper 
means  for  making  the  tests. 

3.  Specific  Gravity.  Specific  gravity  in  useful  in  detecting  adulteration. 
The  results  of  tests  of  specific  gravity  are  not  necessarily  conclusive  as  an  indi- 
cation of  the  quality  of  a  cement,  but  when  in  combination  with  the  results  of 
other  tests  may  afford  valuable  indications. 

4.  Fineness.     The  sieves  should  be  kept  thoroughly  dry. 

6.  Time  of  Setting.  Great  care  should  be  exercised  to  maintain  the  test 
pieces  under  as  uniform  conditions  as  possible.  A  sudden  change  or  wide  range 
of  temperature  in  the  room  in  which  the  tests  are  made,  a  very  dry  or  humid 
atmosphere,  and  other  irregularities  vitally  affect  the  rate  of  setting. 

6.  Tensfle  Strength.  Each  consumer  must  fix  the  minimum  requirements 
for  tensile  strength  to  suit  his  own  conditions.  They  shall,  however,  be  within 
the  limits  stated. 

7.  Constancy  of  Volume.  The  tests  for  constancy  of  volume  are  divided  into 
two  classes,  the  first  normal,  the  second  accelerated.  The  latter  should  be  re- 
garded as  a  precautionary  test  only,  and  not  infallible.  8o  many  conditions 
enter  into  the  making  and  interpreting  of  it  that  it  should  be  used  with  extreme 
care. 

8.  In  making  the  pats  the  greatest  care  should  be  exercised  to  avoid  initial 
strains  due  to  moulding  or  to  too  rapid  drying-out  during  the  first  twenty-four 
hours.  The  pats  should  be  preserved  under  the  most  uniform  conditions  pos- 
sible, and  rapid  changes  of  temperature  should  be  avoided. 

9  The  failure  to  meet  the  requirementb  of  the  accelerated  tests  need  not 
be  sufficient  cause  for  rejection.  The  cement  may,  however,  be  held  for  twenty- 
eight  days,  and  a  re-test  be  made  at  the  end  of  that  period,  using  a  new  sample. 
FaQure  to  meet  the  requirements  at  this  time  should  be  considaed  sufficient 

•Adopted  Nov.  14, 1004.  mad  M«n«ri#d  riJijiHT  Jye  ag,  190S. 
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cause  for  rejection,  uitliough  in  the  present  state  of  our  knowledge  it  can  not  be 
said  that  such  failure  necessarily  indicates  unsoundness,  nor  can  the  cement  be 
considereti  entirely  satisfactory  simply  because  it  passes  the  tests. 

Specifications. 

1.  General  Conditions.     All  cement  shall  be  inspected. 

2.  ( \>nient  may  })e  ins|>ectcd  either  at  the  place  of  manufacture  or  on  the  work. 

3.  In  order  to  allow  ample  time  for  inspecting  and  testing,  the  cement  ahouki 
be  stored  in  a  suitable  weatlier-tight  building  having  the  floor  properly  blocked  or 
raistnl  from  the  ground. 

4.  The  cement  shall  1k'  store<i  in  such  a  mamier  as  to  permit  easy  access  for 
pro|ier  ins|K'('tion  and  identification  of  each  shipment. 

6.  10 very  facility  shall  ]ye  provided  by  the  contractor  and  a  period  of  at  least 
twelve  days  allowed  for  the  insi)ection  and  necessary  tests. 

6.  Cem(>nt  shall  be  delivered  in  suitable  packages  with  the  brand  and  name 
of  the  manufacturer  plainly  marktHi  thereon. 

7.  A  bag  of  cement  shall  contain  94  pounds  of  cenicnt  net.  Each  barrel  of 
Portland  cement  shall  contain  4  bags,  and  each  barrel  of  natural  cement  shall 
contain  IJ  bags  of  the  above  net  weight. 

8.  (Vment  failing  to  meet  the  sevennlay  requirements  may  be  held  awaiting 
the  results  of  the  twenty-eight-day  t^sts  before  rejection. 

9.  All  tests  shall  be  made  in  acconlance  with  the  methods  proposed  by  the 
Coinniitttv  on  Tnifonn  Tests  of  (Vment  of  the  American  Society  of  Civil  Engi- 
neers, presented  to  the  Society  January  21,  1903,  and  amended  January  20,  1904 
an<l  January  15.  HM)S.  [The  methoils  descril)ed  in  Chapter  IV  are  substantially 
in  accordance  with  that  rei)ort.] 

10.  The  acc(>ptance  or  rejection  shall  be  basiMJ  on  the  following  requirements: 

Xatikal  Ckmkxt. 

11.  Definition.  The  term  natural  cement  shall  lie  applied  to  the  findy 
pulverized  product  resulting  from  the  calcination  of  an  argillaceous  limestone 
at  a  teni|>erature  only  sufficient  to  drive  off  the  carbonic  acid  gas. 

12.  Fineness.  It  shall  leave  by  weight  a  residue  of  not  more  than  10  percent 
on  the  No.  1(X),  and  .SO  jwr  cent  on  the  No.  200  sieve. 

13.  Time  of  Setting.  It  shall  not  develop  initial  set  in  less  than  ten  minutes, 
and  shall  not  tlevelop  liard  set  in  less  than  tliirty  minutes,  or  in  more  than  three 
Imurs. 

14.  Tensile  Strength.  The  minimum  rtHiuiremcnts  for  tensile  strength  for 
liriipiettes  one  inch  .scpiare  in  cross  section  shall  be  within  the  following  limitSi 
and  shall  show  no  retrogression  in  strength  witliin  the  periods  specified: 

A  iff.  Xrat  Cemejit.  '  Strength,* 

■J  I  hours  in  moist  air 50-100  lb. 

7  <lav.s  ( 1  dav  in  moist  air,    t>  davs  in  water)       100-200  " 

-S  days  ( I  day  in  moist  air.  27  days  in  water) 200-300  ** 

OfU'  Part  Cvment,  Three  Part^  Standard  »S'aw/. 

7  davs  ( I  dav  in  moi.st  air,    t»  davs  in  water) 25-  75  lb. 

JS  daxs  (I  «iay  in  moist  air,  27  days  in  water) 75-150  " 

*  riu*  iiiiiiiiMiini  nHfuirenient  for  ueaP  ccnient  iit  twenty-four  huurH  should  be 
Mimii'  N|N*i>ifii>d  value  within  the  limits  of  50  and  1(R)  jiuunds,  and  similariy  for  each 
)H'n«Hl  stated.  If  no  si>orial  v:ihu>  is  pn'sc-ribed,  the  mean  of  the  above  values  shall 
bv  taken  us  the  inininiuni  strength  n'^iuired. 
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Ifi.  ConstancT  of  Volume.  Pats  of  neat  cement  about  three  inches  in  diam- 
eter, one  half  inch  thick  at  center,  tapering  to  a  thin  edge,  shall  be  kept  in  moist 
air  for  &  period  of  twenty-four  houre. 

(a)  A  pat  is  then  kept  in  air  at  normal  temperature. 

(b)  Another  is  kept  in  water  maintained  as  near  70°  F.  as  practicable. 

16.  These  pats  are  observed  at  intervaln  for  at  leant  28  days;  and,  to  satis- 
factorily pass  the  tests,  should  remain  firm  an<l  h:inl  nnd  kHow  nn  sifEnn  of  dix- 
tortion,  cheekinfE.  cnickinfc,  or  diHinlegrating, 

Portland  Cemknt. 

17.  Definition.  This  t«rm  is  appliecl  to  the  finely  pulverized  product  resulting 
from  the  calcination  to  incipient  fusion  of  an  intimate  mixture  of  properly  pro- 
portioned argillaceouH  and  calcareous  materials,  and  to  which  no  addition  greater 
than  3  per  cent  has  been  made  subeequent  to  calcination. 

18.  SpKiflc  Gnvitjr.  The  specific  gravity  of  the  cement,  ignited  at  a  low 
red  heat,  shall  be  not  less  than  .^.10;  and  the  cement  shall  not  show  a  loss  on 
ignition  of  over  4  per  cent, 

19>  FinBUMi.  It  shall  leave  by  weight  a  residue  of  not  more  than  8  per  cent 
on  the  No.  100,  and  not  more  than  2!>  per  cent  on  the  No.  200  sieve. 

20.  Time  of  Setting.  It  shall  not  develop  initial  set  in  less  than  thirty  minutes, 
and  must  develop  hard  set  in  not  less  than  one  hour  nor  more  than  t«n  hours. 

21.  Ten*Ue  Strength.  The  minimum  requircmcnta  tor  tensile  strength  for 
briquettes  one  inch  square  in  section  shall  be  within  the  following  limits,  and 
shall  show  no  retrogression  in  strength  within  the  periods  specified: 

Age.  Neal  Cement.  Strength.* 

24  hours  in  moist  air ia(t-2Q0  lb. 

7  dayg  (l  day  in  moist  air,    6  days  in  water) 450-550   " 

28  days  (1  day  in  moist  air,  27  days  in  water) .560-650  " 

One  Pari  Cement,  Three  Partt  Sand. 

7  days  (1  day  in  moist  air,    6  days  in  water) 150-200  lb. 

28  days  (1  day  in  moist  air,  27  days  in  water) SOO-.IOO   " 

22.  Conitancy  of  Volume.  Pats  of  neat  cement  about  three  inches  in  dia- 
meter, one  half  inch  thick  at  the  center,  and  tapering  to  a  thin  edge,  shall  be 
kept  in  moist  air  for  a  period  of  twenty-four  hours. 

(a)  A  pat  is  then  kept  in  air  at  normal  temperature  and  olwiervral  at  intervaLi 
for  at  least  28  days. 

(6)  Another  pat  is  kept  in  water  maintained  as  near  70°  F.  as  practicable,  and 
observed  at  intervals  for  at  least  28  days. 

(c)  A  third  pat  is  exposed  in  any  convenient  way  in  an  atmoisphere  of  strain, 
above  boiling  water,  in  a  loosely  closed  vessel  for  live  hours. 

83.  These  pate,  to  satisfactorily  pass  the  requirements,  shall  remain  lirm  and 
hard  and  show  no  signs  of  distortion,  checking,  cracking,  or  disintegrating. 

24.  Sulphuric  Acid  and  Magnesia.  The  cement  shall  not  contain  more  than 
1.75  per  cent  of  anhydrous  sulphuric  acid  (SOi),  nor  more  than  i  per  cent  of 
'a  (ItgO). 

For  example  the  minimum  requiremmt  for  neat  portlsod   cement  at  twenty- 
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SpEriFICATION'S    FOR    PoRTLAXD-C'EMEXT   CONCRETE 

The   following  arc  the   standard  specifications  of   the   American 
Railway  Engineering  and  Maintenance  of  Way  Association:^ 

1.  Cement.  The  cement  shall  be  portland,  either  American  or  foreign, 
which  will  meet  the  re(|uireineiits  of  the  standard  Hpedfieations  adopted  by 
the  American  Society  for  Tenting  Materials.     [See  Appendix  I.] 

2.  Sand.  The  s;iiHl  sliall  Ik*  dean,  sharp .  course,  and  uf  graina  varying  in 
sise.  It  shall  be  free  from  stickK  and  other  foreign  matter,  but  it  may  contain 
clay  or  loam  not  to  exoeetl  five  |>er  cent.  Crusher  diint,  screened  to  reject  aii 
partidcN  over  one  quarter  inch  in  diameter,  may  be  used  infitead  of  wnd,  if 
approve<l  by  the  engineer. 

3.  Stone.  The  stone  shall  be  sound.  Iiard  and  tlurable,  crushed  to  siaes  not 
exceeding  two  inchi*s  in  any  direction.  For  reinforced  concrete,  the  siies  usually 
.ire  not  to  exc€H.'d  tlutH'  quarter  inch  in  any  direction,  but  may  be  \'aried  to  suit 
the  character  of  the  reinforcing  material. 

4.  GraveL  The  gravel  shall  l>e  com|M>sed  of  dean  pebbles  of  hard  and  durable 
stone  of  sizes  not  exceeding  two  inches  in  diameter,  free  from  clay  and  other 
impurities  excc^jit  s:ind.  When  containing  .sand  in  any  considerable  quantity, 
the  amount  per  unit  of  volume  of  gravel  shall  Ih>  determined  accurately  to  admit 
of  the  profxT  proportion  of  sand  being  maintained  in  the  concrete  mixture. 

6.  Water.  The  water  shall  Ite  clean  and  reasonably  dear,  free  from  sul- 
phuric acid  or  strong  alkalies. 

6.  Mixing  by  Hand,  (a )  Tight  platfonns  shall  \ye  provided  of  sufficient  siie  to 
acconun<Mlate  men  and  materials  for  the  progressive  and  rapid  mixing  of  at  least 
two  batches  of  ci»ncn'te  at  the  same  time.  Hatches  shall  not  exceed  one  cubi? 
vanl  each,  and  smaller  batches  an*  preferable.  base<l  U|»on  a  multiple  of  the  num- 
l»er  of  sacks  to  thi-  barrel. 

(b)  Spn*a(l  the  sand  evenly  u}M»n  the  j da t form,  then  the  cement  upon  the  sand, 
and  mix  thoroughly  until  of  an  even  color.  .\d<l  all  the  water  neoessary  to  make 
a  thin  mortar,  and  spre:!d  again:  .'id<I  the  gravel  if  us(m1.  and  finally  the  broken 
stone,  both  of  which,  if  dry.  should  first  be  thoroughly  wet  <Iown.  Turn  the  maw 
with  shovels  or  hrwrs  until  thoroughly  iiicoriK)rat»l,  aiitl  until  nil  the  gravel  an<l 
stone  is  coventl  with  mort:ir.  which  will  pn>bably  rcHpiire  the  mass  to  be  turned 

four  times. 

(r)  Another  method,  which  may  be  ])ermitted  at  the  option  of  the  engineer  in 
rharse,  in  to  spread  the  sand,  then  the  cement,  and  mixdr>-:  then  the  gravel  m 
broken  stone,  add  water,  and  mix  thoroughly  as  al)ove. 

7.  Mixing  by  Machine.     A  machine  mixer  shall  l)e  useil  wherever  the  volume 

•  Adooted  fiixt  in  1002.BccProc.,  vol.iii.p.304-<m:  modified  in  1908»and  modified 
MdadofiStfd  »H  here  in  1904,  wh*  vol.  v.  p.  rtlO-13.  618,  619,  660-466.     The  KsmI- 
Sm  frnTtbe  numbering  of  t)»e  paragmphs  arp  as  in  tlie  (iriginal. 
^  726 


i 


Appen.  II.]  Specifications  for  Concrete.  727 

of  work  will  justify  the  expense  of  installing  the  plant.  The  necessary  require- 
ments for  the  machine  shall  be  that  a  precise  and  regular  proportioning  of  materials 
can  be  controlled,  and  the  product  as  delivered  shall  be  of  the  required  consistency 
and  be  thoroughly  mixed. 

8.  Consistency.  Thd  concrete  shall  be  of  such  consistency  that  when  dumped 
in  place  it  will  not  require  much  tamping.  It  shall  be  spaded  down,  and  be 
tamped  sufficiently  to  level  it  off,  after  which  the  wat^r  should  rise  freely  to  the 
surface. 

9.  Forms,  (a)  Forms  shall  be  well  built,  substantial  aud  unyielding,  properly 
braced  or  tied  together  by  means  of  v^nre  or  rods,  and  shall  conform  to  the  lines 
given. 

(6)  For  all  important  work,  the  lumber  used  for  face  work  shall  be  dressed 
on  one  side  and  both  edges,  and  shall  be  sound  and  free  from  loose  knot«,  secured 
to  the  studding  or  uprights  in  horizontal  lines. 

(c)  For  backing  and  other  rough  work,  undressed  lumber  may  be  used. 

(d)  Where  comers  of  the  masonry  and  other  projections  liable  to  injury  occur, 
suitable  mouldings  shall  be  placed  in  the  angles  of  the  forms  to  round  or  bevel 
them  off. 

(e)  Lumber  once  used  in  forms  shall  be  cleaned  before  being  used  again. 

(/)  The  forms  must  not  be  removed  within  thirty-six  hours  after  all  the 
concrete  in  that  section  has  been  placed.  In  freezing  weather,  they  must  re- 
main until  the  concrete  has  had  a  sufficient  time  to  become  thoroughly  hardened. 

ig)  In  dry  but  not  freezing  weather,  the  forms  shall  be  drenched  with  water 
before  the  concrete  is  placed  against  them. 

10.  Depositing,  (a)  Each  layer  should  be  left  somewhat  rough  to  insure  bond- 
ing with  the  next  layer  above;  and,  if  the  concrete  has  already  set,  it  shall  be 
thoroughly  cleaned  by  scrubbing  with  coarse  brushes  and  water  before  the  next 
layer  is  placed  upon  it. 

(&)  Concrete  shall  be  deposited  in  the  moulds  in  layers  of  such  thickness  and 
position  as  shall  be  specified  by  the  engineer  in  charge.  Temporary  planking 
shall  be  placed  at  the  ends  of  partial  layers,  so  that  none  shall  run  out  to  a  thin 
edge.  In  general,  excepting  in  arch  work,  all  concrete  must  be  deposited  in 
horizontal  layers  of  uniform  thickness  throughout.  ''- 

(c)  The  work  shall  be  carried  up  in  sections  of  convenient  length  and  the 
sections  shall  be  completed  without  intermission. 

(d)  In  no  case  shall  work  on  a  section  stop  within  18  inches  of  the  top. 

(e)  Concrete  shall  be  placed  immediately  after  mixing,  and  any  having  an 
initial  set  shall  be  rejected. 

11.  Expansion  Joints.  In  exposed  work,  expansion  joints  may  be  provided 
at  intervals  of  thirty  to  one  hundred  feet,  as  the  character  of  the  structure  may 
require. 

(6)  A  temporary  vertical  form  or  partition  of  plank  shall  be  set  up,  and  the 
section  behind  shall  be  completed  as  though  it  were  the  end  of  the  structure. 
The  partition  shall  be  removed  when  the  next  section  is  begun,  and  the  new 
concrete  shall  be  placed  against  the  old  without  mortar  flushing.  Locks  shall 
be  provided,  if  directed  or  called  for  by  the  plans. 

(c)  In  reinforced  concrete  the  length  of  these  sections  may  be  materially  in- 
creased at  the  option  of  the  engineer. 

12.  Facing,  (a)  The  facing  may  be  made  by  carefully  working  the  coarse 
stone  back  from  the  form  by  means  of  a  shovel,  bar  or  similar  tool  so  as  to  bring 
the  excess  mortar  of  the  concrete. 

(6)  About  one  inch  of  mortar  (not  arout)  of  the  same  pn^xirtions  as  used  in 
the  oonerete  m&v  h^  "iv  jn  advanoe  of  the 
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(r)  Care  must  be  taken  to  rtMiiove  from  the  inside  of  the  forma  any  dry  mort,ir 
in  order  to  secure  a  perfect  face. 

13.  Proportions.  The  proportions  of  the  materials  in  the  concrete  shall  be  as 
specifically  called  for  by  the  contract,  or  as  set  forth  herein,  upon  the  lines  left  for 
that  purpose,  the  volume  of  cement  to  be  based  upon  the  actual  cnbic  contents 
of  one  barrel  of  specified  weipht. 


Parts  by  Volumk. 
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14.  Finishing.  («)  After  the  forms  are  romovwl.  which  should  generally  be  as 
soon  as  possible  after  the  concrete  is  sufficiently  hardened,  any  small  ca\ities  or 
openings  in  the  face  shall  be  neatly  fillctl  with  mortar,  if  necessary  in  the  opin- 
ion of  the  engineer.  Any  ridges  due  to  cracks  or  joints  in  the  luml)er  shall  be 
rubbed  down  with  chisel  or  wooden  float.  The  entire  face  may  then  be  washed 
with  a  thin  grout  of  the  consistency  of  whitewash,  mixed  in  the  same  proportion 
as  the  mortar  of  the  concrete.  The  wash  shall  ])e  applied  with  a  bnish.  The 
earlier  the  above  ofK^rations  are  perfonne<l  the  better  will  lie  the  result. 

(6)  Tlie  tops  of  bridge  seats,  pedestals,  copings,  wing  walls,  etc.,  when  not  finished 
with  natural  stone  coping,  shall  be  finishc<l  with  a  smooth  siyface  comix>6ed  of  one 
part  cement  to  t  wo  parts  of  granite  or  r)ther  suitable  screenings  or  sand,  applied  in 
a  layer  \  to  1  inch  thick.    Tliis  must  be  j)ut  in  place  with  the  last  course  of  concrete. 

15.  Waterproofing.  Where  waterproofing  is  re(4uired.  a  thin  coat  of  mortar 
or  grout  shall  be  applied  for  a  finishing  Cf)at,  upon  which  shall  be  placed  a 
covering  of  suitable  waterproofing  material. 

16.  Freezing  Weather.  Onlinarily  concrete  to  })e  left  above  the  surface  of 
the  ground  shall  not  l)e  const ructtHl  in  freezing  weather  Portland-cement 
concrete  may  be  built  under  thes<*  conditions  by  special  instructions.  In  this 
case  the  sand,  water  and  broken  stone  shall  be  heated;  and  in  severe  cold,  siiit 
shall  be  added  in  the  proi)ortion  of  about  2  pounds  ]ier  cubic  yard. 

17.  Reinforced  Concrete.     Where  concrete  is  deposited  in  connection  with 
metal  reinforcing,  the  greatest  care  nnist  bo  taken  to  insure  the  coating  of  the 
metal  >\'itli  mortjir  and  i\w  thorough  compacting  of  the  concrete  around  the 
metal.     Whenever  it  is  practicable,  the  metal  sluill  be  placed  in  position  first. 
This  can  usually  be  done  where  the  metal  occurs  in  the  bottoms  of  the  forms, 
by  supporting  the  metal  «)n  transverse  wires  or  otherwise,  and  then  flushing  the 
bottoms  of  the  fonns  with  cement  mortar,  so  as  to  get  the  mortar  under  the 
metal  and  depositing  the  concrete  immediately  afterward.     The  mortar  for  flush- 
ing the  bars  shall  be  com[)osed  of  one  part  cement  and  two  parts  sand.     The 
metal,  used  in  the  concrete  shall   be   free   from  dirt,   oil  or  grease.     All  mill 
scale  shall  be  removed  by  hammering  the  metal,  or  preferably  by  pickling  the 
SUM  in  a  weak  solution  of  muriatic  acid.     No  salt  shall  be  useil  in  reinforeed 
concrete  when  laid  in  freezing  weather. 
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Specifications  for  Railway  Masonry 

The  following  are  the  standard  specifications  of  the  American 
Railway  Engineering  and  Maintenance  of  Way  Association:* 

General  Requirements. 

1.  Engineer.  Where  the  term  Engineer  is  used  in  these  specifications,  it 
refers  to  the  engineer  actually  in  charge  of  the  work. 

2.  Cement  The  cement  shall  conform  to  the  requirements  adopted  by  the 
Association  [see  Appendix  I]. 

3.  Stone.  Stone  shall  be  of  the  kinds  specially  designated  and  shall  be  hard 
and  durable,  free  from  seams  or  other  imperfections,  of  approved  quality  and 
shape,  and  in  no  case  shall  have  less  bed  than  rise.  When  liable  to  be  affected 
by  freezing,  no  unseasoned  stone  shall  be  laid. 

4.  Dressing.     Dressing  shall  be  the  best  of  the  kind  specified. 

6.  Beds  and  joints  or  builds  shall  be  square  with  each  other,  and  dressed  true 
and  out  of  wind.     Hollow  beds  shall  not  be  allowed. 

6.  Stone  shall  be  dressed  for  laying  on  natural  beds. 

7.  Marginal  drafts  shall  be  neat  and  accurate. 

8.  Pitching  shall  be  done  to  true  lines  and  exact  batter. 

9.  Mortar.  Mortar  shall  be  mixed  in  a  suitable  box,  and  kept  clean  and  free 
from  foreign  matter.  Sand  and  cement  shall  be  mixed  dry  and  in  small  batches 
in  proportions  as  directed  by  the  engineer,  water  shall  then  be  added,  and  the 
whole  mixed  until  the  mass  of  mortar  is  thoroughly  homogeneous  and  leaves  the 
hoe  clean  when  drawn  from  it.  Mechanical  mixing  to  produce  the  same  results 
may  be  permitted.     Mortar  shall  not  be  re-tempered  after  it  has  begun  to  set. 

10.  Laying.  The  arrangement  of  courses  and  bond  shall  be  as  indicated  on 
the  drawings  or  as  directed  by  the  engineer.  Stone  shall  be  laid  to  exact  lines 
and  levels,  to  give  the  required  bond  and  thickness  of  mortar  in  beds  and  joints. 

11.  Stone  shall  be  cleansed  and  dampened  before  laying. 

12.  Stone  shall  be  well  bonded,  laid  on  its  natural  bed  and  solidly  settled  into 
place  in  a  full  bed  of  mortar. 

13.  Stone  shall  not  be  dropped  or  slid  over  the  wall,  but  shall  be  place<l  with- 
out jarring  stone  already  laid. 

14.  Heavy  hammering  shall  not  be  allowed  on  the  wall  after  a  course  is  laid. 
16.  Stone  becoming  loose  after  the  mortar  is  set  shall  be  relaid  with  fresh 

mortar. 

16.  Stone  shall  not  be  laid  in  freezing  weather,  unless  directed  by  the  en- 
gineer. If  laid,  it  shall  be  freed  from  ice,  snow  or  frost  by  warming;  and  the  sand 
and  water  used  in  the  mortar  shall  be  heated. 

♦Adopted  J***^  "^  " *«^86. 1159. 
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17.  With  precaution,  a  brine  may  be  substituted  for  the  heating  of  the  Tttor- 
tar.  The  brine  shall  consist  of  one  pound  of  salt  to  eighteen  gallons  of  w^^' 
when  the  temperature  is  32  degrees  Fahrenheit;  and  for  every  degree  of  temf^^' 
ture  below  32  degrees  Fahrenheit,  one  ounce  of  salt  shall  be  added.  . 

18.  Pointing.  Before  the  mortar  has  set  in  beds  and  joints,  it  shall  be  rem^^^ 
to  a  depth  of  not  less  than  one  inch  (1").     Pointing  shall  not  be  done  ^-^ 
the  wall  is  complete  and  mortar  set.  nor  when  frost  is  in  the  stone.  % 

19.  Mortar  for  pointing  shall  consist  of  equal  parts  of  portland  cement  , 
sand  sieved  to  meet  the  requirements.     In  pointing,  the  joints  shall  be  wet          ^. 
filled  with  mortar  |>ounde<l  in  with  a  ** set-in"  or  calking  tool,  and  be  fini^^^^ 
with  a  beading  tool  of  the  uidth  of  the  joint,  used  with  a  straight-edge. 

ASHLAK    MaKONRY. 

A.  For  Bri<lges  and  Retaining  Walls. 

20.  Stone.    The  stones  shall  be  large  and  well-proportioned. 

21.  (bourses  shall  not  \ye  less  than  fourteen  inches  (14*)  or  more  than  tit "^^ 

inches  (30*)  thick,  thickness  of  courses  to  diminish  regularly  from  bottom  to  ^^^^' 

22.  Dressing.  Beds  and  joints  or  builds  of  face  stone  shall  be  fine-poin  ^^! 
so  that  the  mortar  layer  shall  not  be  more  than  one  half  inch  (}*)  thick  when  ^** 
stone  is  laid. 

23.  Joints  in  face  stone  shall  \)e  full  to  the  square  for  a  depth  equal  to  at 
one  half  the  height  of  the  course,  but' in  no  case  less  than  twelve  inches  (12*). 

24.  Exposed  surfaces  of  the  face  stone  shall  be  rock-faced,  and  the 
shall  be  pitched  to  true  lines  and  exact  batter.     The  face  shall  not  project  i^  ^»  ^^ 
than  three  inches  (3'')  lieyond  the  pitch  line. 

26.  Chisel  drafts  one  and  one  half  inches  (li*)  wide  shall  be  cut  at  extai — -  "^ii^ 
comers. 

26.  Holes  for  stone  liooks  sliall  not  he  jKJmiitted  to  show  in  expa««ed  surfT"M>>  *^- 
Stone  shall  be  han(lle<l  witli  clamps,  keys,  lewis,  or  dowels. 

27.  Stretchers.     Stretchers  shall  not  be  less  than  four  feet  (4')  long  and   "M     ^  ''^'^ 
at  lefust  one  and  a  quarter  times  as  much  l>eti  as  thickness  of  course. 

28.  Headers.     Headers  shall  not  be  k^s  than  four  feet  (4')  long,  shall  oc^ 
one  fifth  of  face  of  wall,  shall  not  he  less  than  eighteen  inches  (18  )  wide  in 
and,  where  the  course  is  more  than  eiphte<'n  inches  (IS**)  high,  width  of  face 
not  be  less  than  height  of  cours(\ 

29.  Headers  shall  hold  in  heart  of  wall  the  same  size  shown  in  face,  so  am^»-»  -^f^ 
tliat  a  hea<ier  in  a  su|K»rior  course  shall  not  l)e  laid  over  a  joint,  and  a  joint  ^=^aii 
not  occur  over  a  header:   the  same  disposition  shall  occur  in  back  of  wall. 

30.  Headers  in  fare  and  l»ack  of  wall  shall  interlock  when  thicknc^ss  o^  "^'^ 
will  a<lmit. 

31.  Where  the  wall  is  tliree  feet  (3')  thick  or  less,  the  face  .stone  shall  ^p>aw 
entirely  throu^li.     Backing  shall  not  he  allowed. 

32a.*  Backing,     liackin;::  >hi\\\  l>e  larpe.  well-shape<l  .stone.  n)Uf;lily  t>«^c:"^tie<l 
and  jointe<l;  l)ed  joints  >hi\\\  not  exceed  one  inch  (l").     At  least  one  half  of 
hacking  stone  shall  l)e  of  same  size  and  character  as  the  face  stone  ami 
parallel  ends.     The  vertical  joints  in  hack  of  wall  shall  not  exceeil  two  in* 
(2").    The  interior  vertical  joints  shall  not  exceed  .six  inches  (6*).    Voids  shaf 
thoroughly  fille<l  with  nnicntr  or  sf  Kill  ft  fully  bedded  in  cement  murUir.  . 

32b.*     Backing  sliall  be  of  ccnnrtr  or  headers  and  stretchers,  as  specifiet^^-     *" 
jKiragrnpha  '2Ho(>.  and  the  heart  of  the  wall  shall  be  filled  with    atncrete. 

*  Paraprapjjs  '.V2ii  .'irul  32b  nro  i<o  arrange<i  that  either  may  be  eliminated  accor^^^'Tj 
tc»    r«'<niin'nirnts.      Wuch  <»f    these  parapniphs   also  contains  optional  clauses,  w- 
are  printed  in  italics 
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33.  Where  the  wall  will  not  admit  of  such  arrangement^  stone  not  less  than 
four  feet  (4')  long  shall  be  placed  transversely  in  the  heart  of  the  wall  to  bond 
the  opposite  sides. 

34.  Where  stone  is  backed  with  two  courses,  neither  course  shall  be  less  than 
eight  inches  (8^)  thick. 

36.  Bond.  The  bond  of  stone  in  the  face,  back,  and  heart  of  the  wall  shall 
not  be  less  than  tw^elve  inches  (12^).  The  backing  shall  be  laid  to  break  joints 
with  the  face  stone  and  with  one  another. 

36.  Coping.  Coping  stones  shall  be  full  size  throughout,  of  dimensions  indi- 
cated on  the  drawings. » 

37.  Beds,  joints  and  top  shall  be  fine-pointed. 

38.  Location  of  joints  shall  be  determined  by  the  position  of  the  bed  plates, 
and  be  indicated  on  the  drawings. 

39.  Cramps.  Where  required,  coping  .stone,  stone  in  the  wings  of  abut- 
ments, and  stone  on  piers  shall  be  secured  together  with  iron  cramps  or  doweb, 
their  position  being  indicated  on  the  drawings. 

B.  For  Arches. 

40.  Arch  Stones.  Voussoirs  shall  be  full  size  throughout  and  dressed  true 
to  templet,  and  shall  have  bond  not  less  than  thickness  of  stone. 

41.  Joints  of  vousrioirs  and  intrados  shall  be  fine-pointed.  Mortar  joints  shall 
not  exceed  three  eighths  inch  (|^). 

42.  Ezpoeed  hurfaoes  of  the  ring  stone  shall  be  smooth  or  rock-faced  tvith  a 
marginal  draft* 

43.  Number  of  coiu*8es  and  depth  of  voussoirs  shall  be  indicated  on  the 
drawings. 

44.  Voussoirs  shall  be  placed  in  the  order  indicated  on  the  drawings. 

46.  Backing.  Backing  shall  consist  of  concrete  or  large  stone  shaped  to  fit 
the  archf  bonded  to  the  sfMndrel  and  laid  in  full  bed  of  mortar  * 

46.  Where  waterproofing  is  required,  a  thin  coat  of  mortar  or  grout  shall  be 
applied  evenly  for  a  finishing  coat,  upon  which  shall  be  placed  a  covering  of 
approved  waterproofing  material. 

47.  Centers  shall  not  be  struck  until  directed  by  the  engineer. 

48.  Bench  Walls,  etc.  Bench  walls,  piers,  spandrels,  parapets,  wing  walls, 
and  copings  shall  be  built  under  the  specifications  for  Ashlar  for  Bridges  and 
Retaining  Walls. 

RrBBLE    Masonry. 

A.  For  Bridges  and  Retaining  Walls. 

49.  Stone.  The  stone  shall  be  roughly  squared  and  laid  in  irregular  courses. 
Beds  shall  be  parallel,  roughly  dressed,  and  the  stone  laid  horizontal  in  the  wall. 
Face  joints  shall  not  be  more  than  one  inch  (l")  thick.  Bottom  stone  shall  l)e 
large,  selected  flat  stone. 

60.  The  wall  shall  be  compactly  laid,  at  least  one  fifth  of  the  surface  of 
back  and  face  being  headers  arranged  to  interlock.  All  voids  in  the  heart  of 
the  wall  shall  be  thoroughly  fille<l  with  cffncreJe  or  suitable  stones  and  spalls 
fully  bedded  in  cement  mortar  * 

B.  For  Arches. 

61.  Voussoirs.  Voussoirs  shall  be  full  size  throughout,  and  shall  have  bond 
not  less  than  thickness  of  voussoirs. 

62.  Beds  shall  be  roughly  dressed  to  bring  them  to  radial  planes. 
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63.  Mortar  joints  shall  not  exceed  one  inch  (1*). 

64.  Ebcposed  surfaces  of  the  ring  stone  shall  be  rock-faoed,  and  edges  pitcJ^^"^ 
to  true  lines. 

66.  Voussoirs  shall  be  placed  in  the  order  indicated  on  the  drawings.  ^ 

66.  Backing.     Backing  shall  consist  of  concrete  or   large  stone,  shaped  U^ 
the  archf  bomled  to  the  spantirel,  and  laid  in  full  bed  of  mortar*  %^ 

67.  Where  waterproofing  is  required,  a  thin  coat  of  mortar  or  grout  shall  o^ 
applied  evenly  for  a  finishing  coat,  upon  which  shall  be  placed  a  covering 
approved  waterproofing  material. 

68.  Centers  shall  not  be  struck  until  directed  by  the^ngineer. 

69.  Bench  Walls,  etc.     Bench  walls,  piers,  spandrels,  parapets,  wing  w£ 
and  copings  shall  be  built  under  the  specifications  for  Rubble  Masonry  for  Bri( 
and  Retaining  Walls. 

Culvert   Masonry. 

60.  Character  of  Masonry.  Culvert  masonry  shall  be  laid  in  cement  mort^^* 
The  character  of  stone  and  quality  of  work  shall  be  the  same  ajs  specified  f*"^ 
Rubble  Masonry  for  Bridges  and  Retaining  Walls. 

61.  Side  Walls.     One  half  the  top  stones  of  the  side  walls  shaU  extend  eu 
tirely  across  the  wall. 

62.  Cover  Stones.     Covering  stone  shall  be  sound  and  strong,  at  least  twel^ 
inches  (12")  thick,  or  as  indicated  on  the  drawings.     They  shall  be  roughE 
dressed  to  make  close  joints  with  each  other,  and  lap  their  entire  width  or 
least  twelve  inches  (12^)  over  the  side  walls.     They  shall  be  doubled  imder 
embankments,  as  indicated  on  the  drawings. 

63.  Coping.     End  walls  shall  be  covered  with  suitable  copings,  as  indicat 
on  the  drawings. 

Dky    Masonry. 

64.  Dry  Ma.sonrv  sliall  include  dry  retaining  walls  and  slope  walls. 

65.  Retaining  Walls.     Retaining  walls  of  dry   masonry    shall    include    all 
walls  in  which  rubble  stone  laid  without  mortar  is  used  for  retaining  embank-  ^ 
ments  or  for  similar  purposes.  ^ 

66.  Dressing.     Flat  stone  at  least  twice  as  wide  as  thick  shall  be  used.     Beds 
and  joints  shall  be  roughly  (ires.sed  square  to  each  other  and  to  face  of  stone. 

67.  Joints  shall  not  excee<l  three  (juarter  inch  (?")• 

68.  Stone  of  different  sizes  shall  l>e  evenly  distributed  over  entire  face  of  wall, 
generally  keeping  the  largest  stone  in  lower  part  of  wall. 

69.  The  work  shall  be  well  honde<l  and  present  a  reasonably  true  and  .smooth 
surface,  free  from  holes  or  projections. 

70.  Slope  Walls.  Slope  walls  shall  be  built  of  such  thickness  and  sloj)e  as 
directed  by  the  engineer.  Stone  shall  not  be  used  in  this  construction  which 
does  not  reach  entirely  through  the  wall.  Stone  shall  be  place<l  at  right  angles 
to  the  slopes.  The  wall  sliall  be  built  simultaneously  with  the  embankment 
which  it  is  to  protect. 

*  ( )|)tif)n.'tl  clauses  are  in  italic. 
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Abutmeut,  arch,  dimeiiHions  frum  t'tX^nch 
practice,  647 
empirical  formulas  for,  645 
sUbility  of,  64() 
bridge,  forms,  535 
foundations,  538 
kind  of  masonry,  539 
pier,  550 

reinforced,  542,  549 
stability,  theor>'  of,  537 
straight,  539 

Lehigh  Vallev  R.R.,  540 
N.  Y.  Central  R.R.,  541 
T-abutment,  548 

lUinois  Central  R.R.,  548 
reinforced,  549 
U-abutmont,  542 

A.  T.  &S.-F.  R.R.,542 
N.  Y.  Central,  R.R.,  545 
wing,  539 

Cooper's  highway,  539 
N.  Y.  Central,  RJl.,  539 
reinforced,  542 
Aggr^^te  for  concrete,  defined,  133 
Air-chamber,  filling,  442 
Air-lock,  pneumatic  pile.  436 
pneumatic  caisson,  434,  439 
position  of,  434 
Alkali,  eflfect  on  concrete,  193 
Alum  and  soap  waterproofing,  186 
Arch,  abutment,  backing,  659 

dimension    from    French    practice. 

647 
stability  of,  640 
Big  Muddy,  704 
Big  South  Fork,  713 
brick,  667 
bond,  667 
example,  669 
specifications,  327 
center  of  pressure,  609 
centeiB,  defined,  650 

examples,  663,  667,  669,  706,  707. 

716 
load  to  be  supported,  651 
outline  form  of,  653 
bnwed  woodoQ  r^^ 


ARC 

Arch,    centers,    outline    form    of,    built 
wooden  rib,  654 
soHd  wooden  rib,  653 
trussed,  656 

striking,  657 
method,  657 
time.  658 
Charley  Creek,  715 
claH.sification  of,  607 
Connecticut  Ave..  703 
culvert,  see  Culvert,  arch. 
Danville,  718 
definitions,  parts,  606 

kinds,  607 
Detroit  Ave.,  702 
dimensions  of,  648.  703,  721 
drainage,  666,  719 
elastic,  approximate  solution,  698 

As  -5-  1  constant,  676 

conditions  for  fixed  ends,  671 

define<l,  670 

loads  for,  670 

placing  the  concrete,  701 

reliability  of  theory  of,  700 

(r(}uilibrium  polygon  for,  678 
external  forces,  614,  67J 

earth  pressure,  616 

masonry,  615  • 

water  pressure,  615 
forms  of,  607 
hinged,  720 

advantages  of,  721 

analysis  of,  720 

dimen.sions,  722 

<'xamples,  721 
Hudson  memorial,  720 
iiiverte<l,  for  fomidation,  361 
line  of  resistance,  defined,  608 

location  of,  637 
line  of  pressure,  609 
masonry,  specifications  for,  667,  731 
method  of  balancing  thrust,  717 
Melan,  defined,  711 
Monier,  defined,  711 
Pennypacker,  704 
P«ru.  717 

7€0 
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Arch,  plain  concrete,  examples,  703 
flhortening,  stresnes  due  to,  69<i 
fltrenHefl  maximum,  090,  695 
dne  to  ahortening.  007 

temperature,  694,  695,  697 
reinforced,  advantages  of,  708 
analaysis  of,  70S 
equatiouH  of  condition,  709 
relieving,  for  retaining  wallH,  515 

in  8p>andrel  filling,  600 
skew,  defineil.  608 

six*cificationfl  for  arch  moHonry,  667, 731 
»pan<ln4  filling.  660 
Hysteins  of  reinforcing,  711 
temi)erature  changes  in,  691 
temperature  stresses  in,  694,  695,  697 
Thm-her,  defined,  712 
voussoir,  abutments,  670 

dimensions  from    French 

practice,  647 
stabiUty  of.  (>40 
tlnckncfss  of,  645 
backing,  659 

hollow  si)an<lrpls,  660 
tenters,   examples  <»f,  6<J3.  (Mi7,  Wi9, 

706,  707,  716;  s***-  also  Ceiiti'rs. 
cn)wn  thrust,  617,  621 
Navier's  principl(>.  620 
thw)r>'  of  least,  620 

to  find,  621 
theory  of  least  pressure,  618 
Winkler's  hypothesis.  618 
details  of  construction,  659 
(iiinensions,  648 
examples  of,  661 
nelle6el<i.  665 
Cabin  .T(»hn,  664 
Luxemburg,  fM>2 
Pennsvlvania  R.K.,  666 
Plaucii.  662 
Pont-y-l'ryd<l,  665 
external  forces,  614 
failun',  metlMxl^  of.  (H)J> 
joint  of  niptun?,  dcfinerl.  622 
rorrect  metho<l  f>f   finding,  623 
incorrect  method  nf  finding,  626 
location  of,  625 
line  of  pressure,  609 
line  of  reaistence,  609 
open  joints,  613 
pliun  concrete,  set?  Arch,  elastic. 
proportions,  fonnulas  for,  642 
thickness  at  crown,  643 
at  springing.  645 
stability,  crushing,  611,  (i.31 
unit  pressure,  611 
empirical  rules  for,  641 

roUtion,  610 
dUinB.614 


AEO-BRI 

Arch,  vousttoir,  tlieory  of,  6U8 
criterion,  610,  036 
theories,  628 
rational,  628 


unsjrmmetrieal  IomI,  fiM 
Rankine's,  040 
SchcfHer's,  637 

incorrectly  applied.  638 
unit  pressure.  Oil 

unreinforced,  see  Arch,  elasUc. 

ITnion  Pacific,  712 

WAnsch,  defined,  711 
.Vrtificial  8tone,  268 
.Vshlar,  280.  283 

backing,  285 

bond.  285 

dressing,  283 

definition.  280 

finishing  joints  287 

la>ing,  282 

{winting,  286 

mortar,  amount  required,  287 

size  of  stones,  283 

s{)ccification8,  730 

usf^.  283 
A.  T.  and  S.^F.  K.R.,  abutment,  542 

culvert,  cast-iron,  576 

pier,  559 
.Vtchafalava  bridge,  foundation,  424 
Ax,  270 

Hack  wall,  see  Parapet  wall, 
liatter,  <lefinition,  279 
li<'ams,  reinforced  concrete,  eoonomic  de> 
sign  of,  242 
working  stress  for,  240 
Ii«'aring  i)ower,  foundations,  q.v.,  336 
piles,  q.  v.,  387 
soils,  (1.  v.,  335 
Kig  Muddv  arch,  704 
Hig  South  Fork  Arch,  713 
Bituminous  shield,  190 
Blair  bridge,  pneumatic  foundation,  431 
cast,  447 

frictional  resistance,  442 
rate  of  sinking,  440 
l^md,  brick,  arches,  667 
ma»onr>',  306 
concrete  ^dth  steel,  229 
stone  m&sonry,  285 
Box  culvert,  see  Culvert,  box. 
Brick,  absorptive  power,  21,  39 
arcli,  bond,  667 

example,  669 
classification,  37 
day.  34 

building,  35 
cost,  44 
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brick,  clay,  crushing  8trength,  40,  42 
manufacture  of,  35 
requisite  of  good,  39 
shearing  strength,  43 
sixes,  43 

transverse  strength,  43  , 

crushing  strength,  method  of  tenting,  40 

data  on,  42,  46 
cyibMkns  for  bridge  foundations,  425 
fire,  35 

manufacture,  35 
masonry,  see  Ma.sonr>',  brick, 
nM{uisite8  for  good,  35 
sand-lime,  absorption,  47 
charactcristicM,  46, 
cost,  48 

crusliing  strength,  46 
definition,  45 
fire,  effect  of,  48 
weather,  effect  of,  47 
manufacture,  method  of,  45 
transverse  strength,  47 
Brick  masonrv,  see  MaMonr\%  brick. 
Bridge  abutment,  see  Abutment,  bridge. 
Bridge  pier,  sec  Pier. 
Broken-stone,  cost,  KKi 

wcreeneii  vs.  unscreened,  133 
sizes,  100 
voids,  99,  101,  102 
weight,  102 
Brooklyn  bridge,  foundation.  442,  443 
Building-blocks,  concrete,  262 
form,  263 
hollow  space,  265 
manufacture.  265 
Building-blocks,  moulding  machines,  266 
sise,  263 

waterproofing,  267 
Building-stone,  classification,  27 
requisites  for  good,  3 
tests,  5 
see  also  Stone. 
Buildings,  concrete,  coHt  of,  258,  260 
data  for  computing  weight  of,  347 
pneumatic  foundation  for,  444 

C.  B.  A  Q.  R.R.,  culvert  box,  single,  588 

double,  589 
retaining  wall,  529 

forms  for,  531 
C.  C.  C.  &  St.  L.  R.R.,  arch,  reinforced 

concrete,  718 
C.  C.  A  O.  Ry.,  arch  culvert,  597 
C.  M.  A  St.  P.  Ry.,  culvert,  arch,  599, 601 

box,  586 

rail-top,  590 
C.  A  N.  W.  R.R.,  retaining  wall,  527 

fofins  for,  530 
fyi— n«>  ilifiiiHkiii,  417.  • 


OAI -OEM 

Caisson,  diseaBe,  446 
pneumatic,  431 

Blair  bridge,  431 

first  ^ise  of,  429 

guiding  in  wnklag^  441 

Hmvn  dm  OnKe,  433 
Cairo  bridge,  pier,  558,  548 
Cax-il,  270 
Cement,  activity,  68 

amount  for  a  yard  of  mortar,  119 

bibUography,  83 

chemical  anal>'8iH,  66 

classification,  49,  54 

cost,  58 

data  for  estimates,  58,  118-20 

economy,  relative,  82 

fin<'nesH,  61 

iron-ore,  54 

lime  with  cement,  effect  of,  128 

niagntwia,  55 

mortar,  data  for  estimates,  118,  119 

lime-cement,  128 

normal  consistency,  72,  75 

sre  aUo  Mortar,  cement 
natural,  description,  56 

cost,  58 

H|>ecifications,  724 

weight  per  barrel,  58 
normal  consistency,  72 
pat  test,  64 
Portland,  df»cription,  55 

cost,  58 

specifications,  725 

weight  per  barrel,  58 
I)ozzolan,  description,  56 

cost,  58 

weight,  58 
re-tempering,  effect  of,  128 
Rosendale,  56 
silica,  56 
slag,  57 

si>ecification8,  83,  723 
specific  gravity,  60 
strength  of,  122 

sand,  effect  of,  123 

time,  effect  of,  122 
soundness,  63 

tests  of,  64 
tensile  strength,  data  on,  81,  82,  111, 
122,123 

method  of  testing,  71 
tests,  activity,  68 

briquette,  form  of,  76 

chemical  analysis,  66 

color,  59 

oooBtanoy  of  volume,  68 
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Cement,    tests,    soundneifs,    accelerated 
tcstH  of,  65 
upecific  gra\'ity,  60 
Htrength,  71,  124 
age  wlicn  tested,  79 
data  on,  81,  82,  111,  122,  123 
fonn  of  briquette,  76 
weight,  60 
testing,  importance  of,  58 

methods  of,  59 
time  of  set,  70 
weight,  57,  60 
C'enter  of  gravity  of  trapezoid,  to  find,  465 
Cliarlcy  Creek  arch,  715 
Chisel,  pitching,  271 
spUtting,  272 
t<K)th,  272 
Coefficient,  coht»si<jn  of  earth,  495 
elasticity,  concrete,  2(X),  242 

stone,  14 
expansion  of  Concrete,  255 
friction,  earth,  495,  498,  499 
foundation,  426,  442 
masonry,  464 
Coffer-dam,  ae£  Foundation,  ct)ffer-<iani. 
('olumns,  concrete,  cement,  effect  of.  244 
eccentric  loads,  243 
factor  of  safetv,  249 
plain,  .strength  of,  244 
reinforced,  243 

<'ircumf<'n'ntially,  246 
longitudinally,  245 
stnMigth  of  concrete,  243 
plain,  244 
reinforced,  243 

empirical  formula  f<»r,  24S 
strength,  243 
Compressed  air,  physiological  efftrct.  445 
foundations,    see    Foundations,    pneu- 
matic. 
Concrete,  aggregate,  defined,  133 
alkali,  effwt  of.  193 
alum  and  soap  waterproofing,  IHG 
amount  of  water  re<iuire<.l,  169 
beams,  plain,  22^i 
reinforced,  224 
'I-beam,  228 
bituminous  shield,  UN) 
bond  with  steel,  229 
bonding  old  to  new,  173 
broken-stone  vs.  gravel,  134 
building-blocks,  see  Huilding-block. 
cement  vs.  strength,  139 
cinder.  136,  201 
coefficient  of  elasticity,  206,  242 

of  expansion,  255 
cohnmis,  eccentric  loads,  243 
It,  effect  of,  244 

fonnulaa  for,  248 


OOK 

Concrete,  columns,  reinforcement,  244 
circumferential,  246 
longitudinal,  245 
strength  of,  243 
consistency,  166 
^    contraction  and  expansion,  254 
joints,  190,  256 
cost.  207,  258,  260,  532,  533,  550,  56U, 
562,  591,  592,  593,  603,  605 
arch  culverts,  214 
buildings,  258.  260 
examples  of,  212,  258 
forms,  209,  258,  591,  592,  503,  603. 

605 
foundation,  213,  258,  416 
Ubor,  215,  258,  416,  532,  533,  550. 

560,  562,  592,  593.  603,  605 
materials,  208, 258, 416, 532,  533, 550 

560,  562.  592,  593.  603,  605 
mixing,  hand,  210,  215 

machine,  211 
placing,  215 
retaining  wall,  213 
.sea  wall,  212 
defined.  132 

depositing  under  water,  174 
density,  137 

vs.  strength.  139 
diagonal  tension,  233 
dry  vs.  wet,  167 
economic,  215 
efflon*scence,  192 
elastic  Ihnit,  206,  242 
elasticity,  modulus  of,  20(i 
estimates,  data  for,  157 
expansion  and  contraction,  254 

joint.  190,  256 
finish  of  surface,  177 
fonns,  159,  250 
bracing,  160 
cleaning,  165 

construction,  ordinarv,  159,  250.  527, 
529,  530,  531 
improved,  163,  251 
colunm,  250,  258 
cost  of,  166,  20J),  258,  416,  591 
floor,  251,  258 
ginler,  251 
plank,  162 
removing,  16,'i,  254 
.sectional,  163 
time  to  remove,  166,  254 
Fuller's   rule    for   amount   of   ixigredi 

ents,  158 
ingriHlients  for  a  yanl,  157 

Fuller's  rule,  158 
laying,  172 

in  freezing  weather,  175 
nibble  concrete,  173 
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Concrete,  machine  mixers.  171 
mixing,  169 

modulus  of  elasticity.  2()6,  242 
oil,  eflfect  of,  194 
placing,  172 

freezing  weather.  175 
proportioning,  metho<lM  of,  142 
arbitrary  afwignment,  142 
sieve-anal  VHi»,  147 
trial,  146  ' 
voids,  143 
units  UHe<l,  154 
proportions,  theory  of,   1.38 

us€h1  in  practice,   156 
reinforced,  advantages  of,  219 
amount  of  steel,  235 
beam  for  compression,  229 
beam,  cnronomic,  242 

formulas,  224 
bibliography,  261 
bond,  229 

stress,  240 
compressive  stress,  241 
cost,  258,  260 

steel,  handling,  260 
definition,  218 
diagonal  tension,  2.33 
fireproofing,  242 

forms,  250 ;  see  cdfto  Concrete,  forms, 
formulas  for  safe  strength.  225 
history,  218 
objections  to,  !22() 
placing,  253 

removing  forms,  16!^,  254 
separately   moulde<l    members.    2.50 
shear,  231,241 
T-beams,  228 
tension  in  steel,  240 
theory  of  flexure,  221 
reinforcing    to    prevent    contraction 

cracks,  255 
reinforcement,  234 
kinds  of,  2.36 
web,  237 
nibble,  173,  292 
sea  water,  effect  of,  19.3 
xhear,  vertical,  231 
shearing  strength,  205 
shrinkage  in  setting,  190,  255 
specificationH,  726 
strength,  194 

age,  effect  of,  199 
cement,  effect  of,  1.39 
cinder,  201 
compressive,  19.5 

Dow's  experiments,  195 
Kimball's  experiments,  197 
other  experiments,  198 
Rafter'fl  experiments,  196 


OOM-OUL 

Concret«\  stnMigth,  concentrated  load,  200 
<li(Ten»nt  proportions,  198 
plain  beam,  223 
safe,  200 
shearing,  2(K5 
tensile,  202 
transverse,  203,  204 
surface,  finish  of,  177 
acid,  181 
colored,  181 
honeycombe<l,  180 
mortar.  178 
plaster,  179 
rubbed,  180 
scrubbed,  180 
spaded,  178 
tooled,  181 
whitewasheil,  179 
theory  of  proportions,  138 
units  in  proportioning,  154 
water  required,  169 
waterproofing,  181 
ingredients,  184 
alum  and  soap,  186 
clay,  185 
lime,  185 

lime  and  soap,  187 
pozzolan  cement,  185 
metho<ls  of,  183 

bituminous  shield,  190 
dense  concrete,  183 
waterproof  coatings,  188 
waterproof  ingredients,  184 
weight,  207 
Concrete  and  piles  for  foundations,  365 
(Contraction  joints,  190,  256 
(Vxiper's  standard,  abutment,  539 

bridge  pier,  .557 
Coping,  279,  312 
Cost,  jwr  the  article  in  <|uestion. 
Coulomb's  the<jry  of  earth  pressure,  493 
Comigate<l  bar,  236 
Crazing  crack,  nee  Hair  cracks. 
Cramps,  279 
Crandall,  271 
Crib  for  cofTer-ilam,  418 
Culverts,  arch,  concrete,  cost  of,  603 
design,  594 

junction  btnly  and  wings,  594 
examples,  .596 

C.C.  &().  Rv.,597 
C.  M.  &  St.  P.  Ry.,  599 
Erie  R.R.,  597 

Illinois  Central  R.R.,  .598,  600 
L.  S.  &  M.  S.  R.R.,601 
N.  Y.  Central  R.R.,596 
Pennsylvania  Lines,  .596 
Porto  Rico,  598 
plain  oonawte.  exampleB,  506 
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CUL  -  DAM 

Culverts,  arch,  reinforriMl,  pxamples,  590 
theory,  59:i 
Ik>x,  cost.  592 
define<l,  579 
rail-top.  51M» 

cost.  593 
reinfor<M'<l  concrete.  5.S<) 
<'xanipl«'s,  585-91 
ilcfiuitioii,  564 
design,  569,  594 
pipe,  571 

cast-iron,  574 
concrete,  577 
plain,  578 
reinforcwl,  578 
\'itrified-piiM»,  571 
strength,  578 
waterway  reqiiinnl,  564 
factors,  564 
formulas  for,  56() 
Mver's,  507 
Talbot's,  567 
Cumniings  loop  bars,  238 
Cushing  pile  foundations,  403 
Cut -stone,  276 

bush-hanimerea,  277 
crandalled,  277 
tliainond-panel,  278 
ilraftcd.  276 
fin<^p<)int«Ml,  277 
pitch-f:iccd,  276 
^lujirry-fuced,  276 
rougli-p<jiiitcd,  276 
rubbed,  278 
tooth-axed,  277 

Daui,  arched,  458 
example^,  483 

Bear  Valley,  484 
Sweetwater,  484 
I'pper  Otay,  484 
Z(.la.  484 
?\s'.  gravity,  48.'i 
lMbru)gra])hy,  488 
Cain's  profile,  470 
<  la"<siti('ati<>F».   I.>S 
(Tu-hiiig.  -ta))ility  for.  470 
limiting  j>r(>«iirr,  47") 
iiiMviinuii'  prcs-^un-.  fonnula  for.  47.'? 
triisioii  m.  471 
rMiixcd  graN'itx  ,    l^-") 
«'\:uin»l('^,    l^iO 
\-<li..k:tii.  4s_' 
( 'licr>-ni:ui.    \X'2 
\('\\   ( 'rotoii.    ISO 
«  )li\  (•  Hridgf.   1^2 
PatlifiiKlrr.   \S\ 
(Quaker  Hii.lgr.  4Nn 
Hcrlaiiiatioii  S«r\  icr,    ISO 


DAM  -  EAR 

Dam,  examples,  Roosevelt,  481 
Shoshone.  481 
Wachust-tts.  4«1 
failure,  niethiNls  of,  459 
gravity,    458;     nrr   a/.w    I>am, 

gravity  abttve. 
hollow  r«.  solid,  487 
ice,  efTiH't  of,  477 
niasonr>'.  458 
nomenclature,  459 
overfall.  486 

overturning,  stability  for,  463 
algebraic  solution,  463 
graphical  solution,  466 
plan,  482 

archetl  r».  gravity,  483 
curved  gravitj-,  485 
straight  cress  vs.  straight  toe, 
percolating  water,  effect  of,  469 
pressure,  allowable,  475 
profile,  478 
Cain's,  479 

examples,  480,  481,  484,  487, 
methoil  of  finding,  478 
quality  of  masonry,  487 
sliding,  stability  against,  460 
solid  vs.  hollow,  487 
stability,  crushing,  470 
overturning.  4(>.S 
sliding,  460 
tension  in  iniLs<jnry,  474 
waves,  effect  of,  477 
width  on  top,  478 
wind,  cffe<'t  of,  476 
Danville  arch,  718 
Deformed  bars,  236 
Detn>it  Ave,  arch,  702 
Diamond  bar,  236 
Dimension  stones,  281 
Dirt  wall,  «c<'  Parai>et  wall. 
Disk  piles,  .371 
Dowel,  270 
Dredges,  414 
Dredging,  414 

Dredging  through  wells,  422 
Drift  bolts,  402 

10a<ls  l^ridgr,  foundation.  442 
liartli.  anglr  of  friction.  408 
angle  of  rej)ose,  495,  4fM> 
<(M'f!icient  of  cohesion.  4S).5 
ro«>fiici«'iit  of  friction.  49,5.  490 
l.irtli  pressure,  fomnilas  f<»r,  49l2 
C.iulonib's.  493 
roncelet's.  494 
Kankine's.  493 
Wevrauch's,  494 
reliability  of  formulas,  496 
nsults  of  cxpt'riment,  500 
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BFF-FOU 

EfflorBec€?nce,  brickwork,  328 

concrete,  192 
Erie  R.R.,  arch  culvert,  597 
Excavator,  coinpre^weH-air,  422;   see  also 

Drcilges,  and  Pumps. 
KxtradoH,  defined,  606 

Face  haniuier,  269 
Facing,  279 
Feather  and  phig,  272 
Fireproofing,  242 
Footing,  brick,  358 
cantilever,  359 
concrete,  plain,  SfiS 

reinforoBd,  359 
eccentric,  358 
inverted  arch,  361 
masonry,  356 
steel-beam,  361 
stone,  358 
timber,  360 
Forms,  see  Concrete,  forms. 
Forth  bridge,  pneumatic  caiseon,  444 
Foundation,  Atachafalaya  bridge,  424 
bearing  power,  alluvium,  342 

clay,  338 

gravel,  342 

impro\'ing,  methods  of,  343 

quicksand,  342 

rock,  336 

sand,  339 

semi-litiuid  soil,  340 

sununary,  342 

testing,  methods  of,  335 
bed  of,  defined,  330 

preparing,  364 
bridge,  Atchafalaya,  424 

Blair,  431 

brick  cylinders,  425 

Brooklyn,  440,  443 

Eads,  442 

Forth,  444 

Havre  dc  Grace,  433 

Hawkesbury,  425 

Memphis,  443 

Poughkeepsie,  423 

WiUiamaburg,  440,  447,  450 
buildings,  area  required,  350 

bearing  power  of  soil,  335-42 
improving,  methods  of,  343 

concrete  and  piles,  365 

consolidating  soil,  345 

deep,  362 

drainage  of,  343 
springs,  344 

examining  the  site,  333 

footing,  355;  aee  aUo  Footing. 

grillage.  366 

indfcpoideiit  pien,  3JS2 


FOU 

Foundations,  buildings,  load  to  be  sup- 
ported, 347 
pile,  see  Pile, 
piles  and  concrete,  365 
piles  and  grillage,  366 
preparing  the  bed,  364 
sand  pile»,  346 
sand  in  layers,  345 
^(pringH,  344 
wintl,  eflfcot  of,  352 
center  of  base,  350 
coffer-dam,  406 
conclusion,  416 
<*()nstruction,  406 
crib,  410 
double,  410 
movable,  410 
puddlc^-wall,  408 
construction,  406^ 
puddle,  409 
thickness,  400 
steel-pile,  408 
wood-pile,  407 
cost,  414 

process  for  foimdations,  406 
leakage,  411 

pumpK,  412;  see  also  Pumps, 
comparison  of  methods,  456 
compressed-air  process,  429;    «ee  also 

pneumatic  process  below. 
consolidating  the  soil,  345 
crib  and  open-caisson  process,  417 
construction,  418 
excavating  site,  420 
•     principle,  417 
deep,  362 

concrete  piers,  362 
hydraiilic  caisson,  363 
piles,  362 
definition,  330 
designing,  347 
drainage,  343 
dredging  414 

dredging  through  wells,  422 
examples,  423 
excavators,  422 
frictional  resistance,  426 
conclusion,  428 
cost,  427 
dry  ground,  333 
examining  site,  333 
boring  with  auger,  334 
drilling,  334 
driving  pipe,  333 
washing  a  hole,  334 
frictional  resistance  in  sinking.  426. 442 
freesog  prooMB,  465 
4EA 
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POU 

Foundations,   freezing  ])roccs)s(,   his^tory, 
455 
footing,  8ee  Footing, 
grillage,  365 
importance  of,  330 
independent  piers,  352 
inverted  arch,  361 
lateral  yielding,  4(X) 
load  on,  dead,  347 

live,  348 
ortlinary,  333 

plan  of  propose*!  disciLssion,  331 
piio,  345,  365;  nee  aUo  Pile. 
cHincrete  cap,  365,  403 
<listanoe  l)«»tw«'en  piU»s,  399 
finishing,  401 
grillagf>,  401 
pneumatic,  descrihiHl,  429 

cost,  448 
sawing  off,  400 
pneiunatic  process,  428 
advantages  of,  455 
buildings,  444 
caisson,  described,  431 
Bhiir  bridge,  431 
Havre  de  Grace  bridge,  433 
caisson  diseaMe,  446 
cost,  Blair  bridge,  447 
EurofH'an  examples,  453 
Havre  de  (Inice  bridge,  447 
moderate  depth,  447 
Plattsmoiith  bridge,  44S 
pnetimatic  piles,  448 
Williamsburg  bridge,  447,  450 
«lefined,  428 

efTeet  of  compressed-air.  445,  44<> 
examples.  442 
Blair.  431.  447 
Brook IvM,  44C1 
lOads,  442 
lortli.  444 

Havre  do  (irace.  43:?.  447 
Memphis,  443 
Phittsmouth.  440,  44S 
exeavatifni.  43(> 
chiy  hoi>t,  431) 
Vl'.uh  pumi),  437 
Monm  air-lock.  430 
luiul  pump.  437 
>an(l  lift,  436 
water  cohmm,  430 
filling  air-chamh<T,  442 
frictional  resistance.  442 
^iiidiii^  cais^nri.  441 
hi^^torv.  420 

Havre  <ie  (Jra<'e  Ijrid^e,  447 
maximtim  «lepth,  440 
j)hysiological    effect     of    compresserl 
air,  445,  440 
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FOU-HTD 

Foundations,  pneumatic  process,    Pl**^ 
mouth  bridge,  440 
plenum  process,  de6ncd,  428 
position  of  air-lock,  434 
pile.  429 

rate  of  sinking,  440  ^^-tq 

vacuum  process,  described,  4-^^^ 
working  time,  446 
pump,  412 

centrifugal,  413 
hand,  412 
pulnometer,  413 
steam  .<t>'phon,  413 
spread  footings,  355 
inverted  arcli,  361 
masonry  footings,  356 
steel-rail  footings,  361 
timber  footings,  360 
timber  in,  420 
under  water,  405 
wind,  effect  on,  352 
Freezing  of  mortar,  cement,  130 

lime,  108 
Freezing  process  for  foundations,  4S^ 
Freezing   weather,    laying    concrete 
175 
la>nng  masonry  in,  108,  130 
Friction,  coefficient  of,  for  earth,  495 , 
internal,  498,  499 
for  masonry,  464 
Frost  batter,  516 

(Gilbert sville  pier,  560 

highway  crossing,  600,  602 
Grand  Forks  pivot  pier,  562 
Granite,  described,  29 

cost  of  cutting,  298 
Gravel.  07 

cleanness,  97 

data  on,  99 

dvirability,  97 

recpiisites  for  good,  07 

size,  07 

voids,  07,  90 
Grout,  118 

wash  for  waterproofing,  180 

Hair  cracks  in  concrete,  178 

Hammer,  bush,  270 
face,  269 
hand,  271 
patent.  271 

Haunch  of  arch,  defined,  607 

Havre  de  (irace  bridge,  foundation.  433, 
447 

Hawkesbury  bridge,  foundation,  425 

Hudson  memorial  arch.  720 

Hydraulic  cement,  see  Cement- 
lime,  see  Lime. 
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Ice,  effect  on  dam,  477 

pier,  552, 
Illinois  Central  R.R.,  abutment,  548 
arch.  Big  Muddy,  704 
culvert,  arch,  508,  6(K) 

box,  reinforced  concrete,  588 
pier,  Cairo,  558,  548 
GilbertsvHlle,  560 
retaining  wall,  526 
forms  for,  529 
IntradoB,  de6ned,  607 
Inverted  arch,  361 

Jet  pile-driver,  381 

va.  liammer  pile-driver,  383 
Joint  of  rupture,  method  of  finding.  625 

correct,  623 

incorrect,  626 

Pitit's  theory  of,  627 

Kahn  bar,  238 

K.-C.,  M.  &  O.  R.R.,  culvert,  box,  585 
pier,  559 

L.  S.   &   M.   S.   Ry.,  culvert,  arch,  601 

box,  585 
Lateral  yielding,  400 
Leliigh  Valley  R.R.,    bridge    abutment, 

539 
Lime,  claHsification  of,  49 

cement  with,  128 

cost,  53 

data  for  estimates,  53,  108 

description,  50 

hydrated,  52 

hydraulic,  53 

mortar,  104,  see  aim  Mortar. 

preserving,  52 

slacking,  104 

storing,  52 

tensile  strength,  51,  122 

testing,  metho<l  of,  52 

weight,  53 
Limestone,  describe<l,  30 

Map  lines,  nee  Hair  cracks. 
Marble,  described,  30 
Bfasonry,    ashlar,    283;    ace  also  Ashlar, 
brick,  coping,  312 
bond,  308 
cost,  324 
labor,  324 
materials,  326 
crushing  strength,  314 
data  for  estimates,  32.3 
efflorescence,  328 
impervious  to  water,  327 
joints,  finishing,  311 
thfekncaB  of,  307 


MA8- 

Masonry,  brick,  laying,  309 
improvements  in,  313 
measurement,  322 
mortar,  306 
pointing,  311 
pressure  allowed,  319 
shove  joint,  311 
specifications  for  buildings,  326 

sewers,  327 
slushing  the  joints,  310 
strength,  compre^ve,  314 

transverse,  320 
veneer,  309 
waterproof,  327 
coefficient  of  expansion  of  concrete,  255, 

692 
cost,  bibliography,  305 
cutting,  granite,  298 
limestone,  300,  301 
sandstone,  300,  303 
U.  S.  public  buildings,  301 
labor,  brick,  324 
stone,  297,  303 
laying,  301,303,  304 
qiiarrj'ing,  304 
total,  301,  303 
ashlar,  302 
brick,  326 
rubble,  302 

I'.  S.  public  buildings,  305 
definition,  1 
footings,  356 

general  rules  for  laying,  282 
measurement,  brick,  322 

stone,  296 
mortar  required  {ter  yard,  121 
pa\nng,  282 

rubble.  289;   sec  also  Rubble, 
slope  wall,  282 
squared-stone,  288;    see  rdso  8<|uared- 

stone  mason n*. 
stone,    ashlar,    2<')8;     see  also   .Vshlar. 
classification  of,  279 
cost,  297 

crushing  strength,  293 
definitions  of  kinds,  279 
drv.  282 
kinds  of,  279 

laying,  general  rules  for,  282 
measurement,  296 
mortar  rcM|uired  per  yard,  119,  121 
pressure  allowtrd,  294 
nibble,   289;   see  also  Rubble, 
safe  pressiire,  296 

s(|uared-st<)nc,  288 ;  see  also  Squared- 
stone  ma*5onry. 
strength,  293 
weight,  348 
^-•—  -'rf*  defined,  7X1 
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MOR  -  PEK 

Mortar,  amount  to  fill  voids  in  Btone.  144 
amount  for  various  kimls  of  ma8onr\', 

121 
absorptive  power.  21 
adhesive  strength.  124 
cement,  data  formtimatcM.  1  IS,  VH),  121 
density.  108 

rs.  strenj^h,  112 
cost,  1*26 

estimates,  <lata  for,  UK,  12(),  121 
freezing,  eflFect  of,  130 
lime  in,  128 
mixing,  116 
cement,  normal  consistency.  72,  75 
proi)ortioning,  niethoilsof,  114 
proportions,  theory  of,  110 

used  in  practice,  116 
quantities  in  a  yard,  119,  120 
re-tempering,  effect  of,  128 
strength  of,  121 
adhesive,  124 
cement,  effe<'t  of,  111 
compressive,  124 
density,  effect  of,  112 
tensile,  121 

age,  effect  of,  122 
sand,  effect  of,  123 
time,  effect  of,  122 
thi>orj*  of  proportions,  1 10 
freezing,  to  prevent,  130 
lime,  cement  in.  128 
estimates,  data  for,  108 
frei*zing,  effect  of,  108 
mixing,  107 
proportions,  106 
strength,  51,  122 
us<»s  of,  107 
quantity  for  a  yanl  of  maaionry,  121 
water|)roof,  129 
Mud-pump,  437 

New  York  Central  H.H.,  uhutment,  547 
U-abutment.  547 
wing  abutment,  5^39 
culvert,  arch,  596 
pipe,  cast-iron.  576 
vitrified.  573 
pier,  557 

retaining  wall.  526 
forms  for,  527 
Northern  Pacific  R.R.,  pivot  pier,  562 

OU,  effect  on  concrete,  194 
Open  Joints  in  an  arch,  613 


FHftpei  wall,  539 
VMnft  lummeTp  271 


oui\'eit,  506 


nv-FiL 

Pennsylvania,  R.R.,  arch,  666 
Pennypacker  arch,  704 
Peru  arch,  717 

Ph>'Kiological  effect  of  compressed-air.  446 
Pier,  bridge,  abutment-pier,  550 
examples,  plain  concrete,  557 
A.,  T.  &  S.-F.  R.R.,  559 
Cairo,  548,  558 
(hooper's  highway,  557 
K.-C.,  M.  Jb  O.  R.R.,  550 
N.  Y.  Central  R,R.,  557 
Santa  F^,  R.R.,  559 
reinforced,  560 
functions  of  a,  551 
horizontal  section,  556 
location,  551 
pivot,  562 
reinforced,  560 

GilbertsN-ille,  560 
stability,  theory  of,  552 
longitudinal,  552 

current,  effect  of,  552 
ice,  effect  of,  552 
wind,  effect  of,  552 
transverse,  554 

expanmon  of  bridge,  555 
motion  of  train,  554 
wind,  555 
Pile,  bearing,  defined,  367 
bearing  power  of,  387 
actual,  396 
columnar,  388 
computed,  393,  304 
disk,  398 

experimentally  determined,  396 
factor  of  safety,  398 
fommla  for,  389,  392,  394 
safe,  398 
screw,  398 

wood,  experiments  on,  394,  396 
formula  for,  392 
frictional  resistance  of,  396 
load,  safe,  398 
ultimate,  396 
concrete,  371 
<*ap,  403 
cost,  373 
Chenoweth,  373 
Gow.  373 
Ra>nnond,  372 
Simplex,  372 
rs.  wood,  373 
cost  of  driving,  see  driving  beiow. 
Cushing.  403 
definitions,  367 
disk,  371 

bearing  power,  398 
driving,  brooming,  effiect  of,  390 
cost  of,  383 
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FIL-POI 

FOB-BIT 

Pile,  drivinj^  ooetof,  bridge  cotuttniction, 

Porto  Rico,  arch  culvert,  598 

386,  548,  549 

Poughkeepsie  bridge,  foundation,  423 

bridge  repaira,  384 

Possolan  cement,  56 

foundations,  386,  533 

Puddle,  material  for,  409 

harbor  work,  386 

Pulsometer,  413 

railroad  construction,  383 

Pump,  412, 

sheet,  387 

centrifugal,  413 

steel,  387 

liand,  412 

drop-hammer,  377 

mud,  437 

dynamite,  driving  with,  381 

pulsometer,  413 

steam-hammer,  370,  380 

sand,  436 

water-jet,  381,  383 

steam  siphon,  413 

foundation.  Me  Foundation,  pile. 

lateral  yielding,  400 

Quarrying,  297,  302,  304 

pneumatic,  429 

Quoin,  defined,  279 

sand,  346 

sawing  off,  400 

Rankinc's,  arch,  theory  of,  640 

screw,  370 

earth  pressure,  theory  of,  493,  604 

bearing  power  of,  398 

Ransomc  stone,  268 

sheet,  374 

Reinforcement,  amount  of  steel,  235 

cost  of  driving,  387 

for  concrete,  234 

steel,  375 

placing,  method  of,  253 

Wakefield,  374 

cost  of,  260 

wood,  374 

various  kinds  of,  236,  338 

shoe,  368 

Relic\nng  arches,  515 

steel,  described,  375 

Retaining  wall,  back-filling,  method  of 

cost  of  driving,  387 

placing,  514 

Wakefield,  374 

cost,  plain-concrete,  532 

wood,  367 

reinforced-concrete,  533 

cost,  369 

Coulomb's  theory  of,  493 

hood,  368. 

design  of  a  reinforced,  517 

shoe,  368 

cantilever,  517 

splicing,  368 

counterforted,  523 

Pile-driving  machine,  377 

definitions.  489 

drop-hammer,  377 

difficulti(*s  in  detenniniiig  stability,  490 

friction-clutch,  378 

dimensions,  empirical  rules  for,  507 

nipper,  378 

drainage,  513 

steam  vs.  drop-hammer,  380 

empirical  rules  for,  507 

dynamite,  381 

examples,    plain-concrete,    Chicago    & 

friction  clutch,  378 

Northwestern  R.R.,  527  * 

hammer  vs.  jet,  383 

Illinois  Central  R.R.,  520 

jet  of  water,  381 

N.  Y.  Central  R.R..  520 

nipper,  378 

reinforce<l  concrete,  C.  B.  &  Q.  R.R., 

steam-hammer,  379 

529 

water-jet,  381 

Corrugated  Bar  Co.,  530 

Pitching  chisel,  271 

Pittsburg,  530 

livot  pier,  562 

factor  of  safety,  509 

Plattsmouth  bridge,  foundation,  415,  440, 

foundation,  511 

448 

land  tics,  489,  515 

Plug  and  feather,  272 

pressure  of  earth,  491 

Pneumatic  foundation,  see  Foundation, 

amount  of,  491 

pneumatic. 

direction  of,  494 

Point,  271 

point  of  application  of,  494 

Pointing,  brick  masonry,  311 

Raiikine's  tlieory  of,  493,  504 

stone  masonry,  286,  288 

Tt>liability  of  theories  of,  496,  505 

dash  pointing,  288 

point  of  application,  499 

ribbon  pointing,  288 

direction  of  resultant,  505 

Point  Pleasant  bridge,  cost  of  founda- 

surface  of  rupture  a  plane,  497 

timi«,415 

raUeving  •robca,  616 
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Retaining  wall,    stability,    difficulties  in 
theory  of,  490 
of  concrete,  510 
thickness,  empirical  rules  for,  507 
Benj.  Baker's,  508 
Fanshawc's,  507 
Trautwine's,  508 
vertical  cross  section  of,  516 
Weyrauch's  theory,  494 
Riprap,  282 
Rock,  compressive  strength  of  bed-rock, 

337 
Rubble,  281,  289 
concrete,  292 
definition,  281 
laying,  282,  290 
mortar,  amount  required,  291 
specifications,  292,  731 
uses,  291 

Sand,  amount  per  yard  of  mortar,  120 

bearing  power,  339 

clay,  effect  of,  87 

cleanness,  86 

cost,  96 

data  on,  93 

durability,  85 

fineness,  88 

requisites  of  good,  85 

selecting,  95 

sharpness,  86 

stone  screenings,  94 

voids,  91 

washing,  88 

weight,  96 
Sand-lift,  436 
Sand-pump,  437 
Sandstone,  31 

Scheffler's  theory  of  voussoir  arch,  637 
Screening,  stone,  substitute  for  sand,  94 
Screw-piles,  described,  370 
Scaf<oning  of  stone,  17 
Sibley  bridge,  guiding  the  caisson,  441 
Sieve-analysis,  defined,  147 
Skew  arch',  defined,  608 
Slab  reinforcement,  239 
SloiJe-wall  masonry,  282 
Soap  and  alum  waterproofing,  186,  327 
Soap  an<l  lime  waterproofing,  187 
Soil,   bearing    power    of,    335;    sec    also 

Foundations,  bearing  power. 
Sorel  stone,  268 
Spandrel,  definition  of,  607 

filling,  for  arches,  G60 
Specifications,  ashlar,  730 

brick  masonry,  buildings,  326 
sewers,  327 

cement,    723 

concrete,  726 
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Specifications,  masonry,  729 

ashlar,    730 

rubble,  292,  731 

squared-stone,  288 
Splicing  reinforcing  bars,  253 
Squared-stone  masonry,  281,  288 
backing,  288 
definition,  281 
laying,  282 

mortar,  amount  required,  289 
pointing,  288 
specifications,  288 
Steam  siphon,  413 

Steel  reinforcement,  cost  of  handling,  260 
Stirrups,  rule  for,  237 
Stone,  absorptive  power,  21 
artificial,  267 

Ransome,  268 

Sorel,  268 
bibliography,  26 
broken,  see  Broken-Stone, 
building,  importance  of  durability,  4 

requisites  for  good,  3 
I  tests  of,  5 

cost,  103,  298 
classification,  27 
crushing  strength,  data  on,  11 

methods  of  determining,  7 

slabs,  12 
cut,  bush-lumimered,  277 

crandalled,  277 

diamond-panel,  278 

drafted,  276 

fine-pointed,  277 

pitch-faced,  276 

quarry-faced,  276 

rough-pointed,  276 

rubbed,  278 

tooth-axed,  277 
description,  artificial,  268 

granite,  29 

limestone,  30 

marble,  30 

sandstone,  31 

trap,  29 
durability,  destructive  agents,  15 

resisting  agents,  17 

testing,  19 
elasticity,  14 

granite,  description  of,  29 
hardness,  7 

limestone,  description  of,  30 
marble,  description  of,  30 
masonry,  «<•«  Masonry,  stone, 
preserving,  methods  of,  25 
price  of,  103,  298 
sandstone,  description  of,  31 
screenings,  substitute  for  sand,  94 
shearing  strength,  14 
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Stone,  specific  gravity,  101 

strength,  11 
crusliing,  11 
transverse,  12 

toughness,  7 

trap,  20 

weight,  6 
Stone-cutting,  finishing  surface,  275 

forming  surface,  273 

flushed  joint,  284 

making  drawingM,  275 

tools,  260 

Thacher  system  of   arch    reinforcement, 

712 
Timber  in  foundations,  42() 
Tools,  stone-cutting,  200 
Tooth-ax,  270 
Trap,  20 
Trtfmie,  174 
Twisted  bar  for  reinforcement,  236 

Union  Pacific  arch,  reinforced  concrete, 

712 
Unit  girder  frame,  238 

Vitrified  culvert  pipe,  574 
Voussoir,  definition  of,  607 

Wabash  R.R.,  abutment,  reinforced  con- 
crete 542  ' 
Wakefield  sheet-pile,  374                              ' 


WAL-aOL 

Wall,  definitions  of  parts  of,  270 

retaining,  8ee  Retaining-Wall. 
Water-jet  pile-driver,  381 
Waterway  for  culverts,  564 

factors,  564 

formulas,  566 
Myer's,  567 
Talbot's,  567 
Weep  holes,  513 

Weyrauch's  theory  of  earth  pressure,  404 
Weight,  buildings,  347 

cement,  per  barrel,  58 
per  cubic  foot,  60 

concrete,  207 

earth,  405 

gravel  03,  00 

lime,  53 

masonry,  348 

pipe,  cast-iron,  575 
vitrified,  574 

sand,  03,  06 

stone,  6 

broken,  102 
Whitewasli,  brickwork,  328 

concrete,  102 
Winkler's  hypothesis  for  crown  thrust,618 
Wunsch  arch  defined,  711 

Yazoo  river  bridge,  guiding  the  caisson, 
442 

Zola  dam,  484 
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Lassar-Cohn's  Application  of  Some  General  Reactions  to  Investigations  in 

Organic  Chemistry.     (Tingle.) 12mo,  1  00 

Leach's  Inspection  and  Analysis  of  Food  with  Special  Reference  to  State 

(xjntrol 9vo,  7  50 

Lob's  Electrochemistry  of  Organic  Compounds.     (Lorenz.) 8vo,  3  00 

Lodge's  Notes  on  Assaying  and  Metallurgical  Laboratory  Experiments.. 8vo,  3  00 

•■  Technical  Method  of  Ore  Analysis 8vo,  3  00 

i*B  Techno-chemical  Analysis.     (Cohn.) 12mo,  1  00 

^McKay  and  Larsen's  Principles  and  Practice  of  Butter-making 8vo,  1  50 

lUlre's  Modem  Pigments  and  their  Vehicles 12mo.  2  00 
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lUndcl's  Handbook  for  Bio-chemical  Laboratory 12mo,  $1  60 

*  Martin's  Laboratory  Guide  to  Qualitative  Analysis  with  the  Blowpipe 

12mo,      60 

Mason's  Examination  of  Water.     (Chemical  and  Bacteriological.) 12mo.  1  25 

Water-supply.     (Considered  Principally  from  a  Sanitary  Standpoint.) 

8vo.  4  00 

*  Mathewson's  First  Principles  of  Chemical  Theory 8vo.  1  00 

Matthews's  Laboratory  Manual  of  Dyeing  and  Textile  Chemistry 8vo.  3  60 

Textile  Fibres.     2d  Edition.  Rewritten 8vo,  4  (X) 

*  Meyer's   Determination   of   Radicles   in   Carbon   Compounds.     (Tingle.) 

Third  Edition 12mo,  I  25 

Miller's  Cyanide  Process 12mo.  1  00 

Manual  of  Assaying 12mo.  1  00 

Minet's  Production  of  Aluminum  and  its  Industrial  Use.     ( Waldo. )...12mo,  2  60 

Mixter's  Elementary  Text-book  of  Chemistry 12mo,  1  60 

Morgan's  Elements  of  Physical  Chemistry 12mo,  3  00 

Outline  of  the  Theory  of  Solutions  and  its  Results 12mo,  1  00 

*  Physical  Chemistry  for  Electrical  Engineers 12mo,  1  60 

Morse's  Calculations  used  in  Cane-sugar  Factories lOmo,  mor.  1  60 

*  Muir's  History  of  Chemical  Theories  and  Laws 8vo,  4  00 

Mulliken's  Gei»eral  Method  for  the  Identification  of  Pure  Organic  (Compounds. 

Vol.  I.     Compounds  of  Carbon  with  Hydrogen  and  Oxygen.  Large  8vo,  6  00 

Vol.  II.     Nitrogenous  Compounds.     (In  Preparation). 

Vol.  III.     The  Commercial  Dyestuffs.     (In  Press). 

O'Driscoll's  Notes  on  the  Treatment  of  Gold  Ores 8vo,  2  00 

Ostwald's  Osnversations  on  Chemistry.     Part  One.     (Ramsey.) 12mo,  1  60 

Part  Two.     (Tumbull.) 12mo.  2  00 

Owen  and  Standage's  Dyeing  and  Cleaning  of  Textile  Fabrics. 12mo.  2  (X> 

*  Palmer's  Practical  Test  Book  of  Chemistry 12mo.  1  00 

*  Pauli's  Physical  Chemistry  in  the  Service  of  Medicine.     (Fischer.).  .12mo,  1  25 
Penfield's  Tables  of  Minerals,  Including  the  Use  of  Minerals  and  Statistics 

of  Domestic  Production 8vo,  1  00 

Pictet's  Alkaloids  and  their  Chemical  Constitution.     (Biddle.) 8vo,  6  00 

Poole's  Calorific  Power  of  Fuels 8vo,  3  00 

Prescott  and  Winslow's  Elements  of  Water  Bacteriology^  with  Special  Refer- 
ence to  Sanitary  Water  Analysis 12mo,  1  60 

*  Reisig's  Guide  to  Piece- Dyeing 8vo,  26  00 

Richards  and  Woodman's  Air,  Water,  and  Food  from  a  Sanitary  Stand- 
point  8vo.  2  00 

Ricketts  and  Miller's  Notes  on  Assaying 8vo,  3  00 

Rideal's  Disinfection  and  the  Preservation  of  Food 8vo,  4  00 

Sewage  and  the  Bacterial  Purification  of  Sewage 8vo,  4  00 

Rigg's  Elementary  Manual  for  the  Chemical  Laboratory 8vo,  1  26 

Robine  and  Lenglen's  Cyanide  Industry.     (Le  Clerc.) 8vo,  4  00 

Ruddiman's  Incompatibilities  in  Prescriptions 8vo,  2  00 

Whys  in  Pharmacy 12mo,  1  00 

Ruer's  Elements  of  Metallography.     (Mathewson).     (In  Press.) 

Sabin's  Industrial  and  Artistic  Technology  of  Paint  and  Varnish 8vo,  3  00 

Salkowski's  Physiological  and  Pathological  Chemistry.     (Omdorff.) 8vo,  2  50 

Schimpf 's  Essentials  of  Volumetric  Analysis 12mo,  1  26 

Manual  of  Volumetric  Analysis.     (Fifth  Edition.  Rewritten) 8vo,  5  00 

*  Qualitative  Chemical  Analysis 8vo,  1  26 

Smith's  Lecttire  Notes  on  Chemistry  for  Dental  Students 8vo,  2  60 

Spencer's  Handbook  for  Cane  Sugar  Manufacturers 16mo,  mor.  3  00 

Handbook  for  Chemists  of  Beet-sugar  Houses 16mo,  mor.  3  00 

Stockbridge's  Rocks  and  Soils gvo,  2  60 

Stone's  Practical  Testing  of  Gas  and  Gas  Meters 8vo,  3  60 

*  Tillman's  Descriptive  General  Chemistry 8vo,  3  00 

*  Elementary  Lessons  in  Heat 8vo,  1  60 

Treadwell's  Qualitative  Analysis.     (Hall.) 8vo,  3  00 

Quantitative  Analysis.     (Hall.) 8vo,  4  00 

Tumeaure  and  Russell's  Public  Water-supplies 8vo,  6  00 

Van  Deventer's  Physical  Chemistry  for  Beginners.     (Boltwood.) 12mo,  1  60 

Venable's  Methods  and  Devices  for  Bacterial  Treatment  of  Sewage. 8vo,  3  00 

Ward  and  Whipple's  Freshwater  Biology.     (In  Press.) 

Ware's  Beet-sugar  Manufacture  and  Refining.     Vol.  1 8vo,  4  00 

Vol.  II 8vo,  6  00 
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Washington's  Manual  of  the  Chemical  Analysts  of  Rocks gvo. 

•  Weaver's  Military  Explosives. 8vo. 

Wells's  Laboratory  Gtiide  in  Qualitative  Chemical  Analysis 8vo! 

Short  Course  in  Inorganic  Qualitative  Chemical  Analysis  for  Engineering 
Students 12mo, 

Text-book  of  Chemical  Arithmetic l2mo, 

Whipple's  Microscopy  of  Drinking-water. 8vo, 

^^laon's  Chlorination  Process 12mo, 

Cyanide  Processes 12mo, 

^^ton's  Microscopy  of  Vegetables  Food .8vo, 

Zsigmondy's  Colloids  and  the  Ultramicroscope.     (Alexander). ..Large  12mo. 
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CIVIL   ENGINEERING. 

BHIDGES  AND  ROOFS.     HYDRAULICS.     MATERIALS  OP  ENGINEER- 
ING.    RAILWAY  ENGINEERING. 

Baker's  Engineers'  Surve3ring  Instruments 12mo, 

Bixby's  Graphical  Computing  Table Paper  19*  X  241  inches. 

Breed  and  Hosmer's  Principles  and  Practice  of  Surveying.     Vol.  I.  Elemen- 
tary Surveying 8vo, 

Vol.  II.     Higher  S\tfveying 8vo, 

*  Burr's  Ancient  and  Modem  Engineering  and  the  Isthmian  Canal 8vo, 

Comstock's  Field  Astronomy  for  Engineers 8vo, 

*  Corthell's  Allowable  Pressure  on  Deep  Foimdations 12mo, 

Crandall's  Text-book  on  Geodesy  and  Least  Squares 8vo. 

Davis's  Elevation  and  Stadia  Tables 8vo, 

Elliott's  Engineering  for  Land  Drainage. 12mo, 

Practical  Farm  Drainage.     (Second  Edition  Rewritten.) 12mo, 

*  Piebeger's  Treatise  on  Civil  Engineering. 8vo, 

j^lemer's  Photographic  Methods  and  Instruments « 8vo, 

Pi^well's  Sewerage.     (Designing  and  Maintenance.) 8vo, 

Freitag's  Architectural  Engineering. 8vo, 

(k>pdhue*s  Mtmicipal  Improvements 12mo, 

*  Hauch  and  Rice's  Tables  of  Quantities  for  Preliminary  Estimates. . .  12mo, 

B^iyford's  Text-book  of  Geodetic  Astronomy 8vo, 

ifering's  Ready  Reference  Tables  (Conversion  Factors) 16mo,  mor. 

Hosmer's  Azimuth 16mo,  mor. 

Howe'  Retaining  Walls  for  Earth. 12mo, 

*  Ives's  Adjustments  of  the  Engineer's  Transit  and  Level 16mo,  bds. 

Johnson's  (J.  B.)  Theory  and  Practice  of  Surveying Large  12mo, 

Johnson's  (L.  J.)  Statics  by  Algebraic  and  Graphic  Methods 8vo, 

Itinnicutt,  Winslow  and  Pratt's  Purification  of  Sewage.     (In  Preparation). 

♦Mahan's  Descriptive  Geometry 8vo, 

Merriman's  Elements  of  Precise  Surveying  and  Geodesy 8vo, 

Merriman  and  Brooks's  Handbook  for  Sxirveyors 16mo,  mor. 

Nugent's  Plane  Sxirveying 8vo, 

Ogden's  Sewer  Construction 8vo. 

Sewer  Design I2mo, 

Parsons's  Disposal  of  Municipal  Refuse 8vo, 

Patten's  Treatise  on  Civil  Engineering 8vo,  half  leather, 

Reed's  Topographical  Drawing  and  Sketching 4to, 

Rideal'a  Sewage  ami  the-Bacterial  Purification  of  Sewage 8vo, 

Ricmer's  Shaft-sinkmg  under  Difficult  Conditions.  (Coming  and  Pcele.).8To, 

Sicbcrt  and  Bivjgin's  Modem  Stone-cutting  and  Masonry 8vo, 

Smith's  Manaal  of  Topographical  Drawing.      (McMillan.) 8vo, 

Sopcr's  Air  and  Ventilation  of  Subways 12mo, 

*  Tracy's  Exercises  in  Surveying 12mo,  mor. 

Tracy's  Plane  Surveying 16mo,  mor. 

*  Trautwine's  Civil  Engineer's  Pocket-book 16mo,  mor. 

Venable's  Garbage  Crematories  in  America. 8vo, 

''      -Methods  and  Devices  for  Bacterial  Treatment  of  Sewage 8vo, 
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Wait*8  Bn|^n«ering  and  Architectural  Jurisprudence .8vo,  $6  OCt 

Sheep.  0  60 

Law  of  Contraete 8vo,  8  00 

Law  of  Operations  Preliminary  to  Construction  in  Bngineering  and 

Architecture. 8vo.  6  00 

Sheep,  ft  60 

Warren's  Stereotomy — Problems  in  Stone-cutting 8vo,  2  60 

*  Waterbury's  Vest- Pocket  Hand-book  of  Mathematics  for  Enfineers. 

2|X6|  inches,  mor.  1  00 
Webb's  Problem's  in  the  Use  and  Adjustment  of  Engineering  Instruments. 

16mo,  mor.  1  26 

Olson's  Topographic  Surveying 8vo.  8  60 


BRIDGES  AND  ROOFS. 

Boiler's  Practical  Treatise  on  the  Construction  of  Iron  Highway  Bridges.. 8vo, 

*  Thames  River  Bridge Oblong  paper, 

Burr  and  Falk's  Design  and  Construction  of  Metallic  Bridges 8vo. 

Influence  Lines  for  Bridge  and  Roof  Computations 8vo. 

Du  Bois's  Mechanics  of  Engineering.     Vol.  II Small  4to, 

Poster's  Treatise  on  Wooden  Trestle  Bridges 4to, 

Fowler's  Ordinary  Fopndations 8vo, 

Greene's  Arches  in  Wood,  Iron,  and  Stone 8vo, 

Bridge  Trusses 8vo, 

Roof  Trusses 8vo. 

Grimm's  Secondary  Stresses  in  Bridge  Trusses. ...'... 8vo. 

Heller's  Stresses  in  Structures  and  the  Accompanying  Deformations.. .  .8vo. 

Howe's  Design  of  Simple  Roof-trusses  m  Wood  and  SteeL 8vo. 

Symmetrical  Masonry  Arches 8vo, 

Treatise  on  Arches 8vo. 

Johnson.  Bryan  and  Tumeaure's  Theory  and  Practice  in  the  Designing  of 
Modem  Framed  Structures Small  4to, 

Merriman  and  Jacoby's  Text-book  on  Roofs  and  Bridget: 

Part  I.      Stresses  in  Simple  Trusses 8vo, 

Part  II.    Graphic  Statics 8vo, 

Part  III.     Bridge  Design. 8vo, 

Part  IV.  Higher  Structures 8vo. 

Morison's  Memphis  Bridge Oblong  4to. 

Sonderickcr's  Graphic  Statics,  with  Applications  to  Trusses,  Beams,  and 
Arches • .  • 8vo, 

Waddell's  De  Pontibus,  Pocket-book  for  Bridge  Engineers lOmo.  mor. 

*  Specifications  for  Steel  Bridges 12mo, 

Waddell  and  Harringtoon's  Bridge  Engineering.     (In  Preparation.) 

Wright's  Designing  of  Draw-spans.     Two  parts  in  one  volume. 8vo,     3  60 


HYDRAULICS. 

Barnes's  Ice  Formation 8vo,  3  00 

Basin's  Experiments  ur>on  the  Contraction  of  the  Liquid  Vein  Issuing  from 

an  Orifice.      (Trautwine. ) 8vo,  2  00 

Bovey's  Treatise  on  HyJrauHcs 8vo,  6  00 

Church's  Diagrams  of  Mean  Velocity  of  Water  in  Open  Channels. 

Oblong  4to,  paper,  1  60 

Hydraulic  Motors 8vo,  2  00 

Coffin's  Graphical  Solution  of  Hydraulic  Problems lOmo,  mor.  2  60 

Ffethcr's  Dynamometers,  and  the  Measurement  of  Power 12mo.  3  00 

Folwell's  Water-supply  Engineering 8vo,  4  00 

Frisell's  Water-power gro,  6  00 

Fuertes's  Water  and  PuV)lic  Health 12mo.  1  60 

Water- filtration  Works 12mo,  2  60 

GongtuHet  and  Kuttcr's  General  Formula  for  the  Uniform  Flow  of  Water  in 

Rivers  and  Other  Channels.     (Hering  and  Trautwine.) .8vo,  4  40 
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Hasen'a  Clean  Water  and  How  to  Get  It Large  12mo.  $1  50 

Filtration  of  Public  Water-supplies 8vo,     3  00 

Haxelhurst's  Towers  and  Tanks  for  Water-works 8vo,     2  50 

Herschel's  115  Experiments  on  the  Carrying  Capacity  of  Large.  Riveted,  Metal 

Conduits 8vo.     2  00 

Hoyt  and  Grover's  River  Discharge 8vo,     2  00 

Hubbard  and   Kiersted's  Water-works  Management  and   Maintenance. 

8vo.    4  00 

*  Lyndon's   Development  and  Electrical   Distribution   of   Water   Power. 

8vo.     3  00 
Mason's  Water-supply.     (Considered   Principally  from   a  Sanitary  Stand- 
point.)   8vo. 

Merriman's  Treatise  on  Hydraulics 8vo, 

♦  Molitor's  Hydraulics  of  Rivers,  Weirs  and  Sluices 8vo, 

*  Richards's  Laboratory  Not^  on  Industrial  Water  Analysis 8vo, 

Schuyler's  Reservoirs  for  Irrigation,  Water-power,  and  Domestic  Water- 
supply.     Second  Edition,  Revised  and  Enlarged Large  8vo, 

♦  Thomas  and  Watt's  Improvement  of  Rivers 4to, 

Tumeaure  and  Russell's  Public  Water-supplies 8vo. 

Wegmann's  Design  and  Construction  of  Dams.     5th  Ed.,  enlarged 4 to, 

Watcr-Supply  of  the  City  of  New  York  from  1658  to  1895 4  to, 

Whipple's  Value  of  Pure  Water Large  12mo, 

Williams  and  Haxen's  Hydraulic  Tables 8vo, 

Wilson's  Irrigation  Engineering 8vo. 

Wood's  Txirbines 8vo, 


MATERIALS   OP   ENGINEERING. 

Baker's  Roads  and  Pavements 8vo. 

Treatise  on  Masonry  Construction 8vo, 

Black's  United  States  Public  Works Oblong  4to, 

Blanchard's  Bituminous  Roads.     (In  Press.) 

Bleininger's  Manufacture  of  Hydraulic  Clement.     (In  Preparation.) 

*  Bovey's  Strength  of  Material  and  Theory  of  Structures 8vo. 

Burr's  Elasticity  and  Resistance  of  the  Materials  of  Engineering 8vo, 

Byrne's  Highway  Construction 8vo, 

Inspection  of  the  Materials  and  Workmanship  Employ^  in  Construction. 

16mo, 

Church's  Mechanics  of  Engineering. 8vo, 

Du  Bois's  Mechanics  of  Engineering. 

Vol.    I.  Kinematics,  Statics,  Kinetics Small  4to, 

Vol.  II.  The  Stresses  in  Framed  Structures,  Strength  of  Materials  and 
Theory  of  Flexures Small  4to, 

*  Eckel's  Cements,  Limes,  and  Plasters. 8vo, 

Stone  and  Clay  Products  used  in  Engineering.     (In  Preparation.) 
Fowler's  Ordinary  Foxmdations 8vo, 

*  Greene's  Structural  Mechanics. 8vo, 

*  HoUey's  Lead  and  Zinc  Pigments Large  12mo, 

Holley  and  Ladd's  Analysis  of  Mixed  Paints,  Color  Pigments  and  Varnishes. 

Large  12mo, 
Johnson's  (C.  M.)  Rapid  Methods  for  the  Chemical  Analysis  of  Special  Steels, 

Steel-making  Allo3rs  and  Graphite.... Large  12mo, 

Johnson's  (J.  B.)  Materials  of  Construction Large  8vo, 

Keep's  Cast  Iron 8vo, 

Lanza's  Applied  Mechanics 8vo, 

Maire's  Modem  Pigments  and  their  Vehicles 12mo, 

Martens's  Handbook  on  Testing  Materials.     (Henning.)     2  vols 8vo, 

Maurer's  Technical  Mechanics 8vo, 

Merrill's  Stones  for  Bmlding  and  Decoration 8vo, 

Merriman's  Mechanics  of  Materials 8vo, 

*  Strength  of  Materials 12mo, 

Metcalf 's  Steel.     A  Manual  for  Steel-users 12mo, 

Morrison's  Highway  Engineering 8vo, 

Patton's  Practical  Treatise  on  Foxmdations 8vo, 

Rice's  Concrete  Block  Manufacture 8vob 
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Richardson's  Modem  Asphalt  Pavements 8vo. 

Richey's  Building  Poreoian's  Pocket  Book  and  Ready  Reference.  16mo,mor. 

*  Cement  Workers'  and  Plasterers'  Edition  (Building  Mechanics'  Ready 

Reference  Series) 16mo,  mor. 

Handbook  for  Superintendents  of  Construction 16mo.  mor. 

*  Stone    and    Brick    Masons'    Edition   (Building    Mechanics'    Ready 

Reference  Series) 16mo.  mor. 

^  Ries's  Clays:  Their  Occurrence,  Properties,  and  Uses 8vo. 

*  Ries  and  Leigh  ton's  History  of  the  Clay-working  Industry  of  the  United 

Sutes 8vo. 

Sabin's  Industrial  and  Artistic  Technology  of  Paint  and  Varnish 8vo, 

Smith's  Strength  of  Material 12mo. 

Snow's  Principal  Species  of  Wood 8vo, 

Spalding's  Hydraulic  Cement 12mo. 

Text-book  on  Roads  and  Pavements 12mo. 

Taylor  and  Thompson's  Treatise  on  Ckmcrete.  Plain  and  Reinforced 8vo, 

Thurston's  Materials  of  Engineering.     In  Three  Parts 8vo. 

Part  I.     Non-metallic  Materials  of  Engineering  and  Metallurgy. . . .  8vo. 

Part  II.     Iron  and  Steel 8vo. 

Part  III.    A  Treatise  on  Brasses,  Bronxes,  and  Other  Alloys  and  their 

Constituents 8vo, 

Tillson's  Street  Pavements  and  Paving  Materials 8vo, 

Tumeatire  and  Maurer's  Principles  of  Reinforced  Concrete  Construction. 

Second  Edition.  Revised  and  Enlarged 8vo, 

Waterbury's  Cement  Laboratory  Manual 12mo. 

Wood's  (De  V.)  Treatise  on  the  Resistance  of  Materials,  ancl  an  Appendix  on 

the  Preservation  of  Timber 8vo,     2  00 

Wood's  (M.  P.)  Rustless  0>atings:  Corrosion  and  Electrolysis  of  Iron  and 

Steel 8vo,    4  00 


RAILWAY  ENGINEERING. 

Andrews's  Handbook  for  Street  Railway  Engineers 3X6  inches,  mor.  1  25 

Berg's  Buildings  and  Structtires  of  American  Railroads 4to,  5  00 

Brooks's  Handbook  of  Street  Railroad  Location 16mo.  mor.  1  50 

ButU's  Civil  Engineer's  Field-book Idmo.  mor.  2  60 

Crandall's  Railway  and  Other  Earthwork  Tables. 8vo.  1  60 

Transition  Curve 16mo,  mor.  1  50 

*  Crockett's  Methods  for  Earthwork  Computaticms 8vo,  ",   50 

Dredge's  History  of  the  Pennsylvania  Railroad.  (1870) Papei  5  00 

Fisher's  Table  of  Cubic  Yards Cardboard.  26 

Godwin's  Railroad  Engineers'  Field-book  and  Explorers'  Guide. .  16mo,  mor.  2  50 
Hudson's  Tables  for  Calculating  the  Cubic  Contents  of  Excavations  and  Em- 
bankments  8vo,  1  00 

Ives  and  Hilts's  Problems  in  Surveying,  Railroad  Surveying  and  Geodesy 

16mo,  mor.  1  50 

Molitor  and  Beard's  Manual  for  Resident  Engineers 16mo.  1  00 

Nagle's  Field  Manual  for  Railroad  Engineers 16mo.  mor.  3  00 

*  Orrock's  Railroad  Structtires  and  Estimates 8vo,  3  00 

Philbrick's  Field  Manual  for  Engineers lOmo,  mor.  3  00 

Raymond's  Railroad  Engineering.     3  volumes. 

Vol.      I.  Railroad  Field  Geometry.     (In  Preparation.) 

Vol.    II.  Elements  of  Railroad  Engineering 8vo.  3  50 

Vol.  III.  Railroad  Engineer's  Field  Book.     (In  Preparation.) 

Searles's  Field  Engineering 16mo.  mor.  3  00 

Railroad  Spiral 16mo,  mor.  1  50 

Taylor's  Prismoidal  Formulae  and  Earthwork 8vo,  1  60 

*  Trautwine's  Field  Practice  of  Laying  Out  Circular  Curves  for  Railroads. 

12mo.  mor.  2  60 
*  Method  of  Calculating  the  Cubic  Contents  of  Excavations  and  Em- 
bankments by  the  Aid  of  Diagrams 8vo,  2  00 

Webb's  Economics  of  Railroad  Construction Large  12mo,  2  50 

Railroad  Construction 16mo,  mor.  5  00 

Wellington's  Economic  Theory  of  the  Location  of  Railways Large  12mo,  6  00 

Wilson's  Elements  of  Railroad-Track  and  Construction 12mo,  2  00 
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DRAWING. 

Barr*s  Elinematics  of  Machinery 8vo, 

*  Bartlett's  Mechanical  Drawing 8vo. 

*  ••  "  ••  Abridged  Ed 8vo. 

Co«lidge's  Manual  of  Drawing Svo.  paper, 

Coolidge  and  Freeman's  Elements  of  General  Drafting  for  Mechanical  Engi- 
neers  Oblong  4to, 

Durley's  Kinematics  of  Machines Svo, 

Emch's  Introduction  to  Projective  Geometry  and  its  Application Svo, 

French  and  Ives'  Stereotomy • Svo, 

Hill's  Text-book  on  Shades  and  Shadows,  and  Perspective Svo, 

Jamison's  Advanced  Mechanical  Drawing Svo, 

Elements  of  Mechanical  Drawing Svo, 

Jones's  Machine  Design : 

Part  I.    Kinematics  of  Machinery Svo, 

Part  II.  Form,  Strength,  and  Proportions  of  Parts Svo. 

Kimball  and  Barr's  Machine  Design.     (In  Press.) 

MacCord's  Elements  of  Descritpive  Geometry Svo, 

Kinematics;  or.  Practical  Mechanism Svo, 

Mechanical  Drawing 4to, 

Velocity  Diagrams. Svo, 

McLeod's  Descriptive  Geometry Large  12mo, 

*  Mahan's  Descriptive  Geometry  and  Stone-cutting Svo, 

Industrial  Drawing.     (Thompson.) Svo, 

Moyer's  Descriptive  Geometry Svo. 

Reed's  Topographical  Drawing  and  Sketching 4to, 

Reid's  Course  in  Mechanical  Drawing Svo, 

Text-book  of  Mechanical  Drawing  and  Elementary  Machine  Design. .Svo, 

Robinson's  Principles  of  Mechanism Svo, 

Schwamb  and  Merrill's  Elements  of  Mechanism Svo, 

Smith  (A.  W.)  and  Marx's  Machine  Design Svo, 

Smith's  (R.  S.)  Manual  of  Topographical  Drawing.     (McMillan) Svo, 

*  Titsworth's  Elements  of  Mechanical  Drawing. Oblong -Svo, 

Warren's  Drafting  Instruments  and  Operations '. .  I'^iho, 

Elements  of  Descriptive  Geometry,  Shadows,  and  Perspective Svo, 

Elements  of  Machine  Ck)nstruction  and  Drawing Svo, 

Elements  of  Plane  and  Solid  Free-hand  Geometrical  Drawing. . . .  12mo, 

General  Problems  of  Shades  and  Shadows Svo, 

ManMal  of  Elementary  Problems  in  the  Linear  Perspective  of  Forms  and 

Shadow 12mo, 

.    Manual  of  Elementary  Projection  Drawing 12mo, 

Plane  Problems  in  Elementary  Geometry 12rao, 

Problems,  Theorems,  and  Examples  in  Descriptive  Geometry Svo, 

Weisbach's  Kinematics  and  Power  of  Transmission.  (Hermann  and 
Klein.) Svo, 

Wilson's  (H.  M.)  Topographic  Surveying Svo, 

♦Wilson's  (V.  T.)  Descriptive  Geometry Svo, 

Free-hand  Lettering Svo, 

Free-hand  Persp>ective Svo, 

Woolf's  Elementary  (bourse  in  Descriptive  Geometry Large  Svo, 


ELECTRICITY   AND   PHYSICS. 

♦  Abegg's  Theor>'  6f  Electrolytic  Dissociation,     (von  Ende.) ]2mo.  1  25 

Andrews's  Hand-book  for  Street  Railway  Engineering 3X5  inches,  mor.  1  25 

Anthony  and  Brackett's  Text-book  of  Physics.     (Magie.) Large  12 mo,  3  (X) 

Anthony  and  Ball's  Lecture-notes  on  the  Theory  of  Electrical  Measure- 
ments  12mo,  1  00 

Benjamin's  History  of  Electricity Svo,  3  00 

Voltaic  Cell Svo,  3  00 
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BetU'sLeftd  Refining  and  Electrolysis. 8vo.  $4  00 

Claseen't  QtiaatiUtive  Ckemical  Analysis  by  Electrolysis.     (Boltwood.).8vo,  3  00 

*  Cellins's  Manual  of  Wireless  Telegraphy  and  Telephony 12mo,  1  50 

*  Mor.  2  00 

Crdiore  and  Squier's  Polarizing  Photo-chronograph. 8vo.  3  00 

*  Danneel's  Electrochemistry.     (Merriam.) 12mo.  1  25 

Dawson's  "Engineering"  and  Electric  Traction  Pocket-book. . .  .16ino.  mor.  5  00 
Dolesalek's  Theory  of  the  Lead  Accumulator  (Storage  Battery),     (von  Ende.) 

12mo.  2  50 

Duhem's  Thermodynamics  and  Chemistry.     (Burgess.) 8vo,  4  00 

Flather's  Dynamometers,  and  the  Meastirement  of  Power 12mo,  3  00 

Getman*s  Introduction  to  Physical  Science. ^ 12mo, 

Gilbert's  De  Magnete.     (Mottelay) 8vo.  2  50 

*  Hanchett's  Alternating  Currents 12mo,  1  (X) 

Hedng's  Ready  Reference  Tables  ((Conversion  Factors) 16mo,  mor.  2  50 

*  Hobart  axid  Ellis's  High-speed  Dynamo  Electric  Machinery 8vo,  6  (X) 

Holman*s  Precision  of  Measurements 8vo,  2  00 

Telescopic  Mirror-scale  Method,  Adjustments,  and  Tesls.. .  .Large  8vo,  75 

*  Karapetpff 's  Experimental  Electrical  Engineering 8vo.  6  00 

Kinzbrunner's  Testing  of  Continuous-current  Machines 8vo,  2  00 

Landauer's  Spectrum  Analysis.     (Tingle.) 8vo,  3  00 

Le  Chatelier's  High-temperature  Measurements.  (Boudouard — B\2rgess.)12mo,  3  00 

L6b's  Electrochemistry  of  Organic  Ck>mpoimds.     (Lorenz) 8vo,  3  00 

*  Lyndon's  Development  and  Electrical  Distribution  of  Water  Power.  .8vo,  3  00 

*  Lyons*s  Treatise  on  Electromagnetic  Phenomena.  Vols.  I  .and  11. 8vo,  each,  6  00 

*  Michie's  Elements  of  Wave  Motion  Relating  to  Sound  and  Light 8vo,  4  OO 

Morgan's  Outline  of  the  Theory  of  Solution  and  its  Results 12mo,  1  00 

*  Physical  Chemistry  for  Electrical  Engineers 12mo,  1  50 

*  Norris's  Introduction  to  the  Study  of  Electrical  Engineering 8vo,  2  50 

Korris  and  Dennison's  Course  of  Problems  on  the  Electrical  Characteristics  of 

Circtiits  and  Machines.     (In  Press.) 

*  Parshall  and  Hobart's  Electrie  Machine  Design 4to,  half  mor,  12  50 

Reagan's  Locomotives:  Simple,  Compound,  and  Electric.     New  Edition. 

Large  12mo,  3  50 

*  Rosenberg's  Electrical  Engineering.    (Haldane  Gee — Kinzbrunner.).  .8vo,  2  (X) 

Ryan,  Norris,  and  Hoxie's  Electrical  Machinery.     Vol.  1 8vo,  2  50 

Schapper's  Laboratory  Guide  for  Students  in  Physical  Chemistry 12mo,  1  00 

*  Tillman's  Elementary  Lessons  in  Heat 8vo,  1  50 

Tory  and  Pitcher's  Manual  of  Laboratory  Physics Large  12mo,  2  00 

Ulke's  Modem  Electrolytic  Copper  Refining 8vo,  3  00 


LAW. 

^Brennan's  Hand-book  of  Useful  Legal  Informatien  for  Business  Men. 

16mo,  mor.  5  (X) 

♦  Davis's  Elements  of  Law 8vo,  2  60 

♦  Treatise  on  the  Military  Law  of  United  States 8vo,  7  00 

*  Dudley's  Military  Law  and  the  Procedure  of  (^urts-martial. .  Large  12mo,  2  50 

Manual  for  Courts-martial 16mo,  mor.  1  50 

Wait's  Engineering  and  Architectural  Jurisprudence 8vo,  6  00 

Sheep,  6  50 

Law  of  Contracts 8vo.  3  00 

Law  of  Operations  Preliminary  to   Construction  in  Engineering  and 

Architecture 8vo,  5  OQ 

Sheep,  5  50 


MATHEMATICS. 

Baker's  Elliptic  Functions 8vo,     1  50 

Briggs's  Elements  of  Plane  Analytic  Geometry.     (Bocher) 12mo,     1  00 

•  Buchanan's  Plane  and  Spherical  Trigonometry 8vo,     1  00 
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Byerley's  Harmonic  Ftinctions 8vo. 

Chandler's  Elements  of  the  Infinitesimal  Calculus. 12mo. 

*  CoflSn's  Vector  Analysis 12mo, 

Compton's  Manual  of  Logarithmic  Computations 12mo, 

*  Dickson's  College  Algebra. Large  12mo, 

*  Introduction  to  the  Theory  of  Algebraic  Equations Large  12mo, 

Emch's  Introduction  to  Projective  Geometry  and  its  Application 8vo. 

Fiske's  Functions  of  a  Complex  Variable 8vo, 

Halsted's  Elementary  Synthetic  Geometry 8vo, 

Elements  of  Geometry 8vo, 

*  Rational  Geometry 12mo. 

Hyde's  Grassmann's  Space  Analysis 8vo, 

*  Johnson's  (J.  B.)  Three-place  Logarithmic  Tables:  Vest-pocket  size,  paper, 

100  copies, 
*  Mounted  on  heavy  cardboard,.  8  X 10  inches, 

10  copies, 
Johnson's  (W.  W.)  Abridged  Editions  of  Differential  and  Integral  Calculus. 

Large  12mo,  1  vol. 

Ctirve  Tracing  in  Cartesian  Co-ordinates 12mo, 

Differential  Equations 8vo, 

Elementary  Treatise  on  Differential  Calculus Large  12mo, 

Elementary  Treatise  on  the  Integral  Calculus Large  12mo, 

*  Theoretical  Mechanics 12mo, 

Theory  of  Errors  and  the  Method  of  Least  Squares 12mo, 

Treatise  on  Differential  Cakulus Large  12mo, 

Treatise  on  the  Integral  Calculus Large  12mo, 

Treatise  on  Ordinary  and  Partial  Differential  Equations. .  .Large  12mo, 

Karapetoff 's  Engineering  Applications  of  Higher  Mathematics. 

(In  Preparation.) 
Laplace's  Philosophical  Essay  on  Probabilities.  (Trusoott  and  Emory.) .  12mo.    2  00 

*  Ludlow  and  Bass's  Elements  of  Trigonometry  and  Logarithmic  and  Other 

Tables 8vo,     3  00 

*  Trigonometry  and  Tables  published  separately Each,     2  00 

*  Ludlow's  Logarithmic  and  Trigonometric  Tables 8vo,     1  00 

Macfarlane's  Vector  Analysis  and  Quaternions 8vo,     1  00 

McMahon's  Hyperbolic  Functions 8vo,     1  00 

Manning's  Irrational  Numbers  and  their  Representation  by  Sequences  and 

Series 12mo.     1  25 

Mathematical   Monographs.     Edited  by  Mansfield  Merriman  and   Robert 

S.  Woodward Octavo,  each     1  00 

No.  1.  History  of  Modem  Mathematics,  by  David  Eugene  Smith. 
No.  2.  Synthetic  Projective  Geometry,  by  George  Bruce  Halsted. 
No.  3.  Determinants,  by  Laenas  GiiSord  Weld.  No.  4.  Hyper- 
bolic Functions,  by  James  McMahon.  No.  5.  Harmonic  Ptmc- 
tions.  by  William  E.  Byerly.  No.  6.  Grassmann's  Space  Analysis, 
by  Edward  W.  Hyde.  No.  7.  Probability  and  Theory  of  Errors, 
by  Robert  S.  Woodward.  No.  8.  Vector  Analysis  and  Quaternions, 
by  Alexander  Macfarlane.  No.  9.  Differential  Equations,  by 
William  Woolsey  Johnson.  No.  10.  The  Solution  of  Equations, 
by  Mansfield  Merriman.  No.  11.  Functions  of  a  Complex  Variable, 
by  Thomas  S.  Fiske. 

Maurer's  Technical  Mechanics 8vo,     4  00 

Merriman's  Method  of  Least  Squares. 8vo,     2  00 

Solution  of  Equations 8vo,     1  00 

Rice  and  Johnson's  Differential  and  Integral  Calculus.     2  vols,  in  one. 

Large  12mo,     1  50 

Elementary  Treatise  on  the  Differential  Calculus Large  12mo,     3  00 

Smith's  History  of  Modem  Mathematics. 8vo.     1  00 

*  Veblen  and  Lennes's  Introduction  to  the  Real  Infinitesimal  Analysis  of  One 

Variable 8vo,     2  00 

*  Waterbury's  Vest  Pocket  Hand-book  of  Mathematics  for  Engineers. 

2iX5|  inches,  mor.     1  00 

Weld's  Determinants 8vo.     1  00 

Wood's  Elements  of  Co-ordinate  Geometry 8vo,     2  00 

Woodward's  Probability  and  Theory  of  Errors 8vo,     1  00 
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MBCHAHICAL   EUGUISBRING. 

MATERIALS  OP  ENGINEERING.  STEAM-ENGINES  AND  BOILERS. 

Bacon's  Forge  Practice. 12ino, 

Baldwin's  Steam  Heating  for  Btiildings 12nio, 

Barr's  Kinematics  of  Machinery 8vo, 

*  Bartlett's  Mechanical  Drawing. 8vo. 

*  "  "  "       Abridged  Ed 8vo. 

*  Burr's  Ancient  and  Modem  Engineering  and  the  Isthmian  Canal 8vo. 

Carpenter's  Experimental  Engineering 8vo. 

Heating  and  Ventilating  Buildings 8vo. 

Clerk's  Gas  and  Oil  Engine.     (New  edition  in  press.) 

Compton's  First  Lessons  in  Metal  Working 12mo, 

Compton  and  De  Groodt's  Speed  Lathe 12mo, 

Coolidge's  Mantial  of  Drawing 8vo,  paper, 

Coolidge  and  Freeman's  Elements  of  Geenral  Drafting  for  Mechanical  En- 
gineers  « Oblong  4to. 

Cromwell's  Treatise  on  Belts  and  Pulleys 12mo. 

Treatise  on  Toothed  Gearing 12roo. 

Dingey's  Machinery  Pattern  Making 12mo, 

Durley's  Kinematics  of  Machines 8vo. 

Planders's  Gear-cutting  Machinery Large  12mo. 

Plather's  Dynamometers  and  the  Measurement  of  Power. 12nx>, 

Rope  Driving 12mo, 

Gill's  Gas  and  Fuel  Analysis  for  Engineers 12mo. 

Gon's  Locomotive  Sparks 8vo, 

Greene's  Pumping  Machinery.     (In  Preparation.) 

Hering's  Ready  Reference  Tables  (Conversion  Factors) Idmo.  mor. 

*  Hobart  and  Ellis's  High  Speed  Dynamo  Electric  Machinery 8vo, 

Hutton's  Gas  Engine 8vo, 

Jamison's  Advanced  Mechanical  Drawing 8vo, 

Elements  of  Mechanical  Drawing 8vo, 

Jones's  Gas  Engine 8vo, 

Machine  Design: 

Part  I.     Kinematics  of  Machinery 8vo, 

Part  II.     Form,  Strength,  and  Proportions  of  Parts 8vo. 

Kent's  Mechanical  Engineer's  Pocket- Book lOmo,  mor. 

Kerr's  Power  and  Power  Transmission 8vo, 

Kimball  and  Barr's  Machine  Design.     (In  Press.) 

Levin's  Gas  Engine.     (In  Press.) .8vo, 

Leonard's  Machine  Shop  Tools  and  Methods 8vo, 

*  Lorenz's  Modem  Refrigerating  Machinery.  (Pope,  Haven,  and  Dean)..8vo. 
MacCord's  Kinematics;  or,  Practical  Mechanism 8vo, 

Mechanical  Drawing 4to, 

Velocity  Diagrams 8vo. 

MacFarland's  Standard  Reduction  Factors  for  Gases 8vo. 

Mahan's  Industrial  Drawing.     (Thomi^son.) 8vo, 

Mehrtens's  Gas  Engine  Theory  and  Design Large  ]2mo, 

Oberg's  Handbook  of  Small  Tools Large  1 2mo. 

*  Parshall  and  Hobart's  Electric  Machine  Design.  Small  4to,  half  leather. 

Peele's  Compressed  Air  Plant  for  Mines 8vo. 

Poole's  Calorific  Power  of  Fuels 8vo, 

*  Porter's  Engineering  Reminiscences,  1866  to  1882 8vo, 

Reid's  (^urse  in  Mechanical  Drawing 8vo, 

Text-book  of  Mechanical  Drawing  and  Elementary  Machine  Design.8vo, 

Richards's  0>mpressed  Air 12mo, 

Robinson's  Principles  of  Mechanism 8vo, 

Schwamb  and  Merrill's  Elements  of  Mechanism 8vo, 

Smith  (A.  W.)  and  Marx's  Machine  Design 8vo. 

Smith's  (O.)  Press-working  of  MeUls 8vo. 

Sorel's  Carbureting  and  Combustion  in  Alcohol  Engines.     (Woodward  and 

Preston.; Large  12nio, 

Stone's  Practical  Testing  of  Gas  and  Gas  Meters. Sro, 
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Thurston's  Animal  as  a  Machine  and  Prime  Motor,  and  the  Laws  of  Energetics. 

12mo. 
Treatise  on  Friction  and  Lost  Work  in  Machinery  and  Mill  Work . . .  8vo. 

*  Tilbon's  Complete  Automobile  Instructor. 16mo. 

*  Titsworth's  Elements  of  Mechanical  Drawing Oblong  8vo. 

Warren's  Elements  of  Machine  Construction  and  Drawing 8vo, 

*  Waterbury's  Vest  Pocket  Hand-book  of  Mathematics  for  Engineers. 

2JX6|  inches,  mor. 
Weisbach's    Kinematics   and    the   Power   of  Transmission.     (Herrmann — 

Klein.) 8vo. 

Machinery  of  Transmission  and  Governors.     (Hermann — Klein.).  .8vo, 
Wood's  Turbines 8vo, 


MATERIALS   OF  ENGINEERING. 

♦  Bovey's  Strength  of  Materials  and  Theory  of  Structures 8vo, 

Burr's  Elasticity  and  Resistance  of  the  Materials  of  Engineering. 8vo, 

Church's  Mechanics  of  Engineering 8vo, 

♦  Greene's  Structural  Mechanics 8vo, 

♦  HoUey's  Lead  and  Zinc  Pigments Large  i2mo 

Holley  and  Ladd's  Analysis  of  Mixed  Paints,  Color  Pigments,  and  Varnishes. 

Large  12mo. 
Johnson's  (C.  M.)  Rapid    Methods   for   the   Chemical    Analysis   of   Special 

Steels,  Steel-Making  Alloys  and  Graphite Large  12mo, 

Johnson's  (J.  B.)  Materials  of  Construction 8vo, 

Keep's  Cast  Iron 8vo, 

Lanza's  Applied  Mechanics 8vo, 

Maire's  Modem  Pigments  and  their  Vehicles 1 2mo, 

Martens's  Handbook  on  Testing  Materials.     (Hcnning.) 8vo. 

Maurer's  Techincal  Mechanics 8vo, 

Merriman's  Mechanics  of  Materials 8v'o, 

*  Strength  of  Materials 1 2mo, 

Metcalf's  Steel.     A  Manual  for  Steel-users 12mo, 

Sabin's  Industrial  and  Artistic  Technology  of  Paint  and  Varnish 8vo, 

Smith's  ((A.  W.)  Materials  of  Machines 12mo. 

Smith's  (H.  E.)  Strength  of  Material 12mo. 

Thurston's  Materials  of  Engineering 3  vols.,  8vo, 

Part  I.     Non-metallic  Materials  of  Engineering 8vo, 

Part  II.     Iron  and  Steel •.  8vo, 

Part  III.     A  Treatise  on  Brasses,  Bronzes,  and  Other  Alloys  and  their 

Constituents 8vo, 

Wood's  (De  V.)  Elements  of  Analytical  Mechanics 8vo, 

Treatise  on   the    Resistance  of   Materials   and   an    Appendix   on    the 

Preservation  of  Timber 8 vo,     2  00 

Wood's  (M.  P.)  Rustless  Coatings:    Corrosion  and  Electrolysis  of  Iron  and 

Steel 8vo,     4  00 


STEAM-ENGINES   AND   BOILERS. 

Berry's  Temperature-entropy  Diagram 12mo,  2  (X) 

Camot's  Reflections  on  the  Motive  Power  of  Heat.     (Thurston.) 12mo,  1  50 

Chase's  Art  of  Pattern  Making 12mo,  2  50 

Creighton's  Steam-engine  and  other  Heat  Motors 8vo,  5  00 

Dawson's  "Engineering"  and  Electric  Traction  Pocket-book.  ..  .  16mo,  mor.  5  (X) 

Ford's  Boiler  Making  for  Boiler  Makers 18mo.  1  (X) 

*  Gcbhardt's  Steam  Power  Plant  Engineering 8vo,  6  00 

(loss's  Locomotive  Performance 8vo,  5  00 

Hcmenway's  Indicator  Practice  and  Steam-engine  Economy 12mo,  2  00 

Hutton's  Heat  and  Heat-engines 8vo,  5  00 

Mechanical  Engineering  of  Power  Plants 8vo,  5  00 

Kent's  Steam  boiler  Economy 8vo,  4  (X) 
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I's  Practke  and  Theoiy  of  the  Injector 8vo. 

MacCord's  Slide-valves 8to. 

Meyer's  Modem  Locomotive  Construction 4to. 

Moyer's  Steam  Txirbine. 8vo, 

Peabody's  Manual  of  the  Steam-engine  Indicator 12mo. 

Tables  of  the  Properties  of  Steam  and  Other  Vapors  and  Temperature- 
Entropy  Table. 8vo, 

,        Thermodynamics  of  the  Steam-engine  and  Other  Heat-engines.  .  .  .8vo. 

Valve-gears  for  Steam-engines 8vo. 

Peabody  and  Miller's  Steam-boilers 8vo. 

Pupin's  Thermodynamics  of  Reversible  Cycles  in  Gases  and  Satiu«ted  Vapors. 

(OsterbcTg.) 12mo. 

Reagan's  Locomotives:  Simple.  Compound,  and  Electric.     New  Edition. 

Large  12mo. 

Sinclair's  Locomotive  Engine  Rtmning  and  Management. 12mo, 

Smart's  Handbook  of  Engineering  Laboratory  Practice. 12mo. 

Snow's  Steam-boiler  Practice 8vo. 

Spangler's  Notes  on  Thermodynamics .' 12mo. 

Valve-gears ; 8vo. 

Spangler,  Greene,  and  Marshall's  Elements  of  Steam-engineering. ....  .8vo 

lliomas's  Steam-turbines 8vo. 

Thurston's  Handbook  of  Engine  and  Boiler  Trials,  and  the  Use  of  the  Indi- 
cator and  the  Prony  Brake 8vo. 

Handy  Tables 8vo. 

Manual  of  Steam-boilers,  their  Designs, Construction,  and  Operation  8vo, 

Manual  of  the  Steam-engine. 2vols..  8vo. 

Part  I.     History,  Structure,  and  Theory 8vo. 

Part  II.     Design.  Construction,  and  Operation i 8vo. 

Steam-boiler  Explosions  in  Theory  and  in  Practice 12mo. 

Wehrenfenning's  Analysis  and  Softening  of  Boiler  Peed-water.    (Patterson). 

8vo, 

Weisbach's  Heat.  Steam,  and  Steam-engines.     (Du  Bois.) 8vo. 

Whitham's  Steam-engine  Design Svo. 

Wood's  Thermodynamics,  Heat  Motors,  and  Refrigerating  Machines. .  .8vo, 


MECHAinCS   PUItE  AND   APPLIED. 

'Church's  Mechanics  of  Engineering Svo. 

Notes  and  Examples  in  Mechanics Svo. 

Dana's  Text-book  of  Elementary  .Mechanics  for  Colleges  and  Schools  .12mo. 
Du  Bois's  Elementary  Principles  of  Mechanics: 

Vol.    I.     Kinematics Svo, 

Vol.  II.     Statics Svo. 

Mechanics  of  Engineering.     Vol.    I Small  4to, 

Vol.  II Small  4to. 

♦  Greene's  Structural  Mechanics Svo, 

James's  Kinematics  of  a  Point  and  the  Rational  Mechanics  of  a  Particle. 

Large  12mo, 

•  Johnson's  (W.  W.)  Theoretical  Mechanics 12mo. 

Lanza's  Applied  .Mechanics 8vo. 

••  Martin's  Text  Book  on  Mechanics.  Vol.  I.  Statics l2mo, 

♦  Vol.  II.  Kinematics  and  Kinetics.  1 2mo. 

Maurer's  Technical  Mechanics Svo. 

'♦  Merriman's  Elements  o£  .Mechanics 12mo, 

Mechanics  of  Materials Svo, 

^♦  Michie's  Elements  of  Analytical  .Mechanics 8vo, . 

Robinson's  Principles  of  Mcchanisjn 8vo. 

Sanborn's  Mechanic  s  Problems Large  12mo, 

vSchwamb  and  Memll's  Elements  of  Mcvhanism Svo. 

Wood's  Elements  of  Analytical  .Mechanics 8vo, 

Prhzciples  of  Elementary  Mechanics 12mo, 
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MEDICAL. 

*  Abderhalden's  Physiologicftl  Chemistry  in  Thirty  Lectures.     (Hall  and 

Defrcn.) 8vo,  $5  00 

von  Behring's  Suppression  of  Tuberculosis.     (Bolduan.) 12mo,  1  00 

Bolduan's  Immune  Sera 12mo,  1  50 

Bordet's  Studies  in  Immunity.     (Gay).     (In  Press.) 8vo. 

Davenport's  Statistical  Methods  with  Special  Reference  to  Biological  Varia- 
tions  16mo,  mor.  1  60 

Ehrlich's  Collected  Studies  on  Immunity.     (Bolduan.) 8vo.  6  00 

*  Fischer's  Physiology  of  AUmenUtion Large  12mo.  2  00 

de  Pursac's  Manual  of  Psychiatry.     (Rosanoff  and  Collins.) Large  12mo.  2  60 

Hammarsten's  Text-book  on  Physiological  Chemistry.     (Mandel.) 8vo.  4  00 

Jackson's  Directions  for  Laboratory  Work  in  Physiological  Chemistry.  .8vo,  1  26 

Lassar-Cohn's  Practical  Urinary  Analysis.     (Lorens.) 12mo.  1  00 

Mandel's  Hand-book  for  the  Bio-Chemical  Laboratory 12mo,  1  60 

*  Pauli's  Physical  Chemistry  in  the  Service  of  Medicine.      (Fischer. )..12mo.  1  25 

*  Poszi-Escot's  Toxins  and  Venoms  and  their  Antibodies.     (Cohn.).  .  12mo.  1  00 

Rostoski's  Serum  Diagnosis.     (Bolduan.) 12mo.  1  00 

Ruddiman's  Incompatibilities  in  Prescriptions 8vo,  2  00 

Whys  in  Pharmacy 12mo.  1  00 

Salkowski's  Physiological  and  Pathological  Chemistry.     (Omdorff.)  ..  ..8vo,  2  60 

*  Satterlee's  Outlines  of  Human  Embryology 12mo,  1  25 

Smith's  Lecture  Notes  on  Chemistry  for  Dental  Students 8vo.  2  60 

*  Whipple's  Tyhpoid  Fever Large  12mo,  3  00 

Woodhull's  Notes  on  Military  Hygiene 16mo,  1  60 

•  Personal  Hygiene 12mo,  1  00 

Worcester  and  Atkinson's  Small  Hospitals  Establishment  and  Maintenance, 
and  Suggestions  for  Hospital  Architecture,  with  Plans  for  a  Small 

Hospital 12mo.  1  26 


METALLURGY. 

Betts's  Lead  Refining  by  Electrolysis 8vo.  4  00 

Bolland's  Encyclopedia  of  Founding  and  Dictionary  of  Foundry  Terms  used 

in  the  Practice  of  Moulding 12mo,  3  00 

Iron  Founder 12mo,  2  60 

Supplement 12mo.  2  60 

Douglas's  Untechnical  Addresses  on  Technical  Subjects 12mo,  1  00 

Goesel's  Minerals  and  Metals:  A  Reference  Book 16mo,  mor.  3  00 

•  Iles's  Lead-smelting 12mo,  2  60 

Johnson's   Rapid    Methods  for  the  Chemical  Analysis  of  Special  Steels, 

Steel-making  Alloys  and  Graphite Large  12mo,  3  00 

Keep's  Cast  Iron 8vo,  2  60 

Le  Chatelier's  High- temperature  Measurements.    (Boudouard — Burgess.) 

12mo,  3  00 

Metcalf 's  Steel.     A  Manual  for  Steel-users 12mo.  2  00 

Minet's  Production  of  Aluminum  and  its  Industrial  Use.     (Waldo.). .  12mo.  2  60 

Ruer's  Elements  of  Metallography.     (Mathewson) 8vo. 

Smith's  Materials  of  Machines 12mo,  1  00 

Tate  and  Stone's  Foundry  Practice 12mo,  2  00 

Thurston's  Materials  of  Engineering.     In  Three  Parts 8vo,  8  00 

Part  I.      Non-metallic  Materials  of  Engineering,  see  Civil  Engineering, 
page  9. 

Part  I L    Iron  and  Steel 8vo,  3  60 

Part  III.  A  Treatise  on  Brasses,  Bronzes,  and  Other  Alloys  and  their 

Constituents 8vo,  2  60 

Ulke's  Modem  Electrolytic  Copper  Refining 8vo,  3  00 

West's  American  Foundry  Practice , .  12mo,  2  60 

Moulders'  Text  Book. 12mo,  2  60 
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MIITERALOGT. 

Baskervilie's  Chemical  Elements.     (In  Preparation.)' 

Boyd's  Map  of  Southwest  Virginia Pocket-book  form.  $2  00 

*  Browning's  Introduction  to  the  Rarer  Elements 8vo. 

Brush's  Manual  of  Determinative  Mineralogy.     (Penfield.) 8vo. 

Butler's  Pocket  Hand-book  of  Minerals 16mo.  mor. 

Chester's  Catalogue  of  Minerals 8vo,  paper. 

Cloth, 

*  Crane's  Gold  and  Silver 8vo, 

Dana's  First  Appendix  to  Dana's  New  "System  of  Mineralogy".  .Large  8vo, 
DMia's  Second  Appendix  to  Dana's  New  "  System  of  Mineralogy." 

LArge  8vo. 

Manual  of  Mineralogy  and  Petrography 12mo, 

Minerals  and  How  to  Study  Them 12mo, 

System  of  Mineralogy L4u-ge  8vo.  half  leather, 

Text-book  of  Mineralogy 8vo, 

Douglas's  Untechnical  Addresses  on  Technical  Subjects 12mo. 

Eakle's  Mineral  Tables 8vo, 

Eckel's  Stone  and  Clay  Products  Used  in  Engineering.     (In  Preparation). 

Goesel's  Minerals  and  Metals:  A  Reference  Book 16mo.  mor. 

Groth's  Introduction  to  Chemical  Crystaltography  (Marshall) 12mo. 

*  Hayes's  Handbook  for  Field  Geologists 16mo,  mor. 

Iddings's  Igneous  Rocks 8vo, 

Rock  Minerals 8vo, 

Johannsen's  Determination  of  Rock-forming  Minerals  in  Thin  Sections.  8vo, 

With  Thumb  Index 

*  Martin's  Laboratory    Guide    to    Qualitative    Analysis    with    the    Blow- 

pipe  12mo, 

Merrill's  Non-metallic  Minerals:  Their  Occurrence  and  Uses 8vo. 

Stones  for  Building  and  Decoration 8vo, 

*  Penfield's  Notes  on  Determinative  Mineralogy  and  Record  of  Mineral  Tests. 

8vo.  paper, 

Tables  of  Minerals,    Including  the  Use  of  Minerals  and  Statistics  of 

Domestic  Production 8vo, 

*  Pirsson's  Rocks  and  Rock  Minerals 12mo, 

*  Richards's  Synopsis  of  Mineral  Characters 12mo,  mor. 

*  Ries's  Clays:  Their  Occurrence.  Properties  and  Uses 8vo, 

*  Ries  and  Leigh  ton's  History  of  the  Clay-working  Industry  of  the  United 

States 8vo. 

*  Tillman's  Text-book  of  Important  Minerals  and  Rocks 8vo, 

Washington's  Manual  of  the  Chemical  Analysis  of  Rocks. ........... .8vo,    i 
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*  Beard's  Mine  Gases  and  Explosions Large  12mo.  3  00 

Boyd's  Map  of  Southwest  Virginia Pocket-book  form,  2  00 

*  Crane's  Gold  and  Silver 8vo,  5  00 

*  Index  of  Mining  Engineering  Literature 8vo,  4  00 

*  8vo,  mor.  5  00 

Douglas's  Untechnical  Addresses  on  Technical  Subjects 12mo,  1  00 

Eissler's  Modem  High  Explosives 8vo,  4  00 

Goesel's  Minerals  and  Metals:  A  Reference  Book 16mo.  mor.  3  00 

Ihlscng's  Manual  of  Mining 8vo,  5  00 

*  Iles's  Lead  Smelting 12mo,  2  50 

Peele's  Compressed  Air  Plant  for  Mines 8vo,  3  00 

Riemer's  Shaft  Sinking  Under  Difficult  (Conditions.     (Coming  and  Peele).8vo.  3  00 

*  Weaver's  Military  Explosives 8vo,  3  00 

Wilson's  Hydraulic  and  Placer  Mining.     2d  edition,  rewritten 12mo,  2  50 

Treatise  on  Practical  and  Theoretical  Mine  Ventilation 12mo,  1  25 
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.SAmTAKT  SCIENCE. 

^Association  of  State  and  National  Pood  and  Dairy  Dapartmeats,  Hartford 

Meeting.  1906 8vo.  $3  00 

Jamestown  Meeting.  1907. 8vo,  3  00 

*  Bashore's  Outlines  of  Practical  Sanitation 12mo,  1  25 

Sanitation  of  a  Country  Hotise 12nfo,  1  OO 

Sanitation  of  Recreation  Camps  and  Parks 12mo,  1  00 

Folwell's  Sewerage.     (Designing.  Construction,  and  Maintenance.) 8vo.  3  00 

Water-supply  Engineering 8vo,  4  00 

Fowler's  Sewage*  Works  Analyses 12mo,  2  00 

Puertes's  Water-filtration  Works 12mo,  2  60 

Water  and  Public  Health 12mo,  1  50 

Gerhard's  Guide  to  Sanitary  Inspections 12mo,  1  50 

*  Modem  Baths  and  Bath  Houses .8vo,  3  00 

SaniUtion  of  Public  Btdldings. 12mo.  1  50 

Hazen's  Clean  Water  and  How  to  Get  It Large  12mo.  1  50 

Filtration  of  Public  Water-supplies. . .8yo.  3  00 

Kinnicut.  Winslow  and  Pratt's  Purification  of  Sewage.     (In  Preparation.) 
Leach's  Inspection  and  Analysis  of  Pood  with  Special  Reference  to  State 

Control 8vo,  7  60 

Mason's  Examination  of  Water.     (Chemical  and  Bacteriological) 12mo,  1  25 

Water-supply.     (Considered  principally  from  a  Sanitary  Standpoint). 

8vo,  4  00 

*  Merriman's  Elements  of  Sanitary  Enigneering 8vo,  2  00 

Ogden's  Sewer  Design 12mo,  2  00 

Parsons's  Disposal  of  Mtmicipal  Refuse 8vo,  2  00 

Prescott  and  Winslow's  Elements  of  Water  Bacteriology,  with  Special  Refer- 
ence to  Sanitary  Water  Analysis 12mo,  1  50 

*  Price's  Handbook  on  Sanitation 12mo,  1  50 

Richards's  Cost  of  Cleanness 12mo,  1  00 

Cost  of  Pood.     A  Study  in  Dietaries 12mo,  1  00 

Cost  of  Living  as  Modified  by  Sanitary  Science , .. . .  12mo,  1  00 

Cost  of  Shelter ;. . . .  12mo.  1  00 

*  Richards  and  Williams's  Dietary  Computer ^."l"  . .  .8vo.  1  5Q 

Richards  and  Woodman's  Air,  Water,  and  Pood  from  a  SanitaJ^  Stand- 
point  ■ ! .  .Svp;  -^  00 

*  Richey's    Plumbers',     Steam-fitters',    and    Tinners'    Edition    (BtiHtfirtg'  f ' 

Mechanics'  Ready  Reference  Series) 16mo,  mOfC*  '1  50 

Rideal's  Disinfection  and  the  Preservation  of  Food 8vo.  4  00 

Sewage  and  Bacterial  Purification  of  Sewage 8vb,  '  4  00 

Sopcr's  Air  and  Ventilation  of  Subways. ; ;  .-12nlo,-^  50 

Tumeaurc  and  Russell's  Public  Water-supplies 8vo,  5  00 

Venablc's  Garbage  Crematories  in  America 8vo.  2  00 

Method  and  Devices  for  Bacterial  Treatment  of  Sewage 8vo,  3  00 

Ward  and  Whipple's  Freshwater  Biology.     (In  Press.) 

Whipple's  Microscopy  of  Drinking-water 8vo,  3  50 

*  Typhoid  Fever Large  12mo.  3  00 

Value  of  Pure  Water Large  13mo.  1  00 

Winslow's  Systematic  Relationship  of  the  Coccacese Large  12mo.  2  50 


MISCELLANEOUS. 

Emmons's  Geological  Guide-book  of  the  Rocky  Mountain  Excursion  of  the 

International  ConRress  of  Geologists Large  8vo.  1  50 

Fcrrcl'^  Popular  Treatise  on  the  \Vin<is , 8vo,  4  00 

Fit/K(TaI<l\  IJostun  Machinist ISmo,  1  00 

Ganm-tt-  Statistical  Abstract  of  the  World 24mo.  7^ 

Haii;»>'s  AMierican  Railway  Management 12mo.  2  50 

♦  Hanv,::eks  The  Microscopy  of  Technical  Products.      (Winton).. 8vq,  5  OO 

IS 


Jacobs'*  Betterment  Briefs.     A  Collection  of   Published   Papers  on  Or- 
ganised Indystrial  BflSdency 8vo. 

Metcalfe's  Cost  of  Manufactures,  and  the  Administration  of  Workshops.. 8 vo, 

Putnam's  Nautical  Charts 8ro, 

Ricketts's  History  of  Rensselaer  Polytechnic  Institute  1824-1894. 

Large  12mo, 

Rotherham's  Emphasised  New  Testament Large  8vo, 

Rust's  Ex-Meridian  Altitude.  Azimuth  and  Star-finding  Tables 8vo. 

Standage's  Decoration  of  Wood.  Glass,  Metal,  etc 12mo. 

Thome's  Structural  and  Physiological  Botany.     (Bennett) 16mo. 

Westermaier's  Compendium  of  General  Botany.     (Schneider) 8to, 

Winslow's  Elements  of  Applied  Microscopy 12mo, 


HEBREW  AND  CHALDEE  TEXT-BOOOKS. 

Gesenius's  Hebrew  and  Chaldee  Lexicon  to  the  Old  Testament  Scriptures. 

(Tregelles.) Small  4to.  half  mor.     5  00 

Green's  Elementary  Hebrew  Grammar 12mo,     1  25 
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